NGTL Korea INC.
NGTL 52-7,Choha-ro,Cheoin-gu,Yongin-si,Gyeonggi-do,17037 South Korea

NEXT GENERATION FCC Designation Number: KR0O179

TEST LABORATORY

Plot 5-77 802.11ax20 CH12. Conducted Upper Band edge - (Ant 1)

=

| Keysignt Spectrum Analyzer - Swept A
RL RF 500 AC | CORREC | SENSE:INT| SOURCE OFF | ALIGN AUTO ‘10 39:06 AMJun 24, 2026
Center Freq 2.483500000 GHz Avg Type: Log-Pwr
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Plot 5-78 802.11ax20 CH12. Conducted Upper Band edge - (Ant 2)
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NGTL Korea INC.
NGTL 52-7,Choha-ro,Cheoin-gu,Yongin-si,Gyeonggi-do,17037 South Korea

NEXT GENERATION FCC Designation Number: KR0O179

TEST LABORATORY

Plot 5-79 802.11ax20 CH13. Conducted Upper Band edge - (Ant 1)

| Keysignt Spectrum Analyzer - Swept A =
RL RF 500 AC | CORREC | SENSE:INT| SOURCE OFF | ALIGN AUTO \10:51 :09 Al
Center Freq 2.483500000 GHz Avg Type: Log-Pwr

PNO: Fast —+— 1rig: FreeRun
IFGain:Low #Atten: 20 dB

AMkr2 19.040 MHz Auto Tune
{0 gaiciv__Ref 20.00 dBm ErETs
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StartFreq
2.448500000 GHz

Stop Freq
2.518500000 GHz

CF Step
7.000000 MHz
Auto Man

Freq Offset

0 Hz
||
Scale Type
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#Res BW 100 kHz #VBW 1.0 MHz Sweep 6.533 ms (2001 pts)
= 1Points changed; all traces cleared

Plot 5-80 802.11ax20 CH13. Conducted Upper Band edge - (Ant 2)

|- ][]

' Keysight Spectrum Analyzer - Swept SA
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NGTL Korea INC.
NGTL 52-7,Choha-ro,Cheoin-gu,Yongin-si,Gyeonggi-do,17037 South Korea

NEXT GENERATION FCC Designation Number: KR0O179

TEST LABORATORY

Plot 5-81 802.11ax20 CH1. 26 Tone Conducted Lower Band edge - (Ant 1)

| Keysignt Spectrum Analyzer - Swept A ==
RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALIGN AUTO | 04:58:48 PM
Center Freq 2.400000000 GHz Avg Type: Log-Pwr

PNO: Fast —+— 1rig: FreeRun
IFGain:Low #Atten: 30 dB

AMKr2 -3. 465 MHz Auto Tune
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= 1Points changed; all traces cleared

Plot 5-82 802.11 ax20 CH1. 26 Tone Conducted Lower Band edge - (Ant 2)

' Keysight Spectrum Analyzer - Swept SA =
i RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALTGN AUTO __ [04:59:00 PM
Center Freq 2.400000000 GHz ) Avg Type: Log-Pwr
PNO: Fast ~—»— T1rig: FreeRun
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= 1 Paints changed; all traces cleared
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NGTL Korea INC.
NGTL 52-7,Choha-ro,Cheoin-gu,Yongin-si,Gyeonggi-do,17037 South Korea

NEXT GENERATION FCC Designation Number: KR0O179

TEST LABORATORY

Plot 5-83 802.11 ax20 CH11. 26 Tone Conducted Upper Band edge - (Ant 1)

| Keysignt Spectrum Analyzer - Swept A ==
RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALIGN AUTO | 04:53:06 PM
Center Freq 2.483500000 GHz Avg Type: Log-Pwr

PNO: Fast —+— 1rig: FreeRun
IFGain:Low #Atten: 30 dB

Auto Tune
1LD gB!dIV Ref 20.00 dBm
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StartFreq
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= 1Points changed; all traces cleared

Plot 5-84 802.11 ax20 CH11. 26 Tone Conducted Upper Band edge - (Ant 2)

' Keysight Spectrum Analyzer - Swept SA =
i RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALTGN AUTO __ [04:53:18 PM
Center Freq 2.483500000 GHz ) Avg Type: Log-Pwr
PNO: Fast ~—»— T1rig: FreeRun
IFGain:Low #Atten: 30 dB
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NGTL Korea INC.
NGTL 52-7,Choha-ro,Cheoin-gu,Yongin-si,Gyeonggi-do,17037 South Korea

NEXT GENERATION FCC Designation Number: KR0O179

TEST LABORATORY

Plot 5-85 802.11 ax20 CH12. 26 Tone Conducted Upper Band edge - (Ant 1)

| Keysignt Spectrum Analyzer - Swept A ==
RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALIGN AUTO __|05:04:48 PM
Center Freq 2.483500000 GHz Avg Type: Log-Pwr

PNO: Fast —+— 1rig: FreeRun
IFGain:Low #Atten: 30 dB

AMkr2 39.410 MHz Auto Tune
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usc 1Points changed; all traces cleared

Plot 5-86 802.11 ax20 CH12. 26 Tone Conducted Upper Band edge - (Ant 2)

' Keysight Spectrum Analyzer - Swept SA =
i RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALTGN AUTO __[05:05:00 PM
Center Freq 2.483500000 GHz ) Avg Type: Log-Pwr
PNO: Fast ~—»— T1rig: FreeRun
IFGain:Low #Atten: 30 dB

AMkr2 30.310 MHz Auto Tune
{0 gBiciv__Ref 20.00 dBm Ay
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= 1 Paints changed; all traces cleared
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NGTL Korea INC.
NGTL 52-7,Choha-ro,Cheoin-gu,Yongin-si,Gyeonggi-do,17037 South Korea

NEXT GENERATION FCC Designation Number: KR0O179

TEST LABORATORY

Plot 5-87 802.11 ax20 CH13. 26 Tone Conducted Upper Band edge - (Ant 1)

| Keysignt Spectrum Analyzer - Swept A ==
RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALIGN AUTO | 05:40:48 PM
Center Freq 2.483500000 GHz Avg Type: Log-Pwr

PNO: Fast —+— 1rig: FreeRun
IFGain:Low #Atten: 30 dB

AMkr2 3.570 MHz Auto Tune
{ogaiciv__Ref 20.00 dBm Lz
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= 1Points changed; all traces cleared

Plot 5-88 802.11 ax20 CH13. 26 Tone Conducted Upper Band edge - (Ant 2)

' Keysight Spectrum Analyzer - Swept SA =
i RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALTGN AUTO __ [05:41:01 PM
Center Freq 2.483500000 GHz ) Avg Type: Log-Pwr
PNO: Fast ~—»— T1rig: FreeRun
IFGain:Low #Atten: 30 dB

AMkr2 3.080 MHz Auto Tune
{0 gBiciv__Ref 20.00 dBm 080 Mtz

CenterFreq
2.483500000 GHz

0.00
StartFreq
2.448500000 GHz

| Stop Freq
‘ “ 2.518500000 GHz
| \
--Mmu ---- —
m W 7.000000 MHz
Auto Man
hmicnd A et e —
oo |—
W .
. [ |
.

Center 2.48350 GHz Span 70.00 MHz |55 Lin

#Res BW 100 kHz #VBW 1.0 MHz Sweep 6.5333 ms (2001 pts)
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NGTL Korea INC.
NGTL 52-7,Choha-ro,Cheoin-gu,Yongin-si,Gyeonggi-do,17037 South Korea

NEXT GENERATION FCC Designation Number: KR0O179

TEST LABORATORY

Plot 5-89 802.11 ax20 CH1. 242 Tone Conducted Lower Band edge - (Ant 1)

| Keysignt Spectrum Analyzer - Swept A (=R
RL RF 50Q AC | CORREC | SENSE:INT| SOURCE OFF | ALIGN AUTO __|03:49:38 PMJun 20, 2026
Center Freq 2.400000000 GHz Avg Type: Log-Pwr

PNO: Fast —+— 1rig: FreeRun
IFGain:Low #Atten: 30 dB

AMkr2 -7.070 MHz Auto Tune
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= 1Points changed; all traces cleared

Plot 5-90 802.11 ax20 CH1. 242 Tone Conducted Lower Band edge - (Ant 2)

' Keysight Spectrum Analyzer - Swept SA =
i RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALTGN AUTO __ [03:49:47 PMJun 20, 2026
Center Freq 2.400000000 GHz ) Avg Type: Log-Pwr
PNO: Fast ~—»— T1rig: FreeRun
IFGain:Low #Atten: 30 dB

Auto Tune
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NGTL Korea INC.
NGTL 52-7,Choha-ro,Cheoin-gu,Yongin-si,Gyeonggi-do,17037 South Korea

NEXT GENERATION FCC Designation Number: KR0O179

TEST LABORATORY

Plot 5-91 802.11 ax20 CH11. 242 Tone Conducted Upper Band edge - (Ant 1)

| Keysignt Spectrum Analyzer - Swept A ==
RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALIGN AUTO __|03:58:27 PM
Center Freq 2.483500000 GHz Avg Type: Log-Pwr

PNO: Fast —+— 1rig: FreeRun
IFGain:Low #Atten: 30 dB
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= 1Points changed; all traces cleared

Plot 5-92 802.11 ax20 CH11. 242 Tone Conducted Upper Band edge - (Ant 2)

' Keysight Spectrum Analyzer - Swept SA =
i RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALTGN AUTO __ [03:58:35 PM
Center Freq 2.483500000 GHz ) Avg Type: Log-Pwr
PNO: Fast ~—»— T1rig: FreeRun
IFGain:Low #Atten: 30 dB
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= 1 Paints changed; all traces cleared
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NGTL Korea INC.
NGTL 52-7,Choha-ro,Cheoin-gu,Yongin-si,Gyeonggi-do,17037 South Korea

NEXT GENERATION FCC Designation Number: KR0O179

TEST LABORATORY

Plot 5-93 802.11 ax20 CH12. 242 Tone Conducted Upper Band edge - (Ant 1)

| Keysignt Spectrum Analyzer - Swept A ==
RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALIGN AUTO __|07:34:27 P
Center Freq 2.483500000 GHz Avg Type: Log-Pwr

PNO: Fast —+— 1rig: FreeRun
IFGain:Low #Atten: 30 dB

AMkr2 57.085 MHz Auto Tune
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#Res BW 100 kHz #VBW 1.0 MHz Sweep 6.533 ms (2001 pts)
= 1Points changed; all traces cleared

Plot 5-94 802.11 ax20 CH12. 242 Tone Conducted Upper Band edge - (Ant 2)

' Keysight Spectrum Analyzer - Swept SA =
i RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALTGN AUTO __ [07:34:39 PM
Center Freq 2.483500000 GHz ) Avg Type: Log-Pwr
PNO: Fast ~—»— T1rig: FreeRun
IFGain:Low #Atten: 30 dB

AMkr2 29.330 MHz Auto Tune
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NGTL Korea INC.
NGTL 52-7,Choha-ro,Cheoin-gu,Yongin-si,Gyeonggi-do,17037 South Korea

NEXT GENERATION FCC Designation Number: KR0O179

TEST LABORATORY

Plot 5-95 802.11 ax20 CH13. 242 Tone Conducted Upper Band edge - (Ant 1)

| Keysignt Spectrum Analyzer - Swept A (=R
RL RF 50Q AC | CORREC | SENSE:INT| SOURCE OFF | ALIGN AUTO __|07:35:3 PMJun 20,2026
Center Freq 2.483500000 GHz Avg Type: Log-Pwr

PNO: Fast —+— 1rig: FreeRun
IFGain:Low #Atten: 30 dB

Auto Tune

1LD gB!dIV Ref 20.00 dBm

CenterFreq
2.483500000 GHz

StartFreq
2.448500000 GHz

Stop Freq
2.518500000 GHz

CF Step
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#Res BW 100 kHz #VBW 1.0 MHz Sweep 6.533 ms (2001 pts)
= 1Points changed; all traces cleared

Plot 5-96 802.11 ax20 CH13. 242 Tone Conducted Upper Band edge - (Ant 2)

' Keysight Spectrum Analyzer - Swept SA =
i RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALTGN AUTO __ [07:35:51 PMJun 20, 2026
Center Freq 2.483500000 GHz ) Avg Type: Log-Pwr
PNO: Fast ~—»— T1rig: FreeRun
IFGain:Low #Atten: 30 dB

Auto Tune

10 dB!dnr Ref 20.00 dBm
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NGTL Korea INC.
NGTL 52-7,Choha-ro,Cheoin-gu,Yongin-si,Gyeonggi-do,17037 South Korea

NEXT GENERATION FCC Designation Number: KR0O179

TEST LABORATORY

Plot 5-97 802.11b CH1. Conducted Spurious Emission 0.03 to 10 GHz - (Ant 1)

| Keysignt Spectrum Analyzer - Swept A ==
RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALIGN AUTO _ [12:07
Center Freq 5.015000000 GHz Avg Type: Log-Pwr

PNO: Fast —+— 1rig: FreeRun
IFGain:Low #Atten: 30 dB
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= 1Points changed; all traces cleared

Plot 5-98 802.11b CH1. Conducted Spurious Emission 10 to 25 GHz - (Ant 1)

' Keysight Spectrum Analyzer - Swept SA =
i RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALTGN AUTO _ [12:08:12 PMJu
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NEXT GENERATION FCC Designation Number: KR0O179

TEST LABORATORY

Plot 5-99 802.11b CH1. Conducted Spurious Emission 0.03 to 10 GHz - (Ant 2)

| Keysignt Spectrum Analyzer - Swept A (=R
RL RF 500 AC | CORREC | SENSE:INT| SOURCE OFF | ALIGN AUTO
Center Freq 5.015000000 GHz Avg Type: Log-Pwr

PNO: Fast —+— 1rig: FreeRun
IFGain:Low #Atten: 30 dB
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CenterFreq
5.015000000 GHz

StartFreq
30.000000 MHz

: Stop Freq
L PR T by kb s ki ol sl m.uAIM CF Step
997.000000 MHz

Auto Man
||

Freq Offset

0Hz
[
Scale Type

Start 30 MHz Stop 10.000 GHz |5a Lin
#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 18.00 ms (30001 pts)
= 1Points changed; all traces cleared

Plot 5-100 802.11b CH1. Conducted Spurious Emission 10 to 25 GHz - (Ant 2)

' Keysight Spectrum Analyzer - Swept SA =
i RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALTGN AUTO __ [12:08:25PMJu
Center Freq 17.500000000 GHz ) Avg Type: Log-Pwr
PNO: Fast ~—»— T1rig: FreeRun
IFGain:Low #Atten: 10 dB
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NEXT GENERATION FCC Designation Number: KR0O179

TEST LABORATORY

Plot 5-101 802.11b CH6. Conducted Spurious Emission 0.03 to 10 GHz - (Ant 1)

| Keysignt Spectrum Analyzer - Swept A (=R
RL RF 500 AC | CORREC | SENSE:INT| SOURCE OFF | ALIGN AUTO
Center Freq 5.015000000 GHz Avg Type: Log-Pwr

PNO: Fast —+— 1rig: FreeRun
IFGain:Low #Atten: 30 dB

Mkr1 9.906 6 GHz Auto Tune
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= 1Points changed; all traces cleared

Plot 5-102 802.11b CH6. Conducted Spurious Emission 10 to 25 GHz - (Ant 1)

' Keysight Spectrum Analyzer - Swept SA =
i RL RF 500 AC | CORREC | SENSE:INT] SOURCE OFF | ALTGN AUTO _ [12:09:47 PMJu
Center Freq 17.500000000 GHz ) Avg Type: Log-Pwr
PNO: Fast ~—»— T1rig: FreeRun
IFGain:Low #Atten: 10 dB

Mkr1 24.886 5 GHz Auto Tune
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Plot 5-103 802.11b CH6. Conducted Spurious Emission 0.03 to 10 GHz - (Ant 2)

| Keysignt Spectrum Analyzer - Swept A (=R
RL RF 500 AC | CORREC | SENSE:INT| SOURCE OFF | ALIGN AUTO
Center Freq 5.015000000 GHz Avg Type: Log-Pwr

PNO: Fast —+— 1rig: FreeRun
IFGain:Low #Atten: 30 dB

Mkr1 8.214 0 GHz Auto Tune
{ogaiciv__Ref 20.00 dBm 32 16 dBr

CenterFreq
5.015000000 GHz

StartFreq
30.000000 MHz

Stop Freq
10.000000000 GHz

--l.------
m ..L o gy b i i i CF Step
997.000000 MHz

[ |

-------- Freq Offset
0Hz

|
Scale Type

Start 30 MHz Stop 10.000 GHz |5a Lin
#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 18.00 ms (30001 pts)
= 1Points changed; all traces cleared

Plot 5-104 802.11b CH6. Conducted Spurious Emission 10 to 25 GHz - (Ant 2)

' Keysight Spectrum Analyzer - Swept SA =
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Plot 5-105 802.11b CH11. Conducted Spurious Emission 0.03 to 10 GHz - (Ant 1)
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Plot 5-106 802.11b CH11. Conducted Spurious Emission 10 to 25 GHz - (Ant 1)

. Keysight Spectrum Analyzer - Swept SA
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Plot 5-107 802.11b CH11. Conducted Spurious Emission 0.03 to 10 GHz - (Ant 2)
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Plot 5-108 802.11b CH11. Conducted Spurious Emission 10 to 25 GHz - (Ant 2)
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Plot 5-109 802.11ax20 CH1. 26 Tone Conducted Spurious Emission 0.03 to 10 GHz - (Ant 1)

| Keysignt Spectrum Analyzer - Swept A
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Plot 5-110 802.11ax20 CH1. 26 Tone Conducted Spurious Emission 10 to 25 GHz - (Ant 1)
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Plot 5-111 802.11ax20 CH1. 26 Tone Conducted Spurious Emission 0.03 to 10 GHz - (Ant 2)

Plot 5-112 802.11 ax20 CH1. 26 Tone Conducted Spurious Emission 10 to 25 GHz -
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Plot 5-113 802.11 ax20 CH6. 26 Tone Conducted Spurious Emission 0.03 to 10 GHz -

Plot 5-114 802.11 ax20 CH6. 26 Tone Conducted Spurious Emission 10 to 25 GHz -

(Ant 1)
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Plot 5-115 802.11 ax20 CH6. 26 Tone Conducted Spurious Emission 0.03 to 10 GHz -

Plot 5-116 802.11 ax20 CH6. 26 Tone Conducted Spurious Emission 10 to 25 GHz -

(Ant 2)
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Plot 5-117 802.11 ax20 CH11. 26 Tone Conducted Spurious Emission 0.03 to 10 GHz - (Ant 1)
| Keysignt Spectrum Analyzer - Swept A =<
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Plot 5-118 802.11 ax20 CH11. 26 Tone Conducted Spurious Emission 10 to 25 GHz - (Ant 1)
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Plot 5-119 802.11 ax20 CH11. 26 Tone Conducted Spurious Emission 0.03 to 10 GHz - (Ant 2)
| Keysignt Spectrum Analyzer - Swept A =<
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Plot 5-120 802.11 ax20 CH11. 26 Tone Conducted Spurious Emission 10 to 25 GHz - (Ant 2)
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6. Radiated Test Results

6.1. Test Configuration

Radiated Test Facilities & Setup

Radiated emissions testing was conducted in an indoor 3-meter semi-anechoic chamber (SAC). For all frequency ranges,
the turntable was rotated 360° and the receive antenna height was varied from 1 m to 4 m to maximize emissions. The
specific test setups and calibrated, linearly polarized antennas utilized are as follows:

e 9kHzto30MHz :DUT height at 0.8 m/ Active Loop Antenna

¢ 30MHzto1GHz :DUT heightat 0.8 m/ No floor absorbers / Broadband Bi-log Antenna

e 1GHzto18 GHz :DUT heightat 1.5 m/ Floor absorbers deployed / Broadband Double-Ridge Horn Antenna
e Above 18 GHz : DUT height at 1.5 m / Floor absorbers deployed / Standard Gain Horn Antenna

Test Orientations

The DUT was investigated in three orthogonal orientations (X, Y, and Z) for each band. Since the equipment transmits
below 10 GHz, Radiated Spurious Emissions testing was performed from 9 kHz up to the lower of the tenth harmonic of
the highest fundamental frequency or 40 GHz. Testing from 1 GHz to 18 GHz was performed on the low, mid, and high
channels. Testing below 1 GHz and above 18 GHz was conducted only under the worst-case configuration. In accordance
with ANSI C63.10, measurement results for frequencies below 1 GHz and above 18 GHz are included in the report only
when emissions are detected within 20 dB of the applicable limit.

X-Axis Orientation Y-Axis Orientation Z-Axis Orientation

N

Figure 6-1 Three orthogonal orientations.

Radiated emissions were captured using automated test software 'NGTL ATE' Ver. 0.00.
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6.2. Radiated Measurement Setup

Figure 6-2 Radiated Measurement Setup Below 30 MHz

Turntable Loop Antenna

Figure 6-3 Radiated Measurement Setup Below 1 GHz

Bilog Antenna

R e el 3

Turntable Antenna Mast

Figure 6-4 Radiated Measurement Setup Above 1 GHz

o

Turntable Antenna Mast
Bore sight

6.3. Radiated Measurement Sample

Serial Number(s) : ZDH0461M, ZDHO0460M
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6.4. Radiated Spurious Emissions

6.4.1. Regulatory Limit

§ Part 15.205 Restriction band of operation

Except as shown in paragraph (d) of this section, only spurious emissions are permitted in any of the
frequency bands listed below:

Frequency (MHz) Frequency (MHz) Frequency (MHz) Frequency (GHz)
0.090-0.110 16.42-16.423 399.9-410 4.5-5.15
0.495-0.505 16.69475-16.69525 608-614 5.35-5.46

2.1735-2.1905 16.80425-16.80475 960-1240 7.25-7.75
4.125-4.128 25.5-25.67 1300-1427 8.025-8.5
4.17725-4.17775 37.5-38.25 1435-1626.5 9.0-9.2
4.20725-4.20775 73-74.6 1645.5-1646.5 9.3-9.5
6.215-6.218 74.8-75.2 1660-1710 10.6-12.7
6.26775-6.26825 108-121.94 1718.8-1722.2 13.25-13.4
6.31175-6.31225 123-138 2200-2300 14.47-14.5
8.291-8.294 149.9-150.05 2310-2390 15.35-16.2
8.362-8.366 156.52475-156.52525 2483.5-2500 17.7-21.4
8.37625-8.38675 156.7-156.9 2690-2900 22.01-23.12
8.41425-8.41475 162.0125-167.17 3260-3267 23.6-24.0
12.29-12.293 167.72-173.2 3332-3339 31.2-31.8
12.51975-12.52025 240-285 3345.8-3358 36.43-36.5
12.57675-12.57725 322-335.4 3600-4400 (Above 38.6)
13.36-13.41

§ Part 15.209 Radiated emission limit; general requirements

Except as shown in paragraph (b)(6) of this section, the maximum emissions outside of the frequency
bands of operation shall be attenuated in accordance with the following limits:

Frequency (MHz) Field Strength (uV/m) Measurement Distance (m)

0.009 -0.490 2400 / F(kHz) 300

0.490 — 1.705 24000 / F(kHz) 30

1.705-30.0 30 30
30-88 100** 3
88-216 150%** 3
216 -960 200%** 3
Above 960 500 3
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**Except as provided in paragraph (g), fundamental emissions from intentional radiators operating
under this section shall not be located in the frequency bands 54-72 MHz, 76-88 MHz, 174-216 MHz or
470-806 MHz. However, operation within these frequency bands is permitted under other sections of
this part, e.g., §§15.231 and 15.241.

Part 15.247 (d)

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally
modulated intentional radiator is operating, the radio frequency power that is produced by the
intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the band that
contains the highest level of the desired power, based on either an RF conducted or a radiated
measurement, provided the transmitter demonstrates compliance with the peak conducted power
limits. If the transmitter complies with the conducted power limits based on the use of RMS averaging
over a time interval, as permitted under paragraph (b)(3) of this section, the attenuation required under
this paragraph shall be 30 dB instead of 20 dB. Attenuation below the general limits specified in §
15.209(a) is not required. In addition, radiated emissions which fall in the restricted bands, as defined in
§ 15.205(a), must also comply with the radiated emission limits specified in § 15.209(a) (see &
15.205(c)).

RSS-GEN - Section 8.9

Except where otherwise indicated in the applicable RSS, radiated emissions shall comply with the field
strength limits shown in table 5 and table 6. Additionally, the level of any transmitter unwanted
emission shall not exceed the level of the transmitter’s fundamental emission.

Note

Frequency (MHz)

Magnetic field strength
(H-Field) (nA/m)

Measurement Distance (m)

0.009 — 0.490Note 6.37/F (F in kHz) 300
0.490 - 1.705 63.7/F (F in kHz) 30
1.705-30.0 0.08 30

The emission limits for the ranges 9-90 kHz and 110-490 kHz are based on measurements employing a
linear average detector.

Frequency (MHz) Field Strength (uV/m) Measurement Distance (m)
30-88 100 3
88-1216 150 3
216 -960 200 3
Above 960 500 3
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RSS-GEN - Section 8.10
Restricted frequency bands

Restricted frequency bands, identified in table 7, are designated primarily for safety-of-life services
(distress calling and certain aeronautical activities), certain satellite downlinks, radio astronomy and
some government uses. Except where otherwise indicated, the following conditions related to the
restricted frequency bands apply:

a. The transmit frequency, including fundamental components of modulation, of license-exempt radio
apparatus shall not fall within the restricted frequency bands listed in table 7 except for apparatus
compliant with RSS-287, Emergency Position Indicating Radio Beacons (EPIRB), Emergency Locator
Transmitters (ELT), Personal Locator Beacons (PLB), and Maritime Survivor Locator Devices (MSLD).

b. Unwanted emissions that fall into restricted frequency bands listed in table 7 shall comply with the
limits specified in table 5 and table 6.

¢. Unwanted emissions that do not fall within the restricted frequency bands listed in table 7 shall co
mply either with the limits specified in the applicable RSS or with those specified in table 5 and tabl

eb.

Frequency (MHz) Frequency (MHz) Frequency (MHz) Frequency (GHz)
0.090 - 0.110 13.36-13.41 960 - 1427 9.0-9.2
0.495 - 0.505 16.42 - 16.423 1435 - 1626.5 9.3-95

2.1735-2.1905 16.69475 - 16.69525 1645.5 - 1646.5 10.6-12.7
3.020 - 3.026 16.80425 - 16.80475 1660 - 1710 13.25-13.4
4.125-4.128 25.5-25.67 1718.8-1722.2 14.47 - 145
4.17725 - 4.17775 37.5-38.25 2200 - 2300 15.35-16.2
4.20725 - 4.20775 73-74.6 2310- 2390 17.7-21.4
5.677 - 5.683 74.8-75.2 2483.5 - 2500 22.01-23.12
6.215-6.218 108 - 138 2655 - 2900 23.6-24.0
6.26775 - 6.26825 149.9 - 150.05 3260 —-3267 31.2-31.8
6.31175-6.31225 156.52475 - 56.52525 3332-3339 36.43-36.5
8.291-8.294 156.7 - 156.9 3345.8 - 3358 Above 38.6
8.362 - 8.366 162.0125 - 167.17 3500 - 4400
8.37625 - 8.38675 167.72-173.2 4500 - 5150
8.41425 - 8.41475 240 - 285 5350 - 5460
12.29-12.293 322-3354 5350 - 5460
12.51975 - 12.52025 399.9 - 410 7250-7750
12.57675 - 12.57725 608 - 614 8025 - 8500
FCC ID: A3LSMS741B SOP-16-A RF Test Report RevA
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RSS-247 - Section 6.6

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum device, digitally
modulated device, or hybrid system is operating, the RF power that is produced shall be at least 20 dB
below that in the 100 kHz bandwidth within the band that contains the highest level of the desired
power — based on either an RF conducted or a radiated measurement — provided that the transmitter
demonstrates compliance with the peak conducted power limits. If the transmitter complies with the
conducted power limits based on the use of root-mean-square averaging over a time interval, as
permitted under section 6.3.2, the attenuation required shall be 30 dB instead of 20 dB. Attenuation
below the general field strength limits specified in RSS-Gen is not required.

6.4.2. Test Method
ANSI C63.10 — 2020, clause 11.11

ANSI C63.10 — 2020, clause 11.12

6.4.3. Test Procedure

Quasi-Peak - Below 1 GHz

a)
b)
c)
d)

RBW =120 kHz
Detector = Quasi-Peak
Sweep time = Auto (Coupled) or sufficient to investigate

Trace mode = Max-Hold

Peak measurement - above 1 GHz

a) RBW=1MHz

b) VBW 2 [3 x RBW]

c) Detector = Peak

d) Sweep time = Auto (Coupled) or sufficient to investigate

e) Trace mode = Max-Hold

f)  Allow sweeps to continue until the trace stabilizes. Note that if the transmission is not continuous,
then the time required for the trace to stabilize will increase by a factor of approximately 1/ D,
where D is the duty cycle. For example, at 50% duty cycle, the measurement time will increase by
a factor of two, relative to measurement time for continuous transmission.
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Average measurement - above 1 GHz [Method AD]

a) RBW=1MHz

b) VBW 2> [3 x RBW]

c) Detector = RMS

d) Sweep time = Auto (Coupled) or sufficient to investigate

e) Trace mode = Max-Hold

f)  Sweep count = Same or greater than 100

g) If tests are performed with the EUT transmitting at a duty cycle less than 98%, then a correction
factor shall be added to the measurement results prior to comparing with the emission limit, to
compute the emission level that would have been measured had the test been performed at 100%
duty cycle. The correction factor is computed as follows:

1) If power averaging (rms) mode was used in the preceding step e), then the correction factor is [10 log (1
/ D)], where D is the duty cycle. For example, if the transmit duty cycle was 50%,
then 3 dB shall be added to the measured emission levels.

6.4.4. Sample Calculation

Where relevant, the following sample calculation is provided:

E(dBuV/m) = Measured Voltage (dBuV) + DCCF (dB) + Antenna Factor (dB/m) + Total Loss [Cable Loss (dB) —
Preamplifier Gain (dB)]

E(dBpV/m) = 47.64 dBuV + ( - 6.80) dB/m = 40.84 dBuV/m
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6.4.5. Radiated Spurious Test Results
Plot 6-1 30 MHz to 1 000 MHz Worst case 802.11b 2437 MHz

Trace: MaxHold RBW: 18@ kHz SWT: Auto = Vertical = Part 15C & RSS-247 [2.4G WLAN]
Detector: Peak VBW: 300 kHz SWP: 5601 = Horizontal
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Table 6-1 Radiated Spurious Emissions 30 MHz to 1000 MHz

Test mode Frzzzt::cy Frequency RSZI‘L'Zg Pol | Detector | DCCF AFCL Result Limit Margin
[MHz] [MHz] [dByV] [H/V] Mode [dB] [dB/m] [dBuV/m] [dBuV/m] [dB]
39.51 48.04 v PK 0.00 32.79 15.25 40.00 2475
b 2437 119.82 48.65 v PK 0.00 23066 17.99 43.50 2551
550.70 51.72 H PK 0.00 -26.17 25.55 46.00 2045
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Field Strength (dBuV/m)

Plot 6-2 Above 18 GHz Worst case 802.11b 2462 MHz

Trace: MaxHold RBW: 1 MHz SWT: Auto = Vertical = Part 15C & RSS-247 [2.4G WLAN]
Detector: Peak VBW: 3 MHz SWP: 60001 = Horizontal

21 22 23 24 25 26 27 28 29 30 31 32 EE] 34 EL

Frequency (GHz)

Table 6-2 Radiated Spurious Emissions Above 18 GHz

T Readi

Test Frezsut::cy Frequency szﬂjzg Pol Detector DCCF AFCL Result Limit Margin

mode [MHz] [MHz] [dBuV] [H/V] Mode [dB] [dB/m] [dBuV/m] [dBuV/m] [dB]
2462 19 494.79 38.99 H PK 0.00 5.60 44.59 74.00 -29.41
19 495.66 28.28 H AV 0.00 5.60 33.88 54.00 -20.12
b 2467 21932.27 35.09 H PK 0.00 7.60 42.69 74.00 -31.31
21934.75 24.88 H AV 0.00 7.60 32.48 54.00 -21.52
2472 24 371.35 37.23 H PK 0.00 6.10 43.33 74.00 -30.67
24371.67 25.13 H AV 0.00 6.10 31.23 54.00 -22.77
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Plot 6-3 1 GHz to 18 GHz 802.11b 2462 MHz

RBW: 1 MHz
VBW: 3 MHz

SWT: Auto
SWP: 40001

Trace: MaxHold
Detector: Peak

= Vertical
= Horizontal

= Part 15C & RSS5-247 [2.4G WLAN]

TX Exclusion

Field Strength (dBuV/m)

9 10

Frequency (GHz)

Table 6-3 Radiated Spurious Emissions 802.11b 1 GHz to 18 GHz

Frzzzc::cy Frequency R\e/:lciljzg Pol Detector DCCF AFCL Result Limit Margin
(MHz] [MHz] (dBuV] [H/V] Mode [dB] [dB/m] [dBuV/m] [dBuV/m] [dB]

4.824.04 47.64 H PK 0.00 -6.80 40.84 74.00 -33.16

2412 4 824.54 35.85 H AV 0.00 -6.80 29.05 54.00 -24.95

7 236.09 46.37 H PK 0.00 -2.30 44.07 74.00 -29.93

7 236.58 36.25 H AV 0.00 -2.30 33.95 54.00 -20.05

4 874.23 47.81 H PK 0.00 -6.60 41.21 74.00 -32.79

2437 4 874.53 35.87 H AV 0.00 -6.60 29.27 54.00 -24.73

7 311.04 45.71 H PK 0.00 -1.70 44.01 74.00 -29.99

7 311.19 36.17 H AV 0.00 -1.70 34.47 54.00 -19.53

4924.83 48.10 H PK 0.00 -6.50 41.60 74.00 -32.40

2462 4924.89 36.48 H AV 0.00 -6.50 29.98 54.00 -24.02

7 386.46 45.80 H PK 0.00 -1.40 44.40 74.00 -29.60

7 386.02 36.03 H AV 0.00 -1.40 34.63 54.00 -19.37
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Plot 6-4 1 GHz to 18 GHz 802.11g 2462 MHz

RBW: 1 MHz
VBW: 3 MHz

SWT: Auto
SWP: 40001

Trace: MaxHold
Detector: Peak

= Vertical
= Horizontal

= Part 15C & RSS5-247 [2.4G WLAN]

TX Exclusion

Field Strength (dBuV/m)

9 10

Frequency (GHz)

Table 6-4 Radiated Spurious Emissions 802.11g 1 GHz to 18 GHz

Frzzsl}::cy Frequency R\(jZIdleg Pol Detector DCCF AFCL Result Limit Margin
[MHz] [MHz] [dBuV] [H/V] Mode [dB] [dB/m] [dBuV/m] [dBuV/m] [dB]

4.824.78 47.36 H PK 0.00 -6.80 40.56 74.00 -33.44

2412 4 824.54 36.50 H AV 0.16 -6.80 29.86 54.00 -24.14

7 236.48 46.06 H PK 0.00 -2.30 43.76 74.00 -30.24

7 236.94 35.93 H AV 0.16 -2.30 33.79 54.00 -20.21

4 874.62 47.36 H PK 0.00 -6.60 40.76 74.00 -33.24

2437 4874.34 36.35 H AV 0.16 -6.60 29.91 54.00 -24.09

7311.24 46.46 H PK 0.00 -1.70 44.76 74.00 -29.24

7 311.70 36.71 H AV 0.16 -1.70 35.17 54.00 -18.83

492431 47.44 H PK 0.00 -6.50 40.94 74.00 -33.06

2462 4924.32 36.40 H AV 0.16 -6.50 30.06 54.00 -23.94

7 386.60 46.44 H PK 0.00 -1.40 45.04 74.00 -28.96

7 386.77 36.55 H AV 0.16 -1.40 35.31 54.00 -18.69
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Plot 6-5 1 GHz to 18 GHz 802.11n(HT20) 2462 MHz

RBW: 1 MHz
VBW: 3 MHz

SWT: Auto
SWP: 40001

Trace: MaxHold
Detector: Peak

= Vertical
= Horizontal

= Part 15C & RSS5-247 [2.4G WLAN]

TX Exclusion

Field Strength (dBuV/m)

9 10

Frequency (GHz)

Table 6-5 Radiated Spurious Emissions 802.11n(HT20) 1 GHz to 18 GHz

Frzzzc::cy Frequency R\e/:lciljzg Pol Detector DCCF AFCL Result Limit Margin
(MHz] [MHz] (dBuV] [H/V] Mode [dB] [dB/m] [dBuV/m] [dBuV/m] [dB]

4 824.39 47.44 H PK 0.00 -6.80 40.64 74.00 -33.36

2412 4.824.72 35.84 H AV 0.09 -6.80 29.13 54.00 -24.87

7 236.32 45,95 H PK 0.00 -2.30 43.65 74.00 -30.35

7 236.93 35.75 H AV 0.09 -2.30 33.54 54.00 -20.46

4.874.09 48.25 H PK 0.00 -6.60 41.65 74.00 -32.35

2437 4874.74 36.21 H AV 0.09 -6.60 29.70 54.00 -24.30

7 311.49 46.52 H PK 0.00 -1.70 44.82 74.00 -29.18

7 311.33 36.09 H AV 0.09 -1.70 34.48 54.00 -19.52

4924.30 47.42 H PK 0.00 -6.50 40.92 74.00 -33.08

2462 4924.37 36.53 H AV 0.09 -6.50 30.12 54.00 -23.88

7 386.87 46.28 H PK 0.00 -1.40 44.88 74.00 -29.12

7 386.08 35.96 H AV 0.09 -1.40 34.65 54.00 -19.35
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Plot 6-6 1 GHz to 18 GHz 802.11ax(HE20) 2462 MHz

SWT: Auto
SWP: 40001

RBW: 1 MHz
VBW: 3 MHz

Trace: MaxHold
Detector: Peak

= Vertical
= Horizontal

= Part 15C & RSS5-247 [2.4G WLAN]

TX Exclusion

Field Strength (dBuV/m)

Frequency (GHz)
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Table 6-6 Radiated Spurious Emissions 802.11ax(HE20) 1 GHz to 18 GHz

FrZZS:::cy Frequency R\(jZIdulzg Pol Detector DCCF AFCL Result Limit Margin
[MHz] [MHz] [dBuV] [H/V] Mode [dB] [dB/m] [dBuV/m] [dBuV/m] [dB]

4 824.61 48.07 H PK 0.00 -6.80 41.27 74.00 -32.73

2412 4 824.64 35.96 H AV 0.00 -6.80 29.16 54.00 -24.84

7 236.31 46.15 H PK 0.00 -2.30 43.85 74.00 -30.15

7 236.69 36.52 H AV 0.00 -2.30 34.22 54.00 -19.78

4 874.85 48.19 H PK 0.00 -6.60 41.59 74.00 -32.41

2437 4 874.70 35.73 H AV 0.00 -6.60 29.13 54.00 -24.87

7 311.38 46.31 H PK 0.00 -1.70 44.61 74.00 -29.39

7 311.18 36.01 H AV 0.00 -1.70 34.31 54.00 -19.69

4924.37 47.40 H PK 0.00 -6.50 40.90 74.00 -33.10

2462 4924.87 36.40 H AV 0.00 -6.50 29.90 54.00 -24.10

7 386.69 46.11 H PK 0.00 -1.40 44,71 74.00 -29.29

7 386.78 35.75 H AV 0.00 -1.40 34.35 54.00 -19.65
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Plot 6-7 1 GHz to 18 GHz 802.11ax(HE20) 26Tone 2462 MHz

RBW: 1 MHz
VBW: 3 MHz

Trace: MaxHold
Detector: Peak

SWT: Auto
SWP: 40001

= Vertical
= Horizontal

= Part 15C & RSS5-247 [2.4G WLAN]

TX Exclusion

Field Strength (dBuV/m)

9 10

Frequency (GHz)

Table 6-7 Radiated Spurious Emissions 802.11ax(HE20) 26Tone 1 GHz to 18 GHz

Frzzzc::cy Frequency R\e/:lciljzg Pol Detector DCCF AFCL Result Limit Margin
(MHz] [MHz] (dBuV] [H/V] Mode [dB] [dB/m] [dBuV/m] [dBuV/m] [dB]

4.824.22 48.24 H PK 0.00 -6.80 41.44 74.00 -32.56

2412 4 825.00 36.12 H AV 0.00 -6.80 29.32 54.00 -24.68

7 236.88 45.80 H PK 0.00 -2.30 43.50 74.00 -30.50

7 236.31 35.83 H AV 0.00 -2.30 33.53 54.00 -20.47

4 874.14 47.78 H PK 0.00 -6.60 41.18 74.00 -32.82

2437 4.874.08 36.42 H AV 0.00 -6.60 29.82 54.00 -24.18

7 311.05 46.19 H PK 0.00 -1.70 44.49 74.00 -29.51

7 311.93 36.48 H AV 0.00 -1.70 34.78 54.00 -19.22

4924.16 48.28 H PK 0.00 -6.50 41.78 74.00 -32.22

2462 4924.59 35.90 H AV 0.00 -6.50 29.40 54.00 -24.60

7 386.74 45.74 H PK 0.00 -1.40 44.34 74.00 -29.66

7 386.39 36.43 H AV 0.00 -1.40 35.03 54.00 -18.97
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Plot 6-8 1 GHz to 18 GHz 802.11ax(HE20) 242Tone 2462 MHz

RBW: 1 MHz
VBW: 3 MHz

SWT: Auto
SWP: 40001

Trace: MaxHold
Detector: Peak

= Vertical
= Horizontal

= Part 15C & RSS5-247 [2.4G WLAN]
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Table 6-8 Radiated Spurious Emissions 802.11ax(HE20) 242Tone 1 GHz to 18 GHz

Frzzzc::cy Frequency R\e/:lciljzg Pol Detector DCCF AFCL Result Limit Margin
(MHz] [MHz] (dBuV] [H/V] Mode [dB] [dB/m] [dBuV/m] [dBuV/m] [dB]

4 824.16 47.40 H PK 0.00 -6.80 40.60 74.00 -33.40

2412 4 824.46 35.86 H AV 0.00 -6.80 29.06 54.00 -24.94

7 236.84 45.72 H PK 0.00 -2.30 43.42 74.00 -30.58

7 236.04 36.56 H AV 0.00 -2.30 34.26 54.00 -19.74

4874.68 48.10 H PK 0.00 -6.60 41.50 74.00 -32.50

2437 4 .874.75 36.37 H AV 0.00 -6.60 29.77 54.00 -24.23

7 311.15 46.29 H PK 0.00 -1.70 44,59 74.00 -29.41

7 311.03 36.49 H AV 0.00 -1.70 34.79 54.00 -19.21

4924.54 47.51 H PK 0.00 -6.50 41.01 74.00 -32.99

2462 4924.98 35.70 H AV 0.00 -6.50 29.20 54.00 -24.80

7 386.50 45.84 H PK 0.00 -1.40 44.44 74.00 -29.56

7 386.77 36.52 H AV 0.00 -1.40 35.12 54.00 -18.88
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6.4.6. Radiated Band Edge Test Results
Plot 6-9 Lower Band Edge —802.11ax20 OFDM — Peak & Average

Spectrum Analyzer 1 Spectrum Analyzer 2 o + SCPI b

Swept SA Swept SA

KEYS|GHT Input: RF Input Z- 50 O #Atten: 0 dB PNO: Fast Avg Type: Power (RMS) 1
Coupling: DC Corr CCorr Preamp: Off Gate: Off Avg|Hold: 300/300 MA
Align: Auto Freq Ref Int (S)  |uW Path: Standard IF Gain: High Trig: Free Run Marker 2

Sig Track: Off PANNNN

Marker Frequency
1 Spectrum Mkr2 2.389 762 GHz 2 389762000 GHz

Scale/Div 8 dB Ref Level 86.19 dBpV 20.253 dBuV| Peak
Search

Select Marker

Pk Search

Config
Delta (A)

Properties
Fixed

Marker
off Function

Delta Marker
(Reset Delta)
< Marker Settings
Diagram

Center 2.39000 GHz Video BW 3.0 MHz* Span 70.00 MHz
#Res BW 1.0 MHz Sweep 1.33 ms (10001 pts)| [ All Markers Off

5 Marker Table \J Couple Markers

Marker—

Counter

Mode Trace Scale X Y Function Function Width Function Value
1 N f 2.389 167 GHz|  31.86 dBpV I

2 N 2 2.389 762 GHz _ 20.253 dBuV

3

| Jun 20, 2026 FuipE Y.
(D) (M| ?| eaiea 12 % 0o 4

Table 6-9 Radiated Lower Band Edge — OFDM 2390 MHz

Test Frzzst;cee:cy Frequency R\e/:ﬁ:;]g Pol Detector DCCF AFCL Result Limit Margin
Mode (MHz] [MHz] [dBuV] [H/V] Mode [dB] [dB/m] [dBuV/m] [dBuV/m] [dB]
b 2412 2 387.82 27.25 H PK 0.00 31.09 58.34 74.00 -15.66
2 386.88 16.86 H AV 0.00 31.09 47.95 54.00 -6.05
g 2412 2 389.66 28.47 H PK 0.00 31.09 59.56 74.00 -14.44
2 389.91 18.27 H AV 0.16 31.09 49.52 54.00 -4.48
n20 2412 2 388.92 30.52 H PK 0.00 31.09 61.61 74.00 -12.39
2 389.99 18.96 H AV 0.09 31.09 50.14 54.00 -3.86
2c20 2412 2387.34 32.93 H PK 0.00 31.09 64.02 74.00 -9.98
2 389.62 19.27 H AV 0.09 31.09 50.45 54.00 -3.55
ax20 2412 2389.17 31.86 H PK 0.00 31.09 62.95 74.00 -11.05
2 389.76 20.25 H AV 0.00 31.09 51.34 54.00 -2.66
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Plot 6-10 Lower Band Edge — 802.11ax20 OFDMA 242 Tone — Peak & Average

Spectrum Analyzer 1 Spectrum Analyzer 2 o + SCPI Q
Swept SA Swept SA

KEYSIGHT /nput RF Input Z: 50 0 #Atten: 0 dB PNO: Fast Avg Type: Power (RMS)| 1
Coupling: DC Corr CCorr Preamp: Off Gate: Off Avg|Hold: 300/300 MA
Align: Auto Freq Ref: Int (S)  pW Path: Standard |F Gain: High Trig: Free Run Marker 2
Sig Track: Off PANNNN

1 Spectrum Mkr2 2.389 433 GHz

Scale/Div 8 dB Ref Level 86.19 dBuV 19.375 dBuV Peak
Search

Select Marker

Pk Search

Config
Delta (A)

Properties
Fixed

Marker
off Function

Delta Marker
(Reset Delta)

< Marker Settings
Diagram

Center 2.39000 GHz Video BW 3.0 MHz* Span 70.00 MHz
#Res BW 1.0 MHz Sweep 1.33 ms (10001 pts)| [ All Markers Off

5 Marker Table A\ Couple Markers

Marker—

Counter

1 N 1 f 2.387 466 GHz  35.82 dBuV
2 N 2 T 2.389 433 GHz|_ 19.375 dBuV
3

Mode Trace Scale X Y Function Function Width Function Value I
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| (M| ? e 12 % oo A4

Table 6-10 Radiated Lower Band Edge — OFDMA 2390 MHz

Test Fr-le;(eqsut::cy Frequency R\e;:ldszg Pol Detector DCCF AFCL Result Limit Margin

Mode [MHz] [MHz] [dBuV] [H/V] Mode [dB] [dB/m] [dBuV/m] [dBuV/m] [dB]

ax20 2412 2 385.91 26.27 H PK 0.00 31.09 57.36 74.00 -16.64
26Tone 2 389.15 15.55 H AV 0.00 31.09 46.64 54.00 -7.36

ax20 2412 2 389.78 25.72 H PK 0.00 31.09 56.81 74.00 -17.19
52Tone 2 389.73 15.78 H AV 0.00 31.09 46.87 54.00 -7.13

ax20 2412 2 389.22 26.76 H PK 0.00 31.09 57.85 74.00 -16.15
106Tone 2 389.69 16.26 H AV 0.00 31.09 47.35 54.00 -6.65

ax20 2412 2 387.47 35.82 H PK 0.00 31.09 66.91 74.00 -7.09
242Tone 2389.43 19.38 H AV 0.00 31.09 50.47 54.00 -3.54
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Plot 6-11 Upper Band Edge — 802.11ac20 OFDM 2462 MHz — Peak & Average

Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input: RF
Coupling: DC
Align: Auto

1 Spectrum
Scale/Div 8 dB
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#Res BW 1.0 MHz

5 Marker Table A
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1+
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Preamp: Off Gate: Off

pW Path: Standard |IF Gain: High
Sig Track: Off

Input Z: 50 O
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Ref Level 86.19 dBpV
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Delta Marker
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FCC ID: A3LSMS741B

Test Report S/N: R2026.035.07r03

SOP-16-A RF Test Report RevA
Page 101 of 120



NGTL

NEXT GENERATION
TEST LABORATORY

NGTL Korea INC.
52-7,Choha-ro,Cheoin-gu,Yongin-si,Gyeonggi-do,17037 South Korea
FCC Designation Number: KR0O179

Table 6-11 Radiated Upper Band Edge — OFDM 2483.5 MHz

Tested

Reading

Test SeEaTE Frequency Value Pol Detector DCCF AFCL Result Limit Margin
Mode [MHz] [MHz] [dBLV] [H/V] Mode [dB] [dB/m] [dBuV/m] [dBuV/m] [dB]
2462 2 484.35 28.07 H PK 0.00 31.18 59.25 74.00 -14.75
2 485.16 18.51 H AV 0.00 31.18 49.69 54.00 -4.31
b 2467 2486.31 26.02 H PK 0.00 31.18 57.20 74.00 -16.80
2 483.95 15.90 H AV 0.00 31.18 47.08 54.00 -6.92
2472 2 485.99 26.37 H PK 0.00 31.18 57.55 74.00 -16.45
2 484.81 15.65 H AV 0.00 31.18 46.83 54.00 -7.17
2462 2 484.05 33.10 H PK 0.00 31.18 64.28 74.00 -9.72
2 483.52 20.50 H AV 0.16 31.18 51.84 54.00 -2.16
g 2467 2484.33 26.09 H PK 0.00 31.18 57.27 74.00 -16.73
2483.74 15.83 H AV 0.16 31.18 47.17 54.00 -6.83
2472 2 483.98 29.67 H PK 0.00 31.18 60.85 74.00 -13.15
2483.61 18.89 H AV 0.16 31.18 50.23 54.00 -3.77
2462 2484.44 34.87 H PK 0.00 31.18 66.05 74.00 -7.95
2 483.63 20.64 H AV 0.09 31.18 51.91 54.00 -2.10
n20 2467 2 490.18 26.34 H PK 0.00 31.18 57.52 74.00 -16.48
2484.12 15.92 H AV 0.09 31.18 47.19 54.00 -6.81
2472 2 483.53 33.10 H PK 0.00 31.18 64.28 74.00 -9.72
2 483.54 19.73 H AV 0.09 31.18 51.00 54.00 -3.00
2462 2484.12 35.48 H PK 0.00 31.18 66.66 74.00 -7.34
2 483.65 20.65 H AV 0.09 31.18 51.92 54.00 -2.08
2c20 2467 2 483.59 25.53 H PK 0.00 31.18 56.71 74.00 -17.29
2 483.63 16.11 H AV 0.09 31.18 47.38 54.00 -6.62
2472 2 483.52 32.09 H PK 0.00 31.18 63.27 74.00 -10.73
2 483.61 19.65 H AV 0.09 31.18 50.92 54.00 -3.08
2462 2 484.98 32.54 H PK 0.00 31.18 63.72 74.00 -10.28
2 483.57 20.61 H AV 0.00 31.18 51.79 54.00 -2.21
ax20 2467 2 484.93 25.94 H PK 0.00 31.18 57.12 74.00 -16.88
2 485.02 16.13 H AV 0.00 31.18 47.31 54.00 -6.69
2472 2 483.54 34.53 H PK 0.00 31.18 65.71 74.00 -8.29
2 483.54 18.86 H AV 0.00 31.18 50.04 54.00 -3.96
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Plot 6-12 Upper Band Edge — 802.11ax20 OFDMA 2472 MHz 26 Tone — Peak & Average

Spectrum Analyzer 1 Spectrum Analyzer 2 o + SCPI Q
Swept SA Swept SA

KEYS|GHT Input: RF Input Z: 50 O #Atten: 0 dB PNO: Fast Avg Type: Power (RMS) Select Marker
Coupling: DC Corr CCorr Preamp: Off Gate: Off Avg|Hold: 300/300 MA
Align: Auto Freq Ref Int(S)  |uW Path: Standard IF Gain: High Trig: Free Run Marker 2
Sig Track: Off PANNNN
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1 Spectrum MKI'Z 2483 717 GHZ
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Search

Pk Search
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Delta (A)
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Fixed

Marker
off Function

Delta Marker
(Reset Delta)
< Marker Settings etz
Diagram
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Table 6-12 Radiated Upper Band Edge — OFDMA 2483.5 MHz

Tested

Reading

Test ST Frequency Value Pol Detector DCCF AFCL Result Limit Margin
Mode (MHz] [MHz] [dBLV] [H/V] Mode [dB] [dB/m] [dBuV/m] [dBuV/m] [dB]
2462 2 483.87 25.36 H PK 0.00 31.18 56.54 74.00 -17.46
2 483.62 15.59 H AV 0.00 31.18 46.77 54.00 -7.23
ax20 2467 2490.74 27.67 H PK 0.00 31.18 58.85 74.00 -15.15
26Tone 2 483.68 15.72 H AV 0.00 31.18 46.90 54.00 -7.10
2472 2 483.58 39.71 H PK 0.00 31.18 70.89 74.00 -3.11
2483.72 20.41 H AV 0.00 31.18 51.59 54.00 -2.41
2462 2 484.52 26.47 H PK 0.00 31.18 57.65 74.00 -16.35
2483.51 15.94 H AV 0.00 31.18 47.12 54.00 -6.88
ax20 2067 2 483.67 26.81 H PK 0.00 31.18 57.99 74.00 -16.01
52Tone 2 484.70 15.91 H AV 0.00 31.18 47.09 54.00 -6.91
2472 2 483.75 37.43 H PK 0.00 31.18 68.61 74.00 -5.39
2483.61 19.62 H AV 0.00 31.18 50.80 54.00 -3.20
2062 2 484.00 30.32 H PK 0.00 31.18 61.50 74.00 -12.50
2483.73 17.06 H AV 0.00 31.18 48.24 54.00 -5.76
ax20 2067 2 483.58 26.25 H PK 0.00 31.18 57.43 74.00 -16.57
106Tone 2 483.65 15.83 H AV 0.00 31.18 47.01 54.00 -6.99
2472 2 483.60 34.80 H PK 0.00 31.18 65.98 74.00 -8.02
2 483.59 18.71 H AV 0.00 31.18 49.89 54.00 -4.11
2462 2 487.10 32.63 H PK 0.00 31.18 63.81 74.00 -10.19
2 483.77 20.30 H AV 0.00 31.18 51.48 54.00 -2.53
ax20 2067 2 485.45 27.52 H PK 0.00 31.18 58.70 74.00 -15.30
242Tone 2 484.07 16.30 H AV 0.00 31.18 47.48 54.00 -6.52
2472 2 483.56 33.22 H PK 0.00 31.18 64.40 74.00 -9.60
2 483.70 17.07 H AV 0.00 31.18 48.25 54.00 -5.76
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7. AC Line Conducted Test Results

7.1. Test Configuration

AC line conducted emission testing was performed inside a 3 m semi-anechoic chamber (shielded room) in
strict accordance with Clause 6.2 of ANSI C63.10. The DUT was configured as a tabletop device and placed
on a non-conducting platform with a nominal size of 1 m x 1.5 m, raised 80 cm above the reference ground
plane. A vertical conducting plane or screen with a size of at least 2 m x 2 m was positioned 40 cm to the
rear of the DUT. The rear of the DUT and its associated peripherals were aligned and flush with the back
edge of the tabletop.

Interconnecting cables hanging closer than 40 cm to the ground plane were folded back and forth in the
center, forming a bundle 30 cm to 40 cm long. Peripherals and accessories that are part of the tested system
were arranged on the tabletop with a 10 cm separation between the nearest points of their cabinets.

AC line conducted emission measurements were performed over the frequency range from 150 kHz to 30
MHz. Since the fundamental frequency of the DUT does not operate within this AC power-line emission
test range, the DUT was operated on the mid channel and in the operational mode producing the highest
output power.

The electrical power parameters applied during the test were as follows:
o Applied Supply Voltage: 120 V AC
¢ Applied Supply Frequency: 60 Hz

AC Line Conducted emissions were captured using automated test software 'EMC 32' Ver. 10.60.20

FCC ID: A3LSMS741B SOP-16-A RF Test Report RevA
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7.2. AC Line Conducted Measurement Setup

Figure 7-1 AC Line Conducted Measurement Setup

Vertical Conducting plane

DUT I:'-q?-- Power Adapter
-: - .-
] non-conducted platform
' Receiver
I
l 80cm
I |7.f ;
I .l;
Reference ground plane ] m—
7.3. AC Line Conducted Measurement Sample
Serial Number(s) : ZDH0461M, ZDH0460M
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7.4. AC Line Conducted Emissions

7.4.1. Regulatory Limit
§ Part. 15.207(a)

Except as shown in paragraphs (b) and (c) of this section, for an intentional radiator that is designed to
be connected to the public utility (AC) power line, the radio frequency voltage that is conducted back
onto the AC power line on any frequency or frequencies, within the band 150 kHz to 30 MHz, shall not
exceed the limits in the following table, as measured using a 50 uH/50 Q Line impedance stabilization
network (LISN). Compliance with the provisions of this paragraph shall be based on the measurement
of the radio frequency voltage between each power line and ground at the power terminal. The lower
limit applies at the boundary between the frequency ranges.

§RSS-GEN - Section 8.8

Unless stated otherwise in the applicable RSS, for radio apparatus that are designed to be connected to
the public utility AC power network, the radio frequency voltage that is conducted back onto the AC
power line on any frequency or frequencies within the range 150 kHz to 30 MHz shall not exceed the
limits in table 4, as measured using a 50 uH / 50 Q Line impedance stabilization network. This
requirement applies for the radio frequency voltage measured between each power line and the
ground terminal of each AC power-line mains cable of the EUT.

For an EUT that connects to the AC power lines indirectly, through another device, the requirement for
compliance with the limits in table 4 shall apply at the terminals of the AC power-line mains cable of a
representative support device, while it provides power to the EUT. The lower limit applies at the
boundary between the frequency ranges. The device used to power the EUT shall be representative of
typical applications.

o Conducted limit (dBuV)
Frequency of emission (MHz)

Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*

0.5-5 56 46

5-30 60 50

* Decreases with the logarithm of the frequency.
FCC ID: A3LSMS741B SOP-16-A RF Test Report RevA
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7.4.2. Test Method
ANSI C63.10 — 2020, clause 6.2

7.4.3. Test Procedure
Quasi-Peak

a) RBW =9 kHz
b) Detector = Quasi-Peak
c) Sweep time = Auto (Coupled) or sufficient to investigate

d) Trace mode = Max-Hold

Test Note

v" Al 802.11 modes were investigated. The DUT operated on the middle channel in the mode producing
the highest output power. Worst-case results are presented in this report.
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7.4.4. Test Results

Plot 7-1 2.4G WLAN — Line L
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Table 7-1 2.4G WLAN — Line L
Frequency Quasi-Peak Limit Margin Meas. Time Bandwidth Line Filter | Corr.
[MHz1 [dBuV1 [dBuV1 [dB1 [msl [kHz1 (dB)
0.16 42.48 65.36 22.88 1000.00 9.00 L1 OFF 10.00
0.46 29.03 56.63 27.60 1000.00 9.00 L1 OFF 9.86
2.25 26.06 56.00 29.94 1000.00 9.00 L1 OFF 9.86
2.30 25.95 56.00 30.05 1000.00 9.00 L1 OFF 9.86
7.02 33.72 60.00 26.28 1000.00 9.00 L1 OFF 10.13
7.07 33.88 60.00 26.12 1000.00 9.00 L1 OFF 10.13
Frequency Average Limit Margin Meas. Time Bandwidth Line Filter | Corr.
[MHz1 [dBuV1 [dBuV1 [dB1 [ms] [kHz1 (dB)
0.16 26.36 55.36 29.00 1000.00 9.00 L1 OFF 10.00
0.46 24.28 46.63 22.35 1000.00 9.00 L1 OFF 9.86
2.25 22.14 46.00 23.86 1000.00 9.00 L1 OFF 9.86
2.30 21.77 46.00 24.23 1000.00 9.00 L1 OFF 9.86
7.02 29.02 50.00 20.98 1000.00 9.00 L1 OFF 10.13
7.07 29.19 50.00 20.81 1000.00 9.00 L1 OFF 10.13
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Plot 7-2 2.4G WLAN —Line N
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Table 7-2 2.4G WLAN — Line N
Frequency Quasi-Peak Limit Margin Meas. Time Bandwidth Line Filter Corr.
[MHz] [dBuV1 [dBuV1 [dB1 [msl] [kHz1 (dB)
0.44 27.05 57.07 30.02 1000.00 9.00 N OFF 9.89
0.49 27.81 56.11 28.31 1000.00 9.00 N OFF 9.90
0.55 26.79 56.00 29.21 1000.00 9.00 N OFF 9.90
2.60 17.97 56.00 38.03 1000.00 9.00 N OFF 9.91
7.36 26.28 60.00 33.72 1000.00 9.00 N OFF 10.17
7.99 26.53 60.00 33.47 1000.00 9.00 N OFF 10.18
Frequency Average Limit Margin Meas. Time Bandwidth Line Filter Corr.
[MHz] [dBuV1 [dBuV1 [dB1 [ms] [kHz1 (dB)
0.44 13.28 47.07 33.79 1000.00 9.00 N OFF 9.89
0.49 16.13 46.11 29.98 1000.00 9.00 N OFF 9.90
0.55 14.48 46.00 31.52 1000.00 9.00 N OFF 9.90
2.60 11.04 46.00 34.96 1000.00 9.00 N OFF 9.91
7.36 2.18 50.00 47.82 1000.00 9.00 N OFF 10.17
7.99 2.56 50.00 47.44 1000.00 9.00 N OFF 10.18
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8. Revision History

Rev. Issue Date Revisions Prepared By
00 07/10/2026 Initial Release SK Hong
01 07/16/2026 Typographical error corrected SK Hong
02 07/20/2026 Typographical error corrected SK Hong
03 07/24/2026 Typographical error corrected SK Hong

9. Measurement Uncertainty

Measurement ltems Frequency Range Expanded Uncertainty (%)
Maximum Conducted Output Power f< 8 GHz 1.06 dB
Conducted Emissions f<1GHz 0.71 dB
Conducted Emissions f< 18 GHz 2.06 dB
Conducted Emissions f>18 GHz 3.12 dB
Radiated Emissions f<30 MHz 3.68 dB
Radiated Emissions f<1GHz 4.01 dB
Radiated Emissions f>1GHz 441 dB
Radiated Emissions f>18 GHz 5.23 dB
AC Line Conducted Emissions f<30 MHz 2.66 dB
Occupied Bandwidth 043 %
Time 48 %

The expanded measurement uncertainty is calculated at an approximate 95% confidence level (k = 2).

Note : Measurement uncertainty is for reference only. Based on Simple Acceptance, compliance is determined
by directly comparing the measured data against applicable limits.
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10. Equipment List

All test equipment used for the measurements was within its valid calibration interval. All test antennas were
calibrated in accordance with ANSI C63.5-2017, and all test cables were calibrated in-house prior to testing.
The calibration dates presented in the tables below apply only to equipment calibrated by an accredited

calibration laboratory.

Table 10-1 Test Equipment and Calibration Date

Equipment Name Manufacturer Model Serial Number Cal. Date Next Cal.

Signal & Spectrum Analyzer Rohde & Schwarz FSW43 103432 2026-02-13 2027-02-13
Signal & Spectrum Analyzer Keysight N9010B MY56460241 2025-12-18 2026-12-18
Signal & Spectrum Analyzer Keysight N9040B MY62480133 2026-01-23 2027-01-23
Signal & Spectrum Analyzer Keysight N9020A MY54482751 2025-10-16 2026-10-16
Signal & Spectrum Analyzer Keysight N9020A MY54480472 2026-02-24 2027-02-24
Power Sensor Rohde & Schwarz NRP-Z85 102404 2026-01-19 2027-01-19
EMI Test Receiver Rohde & Schwarz ESU40 100469 2026-01-07 2027-01-07
Loop Antenna Rohde & Schwarz HFH2-Z2E 101318 2026-01-19 2027-01-19
Bi-log Antenna Schwarzbeck VULB9163 01843 2026-01-06 2027-01-06
Horn Antenna RF SPIN DRH18S CE2F08A18S 2026-01-08 2027-01-08
Horn Antenna Rohde & Schwarz DRH40G20K 101356 2026-01-23 2027-01-23
Call Simulator Rohde & Schwarz CMX500 100198 2025-09-30 2026-09-30
Vector Signal Generator Rohde & Schwarz SMM100A 101593 2026-01-05 2027-01-05
Signal Generator Rohde & Schwarz SMC100A 104214 2026-02-10 2027-02-10
Temperature&Humidity Chamber ENEX EN-STH-604_1K EN202510-03 2026-01-10 2027-01-10
DC Power supply Rohde & Schwarz NGC101 100740 2026-01-07 2027-01-07
Two-Line V-Network Rohde & Schwarz ENV216 103321 2026-01-09 2027-01-09
Temperature & Humidity Meter TESTO 608-H2 86293672 2026-04-02 2027-04-02
Vector Network Analyzer Rohde & Schwarz ZNL20 101202 2026-01-28 2027-01-28
Conducted Test System Various

Radiated Test System Various
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Table 10-2 Conducted Test System

Equipment Name Manufacturer Model Serial Number Cal. Date Next Cal.
Power Splitter Mini-Circuits ZFRSC-183-S+ FA46402540-1 2026-01-16 2027-01-16
Power Splitter Mini-Circuits ZFRSC-183-S+ FA46402540-2 2026-01-16 2027-01-16
DC coupler EXYNOD EXDC-00504000 251201 2026-01-16 2027-01-16
DC coupler EXYNOD EXDC-00504000 251202 2026-01-16 2027-01-16
RF Attenuator EXYNOD 10A 008 2026-01-05 2027-01-05
RF Attenuator EXYNOD SN0609 0609 2026-01-05 2027-01-05
RF Cable oSl PLH16D-EXD RF Cable 1 - -
RF Cable 0OSI PLH16D-EXD RF Cable 2 - -
RF Cable (6N} PLH16D-EXD RF Cable 3 - -
RF Cable oSl PLH16D-EXD RF Cable 4 - -
RF Cable Rosenberger LU7 0062 - -
RF Cable Rosenberger LU7 0083 - -

Table 10-3 Radiated Test System

Equipment Name Manufacturer Model Serial Number Cal. Date Next Cal.
Amplifier EXYNOD ELNAO1-40D 631307 2026-01-05 2027-01-05
Amplifier EXYNOD ELNA18 33686 2026-01-05 2027-01-05
Amplifier EXYNOD ELNA40-50 631308 2026-01-05 2027-01-05
9000 MHz High Pass Filter Mini-Circuits ZHFW-K9000 2537 2026-01-29 2027-01-29
18000 MHz High Pass Filter Mini-Circuits ZHSS-K18G+ 2546 2026-01-29 2027-01-29
RF Cable oSl LH18-EXD AP_X1 - -

RF Cable (6N} LH18-EXD AP_X2 - -
RF Cable oSl E31-EXD AP_X3 - -
RF Cable 0OsI E31-EXD AP_X4 - -
RF Cable OslI PLH16D-EXD RF Cable 5 - -

Table 10-4 Test Accessories

Test Accessories Name Brand Model No. Used For
Power Adapter SamSung EP-TA865 AC Line Conducted
Charger Cable (C-type) SamSung EP-DN980 AC Line Conducted
FCC ID: A3LSMS741B SOP-16-A RF Test Report RevA
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11. Conclusion

The RF evaluation indicates that the DUT is capable of compliance with the applicable FCC&ISED technical
requirements for all parameters subject to this test. These measurements were performed under worst-case
operating conditions to ensure representative results. Appropriate laboratory procedures were applied to
ensure the repeatability and reliability of the measurements. The results and statements relate only to the
item(s) tested.
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12. Data Referencing Spot-Checks

12.1. Test Guidance Applied

KDB 484596 D01 Referencing test data

The spot-check for the variant device were conducted in accordance with FCC KDB 484596 D01. Using the
same test procedures and configurations as the parent device, the results show that both devices perform

approximately the same.

12.2. Parent Model Information

Parent Model FCC ID

12.3. Variant Model Sample
Conducted Samples S/N(s) :

Radiated Samples S/N(s) :

12.4. Test Results Summary

A3LSMS741U

ZDR3014M

ZDR2977M

The following is the spot-check data for the variant model based on the worst-case scenario of the parent
model. Please refer to each test section for the worst-case configuration.

Table 12-1 Data Referencing Spot-checks Summary

P
. Variant level Parent level Difference Margin Limit . as.s
Test Item Unit Criterion
Vds Rds dds Mads ddsmax(Mds) | [Pass / Fail]
Maximum Peak Conducted Output Power dBm 26.24 26.54 0.30 3.46 3.17 Pass
6dB Bandwidth MHz 7.19 7.18 0.01 NA N/A Pass
. . dBm

Maximum Power Spectral Density /3kHz 3.07 3.16 0.09 4.84 3.24 Pass
Radiated Spurious Emissions dBuv/m 34.63 35.15 0.52 18.85 3.94 Pass
Radiated Band Edge dBuv/m 51.28 51.83 0.55 2.17 3.11 Pass
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12.5. Test Results

12.5.1.The Maximum Output Power

Table 12-2 802.11b MIMO Maximum Output Power

Peak Power [dBm]

Frequency Dev.

Mode Channel Parent Variant
[MHz] MIMO MIMO [dB]
b 2437 26.54 26.24 0.3

12.5.2.6dB Bandwidth
Table 12-3 802.11b MIMO Antl 6dB Bandwidth
6 dB Bandwidth [MHz]

Frequency Dev.

Mode Channel Parent Variant
[MHz] Antl Antl [dB]
b 2437 7.18 7.19 0.03

Plot 12-1 OFDM MIMO 802.11b 6dB Bandwidth ch.6 (ANT1)

s  Keysight Spectrum Analyzer - Occupied BW

(=[]

CORREC

[ SENSE:INT] SOURCE OFF |

ALTGN AUTO

[10:06:01 PMJun 28, 2026

Center Freq 2.437000000 GHz

#IFGain:Low

Center Freq: 2.437000000 GHz
- Trig: Free Run
#Atten: 30 dB

Radio Std: None Frequency

Avg|Hold: 1001100

Radio Device: BTS

Ref 20.00 dBm

Center 2.43700 GHz
#Res BW 100 kHz

Occupied Bandwidth
13.096 MHz
-14.531 kHz
7.186 MHz

Transmit Freq Error
x dB Bandwidth

VBW 1 MHz

Total Power

% of OBW Power
x dB

Center Freq
2.437000000 GHz

CF Step
5.000000 MHz

26.9 dBm

Freq Offset
0Hz

STATUS
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12.5.3.Maximum Power Spectral Density

Table 12-4 802.11b MIMO Maximum PSD

PSD [dBm/10kHz]
Frequency Dev.
Mode Channel Parent Variant
[MHz] MIMO MIMO [dB]
b 2462 11 3.16 3.07 0.09
FCC ID: A3LSMS741B SOP-16-A RF Test Report RevA

Test Report S/N: R2026.035.07r03 Page 117 of 120



NGTL Korea INC.
NGTL 52-7,Choha-ro,Cheoin-gu,Yongin-si,Gyeonggi-do,17037 South Korea

NEXT GENERATION FCC Designation Number: KR0O179

TEST LABORATORY

Plot 12-2 OFDM MIMO 802.11b 2462 MHz Maximum PSD (Ant 1)
=R ==

Frequency

e Keysight Spectrum Analyzer Swept SA
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Center 2.46200 GHz Span 30.00 MHz |5 Li
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Plot 12-3 OFDM MIMO 802.11b 2462 MHz Maximum PSD (Ant 2)
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. Keysight Spectrum Analyzer - Swept SA
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12.5.4.Radiated Spurious Emission

Field Strength (dBuV/m)

Table 12-5 Radiated Spurious Emission - 802.11g MIMO

RSE [dBuV/m]
Frequency Dev.
Mode Channel Parent Variant
[MHz] MIMO MIMO [dB]
g 2462 11 35.15 34.63 0.52

MaxHold

Trace:
Detector: Peak
|

Plot 12-4 Radiated Spurious Emission - 802.11

RBW:
VBW:

1 Mz
3 MMz

SHT:

SWP: 40001

— Vertical

—_—

-~ 2, DCC
& RS

9 10

Frequency (GH2)

g MIMO 2462 MHz

Test mode Frzzsut::cy Frequency Detector R\E;:ﬁjzg AFCL Result Limit Margin
[MHz] [MHz] Mode [dBuV] [dB/m] [dBuV/m] [dBuV/m] [dB]
g 2462 7386.46 AV 36.03 -1.40 34.63 54.00 -19.37

* AFCL (dB/m) = DCCF (dB) + Antenna Factor (dB/m)+ Total Loss [Cable Loss (dB) — Preamp Gain (dB)]
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12.5.5.Radiated Band Edge

Table 12-6 Radiated Band Edge - 802.11ac(20) MIMO

RBE [dBuV/m]
Frequency Dev.
Mode Channel Parent Variant
[MHz] Ant 1 Ant 1 [dB]
ac20 2462 11 51.83 51.28 0.55

Plot 12-5 Upper Band Edge — 802.11ac(20) MIMO — Peak & Average

Spectrum Analyzer 1 o Spectrum Analyzer 2
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pW Path: Standard IF Gain: High
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#Res BW 1.0 MHz
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v
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Ref Level 78.99 dBpV

#Video BW 3.0 MHz*

PANNNN

Marker F "
Mkr2 2.483 605 GHz Settings
20.097 dBpV

Span 70.00 MHz
Sweep 1.33 ms (10001 pts)

Marker Mode
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Delta (A)
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Delta Marker
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< Marker Settings
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All Markers Off
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Marker
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Marker—-
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Mode Trace Scale X Y Function Function Width Function Value
1 N 1 f 2484 235GHz  33.02 dBuV
7 N . i 7483 605 GHz__20.097 dBuV
3
™ Jun 30, 2026 Byl 00 wx
= M| ? o win W 00 2%
Test mode Fr-le;(eqsut::cy Frequency Detector RS:LIZg AFCL Result Limit Margin
[MHz] [MHz] Mode [dBuV] [dB/m] [dBuV/m] [dBuV/m] [dB]
ac20 2462 2484.24 AV 20.10 31.18 51.28 54.00 -2.72

* AFCL (dB/m) = DCCF (dB) + Antenna Factor (dB/m)+ Total Loss [Cable Loss (dB) — Preamp Gain (dB)]

End of Test Report.
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