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Eaupment Band & Mode TxFrequency
1g Head 1g Body- 1g Hotspot 10g Phablet
(Wikg) Worn(W/kg) (Wikg) (Wikg)
GSM/GPRS/EDGE 1900 | 1850.20 - 1909. Hz <01 3¢ 3.06
TS 1750 1712.4 - 1752, iz 3.10
and 14 L - 795. iz NIA
LTE Band (Cell) 8 - 848. iz NIA
LTE Band 5 (Cell) 8: - 848. NIA
LTE Band 66 (AWS) 17: - 177 iz 34 3.06
LTE Band 4 (AWS) 17 - 175¢ iz NIA A NIA
LTE Band 25 (PCS) 1850.7 - 191« iz 013 .98 9 3.10
LTE B (PCS) 1850.7 - 1909. iz NIA NIA NIA UA
TE Band 30 2307.5 - 2312. iz <01 0.58 1.07 85
NR Band n25 (PCS) 1852.5 - 1912. iz 1 2.89
NR Band n2 (PCS) 1852.5 - 1007.5 MHz /A A NIA

5 1 i 1! 3.
* Note: * SAR values represent RF exposure during MIMO operations.

Note: This revised Test Report (S/N: 1M2109090102-01(Rev1).A3L) supersedes and replaces the previously issued test report on the same subject device for the
same type of testing as indicated. Please discard or destroy the previously issued test report(s) and dispose of it accordingly.

This wireless portable device has been shown to be capable of compliance for localized specific absorption rate (SAR) for uncontrolled environment/general
population exposure limits specified in ANSI/IEEE C95.1-1992 and has been tested in accordance with the measurement procedures specified in Section 1.9 of
this report; for North American frequency bands only.

| attest to the accuracy of data. All measurements reported herein were performed by me or were made under my supervision and are correct to the best of my
knowledge and belief. | assume full responsibility for the completeness of these measurements and vouch for the qualifications of all persons taking them. Test
results reported herein relate only to the item(s) tested.
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The SAR Tick is an initiative of the Mobile & Wireless Forum (MWF). While a product may be considered eligible, use of the SAR Tick logo requires an agreement with the MWF. Further
details can be obtained by emailing: sartick@mwfai.info.
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1 DEVICE UNDER TEST

1.1 Device Overview

Band & Mode Operating Modes Tx Frequency
GSM/GPRS/EDGE 850 Voice/Data 824.20 - 848.80 MHz
GSM/GPRS/EDGE 1900 Voice/Data 1850.20 - 1909.80 MHz
UMTS 850 Voice/Data 826.40 - 846.60 MHz
UMTS 1750 Voice/Data 1712.4 - 1752.6 MHz
UMTS 1900 Voice/Data 1852.4 - 1907.6 MHz
LTE Band 71 Voice/Data 665.5 - 695.5 MHz
LTE Band 12 Voice/Data 699.7 - 715.3 MHz
LTE Band 13 Voice/Data 779.5 - 784.5 MHz
LTE Band 14 Voice/Data 790.5 - 795.5 MHz
LTE Band 26 (Cell) Voice/Data 814.7 - 848.3 MHz
LTE Band 5 (Cell) Voice/Data 824.7 - 848.3 MHz
LTE Band 66 (AWS) Voice/Data 1710.7 - 1779.3 MHz
LTE Band 4 (AWS) Voice/Data 1710.7 - 1754.3 MHz
LTE Band 25 (PCS) Voice/Data 1850.7 - 1914.3 MHz
LTE Band 2 (PCS) Voice/Data 1850.7 - 1909.3 MHz
LTE Band 30 Voice/Data 2307.5 - 2312.5 MHz
LTE Band 7 Voice/Data 2502.5 - 2567.5 MHz
LTE Band 48 Voice/Data 3552.5 - 3697.5 MHz
LTE Band 41 Voice/Data 2498.5 - 2687.5 MHz
LTE Band 38 Voice/Data 25725 - 2617.5 MHz
NR Band n71 Voice/Data 665.5 - 695.5 MHz
NR Band n12 Voice/Data 701.5-713.5 MHz
NR Band n5 (Cell) Voice/Data 826.5 - 846.5 MHz
NR Band n66 (AWS) Voice/Data 1712.5 - 1777.5 MHz
NR Band n25 (PCS) Voice/Data 1852.5 - 1912.5 MHz
NR Band n2 (PCS) Voice/Data 1852.5 - 1907.5 MHz
NR Band n30 Voice/Data 2307.5 - 2312.5 MHz
NR Band n7 Voice/Data 2502.5 - 2567.5 MHz
NR Band n41 Voice/Data 2506.02 - 2679.99 MHz
NR Band n38 Voice/Data 2575 - 2615 MHz
NR Band n77 DoD Voice/Data 3455.01 - 3544.98 MHz
NR Band n77 Voice/Data 3705 - 3975 MHz
2.4 GHz WLAN Voice/Data 2412 - 2462 MHz
U-NII-1 Voice/Data 5180 - 5240 MHz
U-NII-2A Voice/Data 5260 - 5320 MHz
U-NII-2C Voice/Data 5500 - 5720 MHz
U-NII-3 Voice/Data 5745 - 5825 MHz
U-NII-4 Voice/Data 5845 - 5885 MHz
U-NII-5 Voice/Data 5935 - 6415 MHz
U-NII-6 Voice/Data 6435 - 6525 MHz
U-NII-7 Voice/Data 6535 - 6875 MHz
U-NII-8 Voice/Data 6895 - 7115 MHz
Bluetooth Data 2402 - 2480 MHz
NFC Data 13.56 MHz
24250 - 24450 MHz;
NR Band n258 Data 24750 - 25250 MHz
NR Band n260 Data 37000 - 40000 MHz
NR Band n261 Data 27500 - 28350 MHz
UWB Data 6489.6 - 7987.2 MHz
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1.2  Time-Averaging Algorithm for RF Exposure Compliance

This Device is enabled with the Qualcomm® Smart Transmit Gen2 feature. This feature performs time averaging
algorithm in real time to control and manage transmitting power and ensure the time-averaged RF exposure is in
compliance with FCC requirements all the time. Refer to Compliance Summary document for detailed description
of Qualcomm® Smart Transmit feature (report SN could be found in Section 1.11 — Bibliography).

Note that WLAN operations are not enabled with Smart Transmit.

The Smart Transmit algorithm maintains the time-averaged transmit power, in turn, time-averaged RF exposure of
SAR_design_target, below the predefined time-averaged power limit (i.e., Pimit for sub-6 radio), for each
characterized technology and band (see RF Exposure Part 0 Test Report, report SN could be found in Section
1.11 - Bibliography).

The Smart Transmit algorithm maintains the time-averaged transmit power, in turn, time-averaged RF exposure of
SAR_design_target or PD_design_target, below the predefined time-averaged power limit (i.e., Pimit for sub-6
radio, and input.power.limit for 5G mmW NR), for each characterized technology and band (see RF Exposure
Part 0 Test Report, report SN can be found in Section 1.11 - Bibliography).

Smart Transmit allows the device to transmit at higher power instantaneously, as high as Pmax, when needed, but
enforces power limiting to maintain time-averaged transmit power to Pimit. Below table shows Pimit EFS settings
and maximum tune up output power Pmax configured for this EUT for various transmit conditions (Device State
Index DSI). Note that the device uncertainty for sub-6GHz WWAN is 1.0dB for this EUT.
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) Body-Worn | Phablet Max ;:;Elzz Head Hotspot Earjack )
Exposure Senario Maximum
Tune-Y
Aweraging VVolume 19 10g 10g 19 19 109 Omputp
Spacing 15mm |12,8,6,0 mm 0mm 0mm 10 mm 0mm Power*
DSI 0 0 1 2 3 4
Antenna
Technology/Band Antenna Group Pmax
GSM 850 A AGO 30.9 28.3 327 25.5 28.3 25.3
GSM 1900 A AGO 24.9 22.7 345 18.5 22.7 216
UMTS 850 A AGO 294 27.8 315 26.3 27.8 24.0
UMTS 1750 A AGO 25.0 19.0 32.9 19.0 19.0 23.0
UMTS 1900 A AGO 25.6 20.5 33.6 17.5 20.5 23.0
LTE Band 71 A AGO 314 28.9 34.4 29.4 28.9 24.7
LTE Band 12 A AGO 31.0 28.0 33.0 28.8 28.0 245
LTE Band 13 A AGO 29.7 28.0 31.9 27.0 28.0 24.2
LTE Band 14 A AGO 29.8 28.1 315 26.5 28.1 245
LTE Band 26 (Cell) A AGO 29.2 27.6 29.5 26.1 27.6 245
LTE Band 5 (Cell) A AGO 29.2 27.7 314 25.9 27.7 245
LTE Band 66/4 (AWS) A AGO 25.6 20.0 33.0 18.5 20.0 23.8
LTE Band 25/2 (PCS) A AGO 24.6 20.5 335 17.5 20.5 235
LTE Band 30 A AGO 26.3 215 36.8 18.5 215 225
LTE Band 7 B AGO 26.3 20.0 36.5 20.0 20.0 23.0
LTE Band 41/38 (PC3) B AGO 27.9 20.0 36.7 20.0 20.0 22.0
LTE Band 41 (PC2) B AGO 279 20.0 36.7 20.0 20.0 229
LTE Band 48 F AG1 17.0 17.0 17.0 17.0 17.0 21.0
NR Band n71 A AGO 26.4 273 32.7 28.4 27.3 24.8
NR Band n12 A AGO 30.3 274 32.1 28.8 27.4 24.7
NR Band n5 (Cell) A AGO 28.8 26.4 30.3 25.6 26.4 24.8
NR Band n66 (AWS) A AGO 25.2 20.0 32.8 18.5 20.0 23.9
NR Band n66 (AWS) J AG1 19.0 19.0 18.0 19.0 19.0 235
NR Band n25/2 (PCS) A AGO 26.0 20.5 324 17.5 20.5 235
NR Band n25/2 (PCS) J AG1 19.0 19.0 18.0 19.0 19.0 235
NR Band n30 A AGO 25.5 215 36.9 18.5 215 22.5
NR Band n30 J AG1 18.0 18.0 18.0 18.0 18.0 22.0
NR Band n7 B AGO 26.9 20.0 35.8 20.0 20.0 23.0
NR Band n41 SRS 1 (PC3)/n38 J AG1 19.0 19.0 18.0 19.0 19.0 24.0
NR Band n41 SRS 1 (PC2) J AG1 19.0 19.0 18.0 19.0 19.0 26.0
NR Band n41 SRS 2 (PC3) D AGO 15.5 155 155 15.5 15.5 18.5
NR Band n41 SRS 2 (PC2) D AGO 155 155 155 15.5 155 20.5
NR Band n41 SRS 3 (PC3) E AG1 14.0 14.0 14.0 14.0 14.0 17.8
NR Band n41 SRS 3 (PC2) E AG1 14.0 14.0 14.0 14.0 14.0 19.8
NR Band n41 SRS 4 (PC3) B AGO 18.0 18.0 18.0 18.0 18.0 20.0
NR Band n41 SRS 4 (PC2) B AGO 18.0 18.0 18.0 18.0 18.0 22.0
NR Band n77 DoD SRS 1 (PC3) F AG1 17.0 17.0 17.0 17.0 17.0 24.0
NR Band n77 DoD SRS 1 (PC2) F AG1 17.0 17.0 17.0 17.0 17.0 26.0
NR Band n77 DoD SRS 2 (PC3) | AG1 17.0 17.0 17.0 17.0 17.0 24.0
NR Band n77 DoD SRS 2 (PC2) | AG1 17.0 17.0 17.0 17.0 17.0 26.0
NR Band n77 DoD SRS 3 (PC3) D AGO 10.5 10.5 10.5 10.5 10.5 175
NR Band n77 DoD SRS 3 (PC2) D AGO 10.5 10.5 10.5 10.5 10.5 19.5
NR Band n77 DoD SRS 4 (PC3) C AGO 11.0 11.0 11.0 11.0 11.0 16.5
NR Band n77 DoD SRS 4 (PC2) C AGO 11.0 11.0 11.0 11.0 11.0 18.5
NR Band n77 SRS 1 (PC3) F AG1 17.0 17.0 17.0 17.0 17.0 24.0
NR Band n77 SRS 1 (PC2) F AG1 17.0 17.0 17.0 17.0 17.0 26.0
NR Band n77 SRS 2 (PC3) | AG1 17.0 17.0 17.0 17.0 17.0 24.0
NR Band n77 SRS 2 (PC2) | AG1 17.0 17.0 17.0 17.0 17.0 26.0
NR Band n77 SRS 3 (PC3) D AGO 105 10.5 10.5 10.5 10.5 175
NR Band n77 SRS 3 (PC2) D AGO 105 10.5 10.5 10.5 10.5 195
NR Band n77 SRS 4 (PC3) C AGO 11.0 11.0 11.0 11.0 11.0 16.5
NR Band n77 SRS 4 (PC2) C AGO 11.0 11.0 11.0 11.0 11.0 18.5
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*Note all Pimit EFS and maximum tune up output power Pmax levels entered in above Table correspond to average
power levels after accounting for duty cycle in the case of TDD modulation schemes (e.g. GSM and LTE TDD).

*Maximum tune up output power Pmax iS used to configure EUT during RF tune up procedure. The maximum
allowed output power is equal to maximum Tune up output power + 1dB device design uncertainty.

The maximum time-averaged output power (dBm) for any 2G/3G/4G/5G Sub6 WWAN technology, band, and DSI
= minimum of "Pimit EFS" and "Maximum tune up output power Pmax" + 1dB device uncertainty. SAR values in this
report were scaled to this maximum time-averaged output power to determine compliance per KDB Publication
447498 DO1v06.

The purpose of this report (Part 1 test) is to demonstrate that the EUT meets FCC SAR limits when transmitting in
static transmission scenario at maximum allowable time-averaged power levels.

Measurement Condition: All conducted power and SAR measurements in this report (Part 1 test) were
performed by setting Reserve_power_margin (Smart Transmit EFS entry) to 0dB.

1.3 Power Reduction for SAR

This device used an independent fixed level power reduction mechanism for WLAN/BT when 5G NR is active and
also for WLAN/BT during all voice or VolP held to ear scenarios. Per FCC Guidance, the held-to-ear exposure
conditions were evaluated at reduced power according to the head SAR positions described in IEEE 1528-2013.
Detailed descriptions of the power reduction mechanism are included in the operational description.

Approved by:
FCC ID A3LSMS908U SAR EVALUATION REPORT @

Quality Manager

Document S/N: Test Dates: DUT Type:
Page 6 of 185
1M2109090102-01(Rev 1).A3L |09/21/21 - 12/06/21 Portable Handset
© 2021 PCTEST. REV 21.4 M

09/11/2019
© 2021 PCTEST. All rights reserved. Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from PCTEST. If you have any questions about this international copyright or have an enquiry about obtaining additional rights to this report or assembly of contents
thereof, please contact INFO@PCTEST.COM


mailto:info@pctest.com

1.4

Nominal and Maximum Output Power Specifications

This device operates using the following maximum and nominal output power specifications. SAR values were
scaled to the maximum allowed power to determine compliance per KDB Publication 447498 DO1v06.

1.4.1 2G/3G/4G/5G Output Power
GSM/GPRS/EDGE 850
Power Level (ir:/zl;:q) Data - Burst Average GMSK (in dBm) Data - Burst Average 8-PSK (in dBm)
1TXSlot | 1TXSlots | 2 TXSlots | 3 TXSlots | 4 TXSlots | 1 TXSlots | 2 TXSlots | 3 TX Slots | 4 TX Slots

Prax Max Allowed Power 33.0 33.0 32.5 30.5 28.5 28.0 26.0 24.0 23.0
Nominal 32.0 32.0 31.5 29.5 27.5 27.0 25.0 23.0 22.0
DSI = 0 (Body-Worn or Phablet Max) Max AIIow'ed Power 33.0 33.0 32.5 30.5 28.5 28.0 26.0 24.0 23.0
Nominal 32.0 32.0 31.5 29.5 27.5 27.0 25.0 23.0 22.0
DSI = 1 (Phablet Reduced) Max Allow?d Power 33.0 33.0 32.5 30.5 28.5 28.0 26.0 24.0 23.0
Nominal 32.0 32.0 315 29.5 27.5 27.0 25.0 23.0 22.0
DSI = 2 (Head) Max Allowed Power 33.0 33.0 325 30.5 28.5 28.0 26.0 24.0 23.0
Nominal 32.0 32.0 315 29.5 27.5 27.0 25.0 23.0 22.0
Max Allowed Power N/A 33.0 32.5 30.5 28.5 28.0 26.0 24.0 23.0

DSI = 3 (Hotspot) .
Nominal N/A 32.0 31.5 29.5 27.5 27.0 25.0 23.0 22.0
. Max Allowed Power 33.0 33.0 32.5 30.5 28.5 28.0 26.0 24.0 23.0

DSI = 4 (Earjack) -
Nominal 32.0 32.0 31.5 29.5 27.5 27.0 25.0 23.0 22.0

GSM/GPRS/EDGE 1900
Voice
Data - Burst A MSK (in dB Data - Burst A -PSK (in dB
Power Level (in dBm) ata - Burst Average GMSK (in dBm) ata - Burst Average 8-PSK (in dBm)
1TXSlot | 1TXSlots | 2 TXSlots | 3 TXSlots | 4 TXSlots | 1 TXSlots | 2 TX Slots | 3 TX Slots | 4 TX Slots

Pmax Max Allowed Power 29.7 29.7 28.5 27.0 25.0 26.5 24.5 22.5 21.5
Nominal 28.7 28.7 27.5 26.0 24.0 25.5 23.5 21.5 20.5
DSI = 0 (Body-Worn or Phablet Max) Max AIIOWfad Power 29.7 29.7 28.5 27.0 25.0 26.5 24.5 22.5 21.5
Nominal 28.7 28.7 27.5 26.0 24.0 25.5 23.5 21.5 20.5
DSI = 1 (Phablet Reduced) Max Allow_ed Power 29.7 29.7 28.5 27.0 25.0 26.5 24.5 22.5 21.5
Nominal 28.7 28.7 27.5 26.0 24.0 25.5 23.5 21.5 20.5
DSI = 2 (Head) Max Allowed Power 29.7 29.7 28.5 27.0 25.0 26.5 24.5 22.5 21.5
Nominal 28.7 28.7 27.5 26.0 24.0 25.5 23.5 21.5 20.5
Max Allowed Power N/A 28.7 25.7 23.9 22.7 26.5 24.5 22.5 21.5

DSI = 3 (Hotspot) -
Nominal N/A 27.7 24.7 22.9 21.7 25.5 23.5 21.5 20.5
. Max Allowed Power 29.7 29.7 28.5 27.0 25.0 26.5 24.5 22.5 21.5

DSI = 4 (Earjack) .
Nominal 28.7 28.7 27.5 26.0 24.0 25.5 23.5 21.5 20.5

For GSM, the above powers listed are GSM burst average values.
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UMTS Band 5 (850 MHz)

Modulated Average Output Power

3GPP 3GPP 3GPP 3GPP DC-
Power Level
WCDMA HSDPA HSUPA HSDPA
Rel 99 Rel 5 Rel 6 Rel 8
Pmax Max Allowed Power 25.0 24.0 24.0 24.0
Nominal 24.0 23.0 23.0 23.0
DSI = 0 (Body-Worn or Phablet Max) Max AIIowgd Power 25.0 24.0 24.0 24.0
Nominal 24.0 23.0 23.0 23.0
DSI = 1 (Phablet Reduced) Max AIIow.ed Power 25.0 24.0 24.0 24.0
Nominal 24.0 23.0 23.0 23.0
DSI = 2 (Head) Max AIIow.ed Power 25.0 24.0 24.0 24.0
Nominal 24.0 23.0 23.0 23.0
DSI = 3 (Hotspot) Max AIIOerd Power 25.0 24.0 24.0 24.0
Nominal 24.0 23.0 23.0 23.0
DSI = 4 (Earjack) Max AIIow?d Power 25.0 24.0 24.0 24.0
Nominal 24.0 23.0 23.0 23.0

UMTS Band 4 (1750 MHz)

Modulated Average Output Power

3GPP 3GPP 3GPP 3GPP DC-
Power Level
WCDMA HSDPA HSUPA HSDPA
Rel 99 Rel 5 Rel 6 Rel 8
Pmax Max Allowed Power 24.0 23.0 23.0 23.0
Nominal 23.0 22.0 22.0 22.0
DSI = 0 (Body-Worn or Phablet Max) Max AIIow.ed Power 24.0 23.0 23.0 23.0
Nominal 23.0 22.0 22.0 22.0
DSI = 1 (Phablet Reduced) Max AIIow?ed Power 20.0 19.0 19.0 19.0
Nominal 19.0 18.0 18.0 18.0
DSI = 2 (Head) Max AIIow?d Power 24.0 23.0 23.0 23.0
Nominal 23.0 22.0 22.0 22.0
DSI = 3 (Hotspot) Max AIIowsed Power 20.0 19.0 19.0 19.0
Nominal 19.0 18.0 18.0 18.0
DSI = 4 (Earjack) Max AIIow_ed Power 20.0 19.0 19.0 19.0
Nominal 19.0 18.0 18.0 18.0

UMTS Band 2 (1900 MHz)

Modulated Average Output Power

3GPP 3GPP 3GPP 3GPP DC-
Power Level
WCDMA HSDPA HSUPA HSDPA
Rel 99 Rel 5 Rel 6 Rel 8
Pmax Max Allowed Power 24.0 23.0 23.0 23.0
Nominal 23.0 22.0 22.0 22.0
DSI = 0 (Body-Worn or Phablet Max) Max AIIOerd Power 24.0 23.0 23.0 23.0
Nominal 23.0 22.0 22.0 22.0
DSI = 1 (Phablet Reduced) Max AIIow?ed Power 21.5 20.5 20.5 20.5
Nominal 20.5 19.5 19.5 19.5
DSI = 2 (Head) Max AIIow?d Power 24.0 23.0 23.0 23.0
Nominal 23.0 22.0 22.0 22.0
M Il P 18. 17. 17. 17.
DSI = 3 (Hotspot) ax A ow?d ower 8.5 7.5 7.5 7.5
Nominal 17.5 16.5 16.5 16.5
DSI = 4 (Earjack) Max Allowgd Power 21.5 20.5 20.5 20.5
Nominal 20.5 19.5 19.5 19.5
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Modulated Average Output Power (in dBm)
DSI =0
Mode / Band Antenna (Body- | DSI=1 |\ o 5 | psi=3 | Dsi=4
Pmax Worn or | (Phablet (Head) | (Hotspot) | (Earjack)
Phablet |Reduced) 2 !
Max)

LTE Band 71 A Max AIIowTed Power 25.7 25.7 25.7 25.7 25.7 25.7
Nominal 24.7 24.7 24.7 24.7 24.7 24.7

LTE Band 12 A Max AIIow?d Power 25.5 25.5 25.5 25.5 25.5 25.5
Nominal 24.5 24.5 24.5 24.5 24.5 24.5

LTE Band 13 A Max A||0Wf2d Power 25.2 25.2 25.2 25.2 25.2 25.2
Nominal 24.2 24.2 24.2 24.2 24.2 24.2

LTE Band 14 A Max AIIowled Power 25.5 25.5 25.5 25.5 25.5 25.5
Nominal 24.5 24.5 24.5 24.5 24.5 24.5

LTE Band 26 (Cell) A Max AIIow?d Power 25.5 25.5 25.5 25.5 25.5 25.5
Nominal 24.5 24.5 24.5 24.5 24.5 24.5

LTE Band 5 (Cell) A Max AIIow.ed Power 25.5 25.5 25.5 25.5 25.5 25.5
Nominal 24.5 24.5 24.5 24.5 24.5 24.5

LTE Band 66 (AWS) A Max AIIowgd Power 24.8 24.8 21.0 24.8 19.5 21.0
Nominal 23.8 23.8 20.0 23.8 18.5 20.0

LTE Band 4 (AWS) A Max A||0Wf:_‘d Power 24.8 24.8 21.0 24.8 19.5 21.0
Nominal 23.8 23.8 20.0 23.8 18.5 20.0

LTE Band 25 (PCS) A Max AIIowTed Power 24.5 24.5 215 24.5 18.5 21.5
Nominal 23.5 23.5 20.5 23.5 17.5 20.5

LTE Band 2 (PCS) A Max AIIow?d Power 24.5 24.5 21.5 24.5 18.5 21.5
Nominal 23.5 23.5 20.5 23.5 17.5 20.5

LTE Band 30 A Max A||0Wf2d Power 23.5 23.5 22.5 23.5 19.5 22.5
Nominal 22.5 22.5 21.5 22.5 18.5 21.5

LTE Band 7 B Max AIIow.ed Power 24.0 24.0 21.0 24.0 21.0 21.0
Nominal 23.0 23.0 20.0 23.0 20.0 20.0

LTE Band 41 (PC3) B Max AIIow?d Power 25.0 25.0 23.0 25.0 23.0 23.0
Nominal 24.0 24.0 22.0 24.0 22.0 22.0

LTE Band 41 (PC2) B Max AIIow?d Power 27.5 27.5 24.6 27.5 24.6 24.6
Nominal 26.5 26.5 23.6 26.5 23.6 23.6

LTE Band 38 B Max AIIowgd Power 25.0 25.0 23.0 25.0 23.0 23.0
Nominal 24.0 24.0 22.0 24.0 22.0 22.0

LTE Band 48 F Max A||0Wf:_‘d Power 24.0 20.0 20.0 20.0 20.0 20.0
Nominal 23.0 19.0 19.0 19.0 19.0 19.0
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Modul i Average Output Power (in dBm)
DSl =0
Mode / Band Antenna (Body- | DSI=1 | o > | g3 | psi-a
Pmax Worn or | (Phablet (Head) | (Hotspot) | (Earjack)
Phablet | Reduced) B l
Max)

NR Band n71 A Max Allow.ed Power 25.8 25.8 25.8 25.8 25.8 25.8
Nominal 24.8 24.8 24.8 24.8 24.8 24.8

NR Band n12 A Max AIIow.ed Power 25.7 25.7 25.7 25.7 25.7 25.7
Nominal 24.7 24.7 24.7 24.7 24.7 24.7

NR Band nS (Cell) A Max Allow.ed Power 25.8 25.8 25.8 25.8 25.8 25.8
Nominal 24.8 24.8 24.8 24.8 24.8 24.8

NR Band n66 (AWS) A Max AIIowgd Power 249 24.9 21.0 24.9 19.5 21.0
Nominal 239 239 20.0 239 18.5 20.0

NR Band n66 (AWS) J Max Allow.ed Power 24.5 20.0 20.0 19.0 20.0 20.0
Nominal 285 19.0 19.0 18.0 19.0 19.0

NR Band n25 (PCS) A Max Allow.ed Power 24.5 24.5 215 24.5 18.5 21.5
Nominal 23.5 2385] 20.5 23.5 17.5 20.5

NR Band n25 (PCS) ) Max Allow.ed Power 24.5 20.0 20.0 19.0 20.0 20.0
Nominal 23.5 19.0 19.0 18.0 19.0 19.0

NR Band n2 (PCS) A Max Allow?d Power 24.5 24.5 215 24.5 18.5 21.5
Nominal 23.5 23.5 20.5 28155 175 20.5

NR Band n2 (PCS) ) Max Allow.ed Power 24.5 20.0 20.0 19.0 20.0 20.0
Nominal 255 19.0 19.0 18.0 19.0 19.0

NR Band n30 A Max Allow.ed Power 23.5 235 225 23.5 19.5 22.5
Nominal 22.5 22.5 215 22.5 18.5 215

NR Band n30 ) Max Allow.ed Power 23.0 19.0 19.0 19.0 19.0 19.0
Nominal 22.0 18.0 18.0 18.0 18.0 18.0

NR Band n7 B Max Allow?d Power 24.0 24.0 21.0 24.0 21.0 21.0
Nominal 23.0 23.0 20.0 23.0 20.0 20.0

NR Band nd1 SRS 1 (PC3) J Max Allow.ed Power 25.0 20.0 20.0 19.0 20.0 20.0
Nominal 24.0 19.0 19.0 18.0 19.0 19.0

NR Band nd1 SRS 1 (PC2) ) Max Allow.ed Power 27.0 20.0 20.0 19.0 20.0 20.0
Nominal 26.0 19.0 19.0 18.0 19.0 19.0

NR Band nd1 SRS 2 (PC3) D Max Allow.ed Power 19.5 16.5 16.5 16.5 16.5 16.5
Nominal 18.5 15.5 55 15.5 155 15.5

NR Band n41 SRS 2 (PC2) D Max Allow?d Power 215 16.5 16.5 16.5 16.5 16.5
Nominal 20.5 15.5 15.5 15.5 15.5 15.5

NR Band nd1 SRS 3 (PC3) £ Max Allow.ed Power 18.8 15.0 15.0 15.0 15.0 15.0
Nominal 17.8 14.0 14.0 14.0 14.0 14.0

NR Band nd1 SRS 3 (PC2) E Max Allow.ed Power 20.8 15.0 15.0 15.0 15.0 15.0
Nominal 19.8 14.0 14.0 14.0 14.0 14.0

NR Band n41 SRS 4 (PC3) B Max Allow.ed Power 21.0 19.0 19.0 19.0 19.0 19.0
Nominal 20.0 18.0 18.0 18.0 18.0 18.0

NR Band n41 SRS 4 (PC2) B Max Allowfed Power 23.0 19.0 19.0 19.0 19.0 19.0
Nominal 22.0 18.0 18.0 18.0 18.0 18.0

NR Band n38 ) Max Allow.ed Power 25.0 20.0 20.0 19.0 20.0 20.0
Nominal 24.0 19.0 19.0 18.0 19.0 19.0

NR Band n77 DoD SRS 1 (PC3) E Max Allow.ed Power 25.0 18.0 18.0 18.0 18.0 18.0
Nominal 24.0 17.0 17.0 17.0 17.0 17.0

NR Band n77 DoD SRS 1 (PC2) F Max AIIow.ed Power 27.0 18.0 18.0 18.0 18.0 18.0
Nominal 26.0 17.0 17.0 17.0 17.0 17.0

NR Band n77 DoD SRS 2 (PC3) | Max Allow.ed Power 25.0 18.0 18.0 18.0 18.0 18.0
Nominal 24.0 17.0 17.0 17.0 17.0 17.0

NR Band n77 DoD SRS 2 (PC2) | Max Allow?d Power 27.0 18.0 18.0 18.0 18.0 18.0
Nominal 26.0 17.0 17.0 17.0 17.0 17.0

NR Band n77 DoD SRS 3 (PC3) D Max Allow.ed Power 18.5 11.5 11.5 115 11.5 115
Nominal 17.5 10.5 10.5 10.5 10.5 10.5

NR Band n77 DoD SRS 3 (PC2) D Max AIIow.ed Power 20.5 11.5 11.5 115 11.5 11.5
Nominal 19.5 10.5 10.5 10.5 10.5 10.5

NR Band n77 DoD SRS 4 (PC3) c Max AIIDw.ed Power 17.5 12.0 12.0 12.0 12.0 12.0
Nominal 16.5 11.0 11.0 11.0 11.0 11.0

NR Band n77 DoD SRS 4 (PC2) c Max Allow?d Power 19.5 12.0 12.0 12.0 12.0 12.0
Nominal 18.5 11.0 11.0 11.0 11.0 11.0

NR Band n77 SRS 1 (PC3) E Max Allow.ed Power 25.0 18.0 18.0 18.0 18.0 18.0
Nominal 24.0 17.0 17.0 17.0 17.0 17.0

NR Band n77 SRS 1 (PC2) F Max AIIow.ed Power 27.0 18.0 18.0 18.0 18.0 18.0
Nominal 26.0 17.0 17.0 17.0 17.0 17.0

NR Band n77 SRS 2 (PC3) | Max Allow.ed Power 25.0 18.0 18.0 18.0 18.0 18.0
Nominal 24.0 17.0 17.0 17.0 17.0 17.0

NR Band n77 SRS 2 (PC2) | Max Allow?d Power 27.0 18.0 18.0 18.0 18.0 18.0
Nominal 26.0 17.0 17.0 17.0 17.0 17.0

NR Band n77 SRS 3 (PC3) D Max Allow.ed Power 18.5 11.5 115 115 115 115
Nominal 1755 10.5 10.5 10.5 10.5 10.5

NR Band n77 SRS 3 (PC2) D Max AIIow.ed Power 20.5 11.5 11.5 115 11.5 115
Nominal 19.5 10.5 10.5 10.5 10.5 10.5

NR Band n77 SRS 4 (PC3) c Max Allow.ed Power 17.5 12.0 12.0 12.0 12.0 12.0
Nominal 16.5 11.0 11.0 11.0 11.0 11.0

NR Band n77 SRS 4 (PC2) c Max Allow?d Power 19.5 12.0 12.0 12.0 12.0 12.0
Nominal 18.5 11.0 11.0 11.0 11.0 11.0

For LTE TDD and NR TDD, the above powers listed are TDD burst average values.
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1.4.2

2.4 GHz Maximum SISO/MIMO WLAN Output Power

Note: Targets for 802.11ax RU operations can be found in Appendix K

IEEE 802.11 (in dBm)
SISO
MIMO
Antenna 1 & Antenna 2
Mode Band
b g n ax (SV)
(CDD + STBC) (CDD + STBC, SDM) (CDD + STBC, SDM)
Nominal Maximum Nominal Maximum Nominal Maximum Nominal Maximum
20.5 215
205 215 20.5 215
2.4 GHz Ch. 1: 175 Ch. 1: 185
2.45 GHz 195 20.5
WIFI Ch.1:185 Ch.1:19.5 Ch.1: 185 Ch.1:195 Ch.2:19.5 Ch.2:20.5
Ch. 11: 185 Ch.11: 195 Ch.11: 185 Ch.11: 195 Ch.11:17.5 Ch. 11: 185
1.4.3 2.4 GHz Reduced WLAN Output Powers
Note: Targets for 802.11ax RU operations can be found in Appendix K
The below table is applicable in the following conditions:
* RCV Active
 Simultaneous conditions with 5/6 GHz WLAN (RCV not Active)
» Simultaneous conditions with 5G FR1/FR2 NR (RCV not Active)
+ Simultaneous conditions with 5G FR1/FR2 NR and 5/6 GHz WLAN (RCV not Active)
* RCV Active during simultaneous conditions with 5G FR1/FR2 NR
IEEE 802.11 (in dBm)
SISO
MIMO
Antenna 1l & Antenna 2
Mode Band
b g n ax (SU)
(CDD + STBC) (CDD + STBC, SDM) (CDD + STBC, SDM)
Nominal Maximum Nominal Maximum Nominal Maximum Nominal Maximum
19.0 20.0 19.0 20.0 19.0 20.0
24CHZ | 5 45 GHz 16.0 17.0
WIFI Ch.1:185 Ch.1:195 Ch.1:185 Ch.1:195 Ch.1:175 Ch.1:185
Ch. 11: 185 Ch.11: 195 Ch.11: 185 ch.11: 195 Ch.11:17.5 Ch.11: 185
The below table is applicable in the following conditions:
* RCV Active during simultaneous conditions with 5/6 GHz WLAN
* RCV Active during simultaneous conditions with 5G FR1/FR2 NR and 5/6 GHz WLAN
IEEE 802.11 (in dBm)
SISO
MIMO
Antenna 1l & Antenna 2
Mode Band
b g n ax (SV)
(CDD + STBC) (CDD + STBC, SDM) (CDD + STBC, SDM)
Nominal Maximum Nominal Maximum Nominal Maximum Nominal Maximum
2.4W(I3F|-I|Z 2.45 GHz 130 140 16.0 17.0 16.0 170 16.0 17.0
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144

5 GHz Maximum SISO/MIMO WLAN Output Power

Note: Targets for 802.11ax RU operations can be found in Appendix K

IEEE 802.11 (in dBm)
MIMO
Mode Band
a n ac ax (SU)
(CDD + STBC) (CDD + STBC, SDM) (CDD + STBC, SDM) (CDD + STBC, SDM)
Nominal Maximum Nominal Maximum Nominal Maximum Nominal Maximum
UNII-1 17.5 18.5 17.5 18.5 17.5 18.5 17.5 18.5
5 GHz UNII-2A 17.5 18.5 17.5 18.5 17.5 18.5 17.5 18.5
(ZVC\J/I:AFI—IQ UNII-2C 17.5 18.5 17.5 18.5 17.5 18.5 17.5 18.5
BW) UNII-3 17.5 18.5 17.5 18.5 17.5 18.5 17.5 18.5
UNII-4 17.5 18.5 17.5 18.5 17.5 18.5 17.5 18.5
UNII-1 17.5 18.5 17.5 18.5 17.5 18.5
5 GHz UNII-2A 17.5 18.5 17.5 18.5 17.5 18.5
WIFI
(40MHz UNII-2C 17.5 18.5 17.5 18.5 17.5 18.5
BW
) 17.5 18.5 17.5 18.5 17.5 18.5
17.5 18.5 17.5 18.5 17.5 18.5
16.5 17.5 17.5 18.5
5 GHz UNII-2A 17.5 18.5 17.5 18.5
(z;/(\)/rlAF|-||z UNII-2C 17.5 18.5 17.5 18.5
BW) 17.5 18.5 17.5 18.5
17.5 18.5 17.5 18.5
5 GHz 16.0 17.0 16.5 17.5
(1\28’\';:42 UNII-2C 17.5 18.5 17.5 18.5
BW) 17.5 18.5 17.5 18.5
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145 5 GHz Reduced WLAN Output Powers
Note: Targets for 802.11ax RU operations can be found in Appendix K

The below table is applicable in the following conditions:
* RCV Active
 Simultaneous conditions with 2.4 GHz WLAN
+ Simultaneous conditions with 5G FR1 NR
» Simultaneous conditions with 5G FR1 NR and 2.4 GHz WLAN
* RCV Active during simultaneous conditions with 2.4 GHz WLAN
* RCV Active during simultaneous conditions with 5G FR1 NR
* RCV Active during simultaneous conditions with 5G FR1 NR and 2.4 GHz WLAN

IEEE 802.11 (in dBm)
MIMO

Mode Band a N ac ax(SU)

(CDD + STBC) (CDD + STBC, SDM) (CDD + STBC, SDM) (CDD + STBC, SDM)
Nominal Maximum Nominal Maximum Nominal Maximum Nominal Maximum

UNII-1 16.0 17.0 16.0 17.0 16.0 17.0 16.0 17.0
5 GHz UNII-2A 16.0 17.0 16.0 17.0 16.0 17.0 16.0 17.0
(2\?)/,:/":'_"2 UNII-2C 16.0 17.0 16.0 17.0 16.0 17.0 16.0 17.0
BW) UNII-3 16.0 17.0 16.0 17.0 16.0 17.0 16.0 17.0
UNII-4 16.0 17.0 16.0 17.0 16.0 17.0 16.0 17.0
UNII-1 16.0 17.0 16.0 17.0 16.0 17.0
5 GHz UNII-2A 16.0 17.0 16.0 17.0 16.0 17.0
(:(\)II\IAFAZ UNII-2C 16.0 17.0 16.0 17.0 16.0 17.0
BW) 16.0 17.0 16.0 17.0 16.0 17.0
16.0 17.0 16.0 17.0 16.0 17.0
16.0 17.0 16.0 17.0
5 GHz UNII-2A 16.0 17.0 16.0 17.0
(E\;/(\)/I\I/IFI—liz UNII-2C 16.0 17.0 16.0 17.0
BW) 16.0 17.0 16.0 17.0
16.0 17.0 16.0 17.0
5 GHz 16.0 17.0 16.0 17.0
(l\é\:)lhj:-iz UNII-2C 16.0 17.0 16.0 17.0
BW) 16.0 17.0 16.0 17.0
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The below table is applicable in the following conditions:
» Simultaneous conditions with 5G FR2 NR
» Simultaneous conditions with 5G FR2 NR and 2.4 GHz WLAN
* RCV Active during simultaneous conditions with 5G FR2 NR
* RCV Active during simultaneous conditions with 5G FR2 NR and 2.4 GHz WLAN

IEEE 802.11 (in dBm)
MIMO
Mode Band
a n ac ax (SU)
(CDD + STBC) (CDD + STBC, SDM) (CDD + STBC, SDM) (CDD + STBC, SDM)
Nominal Maximum Nominal Maximum Nominal Maximum Nominal Maximum

UNII-1 14.0 15.0 14.0 15.0 14.0 15.0 14.0 15.0

5 GHz UNII-2A 14.0 15.0 14.0 15.0 14.0 15.0 14.0 15.0

(2V(\JII:AF|LZ UNII-2C 14.0 15.0 14.0 15.0 14.0 15.0 14.0 15.0

BW) UNII-3 14.0 15.0 14.0 15.0 14.0 15.0 14.0 15.0

UNII-4 14.0 15.0 14.0 15.0 14.0 15.0 14.0 15.0

UNII-1 14.0 15.0 14.0 15.0 14.0 15.0

5 GHz UNII-2A 14.0 15.0 14.0 15.0 14.0 15.0
WIFI

(40MHz UNII-2C 14.0 15.0 14.0 15.0 14.0 15.0
BW

) 14.0 15.0 14.0 15.0 14.0 15.0

14.0 15.0 14.0 15.0 14.0 15.0

14.0 15.0 14.0 15.0

5 GHz UNII-2A 14.0 15.0 14.0 15.0

(gc\)lli/l':l-liz UNII-2C 14.0 15.0 14.0 15.0

BW) 14.0 15.0 14.0 15.0

14.0 15.0 14.0 15.0

5 GHz 14.0 15.0 14.0 15.0
WIFI

(160MHz UNII-2C 14.0 15.0 14.0 15.0
BW

) 14.0 15.0 14.0 15.0
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1.4.6

2.4 GHz Maximum Bluetooth Output Power

Single Antenna Single Antenna in Dual Mode
Mode Dual
Antenna 1 Antenna 2 Antenna 1 Antenna 2
Nominal Maximum Nominal Maximum Nominal Maximum Nominal Maximum Nominal Maximum
Bluetooth
(in dBm) 17.0 18.0 16.5 175 12.0 13.0 10.0 11.0 14.0 15.0
Bluetooth EDR
(in dBm) 17.0 18.0 16.5 17.5 9.5 10.5 8.5 9.5 12.0 13.0
Bluetooth LE 2Mbps | -, 4 18.0 15.0 16.0 11.0 12.0 9.0 10.0 13.0 14.0
(in dBm)
1.4.7 2.4 GHz Reduced Bluetooth Output Power
The below table is applicable in the following conditions:
* RCV active
Single Antenna Single Antenna in Dual Mode
Mode Dual
Antenna 1 Antenna 2 Antenna 1 Antenna 2
Nominal Maximum Nominal Maximum Nominal Maximum Nominal Maximum Nominal Maximum
Bluetooth
(in dBm) 14.0 15.0 14.0 15.0 12.0 13.0 10.0 11.0 14.0 15.0
Bluetooth EDR
(in dBm) 14.0 15.0 14.0 15.0 9.5 10.5 8.5 9.5 12.0 13.0
Bluetooth LE 2Mbps | -, 4 15.0 14.0 15.0 11.0 12.0 9.0 10.0 13.0 14.0
(in dBm)
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1.5 DUT Antenna Locations

The overall dimensions of this device are > 9 x 5 cm. A diagram showing the location of the device antennas can
be found in Appendix F. Since the diagonal dimension of this device is > 160 mm and <200 mm, it is considered a
“phablet.”

Table 1-1

Device Edges/Sides for SAR Testin
Mode Back Front Top Bottom | Right Left
GPRS 850 Yes Yes No Yes Yes Yes
GPRS 1900 Yes Yes No Yes Yes Yes
UMTS 850 Yes Yes No Yes Yes Yes
UMTS 1750 Yes Yes No Yes Yes Yes
UMTS 1900 Yes Yes No Yes Yes Yes
LTE Band 71 Yes Yes No Yes Yes Yes
LTE Band 12 Yes Yes No Yes Yes Yes
LTE Band 13 Yes Yes No Yes Yes Yes
LTE Band 14 Yes Yes No Yes Yes Yes
LTE Band 26 (Cell) Yes Yes No Yes Yes Yes
LTE Band 5 (Cell) Yes Yes No Yes Yes Yes
LTE Band 66 (AWS) Yes Yes No Yes Yes Yes
LTE Band 25 (PCS) Yes Yes No Yes Yes Yes
LTE Band 30 Yes Yes No Yes Yes Yes
LTE Band 7 Yes Yes No Yes Yes No
LTE Band 48 Yes Yes Yes No No Yes
LTE Band 41 Yes Yes No Yes Yes No
NR Band n71 Yes Yes No Yes Yes Yes
NR Band n12 Yes Yes No Yes Yes Yes
NR Band n5 (Cell) Yes Yes No Yes Yes Yes
NR Band n66 (AWS) Antenna A| Yes Yes No Yes Yes Yes
NR Band n66 (AWS) Antenna J Yes Yes Yes No Yes No
NR Band n25 (PCS) Antenna A| Yes Yes No Yes Yes Yes
NR Band n25 (PCS) Antenna J Yes Yes Yes No Yes No
NR Band n30 Antenna A Yes Yes No Yes Yes Yes
NR Band n30 Antenna J Yes Yes Yes No Yes No
NR Band n7 Antenna B Yes Yes No Yes Yes No
NR Band n41 Antenna J Yes Yes Yes No Yes No
NR Band n41 Antenna D Yes Yes No Yes No Yes
NR Band n41 Antenna E Yes Yes Yes No No Yes
NR Band n41 Antenna B Yes Yes No Yes Yes No
NR Band n77 DoD Antenna F Yes Yes Yes No No Yes
NR Band n77 DoD Antenna | Yes Yes Yes No No Yes
NR Band n77 DoD Antenna D Yes Yes No Yes No Yes
NR Band n77 DoD Antenna C Yes Yes No Yes Yes No
NR Band n77 Antenna F Yes Yes Yes No No Yes
NR Band n77 Antenna | Yes Yes Yes No No Yes
NR Band n77 Antenna D Yes Yes No Yes No Yes
NR Band n77 Antenna C Yes Yes No Yes Yes No
2.4 GHz WLAN Ant 1 Yes Yes Yes No No Yes
2.4 GHz WLAN Ant 2 Yes Yes No No No Yes
2.4 GHz WLAN MIMO Yes Yes Yes No No Yes
5 GHz WLAN MIMO Yes Yes Yes No No Yes
Bluetooth Ant 1 Yes Yes Yes No No Yes
Bluetooth Ant 2 Yes Yes No No No Yes
Bluetooth MIMO Yes Yes Yes No No Yes

Note: Particular DUT edges were not required to be evaluated for wireless router SAR or phablet SAR if the
edges were greater than 2.5 cm from the transmitting antenna according to FCC KDB Publication 941225
D06v02r01 Section Il and FCC KDB Publication 648474 D04v01r03. The distances between the transmit
antennas and the edges of the device are included in the filing. When wireless router mode is enabled, U-NII-1,
U-NII-2A, U-NII-2C, UNII-4, and WIFIGE operations are disabled.
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1.6 Near Field Communications (NFC) Antenna

This DUT has NFC operations. The NFC antenna is integrated into the device for this model. Therefore, all SAR
tests were performed with the device which already incorporates the NFC antenna. A diagram showing the
location of the NFC antenna can be found in Appendix F.

1.7 Simultaneous Transmission Capabilities
According to FCC KDB Publication 447498 D01v06, transmitters are considered to be operating simultaneously when

there is overlapping transmission, with the exception of transmissions during network hand-offs with maximum hand-off

duration less than 30 seconds.

This device contains multiple transmitters that may operate simultaneously, and therefore requires a simultaneous
transmission analysis according to FCC KDB Publication 447498 D01v06 4.3.2 procedures.
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Table 1-2
Simultaneous Transmission Scenarios

No. @l T EErEEE Head Body-Worn  [Rp Phablet Notes
Accessory Router

1 GSM voice +2.4 GHz WLAN Yes Yes N/A Yes

2 GSM voice +2.4 GHz WLAN MIMO Yes Yes N/A Yes

3 GSM voice +5 GHz WLAN MIMO Yes Yes N/A Yes

4 GSM voice +6 GHz WLAN MIMO Yes Yes N/A Yes

5 GSM voice +2.4 GHz Bluetooth Yes® Yes N/A Yes A Bluetooth Tethering is considered
6 GSM voice +2.4 GHz Bluetooth MIMO Yes Yes N/A Yes

7 GSM voice +2.4 GHz WLAN +5 GHz WLAN MIMO Yes Yes N/A Yes

8 GSM voice +2.4 GHz WLAN MIMO +5 GHz WLAN MIMO Yes Yes N/A Yes

9 GSM voice +2.4 GHz WLAN + 6 GHz WLAN MIMO Yes Yes N/A Yes

10 GSM voice +2.4 GHz WLAN MIMO + 6 GHz WLAN MIMO Yes Yes N/A Yes

11 GSM voice +2.4 GHz Bluetooth +5 GHz WLAN MIMO Yes® Yes N/A Yes A Bluetooth Tethering is considered
12 GSM voice +2.4 GHz Bluetooth MIMO +5 GHz WLAN MIMO Yes Yes N/A Yes

13 GSM voice +2.4 GHz Bluetooth + 6 GHz WLAN MIMO Yes® Yes N/A Yes A Bluetooth Tethering is considered
14 GSM voice +2.4 GHz Bluetooth MIMO +6 GHz WLAN MIMO Yes Yes N/A Yes

15 UMTS +2.4 GHz WLAN Yes Yes Yes Yes

16 UMTS +2.4 GHz WLAN MIMO Yes Yes Yes Yes

17 UMTS +5 GHz WLAN MIMO Yes Yes Yes Yes

18 UMTS +6 GHz WLAN MIMO Yes Yes N/A Yes

19 UMTS +2.4 GHz Bluetooth Yes® Yes Yes® Yes A Bluetooth Tethering is considered
20 UMTS + 2.4 GHz Bluetooth MIMO Yes Yes Yes Yes

21 UMTS +2.4 GHz WLAN +5 GHz WLAN MIMO Yes Yes Yes Yes

22 UMTS +2.4 GHz WLAN MIMO +5 GHz WLAN MIMO Yes Yes Yes Yes

23 UMTS + 2.4 GHz WLAN +6 GHz WLAN MIMO Yes Yes N/A Yes

24 UMTS +2.4 GHz WLAN MIMO + 6 GHz WLAN MIMO Yes Yes N/A Yes

25 UMTS + 2.4 GHz Bluetooth +5 GHz WLAN MIMO Yes” Yes Yes” Yes A Bluetooth Tethering is considered
26 UMTS + 2.4 GHz Bluetooth MIMO +5 GHz WLAN MIMO Yes Yes Yes Yes

27 UMTS + 2.4 GHz Bluetooth + 6 GHz WLAN MIMO Yes” Yes N/A Yes ~ Tethering is considered
28 UMTS + 2.4 GHz Bluetooth MIMO + 6 GHz WLAN MIMO Yes Yes N/A Yes

29 LTE +2.4 GHz WLAN Yes Yes Yes Yes

30 LTE +2.4 GHz WLAN MIMO Yes Yes Yes Yes

31 LTE +5 GHz WLAN MIMO Yes Yes Yes Yes

32 LTE + 6 GHz WLAN MIMO Yes Yes N/A Yes

33 LTE + 2.4 GHz Bluetooth Yes® Yes Yes” Yes n Tethering is considered
34 LTE +2.4 GHz Bluetooth MIMO Yes Yes Yes Yes

35 LTE +2.4 GHz WLAN + 5 GHz WLAN MIMO Yes Yes Yes Yes

36 LTE +2.4 GHz WLAN MIMO + 5 GHz WLAN MIMO Yes Yes Yes Yes

37 LTE +2.4 GHz WLAN + 6 GHz WLAN MIMO Yes Yes N/A Yes

38 LTE +2.4 GHz WLAN MIMO + 6 GHz WLAN MIMO Yes Yes N/A Yes

39 LTE + 2.4 GHz Bluetooth + 5 GHz WLAN MIMO Yes® Yes Yes” Yes n Tethering is considered
40 LTE +2.4 GHz Bluetooth MIMO + 5 GHz WLAN MIMO Yes Yes Yes Yes

41 LTE + 2.4 GHz Bluetooth + 6 GHz WLAN MIMO Yes® Yes N/A Yes n Tethering is considered
42 LTE +2.4 GHz Bluetooth MIMO + 6 GHz WLAN MIMO Yes Yes N/A Yes

43 LTE +NR Yes Yes N/A Yes

44 LTE + NR +2.4 GHz WLAN Yes Yes Yes Yes

45 LTE + NR +2.4 GHz WLAN MIMO Yes Yes Yes Yes

46 LTE + NR + 5 GHz WLAN MIMO Yes Yes Yes Yes

47 LTE + NR + 6 GHz WLAN MIMO Yes Yes N/A Yes

48 LTE + NR + 2.4 GHz Bluetooth Yes® Yes Yes” Yes n Tethering is considered
49 LTE + NR + 2.4 GHz Bluetooth MIMO Yes Yes Yes Yes

50 LTE + NR +2.4 GHz WLAN + 5 GHz WLAN MIMO Yes Yes Yes Yes

51 LTE + NR + 2.4 GHz WLAN MIMO +5 GHz WLAN MIMO Yes Yes Yes Yes

52 LTE + NR +2.4 GHz WLAN + 6 GHz WLAN MIMO Yes Yes N/A Yes

53 LTE + NR + 2.4 GHz WLAN MIMO + 6 GHz WLAN MIMO Yes Yes N/A Yes

54 LTE + NR + 2.4 GHz Bluetooth + 5 GHz WLAN MIMO Yes® Yes Yes” Yes n Tethering is considered
55 LTE + NR + 2.4 GHz Bluetooth MIMO +5 GHz WLAN MIMO Yes Yes Yes Yes

56 LTE + NR + 2.4 GHz Bluetooth + 6 GHz WLAN MIMO Yes® Yes N/A Yes n Tethering is considered
57 LTE + NR + 2.4 GHz Bluetooth MIMO + 6 GHz WLAN MIMO Yes Yes N/A Yes

58 NR +2.4 GHz WLAN Yes Yes Yes Yes

59 NR +2.4 GHz WLAN MIMO Yes Yes Yes Yes

60 NR +5 GHz WLAN MIMO Yes Yes Yes Yes

61 NR +6 GHz WLAN MIMO Yes Yes N/A Yes

62 NR + 2.4 GHz Bluetooth Yes® Yes Yes” Yes A Tethering is considered
63 NR +2.4 GHz Bluetooth MIMO Yes Yes Yes Yes

64 NR +2.4 GHz WLAN +5 GHz WLAN MIMO Yes Yes Yes Yes

65 NR +2.4 GHz WLAN MIMO + 5 GHz WLAN MIMO Yes Yes Yes Yes

66 NR +2.4 GHz WLAN +6 GHz WLAN MIMO Yes Yes N/A Yes

67 NR +2.4 GHz WLAN MIMO + 6 GHz WLAN MIMO Yes Yes N/A Yes

68 NR + 2.4 GHz Bluetooth + 5 GHz WLAN MIMO Yes® Yes Yes” Yes A Tethering is considered
69 NR +2.4 GHz Bluetooth MIMO +5 GHz WLAN MIMO Yes Yes Yes Yes

70 NR + 2.4 GHz Bluetooth + 6 GHz WLAN MIMO Yes® Yes N/A Yes A Tethering is considered
71 NR + 2.4 GHz Bluetooth MIMO +6 GHz WLAN MIMO Yes Yes N/A Yes

72 GPRS/EDGE + 2.4 GHz WLAN N/A N/A Yes Yes

73 GPRS/EDGE + 2.4 GHz WLAN MIMO N/A N/A Yes Yes

74 GPRS/EDGE +5 GHz WLAN MIMO N/A N/A Yes Yes

75 GPRS/EDGE + 6 GHz WLAN MIMO N/A N/A N/A Yes

76 GPRS/EDGE + 2.4 GHz Bluetooth N/A N/A Yes” Yes A Tethering is considered
77 GPRS/EDGE + 2.4 GHz Bluetooth MIMO N/A N/A Yes Yes

78 GPRS/EDGE + 2.4 GHz WLAN +5 GHz WLAN MIMO N/A N/A Yes Yes

79 GPRS/EDGE + 2.4 GHz WLAN MIMO +5 GHz WLAN MIMO N/A N/A Yes Yes

80 GPRS/EDGE + 2.4 GHz WLAN + 6 GHz WLAN MIMO N/A N/A N/A Yes

81 GPRS/EDGE + 2.4 GHz WLAN MIMO + 6 GHz WLAN MIMO N/A N/A N/A Yes

82 GPRS/EDGE + 2.4 GHz Bluetooth + 5 GHz WLAN MIMO N/A N/A Yes” Yes A Bluetooth Tethering is considered
83 GPRS/EDGE + 2.4 GHz Bluetooth MIMO + 5 GHz WLAN MIMO N/A N/A Yes Yes

84 GPRS/EDGE + 2.4 GHz Bluetooth + 6 GHz WLAN MIMO N/A N/A N/A Yes

85 GPRS/EDGE + 2.4 GHz Bluetooth MIMO + 6 GHz WLAN MIMO N/A N/A N/A Yes
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2.4 GHz WLAN and 2.4 GHz Bluetooth share the same antenna path and cannot transmit simultaneously.
5 GHz WLAN and 6 GHz WLAN share the same antenna path and cannot transmit simultaneously.
When the user utilizes multiple services in UMTS 3G mode it uses multi-Radio Access Bearer or multi-
RAB. The power control is based on a physical control channel (Dedicated Physical Control Channel
[DPCCH]) and power control will be adjusted to meet the needs of both services. Therefore, the
UMTS+WLAN scenario also represents the UMTS Voice/DATA + WLAN Hotspot scenario.

4. Per the manufacturer, WIFI Direct is not expected to be used in conjunction with a held-to-ear or body-
worn accessory voice call. Therefore, there are no simultaneous transmission scenarios involving WIFI
direct beyond that listed in the above table.

5. 5 GHz Wireless Router is only supported for the U-NII-3 by S/W, therefore U-NII-1, U-NII-2A, U-NII-2C,
and U-NII-4 were not evaluated for wireless router conditions.

6. 6 GHz Wireless Router is not supported, therefore it was not evaluated for wireless router conditions.

7. This device supports 2x2 MIMO Tx for WLAN 802.11a/b/g/n/ac/ax. 802.11a/b/g/n/ac/ax supports CDD
and STBC and 802.11n/ac/ax additionally supports SDM. WLAN can transmit only when operating with
MIMO.

8. This device supports VoWIFI.

9. This device supports Bluetooth Tethering in SISO Mode.

10. This device supports VOLTE.

11. This device supports VONR.

12. LTE + 5G NR FR1 Scenarios are limited to EN-DC combinations with anchor bands as shown in the NR
FR1 checklist.

13. 5G NR FR2 n258, n260, and n261 cannot transmit simultaneously.

14. LTE + 5G NR FR2 Scenarios are limited to EN-DC combinations with anchor bands as shown in the NR

FR2 checklist.

wp e

1.8 Miscellaneous SAR Test Considerations
(A) WIFI/BT

Since U-NII-1 and U-NII-2A bands have the same maximum output power and the highest reported SAR for
U-NII-2A is less than 1.2 W/kg, SAR is not required for U-NII-1 band according to FCC KDB Publication
248227 D01v02r02.

Since Wireless Router operations are not allowed by the chipset firmware using U-NII-1, U-NII-2A & U-NII-2C,
and U-NII-4 WIFI, only 2.4 GHz and U-NII-3 WIFI Hotspot SAR tests and combinations are considered for
SAR with respect to Wireless Router configurations according to FCC KDB 941225 D06v02r01.

This device supports IEEE 802.11ax with the following features:
a) Up to 160 MHz Bandwidth only for 5/6 GHz
b) Up to 20 MHz Bandwidth only for 2.4 GHz
c) 2 Tx antenna output
d) Upto 1024 QAM is supported
e) TDWR and Band gap channels are supported for 5/6 GHz
f)  MU-MIMO UL Operations are not supported

Per FCC KDB Publication 648474 D04v01r03, this device is considered a "phablet” since the diagonal
dimension is greater than 160mm and less than 200mm. Phablet SAR tests are required when wireless router
mode does not apply or if wireless router 1g SAR > 1.2 W/kg. Because wireless router operations are not
supported for U-NII-1, U-NII-2A, U-NII-2C, and U-NII-4 WLAN, phablet SAR tests were performed. Phablet
SAR was not evaluated for 2.4 GHz and U-NII-3 WLAN operations since wireless router 1g SAR was < 1.2
Wi/kg.

Per April 2019 TCB Workshop Notes, SAR testing was not required for 802.11ax when applying the initial test
configuration procedures of KDB 248227, with 802.11ax considered a higher order 802.11 mode.
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This device supports 6 GHz WIFI Operations. RF Exposure assessment for these bands can be found in the
WIFI6E RF Exposure Report (report SN can be found in Section 1.11 — Bibliography). Simultaneous
transmission analysis is addressed in Appendix E of this report.

(B) Licensed Transmitter(s)

GSM/GPRS/EDGE DTM is not supported for US bands. Therefore, the GSM Voice modes in this report do
not transmit simultaneously with GPRS/EDGE Data.

This device is only capable of QPSK HSUPA in the uplink. Therefore, no additional SAR tests are required
beyond that described for devices with HSUPA in KDB 941225 D01v03r01.

LTE SAR for the higher modulations and lower bandwidths were not tested since the maximum average
output power of all required channels and configurations was not more than 0.5 dB higher than the highest
bandwidth; and the reported LTE SAR for the highest bandwidth was less than 1.45 W/kg for all
configurations according to FCC KDB 941225 D05v02r04.

This device supports LTE Carrier Aggregation (CA) in the downlink. All uplink communications are identical to
Release 8 specifications. Per FCC KDB Publication 941225 D0O5A v01r02, SAR for LTE CA operations was
not needed since the maximum average output power in LTE CA mode was not >0.25 dB higher than the
maximum output power when downlink carrier aggregation was inactive. The downlink carrier aggregation
exclusion analysis can be found in Appendix J.

Per FCC KDB Publication 648474 D04v01r03, this device is considered a "phablet" since the diagonal
dimension is greater than 160mm and less than 200mm. Therefore, phablet SAR tests are required when
wireless router mode does not apply or if wireless router 1g SAR > 1.2 W/kg.

This device supports downlink 4x4 MIMO operations for some LTE Bands. Per May 2017 TCB Workshop
Notes, SAR for 4x4 DL MIMO was not needed since the maximum average output power in 4x4 DL MIMO
mode was not more than 0.25 dB higher than the maximum output power with 4x4 DL MIMO inactive.
Additionally, SAR for 4x4 MIMO Downlink Carrier Aggregation was not needed since the maximum average
output power in 4x4 MIMO Downlink Carrier Aggregation mode was not more than 0.25 dB higher than the
maximum output power with 4x4 MIMO Downlink and downlink carrier aggregation inactive.

This device supports LTE/NR capabilities with overlapping transmission frequency ranges. When the
supported frequency range of an LTE/NR Band falls completely within an LTE/NR band with a larger
transmission frequency range, both LTE/NR bands have the same target power (or the band with the larger
transmission frequency range has a higher target power), and both LTE/NR bands share the same
transmission path and signal characteristics, SAR was only assessed for the band with the larger
transmission frequency range.

This device supports both Power Class 2 (PC2) and Power Class 3 (PC3) for LTE Band 41. Per May 2017
TCB Workshop Notes, SAR tests were performed with Power Class 3 (given the specific UL/DL limitations for
Power Class 2). Additionally, SAR testing for the power class 2 condition was evaluated for the highest
configuration in Power Class 3 for each test configuration to confirm the results were scalable linearly (See
Section 13).

This device supports LTE Carrier Aggregation (CA) for LTE Band 41, LTE Band 5, LTE Band 66, and LTE
Band 48 with two component carriers in the uplink. SAR Measurements and conducted powers were
evaluated per 2017 Fall TCB Workshop Notes.

This device supports 5G NR for Bands n258, n260, and n261. RF Exposure assessment and simultaneous
transmission analysis for these bands can be found in the Near Field PD Report (report SN can be found in
Section 1.11 — Bibliography).
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NR implementation supports SA and NSA mode. In EN-DC mode, NR operates with the LTE Bands shown in
the NR FRL1 checklist acting as anchor bands. Per FCC guidance, SAR tests for NR Bands and LTE Anchors
Bands were performed separately due to limitations in SAR probe calibration factors.

SRS was tested with CW signal per Qualcomm guidance in 80-w2112-4.

=
©

Guidance Applied

IEEE 1528-2013

FCC KDB Publication 941225 D01v03r01, D05v02r04, DO5Av01r02, DO6v02r01 (2G/3G/4G and Hotspot)
FCC KDB Publication 248227 D01v02r02 (SAR Considerations for 802.11 Devices)

FCC KDB Publication 447498 D01v06 (General SAR Guidance)

FCC KDB Publication 865664 D01v01r04, D02v01r02 (SAR Measurements up to 6 GHz)
FCC KDB Publication 648474 D04v01r03 (Phablet Procedures)

FCC KDB Publication 616217 D04v01r02 (Proximity Sensor)

October 2013 TCB Workshop Notes (GPRS Testing Considerations)

October 2020 TCB Workshop Notes (5G-FR1 SAR Evaluations)

May 2017 TCB Workshop Notes (LTE 4x4 Downlink MIMO, LTE Band 41 Power Class 2/3)
April 2018 TCB Workshop Notes (LTE Carrier Aggregation)

April 2019 TCB Workshop Notes (IEEE 802.11ax, Dynamic Antenna Tuning)

1.10 Device Serial Numbers

Several samples with identical hardware were used to support SAR testing. The manufacturer has confirmed that
the device(s) tested have the same physical, mechanical and thermal characteristics and are within operational
tolerances expected for production units. The serial numbers used for each test are indicated alongside the
results in Section 11.

1.11 Bibliography

Report Type Report Serial Number
Near Field PD Report (Part 1) 1M2109090102-22.A3L
Near Field PD Part 0 Report
RF Exposure Part 2 Test Report 1M2109090102-23.A3L
RF Exposure Compliance Summary Report | 1M2109090102-24.A3L
RF Exposure Part 0 Test Report 1M2109090102-21.A3L
WIFI 6GHz RF exposure 1M2109090102-26.A3L
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LTE AND NR INFORMATION

LTE Information

Form Factor Portable Handset
Frequency Range of each LTE i band LTE Band 71 (665.5 - 695.5 MHz

LTE Band 12 (699.7 - 715.3 MH?)
LTE Band 13 (779.5 - 784.5 MHZ)
LTE Band 14 (790.5 - 795.5 MH?)
LTE Band 26 (Cell) (814.7 - 848.3 Mriz)
LTE Band 5 (Cell (824.7 - 848.3 MHz)
LTE Band 66 (AWS) (1710.7 - 1779.3 MHz)
LTE Band 4 (AWS) (1710.7 - 1754.3 MHz)
LTE Band 25 (PCS) (1850.7 - 1914.3 MHz)
LTE Band 2 (PCS) (1850.7 - 1909.3 MHz)
LTE Band 30 (2307.5 - 2312.5 MHz)
LTE Band 7 (2502.5 - 2567.5 MHz
LTE Band 48 (3552.5 - 3697.5 MH:
,_
m

LTE Band 41 (2498.5 - 2687
LTE Band 38 (2572.5 - 2617
Channel Bandwidths LTE Band 71: 5 MHz, 10 MHz, 15 MHz, 20 MHz
LTE Band 12: 1.4 MHz, 3 MHz, 5 MHz, 1
LTE Band 13: 5 MHz, 10 MHz
LTE Band 14: 5 MHz, 10 MHz
LTE Band 26 (Cel): 1.4 MHz, 3 MHz, 5 MHz, 10 MHz, 15 MHz
LTE Band 5 (Cel): 1.4 MHz, 3 MHz, 5 MHz, 10 MHz
LTE Band 66 (AWS): 1.4 MHz, 3 MHz, 5 MHz, 10 MHz, 15 MHz, 20 MHz
LTE Band 4 (AWS): 1.4 MHz, 3 MHz, 5 MHz, 10 MHz, 15 MHz, 20 MHz.
LTE Band 25 (PCS): 1.4 MHz, 3 MHz, 5 MHz, 10 MHz, 15 MHz, 20 MHz
LTE Band 2 (PCS): 1.4 MHz, 3 MHz, 5 MHz, 10 MHz, 15 MHz, 20 MHz
LTE Band 30: 5 MHz, 10 MHz
LTE Band 7: 5 MHz, 10 MHz, 15 MHz, 20 MHz.
LTE Band 48: 5 MHz, 10 MHz, IHz, 20 MHz
LTE Band 41: 5 MHz, 10 MHz, IHz, 20 MHz
LTE Band 38: 5 MHz, 10 MHz, IHz
Channel Numbers and ies (MHz) Low Low-Mid Mid Mid-High High
LTE Band 71: 5 MHz
LTE Band 71: 10 MHz
LTE Band 71: 15 MHz.
LTE Band 71: 20 MHz. 680.5 (133297)
LTE Band 12: 1.4 MHz
LTE Band 12: 3 MHz
LTE Band 12: 5 MHz

3 Hz,

LTE Band 12: 10 MHz 707.5 (23095)
LTE Band 13: 5 MHz
LTE Band 13: 10 MHz. 782 (23230)
LTE Band 14: 5 MHz
LTE Band 14: 10 MHz. 793 (23330)

LTE Band 26 (Cell): 1.4 MHz

LTE Band 26 (Cell): 3 MHz

LTE Band 26 (Cel): 5 Mz

LTE Band 26 (Cell): 10 MHz

LTE Band 26 (Cel): 15 MHz 831.5 (26865)
LTE Band 5 (Cell): 1.4 MHz

LTE Band 5 (Cell): 3 MHz.

LTE Band 5 (Cell): 5 MHz

LTE Band 5 (C ell): 10 MHz 836.5 (20525)

LTE Band 66 (AWS): 1.4 MHz

LTE Band 66 (AWS): 3 MHz

LTE Band 66 (AWS): 5 MHz

LTE Band 66 (AWS): 10 MHz

LTE Band 66 (AWS): 15 MHz

LTE Band 66 (AWS): 20 MHz 1720 (132072 1745 (132322) 1770 (132572)
LTE Band 4 (AWS): 1.4 MHz

LTE Band 4
LTE Band 4
LTE Band 4
LTE Band 4
LTE Band 4 (A\
LTE Band 25
LTE Band 25 (PCS): 3 MHz

LTE Band 25 (PCS): 5 MHz

LTE Band 25 (PCS): 10 MHz

LTE Band 25 (PCS): 15 MHz

LTE Band 25 (PCS): 20 MHz 1860 (26140) 1882.5 (26365) 1905 (26590)

LTE Band 2 (PCS): 1.4 MHz

LTE Band 2 (PCS): 3 MHz

LTE Band 2 (PCS): 5 MHz

LTE Band 2 (PCS): 10 MHz

LTE Band 2 (PCS): 15 MHz

LTE Band 2 (PCS): 20 MHz

LTE Band 30: 5 MHz

LTE Band 30: 10 Mz 2310 (27710)

LTE Band 7: 5 MHz

LTE Band 7: 10 MHz

LTE Band 7: 15 MHz

LTE Band 7: 20 MHz 2510 (20850) 2535 (21100) 2560 (21350

LTE Band 48: 5 MHz

LTE Band 48: 10 MHz

LTE Band 48: 15 MHz

LTE Band 48: 20 MHz. 3560 (55340) 3603.3 (55773) 3646.7 (5620 3690 (56640
LTE Band 41: 5 MHz

LTE Band 41: 10 MHz.

LTE Band 41: 15 MHz

LTE Band 41: 20 MHz 2506 (39750) 2549.5 (40185) 2503 (40620 2636.5 (41055 2680 (41490
LTE Band 38: 5 MHz

LTE Band 38: 10 Mz

LTE Band 38: 15 MHz.

LTE Band 38: 20 Mz

UE Category DL UE Cat 20, UL UE Cat 18
Supported in UL QPSK. 16QAM, 64QAM, 256QAM

LTE MPR Permanenty implemented per 3GPP TS

36.101 section 6.2.36.2.57 (manufacturer attestation YES

o be provided)

|A-MPR (Additional MPR) disabled for SAR Testing? YES

LTE Carrier Aggregation Possible Combinations
Aggreg: The technical description includes al the possible carrier aggregation combinations

LTE Additional Information
This device does not support full CA features on 3GPP Release 16. It supports carier aggregation, downlink

MIMO, LAA features as shown in Section 9 and Appendix J. All uplink communications are identical to the Release
8 Specifications. Uplink communications are done on the PCC. The following LTE Release 16 Features are not
supported: Relay, HetNet, Enhanced MIMO, eICIC, eMBMS, Cross-Carrier Scheduiing, Enhanced SC-FDMA.
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NR Information

Form Factor Portable Handset
Frequency Range of each NR transmission band NR Band n71 (665.5 - 695.5 MHz)

NR Band n12 (701.5 - 713.5 MHz)
(Cel) (8265 - 846.5 MHz)
(AWS) (17125 - 1777.5 MHz)
(PCS) (18525 - 1912.5 MHz)
(PCS) (1852.5 - 1907.5 MHz)
30 (2307.5 - 2312.5 MHz)
NR Band n7 (2502.5 - 2567.5 MHz)
NR Band nd1 (2506.02 - 2679.99 MHz)
NR Band n38 (2575 - 2615 MHz)
NR Band n77 DoD (3455.01 - 3544.98 MFiz)
NR Band n77 (3705 - 3975 NiHz)
Channel Bandwidihs NR Band n71: 5 MHz, 10 MHz, 15 MHz, 20 Mz
NR Band n12: 5 MHz, 10 Mz, 15 MHz.
NR Band n5 (Cel): 5 MHz, 10 MHz, 15 MHz 20 Mz
NR Band n66 (AWS): 5 MHz, 10 MHz, 15 Mz, 20 MHz, 30 MHz, 40 MHz
R Band n25 (PCS): 5 Mz, 10 MHz, 15 Mz, 20 MHz, 25 MHz, 30 MHz, 40 MHz.
NR Band n2 (PCS): 5 MHz, 10 MHz, 15 Mz, 20 MHz
NR Band n30: 5 MHz, 10 Mz
NR Band n7: 5 MHz, 10 MHz, 15 MHz, 20 Mz, 25 MHz, 30 MHz, 40 MHz
NR Band nd1: 20 MHz, 30 Mz, 40 MHz, 50 Mz, 60 MHz, 70 MHz, 80 Mz, 90 MHz, 100 Mz
n
0

NR Band n38: 10 MHz, 15 MHz, 20 MHz, 30 MHz, 40 MHz
NR Band n77 DoD: 10 MHz, 15 MHz, 20 MHz, 30 MHz, 40 MHz, 50 MHz, 60 MHz, 70 MHz, 80 MHz, 90 MHz, 100 MHz
NR Band n77: 10 MHz, 15 MHz, 20 MHz, 30 MHz, 40 MHz, 50 MHz, 60 MHz, 70 MHz, 80 MHz, 90 MHz, 100 MHz

Channel Numbers and Frequencies (MHz)
R Band n71: Hz
R Band n71: 10 MHz.
R Band n71: 15 MHz
R Band n71: 20 Mz
R Band n: Hz
R Band n: Hz
R Ban Hz
NR Band 5 W
R Ban
R Ban
R Ban:
NR Band
R Ban
R Ban
R Ban
R Ban
R Ban
R Ban
R Ban
R Ban
R Banc
R Ban
NR Ban B
NR Band 25 (PCS): 40 MHz
NR Band n2 (PCS): 5 MHz
NR Band n2 (PCS): 10 MHz
NR Ban PCS): 15 MHz
NR Band n2 (PCS): 20 MHz
R Band n30: 5 MHz
R Band n30: 10 MHz
R Band n7: 5 MHz
R Band n7: 10 MHz
R Band n7: Hz
R Band n7: Hz
R Band n7: Hz
R Band n7: Hz
R Band n7: 40 MHz
R Band n4l: Hz
R Band n41: Hz
R Band n41: Hz
R Band n41: Hz
R Band n41: Hz
R Band n41: Hz
R Band n41: Hz
R Band n41: 90 MHz
R Band n41: 100 MHz
R Band n38: 10 MHz
R Band n38: 15 MHz.
R Band n38: 20 MHz
NR Band n38: 30 MHz
NR Band n38: 40 MHz
NR Band n77 DoD: 10 MHz
NR Band n77 DoD: 15 MHz
R Band n77 DoD: Hz.
R Band n77 DoD: Hz.
R Band n77 DoD: Hz
R Band n77 DoD: Hz.
R Band n77 DoD: Hz.
R Band n77 DoD: Hz.
R Band n77 Dol Hz
R Band n77 Dol Hz.
R Band n77 DoD: 1t Hz
R Band n77: Hz
R Band n77: Hz
R Band n77: Hz
R Band n77: Hz
R Band n77: Hz
R Band ni Hz
R Band n77 Hz
R Band ni Hz
R Band n77: Hz
R Band ni 90 MHz.
R Band n77: 100 MHz
SCS for NR Band n71/n12/n5/n66/n25/n2/n30/n7 15 kHz
|SCs for NR Band n41/n38/n77 30 kHz
Moduations Supported in UL O ot one aper. sbom, v saont o
A-MPR (Additional MPR) disabled for SAR Testing? YES
EN-DC Carrier Aggregation Possible Combinations The technical description includes all the possible carrier aggregation combinations
LTE Anchor Bands for NR Band n71 LTE Band 66/2/48
LTE Anchor Bands for NR Band n12 LTE Band 66/2
LTE Anchor Bands for NR Band n5 (Cell) LTE Band 2/66/30/48
LTE Anchor Bands for NR Band n66 (AWS) LTE Band 12/13/14/5/2/30/48
LTE Anchor Bands for NR Band n25 (PCS) LTE Band 12/66
LTE Anchor Bands for NR Band n2 (PCS) LTE Band 12/13/14/5/66/48/30
LTE Anchor Bands for NR Band n30 LTE Band 12/14/5/66/2
LTE Anchor Bands for NR Band n7 NA
LTE Anchor Bands for NR Band n41 LTE Band 66/25/2
LTE Anchor Bands for NR Band n38 NA
LTE Anchor Bands for NR Band n77 LTE Band 12/13/14/5/66/2/30
. Approved by:
FCC ID A3LSMS908U 4 Pcm.’:f? L SAR EVALUATION REPORT PP Y
Quality Manager
Document S/N: Test Date: DUT Type:
Page 23 of 185
1M2109090102-01(Rev 1).A3L |09/21/21 - 12/06/21 Portable Handset
© 2021 PCTEST. REV 21.4 M
09/11/2019

© 2021 PCTEST. All rights reserved. Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from PCTEST. If you have any questions about this international copyright or have an enquiry about obtaining additional rights to this report or assembly of contents
thereof, please contact INFO@PCTEST.COM.


mailto:info@pctest.com

3 INTRODUCTION

The FCC and Innovation, Science, and Economic Development Canada have adopted the guidelines for
evaluating the environmental effects of radio frequency (RF) radiation in ET Docket 93-62 on Aug. 6, 1996 and
Health Canada Safety Code 6 to protect the public and workers from the potential hazards of RF emissions due to
FCC-regulated portable devices. [1]

The safety limits used for the environmental evaluation measurements are based on the criteria published by the
American National Standards Institute (ANSI) for localized specific absorption rate (SAR) in IEEE/ANSI C95.1-
1992 Standard for Safety Levels with Respect to Human Exposure to Radio Frequency Electromagnetic Fields, 3
kHz to 300 GHz [3] and Health Canada RF Exposure Guidelines Safety Code 6 [22]. The measurement
procedure described in IEEE/ANSI C95.3-2002 Recommended Practice for the Measurement of Potentially
Hazardous Electromagnetic Fields - RF and Microwave [4] is used for guidance in measuring the Specific
Absorption Rate (SAR) due to the RF radiation exposure from the Equipment Under Test (EUT). These criteria for
SAR evaluation are similar to those recommended by the International Committee for Non-lonizing Radiation
Protection (ICNIRP) in Biological Effects and Exposure Criteria for Radiofrequency Electromagnetic Fields,”
Report No. Vol 74. SAR is a measure of the rate of energy absorption due to exposure to an RF transmitting
source. SAR values have been related to threshold levels for potential biological hazards.

3.1 SAR Definition

Specific Absorption Rate is defined as the time derivative (rate) of the incremental energy (dU) absorbed by
(dissipated in) an incremental mass (dm) contained in a volume element (dV) of a given density (p). Itis also
defined as the rate of RF energy absorption per unit mass at a point in an absorbing body (see Equation 3-1).

Equation 3-1
SAR Mathematical Equation

d(duj d( dU

SAR =— =—| —
dt dt \ pdv

dm

SAR is expressed in units of Watts per Kilogram (W/kg).

2
SAR = o-E°
Yo,
where:
o = conductivity of the tissue-simulating material (S/m)
p = mass density of the tissue-simulating material (kg/m?)
E = Total RMS electric field strength (V/m)

NOTE: The primary factors that control rate of energy absorption were found to be the wavelength of the incident field in relation to the
dimensions and geometry of the irradiated organism, the orientation of the organism in relation to the polarity of field vectors, the presence of
reflecting surfaces, and whether conductive contact is made by the organism with a ground plane.[6]

Approved by:
FCC ID A3LSMS908U SAR EVALUATION REPORT w

Quality Manager

Document S/N: Test Dates: DUT Type:
Page 24 of 185
1M2109090102-01(Rev 1).A3L |09/21/21 - 12/06/21 Portable Handset
© 2021 PCTEST. REV 21.4 M

09/11/2019
© 2021 PCTEST. All rights reserved. Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from PCTEST. If you have any questions about this international copyright or have an enquiry about obtaining additional rights to this report or assembly of contents
thereof, please contact INFO@PCTEST.COM


mailto:info@pctest.com

4 DOSIMETRIC ASSESSMENT

4.1 Measurement Procedure

The evaluation was performed using the following procedure compliant to
FCC KDB Publication 865664 D01v01r04 and IEEE 1528-2013:

1. The SAR distribution at the exposed side of the head or body was
measured at a distance no greater than 5.0 mm from the inner surface of
the shell. The area covered the entire dimension of the device-head and
body interface and the horizontal grid resolution was determined per FCC
KDB Publication 865664 D01v01r04 (See Table 4-1) and IEEE 1528-2013.

2. The point SAR measurement was taken at the maximum SAR region
determined from Step 1 to enable the monitoring of SAR fluctuations/drifts

during the 1g/10g cube evaluation. SAR at this fixed point was measured Figure 4-1
and used as a reference value. Sample SAR Area
Scan

3. Based on the area scan data, the peak of the region with maximum SAR was
determined by spline interpolation. Around this point, a volume was assessed according to the measurement
resolution and volume size requirements of FCC KDB Publication 865664 D01v01r04 (See Table 4-1) and
IEEE 1528-2013. On the basis of this data set, the spatial peak SAR value was evaluated with the following
procedure (see references or the DASY manual online for more details):

a. SAR values at the inner surface of the phantom are extrapolated from the measured values along the
line away from the surface with spacing no greater than that in Table 4-1. The extrapolation was based on
a least-squares algorithm. A polynomial of the fourth order was calculated through the points in the z-axis
(normal to the phantom shell).

b. After the maximum interpolated values were calculated between the points in the cube, the SAR was
averaged over the spatial volume (1g or 10g) using a 3D-Spline interpolation algorithm. The 3D-spline is
composed of three one-dimensional splines with the “Not a knot” condition (in x, y, and z directions). The
volume was then integrated with the trapezoidal algorithm. One thousand points (10 x 10 x 10) were
obtained through interpolation, in order to calculate the averaged SAR.

c. All neighboring volumes were evaluated until no neighboring volume with a higher average value was
found.

4. The SAR reference value, at the same location as step 2, was re-measured after the zoom scan was complete
to calculate the SAR drift. If the drift deviated by more than 5%, the SAR test and drift measurements were

repeated.
Table 4-1
Area and Zoom Scan Resolutions per FCC KDB Publication 865664 D0O1v01r04*
Maximum Zoom Scan Spatial
Maximum Area Scan | Maximum Zoom Scan Resolution (mm) Minimum Zoom Scan
Frequency Resolution (mm) Resolution (mm) - - - Volume (mm)
(B, B (B Do) | 11T G110 Graded Grid (xv2)
Dz300m(N) D2300m(1)* D2y00m(n>1)*
<2GHz <15 <8 <5 <4 < 1.5%A2,00m(n-1) 230
2-3GHz <12 <5 <5 <4 < 1.5%A2,00m(n-1) 230
3-4GHz <12 <5 <4 <3 < 1.5%A2,00m(n-1) 228
4-5GHz <10 <4 <3 <25 < 1.5%A2,00m(n-1) 225
5-6 GHz <10 <4 <2 <2 < 1.5%A2,00m(n-1) 222

*Also compliant to IEEE 1528-2013 Table 6
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5 DEFINITION OF REFERENCE POINTS

5.1 EAR REFERENCE POINT

Figure 5-2 shows the front, back and side views of the SAM Twin Phantom. The point E
“M” is the reference point for the center of the mouth, “LE” is the left ear reference point ]
(ERP), and “RE” is the right ERP. The ERP is 15mm posterior to the entrance to the
ear canal (EEC) along the B-M line (Back-Mouth), as shown in Figure 5-1. The plane
passing through the two ear canals and M is defined as the Reference Plane. The line
N-F (Neck-Front), also called the Reference Pivoting Line, is not perpendicular to the
reference plane (see Figure 5-1). Line B-M is perpendicular to the N-F line. Both N-F
and B-M lines are marked on the external phantom shell to facilitate handset positioning

[5] . ERP - ear reference point
EEC - entrance to ear canal

7
N 7

Figure 5-1
5.2 HANDSET REFERENCE POINTS Close-Up Side view

Two imaginary lines on the handset were established: the vertical centerline and the of ERP

horizontal line. The test device was placed in a normal operating position with the acoustic output located along
the “vertical centerline” on the front of the device aligned to the “ear reference point” (See Figure 5-3). The
acoustic output was than located at the same level as the center of the ear reference point. The test device was
positioned so that the “vertical centerline” was bisecting the front surface of the handset at its top and bottom
edges, positioning the “ear reference point” on the outer surface of the both the left and right head phantoms on
the ear reference point.

Figure 5-2
Front, back and side view of SAM Twin Phantom
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center line center line

w2 | w2
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acoustic
acoustic 7 oupuE
output bottom of 1
bottom of handset B
/handset \
_r@:‘ 4
ol w2 w2 | wef2
Figure 5-3

Handset Vertical Center & Horizontal Line Reference Points
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6 TEST CONFIGURATION POSITIONS

6.1 Device Holder

The device holder is made out of low-loss POM material having the following dielectric parameters: relative
permittivity € = 3 and loss tangent & = 0.02.

6.2 Positioning for Cheek

The test device was positioned with the device close to the surface of the phantom such that point A is on
the (virtual) extension of the line passing through points RE and LE on the phantom (see Figure 6-1),
such that the plane defined by the vertical center line and the horizontal line of the phone is approximately
parallel to the sagittal plane of the phantom.

LE
Figure 6-1 Front, Side and Top View of Cheek Position

2. The handset was translated towards the phantom along the line passing through RE & LE until the
handset touches the pinna.

3. While maintaining the handset in this plane, the handset was rotated around the LE-RE line until the
vertical centerline was in the reference plane.

4, The phone was then rotated around the vertical centerline until the phone (horizontal line) was
symmetrical was respect to the line NF.

5. While maintaining the vertical centerline in the reference plane, keeping point A on the line passing
through RE and LE, and maintaining the device contact with the ear, the device was rotated about the NF
line until any point on the handset made contact with a phantom point below the ear (cheek) (See Figure
6-2).

6.3  Positioning for Ear / 15° Tilt
With the test device aligned in the “Cheek Position”:

1. While maintaining the orientation of the phone, the phone was retracted parallel to the reference plane far
enough to enable a rotation of the phone by 15degrees.

2. The phone was then rotated around the horizontal line by 15 degrees.

3. While maintaining the orientation of the phone, the phone was moved parallel to the reference plane until
any part of the handset touched the head. (In this position, point A was located on the line RE-LE). The
tilted position is obtained when the contact is on the pinna. If the contact was at any location other than
the pinna, the angle of the phone would then be reduced. In this situation, the tilted position was obtained
when any part of the phone was in contact of the ear as well as a second part of the phone was in contact
with the head (see Figure 6-2).
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LE

= Figure 6-3
Figure 6-2 Front, Side and Top View of Ear/15° Tilt Side view w/ relevant markings
Position

6.4 SAR Evaluations near the Mouth/Jaw Regions of the SAM Phantom

Antennas located near the bottom of a phone may require SAR measurements around the mouth and jaw regions
of the SAM head phantom. This typically applies to clam-shell style phones that are generally longer in the
unfolded normal use positions or to certain older style long rectangular phones. Per IEEE 1528-2013, a rotated
SAM phantom is necessary to allow probe access to such regions. Both SAM heads of the TwinSAM-Chin20 are
rotated 20 degrees around the NF line. Each head can be removed from the table for emptying and cleaning.

Under these circumstances, the following procedures apply, adopted from the FCC guidance on SAR handsets
document FCC KDB Publication 648474 D04v01r03. The SAR required in these regions of SAM should be
measured using a flat phantom. The phone should be positioned with a separation distance of 4 mm between the
ear reference point (ERP) and the outer surface of the flat phantom shell. While maintaining this distance at the
ERP location, the low (bottom) edge of the phone should be lowered from the phantom to establish the same
separation distance between the peak SAR location identified by the truncated partial SAR distribution measured
with the SAM phantom. The distance from the peak SAR location to the phone is determined by the straight line
passing perpendicularly through the phantom surface. When it is not feasible to maintain 4 mm separation at the
ERP while also establishing the required separation at the peak SAR location, the top edge of the phone will be
allowed to touch the phantom with a separation < 4 mm at the ERP. The phone should not be tilted to the left or
right while placed in this inclined position to the flat phantom.

6.5 Body-Worn Accessory Configurations

Body-worn operating configurations are tested with the belt-clips
and holsters attached to the device and positioned against a flat
phantom in a normal use configuration (see Figure 6-4). Per FCC
KDB Publication 648474 D04v01r03, Body-worn accessory
exposure is typically related to voice mode operations when
handsets are carried in body-worn accessories. The body-worn
accessory procedures in FCC KDB Publication 447498 D01v06
should be used to test for body-worn accessory SAR compliance,
without a headset connected to it. This enables the test results

Figure 6-4
for such configuration to be compatible with that required for Sample Body-\?Vorn Diagram

hotspot mode when the body-worn accessory test separation

distance is greater than or equal to that required for hotspot mode, when applicable. When the reported SAR for
a body-worn accessory, measured without a headset connected to the handset, is > 1.2 W/kg, the highest
reported SAR configuration for that wireless mode and frequency band should be repeated for that body-worn
accessory with a headset attached to the handset.
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Accessories for Body-worn operation configurations are divided into two categories: those that do not contain
metallic components and those that do contain metallic components. When multiple accessories that do not
contain metallic components are supplied with the device, the device is tested with only the accessory that
dictates the closest spacing to the body. Then multiple accessories that contain metallic components are tested
with the device with each accessory. If multiple accessories share an identical metallic component (i.e. the same
metallic belt-clip used with different holsters with no other metallic components) only the accessory that dictates
the closest spacing to the body is tested.

Body-worn accessories may not always be supplied or available as options for some devices intended to be
authorized for body-worn use. In this case, a test configuration with a separation distance between the back of
the device and the flat phantom is used. Test position spacing was documented.

Transmitters that are designed to operate in front of a person’s face, as in push-to-talk configurations, are tested
for SAR compliance with the front of the device positioned to face the flat phantom in head fluid. For devices that
are carried next to the body such as a shoulder, waist or chest-worn transmitters, SAR compliance is tested with
the accessories, including headsets and microphones, attached to the device and positioned against a flat
phantom in a normal use configuration.

6.6  Extremity Exposure Configurations

Devices that are designed or intended for use on extremities or mainly operated in extremity only exposure
conditions; i.e., hands, wrists, feet and ankles, may require extremity SAR evaluation. When the device also
operates in close proximity to the user’s body, SAR compliance for the body is also required. The 1g body and
10g extremity SAR Exclusion Thresholds found in KDB Publication 447498 D01v06 should be applied to
determine SAR test requirements.

Per KDB Publication 447498 D01v06, Cell phones (handsets) are not normally designed to be used on
extremities or operated in extremity only exposure conditions. The maximum output power levels of handsets
generally do not require extremity SAR testing to show compliance. Therefore, extremity SAR was not evaluated
for this device.

6.7 Wireless Router Configurations

Some battery-operated handsets have the capability to transmit and receive user data through simultaneous
transmission of WIFI simultaneously with a separate licensed transmitter. The FCC has provided guidance in FCC
KDB Publication 941225 D06v02r01 where SAR test considerations for handsets (L x W =9 cm x 5 cm) are
based on a composite test separation distance of 10 mm from the front, back and edges of the device containing
transmitting antennas within 2.5 cm of their edges, determined from general mixed use conditions for this type of
devices. Since the hotspot SAR results may overlap with the body-worn accessory SAR requirements, the more
conservative configurations can be considered, thus excluding some body-worn accessory SAR tests.

When the user enables the personal wireless router functions for the handset, actual operations include
simultaneous transmission of both the WIFI transmitter and another licensed transmitter. Both transmitters often
do not transmit at the same transmitting frequency and thus cannot be evaluated for SAR under actual use
conditions due to the limitations of the SAR assessment probes. Therefore, SAR must be evaluated for each
frequency transmission and mode separately and spatially summed with the WIFI transmitter according to FCC
KDB Publication 447498 D01v06 procedures. The “Portable Hotspot” feature on the handset was NOT activated
during SAR assessments, to ensure the SAR measurements were evaluated for a single transmission frequency
RF signal at a time.
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6.8 Phablet Configurations

For smart phones with a display diagonal dimension > 150 mm or an overall diagonal dimension > 160 mm that
provide similar mobile web access and multimedia support found in mini-tablets or UMPC mini-tablets that
support voice calls next to the ear, the phablets procedures outlined in KDB Publication 648474 D04v01r03
should be applied to evaluate SAR compliance. A device marketed as phablets, regardless of form factors and
operating characteristics must be tested as a phablet to determine SAR compliance. In addition to the normally
required head and body-worn accessory SAR test procedures required for handsets, the UMPC mini-tablet
procedures must also be applied to test the SAR of all surfaces and edges with an antenna <=25 mm from that
surface or edge, in direct contact with the phantom, for 10g SAR. The UMPC mini-tablet 1g SAR at 5 mm is not
required. When hotspot mode applies, 10g SAR is required only for the surfaces and edges with hotspot mode
1g SAR > 1.2 Wikg.

6.9 Proximity Sensor Considerations

This device uses a power reduction mechanism to reduce output powers in certain use conditions when the device
is used close the user’s body.

When the device’s antenna is within a certain distance of the user, the sensor activates and reduces the maximum
allowed output power. However, the sensor is not active when the device is moved beyond the sensor triggering
distance and the maximum output power is no longer limited. Therefore, additional evaluation is needed in the
vicinity of the triggering distance to ensure SAR is compliant when the device is allowed to operate at a non-
reduced output power level. FCC KDB Publication 616217 D04v01r02 Section 6 was used as a guideline for
selecting SAR test distances for this device at these additional test positions. Sensor triggering distance summary
data is included in Appendix G.

The sensor is designed to support sufficient detection range and sensitivity to cover regions of the sensors in all
applicable directions since the sensor entirely covers the antennas.
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7 RF EXPOSURE LIMITS

7.1 Uncontrolled Environment

UNCONTROLLED ENVIRONMENTS are defined as locations where there is the exposure of individuals who
have no knowledge or control of their exposure. The general population/uncontrolled exposure limits are
applicable to situations in which the general public may be exposed or in which persons who are exposed as a
consequence of their employment may not be made fully aware of the potential for exposure or cannot exercise
control over their exposure. Members of the general public would come under this category when exposure is not
employment-related; for example, in the case of a wireless transmitter that exposes persons in its vicinity.

7.2 Controlled Environment

CONTROLLED ENVIRONMENTS are defined as locations where there is exposure that may be incurred by
persons who are aware of the potential for exposure, (i.e. as a result of employment or occupation). In general,
occupational/controlled exposure limits are applicable to situations in which persons are exposed as a
consequence of their employment, who have been made fully aware of the potential for exposure and can
exercise control over their exposure. This exposure category is also applicable when the exposure is of a
transient nature due to incidental passage through a location where the exposure levels may be higher than the
general population/uncontrolled limits, but the exposed person is fully aware of the potential for exposure and can
exercise control over his or her exposure by leaving the area or by some other appropriate means.

Table 7-1
SAR Human Exposure Specified in ANSI/IEEE C95.1-1992 and Health Canada Safety Code 6

HUMAN EXPOSURE LIMITS
UNCONTROLLED CONTROLLED
ENVIRONMENT ENVIRONMENT
General Popuiation Occupational
(Wrkg) or (mW/g) (Wrkg) or (mW/g)
Peak Spatial Average SAR 16 8.0
Head
Whole Body SAR 0.08 0.4
Peak Spatial Averagg SAR 40 0
Hands, Feet, Ankle, Wrists, etc.

1. The Spatial Peak value of the SAR averaged over any 1 gram of tissue (defined as a tissue volume in the shape of a cube) and over
the appropriate averaging time.

2. The Spatial Average value of the SAR averaged over the whole body.

3. The Spatial Peak value of the SAR averaged over any 10 grams of tissue (defined as a tissue volume in the shape of a cube) and
over the appropriate averaging time.
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8 FCC MEASUREMENT PROCEDURES

Power measurements for licensed transmitters are performed using a base station simulator under digital average
power.

8.1 Measured and Reported SAR

Per FCC KDB Publication 447498 D0O1v06, when SAR is not measured at the maximum power level allowed for
production units, the results must be scaled to the maximum tune-up tolerance limit according to the power
applied to the individual channels tested to determine compliance. For simultaneous transmission, the measured
aggregate SAR must be scaled according to the sum of the differences between the maximum tune-up tolerance
and actual power used to test each transmitter. When SAR is measured at or scaled to the maximum tune-up
tolerance limit, the results are referred to as reported SAR. The highest reported SAR results are identified on the
grant of equipment authorization according to procedures in KDB 690783 D01v01r03.

8.2 3G SAR Test Reduction Procedure

In FCC KDB Publication 941225 D01v03r01, certain transmission modes within a frequency band and wireless
mode evaluated for SAR are defined as primary modes. The equivalent modes considered for SAR test reduction
are denoted as secondary modes. When the maximum output power including tune-up tolerance specified for
production units in a secondary mode is < 0.25 dB higher than the primary mode or when the highest reported
SAR of the primary mode, scaled by the ratio of specified maximum output power and tune-up tolerance of
secondary to primary mode, is < 1.2 W/kg, SAR measurements are not required for the secondary mode. These
criteria are referred to as the 3G SAR test reduction procedure. When the 3G SAR test reduction procedure is not
satisfied, SAR measurements are additionally required for the secondary mode.

8.3 Procedures Used to Establish RF Signal for SAR

The following procedures are according to FCC KDB Publication 941225 D01v03r01 “3G SAR Measurement
Procedures.”

The device is placed into a simulated call using a base station simulator in a RF shielded chamber. Establishing
connections in this manner ensure a consistent means for testing SAR and are recommended for evaluating SAR
[4]. Devices under test are evaluated prior to testing, with a fully charged battery and were configured to operate
at maximum output power. In order to verify that the device is tested throughout the SAR test at maximum output
power, the SAR measurement system measures a “point SAR” at an arbitrary reference point at the start and end
of the 1 gram SAR evaluation, to assess for any power drifts during the evaluation. If the power drift deviates by
more than 5%, the SAR test and drift measurements are repeated.

8.4 SAR Measurement Conditions for UMTS
8.4.1 Output Power Verification

Maximum output power is verified on the High, Middle and Low channels according to the general
descriptions in section 5.2 of 3GPP TS 34.121, using the appropriate RMC with TPC (transmit power
control) set to all “1s” or applying the required inner loop power control procedures to maintain maximum
output power while HSUPA is active. Results for all applicable physical channel configurations (DPCCH,
DPDCHnN and spreading codes, HS-DPCCH etc) are tabulated in this test report. All configurations that
are not supported by the DUT or cannot be measured due to technical or equipment limitations are
identified.
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8.4.2 Head SAR Measurements

SAR for next to the ear head exposure is measured using a 12.2 kbps RMC with TPC bits configured to all
“1’s”. The 3G SAR test reduction procedure is applied to AMR configurations with 12.2 kbps RMC as the
primary mode. Otherwise, SAR is measured for 12.2 kbps AMR in 3.4 kbps SRB (signaling radio bearer)
using the highest reported SAR configuration in 12.2 kbps RMC for head exposure.

8.4.3 Body SAR Measurements

SAR for body exposure configurations is measured using the 12.2 kbps RMC with the TPC bits all “1s”.
The 3G SAR test reduction procedure is applied to other spreading codes and multiple DPDCHn
configurations supported by the handset with 12.2 kbps RMC as the primary mode. Otherwise, SAR is
measured using an applicable RMC configuration with the corresponding spreading code or DPDCHn, for
the highest reported SAR configuration in 12.2 kbps RMC.

8.4.4 SAR Measurements with Rel 5 HSDPA

The 3G SAR test reduction procedure is applied to HSDPA body configurations with 12.2 kbps RMC as
the primary mode. Otherwise, Body SAR for HSDPA is measured using an FRC with H-Set 1 in Sub-test
1 and a 12.2 kbps RMC configured in Test Loop Mode 1, for the highest reported SAR configuration in
12.2 kbps RMC without HSDPA. Handsets with both HSDPA and HSUPA are tested according to
Release 6 HSPA test procedures.

8.45 SAR Measurements with Rel 6 HSUPA

The 3G SAR test reduction procedure is applied to HSPA (HSUPA/HSDPA with RMC) body configurations
with 12.2 kbps RMC as the primary mode. Otherwise, Body SAR for HSPA is measured with E-DCH Sub-
test 5, using H-Set 1 and QPSK for FRC and a 12.2 kbps RMC configured in Test Loop Mode 1 and power
control algorithm 2, according to the highest reported body SAR configuration in 12.2 kbps RMC without
HSPA.

When VOIP applies to head exposure, the 3G SAR test reduction procedure is applied with 12.2 kbps RMC
as the primary mode; otherwise, the same HSPA configuration used for body SAR measurements are
applied to head exposure testing.

8.4.6 SAR Measurement Conditions for DC-HSDPA

SAR is required for Rel. 8 DC-HSDPA when SAR is required for Rel. 5 HSDPA, otherwise, the 3G SAR test
reduction procedure is applied to DC-HSDPA with 12.2 kbps RMC as the primary mode. Power is
measured for DC-HSDPA according to the H-Set 12, FRC configuration in Table C.8.1.12 of 3GPP TS
34.121-1 to determine SAR test reduction. A primary and a secondary serving HS-DSCH Cell are required
to perform the power measurement and for the results to be acceptable.

8.5 SAR Measurement Conditions for LTE

LTE modes are tested according to FCC KDB 941225 D05v02r04 publication. Establishing connections with base
station simulators ensure a consistent means for testing SAR and are recommended for evaluating SAR [4]. The
R&S CMWS500 or Anritsu MT8820C simulators are used for LTE output power measurements and SAR testing.
Closed loop power control was used so the UE transmits with maximum output power during SAR testing. SAR
tests were performed with the same number of RB and RB offsets transmitting on all TTI frames (maximum TTI).
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8.5.1 Spectrum Plots for RB Configurations

A properly configured base station simulator was used for SAR tests and power measurements.
Therefore, spectrum plots for RB configurations were not required to be included in this report.

8.5.2 MPR

MPR is permanently implemented for this device by the manufacturer. The specific manufacturer target
MPR is indicated alongside the SAR results. MPR is enabled for this device, according to 3GPP
TS36.101 Section 6.2.3 — 6.2.5 under Table 6.2.3-1.

8.5.3 A-MPR

A-MPR (Additional MPR) has been disabled for all SAR tests by setting NS=01 on the base station
simulator.

8.54 Required RB Size and RB Offsets for SAR Testing
According to FCC KDB 941225 D05v02r04:

a. Per Section 5.2.1, SAR is required for QPSK 1 RB Allocation for the largest bandwidth

i. The required channel and offset combination with the highest maximum output power is
required for SAR.

ii. When the reported SAR is < 0.8 W/kg, testing of the remaining RB offset configurations
and required test channels is not required. Otherwise, SAR is required for the remaining
required test channels using the RB offset configuration with highest output power for that
channel.

iii. When the reported SAR for a required test channel is > 1.45 W/kg, SAR is required for all
RB offset configurations for that channel.

b. Per Section 5.2.2, SAR is required for 50% RB allocation using the largest bandwidth following
the same procedures outlined in Section 5.2.1.

c. Per Section 5.2.3, QPSK SAR is not required for the 100% allocation when the highest maximum
output power for the 100% allocation is less than the highest maximum output power of the 1 RB
and 50% RB allocations and the reported SAR for the 1 RB and 50% RB allocations is < 0.8
Wi/kg.

d. Per Section 5.2.4 and 5.3, SAR tests for higher order modulations and lower bandwidths
configurations are not required when the conducted power of the required test configurations
determined by Sections 5.2.1 through 5.2.3 is less than or equal to ¥2 dB higher than the
equivalent configuration using QPSK modulation and when the QPSK SAR for those
configurations is <1.45 W/kg.

8.5.5 TDD

LTE TDD testing is performed using the SAR test guidance provided in FCC KDB 941225 D0O5v02r04.
TDD is tested at the highest duty factor using UL-DL configuration 0 with special subframe configuration 6
and applying the FDD LTE procedures in KDB 941225 D05v02r04. SAR testing is performed using the
extended cyclic prefix listed in 3GPP TS 36.211 Section 4.

8.5.6 Downlink Only Carrier Aggregation

Conducted power measurements with LTE Carrier Aggregation (CA) (downlink only) active are made in
accordance to KDB Publication 941225 D0O5Av01r02. The RRC connection is only handled by one cell,
the primary component carrier (PCC) for downlink and uplink communications. After making a data
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connection to the PCC, the UE device adds secondary component carrier(s) (SCC) on the downlink only.
All uplink communications and acknowledgements remain identical to specifications when downlink
carrier aggregation is inactive on the PCC. Additional conducted output powers are measured with the
downlink carrier aggregation active for the configuration with highest measured maximum conducted
power with downlink carrier aggregation inactive measured among the channel bandwidth, modulation,
and RB combinations in each frequency band. Per FCC KDB Publication 941225 D05Av01r02, no SAR
measurements are required for downlink only carrier aggregation configurations when the average output
power with downlink only carrier aggregation active is not more than 0.25 dB higher than the average
output power with downlink only carrier aggregation inactive.

8.6 SAR Testing with 802.11 Transmitters

The normal network operating configurations of 802.11 transmitters are not suitable for SAR measurements.
Unpredictable fluctuations in network traffic and antenna diversity conditions can introduce undesirable variations
in SAR results. The SAR for these devices should be measured using chipset based test mode software to
ensure the results are consistent and reliable. See KDB Publication 248227 D01v02r02 for more details.

8.6.1 General Device Setup

Chipset based test mode software is hardware dependent and generally varies among manufacturers. The
device operating parameters established in test mode for SAR measurements must be identical to those
programmed in production units, including output power levels, amplifier gain settings and other RF
performance tuning parameters.

A periodic duty factor is required for current generation SAR systems to measure SAR. When 802.11 frame
gaps are accounted for in the transmission, a maximum transmission duty factor of 92 - 96% is typically
achievable in most test mode configurations. A minimum transmission duty factor of 85% is required to avoid
certain hardware and device implementation issues related to wide range SAR scaling. The reported SAR is
scaled to 100% transmission duty factor to determine compliance at the maximum tune-up tolerance limit.

8.6.2  U-NII-1 and U-NII-2A

For devices that operate in both U-NII-1 and U-NII-2A bands, when the same maximum output power is
specified for both bands, SAR measurement using OFDM SAR test procedures is not required for U-NII-1
unless the highest reported SAR for U-NII-2A is > 1.2 W/kg. When different maximum output powers are
specified for the bands, SAR measurement for the U-NII band with the lower maximum output power is not
required unless the highest reported SAR for the U-NII band with the higher maximum output power, adjusted
by the ratio of lower to higher specified maximum output power for the two bands, is > 1.2 W/kg. When 10g
SAR measurement is considered, a factor of 2.5 is applied to the thresholds above.

8.6.3 U-NII-2C and U-NII-3

The frequency range covered by U-NII-2C and U-NII-3 is 380 MHz (5.47 — 5.85 GHz), which requires a
minimum of at least two SAR probe calibration frequency points to support SAR measurements. When
Terminal Doppler Weather Radar (TDWR) restriction applies, the channels at 5.60 — 5.65 GHz in U-NII-2C
band must be disabled with acceptable mechanisms and documented in the equipment certification. Unless
band gap channels are permanently disabled, SAR must be considered for these channels. Each band is
tested independently according to the normally required OFDM SAR measurement and probe calibration
frequency points requirements.
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8.6.4 Initial Test Position Procedure

For exposure conditions with multiple test positions, such as handset operating next to the ear, devices with
hotspot mode or UMPC mini-tablet, procedures for initial test position can be applied. Using the transmission
mode determined by the DSSS procedure or initial test configuration, area scans are measured for all
positions in an exposure condition. The test position with the highest extrapolated (peak) SAR is used as the
initial test position. When reported SAR for the initial test position is < 0.4 W/kg, no additional testing for the
remaining test positions is required. Otherwise, SAR is evaluated at the subsequent highest peak SAR
positions until the reported SAR result is < 0.8 W/kg or all test positions are measured. When 10g SAR
measurement is considered, a factor of 2.5 is applied to the thresholds above.

8.6.5 2.4 GHz SAR Test Requirements

SAR is measured for 2.4 GHz 802.11b DSSS using either the fixed test position or, when applicable, the initial
test position procedure. SAR test reduction is determined according to the following:

1) When the reported SAR of the highest measured maximum output power channel for the exposure
configuration is < 0.8 W/kg, no further SAR testing is required for 802.11b DSSS in that exposure
configuration.

2) When the reported SAR is > 0.8 W/kg, SAR is required for that position using the next highest
measured output power channel. When any reported SAR is > 1.2 W/kg, SAR is required for the third
channel; i.e., all channels require testing.

2.4 GHz 802.11 g/n/fax OFDM are additionally evaluated for SAR if the highest reported SAR for 802.11b,
adjusted by the ratio of the OFDM to DSSS specified maximum output power, is > 1.2 W/kg. When SAR is
required for OFDM modes in 2.4 GHz band, the Initial Test Configuration Procedures should be followed.
When 10g SAR measurement is considered, a factor of 2.5 is applied to the thresholds above.

8.6.6 OFDM Transmission Mode and SAR Test Channel Selection

When the same maximum output power was specified for multiple OFDM transmission mode configurations in
a frequency band or aggregated band, SAR is measured using the configuration with the largest channel
bandwidth, lowest order modulation and lowest data rate. When the maximum output power of a channel is
the same for equivalent OFDM configurations; for example, 802.11a, 802.11n and 802.11ac or 802.11g and
802.11n with the same channel bandwidth, modulation and data rate etc., the lower order 802.11 mode i.e.,
802.11a, then 802.11n and 802.11ac or 802.11g then 802.11n, is used for SAR measurement. Per April 2019
TCB Workshop guidance, 802.11ax was considered the highest order 802.11 mode. When the maximum
output power are the same for multiple test channels, either according to the default or additional power
measurement requirements, SAR is measured using the channel closest to the middle of the frequency band
or aggregated band. When there are multiple channels with the same maximum output power, SAR is
measured using the higher number channel.

8.6.7 Initial Test Configuration Procedure

For OFDM, an initial test configuration is determined for each frequency band and aggregated band,
according to the transmission mode with the highest maximum output power specified for SAR
measurements. When the same maximum output power is specified for multiple OFDM transmission mode
configurations in a frequency band or aggregated band, SAR is measured using the configuration(s) with the
largest channel bandwidth, lowest order modulation, lowest data rate and lowest order IEEE 802.11 mode.
The channel of the transmission mode with the highest average RF output conducted power will be the initial
test configuration.
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When the reported SAR is < 0.8 W/kg, no additional measurements on other test channels are required.
Otherwise, SAR is evaluated using the subsequent highest average RF output channel until the reported SAR
result is < 1.2 W/kg or all channels are measured. When there are multiple untested channels having the
same subsequent highest average RF output power, the channel with higher frequency from the lowest
802.11 mode is considered for SAR measurements (See Section 8.6.6). When 10g SAR measurement is
considered, a factor of 2.5 is applied to the thresholds above.

8.6.8 Subsequent Test Configuration Procedures

For OFDM configurations in each frequency band and aggregated band, SAR is evaluated for initial test
configuration using the fixed test position or the initial test position procedure. When the highest reported SAR
(for the initial test configuration), adjusted by the ratio of the specified maximum output power of the
subsequent test configuration to initial test configuration, is < 1.2 W/kg, no additional SAR tests for the
subsequent test configurations are required. When 10g SAR measurement is considered, a factor of 2.5 is
applied to the thresholds above.

8.6.9 MIMO SAR considerations

Per KDB Publication 248227 D01v02r02, the simultaneous SAR provisions in KDB Publication 447498
D01v06 should be applied to determine simultaneous transmission SAR test exclusion for WIFI MIMO. If the
sum of 1g single transmission chain SAR measurements is <1.6 W/kg, no additional SAR measurements for
MIMO are required. Alternatively, SAR for MIMO can be measured with all antennas transmitting
simultaneously at the specified maximum output power of MIMO operation. When 10g SAR measurement is
considered, a factor of 2.5 is applied to the thresholds above.
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9 RF CONDUCTED POWERS

All conducted power measurements for 2G/3G/4G/5G Sub6 WWAN technologies and bands in this
section were performed by setting Reserve_power_margin (Qualcomm® Smart Transmit EFS entry) to
0dB, so that the EUT transmits continuously at minimum (Pimit, maximum tune up output power Pmax).

9.1 GSM Conducted Powers

Table 9-1
Measured Pmax

Maximum Burst-Averaged Output Power

Voi GPRS/EDGE Data EDGE Data
olce (GMSK) (8-PSK)
GSM
[dBm] GPRS GPRS GPRS GPRS EDGE EDGE EDGE EDGE
Channel cs [dBm] [dBm] [dBm] [dBm] [dBm] [dBm] [dBm] [dBm]
(1 Slot) 1 Tx Slot 2 Tx Slot 3 Tx Slot 4 Tx Slot 1 Tx Slot 2 Tx Slot 3 Tx Slot 4 Tx Slot
128 3181 31.81 31.07 28.64 26.66 26.10 24.63 22.55 21.84
GSM 850 190 31.66 31.67 31.70 29.18 26.56 26.01 24.55 22.40 21.66
251 31.67 31.66 31.85 29.82 27.17 26.01 24.46 22.49 21.65
512 28.21 28.21 28.19 26.03 23.32 24.18 23.54 21.60 20.67
GSM 1900 661 28.59 28.59 28.46 25.32 23.53 24.27 23.72 21.90 20.86
810 28.72 28.74 28.49 25.42 23.89 24.35 24.02 21.89 21.05

Calculated Maximum Frame-Averaged Output Power

Voi GPRS/EDGE Data EDGE Data
olce (GMSK) (8-PSK)
GSM
[dBm] GPRS GPRS GPRS GPRS EDGE EDGE EDGE EDGE
Channel cs [dBm] [dBm] [dBm] [dBm] [dBm] [dBm] [dBm] [dBm]
(1 Slot) 1 Tx Slot 2 Tx Slot 3 Tx Slot 4 Tx Slot 1 Tx Slot 2 Tx Slot 3 Tx Slot 4 Tx Slot
128 22.61 22.61 24.88 24.21 23.48 16.90 18.44 18.12 18.66
GSM 850 190 22.46 22.47 25.51 24.75 23.38 16.81 18.36 17.97 18.48
251 22.47 22.46 25.66 25.39 23.99 16.81 18.27 18.06 18.47
512 19.01 19.01 22.00 21.60 20.14 14.98 17.35 17.17 17.49
GSM 1900 661 19.39 19.39 22.27 20.89 20.35 15.07 17.53 17.47 17.68
810 19.52 19.54 22.30 20.99 20.71 15.15 17.83 17.46 17.87

GSM 850 Frame 22.80 22.80 2531 25.07 24.32 17.80 18.81 18.57 18.82
GSM 1900 Avg.Targets: 19.50 19.50 21.31 21.57 20.82 16.30 17.31 17.07 17.32
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Table 9-2
Measured Piimit for DSI = 3 (Hotspot mode
Maximum Burst-Averaged Output Power

GPRS/EDGE Data EDGE Data
(GMSK) (8-PSK)

GPRS GPRS GPRS GPRS EDGE EDGE EDGE EDGE
Channel [dBm]  [dBm] [dBm] [dBm]  [dBm] [dBm] [dBm]  [dBm]
1 Tx Slot 2 Tx Slot 3 Tx Slot 4 Tx Slot 1 Tx Slot 2 Tx Slot 3 Tx Slot 4 Tx Slot

512 27.10 23.70 21.95 20.81 24.18 23.54 21.60 20.67
GSM 1900 661 27.24 23.87 22.03 21.27 24.27 23.72 21.90 20.86
810 27.20 24.83 22.53 20.99 24.35 24.02 21.89 21.05

Calculated Maximum Frame-Averaged Output Power

GPRS/EDGE Data EDGE Data
(GMSK) (8-PSK)

GPRS GPRS GPRS GPRS EDGE EDGE EDGE EDGE
Channel [dBm]  [dBm] [dBm] [dBm]  [dBm] [dBm] [dBm]  [dBm]
1 Tx Slot 2 Tx Slot 3 Tx Slot 4 Tx Slot 1 Tx Slot 2 Tx Slot 3 Tx Slot 4 Tx Slot

512 17.90 17.51 17.52 17.63 14.98 17.35 17.17 17.49
GSM 1900 661 18.04 17.68 17.60 18.09 15.07 17.53 17.47 17.68
810 18.00 18.64 18.10 17.81 15.15 17.83 17.46 17.87

Frame
Avg.Targets:

GSM 1900 18.50 18.51 18.47 18.52 16.30 17.31 17.07 17.32

Note:

1. Both burst-averaged and calculated frame-averaged powers are included. Frame-averaged power was
calculated from the measured burst-averaged power by converting the slot powers into linear units and
calculating the energy over 8 timeslots.

2. GPRS/EDGE (GMSK) output powers were measured with coding scheme setting of 1 (CS1) on the base
station simulator. CS1 was configured to measure GPRS output power measurements and SAR to
ensure GMSK modulation in the signal. Our Investigation has shown that CS1 - CS4 settings do not have
any impact on the output levels or modulation in the GPRS modes.

3. EDGE (8-PSK) output powers were measured with MCS7 on the base station simulator. MCS7 coding
scheme was used to measure the output powers for EDGE since investigation has shown that choosing
MCS?7 coding scheme will ensure 8-PSK modulation. It has been shown that MCS levels that produce
8-PSK modulation do not have an impact on output power.

GSM Class: B
GPRS Multislot class: 33 (Max 4 Tx uplink slots)
EDGE Multislot class: 33 (Max 4 Tx uplink slots)
DTM Multislot Class: N/A

Wireless

Base Station Simulator «———RF Connector——»| )
Device

Figure 9-1
Power Measurement Setup
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9.2

UMTS Conducted Powers

Table 9-3

Measured Pmax

SGPR 3GPP 34.121 Cellular Band [dBm] AWS Band [dBm] PCS Band [dBm] 3GPP MPR
Release Mode
. Subtest [dB]
Version 4132 4183 4233 1312 1412 1513 9262 9400 9538
99 WCDMaA | 122KopSRMC | 2398 | 2397 | 2399 | 2283 | 2264 | 2275 | 2240 | 2246 | 2270
99 12.2kbps AMR | 23.97 | 2396 | 2400 | 2277 | 2262 | 2271 | 2236 | 22.46 | 22.69 s
6 Subtest 1 2289 | 2283 | 2272 | 2184 | 2171 | 2185 | 2156 | 2164 | 21.94 0
6 HSDPA Subtest 2 2292 | 2284 | 2269 | 2190 | 21.66 | 21.89 | 21.61 | 21.61 | 21.85 0
6 Subtest 3 2254 | 2247 | 2225 | 2137 | 21.17 | 2143 | 21.07 | 2111 | 21.33 0.5
6 Subtest 4 2256 | 2249 | 2234 | 2136 | 21.25 | 21.37 | 21.06 | 21.10 | 21.34 0.5
6 Subtest 1 2291 | 2282 | 2271 | 21.87 | 2170 | 21.86 | 2155 | 2158 | 21.84 0
6 Subtest 2 20.90 | 20.84 | 2073 | 19.88 | 19.67 | 19.82 | 1959 | 19.61 | 19.83 2
6 HSUPA Subtest 3 21.89 | 21.81 | 21.67 | 2091 | 20.68 | 20.81 | 2052 | 20.53 | 20.80 1
6 Subtest 4 20.85 | 20.79 | 2064 | 19.87 | 19.68 | 19.83 | 19.56 | 19.56 | 19.79 2
6 Subtest 5 2291 | 2286 | 2269 | 21.86 | 21.61 | 21.81 | 21.55 | 2157 | 21.82 0
8 Subtest 1 2288 | 2285 | 2272 | 21.85 | 21.63 | 21.83 | 21.53 | 21.58 | 21.86 0
8 Subtest 2 22.90 | 2283 | 2275 | 21.87 | 21.62 | 21.86 | 21.55 | 2153 | 21.81 0
DC-HSDPA
8 Subtest 3 2241 | 2234 | 2222 | 2134 | 2114 | 2137 | 21.04 | 2107 | 21.28 0.5
8 Subtest 4 2242 | 2235 | 2219 | 2130 | 21.12 | 21.35 | 21.07 | 21.09 | 21.33 0.5
Table 9-4
Measured Piimit for DSI = 3 (Hotspot mode)
SGPP 3GPP 34.121 AWS Band [dBm] PCS Band [dBm] 3GPP MPR
Release Mode
i Subtest [dB]
Version 1312 1412 1513 9262 9400 9538
99 WCDMA 12.2 kbps RMC | 19.47 19.37 19.26 18.16 18.20 18.36 -
99 12.2 kbps AMR | 19.46 19.25 19.26 18.16 18.21 18.34 -
6 Subtest 1 18.47 18.25 18.38 16.98 17.12 17.44 0
6 HSDPA Subtest 2 18.37 18.27 18.39 16.93 17.08 17.41 0
6 Subtest 3 17.87 17.69 17.82 16.51 16.68 16.95 0.5
6 Subtest 4 17.93 17.74 17.84 16.54 16.67 16.94 0.5
6 Subtest 1 18.49 18.31 18.41 17.05 17.23 17.50 0
6 Subtest 2 16.51 16.31 16.42 15.17 15.38 15.48 2
6 HSUPA Subtest 3 17.50 17.27 17.40 16.10 16.23 16.42 1
6 Subtest 4 16.47 16.30 16.46 15.10 15.26 15.42 2
6 Subtest 5 18.40 18.27 18.34 17.01 17.16 17.45 0
8 Subtest 1 18.64 18.41 18.61 17.13 17.36 17.48 0
8 Subtest 2 18.62 18.48 18.60 17.21 17.30 17.47 0
DC-HSDPA
8 Subtest 3 18.23 17.96 18.10 16.71 16.87 16.97 0.5
8 Subtest 4 18.16 17.97 17.98 16.68 16.88 16.96 0.5
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Table 9-5
Measured Piimit for DSI = 1 (Phablet with grip sensor active) and/or DSI = 4 (Earjack active)

SGPP 3GPP 34.121 AWS Band [dBm] PCS Band [dBm] 3GPP MPR
Release Mode
: Subtest [dB]
Version 1312 1412 1513 9262 9400 9538
99 WCDMA 12.2 kbps RMC 19.47 19.37 19.26 20.04 20.23 20.15 -
99 12.2 kbps AMR 19.46 19.25 19.26 20.02 20.21 20.14 -
6 Subtest 1 18.47 18.25 18.38 19.03 19.08 19.41 0
6 HSDPA Subtest 2 18.37 18.27 18.39 19.00 19.06 19.36
6 Subtest 3 17.87 17.69 17.82 18.55 18.64 18.84 0.5
6 Subtest 4 17.93 17.74 17.84 18.53 18.57 18.87 0.5
6 Subtest 1 18.49 18.31 18.41 19.05 19.06 19.32 0
6 Subtest 2 16.51 16.31 16.42 17.03 17.04 17.29 2
6 HSUPA Subtest 3 17.50 17.27 17.40 18.01 18.07 18.36 1
6 Subtest 4 16.47 16.30 16.46 17.04 17.05 17.34 2
6 Subtest 5 18.40 18.27 18.34 19.04 19.08 19.34 0
8 Subtest 1 18.64 18.41 18.61 19.18 19.03 19.62 0
8 Subtest 2 18.62 18.48 18.60 19.21 19.35 19.69 0
DC-HSDPA

8 Subtest 3 18.23 17.96 18.10 18.84 18.91 19.18 0.5
8 Subtest 4 18.16 17.97 17.98 18.70 18.89 19.21 0.5

DC-HSDPA considerations
o 3GPP Specification 34.121-1 Release 8 Ver 8.10.0 was used for DC-HSDPA guidance
e H-Set 12 (QPSK) was confirmed to be used during DC-HSDPA measurements
e The DUT supports UE category 24 for HSDPA

It is expected by the manufacturer that MPR for some HSPA subtests may be up to 2 dB more than specified by
3GPP, but also as low as 0 dB according to the chipset implementation in this model.

Wireless

Base Station Simulator «———RF Connector——»{ .
Device

Figure 9-2
Power Measurement Setup
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9.3 LTE Conducted Powers

Note: Per FCC KDB Publication 941225 D0O5v02r05, LTE SAR for the lower bandwidths was not required for
testing since the maximum average output power of all required channels and configurations was not more than
0.5 dB higher than the highest bandwidth and the reported LTE SAR for the highest bandwidth was less than 1.45
W/kg. Lower bandwidth conducted powers for all LTE bands can be found in Appendix I.

Note: Some bands do not support three non-overlapping channels. Per KDB Publication 941225 D05v02, when a
device supports overlapping channel assignment in a channel bandwidth configuration, the middle channel of the
group of overlapping channels should be selected for testing.

LTE Carrier Aggregation Notes:

1. This device supports uplink carrier aggregation for LTE CA_5B, LTE CA_66B, LTE CA_66C, LTE CA_
48C, and LTE CA_41C with a maximum of two component carriers. For intraband contiguous carrier
aggregation scenarios, 3GPP 36.101 Table 6.2.2A-1 specifies that the aggregate maximum allowed
output power is equivalent to the single carrier scenario. 3GPP 36.101 6.2.3A allows for several dB of
MPR to be applied when non-contiguous RB allocation is implemented. The conducted powers and MPR
settings in this device are permanently implemented per the above 3GPP requirements.

2. Per FCC Guidance, the output power with uplink CA active was measured for the configuration with the
highest reported SAR with single carrier for each exposure condition. The power was measured with
wideband signal integration over both component carriers.
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9.3.1 LTE Band 71

Table 9-6
LTE Band 71 Measured Pwax for all DSI - 20 MHz Bandwidth
LTE Band 71
20 MHz Bandwidth
Mid Channel
133297
Modulation | RBSize | RB Offset (680.5 MHz) MPEGAF')'g"E’deg]per MPR [dB]
Conducted Power

[dBm]
1 0 24.95 0
1 50 24.92 0 0
1 99 24.73 0
QPSK 50 0 23.81 1
50 25 23.75 01 1
50 50 23.65 1
100 0 23.74 1
1 0 23.79 1
1 50 23.95 0-1 1
1 99 23.85 1
16QAM 50 0 22.77 2
50 25 22.76 0-2 2
50 50 22.62 2
100 0 22.71 2
1 0 22.94 2
1 50 22.83 0-2 2
1 99 22.93 2
64QAM 50 0 21.70 3
50 25 21.70 0-3 3
50 50 21.65 3
100 0 21.65 3
1 0 19.67 5
1 50 19.79 5
1 99 19.73 5
256QAM 50 0 19.66 0-5 5
50 25 19.79 5
50 50 19.74 5
100 0 19.65 5

Approved by:
FCC ID A3LSMS908U SAR EVALUATION REPORT w

Quality Manager

Document S/N: Test Dates: DUT Type:
Page 43 of 185
1M2109090102-01(Rev 1).A3L |09/21/21 - 12/06/21 Portable Handset
© 2021 PCTEST. REV 21.4 M
09/11/2019
© 2021 PCTEST. All rights reserved. Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from PCTEST. If you have any questions about this international copyright or have an enquiry about obtaining additional rights to this report or assembly of contents

thereof, please contact INFO@PCTEST.COM


mailto:info@pctest.com

9.3.2 LTE Band 12

Table 9-7
LTE Band 12 Measured Pwmax for all DSI - 10 MHz Bandwidth
LTE Band 12
10 MHz Bandwidth
Mid Channel
23095
Modulation | RBSize | RB Offset (707.5 MHz) MngAF','g"E’gg]per MPR [dB]
Conducted Power

[dBm]
1 0 24.84 0
1 25 24.75 0 0
1 49 24.80 0
QPSK 25 0 23.64 1
25 12 23.78 01 1
25 25 23.68 i 1
50 0 23.72 1
1 0 23.93 1
1 25 23.95 0-1 1
1 49 23.84 1
16QAM 25 0 22.68 2
25 12 22.81 0.2 2
25 25 22.72 2
50 0 22.68 2
1 0 22.92 2
1 25 22.91 0-2 2
1 49 22.82 2
64QAM 25 0 21.63 3
25 12 21.78 0-3 3
25 25 21.67 3
50 0 21.69 3
1 0 19.53 5
1 25 19.83 5
1 49 19.61 5
256QAM 25 0 19.61 0-5 5
25 12 19.79 5
25 25 19.62 5
50 0 19.70 5
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9.3.3 LTE Band 13

Table 9-8
LTE Band 13 Measured Pwax for all DSI - 10 MHz Bandwidth
LTE Band 13
10 MHz Bandwidth
Mid Channel
23230
Modulation | RBSize | RB Offset (782.0 MHz) MPEGAF')'S"E’;;]F’” MPR [dB]
Conducted Power

[dBm]
1 0 24.45 0
1 25 24.41 0 0
1 49 24.53 0
QPSK 25 0 23.43 1
25 12 23.53 0-1 1
25 25 23.43 1
50 0 23.44 1
1 0 23.85 1
1 25 23.67 0-1 1
1 49 23.60 1
16QAM 25 0 22.45 2
25 12 22.55 0-2 2
25 25 22.50 2
50 0 22.42 2
1 0 22.70 2
1 25 22.65 0-2 2
1 49 22.61 2
64QAM 25 0 21.44 3
25 12 21.51 0-3 3
25 25 21.44 3
50 0 21.43 3
1 0 19.05 5
1 25 19.59 5
1 49 19.31 5
256QAM 25 0 19.31 0-5 5
25 12 19.51 5
25 25 19.45 5
50 0 19.44 5
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9.34 LTE Band 14

Table 9-9
LTE Band 14 Measured Pwax for all DSI - 10 MHz Bandwidth
LTE Band 14
10 MHz Bandwidth
Mid Channel
23330
Modulation | RBSize | RB Offset (793.0 MHz) ARSI s MPR [dB]
3GPP [dB]
Conducted Power

[dBm]
1 0 24.38 0
1 25 24.49 0 0
1 49 24.48 0
QPSK 25 0 23.32 1
25 12 23.36 0-1 1
25 25 23.35 1
50 0 23.22 1
1 0 23.64 1
1 25 23.68 0-1 1
1 49 23.77 1
16QAM 25 0 22.33 2
25 12 22.37 0-2 2
25 25 22.35 2
50 0 22.37 2
1 0 22.64 2
1 25 22.66 0-2 2
1 49 22.64 2
64QAM 25 0 21.32 3
25 12 21.36 03 3
25 25 21.37 3
50 0 21.38 3
1 0 19.18 5
1 25 19.59 5
1 49 19.31 5
256QAM 25 0 19.29 0-5 5
25 12 19.35 5
25 25 19.33 5
50 0 19.38 5
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9.35 LTE Band 26

Table 9-10
LTE Band 26 (Cell) Measured Pwax for all DSI - 15 MHz Bandwidth
LTE Band 26 (Cell)
15 MHz Bandwidth
Mid Channel
26865
Modulation | RBSize | RB Offset (8315 MH2) MngA;'gVE’;g]per MPR [dB]
Conducted Power
[dBm]

1 0 24.00 0

1 36 24.02 0 0

1 74 23.94 0

QPSK 36 0 22.92 1
36 18 22.89 01 1

36 37 22.99 1

75 0 22.89 1

1 0 23.33 1

1 36 23.21 0-1 1

1 74 23.16 1

16QAM 36 0 21.91 2
36 18 22.03 0-2 2

36 37 22.03 2

75 0 21.91 2

1 0 22.22 2

1 36 22.18 0-2 2

1 74 21.97 2

64QAM 36 0 20.90 3
36 18 21.01 0.3 3

36 37 21.06 3

75 0 20.95 3

1 0 19.02 5

1 36 19.26 5

1 74 19.08 5

256QAM 36 0 18.90 0-5 5
36 18 19.02 5

36 37 19.07 5

75 0 18.91 5
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9.3.6 LTE Band 5

Table 9-11
LTE Band 5 (Cell) Measured Pwax for all DSI - 10 MHz Bandwidth
LTE Band 5 (Cell)
10 MHz Bandwidth
Mid Channel
20525
Modulation | RBSize | RB Offset (836.5 MHz) MP';GAF','gVE'(jeg]per MPR [dB]
Conducted Power
[dBm]

1 0 24.08 0

1 25 24.09 0 0

1 49 24.02 0

QPSK 25 0 23.13 1
25 12 23.10 01 1

25 25 23.03 1

50 0 22.93 1

1 0 23.05 1

1 25 23.21 0-1 1

1 49 22.82 1

16QAM 25 0 22.02 2
25 12 22.05 0.2 2

25 25 22.09 2

50 0 21.99 2

1 0 22.06 2

1 25 22.16 0-2 2

1 49 22.04 2

640QAM 25 0 21.04 3
25 12 21.21 0.3 3

25 25 21.06 3

50 0 20.98 3

1 0 18.81 5

1 25 19.00 5

1 49 19.10 5

256QAM 25 0 19.10 0-5 5
25 12 19.00 5

25 25 19.03 5

50 0 18.93 5
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Table 9-12

DSI - 10 MHz Bandwidth

LTE Band 5 (Cell) Uplink Carrier Aggregation Measured Pwax for all

Scc Power
Tx. ::Ewer LTE
PCC PCCUL PCCDL . sccuL SccbL " Single
o | e st 52 || 5% | e " o 0 | S | 52 s s s 0 | S
(dm) | (B
CA 5B LTE BS 10 20525 836.5 2525 881.5 QPSK 1 0 LTE BS 5 20453 829.3 2453 874.3 QPSK 1 24 24.15 24.08
9.3.7 LTE Band 66
Table 9-13
LTE Band 66 (AWS) Measured Pwax — 20 MHz Bandwidth
LTE Band 66 (AWS)
20 MHz Bandwidth
Low Channel Mid Channel High Channel
: ; 132072 132322 132572 MPR Allowed per
Modulation RB Size RB Offset (1720.0 MHz) (1745.0 MHz) (1770.0 MHz) 3GPP [dB] WIFR 12T
Conducted Power [dBm]
1 0 23.20 22.82 23.17 0
1 50 23.24 23.14 23.11 0 0
1 99 23.00 22.82 23.16 0
QPSK 50 0 22.25 22.09 21.95 1
50 25 22.32 22.21 22.07 o1 1
50 50 22.23 22.03 21.88 1
100 0 2217 22.05 21.99 1
1 0 22.06 22.10 22.35 1
1 50 22.39 22.60 22.04 0-1 1
1 99 22.26 21.97 22.01 1
16QAM 50 0 21.21 21.13 20.92 2
50 25 21.28 21.20 21.11 0.2 2
50 50 21.22 21.25 20.86 2
100 0 21.16 21.16 21.00 2
1 0 21.07 21.12 21.15 2
1 50 21.34 21.21 21.23 0-2 2
1 99 21.22 21.16 21.15 2
64QAM 50 0 20.19 20.02 19.91 3
50 25 20.28 20.11 20.00 03 3
50 50 20.19 20.13 19.88 3
100 0 20.20 20.02 19.96 3
1 0 17.90 17.96 17.92 5
1 50 18.45 18.22 18.02 5
1 99 18.11 18.29 17.92 5
256QAM 50 0 18.15 18.10 17.80 0-5 5
50 25 18.27 18.18 18.08 5
50 50 18.19 18.00 17.89 5
100 0 18.18 18.16 17.95 5

FCC ID A3LSMS908U

SAR EVALUATION REPORT

T

Approved by:
Quality Manager

Document S/N:

1M2109090102-01(Rev 1).A3L

Test Dates:
09/21/21 - 12/06/21

DUT Type:

Portable Handset

Page 49 of 185

© 2021 PCTEST. REV 21.4M
09/11/2019

© 2021 PCTEST. All rights reserved. Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and

microfilm, without permission in writing from PCTEST. If you have any questions about this international copyright or have an enquiry about obtaining additional rights to this report or assembly of contents

thereof, please contact INFO@PCTEST.COM



mailto:info@pctest.com

Table 9-14

LTE Band 66 (AWS) Measured Pwax — 10 MHz Bandwidth

LTE Band 66 (AWS)
10 MHz Bandwidth

Low Channel Mid Channel High Channel
: : 132022 132322 132622 MPR Allowed per
Modulation RB Size RB Offset (1715.0 MHz) (1745.0 MHz) (1775.0 MHz) 3GPP [dB] MPR [dB]
Conducted Power [dBm]

1 0 23.22 23.13 22.83 0

1 25 23.41 23.39 23.13 0 0

1 49 23.12 23.21 22.96 0

QPSK 25 0 22.46 22.17 22.02 1

25 12 22.42 22.32 22.15 o1 1

25 25 22.34 22.18 22.05 1

50 0 22.39 22.19 22.12 1

1 0 22.05 22.02 22.02 1

1 25 22.40 22.36 22.04 0-1 1

1 49 22.18 22.15 21.85 1

16QAM 25 0 21.25 21.10 20.92 2

25 12 21.31 21.18 21.05 02 2

25 25 21.25 21.07 21.02 2

50 0 21.25 21.08 20.92 2

1 0 21.10 21.06 20.76 2

1 25 21.51 21.35 21.15 0-2 2

1 49 21.18 21.12 20.85 2

64QAM 25 0 20.26 20.10 19.96 3

25 12 20.32 20.18 20.01 03 3

25 25 20.25 20.04 19.96 3

50 0 20.23 20.05 19.93 3

1 0 18.15 18.00 17.90 5

1 25 18.35 18.31 18.23 5

1 49 18.15 18.17 17.75 5

256QAM 25 0 18.23 18.08 18.01 0-5 5

25 12 18.32 18.18 18.02 5

25 25 18.22 18.03 18.01 5

50 0 18.27 18.06 17.92 5

Table 9-15
LTE Band 66 (AWS) Uplink Carrier Aggregation Measured Pwax
PcC scc Power
@ . PCC Band FCC. PCC (UL) FC:: (UL)’ PCCDL P:C bL v PCCUL# | PCCUL scC Band SCC. SCC (UL) SC: (UL), scc(pL) SC:: (DL)' SCCUL# | SCCUL [LTE Tx.Power with UL CA’ :Z:Enls:g'll’:

[MHz] Channel [MHz] Channel [MHz] RB RB Offset [MHz] Channel [MHz] Channel [MHz] n RB RB Offset Enabled (dBm) (P::':)r
CA_66C LTE B66 20 132072 1720.0 66536 2120.0 QPSK 1 99 LTE B66 20 132270 1739.8 66734 2139.8 QPSK 1 0 23.42 23.00
CA_66C LTE B66 20 132572 1770.0 67036 2170.0 QPSK 1 0 LTE B66 20 132374 1750.2 66838 2150.2 QPSK 1 99 23.21 23.17
CA_66B LTE B66 10 132022 1715.0 66486 2115.0 QPSK 1 49 LTE B66 10 132121 1724.9 66585 2124.9 QPSK 1 0 23.49 23.12
CA_668B LTE B66 10 132622 1775.0 67086 2175.0 QPSK 1 0 LTE B66 10 132523 1765.1 66987 2165.1 QPSK 1 49 23.34 22.83
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Table 9-16
LTE Band 66 (AWS) Measured PLimit for DSI = 1 (Phablet with grip sensor active) and/or DSI = 4 (Earjack
Active) - 20 MHz Bandwidth

LTE Band 66 (AWS)
20 MHz Bandwidth

Low Channel Mid Channel High Channel
: A 132072 132322 132572 MPR Allowed per
Modulation RB Size RB Offset (1720.0 MHz) (1745.0 MHz) (1770.0 MHz) 3GPP [dB] MPR [dB]
Conducted Power [dBm]
1 0 19.67 19.56 19.97 0
1 50 20.13 19.90 19.96 0 0
1 99 19.88 19.75 19.72 0
QPSK 50 0 19.97 19.86 19.88 0
50 25 20.07 19.98 19.89 0
50 50 20.12 19.87 19.66 o1 0
100 0 20.05 19.89 19.78 0
1 0 19.85 19.76 19.94 0
1 50 20.33 20.36 19.88 0-1 0
1 99 20.00 20.05 19.80 0
16QAM 50 0 20.11 19.88 19.80 0
50 25 20.07 19.91 19.93 0-2 0
50 50 20.08 19.81 19.63 0
100 0 20.13 19.84 19.83 0
1 0 19.82 19.89 20.02 0
1 50 20.27 20.11 19.76 0-2 0
1 99 19.90 19.87 19.95 0
64QAM 50 0 20.00 19.81 19.83 0
50 25 20.18 19.93 19.90 0-3 0
50 50 20.05 19.78 19.61 0
100 0 19.97 19.90 19.76 0
1 0 18.44 18.45 18.11 1.2
1 50 18.62 18.58 18.47 1.2
1 99 18.41 18.39 18.02 1.2
256QAM 50 0 18.63 18.39 18.32 0-5 1.2
50 25 18.74 18.35 18.36 1.2
50 50 18.52 18.31 18.13 1.2
100 0 18.61 18.32 18.32 1.2
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Table 9-17

LTE Band 66 (AWS) Measured PLimit for DSI = 1 (Phablet with grip sensor active) and/or DSI = 4 (Earjack
Active) - 10 MHz Bandwidth

LTE Band 66 (AWS)
10 MHz Bandwidth
Low Channel Mid Channel High Channel
: A 132022 132322 132622 MPR Allowed per
Modulation RB Size RB Offset (1715.0 MHz) (1745.0 MHz) (1775.0 MHz) 3GPP [dB] MPR [dB]
Conducted Power [dBm]

1 0 19.91 19.87 19.56 0

1 25 20.14 20.11 19.99 0 0

1 49 19.88 19.89 19.60 0

QPSK 25 0 20.17 19.99 19.88 0
25 12 20.25 20.06 19.93 0-1 0

25 25 20.15 20.00 19.81 0

50 0 20.16 19.95 19.85 0

1 0 19.56 19.43 19.57 0

1 25 19.84 19.87 19.62 0-1 0

1 49 19.63 19.64 19.40 0

16QAM 25 0 19.67 19.61 19.42 0
25 12 19.85 19.66 19.53 0-2 0

25 25 19.70 19.59 19.43 0

50 0 19.73 19.50 19.51 0

1 0 19.60 19.57 19.70 0

1 25 19.85 19.65 19.77 0-2 0

1 49 19.64 19.46 19.51 0

64QAM 25 0 19.80 19.37 19.47 0
25 12 19.95 19.66 19.46 0-3 0

25 25 19.75 19.61 19.31 0

50 0 19.78 19.61 19.45 0

1 0 18.06 18.02 17.94 1.2

1 25 18.22 18.29 18.15 1.2

1 49 18.12 18.03 17.93 1.2

256QAM 25 0 18.24 18.08 17.90 0-5 1.2
25 12 18.33 18.24 18.06 1.2

25 25 18.29 18.10 17.92 1.2

50 0 18.31 18.08 17.94 1.2

Table 9-18

LTE Band 66 (AWS) Uplink Carrier Aggregation Measured PLimit for DSI = 1 (Phablet with grip sensor

active) and/or DSI = 4 (Earjack Active)

PcC Power
LTE Single
@ PCC Band hee PCC (UL) (RES(U) PCCDL LD PCCUL# | PCCUL scC Band S SCC (UL) S scc (bL) (=Y io | SCC UL#| SCCUL |LTE Tx.Power with UL CA| Carrier Tx
quency quency quency quency
[MHz] Channel [MHz] Channel [MHz] RB  |RB Offset [MHz] Channel [MHz] Channel [MHz] n RB  [RB Offset Enabled (dBm) :’::.:)r
CA_66C LTE B66 20 132072 1720 66536 2120 QPSK 100 0 LTE B66 20 132270 1739.8 66734 2139.8 QPsK 100 0 20.00 20.05
CA_668B LTE B66 10 132022 1715 66486 2115 QPSK 50 0 LTE B66 10 132121 1724.9 66734 2124.9 QPSK 50 0 20.14 20.16
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Table 9-19
LTE Band 66 (AWS) Measured PLimit for DSI = 3 (Hotspot Mode) - 20 MHz Bandwidth

LTE Band 66 (AWS)
20 MHz Bandwidth

Low Channel Mid Channel High Channel
q A 132072 132322 132572 MPR Allowed per
Modulation RB Size RB Offset (1720.0 MHz) (1745.0 MHz) (1770.0 MHz) 3GPP [dB] MPR [dB]
Conducted Power [dBm]
1 0 18.28 18.46 18.41 0
1 50 18.54 18.52 18.30 0 0
1 99 18.15 18.40 18.43 0
QPSK 50 0 18.39 18.25 18.22 0
50 25 18.48 18.31 18.21 01 0
50 50 18.39 18.22 18.07 0
100 0 18.38 18.19 18.04 0
1 0 18.25 18.18 18.66 0
1 50 18.75 18.70 18.51 0-1 0
1 99 18.63 18.47 18.33 0
16QAM 50 0 18.43 18.26 18.18 0
50 25 18.52 18.36 18.14 0-2 0
50 50 18.42 18.34 18.17 0
100 0 18.40 18.37 18.12 0
1 0 18.43 18.47 18.60 0
1 50 18.58 18.77 18.59 0-2 0
1 99 18.48 18.56 18.47 0
640AM 50 0 18.47 18.40 18.14 0
50 25 18.54 18.45 18.19 0-3 0
50 50 18.42 18.41 18.13 0
100 0 18.40 18.32 18.12 0
1 0 17.95 17.97 18.04 0
1 50 18.18 18.20 18.08 0
1 99 17.77 18.15 17.80 0
256QAM 50 0 17.90 17.89 17.93 0-5 0
50 25 17.99 17.94 17.97 0
50 50 17.90 17.86 17.92 0
100 0 17.90 17.85 17.82 0
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Table 9-20

LTE Band 66 (AWS) Measured PLimit for DSI = 3 (Hotspot Mode) - 10 MHz Bandwidth

LTE Band 66 (AWS)
10 MHz Bandwidth
Low Channel Mid Channel High Channel
. ! 132022 132322 132622 MPR Allowed per
Modulation RB Size RB Offset (1715.0 MHz) (1745.0 MHz) (1775.0 MHz) 3GPP [dB] MPR [dB]
Conducted Power [dBm]
1 0 18.25 18.27 18.23 0
1 25 18.80 18.40 18.19 0 0
1 49 18.58 18.25 18.14 0
QPSK 25 0 18.56 18.38 18.21 0
25 12 18.56 18.45 18.20 0-1 0
25 25 18.49 18.39 18.16 0
50 0 18.45 18.36 18.17 0
1 0 18.00 18.01 18.16 0
1 25 18.43 18.33 18.13 0-1 0
1 49 18.20 18.01 17.91 0
16QAM 25 0 18.26 18.09 17.91 0
25 12 18.40 18.13 18.13 0-2 0
25 25 18.24 18.00 17.92 0
50 0 18.23 18.08 17.94 0
1 0 18.12 18.10 18.15 0
1 25 18.35 18.33 18.16 0-2 0
1 49 18.18 18.20 18.09 0
64QAM 25 0 18.32 18.03 18.01 0
25 12 18.41 18.12 18.11 0-3 0
25 25 18.24 18.02 18.01 0
50 0 18.31 18.07 18.00 0
1 0 18.06 17.86 17.81 0
1 25 18.34 18.25 18.07 0
1 49 18.06 17.84 17.74 0
256Q0AM 25 0 18.21 18.02 18.00 0-5 0
25 12 18.38 18.21 18.13 0
25 25 18.26 18.02 18.00 0
50 0 18.29 18.06 18.01 0
Table 9-21
LTE Band 66 (AWS) Uplink Carrier Aggregation Measured PLimit for DSI = 3 (Hotspot Mode)
pcc scc Power =
@ PCC Band pec PCC (UL) PC:: (UL)’ PCCDL P:C oL v PCCUL# | PCCUL SCC Band scc scc (uL) SC:: (UL), scc (pL) SC:: (DL)’ SCCUL#| SCCUL |LTE Tx.Power with UL CA| Carrier Tx
[MHz] Channel [MHz] Channel [MHz] RB RB Offset [MHz] Channel [MHz] Channel [MHz] n RB  [RB Offset Enabled (dBm) (P:;:,r
CA_66C LTE B66 20 132572 1770.0 67036 2170.0 QPSK 50 o LTE B66 20 132374 1750.2 66838 2150.2 QPSK 50 50 18.13 18.22
CA_66B LTE B66 10 132622 1775.0 67086 2175.0 QPSK 25 0 LTE B66 10 132523 1765.1 66987 2165.1 QPSK 25 25 18.14 18.21
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9.3.8 LTE Band 25

Table 9-22
LTE Band 25 (PCS) Measured Pwmax — 20 MHz Bandwidth

LTE Band 25 (PCS)
20 MHz Bandwidth
Low Channel Mid Channel High Channel
f ; 26140 26365 26590 MPR Allowed per
Modulation | RB Size | RB Offset (1860.0 MHz) (1882.5 MHz) (1905.0 MHz) 3GPP [dB]p MPR [dB]
Conducted Power [dBm]
1 0 22.88 23.30 22.96 0
1 50 22.91 23.41 23.16 0 0
1 99 22.90 23.40 23.01 0
QPSK 50 0 22.06 22.41 22.28 1
50 25 22.18 22.42 22.41 0-1 1
50 50 22.13 22.48 22.34 1
100 0 22.08 22.33 22.28 1
1 0 22.21 22.26 22.43 1
1 50 22.26 22.49 22.52 0-1 1
1 99 22.27 22.33 22.35 1
16QAM 50 0 21.10 21.21 21.31 2
50 25 21.19 21.24 21.39 0-2 2
50 50 21.17 21.27 21.32 2
100 0 21.10 21.11 21.25 2
1 0 21.15 21.32 21.39 2
1 50 21.33 21.64 21.58 0-2 2
1 99 21.28 21.42 21.60 2
64QAM 50 0 20.06 20.15 20.25 3
50 25 20.18 20.26 20.31 0-3 3
50 50 20.11 20.22 20.31 3
100 0 20.06 20.09 20.25 3
1 0 17.69 17.80 17.92 5
1 50 18.32 18.44 18.57 5
1 99 18.08 18.11 18.25 5
256Q0AM 50 0 17.93 18.04 18.10 0-5 5
50 25 18.13 18.21 18.29 5
50 50 18.10 18.22 18.24 5
100 0 18.01 18.10 18.23 5
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Table 9-23
LTE Band 25 (PCS) Measured Pvimit for DSI = 1 (Phablet with grip sensor active) and/or DSI = 4 (Earjack
Active) - 20 MHz Bandwidth

LTE Band 25 (PCS)
20 MHz Bandwidth
Low Channel Mid Channel High Channel
. ’ 26140 26365 26590 MPR Allowed per
Modulation | RB Size | RB Offset (1860.0 MHz) (1882.5 MHz) (1905.0 MHz) 3GPP [dB]p R CE]
Conducted Power [dBm]
1 0 20.05 20.31 20.09 0
1 50 20.23 20.52 20.17 0 0
1 99 20.13 20.45 20.00 0
QPSK 50 0 20.06 20.20 20.22 0
50 25 20.20 20.26 20.34 0-1 0
50 50 20.17 20.35 20.25 0
100 0 20.04 20.13 20.19 0
1 0 20.25 20.44 20.38 0
1 50 20.39 20.44 20.76 0-1 0
1 99 20.29 20.33 20.38 0
16QAM 50 0 20.07 20.21 20.22 0
50 25 20.19 20.27 20.34 0-2 0
50 50 20.18 20.33 20.31 0
100 0 20.05 20.13 20.22 0
1 0 20.15 20.24 20.43 0
1 50 20.40 20.49 20.44 0-2 0
1 99 20.30 20.38 20.56 0
64QAM 50 0 20.09 20.27 20.21 0
50 25 20.20 20.29 20.33 0-3 0
50 50 20.19 20.31 20.30 0
100 0 20.11 20.19 20.25 0
1 0 17.71 17.88 17.84 2
1 50 18.49 18.58 18.42 2
1 99 18.20 18.22 18.11 2
256QAM 50 0 17.94 18.07 18.05 0-5 2
50 25 18.23 18.22 18.32 2
50 50 18.14 18.25 18.26 2
100 0 18.08 18.11 18.22 2
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Table 9-24
LTE Band 25 (PCS) Measured PLimit for DSI = 3 (Hotspot Mode) - 20 MHz Bandwidth

LTE Band 25 (PCS)
20 MHz Bandwidth
Low Channel Mid Channel High Channel
. . 26140 26365 26590 MPR Allowed per
Modulation | RB Size | RB Offset (1860.0 MH2) (1882.5 MHz) (1905.0 MHz) 3GPP [dB]p R CE]
Conducted Power [dBm]
1 0 18.14 18.32 17.97 0
1 50 18.21 18.50 18.25 0 0
1 99 18.26 18.37 18.03 0
QPSK 50 0 18.02 18.32 18.20 0
50 25 18.17 18.34 18.31 0-1 0
50 50 18.12 18.28 18.27 0
100 0 18.06 18.12 18.22 0
1 0 18.11 18.26 18.50 0
1 50 18.30 18.35 18.49 0-1 0
1 99 18.26 18.41 18.28 0
16QAM 50 0 18.02 18.22 18.20 0
50 25 18.19 18.26 18.34 0-2 0
50 50 18.13 18.33 18.29 0
100 0 18.03 18.12 18.20 0
1 0 18.20 18.35 18.35 0
1 50 18.33 18.45 18.38 0-2 0
1 99 18.35 18.32 18.43 0
64QAM 50 0 18.00 18.20 18.22 0
50 25 18.19 18.27 18.36 0-3 0
50 50 18.17 18.30 18.33 0
100 0 18.04 18.14 18.24 0
1 0 17.66 17.84 17.96 0
1 50 18.32 18.45 18.31 0
1 99 18.01 18.09 18.21 0
256QAM 50 0 17.88 18.05 18.10 0-5 0
50 25 18.12 18.27 18.34 0
50 50 18.12 18.27 18.29 0
100 0 18.04 18.12 18.23 0
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9.3.9 LTE Band 30

Table 9-25
LTE Band 30 Measured Pwmax — 10 MHz Bandwidth
LTE Band 30
10 MHz Bandwidth
Mid Channel
27710
Modulation | RBSize | RB Offset (2310.0 MHz) MPEGAF',B"E’;;]F’” MPR [dB]
Conducted Power
[dBm]

1 0 22.23 0

1 25 22.06 0 0

1 49 22.01 0

QPSK 25 0 21.00 1
25 12 21.12 0-1 1

25 25 21.04 1

50 0 20.99 1

1 0 21.31 1

1 25 21.23 0-1 1

1 49 21.20 1

16QAM 25 0 20.06 2
25 12 20.12 0-2 2

25 25 19.96 2

50 0 20.12 2

1 0 20.22 2

1 25 20.20 0-2 2

1 49 20.31 2

64QAM 25 0 19.02 3
25 12 19.07 0.3 3

25 25 19.00 3

50 0 19.02 3

1 0 16.99 5

1 25 17.22 5

1 49 16.85 5

256QAM 25 0 17.05 0-5 5
25 12 17.17 5

25 25 16.96 5

50 0 17.00 5
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Table 9-26
LTE Band 30 Measured PLimit for DSI = 3 (Hotspot Mode) - 10 MHz Bandwidth

LTE Band 30
10 MHz Bandwidth
Mid Channel
27710
Modulation RB Size RB Offset (2310.0 MHz) MPI;GAFI)ISVEISS]per MPR [dB]
Conducted Power
[dBm]

1 0 18.52 0

1 25 18.38 0 0

1 49 18.30 0

QPSK 25 0 18.41 0
25 12 18.38 01 0

25 25 18.30 0

50 0 18.28 0

1 0 18.50 0

1 25 18.51 0-1 0

1 49 18.39 0

16QAM 25 0 18.40 0
25 12 18.38 0-2 0

25 25 18.29 0

50 0 18.33 0

1 0 18.44 0

1 25 18.68 0-2 0

1 49 18.63 0

64QAM 25 0 18.39 0
25 12 18.36 0-3 0

25 25 18.28 0

50 0 18.32 0

1 0 17.30 1

1 25 17.82 1

1 49 17.22 1

256QAM 25 0 17.32 0-5 1
25 12 17.39 1

25 25 17.24 1

50 0 17.31 1
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Table 9-27
LTE Band 30 Measured PLimit for DSI =1 (Phablet with grip sensor active) and/or DSI = 4 (Earjack Active)
- 10 MHz Bandwidth

LTE Band 30
10 MHz Bandwidth
Mid Channel
27710
Modulation RB Size RB Offset (2310.0 MHz) MPEGA;ISVF:g]per MPR [dB]
Conducted Power
[dBm]

1 0 21.28 0

1 25 21.08 0 0

1 49 21.03 0

QPSK 25 0 21.04 0
25 12 21.05 01 0

25 25 20.94 0

50 0 20.97 0

1 0 21.30 0

1 25 21.26 0-1 0

1 49 21.35 0

16QAM 25 0 20.03 1
25 12 20.04 0-2 1

25 25 19.94 1

50 0 19.94 1

1 0 20.20 1

1 25 20.21 0-2 1

1 49 20.10 1

64QAM 25 0 19.00 2
25 12 19.03 0-3 2

25 25 18.94 2

50 0 18.92 2

1 0 16.99 4

1 25 17.22 4

1 49 16.85 4

256QAM 25 0 17.00 0-5 4
25 12 17.05 4

25 25 16.91 4

50 0 16.93 4
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9.3.10 LTEBand?7

Table 9-28
LTE Band 7 Measured Pwax— 20 MHz Bandwidth
LTE Band 7
20 MHz Bandwidth
Low Channel Mid Channel High Channel
. . 20850 21100 21350 MPR Allowed per
Modulation | RB Size | RB Offset (2510.0 MHz) (2535.0 MHz) (2560.0 MHz) 3GPP [dB] MPR [dB]
Conducted Power [dBm]
1 0 22.63 22.62 22.24 0
1 50 22.77 22.64 22.23 0 0
1 99 22.66 22.55 22.15 0
QPSK 50 0 21.58 21.49 21.44 1
50 25 21.64 21.56 21.46 01 1
50 50 21.58 21.49 21.53 1
100 0 21.51 21.47 21.34 1
1 0 21.61 21.57 21.79 1
1 50 21.77 21.58 21.68 0-1 1
1 99 21.64 21.40 21.57 1
16QAM 50 0 20.62 20.51 20.46 2
50 25 20.66 20.54 20.49 02 2
50 50 20.59 20.51 20.53 2
100 0 20.54 20.42 20.35 2
1 0 20.71 20.57 20.57 2
1 50 20.91 20.59 20.73 0-2 2
1 99 20.55 20.39 20.75 2
64QAM 50 0 19.62 19.49 19.44 3
50 25 19.63 19.56 19.49 03 3
50 50 19.59 19.49 19.49 3
100 0 19.54 19.42 19.35 3
1 0 17.34 17.51 17.41 5
1 50 17.92 17.69 17.72 5
1 99 17.37 17.46 17.25 5
256QAM 50 0 17.43 17.44 17.38 0-5 5
50 25 17.62 17.55 17.46 5
50 50 17.51 17.44 17.42 5
100 0 17.50 17.44 17.37 5
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Table 9-29
LTE Band 7 Measured Puimit for DSI = 1 (Phablet with grip sensor active), or DSI = 3 (Hotspot Mode) and/or
DSI = 4 (Earjack Active) - 20 MHz Bandwidth

LTE Band 7
20 MHz Bandwidth
Low Channel Mid Channel High Channel
. . 20850 21100 21350 MPR Allowed per
Modulation | RB Size | RB Offset (2510.0 MHz) (2535.0 MHz) (2560.0 MHz) 3GPP [dB]p SR el
Conducted Power [dBm]
1 0 19.56 19.21 19.44 0
1 50 10.47 19.25 19.35 0 0
1 99 19.40 19.42 19.54 0
QPSK 50 0 19.39 19.26 19.33 0
50 25 10.33 19.31 19.37 o1 0
50 50 19.45 19.30 19.42 0
100 0 19.37 19.20 19.28 0
1 0 19.70 19.38 19.53 0
1 50 19.62 19.53 19.75 0-1 0
1 99 19.57 19.53 19.61 0
160AM 50 0 19.39 19.31 19.46 0
50 25 19.41 19.30 19.39 0
50 50 19.36 19.27 19.45 0-2 0
100 0 19.32 19.25 19.26 0
1 0 19.60 19.39 19.50 0
1 50 19.57 19.38 19.56 0-2 0
1 99 10.44 19.36 19.61 0
640AM 50 0 19.41 19.32 19.33 0
50 25 19.41 19.35 19.36 03 0
50 50 19.38 19.29 19.41 0
100 0 19.36 19.25 19.30 0
1 0 17.28 17.15 17.33 2
1 50 1753 17.40 17.53 2
1 99 17.27 17.33 17.26 2
2560AM 50 0 17.30 17.23 17.30 0-5 2
50 25 17.41 17.35 17.41 2
50 50 17.35 17.29 17.39 2
100 0 17.31 17.25 17.29 2
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9.3.11 LTE Band 48
Table 9-30
LTE Band 48 Measured Pvimit for all DSI - 20 MHz Bandwidth
LTE Band 48
20 MHz Bandwidth
Low Channel Low-Mid Channel | Mid-High Channel High Channel
Modulation | RBSize | RB Offset 55340 55773 56207 56640 MpseAggV[ng]pef MPR [dB]
(3560.0 MHz) (3603.3 MHz) (3646.7 MHz) (3690.0 MHz)
Conducted Power [dBm]
1 0 18.62 18.66 18.94 18.61 0
1 50 18.68 18.76 19.13 18.66 0 0
1 99 18.64 18.77 18.92 18.58 0
QPSK 50 0 18.51 18.78 18.87 18.60 0
50 25 18.73 18.84 19.09 18.68 0-1 0
50 50 18.63 18.73 18.81 18.52 0
100 0 18.61 18.75 18.89 18.61 0
1 0 18.60 18.70 18.87 18.62 0
1 50 18.71 18.76 18.97 18.74 0-1 0
1 99 18.67 18.72 18.85 18.63 0
16QAM 50 0 18.54 18.77 18.83 18.61 0
50 25 18.74 18.84 18.98 18.69 0-2 0
50 50 18.67 18.73 18.80 18.54 0
100 0 18.63 18.78 18.90 18.63 0
1 0 18.71 18.82 19.03 18.73 0
1 50 18.80 18.87 19.05 18.75 0-2 0
1 99 18.77 18.84 18.97 18.74 0
64QAM 50 0 18.55 18.78 18.86 18.65 0
50 25 18.72 18.85 18.99 18.71 0-3 0
50 50 18.64 18.72 18.82 18.55 0
100 0 18.62 18.75 18.91 18.60 0
1 0 17.14 17.32 17.47 17.20 1
1 50 17.57 17.64 17.82 17.54 1
1 99 17.30 17.26 17.39 17.16 1
256QAM 50 0 17.44 17.68 17.76 17.52 0-5 1
50 25 17.61 17.75 17.90 17.63 1
50 50 17.55 17.62 17.72 17.47 1
100 0 17.51 17.65 17.81 17.54 1
Table 9-31
LTE Band 48 Uplink Carrier Aggregation Measured PLimit for all DSI - 20 MHz Bandwidth
PCC ScC Power
PCC PCC pec scc scc : LTE ?ingle
Combination | PCCBand | Bandwidth | (UL/DL) F::{g:lv Modulation Pci:w R:C;"l:';t SCC Band | Bandwidth SCé:h(x;‘/Zl) F:::g:lv Modulation [SCC UL# RB| scgf:’s::m "TET;‘Z::;:;::;;"'CA Ca;::"e:"
[MHz] Channel [MHz] [MHz] [MHz] (dBm)
CA_48C LTE B48 20 55340 | 3560.0 QpPsk 50 50 | LTEBA48 20 55538 3579.8 QPsk 50 0 18.80 18.63
CA_48C LTE B48 20 56207 3646.7 QPSK 50 0 LTE B48 20 56009 3626.9 QPSK 50 50 19.05 18.97
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9.3.12 LTE Band 41
Table 9-32
LTE Band 41 PC3 Measured Pwax — 20 MHz Bandwidth
LTE Band 41
20 MHz Bandwidth
Low Channel Low-Mid Channel Mid Channel Mid-High Channel High Channel
Modulation | RBSize | RB Offset 39750 40185 40620 41055 41490 ""P'; GAF',';WE" [ MPR [dB]
(2506.0 MHz) (2549.5 MHz) (2593.0 MHz) (2636.5 MHz) (2680.0 MHz) et
Conducted Power [dBm]
1 0 23.93 23.85 23.51 23.52 23.41 0
1 50 24.06 23.84 23.88 23.83 23.90 0 0
1 99 23.82 23.80 23.47 23.34 23.73 0
QPSK 50 0 22.81 22.82 22.79 22.79 22.75 1
50 25 22.95 22.81 22.94 22.89 22.93 0-1 1
50 50 22.91 22.91 22.87 22.81 22.92 1
100 0 22.84 22.72 22.79 22.87 22.84 1
1 0 22.74 22.81 22.62 22.48 22.49 1
1 50 22.78 22.61 22.71 22.96 22.96 0-1 1
1 99 22.76 22.75 22.56 22.41 22.67 1
16QAM 50 0 21.88 21.86 21.74 21.78 21.83 2
50 25 21.96 21.87 21.97 21.87 21.90 0-2 2
50 50 21.91 21.93 21.88 21.84 21.97 2
100 0 21.87 21.72 21.83 21.89 21.90 2
1 0 21.91 21.74 21.50 21.55 21.40 2
1 50 21.88 21.65 21.85 21.86 21.87 0-2 2
1 99 21.93 21.72 21.57 21.47 21.63 2
64QAM 50 0 20.93 20.76 20.74 20.76 20.76 3
50 25 20.96 20.76 20.93 20.92 20.97 0-3 3
50 50 20.93 20.84 20.87 20.70 20.97 3
100 0 20.88 20.69 20.84 20.85 20.95 3
1 0 18.56 18.41 18.46 18.58 18.41 5
1 50 19.15 18.96 18.75 19.03 19.07 5
1 99 18.88 18.71 18.68 18.60 18.95 5
256QAM 50 0 18.67 18.66 18.86 18.79 18.82 0-5 5
50 25 18.98 18.87 18.98 18.87 18.96 5
50 50 18.92 18.84 18.81 18.84 18.97 5
100 0 18.70 18.66 18.87 18.80 18.85 5
Table 9-33
LTE Band 41 PC2 Measured Pwax— 20 MHz Bandwidth
LTE Band 41
20 MHz Bandwidth
Low Channel Low-Mid Channel Mid Channel Mid-High Channel High Channel
Modulation | RBSize | RB Offset 39750 40185 40620 41055 41490 MPEGAggwj" [T MPR [dB]
(2506.0 MHz) (2549.5 MHz) (2593.0 MHz) (2636.5 MHz) (2680.0 MHz) [dB]
Conducted Power [dBm]
1 0 26.61 26.65 26.32 26.68 26.22 0
1 50 26.60 26.59 26.29 26.59 27.14 0 0
1 99 25.82 26.57 26.62 26.47 26.63 0
QPSK 50 0 25.43 25.41 25.35 25.35 25.40 1
50 25 25.44 25.49 25.52 25.47 25.57 0-1 1
50 50 25.38 25.50 25.48 25.37 25.51 1
100 0 25.30 25.34 25.40 25.41 25.44 1
Table 9-34
LTE Band 41 Uplink Carrier Aggregation Measured Pwmax
pcc scc Power
pcc pcc pec scc | scc | S¢¢ . LTE Single
Combination | PccBand | Bandwidth | (/L) | "Y®Y | modulation | PEC U | PCCUL | Band | Bandwidth | (uL/oL) | YPY | Modulation |scc uLs ra| SCC UL R |LTE Tx.Power with UL CA| Carrier Tx
[MHz] Channel Frequency RB  |RB Offset [MHz] | Channel Frequency Offset Enabled (dBm) Power
[MHz] [MHz] (dBm)
CA_41C LTE B41 20 39750 2506.0 QPSK 1 99 LTE B41 20 39948 2525.8 QPSK 1 0 23.74 23.82
pPcC scc Power
pcc scc LTE Single
Combination | PCCBand Ban:(;fidth (UT/:;L) (UL/0Y) | odutation | PEC UL | PECUL | e pang sanitfidth (ui‘/:;u (UL/PY) | o dutation [scc uLs pa| SCC UL RE |LTE Tx.Power with UL CA| Carrier Tx
[MHz] Channel Frequency RB RB Offset [MHz) Channel Frequency Offset Enabled (dBm) Power
[MHz] [MHz] (dBm)
CA_41C LTE B41 PC2 20 39750 2506.0 QPSK 1 99 LTE B41 PC2 20 39948 2525.8 QPSK 1 0 25.94 25.82
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Table 9-35
LTE Band 41 Measured PLimit for DSI = 1 (Phablet with grip sensor active) or DSI = 3 (Hotspot Mode),
and/or DSI = 4 (Earjack Active) - 20 MHz Bandwidth

LTE Band 41
20 MHz Bandwidth
Low Channel Low-Mid Channel Mid Channel Mid-High Channel High Channel
Modulation | RBSize | RB Offset 39750 40185 40620 41055 41490 MP':G‘L"S"[V:S]PB’ MPR [dB]
(2506.0 MHz) (2549.5 MHz) (2593.0 MHz) (2636.5 MHz) (2680.0 MHz)
Conducted Power [dBm]
1 0 21.84 21.87 21.64 21.64 21.46 0
1 50 21.86 21.89 22.01 21.99 21.85 0 0
1 99 21.85 21.85 21.67 21.54 21.82 0
QPSK 50 0 21.82 21.88 21.86 21.83 21.86 0
50 25 21.97 21.94 22.06 22.04 21.98 0-1 0
50 50 21.92 21.91 21.82 21.90 21.98 0
100 0 21.88 21.80 21.96 21.95 21.91 0
1 0 21.91 21.88 21.67 21.79 21.53 0
1 50 21.65 21.98 21.84 21.87 22.04 0-1 0
1 99 21.88 21.96 21.78 21.60 21.97 0
16QAM 50 0 21.79 21.77 21.78 21.84 21.70 0
50 25 21.87 21.78 21.96 21.91 21.92 0-2 0
50 50 21.87 21.76 21.88 21.83 21.94 0
100 0 21.81 21.68 21.82 21.85 21.83 0
1 0 21.92 21.81 21.58 21.42 21.46 0
1 50 21.85 21.75 21.96 21.91 21.81 0-2 0
1 99 22.02 21.73 21.51 21.47 21.68 0
640Q0AM 50 0 20.75 20.77 20.73 20.80 20.71 1
50 25 20.88 20.74 20.96 20.96 20.92 0-3 1
50 50 20.79 20.84 20.83 20.83 20.87 1
100 0 20.79 20.70 20.81 20.84 20.85 1
1 0 18.37 18.35 18.50 18.65 18.59 3
1 50 18.90 19.00 19.02 18.73 18.93 3
1 99 18.53 18.46 18.73 18.59 18.91 3
256QAM 50 0 18.68 18.62 18.72 18.81 18.75 0-5 3
50 25 18.86 18.71 18.97 18.93 18.87 3
50 50 18.79 18.68 18.85 18.79 18.90 3
100 0 18.76 18.69 18.81 18.81 18.79 3
Table 9-36

LTE Band 41 PC2 Measured PLimit for DSI = 1 (Phablet with grip sensor active) or DSI = 3 (Hotspot Mode),
and/or DSI = 4 (Earjack Active) - 20 MHz Bandwidth

LTE Band 41
20 MHz Bandwidth
Low Channel Low-Mid Channel Mid Channel Mid-High Channel High Channel
Modulation | RBSize | RB Offset 39750 40185 40620 41055 41490 MPRZed P | PR (aB]
(2506.0 MHz) (2549.5 MHz) (2593.0 MHz) (2636.5 MHz) (2680.0 MHz) [dB]
Conducted Power [dBm]

1 0 23.82 23.65 23.61 23.68 23.44 0
1 50 23.86 23.66 23.79 23.79 23.60 0 0
1 99 23.80 23.63 23.78 23.58 23.91 0
QPSK 50 0 23.57 23.59 23.56 23.59 23.55 0
50 25 23.66 23.61 23.79 23.75 23.69 0-1 0
50 50 23.65 23.63 23.65 23.61 23.66 0
100 0 23.53 23.48 23.68 23.67 23.61 0
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Table 9-37
LTE Band 41 Uplink Carrier Aggregation Measured PLimit for DSI = 1 (Phablet with grip sensor active) or
pot Mode), and/or DSI = 4 (Earjack Active) - 20 MHz Bandwidth

|_caaic | iteBar | 20 [ 3ors0 | 25060 | apsk | 1 | o9 [iremar| 20 | 39048 | 25258 | apsk | 1 [ o | 2153 | 2185 |

| _cagic | uremaipc2 | 20 | 39750 | 25060 | apsk | 1 | 99 | uresaipc2 | 20 [3998] 25258 [ aesk | 1 | o | 2370 | 2380 |

Wireless

Base Station Simulator «———RF Connector——»| )
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Figure 9-3
Power Measurement Setup
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9.4 NR Conducted Powers

Per October 2020 TCB Workshop Guidance, NR FR1 SAR evaluations are being generally based on adapting
the existing LTE SAR procedures (FCC KDB Publication 941225 D05v02r05). Therefore, NR SAR for the lower
bandwidths was not required for testing based on the measured output power and the reported NR SAR for the
highest bandwidth. Lower bandwidth conducted powers for all NR bands can be found in Appendix I.

Note: Some bands do not support non-overlapping channels. Per FCC Guidance, when a device supports
overlapping channel assignment in a channel bandwidth configuration, the middle channel of the group of
overlapping channels should be selected for testing.

94.1 NR Band n71
Table 9-38
NR Band n71 Measured Pwax for all DSI - 20 MHz Bandwidth
NR Band n71
20 MHz Bandwidth
Channel

136100 MPR
(680.5 MHz) Allowed per MPR
Modulation RB Size RB Offset 3GPP [dB]

Conducted [dB]

Power [dBm]
1 1 24.12 0.0
1 53 24.08 0 0.0
DFT-s-OFDM 510 184 ;:;i 0-0.5 8'2
/2 BPSK . . .

50 28 24.29 0 0.0
50 56 23.34 0.5

0-0.5
100 0 23.33 0.5
1 1 24.25 0.0
1 53 24.21 0 0.0
1 104 24.32 0.0

DFT-s-OFDM
OPSK 50 0 23.32 0-1 1.0
50 28 24.26 0 0.0
50 56 23.27 0-1 1.0
100 0 23.31 1.0
DFT-s-OFDM
160AM 1 1 23.54 0-1 1.0
CP-OFDM

OPSK 1 1 22.77 0-1.5 1.5
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942 NR Band n12

Table 9-39
NR Band n12 Measured Pwax for all DSI - 15 MHz Bandwidth
NR Band n12
15 MHz Bandwidth
Channel
141500 MPR
(707.5 MHz) Allowed per MPR
Modulation RB Size RB Offset ' 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 24.32 0.0
1 40 24.27 0 0.0
1 77 24.13 0.0
DFT-s-OFDM
/2 BPSK 36 0 23.82 0-0.5 0.5
36 22 24.26 0 0.0
36 43 23.81 0.5
75 0 23.77 0-05 0.5
1 1 24.26 0.0
1 40 24.20 0 0.0
1 77 24.07 .
DFT-s-OFDM 36 0 23 go 01 2 8
QPSK . .
36 22 24.22 0 0.0
36 43 23.25 0-1 1.0
75 0 23.29 1.0
DFT-s-OFDM
-1
160AM 1 1 23.62 0 1.0
CP-OFDM
QPSK 1 1 22.75 0-1.5 1.5
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9.4.3 NR Band n5

Table 9-40
NR Band n5 Measured Pwax for all DSI - 20 MHz Bandwidth
NR Band n5
20 MHz Bandwidth
Channel
167300 ERS
(836.5 MHz) Allowed per MPR
Modulation RB Size RB Offset ' 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 24.13 0.0
1 53 24.00 0 0.0
1 104 24. .
DFT-s-OFDM 50 8 23 gg 0-0.5 8 :
/2 BPSK : . .
50 28 24.13 0 0.0
50 56 23.35 0.5
100 0 23.33 0-05 0.5
1 1 24.22 0.0
1 53 24.02 0 0.0
1 104 23.90 0.0
DFT-s-OFDM
OPSK 50 0 23.30 0-1 1.0
50 28 24.20 0 0.0
50 56 23.11 0-1 1.0
100 0 23.17 1.0
DFT-s-OFDM
160AM 1 1 23.67 0-1 1.0
CP-OFDM
QPSK 1 1 22.73 0-1.5 1.5
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944 NR Band n66 Antenna A

Table 9-41
NR Band n66 Antenna A Measured Pwax - 40 MHz Bandwidth
NR Band n66
40 MHz Bandwidth
Channel
349000 ERS
(1745 MHz) Allowed per MPR
Modulation RB Size RB Offset 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 23.54 0.0
1 108 23.51 0 0.0
1 214 23.33 0.0
DFT-s-OFDM
/2 BPSK 108 0 22.60 0-0.5 0.5
108 54 23.57 0 0.0
108 108 22.63 0.5
216 0 22.60 0-05 0.5
1 1 23.65 0.0
1 108 23.61 0 0.0
1 214 23.4 .
DFT-s-OFDM 3.43 0.0
108 0 22.66 0-1 1.0
QPSK
108 54 23.60 0 0.0
108 108 22.68 0-1 1.0
216 0 22.62 1.0
DFT-s-OFDM
-1
160AM 1 1 22.47 0 1.0
CP-OFDM
QPSK 1 1 22.10 0-1.5 1.5

Approved by:
FCC ID A3LSMS908U SAR EVALUATION REPORT w

Quality Manager

Document S/N: Test Dates: DUT Type:
Page 70 of 185
1M2109090102-01(Rev 1).A3L |09/21/21 - 12/06/21 Portable Handset
© 2021 PCTEST. REV 21.4 M
09/11/2019
© 2021 PCTEST. All rights reserved. Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from PCTEST. If you have any questions about this international copyright or have an enquiry about obtaining additional rights to this report or assembly of contents

thereof, please contact INFO@PCTEST.COM


mailto:info@pctest.com

Table 9-42
NR Band n66 Antenna A Measured PLimit for DSI = 1 (Phablet with grip sensor active) and/or
DSI = 4 (Earjack Active) - 40 MHz Bandwidth

NR Band n66
40 MHz Bandwidth
Channel
349000 PR
Allowed per MPR
. . (1745 MHz)
Modulation RB Size RB Offset 3GPP [dB]
Conducted [dB]
Power [dBm]

1 1 19.96 0.0
1 108 19.93 0 0.0
1 214 19.78 0.0

DFT-s-OFDM
/2 BPSK 108 0 20.01 0-0.5 0.0
108 54 19.96 0 0.0
108 108 20.07 0.0
216 0 19.97 0-0.5 0.0
1 20.00 0.0
108 19.83 0 0.0
DFT-s-OFDM 1 214 19.70 0.0
108 0 19.98 0-1 0.0

QPSK

108 54 20.02 0 0.0
108 108 20.05 01 0.0
216 0 19.99 0.0

DFT-s-OFDM

. 0-1 .
16QAM 1 1 20.23 0.0
CP-OFDM

QPSK 1 1 19.92 0-1.5 0.0
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Table 9-43
NR Band n66 Antenna A Measured PLimit for DSI = 3 (Hotspot Mode) - 40 MHz Bandwidth

NR Band n66
40 MHz Bandwidth
Channel
349000 MPR
Allowed per MPR
: : (1745 MHz)
Modulation RB Size RB Offset 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 19.05 0.0
1 108 19.06 0 0.0
1 214 19.00 0.0
DFT-s-OFDM
/2 BPSK 108 0 19.07 0-0.5 0.0
108 54 19.08 0 0.0
108 108 19.18 0.0
0-0.5
216 0 19.03 0.0
1 1 19.11 0.0
1 108 19.03 0 0.0
1 214 18.98 0.0
DFT-s-OFDM
. 108 0 19.06 0-1 0.0
QPSK
108 54 19.09 0 0.0
108 108 19.17 01 0.0
216 0 19.10 0.0
DFT-s-OFDM
. -1 .
16QAM 1 1 19.31 0 0.0
CP-OFDM
QPSK 1 1 19.13 0-1.5 0.0
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945 NR Band n66 Antenna J

Table 9-44
NR Band n66 Antenna J Measured PLimit for DSI =0 (Body-worn, or Phablet with grip sensor inactive), or
DSI =1 (Phablet with grip sensor active), or DSI = 3 (Hotspot mode active) and/or DSI = 4 (Earjack Active) -
40 MHz Bandwidth

NR Band n66
40 MHz Bandwidth
Channel
349000 PR
Allowed per MPR
. . (1745 MHz)
Modulation RB Size RB Offset 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 18.55 0.0
1 108 18.84 0 0.0
DFT-s-OFDM 1 214 18.80 0.0
/2 BPSK 108 0 18.86 0-0.5 0.0
108 54 19.00 0 0.0
1 _ _
oo e 2922 0-0.5 0.0
216 0 18.99 0.0
1 1 18.67 0.0
1 108 18.93 0 0.0
1 214 18.97 0.0
DFT-s-OFDM
oo 108 0 18.84 0-1 0.0
QPSK
108 54 18.96 0 0.0
108 108 19.10 o1 0.0
216 0 18.95 0.0
DFT-s-OFDM
. 0-1 .
16QAM 1 1 18.57 0.0
CP-OFDM
QPSK 1 1 18.56 0-15 0.0
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Table 9-45
NR Band n66 Antenna J Measured PLimit for DSI = 2 (Head) - 40 MHz Bandwidth

NR Band n66
40 MHz Bandwidth
Channel
349000 PR
Allowed per MPR
. : (1745 MHz)
Modulation RB Size RB Offset 3GPP [dB]
Conducted [dB]
Power [dBm]

1 1 18.42 0.0
1 108 18.56 0 0.0
1 214 18.51 0.0

DFT-s-OFDM
/2 BPSK 108 0 18.47 0-05 0.0
108 54 18.66 0 0.0
108 108 18.69 0.0
216 0 18.59 0-0.5 0.0
1 1 18.21 0.0
1 108 18.40 0 0.0
DFT-s-OFDM 1 214 18.50 0.0
108 0 18.50 0-1 0.0

QPSK

108 54 18.59 0 0.0
108 108 18.70 01 0.0
216 0 18.49 0.0

DFT-s-OFDM

. 0-1 .
16QAM 1 1 18.62 0.0
CP-OFDM

QPSK 1 1 18.48 0-1.5 0.0
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9.4.6 NR Band n25 Antenna A

Table 9-46
NR Band n25 Antenna A Measured Pwax - 40 MHz Bandwidth
NR Band n25
40 MHz Bandwidth
Channel
376500 ERS
(1882.5 MHz) Allowed per MPR
Modulation RB Size RB Offset ' 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 23.66 0.0
1 108 23.64 0 0.0
1 214 23.45 0.0
DFT-s-OFDM
/2 BPSK 108 0 22.80 0-0.5 0.5
108 54 23.74 0 0.0
108 108 22.84 0.5
216 0 22.80 0-05 0.5
1 1 23.75 0.0
1 108 23.76 0 0.0
1 214 23. .
DFT-s-OFDM 3.56 0.0
108 0 22.90 0-1 1.0
QPSK
108 54 23.76 0 0.0
108 108 22.82 0-1 1.0
216 0 22.86 1.0
DFT-s-OFDM
-1
160AM 1 1 22.90 0 1.0
CP-OFDM
QPSK 1 1 22.30 0-1.5 1.5
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Table 9-47
NR Band n25 Antenna A Measured PLimit for DSI = 1 (Phablet with grip sensor active) and/or
DSI = 4 (Earjack Active) - 40 MHz Bandwidth

NR Band n25
40 MHz Bandwidth
Channel
376500 AP
(1882.5 MHz) | Allowed per ) MPR
Modulation RB Size RB Offset 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 20.69 0.0
1 108 20.78 0 0.0
1 214 20.61 0.0
DFT-s-OFDM
/2 BPSK 108 0 20.81 0-0.5 0.0
108 54 20.74 0 0.0
108 108 20.79 0.0
216 0 20.77 0-0.5 0.0
1 1 20.72 0.0
1 108 20.80 0 0.0
1 214 20.66 0.0
DFT-s-OFDM
" 108 0 20.79 0-1 0.0
QPSK
108 54 20.78 0 0.0
108 108 20.82 o1 0.0
216 0 20.79 0.0
DFT-s-OFDM
-1
16QAM 1 1 21.05 0 0.0
CP-OFDM
QPSK 1 1 20.66 0-1.5 0.0

Approved by:
FCC ID A3LSMS908U SAR EVALUATION REPORT w

Quality Manager

Document S/N: Test Dates: DUT Type:
Page 76 of 185
1M2109090102-01(Rev 1).A3L |09/21/21 - 12/06/21 Portable Handset
© 2021 PCTEST. REV 21.4 M
09/11/2019
© 2021 PCTEST. All rights reserved. Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and
microfilm, without permission in writing from PCTEST. If you have any questions about this international copyright or have an enquiry about obtaining additional rights to this report or assembly of contents

thereof, please contact INFO@PCTEST.COM


mailto:info@pctest.com

Table 9-48
NR Band n25 Antenna A Measured PLimit for DSI = 3 (Hotspot mode) - 40 MHz Bandwidth

NR Band n25
40 MHz Bandwidth
Channel
376500 MPR
_ _ (1882.5 MHz) Allowed per MPR
Modulation RB Size RB Offset 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 18.02 0.0
1 108 18.00 0 0.0
DFT-s-OFDM 1 214 17.92 0.0
/2 BPSK 108 0 18.15 0-0.5 0.0
108 54 18.10 0 0.0
108 108 18.08 0.0
216 0 18.08 0-05 0.0
1 1 18.11 0.0
1 108 18.00 0 0.0
DFET-S-OFDM 1 214 17.87 0.0
OPSK 108 0 18.16 0-1 0.0
108 54 18.05 0 0.0
108 108 18.07 0-1 0.0
216 0 18.10 0.0
DFT-s-OFDM
160AM 1 1 17.99 0-1 0.0
CP-OFDM
OPSK 1 1 18.09 0-1.5 0.0
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947 NR Band n25 Antenna J

Table 9-49
NR Band n25 Antenna J Measured PLimit for DSI = 0 (Body-worn, or Phablet with grip sensor inactive), or
DSI =1 (Phablet with grip sensor active), or DSI = 3 (Hotspot mode active) and/or DSI = 4 (Earjack Active) -
40 MHz Bandwidth

NR Band n25
40 MHz Bandwidth
Channel
376500 AR
(1882.5 MHz) Allowed per MPR
Modulation RB Size RB Offset 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 19.05 0.0
1 108 19.00 0 0.0
DFT-s-OFDM 1 214 19.18 0.0
/2 BPSK 108 0 19.09 0-0.5 0.0
108 54 19.13 0 0.0
1 _ _
- = 1921 0-0.5 0.0
216 0 19.18 0.0
1 1 19.02 0.0
1 108 18.89 0 0.0
1 214 19.07 0.0
DFT-s-OFDM
oS 108 0 19.05 0-1 0.0
QPSK
108 54 19.12 0 0.0
108 108 19.19 o1 0.0
216 0 19.06 0.0
DFT-s-OFDM
: 0-1 _
16QAM 1 1 19.31 0.0
CP-OFDM
QPSK 1 1 18.93 0-1.5 0.0
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Table 9-50
NR Band n25 Antenna J Measured PLimit for DSI = 2 (Head) - 40 MHz Bandwidth

NR Band n25
40 MHz Bandwidth
Channel
376500 WPl
(1882.5 MHz) Allowed per MPR
Modulation RB Size RB Offset 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 18.00 0.0
1 108 17.91 0 0.0
1 214 18.08 0.0
DFT-s-OFDM
n/2 BPSK 108 0 18.04 0-0.5 0.0
108 54 18.02 0 0.0
108 108 18.09 0.0
216 0 18.10 0-0.5 0.0
1 1 18.01 0.0
1 108 17.90 0 0.0
1 214 18.07 0.0
DFT-s-OFDM
. 108 0 17.98 0-1 0.0
QPSK
108 54 18.03 0 0.0
108 108 18.08 01 0.0
216 0 18.06 0.0
DFT-s-OFDM
. -1 .
16QAM 1 1 17.53 0 0.0
CP-OFDM
QPSK 1 1 17.90 0-1.5 0.0
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9.4.8 NR Band n30 Antenna A

Table 9-51
NR Band n30 Antenna A Measured Pwax - 10 MHz Bandwidth
NR Band n30
10 MHz Bandwidth
Channel
462000 ERS
(2310 MH2) Allowed per MPR
Modulation RB Size RB Offset 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 21.97 0.0
1 26 22.11 0 0.0
1 50 22.08 0.0
DFT-s-OFDM

/2 BPSK 25 0 21.67 0-0.5 0.5
25 14 22.22 0 0.0
25 27 21.70 0.5
50 0 21.69 0-05 0.5
1 1 21.98 0.0
1 26 22.01 0 0.0

1 21.57 .
DFT-s-OFDM 25 5o0 21 ig 01 2 8

QPSK . :
25 14 22.22 0 0.0
25 27 21.15 0-1 1.0
50 0 21.22 1.0

DFT-s-OFDM
-1
160AM 1 1 21.29 0 1.0
CP-OFDM

QPSK 1 1 20.51 0-1.5 1.5
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Table 9-52
NR Band n30 Measured PLimit for DSI = 1 (Phablet with Grip Sensor Active) and/or DSI = 4 (Earjack Active)
- 10 MHz Bandwidth

NR Band n30
10 MHz Bandwidth
Channel
462000 L
(2310 MHZ) Allowed per MPR
Modulation RB Size RB Offset 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 21.11 0.0
1 26 21.20 0 0.0
1 50 21.20 0.0
DFT-s-OFDM
/2 BPSK 25 0 21.21 0-0.5 0.0
25 14 21.17 0 0.0
25 27 21.20 0.0
50 0 21.26 0-05 0.0
1 1 21.08 0.0
1 26 21.16 0 0.0
1 50 21.14 0.0
DFT-s-OFDM
OPSK 25 0 21.18 0-1 0.0
25 14 21.17 0 0.0
25 27 21.19 01 0.0
50 0 21.15 0.0
DFT-s-OFDM
-1
160AM 1 1 21.33 0 0.0
CP-OFDM
OPSK 1 1 20.63 0-1.5 0.5
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Table 9-53
NR Band n30 Measured PLimit for DSI = 3 (Hotspot Mode) - 10 MHz Bandwidth

NR Band n30
10 MHz Bandwidth
Channel
462000 MPR
(2310 MHz) Allowed per MPR
Modulation RB Size RB Offset 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 18.61 0.0
1 26 18.68 0 0.0
1 50 18.69 0.0
DFT-s-OFDM
/2 BPSK 25 0 18.68 0-0.5 0.0
25 14 18.73 0 0.0
25 27 18.67 0.0
50 0 18.74 0-05 0.0
1 1 18.48 0.0
1 26 18.53 0 0.0
DFT-S-OFDM 1 50 18.59 0.0
OPSK 25 0 18.69 0-1 0.0
25 14 18.74 0 0.0
25 27 18.72 0-1 0.0
50 0 18.58 0.0
DFT-s-OFDM
: 0-1 :
160AM 1 1 18.90 0.0
CP-OFDM
OPSK 1 1 18.67 0-1.5 0.0
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94.1 NR Band n30 Antenna J

Table 9-54
NR Band n30 Antenna J Measured PLimit for all DSI - 40 MHz Bandwidth
NR Band n30
10 MHz Bandwidth
Channel
462000 ERS
(2310 MH2) Allowed per MPR
Modulation RB Size RB Offset 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 17.67 0.0
1 26 17.79 0 0.0
1 50 17.79 0.0
DFT-s-OFDM
/2 BPSK 25 0 17.83 0-0.5 0.0
25 14 17.88 0 0.0
25 27 17.84 0.0
50 0 17.87 0-05 0.0
1 1 17.66 0.0
1 26 17.81 0 0.0
1 17. .
DFT-s-OFDM 25 5o0 17 22 01 8 8
QPSK . :
25 14 17.93 0 0.0
25 27 17.87 0-1 0.0
50 0 17.80 0.0
DFT-s-OFDM
-1
160AM 1 1 18.15 0 0.0
CP-OFDM
QPSK 1 1 17.74 0-1.5 0.0
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94.1 NR Band n7 Antenna B

Table 9-55
NR Band n7 Antenna B Measured Pwax - 40 MHz Bandwidth
NR Band n7
40 MHz Bandwidth
Channel
507000 MPR
(2535 MHz) Allowed per MPR
Modulation RB Size RB Offset 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 23.02 0.0
1 108 22.91 0 0.0
1 214 22.92 0.0
DFT-s-OFDM
/2 BPSK 108 0 22.36 0-0.5 0.5
108 54 22.82 0 0.0
108 108 22.29 0.5
216 0 22.32 0-05 0.5
1 1 22.85 0.0
1 108 22.74 0 0.0
1 214 22. .
DFT-s-OFDM 80 0.0
108 0 21.78 0-1 1.0
QPSK
108 54 22.74 0 0.0
108 108 21.75 0-1 1.0
216 0 21.73 1.0
DFT-s-OFDM
-1
160AM 1 1 22.15 0 1.0
CP-OFDM
QPSK 1 1 21.39 0-1.5 1.5
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Table 9-56
NR Band n7 Antenna B Measured PLimit for DSI = 1 (Phablet with Grip Sensor Active), or DSI = 3 (Hotspot
Mode), and/or DSI = 4 (Earjack Active) - 40 MHz Bandwidth

NR Band n7
40 MHz Bandwidth
Channel
507000 L
(2535 MHz) Allowed per MPR
Modulation RB Size RB Offset 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 20.83 0.0
1 108 20.57 0 0.0
1 214 20.73 0.0
DFT-s-OFDM
/2 BPSK 108 0 20.78 0-0.5 0.0
108 54 20.73 0 0.0
108 108 20.67 0.0
216 0 20.75 0-0.5 0.0
1 1 20.74 0.0
1 108 20.49 0 0.0
1 214 20.53 0.0
DFT-s-OFDM T : = — 0.0
QPSK
108 54 20.75 0 0.0
108 108 20.74 01 0.0
216 0 20.73 0.0
DFT-s-OFDM
-1
16QAM 1 1 21.00 0 0.0
CP-OFDM
QPSK 1 1 20.77 0-1.5 0.0
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942 NR Band n41 Antenna J

Table 9-57
NR Band n41 Antenna J Measured PLimit for DSI = 0 (Body-worn, or Phablet with grip sensor inactive), or
DSI =1 (Phablet with grip sensor active), or DSI = 3 (Hotspot Mode), and/or DSI = 4 (Earjack Active)
- 100 MHz Bandwidth

NR Band n41
100 MHz Bandwidth
Channel
MPR
Sl Allowed per MPR
Modulation RB Size | RBOffset | (299299MH2) | 3gpp [dB]
Conducted [dB]
Power [dBm]

1 1 19.17 0.0
1 137 19.22 0 0.0
1 271 19.23 0.0

DFT-s-OFDM
n/2 BPSK 135 0 19.25 0-0.5 0.0
135 69 19.22 0 0.0
135 138 19.12 0.0.5 0.0
270 0 19.18 ' 0.0
1 1 19.30 0.0
1 137 19.22 0 0.0
DFT-s-OFDM 1 271 19.12 0.0
135 0 19.28 0-1 0.0

QPSK

135 69 19.22 0 0.0
135 138 19.11 o1 0.0
270 0 19.22 0.0

DFT-s-OFDM
16QAM 1 1 19.51 0-1 0.0

CP-OFDM

QPSK 1 1 19.20 0-1.5 0.0
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Table 9-58
NR Band n41 Antenna J Measured PLimit for DSI = 2 (Head) - 100 MHz Bandwidth

NR Band n41
100 MHz Bandwidth
Channel
MPR
SllERee Allowed per MPR
Modulation RB Size RB Offset (2592.99 MHz) 3GPP [dB]
Conducted [dB]
Power [dBm]
1 1 18.35 0.0
1 137 18.27 0 0.0
1 271 18.20 0.0
DFT-s-OFDM
/2 BPSK 135 0 18.36 0-0.5 0.0
135 69 18.28 0 0.0
135 138 18.15 0.0.5 0.0
270 0 18.25 0.0
1 1 18.40 0.0
1 137 18.30 0 0.0
o 1 271 18.23 0.0
DFT(_QSI;SEDM 135 0 18.38 0-1 00
135 69 18.28 0 0.0
135 138 18.17 o1 0.0
270 0 18.31 0.0
DFT-s-OFDM
160AM 1 1 18.33 0-1 0.0
CP-OFDM
QPSK 1 1 18.38 0-1.5 0.0
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9.4.3 NR Band n41 Antenna D, E, B

Table 9-59
NR Band n41 Antenna D, E, B Measured PLimitfor all DSI — 100 MHz Bandwidth
NR Band n41
100 MHz Bandwidth
Channel
518598
Antenna (2592.99 MHz)
Conducted Power [dBm]
SRS #2 Ant D 15.63
SRS #3 Ant E 14.51
SRS #4 Ant B 17.05

944 NR Band n77 DoD Antenna F

Table 9-60
NR Band n77 DoD Measured PLimit for all DSI - 100 MHz Bandwidth
NR Band n77
100 MHz Bandwidth
Channel
633334 MPR
. . (3500.01 MH2) Allowed per MPR
Modulation RB Size RB Offset 3GPP [dB]
[dB]
Conducted
Power [dBm]

1 1 17.27 0.0
1 137 17.24 0 0.0
OFTs OFOM | —5e——¢ Fi | 505 | o9

/2 BPSK . -
135 69 17.23 0 0.0
135 138 17.21 0-0.5 0.0
270 0 17.25 0.0
1 1 17.20 0.0
1 137 17.07 0 0.0
DFT-s-OFDM 1 271 17.32 0.0
QPSK 135 0 17.13 0-1 0.0
135 69 17.23 0 0.0
135 138 17.24 0-1 0.0
270 0 17.23 0.0

DFT-s-OFDM
160AM 1 1 17.36 0-1 0.0
CP-OFDM

OPSK 1 1 17.23 0-1.5 0.0
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94.1 NR Band n77 DoD Antenna l, D, C

Table 9-61
NR Band n77 DoD Measured PLimit for all DSI - 100 MHz Bandwidth
NR Band n77
100 MHz Bandwidth
Channel
633334
(3500.01 MHz)
Antenna
Conducted
Power [dBm]
SRS #2 Ant | 16.30
SRS #3 Ant D 10.61
SRS #4 Ant C 11.71

941 NR Band n77 C-Band Antenna F

Table 9-62
NR Band n77 DoD Measured Puimit for all DSI - 100 MHz Bandwidth
NR Band n77
100 MHz Bandwidth
Channel VPR
650000 662000 Allowed per MPR
Modulation RB Size RB Offset (3750 MHz) (3930 MHz) 3GPP [dB]
Conducted Power [dBm] [dB]
1 17.05 16.98 0.0
1 137 17.40 17.45 0 0.0
1 271 16.80 17.21 0.0
DFT"s-OFDM 135 0 17.45 17.19 0-0.5 0.0
/2 BPSK - - . -
135 69 17.27 17.35 0 0.0
135 138 17.00 17.33 0-05 0.0
270 0 17.09 17.19 ' 0.0
1 17.00 16.91 0.0
1 137 17.35 17.36 0 0.0
DFT-5-OFDM 1 271 16.80 17.15 0.0
135 0 17.40 17.20 0-1 0.0
QPSK
135 69 17.25 17.33 0 0.0
135 138 17.01 17.41 0-1 0.0
270 0 17.11 17.29 0.0
DFT-s-OFDM
160AM 1 1 17.13 17.00 0-1 0.0
CP-OFDM
OPSK 1 1 17.03 17.04 0-1.5 0.0
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941 NR Band n77 C-Band Antenna |, D, C
Table 9-63
NR Band n77 C-Band Measured PLimit for all DSI - 100 MHz Bandwidth
NR Band n77
100 MHz Bandwidth
Channel
650000 662000
Antenna (3750 MHz) (3930 MHz)
Conducted Power [dBm]
SRS #2 Ant | 16.53 17.56
SRS #3 Ant D 10.65 9.70
SRS #4 Ant C 10.80 10.73

Wireless

Base Station Simulator f«———RF Connector———»| )
Device

Figure 9-4
Power Measurement Setup — NR FDD

PC — Wireless Device — Signal Analyzer

Figure 9-5
Power Measurement Setup — NR TDD
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9.5 WLAN Conducted Powers

Table 9-64
2.4 GHz WLAN Maximum Average RF Power — Ant 1

2.4GHz Conducted Power [dBm]
IEEE Transmission Mode

Freq [MHz] Channel 802.11b

Average
2412 1 20.48
2437 6 20.41
2462 11 20.23

Table 9-65

2.4 GHz WLAN Maximum Average RF Power — Ant 2

2.4GHz Conducted Power [dBm]

IEEE Transmission Mode
Freq [MHz] Channel 802.11b
Average
2412 1 20.49
2437 6 19.76
2462 11 19.98
Table 9-66

2.4 GHz WLAN Maximum Average RF Power — MIMO

2.4 GHz WLAN Reduced Average RF Power with RCV Active — Ant 1

2.4GHz 802.11n Conducted Power [dBm]

Freq [MHz] Channel ANT1 ANT2 MIMO
2412 1 16.06 15.78 18.94
2417 2 18.27 17.88 21.09
2437 6 18.17 18.41 21.30
2457 10 17.88 18.13 21.02
2462 11 15.96 16.51 19.26

Table 9-67

2.4GHz Conducted Power [dBm]
IEEE Transmission Mode
Freq [MHz] Channel 802.11b
Average
2412 1 16.86
2437 6 16.51
2462 11 16.44
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Table 9-68
2.4 GHz WLAN Reduced Average RF Power with RCV Active — Ant 2

2.4GHz Conducted Power [dBm]
IEEE Transmission Mode

Freq [MHz] Channel 802.11b

Average
2412 1 16.99
2437 6 16.20
2462 11 16.33

Table 9-69

2.4 GHz WLAN Reduced Average RF Power with RCV Active or During Conditions with 5G NR and/or
5/6 GHz WLAN — MIMO

2.4GHz 802.11n Conducted Power [dBm]

Freq [MHz] Channel ANT1 ANT2 MIMO
2412 1 16.06 15.78 18.94
2417 2 15.97 16.51 19.26
2437 6 16.52 16.30 19.42
2457 10 16.15 16.05 19.11
2462 11 15.96 16.51 19.26

Table 9-70

2.4 GHz WLAN Reduced Average RF Powers During Conditions with 5/6 GHz WLAN and/or 5G NR with
RCV Active - MIMO

2.4GHz 802.11n Conducted Power [dBm]

Freq [MHz] Channel ANT1 ANT2 MIMO
2412 1 13.91 13.52 16.73
2437 6 13.56 13.21 16.40
2462 11 13.54 13.46 16.51

Table 9-71

5 GHz WLAN Maximum Average RF Power — MIMO

5GHz (80MHz) 802.11ac Conducted Power [dBm]

Freq [MHZz] Channel ANT1 ANT2 MIMO
5210 42 14.34 14.49 17.43
5290 58 15.46 15.44 18.46
5530 106 14.71 14.85 17.79
5610 122 14.92 14.57 17.76
5690 138 15.24 15.21 18.24
5775 155 14.67 14.93 17.81
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Table 9-72
5 GHz WLAN Reduced Average RF Power with RCV Active or During Conditions with 5G FR1 NR and/or
2.4 GHz WLAN - MIMO

5GHz (80MHz) 802.11ac Conducted Power [dBm]

Freq [MHZ] Channel ANT1 ANT2 MIMO
5210 42 13.97 13.88 16.94
5290 58 13.72 13.75 16.75
5530 106 13.43 13.77 16.61
5610 122 13.77 13.92 16.86
5690 138 13.51 13.72 16.63
5775 155 13.61 13.74 16.69
5855 171 13.49 13.83 16.67

Table 9-73

5 GHz WLAN Reduced Average RF Power During Conditions with 5G FR2 NR

5GHz (80MHz) 802.11ac Conducted Power [dBm]

Freq [MHz] Channel ANT1 ANT2 MIMO
5210 42 11.34 11.64 14.50
5290 58 11.52 11.83 14.69
5530 106 11.62 11.79 14.72
5610 122 11.88 11.59 14.75
5690 138 11.52 11.38 14.46
5775 155 11.61 11.27 14.45
5855 171 11.55 11.87 14.72

Justification for test configurations for WLAN per KDB Publication 248227 D01v02r02:

e Power measurements were performed for the transmission mode configuration with the highest maximum
output power specified for production units.

e For transmission modes with the same maximum output power specification, powers were measured for
the largest channel bandwidth, lowest order modulation and lowest data rate.

e For transmission modes with identical maximum specified output power, channel bandwidth, modulation
and data rates, power measurements were required for all identical configurations.

e For each transmission mode configuration, powers were measured for the highest and lowest channels;
and at the mid-band channel(s) when there were at least 3 channels supported. For configurations with
multiple mid-band channels, due to an even number of channels, both channels were measured.

Wireless Device [— Power Sensor [— Power Meter

Figure 9-6
Power Measurement Setup
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9.6 Bluetooth Conducted Powers

Table 9-74
Bluetooth Maximum Average RF Power— Antenna 1
Avg Conducted
Frequency | Data Rate | Power Channel Power

[MHZz] [Mbps] Scheme No. [dBm] [mW]
2402 1.0 ePA 0 17.11 51.428
2441 1.0 ePA 39 17.47 55.898
2480 1.0 ePA 78 16.73 47.130
2402 1.0 iPA 0 12.13 16.334
2441 1.0 iPA 39 12.63 18.302
2480 1.0 iPA 78 12.17 16.497
2402 2.0 ePA 0 18.00 63.023
2441 2.0 ePA 39 17.73 59.252
2480 2.0 ePA 78 17.14 51.785
2402 2.0 iPA 0 9.49 8.883
2441 2.0 iPA 39 9.75 9.446
2480 2.0 iPA 78 9.16 8.248
2402 3.0 ePA 0 17.81 60.353
2441 3.0 ePA 39 17.69 58.749
2480 3.0 ePA 78 17.15 51.904
2402 3.0 iPA 0 9.49 8.883
2441 3.0 iPA 39 9.86 9.676
2480 3.0 iPA 78 9.00 7.946
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Table 9-75
Bluetooth Maximum Average RF Power— Antenna 2

Avg Conducted
Frequency | Data Rate | Power Channel Power
[MHZz] [Mbps] Scheme No. [dBm] [MW]
2402 1.0 ePA 0 16.57 45.373
2441 1.0 ePA 39 16.73 47.044
2480 1.0 ePA 78 16.57 45.384
2402 1.0 iPA 0 10.67 11.660
2441 1.0 iPA 39 10.97 12.491
2480 1.0 iPA 78 10.81 12.036
2402 2.0 ePA 0 16.71 46.925
2441 2.0 ePA 39 16.51 44.802
2480 2.0 ePA 78 16.62 45.867
2402 2.0 iPA 0 8.33 6.800
2441 2.0 iPA 39 8.77 7.535
2480 2.0 iPA 78 8.31 6.775
2402 3.0 ePA 0 16.74 47.152
2441 3.0 ePA 39 16.53 45.009
2480 3.0 ePA 78 16.64 46.132
2402 3.0 iPA 0 8.39 6.896
2441 3.0 iPA 39 8.84 7.649
2480 3.0 iPA 78 8.32 6.788
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Table 9-76
Bluetooth Maximum Average RF Power — MIMO

Avg Conducted Avg Conducted Avg Conducted
Frequency | Data Rate | Power Channel Loiel AL L R e v
BT [Mops] | Scheme | No. | rymm | [mw] | [dBm] | [mw] | [dBm] | [mw]
2402 1.0 iPA 0 12.33 17.096 9.96 9.920 14.32 27.040
2441 1.0 iPA 39 12.44 17.535 10.08 10.186 14.43 27.733
2480 1.0 iPA 78 12.10 16.214 9.65 9.224 14.05 25.410
2402 2.0 iPA 0 10.24 10.575 8.09 6.435 12.31 17.022
2441 2.0 iPA 39 10.63 11.553 9.00 7.935 12.90 19.498
2480 2.0 iPA 78 10.26 10.624 8.05 6.378 12.31 17.022
2402 3.0 iPA 0 10.55 11.340 7.58 5.724 12.32 17.061
2441 3.0 iPA 39 10.75 11.890 8.50 7.084 12.78 18.967
2480 3.0 iPA 78 10.18 10.411 7.50 5.626 12.05 16.032

Table 9-77
Bluetooth Reduced Average RF Power (RCV Active) — Antenna 1
Avg Conducted

Frequency | Data Rate Mod Power Channel Power
[MHZz] [Mbps] Scheme No. [dBm] [mW]
2402 1.0 GFSK ePA 0 13.82 24.099
2441 1.0 GFSK ePA 39 14.72 29.648
2480 1.0 GFSK ePA 78 13.74 23.659
Table 9-78
Bluetooth Reduced Average RF Power (RCV Active) — Antenna 2
Avg Conducted
Frequency | Data Rate Mod Power Channel Power
[MHZz] [Mbps] Scheme No. [dBm] [mW]
2402 1.0 GFSK ePA 0 14.29 26.853
2441 1.0 GFSK ePA 39 14.01 25.177
2480 1.0 GFSK ePA 78 14.19 26.242
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Figure 9-7
Bluetooth Antenna 1 Transmission Plot

e Keysight Spectrum Analyzer - Swept SA
L RF | 50¢

) Q AC | CORREC | | SENSE:INT| [11:55:40 AM Oct 08, 2021
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Equation 9-1
Bluetooth Antenna 1 Duty Cycle Calculation

Pulse Width 2.887ms
* 100% *100% = 77.0%

Duty Cycle = Period 10 - 3.751ms
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Figure 9-8
Bluetooth Antenna 2 Transmission Plot

e Keysight Spectrum Analyzer - Swept SA
L
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Equation 9-2
Bluetooth Antenna 2 Duty Cycle Calculation

Pulse Width 2.887ms

Duty Cycle = —— "0, 100% = ==, 100% = 77.09
uty tycte Period  100% =30t o= %
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10 SYSTEM VERIFICATION

10.1 Tissue Verification

Table 10-1
Measured Head Tissue Properties

Calibrated for Tissue Temp Measured Measured Measured TARGET TARGET
Tests Performed | Tissue Type | During Calibration | Frequency | Conductivity, Dielectric Conductivity, Dielectric % devo | %deve
on: (c) (MHz) o (S/m) Constant, £ o (S/m) Constant, €

700 0.896 42.882 0.889 42.201 0.79% 1.61%

710 0.899 42.838 0.890 42.149 1.01% 1.63%

725 0.904 42.775 0.891 42.071 1.46% 1.67%

10/07/2021 750 Head 213 750 0.913 42.687 0.894 41.942 2.13% 1.78%
770 0.920 42.632 0.895 41.838 2.79% 1.90%

785 0.926 42.595 0.896 41.760 3.35% 2.00%

800 0.931 42.559 0.897 41.682 3.79% 2.10%

680 0.895 40.843 0.888 42.305 0.79% -3.46%

695 0.899 40.794 0.889 42.227 1.12% -3.39%

700 0.901 40.773 0.889 42.201 1.35% -3.38%

710 0.904 40.735 0.890 42.149 1.57% -3.35%

10/12/2021 750 Head 21.8 725 0.908 40.673 0.891 42.071 1.91% -3.32%
750 0.915 40.566 0.894 41.942 2.35% -3.28%

770 0.921 40.487 0.895 41.838 2.91% -3.23%

785 0.925 40.429 0.896 41.760 3.24% -3.19%

800 0.930 40.375 0.897 41.682 3.68% -3.14%

680 0.898 41.035 0.888 42.305 1.13% -3.00%

695 0.903 40.984 0.889 42.227 1.57% -2.94%

700 0.905 40.970 0.889 42.201 1.80% -2.92%

710 0.908 40.939 0.890 42.149 2.02% -2.87%

10/14/2021 750 Head 22.4 725 0.914 40.900 0.891 42.071 2.58% -2.78%
750 0.922 40.831 0.894 41.942 3.13% -2.65%

770 0.929 40.772 0.895 41.838 3.80% -2.55%

785 0.934 40.722 0.896 41.760 4.24% -2.49%

800 0.939 40.678 0.897 41.682 4.68% -2.41%

815 0.875 40.509 0.898 41.594 -2.56% -2.61%

0012312021 835 Head 204 820 0.879 40.450 0.899 41.578 -2.22% -2.71%
835 0.894 40.280 0.900 41.500 -0.67% -2.94%

850 0.910 40.107 0.916 41.500 -0.66% -3.36%

815 0.921 43.270 0.898 41.594 2.56% 4.03%

09/27/2021 835 Head 193 820 0.923 43.258 0.899 41.578 2.67% 4.04%
835 0.929 43.210 0.900 41.500 3.22% 4.12%

850 0.935 43.157 0.916 41.500 2.07% 3.99%

815 0.931 41.371 0.898 41.594 3.67% -0.54%

09/30/2021 835 Head 220 820 0.933 41.360 0.899 41.578 3.78% -0.52%
835 0.939 41.329 0.900 41.500 4.33% -0.41%

850 0.945 41.297 0.916 41.500 3.17% -0.49%

815 0.912 40.417 0.898 41.594 1.56% -2.83%

10/18/2021 835 Head 210 820 0.914 40.404 0.899 41.578 1.67% -2.82%
835 0.920 40.363 0.900 41.500 2.22% -2.74%

850 0.926 40.317 0.916 41.500 1.09% -2.85%

1710 1.357 39.766 1.348 40.142 0.67% -0.94%

1720 1.363 39.756 1.354 40.126 0.66% -0.92%

10/06/2021 1750 Head 216 1745 1.378 39.728 1.368 40.087 0.73% -0.90%
1750 1.381 39.723 1.371 40.079 0.73% -0.89%

1770 1.393 39.694 1.383 40.047 0.72% -0.88%

1790 1.406 39.662 1.394 40.016 0.86% -0.88%

1710 1.301 39.145 1.348 40.142 -3.49% -2.48%

1720 1.312 39.099 1.354 40.126 -3.10% -2.56%

10/21/2021 1750 Head 19.7 1745 1.339 38.982 1.368 40.087 -2.12% -2.76%
1750 1.344 38.959 1.371 40.079 -1.97% -2.79%

1770 1.365 38.861 1.383 40.047 -1.30% -2.96%

1790 1.387 38.759 1.394 40.016 -0.50% -3.14%

1710 1.380 40.909 1.348 40.142 2.37% 1.91%

1720 1.391 40.861 1.354 40.126 2.73% 1.83%

10/26/2021 1750 Head 218 1745 1.416 40.742 1.368 40.087 3.51% 1.63%
1750 1.421 40.719 1.371 40.079 3.65% 1.60%

1770 1.441 40.623 1.383 40.047 4.19% 1.44%

1790 1.460 40.526 1.394 40.016 4.73% 1.27%

1850 1.389 38.891 1.400 40.000 -0.79% -2.771%

1860 1.399 38.846 1.400 40.000 -0.07% -2.89%

1011212021 1900 Head 223 1880 1.420 38.758 1.400 40.000 1.43% -3.10%
1900 1.440 38.671 1.400 40.000 2.86% -3.32%

1905 1.446 38.649 1.400 40.000 3.29% -3.38%

1910 1.451 38.626 1.400 40.000 3.64% -3.44%

1850 1.406 38.963 1.400 40.000 0.43% -2.59%

1860 1.416 38.921 1.400 40.000 1.14% -2.70%

101202021 1900 Head 226 1880 1.436 38.840 1.400 40.000 2.57% -2.90%
1900 1.456 38.760 1.400 40.000 4.00% -3.10%

1905 1.461 38.739 1.400 40.000 4.36% -3.15%

1910 1.466 38.719 1.400 40.000 4.71% -3.20%
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Table 10-2
Measured Head Tissue Properties (Cont.)

Calibrated for Tissue Temp Measured Measured Measured TARGET TARGET
Tests Performed | Tissue Type | During Calibration | Frequency Conductivity, Dielectric Conductivity, Dielectric %devo | %deve
on: (‘c) (MHz) o (S/m) Constant, & o (S/m) Constant, &

2400 1.799 38.906 1.756 39.289 2.45% -0.97%

2450 1.858 38.693 1.800 39.200 3.22% -1.29%

2480 1.892 38.574 1.833 39.162 3.22% -1.50%

2500 1.915 38.496 1.855 39.136 3.23% -1.64%

2510 1.926 38.453 1.866 39.123 3.22% -1.71%

1012012021 2450 Head 248 2535 1.955 38.341 1.893 39.092 3.28% -1.92%
2550 1.974 38.274 1.909 39.073 3.40% -2.04%

2560 1.986 38.229 1.920 39.060 3.44% -2.13%

2600 2.032 38.073 1.964 39.009 3.46% -2.40%

2650 2.088 37.848 2.018 38.945 3.47% -2.82%

2680 2.124 37.724 2.051 38.907 3.56% -3.04%

2700 2.146 37.658 2.073 38.882 3.52% -3.15%

2400 1.787 38.447 1.756 39.289 1.77% -2.14%

2450 1.843 38.225 1.800 39.200 2.39% -2.49%

2480 1.874 38.143 1.833 39.162 2.24% -2.60%

2500 1.894 38.053 1.855 39.136 2.10% -2.77%

2510 1.905 38.004 1.866 39.123 2.09% -2.86%

10/24/2021 2450 Head 27 2535 1.933 37.886 1.893 39.092 2.11% -3.09%
2550 1.951 37.836 1.909 39.073 2.20% -3.17%

2560 1.962 37.808 1.920 39.060 2.19% -3.21%

2600 2.004 37.685 1.964 39.009 2.04% -3.39%

2650 2.061 37.460 2.018 38.945 2.13% -3.81%

2680 2.095 37.375 2.051 38.907 2.15% -3.94%

2700 2.116 37.312 2.073 38.882 2.07% -4.04%

2300 1.683 40.133 1.670 39.500 0.78% 1.60%

2310 1.695 40.094 1.679 39.480 0.95% 1.56%

2320 1.707 40.053 1.687 39.460 1.19% 1.50%

2400 1.802 39.735 1.756 39.289 2.62% 1.14%

2450 1.861 39.534 1.800 39.200 3.39% 0.85%

2480 1.896 39.417 1.833 39.162 3.44% 0.65%

2500 1.919 39.337 1.855 39.136 3.45% 0.51%

10/24/2021 2450 Head 24.9 2510 1.930 39.295 1.866 39.123 3.43% 0.44%
2535 1.961 39.193 1.893 39.092 3.59% 0.26%

2550 1.979 39.135 1.909 39.073 3.67% 0.16%

2560 1.991 39.097 1.920 39.060 3.70% 0.09%

2600 2.037 38.946 1.964 39.009 3.72% -0.16%

2650 2.096 38.752 2.018 38.945 3.87% -0.50%

2680 2.131 38.640 2.051 38.907 3.90% -0.69%

2700 2.154 38.568 2.073 38.882 3.91% -0.81%

2300 1.640 40.737 1.670 39.500 -1.80% 3.13%

2310 1.652 40.696 1.679 39.480 -1.61% 3.08%

2320 1.664 40.658 1.687 39.460 -1.36% 3.04%

2400 1.755 40.353 1.756 39.289 -0.06% 2.71%

2450 1.813 40.171 1.800 39.200 0.72% 2.48%

2480 1.847 40.067 1.833 39.162 0.76% 2.31%

2500 1.870 39.994 1.855 39.136 0.81% 2.19%

10/27/2021 2450 Head 23.8 2510 1.882 39.955 1.866 39.123 0.86% 2.13%
2535 1.913 39.858 1.893 39.092 1.06% 1.96%

2550 1.932 39.807 1.909 39.073 1.20% 1.88%

2560 1.944 39.772 1.920 39.060 1.25% 1.82%

2600 1.993 39.621 1.964 39.009 1.48% 1.57%

2650 2.054 39.425 2.018 38.945 1.78% 1.23%

2680 2.090 39.315 2.051 38.907 1.90% 1.05%

2700 2.114 39.240 2.073 38.882 1.98% 0.92%

2400 1.797 37.890 1.756 39.289 2.33% -3.56%

2450 1.833 37.835 1.800 39.200 1.83% -3.48%

2480 1.854 37.787 1.833 39.162 1.15% -3.51%

2500 1.868 37.753 1.855 39.136 0.70% -3.53%

2510 1.876 37.737 1.866 39.123 0.54% -3.54%

10/31/2021 2450 Head 214 2535 1.897 37.700 1.893 39.092 0.21% -3.56%
2550 1.909 37.683 1.909 39.073 0.00% -3.56%

2560 1.916 37.675 1.920 39.060 -0.21% -3.55%

2600 1.944 37.603 1.964 39.009 -1.02% -3.60%

2650 1.987 37.514 2.018 38.945 -1.54% -3.67%

2680 2.008 37.485 2.051 38.907 -2.10% -3.65%

2700 2.022 37.440 2.073 38.882 -2.46% -3.71%

2400 1.838 39.634 1.756 39.289 4.67% 0.88%

2450 1.879 39.559 1.800 39.200 4.39% 0.92%

2480 1.901 39.518 1.833 39.162 3.71% 0.91%

2500 1.915 39.480 1.855 39.136 3.23% 0.88%

2510 1.923 39.458 1.866 39.123 3.05% 0.86%

11/09/2021 2450 Head 221 2535 1.945 39.408 1.893 39.092 2.75% 0.81%
2550 1.958 39.385 1.909 39.073 2.57% 0.80%

2560 1.966 39.371 1.920 39.060 2.40% 0.80%

2600 1.998 39.307 1.964 39.009 1.73% 0.76%

2650 2.039 39.205 2.018 38.945 1.04% 0.67%

2680 2.064 39.173 2.051 38.907 0.63% 0.68%

2700 2.082 39.095 2.073 38.882 0.43% 0.55%
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Table 10-3

Measured Head Tissue Properties (Cont.)

Calibrated for Tissue Temp Measured Measured Measured TARGET TARGET
Tests Performed | Tissue Type | During Calibration | Frequency Conductivity, Dielectric Conductivity, Dielectric % deva | %deve
on: (°Cc) (MHz) o (S/m) Constant, € o (S/m) Constant, €

3300 2.627 39.783 2.708 38.157 -2.99% 4.26%

3350 2.673 39.682 2.759 38.100 -3.12% 4.15%

3450 2.765 39.515 2.861 37.986 -3.36% 4.03%

3500 2.811 39.424 2.913 37.929 -3.50% 3.94%

3550 2.859 39.329 2.964 37.871 -3.54% 3.85%

3560 2.868 39.310 2.974 37.860 -3.56% 3.83%

3600 2.904 39.237 3.015 37.814 -3.68% 3.76%

10/20/2021 3600 Head 20.9 3650 2.956 39.152 3.066 37.757 -3.59% 3.69%
3690 2.990 39.099 3.107 37.711 -3.77% 3.68%

3700 2.998 39.080 3.117 37.700 -3.82% 3.66%

3750 3.051 38.998 3.169 37.643 -3.72% 3.60%

3900 3.200 38.759 3.323 37.471 -3.70% 3.44%

3930 3.230 38.705 3.353 37.437 -3.67% 3.39%

4100 3.406 38.445 3.528 37.243 -3.46% 3.23%

4150 3.464 38.352 3.579 37.186 -3.21% 3.14%

3300 2.643 39.752 2.708 38.157 -2.40% 4.18%

3350 2.688 39.674 2.759 38.100 -2.57% 4.13%

3450 2.778 39.485 2.861 37.986 -2.90% 3.95%

3500 2.824 39.399 2.913 37.929 -3.06% 3.88%

3550 2.873 39.305 2.964 37.871 -3.07% 3.79%

3560 2.881 39.287 2.974 37.860 -3.13% 3.77%

3600 2.917 39.206 3.015 37.814 -3.25% 3.68%

10/22/2021 3600 Head 21.2 3650 2.970 39.129 3.066 37.757 -3.13% 3.63%
3690 3.004 39.068 3.107 37.711 -3.32% 3.60%

3700 3.014 39.061 3.117 37.700 -3.30% 3.61%

3750 3.066 38.953 3.169 37.643 -3.25% 3.48%

3900 3.214 38.724 3.323 37.471 -3.28% 3.34%

3930 3.246 38.668 3.353 37.437 -3.19% 3.29%

4100 3.427 38.400 3.528 37.243 -2.86% 3.11%

4150 3.476 38.297 3.579 37.186 -2.88% 2.99%

3300 2.620 39.667 2.708 38.157 -3.25% 3.96%

3350 2.658 39.661 2.759 38.100 -3.66% 4.10%

3450 2.752 39.476 2.861 37.986 -3.81% 3.92%

3500 2.792 39.338 2.913 37.929 -4.15% 3.71%

3550 2.841 39.294 2.964 37.871 -4.15% 3.76%

3560 2.851 39.278 2.974 37.860 -4.14% 3.75%

10/28/2021 3600 Head 210 3600 2.886 39.195 3.015 37.814 -4.28% 3.65%
3650 2.935 39.104 3.066 37.757 -4.27% 3.57%

3690 2.973 39.063 3.107 37.711 -4.31% 3.59%

3700 2.979 39.046 3.117 37.700 -4.43% 3.57%

3750 3.022 38.950 3.169 37.643 -4.64% 3.47%

3900 3.179 38.708 3.323 37.471 -4.33% 3.30%

3930 3.208 38.679 3.353 37.437 -4.32% 3.32%

4100 3.383 38.343 3.528 37.243 -4.11% 2.95%
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Table 10-4
Measured Head Tissue Properties (Cont.)

Calibrated for Tissue Temp Measured Measured Measured TARGET TARGET
Tests Performed | Tissue Type |During Calibration | Frequency | Conductivity, Dielectric | Conductivity, | Dielectric | %devo | %deve
on: (c) (MHz) o (Sim) Constant, & o (Sim) Constant, €
5180 4,447 34.869 4.635 36,009 4.06% | -3.17%
5190 4.457 34.853 4.645 35.998 -4.05% -3.18%
5200 4.470 34.824 4.655 35.986 -3.97% -3.23%
5210 4,482 34.804 4.666 35.975 3.94% | -3.26%
5220 4.493 34.787 4.676 35.963 -3.91% -3.27%
5240 4.506 34.747 4.696 35.940 -4.05% -3.32%
5250 4517 34.724 4.706 35.929 -4.02% | -3.35%
5260 4.530 34.711 4.717 35.917 -3.96% -3.36%
5270 4.544 34.695 4.727 35.906 -3.87% -3.37%
5280 4.558 34.673 4.737 35.894 -3.78% -3.40%
5290 4.569 34.655 4.748 35.883 -3.77% -3.42%
5300 4.580 34.648 4.758 35.871 -3.74% -3.41%
5310 4.591 34.642 4.768 35.860 -3.71% -3.40%
5320 4.602 34.625 4.778 35.849 -3.68% -3.41%
5500 4.799 34.328 4.963 35.643 3.30% | -3.69%
5510 4.811 34.311 4.973 35.632 -3.26% -3.71%
5520 4.824 34.294 4.983 35.620 -3.19% -3.72%
5530 4839 34.276 4994 35.609 310% | -3.74%
5540 4.852 34.258 5.004 35.597 -3.04% -3.76%
5550 4.864 34.247 5.014 35.586 -2.99% -3.76%
5560 4.877 34.242 5.024 35.574 -2.93% -3.74%
101242021 5200-5800 Head 20 5580 4.897 34.213 5.045 35.551 -2.93% -3.76%
5600 4.916 34.161 5.065 35.529 -2.94% -3.85%
5610 4.929 34.142 5.076 35.518 -2.90% -3.87%
5620 4.941 34.126 5.086 35.506 -2.85% -3.89%
5640 4.967 34.093 5.106 35.483 -2.72% -3.92%
5660 4.989 34.083 5.127 35.460 -2.69% -3.88%
5670 4.998 34.077 5.137 35.449 -2.71% -3.87%
5680 5.005 34.064 5.147 35.437 -2.76% -3.87%
5690 5.016 34.042 5.158 35.426 -2.75% -3.91%
5700 5.027 34.018 5.168 35.414 -2.73% -3.94%
5710 5041 34,001 5178 35.403 2.65% | -3.96%
5720 5.052 33.982 5.188 35.391 -2.62% -3.98%
5745 5.080 33.936 5.214 35.363 -2.57% -4.04%
5750 5085 33.929 5.219 35357 257% | -4.04%
5755 5.091 33.923 5.224 35.351 -2.55% -4.04%
5765 5.103 33.915 5.234 35.340 -2.50% -4.03%
5775 5.112 33.904 5.245 35.329 -2.54% -4.03%
5785 5.120 33.891 5.255 35.317 -2.57% -4.04%
5795 5.130 33.874 5.265 35.305 -2.56% -4.05%
5800 5.135 33.869 5.270 35.300 -2.56% -4.05%
5800 5.135 33.869 5.270 35.300 -2.56% -4.05%
5805 5.140 33.864 5.275 35.294 -2.56% -4.05%
5825 5.158 33.825 5.296 35.271 -2.61% -4.10%
5180 4.668 36.044 4.635 36.009 0.71% 0.10%
5190 4677 36,030 4.645 35.998 069% | 0.09%
5200 4.688 36.012 4.655 35.986 0.71% 0.07%
5210 4.702 35.989 4.666 35.975 0.77% 0.04%
5220 4716 35.958 4.676 35.963 086% | -0.01%
5240 4.740 35.914 4.696 35.940 0.94% -0.07%
5250 4.753 35.894 4.706 35.929 1.00% -0.10%
5260 4.766 35.879 4.717 35.917 1.04% -0.11%
5270 4.778 35.860 4.727 35.906 1.08% -0.13%
5280 4.789 35.845 4.737 35.894 1.10% -0.14%
5290 4.801 35.833 4.748 35.883 1.12% -0.14%
5300 4.815 35.825 4.758 35.871 1.20% -0.13%
5310 4.826 35.816 4.768 35.860 1.22% -0.12%
5320 4.837 35.795 4.778 35.849 1.23% -0.15%
5500 5.045 35.467 4.963 35.643 1.65% -0.49%
5510 5.059 35.450 4.973 35.632 1.73% -0.51%
5520 5.075 35.436 4.983 35.620 1.85% -0.52%
5530 5.088 35.423 4.994 35.609 1.88% -0.52%
5540 5100 35400 5.004 35.597 192% | -053%
5550 5.112 35.395 5.014 35.586 1.95% -0.54%
5560 5.123 35.382 5.024 35.574 1.97% -0.54%
5560 5144 5.045 35551 196% | -0.58%
5600 5.167 5.065 35.529 2.01% -0.68%
5610 5.180 5.076 35.518 2.05% -0.71%
5620 5104 5.086 35.506 212% | 0.72%
5640 5.220 5.106 35.483 2.23% -0.76%
5660 5.244 5.127 35.460 2.28% -0.74%
/0172021 5200-5600 Head a6 5670 5.253 5.137 35.449 2.26% -0.73%
5680 5.261 5.147 35.437 2.21% -0.75%
5690 5.270 5.158 35.426 2.17% -0.78%
5700 5.282 5.168 35.414 2.21% -0.82%
5710 5.296 5.178 35.403 2.28% -0.84%
5720 5309 5188 35.391 2.33% | -0.88%
5745 5.339 5.214 35.363 2.40% -0.96%
5750 5.347 5.219 35.357 2.45% -0.96%
5755 5.353 5.224 35351 247% | -0.96%
5765 5.364 5.234 35.340 2.48% -0.95%
5775 5.372 5.245 35.329 2.42% -0.95%
5785 5.380 5.255 35.317 2.38% -0.96%
5795 5.388 5.265 35.305 2.34% -0.98%
5800 5.394 5.270 35.300 2.35% -0.99%
5800 5304 5.270 35.300 2.35% | -0.99%
5805 5.398 5.275 35.294 2.33% -1.00%
5825 5.420 5.296 35.271 2.34% -1.07%
5835 5.431 5.305 35.230 2.38% -1.06%
5845 5.441 5.315 35.210 2.37% -1.07%
5855 5.455 5.325 35.197 2.44% -1.07%
5865 5.468 5.336 35.190 2.47% -1.07%
5865 5.468 5.336 35.190 2.47% -1.07%
5865 5.468 5.33 35,190 241% | -107%
5865 5.468 5.336 35.190 2.47% -1.07%
5875 5.481 5.347 35.183 2.51% -1.11%
5885 5.492 5.357 35.177 2.52% -1.16%
5905 5.514 5.379 35.163 2.51% -1.22%
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Table 10-5
Measured Body Tissue Properties

Calibrated for Tissue Temp Measured Measured Measured TARGET TARGET
Tests Performed | Tissue Type | During Calibration | Frequency Conductivity, Dielectric Conductivity, Dielectric % devo | %deve
on: (c) (MHz) o (S/m) Constant, € o (S/m) Constant, €

680 0.951 54.520 0.958 55.804 -0.73% -2.30%

695 0.957 54.475 0.959 55.745 -0.21% -2.28%

700 0.958 54.460 0.959 55.726 -0.10% -2.27%

710 0.962 54.435 0.960 55.687 0.21% -2.25%

10/11/2021 750 Body 21.0 725 0.967 54.405 0.961 55.629 0.62% -2.20%
750 0.977 54.347 0.964 55.531 1.35% -2.13%

770 0.985 54.293 0.965 55.453 2.07% -2.09%

785 0.990 54.252 0.966 55.395 2.48% -2.06%

800 0.996 54.212 0.967 55.336 3.00% -2.03%

680 0.952 54.404 0.958 55.804 -0.63% -2.51%

695 0.957 54.373 0.959 55.745 -0.21% -2.46%

700 0.959 54.364 0.959 55.726 0.00% -2.44%

710 0.963 54.344 0.960 55.687 0.31% -2.41%

10/11/2021 750 Body 21.3 725 0.969 54.316 0.961 55.629 0.83% -2.36%
750 0.978 54.262 0.964 55.531 1.45% -2.29%

770 0.986 54.207 0.965 55.453 2.18% -2.25%

785 0.991 54.164 0.966 55.395 2.59% -2.22%

800 0.998 54.130 0.967 55.336 3.21% -2.18%

680 0.950 53.981 0.958 55.804 -0.84% -3.27%

695 0.955 53.940 0.959 55.745 -0.42% -3.24%

700 0.957 53.927 0.959 55.726 -0.21% -3.23%

710 0.960 53.902 0.960 55.687 0.00% -3.21%

10/13/2021 750 Body 21.0 725 0.966 53.859 0.961 55.629 0.52% -3.18%
750 0.977 53.794 0.964 55.531 1.35% -3.13%

770 0.984 53.734 0.965 55.453 1.97% -3.10%

785 0.990 53.705 0.966 55.395 2.48% -3.05%

800 0.996 53.680 0.967 55.336 3.00% -2.99%

680 0.966 53.065 0.958 55.804 0.84% -4.91%

695 0.971 53.033 0.959 55.745 1.25% -4.87%

700 0.972 53.024 0.959 55.726 1.36% -4.85%

710 0.976 53.009 0.960 55.687 1.67% -4.81%

10/15/2021 750 Body 20.0 725 0.981 52.986 0.961 55.629 2.08% -4.75%
750 0.991 52.918 0.964 55.531 2.80% -4.71%

770 0.999 52.866 0.965 55.453 3.52% -4.67%

785 1.004 52.833 0.966 55.395 3.93% -4.62%

800 1.009 52.810 0.967 55.336 4.34% -4.56%

680 0.929 54.051 0.958 55.804 -3.03% -3.14%

695 0.934 54.008 0.959 55.745 -2.61% -3.12%

700 0.936 53.995 0.959 55.726 -2.40% -3.11%

710 0.940 53.974 0.960 55.687 -2.08% -3.08%

10/17/2021 750 Body 19.8 725 0.946 53.942 0.961 55.629 -1.56% -3.03%
750 0.956 53.878 0.964 55.531 -0.83% -2.98%

770 0.963 53.819 0.965 55.453 -0.21% -2.95%

785 0.969 53.770 0.966 55.395 0.31% -2.93%

800 0.975 53.731 0.967 55.336 0.83% -2.90%

815 1.006 54.831 0.968 55.271 3.93% -0.80%

0912712021 835 Body 205 820 1.008 54.820 0.969 55.258 4.02% -0.79%
835 1.015 54.779 0.970 55.200 4.64% -0.76%

850 1.022 54.734 0.988 55.154 3.44% -0.76%

815 1.003 52.896 0.968 55.271 3.62% -4.30%

09/29/2021 835 Body 215 820 1.005 52.883 0.969 55.258 3.72% -4.30%
835 1.011 52.832 0.970 55.200 4.23% -4.29%

850 1.018 52.783 0.988 55.154 3.04% -4.30%

815 0.932 54.415 0.968 55.271 -3.72% -1.55%

10/07/2021 835 Body 215 820 0.937 54.371 0.969 55.258 -3.30% -1.61%
835 0.953 54.235 0.970 55.200 -1.75% -1.75%

850 0.970 54.087 0.988 55.154 -1.82% -1.93%

815 0.935 54.250 0.968 55.271 -3.41% -1.85%

10/10/2021 835 Body 20.4 820 0.941 54.200 0.969 55.258 -2.89% -1.91%
835 0.957 54.054 0.970 55.200 -1.34% -2.08%

850 0.974 53.903 0.988 55.154 -1.42% -2.27%
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Table 10-6

Measured Body Tissue Properties (Cont.)

Calibrated for Tissue Temp Measured Measured Measured TARGET TARGET
Tests Performed | Tissue Type | During Calibration | Frequency Conductivity, Dielectric Conductivity, Dielectric % devao | %deve
on: (°Cc) (MHz) o (S/m) Constant, € o (S/m) Constant, €

1710 1.452 52.392 1.463 53.537 -0.75% -2.14%

1720 1.464 52.360 1.469 53.511 -0.34% -2.15%

09/21/2021 1750 Body 217 1745 1.493 52.279 1.485 53.445 0.54% -2.18%
1750 1.499 52.262 1.488 53.432 0.74% -2.19%

1770 1.521 52.189 1.501 53.379 1.33% -2.23%

1790 1.544 52.120 1.514 53.326 1.98% -2.26%

1710 1.456 51.912 1.463 53.537 -0.48% -3.04%

1720 1.467 51.881 1.469 53.511 -0.14% -3.05%

09/23/2021 1750 Body 219 1745 1.495 51.806 1.485 53.445 0.67% -3.07%
1750 1.501 51.790 1.488 53.432 0.87% -3.07%

1770 1.523 51.717 1.501 53.379 1.47% -3.11%

1790 1.546 51.644 1.514 53.326 2.11% -3.15%

1710 1.474 53.622 1.463 53.537 0.75% 0.16%

1720 1.486 53.583 1.469 53.511 1.16% 0.13%

09/26/2021 1750 Body 218 1745 1.514 53.480 1.485 53.445 1.95% 0.07%
1750 1.520 53.459 1.488 53.432 2.15% 0.05%

1770 1.542 53.376 1.501 53.379 2.73% -0.01%

1790 1.563 53.302 1.514 53.326 3.24% -0.05%

1710 1.454 52.898 1.463 53.537 -0.62% -1.19%

1720 1.466 52.856 1.469 53.511 -0.20% -1.22%

09/28/2021 1750 Body 218 1745 1.494 52.754 1.485 53.445 0.61% -1.29%
1750 1.499 52.735 1.488 53.432 0.74% -1.30%

1770 1.520 52.649 1.501 53.379 1.27% -1.37%

1790 1.541 52.568 1.514 53.326 1.78% -1.42%

1710 1.448 52.632 1.463 53.537 -1.03% -1.69%

1720 1.459 52.602 1.469 53.511 -0.68% -1.70%

10/05/2021 1750 Body 27 1745 1.487 52.523 1.485 53.445 0.13% -1.73%
1750 1.493 52.506 1.488 53.432 0.34% -1.73%

1770 1.515 52.437 1.501 53.379 0.93% -1.76%

1790 1.538 52.366 1.514 53.326 1.59% -1.80%

1710 1.447 53.434 1.463 53.537 -1.09% -0.19%

1720 1.458 53.401 1.469 53.511 -0.75% -0.21%

10/14/2021 1750 Body 25 1745 1.486 53.322 1.485 53.445 0.07% -0.23%
1750 1.492 53.304 1.488 53.432 0.27% -0.24%

1770 1.515 53.227 1.501 53.379 0.93% -0.28%

1790 1.537 53.148 1.514 53.326 1.52% -0.33%
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Table 10-7

Measured Body Tissue Properties (Cont.)

Calibrated for Tissue Temp Measured Measured Measured TARGET TARGET
Tests Performed | Tissue Type | During Calibration | Frequency Conductivity, Dielectric Conductivity, Dielectric % devao | %deve
on: (°Cc) (MHz) o (S/m) Constant, € o (S/m) Constant, €

1850 1.505 50.912 1.520 53.300 -0.99% -4.48%

1860 1.516 50.876 1.520 53.300 -0.26% -4.55%

09/26/2021. 1900 Body 212 1880 1.538 50.813 1.520 53.300 1.18% -4.67%
1900 1.561 50.748 1.520 53.300 2.70% -4.79%

1905 1.567 50.730 1.520 53.300 3.09% -4.82%

1910 1.572 50.710 1.520 53.300 3.42% -4.86%

1850 1.512 51.908 1.520 53.300 -0.53% -2.61%

1860 1.523 51.858 1.520 53.300 0.20% -2.71%

10/07/2021 1900 Body 23.7 1880 1.547 51.777 1.520 53.300 1.78% -2.86%
1900 1.571 51.737 1.520 53.300 3.36% -2.93%

1905 1.577 51.733 1.520 53.300 3.75% -2.94%

1910 1.582 51.727 1.520 53.300 4.08% -2.95%

1850 1.498 51.014 1.520 53.300 -1.45% -4.29%

1860 1.509 50.977 1.520 53.300 -0.72% -4.36%

10/10/2021 1900 Body 229 1880 1.532 50.908 1.520 53.300 0.79% -4.49%
1900 1.554 50.845 1.520 53.300 2.24% -4.61%

1905 1.559 50.830 1.520 53.300 2.57% -4.63%

1910 1.564 50.815 1.520 53.300 2.89% -4.66%

1850 1.473 51.464 1.520 53.300 -3.09% -3.44%

1860 1.484 51.421 1.520 53.300 -2.37% -3.53%

10/12/2021 1900 Body 230 1880 1.506 51.336 1.520 53.300 -0.92% -3.68%
1900 1.528 51.257 1.520 53.300 0.53% -3.83%

1905 1.533 51.237 1.520 53.300 0.86% -3.87%

1910 1.538 51.216 1.520 53.300 1.18% -3.91%

1850 1.498 51.004 1.520 53.300 -1.45% -4.31%

1860 1.509 50.964 1.520 53.300 -0.72% -4.38%

10/19/2021 1900 Body 218 1880 1.532 50.891 1.520 53.300 0.79% -4.52%
1900 1.555 50.826 1.520 53.300 2.30% -4.64%

1905 1.561 50.811 1.520 53.300 2.70% -4.67%

1910 1.566 50.794 1.520 53.300 3.03% -4.70%

1850 1.484 52.142 1.520 53.300 -2.37% -2.17%

1860 1.495 52.108 1.520 53.300 -1.64% -2.24%

11/04/2021 1900 Body 250 1880 1.516 52.043 1.520 53.300 -0.26% -2.36%
1900 1.538 51.981 1.520 53.300 1.18% -2.47%

1905 1.543 51.965 1.520 53.300 1.51% -2.50%

1910 1.548 51.950 1.520 53.300 1.84% -2.53%

1850 1.522 51.907 1.520 53.300 0.13% -2.61%

1860 1.533 51.874 1.520 53.300 0.86% -2.68%

11/18/2021 1900 Body 243 1880 1.555 51.812 1.520 53.300 2.30% -2.79%
1900 1.576 51.755 1.520 53.300 3.68% -2.90%

1905 1.582 51.740 1.520 53.300 4.08% -2.93%

1910 1.587 51.723 1.520 53.300 4.41% -2.96%
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Table 10-8
Measured Body Tissue Properties (Cont.)

Calibrated for Tissue Temp Measured Measured Measured TARGET TARGET
Tests Performed | Tissue Type | During Calibration | Frequency Conductivity, Dielectric Conductivity, Dielectric % devo | %deve
on: (°Cc) (MHz) o (S/m) Constant, € o (S/m) Constant, €
2300 1.864 52.762 1.809 52.900 3.04% -0.26%
2310 1.876 52.731 1.816 52.887 3.30% -0.29%
2320 1.887 52.703 1.826 52.873 3.34% -0.32%
2400 1.979 52.463 1.902 52.767 4.05% -0.58%
2450 2.035 52.317 1.950 52.700 4.36% -0.73%
2480 2.070 52.238 1.993 52.662 3.86% -0.81%
2500 2.094 52.182 2.021 52.636 3.61% -0.86%
09/22/2021 2450 Body 235 2510 2.106 52.154 2.035 52.623 3.49% -0.89%
2535 2.136 52.082 2.071 52.592 3.14% -0.97%
2550 2.155 52.043 2.092 52.573 3.01% -1.01%
2560 2.168 52.018 2.106 52.560 2.94% -1.03%
2600 2.216 51.911 2.163 52.509 2.45% -1.14%
2650 2.278 51.754 2.234 52.445 1.97% -1.32%
2680 2.315 51.665 2.277 52.407 1.67% -1.42%
2700 2.339 51.604 2.305 52.382 1.48% -1.49%
2300 1.818 54.436 1.809 52.900 0.50% 2.90%
2310 1.831 54.413 1.816 52.887 0.83% 2.89%
2320 1.843 54.381 1.826 52.873 0.93% 2.85%
2400 1.954 54.116 1.902 52.767 2.73% 2.56%
2450 2.025 53.930 1.950 52.700 3.85% 2.33%
2480 2.068 53.812 1.993 52.662 3.76% 2.18%
0912812021, 2450 Body 203 2500 2.096 53.740 2.021 52.636 3.71% 2.10%
2510 2.111 53.704 2.035 52.623 3.73% 2.05%
2535 2.148 53.608 2.071 52.592 3.72% 1.93%
2550 2.169 53.546 2.092 52,573 3.68% 1.85%
2560 2.184 53.506 2.106 52.560 3.70% 1.80%
2600 2.239 53.361 2.163 52.509 3.51% 1.62%
2650 2.310 53.140 2.234 52.445 3.40% 1.33%
2680 2.354 53.038 2.277 52.407 3.38% 1.20%
2300 1.835 53.728 1.809 52.900 1.44% 1.57%
2310 1.849 53.686 1.816 52.887 1.82% 1.51%
2320 1.863 53.646 1.826 52.873 2.03% 1.46%
2400 1.971 53.351 1.902 52.767 3.63% 1.11%
2450 2.042 53.133 1.950 52.700 4.72% 0.82%
2480 2.085 53.039 1.993 52.662 4.62% 0.72%
10/04/2021 2450 Body 227 2500 2.110 52.964 2.021 52.636 4.40% 0.62%
2510 2.123 52.917 2.035 52.623 4.32% 0.56%
2535 2.157 52.787 2.071 52.592 4.15% 0.37%
2550 2.180 52.716 2.092 52.573 4.21% 0.27%
2560 2.195 52.677 2.106 52.560 4.23% 0.22%
2600 2.251 52.559 2.163 52.509 4.07% 0.10%
2650 2.318 52.305 2.234 52.445 3.76% -0.27%
2680 2.363 52.196 2.277 52.407 3.78% -0.40%
2300 1.840 51.865 1.809 52.900 1.71% -1.96%
2310 1.851 51.840 1.816 52.887 1.93% -1.98%
2320 1.863 51.817 1.826 52.873 2.03% -2.00%
2400 1.954 51.611 1.902 52.767 2.73% -2.19%
2450 2.012 51.494 1.950 52.700 3.18% -2.29%
2480 2.045 51.412 1.993 52.662 2.61% -2.37%
2500 2.067 51.353 2.021 52.636 2.28% -2.44%
10/10/2021 2450 Body 245 2510 2.079 51.324 2.035 52.623 2.16% -2.47%
2535 2.109 51.260 2.071 52.592 1.83% -2.53%
2550 2.127 51.224 2.092 52.573 1.67% -2.57%
2560 2.138 51.200 2.106 52.560 1.52% -2.59%
2600 2.182 51.098 2.163 52.509 0.88% -2.69%
2650 2.240 50.950 2.234 52.445 0.27% -2.85%
2680 2.274 50.874 2.277 52.407 -0.13% -2.93%
2700 2.297 50.815 2.305 52.382 -0.35% -2.99%
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Table 10-9
Measured Body Tissue Properties (Cont.)

Calibrated for Tissue Temp Measured Measured Measured TARGET TARGET
Tests Performed | Tissue Type | During Calibration | Frequency Conductivity, Dielectric Conductivity, Dielectric %devao | %deve
on: (‘c) (MHz) o (S/m) Constant, € o (S/m) Constant, €

2300 1.895 53.403 1.809 52.900 4.75% 0.95%

2310 1.903 53.387 1.816 52.887 4.79% 0.95%

2320 1.913 53.373 1.826 52.873 4.76% 0.95%

2400 1.988 53.264 1.902 52.767 4.52% 0.94%

2450 2.036 53.184 1.950 52.700 4.41% 0.92%

2480 2.064 53.136 1.993 52.662 3.56% 0.90%

2500 2.083 53.100 2.021 52.636 3.07% 0.88%

10/11/2021 2450 Body 21.9 2510 2.093 53.083 2.035 52.623 2.85% 0.87%
2535 2.119 53.041 2.071 52.592 2.32% 0.85%

2550 2.134 53.021 2.092 52.573 2.01% 0.85%

2560 2.144 53.005 2.106 52.560 1.80% 0.85%

2600 2.184 52.936 2.163 52.509 0.97% 0.81%

2650 2.235 52.840 2.234 52.445 0.04% 0.75%

2680 2.265 52.788 2.277 52.407 -0.53% 0.73%

2700 2.285 52.752 2.305 52.382 -0.87% 0.71%

2300 1.878 50.937 1.809 52.900 3.81% -3.71%

2310 1.890 50.908 1.816 52.887 4.07% -3.74%

2320 1.901 50.879 1.826 52.873 4.11% -3.77%

2400 1.990 50.642 1.902 52.767 4.63% -4.03%

2450 2.046 50.496 1.950 52.700 4.92% -4.18%

2480 2.079 50.407 1.993 52.662 4.32% -4.28%

2500 2.101 50.349 2.021 52.636 3.96% -4.34%

10/13/2021 2450 Body 22.9 2510 2.112 50.319 2.035 52.623 3.78% -4.38%
2535 2.142 50.246 2.071 52.592 3.43% -4.46%

2550 2.159 50.206 2.092 52.573 3.20% -4.50%

2560 2.171 50.180 2.106 52.560 3.09% -4.53%

2600 2.216 50.065 2.163 52.509 2.45% -4.65%

2650 2.275 49.917 2.234 52.445 1.84% -4.82%

2680 2.309 49.834 2.277 52.407 1.41% -4.91%

2700 2.332 49.773 2.305 52.382 1.17% -4.98%

2300 1.879 52.138 1.809 52.900 3.87% -1.44%

2310 1.887 52.125 1.816 52.887 3.91% -1.44%

2320 1.896 52.113 1.826 52.873 3.83% -1.44%

2400 1.967 52.020 1.902 52.767 3.42% -1.42%

2450 2.013 51.952 1.950 52.700 3.23% -1.42%

2480 2.039 51.907 1.993 52.662 2.31% -1.43%

2500 2.057 51.879 2.021 52.636 1.78% -1.44%

10/14/2021 2450 Body 21.2 2510 2.066 51.862 2.035 52.623 1.52% -1.45%
2535 2.090 51.825 2.071 52.592 0.92% -1.46%

2550 2.103 51.808 2.092 52.573 0.53% -1.46%

2560 2112 51.794 2.106 52.560 0.28% -1.46%

2600 2.148 51.738 2.163 52.509 -0.69% -1.47%

2650 2.193 51.668 2.234 52.445 -1.84% -1.48%

2680 2.221 51.623 2.277 52.407 -2.46% -1.50%

2700 2.239 51.596 2.305 52.382 -2.86% -1.50%

2300 1.861 51.941 1.809 52.900 2.87% -1.81%

2310 1.873 51.917 1.816 52.887 3.14% -1.83%

2320 1.884 51.891 1.826 52.873 3.18% -1.86%

2400 1.978 51.665 1.902 52.767 4.00% -2.09%

2450 2.038 51.516 1.950 52.700 4.51% -2.25%

2480 2.075 51.432 1.993 52.662 4.11% -2.34%

2500 2.100 51.373 2.021 52.636 3.91% -2.40%

10/24/2021 2450 Body 21.0 2510 2.112 51.343 2.035 52.623 3.78% -2.43%
2535 2.144 51.268 2.071 52.592 3.52% -2.52%

2550 2.163 51.225 2.092 52.573 3.39% -2.56%

2560 2.175 51.197 2.106 52.560 3.28% -2.59%

2600 2.225 51.069 2.163 52.509 2.87% -2.74%

2650 2.291 50.897 2.234 52.445 2.55% -2.95%

2680 2.327 50.804 2.277 52.407 2.20% -3.06%

2700 2.352 50.735 2.305 52.382 2.04% -3.14%

2300 1.807 52.337 1.809 52.900 -0.11% -1.06%

2310 1.820 52.276 1.816 52.887 0.22% -1.16%

2320 1.834 52.225 1.826 52.873 0.44% -1.23%

2400 1.943 52.005 1.902 52.767 2.16% -1.44%

2450 2.017 51.746 1.950 52.700 3.44% -1.81%

2480 2.061 51.711 1.993 52.662 3.41% -1.81%

2500 2.083 51.636 2.021 52.636 3.07% -1.90%

11/01/2021 2450 Body 22.7 2510 2.093 51.576 2.035 52.623 2.85% -1.99%
2535 2.125 51.405 2.071 52.592 2.61% -2.26%

2550 2.150 51.334 2.092 52.573 2.77% -2.36%

2560 2.168 51.306 2.106 52.560 2.94% -2.39%

2600 2.228 51.253 2.163 52.509 3.01% -2.39%

2650 2.287 50.932 2.234 52.445 2.37% -2.88%

2680 2.340 50.840 2.277 52.407 2.77% -2.99%

2700 2.370 50.825 2.305 52.382 2.82% -2.97%
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Table 10-10
Measured Body Tissue Properties (Cont.)

Calibrated for Tissue Temp Measured Measured Measured TARGET TARGET
Tests Performed | Tissue Type | During Calibration | Frequency Conductivity, Dielectric Conductivity, Dielectric %deva | %deve
on: (c) (MHz) o (S/m) Constant, € g (S/m) Constant, €

2300 1.802 52.495 1.809 52.900 -0.39% -0.77%

2310 1.816 52.455 1.816 52.887 0.00% -0.82%

2320 1.829 52.417 1.826 52.873 0.16% -0.86%

2400 1.937 52.142 1.902 52.767 1.84% -1.18%

2450 2.008 51.934 1.950 52.700 2.97% -1.45%

2480 2.049 51.837 1.993 52.662 2.81% -1.57%

2500 2.075 51.756 2.021 52.636 2.67% -1.67%

11/01/2021 2450 Body 23.0 2510 2.088 51.711 2.035 52.623 2.60% -1.73%
2535 2.122 51.595 2.071 52.592 2.46% -1.90%

2550 2.145 51.534 2.092 52.573 2.53% -1.98%

2560 2.159 51.498 2.106 52.560 2.52% -2.02%

2600 2.215 51.375 2.163 52.509 2.40% -2.16%

2650 2.283 51.129 2.234 52.445 2.19% -2.51%

2680 2.329 51.025 2.277 52.407 2.28% -2.64%

2700 2.357 50.971 2.305 52.382 2.26% -2.69%

2300 1.834 51.941 1.809 52.900 1.38% -1.81%

2310 1.845 51.911 1.816 52.887 1.60% -1.85%

2320 1.856 51.875 1.826 52.873 1.64% -1.89%

2400 1.950 51.652 1.902 52.767 2.52% -2.11%

2450 2.007 51.486 1.950 52.700 2.92% -2.30%

2480 2.044 51.410 1.993 52.662 2.56% -2.38%

2500 2.069 51.353 2.021 52.636 2.38% -2.44%

11/03/2021 2450 Body 21.9 2510 2.083 51.324 2.035 52.623 2.36% -2.47%
2535 2.113 51.240 2.071 52.592 2.03% -2.57%

2550 2.131 51.193 2.092 52.573 1.86% -2.62%

2560 2.143 51.158 2.106 52.560 1.76% -2.67%

2600 2.193 51.044 2.163 52.509 1.39% -2.79%

2650 2.254 50.870 2.234 52.445 0.90% -3.00%

2680 2.291 50.764 2.277 52.407 0.61% -3.14%

2700 2.316 50.702 2.305 52.382 0.48% -3.21%

2300 1.785 51.517 1.809 52.900 -1.33% -2.61%

2310 1.798 51.486 1.816 52.887 -0.99% -2.65%

2320 1.811 51.454 1.826 52.873 -0.82% -2.68%

2400 1.917 51.153 1.902 52.767 0.79% -3.06%

2450 1.984 50.952 1.950 52.700 1.74% -3.32%

2480 2.022 50.839 1.993 52.662 1.46% -3.46%

2500 2.047 50.762 2.021 52.636 1.29% -3.56%

11/03/2021 2450 Body 23.2 2510 2.061 50.723 2.035 52.623 1.28% -3.61%
2535 2.094 50.619 2.071 52.592 1.11% -3.75%

2550 2.115 50.560 2.092 52.573 1.10% -3.83%

2560 2.129 50.522 2.106 52.560 1.09% -3.88%

2600 2.179 50.389 2.163 52.509 0.74% -4.04%

2650 2.245 50.169 2.234 52.445 0.49% -4.34%

2680 2.287 50.070 2.277 52.407 0.44% -4.46%

2700 2.311 50.018 2.305 52.382 0.26% -4.51%

2400 1.835 51.646 1.902 52.767 -3.52% -2.12%

2450 1.903 51.505 1.950 52.700 -2.41% -2.27%

2480 1.940 51.406 1.993 52.662 -2.66% -2.39%

2500 1.966 51.328 2.021 52.636 -2.72% -2.48%

2510 1.980 51.296 2.035 52.623 -2.70% -2.52%

11/18/2021 2450 Body 2.9 2535 2.016 51.232 2.071 52.592 -2.66% -2.59%
2550 2.037 51.193 2.092 52.573 -2.63% -2.62%

2560 2.049 51.159 2.106 52.560 -2.71% -2.67%

2600 2.102 50.997 2.163 52.509 -2.82% -2.88%

2650 2.172 50.827 2.234 52.445 -2.78% -3.09%

2680 2.208 50.701 2.277 52.407 -3.03% -3.26%

2700 2.235 50.614 2.305 52.382 -3.04% -3.38%

2300 1.861 54.306 1.809 52.900 2.87% 2.66%

2310 1.872 54.281 1.816 52.887 3.08% 2.64%

2320 1.884 54.256 1.826 52.873 3.18% 2.62%

2400 1.977 54.059 1.902 52.767 3.94% 2.45%

2450 2.038 53.933 1.950 52.700 4.51% 2.34%

2480 2.073 53.857 1.993 52.662 4.01% 2.27%

2500 2.098 53.800 2.021 52.636 3.81% 2.21%

12/06/2021 2450 Body 24.0 2510 2.110 53.770 2.035 52.623 3.69% 2.18%
2535 2.142 53.697 2.071 52.592 3.43% 2.10%

2550 2.161 53.658 2.092 52.573 3.30% 2.06%

2560 2.173 53.630 2.106 52.560 3.18% 2.04%

2600 2.222 53.516 2.163 52.509 2.73% 1.92%

2650 2.284 53.362 2.234 52.445 2.24% 1.75%

2680 2.320 53.276 2.277 52.407 1.89% 1.66%

2700 2.344 53.215 2.305 52.382 1.69% 1.59%
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Table 10-11
Measured Body Tissue Properties (Cont.)

Calibrated for Tissue Temp Measured Measured Measured TARGET TARGET
Tests Performed | Tissue Type | During Calibration | Frequency Conductivity, Dielectric Conductivity, Dielectric % devo | % deve
on: (cc) (MHz) o (S/m) Constant, € o (S/m) Constant, €
3300 2.937 50.843 3.080 51.593 -4.64% -1.45%
3350 2.996 50.759 3.139 51.525 -4.56% -1.49%
3450 3.110 50.592 3.256 51.389 -4.48% -1.55%
3500 3.164 50.527 3.314 51.321 -4.53% -1.55%
3550 3.223 50.458 3.372 51.254 -4.42% -1.55%
3560 3.235 50.441 3.384 51.240 -4.40% -1.56%
3600 3.280 50.381 3.431 51.186 -4.40% -1.57%
10/07/2021 3600 Body 20.5 3650 3.337 50.290 3.489 51.118 -4.36% -1.62%
3690 3.384 50.227 3.536 51.063 -4.30% -1.64%
3700 3.395 50.207 3.548 51.050 -4.31% -1.65%
3750 3.451 50.128 3.606 50.982 -4.30% -1.68%
3900 3.635 49.837 3.781 50.779 -3.86% -1.86%
3930 3.670 49.781 3.816 50.738 -3.83% -1.89%
4100 3.894 49.495 4.015 50.507 -3.01% -2.00%
4150 3.964 49.379 4.073 50.439 -2.68% -2.10%
3300 3.003 50.046 3.080 51.593 -2.50% -3.00%
3350 3.062 49.951 3.139 51.525 -2.45% -3.05%
3450 3.176 49.768 3.256 51.389 -2.46% -3.15%
3500 3.231 49.695 3.314 51.321 -2.50% -3.17%
3550 3.291 49.617 3.372 51.254 -2.40% -3.19%
3560 3.303 49.600 3.384 51.240 -2.39% -3.20%
3600 3.349 49.533 3.431 51.186 -2.39% -3.23%
10/11/2021 3600 Body 20.0 3650 3.406 49.442 3.489 51.118 -2.38% -3.28%
3690 3.454 49.371 3.536 51.063 -2.32% -3.31%
3700 3.466 49.347 3.548 51.050 -2.31% -3.34%
3750 3.525 49.261 3.606 50.982 -2.25% -3.38%
3900 3.711 48.963 3.781 50.779 -1.85% -3.58%
3930 3.748 48.907 3.816 50.738 -1.78% -3.61%
4100 3.973 48.581 4.015 50.507 -1.05% -3.81%
4150 4.043 48.485 4.073 50.439 -0.74% -3.87%
3300 2.983 49.732 3.080 51.593 -3.15% -3.61%
3350 3.038 49.620 3.139 51.525 -3.22% -3.70%
3450 3.150 49.419 3.256 51.389 -3.26% -3.83%
3500 3.204 49.333 3.314 51.321 -3.32% -3.87%
3550 3.264 49.255 3.372 51.254 -3.20% -3.90%
3560 3.275 49.232 3.384 51.240 -3.22% -3.92%
3600 3.322 49.159 3.431 51.186 -3.18% -3.96%
10/28/2021 3600 Body 19.8 3650 3.382 49.093 3.489 51.118 -3.07% -3.96%
3690 3.430 49.031 3.536 51.063 -3.00% -3.98%
3700 3.442 49.013 3.548 51.050 -2.99% -3.99%
3750 3.507 48.942 3.606 50.982 -2.75% -4.00%
3900 3.696 48.710 3.781 50.779 -2.25% -4.07%
3930 3.739 48.685 3.816 50.738 -2.02% -4.05%
4100 3.964 48.378 4.015 50.507 -1.27% -4.22%
4150 4.028 48.281 4.073 50.439 -1.10% -4.28%
3300 2.962 51.715 3.080 51.593 -3.83% 0.24%
3350 3.017 51.625 3.139 51.525 -3.89% 0.19%
3450 3.130 51.448 3.256 51.389 -3.87% 0.11%
3500 3.188 51.348 3.314 51.321 -3.80% 0.05%
3550 3.249 51.245 3.372 51.254 -3.65% -0.02%
11/18/2021 3600 Body 20.0 3560 3.263 51.227 3.384 51.240 -3.58% -0.03%
3600 3.305 51.177 3.431 51.186 -3.67% -0.02%
3650 3.364 51.099 3.489 51.118 -3.58% -0.04%
3690 3.415 51.038 3.536 51.063 -3.42% -0.05%
3700 3.425 51.022 3.548 51.050 -3.47% -0.05%
3900 3.676 50.668 3.781 50.779 -2.78% -0.22%
3930 3.716 50.628 3.816 50.738 -2.62% -0.22%
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Measured Body Tissue Properties (Cont.)

Table 10-12

Calibrated for Tissue Temp Measured Measured Measured TARGET TARGET
Tests Performed | Tissue Type | During Calibration | Frequency | Conductivity, Dielectric | Conductivity, | Dielectric | %devo | % deve
on: g (MH?) o (S/m) Constant, & o (S/m) Constant, £

5180 5317 47.415 5.276 49.041 078% | -3.32%
5190 5335 47399 5.288 49.028 08%% | -3.32%
5200 5.348 47372 5.299 49.014 092% | -3.35%
5210 5.358 47347 5311 49.001 088% | -3.38%
5220 5.370 47334 5.323 48.987 088% | -3.37%
5240 5.402 47303 5.346 48.960 105% | -3.38%
5250 5415 47.264 5.358 48.947 106% | -3.44%
5260 5425 47.231 5.369 48.933 104% | -3.48%
5270 5435 47.223 5.381 48.919 100% | -347%
5280 5.448 47215 5.393 48.906 102% | -3.46%
5290 5.465 4719 5.404 48.892 113% | -347%
5300 5.480 47174 5.416 48.879 118% | -3.49%
5310 5.49 47.164 5.428 48.865 125% | -3.48%
5320 5511 47157 5.439 48.851 132% | -347%
5500 5.761 46.806 5.650 48.607 196% | -3.71%
5510 5.776 46.782 5.661 48594 203% | -3.73%
5520 5.793 46.760 5673 48580 212% | -3.75%
5530 5812 46744 5.685 48566 223% | -3.75%
5540 5.827 46.728 5.69 48553 230% | -3.76%
5550 5.841 46.714 5708 48539 233% | -3.76%
5560 5.856 46.704 5.720 48526 238% | -3.75%
10/25/2021  {5200-5800 Body 230 5580 5884 46,657 5743 48.499 246% | -3.80%
5600 5.900 46.609 5.766 48.471 248% | -3.84%
5610 46.508 5778 48.458 253% | -3.84%
5620 46579 5.790 48.444 251% | -3.85%
5640 46.533 5.813 48.417 2.74% -3.89%
5660 46511 5.837 48.390 284% | -3.88%
5670 46,501 5848 48376 291% | -3.88%
5680 46.479 5.860 48.363 290% | -3.90%
5690 46.456 5872 48.349 291% | -3.92%
5700 46432 5883 48336 2.96% | -3.94%
5710 46.419 5.805 48322 3.04% | -3.94%
5720 46.404 5.907 48.309 310% | -3.94%
5745 46337 5.936 48275 315% | -4.01%
5750 46328 5.042 48.268 316% | -4.02%
5755 46321 5.947 48.261 319% | -4.02%
5765 46311 5.959 48.248 326% | -4.01%
5775 46293 5971 48234 330% | -4.02%
5785 46279 5.982 48220 331% | -4.03%
579 46.264 5.994 48.207 334% | -4.03%
5800 46.258 6.000 48.200 331% | -4.03%
5805 46.252 6.006 48.193 3.40% | -4.03%
5825 46.203 6.029 48.166 3.40% | -4.08%
5180 48.045 5.276 49.041 163% | -2.03%
5190 48.018 5.288 49.028 172% | -2.06%
5200 47.994 5.299 49.014 176% | -2.08%
5210 47975 5311 49.001 171% | -2.00%
5220 47.958 5323 48.987 173% | -210%
5240 47.897 5.346 48.960 191% | -217%
5250 47.860 5.358 48.947 190% | -2.22%
5260 47.842 5.369 48.933 192% | -2.23%
5290 47.835 5.404 48.892 215% | -2.16%
5300 47.821 5.416 48.879 220% | -2.16%
5310 47.810 5.428 48.865 221% | -2.16%
5320 47.799 5.439 48.851 230% | -2.15%
5500 47471 5.650 48.607 320% | -2.34%
5510 47.455 5.661 48594 329% | -2.34%
5520 47.438 5673 48580 3.40% | -2.35%
5530 47.417 5.685 48566 350% | -2.371%
5540 47.3% 5.69 48553 355% | -2.38%
5550 47379 5.708 48539 356% | -2.39%
5560 47.366 5720 48526 360% | -2.39%
5580 47.321 5743 48.499 367% | -2.43%
5600 47277 5.766 48.471 373% | -2.46%
5610 47.262 5778 48.458 37% | -2.47%
5620 47.242 5.790 48.444 385% | -2.48%
1oa001  |5200-5800 Body o 5640 47191 5.813 48.417 39% | -253%
5660 47.166 5.837 48.390 409% | -253%
5670 47.154 5.848 48.376 409% | -253%
5680 47131 5.860 48.363 4.08% | -255%
5690 47102 5.872 48.349 4.00% | -2.58%
5700 47.075 5.883 48.336 408% | -261%
5710 47.049 5.895 48.322 4.14% -2.63%
5720 47.023 5.907 48.309 422% | -2.66%
5745 46.967 5.936 48275 430% | -2.71%
5750 46.956 5942 48.268 434% | 272%
5755 46.949 5.947 48.261 440% | 2.72%
5765 46933 5.959 48.248 443% | 2.03%
5775 46922 5971 48.234 434% | 2.02%
5785 6.237 46.910 5.982 48220 426% | -2.72%
5795 6.251 46.894 5.994 48.207 429% | 2.02%
5800 6.260 46.881 6.000 48.200 433% | -2.74%
5805 6.268 46.864 6.006 48.193 436% | -2.76%
5825 6.288 46.793 6.029 48.166 430% | -2.85%
5835 6.300 46.776 6.042 48.130 421% | -2.81%
5845 6.321 46.764 6.054 48.110 141% | 2.80%
5855 6.344 46.736 6.066 48.003 458% | -2.82%
5865 6.350 46.702 6.077 48.080 464% | -2.81%
5875 6.369 46674 6.088 48.067 1.62% | -2.90%
5885 6.380 46.659 6.100 48.053 450% | 2.90%
5005 6.412 46.616 6.122 48.027 470% | -2.94%

The above measured tissue parameters were used in the DASY software. The DASY software was used to
perform interpolation to determine the dielectric parameters at the SAR test device frequencies (per KDB
Publication 865664 D01v01r04 and IEEE 1528-2013 6.6.1.2. The tissue parameters listed in the SAR test plots
may slightly differ from the table above due to significant digit rounding in the software.

FCC ID A3LSMS908U

SAR EVALUATION REPORT

T

Approved by:
Quality Manager

Document S/N:

1M2109090102-01(Rev 1).A3L

Test Dates:
09/21/21 - 12/06/21

DUT Type:

Portable Handset

Page 111 of 185

© 2021 PCTEST.

REV 21.4M
09/11/2019

© 2021 PCTEST. All rights reserved. Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and

microfilm, without permission in writing from PCTEST
ct INFO@PCTEST.COM

If you have any questions about this international copyright or have an enquiry about obtaining additional rights to this report or assembly of contents


mailto:info@pctest.com

10.2 Test System Verification

Prior to SAR assessment, the system is verified to +10% of the SAR measurement on the reference dipole at the
time of calibration by the calibration facility. Full system validation status and result summary can be found in

Appendix H.
Table 10-13
System Verification Results — 1g Head
System Verification
TARGET & MEASURED
SAR Fr:::::cy Tissue B 'I{:nr;: 'Il-'?nl:: ;2:::_ Source ProbeSN Measured SAR1g| 1W Target SAR1g | 1W Normalized | Deviationlg
System (MH2) Type © © W) SN (W/kg) (W/kg) SAR 1g (W/kg) (%)
K2 750 HEAD 10/07/2021 22.2 20.6 0.20 1034 7402 1.690 8.64 8.450 -2.20%
K2 750 HEAD 10/12/2021 21.6 21.8 0.20 1034 7402 1.700 8.64 8.500 -1.62%
E 750 HEAD 10/14/2021 23.1 22.4 0.20 1003 7571 1.860 8.78 9.300 5.92%
K1 835 HEAD 09/23/2021 20.2 20.4 0.20 4d119 7565 2.020 9.64 10.100 4.77%
K2 835 HEAD 09/27/2021 19.5 19.3 0.20 4d180 7402 1.970 9.45 9.850 4.23%
A 835 HEAD 09/30/2021 24.9 23.7 0.20 4d132 7406 1.980 9.66 9.900 2.48%
E 835 HEAD 10/18/2021 22.7 21.8 0.20 4d132 7571 1.920 9.66 9.600 -0.62%
A 1750 HEAD 10/06/2021 23.9 22.2 0.10 1150 7406 3.760 36.50 37.600 3.01%
H 1750 HEAD 10/21/2021 20.9 20.5 0.10 1148 7409 3.750 35.90 37.500 4.46%
A 1750 HEAD 10/26/2021 24.6 21.8 0.10 1148 7406 3.800 35.90 38.000 5.85%
A 1900 HEAD 10/12/2021 23.5 22.3 0.10 5d080 7406 4.270 39.80 42.700 7.29%
A 1900 HEAD 10/20/2021 23.6 22.3 0.10 5d149 7406 4.260 40.50 42.600 5.19%
B 2300 HEAD 10/24/2021 22.5 23.9 0.10 1116 7660 4.890 49.60 48.900 -1.41%
B 2300 HEAD 10/27/2021 22.5 22.8 0.10 1073 7660 4.790 49.50 47.900 -3.23%
B 2450 HEAD 10/24/2021 22.5 23.9 0.10 797 7660 4.980 52.40 49.800 -4.96%
K3 2450 HEAD 10/24/2021 21.0 22.7 0.10 882 7637 5.100 52.50 51.000 -2.86%
K2 2450 HEAD 10/31/2021 21.5 21.4 0.10 945 7402 5.330 52.70 53.300 1.14%
B 2600 HEAD 10/20/2021 23.5 23.0 0.10 1071 7660 5.550 56.10 55.500 -1.07%
B 2600 HEAD 10/24/2021 22.5 23.9 0.10 1071 7660 5.530 56.10 55.300 -1.43%
B 2600 HEAD 10/27/2021 22.5 22.8 0.10 1004 7660 5.360 57.80 53.600 -7.27%
E 2600 HEAD 11/09/2021 23.9 22.1 0.10 1004 7571 5.970 57.80 59.700 3.29%
L 3500 HEAD 10/22/2021 24.3 21.2 0.10 1097 7670 6.330 66.40 63.300 -4.67%
L 3500 HEAD 10/28/2021 21.3 21.0 0.10 1097 7670 6.250 66.40 62.500 -5.87%
L 3700 HEAD 10/20/2021 22.7 21.2 0.10 1067 7670 6.510 67.20 65.100 -3.13%
L 3700 HEAD 10/22/2021 24.3 21.2 0.10 1067 7670 6.850 67.20 68.500 1.93%
L 3700 HEAD 10/28/2021 21.3 21.0 0.10 1067 7670 6.790 67.20 67.900 1.04%
L 3900 HEAD 10/20/2021 22.7 21.2 0.10 1056 7670 6.800 68.90 68.000 -1.31%
J 5250 HEAD 10/24/2021 19.3 20.5 0.05 1057 7526 3.890 79.70 77.800 -2.38%
J 5600 HEAD 10/24/2021 19.3 20.5 0.05 1057 7526 3.820 83.80 76.400 -8.83%
J 5750 HEAD 10/24/2021 19.3 20.5 0.05 1057 7526 3.620 80.10 72.400 -9.61%
B 5800 HEAD 11/01/2021 22.5 21.6 0.05 1191 7552 3.710 79.20 74.200 -6.31%
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Table 10-14
System Verification Results — 1g Body

System Verification
TARGET & MEASURED

SAR Fr:::::cy Tissue a _::':1: _II'_I:::: ;:C:‘etr Source Probe SN Measured SAR1g| 1W Target SAR1g | 1W Normalized | Deviationlg
System (MH2) Type © © (W) SN (W/kg) (W/kg) SAR 1g (W/kg) (%)
H 750 BODY 10/11/2021 22.8 21.6 0.20 1161 7409 1.660 8.43 8.300 -1.54%
K1 750 BODY 10/11/2021 20.5 21.0 0.20 1046 7565 1.710 8.79 8.550 -2.73%
K1 750 BODY 10/13/2021 20.9 21.0 0.20 1046 7565 1.740 8.79 8.700 -1.02%
K1 750 BODY 10/15/2021 20.5 21.0 0.20 1046 7565 1.750 8.79 8.750 -0.46%
H 750 BODY 10/17/2021 21.5 20.0 0.20 1054 7409 1.820 8.82 9.100 3.17%
K1 835 BODY 09/27/2021 20.5 20.5 0.20 4d119 7565 2.080 9.90 10.400 5.05%
K2 835 BODY 09/29/2021 21.9 21.5 0.20 4d180 7402 2.010 9.67 10.050 3.93%
H 835 BODY 10/07/2021 21.1 20.9 0.20 4d132 7409 2.000 9.81 10.000 1.94%
H 835 BODY 10/10/2021 21.1 20.5 0.20 4d132 7409 2.020 9.81 10.100 2.96%
G 1750 BODY 09/21/2021 23.5 21.7 0.10 1150 7357 3.900 36.60 39.000 6.56%
G 1750 BODY 09/26/2021 22.4 21.8 0.10 1150 7357 3.760 36.60 37.600 2.73%
G 1750 BODY 09/28/2021 24.6 21.8 0.10 1150 7357 3.840 36.60 38.400 4.92%
G 1750 BODY 10/05/2021 23.4 22.4 0.10 1150 7357 3.930 36.60 39.300 7.38%
H 1900 BODY 09/28/2021 23.5 19.4 0.10 5d080 7409 4.100 39.20 41.000 4.59%
P 1900 BODY 10/07/2021 21.6 21.9 0.10 5d148 7410 4.180 39.10 41.800 6.91%
[0} 1900 BODY 10/12/2021 21.9 21.5 0.10 5d148 7659 4.070 39.10 40.700 4.09%
[0} 1900 BODY 10/19/2021 21.2 20.4 0.10 5d148 7659 4.060 39.10 40.600 3.84%
P 1900 BODY 11/04/2021 21.0 23.0 0.10 5d148 7410 4.080 39.10 40.800 4.35%
K 2300 BODY 09/22/2021 23.6 23.5 0.10 1116 3914 4.900 49.20 49.000 -0.41%
K 2300 BODY 10/04/2021 22.8 22.9 0.10 1116 3914 4.910 49.20 49.100 -0.20%
J 2300 BODY 10/11/2021 19.9 21.9 0.10 1116 7526 4.870 49.20 48.700 -1.02%
K 2300 BODY 12/06/2021 24.0 22.2 0.10 1073 3914 4.820 48.40 48.200 -0.41%
L 2450 BODY 09/28/2021 20.7 20.6 0.10 797 7539 4.940 49.40 49.400 0.00%
K 2450 BODY 10/10/2021 22.4 22.5 0.10 981 3914 5.020 50.10 50.200 0.20%
L 2450 BODY 11/03/2021 23.5 21.2 0.10 719 7670 5.130 52.00 51.300 -1.35%
L 2450 BODY 11/03/2021 23.5 21.2 0.10 719 7670 5.130 52.00 51.300 -1.35%
K3 2450 BODY 11/03/2021 21.5 21.9 0.10 882 7637 4.860 50.60 48.600 -3.95%
L 2600 BODY 09/28/2021 20.7 20.6 0.10 1004 7539 5.450 55.40 54.500 -1.62%
(0] 2600 BODY 11/01/2021 21.3 21.2 0.10 1004 7659 5.430 55.40 54.300 -1.99%
[0} 2600 BODY 11/01/2021 21.3 21.2 0.10 1004 7659 5.430 55.40 54.300 -1.99%
L 2600 BODY 11/01/2021 21.3 23.3 0.10 1004 7670 5.250 55.40 52.500 -5.23%
L 2600 BODY 11/03/2021 23.5 21.2 0.10 1071 7670 5.190 54.30 51.900 -4.42%
| 3500 BODY 10/07/2021 21.5 21.5 0.10 1059 7551 6.730 63.00 67.300 6.83%
| 3500 BODY 10/11/2021 20.3 20.0 0.10 1059 7551 6.320 63.00 63.200 0.32%
| 3700 BODY 10/07/2021 21.5 21.5 0.10 1018 7551 6.150 63.50 61.500 -3.15%
| 3700 BODY 10/11/2021 20.3 20.0 0.10 1018 7551 6.180 63.50 61.800 -2.68%
| 3900 BODY 10/11/2021 20.3 20.0 0.10 1073 7551 6.230 64.30 62.300 -3.11%
| 3900 BODY 11/18/2021 20.5 20.5 0.10 1073 7661 6.780 64.30 67.800 5.44%
J 5250 BODY 10/25/2021 20.7 21.5 0.05 1057 7526 3.420 74.30 68.400 -7.94%
J 5600 BODY 10/25/2021 20.7 21.5 0.05 1057 7526 4.040 77.40 80.800 4.39%
J 5750 BODY 10/25/2021 20.7 215 0.05 1057 7526 3.670 72.80 73.400 0.82%
B 5800 BODY 11/04/2021 24.5 21.2 0.05 1191 7552 3.440 73.50 68.800 -6.39%
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Table 10-15
System Verification Results — 10g

System Verification
TARGET & MEASURED

SAR Fr:(;s:::cy Tissue Date 'I{‘e T::’ #I:mu: ;:C::r Source Probe SN Measured 1W Target 1W Normalized | Deviation10g
System (MH2) Type © © w) SN SAR10g (W/kg) | SAR10g (W/kg) | SAR10g (W/kg) (%)
G 1750 BODY 09/23/2021 23.0 21.9 0.10 1148 7357 2.070 19.30 20.700 7.25%
G 1750 BODY 10/05/2021 23.4 22.4 0.10 1150 7357 2.080 19.40 20.800 7.22%
G 1750 BODY 10/14/2021 23.2 22.5 0.10 1150 7357 2.040 19.40 20.400 5.15%
H 1900 BODY 09/28/2021 23.5 19.4 0.10 5d080 7409 2.070 20.60 20.700 0.49%
[¢] 1900 BODY 10/10/2021 219 21.5 0.10 5d148 7659 2.040 20.50 20.400 -0.49%
[¢] 1900 BODY 10/12/2021 21.9 21.5 0.10 5d148 7659 2.090 20.50 20.900 1.95%
(0] 1900 BODY 10/19/2021 21.2 20.4 0.10 5d148 7659 2.070 20.50 20.700 0.98%
P 1900 BODY 11/18/2021 23.3 22.5 0.10 5d080 7410 2.160 21.40 21.600 0.93%
J 2300 BODY 10/11/2021 19.9 21.9 0.10 1116 7526 2.320 23.70 23.200 -2.11%
J 2300 BODY 10/14/2021 21.5 21.9 0.10 1073 7526 2.400 23.40 24.000 2.56%
K 2450 BODY 10/10/2021 22.4 22.5 0.10 981 3914 2.300 23.70 23.000 -2.95%
K 2450 BODY 10/13/2021 21.9 22.9 0.10 719 3914 2.470 24.70 24.700 0.00%
[¢] 2450 BODY 11/01/2021 21.3 21.2 0.10 719 7659 2.290 24.70 22.900 -7.29%
(0] 2450 BODY 11/18/2021 24.8 24.9 0.10 719 7659 2.290 24.70 22.900 -7.29%
K 2600 BODY 10/10/2021 22.4 22.5 0.10 1071 3914 2.450 24.10 24.500 1.66%
K 2600 BODY 10/13/2021 21.9 22.9 0.10 1004 3914 2.420 24.80 24.200 -2.42%
[¢] 2600 BODY 11/01/2021 21.3 21.2 0.10 1004 7659 2.390 24.80 23.900 -3.63%
[¢] 2600 BODY 11/18/2021 24.8 24.9 0.10 1004 7659 2.420 24.80 24.200 -2.42%
| 3500 BODY 10/11/2021 20.3 20.0 0.10 1059 7551 2.380 23.30 23.800 2.15%
| 3500 BODY 11/18/2021 20.5 20.5 0.10 1059 7661 2.430 23.30 24.300 4.29%
| 3700 BODY 10/28/2021 20.5 20.0 0.10 1018 7661 2.380 22.50 23.800 5.78%
| 3700 BODY 11/18/2021 20.5 20.5 0.10 1018 7661 2.470 22.50 24.700 9.78%
| 3900 BODY 10/28/2021 20.5 20.0 0.10 1073 7661 2.320 22.00 23.200 5.45%
J 5250 BODY 10/25/2021 20.7 21.5 0.05 1057 7526 0.955 20.70 19.100 -7.73%
J 5600 BODY 10/25/2021 20.7 21.5 0.05 1057 7526 1.120 21.40 22.400 4.67%
J 5750 BODY 10/25/2021 20.7 21.5 0.05 1057 7526 1.030 20.00 20.600 3.00%
B 5800 BODY 11/04/2021 24.5 21.2 0.05 1191 7552 0.970 20.20 19.400 -3.96%
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11 SAR DATA SUMMARY

11.1 Standalone Head SAR Data

Table 11-1
GSM 850 Head SAR
MEASUREMENT RESULTS
. . Reported SAR
FREQUENCY . Maximum Conducted Power . Test Antenna Dev!ce SAR (19) Scaling (19)
Mode Service Allowed p . Side N Serial |Duty Cycle Plot #
ower [dBm] | Drift [dB] Position Config. Factor
MHz ch. Power [dBm] Number (Wikg) (W/kg)
824.20 128 GSM 850 GSM 33.0 31.81 0.06 Right Cheek A 0418M 1:8.3 0.072 1.315 0.095
824.20 128 GSM 850 GSM 33.0 31.81 0.04 Right Tilt A 0418M 1:8.3 0.047 1.315 0.062
824.20 128 GSM 850 GSM 33.0 31.81 -0.10 Left Cheek A 0418M 1:8.3 0.099 1.315 0.130 ALl
824.20 128 GSM 850 GSM 33.0 31.81 0.03 Left Tilt A 0418M 1:83 0.047 1.315 0.062
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
Table 11-2
GSM 1900 Head SAR
MEASUREMENT RESULTS
A . Reported SAR
FREQUENCY . Maximum Conducted Power . Test Antenna Dev!ce SAR (19) Scaling (19)
Mode Service Allowed . Side o Serial |Duty Cycle Plot #
Power [dBm] | Drift [dB] Position Config. Factor
MHz ch. Power [dBm] Number (Wikg) (Wikg)
1909.80 810 GSM 1900 GSM 29.7 28.72 -0.19 Right Cheek A 1246M 1:8.3 0.023 1.253 0.029
1909.80 810 GSM 1900 GSM 29.7 28.72 0.10 Right Tilt A 1246M 1:83 0.008 1.253 0.010
1909.80 810 GSM 1900 GSM 29.7 28.72 0.12 Left Cheek A 1246M 1:83 0.032 1.253 0.040 A2
1909.80 810 GSM 1900 GSM 29.7 28.72 0.13 Left Tilt A 1246M 1:8.3 0.016 1.253 0.020
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
Table 11-3
UMTS 850 Head SAR
MEASUREMENT RESULTS
A Reported SAR
FREQUENCY . Maximum Conducted Tune Power . Test Antenna Device SAR (19) Scaling (19)
Mode Service Allowed . Side o Serial |Duty Cycle Plot #
Power [dBm] State Drift [dB] Position Config Factor
MHz ch. Power [dBm] Number (Wrkg) (Wikg)
846.60 4233 UMTS 850 RMC 25.0 23.99 13 0.01 Right Cheek A 0418M 11 0.141 1.262 0.178
846.60 4233 UMTS 850 RMC 25.0 23.99 13 0.05 Right Tilt A 0418M 11 0.096 1.262 0.121
846.60 4233 UMTS 850 RMC 25.0 23.99 13 0.01 Left Cheek A 0418M 11 0.178 1.262 0.225 A3
846.60 4233 UMTS 850 RMC 25.0 23.99 13 0.06 Left Tilt A 0418M 11 0.074 1.262 0.093
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mw/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-4
UMTS 1750 Head SAR

MEASUREMENT RESULTS

Reported SAR
FREQUENCY Maximum Conducted Tune Power Test Antenna Device SAR (19) Scaling (19)
Mode Service Allowed P . Side - . Serial |Duty Cycle Plot #
ower [dBm] State Drift [dB] Position Config. Factor
MHz Ch. Power [dBm] Number (Wikg) (Wikg)
1712.40 | 1312 UMTS 1750 RMC 240 22.83 78 0.11 Right Cheek A 1246M 11 0.098 1.309 0.128 Ad
1712.40 | 1312 UMTS 1750 RMC 240 22.83 78 0.09 Right Tilt A 1246M 11 0.057 1.309 0.075
1712.40 | 1312 UMTS 1750 RMC 24.0 22.83 78 0.10 Left Cheek A 1246M 11 0.071 1.309 0.093
1712.40 | 1312 UMTS 1750 RMC 240 22.83 78 -0.03 Left Tilt A 1246M 11 0.057 1.309 0.075
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mw/g)
Uncontrolled Exposure/General Population averaged over 1 gram
Table 11-5
UMTS 1900 Head SAR
MEASUREMENT RESULTS
. Reported SAR
FREQUENCY . Maximum Conducted Tune Power . Test Antenna Device SAR (19) Scaling (19)
Mode Service Allowed . Side o ) Serial |Duty Cycle Plot #
Power [dBm] State Drift [dB] Position Config. Factor
MHz ch. Power [dBm] Number (Wikg) (Wikg)
1907.60 | 9538 UMTS 1900 RMC 24.0 22.70 54 -0.02 Right Cheek A 1258M 11 0.049 1.349 0.066
1907.60 | 9538 UMTS 1900 RMC 24.0 22.70 54 -0.14 Right Tilt A 1258M 11 0.025 1.349 0.034
1907.60 | 9538 UMTS 1900 RMC 240 22.70 54 0.01 Left Cheek A 1258M 11 0.082 1.349 0.111 A5
1907.60 | 9538 UMTS 1900 RMC 240 22.70 54 -0.09 Left Tilt A 1258M 11 0.034 1.349 0.046
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mw/g)
Uncontrolled Exposure/General Population averaged over 1 gram
Table 11-6
LTE Band 71 Head SAR
MEASUREMENT RESULTS
Reported SAR
FREQUENCY Maximum Device SAR (L
Mode Bandwidth |0 6q | Conducted | Tune | Power |\ ooip | gige Test | \iodulation | RB Size |RB Offset| Serial  |Duty Cycle o Scaling (19) Plot #
[MHz] Power [dBm] | State | Drift [dB] Position Factor
MHz ch Power [dBm] Number Wikg) Wikg)
68050 (133297 | Mid LTE Band 71 20 25.7 24.95 13 018 0 Right | Cheek QPSK 1 0 0352M 11 0.093 1.189 0.111
680.50 (133297 | Mid LTE Band 71 20 247 2381 13 011 1 Right | Cheek QPSK 50 0 0352M 11 0.078 1.227 0.096
680.50 [133297 | Mid LTE Band 71 20 25.7 24.95 13 011 0 Right Tilt QPSK 1 0 0352M 11 0.040 1.189 0.048
680.50 (133297 | Mid LTE Band 71 20 247 2381 13 0.03 1 Right Tilt QPSK 50 0 0352M 11 0.035 1.227 0.043
680.50 (133297 | Mid LTE Band 71 20 25.7 24.95 13 0.05 0 Left Cheek QPSK 1 0 0352M 11 0.104 1.189 0.124 A6
68050 (133297 | Mid LTE Band 71 20 247 2381 13 0.16 1 Left Cheek QPSK 50 0 0352M 11 0.088 1.227 0.108
680.50 (133297 | Mid LTE Band 71 20 257 24.95 13 0.07 0 Left Tilt QPSK 1 0 0352M 11 0.041 1.189 0.049
680.50 (133297 | Mid LTE Band 71 20 24.7 2381 13 0.07 1 Left Tilt QPSK 50 0 0352M 11 0.034 1.227 0.042
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-7

LTE Band 12 Head SAR

MEASUREMENT RESULTS
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Reported SAR
FREQUENCY Maximum Device SAR (19)
Mode Bandwidih | T ved Conducted | Tune Power |\ orde] | side Test Antenna | o iulation | RB Size |RB Offset| Serial  |Duty Cycle Scaling g Plot #
[MHz] Power [dBm] | State Drift [dB] Position Config. Factor
MHz ch Power [dBm] Number Wikg) Wikg)
707.50 | 23095 | Mid LTE Band 12 10 255 24.84 14 0.10 0 Right | Cheek A QPSK 1 0 0352M 11 0.120 1.164 0.140
707.50 | 23095 | Mid LTE Band 12 10 245 2378 14 0.01 1 Right | Cheek A QPSK 25 12 0352M 11 0.107 1.180 0.126
707.50 | 23095 | Mid LTE Band 12 10 255 24.84 14 -0.08 0 Right Tilt A QPSK 1 0 0352M 11 0.060 1.164 0.070
707.50 | 23095 | Mid LTE Band 12 10 245 2378 14 0.05 1 Right Tilt A QPSK 25 12 0352M 11 0.052 1.180 0.061
707.50 | 23095 |  Mid LTE Band 12 10 255 24.84 14 0.00 0 Left Cheek A QPSK 1 0 0352M 11 0.150 1.164 0175 A7
707.50 | 23095 |  Mid LTE Band 12 10 245 2378 14 0.00 1 Left Cheek A QPSK 25 12 0352M 11 0121 1.180 0.143
707.50 | 23095 | Mid LTE Band 12 10 255 24.84 14 0.05 0 Left Tilt A QPSK 1 0 0352M 11 0.060 1.164 0.070
707.50 | 23095 | Mid LTE Band 12 10 245 2378 14 0.03 1 Left Tilt A QPSK 25 12 0352M 11 0.051 1.180 0.060
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
Reported SAR
FREQUENCY Maximum Device SAR (1g)
Mode Bandwidth |70 ed Conducted | Tune Power |\ ore] | side Test Antenna | o lation | RE Size |RB Offset|  Serial  |Duty Cycle Scaling 9) Plot #
[MHz] Power [dBm] | State | Drift [dB] Position | Config. Factor
MHz ch. Power [dBm] Number Wikg) Wikg)
782.00 | 23230 | Mid LTE Band 13 10 252 2453 116 -0.09 0 Right | Cheek A QPSK 1 49 0352M 11 0.174 1.167 0.203
782.00 | 23230 | Mid LTE Band 13 10 242 2353 116 0.10 1 Right | Cheek A QPSK 25 12 0352M 11 0.120 1.167 0.140
782.00 | 23230 | Mid LTE Band 13 10 252 2453 116 0.02 0 Right Tilt A QPSK 1 49 0352M 11 0.105 1.167 0.123
782.00 | 23230 | Mid LTE Band 13 10 242 2353 116 0.04 1 Right Tilt A QPSK 25 12 0352M 11 0.069 1.167 0.081
782.00 | 23230 | Mid LTE Band 13 10 252 2453 116 0.04 0 Left | Cheek A QPSK 1 49 0352M 11 0.184 1.167 0.215 A8
782.00 | 23230 | Mid LTE Band 13 10 242 2353 116 0.04 1 Left | Cheek A QPSK 25 12 0352M 11 0.141 1.167 0.165
782.00 | 23230 | Mid LTE Band 13 10 252 2453 116 -0.08 0 Left Tilt A QPSK 1 49 0352M 11 0.090 1.167 0.105
782.00 | 23230 | Mid LTE Band 13 10 242 2353 116 -0.05 1 Left Tilt A QPSK 25 12 0352M 11 0.066 1.167 0.077
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
Reported SAR
FREQUENCY Maximum Device SAR (1g)
Mode Bandwidih | T ed Conducted | Tune Power |\ ore] | side Test Antenna |\ lation | RB Size |RB Offset| Serial  |Duty Cycle Scaling 9) Plot #
[MHz] Power [dBm] | State | Drift [dB] Position | Config. Factor
MHz ch. Power [dBm] Number Wikg) Wikg)
79300 | 23330 | Mid LTE Band 14 10 255 24.49 13 0.16 0 Right | Cheek A QPSK 1 25 0352M 11 0.184 1.262 0.232
79300 | 23330 | Mid LTE Band 14 10 245 23.36 13 0.04 1 Right | Cheek A QPSK 25 12 0352M 11 0.140 1.300 0.182
79300 | 23330 | Mid LTE Band 14 10 255 24.49 13 0.03 0 Right Tilt A QPSK 1 25 0352M 11 0.112 1.262 0.141
79300 | 23330 | Mid LTE Band 14 10 245 23.36 13 0.07 1 Right Tilt A QPSK 25 12 0352M 11 0.084 1.300 0.109
79300 | 23330 | Mid LTE Band 14 10 255 24.49 13 -0.01 0 Left | Cheek A QPSK 1 25 0352M 11 0.200 1.262 0.252 A9
79300 | 23330 | Mid LTE Band 14 10 245 23.36 13 0.06 1 Left | Cheek A QPSK 25 12 0352M 11 0.155 1.300 0.202
79300 | 23330 | Mid LTE Band 14 10 255 24.49 13 0.03 0 Left Tilt A QPSK 1 25 0352M 11 0.099 1.262 0.125
79300 | 23330 | Mid LTE Band 14 10 245 23.36 13 -0.03 1 Left Tilt A QPSK 25 12 0352M 11 0.073 1.300 0.095
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-10

LTE Band 26 (Cell) Head SAR

MEASUREMENT RESULTS

Reported SAR
FREQUENCY Maximum Device SAR (1g)
Mode Bandwidih | T ved Conducted | Tune Power |\ orae] | side Test Antenna | o iulation | RB Size |RB Offset| Serial  |Duty Cycle Scaling 49 Plot #
[MHz] Power [dBm] | State | Drift [dB] Position | Config Factor
MHz ch Power [dBm] Number Wikg) Wikg)
83150 | 26865 | Md |LTEBand26(Cel)| 15 255 24.02 108 0.10 0 Right | Cheek A QPSK 1 36 0352M 11 0144 1.406 0202
83150 | 26865 | Md |LTEBand26(Cel)| 15 245 22.99 108 -0.02 1 Right | Cheek A QPSK 36 37 0352M 11 0130 1416 0.184
83150 | 26865 | Md |LTEBand26(Cel)| 15 255 24,02 108 0.05 0 Right it A QPSK 1 36 0352M 11 0.003 1.406 0.131
83150 | 26865 | Md |LTEBand26(Cel)| 15 245 22,99 108 0.04 1 Right it A QPSK 36 37 0352M 11 0.077 1416 0.109
831.50 | 26865 Mid LTE Band 26 (Cell) 15 255 24,02 108 0.05 0 Left Cheek A QPSK 1 36 0352M 11 0.234 1.406 0.329 A10
831.50 | 26865 Mid LTE Band 26 (Cell) 15 245 22.99 108 0.00 1 Left Cheek A QPSK 36 37 0352M 11 0.225 1416 0.319
831.50 | 26865 Mid LTE Band 26 (Cell) 15 255 24,02 108 -0.06 0 Left Tilt A QPSK 1 36 0352M 11 0.149 1.406 0.209
831.50 | 26865 Mid LTE Band 26 (Cell) 15 245 22.99 108 013 1 Left Tilt A QPSK 36 37 0352M 11 0.144 1416 0.204
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 Wikg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
Reported SAR
FREQUENCY Maximum Device SAR (1g)
1l dwidt s d I
lzf:c(:ﬁ;"'nkk‘ C“g;‘i:”' Mode Ba["M:I'] o Allowed P(;;"y”[;‘;m] ;’;z D':‘:‘W[;;] MPR[dB] | Side PDT::;" ’g‘;::;a Modulation | RB Size |RB Offset| Serial |Duty Cycle SFC:C:S? (9) Plot #
MHz ch Power [dBm] Number wika) wika)
1.0C Uplink NA 83650 | 20525 | Md |LTEBand5(Cel) | 10 255 2409 108 004 0 Right | Cheek A QPsK 1 25 | o0315M 11 0126 1384 0174
1.CC Upiink NA 83650 | 20525 | Md |LTEBand5(Cel) | 10 245 2313 108 006 1 Right | Cheek A QPSK 25 0 0315M 11 0100 1371 0137
1.CC Uplink NA 83650 | 20525 | Md | LTEBand5(Cel) | 10 25 2409 108 | -014 0 Right | Tt A QPsK 1 25 | 0315M 11 0076 1384 0105
1.CC Uplink NA 83650 | 20525 | Md |LTEBand5(Cel) | 10 25 2313 108 | -0.20 1 Right | it A QPsK 25 0 0315M 11 0.061 1371 0.084
1.0C Uplink NA 83650 | 20525 | Md |LTEBand5(Cel) | 10 255 2408 108 010 0 Left | Cheek A QPsK 1 0 0315M 11 0208 1387 0.288
1.CC Uplink NA 83650 | 20525 | Md |LTEBand5(Cel) | 10 255 2409 108 012 0 Left | Cheek A QPsK 1 25 | 0315M 11 0173 1384 0.239
1.CC Uplink NA 83650 | 20525 | Md | LTEBand5(Cel) | 10 25 2313 108 009 1 Left | Cheek A QPsK 2 0 0315M 11 0148 1371 0203
pcc 83650 | 20525 10 1 0
2.CC Uplink Md | LTE Band 5 (Cel) 255 2415 108 0.00 0 Left | Cheek A QPsk 0315M 11 0216 1.365 0295 ALL
scc 82030 | 20453 5 1 24
1.CC Uplink NA 83650 | 20525 | Md |LTEBand5(Cel) | 10 255 2409 108 005 0 Left it A QPsK 1 25 | 0315M 11 0.084 1.384 0116
1.CC Uplink NA 83650 | 20525 | Md | LTEBand5(Cel) | 10 25 2313 108 | -0.03 1 Left it A QPsK 2 0 0315M 11 0.069 1371 0095
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-12
LTE Band 66 (AWS) Head SAR

MEASUREMENT RESULTS

Reported SAR
FREQUENCY Maximum Device SAR (1g)
1.CC Uplink | Component Bandwidth Conducted Tune Power Test Antenna Scaling (19)
2.CC Uplink Carrier Mode [MHz) Allowed Power [dBm] State Drift [dB] MPR [dB] Side Position Config. Modulation | RB Size [RB Offset Serial Duty Cycle Factor Plot #
MHz ch Power [dBm] Number wika) wika)
1 CC Uplink NA 1720.00 |132072 Low LTE(ABV‘S/[;(; 66 20 248 2324 60 0.06 0 Right Cheek A QPSK 1 50 1267M 11 0.105 1.432 0.150
LTE Band 66 i
1ccupink | NA | 172000 |132072| Low . 20 28 2300 6 | oo o | Right | Cheek A opsk | 1 | 9o | e | 11 0,099 1514 050
1 CC Uplink NA 1720.00 |132072 Low LTE(AB‘ZI;I; 66 20 238 22.32 60 -0.17 1 Right Cheek A QPSK 50 25 1267TM 11 0.084 1.406 0.118
1 CC Uplink NA 1715.00 |132022 Low LTE(ABV‘G/US(; 66 10 248 2312 60 -0.14 0 Right Cheek A QPSK 1 49 1267M 11 0.081 1472 0.119
. PCC 1720.00 |132072 99
2 g/f gg'é"k Low LTE( fmag; 66 20 248 2342 60 0.06 0 Right | Cheek A QPSK 1 1267TM 11 0.106 1374 0.146 A2
S scc | 173980 132270 0
PCC 1715.00 (132022 49
2 gi ';glénk Low LTE(AB‘;nsg 66 10 248 23.49 60 0.12 0 Right Cheek A QPSK 1 1267TM 11 0.088 1.352 0.119 S
- scc 172490 [132121 0
1.CC Uplink NA 172000 |132072| Low LTE( fma/'; 66 20 248 2324 60 018 0 Right Tit A QPSK 1 50 1267TM 11 0.081 1432 0116
1 CC Uplink NA 1720.00 |132072 Low LTE(AB‘Z‘;‘; 66 20 238 22.32 60 0.16 1 Right Tilt A QPSK 50 25 1267TM 11 0.047 1.406 0.066
1 CC Uplink NA 1720.00 (132072 Low LTE(AB‘;nsg 66 20 248 2324 60 0.15 0 Left Cheek A QPSK 1 50 1267TM 11 0.072 1.432 0.103
1 CC Uplink NA 1720.00 |132072 Low LTE(ABV‘S/[;(; 66 20 238 2232 60 0.05 1 Left Cheek A QPSK 50 25 1267M 11 0.051 1.406 0.072
1.CC Uplink NA 172000 |132072| Low LTE( /fma/’é“; 66 20 248 2324 60 016 0 Left Tilt A QPSK 1 50 1267M 11 0042 1432 0.060
. LTE Band 66 .
1 CC Uplink NA 1720.00 |132072 Low (aws) 20 238 22.32 60 0.20 1 Left Tilt A QPSK 50 25 1267TM 11 0.036 1.406 0.051
ANSI/ [EEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 Wikg (mWI/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
. Reported SAR
FREQUENCY Maximum Device SAR (ig)
Mode Bandwidih | T ved Conducted | Tune Power |\ o dB) | side Test Antenna |\ ulation | RB Size |RB Offset|  Serial  |Duty Cycle Scaling 49 Plot #
[MHz] Power [dBm] | State | Drift [dB] Position | Config. Factor
MHz ch Power [dBm] Number wike) wike)
188250 | 26365 | Mid "TE(:’C&;;' % 20 25 2341 1 013 0 Right | Cheek A QPsK 1 50 | 1eem | 11 0.008 1285 0.126 A3
188250 | 26365 | Mid LTE(F?SQ? % 20 25 2248 1 001 1 Right | Cheek A QPsK | 50 50 | 1eem | 11 0.067 1.265 0.085
188250 | 26365 | Mid "TE(F?S‘;’ % 20 245 2341 1 021 0 Right |  Tit A QPSK 1 50 | 1esm | 11 0.062 1.285 0.080
188250 | 26365 | Mid LTE(fgg‘; % 20 25 2248 1 001 1 Right | Tit A QPSK | 50 50 | 1esm | 11 0.040 1.265 0.051
188250 | 26365 | Mid LTE(fég? = 20 245 2341 1 013 0 Left | Cheek A QPSK 1 50 | 1168M 11 0.082 1285 0.105
188250 | 26365 | Mid LTE(fg'S‘? % 20 235 2248 1 0.05 1 Left | Cheek A QPsK | 50 50 | 1168M 11 0.068 1.265 0.086
1882550 | 26365 | Mid LTE(F'?S'S‘? = 20 245 2341 1 013 0 Left il A QPSK 1 50 | 1168m 11 0.047 1285 0.060
1882550 | 26365 |  Mid LTifgg‘; = 20 235 22.48 1 011 1 Left il A QPsK | 50 50 | 1168m 11 0.037 1.265 0.047
ANSI / [EEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-14

LTE Band 30 Head SAR

MEASUREMENT RESULTS

Reported SAR
FREQUENCY Maximum Device SAR (1g)
Mode Bandwidth |y ed Conducted | Power | o gy | side Test Antenna | 1o julation | RB Size |RB Offset|  Serial  |Duty Cycle Scaling S Plot #
MH) | S5y | Power [@Bm] | Drift [dB] Position | Config. Nomber Factor
MHz ch ower [dBm] (Wrkg) (W/kg)
2310.00 | 27710 | Mid LTE Band 30 10 235 2223 0.13 0 Right | Cheek A QPSK 1 0 1168M 11 0.018 1.340 0.024
2310.00 | 27710 | Mid LTE Band 30 10 225 2112 -0.12 1 Right | Cheek A QPSK 25 12 1168M 11 0,012 1.374 0.016
2310.00 | 27710 | Mid LTE Band 30 10 235 2223 0.11 0 Right Tilt A QPSK 1 0 1168M 11 0.017 1.340 0.023
2310.00 | 27710 | Mid LTE Band 30 10 225 2112 0.14 1 Right Tilt A QPSK 25 12 1168M 11 0.012 1.374 0.016
2310.00 | 27710 | Mid LTE Band 30 10 235 2223 0.07 0 Left Cheek A QPSK 1 0 1168M 11 0.032 1.340 0.043 AL4
2310.00 | 27710 | Mid LTE Band 30 10 225 2112 -0.04 1 Left Cheek A QPSK 25 12 1168M 11 0.024 1.374 0.033
2310.00 | 27710 | Mid LTE Band 30 10 235 2223 013 0 Left Tilt A QPSK 1 0 1168M 11 0.031 1.340 0.042
231000 | 27710 | Mid LTE Band 30 10 225 2112 -0.13 1 Left Tilt A QPSK 25 12 1168M 11 0.027 1.374 0.037
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
. Reported SAR
FREQUENCY Maximum Device SAR (1g) .
Mode Bandwidth |0 eq | Conducted | Power oo e | side Test Antenna | o qiation | R8 Size |RB Offset|  Serial  |Duty Cycle Scaling (9 Plot #
[MHz] Sgmy | Power [@Bm] | Drift (0B] Position | Config. ot Factor
MHz ch Power [dBm] umber Wikg) Wikg)
2510.00 | 20850 | Low LTE Band 7 20 24.0 2277 0.01 0 Right | Cheek B QPSK 1 50 1170M 11 0.030 1.327 0.040
2510.00 | 20850 | Low LTE Band 7 20 230 2164 -0.12 1 Right | Cheek B QPSK 50 25 1170M 11 0.022 1.368 0.030
2510.00 | 20850 | Low LTE Band 7 20 24.0 2277 -0.13 0 Right Tilt B QPSK 1 50 1170M 11 0.026 1.327 0.035
2510.00 | 20850 | Low LTE Band 7 20 23.0 21.64 -0.18 1 Right Tilt B QPSK 50 25 1170M 11 0,017 1.368 0.023
2510.00 | 20850 | Low LTE Band 7 20 24.0 2277 0.00 0 Left Cheek B QPSK 1 50 1170M 11 0.035 1.327 0.046
2510.00 | 20850 | Low LTE Band 7 20 23.0 21.64 -0.09 1 Left Cheek B QPSK 50 25 1170M 11 0.026 1.368 0.036
2510.00 | 20850 | Low LTE Band 7 20 24.0 2277 0.02 0 Left Tilt B QPSK 1 50 1170M 11 0.042 1.327 0.056 AL5
2510.00 | 20850 | Low LTE Band 7 20 23.0 21.64 -0.13 1 Left Tilt B QPSK 50 25 1170M 11 0.028 1.368 0.038
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mw/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-16

LTE Band 41 Head SAR

MEASUREMENT RESULTS

Reported SAR
FREQUENCY Maximum Device SAR (1g)
1cc u:mk |2 cC Uplink, Component Mode Bandwidih | 0 Conducted | Power | o 8l| side Test ANtenna | \ooiaion | Re size [R8 Offset|  Serial  |puty cycle Scaling (19) plot#
ower Class Carrier [MHz] Power [dBm] | Drift [dB] Position | Config. Factor
MHz ch Power [dBm] Number Wikg) (Wikg)
1 CC Uplink - Power Class 3 NIA 2506.00 | 39750 | Low LTE Band 41 20 250 24.06 013 0 Right | Cheek QPSK 1 50 1140M | 1158 0.024 1242 0.030
1.CC Uplink - Power Class 3 NIA 2506.00 | 39750 | Low LTE Band 41 20 240 22.95 -0.04 1 Right | Cheek QPSK 50 25 1149M | 1:158 0019 1274 0.024
1 CC Uplink - Power Class 3 NIA 2506.00 | 39750 | Low LTE Band 41 20 250 24.06 018 0 Right Tilt QPSK 1 50 1149M | 1158 0021 1242 0.026
1 CC Uplink - Power Class 3 NIA 2506.00 | 39750 | Low LTE Band 41 20 240 2295 012 1 Right Tilt QPSK 50 25 1140M | 1158 0017 1274 0.022
1.CC Uplink - Power Class 3 NIA 2506.00 | 39750 | Low LTE Band 41 20 250 24.06 0.07 0 Left | Cheek QPSK 1 50 1149M | 1:158 0,032 1242 0.040
1 CC Uplink - Power Class 3 NIA 2506.00 | 39750 | Low LTE Band 41 20 240 22.95 0.00 1 Left | Cheek QPSK 50 25 1149M | 1158 0,027 1274 0.034
1.CC Uplink - Power Class 3 NIA 2506.00 | 39750 | Low LTE Band 41 20 250 24.06 -0.01 0 Left Titt QPSK 1 50 1149M | 1158 0.033 1242 0.041
1.CC Uplink - Power Class 3 NIA 2506.00 | 39750 | Low LTE Band 41 20 250 23.82 014 0 Left it QPSK 1 99 1140M | 1158 0033 1312 0.043
1 CC Uplink - Power Class 3 NIA 2506.00 | 39750 | Low LTE Band 41 20 240 22.95 -0.03 1 Left Tilt QPSK 50 25 1149M | 1:158 0.027 1274 0.034
1.CC Uplink - Power Class 2 NIA 2506.00 | 39750 | Low LTE Band 41 20 275 26.60 0.04 0 Left Tilt QPSK 1 50 1149M | 1231 0.039 1.230 0.048
1 CC Uplink - Power Class 2 NIA 2506.00 | 39750 | Low LTE Band 41 20 275 25.82 011 0 Left Tilt QPSK 1 99 1140M | 12231 0.039 1472 0.057
PcC 2506.00 | 39750 99
2.CC Uplink - Power Class 3 Low LTE Band 41 20 250 2374 014 0 Left Tilt QPSK 1 1149M | 1158 0,039 1337 0,052
scc 2525.80 | 39948 0
PcC 2506.00 | 39750 99
2.CC Uplink - Power Class 2 Low LTE Band 41 20 275 25.94 013 0 Left Tilt QPSK 1 1149M | 1:231 0,041 1432 0.059 A16
scc 2525.80 | 39948 0
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mw/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
Reported SAR|
FREQUENCY Maximum Device SAR (1g)
1CCUplink| | Component Bandwidth Conducted Power Test Antenna Scaling (1g)
2.CC Uplink Carrier Mode [MHz) Allowed Power [dBm] | Drift [dB] MPR [dB] Side Position Config. Modulation | RB Size |RB Offset Serial Duty Cycle Factor Plot #
MHz ch. Power [dBm] Number Wikg) Wikg)
1.CC Uplink NA 3560.00 | 55340 | Low LTE Band 48 20 20.0 18.68 0.00 0 Right | Cheek F QPSK 1 50 0543M | 1:158 0532 1355 0721
1.CC Uplink NA 3603.30 | 55773 | Low-Mid |  LTE Band 48 20 20,0 18.77 0.00 0 Right | Cheek F QPSK 1 99 0543M | 1:158 0532 1327 0.706
1.CC Uplink NA 3646.70 | 56207 | Mid-High | LTE Band 48 20 200 19.13 0.04 0 Right | Cheek F QPSK 1 50 0543M | 1:158 0543 1222 0.664
1.CC Uplink NA 3690.00 | 56640 | High LTE Band 48 20 200 18.66 -0.07 0 Right | Cheek F QPSK 1 50 0543V | 1:158 0511 1361 0695
1.CC Uplink NA 3560.00 | 55340 | Low LTE Band 48 20 20,0 18.73 -0.02 0 Right | Cheek F QPSK 50 25 0543M | 1:158 0.540 1.340 0.724
1.CC Uplink NA 3560.00 | 55340 | Low LTE Band 48 20 20.0 18,63 -0.02 0 Right | Cheek F QPSK 50 50 0543M | 1:158 0528 1371 0724
1.CC Uplink NA 3603.30 | 55773 | Low-Mid | LTE Band 48 20 20,0 18.84 -0.02 0 Right | Cheek F QPSK 50 25 0543M | 1:158 0.547 1.306 0714
1.CC Uplink NA 3646.70 | 56207 |Mid-High | LTE Band 48 20 20,0 19.09 -0.01 0 Right | Cheek F QPSK 50 25 0543M | 1:158 0.550 1233 0678 m7
1.CC Uplink NA 3690.00 | 56640 | High LTE Band 48 20 20.0 18.68 0.01 0 Right | Cheek F QPSK 50 25 0543M | 1:158 0.520 1355 0.705
1.CC Uplink NA 3646.70 | 56207 | Mid-High | LTE Band 48 20 20,0 18.89 0.04 0 Right | Cheek F QPSK 100 0 0543M | 1:158 0538 1201 0.695
PCC 3560.00 | 55340 50
2.CC Uplink Low LTE Band 48 20 20.0 18.80 0.02 0 Right | Cheek F QPSK 50 0543M | 1:158 0524 1318 0.691
scc 3579.80 | 55538 0
1.CC Uplink NA 3646.70 | 56207 | Mid-High | LTE Band 48 20 20,0 19.13 0.16 0 Right Tilt F QPSK 1 50 0543M | 1:158 0.213 1222 0.260
1.CC Uplink NA 3646.70 | 56207 |Mid-High | LTE Band 48 20 20,0 19.09 -0.02 0 Right Tilt F QPSK 50 25 0543M | 1:158 0.212 1233 0.261
1.CC Uplink NA 3646.70 | 56207 | Mid-High | LTE Band 48 20 20,0 19.13 0.02 0 Left | Cheek F QPSK 1 50 0543M | 1:158 0.260 1222 0318
1.CC Uplink NA 3646.70 | 56207 |Mid-High | LTE Band 48 20 20.0 19.09 0.04 0 Left | Cheek F QPSK 50 25 0543M | 1:158 0.255 1233 0314
1.CC Uplink NA 3646.70 | 56207 |Mid-High | LTE Band 48 20 20,0 19.13 017 0 Left Tilt F QPSK 1 50 0543M | 1:1.58 0.148 1222 0.181
1.CC Uplink NA 3646.70 | 56207 |Mid-High | LTE Band 48 20 20,0 19.09 0.03 0 Left Tilt F QPSK 50 25 0543M | 1:158 0.148 1233 0.182
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General P averaged over 1 gram
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Table 11-18
NR Band n71 Head SAR
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MEASUREMENT RESULTS
e oo eanguian | U2 | concss | dma | povsr ot | ey | e [resroson| s | wovtom | woousion | mmsze | mmor | S5 | oo | 700 | sy | SR |,
e . [MHz] power [dBm] Power [dBm] Config (@8] Number wie) Factor wike)
680.50 136100 Mid NR Band n71 20 258 2432 A 013 [ Right Cheek o DFT-S-OFDM QPSK 1 104 0417M 11 0.129 1.406 0.181
680.50 136100 Mid NR Band n71 20 258 24.26 A -0.01 [ Right Cheek o DFT-S-OFDM QPSK 50 28 0417M 11 0.114 1426 0.163
680.50 136100 Mid NR Band n71 20 258 2432 A 0.01 [ Right Tilt o DFT-S-OFDM QPSK 1 104 0417M 11 0.097 1.406 0.136
680.50 136100 Mid NR Band n71 20 258 24.26 A -0.03 0 Right Titt 0 DFT-S-OFDM QPSK 50 28 0417M 11 0.086 1.426 0.123
680.50 136100 Mid NR Band n71 20 258 2432 A 0.03 0 Left Cheek 0 DFT-S-OFDM QPSK 1 104 0417M 11 0.145 1.406 0.204 A18
680.50 136100 Mid NR Band n71 20 258 24.26 A -0.16 0 Left Cheek 0 DFT-S-OFDM QPSK 50 28 0417M 11 0.138 1.426 0.197
680.50 136100 Mid NR Band n71 20 243 2277 A 0.01 15 Left Cheek 0 CP-OFDM QPSK 1 1 0417M 11 0.069 1422 0.098
680.50 136100 Mid NR Band n71 20 258 24.32 A 0.02 0 Left Titt 0 DFT-S-OFDM QPSK 1 104 0417M 11 0.089 1.406 0.125
680.50 136100 Mid NR Band n71 20 258 24.26 A -0.03 0 Left Titt 0 DFT-S-OFDM QPSK 50 28 0417M 11 0.072 1.426 0.103
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 Wikg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
Table 11-19
NR Band n12 Head SAR
MEASUREMENT RESULTS
Reported
e woao | S | "oy | ot | Ao | PO | oy | sige[resposion| nesie | wawom | woaion | osze | mwomer | S0 | oo | 0| scame SR 00| pros
e - ower [dBm] (Wikg) (Wikg)
707.50 141500 Mid NR Band n12 15 257 24.26 A -0.02 0 Right Cheek 14 DFT-S-OFDM QPSK 1 1 0417M 11 0.097 1.393 0.135
707.50 141500 Mid NR Band n12 15 257 2422 A -0.03 0 Right Cheek 14 DFT-S-OFDM QPSK 36 22 0417M 11 0.122 1.406 0.172
707.50 141500 Md NR Band n12 15 257 24.26 A -0.01 0 Right Tilt 14 DFT-S-OFDM QPSK 1 1 0417M 11 0.045 1.393 0.063
707.50 141500 Md NR Band n12 15 257 24.22 A -0.02 0 Right Tilt 14 DFT-S-OFDM QPSK 36 22 0417M 11 0.059 1.406 0.083
707.50 141500 Md NR Band n12 15 257 24.26 A 0.02 0 Left Cheek 14 DFT-S-OFDM QPSK 1 1 0417M 11 0.145 1.393 0.202
707.50 141500 Md NR Band n12 15 257 24.22 A 0.07 0 Left Cheek 14 DFT-S-OFDM QPSK 36 22 0417M 11 0.164 1.406 0.231 A19
707.50 141500 Md NR Band n12 15 242 2275 A -0.02 15 Left Cheek 14 CP-OFDM QPSK 1 1 0417M 11 0.094 1.396 0.131
707.50 141500 Md NR Band n12 15 257 24.26 A -0.05 0 Left Tilt 14 DFT-S-OFDM QPSK 1 1 0417M 11 0.058 1.393 0.081
707.50 141500 Md NR Band n12 15 25.7 2422 A -0.02 0 Left Tilt 14 DFT-S-OFDM QPSK 36 22 0417M 11 0.074 1.406 0.104
ANSI / [EEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 Wikg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
Table 11-20
NR Band n5 Head SAR
MEASUREMENT RESULTS
Reparicd
reme woso | Sersman | Woues | conductod | Arima | Ponet | ey | sgo | rusposton| e s | wawsom | ostaion | rwsize | rworsn | S| ouy e | T | seano SR | iy
e o owe (o) W) W)
836.50 167300 Mid | NR Band n5 (Cell) 20 258 24.22 A 0.03 0 Right Cheek 108 DFT-S-OFDM QPSK 1 1 0417M 11 0.161 1.439 0.232
836.50 167300 Mid NR Band n5 (Cell) 20 258 24.20 A 0.01 ) Right Cheek 108 DFT-S-OFDM QPSK 50 28 0417M 11 0.157 1445 0.227
836.50 167300 Mid NR Band n5 (Cell) 20 258 2422 A -0.04 ) Right Tilt 108 DFT-S-OFDM QPSK 1 1 0417M 11 0.132 1.439 0.190
836.50 167300 Mid | NR Band n5 (Cell) 20 258 24.20 A 0.02 0 Right Titt 108 DFT-S-OFDM QPSK 50 28 0417M 11 0.120 1.445 0173
836.50 167300 Mid | NR Band n5 (Cell) 20 258 24.22 A 0.02 0 Left Cheek 108 DFT-S-OFDM QPSK 1 1 0417M 11 0.242 1.439 0.348 A20
836.50 167300 Mid NR Band n5 (Cell) 20 258 24.20 A 0.03 ) Left Cheek 108 DFT-S-OFDM QPSK 50 28 0417M 11 0.240 1445 0.347
836.50 167300 Mid NR Band n5 (Cell) 20 243 2273 A 0.02 15 Left Cheek 108 CP-OFDM QPSK 1 1 0417M 11 0.175 1435 0.251
836.50 167300 Mid | NR Band n5 (Cell) 20 258 24.22 A -0.10 0 Left Titt 108 DFT-S-OFDM QPSK 1 1 0417M 11 0.145 1.439 0.209
836.50 167300 Mid NR Band n5 (Cell) 20 258 24.20 A -0.01 ) Left Tilt 108 DFT-S-OFDM QPSK 50 28 0417M 11 0.142 1445 0.205
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 Wikg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-21
NR Band n66 Head SAR

MEASUREMENT RESULTS
Reported
FREQUENCY Maximum AR (1g)
Mode Bandwidih | yoeq | Conducted | Antenna | Power Drift | yog gy | sige | TestPosiion | Tune State |  Waveform | Modulaton | RBSize | Reomset | S | puycycre scaling | SARGQ) | pors
Wz (ool | |power fogm | contig (@8] Number Factor
MHz. ch (Wikg) (Wikg)
1745.00 349000 Mid NR (i;r]\;)ﬂﬁe 40 249 23.65 A 012 ) Right Cheek 58 DFT-S-OFDM QPSK 1 1 1137M 11 0.115 1334 0.153
R Band n66
1745.00 349000 Mid (AWS) 40 249 23.60 A 0.04 [ Right Cheek 58 DFT-S-OFDM QPSK 108 54 1137M 11 0.119 1.349 0.161
NR Band n66
174500 | 349000 | Mid s a0 234 2210 A 013 15 Right Cheek 58 CP-OFDM QPsK 1 1 1137 11 0.080 1349 0.108
1745.00 349000 Mid NR (iavrv\g)nse 40 249 23.65 A 012 ) Right Tilt 58 DFT-S-OFDM QPSK 1 1 1137M 11 0.066 1334 0.088
R Band 66
1745.00 349000 Mid (Aws) 40 249 23.60 A 021 ) Right Tilt 58 DFT-S-OFDM QPSK 108 54 1137M 11 0.067 1.349 0.090
NR Band n66
174500 | 349000 | Mid awe a0 249 2365 A 011 0 Left Cheek 58 DFT-S-OFDM | QPSK 1 1 1137M 11 0.078 1334 0.104
NR Band n66
174500 | 349000 | Mid s w0 249 2360 A 015 0 Left Cheek 58 DFT-S-OFDM | QPSK 108 54 1137 11 0073 1349 0.088
1745.00 349000 Mid NR (i?’cg)ﬂﬁe 40 249 23.65 A 0.06 ) Left Tilt 58 DFT-S-OFDM QPSK 1 1 1137M 11 0.065 1334 0.087
1745.00 349000 Mid NR (i\a;g)neﬁ 40 249 23.60 A 0.15 0 Left Tilt 58 DFT-S-OFDM QPSK 108 54 1137M 11 0.070 1.349 0.094
NR Band n66
174500 | 349000 | Mid e a0 100 1850 ) 005 0 Right Cheek NA DFT-S-OFDM | QPSK 1 214 0580M 11 0418 1122 0.469
NR Band n66
1745.00 349000 Mid (Aws) 40 19.0 18.70 J -0.07 ) Right Cheek NA DFT-S-OFDM QPSK 108 108 0589M 11 0.437 1072 0.468
NR Band n66
1745.00 349000 Mid (Aws) 40 19.0 18.50 J 0.04 ) Right Tilt NA DFT-S-OFDM QPSK 1 214 0589M 11 0.581 1122 0.652
NR Band 66
1745.00 349000 Mid (AWS) 40 190 18.70 J -0.12 [ Right Tilt NA DFT-S-OFDM QPSK 108 108 0589M 11 0.645 1072 0.691
NR Band n66
174500 | 349000 | Mid s a0 100 1850 3 002 0 Left Cheek NA DFT-S-OFDM | QPSK 1 214 0589M 11 0752 1122 0.844
NR Band n66
1745.00 349000 Mid (Aws) 40 19.0 18.70 J 0.00 ) Left Cheek NA DFT-S-OFDM QPSK 108 108 0589M 11 0.789 1072 0.846
NR Band né6
1745.00 349000 Mid (Aws) 40 19.0 18.49 J 001 ) Left Cheek NA DFT-S-OFDM QPSK 216 0 0589M 11 0.783 1125 0.881
NR Band 66
174500 | 349000 | Mid e W 190 1850 3 017 0 Left Tit NA DFT-S-OFDM | QPSK 1 214 0589M 11 0919 1122 1031
NR Band n66
174500 | 349000 | Mid s w0 100 1870 3 008 0 Left Tit NA DFT-S-OFDM | QPSK 108 108 0589M 11 1040 1072 1115
NR Band n66
1745.00 349000 Mid (Aws) 40 19.0 18.49 J -0.02 ) Left Tilt NA DFT-S-OFDM QPSK 216 0 0589M 11 1.040 1125 1170 A21
1745.00 349000 Mid NR (i;l’/\g;ee 40 19.0 18.48 J -0.12 ) Left Tilt NA CP-OFDM QPSK 1 1 0589M 11 1.030 1127 1161
NR Band 66
174500 | 349000 | Md ] 40 100 18.70 3 -0.15 o Left Tit NA DFT-S-OFDM | QPSk 108 108 0589M 11 1030 1072 1104
ANSI/ [EEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 Wikg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
Reported
FREQUENCY Maximum AR (1)
Mode Bandwidih | jjgyeq | Conducted | Antenna | Power Drift | g ) Side | TestPosition | Tune State Waveform Modulation | RB Size RB Offset. Serial Duty Cycle Scaling SARAY) | prot#
[MHz] Power [dBm] Power [dBm] Config [dB] Number Factor
Wiz cn wike) Wika)
NR Band n25
1882.50 376500 Mid (PCS) 40 245 2376 A 0.10 o Right Cheek 5 DFT-S-OFDM QPSK 1 108 1125M 11 0.111 1.186 0.132
NR Band n25
1882.50 376500 Mid (PCs) 40 245 23.76 A -0.10 0 Right Cheek 5 DFT-S-OFDM QPSK 108 54 1125M 11 0.094 1.186 0.111
1882.50 376500 Mid NR {Bpacng)nZﬁ 40 230 22.30 A 0.00 15 Right Cheek 5 CP-OFDM QPSK 1 1 1125M 11 0.079 1175 0.093
1882.50 376500 Mid NR Fpacng)HZE' 40 245 23.76 A 0.16 0 Right Tilt 5 DFT-S-OFDM QPSK 1 108 1125M 11 0.043 1186 0.051
1882.50 376500 Mid NR (Bpacng)HZS 40 245 23.76 A -0.15 0 Right Tilt 5 DFT-S-OFDM QPSK 108 54 1125M 11 0.066 1186 0.078
1882.50 376500 Mid NR (Bpacﬂg)HZS 40 245 23.76 A 0.14 0 Left Cheek 5 DFT-S-OFDM QPSK 1 108 1125M 11 0.092 1186 0.109
NR Band n25
188250 | 376500 | Mid o) r 25 2376 A 006 0 Left Cheek 5 DFT.SOFDM | QPSK 108 54 1125M 11 0.007 1186 0115
1ss250 | sresoo | ma | "R (iaé‘g)"zs a0 25 2376 A 012 0 Left it 5 DFT-S-OFDM | QPSK 1 108 1125M 11 0076 1186 0.080
NR Band n25
188250 | 376500 | Md ey % 245 2376 A 003 0 Left it 5 DFT-S-OFDM |  QPSK 108 54 1125M 11 0.080 1186 0095
NR Band n25
1882.50 376500 Mid (PCS) 40 19.0 18.07 J 0.01 0 Right Cheek NA DFT-S-OFDM QPSK 1 214 0574M 11 0.478 1.239 0.592
NR Band n25
1882.50 376500 Mid (Pcs) 40 19.0 18.08 J 0.03 0 Right Cheek: NA DFT-S-OFDM QPSK 108 108 0574M 11 0522 1.236 0.645
1882.50 376500 Mid NR Fpacn;)nZﬁ 40 19.0 18.07 J 0.00 0 Right Tilt NA DFT-S-OFDM QPSK 1 214 0574M 11 0.509 1239 0.631
NR Band n25
1882.50 376500 Mid (PCS) 40 19.0 18.08 J 0.00 0 Right Tilt NA DFT-S-OFDM QPSK 108 108 0574M 11 0.540 1.236 0.667
1882.50 376500 Mid NR (Bpaé\g)HZS 40 19.0 18.07 J 0.01 0 Left Cheek NA DFT-S-OFDM QPSK 1 214 0574M 11 0.659 1239 0.817
NR Band n25
1882.50 376500 Mid (PCS) 40 19.0 18.08 J 0.00 0 Left Cheek NA DFT-S-OFDM QPSK 108 108 0574M 11 0.703 1.236 0.869
NR Band n25
188250 | 376500 | Mid s r 100 1806 H 001 0 Left Cheek NA DFT-S-OFDM |  QPSK 216 0 0574M 11 0703 1242 0873
NR Band n25
188250 | 376500 | Md e W 190 1807 H 000 0 Lett it NA DFT-S-OFDM | QPSK 1 214 0574M 11 0617 1230 0764
NR Band n25
1882.50 376500 Mid (PCS) 40 19.0 18.08 J 0.01 o Left Tilt NA DFT-S-OFDM QPSK 108 108 0574M 11 0.747 1236 0.923 A22
1882.50 376500 Mid NR Fpﬂcﬂg)HZS 40 19.0 18.06 J -0.01 0 Left Tilt NA DFT-S-OFDM QPSK 216 ) 0574M 11 0.743 1242 0.923
1882.50 376500 Mid NR Epacr\;)rQﬁ 40 19.0 17.90 J 0.00 0 Left Tilt NA CP-OFDM QPSK 1 1 0574M 11 0.707 1.288 0.911
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 Wikg (mWi/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-23
NR Band n30 Head SAR

MEASUREMENT RESULTS
Reported SAR
Qe woso | piwan | “Wowss | comued | e | pove s | sve | 0% | wawtom | wosssion | mwsae | mworer [sotamoer| S | P07 | seann "0 e

. - ower [dBm] Wikg) Wikg)
231000 | 462000 | Md | NRBandn30 10 235 2201 A 005 0 Right | Cheek | DFT-S-OFDM QPsK 1 26 1156M 11 0013 1.400 0018
231000 | 462000 | Md | NRBandn30 10 235 222 A -0.05 0 Right | Cheek | DFT-S-OFDM QPsK 2 14 1156M 11 0015 1343 0020
231000 | 462000 | Md | NRBandn30 10 235 2201 A 0.15 0 Right | Tt DFT-S-OFDM QPsK 1 26 1156M 11 0015 1.400 0021
231000 | 462000 | Md | NRBandn30 10 235 2222 A 0.15 0 Right | Tt DFT-S-OFDM QPsK 2 14 1156M 11 0013 1343 0017
231000 | 462000 | Md | NRBandn30 10 235 2201 A 005 0 Left | Cheek | DFT-S-OFDM QPsK 1 2 1156M 11 0031 1.400 0.044
231000 | 462000 | Md | NRBandn30 10 235 222 A 015 0 Left | Cheek | DFT-S-OFDM QPsK 2 14 1156M 11 0034 1343 0046
231000 | 462000 | Md | NRBandn30 10 220 2051 A 010 | 15 Left | Cheek CP-OFDM QPSK 1 1 1156M 11 0010 1.400 0014
231000 | 462000 | Md | NRBandn30 10 235 2201 A -0.10 0 Left it DFT-S-OFDM QPsK 1 % 1156M 11 0030 1.400 0042
231000 | 462000 | Md | NRBandn30 10 235 222 A 021 0 Left it DFT-S-OFDM QPsK 2 14 1156M 11 0030 1343 0040
231000 | 462000 | Md | NRBandn30 10 190 17.81 3 0.06 0 Right | Cheek | DFT-S-OFDM QPsK 1 % 0317m 11 0.309 1315 0.406
231000 | 462000 | Md | NRBandn30 10 190 17.08 3 0.00 0 Right | Cheek | DFT-S-OFDM QPsK E 14 0317M 11 0310 1279 0396
231000 | 462000 | Md | NRBandn30 10 190 17.81 3 0,05 0 Right | Tit DFT-S-OFDM QPsK 1 % 0317m 11 0494 1315 0.650
231000 | 462000 | Md | NRBandn30 10 190 17.08 3 0,02 0 Right | Tit DFT-S-OFDM QPsK 2 14 0317M 11 0503 1279 0643
231000 | 462000 | Md | NRBandn30 10 190 1781 3 0.00 0 Left | Cheek | DFT-S-OFDM QPSK 1 2% 0317M 11 0530 1315 0697
231000 | 462000 | Md | NRBandn30 10 190 17.93 3 002 0 Left | Cheek | DFT-S-OFDM QPSK 2 14 0317M 11 0550 1279 0703

231000 | 462000 | Md | NRBandn30 10 190 17.81 3 -0.03 0 Left it DFT-S-OFDM QPSK 1 2 0317M 11 0570 1315 0750 n23
231000 | 462000 | Md | NRBandn30 10 190 1798 3 -0.20 0 Left Tit DFT-S-OFDM QPsK 2 1 0317M 11 0568 1279 0726
231000 | 462000 | Md | NRBandn30 10 190 17.74 3 -0.01 0 Left Tit CP-OFDM QPSK 1 1 0317M 11 0477 1337 0638

ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
Table 11-24
NR Band n7 Head SAR
MEASUREMENT RESULTS
Reported
FrequaNeY Mode Ba["::l']‘"" PTHXJS::‘ Fg‘:;:'“[z‘;;] AC"::‘:": P"W[;]D”" MPR [dB] side | TestPosition Waveform Modulation | RBSize | RB Offset Nifr:‘:;r Duty Cycle SAR () S::c':u"? SR 19 | pror

e - ower [dBm] Wikg) Wike)
253500 | 507000 | Md | NRBandn7 40 240 2285 B 014 0 Right Cheek | DFT-SOFDM | QPSk 1 1 1145M 11 0.045 1308 0.059
253500 | 507000 | Md | NRBandn7 40 240 274 B -0.06 0 Right Cheek | DFT-SOFDM | QPSk 108 54 1145M 11 0042 1337 0.056
253500 | 507000 | Md | NRBandn7 40 240 2285 B 013 0 Right it DFT-S-OFDM |  QPSK 1 1 1145M 11 0028 1.308 0036
253500 | 507000 | Md | NRBandn7 40 240 2274 B 012 0 Right it DFT-S-OFDM |  QPSK 108 54 1145M 11 0034 1337 0.045
253500 | 507000 | Md | NRBandn? 40 240 2285 B 0.00 o Left Cheek | DFT-S-OFDM | QPSk 1 1 1145M 11 0034 1308 0.044
253500 | 507000 | Md | NRBandn? 40 240 2274 B 007 0 Left Cheek | DFT-S-OFDM | QPSk 108 54 1145M 11 0.040 1337 0.053

253500 | 507000 | Md | NRBandn? 40 240 2285 B -0.07 0 Left Tit DFT-S-OFDM |  QPSK 1 1 1145M 11 0.051 1308 0066 | A24
253500 | 507000 | Md | NRBandn? 40 240 2274 B -0.14 0 Left Tit DFT-S-OFDM |  QPSK 108 54 1145M 11 0.048 1337 0.064
253500 | 507000 | Md | NRBandn? 2 25 2139 B 011 15 Left Tit CP-OFDM QPsK 1 1 1145M 11 0036 1201 0.046

ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram

FCC ID A3LSMS908U

SAR EVALUATION REPORT

Approved by:
Quality Manager

Document S/N:

1M2109090102-01(Rev 1).A3L

Test Dates:

09/21/21 - 12/06/21

DUT Type:

Portable Handset

Page 124 of 185

© 2021 PCTEST.

microfil

m, without permis:

ion in writing from PCTEST

thereof, please contact INFO@PCTEST.COM

If you have any question

abou

1t this international

REV 21.4M
09/11/2019

embly of contents

2021 PCTEST. All rights reserved. Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and
copyright or have an enquiry about obtaining additional rights to this report or as



mailto:info@pctest.com

Table 11-25
NR Band n41 Head SAR

MEASUREMENT RESULTS
Reported
e woge [ B | oy | Consueted | pntewa | PowO | o | sge{vearoston|  wovtom | wostaton | e | moomer | (S| oy | PN | st | w00 | oy

e . ower [dBm] Wikg) Wikg)
2592.99 518508 | Md NR Band n41 100 190 18.40 3 003 [ Right Cheek DFT-S-OFDM QPSK 1 1 0955M 11 0426 1148 0.489
2592.99 518508 | Md NR Band n41 100 190 18.38 3 000 [ Right Cheek DFT-S-OFDM QPSK 135 0 0955M 11 0424 1153 0.489
2592.99 518508 | Md NR Band n41 100 190 18.40 3 005 [ Right it DFT-S-OFDM QPSK 1 1 0955M 11 0659 1148 0.757
2592.99 518508 | Md NR Band n41 100 190 1838 3 002 0 Right it DFT-S-OFDM QPSK 135 0 0955M 11 0640 1153 0738
2592.99 518508 | Md NR Band n41 100 190 1831 3 002 [ Right it DFT-S-OFDM QPSK 270 0 0955M 11 0624 1172 0731
2592.99 518508 | Md NR Band n41 100 190 18.40 3 008 0 Left Cheek DFT-S-OFDM QPSK 1 1 0955M 11 0655 1148 0752
2592.99 518508 | Md NR Band n41 100 190 18.38 3 004 0 Left Cheek DFT-S-OFDM QPSK. 135 0 0955M 11 0.680 1153 0.784
2592.99 518508 | Md NR Band n41 100 190 1831 3 000 0 Left Cheek DFT-S-OFDM QPSK. 270 0 0955M 11 0683 1172 0.806
2592.99 518508 | Md NR Band na1 100 190 18.40 3 007 0 Left it DFT-S-OFDM QPSK 1 1 0955M 11 0982 1148 1127
2592.99 518508 | Md NR Band nd1 100 190 1838 3 001 0 Left it DFT-S-OFDM QPSK 135 0 0955M 11 0997 1153 1150
2592.99 518508 | Md NR Band n41 100 190 1831 3 001 0 Left it DFT-S-OFDM QPSK 270 0 0955M 11 0998 1172 1170
2592.99 518508 | Md NR Band n41 100 190 18.38 3 002 0 Left it CP-OFDM QPSK 1 1 0955M 11 1020 1153 1176 25
2592.99 518508 | Md NR Band nd1 100 165 1563 D 017 NIA Right Cheek CWISRS NA NIA NA 0955M 11 0.000 1222 0.000
2592.99 518508 | Md NR Band n41 100 165 1563 D 013 NIA Right it CWISRS NA NIA NA 0955M 11 0.000 1222 0,000
2592.99 518508 | Md NR Band n41 100 165 1563 D 013 NIA Left Cheek CWISRS NA NIA NA 0955M 11 0.000 1222 0.000
2592.99 518508 | Md NR Band n41 100 165 1563 D 000 NIA Left it CWISRS NA NIA NA 0955M 11 0.000 1222 0.000
2592.99 518508 | Md NR Band n41 100 150 1451 E -0.06 NIA Right Cheek CWISRS NA NIA NA 0955M 11 0.403 1119 0.451
2592.99 518508 | Md NR Band n41 100 150 1451 E 001 NIA Right Tilt CWISRS NA NA NA 0955M 11 0283 1119 0317
2592.99 518508 | Md NR Band n41 100 150 1451 E 007 NIA Left Cheek CWISRS NA NA NA 0955M 11 0234 1119 0.262
2592.99 518508 | Md NR Band n41 100 150 1451 E 003 NIA Left Tilt CWISRS NA NA NA 0955M 11 0202 1119 0.226
2592.99 518508 | Md NR Band n41 100 190 17.05 B 000 NIA Right Cheek CWISRS NA NA NA 0955M 11 0.000 1.567 0.000
2592.99 518508 | Md NR Band n41 100 190 17.05 B 021 NIA Right Tilt CWISRS NA NA NA 0955M 11 0.000 1.567 0.000
2592.99 518508 | Md NR Band n41 100 190 17.05 B 019 NIA Left Cheek CWISRS NA NA NA 0955M 11 0.002 1.567 0.003
2592.99 518508 | Md NR Band n41 100 190 17.05 B 014 NIA Left Tilt CWISRS NA NA NA 0955M 11 0.000 1567 0.000
259299 | 518598 | Mid NR Band n41 100 190 18.38 J 0.03 0 Leit Tilt CP-OFDM QPSK 1 1 0955M 11 1.000 1153 1153

ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram

Note: Blue entry represents variability measurement.
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NR Band n77 Head SAR

Table 11-26

MEASUREMENT RESULTS
reportea oA

e Mode soawian | e | Condueres | avvomna | pover 3| ey | e {vestposiion|  wawtr | wostaion | mmsze | monser | | ooy | =" lecaing acr| 00| s
MHz Ch. Power [dBm] (Wikg) (Wikg)
3500.01 633334 Mid NR Band n77 DoD 100 180 17.32 F 0.03 o Right Cheek DFT-S-OFDM QPSK 1 271 0575M 11 0.307 1169 0.359
3500.01 633334 Mid NR Band n77 DoD 100 180 1724 F 0.07 o Right Cheek DFT-S-OFDM QPSK 135 138 0575M 11 0.318 1191 0379
3500.01 633334 Mid NR Band n77 DoD 100 18.0 17.23 F 0.01 o Right Cheek CP-OFDM QPSK 1 1 0575M 11 0.332 1194 0.396
3500.01 633334 Mid NR Band n77 DoD 100 18.0 17.32 F -0.02 o Right Tilt DFT-S-OFDM QPSK 1 271 0575M 11 0.206 1.169 0241
3500.01 633334 Mid NR Band n77 DoD 100 18.0 17.24 F 0.00 o Right Tilt DFT-S-OFDM QPSK 135 138 0575M 11 0.201 1191 0239
3500.01 633334 Mid NR Band n77 DoD 100 18.0 1732 F 0.02 o Left Cheek DFT-S-OFDM QPSK 1 271 0575M 11 0.112 1.169 0131
3500.01 633334 Md | NR Band n77 DoD 100 180 17.24 F 005 0 Left Cheek DFT-S-OFDM QPSK 135 138 0575M 11 0.116 1101 0138
3500.01 633334 Mid NR Band n77 DoD 100 180 17.32 F -0.07 o Left Tilt DFT-S-OFDM QPSK 1 271 0575M 11 0.087 1169 0.102
3500.01 633334 Mid NR Band n77 DoD 100 180 17.24 F 0.05 o Left Tilt DFT-S-OFDM QPSK 135 138 0575M 11 0.083 1191 0.099

3500.01 633334 Mid NR Band n77 DoD 100 18.0 16.30 I 0.01 N/A Right Cheek CWISRS NIA N/A NIA 0838M 11 0.426 1479 0.630 A26
950001 | 633334 | Mo | NRBanan7700D | 100 w0 | 16 } 005 WA | R e cwisrs A i wa | osew | 1 oz | 1a9 | oz
3500.01 633334 Mid NR Band n77 DoD 100 180 16.30 I 0.09 N/A Left Cheek CWISRS NIA N/A NIA 0838M 11 0351 1479 0519
3500.01 633334 Mid NR Band n77 DoD 100 18.0 16.30 1 0.02 N/A Left Tilt CWISRS NIA N/A NIA 0838M 11 0.253 1.479 0374
3500.01 633334 Mid NR Band n77 DoD 100 115 10.61 D 021 N/A Right Cheek CWISRS NIA NIA NIA 0575M 11 0.000 1227 0.000
3500.01 633334 Mid NR Band n77 DoD 100 115 1061 D -0.12 N/A Right Tilt CWISRS N/A N/IA N/A 0575M 11 0.000 1227 0.000
3500.01 633334 Mid NR Band n77 DoD 100 115 10.61 D -013 N/A Left Cheek CWISRS NIA N/A NIA 0575M 11 0.000 1227 0.000
3500.01 633334 Mid NR Band n77 DoD 100 115 10.61 ) -0.10 N/A Left Tilt CWISRS NIA N/A NIA 0575M 11 0.000 1227 0.000
ss0001 | 63334 | wa | NRBanan77ood | 100 o | un c 012 NA | mam | cneex cwsrs A i wa | osew | 000t | 1oe9 | ooos
3500.01 633334 Md | NR Band n77 DoD 100 120 1171 c 012 NIA Right Tilt CWISRS NIA NIA NIA 0575M 11 0.000 1.069 0.000
3500.01 633334 Mid NR Band n77 DoD 100 120 1171 c -0.16 N/A Left Cheek CWISRS NIA NIA NIA 0575M 11 0.000 1.069 0.000
3500.01 633334 Mid NR Band n77 DoD 100 120 1171 c 017 N/A Left Tilt CWISRS NIA NIA NIA 0575M 11 0.002 1.069 0.002
3750.00 650000 Low NR Band n77 100 180 17.35 F -0.05 o Right Cheek DFT-S-OFDM QPSK 1 137 0575M 11 0.332 1161 0.385
3930.00 662000 High NR Band n77 100 18.0 17.36 F -0.04 o Right Cheek DFT-S-OFDM QPSK 1 137 0575M 11 0.419 1159 0.486
3750.00 650000 Low NR Band n77 100 18.0 17.40 F -0.09 o Right Cheek DFT-S-OFDM QPSK 135 o 0575M 11 0.293 1148 0.336
3930.00 662000 High NR Band n77 100 18.0 17.41 F -0.03 o Right Cheek DFT-S-OFDM QPSK 135 138 0575M 11 0.406 1.146 0.465
3930.00 662000 High NR Band n77 100 18.0 17.29 F 001 o Right Cheek DFT-S-OFDM QPSK 270 o 0575M 11 0.417 1178 0.491

393000 662000 High NR Band n77 100 180 17.04 F 0,02 0 Right Cheek CP-OFDM QPSK 1 1 0575M 11 0.451 1.247 0562 7
3930.00 662000 High NR Band n77 100 180 17.36 F 0.04 o Right Tilt DFT-S-OFDM QPSK 1 137 0575M 11 0.299 1159 0347
3930.00 662000 High NR Band n77 100 180 1741 F -0.02 o Right Tilt DFT-S-OFDM QPSK 135 138 0575M 11 0.280 1146 0321
3930.00 662000 High NR Band n77 100 18.0 17.36 F 0.05 o Left Cheek DFT-S-OFDM QPSK 1 137 0575M 11 0.100 1159 0116
3930.00 662000 High NR Band n77 100 18.0 17.41 F 0.02 o Left Cheek DFT-S-OFDM QPSK 135 138 0575M 11 0.094 1.146 0.108
3930.00 662000 High NR Band n77 100 18.0 17.36 F 001 o Left Tilt DFT-S-OFDM QPSK 1 137 0575M 11 0.080 1159 0.093
3930.00 662000 High NR Band n77 100 180 1741 F -0.04 o Left Tilt DFT-S-OFDM QPSK 135 138 0575M 11 0.079 1.146 0.091
3930.00 662000 High NR Band n77 100 180 17.56 I 015 N/A Right Cheek CWISRS NIA NIA NIA 0838M 11 0.038 1107 0.042
3930.00 662000 High NR Band n77 100 180 1756 I 0.04 N/A Right Tilt CWISRS NIA N/A NIA 0838M 11 0.038 1107 0.042
3930.00 662000 High NR Band n77 100 18.0 17.56 I -0.02 N/A Left Cheek CWISRS NIA N/A NIA 0838M 11 0.024 1107 0.027
3930.00 662000 High NR Band n77 100 18.0 17.56 I 0.03 N/A Left Tilt CWISRS NIA N/A NIA 0838M 11 0.027 1107 0.030
3750.00 650000 Low NR Band n77 100 115 10.65 D -0.12 N/A Right Cheek CWISRS NIA N/A NIA 0575M 11 0.000 1216 0.000
3750.00 650000 Low NR Band n77 100 15 1065 D 0.16 NIA Right Tilt CWISRS NIA N/A NIA 0575M 11 0.000 1216 0.000
3750.00 650000 Low NR Band n77 100 115 10.65 D 013 N/A Left Cheek CWISRS NIA NIA NIA 0575M 11 0.000 1216 0.000
3750.00 650000 Low NR Band n77 100 115 10.65 D -0.12 N/A Left Tilt CWISRS NIA NIA NIA 0575M 11 0.000 1216 0.000
3750.00 650000 Low NR Band n77 100 120 10.80 c 017 N/A Right Cheek CWISRS NIA N/A NIA 0575M 11 0.005 1318 0.007
3750.00 650000 Low NR Band n77 100 120 10.80 c -0.12 N/A Right Tilt CWISRS NIA N/A NIA 0575M 11 0.003 1318 0.004
3750.00 650000 Low NR Band n77 100 120 10.80 c -0.10 N/A Left Cheek CWISRS NIA N/A NIA 0575M 11 0.000 1318 0.000
3750.00 650000 Low NR Band n77 100 120 10.80 c -0.12 NIA Left Tilt CWISRS NIA N/A NIA 0575M 11 0.001 1318 0.001

ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 Wikg (MW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-27
DTS Head SISO SAR

MEASUREMENT RESULTS
Peak SARof Reported SAR
FREQUENCY Mode service Bandwidth N)jﬁx::‘ Conducted | Power side Test Antenna Dseevr"ca? Data Rate |Duty Cycle |  Area Scan SAR(19) | scaling Factor | Scaling Factor (19) Plot#
[MHz] Power [dBm] | Drift [dB] Position |  Config. (Mbps) ) (Power) | (Duty Cycle)

MHz ch. Power [dBm] Number Wikg (Wikg) (Wikg)

2412 1 802.11b DSSS 22 170 16.86 -0.10 Right | Cheek 1 0954M 1 99.8 0.032 0.027 1.033 1.002 0.028

2412 1 802.11b DSSS 22 170 16.86 0.06 Right 1 0954M 1 99.8 0.021 0.016 1.033 1.002 0017

2412 1 802.11b DSSS 22 17.0 16.86 011 Left Cheek 1 0954M 1 99.8 0.021 0.017 1.033 1.002 0.018

2412 1 802.11b DSSS 22 170 16.86 -0.15 Left 1 0954M 1 99.8 0.014 0.012 1.033 1.002 0012

2412 1 802.11b DSSS 22 170 16.99 003 Right | Cheek 2 0954M 1 99.8 0.184 0.157 1.002 1.002 0.158

2412 1 802.11b DSSS 22 170 16.99 0.07 Right 2 0954M 1 99.8 0.044 0.017 1.002 1.002 0017

2412 1 802.11b DSSs 22 170 16.99 -0.02 Left Cheek 2 0954M 1 99.8 0.230 0.177 1.002 1.002 0178 A28
2412 1 802.11b DSSS 22 170 16.99 -0.15 Left 2 0954M 1 99.8 0.025 0.018 1.002 1.002 0018

ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
U Exp I averaged over 1 gram
MEASUREMENT RESULTS
Maximum Maximum Peak SAR of Reported SAR
FREQUENCY Bandwidth | Allowed | COnducted | pgyeq | Conducted oo Test | Antenna | D€Vic® | Data ip cycie| areascan | SAR(9) Scaling Scaling (19)
Mode Service Power (Ant 1) Power (Ant 2) side Serial | Rate Factor | Factor (Duty Plot #
IMHz] | Power (ant 1) | "L Power (Ant2) | "L Drift [dB] Position | Config. | PSNo | O™ () Powen el
MHz ch [dBm] [dBm] [dBm] [dBm] umber | (Mbps) Wikg (Wikg) owe ycle) (Wikg)
2437 6 802.11n OFDM 20 17.0 1652 17.0 16.30 005 | Right | Cheek MMO | 0990M | 13 98.0 0.206 0.152 1175 1.020 0.182
2437 6 802.11n OFDM 20 17.0 16.52 17.0 16.30 -0.14 | Right Titt MMO | 0990M | 13 98.0 0.081 0.064 1175 1.020 0.077
2437 6 802.11n OFDM 20 17.0 16.52 17.0 16.30 -0.18 Left | Cheek MMO | 0990M | 13 98.0 0.154 0.116 1175 1.020 0.139
2437 6 802.11n OFDM 20 17.0 16.52 17.0 16.30 -0.12 Left it MMO | 0990M | 13 98.0 0,053 0.044 1175 1.020 0.053
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Pt averaged over 1 gram

Note: To achieve the 20.0 dBm maximum allowed MIMO power shown in the documentation, each antenna
transmits at a maximum allowed power of 17.0 dBm.
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Table 11-29

NIl MIMO Head SAR

MEASUREMENT RESULTS

Maximum Maximum Peak SAR of Reported SAR

FREQUENCY Bandwidth | Allowed | COnducted | Ty eq | Conducted po o Test Antenna | Bevice | DA 5, cygie | prea scan | SAR (1) Scaling Scaling (19)

Mode Service Power (Ant 1) Power (Ant 2) Side. Serial | Rate Factor Factor (Duty Plot #

[MHz] | Power (Ant 1) Power (Ant 2) Drift [dB] Position | Config 0
MHz h. {asm) [dBm] {am] [dBm] Number | (Mbps) Wikg Wikg) (Power) Cycle) Wikg)
5200 | 58 802.11ac OFDM 80 140 13.72 140 13.75 008 | Right | Cheek | MMO | o0%9oM | 585 | 924 0.400 0121 1.067 1.082 0.140
5200 | 58 802.11ac OFDM 80 140 13.72 140 13.75 017 | Right | it MMO | 0%90M | 585 | 924 0.204 0032 1.067 1.082 0037
5200 | 58 802.11ac OFDM 80 140 13.72 140 13.75 010 | Left | Cheek | MMO |0990M | 585 | 924 0278 0.068 1.067 1.082 0079
5200 | 58 802.11ac OFDM 80 140 13.72 140 13.75 019 | Left it MMO | 0%90M | 585 | 924 0131 0.007 1.067 1.082 0,008
5610 | 122 802.11ac OFDM 80 140 13.77 140 13.92 012 | Right | Cheek | MMO | 0990M | 585 | 924 0412 0.224 1.054 1.082 0255 A29
5610 | 122 802.11ac OFDM 80 140 1377 140 13.92 014 | Right | it MMO | 0%%oM | 585 | 924 0164 0061 1.054 1.082 0070
5610 | 122 802.11ac OFDM 80 140 13.77 140 13.92 008 | Left | Cheek | MMO | O0990M | 585 | 924 0165 0101 1.054 1.082 0115
5610 | 122 802.11ac OFDM 80 140 13.77 140 13.92 019 | Left Tilt MMO | 0%90M | 585 | 924 0.065 0036 1.054 1.082 0041
5775 | 155 802.11ac OFDM 80 140 1361 140 13.74 011 | Right | Cheek | MMO |ogooM | 585 | 924 0392 0222 1,004 1.082 0263
5775 | 155 802.11ac OFDM 80 140 13.61 140 1374 003 | Right | it MMO | 0%90M | 585 | 924 0142 0072 1.004 1.082 0.085
5775 | 155 802.11ac OFDM 80 140 1361 140 13.74 013 | Left | Cheek | MMO |0990M | 585 | 924 0153 0.067 1.094 1.082 0079
5775 | 155 802.11ac OFDM 80 140 1361 140 13.74 012 | Left it MMO | 0%90M | 585 | 924 0070 0029 1,004 1.082 0034
5855 | 171 802.11ac OFDM 80 140 13.49 140 13.83 015 | Right | Cheek | MMO |0958M | 585 | 9024 0212 0138 1125 1.082 0.168
5855 | 171 802.11ac OFDM 80 140 13.49 140 1383 009 | Right | it MMO | 0958M | 585 | 924 0093 0.065 1125 1.082 0079
5855 | 171 802.11ac OFDM 80 140 13.49 140 13.83 010 | Left | Cheek | MMO | o0958M | 585 | 924 0054 0043 1125 1.082 0052
5855 | 171 802.11ac OFDM 80 140 13.49 140 13.83 014 | Left Tilt MMO | 0958M | 585 | 924 0.050 0029 1125 1.082 0035
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mWi/g)
Uncontrolled Exposure/General averaged over 1 gram
Note: To achieve the 17.0 dBm maximum allowed MIMO power shown in the documentation, each antenna
MEASUREMENT RESULTS
Maximum Maximum Peak SAR of Reported SAR

FREQUENCY Bandwidth | Allowed | Conducted | pgyeq | Conducted oo Test | Antenna | D€Vice | Data p cyciel areascan | SAR(9) Scaling Scaling (19)

Mode Service Power (Ant 1) Power (Ant 2) side Serial | Rate Factor | Factor (Duty Plot#

MHz] | Power (Ant 1) Power (Ant 2) Drift [dB] Position |  Config )
Wz | cn pr [dBm] aem] [dBm] Number | (Mbps) Wikg wike) (Power) Cycle) Wikg)
2412 1 802.11n OFDM 20 140 1391 140 1352 000 | Right | Cheek | MMO | o0954m | 13 9.0 0116 0093 1117 1.020 0.106
2412 1 802.11n OFDM 20 140 1391 140 1352 013 | Right | it MMO | 0954M | 13 98.0 0.047 0036 1117 1.020 0041
2412 1 802.11n OFDM 20 140 1391 140 1352 004 | Left | Cheek | MMO | o9sam | 13 98.0 0094 0.068 1117 1.020 0077
2412 1 802.11n OFDM 20 140 1391 140 1352 013 | Left it MMO | 0954M | 13 9.0 0023 0015 1117 1.020 0017
ANSI/ [EEE C95.1 1992 - SAFETY LIMIT Head

Spatial Peak

1.6 W/kg (mW/g)

Uncontrolled Exposure/General

averaged over 1 gram

Note: 2.4 GHz MIMO was additionally evaluated at the maximum allowed output power during simultaneous operations with
5/6 GHz WLAN or 5G NR. 5/6 GHz WIFI or 5G NR was not transmitting during the above evaluations. To achieve the 17.0
dBm maximum allowed MIMO power shown in the documentation, each antenna transmits at a maximum allowed power of
14.0 dBm.
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Table 11-31
DSS Head SISO SAR

MEASUREMENT RESULTS
Reported SAR
FREQUENCY Mode Service "ET;\;:;‘ Conducted Power Side Test Antenna D;;';;T Data Rate | Duty Cycle SAR(1g) Scaling Factor | Scaling Factor (1g) Plot #
Power [dBm] | Drift [dB] Position Config. (Mbps) (%) (Cond Power) [ (Duty Cycle)

MHz ch. Power [dBm] Number (Wikg) (Wikg)
2441.00 39 Bluetooth FHSS 15.0 14.72 -0.15 Right Cheek 1 0954M 1 77.00 0.098 1.067 1.299 0.136
2441.00 39 Bluetooth FHSS 15.0 14.72 0.11 Right Tilt 1 0954M 1 77.00 0.035 1.067 1.299 0.049
2441.00 39 Bluetooth FHSS 15.0 14.72 -0.18 Left Cheek 1 0954M 1 77.00 0.023 1.067 1.299 0.032
2441.00 39 Bluetooth FHSS 15.0 14.72 -0.12 Left Tilt 1 0954M 1 77.00 0.020 1.067 1.299 0.028
2402.00 0 Bluetooth FHSS 15.0 14.29 0.00 Right Cheek 2 0954M 1 77.00 0.127 1178 1.299 0.194 A30
2402.00 0 Bluetooth FHSS 15.0 14.29 -0.15 Right Tilt 2 0954M 1 77.00 0.028 1.178 1.299 0.043
2402.00 0 Bluetooth FHSS 15.0 14.29 0.13 Left Cheek 2 0954M 1 77.00 0.121 1.178 1.299 0.185
2402.00 0 Bluetooth FHSS 15.0 14.29 0.12 Left Tilt 2 0954M 1 77.00 0.017 1178 1.299 0.026

ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
Maximum Maximum . Reported SAR
FREQUENCY ‘Alowed Conducted ‘Allowed Conducted | o » Test Antenna | Device | Da@ oo | SAR (1g) Scaling Scaling a9)
Mode Service Power (Ant 1) Power (Ant2)| Side Serial | Rate Factor (Cond | Factor (Duty Plot #
Power (Ant 1) Power (Ant 2) Drift [dB] Position | Config. ©

MHz ch [dBm] [dBm] [dBm] [dBm] Number | (Mbps) (Wikg) Power) Cycle) Wikg)
2441.00 39 Bluetooth FHSS 13.0 12.44 11.00 10.08 0.15 Right Cheek MIMO 0954M 1 77.00 0.088 1.236 1.299 0.141
2441.00 39 Bluetooth FHSS 13.0 12.44 11.00 10.08 0.13 Right Tilt MIMO 0954M 1 77.00 0.060 1.236 1.299 0.096
2441.00 39 Bluetooth FHSS 13.0 12.44 11.00 10.08 -0.02 Left Cheek MIMO 0954M 1 77.00 0.057 1.236 1.299 0.092
2441.00 39 Bluetooth FHSS 13.0 12.44 11.00 10.08 0.14 Left Tilt MIMO 0954M 1 77.00 0.020 1.236 1.299 0.032

ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram

Note: To achieve the 15.0 dBm maximum allowed MIMO power shown in the documentation, antenna 1 transmits at a

maximum allowed power of 13 dBm, and antenna 2 transmits at a maximum allowed power of 11 dBm.
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11.2 Standalone Body-Worn SAR Data

Table 11-33

GSM/UMTS Body-Worn SAR Data

MEASUREMENT RESULTS

Reported SAR
FREQUENCY Maximum Conducted Tune Power Antenna Dev!ce " SAR (19) Scaling (19)
Mode Service Allowed " Spacing ) Serial |Duty Cycle| Side Plot #
Power [dBm] State Drift [dB] Config. Factor
MHz Ch. Power [dBm] Number (W/kg) (Wikg)
824.20 128 GSM 850 GSM 33.0 31.81 N/A -0.02 15mm A 0418M 183 back 0.145 1.315 0.191 A3l
1909.80 810 GSM 1900 GSM 29.7 28.72 N/A 0.03 15mm A 1246M 183 back 0.287 1.253 0.360 A33
846.60 | 4233 UMTS 850 RMC 25.0 23.99 0 0.02 15mm A 0418M 11 back 0.288 1.262 0.363 A35
1712.40 | 1312 UMTS 1750 RMC 24.0 22.83 26 0.04 15 mm A 1258M 11 back 0.595 1.309 0.779 A37
1732.40 | 1412 UMTS 1750 RMC 24.0 22.64 26 0.03 15mm A 1258M 11 back 0.575 1.368 0.787
1752.60 | 1513 UMTS 1750 RMC 24.0 22.75 26 0.01 15mm A 1258M 11 back 0.582 1.334 0.776
1852.40 | 9262 UMTS 1900 RMC 24.0 22.40 54 -0.02 15mm A 1246M 11 back 0.378 1.445 0.546
1880.00 | 9400 UMTS 1900 RMC 24.0 22.46 54 0.00 15mm A 1246M 11 back 0.415 1.426 0.592
1907.60 | 9538 UMTS 1900 RMC 24.0 2270 54 -0.01 15mm A 1246M 11 back 0.513 1.349 0.692 A39
ANSI / |IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-34
LTE Body-Worn SAR

MEASUREMENT RESULTS

Spatial Peak
Uncontrolled Exposure/General

averaged over 1 gram

1.6 Wikg (MW/g)

Reported SAR
FREQUENCY Maximum Device SAR (19)
1CC Uplink | | Component Bandwidth Conducted Tune Power Antenna Scaling (19)
2.CC Uplink Carrier Mode [MHz] Allowed Power [dBm] State Drift [dB] MPR [dB] Config. Serial Modulation | RB Size |RB Offset| Spacing Side  [Duty Cycle Factor Plot #
MHz ch Power [dBm] Number Wikg) wikg)
1 CC Uplink NA 680.50 |133297 Mid LTE Band 71 20 257 24.95 13 0.01 0 A 0352M QPSK 1 0 15 mm back 11 0.227 1.189 0.270 A4l
1 CC Uplink NA 680.50 |133297 Mid LTE Band 71 20 247 2381 13 0.14 1 A 0352M QPSK 50 0 15mm back 11 0.165 1227 0.202
1 CC Uplink NA 707.50 23095 Mid LTE Band 12 10 255 24.84 14 -0.01 0 A 0352M QPSK 1 0 15 mm back 11 0.230 1164 0.268 A43
1 CC Uplink NA 707.50 23095 Mid LTE Band 12 10 245 23.78 14 0.06 1 A 0352M QPSK 25 12 15mm back 11 0.189 1.180 0.223
1 CC Uplink NA 782.00 23230 Mid LTE Band 13 10 252 2453 104 -0.14 0 A 0352M QPSK 1 49 15mm back 11 0.304 1.167 0.355 A4S
1 CC Uplink NA 782.00 23230 Mid LTE Band 13 10 242 2353 104 -0.02 1 A 0352M QPSK 25 12 15mm back 11 0.231 1167 0.270
1 CC Uplink NA 793.00 23330 Mid LTE Band 14 10 255 24.49 13 -0.07 0 A 0352M QPSK 1 25 15mm back 11 0.293 1.262 0.370 Aa7
1 CC Uplink NA 793.00 23330 Mid LTE Band 14 10 245 23.36 13 0.03 1 A 0352M QPSK 25 12 15 mm back 11 0.225 1.300 0.293
1.CC Uplink NA 83150 | 26865 | Md |LTEBand26(Cel)| 15 255 24.02 108 | o001 0 A 0352M | QPSK 1 3 |15mm | back | 11 0.288 1.406 0.405 A9
1 CC Uplink NA 831.50 26865 Mid LTE Band 26 (Cell) 15 245 22.99 108 0.00 1 A 0352M QPSK 36 37 15mm back 11 0.238 1.416 0.337
1.CC Uplink NA 83650 | 20525 | Md |LTEBand5(Cel) | 10 255 24.08 108 | -001 0 A 0315M | QPSK 1 o |15mm| back | 11 0310 1387 0430 A1
1 CC Uplink NA 836.50 20525 Mid LTE Band 5 (Cell) 10 255 24.09 108 -0.03 0 A 0315M QPSK 1 25 15mm back 11 0.310 1.384 0.429
1.CC Uplink NA 83650 | 20525 | Md |LTEBand5(Cel) | 10 25 23.13 108 | -001 1 A 0315M | QPSK | 25 o |15mm| back | 11 0.246 1371 0337
PCC 836.50 20525 10 1 0
2 CC Uplink Mid LTE Band 5 (Cell) 255 2415 108 -0.06 0 A 0315M QPSK 15 mm back 11 0.307 1.365 0.419
scc | 82930 | 20453 5 1 2%
LTE Band 66
1 CC Uplink NA 1720.00 | 132072 Low (AWS) 20 248 23.24 60 0.01 0 A 1267M QPSK 1 50 15mm back 11 0.567 1.432 0.812
LTE Band 66 i
1.CC Uplink NA | 174500 [132322] Mid s 20 248 23.14 60 | -012 0 A 126 | QPSK 1 50 [15mm | back | 11 0562 1466 0.824
LTE Band 66
1 CC Uplink NA 1770.00 | 132572 High (AWS) 20 248 2317 60 0.01 0 A 1267M QPSK 1 0 15mm back 11 0.575 1.455 0.837
LTE Band 66
1 CC Uplink NA 1720.00 |132072 Low (AWS) 20 238 22.32 60 0.01 1 A 1267M QPSK 50 25 15mm back 11 0.441 1.406 0.620
LTE Band 66
1 CC Uplink NA 1720.00 | 132072 Low (AWS) 20 238 2217 60 0.16 1 A 1267M QPSK 100 0 15 mm back 11 0.400 1.455 0.582
LTE Band 66
1 CC Uplink NA 1775.00 | 132622 High (AWS) 10 248 22.83 60 -0.01 0 A 1267M QPSK 1 0 15mm back 11 0.512 1574 0.806
PCC 1770.00 | 132572 0
2C Uplink Hgh | LTEBandse 20 248 2321 60 0.05 0 A 126 | QPSK 1 15mm | back | 11 0583 1442 0841 AS3
CA_66C (AWS)
scc 1750.20 | 132374 99
PCC 1775.00 | 132622 0
2.CC Uplink High LTE Band 66 10 248 2334 60 002 0 A 1267M | QPSK 1 15mm | back 11 0563 1.400 0788
CA_66B (AWS)
scc 1765.10 | 132523 49
LTE Band 25 i
1 CC Uplink NA 1860.00 | 26140 Low (PCS) 20 245 2291 5 0.15 0 A 1168M QPSK 1 50 15mm back 11 0.590 1.442 0.851
LTE Band 25 .-
1 CC Uplink NA 1882.50 | 26365 Mid (PCS) 20 245 2341 5 -0.13 0 A 1168M QPSK 1 50 15mm back 11 0.623 1.285 0.801
LTE Band 25 i
1.CC Uplink NA | 190500 | 26590 | High oo, 20 25 2316 5 0.14 0 A 1168M | QPSK 1 50 |15mm | back | 11 0718 1361 0977 £S5
LTE Band 25 -
1 CC Uplink NA 1882.50 | 26365 Mid (PCS) 20 235 2248 5 -0.13 1 A 1168M QPSK 50 50 15mm back 11 0.495 1.265 0.626
LTE Band 25 i
1.CC Uplink NA | 188250 | 26365 | Mid oS 20 235 22.33 5 -0.04 1 A 168M | QPSK | 1200 | 0 [15mm | back | 11 0471 1.300 0617
1 CC Uplink NA 2310.00 | 27710 Mid LTE Band 30 10 235 2223 NA 013 0 A 1143M QPSK 1 0 15mm back 11 0.434 1.340 0.582 A57
1.CC Uplink NA | 231000 [ 27710 | Md | LTEBand30 10 225 2112 NA | 003 1 A 14 | QPsk | 25 12 |15mm | back | 11 0339 1374 0466
1 CC Uplink NA 2510.00 | 20850 Low LTE Band 7 20 240 2277 NA 0.03 0 B 1170M QPSK 1 50 15mm back 11 0.278 1327 0.369 A59
1.CC Uplink NA | 251000 | 20850 | Low LTE Band 7 20 230 2164 NA | 003 1 B uroM | Qesk | 50 | 25 [15mm | back | 11 0218 1.368 0298
ANS! / IEEE C95.1 1992 - SAFETY LIMIT Body
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Table 11-35
LTE Band 41 Body-Worn SAR

MEASUREMENT RESULTS
Reported SAR
i m FREQUENCY Maximum " SAR(1g)
1CC Uplink | 2 CC Uplink, Power | Component Mode Bandwidth Alowed Conducted | Power | oo ey | Antenna |Device Seriall oy oo | e size |Reottset| spacing | side |outy cyce Scaling Factor (1g) Plot #
Carrier [MHz] Power [dBm] | Drift [d8] Config. | Number
Mrz ch Power [dBm] (Wikg) (W)
1 CC Uplink - Power Class 3 N/A 2506.00 [ 39750 Low LTE Band 41 20 250 24.06 -0.02 0 B 1149M QPSK 1 50 15mm back 1:158 0.236 1242 0.293
1CC Uplink - Power Class 3 NIA 2506.00 | 39750 Low LTE Band 41 20 250 2382 -0.01 0 B 1149M QPSK 1 99 15mm back 1:158 0.245 1312 0.321
1CC Uplink - Power Class 3 N/A 2506.00 | 39750 Low LTE Band 41 20 240 2295 0.03 1 B 1149M QPSK 50 25 15mm back 1:158 0.190 1274 0.242
1 CC Uplink - Power Class 2 N/A 2506.00 | 39750 Low LTE Band 41 20 275 26.60 -0.08 0 B 1149M QPSK 1 50 15mm back 1:231 0277 1.230 0.341 As1
1 CC Uplink - Power Class 2 N/A 2506.00 | 39750 Low LTE Band 41 20 275 25.82 -0.04 0 B 1149M QPSK 1 99 15mm back 1231 0.240 1472 0.353
pcC 2506.00 | 39750 99
2 CC Uplink - Power Class 3 Low LTE Band 41 20 250 2374 -0.12 0 B 1149M QPSK 1 F——— 15mm back 1:158 0245 1.337 0.328
scc 2525.80 [ 39948 0
PCC 2506.00 | 39750 99
2 CC Uplink - Power Class 2 Low LTE Band 41 20 275 25.94 -013 0 B 1149M QPSK 1 ——— 15mm back 1:231 0.255 1432 0.365
scc 2525.80 | 39948 0
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (MW/g)
[ pulati averaged over 1 gram
MEASUREMENT RESULTS
Reported SAR
FREQUENCY Maximum Device SAR (1g)
1.CC Uplink | | Component Bandwidth Conducted | Power Antenna Scaling (1)
2.CC Uplink Carrier Mode [MHz] Allowed Power [dBm] | Drift [dB] MPR [dB] Config Serial Modulation | RB Size |RB Offset| Spacing Side Duty Cycle Factor Plot #
MHz ch Power [dBm] Number (Wikg) (Wikg)
1.CC Uplink NA 3646.70 | 56207 | Mid-High |  LTE Band 48 20 20,0 1913 0.01 0 F 0543M QPSK 1 50 [15mm | back | 1:1.58 0.158 1222 0.193
1.CC Uplink N/A 3646.70 | 56207 | Mid-High |  LTE Band 48 20 20.0 18.97 -0.06 0 F 0543M QPSK 50 0 |15mm | back | 1:158 0.152 1.268 0.193
1.CC Uplink NA 3646.70 | 56207 | Mid-High |  LTE Band 48 20 20.0 19.09 0.07 0 F 0543M QPSK 50 25 [15mm | back | 1:158 0.160 1233 0.197 A3
PCC 3646.70 | 56207 0
2.CC Uplink Mid-High | LTE Band 48 20 20.0 19.05 -0.08 0 F 0543M QPSK 50 |——— 15mm | back | 1:158 0.150 1.245 0.187
scc 3626.90 | 56009 50
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mWi/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-37
NR Body-Worn SAR

© 2021 PCTEST.
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MEASUREMENT RESULTS
Reporied
FREQUENCY Maximum SAR (1)
Mode Bandwidth Allowed Conducted Antenna Power Drift MPR [dB] Tune State serial ‘Waveform Modulation RB Size RB Offset Spacing Side Duty Cycle Scaling SAR (19) Plot #
[MHz] Power [dBm] Config (@8] Number Factor
MHz ch Power [dBm] (Wikg) (Wikg)
680.50 136100 Md NR Band n71 20 258 2432 A 0.08 ) 112 0417M DFT-S-OFDM QPSK 1 104 15 mm back 11 0.237 1.406 0.333 AB5
680.50 136100 Md NR Band n71 20 258 24.26 A -0.01 0 112 0417M DFT-S-OFDM QPSK 50 28 15mm back 11 0.225 1.426 0.321
680.50 136100 Md NR Band n71 20 243 2277 A 0.03 15 112 0417M CP-OFDM QPSK 1 1 15 mm back 11 0.128 1422 0.182
707.50 141500 Md NR Band n12 15 257 24.26 A 0.04 0 13 0417M DFT-S-OFDM QPSK 1 1 15mm back 11 0.205 1.393 0.286
707.50 141500 Md NR Band n12 15 257 2422 A 0.00 0 13 0417M DFT-S-OFDM QPSK 36 22 15 mm back 11 0.245 1.406 0.344 AB7
707.50 141500 Md NR Band n12 15 242 2275 A 0.02 15 13 0417M CP-OFDM QPSK 1 1 15 mm back 11 0.150 1.396 0.209
836.50 167300 Md NR Band n5 (Cell) 20 258 2422 A 0.04 0 108 0417M DFT-S-OFDM QPSK 1 1 15 mm back 11 0.288 1.439 0.414
836.50 167300 Md | NR Band n5 (Cell) 20 258 24.20 A 0.02 0 108 0417M DFT-S-OFDM QPSK 50 28 15 mm back 11 0.346 1.445 0.500 A9
836.50 167300 Md NR Band n5 (Cell) 20 243 2273 A 0.00 15 108 0417M CP-OFDM QPSK 1 1 15 mm back 11 0.215 1.435 0.309
NR Band n66
1745.00 349000 Md (AwS) 40 249 2365 A 0.06 [ 62 1137M DFT-S-OFDM QPSK 1 1 15 mm back 11 0.626 1.334 0.835
NR Band n66
1745.00 349000 Md (aws) 40 249 23.60 A 0.14 0 62 1137M DFT-S-OFDM QPSK 108 54 15 mm back 11 0.653 1.349 0.881 AL
NR Band n66
1745.00 349000 Md (AWS) 40 239 2262 A 0.03 1 62 1137M DFT-S-OFDM QPSK 216 0 15 mm back 11 0.522 1.343 0.701
NR Band n66
1745.00 349000 Md (aws) 40 234 22.10 A 0.01 15 62 1137M CP-OFDM QPSK 1 1 15 mm back 11 0.495 1.349 0.668
NR Band n66
1745.00 349000 Md (AWS) 40 200 18.97 J -0.08 [ 0 5869M DFT-S-OFDM QPSK 1 214 15 mm back 11 0.061 1.268 0.077
NR Band n66
1745.00 349000 Mid WwS) 40 200 19.10 J -0.06 0 0 5869M DFT-S-OFDM QPSK 108 108 15 mm back 11 0.062 1.230 0.076
NR Band n66
1745.00 349000 Md (AWS) 40 200 18.56 J -0.17 [ [ 5869M CP-OFDM QPSK 1 1 15 mm back 11 0.061 1393 0.085
NR Band n25
1882.50 376500 Mid (PCS) 40 245 23.76 A -0.02 0 59 1125M DFT-S-OFDM QPSK 1 108 15 mm back 11 0599 1.186 0.710 A73
NR Band n25
1882.50 376500 Md (PCS) 40 245 23.76 A 0.08 [ 59 1125M DFT-S-OFDM QPSK 108 54 15mm back 11 0.599 1.186 0.710
NR Band n25
1882.50 376500 Mid (PCS) 40 230 22.30 A 0.01 15 59 1125M CP-OFDM QPSK 1 1 15 mm back 11 0414 1175 0.486
NR Band n25
1882.50 376500 Md (PCS) 40 20.0 19.07 J 0.05 ] NA 0574M DFT-S-OFDM QPSK 1 214 15mm back 11 0.071 1.239 0.088
NR Band n25
1882.50 376500 Mid (PCS) 40 200 19.19 J 013 0 NA 0574M DFT-S-OFDM QPSK 108 108 15 mm back 11 0.072 1.205 0.087
NR Band n25
1882.50 376500 Md (PCS) 40 200 18.93 J 0.15 ] NA 0574M CP-OFDM QPSK 1 1 15mm back 11 0.072 1279 0.092
2310.00 462000 Mid NR Band n30 10 235 22,01 A -0.02 0 NA 1156M DFT-S-OFDM QPSK 1 26 15 mm back 11 0.451 1.409 0.635 AT5
2310.00 462000 Md NR Band n30 10 235 2222 A 0.08 [ NA 1156M DFT-S-OFDM QPSK 25 14 15mm back 11 0.450 1.343 0.604
2310.00 462000 Mid NR Band n30 10 220 2051 A -0.01 15 NA 1156M CP-OFDM QPSK 1 1 15 mm back 11 0.309 1.409 0.435
2310.00 462000 Md NR Band n30 10 19.0 17.81 J -0.03 [ NA 0317M DFT-S-OFDM QPSK 1 26 15mm back 11 0.063 1315 0.083
2310.00 462000 Md NR Band n30 10 190 17.93 J 0.01 o NA 0317M DFT-S-OFDM QPSK 25 14 15mm back 11 0.059 1279 0.075
2310.00 462000 Md NR Band n30 10 19.0 17.74 J 0.09 ] NA 0317M CP-OFDM QPSK 1 1 15mm back 11 0.054 1.337 0.072
2535.00 507000 Md NR Band n7 40 240 2285 B 0.06 o NA 1145M DFT-S-OFDM QPSK 1 1 15mm back 11 0.347 1.303 0.452
2535.00 507000 Md NR Band n7 40 240 22.74 B -0.03 [ NA 1145M DFT-S-OFDM QPSK 108 54 15 mm back 11 0.354 1.337 0.473 ATT
2535.00 507000 Md NR Band n7 40 25 21.39 B 0.07 15 NA 1145M CP-OFDM QPSK 1 1 15mm back 11 0.246 1291 0.318
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mMW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
Reported
FREQUENCY Maximum SAR (1)
Mode Bandwidih Allowed Conducted Antenna Power Drift MPR [dB] serial ‘Waveform Modulation RB Size RB Offset Spacing Side Duty Cycle Scaling SAR (19) Plot #
2] Power [dBm] | Config 8] Number Factor
MHz ch Power [dBm] (Wikg) (Wikg)
2592.99 518598 Mid NR Band n41 100 20.0 19.30 J 0.10 ] 0959M DFT-S-OFDM QPSK 1 1 15mm back 11 0.099 1175 0.116
2592.99 518598 Mid NR Band n41 100 20.0 19.28 J -0.01 0 0959M DFT-S-OFDM QPSK 135 0 15mm back 11 0.094 1.180 0.111
2592.99 518598 Mid NR Band n41 100 20.0 19.20 J 0.04 0 0959M CP-OFDM QPSK 1 1 15mm back 11 0.100 1.202 0.120 A79
2592.99 518598 Mid NR Band n41 100 165 1563 D -0.09 NA 0955M CWISRS NA NA NA 15mm back 11 0.035 1222 0.043
2592.99 518598 Mid NR Band n41 100 15.0 14.51 E -0.12 NA 0955M CWISRS NA NA NA 15mm back 11 0.008 1119 0.009
2592.99 518598 Mid NR Band n41 100 19.0 17.05 B -0.06 NA 0955M CWI/SRS NA NA NA 15mm back 11 0.065 1.567 0.102
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
U P al Pop! averaged over 1 gram
Approved by:
Quality Manager
Document S/N: Test Dates: DUT Type:
Page 133 of 185
1M2109090102-01(Rev 1).A3L |09/21/21 - 12/06/21 Portable Handset



mailto:info@pctest.com

Table 11-39

NR Band 77 Body-Worn SAR

MEASUREMENT RESULTS

Reported SAR|
FREQUENCY Maximum SAR (19)
Mode Bandwidth | )5 eq | Conducted | Antenna | Power | oo g | Serial Waveform Modulation | RB Size |RB Offset| Spacing | side | °UY Scaling (9) Plot #
[MHz] Power [dBm] | Config | Drift [dB] Number Cycle Factor
MHz ch Power [dBm] (Wikg) (Wikg)
350001 | 633334 Md | NRBandn77DoD| 100 180 17.32 F 0.03 0 0575M DFT-S-OFDM QPSK 1 271 | 15mm | back | 11 0.096 1.169 0.112
350001 | 633334 Md | NRBandn77DoD | 100 180 17.24 F 0.09 0 0575M DFT-S-OFDM QPSK 135 138 | 15mm | back | 11 0.097 1101 0.116
350001 | 633334 Md | NRBandn77DoD | 100 18.0 17.23 F -0.19 0 0575M CP-OFDM QPSK 1 1 |15mm | back | 11 0.099 1194 0.118 A8l
350001 | 633334 Md | NRBandn77DoD| 100 180 16.30 | -0.13 N/A 0934M CWISRS NA NA | NA |15mm | back | 11 0.049 1.479 0.072
350001 | 633334 Md | NRBandn77DoD | 100 15 10.61 D 013 N/A 0934M CWISRS NA NA | NA |15mm | back | 11 0.039 1227 0.048
350001 | 633334 Md | NRBandn77DoD | 100 120 1171 c -0.14 N/A 0575M CWISRS NA NA | NA |15mm | back | 11 0.001 1.069 0.001
393000 | 662000 | High | NRBandn77 100 180 17.36 F 0.04 0 0575M DFT-S-OFDM QPSK 1 137 | 15mm | back | 11 0.105 1159 0122
393000 | 662000 | High | NRBandn77 100 180 17.41 F 0.04 0 0575M DFT-S-OFDM QPSK 135 138 | 15mm | back | 11 0.114 1146 0131 83
393000 | 662000 | High | NRBandn77 100 180 17.04 F -0.09 0 0575M CP-OFDM QPSK 1 1 |15mm | back | 11 0.106 1.247 0.132
393000 | 662000 | High | NRBandn77 100 180 17.56 | -0.13 N/A 0838M CWISRS NA NA | NA |15mm | back | 11 0.050 1107 0.055
3750.00 | 650000 | Low | NRBandn77 100 15 10.65 D 013 N/A 0838M CWISRS N/A NA | NA |15mm | back | 11 0.012 1216 0015
3750.00 | 650000 | Low | NRBandn77 100 120 10.80 c 0.00 N/A 0575M CWISRS NA NA | NA |15mm | back | 11 0.006 1318 0.008
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
Peak SARof Reported SAR
FREQUENCY Bandwidth | MMUM | oo ducted | Power antenna | 22V [ pora Rate Duty Cycle |  Area Scan SAR(19) | scaling Factor | Scaling Factor (9)
Mode Service Allowed Spacing Serial side Plot #
[MHz] Power [dBm] | Drift [dB] Config. (Mbps) (%) (Power) (Duty Cycle)
MHz ch. Power [dBm] Number Wikg (Wikg) (Wikg)
2412 1 802.11b DSSS 22 205 20.48 001 | 15mm 1 0954M 1 back 99.8 0.043 0.032 1.005 1.002 0.032
2412 1 802.11b DSsS 22 205 20.49 016 | 15mm 2 0954M 1 back 99.8 0.072 0.060 1.002 1.002 0.060 85
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
Peak SAR of Reported SAR
FREQUENCY Bandwidth | M3XMUM | congucred | Power Antenna | Device | Data Duty Cycle| Areascan | SAR(9) Scaling Scaling (19)
Mode Service Allowed Spacing Serial | Rate Side Factor Factor (Duty Plot #
[MHz] Power [dBm] | Drift [dB] Config )
MHz ch. Power [dBm] Number | (Mbps) Wikg Wikg) (Power) Cycle) Wikg)
2412 1 802.11b DSSS 22 17.0 16.86 -0.12 15 mm 1 0954M 1 back 99.8 0.009 0.007 1.033 1.002 0.007
2412 1 802.11b DSSs 22 17.0 16.99 -0.04 15mm 2 0954M 1 back 99.8 0.037 0.027 1.002 1.002 0.027
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
Maximum Maximum Peak SAR of Reported SAR
FREQUENCY Bandwidth Allowed Conducted ‘Allowed Conducted Power Antenna | Device | Data buty Cycle|  Area Scan SAR (1) Scaling Scaling a9
Mode Service MHz] Power (Ant 1) | POWEr AN | o olio iany 2| Power (Ant2)| e yay | Spacing | ey Serial Rate Side % Factor Factor (Duty Plot #
MHz Ch. [dBm] [dBm] [dBm] [dBm] Number | (Mbps) Wikg (Wrkg) (Power) Cycle) (Wikg)
2437 6 802.11n OFDM 20 17.0 16.52 17.0 16.30 008 [15mm | MMO | 0954M | 13 back | 980 0.047 0.035 1175 1.020 0.042
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram

Note: 2.4 GHz MIMO was additionally evaluated at the maximum allowed output power during simultaneous operations with
5/6 GHz WLAN, or 5G NR. 5/6 GHz WIFI or 5G NR was not transmitting during the above evaluations. To achieve the 20.0
dBm maximum allowed MIMO power shown in the documentation, each antenna transmits at a maximum allowed power of

17.0 dBm.
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Table 11-43
NIl MIMO Body-Worn SAR

MEASUREMENT RESULTS

Spatial Peak
Uncontrolled Exposure/General Population

1.6 W/kg (mW/g)
averaged over 1 gram

Maximum Maximum Peak SAR of Reported SAR
FREQUENCY Bandwidth Allowed Conducted ‘Allowed Conducted Power Antenna | Device | Data buty Cycle|  Area Scan SAR (1) Scaling Scaling a9
Mode Service Power (Ant 1) Power (Ant 2) Spacing Serial Rate Side Factor Factor (Duty Plot #
[MHz] Power (Ant 1) Power (Ant 2) Drift [dB] Config. (%)
MHz ch, [dBm] [dBm] [dBm] [dBm] Number | (Mbps) Wikg (Wikg) (Power) Cycle) Wikg)
5200 58 802.11ac OFDM 80 155 15.46 155 15.44 002 |15mm | MMO | 0990M | 585 | back | 924 0.164 0.143 1014 1.082 0.157
5690 138 802.11ac OFDM 80 155 15.24 155 1521 002 [15mm | MMO | 0990M | 585 | back | 924 0.267 0.191 1.069 1.082 0.221 A87
5775 155 802.11ac OFDM 80 155 14.67 155 14.93 014 [15mm | MMO | 0990M | 585 | back | 92.4 0.249 0.187 1211 1.082 0.245
5855 171 802.11ac OFDM 80 155 14.64 155 1514 015 [15mm | MMO | 0958M | 585 | back | 92.4 0.169 0.120 1219 1.082 0.158
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Body

Note: To achieve the 18.5 dBm maximum allowed MIMO power shown in the documentation, each antenna transmits at a
maximum allowed power of 15.5 dBm.

Table 11-44
DSS SISO Body-Worn SAR

MEASUREMENT RESULTS
Reported SAR
FREQUENCY N Maximum Conducted Power Antenna Device Data Rate Duty Cycle SAR (1g) Scaling Factor | Scaling Factor (1g)
Mode Service Allowed Spacing Serial Side Plot #
Power [dBm] | Drift [dB] Config (Mbps) (%) (Cond Power) | (Duty Cycle)

MHz ch. Power [dBm] Number (Wikg) (Wikg)

2441 39 Bluetooth FHSS 18.0 17.47 -0.03 15mm 1 0954M 1 back 7 0.008 1.130 1.299 0.012

2441 39 Bluetooth FHSS 175 16.73 -0.01 15mm 2 0954M 1 back 77.00 0.052 1194 1.299 0.081 A89

ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
Table 11-45
DSS MIMO Body-Worn SAR
MEASUREMENT RESULTS
Maximum Maximum Reported SAR
FREQUENCY Allowed Conducted Allowed Conducted | o Antenna | Device | Data buty Cycle|  SAR (19) Scaling Scaling a9)
Mode Service Power (Ant 1) | POV AN D) | ole any o) | POwer (Ant2) | ierigy | Spacing | coneo Serial | Rate Side % Factor (Cond | Factor (Duty Plot #
MHz ch. [dBm] [dBm] [dBm] [dBm] Number | (Mbps) (Wikg) Power) Cycle) (Wikg)
2441 39 Bluetooth FHSS 13.0 12.44 11.00 10.08 0.19 15mm MIMO 0954M 1 back 77.00 0.017 1.236 1.299 0.027
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body

Spatial Peak
Uncontrolled Exposure/General Population

1.6 W/kg (mW/g)
averaged over 1 gram

Note: To achieve the 15.0 dBm maximum allowed MIMO power shown in the documentation, antenna 1 transmits at a
maximum allowed power of 13 dBm, and antenna 2 transmits at a maximum allowed power of 11 dBm.
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11.3 Standalone Hotspot SAR Data

Table 11-46
GPRS/UMTS Hotspot SAR Data

MEASUREMENT RESULTS
FREQUENCY Maximum | oongicted | Tune | Power Antenna | DeVIC® ly of Time SAR (19) Scaling REW::(: SAR
Mode Service Allowed Power [dBm] State Drift [dB] Spacing Config. Serial Slots Duty Cycle| Side Factor Plot #
MHz ch Power [dBm] Number Wikg) Wikg)
824.20 | 128 GSM 850 GPRS 305 28.64 N/A -0.03 |10mm A 0418M 3 1:276 | back 0.484 1535 0.743
836.60 | 190 GSM 850 GPRS 305 29.18 NA 001 [10mm A 0418M 3 1:276 | back 0.673 1.355 0912
84880 | 251 GSM850 GPRS 305 29.82 NA 004 | 10mm A 0418M 3 1:276 | back 0.973 1.169 1.137 A32
848.80 | 251 GSM 850 GPRS 305 29.82 N/A -0.04 | 10mm A 0418M 3 1:276 | front 0.542 1.169 0.634
848.80 | 251 GSM 850 GPRS 305 29.82 N/A -0.02 | 10mm A 0418M 3 1:2.76 | bottom 0.287 1.169 0.336
848.80 | 251 GSM 850 GPRS 305 29.82 N/A -0.03 | 10mm A 0418M 3 1:276 | right 0.154 1.169 0.180
848.80 | 251 GSM 850 GPRS 305 29.82 NA 001 |10mm A 0418M 3 1:2.76 left 0.309 1.169 0.361
84880 | 251 GSM850 GPRS 305 29.82 N/A -0.10 | 10mm A 0418M 3 1:276 | back 0.943 1.169 1.102
1880.00 | 661 GSM 1900 GPRS 22.7 21.27 NA 003 |[10mm A 1246M 4 1:2.076 | back 0211 1.390 0.293
1880.00 | 661 GSM 1900 GPRS 227 21.27 N/A 001 [ 10mm A 1246M 4 1:2.076 | front 0.209 1.390 0.291
1850.20 | 512 GSM 1900 GPRS 227 20.81 N/A -0.02 | 10mm A 1246M 4 1:2.076 | bottom 0.479 1.545 0.740
1880.00 | 661 GSM 1900 GPRS 227 21.27 N/A 003 [10mm A 1246M 4 1:2.076 | bottom 0.520 1.390 0.723
1909.80 | 810 GSM 1900 GPRS 227 20.99 N/A -0.13 | 10mm A 1246M 4 1:2.076 | bottom 0.793 1.483 1.176 A34
1880.00 | 661 GSM 1900 GPRS 22.7 21.27 NA 019 [10mm A 1246M 4 1:2.076 | right 0.040 1.390 0.056
1880.00 | 661 GSM 1900 GPRS 227 21.27 N/A 020 [ 10mm A 1246M 4 1:2.076 | left 0.038 1.390 0.053
826.40 | 4132 UMTS 850 RMC 25.0 23.98 0 -0.02 | 10mm A 0418M N/A 11 back 0.449 1.265 0.568
836.60 | 4183 UMTS 850 RMC 25.0 23.97 0 -0.13 | 10mm A 0418M N/A 11 back 0.540 1.268 0.685
846.60 | 4233 UMTS 850 RMC 25.0 23.99 0 -0.02 |10mm A 0418M N/A 11 back 0.587 1.262 0.741 A36
846.60 | 4233 UMTS 850 RMC 25.0 23.99 0 002 |10mm A 0418M N/A 11 front 0.371 1.262 0.468
846.60 | 4233 UMTS 850 RMC 25.0 23.99 0 002 |10mm A 0418M N/A 11 | bottom 0.237 1.262 0.299
846.60 | 4233 UMTS 850 RMC 25.0 23.99 0 004 [ 10mm A 0418M NA 11 right 0.095 1.262 0.120
846.60 | 4233 UMTS 850 RMC 25.0 23.99 0 000 |10mm A 0418M NA 11 left 0.226 1.262 0.285
1712.40 | 1312 UMTS 1750 RMC 20.0 19.47 26 001 |10mm A 1258M N/A 11 back 0.438 1.130 0.495
1712.40 | 1312 UMTS 1750 RMC 20.0 19.47 26 -0.02 |10mm A 1258M N/A 11 front 0.395 1.130 0.446
1712.40 | 1312 UMTS 1750 RMC 20.0 19.47 26 000 |[10mm A 1258M N/A 11 | bottom 0.984 1.130 1112
1732.40 | 1412 UMTS 1750 RMC 20.0 19.37 26 002 |10mm A 1258M N/A 11 | bottom 1.030 1.156 1191 A38
1752.60 | 1513 UMTS 1750 RMC 20.0 19.26 26 -0.04 | 10mm A 1258M NA 11 | bottom 1.000 1.186 1.186
1712.40 | 1312 UMTS 1750 RMC 20.0 19.47 26 006 | 10mm A 1258M N/A 11 right 0113 1.130 0.128
1712.40 | 1312 UMTS 1750 RMC 20.0 19.47 26 005 | 10mm A 1258M NIA 11 left 0.058 1.130 0.066
1907.60 | 9538 UMTS 1900 RMC 185 18.36 54 001 |10mm A 1246M N/A 11 back 0.376 1.033 0.388
1907.60 | 9538 UMTS 1900 RMC 185 18.36 54 001 |10mm A 1246M N/A 11 front 0.323 1.033 0.334
1852.40 | 9262 UMTS 1900 RMC 185 18.16 54 000 | 10mm A 1246M NA 11 | bottom 0.707 1.081 0.764
1880.00 | 9400 UMTS 1900 RMC 185 18.20 54 001 |10mm A 1246M N/A 11 | bottom 0.797 1.072 0.854
1907.60 | 9538 UMTS 1900 RMC 185 18.36 54 001 |10mm A 1246M N/A 11 | bottom 0.940 1.033 0971 A0
1907.60 | 9538 UMTS 1900 RMC 185 18.36 54 001 [10mm A 1246M N/A 11 right 0.039 1.033 0.040
1907.60 | 9538 UMTS 1900 RMC 185 18.36 54 007 | 10mm A 1246M N/A 11 left 0.031 1.033 0.032
1907.60 | 9538 UMTS 1900 RMC 185 18.36 54 -0.02 |10mm A 1246M NA 11 | bottom 0.908 1.033 0.938
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram

Note: Blue entry represents variability measurement.
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Table 11-47

LTE Band 71 Hotspot SAR

MEASUREMENT RESULTS

Reported SAR
FREQUENCY Maximum Device SAR (19)
Mode Bandwidih |7 5 eq | Conducted | Tune | Power | oo gy | ANENNA | qo ol | Modulation | RB Size |RB Offset| Spacing | Side  [Duty Cycle Scaling a9) Plot #
[MHz) Power [dBm] | State | Drift [dB] Config. Factor
MHz ch Power [dBm] Number Wikg) Wikg)
680.50 [133207 | Mid LTE Band 71 20 25.7 24.95 13 0.17 0 A 0352M QPSK 1 0 |10mm | back 11 0.342 1.189 0.407 g2
680.50 [133207 | Mid LTE Band 71 20 24.7 2381 13 0.01 1 A 0352M QPSK 50 0 [10mm | back 11 0.275 1227 0.337
680.50 [133207 | Mid LTE Band 71 20 257 24.95 13 -0.04 0 A 0352M QPSK 1 0 [120mm | front 11 0.236 1.189 0.281
680.50 (133297 | Mid LTE Band 71 20 24.7 2381 13 0.04 1 A 0352M QPSK 50 0o [10mm | front 11 0.191 1227 0.234
680.50 [133207 | Mid LTE Band 71 20 257 24,95 13 -0.01 0 A 0352M QPSK 1 0 [ 10mm | bottom 11 0.092 1.189 0.109
680.50 [133207 | Mid LTE Band 71 20 24.7 2381 13 0.02 1 A 0352M QPSK 50 0 | 10mm | bottom 11 0.082 1.227 0.101
680.50 [133207 | Mid LTE Band 71 20 257 24,95 13 0.05 0 A 0352M QPSK 1 0 [10mm | right 11 0.181 1.189 0215
680.50 [133207 | Mid LTE Band 71 20 24.7 2381 13 0.02 1 A 0352M QPSK 50 0 [120mm | right 11 0.129 1227 0.158
680.50 [133207 | Mid LTE Band 71 20 25.7 24.95 13 0.02 0 A 0352M QPSK 1 0o [10mm| left 11 0.249 1.189 0.296
680.50 [133207 | Mid LTE Band 71 20 24.7 2381 13 -0.06 1 A 0352M QPSK 50 0 [10mm| left 11 0.190 1227 0.233
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mw/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
Reported SAR
FREQUENCY Maximum Device SAR (1g)
Mode Bandwidth | T, ved Conducted | Tune Power |\ o ag) | Antenna Serial | Modulation | RB Size |RB Offset| Spacing | Side  [Duty Cycle Scaling (g) Plot #
[MHz) Power [dBm] | State | Drift [dB] Config Factor
MHz ch. Power [dBm] Number Wikg) Wikg)
707.50 | 23095 | Mid LTE Band 12 10 255 24.84 14 -0.02 0 A 0352M QPSK 1 0 |10mm | back 11 0.380 1164 0.442 Ad4
70750 | 23095 | Mid LTE Band 12 10 245 2378 14 -0.01 1 A 0352M QPSK 25 12 | 10mm | back 11 0.314 1.180 0371
70750 | 23095 | Mid LTE Band 12 10 255 24,84 14 -0.14 0 A 0352M QPSK 1 0 [10mm | front 11 0.253 1.164 0.294
707.50 | 23095 | Mid LTE Band 12 10 245 23.78 14 -0.02 1 A 0352M QPSK 25 12 |10mm | front 11 0.225 1.180 0.266
707.50 | 23095 | Mid LTE Band 12 10 255 24.84 14 0.07 0 A 0352M QPSK 1 0 [ 10mm | bottom 11 0.123 1164 0.143
707.50 | 23095 | Mid LTE Band 12 10 245 23.78 14 0.00 1 A 0352M QPSK 25 12 | 10mm | bottom 11 0.110 1.180 0.130
707.50 | 23095 | Mid LTE Band 12 10 255 24.84 14 -0.13 0 A 0352M QPSK 1 0 [120mm | right 11 0.149 1.164 0.173
70750 | 23095 | Mid LTE Band 12 10 245 23.78 14 0.02 1 A 0352M QPSK 25 12 | 10mm | right 11 0.119 1.180 0.140
707.50 | 23095 | Mid LTE Band 12 10 255 24,84 14 0.09 0 A 0352M QPSK 1 0 [10mm| left 11 0.213 1164 0.248
707.50 | 23095 | Mid LTE Band 12 10 245 2378 14 -0.03 1 A 0352M QPSK 25 12 | 10mm | left 11 0.188 1.180 0.222
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-49
LTE Band 13 Hotspot SAR

MEASUREMENT RESULTS

Reported SAR
FREQUENCY Maximum Device SAR (19)
Mode Bandwidih |7 5 eq | Conducted | Tune | Power | oo gy | ANENNA | qo ol | Modulation | RB Size |RB Offset| Spacing | Side  [Duty Cycle Scaling a9) Plot #
[MHz) Power [dBm] | State | Drift [dB] Config. Factor
MHz ch Power [dBm] Number Wikg) Wikg)
782.00 | 23230 | Mid LTE Band 13 10 25.2 24,53 104 -0.05 0 A 0352M QPSK 1 49 [10mm | back 11 0.562 1.167 0.656 Ad6
782.00 | 23230 | Mid LTE Band 13 10 24.2 2353 104 0.01 1 A 0352M QPSK 25 12 | 10mm | back 11 0.418 1.167 0.488
782.00 | 23230 | Mid LTE Band 13 10 25.2 2453 104 0.12 0 A 0352M QPSK 1 49 [10mm | front 11 0.354 1.167 0.413
782.00 | 23230 | Mid LTE Band 13 10 24.2 2353 104 -0.01 1 A 0352M QPSK 25 12 | 10mm | front 11 0.277 1.167 0323
782.00 | 23230 | Mid LTE Band 13 10 25.2 2453 104 0.03 0 A 0352M QPSK 1 49 [ 10mm | bottom 11 0.256 1.167 0.299
782.00 | 23230 | Mid LTE Band 13 10 24.2 2353 104 0.00 1 A 0352M QPSK 25 12 | 10mm | bottom 11 0.183 1.167 0214
782.00 | 23230 | Mid LTE Band 13 10 25.2 2453 104 -0.13 0 A 0352M QPSK 1 49 [10mm | right 11 0.166 1.167 0.194
782.00 | 23230 | Mid LTE Band 13 10 24.2 2353 104 -0.02 1 A 0352M QPSK 25 12 | 10mm | right 11 0.128 1.167 0.149
782.00 | 23230 | Mid LTE Band 13 10 25.2 24,53 104 -0.05 0 A 0352M QPSK 1 49 [10mm | left 11 0.302 1.167 0.352
782.00 | 23230 | Mid LTE Band 13 10 24.2 2353 104 0.08 1 A 0352M QPSK 25 12 | 10mm | left 11 0.200 1.167 0.233
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mw/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
Reported SAR
FREQUENCY Maximum Device SAR (1g)
Mode Bandwidih | T 0 ved Conducted | Tune Power |\ o gy | AntEnna Serial | Modulation | RB Size |RB Offset| Spacing | Side  [Duty Cycle Scaling (g) Plot #
[MHz) Power [dBm] | State | Drift [dB] Config. Factor
MHz ch. Power [dBm] Number Wikg) Wikg)
793.00 | 23330 | Mid LTE Band 14 10 255 24.49 13 0.09 0 A 0352M QPSK 1 25 [10mm | back 11 0.625 1.262 0.789 A8
79300 | 23330 | Mid LTE Band 14 10 245 23.36 13 -0.03 1 A 0352M QPSK 25 12 [10mm | back 11 0.488 1.300 0634
793.00 | 23330 | Mid LTE Band 14 10 255 24.49 13 -0.05 0 A 0352M QPSK 1 25 [10mm | front 11 0.393 1.262 0.496
79300 | 23330 | Mid LTE Band 14 10 245 2336 13 -0.02 1 A 0352M QPSK 25 12 |10mm | front 11 0.201 1.300 0.378
79300 | 23330 | Mid LTE Band 14 10 255 24.49 13 -0.08 0 A 0352M QPSK 1 25 [ 10mm | bottom 11 0.252 1.262 0318
793.00 | 23330 | Mid LTE Band 14 10 245 23.36 13 0.03 1 A 0352M QPSK 25 12 | 10mm | bottom 11 0.198 1.300 0.257
79300 | 23330 | Mid LTE Band 14 10 255 24.49 13 0.09 0 A 0352M QPSK 1 25 [10mm | right 11 0.177 1.262 0.223
793.00 | 23330 | Mid LTE Band 14 10 245 23.36 13 -0.02 1 A 0352M QPSK 25 12 | 10mm | right 11 0.133 1.300 0173
793.00 | 23330 | Mid LTE Band 14 10 255 24.49 13 -0.02 0 A 0352M QPSK 1 25 [10mm | left 11 0.317 1.262 0.400
79300 | 23330 | Mid LTE Band 14 10 245 2336 13 0.03 1 A 0352M QPSK 25 12 | 10mm | left 11 0.238 1.300 0.309
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-51
LTE Band 26 (Cell) Hotspot SAR

MEASUREMENT RESULTS

Reported SAR
FREQUENCY Maximum Device SAR (19)
Mode Bandwidth |7 oyeq | Conducted || Tune | Power |y op gy | ANeNNa | ool | Modulation | RB Size |RB Offset| Spacing | Side  [Duty Cycle Scaling (9 Plot #
[MHz] Power [dBm] | State | Drift [dB] Config. Factor
MHz Ch Power [dBm] Number Wikg) Wikg)
831.50 | 26865 Mid  |LTE Band 26 (Cell) 15 255 24,02 108 0.01 0 A 0352M QPSK 1 36 10mm back 11 0.597 1.406 0.839 AS0
83150 | 26865 Mid |LTE Band 26 (Cell) 15 245 22.99 108 0.02 1 A 0352M QPSK 36 37 10 mm back 11 0.490 1.416 0.694
831.50 | 26865 | Md |LTE Band 26 (Cell) 15 245 22.89 108 0.00 1 A 0352M QPSK 75 0 |10mm | back 11 0.450 1.449 0.652
83150 | 26865 Md  |LTE Band 26 (Cell) 15 255 24.02 108 -0.03 0 A 0352M QPSK 1 36 10mm front 11 0.348 1.406 0.489
83150 | 26865 Mid |LTE Band 26 (Cell) 15 245 22.99 108 0.02 1 A 0352M QPSK 36 37 10 mm front 11 0.282 1.416 0.399
83150 | 26865 | Md [LTE Band 26 (Cell) 15 255 24.02 108 -0.01 0 A 0352M QPSK 1 36 | 10mm | bottom 11 0.217 1.406 0.305
83150 | 26865 Mid |LTE Band 26 (Cell) 15 245 22.99 108 0.01 1 A 0352M QPSK 36 37 10mm | bottom 11 0.170 1.416 0.241
831.50 | 26865 | Md [LTE Band 26 (Cell) 15 255 24.02 108 0.15 0 A 0352M QPSK 1 36 | 10mm | right 11 0.094 1.406 0.132
83150 | 26865 | Mid [LTE Band 26 (Cell) 15 245 22.99 108 0.03 1 A 0352M QPSK 36 37 | 10mm | right 11 0.070 1.416 0.099
83150 | 26865 Mid |LTE Band 26 (Cell) 15 255 24.02 108 -0.04 0 A 0352M QPSK 1 36 10 mm left 11 0.165 1.406 0.232
831.50 | 26865 | Md [LTE Band 26 (Cell) 15 245 22.99 108 0.15 1 A 0352M QPSK 36 37 |10mm | left 11 0.126 1416 0.178
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
Reported SAR
FREQUENCY Maximum Device SAR (1g)
lzi:if;;m‘ CD(':“:::”' Mode BEFJ:I‘]‘“" Allowed PE‘;[";“[Z'::;] ;’;z D:‘:‘V‘E:'E] MPR [dB] AC";:;:SE Serial | Modulation | RB Size [RB Offset| Spacing | Side |Duty Cycle S:c‘[‘g? ag) Plot #
MHz ch. Power [dBm] Number Wikg) Wike)
1.CC Uplink NA 83650 | 20525 | Md | LTE Band5 (Cel) 10 255 24.08 108 001 0 A 0315M QPSK 1 0 [10mm | back 11 0625 1387 0.867
1.CC Uplink NA 83650 | 20525 | Md | LTE Band5 (Cel) 10 255 24.09 108 002 0 A 0315M QPSK 1 25 |10mm | back 11 0634 1384 0877 As2
1.CC Uplink NA 83650 | 20525 | Md | LTE Band5 (Cel) 10 245 2313 108 -0.04 1 A 0315M QPSK 2 0 [10mm | back 11 0505 1371 0692
1.CC Uplink NA 83650 | 20525 | Md | LTE Band5 (Cel) 10 245 2293 108 003 1 A 0315M QPSK 50 0 [10mm | back 11 0501 1435 0719
PCC 836.50 | 20525 10 1 0
2CC Uplink Md | LTE Band 5 (Cell 255 2415 108 -0.06 0 A 0315M QPSK 10mm | back 11 0628 1365 0857 [——rf
scc 82030 | 20453 5 1 24
1.CC Uplink NA 836.50 | 20525 | Md | LTE Band5 (Cel) 10 255 24.09 108 011 0 A 0315M QPSK 1 25 | 10mm | front 11 0372 1384 0515
1.CC Uplink NA 83650 | 20525 | Md | LTE Band5 (Cel) 10 245 2313 108 007 1 A 0315M QPSK 2 0 [10mm | front 11 0.297 1371 0.407
1.CC Uplink NA 83650 | 20525 | Md | LTE Band5 (Cel) 10 255 24.09 108 -0.03 0 A 0315M QPSK 1 25 | 10mm | botom | 11 0237 1384 0328
1.CC Uplink NA 83650 | 20525 | Md | LTE Band5 (Cel) 10 245 2313 108 001 1 A 0315M QPSK 2 0 [10mm | botom | 11 0.192 1371 0263
1.CC Uplink NA 83650 | 20525 | Md | LTE Band5 (Cel) 10 255 24.09 108 -0.05 0 A 0315M QPSK 1 25 | 10mm | right 11 0.075 1384 0.104
1.CC Uplink NA 83650 | 20525 | Md | LTE Band5 (Cel) 10 245 2313 108 004 1 A 0315M QPSK 2 0 [10mm | right 11 0.060 1371 0.082
1.CC Uplink NA 836.50 | 20525 | Md | LTE Band5 (Cel) 10 255 24.09 108 005 0 A 0315M QPSK 1 25 | 10mm | left 11 0.165 1384 0.228
1.CC Uplink NA 83650 | 20525 | Md | LTE Band5 (Cel) 10 245 2313 108 001 1 A 0315M QPSK 2 0 [10mm| left 11 0.134 1371 0.184
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-53
LTE Band 66 (AWS) Hotspot SAR

MEASUREMENT RESULTS

Reported SAR
FREQUENCY Maximum Device SAR (1g)
’Zc(:ccuij’;;:‘nkk‘ Component Mode Ba{‘h‘j:z‘]“‘" Allowed P?:v":r“[?:r‘:‘] June D:‘:‘V‘E:'E] MPR [dB] ’g‘;:;gﬂ Serial | Modulation | R® Size |RB Offset| Spacing | Side  [Duty Cycle Searng 9) Plot#
MHz on Power [dBm] Number wikg) wikg)
1 CC Uplink NA 1720.00 | 132072 Low LTE(AB\I:"S(; 66 20 195 18.54 60 0.05 0 A 1267M QPSK 1 50 10 mm back 11 0.423 1.247 0.527
LTE Band 66
1 CC Uplink NA 1720.00 | 132072 Low (AWS) 20 195 18.48 60 -0.01 0 A 1267M QPSK 50 25 10 mm back 11 0.426 1.265 0.539
LTE Band 66 v
1 CC Uplink NA 1720.00 |132072 Low (AwS) 20 195 1854 60 -0.04 0 A 1267M QPSK 1 50 10 mm front 11 0.342 1.247 0.426
LTE Band 66
1 CC Uplink NA 1720.00 | 132072 Low (AWS) 20 195 18.48 60 0.00 0 A 1267M QPSK 50 25 10 mm front 11 0.348 1.265 0.440
1 CC Uplink NA 1720.00 |132072 Low LTE(ABVE"S(; 66 20 195 18.54 60 -0.03 0 A 1267M QPSK 1 50 10mm | bottom 11 0.816 1.247 1.018
LTE Band 66
1 CC Uplink NA 1745.00 | 132322 Mid (AWS) 20 195 18.52 60 -0.10 0 A 1267M QPSK 1 50 10mm | bottom 11 0.821 1.253 1.029
1 CC Uplink NA 1770.00 |132572 High LTE(ABV:"S(; 66 20 195 18.43 60 -0.06 ) A 1267M QPSK 1 99 10mm | bottom 11 0.813 1279 1.040
1 CC Uplink NA 1720.00 | 132072 Low LTE(AB\;[;; 66 20 195 18.48 60 0.00 0 A 1267M QPSK 50 25 10mm | bottom 11 0.812 1.265 1.027
1.CC Uplink NA 174500 [132322| Mid LTE( fv:g 66 20 195 1831 60 005 0 A 1267M | QPSK 50 25 | 10mm | botom | 1:1 0807 1315 1.061
LTE Band 66 .-
1 CC Uplink NA 1770.00 | 132572 High (AWS) 20 195 18.22 60 -0.02 0 A 1267M QPSK 50 0 10mm | bottom 11 0.793 1.343 1.065
1.CC Uplink NA | 172000 |132072| Low LTE( f‘;’; 66 20 195 1838 60 002 0 A 1267M | QPSK | 100 | 0 [10mm | botom | 11 0.803 1204 1039
1 CC Uplink NA 1775.00 | 132622 High LTE(AB\;;(; 66 10 195 18.21 60 0.01 0 A 1267M QPSK 25 0 10mm | bottom 11 0.848 1.346 1141 A54
pcc | 177000 |132572 0
2 CC Uplink High LTE Band 66 20 195 18.13 60 008 0 A 1267M QPSK 50 [——— 10mm | bottom | 1:1 0.783 1371 1073
CA_66C (aws)
scc 1750.20 | 132374 50
pcc | 177500 |132622 o
2CC Uplink High LTE Band 66 10 195 1814 60 001 0 A 1267M | QPSK 25— 10mm | botom | 11 0808 1.368 1105
CA 668 (Aws)
scc 1765.10 | 132523 25
1.CC Uplink NA 172000 [132072| Low LTE( ABVSZ‘; 66 20 195 1854 60 001 0 A 1267M | QPSK 1 50 |10mm | right 11 0079 1247 0099
1 CC Uplink NA 1720.00 | 132072 Low LTE(ABvsgd) 66 20 195 18.48 60 0.10 0 A 1267M QPSK 50 25 10 mm right 11 0.076 1.265 0.096
LTE Band 66 p
1 CC Uplink NA 1720.00 |132072 Low (AWS) 20 195 18.54 60 0.12 0 A 1267M QPSK 1 50 10 mm left 11 0.048 1.247 0.060
1 CC Uplink NA 1720.00 | 132072 Low LTE(AB\;"Sd) 66 20 195 18.48 60 012 0 A 1267M QPSK 50 25 10 mm left 11 0.043 1.265 0.054
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 Wikg (mW/g)
Uncontrolled Exposure/General i averaged over 1 gram
MEASUREMENT RESULTS
Reported SAR
FREQUENCY Maximum Device SAR (19)
Mode Bandwidih |y eg | Conducted (| Tune | Power | oo g | Antenna Serial | Modulation | RB Size |RB Offset| Spacing | Side |Duty Cycle Scaling (9 Plot #
[MHz) Power [dBm] | State | Drift [dB] Config Factor
MHz ch Power [dBm] Number Wikg) Wikg)
188250 | 26365 |  Mid "TE(F?CE‘;;’ = 20 185 1850 5 -0.03 0 A 1168M | QPSK 1 50 |10mm | back 11 0.358 1,000 0.358
1882.50 | 26365 | Mid "T’E(fgg? = 20 185 18.34 5 -0.03 0 A 1168M | QPsK | 50 25 |10mm| back | 11 0.348 1,038 0.361
188250 | 26365 | Mid LTE(fgg')’ 2 20 185 1850 5 002 0 A 1168M | QPSK 1 50 |10mm | front 11 0313 1.000 0313
188250 | 26365 |  Mid LTE(F?é‘g'; % 20 185 18.34 5 -0.02 0 A 1168M | QPSK 50 25 |10mm | front 11 0.302 1,038 0313
LTE Band 25 )
1860.00 | 26140 | Low PeS) 20 185 18.26 5 001 0 A 1168M | QPSK 1 99 |10mm | botom | 11 0843 1057 0.891
188250 | 26365 |  Mid LTE(F?S;’ = 20 185 1850 5 -0.15 0 A 1168M | QPSK 1 50 |10mm | botom | 1.1 0.905 1.000 0.905
1905.00 | 26590 | High LTE(F?C""S‘; % 20 185 18.25 5 -0.05 0 A 1168M | QPSK 1 50 |10mm | botom | 11 0.935 1,059 0.990
LTE Band 25 )
1860.00 | 26140 | Low oS 20 185 1817 5 -0.04 0 A 1168M | QPSK 50 25 | 10mm | botom | 11 0.839 1079 0.905
188250 | 26365 |  Mid "TE(F?S;’ = 20 185 18.34 5 003 0 A 1168M | QPSK 50 25 |10mm | botom | 1.1 0.868 1.038 0.901
LTE Band 25
1905.00 | 26590 | High Pes) 20 185 1831 5 0.02 0 A 1168M | QPSK 50 25 | 10mm | botom | 11 0.938 1,045 0.980 AS6
1005.00 | 26500 | High LTE(fgg')’ 2 20 185 1822 5 001 0 A 1168M | QPSK | 100 o |10mm | botom | 11 0917 1.067 0978
1882550 | 26365 |  Mid LTE(F?é‘;'; % 20 185 1850 5 011 0 A 1168M | QPSK 1 50 |10mm | right 11 0.050 1,000 0.050
188250 | 26365 | Mid LTE(F'?;S 2 20 185 1834 5 013 0 A 1168M | QPSK 50 25 |10mm | right 11 0049 1,038 0051
188250 | 26365 | Mid LTE(;?;‘; = 20 185 1850 5 0.09 0 A 1168M | QPSK 1 50 |10mm | left 11 0.048 1.000 0.048
188250 | 26365 |  Mid LTE(F?C""S‘; % 20 185 18.34 5 -0.09 0 A 1168M | QPSK 50 25 | 10mm | left 11 0057 1.038 0.059
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 Wkg (mWig)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-55

LTE Band 30 Hotspot SAR

MEASUREMENT RESULTS

Reported SAR
FREQUENCY Mode Bandwidth 'ﬁf&"ﬁf Conducted | Power | oo p) | Antenna [;ee\::gf Modulation | RB Size |RB Offset| Spacing | Side |Duty Cycle SAR ) Scaling ’ (9) Plot #
— p MHz] | e ey | Power [9Bm] | rift 48] Config. | Serial s Factor s
2310.00 | 27710 | Mid LTE Band 30 10 195 1852 0.02 0 A 1143M QPSK 1 0 |10mm | back 11 0323 1253 0.405
2310.00 | 27710 | Mid LTE Band 30 10 195 1841 -0.03 0 A 1143M QPSK 25 0 |10mm| back 11 0305 1285 0392
2310.00 | 27710 | Mid LTE Band 30 10 195 1852 0.15 0 A 1143M QPSK 1 0 |10mm | front 11 0304 1253 0381
2310.00 | 27710 | Mid LTE Band 30 10 195 18.41 0.01 0 A 1143M QPSK 25 0 |10mm| front 11 0292 1285 0375
2310.00 | 27710 | Mid LTE Band 30 10 195 1852 -0.14 0 A 1143M QPSK 1 0 [10mm | botom | 11 0803 1.253 1.006
2310.00 | 27710 | Mid LTE Band 30 10 195 18.41 0.00 0 A 1143M QPSK 25 0 |10mm | botom | 11 0.797 1.285 1.024
2310.00 | 27710 | Mid LTE Band 30 10 195 18.28 -0.03 0 A 1143M QPSK 50 0 |10mm | bottom | 11 0810 1324 1072 A58
2310.00 | 27710 | Mid LTE Band 30 10 195 1852 0.12 0 A 1143M QPSK 1 0o |10mm | right 11 0.001 1253 0.001
2310.00 | 27710 | Mid LTE Band 30 10 195 18.41 -0.06 0 A 1143M QPSK 25 0o |10mm | right 11 0.004 1.285 0.005
2310.00 | 27710 | Mid LTE Band 30 10 195 1852 0.12 0 A 1143M QPSK 1 0o |10mm| left 11 0036 1253 0.045
2310.00 | 27710 | Mid LTE Band 30 10 195 18.41 0.12 0 A 1143m QPSK 25 0 |10mm | left 11 0.034 1.285 0.044
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
Table 11-56
LTE Band 7 Hotspot SAR
MEASUREMENT RESULTS
Reported SAR
FREQUENCY Mode BE‘{'J:I';'" hﬁlx(;:vn:gv Pf}sv":r”[?;‘:‘] D'::[W[:;] MPR [dB] ’E}'i:;a Z-.Zvrlif Modulation | RB Size |RB Offset| Spacing | Side |Duty Cycle SAR () S::C‘t‘;‘f a9) Plot #
Mz h Power [dBm] Number Wikg) Wikg)
2510.00 | 20850 | Low LTE Band 7 20 21.0 19.56 -0.03 0 B 1170M QPSK 1 0 |10mm | back 11 0254 1393 0354
2510.00 | 20850 | Low LTE Band 7 20 21.0 19.45 -0.01 0 B 1170M QPSK 50 50 | 10mm | back 11 0.247 1429 0.353
2510.00 | 20850 | Low LTE Band 7 20 21.0 19.56 005 0 B 1170M QPSK 1 0 |10mm| front 11 0275 1393 0.383
2510.00 | 20850 | Low LTE Band 7 20 21.0 19.45 -0.02 0 B 1170M QPSK 50 50 | 10mm | front 11 0272 1429 0.389
2510.00 | 20850 | Low LTE Band 7 20 21.0 19.56 -0.01 ] B 1170M QPSK 1 0 |10mm | botom | 11 0671 1393 0935
2535.00 | 21100 | Mid LTE Band 7 20 21.0 19.42 -0.05 0 B 1170M QPSK 1 99 | 10mm | botom | 11 0715 1439 1.029 A0
2560.00 | 21350 | High LTE Band 7 20 21.0 19.54 0.08 0 B 1170M QPSK 1 99 | 10mm | botom | 11 0527 1.400 0.738
2510.00 | 20850 | Low LTE Band 7 20 21.0 19.45 0.00 0 B 1170M QPSK 50 50 | 10mm | botom | 11 0685 1429 0979
2535.00 | 21100 | Mid LTE Band 7 20 21.0 19.31 001 0 B 1170M QPSK 50 25 | 10mm | botom | 11 0.698 1476 1.030
2560.00 | 21350 | High LTE Band 7 20 21.0 19.42 -0.01 ] B 1170M QPSK 50 50 | 10mm | botom | 11 0533 1439 0.767
2510.00 | 20850 Low LTE Band 7 20 21.0 19.37 0.00 0 B 1170M QPSK 100 0 10mm | bottom 11 0.662 1.455 0.963
2510.00 | 20850 | Low LTE Band 7 20 21.0 19.56 0.05 ] B 1170M QPSK 1 0o |10mm| right 11 0.155 1393 0216
2510.00 | 20850 | Low LTE Band 7 20 21.0 19.45 -0.05 0 B 1170M QPSK 50 50 | 10mm | right 11 0.149 1429 0213

ANSI/ IEEE C95.1 1992 - SAFETY LIMIT
Spatial Peak
Uncontrolled Exposure/General Population

Body
1.6 W/kg (mW/g)
averaged over 1 gram
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Table 11-57

LTE Band 41 Hotspot SAR

MEASUREMENT RESULTS

© 2021 PCTEST.

© 2021 PCTEST. All rights reserved. Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and

microfilm, without permission in writing from PCTEST. If you have any questions about this international copyright or have an enquiry about obtaining additional rights to this report or assembly of contents

thereof, please contact INFO@PCTEST.COM

REV 21.4M
09/11/2019

Reported SAR
FREQUENCY Maximum Device SAR (1g)
1ee uﬁ'(')“wke"i‘cacssu”"k‘ C"(':";;’I";"‘ Mode Ea[‘&::‘" Allowed Pﬁ&"s"[ﬁﬁﬁ] D:?lw[:'B] MPR [dB] AC";:;;" Serial | Modulation | RB Size |RB Offset| Spacing | side |Duty Cycle S;:c“‘gf ag) Plot #
MHz ch. Power [dBm] Number Wikg) (Wikg)
1.CC Uplink - Power Class 3 NIA 259300 | 40620 | Mid LTE Band 41 20 230 2201 003 0 B 1149M QPSK 1 50 |10mm | back | 1158 0255 1.256 0320
1.CC Uplink - Power Class 3 NIA 259300 | 40620 | Mid LTE Band 41 20 230 2206 -0.06 0 B 1149M QPSK 50 25 |10mm | back | 1158 0256 1242 0318
1.CC Uplink - Power Class 3 NIA 259300 | 40620 | Mid LTE Band 41 20 230 2201 -003 0 B 1149M QPSK 1 50 |10mm | font | 1:1.58 0285 1.256 0358
1.CC Uplink - Power Class 3 NIA 259300 | 40620 | Mid LTE Band 41 20 230 2206 002 0 B 1149M QPSK 50 25 |10mm | font | 1158 0276 1242 0343
1.CC Uplink - Power Class 3 NIA 2506.00 | 39750 | Low LTE Band 41 20 230 2186 -001 0 B 1149M QPSK 1 50 | 10mm | bottom | 1:1.58 0714 1.300 0928
1.CC Uplink - Power Class 3 NIA 254950 | 40185 | Low-Md | LTE Band 41 20 230 2187 004 0 B 1149M QPSK 1 0 | 10mm | botom | 1:158 0778 1207 1,009
1.CC Uplink - Power Class 3 NA 254950 | 40185 | Low-Md | LTE Band 41 20 230 2189 -001 0 B 1149M QPSK 1 50 | 10mm | bottom | 1:1.58 0801 1201 1.034 A62
1.CC Uplink - Power Class 3 NA 259300 | 40620 | Mid LTE Band 41 20 230 2201 003 0 B 1149M QPSK 1 50 | 10mm | bottom | 1:1.58 0612 1.256 0769
1.CC Uplink - Power Class 3 NA 263650 | 41055 | Mid-High |  LTE Band 41 20 230 21.99 004 0 B 1149M QPSK 1 50 | 10mm | botom | 1:1.58 0537 1262 0678
1.CC Uplink - Power Class 3 NIA 2680.00 | 41490 | High LTE Band 41 20 230 2185 004 0 B 1149M QPSK 1 50 | 10mm | bottom | 1:1.58 0410 1.303 0534
1 CC Uplink - Power Class 3 NIA 2506.00 | 39750 | Low LTE Band 41 20 230 2197 -001 0 B 1149M QPSK 50 25 | 10mm | bottom | 1:1.58 0723 1.268 0917
1.CC Uplink - Power Class 3 NIA 2549.50 | 40185 | Low-Md | LTE Band 41 20 230 21.94 001 0 B 1149M QPSK 50 25 | 10mm | bottom | 1:1.58 0.780 1276 0995
1.CC Uplink - Power Class 3 NIA 259300 | 40620 | Mid LTE Band 41 20 230 22.06 -0.02 0 B 1149M QPSK 50 25 | 10mm | bottom | 1:1.58 0615 1242 0.764
1.CC Uplink - Power Class 3 NIA 2636.50 | 41055 | Mid-High | LTE Band 41 20 230 22,04 001 0 B 1149M QPSK 50 25 | 10mm | bottom | 1:1.58 0538 1247 0671
1.CC Uplink - Power Class 3 NIA 2680.00 | 41490 | High LTE Band 41 20 230 21.98 004 0 B 1149M QPSK 50 25 | 10mm | botom | 1:1.58 0397 1.265 0502
1.CC Uplink - Power Class 3 NIA 259300 | 40620 | Mid LTE Band 41 20 230 21.96 -001 0 B 1149M QPSK 100 0 | 10mm | botom | 1:158 0549 1271 0698
1.CC Uplink - Power Class 2 NIA 2549.50 | 40185 | Low-Md | LTE Band 41 20 246 2365 0.00 0 B 1149M QPSK 1 0 | 10mm | botom | 1:231 0794 1245 0989
1.CC Uplink - Power Class 2 NIA 254950 | 40185 | Low-Md | LTE Band 41 20 246 2366 -001 0 B 1149M QPSK 1 50 | 10mm | bottom | 1:231 0786 1242 0976
PCC 254950 | 40185 0
2CC Uplink - Power Class 3 Low-Mid |  LTE Band 41 20 230 2155 0.00 0 B 1149M QPSK 1 10mm | bottom | 1:1.58 0757 1396 1.057
scc 2529.70 | 39987 99
pCC 254950 | 40185 0
2.CC Uplink - Power Class 2 Low-Md |  LTE Band 41 20 246 2350 001 0 B 1149M QPSK 1 10mm | bottom | 1:231 0.789 1288 1016
scc 2520.70 | 39987 99
1 CC Uplink - Power Class 3 NIA 259300 | 40620 | Mid LTE Band 41 20 230 2201 -0.05 0 B 1149M QPSK 1 50 |10mm | right | 1:1.58 0166 1.256 0.208
1 CC Uplink - Power Class 3 NIA 259300 | 40620 | Mid LTE Band 41 20 230 22.06 002 0 B 1149M QPSK 50 25 |10mm | right | 1:1.58 0167 1242 0207
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
Reported SAR
FREQUENCY Maximum Device SAR (1g)
12%%‘:“,"‘"‘( || Component Mode Bandwidth | ) o ved Conducted || Power | o0 g | Antenna Serial | Modulation | RB Size [RB Offset| Spacing | Side |Duty Cycle Scaling 4g) Plot #
jplink Carrier [MHz] Power [dBm] | Drift [dB] Config Factor
MHz ch. Power [dBm] Number (Wikg) (Wikg)
1.CC Uplink NA 3646.70 | 56207 | Mid-High |  LTE Band 48 20 20.0 19.13 0.03 0 F 0543M QPSK 1 50 [10mm | back | 1:1.58 0.308 1222 0.376
1.CC Uplink N/A 3646.70 | 56207 | Mid-High |  LTE Band 48 20 20.0 19.09 0.00 0 F 0543M QPSK 50 25 |[10mm | back | 1:1.58 0.316 1.233 0.390
1.CC Uplink NA 3646.70 | 56207 | Mid-High |  LTE Band 48 20 200 1913 0.01 0 F 0543M QPSK 1 50 [10mm | font | 1:1.58 0.160 1222 0.196
1.CC Uplink N/A 3646.70 | 56207 | Mid-High |  LTE Band 48 20 20.0 19.09 0.00 0 F 0543M QPSK 50 25 |[10mm | font | 1:1.58 0.160 1233 0.197
1.CC Uplink NA 3646.70 | 56207 | Mid-High |  LTE Band 48 20 20.0 19.13 0.01 0 F 0543M QPSK 1 50 [10mm | top 1:158 0.152 1222 0.186
1.CC Uplink NA 3646.70 | 56207 | Mid-High |  LTE Band 48 20 20.0 19.09 -0.04 0 F 0543M QPSK 50 25 [10mm | top 1:158 0.153 1233 0.189
1.CC Uplink NA 3646.70 | 56207 | Mid-High |  LTE Band 48 20 20.0 19.13 0.03 0 F 0543M QPSK 1 50 [10mm | left 1:158 0.476 1222 0.582
1.CC Uplink NA 3646.70 | 56207 | Mid-High | LTE Band 48 20 20,0 18.97 0.00 0 F 0543M QPSK 50 0 |10mm | left 1158 0.472 1.268 0598
1.CC Uplink NA 3646.70 | 56207 | Mid-High |  LTE Band 48 20 20,0 19.09 0.06 0 F 0543M QPSK 50 25 [10mm | left 1158 0.485 1233 0598 A4
PCC 3646.70 | 56207 0
2.CC Uplink Mid-High | LTE Band 48 20 20,0 19.05 -0.02 0 F 0543M QPSK 50 0mm | left 1158 0.480 1.245 0598
scc 3626.90 | 56009 50
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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NR Band n71 Hotspot SAR

Table 11-59

MEASUREMENT RESULTS

FrequEcY wose | pontwian | MO | conanetes | anennaf power o | g | runesie | | watom | wosetion | Rosze | oom | spuang | swe | owyoyee | 2500 | ssame | SRG | o
— — o] | Aoued | oower@sm | conti a8 Number e L e
680.50 136100 Mid NR Band n71 20 258 2432 A -0.01 o 112 0417M DFT-S-OFDM QPSK 1 104 10 mm back 11 0.393 1.406 0.553 AB6
680.50 136100 Mid NR Band n71 20 258 24.26 A 0.09 0 112 0417M DFT-S-OFDM QPSK 50 28 10mm back 11 0.367 1.426 0.523
680.50 136100 Mid NR Band n71 20 243 2277 A -0.04 15 112 0417M CP-OFDM QPSK 1 1 10mm back 11 0.220 1422 0.313
680.50 136100 Mid NR Band n71 20 258 2432 A 0.01 o 112 0417M DFT-S-OFDM QPSK 1 104 10 mm front 11 0.266 1.406 0.374
680.50 136100 Mid NR Band n71 20 258 2426 A -0.02 o 112 0417M DFT-S-OFDM QPSK 50 28 10 mm front 11 0.244 1426 0.348
680.50 136100 Mid NR Band n71 20 258 24.32 A 0.03 0 112 0417M DFT-S-OFDM QPSK 1 104 10mm bottom 11 0.162 1.406 0.228
680.50 136100 Mid NR Band n71 20 258 24.26 A 0.02 0 112 0417M DFT-S-OFDM QPSK 50 28 10mm bottom 11 0.134 1.426 0.191
680.50 136100 Mid NR Band n71 20 258 2432 A 0.03 o 112 0417M DFT-S-OFDM QPSK 1 104 10 mm right 11 0.132 1.406 0.186
680.50 136100 Mid NR Band n71 20 258 2426 A 0.00 o 112 0417M DFT-S-OFDM QPSK 50 28 10 mm right 11 0.147 1426 0.210
680.50 136100 Mid NR Band n71 20 258 24.32 A 0.10 0 112 0417M DFT-S-OFDM QPSK 1 104 10mm left 11 0.195 1.406 0.274
680.50 136100 Mid NR Band n71 20 258 24.26 A 0.02 0 112 0417M DFT-S-OFDM QPSK 50 28 10mm left 11 0.197 1.426 0.281
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 Wikg (mWi/g)
Uncontrolled Exposure/General Population averaged over 1 gram
Table 11-60
NR Band n12 Hotspot SAR
MEASUREMENT RESULTS
FREQUENCY wose | B | '3 i || soemme | Pove | o | owsme | (S| v | woossin | sasie | mwors | sporo | sae | owome | P70 | s S | e
MHz Ch. (Wikg) (Wikg)
707.50 141500 Md NR Band n12 15 257 24.26 A -0.06 o 13 0417M DFT-S-OFDM QPSK 1 1 10mm back 11 0.300 1.393 0.418
707.50 141500 Md NR Band n12 15 257 2422 A -0.05 o 13 0417M DFT-S-OFDM QPSK 36 22 10mm back 11 0.346 1.406 0.486 A68
707.50 141500 Md NR Band n12 15 242 2275 A -0.01 15 13 0417M CP-OFDM QPSK 1 1 10 mm back 11 0.221 1.396 0.309
707.50 141500 Mid NR Band n12 15 257 24.26 A 0.05 o 13 0417M DFT-S-OFDM QPSK 1 1 10mm front 11 0.213 1.393 0.297
707.50 141500 Md NR Band n12 15 257 2422 A -0.04 o 13 0417M DFT-S-OFDM QPSK 36 22 10mm front 11 0.244 1.406 0.343
707.50 141500 Md NR Band n12 15 25.7 24.26 A 0.01 o 13 0417M DFT-S-OFDM QPSK 1 1 10 mm bottom 11 0.141 1393 0.196
707.50 141500 Md NR Band n12 15 257 2422 A 0.02 o 13 0417M DFT-S-OFDM QPSK 36 22 10mm bottom 11 0.158 1.406 0.222
707.50 141500 Md NR Band n12 15 257 24.26 A 0.02 0 13 0417M DFT-S-OFDM QPSK 1 1 10mm right 11 0.120 1.393 0.167
707.50 141500 Md NR Band n12 15 25.7 2422 A 0.03 o 13 0417M DFT-S-OFDM QPSK 36 22 10 mm right 11 0.162 1.406 0.228
707.50 141500 Md NR Band n12 15 257 24.26 A -0.01 o 13 0417M DFT-S-OFDM QPSK 1 1 10mm left 11 0.163 1.393 0.227
707.50 141500 md NR Band n12 15 257 2422 A 0.01 o 13 0417M DFT-S-OFDM QPSK 36 22 10mm left 11 0.235 1.406 0.330
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 Wikg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
Table 11-61
NR Band n5 Hotspot SAR
MEASUREMENT RESULTS
FrEQUENEY Mode Bandwidih "ﬁ\:x:ﬂm Conducted Antenna Power Drift MPR [dB] Tune State Serial ‘Waveform Modulation RB Size RB Offset Spacing Side Duty Cycle ARG Scaling ';ZF:;;Z[; Plot #
iz o [MHz] Power [dBm] Power [dBm] Config [dB] Number Wike) Factor Wikg)
836.50 167300 Mid | NR Band n5 (Cell) 20 258 24.22 A -0.06 0 108 0417M DFT-S-OFDM QPSK 1 1 10mm back 11 0.631 1.439 0.908
836.50 167300 Mid NR Band nS (Cell) 20 258 2420 A -0.04 o 108 0417M DFT-S-OFDM QPSK 50 28 10 mm back 11 0.725 1.445 1.048 A70
836.50 167300 Mid NR Band n5 (Cell) 20 248 2317 A -0.11 1 108 0417M DFT-S-OFDM QPSK 100 o 10 mm back 11 0.508 1455 0.739
836.50 167300 Mid | NR Band n5 (Cell) 20 243 2273 A -0.03 15 108 0417M CP-OFDM QPSK 1 1 10mm back 11 0.446 1435 0.640
836.50 167300 Mid | NR Band n5 (Cell) 20 258 24.22 A -0.10 0 108 0417M DFT-S-OFDM QPSK 1 1 10mm front 11 0.367 1.439 0.528
836.50 167300 Mid NR Band n5 (Cell) 20 258 2420 A -0.08 o 108 0417M DFT-S-OFDM QPSK 50 28 10 mm front 11 0.397 1445 0.574
836.50 167300 Mid NR Band n5 (Cell) 20 258 2422 A -0.03 o 108 0417M DFT-S-OFDM QPSK 1 1 10 mm bottom 11 0221 1439 0.318
836.50 167300 Mid | NR Band n5 (Cell) 20 258 24.20 A -0.03 0 108 0417M DFT-S-OFDM QPSK 50 28 10mm bottom 11 0.261 1.445 0.377
836.50 167300 Mid NR Band n§ (Cell) 20 258 2422 A 0.06 o 108 0417M DFT-S-OFDM QPSK 1 1 10 mm right 11 0112 1.439 0.161
836.50 167300 Mid NR Band n5 (Cell) 20 258 2420 A 0.05 o 108 0417M DFT-S-OFDM QPSK 50 28 10 mm right 11 0.094 1445 0.136
836.50 167300 Mid | NR Band n5 (Cell) 20 258 24.22 A 0.01 0 108 0417M DFT-S-OFDM QPSK 1 1 10mm left 11 0.205 1439 0.295
836.50 167300 Mid | NR Band n5 (Cell) 20 258 24.20 A -0.05 0 108 0417M DFT-S-OFDM QPSK 50 28 10mm left 11 0.199 1.445 0.288
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mWi/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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NR Band n66 Hotspot SAR

Table 11-62

MEASUREMENT RESULTS

Repored
FREQUENCY Maximum SAR (1g)
Mode B | Alowea | condteed | Antenna | Povetonit | ypr gy | Tune siate | S Waveform | Modulation | RBSize | ReOfset | Spacing | side | Duycycle Sealing | SARMD) | pioq
MHz ch. Power [dBm] (Wikg) (Wikg)
1745.00 349000 Mid NR(i;r;ds)nEG 40 195 19.11 A -0.03 0 62 1137M DFT-S-OFDM QPSK 1 1 10mm back 11 0.460 1.094 0.503
NR Band n66
1745.00 349000 Mid (Aws) 40 195 1917 A 0.04 [ 62 1137TM DFT-S-OFDM QPSK 108 108 10mm back 11 0.464 1.079 0.501
NR Band n66
1745.00 349000 Mid (Aws) 40 195 19.11 A -0.05 [ 62 1137TM DFT-S-OFDM QPSK 1 1 10mm front 11 0.399 1.094 0.437
NR Band n66
1745.00 349000 Mid (Aws) 40 195 1917 A -0.02 [ 62 1137TM DFT-S-OFDM QPSK 108 108 10mm front 11 0.404 1079 0.436
NR Band né6
1745.00 349000 Mid (Aws) 40 195 1911 A -0.03 [ 62 1137TM DFT-S-OFDM QPSK 1 1 10mm bottom 11 0.782 1.094 0.856
NR Band n66
1745.00 349000 Mid (AWS) 40 195 19.17 A -0.01 0 62 1137TM DFT-S-OFDM QPSK 108 108 10mm bottom 11 0.807 1.079 0.871
NR Band n66
1745.00 349000 Mid (AWS) 40 195 19.10 A 0.16 ) 62 1137M DFT-S-OFDM QPSK 216 ] 10mm bottom 11 0.829 1.096 0.909 AT2
1745.00 349000 Mid NR(EA:C;”GG 40 195 19.13 A -0.01 0 62 1137M CP-OFDM QPSK 1 1 10mm bottom 11 0.824 1.089 0.897
NR Band n66
1745.00 349000 Mid (Aws) 40 195 19.11 A 0.05 0 62 1137M DFT-S-OFDM QPSK 1 1 10mm right 11 0.089 1.094 0.097
NR Band n66
1745.00 349000 Mid (Aws) 40 195 19.17 A 0.01 0 62 1137M DFT-S-OFDM QPSK 108 108 10mm right 11 0.108 1079 0.117
1745.00 349000 Mid NR(BA;:';)”SG 40 195 19.11 A 0.15 ) 62 1137M DFT-S-OFDM QPSK 1 1 10mm left 11 0.054 1.094 0.059
NR Band n66
1745.00 349000 Mid (AwS) 40 195 19.17 A 0.02 ) 62 1137M DFT-S-OFDM QPSK 108 108 10mm left 11 0.059 1079 0.064
NR Band n66
1745.00 349000 Mid (AWS) 40 200 18.97 J 0.03 [ NA 5869M DFT-S-OFDM QPSK 1 214 10mm back 11 0.125 1.268 0.159
NR Band n66
1745.00 349000 Mid (AWS) 40 200 19.10 J -0.02 [ NA 5869M DFT-S-OFDM QPSK 108 108 10mm back 11 0.127 1.230 0.156
NR Band n66
1745.00 349000 Mid (AWS) 40 200 18.97 J 0.08 0 NA 5869M DFT-S-OFDM QPSK 1 214 10mm front 11 0.153 1.268 0.194
NR Band n66
1745.00 349000 Mid (Aws) 40 20.0 19.10 J 0.00 [ NA 5869M DFT-S-OFDM QPSK 108 108 10mm front 11 0.160 1.230 0.197
NR Band n66
1745.00 349000 Mid (Aws) 40 20.0 18.97 J -0.01 [ NA 5869M DFT-S-OFDM QPSK 1 214 10mm top 11 0.463 1.268 0.587
NR Band n66
1745.00 349000 Mid (Aws) 40 20.0 19.10 J 0.02 [ NA 5869M DFT-S-OFDM QPSK 108 108 10mm top 11 0.467 1.230 0574
NR Band n66
1745.00 349000 Mid (Aws) 40 20.0 18.56 J -0.02 ] NA 5869M CP-OFDM QPSK 1 1 10mm top 11 0.458 1393 0.638
NR Band n66
1745.00 349000 Mid (Aaws) 40 20.0 18.97 J 0.12 0 NA 5869M DFT-S-OFDM QPSK 1 214 10mm right 11 0.030 1.268 0.038
NR Band n66
1745.00 349000 Mid (AWS) 40 20.0 19.10 J -0.20 0 NA 5869M DFT-S-OFDM QPSK 108 108 10mm right 11 0.031 1.230 0.038
ANSI / [EEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
MEASUREMENT RESULTS
Reporied
FREQUENCY Vaximum SAR (19)
Mode Bandwidth Allowed Conducted Antenna Power Drift MPR [dB] Tune State serial ‘Waveform Modulation RB size RB Offset Spacing Side Duty Cycle Scaling SAR (19) Plot #
M (o eS| pouer doml|  Conty {de) Nomber Factor
MHz ch ower [dBm] (Wikg) (Wikg)
1882.50 376500 Mid NR (Epa(;!;j)nZS 40 185 1811 A -0.05 0 59 1125M DFT-S-OFDM QPSK 1 1 10mm back 11 0.331 1.094 0.362
NR Band n25
1882.50 376500 Mid (PCs) 40 185 18.16 A 0.05 [ 59 1125M DFT-S-OFDM QPSK 108 [ 10 mm back 11 0.348 1.081 0.376
1882.50 376500 Mid NR (Bpacng)nZS 40 185 18.11 A -0.01 ) 59 1125M DFT-S-OFDM QPSK 1 1 10mm front 11 0.331 1.094 0.362
NR Band n25
1882.50 376500 Mid (Pcs) 40 185 18.16 A 0.04 ) 59 1125M DFT-S-OFDM QPSK 108 o 10mm front 11 0.349 1.081 0.377
NR Band n25
1882.50 376500 Mid (PCSs) 40 185 18.11 A -0.03 [ 59 1125M DFT-S-OFDM QPSK 1 1 10 mm bottom 11 0.753 1.094 0.824
NR Band n25
1882.50 376500 Mid (PcS) 40 185 18.16 A -0.01 [ 59 1125M DFT-S-OFDM QPSK 108 [ 10 mm bottom 11 0.814 1.081 0.880
NR Band n25
1882.50 376500 Mid (PCs) 40 185 18.10 A -0.02 ) 59 1125M DFT-S-OFDM QPSK 216 ) 10mm bottom 11 0.846 1.096 0.927 A74
1882.50 376500 Mid NR 5:(;‘;)”25 40 185 18.09 A -0.05 ) 59 1125M CP-OFDM QPSK 1 1 10mm bottom 11 0.770 1.099 0.846
NR Band n25
1882.50 376500 Mid (PCs) 40 185 18.11 A -0.18 [ 59 1125M DFT-S-OFDM QPSK 1 1 10 mm right 11 0.045 1.094 0.049
NR Band n25
1882.50 376500 Mid (PCS) 40 185 18.16 A -0.14 [ 59 1125M DFT-S-OFDM QPSK 108 [ 10 mm right 11 0.047 1.081 0.051
1882.50 376500 Mid NR (iagg)n% 40 185 18.11 A -0.01 ) 59 1125M DFT-S-OFDM QPSK 1 1 10mm left 11 0.045 1.094 0.049
1882.50 376500 Mid NR (ia(;\g)ms 40 185 18.16 A -0.02 0 59 1125M DFT-S-OFDM QPSK 108 1) 10mm left 11 0.047 1.081 0.051
NR Band n25
1882.50 376500 Mid (PCs) 40 200 19.07 J -0.12 [ 0 0574M DFT-S-OFDM QPSK 1 214 10 mm back 11 0.157 1.239 0.195
NR Band n25
1882.50 376500 Mid (PCS) 40 200 19.19 J 0.01 ) 0 0574m DFT-S-OFDM QPSK 108 108 10mm back 11 0.157 1.205 0.189
1882.50 376500 Mid NR {Bpaé\;)n% 40 200 19.07 J 0.03 ) 0 0574M DFT-S-OFDM QPSK 1 214 10mm front 11 0.160 1239 0.198
14 NR Band n25
882.50 376500 Mid (PCs) 40 200 19.19 J -0.04 ] 0 0574M DFT-S-OFDM QPSK 108 108 10mm front 11 0.168 1.205 0.202
NR Band n25
1882.50 376500 Mid (PCS) 40 20.0 19.07 J 0.03 [ 0 0574M DFT-S-OFDM QPSK 1 214 10 mm top 11 0512 1.239 0.634
1882.50 376500 Mid NR (Bpacng)nZS 40 200 19.19 J 0.14 ) ) 0574m DFT-S-OFDM QPSK 108 108 10mm top 11 0.562 1.205 0.677
1882.50 376500 Mid NR Fpa(;\;)n?S 40 200 18.93 J -0.05 ) 0 0574M CP-OFDM QPSK 1 1 10mm top 11 0.509 1279 0.651
NR Band n25
1882.50 376500 Mid (PCS) 40 200 19.07 J 0.09 [ o 0574M DFT-S-OFDM QPSK 1 214 10 mm right 11 0.065 1.239 0.081
NR Band n25
1882.50 376500 Mid (PCS; 40 20.0 19.19 J -0.17 [ ] 0574M DFT-S-OFDM QPSK 108 108 10 mm right 11 0.068 1.205 0.082
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-64
NR Band n30 Hotspot SAR

MEASUREMENT RESULTS
Freouee ode sanawian | "SCTS | conducted | antenna | power it | yop gy | Seral vt | vosumion | masae | mwones | soune | see | oo |00 | seana | SR |,

o . IMHL |t gy |POwer [dBm] | Conig de] Number i Factor o)
231000 | 462000 | Md | NRBandn30 10 195 1859 A 0.00 0 1156M DFT-S-OFDM QPSK 1 50 10mm back 11 0378 1.233 0.466
231000 | 462000 | Md | NRBandn30 10 195 18.74 A 002 0 1156M DFT-S-OFDM QPSK 25 14 10mm back 11 0438 1191 0522
231000 | 462000 | Md | NRBandn30 10 195 1859 A 001 0 1156M DFT-S-OFDM QPSK 1 50 10mm front 11 0367 1.233 0.453
231000 | 462000 | Md | NRBandn30 10 195 1874 A 002 [ 1156M DFT-S-OFDM QPSK 25 14 10mm front 11 0392 1191 0.467
231000 | 462000 | Md | NRBandn30 10 195 1859 A 001 [ 1156M DFT-S-OFDM QPSK 1 50 10mm bottom 11 0932 1.233 1149
231000 | 462000 | Md | NRBandn30 10 195 1874 A 001 0 1156M DFT-S-OFDM QPSK 25 14 10mm bottom 11 0968 1191 1153
231000 | 462000 | Md | NRBandn30 10 195 1858 A 005 [ 1156M DFT-S-OFDM QPSK 50 0 10mm bottom 11 0983 1236 1215 AT6
231000 | 462000 | Md | NRBandn30 10 195 1867 A 000 0 1156M CP-OFDM QPSK 1 1 10mm bottom 11 0976 1211 1182
231000 | 462000 | Md | NRBandn30 10 195 1859 A 012 0 1156M DFT-S-OFDM QPSK 1 50 10mm right 11 0008 1233 0,010
231000 | 462000 | Md | NRBandn30 10 195 1874 A 015 0 1156M DFT-S-OFDM QPSK 25 14 10mm right 11 0008 11901 0,010
231000 | 462000 | Md | NRBandn30 10 195 1859 A 009 [ 1156M DFT-S-OFDM QPSK 1 50 10mm left 11 0033 1233 0.041
231000 | 462000 | Md | NRBandn30 10 195 1874 A 017 0 1156M DFT-S-OFDM QPSK 25 14 10mm left 11 0036 11901 0,043
231000 | 462000 | Md | NRBandn30 10 190 17.81 3 004 0 0317M DFT-S-OFDM QPSK 1 2 10mm back 11 0108 1315 0.142
231000 | 462000 | Md | NRBandn30 10 190 17.93 3 003 0 0317M DFT-S-OFDM QPSK 2 14 10mm back 11 0108 1.279 0.138
231000 | 462000 | Md | NRBandn30 10 190 17.81 3 005 0 0317M DFT-S-OFDM QPSK 1 2 10mm front 11 0095 1315 0125
231000 | 462000 | Md | NRBandn30 10 190 17.93 3 000 0 0317M DFT-S-OFDM QPSK 2 14 10mm front 11 0.100 1279 0128
231000 | 462000 | Md | NRBandn30 10 190 17.81 J 010 0 0317M DFT-S-OFDM QPSK 1 2 10mm top 11 0313 1315 0412
231000 | 462000 | Md | NRBandn30 10 190 17.93 J 001 0 0317M DFT-S-OFDM QPSK 25 14 10mm top 11 0324 1.279 0414
231000 | 462000 | Md | NRBandn30 10 190 17.74 3 015 0 0317M CP-OFDM QPSK 1 1 10mm top 11 0328 1.337 0.439
231000 | 462000 | Md | NRBandn30 10 190 17.81 3 013 0 0317M DFT-S-OFDM QPSK 1 2 10mm right 11 0033 1315 0,043
231000 | 462000 | Md | NRBandn30 10 190 17.93 3 000 0 0317M DFT-S-OFDM QPSK 25 14 10mm right 11 0041 1279 0.052
231000 | 462000 | Md | NRBandn30 10 195 1858 A 0.00 0 1156M DFT-S-OFDM QPSK 50 0 10mm bottom 11 0886 1236 1095

ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 Wikg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
Note: Blue entry represents variability measurement.
Table 11-65
NR Band n7 Hotspot SAR
MEASUREMENT RESULTS
Frequeney Mode sandwian | NACIUT | Conducted | antenna | power ort | o 98] Serial Waveform Modulation | RBSize | RBOffset | Spacing side Duty Cycle SARUD | scaiing RSZL;)Z;Z‘; Plot #

e - IMH] |t gy | Power [dBm] | Conig de] Number i Factor ko)
253500 | 507000 | Mid NR Band n7 40 210 2074 B 000 0 1145M DFT-S-OFDM QPSK 1 1 10mm back 11 0273 1.062 0.290
253500 | 507000 | Mid NR Band n7 40 210 2081 B 004 [ 1145M DFT-S-OFDM QPSK 108 0 10mm back 11 0286 1.045 0.299
253500 | 507000 | Mid NR Band n7 40 210 2074 B 003 0 1145M DFT-S-OFDM QPSK 1 1 10mm front 11 0357 1.062 0379
253500 | 507000 | Mid NR Band n7 40 210 2081 B 002 0 1145M DFT-S-OFDM QPSK 108 0 10mm front 11 0383 1.045 0.400
253500 | 507000 | Mid NR Band n7 40 210 2074 B 002 0 1145M DFT-S-OFDM QPSK 1 1 10mm bottom 11 0825 1.062 0876
253500 | 507000 | Mid NR Band n7 40 210 2081 B 002 0 1145M DFT-S-OFDM QPSK 108 0 10mm bottom 11 0846 1.045 0.884
253500 | 507000 | Mid NR Band n7 40 210 2073 B 002 [ 1145M DFT-S-OFDM QPSK 216 0 10mm bottom 11 0.860 1.064 0915 AT8
253500 | 507000 | Mid NR Band n7 40 210 2077 B 000 0 1145M CP-OFDM QPSK 1 1 10mm bottom 11 0852 1.054 0.898
253500 | 507000 | Mid NR Band n7 40 210 2074 B 007 0 1145M DFT-S-OFDM QPSK 1 1 10mm right 11 0166 1.062 0176
253500 | 507000 | Mid NR Band n7 40 210 2081 B -0.06 0 1145M DFT-S-OFDM QPSK 108 0 10mm right 11 0157 1.045 0.164
253500 | 507000 | Mid NR Band n7 40 210 2073 B -0.16 0 1145M DFT-S-OFDM QPSK 216 0 10mm bottom 11 0812 1.064 0.864

ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mMW/g)
Uncontrolled Exposure/General Population averaged over 1 gram

Note: Blue entry represents variability measurement.
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Table 11-66
NR Band n41 Hotspot SAR

MEASUREMENT RESULTS
Reported
FREQUENCY Maximum SAR (10)
Mode Bandwidin | o eq | Conducted | Antenna | Power Drift | ypp 4 Serial Waveform Modulation | RBSize | RBOffset | Spacing Side Duty Cycle Sealing SARWY) | piot#
[MHz] Power [dBm] | Config [dB] Number Factor

MHz ch Power [dBm] (Wikg) (Wikg)
2592.99 518508 | Md NR Band nd1 100 200 19.30 3 003 0 0959M DFT-S-OFDM QPSK 1 1 10mm back 11 0.187 1175 0220
2592.99 518508 | Mid NR Band nd1. 100 200 1928 J 001 4 0959M DFT-S-OFDM QPSK 135 0 10mm back 11 0176 1180 0.208
2592.99 518508 | Mid NR Band nd1 100 200 1930 J 003 4 0959M DFT-S-OFDM QPSK 1 1 10mm front 11 0118 1175 0.139
2592.99 518508 | Mid NR Band nd1 100 200 19.28 3 003 0 0959M DFT-S-OFDM QPSK 135 0 10mm front 11 0.125 1180 0.148
2592.99 518508 | Mid NR Band nd1. 100 200 19.30 J 003 0 0959M DFT-S-OFDM QPSK 1 1 10mm top 11 0337 1175 0.396
2592.99 518508 | Mid NR Band nd1 100 200 1928 J 001 4 0959M DFT-S-OFDM QPSK 135 0 10mm top 11 0315 1.180 0372
2592.99 518508 | Mid NR Band nd1 100 200 1920 3 002 0 0959M CP-OFDM QPSK 1 1 10mm top 11 0.338 1202 0.406 ABO
2592.99 518508 | Mid NR Band nd1 100 200 19.30 J 003 0 0959M DFT-S-OFDM QPSK 1 1 10mm right 11 0.049 1175 0.058
2592.99 518508 | Mid NR Band nd1 100 200 1928 J 000 4 0959M DFT-S-OFDM QPSK 135 0 10mm right 11 0.045 1.180 0.053
2592.99 518508 | Mid NR Band nd1 100 165 1563 D 004 NA 0955M CWISRS NA NA NA 10mm back 11 0.089 1222 0.109
2592.99 518508 | Md NR Band nd1 100 165 1563 D 015 NA 0955M CWISRS NA NA NIA 10mm front 11 0011 1222 0013
2592.99 518508 | Mid NR Band nd1 100 165 1563 D 011 NA 0955M CWISRS NA NA NIA 10mm bottom 11 0.024 1222 0.029
2592.99 518508 | Mid NR Band nd1 100 165 1563 D 0.17 NA 0955M CWISRS NA NA NA 10mm left 11 0.004 1222 0.005
2592.99 518508 | Mid NR Band na1. 100 150 1451 E 007 NA 0955M CWISRS NA NA NIA 10mm back 11 0.022 1119 0.025
2592.99 518508 | Mid NR Band nd1 100 150 1451 E 005 NA 0955M CWISRS NA NA NIA 10mm front 11 0018 1119 0.020
2592.99 518508 | Mid NR Band nd1 100 150 1451 E 003 NA 0955M CWISRS NA NA NA 10mm top 11 0.020 1119 0.022
2592.99 518508 | Mid NR Band na1 100 150 1451 E 004 NA 0955M CWISRS NA NA NIA 10mm left 11 0.008 1119 0.009
2592.99 518508 | Mid NR Band nd1 100 190 17.05 B 003 NA 0955M CWISRS NA NA NIA 10mm back 11 0131 1567 0.205
2592.99 518508 | Mid NR Band nd1 100 190 17.05 B 001 NA 0955M CWISRS NA NA NA 10mm front 11 0.110 1567 0172
2592.99 518508 | Md NR Band nd1 100 190 17.05 B 008 NA 0955M CWISRS NA NA NIA 10mm bottom 11 0258 1567 0.404
2592.99 518508 | Mid NR Band nd1 100 190 17.05 B 007 NA 0955M CWISRS NA NA NIA 10mm right 11 0.100 1567 0.157
2592.99 518508 | Mid NR Band nd1 100 190 17.05 B 014 NA 0955M CWISRS NA NA NIA 10mm left 11 0025 1567 0.039

ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mMW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-67
NR Band n77 Hotspot SAR

MEASUREMENT RESULTS
FrEQuey Wode sandwisin | ICTCT | Condusted | Amemna | Power it | yoq gy | Serial woetor | osaton | rose | mwomor | swaong | sue | owyome || seaing | S |

MHz ch [MHz] Power [dBm] Power [dBm] Config (@8] Number Wikg) Factor Wikg)
350001 | 633334 | Md |[NRBandn77DoD| 100 180 17.32 F 004 0 0575M DFT-S-OFDM QPSK 1 271 10mm back 11 0247 1169 0289
350001 | 633334 | Md |NRBandn77DoD| 100 180 17.24 F 002 0 0575M DFT-S-OFDM QPSK 135 138 10mm back 11 0246 1101 0203
350001 | 633334 | Md |NRBandn77DoD| 100 180 17.32 F 018 0 0575M DFT-S-OFDM QPSK 1 271 10mm front 11 0107 1169 0125
350001 | 633334 | Md |NRBandn77DoD| 100 180 17.24 F -0.01 0 0575M DFT-S-OFDM QPSK 135 138 10mm front 11 0108 1101 0129
350001 | 633334 | Md |NRBandn77DoD| 100 180 17.32 F -0.09 0 0575M DFT-S-OFDM QPSK 1 271 10mm top 11 0135 1169 0158
3500.01 633334 Mid NR Band n77 DoD 100 180 17.24 F 0.00 0 0575M DFT-S-OFDM QPSK 135 138 10mm top 11 0.125 1191 0.149
3500.01 633334 Mid NR Band n77 DoD 100 180 17.32 F 0.02 0 0575M DFT-S-OFDM QPSK 1 2711 10mm left 11 0.369 1.169 0.431
3500.01 633334 Mid NR Band n77 DoD 100 18.0 17.24 F -0.03 o 0575M DFT-S-OFDM QPSK 135 138 10mm left 11 0.360 1191 0.429
3500.01 633334 Mid NR Band n77 DoD 100 18.0 17.23 F 0.02 0 0575M DFT-S-OFDM QPSK 270 0 10mm left 11 0.387 1194 0.462 AB2
350001 | 633334 | Md [NRBandn77DoD| 100 180 17.23 F 003 o 0575M CP-OFDM QPSK 1 1 10mm left 11 0363 1194 0433
350001 | 633334 | Md [NRBandn77DoD| 100 180 16.30 | 010 NIA 0934M CWISRS NA NIA NA 10mm back 11 0173 1479 0256
350001 | 633334 | Md |[NRBandn77DoD| 100 180 16.30 | 008 NIA 0934M CWISRS NA NIA NA 10mm front 11 0056 1479 0083
350001 | 633334 | Md |[NRBandn77DoD| 100 180 16.30 | 012 NIA 0934M CWISRS NIA NIA NA 10mm top 11 0027 1479 0040
350001 | 633334 | Md |[NRBandn77DoD| 100 180 16.30 | 012 NIA 0934M CWISRS NIA NIA NIA 10mm left 11 0006 1479 0009
350001 | 633334 | Md |[NRBandn77DoD| 100 115 1061 D 010 NIA 0934M CWISRS NIA NIA NIA 10mm back 11 0091 1.227 0112
350001 | 633334 | Md |[NRBandn77DoD| 100 115 1061 D -0.14 NIA 0934M CWISRS NIA NIA NIA 10mm front 11 0006 1227 0007
350001 | 633334 | Md |[NRBandn77DoD| 100 115 1061 D -0.14 NIA 0934M CWISRS NIA NIA NIA 10mm bottom 11 0016 1227 0020
350001 | 633334 | Md |NRBandn77DoD| 100 115 1061 D 019 NA 0934M CWISRS NIA NA NIA 10mm left 11 0004 1.227 0005
350001 | 633334 | Md |NRBandn77DoD| 100 120 1171 c 012 NA 0575M CWISRS NIA NIA NIA 10mm back 11 0010 1.069 0011
350001 | 633334 | Md |NRBandn77DoD| 100 120 1171 c 012 NA 0575M CWISRS NIA NA NIA 10mm front 11 0007 1.069 0007
3500.01 633334 Mid NR Band n77 DoD 100 120 1171 c -0.15 NA 0575M CWI/SRS NA NA NA 10mm bottom 11 0.010 1.069 0.011
3500.01 633334 Mid NR Band n77 DoD 100 12.0 1171 c -0.07 NA 0575M CWI/SRS NA NA NA 10mm right 11 0.023 1.069 0.025
3930.00 662000 High NR Band n77 100 18.0 17.36 F 0.01 0 0575M DFT-S-OFDM QPSK 1 137 10mm back 11 0.206 1159 0.239
393000 | 662000 | High | NRBandn77 100 180 17.41 F 006 0 0575M DFT-S-OFDM QPSK 135 138 10mm back 11 0231 1146 0265
393000 | 662000 | High | NRBandn77 100 180 17.36 F 011 o 0575M DFT-S-OFDM QPSK 1 137 10mm front 11 0086 1159 0100
393000 | 662000 | High | NRBandn77 100 180 17.41 F 006 o 0575M DFT-S-OFDM QPSK 135 138 10mm front 11 0092 1146 0105
393000 | 662000 | High | NRBandn77 100 180 17.36 F 013 0 0575M DFT-S-OFDM QPSK 1 137 10mm top 11 0102 1159 0118
393000 | 662000 | High | NRBandn77 100 180 17.41 F -0.08 0 0575M DFT-S-OFDM QPSK 135 138 10mm top 11 0102 1146 0117
393000 | 662000 | High | NRBandn77 100 180 17.36 F 006 0 0575M DFT-S-OFDM QPSK 1 137 10mm left 11 0208 1159 0345
393000 | 662000 | High | NRBandn77 100 180 17.41 F 011 0 0575M DFT-S-OFDM QPSK 135 138 10mm left 11 0295 1146 0338
393000 | 662000 | High | NRBandn77 100 180 17.04 F 007 0 0575M CP-OFDM QPSK 1 1 10mm left 11 0301 1.247 0375 AB4
393000 | 662000 | High | NRBandn77 100 180 17.56 | -0.11 NA 0838M CWISRS NIA NIA NIA 10mm back 11 0134 1107 0.148
393000 | 662000 | High | NRBandn77 100 180 17.56 | -0.16 NA 0838\ CWISRS NIA NIA NIA 10mm front 11 0004 1107 0004
393000 | 662000 | High | NRBandn77 100 180 17.56 | 015 NA 0838M CWISRS NIA NIA NIA 10mm top 11 0019 1107 0021
3930.00 662000 High NR Band n77 100 180 17.56 I 0.00 NA 0838M CWI/SRS NA NA NA 10mm left 11 0.007 1107 0.008
3750.00 650000 Low NR Band n77 100 115 10.65 D -0.13 NA 0838M CWISRS NA NA NA 10mm back 11 0.030 1216 0.036
375000 | 650000 | Low | NRBandn77 100 15 1065 D 016 NIA 0833M CWISRS NA NIA NA 10mm front 11 0004 1216 0005
375000 | 650000 | Low | NRBandn77 100 115 1065 D 021 NIA 0833M CWISRS NA NIA NA 10mm bottom 11 0.002 1216 0.002
375000 | 650000 | Low | NRBandn77 100 115 1065 D 013 NA 0833M CWISRS NA NIA NA 10mm left 11 0000 1216 0000
375000 | 650000 | Low | NRBandn77 100 120 10.80 c 009 NIA 0575M CWISRS NA NIA NA 10mm back 11 0012 1318 0016
375000 | 650000 | Low | NRBandn77 100 120 10.80 c 016 NIA 0575M CWISRS NIA NIA NIA 10mm front 11 0004 1318 0005
375000 | 650000 | Low | NRBandn77 100 120 10.80 c -0.14 NIA 0575M CWISRS NIA NIA NIA 10mm bottom 11 0000 1318 0000
375000 | 650000 | Low | NRBandn77 100 120 10.80 c 015 NIA 0575M CWISRS NIA NIA NIA 10mm right 11 0028 1318 0037

ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-68
DTS SISO WLAN Hotspot SAR

MEASUREMENT RESULTS
Peak SAR of Reported SAR
FREQUENCY " Bandwidth | M3IMUM | congucied | Power Antenna | Device | Da@ Duty Cycle| Areascan | SARW9) Scaling Scaling (19)
ode Service Allowed Spacing Serial | Rate Side Factor Factor (Duty Plot #
[MHz] Power [dBm] | Drift [dB] Config. )
MHz ch. Power [dBm] Number | (Mbps) Wikg Wikg) (Power) Cycle) Wikg)
2412 1 802.11b DSSs 22 20.5 20.48 0.09 10 mm 1 0954M 1 back 99.8 0.129 0.107 1.005 1.002 0.108
2412 1 802.11b DSSS 22 20.5 20.48 -0.16 10 mm 1 0954M 1 front 99.8 0.022 Bl 1.005 1.002 ®
2412 1 802.11b DSSS 22 20.5 20.48 017 10 mm 1 0954M 1 top 99.8 0.023 Bl 1.005 1.002 o
2412 1 802.11b DSSS 22 20.5 20.48 -0.06 10 mm 1 0954M 1 left 99.8 0.029 0.023 1.005 1.002 0.023
2412 1 802.11b DSSS 22 20.5 20.49 0.01 10 mm 2 0954M 1 back 99.8 0.221 0.170 1.002 1.002 0.171
2412 1 802.11b DSSS 22 20.5 20.49 0.05 10 mm 2 0954M 1 front 99.8 0.117 Bl 1.002 1.002 ®
2412 1 802.11b DSSS 22 20.5 20.49 -0.03 10 mm 2 0954M 1 left 99.8 0.275 0.207 1.002 1.002 0.208 A86
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
Table 11-69
NIl MIMO WLAN Hotspot SAR
MEASUREMENT RESULTS
FREQUENCY sandwidth N)jfu‘cv':;" Conducted M:”x;w:;" Conducted | Lo Antenna | Device | Data outy Cycle P:raekas;c::f SAR (1g) Scaling Scaling Re"“;‘fg‘; SAR
Mode Service Power (Ant 1) Power (Ant 2) Spacing Serial | Rate | Side Factor | Factor (Duty Plot #
[MHz) Power (Ant 1) Power (Ant 2) Drift [dB] Config. (%)
MHz ch [dBm] [dBm] (dBm] [dBm] Number | (Mbps) Wikg Wikg) (Power) Cycle) Wikg)
5775 155 802.11ac OFDM 80 155 14.67 155 14.93 016 [10mm | MMO | 0990M | 585 | back | 92.4 0514 0.394 1211 1.082 0516 A88
5775 155 802.11ac OFDM 80 155 14.67 155 14.93 012 [10mm | MMO | 0990M | 585 | front 924 0.105 - 1211 1.082 -
5775 155 802.11ac OFDM 80 155 14.67 155 14.93 013 [10mm | MMO | 0990M | 585 top 924 0.096 - 1211 1.082 -
5775 155 802.11ac OFDM 80 155 14.67 155 14.93 .10 [10mm [ MMO | 0990M | 585 left 924 0.216 0.182 1211 1.082 0.238
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mwW/g)
Uncontrolled Exposure/General averaged over 1 gram

Note: To achieve the 18.5 dBm maximum allowed MIMO power shown in the documentation, each antenna transmits at a
maximum allowed power of 15.5 dBm

Table 11-70
DTS Hotspot MIMO SAR during Conditions with 5/6 GHz WLAN and/or 5G NR

MEASUREMENT RESULTS

Maximum Maximum Peak SAR of Reported SAR
FREQUENCY Bandwidth | Aowed | Conducted | UAREA | conducted | o Antenna | Device | Data outy Cycle| Aren Scan | SAR(19) Scaling Scaling o)
Mode Service Power (Ant 1) Power (Ant 2) Spacing Serial | Rate | Side Factor | Factor (Duty Plot #
[MHz] | Power (Ant 1) Power (Ant 2) Drift [dB] Config.
MHz ch abm] abm] dBm] Number | (Mbps) Wikg Wikg) (Power) Cycle) Wikg)
2437 6 802.11n OFDM 20 17.0 1652 17.0 16.30 017 [10mm | MMO | 0954M | 13 back | 980 0.100 0.074 1175 1.020 0.089
2437 6 802.11n OFDM 20 17.0 1652 17.0 16.30 012 [10mm | MMO | 0954M | 13 front 98.0 0.056 0.043 1175 1.020 0.052
2437 6 802.11n OFDM 20 17.0 1652 17.0 16.30 017 |[10mm | MMO | 0954M | 13 top 98.0 0.023 0.015 1175 1.020 0018
2437 6 802.11n OFDM 20 17.0 16.52 17.0 16.30 006 [10mm | MMO | 0954M | 13 left 98.0 0.131 0.096 1175 1.020 0.115
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram

Note: 2.4 GHz MIMO was additionally evaluated at the maximum allowed output power during simultaneous operations with
5/6 GHz WLAN, or 5G NR. 5/6 GHz WIFI or 5G NR was not transmitting during the above evaluations. To achieve the 20.0
dBm maximum allowed MIMO power shown in the documentation, each antenna transmits at a maximum allowed power of
17.0 dBm
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Table 11-71
WLAN MIMO Hotspot SAR during Conditions with 2.4 GHz WLAN SAR and/or 5G FR1 NR

MEASUREMENT RESULTS

Maximum Maximum Peak SAR of Reported SAR
FREQUENCY sandwidth | Allowed Conducted | "y Conducted | oo Antenna | Device | Data uty Cycle|  Area Scan SAR (1g) Scaling Scaling )
Mode Service Power (Ant 1) Power (Ant 2) Spacing Serial | Rate | Sside Factor Factor (Duty Plot #
[MHz] | Power (Ant 1) Power (Ant 2) Drift [dB] Config )
MHZ ch (98] [dBm] (dBm] [dBm] Number | (Mbps) Wikg (Wikg) (Power) Cycle) Wikg)
5775 155 802.11ac OFDM 80 14.0 1361 14.0 13.74 0.13 10mm MIMO 0990M | 58.5 back 924 0.303 0.195 1.094 1.082 0.231
5775 155 802.11ac OFDM 80 14.0 1361 14.0 1374 <013 [10mm | MMO | 0990M | 585 | front 924 0.074 - 1.094 1.082 -
5775 155 802.11ac OFDM 80 14.0 13.61 14.0 13.74 0.14 10 mm MIMO 0990M | 585 top 924 0.087 - 1.094 1.082 -
5775 155 802.11ac OFDM 80 14.0 13.61 14.0 13.74 0.19 10 mm MIMO 0990M | 585 left 924 0.203 0.163 1.094 1.082 0.193
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Body

Spatial Peak

Uncontrolled Exposure/General Population

1.6 W/kg (mW/g)
averaged over 1 gram

Note: 5 GHz MIMO was additionally evaluated at the maximum allowed output power during simultaneous operations with 2.4
GHz WLAN and/or 5G FR1 NR. 2.4 GHz WLAN and/or 5G FR1 NR was not transmitting during the above evaluations. To
achieve the 17.0 dBm maximum allowed MIMO power shown in the documentation, each antenna transmits at a maximum

allowed power of 14.0 dBm

Table 11-72
DSS Hotspot SAR

MEASUREMENT RESULTS
Reported SAR
FREQUENCY ) Maximum | oo ucted | Power Antenna | 22V% | pgia Rate Duty Cycle | SAR(9) [ scaiing Factor | scaling Factor (19)
Mode Service Allowed Spacing Serial Side Plot #
Power [dBm] | Drift [dB] Config (Mbps) (%) (Cond Power) | (Duty Cycle)

MHz ch. Power [dBm] Number (Wikg) (Wikg)
2441 39 Bluetooth FHSS 18.0 17.47 0.02 10mm 1 0954M 1 back 77.00 0.024 1.130 1.299 0.035

2441 39 Bluetooth FHSS 18.0 17.47 0.16 10mm 1 0954M 1 front 77.00 0.009 1130 1.299 0.013

2441 39 Bluetooth FHSS 18.0 17.47 013 | 10mm 1 0954M 1 top 77.00 0.006 1.130 1.299 0.009

2441 39 Bluetooth FHSS 180 17.47 007 | 10mm 1 0954M 1 left 77.00 0.007 1130 1.299 0.010

2441 39 Bluetooth FHSS 175 16.73 -0.19 10mm 2 0954M 1 back 77.00 0.119 1.194 1.299 0.185

2441 39 Bluetooth FHSS 175 16.73 001 | 10mm 2 0954M 1 front 77.00 0.057 1194 1.299 0.088

2441 39 Bluetooth FHSS 175 16.73 -0.19 10mm 2 0954M 1 left 77.00 0.142 1.194 1.299 0.220 A90

ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
Table 11-73
DSS MIMO Hotspot SAR
MEASUREMENT RESULTS
Maximum Maximum Reported SAR
FREQUENCY Allowed Conducted Allowed Conducted Power Antenna | Device | Data buty Cycle| AR (19) Scaling Scaling (19)
Mode Service Power (Ant 1) Power (Ant 2) Spacing Serial | Rate | Sside Factor (Cond | Factor (Duty Plot #
Power (Ant 1) Power (Ant 2) Drift [dB] Config. ©)
MHz ch. \dBm] [dBm] dBm) [dBm] Number | (Mbps) Wikg) Power) Cycle) Wikg)
2441 39 Bluetooth FHSS 130 12.44 110 10.08 014 |10mm | MMO | 0954M 1 back | 77.00 0.034 1.236 1.299 0.055
2441 39 Bluetooth FHSS 130 12.44 11.0 10.08 009 |10mm | MMO | 0954M 1 front | 77.00 0.023 1.236 1.299 0.037
2441 39 Bluetooth FHSS 13.0 12.44 11.0 10.08 017 |10mm | MMO | 0954M 1 top 77.00 0.008 1.236 1.299 0,013
2441 39 Bluetooth FHSS 130 12.44 110 10.08 003 |10mm | MMO | 0954M 1 left 77.00 0.046 1.236 1.299 0.074
ANSI / |EEE C95.1 1992 - SAFETY LIMIT Body
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram

Note: To achieve the 15.0 dBm maximum allowed MIMO power shown in the documentation, antenna 1 transmits at a
maximum allowed power of 13 dBm, and antenna 2 transmits at a maximum allowed power of 11 dBm.
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11.4 Standalone Phablet SAR Data

Table 11-74
GSM 1900 Phablet SAR Data
MEASUREMENT RESULTS
. Reported SAR
FREQUENCY Maximum Conducted Power Antenna Device |, of Time SAR (109) Scaling (10g)
Mode Service Allowed Spacing Serial Duty Cycle| Side Plot #
Power [dBm] | Drift [dB] Config. Slots Factor
MHz ch. Power [dBm] Number (Wikg) (Wikg)
1850.20 | 512 GSM 1900 GPRS 27.0 26.03 -0.16 omm A 1246M 3 1:2.76 | bottom 2.270 1.250 2.838 A9l
1880.00 | 661 GSM 1900 GPRS 27.0 25.32 -0.06 omm A 1246M 3 1:2.76 | bottom 2.080 1.472 3.062
1909.80 | 810 GSM 1900 GPRS 27.0 25.42 -0.15 omm A 1246M 3 1:2.76 | bottom 1.970 1.439 2.835
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Phablet
Spatial Peak 4.0 Wikg (mW/g)
Uncontrolled Exposure/General Population averaged over 10 grams
Table 11-75
UMTS 1750 Phablet SAR Data
MEASUREMENT RESULTS
. . Reported SAR
FREQUENCY Maximum Conducted Tune Power Antenna Dev!ce " SAR (109) Scaling (10g)
Mode Service Allowed " Spacing ) Serial |Duty Cycle| Side Plot #
Power [dBm] State Drift [dB] Config. Factor
MHz Ch. Power [dBm] Number (W/kg) (Wikg)
1712.40 | 1312 UMTS 1750 RMC 24.0 22.83 8 -0.02 8mm A 1258M 11 back 0.648 1.309 0.848
1712.40 | 1312 UMTS 1750 RMC 24.0 22.83 8 0.03 6mm A 1258M 11 front 0.916 1.309 1.199
1712.40 | 1312 UMTS 1750 RMC 24.0 22.83 8 -0.05 | 12mm A 1258M 11 bottom 0.959 1.309 1.255
1712.40 | 1312 UMTS 1750 RMC 24.0 22.83 8 -0.01 0mm A 1258M 11 right 0.637 1.309 0.834
1712.40 | 1312 UMTS 1750 RMC 24.0 22.83 8 -0.09 omm A 1258M 11 left 0.239 1.309 0.313
1712.40 | 1312 UMTS 1750 RMC 20.0 19.47 8 0.01 omm A 1258M 11 back 1.770 1.130 2.000
1732.40 | 1412 UMTS 1750 RMC 20.0 19.37 8 -0.02 omm A 1258M 11 back 1.740 1.156 2.011
1752.60 | 1513 UMTS 1750 RMC 20.0 19.26 8 -0.01 omm A 1258M 11 back 1.760 1.186 2.087
1712.40 | 1312 UMTS 1750 RMC 20.0 19.47 8 0.00 omm A 1258M 11 front 1.620 1.130 1.831
1732.40 | 1412 UMTS 1750 RMC 20.0 19.37 8 -0.01 omm A 1258M 11 front 1.520 1.156 1.757
1752.60 | 1513 UMTS 1750 RMC 20.0 19.26 8 -0.01 omm A 1258M 11 front 1.590 1.186 1.886
1712.40 | 1312 UMTS 1750 RMC 20.0 19.47 8 -0.01 omm A 1258M 11 bottom 2.480 1.130 2.802
1732.40 | 1412 UMTS 1750 RMC 20.0 19.37 8 0.00 omm A 1258M 11 bottom 2.680 1.156 3.098 A92
1752.60 | 1513 UMTS 1750 RMC 20.0 19.26 8 0.00 omm A 1258M 11 bottom 2.580 1.186 3.060
1732.40 | 1412 UMTS 1750 RMC 20.0 19.37 8 0.00 0mm A 1258M AL bottom 2.660 1.156 3.075
ANSI / |IEEE C95.1 1992 - SAFETY LIMIT Phablet
Spatial Peak 4.0 Wikg (mW/g)
Uncontrolled Exposure/General Population averaged over 10 grams

Note: Blue entry represents variability measurement.
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Table 11-76

UMTS 1900 Phablet SAR Data

MEASUREMENT RESULTS

FREQUENCY Maximum Conducted Tune Power Antenna Device SAR (109) Scaling Repir;g:) SR
Mode Service Allowed Power [dBm] State Drift [dB] Spacing Config. Serial |Duty Cycle| Side Factor Plot #

MHz ch. Power [dBm] Number (Wikg) (Wikg)
1907.60 | 9538 UMTS 1900 RMC 24.0 22.70 62 0.01 8mm A 1246M 11 back 0.696 1.349 0.939
1907.60 | 9538 UMTS 1900 RMC 24.0 2270 62 0.00 6mm A 1246M 11 front 0.958 1.349 1.292
1852.40 | 9262 UMTS 1900 RMC 24.0 22.40 62 0.01 12mm A 1246M 11 bottom 0.814 1.445 1.176
1880.00 | 9400 UMTS 1900 RMC 24.0 22.46 62 0.00 12mm A 1246M 11 bottom 0.972 1.426 1.386
1907.60 | 9538 UMTS 1900 RMC 24.0 22.70 62 0.01 12 mm A 1246M 11 bottom 1.170 1.349 1.578
1907.60 | 9538 UMTS 1900 RMC 24.0 2270 62 -0.14 omm A 1246M 11 right 0.371 1.349 0.500
1907.60 | 9538 UMTS 1900 RMC 24.0 22.70 62 0.03 omm A 1246M 11 left 0.236 1.349 0.318
1852.40 | 9262 UMTS 1900 RMC 215 20.04 62 0.00 omm A 1246M 11 back 1.520 1.400 2128
1880.00 | 9400 UMTS 1900 RMC 215 20.23 62 -0.02 omm A 1246M 11 back 1.640 1.340 2.198
1907.60 | 9538 UMTS 1900 RMC 215 20.15 62 0.00 omm A 1246M 11 back 1.760 1.365 2.402
1852.40 | 9262 UMTS 1900 RMC 215 20.04 62 -0.02 omm A 1246M 11 front 1.420 1.400 1.988
1880.00 | 9400 UMTS 1900 RMC 215 20.23 62 0.00 omm A 1246M 11 front 1.520 1.340 2.037
1907.60 | 9538 UMTS 1900 RMC 215 20.15 62 -0.01 omm A 1246M 11 front 1.600 1.365 2.184
1852.40 | 9262 UMTS 1900 RMC 215 20.04 62 0.01 0mm A 1246M 11 bottom 2.090 1.400 2.926
1880.00 | 9400 UMTS 1900 RMC 215 20.23 62 0.00 omm A 1246M 11 bottom 1.960 1.340 2.626
1907.60 | 9538 UMTS 1900 RMC 215 20.15 62 -0.01 omm A 1246M 11 bottom 2.130 1.365 2.907 A93

ANSI / IEEE C95.1 1992 - SAFETY LIMIT Phablet
Spatial Peak 4.0 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 10 grams
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LTE Band 66 (AWS) Phablet SAR

Table 11-77

MEASUREMENT RESULTS

Spatial PeAK

Uncontrolled Exposure/General Population

4.0 Wikg (mW/g)
averaged over 10 grams

Reported SAR
FREQUENCY Maximum SAR (109)
1.¢C Uplink | | Component Bandwidth Conducted | Tune | Power Antenna | Serial Scaling (10g)
26 Uplink Camer Mode i) Allowed | o SR ey | state | orift aB1 | MPRI9BY | “Contig Nomber | Modulation | RE Size |RB Offset| Spacing | Side  |Duty Cycle Factor Plot#
MHz ch, Power [dBm] (Wikg) (Wikg)
LTE Band 66
1.CC Uplink NA 172000 |132072| Low ) 20 248 2324 8 -0.02 0 A 1267M QPSK 1 50 | 8mm | back 11 0.764 1432 1.094
LTE Band 66 .
1.CC Uplink NA 1720.00 (132072 Low (Aws) 20 238 22.32 8 0.00 1 A 1267TM QPSK 50 25 8mm back 11 0.619 1.406 0.870
LTE Band 66
1.CC Uplink N/A 172000 |132072| Low W) 20 248 2324 8 001 0 A 1267M QPSK 1 50 | 6mm | front 11 0.687 1432 0.984
LTE Band 66 .
1.CC Uplink NA 1720.00 132072 Low (Aws) 20 238 22.32 8 0.01 1 A 1267TM QPSK 50 25 6mm front 11 0.556 1.406 0.782
LTE Band 66
1.CC Uplink NA 172000 |132072| Low ) 20 248 2324 8 -0.05 0 A 1267M QPSK 1 50 | 12mm | bottom 11 0.837 1432 1199
LTE Band 66
1.CC Uplink NA 1720.00 (132072 Low (Aws) 20 238 22.32 8 0.02 1 A 1267TM QPSK 50 25 12mm | bottom 11 0.678 1.406 0.953
LTE Band 66
1.CC Uplink NA 172000 |132072| Low W) 20 248 2324 8 001 0 A 1267M QPSK 1 50 | omm | right 11 0570 1432 0.816
LTE Band 66 .
1.CC Uplink NA 1720.00 132072 Low (Aws) 20 238 22.32 8 0.00 1 A 1267TM QPSK 50 25 omm right 11 0.463 1.406 0.651
LTE Band 66
1.CC Uplink NA 172000 |132072| Low W) 20 248 2324 8 007 0 A 1267M QPSK 1 50 | omm | left 11 0.281 1432 0.402
LTE Band 66
1.CC Uplink NA 1720.00 (132072 Low (Aws) 20 238 22.32 8 0.03 1 A 1267TM QPSK 50 25 omm left 11 0.224 1.406 0.315
LTE Band 66
1.CC Uplink NA 172000 |132072| Low ) 20 21.0 20.13 8 -0.03 0 A 1267M QPSK 1 50 | omm | back 11 1.660 1222 2029
LTE Band 66 .
1.CC Uplink NA 1745.00 (132322 Mid (Aws) 20 210 19.90 8 -0.07 0 A 1267TM QPSK 1 50 omm back 11 1720 1.288 2215
N LTE Band 66
1.CC Uplink NA 1770.00 |132572| High ) 20 21.0 19.97 8 -0.03 0 A 1267M QPSK 1 0 omm | back 11 1730 1268 2194
LTE Band 66 .
1.CC Uplink NA 1720.00 (132072 Low (Aws) 20 210 2012 8 -0.02 0 A 1267TM QPSK 50 50 omm back 11 1710 1225 2.095
LTE Band 66
1.CC Uplink NA 1745.00 |132322 [ Mid “ws) 20 21.0 19.98 8 -0.04 0 A 1267M QPSK 50 25 | omm | back 11 1.700 1.265 2151
LTE Band 66 .
1.CC Uplink NA 1770.00 [132572| High (Aws) 20 210 19.89 8 -0.04 0 A 1267TM QPSK 50 25 omm back 11 1.660 1291 2143
LTE Band 66
1.CC Uplink NA 172000 |132072| Low W) 20 21.0 20.05 8 -0.07 0 A 1267M QPSK 100 0 omm | back 11 1.700 1245 2117
LTE Band 66 ,
1.CC Uplink NA 1720.00 (132072 Low (AWS) 20 210 2013 8 0.01 0 A 1267TM QPSK 1 50 omm front 11 1.440 1222 1.760
LTE Band 66
1.CC Uplink NA 172000 |132072| Low ws) 20 21.0 20.12 8 001 0 A 1267M QPSK 50 50 | omm | front 11 1470 1225 1801
LTE Band 66 .
1.CC Uplink NA 1720.00 (132072 Low (AWS) 20 210 2013 8 0.01 0 A 1267TM QPSK 1 50 Omm | bottom 11 2.400 1222 2933
LTE Band 66
1.CC Uplink NA 1745.00 |132322 Mid “ws) 20 21.0 19.90 8 0.06 0 A 1267M QPSK 1 50 | omm | bottom 11 2340 1288 3014
LTE Band 66 .
1.CC Uplink NA 1770.00 [132572| High (AWS) 20 210 19.97 8 0.00 0 A 1267TM QPSK 1 0 Omm | bottom 11 2250 1.268 2.853
LTE Band 66
1.CC Uplink NA 172000 |132072| Low “ws) 20 21.0 20.12 8 -0.01 0 A 1267M QPSK 50 50 | omm | bottom 11 2440 1225 2.989
LTE Band 66 .
1.CC Uplink NA 1745.00 (132322 Mid (AWS) 20 210 19.98 8 0.02 0 A 1267TM QPSK 50 25 Omm | bottom 11 2310 1.265 2922
LTE Band 66
1.CC Uplink NA 1770.00 |132572| High “ws) 20 21.0 19.89 8 0.06 0 A 1267M QPSK 50 25 | omm | bottom 11 2180 1291 2814
LTE Band 66 .
1.CC Uplink NA 1720.00 [132072| Low (AWS) 20 210 20.05 8 0.00 0 A 1267TM QPSK 100 0 Omm | bottom 11 2430 1245 3.025
LTE Band 66 .
1.CC Uplink NA 1715.00 |132022 | Low “ws) 10 21.0 20.16 8 -0.02 0 A 1267M QPSK 50 0 omm | bottom 11 2520 1213 3.057 A94
pPcc 1720.00 (132072 0
2.CC Uplink LTE Band 66 i
CA 66C Low Aws) 20 21.0 20.00 8 001 0 A 1267M QPSK 100 omm | botiom 11 2290 1259 2883
scc 1739.80 | 132270 0
PCC 171500 | 132022 0
2 gi lé:g‘k Low LTE Band 65 10 21.0 20.14 8 013 0 A 1267M QPSK 50 omm | botiom 11 2350 1219 2.865
\ ¢ (AwS)
scc 1724.90 | 132121 0
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Table 11-78

LTE Band 25 (PCS) Phablet SAR

MEASUREMENT RESULTS
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FREQUENCY Maximum SAR (10¢ Reported SAR
— — Mode Ba[‘h:'fz']‘“" Pa/:v”eorv;::m] pijl”:r“[fj‘;r:] ;"a”l: D':‘;‘W[:é] MPR [dB] ‘\C”U'E;:;a Nif;':e'r Modulation | RB Size |RB Offset| Spacing | Side [Duty Cycle (W/ig)g) S;:c"’;f‘ (\i:):;) Plot #
1882.50 | 26365 Md LTE(Png? % 20 245 2341 62 0.00 0 A 1168M QPSK 1 50 8mm back 11 0.683 1.285 0.878
1882550 | 26365 | Mid LTE(F'?(;‘;‘“)’ % 20 235 22.48 62 001 1 A 1168M | QPSK | 50 50 | 8mm | back | 11 0542 1265 0.686
1882.50 | 26365 Mid LTE(F?CEEI; 2 20 245 2341 62 -0.03 0 A 1168M QPSK 1 50 6 mm front 11 1.070 1.285 1.375
1882.50 | 26365 Mid LTE(Png(; 2 20 235 22.48 62 -0.03 1 A 1168M QPSK 50 50 6mm front 11 0.851 1.265 1.077
1882550 | 26365 | Mid LTE(F'?S'S")’ % 20 25 2341 62 002 0 A 1168M | QPSK 1 50 |12mm | botom | 11 1010 1285 1.298
1882.50 | 26365 Md LTE(PBCag; 2 20 235 22.48 62 0.01 1 A 1168M QPSK 50 50 12mm | bottom 11 0.800 1.265 1.012
1882550 | 26365 | Mid "TE(fé’g‘; = 20 25 2341 62 001 0 A 1168M | QPsk 1 50 | omm | right | 11 0.448 1.285 0576
188250 | 26365 | Mid LTE(fgg‘; 2 20 235 2248 62 000 1 A 1168M | QPSK 50 50 | omm | right 11 0351 1.265 0.444
1882.50 | 26365 Mid LTE(PBég? % 20 245 2341 62 0.04 0 A 1168M QPSK 1 50 0omm left 11 0.280 1.285 0.360
1882550 | 26365 | Mid "T’E(fgg? = 20 235 22.48 62 0.00 1 A 1168M | QPsk 50 50 | omm | et 11 0.227 1265 0.287
188250 | 26365 | Mid LTE(SSE‘)’ 2 20 215 2052 62 006 ) A 1168M | QPSK 1 50 | omm | back 11 1.400 1253 1754
1882.50 | 26365 Md LTE(PBSQ? % 20 215 20.35 62 -0.04 0 A 1168M QPSK 50 50 0omm back 11 1.390 1.303 1.811
1860.00 | 26140 | Low LTE(fg‘)’ % 20 215 2023 62 -0.03 0 A 1168M | QPsk 1 50 | omm | front 11 1540 1340 2,064
1882.50 | 26365 Mid LTE(:!CBEI; 2 20 215 20.52 62 -0.09 0 A 1168M QPSK 1 50 0mm front 11 1.600 1.253 2.005
1905.00 | 26590 High LTE(Png(; 2 20 215 20.17 62 -0.03 0 A 1168M QPSK 1 50 omm front 11 1.600 1.358 2173
1860.00 | 26140 | Low LTE(fg‘)’ % 20 215 20.20 62 -0.03 0 A 1168M | QPSK | 50 25 | omm | front 11 1540 1349 2077
1882.50 | 26365 Md LTE(PBCagt; 2 20 215 20.35 62 0.00 0 A 1168M QPSK 50 50 0omm front 11 1.570 1.303 2.046
1905.00 | 26500 | High "TE(,fgg‘; 2 20 215 2034 62 002 0 A 1168M | QPSK 50 25 | omm | front 11 1.600 1306 2000
1005.00 | 26500 | High LTE(SSQ‘; 2 20 215 20.19 62 003 0 A 1168M | QPsk | 100 o |omm | front 11 1.550 1352 2096
1860.00 | 26140 Low LTE(PBég? % 20 215 20.23 62 -0.02 0 A 1168M QPSK 1 50 0omm bottom 11 2.160 1.340 2.894
1882550 | 26365 | Mid "T’E(fgg? = 20 215 2052 62 0.00 0 A 1168M | QPsk 1 50 | omm | botom | 11 2210 1253 2.769
1005.00 | 26500 | High LTE(;‘;;‘)’ % 20 215 2017 62 006 0 A 1168M | QPSK 1 50 | omm | botom | 11 2280 1358 3.096 A%
1860.00 | 26140 Low LTE(PBSQ? % 20 215 20.20 62 -0.01 0 A 1168M QPSK 50 25 0omm bottom 11 2.150 1.349 2.900
1882550 | 26365 | Mid LTE(F'?(;‘;‘“)’ 5 20 215 20.35 62 001 0 A 1168M | QPSK | 50 50 | omm | botom | 11 2170 1303 2828
1905.00 | 26590 High LTE(F?Cag‘; 2 20 215 20.34 62 0.00 0 A 1168M QPSK 50 25 0mm bottom 11 2.260 1.306 2.952
1905.00 | 26590 High LTE(Pngl; 2 20 215 20.19 62 -0.01 0 A 1168M QPSK 100 0 omm bottom 11 2.230 1.352 3.015
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Phablet
Spatial PeAK 4.0 W/kg (mW/g)
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Table 11-79
LTE Band 30 Phablet SAR

MEASUREMENT RESULTS

Uncontrolled Exposure/General Population

Spatial PeAK

4.0 W/kg (mW/g)
averaged over 10 grams

FREQUENCY : Maximum SAR (10g) Reported SAR
— - Mode Ba[",mz']m" Po/;n:rv:;;m] pgsv'ﬁ“[ﬁ‘;:‘] D':I((’[W[:;] MPR [dB] ’:;:i,"‘;a Nif"”;;r Modulation | RB Size [RB Offset|Spacing | Side |Duty Cycle e S;;‘;:f (‘(;7:) Plot #
231000 | 27710 | Mid LTE Band 30 10 235 2223 0.00 0 A 1143M | QPSK 1 0 | 8mm | back 11 0625 1.340 0838
231000 | 27710 | Mid LTE Band 30 10 225 2112 002 1 A 1143M | QPsk 25 12 | 8mm | back 11 0.504 1374 0692
231000 | 27710 | Mid LTE Band 30 10 235 2223 0.00 0 A 1143M | QPSK 1 o | 6mm | front 11 0.899 1.340 1.205
231000 | 27710 | Mid LTE Band 30 10 25 2112 002 1 A 1143M | QPsK 25 12 | 6mm | front 11 0.727 1374 0.999
231000 | 27710 | Md LTE Band 30 10 235 2223 0.00 0 A 1143V | QPSK 1 0 |12mm | botom | 11 0718 1.340 0962
231000 | 27710 | Mid LTE Band 30 10 25 2112 -0.02 1 A 1143M | QPSK 25 12 |[12mm | botom | 11 0.590 1374 0811
231000 | 27710 | Mid LTE Band 30 10 235 2223 005 0 A 1143M | QPSK 1 o | omm | right 11 0.076 1.340 0102
231000 | 27710 | Mid LTE Band 30 10 225 2112 004 1 A 1143M | QPSK 25 12 | omm | right 11 0.047 1374 0.065
231000 | 27710 | Mid LTE Band 30 10 235 2223 001 0 A 1143M | QPSK 1 o |omm | left 11 0164 1.340 0220
231000 | 27710 | Md LTE Band 30 10 25 2112 0.06 1 A 1143V | QPSK 25 12 | omm | left 11 0133 1374 0183
231000 | 27710 | Mid LTE Band 30 10 25 2128 000 0 A 1143M | QPSK 1 o | omm | back 11 2010 1324 2.661
231000 | 27710 | Mid LTE Band 30 10 225 2105 0.02 0 A 1143M | QPsK 25 12 | omm | back 11 2.040 1.396 2.848 A9
231000 | 27710 | Mid LTE Band 30 10 225 2097 001 0 A 1143M | QPSK 50 0 | omm | back 11 2.000 1422 2844
231000 | 27710 | Mid LTE Band 30 10 25 2128 003 0 A 1143M | QPsK 1 o | omm | front 11 1.540 1324 2.039
231000 | 27710 | Mid LTE Band 30 10 25 2105 0.00 0 A 1143M | QPsK 25 12 | omm | front 11 1.560 1.396 2178
231000 | 27710 | Mid LTE Band 30 10 225 2097 001 0 A 1143M | QPSK 50 o | omm | front 11 1530 1422 2176
231000 | 27710 | Mid LTE Band 30 10 25 2128 001 0 A 1143M | QPsK 1 0o | omm | botom | 11 1.340 1.324 1774
231000 | 27710 | Md LTE Band 30 10 25 21.05 0,01 0 A 1143V | QPSK 25 12 | omm | botom | 11 1.350 1.3% 1.885
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Table 11-80
LTE Band 7 Phablet SAR

MEASUREMENT RESULTS

Uncontrolled Exposure/General Population

Spatial PeAK

4.0 W/kg (mW/g)
averaged over 10 grams

FREQUENCY : Maximum SAR (10g) Reported SAR
— - Mode Ba[",mz']m" Po/;neorv:;;m] Pgsv"e‘i“[ﬁ‘;rd"] D':I("[W[:;] MPR [dB] ’:;:i'"‘;a Nifﬂ”;;( Modulation | RB Size [RB Offset|Spacing | Side |Duty Cycle e SFTC‘I‘SF (‘(;7:) Plot #
2510.00 | 20850 | Low LTE Band 7 20 240 2277 001 0 B 1170M | QPSK 1 50 | 8mm | back 11 0515 1327 0.683
2510.00 | 20850 | Low LTE Band 7 20 230 2164 -0.06 1 B 1170M | QPsK 50 25 | 8mm | back 11 0393 1.368 0538
2510.00 | 20850 | Low LTE Band 7 20 240 2277 -0.08 0 B 1170M | QPSK 1 50 | 6mm | front 11 0.59 1327 0.791
2510.00 | 20850 | Low LTE Band 7 20 230 2164 001 1 B 1170M | QPsK 50 25 | 6mm | front 11 0.466 1.368 0637
251000 | 20850 | Low LTE Band 7 20 240 2277 -0.09 0 B 1170M | QPSK 1 50 |12mm | botom | 11 0.524 1327 0695
2510.00 | 20850 | Low LTE Band 7 20 230 2164 002 1 B 170M | QPSK 50 25 | 12mm | botom | 11 0414 1.368 0.566
2510.00 | 20850 | Low LTE Band 7 20 240 2277 -0.12 0 B 1170M | QPSK 1 50 | omm | right 11 1120 1.327 1.486
2510.00 | 20850 | Low LTE Band 7 20 230 2164 001 1 B 1170M | QPSK 50 25 | omm | right 11 0918 1.368 1.256
2510.00 | 20850 | Low LTE Band 7 20 210 1956 -0.03 0 B 1170M | QPSK 1 0o | omm | back 11 1.480 1.393 2.062
2535.00 | 21100 | Md LTE Band 7 20 210 19.42 -0.02 0 B 1170M | QPSK 1 99 | omm | back 11 1.340 1.439 1.928
2560.00 | 21350 | High LTE Band 7 20 210 1954 -0.08 0 B 170M | QPSK 1 9 | omm | back 11 1.400 1.400 1.960
2510.00 | 20850 | Low LTE Band 7 20 210 19.45 -0.01 0 B 1170M | QPsK 50 50 | omm | back 11 1.500 1.429 2144
2535.00 | 21100 | Md LTE Band 7 20 210 1931 001 0 B 1170M | QPSK 50 25 | omm | back 11 1.400 1476 2.066
2560.00 | 21350 | High LTE Band 7 20 210 19.42 -0.02 0 B 170M | QPSK 50 50 | omm | back 11 1.380 1439 1.986
2510.00 | 20850 | Low LTE Band 7 20 210 19.37 001 0 B 1170M | QPsk | 100 0o | omm | back 11 1.430 1.455 2.081
2510.00 | 20850 | Low LTE Band 7 20 210 1956 0.00 0 B 170M | QPSK 1 o | omm | front 11 1.270 1393 1.769
2510.00 | 20850 | Low LTE Band 7 20 210 19.45 003 0 B 1170M | QPsK 50 50 | omm | front 11 1.280 1.429 1.829
251000 | 20850 | Low LTE Band 7 20 210 1956 -0.06 0 B 1170M | QPSK 1 o | omm | botom | 11 1.930 1393 2688
253500 | 21100 | Mid LTE Band 7 20 210 19.42 0.00 0 B 170M | QPSK 1 9 | omm | botom | 11 1770 1439 2547
2560.00 | 21350 | High LTE Band 7 20 210 1954 -0.16 0 B 1170M | QPsK 1 99 | omm | botom | 11 1.920 1.400 2.688
251000 | 20850 | Low LTE Band 7 20 210 1945 0.00 0 B 1170M | QPSK 50 50 | omm | botom | 11 1.940 1429 2772 A97
253500 | 21100 | Mid LTE Band 7 20 210 1931 -0.01 0 B 1170M | QPSK 50 25 | omm | botom | 11 1.760 1476 2.508
256000 | 21350 | High LTE Band 7 20 210 19.42 003 0 B 1170M | QPSK 50 50 | omm | botom | 11 1.880 1.439 2.705
2510.00 | 20850 | Low LTE Band 7 20 210 1937 0.00 0 B 170M | QPSK | 100 0 | omm | botom | 11 1.790 1455 2.604
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Table 11-81
LTE Band 41 Phablet SAR

MEASUREMENT RESULTS

Reported SAR
1eC Uplink [2GC Uptnk, | Companert ey wose | Sondian | NI | Conauod | pomer | g gy | Artema | St | yauan | v iz fue orser|spacng | e Jouy cyre|_T 0 | Sne | 009 | g
MHz ch Power [dBm] Wikg) Wikg)
1.CC Uplink - Power Class 3 NA 2506.00 | 39750 | Low LTE Band 41 20 250 24.06 003 0 B 1149M QPSK 1 50 | 8mm | back | 1:158 0.280 1242 0.348
1.CC Uplink - Power Class 3 NA 2506.00 | 39750 | Low LTE Band 41 20 240 2295 005 1 B 1149M QPSK 50 25 | 8mm | back | 1:158 0228 1274 0.290
1.CC Uplink - Power Class 3 NA 2506.00 | 39750 | Low LTE Band 41 20 250 24.06 0.00 0 B 1149M QPSK 1 50 | 6mm | font | 1:158 0.398 1242 0.494
1.CC Uplink - Power Class 3 NA 2506.00 | 39750 | Low LTE Band 41 20 240 22.95 0.00 1 B 1149M QPSK 50 25 | 6mm | front | 1:158 0322 1274 0.410
1.CC Uplink - Power Class 3 NA 2506.00 | 39750 | Low LTE Band 41 20 250 24.06 001 0 B 1149M QPSK 1 50 |12mm | botom | 1:158 0.399 1242 0.496
1.CC Uplink - Power Class 3 NA 2506.00 | 39750 | Low LTE Band 41 20 240 22.95 001 1 B 1149M QPSK 50 25 |12mm | bottom | 1:1.58 0322 1274 0.410
1.CC Uplink - Power Class 3 NA 2506.00 | 39750 | Low LTE Band 41 20 250 24.06 001 0 B 1149M QPSK 1 50 | omm | right | 1158 0791 1242 0.982
1.CC Uplink - Power Class 3 NA 2506.00 | 39750 | Low LTE Band 41 20 240 2295 -0.02 1 B 1149M QPSK 50 25 | omm | right | 1158 0635 1274 0.809
1CC Uplink - Power Class 3 NA 2506.00 | 39750 Low LTE Band 41 20 230 21.86 -0.01 0 B 1149M QPSK 1 50 omm back 1158 1520 1.300 1.976
1.CC Uplink - Power Class 3 NA 2549.50 | 40185 | Low-Md | LTE Band 41 20 230 2189 002 0 B 1149M QPSK 1 50 | omm | back | 1158 1.490 1201 1.924
1.CC Uplink - Power Class 3 NA 2593.00 | 40620 |  Mid LTE Band 41 20 230 2201 0.02 0 B 1149M QPSK 1 50 | Oomm | back | 1:158 1500 1256 1884
1.CC Uplink - Power Class 3 NIA 263650 | 41055 | Mid-High |  LTE Band 41 20 230 21.99 001 0 B 1149M QPSK 1 50 | Omm | back | 1:158 1540 1262 1943
1.CC Uplink - Power Class 3 NA 2680.00 | 41490 | High LTE Band 41 20 230 21.85 003 0 B 1149M QPSK 1 50 | Omm | back | 1:158 1.450 1303 1.889
1.CC Uplink - Power Class 3 NA 2506.00 | 39750 | Low LTE Band 41 20 230 21.97 0.06 0 B 1149M QPSK 50 25 | omm | back | 1:158 1530 1268 1940
1.CC Uplink - Power Class 3 NA 254950 | 40185 | Low-Mid |  LTE Band 41 20 230 21.94 005 0 B 1149M QPSK 50 25 | omm | back | 1:158 1.460 1276 1863
1.CC Uplink - Power Class 3 NA 2593.00 | 40620 |  Mid LTE Band 41 20 230 22.06 001 0 B 1149M QPSK 50 25 | omm | back | 1:158 1510 1242 1875
1.CC Uplink - Power Class 3 NA 263650 | 41055 | Mid-High | ~ LTE Band 41 20 230 22,04 0.02 0 B 1149M QPSK 50 25 | omm | back | 1:158 1560 1247 1945
1.CC Uplink - Power Class 3 NA 2680.00 | 41490 |  High LTE Band 41 20 230 21.98 001 0 B 1149M QPSK 50 25 | Oomm | back | 1:158 1.480 1265 1872
1.CC Uplink - Power Class 3 NA 2593.00 | 40620 | Mid LTE Band 41 20 230 21.96 004 0 B 1149M QPSK 100 0 | omm | back | 1158 1.480 1271 1881
1 CC Uplink - Power Class 3 NA 2506.00 | 39750 Low LTE Band 41 20 230 21.86 0.04 0 B 1149M QPSK 1 50 omm front 1:1.58 1210 1.300 1573
1.CC Uplink - Power Class 3 NA 2549.50 | 40185 | Low-Md | LTE Band 41 20 230 2189 008 0 B 1149M QPSK 1 50 | omm | front | 1:1.58 1.190 1201 1536
1.CC Uplink - Power Class 3 NA 2593.00 | 40620 | Mid LTE Band 41 20 230 2201 002 0 B 1149M QPSK 1 50 | omm | font | 1:158 1.210 1256 1520
1.CC Uplink - Power Class 3 NA 263650 | 41055 | Mid-High | ~ LTE Band 41 20 230 21.99 0.08 0 B 1149M QPSK 1 50 | omm | font | 1:158 1.250 1262 1578
1.CC Uplink - Power Class 3 NA 2680.00 | 41490 | High LTE Band 41 20 230 21.85 001 0 B 1149M QPSK 1 50 | Oomm | font | 1:158 1120 1303 1.459
1.CC Uplink - Power Class 3 NA 2506.00 | 39750 | Low LTE Band 41 20 230 21.97 002 0 B 1149M QPSK 50 25 | omm | font | 1:158 1.220 1268 1547
1.CC Uplink - Power Class 3 NA 254950 | 40185 | Low-Mid |  LTE Band 41 20 230 21.94 0.00 0 B 1149M QPSK 50 25 | omm | font | 1:158 1110 1276 1416
1.CC Uplink - Power Class 3 NA 2593.00 | 40620 | Mid LTE Band 41 20 230 22.06 001 0 B 1149M QPSK 50 25 | omm | font | 1:158 1.230 1242 1528
1.CC Uplink - Power Class 3 NA 263650 | 41055 | Mid-High |  LTE Band 41 20 230 22,04 010 0 B 1149M QPSK 50 25 | omm | font | 1:158 1190 1247 1484
1.CC Uplink - Power Class 3 NA 2680.00 | 41490 |  High LTE Band 41 20 230 21.98 001 0 B 1149M QPSK 50 25 | omm | font | 1:158 1110 1265 1.404
1.CC Uplink - Power Class 3 NA 2593.00 | 40620 |  Mid LTE Band 41 20 230 21.96 -0.02 0 B 1149M QPSK 100 0 | omm | font | 1:158 1190 1271 1512
1.CC Uplink - Power Class 3 NA 2506.00 | 39750 | Low LTE Band 41 20 230 21.86 001 0 B 1149M QPSK 1 50 | Omm | botom | 1:158 1720 1300 2236 A%
1.CC Uplink - Power Class 3 NA 2506.00 | 39750 | Low LTE Band 41 20 230 2185 013 0 B 1149M QPSK 1 99 | omm | bottom | 1:1.58 1,620 1303 2111
1.CC Uplink - Power Class 3 NA 2549.50 | 40185 | Low-Md | LTE Band 41 20 230 21.89 001 0 B 1149M QPSK 1 50 | omm | botom | 1:1.58 1.480 1201 1911
1.CC Uplink - Power Class 3 NA 2593.00 | 40620 |  Mid LTE Band 41 20 230 2201 008 0 B 1149M QPSK 1 50 | omm | botom | 1:158 1.680 1256 2110
1.CC Uplink - Power Class 3 NA 263650 | 41055 | Mid-High | ~ LTE Band 41 20 230 21.99 0.00 0 B 1149M QPSK 1 50 | Oomm | botom | 1:158 1.690 1262 2133
1.CC Uplink - Power Class 3 NA 2680.00 | 41490 | High LTE Band 41 20 230 21.85 002 0 B 1149M QPSK 1 50 | omm | botom | 1:158 1.600 1303 2,085
1.CC Uplink - Power Class 3 NA 2506.00 | 39750 | Low LTE Band 41 20 230 21.97 001 0 B 1149M QPSK 50 25 | omm | botom | 1:158 1.700 1268 2156
1.CC Uplink - Power Class 3 NA 254950 | 40185 | Low-Mid |  LTE Band 41 20 230 21.94 0.00 0 B 1149M QPSK 50 25 | omm | botom | 1:158 1.450 1276 1.850
1.CC Uplink - Power Class 3 NA 2593.00 | 40620 | Mid LTE Band 41 20 230 22.06 001 0 B 1149M QPSK 50 25 | omm | botom | 1:158 1.680 1242 2.087
1.CC Uplink - Power Class 3 NA 263650 | 41055 | Mid-High | ~ LTE Band 41 20 230 22,04 0.02 0 B 1149M QPSK 50 25 | omm | botom | 1:158 1720 1247 2145
1.CC Uplink - Power Class 3 NA 2680.00 | 41490 |  High LTE Band 41 20 230 21.98 001 0 B 1149M QPSK 50 25 | omm | botom | 1:158 1.600 1265 2.024
1 CC Uplink - Power Class 3 NA 2593.00 | 40620 |  Mid LTE Band 41 20 230 21.96 002 0 B 1149M QPSK 100 0 | omm | botom | 1:158 1.640 1271 2084
1.CC Uplink - Power Class 2 NA 2506.00 | 39750 | Low LTE Band 41 20 246 2386 0.00 0 B 1149M QPSK 1 50 | omm | botom | 1:231 1.720 1186 2040
1.CC Uplink - Power Class 2 NA 2506.00 | 39750 | Low LTE Band 41 20 246 23.80 0.00 0 B 1149M QPSK 1 99 | omm | bottom | 1:231 1670 1202 2007
PCC 2506.00 | 39750 99
2.CC Uplink - Power Class 3 Low LTE Band 41 20 230 2153 009 0 B 1149M QPSK 1 omm | botom | 1:158 1.560 1.403 2189
scc 2525.80 | 30948 0
PCC 2506.00 | 39750 99
2.CC Uplink - Power Class 2 Low LTE Band 41 20 246 2370 001 0 B 1149M QPSK 1 omm | botom | 1:231 1.690 1230 2,079
scc 2525.80 | 39948 0
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Phablet
Spatial Peak 4.0 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 10 grams

FCC ID A3LSMS908U

SAR EVALUATION REPORT

Approved by:
Quality Manager

Document S/N:

1M2109090102-01(Rev 1).A3L

Test Dates:

09/21/21 - 12/06/21

DUT Type:

Portable Handset

Page 156 of 185

© 2021 PCTEST.

microfilm, without permis

thereof, please contact INFO@PCTEST.COM

ion in writing from PCTEST

If you have any question

about this international

REV 21.4M
09/11/2019

2021 PCTEST. All rights reserved. Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and
copyright or have an enquiry about obtaining additional rights to this report or as

embly of contents



mailto:info@pctest.com

Table 11-82
LTE Band 48 Phablet SAR

MEASUREMENT RESULTS

Reported SAR
FREQUENCY Maximum SAR (109)
1CCUplink | | Component Bandwidth Conducted | Power Antenna Serial Scaling (109)
2.GC Uplink pliai Mode ) Allowed | RS | ot aey | MPRIdBT | TSR Number | Modulation | RE Size [RB Offset| Spacing | Side |Duty Cycle actor Plot #
MHz Ch Power [dBm] (Wikg) (Wikg)
1.CC Uplink NA 3560.00 | 55340 | Low LTE Band 48 20 200 18.68 000 0 F 0543M | QPSK 1 50 |omm | left | 1158 1810 1.355 2453
1.CC Uplink NIA 3603.30 | 55773 | Low-Md | LTE Band 48 20 200 18.77 001 0 F 0543V | QPSK 1 9 |omm | et | 1158 1770 1.327 2.349
1.CC Uplink NIA 3646.70 | 56207 | Mid-High | LTE Band 48 20 200 1013 -0.06 0 F 0543M | QPSK 1 omm | left | 1158 1770 1222 2163
1.CC Uplink NIA 3690.00 | 56640 |  High LTE Band 48 20 200 18.66 000 0 F 0543M | QPSK 1 omm | left | 11858 1.700 1.361 2314
1.CC Uplink NIA 3560.00 | 55340 | Low LTE Band 48 20 200 18.73 006 0 F 0543M | QPSK 50 25 | omm | left | 1158 1.840 1.340 2.466 A99
1.CC Uplink NIA 3560.00 | 55340 | Low LTE Band 48 20 200 18.63 003 0 F 0543M | QPSK 50 50 |omm | let | 1158 1.750 1371 2399
1.CC Uplink NIA 3603.30 | 55773 | Low-Md | LTE Band 48 20 200 18.84 001 0 F 0543M | QPSK 50 25 |omm | let | 1158 1810 1.306 2364
1.CC Uplink NIA 3646.70 | 56207 | Mid-High | LTE Band 48 20 200 19.09 008 0 F 0543M | QPSK 50 25 |omm | left | 1158 1.790 1233 2207
1.CC Uplink NA 3690.00 | 56640 | High LTE Band 48 20 200 18,68 002 0 F 0543M | QPSK 50 25 | omm | left | 1158 1720 1.355 2331
1.CC Uplink NIA 3646.70 | 56207 | Mid-High |  LTE Band 48 20 200 18.89 001 0 F 0543M | QPSK | 100 o |omm | et | 1158 1720 1.201 2221
PCC | 3560.00 | 55340 50
2.CC Uplink Low LTE Band 48 20 200 18.80 001 0 F 0543M | QPSK 50 omm | left | 1158 1.750 1318 2307
scc | 357980 | 55538 0
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Phablet
Spatial PeAK 4.0 Wikg (mW/g)
Uncontrolled Exposure/General Population averaged over 10 grams
MEASUREMENT RESULTS
Reported
FREQUENCY Maximum ’ SAR (109)
Wogo | Concwan | CTLY | consucta | antema | power 00 | oy | rune sae | (S| wavelom | woduton | mwsize | mwomer | spacng | sioe | owycele scaing | 54009 | gy
Mz cn Power [dBm] Wikg) wikg)
174500 | sa0000 | ma | R (i;'/“’s)“% s 29 2365 A 003 o 7 1137M | DFT-S.OFDM | QPSK 1 1 8mm back 11 0937 1334 1250
1745.00 349000 Mid NR (i;!}ﬂs)ﬂss 40 249 23.60 A -0.04 0 7 1137M DFT-S-OFDM QPSK 108 54 8mm back 11 0.988 1.349 1333
1745.00 349000 Mid NR (EA;'};)“SS 249 23.65 A -0.03 0 7 1137M DFT-S-OFDM QPSK 1 1 6mm front 11 1.020 1334 1361
1745.00 349000 Md R (li;r}g)n% 249 23.60 A -0.08 o 7 1137M DFT-S-OFDM QPSK 108 54 6mm front 11 0.991 1.349 1.337
174500 | 349000 | md | R (i;'/'ds)““ 20 249 2365 A 003 0 7 1137M DFT-S-OFDM QPSK 1 1 12mm bottom 11 1.020 1334 1361
1745.00 349000 Mid NR (BA:'};)“SE 249 23.60 A -0.03 0 7 1137M DFT-S-OFDM QPSK 108 54 12mm bottom 11 1.040 1.349 1.403
1745.00 349000 Md NR (BAaan)nes 239 2262 A 0.00 1 7 1137M DFT-S-OFDM QPSK 216 o 12mm bottom 11 0.795 1.343 1.068
14500 | sae000 | ma | MR (23;“’5)“55 2 249 2365 A -0.02 o 7 1u3M | DFT-SOFDM | QPSK 1 1 omm right 11 0.655 1334 05874
1745.00 349000 Mid NR (i:\'}g)nss 40 249 23.60 A 0.05 0 7 1137M DFT-S-OFDM QPSK 108 54 0omm right 11 0.623 1.349 0.840
1745.00 349000 Mid NR (i;;g)nss 40 249 23.65 A 0.07 0 7 1137M DFT-S-OFDM QPSK 1 1 omm left 11 0.292 1.334 0.390
174500 | sa000 | ma | R (i;'/“’s)“% s 29 2360 A 001 o 7 137M | DFT-SOFDM | QPSK 108 54 omm left 11 0.29 1349 0399
174500 | 340000 | ma | R ('Z;'I'”S)“Es 40 210 2000 A 0,02 0 7 1137M DFT-S-OFDM QPSK 1 1 omm back 11 1.840 1.259 2317
1745.00 349000 Mid NR (BA:Cg)nSE 21.0 20.05 A 0.02 0 7 1137M DFT-S-OFDM QPSK 108 108 0omm back 11 1.890 1245 2353
1745.00 349000 Md NR (Ii;r]g)n% 210 19.99 A -0.03 o 7 1137TM DFT-S-OFDM QPSK 216 o omm back 11 1.880 1.262 2373
14500 | sae000 | ma | MR (i;'/'ds)““ 2 210 2000 A -0.02 o 7 13M | DFT.SOFDM | QPSK 1 1 omm front 11 1470 1250 1851
1745.00 349000 Mid NR (i:cds)nss 210 20.05 A -0.08 0 7 1137M DFT-S-OFDM QPSK 108 108 0mm front 11 1510 1245 1.880
1745.00 349000 Mid NR (iscg)nae 40 21.0 20.00 A -0.07 0 7 1137M DFT-S-OFDM QPSK 1 1 omm bottom 11 2.340 1.259 2.946
NR Band n66
174500 | 349000 | Mid sy 210 2005 A -0.08 o 7 1u3M | DFT-SOFDM | QPSK 108 108 omm bottom 11 2350 1245 2.926
1745.00 349000 Mid NR (BA;:";)HES 40 21.0 19.99 A -0.03 0 7 1137M DFT-S-OFDM QPSK 216 0 0omm bottom 11 2.380 1.262 3.004
1745.00 349000 Mid NR (i;?g)nss 40 210 19.92 A -0.04 0 7 1137M CP-OFDM QPSK 1 1 0omm bottom 11 2.400 1.282 3.077 A100
NR Band n66
174500 | 349000 | Md s 2 200 1897 3 007 0 NA 0589M | DFT-S-OFDM | QPSK 1 214 omm w0p 11 2070 1268 2625
174500 | 340000 | ma | R &;’]‘;;‘55 20 200 19.10 3 005 0 NA 0589M DFT-S-OFDM QPSK 108 108 omm top 11 2120 1230 2.608
1745.00 349000 Mid NR (BA:Cg)nSE 40 20.0 18.95 J 0.06 0 NA 0589M DFT-S-OFDM QPSK 216 0 0omm top 11 2.190 1274 2.790
174500 | sa0000 | md | R (izv”"s)“% s 200 1856 B 002 o NA 0580M CP-OFDM QPsK 1 1 omm w0p 11 2110 1303 2939
/ANSI / [EEE C95.1 1992 - SAFETY LIMIT Phablet
Spatial Peak 4.0 Wikg (mW/g)
Uncontrolled Exposure/General Population averaged over 10 grams
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MEASUREMENT RESULTS
Reported
FREQUENCY i Maximum o . wer Dri i SAR (109) .
Mode Bandwidth | Cyjioweg | Conducted | Antenna | Power Drift | - yop gy | Tune stae | SO Waveform Modulation | RBSize | RBOfset | Spacing side Duty Cycle Sealing | SAR(09) | pior4
[MHz) Power [dBm] [ Config d8) Number Factor
MHz ch Power [dBm] (Wikg) (Wikg)

188250 | sreso0 | ma | MR g"’c";)ms 40 25 2376 A -0.02 0 61 1125M DFT-S-OFDM QPSK 1 108 8mm back 11 0849 1186 1.007
NR Band n25

188250 | 376500 | Mid oS 40 245 23.76 A 001 0 61 1125M DFT-S-OFDM QPSK 108 54 8mm back 11 0.860 1186 1020
NR Band n25

188250 | 376500 | Mid #cS) 40 25 2376 A -0.01 0 61 1125M DFT-S-OFDM QPSK 1 108 6mm front 11 1.190 1186 1411

188250 | sreso0 | md | MR (B;é‘g)"zs 40 25 2376 A -0.03 0 61 1125M DFT-S-OFDM QPSK 108 54 6mm front 11 1.220 1186 1447
NR Band n25

188250 | 376500 | Mid ©cs) 40 25 2376 A -0.08 0 61 1125M DFT-S-OFDM QPSK 1 108 12mm bottom 11 1.300 1186 1542
NR Band n25

188250 | 376500 | Mid oS 40 245 23.76 A 007 0 61 1125M DFT-S-OFDM QPSK 108 54 12mm bottom 11 1.280 1186 1518
NR Band n25

188250 | 376500 | Mid #cS) 40 25 2376 A -0.15 0 61 1125M DFT-S-OFDM QPSK 1 108 omm right 11 0.486 1186 0576

188250 | sreso0 | md | MR (Bpac"g)"zs 40 25 2376 A 003 0 61 1125M DFT-S-OFDM QPSK 108 54 omm right 11 0474 1186 0.562

188250 | areso0 | md | MR gfgg)”% 40 25 2376 A 004 0 61 1125M DFT-S-OFDM QPSK 1 108 omm left 11 0373 1186 0442
NR Band n25

188250 | 376500 | Mid oo 40 245 23.76 A 006 0 61 1125M DFT-S-OFDM QPSK 108 54 omm left 11 0346 1186 0410
NR Band n25

188250 | 376500 | Mid #cs) 40 215 2080 A 002 0 61 1125M DFT-S-OFDM QPSK 1 108 omm back 11 1.760 1175 2.068
NR Band n25

188250 | 376500 | Mid ©cs) 40 215 2082 A 002 0 61 1125M DFT-S-OFDM QPSK 108 108 omm back 11 1.850 1169 2163
NR Band n25

188250 | 376500 | Mid o) 20 215 2079 A 004 0 61 1125M DFT-S-OFDM QPSK 216 0 omm back 11 1840 1178 2168
NR Band n25

188250 | 376500 | Mid #CS) 40 215 2080 A 000 0 61 1125M DFT-S-OFDM QPSK 1 108 omm front 11 1670 1175 1.962

188250 | sreso0 | md | MR (Bpaé‘g)"zs 40 215 2082 A 001 0 61 1125M DFT-S-OFDM QPSK 108 108 omm front 11 1,690 1169 1976
NR Band n25

188250 | 376500 | Mid ©cs) 40 215 2080 A -0.14 0 61 1125M DFT-S-OFDM QPSK 1 108 omm botiom 11 2140 1175 2515
NR Band n25

188250 | 376500 | Mid Pes) 40 215 2082 A 001 0 61 1125M DFT-S-OFDM QPSK 108 108 omm bottom 11 2420 1169 2829
NR Band n25

188250 | 376500 | Mid #cS) 40 215 2079 A 002 0 61 1125M DFT-S-OFDM QPSK 216 0 omm bottom 11 2.450 1178 2886 | Al01

188250 | sreso0 | md | MR (B;é‘g)"zs 40 215 2066 A -0.01 0 61 1125M CP-OFDM QPSK 1 1 omm bottom 11 2290 1213 2778
NR Band n25

188250 | 376500 | Mid ®cs) 40 200 1907 J -0.02 0 NA 0574M DFT-S-OFDM QPSK 1 214 omm top 11 1.760 1.239 2181
NR Band n25

188250 | 376500 | Mid oo 40 200 19.19 J -0.05 0 NA 0574M DFT-S-OFDM QPSK 108 108 omm top 11 2070 1.205 2494
NR Band n25

188250 | 376500 | Mid #cs) 40 200 19.06 J -0.01 0 NA 0574M DFT-S-OFDM QPSK 216 0 omm top 11 1.850 1242 2298

188250 | sreso0 | md | MR ;2";"25 40 200 18.93 J -0.12 0 NA 0574M CP-OFDM QPSK 1 1 omm top 11 1720 1279 2.200
NR Band n25 p

188250 | 376500 | Mid 78 40 215 2079 A 004 0 NA 1125M DFT-S-OFDM QPSK 216 0 omm bottom 11 2250 1178 2651
ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Phablet

Spatial Peak 4.0 Wikg (mW/g)
Uncontrolled Exposure/General Population averaged over 10 grams
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Table 11-85
NR Band n30 Phablet SAR

MEASUREMENT RESULTS
Reported
FREQUENCY awias | Maximum . et o } SAR (10g) N
Wode Bandwiath | TTeq | Conducted | Antenna | Power Dift | o ey | qune siae | SON3 Wavelor | Modulation | ReSize | ReOfiset | Spacing |  side | ouycyele sealing | SAROD) | pygy 4
el Power [d6m] | Config Number Factor
MHz ch Power [dBm] (Wikg) (Wikg)
2310.00 462000 Mid NR Band n30 10 235 22.01 A 0.03 0 NA 1156M DFT-S-OFDM QPSK 1 26 8mm back 11 0.610 1.409 0.859
2310.00 462000 Mid NR Band n30 10 235 2222 A -0.10 o NA 1156M DFT-S-OFDM QPSK 25 14 8mm back 11 0571 1.343 0.767
2310.00 462000 Mid NR Band n30 10 235 22.01 A 0.01 ] NA 1156M DFT-S-OFDM QPSK 1 26 6mm front 11 0.700 1.409 0.986
2310.00 462000 Mid NR Band n30 10 235 2222 A -0.01 0 NA 1156M DFT-S-OFDM QPSK 25 14 6mm front 11 0.697 1343 0.936
2310.00 462000 Mid NR Band n30 10 235 22,01 A 0.03 o NA 1156M DFT-S-OFDM QPSK 1 26 12mm bottom 11 0.869 1.409 1.224
2310.00 462000 Mid NR Band n30 10 235 2222 A -0.07 ] NA 1156M DFT-S-OFDM QPSK 25 14 12mm bottom 11 0.864 1.343 1.160
2310.00 462000 Mid NR Band n30 10 235 22.01 A -0.01 0 NA 1156M DFT-S-OFDM QPSK 1 26 omm right 11 0.070 1.409 0.099
2310.00 462000 Mid NR Band n30 10 235 2222 A -0.13 0 NA 1156M DFT-S-OFDM QPSK 25 14 omm right 11 0.072 1.343 0.097
2310.00 462000 Mid NR Band n30 10 235 22,01 A 0.03 o NA 1156M DFT-S-OFDM QPSK 1 26 omm left 11 0.150 1.409 0.211
2310.00 462000 Mid NR Band n30 10 235 2222 A 0.02 0 NA 1156M DFT-S-OFDM QPSK 25 14 omm left 11 0.176 1.343 0.236
2310.00 462000 Mid NR Band n30 10 225 21.16 A 0.01 0 NA 1156M DFT-S-OFDM QPSK 1 26 0omm back 11 1.970 1361 2681
2310.00 462000 Mid NR Band n30 10 225 21.19 A 0.04 0 NA 1156M DFT-S-OFDM QPSK 25 27 omm back 11 2.030 1.352 2745
2310.00 462000 Mid NR Band n30 10 225 2115 A 0.00 ] NA 1156M DFT-S-OFDM QPSK 50 0 omm back 11 2.030 1.365 2771
2310.00 462000 Mid NR Band n30 10 225 2116 A -0.04 0 NA 1156M DFT-S-OFDM QPSK 1 26 0omm front 11 1.750 1361 2.382
2310.00 462000 Mid NR Band n30 10 225 2119 A 0.05 0 NA 1156M DFT-S-OFDM QPSK 25 27 omm front 11 1.860 1352 2515
2310.00 462000 Mid NR Band n30 10 225 2115 A -0.01 o NA 1156M DFT-S-OFDM QPSK 50 o omm front 11 1.790 1.365 2443
2310.00 462000 Mid NR Band n30 10 225 2116 A 0.02 0 NA 1156M DFT-S-OFDM QPSK 1 26 omm bottom 11 2.040 1.361 2776 A102
2310.00 462000 Mid NR Band n30 10 225 2119 A -0.02 0 NA 1156M DFT-S-OFDM QPSK 25 27 0omm bottom 11 2.030 1352 2745
2310.00 462000 Mid NR Band n30 10 225 2115 A 0.01 0 NA 1156M DFT-S-OFDM QPSK 50 0 omm bottom 11 1.980 1.365 2703
2310.00 462000 Mid NR Band n30 10 220 2063 A 0.02 05 NA 1156M CP-OFDM QPSK 1 1 omm bottom 11 1.790 1371 2454
2310.00 462000 Mid NR Band n30 10 225 2116 A 0.21 0 NA 1156M DFT-S-OFDM QPSK 1 26 omm bottom 11 1.970 1.361 2681
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Phablet
Spatial Peak 4.0 Wikg (mW/g)
Uncontrolled Exposure/General Population averaged over 10 grams
MEASUREMENT RESULTS
Reporied
FREQUENCY Maximum SAR (100)
Mode Bandwidin | TILCG | Conducted | Antemna | Power Dift | og gy | e siae | €T Wavelorn | Moduiation | Resize | ReOfset | Spacing | side | buycycle sealing | SAR@0G) | pygy 4
[MHz] Power [dBm] Config (98] Number Factor
MHz ch, Power [dBm] (Wikg) (Wikg)
2535.00 507000 Mid NR Band n7 40 24.0 22.85 B -0.07 0 NA 1145M DFT-S-OFDM QPSK 1 1 8mm back 11 0.488 1.303 0.636
2535.00 507000 Mid NR Band n7 40 240 22.74 B -0.03 0 NA 1145M DFT-S-OFDM QPSK 108 54 8mm back 11 0.463 1337 0.619
2535.00 507000 Mid NR Band n7 40 240 2285 B 0.02 0 NA 1145M DFT-S-OFDM QPSK 1 1 6mm front 11 0.655 1.303 0.853
2535.00 507000 Mid NR Band n7 40 240 2274 B 0.05 o NA 1145M DFT-S-OFDM QPSK 108 54 6mm front 11 0.661 1.337 0.884
2535.00 507000 Mid NR Band n7 40 24.0 22.85 B 0.01 0 NA 1145M DFT-S-OFDM QPSK 1 1 12mm bottom 11 0.798 1.303 1.040
2535.00 507000 Mid NR Band n7 40 240 22.74 B -0.02 o NA 1145M DFT-S-OFDM QPSK 108 54 12mm bottom 11 0.746 1.337 0.997
2535.00 507000 Mid NR Band n7 40 240 2285 B 0.04 0 NA 1145M DFT-S-OFDM QPSK 1 1 omm right 11 0.995 1.303 1.296
2535.00 507000 Mid NR Band n7 40 240 2274 B 0.04 o NA 1145M DFT-S-OFDM QPSK 108 54 0omm right 11 0.848 1.337 1134
2535.00 507000 Mid NR Band n7 40 210 20.74 B -0.01 0 NA 1145M DFT-S-OFDM QPSK 1 1 omm back 11 1.620 1.062 1720
2535.00 507000 Mid NR Band n7 40 210 2081 B 0.01 o NA 1145M DFT-S-OFDM QPSK 108 0 omm back 11 1610 1.045 1.682
2535.00 507000 Mid NR Band n7 40 21.0 20.73 B -0.07 0 NA 1145M DFT-S-OFDM QPSK 216 0 omm back 11 1.820 1.064 1.936
2535.00 507000 Mid NR Band n7 40 210 20.77 B 0.05 o NA 1145M CP-OFDM QPSK 1 1 0omm back 11 1.930 1.054 2034 A103
2535.00 507000 Mid NR Band n7 40 210 20.74 B 0.02 0 NA 1145M DFT-S-OFDM QPSK 1 1 omm front 11 1170 1.062 1.243
2535.00 507000 Mid NR Band n7 40 210 2081 B -0.01 o NA 1145M DFT-S-OFDM QPSK 108 0 omm front 11 1.140 1.045 1191
2535.00 507000 Mid NR Band n7 40 21.0 20.74 B -0.08 o NA 1145M DFT-S-OFDM QPSK 1 1 omm bottom 11 1520 1.062 1614
2535.00 507000 Mid NR Band n7 40 210 20.81 B -0.04 o NA 1145M DFT-S-OFDM QPSK 108 o omm bottom 11 1.480 1.045 1.547
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Phablet
Spatial Peak 4.0 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 10 grams
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Table 11-87
NR Band n41 Phablet SAR

MEASUREMENT RESULTS
Reported
FREQUENCY Maximum SAR (100)
Mode Banawidih | alloweq [ Conducted | Antenna | Power DAt | ypp g Senial Waveform Modulation | RBSize | RBOffset | Spacing Side Duty Cycle Scaling | SARU09) | piory
[MHz] Power [dBm] | Config (8] Number Factor
MHz ch Power [dBm] (Wikg) (Wikg)
2592.99 518508 | Md NR Band nd1 100 200 19.30 3 005 0 0959M DFT-S-OFDM QPSK 1 1 omm top 11 2200 1175 2585
2592.99 518508 | Mid NR Band nd1 100 200 1928 J 000 0 0959M DFT-S-OFDM QPSK 135 0 omm top 11 2130 1180 2513
2592.99 518508 | Mid NR Band nd1 100 200 1922 J 000 4 0959M DFT-S-OFDM QPSK 270 0 omm top 11 2110 1197 2526
2592.99 518508 | Md NR Band na1 100 200 19.20 3 000 0 0959M CP-OFDM QPSK 1 1 omm top 11 2220 1202 2.668 AL04
2592.99 518598 | Md | NRBandndl 100 200 1920 J 001 0 0959M CP-OFDM QPSK. 1 1 omm top 11 2210 1202 2656
ANSI/ [EEE C95.1 1992 - SAFETY LIMIT Phablet
Spatial Peak 4.0 Wikg (mW/g)
Uncontrolled Exposure/General Population averaged over 10 grams
MEASUREMENT RESULTS
Reported
FREQUENCY Maximum SAR (100)
Mode Bandwidih | yjigweq | Conducted | Antenna | Power DAt | ypp g Serial Waveform Modulation | RBSize | RBOffset | Spacing | MPR[dB] | Dutycycle | SClin SARA00) | piot#
[MHz] Power [dBm] | Config [d8] Number Factor
Mz ch Power [dBm] Wikg) Wikg)
3500.01 633334 | Mid |NR Bandn77 DoD 100 180 17.32 F 001 4 0575M DFT-S-OFDM QPSK 1 2n omm back 11 1169 0787 0.920
3500.01 633334 | Mid | NR Bandn77 DoD 100 180 17.24 F 001 0 0575M DFT-S-OFDM QPSK 135 138 omm back 11 1101 0776 0.924
3500.01 633334 | Mid |NR Bandn77 DoD 100 180 17.32 F 001 0 0575M DFT-S-OFDM QPSK 1 211 omm top 11 1169 0138 0.161
3500.01 633334 | Mid |NR Bandn77 DoD 100 180 1724 F 001 4 0575M DFT-S-OFDM QPSK 135 138 omm top 11 1191 0134 0.160
3500.01 633334 | Mid |NR Bandn77 DoD 100 180 17.32 F 001 0 0575M DFT-S-OFDM QPSK 1 an omm left 11 1169 1430 1672
3500.01 633334 | Mid | NR Bandn77 DoD 100 180 17.24 F 007 0 0575M DFT-S-OFDM QPSK 135 138 omm left 11 1191 1470 1751
3500.01 633334 | Mid | NR Bandn77 DoD 100 180 1723 F 001 0 0575M DFT-S-OFDM QPSK 270 0 omm left 11 1194 1.490 1779
3500.01 633334 | Mid |NR Bandn77 DoD 100 180 17.23 F 002 0 0575M CP-OFDM QPSK 1 1 omm left 11 1194 1540 1839 A105
3500.01 633334 | Mid | NR Bandn77 DoD 100 180 16.30 1 002 NA 0934M CWISRS NA NA NIA omm back 11 1479 1.060 1568
3930.00 662000 | High | NRBandn77 100 180 17.36 F 001 4 0575M DFT-S-OFDM QPSK 1 137 omm back 11 1159 0746 0.865
3930.00 662000 | High | NRBandn77 100 180 17.41 F 004 0 0575M DFT-S-OFDM QPSK 135 138 omm back 11 1146 0699 0.801
3750.00 650000 | Low | NRBandn77 100 180 17.35 F 001 0 0575M DFT-S-OFDM QPSK 1 137 omm left 11 1161 1260 1463
3930.00 662000 | High | NRBandn77 100 180 17.36 F 007 0 0575M DFT-S-OFDM QPSK 1 137 omm left 11 1159 1.450 1681
3750.00 650000 | Low | NRBandn77 100 180 17.40 F 007 0 0575M DFT-S-OFDM QPSK 135 0 omm left 11 1148 1.250 1435
3930.00 662000 | High | NR Bandn77 100 180 17.41 F 002 0 0575M DFT-S-OFDM QPSK 135 138 omm left 11 1146 1410 1616
3930.00 662000 | High | NRBandn77 100 180 17.29 F 001 0 0575M DFT-S-OFDM QPSK 270 0 omm left 11 1178 1.440 1.696
3930.00 662000 | High | NR Bandn77 100 180 17.04 F 003 0 0575M CP-OFDM QPSK 1 1 omm left 11 1247 1.490 1858 AL06
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Phablet
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Table 11-89
WLAN MIMO Phablet SAR

MEASUREMENT RESULTS

Maximum Maximum ) Peak SAR of ) Reported SAR

FREQUENCY Bandwidth | Allowed | CONdUCted | Tpyppeq | Conducted oo o § Antenna | Device | Dai@ Duty Cycle| Area Scan | SAR(100) Scaling Scaling (109)

Mode Service Power (Ant 1) Power (Ant2)| Spacing " Serial | Rate Side Factor Factor (Duty Plot#
[MHz | Power (Ant 1) Power (Ant 2) Drift [dB] Config. 9

Mz o o {dBm] o] [dBm) Number | (Mbps) Wikg wike) (Power) Cycle) Wike)
5200 | 58 802.11ac OFDM 80 155 15.46 155 15.44 006 | omm | MMO |09%0M | 585 | back . 0393 1014 1082 0.431
5200 | 58 802.11ac OFDM 80 155 15.46 155 15.44 021 | omm | MMO | 09%0M | 585 | front
5200 | 58 802.11ac OFDM 80 155 15.46 155 15.44 019 | omm | MMO |o0990M | 585 | top
5200 | 58 802.11ac OFDM 80 155 15.46 155 15.44 010 | omm | MMO |o0990M | 585 | left
5690 | 138 802.11ac OFDM 80 155 15.24 155 1521 013 | omm | MMO | 0990M | 585 | back
5600 | 138 802.11ac OFDM 80 155 1524 155 1521 010 |omm | MmO |oggom | 585 | front
5600 | 138 802.11ac OFDM 80 155 1524 155 1521 007 | omm | MMO | o0%goM | 585 | top
5600 | 138 802.11ac OFDM 80 155 1524 155 1521 003 | omm | MMO | 0%g0M | 585 | left
5855 | 171 802.11ac OFDM 80 155 1464 155 1514 003 | omm | MMO |0958M | 585 | back
5855 | 171 802.11ac OFDM 80 155 1464 155 1514 020 | omm | MMO | o0958M | 585 | front
5855 | 171 802.11ac OFDM 80 155 1464 155 1514 010 | omm | MMO | o0958M | 585 | top
5855 | 171 802.11ac OFDM 80 155 1464 155 1514 002 | omm | MMO | 0958M | 585 | left

ANSI/ IEEE C95.1 1992 - SAFETY LIMIT Phablet
Spatial Peak 4.0 W/kg (mW/g)
Uncontrolled Exposure/General i averaged over 10 grams

Note: To achieve the 18.5 dBm maximum allowed MIMO power shown in the documentation, each antenna
transmits at a maximum allowed power of 15.5 dBm.
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Table 11-90
WLAN MIMO Phablet SAR during Conditions with 5G FR2 NR

MEASUREMENT RESULTS

FREQUENCY sandwidth N:fo‘cv':;" Conducted le:;‘ Conducted | Lo Antenna | Device | Data outy Cycle P:,E::SAC::’ SAR (10g) Scaling Scaling Re‘m('l‘g;)sm
Mode Service D | pomer (ant 1y | Power @nt D o SOVES | power (anez) | ML | spacing | Gt | serial | Rate | side s Factor | Factor (Duty Plot#
we | on e [dBm] el [d&m] Number | (Mbps) wika wika) (Powen) Cycle) Wika)
5200 | 58 802.11ac OFDM 80 120 1152 120 1183 013 | omm | MMO |0881M | 585 | back | 924 0.968 0225 1117 1082 0.272
5200 | 58 802.11ac OFDM 80 120 1152 120 11.83 013 | omm | MmO |o0ssiM| 585 | font | 924 0337 0051 1117 1082 0.062
5200 | 58 802.11ac OFDM 80 120 1152 120 11.83 001 |[omm | MmO |ossiM| 585 | top 924 0201 0031 1117 1082 0,037
5200 | 58 802.11ac OFDM 80 120 1152 120 11.83 001 |[omm | MmO |o0ssiM| 585 | left | 924 0954 0.146 1117 1.082 0176
5610 | 122 802.11ac OFDM 80 120 11.88 120 11.59 005 |Omm | MMO |o0%90M | 585 | back | 924 1.750 0336 1,009 1.082 0.400
5610 | 122 802.11ac OFDM 80 120 11.88 120 11.59 013 |omm | MMO |o0%goM | 585 | font | 924 0429 0063 1.009 1.082 0075
5610 | 122 802.11ac OFDM 80 120 11.88 120 11.59 000 |omm | MMO |o%goM | 585 | top %24 0279 0052 1,009 1.082 0,062
5610 | 122 802.11ac OFDM 80 120 11.88 120 1159 007 | omm | MMO |oggom | 585 | left | 924 1110 0207 1.099 1082 0.246
5855 | 171 802.11ac OFDM 80 120 1155 120 1187 002 | omm | MMO |o0958M | 585 | back | 924 3310 0358 1.109 1082 0.430
5855 | 171 802.11ac OFDM 80 120 1155 120 1187 004 | omm | MMO |o0gs8M | 585 | front | 924 0672 0131 1.109 1082 0157
5855 | 171 802.11ac OFDM 80 120 1155 120 1187 001 | omm | MmO |osseMm | 585 | top 924 0378 0078 1.109 1082 0,094
5855 | 171 802.11ac OFDM 80 120 1155 120 11.87 002 |omm | MmO |ogseM | 585 | left | 924 1790 0339 1109 1082 0.407
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Phablet

Spatial Peak
Uncontrolled Exposure/General Population

4.0 W/kg (mW/g)
averaged over 10 grams

Note: 5GHz WLAN MIMO was additionally evaluated at the maximum allowed output power during simultaneous operations
with 5G NR. 5G NR was not transmitting during the above evaluations. To achieve the 15.0 dBm maximum allowed MIMO
power shown in the documentation, each antenna transmits at a maximum allowed power of 12.0 dBm.
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11.5 SAR Test Notes

General Notes:

1.

2.
3.
4

10.

11.

12.

13.

14.

The test data reported are the worst-case SAR values according to test procedures specified in IEEE
1528-2013, and FCC KDB Publication 447498 D0O1vO06.

Batteries are fully charged at the beginning of the SAR measurements.

Liquid tissue depth was at least 15.0 cm for all frequencies.

The manufacturer has confirmed that the device(s) tested have the same physical, mechanical and
thermal characteristics and are within operational tolerances expected for production units.

SAR results were scaled to the maximum allowed power to demonstrate compliance per FCC KDB
Publication 447498 D01v06.

Device was tested using a fixed spacing for body-worn accessory testing. A separation distance of 15 mm
was considered because the manufacturer has determined that there will be body-worn accessories
available in the marketplace for users to support this separation distance.

Per FCC KDB Publication 648474 D04v01r03, body-worn SAR was evaluated without a headset
connected to the device. Since the standalone reported body-worn SAR was < 1.2 W/kg, no additional
body-worn SAR evaluations using a headset cable were required.

Per FCC KDB 865664 D01v01r04, variability SAR tests were performed when the measured SAR results
for a frequency band were greater than or equal to 0.8 W/kg. Repeated SAR measurements are
highlighted in the tables above for clarity. Please see Section 12 for variability analysis.

During SAR Testing for the Wireless Router conditions per FCC KDB Publication 941225 D06v02r01, the
actual Portable Hotspot operation (with actual simultaneous transmission of a transmitter with WIFI) was
not activated (See Section 6.7 for more details).

Per FCC KDB Publication 648474 D04v01r03, this device is considered a "phablet" since the diagonal
dimension is > 160 mm and < 200 mm. Therefore, phablet SAR tests are required when wireless router
mode does not apply or if wireless router 1g SAR > 1.2 W/kg.

This device supports dynamic antenna tuning for some bands. Per FCC Guidance, SAR was measured
according to the normally required SAR measurement configurations with tuner active. The auto-tune
state determined by the device was verified before and after each SAR measurement and is listed in
tables above. Please see Section 13 for supplemental data.

Additional SAR tests for phablet SAR were evaluated per KDB 616217 Section 6 (See Section 6.9 for
more information).

Unless otherwise noted, when 10g SAR measurement is considered, a factor of 2.5 is applied to the 1g
thresholds for the equivalent test cases.

This device uses Qualcomm Smart Transmit for 2G/3G/4G/5G operations to control and manage
transmitting power in real time to ensure RF Exposure compliance. Per FCC Guidance, compliance for
was assessed at the minimum of the time averaged power and the maximum output power for each
band/mode/exposure condition (DSI).

GSM Test Notes:

1.

2.

Body-Worn accessory testing is typically associated with voice operations. Therefore, GSM voice was
evaluated for body-worn SAR.

Justification for reduced test configurations per KDB Publication 941225 D01v03r01 and October 2013
TCB Workshop Notes: The source-based frame-averaged output power was evaluated for all
GPRS/EDGE slot configurations. The configuration with the highest target frame averaged output power
was evaluated for hotspot SAR. When the maximum frame-averaged powers are equivalent across two or
more slots (within 0.25 dB), the configuration with the most number of time slots was tested.

Per FCC KDB Publication 447498 D01vO06, if the reported (scaled) SAR measured at the highest output
power channel for each test configuration is < 0.8 W/kg for 1g evaluations then testing at the other
channels is not required for such test configuration(s).
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UMTS Notes:

1. UMTS mode was tested under RMC 12.2 kbps with HSPA Inactive per KDB Publication 941225
DO01v03r01. AMR and HSPA SAR was not required per the 3G Test Reduction Procedure in KDB
Publication 941225 D01v03r01.

2. Per FCC KDB Publication 447498 DO1v06, if the reported (scaled) SAR measured at the highest output
power channel for each test configuration is < 0.8 W/kg for 1g evaluations then testing at the other
channels is not required for such test configuration(s).

LTE Notes:

1. LTE test configurations are determined according to SAR Evaluation Considerations for LTE Devices in
FCC KDB Publication 941225 D0O5v02r04. The general test procedures used for testing can be found in
Section 8.5.4.

2. MPR is permanently implemented for this device by the manufacturer. The specific manufacturer target
MPR is indicated alongside the SAR results. MPR is enabled for this device, according to 3GPP
TS36.101 Section 6.2.3 — 6.2.5 under Table 6.2.3-1.

3. A-MPR was disabled for all SAR tests by setting NS=01 and MCC=001 on the base station simulator.
SAR tests were performed with the same number of RB and RB offsets transmitting on all TTI frames
(maximum TTI).

4. Per FCC KDB Publication 447498 D01v06, when the reported 1g SAR measured at the highest output
power channel in a given a test configuration was > 0.6 W/kg for LTE B41/48, testing at the other
channels was required for such test configurations.

5. TDD LTE was tested per the guidance provided in FCC KDB Publication 941225 D05v02r04. Testing was
performed using UL-DL configuration O with 6 UL subframes and 2 S subframes using extended cyclic
prefix only and special subframe configuration 6. SAR tests were performed at maximum output power
and worst-case transmission duty factor in extended cyclic prefix. Per 3GPP 36.211 Section 4, the duty
factor for special subframe configuration 6 using extended cyclic prefix is 0.633.

6. Per KDB Publication 941225 D05Av01r02, SAR for downlink only LTE CA operations was not needed
since the maximum average output power in LTE CA mode was not >0.25 dB higher than the maximum
output power when downlink carrier aggregation was inactive.

7. This device supports Power Class 2 and Power Class 3 operations for LTE Band 41. The highest
available duty cycle for Power Class 2 operations is 43.3 % using UL-DL configuration 1. Per FCC
Guidance, all SAR tests were performed using Power Class 3. SAR with power class 2 at the available
duty factor was additionally performed for the power class 3 configuration with the highest SAR
configuration for each exposure conditions. Please see Section 13 for linearity results.

8. ForLTE Band 5, LTE Band 66, LTE Band 48, and LTE Band 41, per FCC guidance, SAR was first
measured with only a single carrier active in the uplink (carrier aggregation not active). For each exposure
condition, the uplink CA scenario with two component carriers was additionally tested for the configuration
with the highest SAR when carrier aggregation was not active. The SCC was configured with the closest
available contiguous channel. The two component carriers were configured so the resource blocks are
physically allocated side by side to achieve the maximum output power.

9. This device supports LTE Band 41 ULCA active with Power Class 2. Highest SAR test configuration for
each exposure condition in Power Class 3 with ULCA active was repeated with Power Class 2 with ULCA
active.

NR Notes:

1. NR implementation supports SA and NSA mode. In EN-DC mode, NR operates with the LTE Bands
shown in the NR FR1 checklist acting as anchor bands. Per FCC guidance, SAR tests for NR Bands and
LTE Anchors Bands were performed separately due to limitations in SAR probe calibration factors.

2. Due to test setup limitations, SAR testing for NR TDD was performed using test mode software to
establish the connection.

3. Simultaneous transmission analysis for EN-DC operations is addressed in the Part 2 Test Report (Serial
Number can be found in the bibliography).
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8.

This device additionally supports some EN-DC conditions where additional LTE carriers are added on the
downlink only.

Per FCC Guidance, NR modulations and RB Sizes/Offsets were selected for testing such that
configurations with the highest output power were evaluated for SAR tests.

Per FCC KDB Publication 447498 D01v06, when the reported NR Band n77 C-Band SAR measured at
the highest output power channel in a given a test configuration was > 0.4 W/kg for 1g evaluations and >
1 Wi/kg for 10g evaluation, testing at the other channels was required for such test configurations.

Per FCC KDB Publication 447498 D01v06, when the reported NR Band n41 SAR measured at the
highest output power channel in a given a test configuration was > 0.6 W/kg for 1g evaluations and > 1
W/kg for 10g evaluation, testing at the other channels was required for such test configurations.

SRS was tested with CW signal per Qualcomm guidance in 80-w2112-4.

WLAN Notes:

1.

7.

For held-to-ear, and hotspot, and phablet operations, the initial test position procedures were applied. The
test position with the highest extrapolated peak SAR will be used as the initial test position. When
reported SAR for the initial test position is < 0.4 W/kg for 1g evaluations, no additional testing for the
remaining test positions was required. Otherwise, SAR is evaluated at the subsequent highest peak SAR
positions until the reported SAR result is < 0.8 W/kg or all test positions are measured.

Justification for test configurations for WLAN per KDB Publication 248227 D01v02r02 for 2.4 GHz WIFI
single transmission chain operations, the highest measured maximum output power channel for DSSS
was selected for SAR measurement. SAR for OFDM modes (2.4 GHz 802.11g/n/ax) was not required due
to the maximum allowed powers and the highest reported DSSS SAR. See Section 8.6.5 for more
information.

Justification for test configurations for WLAN per KDB Publication 248227 D01v02r02 for 5 GHz WIFI
operations, the initial test configuration was selected according to the transmission mode with the highest
maximum allowed powers. Other transmission modes were not investigated since the highest reported
SAR for initial test configuration adjusted by the ratio of maximum output powers is less than 1.2 W/kg for
1g evaluations. See Section 8.6.6 for more information.

Per KDB Publication 248227 D01v02r02, SAR for MIMO was evaluated by following the simultaneous
SAR provisions from KDB Publication 447498 D01v06 by either evaluating the sum of the 1g SAR values
of each antenna transmitting independently or making a SAR measurement with both antennas
transmitting simultaneously. Please see Appendix E for complete analysis.

When the maximum reported 1g averaged SAR is <0.8 W/kg, SAR testing on additional channels was not
required. Otherwise, SAR for the next highest output power channel was required until the reported SAR
result was < 1.20 W/kg for 1g evaluations or all test channels were measured.

The device was configured to transmit continuously at the required data rate, channel bandwidth and
signal modulation, using the highest transmission duty factor supported by the test mode tools. The
reported SAR was scaled to the 100% transmission duty factor to determine compliance. Procedures
used to measure the duty factor are identical to that in the associated EMC test reports.

When 10g SAR measurement is considered, a factor of 2.5 is applied to the thresholds above.

Bluetooth Notes

1.

Bluetooth SAR was measured with the device connected to a call box with hopping disabled with DH5
operation and Tx Tests test mode type. Per October 2016 TCB Workshop Notes, the reported SAR was
scaled to the 100% transmission duty factor to determine compliance. See Section 9 for the time domain
plot and calculation for the duty factor of the device.

Head and Hotspot Bluetooth SAR were evaluated for BT BDR tethering applications.
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12

SAR MEASUREMENT VARIABILITY

12.1 Measurement Variability

Per FCC KDB Publication 865664 D01v01r04, SAR measurement variability was assessed for each frequency band,

which was determined by the SAR probe calibration point and tissue-equivalent medium used for the device
measurements. When both head and body tissue-equivalent media were required for SAR measurements in a

frequency band, the variability measurement procedures were applied to the tissue medium with the highest measured

SAR, using the highest measured SAR configuration for that tissue-equivalent medium. These additional measurements
were repeated after the completion of all measurements requiring the same head or body tissue-equivalent medium in a
frequency band. The test device was returned to ambient conditions (normal room temperature) with the battery fully

charged before it was re-mounted on the device holder for the repeated measurement(s) to minimize any unexpected

variations in the repeated results.
SAR Measurement Variability was assessed using the following procedures for each frequency band:
When the original highest measured SAR is = 0.80 W/kg, the measurement was repeated once.

1)
2)

A second repeated measurement was performed only if the ratio of largest to smallest SAR for the original and

first repeated measurements was > 1.20 or when the original or repeated measurement was = 1.45 W/kg (~
10% from the 1g SAR limit).

3) A third repeated measurement was performed only if the original, first or second repeated measurement was =
1.5 W/kg and the ratio of largest to smallest SAR for the original, first and second repeated measurements is >
1.20.

4) Repeated measurements are not required when the original highest measured SAR is < 0.80 W/kg

5) When 10g SAR measurement is considered, a factor of 2.5 is applied to the thresholds above.

Table 12-1
Head SAR Measurement Variability Results
HEAD VARIABILITY RESULTS
Measured 1st 2nd 3rd
FREQUENCY R ted R ted R ted
Band Mode Service Side POT;(TLH A&l;rf]‘r;a SAR (19) SeAp:EEl:) Ratio SeAp;E(llz) Ratio STI:?J.Z) Ratio
MHz Cch. (Wikg) (Wikg) (Wikg) (Wikg)

NR Band n66 (AWS), DFT-S-OFDM, QPSK, "
1750 1745.00 | 349000 40 MHz Bandwidth 108 RB, 108 RB Offset Left Tilt J 1.040 1.030 1.01 N/A N/A N/A N/A
2600 2592.99 | 518598 | NR Band n41,100 MHz Bandwidth CP»OFFRM'B%FfE;' 1R8, Left Tilt J 1.020 1.000 1.02 N/A N/A N/A N/A

ANSI / IEEE C95.1 1992 - SAFETY LIMIT Head
Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
Table 12-2
Body SAR Measurement Variability Results
BODY VARIABILITY RESULTS
FREQUENCY Measured Punlimd Reon R o
Band Mode Service # 'Js'lzltr:e Ag;i?iréa Side | Spacing SAR (19) SAR (1g) Ratio SAR (1g) | Ratio SAR (19) Ratio
MHz ch. (Wikg) (Wikg) (Wikg) (Wikg)

835 848.80 251 GSM 850 GPRS 3 A back | 10 mm 0.973 0.943 1.03 N/A N/A N/A N/A
1900 1907.60 9538 UMTS 1900 RMC N/A A bottom | 10 mm 0.940 0.908 1.04 N/A N/A N/A N/A
2300 | 231000 | 462000 | NR Band n30, 10 MHz Bandwicth | P71 OFDIL OPSK SORE. 0 yp A | botom | 10mm | o083 0886 | 111 | NA | NA | NA NA

ANSI / IEEE C95.1 1992 - SAFETY LIMIT Body

Spatial Peak 1.6 W/kg (mW/g)
Uncontrolled Exposure/General Population averaged over 1 gram
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Phablet SAR Measurement Variability Results

Table 12-3

PHABLET VARIABILITY RESULTS

M red 1st 2nd 3rd
FREQUENCY Antenna S:;s(uloe) d d
Band Mode Service Config Side | Spacing 9 SAR (10g) Ratio | SAR(10g) [ Ratio | SAR (10g) Ratio
MHz ch. (Wikg) (Wikg) (Wikg) (Wikg)
1750 1732.40 1412 UMTS 1750 RMC A bottom [ O mm 2.680 2.660 1.01 N/A N/A N/A N/A
1900 | 1882.50 | 376500 | NR Band n25 (PCS), 40 MHz Bandwidth DFT"S"OE%’\Q 8;5;‘ 216 Re, A bottom | Omm 2.450 2.250 1.09 N/A NA NA NA
2300 2310.00 | 462000 NR Band n30, 10 MHz Bandwidth DFT_S_OF?;"S;;:F‘ 1RB, 26 A back omm 2.040 1.970 1.04 N/A N/A N/A N/A
2600 | 2592.99 | 518598 NR Band n41, 100 MHz Bandwidth CP-OFDM, %F:fi:{ 1RB.1RB J top omm 2.220 2.210 1.00 N/A NA NA NA
ANSI / IEEE C95.1 1992 - SAFETY LIMIT Phablet
Spatial Peak 4.0 Wikg (mwW/g)
Uncontrolled Exposure/General Population averaged over 10 grams

12.2 Measurement Uncertainty

The measured SAR was <1.5 W/kg for 1g and <3.75 W/kg for 10g for all frequency bands. Therefore, per KDB
Publication 865664 D01v01r04, the extended measurement uncertainty analysis per IEEE 1528-2013 was not

required.
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13 ADDITIONAL TESTING PER FCC GUIDANCE

13.1 Tuner Testing

Per April 2019 TCB Workshop Notes, the following test procedures were followed to demonstrate that the SAR
results in Section 11 represented the appropriate SAR test conditions. For bands with dynamic tuning
implemented, SAR was measured according to the required FCC SAR test procedures with the dynamic tuner
active to allow the device to automatically tune to the antenna state for the respective RF exposure test
configurations. Additional single point SAR time-sweep measurements were evaluated for other tuner states to
determine that the other tuner configurations would result in equivalent or lower SAR values. The additional tuner
hardware has no influence on the antenna characteristics, other than impedance matching.

To evaluate all the tuner states, the 120 tuner states were divided among the aggregate band, mode and
exposure combinations. Single point time-sweep measurements were performed at the peak SAR location
determined by the zoom scan of the configuration with the highest measured SAR for each combination. The
tuner state was able to be established remotely so that the device was not moved for the entire series of single
point SAR for the tuner states in each combination. The SAR probe remained stationary at the same position
throughout the entire series of single point measurements for each combination. When the single point SAR or 1g
SAR was > 1.2 W/kg for a particular band/mode/exposure condition, point SAR measurements were made for all
120 states.

The operational description contains more information about the design and implementation of the dynamic
antenna tuning.
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Table 13-1
UMTS Supplemental Head SAR Data

UMTS B5 UMTS B4 UMTS B2
RMC RMC RMC
Test Position Left Cheek Test Position Right Cheek Test Position Left Cheek
Frequency (MHz) 846.60 Frequency (MHz) 1712.40 Frequency (MHz) 1907.60
Channel 4233 Channel 1312 Channel 9538
Measured 1g SAR Measured 1g SAR Measured 1g SAR
(Wikg) 0.178 (Wikg) 0.098 (Wikg) 0.082

Average Value of Time Sweep (W/kg)

Average Value of Time Sweep (W/kg)

Average Value of Time Sweep (W/kg)

Auto-tune (State 13) 0.239 Auto-tune (State 78) 0.141 Auto-tune (State 54) 0.093
Default (State 0) 0.250 Default (State 0) 0.130 Default (State 0) 0.085
State 10 0.065 State 1 0.120 State 2 0.087
State 13 0.246 State 40 0.120 State 41 0.078
State 39 0.149 State 78 0.147 State 54 0.075
State 78 0.093 State 79 0.147 State 80 0.044
State 117 0.149 State 118 0.104 State 119 0.073
Table 13-2
LTE Supplemental Head SAR Data
TEe e T s T T
QPSK, 20 MHz Bandwidth, 1 RB, 0 RB QPSK, 10 MHz Bandwidth, 1 RB, 0 RB QPSK, 10 MHz Bandwidth, 1 RB, 49 RB QPSK, 10 MHz Bandwidth, 1 RB, 25 RB QPSK, 10 MHz Bandwidth, 1 RB, 0 RB QPSK, 15 MHz Bandwidth, 1 RB, 36 RB. QPSK, 20 MHz Bandwidth, 1 RB, 50 RB QPSK, 20 MHz Bandwidth, 1 RB, 50 RB
Offset Offset Offset Offset Offset Offset Offset Offset
Test Position Left Cheek Test Position Left Cheek Test Position Left Cheek Test Position Left Cheek Test Position Left Cheek Test Position Left Cheek Test Position Right Cheek_ Test Position Right Cheek
Frequency (MHz) 680.50 Frequency (MHz) 707.50 Frequency (MHz) 782.00 Frequency (MHz) 793.00 Frequency (MHz) 836.50 Frequency (MHz) 831.50 Frequency (MHz) 1720.00 Frequency (MHz) 1882.50
Channel 133297 Channel 23095 “hannel 23230 Channel 23330 Channel 20525 Channel 26865 Channel 132072 “hannel 26365
d d d
MeasA'J‘v;l/Ik;)g SAR 0.104 Measured 1g SAR 0.150 Meaﬂ(l\r;(/}k;)u SAR 0.184 Measx(l\v;/k;(i] SAR 0.200 Measl(l\v,\;?k;)g SAR 0.208 MeasA'J‘v;l/Ik;)g SAR 0234 Measured 1g SAR 0.105 Meaﬂ(l\r;(/}ké)u SAR 0.098
Average Value of Time Sweep (W/kg) Average Value of Time Sweep (W/kg) Average Value of Time Sweep (W/kg) Average Value of Time Sweep (W/kg) Average Value of Time Sweep (W/kg) Average Value of Time Sweep (W/kg) Average Value of Time Sweep (W/kg) Average Value of Time Sweep (W/kg)
Auto-tune (State 13) 133 Auto-tune (State 14) 202 [Auto-tune (State 116) 263 Auto-tune (State 13) %6 |Auto-tune (State 108) 163 |Auto-tune (State 108) 305 Auto-tune (State 60) 112 Auto-tune (State 1) 113
Do (Sme ) 15| e () T ) T ) o) 16— - e (Sme) 25| Do (Sme )
tate 101 tate 7 121 tate 146 tate .107. tate 2 143 tate 11 109 tate 035 tate 100
tate 146 tate 14 196 tate 172 e 1 tate 10 031 tate 50 078 tate 036 tate 14 085
Ty T e - T o0 e Bets
tate 066 tate 52 081 tate 056 State. 052 tate 88 008 tate 108 308 tate 044 tate 83 .098
tate 84 034 tate 85 022 State 116 278 State 028 State 108 161 State 110 243 State 11 110 tate 92 099
Table 13-3
NR Supplemental Head SAR Data
NR Band n71 NR Band n12 NR Band n5 NR Band n66 NR Band n25

DFT-s-OFDM QPSK, 20 MHz Bandwidth, 1
RB, 104 RB Offset

DFT-s-OFDM QPSK, 15 MHz Bandwidth,

36 RB, 22 RB Offset

DFT-s-OFDM QPSK, 20 MHz Bandwidth, 1
RB, 1 RB Offset

DFT-s-OFDM QPSK, 40 MHz Bandwidth,

108 RB, 54 RB Offset

DFT-OFDM QPSK, 40 MHz Bandwidth, 1

RB, 108 RB Offset

Test Position Left Cheek Test Position Left Cheek Test Position Left Cheek Test Position Right Cheek Test Position Right Cheek
Frequency (MHz) 680.50 Frequency (MHz) 707.50 Frequency (MHz) 836.50 Frequency (MHz) 1745.00 Frequency (MHz) 1882.50
Channel 136100 Channel 141500 Channel 167300 Channel 349000 Channel 376500
Measured 1g SAR Measured 1g SAR Measured 1g SAR Measured 1g SAR Measured 1g SAR
0.145 0.164 0.242 0.119 0.111
(Wikg) (Wikg) (Wikg) (Wikg) (Wikg)

Average Value of Time Sweep (W/kg)

Average Value of Time Sweep (W/kg)

Average Value of Time Sweep (W/kg)

Average Value of Time Sweep (W/kg)

Average Value of Time Sweep (W/kg)

Auto-tune (State 0) 0.158 Auto-tune (State 14) 0.183 Auto-tune (State 108) 0.267 Auto-tune (State 58) 0.168 Auto-tune (State 5) 0.117
Default (State 0) 0.164 Default (State 0) 0.141 Default (State 0) 0.260 Default (State 0) 0.174 Default (State 0) 0.125
State 0 0.164 State 14 0.171 State 17 0.233 State 18 0.113 State 5 0.116

State 15 0.148 State 16 0.169 State 42 0.173 State 30 0.175 State 7 0.106
State 54 0.114 State 55 0.085 State 56 0.190 State 57 0.181 State 19 0.081
State 71 0.057 State 59 0.034 State 95 0.175 State 58 0.176 State 58 0.115
State 93 0.100 State 94 0.088 State 108 0.259 State 96 0.167 State 97 0.115

FCC ID A3LSMS908U

SAR EVALUATION REPORT

o

Approved by:
Quality Manager

Document S/N:

1M2109090102-01(Rev 1).A3L

Test Dates:
09/21/21 - 12/06/21

DUT Type:

Portable Handset

Page 169 of 185

© 2021 PCTEST. REV 21.4 M
09/11/2019

© 2021 PCTEST. All rights reserved. Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and

microfilm, without permission in writing from PCTEST. If you have any questions about this international copyright or have an enquiry about obtaining additional rights to this report or assembly of contents

thereof, please contact INFO@PCTEST.COM


mailto:info@pctest.com

Table 13-4
UMTS Supplemental Body SAR Data

UMTS B5 OMT: UMTS B2
RMC RMC RMC

Test Position Back Test Position Bottom Test Position Bottom
Spacing 10 mm ‘Spacing 10 mm ‘Spacing 10mm
Frequency (MHz) 846.60 Frequency (MHz) 1732.40 Frequency (MHz) 1907.60
Channel 4233 Channel 1412 Channel 9538
Measured 1g SAR Measured 1g SAR Measured 1g SAR
(Wikg) 0587 (Wikg) 1030 (Wikg)
Average Value of Time Sweep (Wikg) Average Value of Time Sweep (W/kg) ‘Average Value of Time Sweep (Wikg)
"Auto-tune (State 0) .952 "Auto-tune (State 26) | 1561 "Auto-tune (State 54) 030
Default (State 0) 956 Default 0 1.365 Default 0
State 956 tate 1.365 tate 22 0.421
State 928 tate 270 tate 54 1.070
State 2( ).504 tate 242 tate 61 0.807
State 59 ).468 tate 225 tate
Stete 98 506 e F7] Sete 100 0740
e 165
tate 064
tate ).989
tate ).888
ote 743
tate 647
tate. 527
tate ).384
ate 910
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Table 13-5

TE B2

LTE B13

LTE Supplemental Body SAR Data

LTE B7L
QPSK, 20 MHz Bandwidth, 1 RB, 0 RB
Offset

QPSK, 10 MHz Bandwidth, 1 RB, 0 RB
Offset

QPSK, 10 MHz Bandvidth, 1 RB, 49 RB
Offset

QPSK, 10 MHz Bandwidth, 1 RB, 25 RB
Offset

QPSK, 10 MHz Bandwidth, 1 RB, 25 RB
Offset

'QPSK, 15 MHz Bandvidth, 1 RB, 36 RB.
Offset

QPSK, 20 MHz Bandwidth, 1 RB, 50 RB
Offset

LTE 825
‘QPSK, 20 MHz Bandwidth, 50 RB, 25 RB.
Offset

Test Position Back Test Position Back Test Position Back Test Position Back Test Position Back Test Position Back Test Position Bottom Test Position Botom
Spacing 10 mm cin 10 mm acing 10 mm Spacing 10 mm Spacing 10 mm Spacing 10 mm Spacing 10 mm acing 10 mm
Frequency (Mz) 680.50 Frequency (Mrz) 707.50 Frequency (MHz) 782.00 Frequency (MHz) 793.00 Frequency (MHz) 836.50 Frequency (Mz) 831.50 Frequency (Mz) 1745.00 Frequency (MHz) 1905.00
Channel 133297 Channel 23095 Channel 23230 Channel 23330 Channel 20525 Channel 26865 Channel 132322 Channel 2659
Measured 1g SAR Measured 1g SAR Measured 1g SAR Measured 1g SAR Measured 1g SAR Measured 1g SAR Measured 1g SAR Measured 1g SAR
Wit 0342 g 0.380 Wi 0.562 Wie) 0625 i 0,634 0597 Wi 0.821 Wi 0938
‘Average Value of Time Sweep (Wikg) | Average Value of Time Sweep (W/kg) | _Average Value of Time Sweep (W/kg) | Average Value of Time Sweep (W/kg) | _Average Value of Time Sweep (W/kg) | _Average Value of Time Sweep (W/kg) | Average Value of Time Sweep (W/kg) | _Average Value of Time Sweep (W/k)
Auto-tune (State 13) 501 Auto-tune (State 14) 585 [Auto-tune (State 104) 958 Auto-tune (State 13) 051 Uio-tune (State 108)| 953 [Auto-tune (State 108) 887 Auto-tune (State 60) 299 ‘Auto-tune (State 5) 524
Default (State 0) 474 Default (State 0) 494 De 0 942 it (State 0) 041 efaul (State 0) 958 Default (State 0) 917 Default (State 0) 070 Default (State 0) 658
tate 13 505 tate 5 570 tate 974 e 068 tate 30 763 e 31 597 tate. 070 tate 658
tate 21 142 tate 14 618 tate 634 State 726 tate 44 767 tate 70 610 tate 099
tate 26 146 tate 27 0.278 tate: 676 State 284 tate 69 0.606 tate 91 307 tate 1
tate 44 500 tate 64 0.585 tate 705 tate 760 tate 77 0.050 tate 102 920 tate
tate 65 306 tate 66 0.301 State 104 940 tate 685 tate 103 0.022 tate 108 918 tate
State 104 471 tate 105 0.157 State 106 686 tate 107 338 tate 108 0.950 tate 109 435 tate.
tate.
tate
tate 1
tate 051
tate 983
tate 861
tate 650
tate 863
tate 888
tate 891
tate 894
tate 896
tate 895
tate 892
tate 882
tate 852
tate 788
tate 715
tate 605
tate 443
tate 938
tate 963
tate 971
tate 978
tate 990
tate 992
tate 021
tate 033
tate 045
tate 026
tate 983
tate 881
tate 685
tate 990
tate 008
tate 1016
tate 022
tate 032
tate 025
tate 036
tate 036
tate 027
tate 984
tate 925
tate 815
tate 623
tate 985
tate 055
tate 068
tate 084
tate 109
tate 116
tate 172
tate 205
State 6 233
tate 192
tate 106
tate 925
tate 637
tate 881
tate 960
tate 975
tate 987
tate 009
tate 016
tate 015
ate 7 082
tate 73 069
tate 7 976
tate 7 855
tate 7 668
tate 77 432
ate 7 786
tate 76 842
tate 850
tate 876
tate 907
tate 909
tate 985
tate 041
tate 115
tate 163
tate 135
tate 003
tate 699
tate 892
tate 951
tate 970
tate 962
tate 009
tate 010
tate 075
tate 111
tate 150
tate 100 130
tate 101 058
tate 102 888
tate 103 609
tate 104 062
tate 105 932
State 106 979
tate 107 783
tate 065
tate 934
tate 982
tate 784
iate 856
tate 983
tate 876
tate 890
tate 856
tate 983
State 876
tate 804
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Table 13-6
NR Supplemental Body SAR Data

NR Band n71 NR Band n12 NR Band 5 NR Band n66 NR Band n25
DFT-5-OFDM QPSK, 20 MHz Bandvidth, 1| DFT-5--OFDM QPSK, 15 Mz Bandwidth, | DFT-s—-OFDM QPSK, 20 MHz Bandwidth, | DFT-5-OFDM QPSK, 40 Mz Bandwidth, | DFT-s-OFDM QPSK, 40 MHz Bandwidth
RB, 104 RB Offset 36 RB, 22 RB Offset 50 RB, 28 RB Offset 216 R, 0 RB Offset 216 RB, 0 RB Offset
Test Position Back Test Position Back Test Position Back Test Position Botom Test Position Botom
Spacing 10 mm Spacing 10 mm Spacing 10 mm Spacing 10 mm Spacing 10 mm
Frequency (MHz) 680.50 Frequency (MHz) 707.50 Frequency (MHz) 836.50 Frequency (Mrz) 1745.00 Frequency (Mrz) 1882.50
Channel 136100 Channel 141500 Channel 167300 Channel 349000 Channel 376500
Measured 1g SAR Measured 1g SAR Measured 1g SAR Measured 1g SAR Measured 1g SAR
i) 0393 g 0346 g 0725 wikg) 0829 wing) 0845
Average Value of Time Sweep (W/kg) | _Average Value of Time Sweep (W/kg) | Average Value of Time Sweep (W/kg) | _Average Value of Time Sweep (W/kg) | Average Value of Time Sweep (Wikg
[Auto-tune (State 112)] 636 Auto-tune (State 13) 544 [Auto-tune (State 108)] 175 Auto-tune (State 62) 1.3 Auto-tune (State 59) | 1.394
Default (State 0) 512 Defautt (State 0) 538 Default 0) 186 Defautt (State 0) 1092 Defaut (State 0) 1.409
tate 036 tate 4 504 tate 3 146 tate 2 te 400
tate 091 tate 13 563 tate 4 922 tate 0 tate 369
tate 089 tate 35 084 tate 7 158 tate 4 tate 353
tate 094 tate 65 364 tate 8 779 State 0 State 343
tate 1 517 tate 74 044 tate 108 188 State 6 State 312
State 118 301 State 113 199 tate 114 005 tate 8 tate 310
tate 4 tate 215
tate 150 e 159
State 138 State 056
State 093 State 899
tate 10 037 tate 10 783
tate 934 tate 631
tate 735 tate 445
tate 835 tate 046
tate 865 tate 979
tate 869 tate 958
tate 871 tate 937
tate 875 tate 897
tate 878 tate 894
tate 882 tate 795
tate 880 tate 734
tate 866 tate 637
tate 812 tate 514
tate 758 tate 429
tate 658 tate 333
tate 494 tate 228
tate 958 tate 391
tate 975 tate 379
tate 981 tate 376
tate 989 tate 369
tate 003 tate 355
tate 999 tate 351
tate 030 tate 310
tate 048 tate 250
tate 067 tate 158
tate 065 tate 002
tate 037 tate 860
tate 958 tate 684
tate 775 tate 466
tate 987 tate 301
tate 006 tate 270
tate 014 tate 252
tate 018 tate 23
tate 030 tate 212
tate 022 tate 44 202
tate 042 tate 122
tate 057 tate 053
tate 057 tate 956
tate 026 tate 814
tate 975 tate 698
tate 880 tate 561
tate 697 tate ET)
tate 999 tate 408
tate 77 tate 394
tate 2] tate 389
tate 0 tate 382
tate: 9 tate 365
tate 9 tate 364
tate 211 tate 320
tate 253 tate 203
tate 204 tate 185
tate 285 tate 057
tate 12 tate 937
tate 10 tate 776
tate 94 tate 562
tate 50 tate 124
tate 549 tate 088
tate 64 tate 078
tate 76 tate 056
tate 004 tate 032
tate 15 tate 033
tate 075 tate 942
tate 116 tate 882
tate 128 tate 784
tate: 061 tate 653
tate 938 tate 556
tate 739 tate 436
State 7 466 Slate 7 303
tate 792 tate 2%
tate 854 tate 319
tate 871 tate 314
tate 887 tate 321
tate 919 tate 329
tate 922 tate 328
tate 011 tate 317
tate 075 tate 295
tate 156 tate 247
tate 232 tate 136
tate 221 tate 010
tate 110 tate 840
tate 777 tate 569
tate 894 tate 321
tate 957 tate 309
tate 975 tate 315
tate 992 tate 307
tate 019 tate 289
tate 023 tate 284
tate 098 tate 226
tate 150 tate 178
206 tate 103
tate 100 214 tate 100 966
tate 101 149 tate 101 861
tate 102 983 tate 102 707
tate 103 671 tate 103 507
tate 104 063 tate 104 398
tate 105 947 tate 105 379
tate 106 983 tate 106 414
tate 107 787 tate 107 285
tate 108 066 tate 108 393
tate 109 948 tate 109 387
tate 110 986 tate 110 405
tate 789 tate 285
tate 828 tate 023
tate 985 tate 307
tate 853 tate 110
tate 8% tate 322
tate 828 tate 1023
tate 982 tate 1313
tate 856 tate 1.109
tate 896 tate 1321
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13.1 LTE Band 41 Power Class 2 and Power Class 3 Linearity

This device supports Power Class 2 and Power Class 3 operations for LTE Band 41. The highest available duty
cycle for Power Class 2 operations is 43.3 % using UL-DL configuration 1. Per May 2017 TCB Workshop Notes
based on the device behavior, all SAR tests were performed using Power Class 3. SAR with Power Class 2 at the
highest power and available duty factor was additionally performed for the Power Class 3 configuration with the
highest SAR for each exposure condition. The linearity between the Power Class 2 and Power Class 3 SAR
results and the respective frame averaged powers was calculated to determine that the results were linear. When
ULCA is active, the linearity between the Power Class 2 with ULCA active and Power Class 3 with ULCA active
SAR results and the respective frame averaged powers was calculated to determine that the results were linear.
Per May 2017 TCB Workshop, no additional SAR measurements were required since the linearity between power
classes was < 10% and all reported SAR values were < 1.4 W/kg for 1g and < 3.5 W/kg for 10g.

Table 13-7
LTE Band 41 Head Linearity Data

LTE Band 41 PC3 |LTE Band 41 PC2
Maximum Allowed Output Power (dBm) 25.00 27.50
Measured Output Power (dBm) 23.82 25.82
Measured SAR (W/kg) 0.033 0.039
Measured Power (mW) 240.99 381.94
Duty Cycle 63.3% 43.3%
Frame Averaged Output Power (mW) 152.55 165.38
% deviation from expected linearity 9.01%

LTE B41 SAR for PC2 and PC3 Operations
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Figure 13-1
LTE Band 41 Head Linearity
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Table 13-8
LTE Band 41 ULCA Head Linearity Data

LTE Band 41 PC3 |LTE Band 41 PC2
Maximum Allowed Output Power (dBm) 25.0 27.5
Measured Output Power (dBm) 23.74 2594
Measured SAR (W/kg) 0.039 0.041
Measured Power (mW) 236.59 392.64
Duty Cycle 63.3% 43.3%
Frame Averaged Output Power (mW) 149.76 170.02
% deviation from expected linearity -7.39%

LTE B41 SAR for PC2 and PC3 Operations
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Figure 13-2
LTE Band 41 ULCA Head Linearity
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Table 13-9
LTE Band 41 Body-Worn Linearity Data

LTE Band 41 PC3 |LTE Band 41 PC2
Maximum Allowed Output Power (dBm) 25.00 27.50
Measured Output Power (dBm) 23.82 25.82
Measured SAR (W/kg) 0.245 0.240
Measured Power (mW) 240.99 381.94
Duty Cycle 63.3% 43.3%
Frame Averaged Output Power (mW) 152.55 165.38
% deviation from expected linearity -9.64%

LTE B41 SAR for PC2 and PC3 Operations
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Figure 13-3
LTE Band 41 Body-Worn Linearity
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Table 13-10
LTE Band 41 ULCA Body-Worn Linearity Data

LTE Band 41 PC3 |LTE Band 41 PC2
Maximum Allowed Output Power (dBm) 25.0 27.5
Measured Output Power (dBm) 23.74 2594
Measured SAR (W/kg) 0.245 0.255
Measured Power (mW) 236.59 392.64
Duty Cycle 63.3% 43.3%
Frame Averaged Output Power (mW) 149.76 170.02
% deviation from expected linearity -8.32%

LTE B41 SAR for PC2 and PC3 Operations
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Figure 13-4
LTE Band 41 ULCA Body-Worn Linearity
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Table 13-11
LTE Band 41 Hotspot Linearity Data

LTE Band 41 PC3 |LTE Band 41 PC2
Maximum Allowed Output Power (dBm) 23.0 24.6
Measured Output Power (dBm) 21.89 23.66
Measured SAR (W/kg) 0.801 0.786
Measured Power (mW) 154.53 232.27
Duty Cycle 63.3% 43.3%
Frame Averaged Output Power (mW) 97.81 100.57
% deviation from expected linearity -4.57%

LTE B41 SAR for PC2 and PC3 Operations
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Figure 13-5
LTE Band 41 Hotspot Linearity
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Table 13-12
LTE Band 41 ULCA Hotspot Linearity Data

LTE Band 41 PC3 |LTE Band 41 PC2
Maximum Allowed Output Power (dBm) 23.0 24.6
Measured Output Power (dBm) 21.55 23.50
Measured SAR (W/kg) 0.757 0.789
Measured Power (mW) 142.89 223.87
Duty Cycle 63.3% 43.3%
Frame Averaged Output Power (mW) 90.45 96.94
% deviation from expected linearity -2.75%

LTE B41 SAR for PC2 and PC3 Operations
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Figure 13-6
LTE Band 41 ULCA Hotspot Linearity
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Table 13-13
LTE Band 41 Phablet Linearity Data

LTE Band 41 PC3 |LTE Band 41 PC2
Maximum Allowed Output Power (dBm) 23.0 24.6
Measured Output Power (dBm) 21.86 23.86
Measured SAR (W/kg) 1.720 1.720
Measured Power (mW) 153.46 243.22
Duty Cycle 63.3% 43.3%
Frame Averaged Output Power (mW) 97.14 105.31
% deviation from expected linearity -7.76%

LTE B41 SAR for PC2 and PC3 Operations
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Figure 13-7
LTE Band 41 Phablet Linearity
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Table 13-14
LTE Band 41 ULCA Phablet Linearity Data

LTE Band 41 PC3 |LTE Band 41 PC2
Maximum Allowed Output Power (dBm) 23.0 24.6
Measured Output Power (dBm) 21.53 23.70
Measured SAR (W/kg) 1.560 1.690
Measured Power (mW) 142.23 234.42
Duty Cycle 63.3% 43.3%
Frame Averaged Output Power (mW) 90.03 101.51
% deviation from expected linearity -3.91%

LTE B41 SAR for PC2 and PC3 Operations

2
18
16 P
14
o5 1.2
=
_—
2 1 @ PC2 Measured SAR
o
<08 ® PC3 Measured SAR
0.6 Linear SAR from PC3 Results
0.4
0.2
d
0
0.00 20.00 40.00 60.00 80.00 100.00 120.00
Frame - Averaged Output Power (mW)
Figure 13-8
LTE Band 41 ULCA Phablet Linearity
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14 EQUIPMENT LIST

Manufacturer Wodel Description Cal Date Cal Interval Cal Due Serial Number
fent 85944 (9Kt /A WA N/A 3051A00187
Agient 85033 aliration Kit 77772021 ‘Annual 7772022 MY53402352
fent Eaazac €56 Vector 12/14/2020 Biennial 12/14/2022 | Mva2082385
Agient 44328 E5G-D Series Signal Generator 2/24/2021 ‘Annual 2/24/2022 US40053896
Agilent N51824 MXG Vector 6/21/2021 Annual 6/21/2022 MY47420603
Agient 5182 MXG Vector 6/15/2021 Annual 6/15/2022 MY47420800
gilent 87535 S Parameter Vector T 22/2021 ‘Aol 21202022 Us39170122
jlent Essisc Test set 2/a/2021 ‘Annual 242022 6843193563
gilent N4010A i Test set A WA N/A G45170464
“Amplifier Research 155166 Amplfier cor WA ot 353317
Amplifier Research 15516 Ampifier o1 WA coT 433978
oritsu WNs1108 1/0 Adaptor cer WA ot 261747881
nritsu ML24964 Power Meter 3/3/2021 Annual 3/3/2022 130009
sy ML2496A Power Meter /2172021 ‘Al ap1202 | s |
nritsu MA24118 Pulse Power Sensor 12/18/2020 Annual 12/18/201 1126066
nritsu MAZ4116. Pulse Power Sensor 3/5/2021 Annual 3/5/2022 1207470
Anitsu MTs821C Radio C 4/16/2021 Annual 4/16/2022 6200901190
Anitsu MT8821C Radio 7/18/2021 Amnual 7/18/2022 6262150047
Anritsu MA241068 UsB Power Sensor 32/2021 ‘Aol 3/2/2022 1345505
Anritsu MA24106A USB Power Sensor 6/23/2021 Amnval | 6/20/2022 1349513
COMTech ARB5729°5 i i i MIS5A00-009
coMmTECH AR85729°5/57598 cor WA cor M3W1A00-1002
Control Company. 4352 Long Stem Thermometer 1/24/2020 Biennia 1/24/2022 200043588
Control Company. w352 Long Stem Thermometer 5/16/2020 Biennia 5/16/2022 200254504
Control Company. 4040 “Therm/ Clock/ Humidity Monitor 3/6/2020 Biennia 3/6/2022 200170296
Control Company. 2040 “Therm./ Clock/ Humidity Monitor 3/6/2020 Biennia 3/6/2022 200170313
Insize 1108150 igital Caliper 1/17/2020 Biennia 1/17/2022 409193536
ntelligent Weigh PD-3000 Electronic Balance cBT WA BT 11081534
Inteligent Welghing PD-3000 Electronic Balance car WA car 120405017
Keysight 7720 ot WA coT MY52180215
Keysight Technologies 67058 DC Power Analyzer 5/5/2021 Triennial 5/5/2024 MY53004059
Keysight Technologies N3020A 2/24/2021 ‘Annual 2/24/2022 MY48010233
wcr BW-NGWS T 68 Attenuator < WA <
MiniCircults VLF-6000+ Low Pass Filter c WA G /A
WiniCircuits SLP-2400+ Low Pass ilter 5 WA c 8979500903
Mini-Circuits BW-N20WS+ DC to 18 G Precision Fixed 20 d Attenuator < WA [ N/A
i NLP-1200+ Low Pass it DC to 1000 MHz c WA G /A
NLP-2950+ Low Pass Fiter DC to 2700 M < WA g WA
BW-N20WS Power Attenuator 5 WA G
TVAI1a22 R Power Amp G WA &
14C6 7 oupler c WA g
BW-sW2 Attenuator (3d8) G WA c
47723 ttenuator (3d8) c WA c
Pasternad PE2208-6 G WA G
Pasternack PE2205-10 ® WA et
Pasternad NC100 orque Wrench 12/1/2020 Annual 12/1/2021
Pasternach NC100 orque 8/4/2020 Biennial 8/4/2022
o NC100 Toraue Wrench (8in-1bs) 8/5/2020 Biennial 8/5/2022
NRP505 3-Path Dipole Power Sensor 5/7/2021 Annual 5/7/2022
NRP8S 3 5/13/2021 Al 5/13/2022
CMW500 Tester 2/18/2021 Annual 2/18/2022
cMWS00 Radio Communication Tester 1/19/2021 ol 1/19/2022
M50 Tester 3/22/2001 nual 3/22/202
CMW500 Tester 2/10/2021 ol 2/10/2022
NRP8S 3 Path Dipole Power Sensor 3/24/2021 nual 3/24/2022
NRP505 3/24/2021 nnual 3/24/2022
Seekonk NC-100 Torque Wrench 8/5/2020 Biennial 8/5/2022
Seekonk NC100 Torque Wrench (8" 1b) 8/4/2020 Biennial 8/2/2022
Seckonk Inc NC100 ) 8/4/2020 Biennial 8/4/2022
PEAG D750v3 750 MHz SAR Dipole 3/16/2020 Biennial 3/16/2022
PEAG o750V 750 Mriz SAR Dipole 3/5/2021 ‘Annual 3/5/2022
PEAG D750V 750 MHz SAR Dipole 10/19/2018 Triennial 10/19/2021
PEAG D750V 750 Mrz SAR Dipole 5/11/2021 Annual 5/11/2022
PEAG 750v3 750 MHZ SAR Dipole 2/17/2021 Annual 2/17/2022
PEAG D835V 835 Mrz SAR Dipole 1/21/2021 ‘Annual 1/21/2022
D835V "Mtz SAR Dipols 4/15/2021 ‘Aol 4/15/2022
Da35v2 835 MHz SAR Dipole 5/11/2021 Annual 5/11/2022
D1750v2 1750 MHz 5AR Dipole. 5/12/2020 Biennial 5/12/2022
D1750v2 1750 MHz SAR Dipole. 10/22/2018 Triennial 10/22/2021
D1900v2 1900 MHz SAR Dipole. 10/23/2018 Triennial 10/23/2021
D1900v2 1900 WiHz SAR Dipole 10/22/2021 Annual 10/22/2022
D1900v2 1900 MHz SAR Dipole. 2/21/2019 Triennial 2/21/2022
D1900v2 1900 MHz SAR Dipole. 9/21/2021 ‘Aol 5/21/2022
D2300v2 2300 MHz SAR Dipole. 6/3/2021 ‘Annual 6/3/2022
D2300v2 2300 MHz SAR Dipole. 8/18/2021 ‘Annual 8/18/2022
P 245072 2450 MHz SAR Dipole’ 1/19/2021 Annual 1/19/2022
P D2850v2 2450 MHz SAR Dipole 9/9/2020 Biennial 9/9/2022
D2as0v2 2450 MHz SAR Dipole. 8/18/2021 il 8/18/2022
D2s50v2 2450 MHz SAR Dipole. 2/8/2021 nual 2/8/2022
D2as0v2 2450 MHz SAR Dipole. 5/12/2021 ol 5/12/2022
D2600v2 2600 MHz SAR Dipole 4/14/2021 nual 4/14/2022
D2600v2 2600 MHz SAR Dipole. 11/12/2019 iennial 11/12/2021
PEA D3500v2 3500 MHz SAR Dipole. 1/19/2021 ‘Annual 1/19/2022
P D3500v2 3500 MHz SAR Dipole. 1/21/2020 Biennial 1/21/2022
D3700v2 3700 MHz SAR Dipole. 1/21/2020 iennial 1/21/2022
D3700v2 3700 MHz SAR Dipole. 1/18/2021 nnual 1/19/2022
D3900v2 3900 MHz SAR Dipole. 10/9/2020 ennial 10/9/2022
PEAG D3900v2 3900 MHz SAR Dipole 6/10/2021 nual 6/10/2022
D5GHzV2 5 GHa SAR Digole 1/20/2021 nual 1/20/2022
PEAG DSGHzV2 5 Gz SAR Dipol 5/15/2021 ‘Annual 5/15/2022
PEAG DAEL 5/11/2021 Annual 5/11/2022
AE 3/18/2021 ol 3/18/2022
AES v 10/16/2020 nual 10/16/2021
AEL 6/15/2021 ol 6/15/2022
AR 8/3/2021 nual 8/3/2022
AEL 4/7/2021 vl 4/7/2022
AE 3/10/2021 ol 3/10/2022
AL 12/7/2020 nual 12/1/2021
AE 7/13/2021 ol 7/13/2022
AES v 6/21/2021 nnual 6/21/2022
AEL 6/22/2021 ol 6/22/2022
AER 6/21/2021 Annual 6/21/2022
AE 11/6/2020 Annual 11/6/2021
DAEd 4/9/2021 ‘Al 4/5/2022
DAES 3/1/2021 Annual 3/1/2022
DAEa 8/16/2021 ‘Al 8/16/2022
DAK3S Dielectric Parameter Probes 12/3/2020 Annual 12/9/2021
MAA I /A WA N/A
PEA Ex30v4 SAR Probe 5/18/2021 Al 5/18/2022
PE; BXGOVA SAR Probe 4/19/2021 Annual 4/19/2022
B30V SAR Probe 7/20/2021 ol 7/20/2022
BX30V: SAR Probe 6/21/2021 nual 6/21/2022
EX30V: SAR Probe 7/20/2021 ol 7/20/2022
EX30V: SAR Probe 3/16/2021 nual 3/16/2022
EX30V: SAR Probe 10/20/2020 nual 10/20/2021
PEA Ex30va SAR Probe 10/20/2020 ‘Al 10/20/2021
PEA BG4 SAR Probe 6/28/2021 Annual 6/28/2022
SPEAG £x30va SAR Probe 8/5/2021 ‘Al 8/5/2022
PEA x30va SAR Probe 12/11/2020 Al 12/11/2021
Ex30v4 SAR Probe 9/20/2021 il 9/20/2022 7552
x30v4 SAR Probe 6/29/2021 nnual 6/25/2022 7659
£X30v4 SAR Probe 11/12/2020 nual 11/12/2001 7565
B304 SAR Probe 4/16/2021 nual 4/16/2022 7402
£XG0V4 SAR Probe 3/3/2021 nual 3/3/2022 7637
BXGV4 SAR Probe 8/5/2021 nnual 6/28/2022 7661

Note: CBT (Calibrated Before Testing). Prior to testing, the measurement paths containing a cable, amplifier, attenuator, coupler or filter were
connected to a calibrated source (i.e. a signal generator) to determine the losses of the measurement path. The power meter offset was then
adjusted to compensate for the measurement system losses. This level offset is stored within the power meter before measurements are
made. This calibration verification procedure applies to the system verification and output power measurements. The calibrated reading is
then taken directly from the power meter after compensation of the losses for all final power measurements.

Note: All equipment was used solely within its respective calibration period.
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15

MEASUREMENT UNCERTAINTIES

a b c d e= f g h= i = k
f(d,k) cxfle | cxgle
IEEE Tol. Prob. G G gm 10gms
Uncertainty Component JéSEiB (= %) Dist. | Div. 1gm | 10 gms u; u; z
=% | =%
Measurement System
Probe Calibration E.2.1 7 N 1 1 1 7.0 7.0 o
Axial Isotropy E.2.2| 0.25 N 1 0.7 0.7 0.2 0.2 e
Hemishperical Isotropy E.2.21 1.3 N 1 0.7 0.7 0.9 0.9 o
Boundary Effect E.2.3 2 R [1.732 1 1 1.2 1.2 oo
Linearity E.2.4| 0.3 N 1 1 1 0.3 0.3 w0
System Detection Limits E.2.4| 0.25 R 11.732 1 1 0.1 0.1 e
Modulation Response E.2.5| 4.8 R [1.732 1 1 2.8 2.8 w0
Readout Electronics E.2.6| 0.3 N 1 1 1 0.3 0.3 o0
Response Time E.2.7] 0.8 R 11.732 1 1 0.5 0.5 ©
Integration Time E.2.8| 2.6 R 11.732 1 1 1.5 1.5 e
RF Ambient Conditions - Noise E.6.1 3 R |1.732 1 1 1.7 1.7 o0
RF Ambient Conditions - Reflections E.6.1 3 R |1.732 1 1 1.7 1.7 o
Probe Positioner Mechanical Tolerance E6.2| 0.8 R |1.732 1 1 0.5 0.5 o0
Probe Positioning w/ respect to Phantom E.6.3| 6.7 R [1.732 1 1 3.9 3.9 oo
fg:r&z?(l‘a’g/(\)g,g\:\;(lal:g;)iljr’:lon & Integration algorithms E5 4 R 11.732 1 1 23 23 w
Test Sample Related
Test Sample Positioning E.4.2| 3.12 N 1 1 1 3.1 3.1 35
Device Holder Uncertainty E4.1] 1.67 N 1 1 1 1.7 1.7
Output Power Variation - SAR drift measurement E.2.9 5 R [1.732 1 1 2.9 2.9 oo
SAR Scaling E.6.5 0 R [1.732 1 1 0.0 0.0 w0
Phantom & Tissue Parameters
Phantom Uncertainty (Shape & Thickness tolerances) |E.3.1| 7.6 R | 173 ] 1.0 1.0 4.4 4.4 ©
Liquid Conductivity - measurement uncertainty E.3.3| 4.3 N 1 0.78 | 0.71 3.3 3.0 | 76
Liquid Permittivity - measurement uncertainty E.3.3| 4.2 N 1 0.23 | 0.26 1.0 1.1 75
Liquid Conductivity - Temperature Uncertainty E3.4] 3.4 R [1.732| 0.78 | 0.71 1.5 1.4 o0
Liquid Permittivity - Temperature Unceritainty E.3.4| 0.6 R 11.732| 0.23 | 0.26 0.1 0.1 ©
Liquid Conductivity - deviation from target values E.3.2] 5.0 R | 1.73 | 0.64 | 0.43 1.8 1.2 ©
Liquid Permittivity - deviation from target values E.3.2( 5.0 R | 1.73 | 0.60 | 0.49 1.7 1.4 w0
Combined Standard Uncertainty (k=1) RSS 12.2 12.0 [ 191
Expanded Uncertainty k=2 24.4 24.0

(95% CONFIDENCE LEVEL)

The above measurement uncertainties are according to IEEE Std. 1528-2013
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16 CONCLUSION

16.1 Measurement Conclusion

The SAR evaluation indicates that the EUT complies with the RF radiation exposure limits of the FCC and
Innovation, Science, and Economic Development Canada, with respect to all parameters subject to this test.
These measurements were taken to simulate the RF effects of RF exposure under worst-case conditions. Precise
laboratory measures were taken to assure repeatability of the tests. The results and statements relate only to the
item(s) tested.

Please note that the absorption and distribution of electromagnetic energy in the body are very complex
phenomena that depend on the mass, shape, and size of the body, the orientation of the body with respect to the
field vectors, and the electrical properties of both the body and the environment. Other variables that may play a
substantial role in possible biological effects are those that characterize the environment (e.g. ambient
temperature, air velocity, relative humidity, and body insulation) and those that characterize the individual (e.qg.
age, gender, activity level, debilitation, or disease). Because various factors may interact with one another to vary
the specific biological outcome of an exposure to electromagnetic fields, any protection guide should consider
maximal amplification of biological effects as a result of field-body interactions, environmental conditions, and
physiological variables. [3]
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