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Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
80 Hor t SWT: 23.4ms
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Plot 7-364. Radiated Spurious Plot above 26.5GHz (Dual Band Simult. Tx)
Distance .
Frequency Antgnna Tur.ntable Analyzer AFCL | Correction Field Limit Margin
[MHZ] Detector | Height | Azimuth Level [dB/m] Factor Strength [dBuvim]| [dB]
[cm] [degree] | [dBm] %CB? [dBuV/m] H
*[ 1201.00 Avg - - -77.83 -2.06 0.00 27.11 53.98 -26.87
*|1201.00 Peak - - -65.20 -2.06 0.00 39.74 73.98 -34.24
*|  4839.00 Avg 310 174 -74.58 19.99 0.00 52.41 53.98 -1.57
*|  4839.00 Peak 310 174 -64.39 19.99 0.00 62.60 73.98 -11.38
*|  8477.00 Avg - - -83.72 16.34 0.00 39.62 53.98 -14.36
*| 8477.00 Peak - - -70.52 16.34 0.00 52.82 73.98 -21.16
9713.00 Avg - - -84.72 19.43 0.00 41.71 53.98 -12.27
9713.00 Peak - - -71.40 19.43 0.00 55.03 73.98 -18.95
*| 20627.00 Avg - - -65.53 3.28 -9.54 35.20 53.98 -18.78
*| 20627.00 Peak - - -53.84 3.28 -9.54 46.90 73.98 -27.08
Table 7-44. Radiated Measurements (Dual Band Simult. Tx)
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6.6.3 MIMO Radiated Band Edge Measurements (20MHz BW)
§15.407(b.1)(b.2) §15.205 §15.209; RSS-Gen [8.9]

Worst Case Mode: 802.11ac
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 5180MHz
Channel: 36
Trace: Av_era e RBWE 100 kHz Channel Power
PASS gareconi vaw ooz 51%% aBuvim
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o
o
g 60 A
40 B e I e S b P e STl e 2 et e
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Frequency (MHz)

Plot 7-365. Radiated Lower Band Edge Plot MIMO
(Average — UNIl Band 1)

Worst Case Mode:

Worst Case Transfer Rate:
Distance of Measurements:
Operating Frequency:
Channel:

802.11n
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64

Trace: Average RBWE 1 MHz 5350.38 MHz
PASS Detector R S VB\N;;DM#SZ 45.39 dBpV/m
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Frequency (MHz)

Plot 7-367. Radiated Upper Band Edge Plot MIMO
(Average — UNIl Band 2A)

PASS Trace: MaxHold RBW: 1 MHz 5149.2 MHz
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Plot 7-366. Radiated Lower Band Edge Plot MIMO
(Peak — UNII Band 1)

PASS Trace: MaxHold RBW: 1 MHz 5353.31 MHz

Detector Peak  VBW: 3 MHz
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Plot 7-368. Radiated Upper Band Edge Plot MIMO
(Peak — UNII Band 2A)
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Worst Case Mode: 802.11ac
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 5500MHz
Channel: 100
Trace: Average  RBW: 1 MHz 5459.56 MHz Trace: MaxHold ~ RBW: 1 MHz 5468.64 MHz
PASS GRsaifif Wi aME 45764 dsuvim PASS gicslr W aE  olsi dsuvim
120 1401
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Plot 7-369. Radiated Lower Band Edge Plot MIMO

(Average — UNIl Band 2C)

Worst Case Mode: 802.11n
Worst Case Transfer Rate: MCSO
Distance of Measurements: 3 Meters
Operating Frequency: 5825MHz
Channel: 165
Trace: M‘?xHoId RBWE 1 MHz 5886.29 MHz
PASS geecorress oW 3ME  75%8T GBuvim
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:%‘- 110+
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§ 90 +
g 80 1
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Frequency (MHz)

Plot 7-371. Radiated Upper Band Edge Plot MIMO
(Peak — UNII Band 3)

Plot 7-370. Radiated Lower Band Edge Plot MIMO

(Peak — UNII Band 2C)
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Worst Case Mode: 802.11ac
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 5845MHz
Channel: 169
Trace: Av_era e RBWE 1 MHz 5646.01 MHz
PASS geecoriity Yol ME 2338 duvim
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Plot 7-372. Radiated Lower Band Edge Plot MIMO

Frequency (MHz)

(Average — UNIl Band 4)

Worst Case Mode: 802.11ac
Worst Case Transfer Rate: MCSO
Distance of Measurements: 3 Meters
Operating Frequency: 5885MHz
Channel: 177
Trace: Average RBW: 1 MHz 5895.12 MHZ
PASS geecoriife yair 3w 82.02 dBuV/m
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Plot 7-374. Radiated Upper Band Edge Plot MIMO

(Average — UNII Band 4)

Field Strength (dBuV/m)
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Plot 7-373. Radiated Lower Band Edge Plot MIMO
(Peak — UNII Band 4)
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Plot 7-375. Radiated Upper Band Edge Plot MIMO
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6.6.4 MIMO Radiated Band Edge Measurements (40MHz BW)
§15.407(b.1)(b.2) §15.205 §15.209; RSS-Gen [8.9]

Worst Case Mode: 802.11ac
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 5190MHz
Channel: 38
Tr A RBW: 1 MH Tr MaxHold RBW: 1 MH.
PASS |:>rr§tceect:§'errlaéE vew: SDM'#; g%.‘l297'4dn84|_|:|\§/m PASS l:)rgtct-.?ctora);’egk v&v“\{zsmgé gtllélgizdﬁBwvlﬁﬂ
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Plot 7-376. Radiated Lower Band Edge Plot MIMO

Frequency (MHz)

(Average — UNIl Band 1)
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Plot 7-377. Radiated Lower Band Edge Plot MIMO

(Peak — UNII Band 1)

Worst Case Mode: 802.11ac
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 5310MHz
Channel: 62
Trace: Average RBW: 1 MHz Trace: MaxHo\d RBW 1 MHz
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Plot 7-378. Radiated Upper Band Edge Plot MIMO

Frequency (MHz)

(Average — UNIl Band 2A)
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Plot 7-379. Radiated Upper Band Edge Plot MIMO

(Peak — UNII Band 2A)
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Worst Case Mode: 802.11ac
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters

Operating Frequency: 5510MHz
Channel: 102
Trace: Average RBW: 1 MHz 5459.96 MHZ Trace: MaxHold RBW: 1 MHz 5468.42 MHZ
PASS Detector: RMS VW 3 Mz 30.06 dBLV/m PASS Defectar: Peak  VEW: 3 MHz 65.39 dBpV/m
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Plot 7-380. Radiated Lower Band Edge Plot MIMO Plot 7-381. Radiated Lower Band Edge Plot MIMO
(Average — UNIl Band 2C) (Peak — UNII Band 2C)
Worst Case Mode: 802.11n
Worst Case Transfer Rate: MCSO
Distance of Measurements: 3 Meters
Operating Frequency: 5795MHz
Channel: 159
Trace: MaxHoId RBWE 1 MHz 5928.46 MHZ
PASS geecoifea vowsw: 2465 dbyivim
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Plot 7-382. Radiated Upper Band Edge Plot MIMO
(Peak — UNII Band 3)
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Worst Case Mode: 802.11ax
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 5835MHz
Channel: 167
Trace: Avera e RBW: 1 MHz 5649.7 MHz Trace: MaxHold ~ RBW: 1 MHz 5638.64 MHz
PASS Detectory Ry, YR 3z 43.6 dBuV/m PASS getectorbeaic vow 3wz 55.78 dBuV/m
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Plot 7-383. Radiated Lower Band Edge Plot MIMO
(Average — UNIl Band 4)
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Plot 7-385. Radiated Upper Band Edge Plot MIMO
(Average — UNIl Band 4)
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Plot 7-384. Radiated Lower Band Edge Plot MIMO
(Peak — UNII Band 4)

Trace: MaxHold  RBW: 100 kHz
PASS Dot reakc Wi 300 kn;  Ghannel Power
Offset: 10.2 dB

SWT: 20 ms 78.77 dBuV/m
140 1
E
3 120
[=5]
2
=
5 100
c
u
@
2 B0
i WMW‘*WMMWW
HRNAAN i)
60 1

T T T T T T T T
5894.55894.7 5894.9 5895.2 5895.4 5895.6 5895.8 5896.15896.35896.5
Frequency (MHz)

Plot 7-386. Radiated Upper Band Edge Plot MIMO
(Peak — UNII Band 4)
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6.6.5 MIMO Radiated Band Edge Measurements (80MHz BW)

§15.407(b.1)(b.2) §15.205 §15.209; RSS-Gen [8.9]

Worst Case Mode:

Worst Case Transfer Rate:
Distance of Measurements:
Operating Frequency:

Channel:

RBW: 1 MHz
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MCSO
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5210MHz
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Plot 7-387. Radiated Lower Band Edge Plot MIMO

Frequency (MHz)

(Average — UNIl Band 1)

Worst Case Mode: 802.11ac
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 5290MHz
Channel: 58
Tr A RBW: 1 MH
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Plot 7-388. Radiated Lower Band Edge Plot MIMO
(Peak — UNII Band 1)
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Plot 7-389. Radiated Upper Band Edge Plot MIMO

Frequency (MHz)

(Average — UNIl Band 2A)
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Plot 7-390. Radiated Upper Band Edge Plot MIMO
(Peak — UNII Band 2A)
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Worst Case Mode: 802.11ac
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 5530MHz
Channel: 106
Trace: A\.'_era e RBWE 1 MHz 5459,22 MHz Trace: Me_ano\d RBWE 1 MHz 5469.89 MHz
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Plot 7-391. Radiated Lower Band Edge Plot MIMO
(Average — UNIl Band 2C)

Worst Case Mode:

Worst Case Transfer Rate:
Distance of Measurements:

Operating Frequency:
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Trace: MaxHold
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Plot 7-393. Radiated Upper Band Edge Plot MIMO

(Peak — UNII Band 3)

Frequency (MHz)

Plot 7-392. Radiated Lower Band Edge Plot MIMO
(Peak — UNII Band 2C)
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Worst Case Mode: 802.11ax
Worst Case Transfer Rate: MCSO
Distance of Measurements: 3 Meters
Operating Frequency: 5855MHz
Channel: 171
Trace: Avera e RBWE 1 MHz 5649.23 MHz
PASS giecopiiy wewsiis 2355 dBuvim
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Plot 7-394. Radiated Lower Band Edge Plot MIMO
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(Average — UNII Band 4)
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Plot 7-396. Radiated Upper Band Edge Plot MIMO
(Average — UNII Band 4)
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Plot 7-395. Radiated Lower Band Edge Plot MIMO

(Peak — UNII Band 4)
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Plot 7-397. Radiated Upper Band Edge Plot MIMO
(Peak — UNII Band 4)
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6.6.6 MIMO Radiated Band Edge Measurements (160MHz BW)

Worst Case Mode: 802.11ax
Worst Case Transfer Rate: MCSO
Distance of Measurements: 3 Meters
Operating Frequency: 5250MHz
Channel: 50
Trace: Avera e RBWE 1 MHz 5148.25 MHz Trace: MaxHold RBW;lMHz 5075.33 MHz
PASS geiecior it you i 50.64 dBpV/m PASS geecorkes yau: 3t 64.31 dBuV/m
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Plot 7-398. Radiated Lower Band Edge Plot MIMO

(Average — UNIl Band 1)
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Plot 7-399. Radiated Lower Band Edge Plot MIMO

(Peak — UNII Band 1)

Worst Case Mode: 802.11ax
Worst Case Transfer Rate: MCSO
Distance of Measurements: 3 Meters
Operating Frequency: 5250MHz
Channel: 50
Trace: Av_era e RBWE 100 kHz Channel Power Trace: Me_ano\d RBWE 1 MHz 5404.2 MHz
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Plot 7-400. Radiated Upper Band Edge Plot MIMO

(Average — UNIl Band 2A)
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Plot 7-401. Radiated Upper Band Edge Plot MIMO
(Peak — UNII Band 2A)
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Worst Case Mode: 802.11ax
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 5570MHz
Channel: 114
Trace: Av_era e RBWE 1 MHz 5385.71 MHz
PASS O is s St 2o me 47.7 dBuV/m
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Plot 7-402. Radiated Lower Band Edge Plot MIMO

Frequency (MHz)

(Average — UNIl Band 2C)

Worst Case Mode: 802.11ax
Worst Case Transfer Rate: MCSO
Distance of Measurements: 3 Meters
Operating Frequency: 5815MHz
Channel: 163
Trace: Average RBW: 1 MHz
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Plot 7-404. Radiated Lower Band Edge Plot MIMO
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Plot 7-403. Radiated Lower Band Edge Plot MIMO
(Peak — UNII Band 2C)

Trace: MaxHold RBW: 1 MHz 5628.51 MHz
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Plot 7-406. Radiated Lower Band Edge Plot MIMO
(Peak — UNII Band 4)
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Worst Case Mode: 802.11ax
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters
Operating Frequency: 5815MHz
Channel: 163
ASS Trace: MaxHold RBW: 1 MHz 5972.95 MHz
Detector: Peak  VBW: 3 MHz
P Offset: 16.1dB __SWT: 20 ms 48.7 dBuv/m PASS Trace: Maxtold REW: 1 MHz 6016.88 MHz
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Plot 7-405. Radiated Upper Band Edge Plot MIMO
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Plot 7-407. Radiated Lower Band Edge Plot MIMO
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7.7  Radiated Spurious Emissions Measurements — Below 1GHz

§15.209; RSS-Gen [8.9]

Test Overview and Limit

All out of band radiated spurious emissions are measured with a spectrum analyzer connected to a receive
antenna while the EUT is operating at its maximum duty cycle, at maximum power, and at the appropriate
frequencies. All data rates and modes were investigated for radiated spurious emissions. Only the radiated
emissions of the configuration that produced the worst case emissions are reported in this section.

All out of band emissions appearing in a restricted band as specified in Section 15.205 of the Title 47 CFR
and Table 6 of RSS-Gen (8.10) must not exceed the limits shown in Table 7-45 per Section 15.209 and

RSS-Gen (8.9).

Field Strength

Measured Distance

Frequency [pV/m] [Meters]
0.009 — 0.490 MHz 2400/F (kHz) 300
0.490 - 1.705 MHz 24000/F (kHz) 30
1.705 - 30.00 MHz 30 30
30.00 — 88.00 MHz 100 3
88.00 — 216.0 MHz 150 3
216.0 — 960.0 MHz 200 3
Above 960.0 MHz 500 3

Test Procedures Used

ANSI C63.10-2013

Test Settings

Table 7-45. Radiated Limits

Quasi-Peak Field Strength Measurements

Detector = quasi-peak
Sweep time = auto couple
Trace mode = max hold

S e o

Trace was allowed to stabilize

Analyzer center frequency was set to the frequency of the radiated spurious emission of interest
RBW = 120kHz (for emissions from 30MHz — 1GHz)
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Test Setup

The EUT and measurement equipment were set up as shown in the diagrams below.

or O_ T
1

turntable
a.8m antenna mast
1
3m
Figure 7-6. Radiated Test Setup < 30MHz
Imto 4m
EUT
antenna rmast
turntable
0.8m
1
I 3m
Figure 7-7. Radiated Test Setup < 1GHz
MEASUREMENT REPORT Approved by:
FCC ID: A3LSMS918U
(CERTIFICATION) Technical Manager
TestR t SIN: Test Dates: EUTT :
est Repor est bates ype Page 241 of 257
1M2209010098-16.A3L 09/08 - 11/08/2022 Portable Handset
V9.0 02/01/2019

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
written permission from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact

ct.info@element.com.




@ clement

Test Notes

1. All emissions lying in restricted bands specified in §15.205 and RSS-Gen (8.10) are below the limit shown

in Table 7-45.

The broadband receive antenna is manipulated through vertical and horizontal polarizations during the
tests. The EUT is manipulated through three orthogonal planes.

This unit was tested with its standard battery.

The spectrum is investigated using a peak detector and final measurements are recorded using CISPR
guasi peak detector. The worst-case emissions are reported however emissions whose levels were not
within 20dB of the respective limits were not reported.

Emissions were measured at a 3 meter test distance.

Emissions are investigated while operating on the center channel of the mode, band, and modulation that
produced the worst case results during the transmitter spurious emissions testing.

No spurious emissions were detected within 20dB of the limit below 30MHz.

The results recorded using the broadband antenna is known to correlate with the results obtained by
using a tuned dipole with an acceptable degree of accuracy. The VSWR for the measurement antenna
was found to be less than 2:1.

The wide spectrum spurious emissions plots shown on the following pages are used only for the purpose
of emission identification. There were no emissions detected in the 30MHz — 1GHz frequency range, as

shown in the subsequent plots.
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MIMO Radiated Spurious Emissions Measurements (Below 1GHz)
§15.209; RSS-Gen [8.9]

Trace: MaxHold RBW: 100 kHz
Detector: Peak VBW: 300 kHz
80 yrizonta SWT: 100.0ms
70 1
E
%‘_ 60 1
5 50
S . i
© 40 I )
% 30 1 , ‘
- 20 1
10 T T T T
30 50 100 300 500 1000
Frequency (MHz)
Plot 7-408. Radiated Spurious Plot below 1GHz MIMO (802.11a — U3 Ch. 157)
STy Ant. Antgnna Turptable Analyzer AFCL Field Limit el
[MHzZ] Detector | Pol. Height | Azimuth Level [dB/m] Strength [dBuVim]| [dB]
[HV] | [em] | [degree] | [dBm] [dBuV/m] |7
751.76 Peak H 358 318 -95.43 29.66 41.23 46.02 -4.79

Table 7-46. Radiated Spurious Emissions below 1GHz MIMO
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Simultaneous Tx Radiated Spurious Emissions Measurements (Below 1GHz)
§15.209; RSS-Gen [8.9]

Trace: MaxHold RBW: 100 kHz
Detector: Peak VBW: 300 kHz
Horizontal SWT: 19.5ms
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Plot 7-409. Radiated Spurious Plot below 1GHz (Dual Band Simult. Tx)
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7.8 Line-Conducted Test Data
§15.407; RSS-Gen [8.8]

Test Overview and Limit

All AC line conducted spurious emissions are measured with a receiver connected to a grounded LISN while the
EUT is operating at its maximum duty cycle, at maximum power, and at the appropriate frequencies. All data rates
and modes were investigated for conducted spurious emissions. Only the conducted emissions of the

configuration that produced the worst case emissions are reported in this section.

All conducted emissions must not exceed the limits shown in the table below, per Section 15.207 and

RSS-Gen (8.8).

Frequency of emission Conducted Limit (dBuV)
lnzZ) Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
05-5 56 46
5-30 60 50

Table 7-47. Conducted Limits
*Decreases with the logarithm of the frequency.

Test Procedures Used

ANSI C63.10-2013, Section 6.2

Test Settings

Quasi-Peak Field Strength Measurements

RBW = 9kHz (for emissions from 150kHz — 30MHZz)
Detector = quasi-peak

Sweep time = auto couple

Trace mode = max hold

o g > 0w N PE

Trace was allowed to stabilize

Average Field Strength Measurements

RBW = 9kHz (for emissions from 150kHz — 30MHZz)
Detector = RMS
Sweep time = auto couple

Trace mode = max hold

o g k> 0w NP

Trace was allowed to stabilize

Analyzer center frequency was set to the frequency of the spurious emission of interest

Analyzer center frequency was set to the frequency of the spurious emission of interest
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Test Setup

The EUT and measurement equipment were set up as shown in the diagram below.

trawel
adapter

Tmx15m 10em
nonconducting platfarm

1m
extender cahle

a0 cm

LISM

reference ground plane

Figure 7-8. Test Instrument & Measurement Setup
Test Notes

1. All modes of operation were investigated and the worst-case emissions are reported using mid channel.
The emissions found were not affected by the choice of channel used during testing.

The limit for an intentional radiator from 150kHz to 30MHz are specified in 15.207 and RSS-Gen (8.8).

Corr. (dB) = Cable loss (dB) + LISN insertion factor (dB)

QP/AV Level (dBuV) = QP/AV Analyzer/Receiver Level (dBuV) + Corr. (dB)

Margin (dB) = QP/AV Limit (dBuV) - QP/AV Level (dBuV)

Traces shown in plot are made using a peak detector.

N o o kw0

Deviations to the Specifications: None.
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s Keysight EMI Receiver - Frequency Scan ===
RL RF PRESEL | 50 @/MDC | CORREC [ SENSE:INT] ] ALIGN AUTO | 11:52:44 AM Nov 04, 2022
Freq (Meters) 28.632092 MHz FREQUENCY SCAN Scan TRACE
CISPR NFE Discrete 50 s R
Scan-Search-Meas Atten: 10 dB Free Run DET

il Ml .
T
I

Stop 30 MHz
VBW 90 kHz Dwell Time 96.07 s (# 4 kHz)

8IG TRC FREQ QPDAMPTD AVGAMPTD OFF QPDLL1A AGLL2A OFF COMPOSITEAMPCOR  *

W1 [7.5855MHz [39.764dBuV (35228 BWV [ [-20.236dB [-14772dB [~  |0.260dB |
2 [W[1 [84294 MHz [40.142dBuV [37.192dBwV |-  |-19.858dB [-12808dB |-  [0.212dB |
3 |W[1 [8.5454 MHz [40.790dBuV_ [36.918dBWV |-  |-19210dB [-13.082dB |-  [0.507dB |
4 [W[1 [8.7734 MHz [41.449dBuV _ |37.502dBWV |-  [-18551dB [-12.498dB |-  [0.445dB |
5 |W[1 [BB161MHz [41.070dBuV [37.133dBuV |-  |-18930dB [-12867dB |-  [0.326dB |
6 |W[1 [8.9574 MHz [41.008dBuV_[37.319dBuV |-  |-18.092dB [12681dB |-  [0440dB M
< >

MSG sTatus ¢ DC Coupled

Plot 7-410. Line Conducted Plot with 802.11a UNIl Band 1 (L1)

s Keysight EMI Receiver - Frequency Scan

[ sEnsE:INT] [ ALIGN AUTO |
FREQUENCY SCAN Scan
5/5

Discrete ()
Scan Search-Meas Atten: 10 dB Free Run

10 dBrdiv Ref 96.99 dBUYV

T m 1||'l
Ihh "

VBW 90 kHz

SIG TRC FREQ QPDAMPTD AVGAMPTD OFF QPDLL1A AVGLLZ2A OFF COMPOSITEAMPCOR  ~

1 [W[1 [7.3535 MHz [35.421dBuV  |31.914dBwV |-  |.24579dB |-18.086dB |-  [0499dB |

2 |W[1 [7.5615MHz [35688dBuV |31.352dBuV |-  |-24312dB [18.648dB |-  [0.570dB |

3_|W[1 [7.9015MHz [35952dBuV |32737dBuV |-  |-24.048dB [17.263dB |-  [0463dB |
8.3330 MHz [36.429dBuV  [32567dBuY |~  |-23571dB [-17.443dB |

1 | .- o
5 |W|1 |8.7064 MHz [37.038dBuV__|33.844dBuV _|— | 22062dB |16456dB |— |0
(6 W1 [9.0614 MHz [35609 dBuV |31.662dBuV [--  [-24.391dB [-18338dB |- |

Plot 7-411. Line Conducted Plot with 802.11a UNII Band 1 (N)

MSG sTaTus| 1 DC Coupled
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s Keysight EMI Receiver - Frequency Scan
RL RF PRESEL | 50 CORREC [ sEnsE:INT] | ALIGN AUTO |

Freq (Meters) 28.632092 MHz FREQUENCY SCAN Scan
CISPR NFE Discrete () 55
Scan-Search-Meas Atten: 10 dB Free Run

rwy
VBT YT s Y
A it e I "

NI

VBW 90 kHz

SIG TRC FREQ QPDAMPTD AVGAMPTD OFF QPDLL1A AVGLLZ2A OFF COMPOSITEAMPCOR  ~

W[1 |7.4616 MHz [39.787 dBuV  [35802dBuV [~ [-20.213dB [-14.198dB [~  |0.345dB |
2 |W[1 [7.6146 MHz [39.685dBuV _ |36.243dBuV |-  |-20315dB [13.757dB |-  [0.275dB |
'3 |W[1 [B.5570 MHz [41.000dBuV [38.051dBWV |-  |-19.000dB [-11949dB |-  [0606dB |
|1 |86774MHz [40.993dBuYV [36983dBWV |-  [19.007dB [-13.017dB |- 0.

8. X
9.1806 MHz [39.133dBuV__ [35.255dBuV |-  |-20.867dB _|-14.745 dB

b (K
o]

STATUS| ! DC Coupled

Plot 7-412. Line Conducted Plot with 802.11a UNIl Band 2A (L1)

[ SENSEINT] [ ALIGN AUTO |
Freq (Meters) 28.632 FREQUENCY SCAN Scan
CISPR NFE Discrete () 55
Scan-Search-Meas Atten: 10 dB Free Run

10 dBrdiv Ref 96.99 dBUY

|
SRS LN P TR Y PR

B A

Stop 30 MHZ
VBW 90 kHz Dwell Time 96.07 ps{# 4 kHz)

8IG TRC FREQ QPDAMPTD AVG AMPTD OFF QPDLL1A AGLL2A OFF COMPOSITEAMPCOR  »

(1 [m|1 [7.56180 MHz [36.566 dBuV [31.805dBwV |-  [-24.444dB [18.196dB |-  [0.508dB
m[1 [7.6812MHz [35.468 dBuV  [31.132dBuV |-  |-24532dB [-18868dB |-  |0.175dB

|3 [m]1 [7.90156 MHz [36.706 dBUV  [32284dBuV |-  [-24294dB |[17.716dB |-  [0.463dB
[4 |m[1 [8.8894 MHz [36.668 dBuV [33.618dBuV |-  [-23.342dB [16.382dB |-  [0.384dB
|5 [m[1 [9.1021 MHz [35.272dBuV  [31.639dBwV |-  |24728dB |-18361dB |-  |0.238dB

(6 [m[1 [9.1254 MHz [35.443dBuV _ [30991dBuV |-  [-24.557dB |-19.009 dB 0.437 dB v
< >
MSG sTaTus| 1 DC Coupled

Plot 7-413. Line Conducted Plot with 802.11a UNII Band 2A (N)
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s Keysight EMI Receiver - Frequency Scan
RL RF PRESEL | 50 CORREC [ sEnsE:INT] | ALIGN AUTO |

Freq (Meters) 28.632092 MHz FREQUENCY SCAN Scan
CISPR NFE Discrete () 55
Scan-Search-Meas Atten: 10 dB Free Run

T N
TR RPN WY i T P
et g AN
N I ol

VBW 90 kHz

SIG TRC FREQ QPDAMPTD AVGAMPTD OFF QPDLL1A AVGLLZ2A OFF COMPOSITEAMPCOR  ~

W[1 |7.44556 MHz [39.439dBuY 35567 dBuV |-  [-20.561dB [-14443dB |-  |0477dB |

CI 39.205dBpV_ [35.190dBWV [-—  [20.795dB |-14.810dB |-  [0.240dB |
'3 |W[1 [B.3535MHz [40.315dBuV  |36.352dBuV |- ~ |-19.685dB [-13.648aB |-  [0.219dB |
4 |W[1 [8.8654 MHz [41.061dBuV |37.138dBuwV |- ~ |-18939dB [-12862dB |- o
5 |W|1 [9.0623 MHz [40.695dBuV _[36.727dBuV |-  |19.305dB [13.273dB |- 0.

[1 [9.1374MHz [40.207dBuV  [37.051dBWV [~  [19.793dB [-12949dB [ |

MSG STATUS| ! DC Coupled

Plot 7-414. Line Conducted Plot with 802.11a UNIl Band 2C (L1)

s Keysight EMI Receiver - Frequency Scan =R
RL RF PRESEL | 50 @/MDC | CORREC [ SENSE:INT] I ALIGN AUTO | 11:57:09 AM Nov 04, 2022
Freq (Meters) 28.632092 MHz FREQUENCY SCAN Scan
CISPR NFE Discrete () 55
Scan-Search-Meas Atten: 10 dB Free Run

10 dBrdiv Ref 96.99 dBUY

g
TORPAI RN VR TR T
TRt T A VO TN i
I R L IR ik

Stop 30 MHZ
VBW 90 kHz Dwell Time 96.07 ps{# 4 kHz)

8IG TRC FREQ QPDAMPTD AVG AMPTD OFF QPDLL1A AGLL2A OFF COMPOSITEAMPCOR  »

(1 [m|1 [7.8735 MHz [36.581dBuV  [31.687dBuV |-  [-24419dB [18313dB |-  [0.466dB
[m[1 [7.9397 MHz [35.174dBuV_ [31.145dBuwV |-  |-24826dB |-18855dB |-  |0.286dB

3 |W[1 [B.2495MHz [35912dBuV  [33.219dBWV |-  |.24.088dB [-16781dB |-  [0567dB |
4 |W[1 85052 MHz [36.606dBuV |32474dBwV |-  |.23394dB [17.526dB |- [0435dB |
5 |W[1 [8.5974 MHz [36.899dBuV _[33679dBuV |-  |-23101dB [16321dB |-  [0.381dB |
6 [W[1 [8.9214 MHz [36.596dBUV [32812dBWV |-  |-23.404dB [-17.188dB |-~  [0.281dB M

< >

MSG STATUS| ! DC Coupled

Plot 7-415. Line Conducted Plot with 802.11a UNII Band 2C (N)

MEASUREMENT REPORT Approved by:
FCC ID: A3LSMS918U
(CERTIFICATION) Technical Manager
Test Report S/N: Test Dates: EUT Type:
Page 249 of 257
1M2209010098-16.A3L 09/08 - 11/08/2022 Portable Handset

V9.0 02/01/2019
Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
written permission from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact
ct.info@element.com.




@ clement

s Keysight EMI Receiver - Frequency Scan

[ sEnsE:INT] [ ALIGN AUTO |
FREQUENCY SCAN Scan
Discrete () 515
Scan-Search-Meas Atten: 10 dB Free Run

T
FMMMMMW Mhid,

¥t

Wy diuy

Stop 30 MHz
VBW 90 kHz Dwell Time 96,07 ps % 4 kHz)

SIG TRC FREQ QPD AMPTD A/GAMPTD QOFF QPDLL1A AVGLL2A QOFF COMPOSITEAMPCOR  ~
W[1 |7.7616 MHz [39.304dBuY  [347561dBuV |-  [-20696dB [-15249dB |-  |0159dB |
2 |W[1 [7.8815MHz [39.521dBuV _ [35713dBWV |-  |-20479dB [-14.287dB |-  [0484dB |
'3 |W[1 [B.2455MHz [40.130dBuV |36.008dBWV |-  |-19870dB [-13992dB |-  [059¢1dB |
4 |W[1 85465 MHz [40.707 dBuV  |36.979dBwV |-  |-19293dB [13.021dB |-  [0517dB |
5 |W[1 |8.8667 MHz [41.189dBuV  [36.828dBuV |-  |-18811dB [13472dB |-  [0.328dB |
6 [W[1 [8.9494 MHz [41.274dBWV [38.767dBUV |-  |-18726dB [-11.233dB |~  [0416aB M
>

<

MSG sTaTus| 1 DC Coupled

Plot 7-416. Line Conducted Plot with 802.11a UNII Band 3 (L1)

= Keysight EMI Receiver - Frequency Scan

[ SENSE:INT] [ ALIGN AUTO |
FREQUENCY SCAN Scan
NFE Discrete () 515
Scan-Search-Meas Atten: 10 dB Free Run

e
PR PYR A W-
NI g TR T
NN

Stop 30 MHZ
VBW 90 kHz Dwell Time 96.07 ps{# 4 kHz)

8IG TRC FREQ QPDAMPTD AVG AMPTD OFF QPDLL1A AGLL2A OFF COMPOSITEAMPCOR  »

[IEI[I__
[1 |8.3535MHz [36.083dBuV _ [32.407dBWV [~ [-23917dB [-17593dB [~ 0.223dB |
EI[I__

4 |W[1 [85134 MHz [36.703dBuV  [32720dBwV |-  |.23207dB [-17.280dB |

.- o
|5 |m[1 [8.5494 MHz [37.007dBuV [33.729dBuV |-  |-22993dB |-16. 271 dB |-  |o.550dB

(6 |W[1 [8.8374MHz |[37.160dBuV |34495dBWW [~ [-22.840dB [-15505dB

0.303 dB

MSG sTaTus| 1 DC Coupled

Plot 7-417. Line Conducted Plot with 802.11a UNII Band 3 (N)
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@ clement

s Keysight EMI Receiver - Frequency Scan
RL RF PRESEL | 50 CORREC [ sEnsE:INT] | ALIGN AUTO |

Freq (Meters) 28.632092 MHz FREQUENCY SCAN Scan
CISPR NFE Discrete () 55
Scan-Search-Meas Atten: 10 dB Free Run

SR TRTIST AY WT, Y T
T el W R

VBW 90 kHz

SIG TRC FREQ QPDAMPTD AVGAMPTD OFF QPDLL1A AVGLLZ2A OFF COMPOSITEAMPCOR  ~

1_|W[1 |7.7456 MHz [42.242dBuV  |38994dBwV |- ~ |-17.758dB |-11.006dB |- [0.316dB |
W1 |7.9615MHz [43.846dBuV _ [38.909dBWV [~  [16.154dB [-11.091dB |-  |0.573dB |

3 |W[1 [7.9966 MHz [43.693dBuV [41.120dBwV |-  |-16307dB [8880dB |-  [0483dB |

4 |W[1 [81295MHz [43.792dBuV  [40.771dBwV |- ~ |16208dB [9220dB |- o

5 |W[1 [8.3135MHz [43.990dBuV |41.303dBWV |-  |-16.010dB [8697dB |~ 0.

m[1 |8.4134MHz [43752dBuV  [39.035dBWV [~  [-16.248dB [-10965dB [ |

b (K
o]

STATUS| ! DC Coupled

Plot 7-418. Line Conducted Plot with 802.11a UNII Band 4 (L1)

s Keysight EMI Receiver - Frequency Scan

RL RF PRESEL [ 50 /A DC CORREC [ SENSEINT] [ ALIGN AUTO |
Freq (Meters) 28.63209 FREQUENCY SCAN Scan
CISPR NFE Discrete () 55
Scan-Search-Meas Atten: 10 dB Free Run

N I VR YT YUY oL YO
ST R AR AN L T
NI

(! Wy by

Stop 30 MHZ
VBW 90 kHz Dwell Time 96.07 ps{# 4 kHz)

8IG TRC FREQ QPDAMPTD AVG AMPTD OFF QPDLL1A AGLL2A OFF COMPOSITEAMPCOR  »

W1 [7.6520 MHz [38.337 dBuV  [34727dBwV |-  [-21.663dB [15273dB |-  [0.269dB
|2 [m[1 [7.8535MHz [39.020dByV _ [35.913dBuV_ |-—  [-20.980dB [-14.087dB |-  |0.424dB
ENCIEN

|8.2416 MHz [39.796dBuV _ [36.341dBuV |-~  [-20.206dB |-13.659dB |-  [0.621dB
[4 [m[1 [8.3311 MHz [39.908 dBuV [36.660dBuwV |-  [-20.092dB [-13.340dB |-  [0.608dB
Eu[l 8.5204 MHz [38.339dBuV_ [34181dBuV |-~  |-21.661dB [-15819dB |-  [0.364dB
- o

|8.5534 MHz [38.428dBuV _ [35.229dBuV |-  |-21.572dB [-14771dB 587 dB v
< >
MSG STATUS| ! DC Coupled

Plot 7-419. Line Conducted Plot with 802.11a UNII Band 4 (N)
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@ clement

s Keysight EMI Receiver - Frequency Scan
RL RF PRESEL | 50 CORREC [ sEnsE:INT] | ALIGN AUTO |

Freq (Meters) 28.632092 MHz FREQUENCY SCAN Scan
CISPR NFE Discrete () 55
Scan-Search-Meas Atten: 10 dB Free Run

i
EREETITT. . TR
SR P T TR T

Stop 30 MHz
VBW 90 kHz Dwell Time 96,07 ps % 4 kHz)

SIG TRC FREQ QPDAMPTD AVGAMPTD OFF QPDLL1A AVGLLZ2A OFF COMPOSITEAMPCOR  ~

[.EE 150.00 kHz |38.161dBpV  [34.620dBpV |- |.27.849dB |-21.380dB |-  [0.279dB

8.1615MHz [35.358 dBUV__ [30.919dBuV |-  |-24642dB [-19.081dB |-  |0423dB |
3 |W[1 [8.2335MHz [35814dBuV  |32598dBWV |-  |-24186dB [-17.4020B |-  [0673dB |
4 |W[1 [B.3734 MHz [35466dBuV  |31.606dBWV |-  |.24534dB [-18394dB |-  [.0.416dB |
5 |W[1 [8.4974MHz [36.341dBuV _[32861dBuV |-  |-23650dB [17.139dB |-  [0466dB |

[m]1 [9.0294 MHz [36.904dBpV  [32.441dBuV |-  [-23.096dB |-17.559 dB 0.272 dB v

>

<

MSG STATUS| ! DC Coupled

Plot 7-420. Line Conducted Plot with 802.11a UNIl Band 1 (L1) with WCP

s Keysight EMI Receiver - Frequency Scan

RL RF PRESEL [ 50 /A DC CORREC [ SENSEINT] [ ALIGN AUTO |
Freq (Meters) 28.632092 MHz FREQUENCY SCAN Scan
CISPR NFE Discrete () 55
Scan-Search-Meas Atten: 10 dB Free Run

10 dBrdiv Ref 96.99 dBUY

T
IIIIIIMMMMMM s i

Stop 30 MHZ
VBW 90 kHz Dwell Time 96.07 ps{# 4 kHz)

8IG TRC FREQ QPDAMPTD AVG AMPTD OFF QPDLL1A AGLL2A OFF COMPOSITEAMPCOR  »

W1 [7.3623MHz [34.636 dBuV  [30.942dBuV |- = [-26.364dB [-19.058dB |-  [0.457dB
|2 [m[1 [7.9895MHz [35.207dByV_ |31.186dBuV _|-—  [-24703dB [-18814dB |-  |0.523dB

3 |W[1 [B.3417 MHz [36.163dBuV  |32083dBWV |-  |.23837dB [17.917dB |-  [0423dB |
4 |W[1 85654 MHz [36.834dBuV |32.265dBuV |-  |.23166dB [17.735dB |-  [0673dB |
5 |W[1 [8.7007 MHz [36.806 dBuV _|33.805dBWV |-  |-23.194dB [16.195dB |-  [0.341dB |
6 (W1 [9.0254 MHz | EST—

36.774dBpV_ [32.129dBpV |-  |-23.226dB |-17.871dB 0.276 dB v
< >
MSG STATUS| ! DC Coupled

Plot 7-421. Line Conducted Plot with 802.11a UNII Band 1 (N) with WCP
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@ clement

s Keysight EMI Receiver - Frequency Scan

[ sEnsE:INT] [ ALIGN AUTO |
FREQUENCY SCAN Scan
Discrete () 515
Scan-Search-Meas Atten: 10 dB Free Run

SIG TRC FREQ QPDAMPTD AVGAMPTD OFF QPDLL1A AVGLLZ2A OFF COMPOSITEAMPCOR  ~

(1 |m|1 [1568B.00kHz [36.977dBuwV |[31.306dBuV |-  [-20.592dB |-24.264dB |-  [0.267dB
|m[1 |7.8590 MHz [35.460dBuV  [31.766dBWV |-~  |24540dB [-18234dB |-  |0.426dB

4 [m]1 | 8.6494 MHz | 37.018 dBuV | 33.712 dBuV |-  |-22.982dB 16.288 dB
|5 [m[1 [8.7014 MHz [36.896dBuV [33.504dBuV |- [23.104dB |-16.496dB
|9.0501 MHz [37.055dBuV __ [34.035dBuV |-~  [-22.945dB [-15.965 dB

<

MSG sTaTus| 1 DC Coupled

Plot 7-422. Line Conducted Plot with 802.11a UNIl Band 2A (L1) with WCP

o Keysight EMI Receiver - Frequencys:an = H ===
[ SENSEINT] [ ALIGN AUTO |
FREQUENCY SCAN Scan
NFE Discrete () 55
Scan-Search-Meas Atten: 10 dB Free Run

10 dBrdiv Ref 96.99 dBUY

Stop 30 MHZ
Dwell Time 96.07 ps{# 4 kHz)

SIG TRC FREQ QPD AMPTD AVGAMPTD QFF QPDLL1A AVGLL2A QFF COMPOSITEAMPCOR  »
1 _|W[1 [8.1295MHz [35.311 dBuV  |31.406dBwV |-  |-24689dB |-18504dB |-  [0.381dB |
W1 [8.2752MHz [35.829dBuV  [31.949dBuV [-—  [24171dB [18.061dB [~ [0368dB |
[36.504dBuV  [34.143dBWV [--  [23496dB |15857dB [--  [0804dB |

13 W1 [8.3135 MHz |

[4 [m[1 [8.6494 MHz [36.849dBuV [33621dBwW |-  [-23151dB |16.479dB |-  [0.568dB
|5 [m[1 [8.8554 MHz [37.124dBuV [32.855dBWV |-  |22876dB |-17.145dB |-  |0.304dB
(6 |W[1 [9.0094 MHz |37.116dBuV [33.050dBWwW [~ [-22884dB [-16950dB |-  |0.253dB

<

Plot 7-423. Line Conducted Plot with 802.11a UNIlI Band 2A (N) with WCP

MSG sTaTus| 1 DC Coupled
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@ clement

s Keysight EMI Receiver - Frequency Scan
RL RF PRESEL | 50 CORREC [ sEnsE:INT] | ALIGN AUTO |

Freq (Meters) 28.632092 MHz FREQUENCY SCAN Scan
CISPR NFE Discrete () 55
Scan-Search-Meas Atten: 10 dB Free Run

C
FUREA RN . TP
| T A T

L] ko

Stop 30 MHz
VBW 90 kHz Dwell Time 96,07 ps % 4 kHz)

SIG TRC FREQ QPDAMPTD AVGAMPTD OFF QPDLL1A AVGLLZ2A OFF COMPOSITEAMPCOR  ~

El:l[l 158.00 kHz |36.118dBuV  [30.630dBpV |-  |.20451dB |-24938dB |-  [0.267dB

|1 |8.3375MHz [36.155dBuV _ [31.948dBuV |-  [-23.845dB [-18.052dB |-  |0494dB |
3 |W[1 [B7374MHz [36.918dBuV [33.457dBuV |-  |-23.082dB [-165430B |- [0.383dB |
4 |W[1 [9.0014MHz [37.064dBuV |33669dBuV |-  |.22036dB [-16331dB |-  [0.281dB |
W1 |9.2254 MHz [36.199dBuV  [32.515dBuV |-  [-23.801dB [47485dB |-  |0415dB |

6 M1 [9.0875MHz |35476 dBuV [31.634dBWV [-- | 24524dB | 18.366 dB 0.426 dB v

>

<

MSG STATUS| ! DC Coupled

Plot 7-424. Line Conducted Plot with 802.11a UNIl Band 2C (L1) with WCP

s Keysight EMI Receiver - Frequency Scan

RL RF PRESEL [ 50 /A DC CORREC [ SENSEINT] [ ALIGN AUTO |
Freq (Meters) 28.632092 MHz FREQUENCY SCAN Scan
CISPR NFE Discrete () 55
Scan-Search-Meas Atten: 10 dB Free Run

10 dBrdiv Ref 96.99 dBUY

Stop 30 MHZ
VBW 90 kHz Dwell Time 96.07 ps{# 4 kHz)

8IG TRC FREQ QPDAMPTD AVG AMPTD OFF QPDLL1A AGLL2A OFF COMPOSITEAMPCOR  »

(1 [m|1 [168B.00kHz [36.071dBuwV [31.941dBwV |-  [-20.497dB [-23628dB |-  [0.315dB
[2 [m[1 [8.0695MHz [35312dByV_|31.875dBuV |-~  |-24688dB [-18125dB |-  |0.388dB

[m[1 [8.4694 MHz [36968dBuV [32.077dBuV |-  [-24032dB [-17.923dB |-  [0.166dB
|4 [m[1 [8.6782MHz [36.826 dBuV [32.687dBwV |-  [-23174dB [17.413dB |-  [0.516dB
|1 [8.7694 MHz [37.318 dBuV _ [32.823dBuV |-  |-22682dB |[17.477dB |- (0463 dB

0.288 dB .

5 m|
(6 |M[1 [9.0454MHz |[36.972dBuV [33.312dBWW [~  [-23.028dB [-16.688dB

< >

MSG STATUS| ! DC Coupled

Plot 7-425. Line Conducted Plot with 802.11a UNII Band 2C (N) with WCP
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@ clement

s Keysight EMI Receiver - Frequency Scan

[ sEnsE:INT] [ ALIGN AUTO |
FREQUENCY SCAN Scan
Discrete () 515
Scan-Search-Meas Atten: 10 dB Free Run

Stop 30 MHz
VBW 90 kHz Dwell Time 96,07 ps % 4 kHz)

SIG TRC FREQ QPDAMPTD AVGAMPTD OFF QPDLL1A AVGLLZ2A OFF COMPOSITEAMPCOR  ~

1 [W[1 |7.8575 MHz [35.479dBuV  |32749dBwV |-  |-24521dB |[17.261dB |-  [0425dB |
2 |W[1 [8.3205MHz [36.791dBuV _ [32.381dBWV |-  |-23.209dB [17.619dB |-  [0634dB |

W[1 |8.5216 MHz [36.817dBuV [32791dBWV [~  [-23.183dB [-17.209dB [~  0353dB |
4 |W[1 [8.8804 MHz [36.863dBuV [33.901dBWV |-  |.23137dB [-16099dB |-  [0.375dB |
5 |W[1 [9.0494 MHz [36.675dBuV [32748dBuV |-  |-23325dB [47.252dB |-  [0.276dB |
EEI[I__

<

MSG sTaTus| 1 DC Coupled

Plot 7-426. Line Conducted Plot with 802.11a UNIlI Band 3 (L1) with WCP

= Keysight EMI Receiver - Frequency Scan

[ SENSEINT] [ ALIGN AUTO |
FREQUENCY SCAN Scan

Discrete (5 515
Scan-Search-Meas Atten: 10 dB Free Run

Stop 30 MHZ
VBW 90 kHz Dwell Time 96.07 ps{# 4 kHz)

SIG TRC FREQ QPD AMPTD AVGAMPTD QFF QPDLL1A AVGLL2A QFF COMPOSITEAMPCOR  »
[IEI[I__
(1 [8.1136 MHz [35.008 dBuV  [32.068dBWV [~ [-24902dB [-17932dB [~ 0.281dB |
EI[I__

|4 [m[1 [8.7894 MHz [37.122dBuV _ [34.042dBwV |-  [-22.878dB |16958dB |- 0.
|5 [m[1 [8.8614 MHz [36.928dBuV [33.428dBwV |-  |23.072dB |-16572dB |-  |0.320dB
6 W1 | N

|9.2414 MHz [35.730dBuV _ [32.186dBuV |-  [-24.270dB [-17.814dB

MSG sTaTus| 1 DC Coupled

0.263 dB

<

Plot 7-427. Line Conducted Plot with 802.11a UNII Band 3 (N) with WCP
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@ clement

s Keysight EMI Receiver - Frequency Scan
RL RF PRESEL | 50 CORREC [ sEnsE:INT] | ALIGN AUTO |

Freq (Meters) 28.632092 MHz FREQUENCY SCAN Scan
CISPR NFE Discrete () 55
Scan-Search-Meas Atten: 10 dB Free Run

o
TR Y T T T
NI

Stop 30 MHz
VBW 90 kHz Dwell Time 96,07 ps % 4 kHz)

SIG TRC FREQ QPDAMPTD AVGAMPTD OFF QPDLL1A AVGLLZ2A OFF COMPOSITEAMPCOR  ~

W[1 |7.9895 MHz [39.431dBuY [34.886dBuYV [~ [-20.569dB [-16.114dB [~  |0.523dB |
2 |W[1 [8.1095MHz [39.045dBuV _ |35242dBuV |-  |-20955dB [-14758dB |- [0.253dB |
M[1 |8.3814MHz [39.733dBuV  [36.521dBWV [~  [-20.267dB [-13479dB [~  |-0.014dB |
W|1 |8.8054 MHz [41.196dBuYV [37.766dBuV [~  [-18.804dB [-12244dB |-  |0360dB |
|1 [9.0243MHz [41.111dByV _ [36778dBWV [~ [18.880dB [-13222dB |-  |0.264dB |
m[1 |9.2854 MHz [39.934dBuV [36781dBWV [~  [-20.066dB [-13219dB [~  [040608 M

>

EN
.
5]
o]
<
MSG

STATUS| ! DC Coupled

Plot 7-428. Line Conducted Plot with 802.11a UNIlI Band 4 (L1) with WCP

s Keysight EMI Receiver - Frequency Scan

RL RF PRESEL [ 50 /A DC CORREC [ SENSEINT] [ ALIGN AUTO |
Freq (Meters) 28.63209 FREQUENCY SCAN Scan
CISPR NFE Discrete () 55
Scan-Search-Meas Atten: 10 dB Free Run

Ll
1

i

R LT T kY
NI T

Stop 30 MHZ
VBW 90 kHz Dwell Time 96.07 ps{# 4 kHz)

8IG TRC FREQ QPDAMPTD AVG AMPTD OFF QPDLL1A AGLL2A OFF COMPOSITEAMPCOR  »

(1 [m|1 [1654.00kHz [37.547dBuwV [33137dBwV |-  [-28.235dB [-22644dB |-  [0.317dB
m[1 [8.3971 MHz [35.992dBuV [32616dBuV |-  |-24008dB [-17.384dB |-  |0.471dB

|3 [m]1 [8.4214MHz [36909dBuV [31.356dBuV |-  [-24091dB |[-186465dB |-  [0.405dB

[4 [m[1 [8.6501 MHz [37.060dBuV [32681dBuV |-  [-22.940dB [17.419dB |-  [0.567dB

|5 [m[1 [8.7853 MHz [37.224dBuV _ [33.302dBwV |-~  |22776dB |-16698dB |-  |0.424dB
- o

(6 [m[1 [8.8174MHz [36.743dBuV [33.141dBuV |-  [-23.257dB |-16.859 dB 330 dB v
< >
MSG STATUS| ! DC Coupled

Plot 7-429. Line Conducted Plot with 802.11a UNII Band 4 (N) with WCP
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