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1 DEVICE UNDER TEST

1.1 Device Overview
Band & Mode Operating Modes Tx Frequency
2.4 GHz WIFI Voice/Data 2412 - 2472 MHz

U-NII-1: 5180 - 5240 MHz
U-NI2A: 5260 - 5320 MHz
5 GHz WIFI Voice/Data U-NII-2C: 5500 - 5720 MHz
U-NII-3: 5745 - 5825 MHz
U-NII-4: 5845 - 5885 MHz

U-NII-5: 5935 - 6415 MHz
U-NII-6: 6435 - 6515 MHz

6 GHz WIFI Voice/Data U-NI-7: 6535 - 6875 MHz
U-NII-8: 6895 - 7115 MHz
1.2 Time-Averaging Algorithm for RF Exposure Compliance

This device is enabled with Qualcomm® FastConnect features. These features perform their proprietary time
averaging algorithms in real time to control and manage transmitting power and ensure the time-averaged RF
exposure is in compliance with FCC requirements at all times. Section 2.1 and 2.2 has additional details regarding
the implementation of these TAS algorithms.

Regulatory RF exposure limits are defined with respect to time-averaged RF exposure. Qualcomm FastConnect
TAS algorithm performs transmit power control to ensures at all times the wireless device is in compliance with
the configured limit of RF exposure averaged over a defined time window denoted as Tsar for SAR.

e For FCC, a 30 second time-averaging window is used by FastConnect TAS for WLAN operation in
2.4GHz, 5GHz, and 6GHz WLAN bands.

o For ICNIRP 1998, the time-averaging window for radios operating <10GHz is 360 seconds. FastConnect
TAS uses a 360s window for regions outside the U.S (e.g., ISED Canada).

The purpose of this report is to demonstrate the Qualcomm® FastConnect™ time averaged SAR (TAS) feature
RF exposure compliance under dynamic transmission scenarios. This test report provides reference to test results
and plots using parameters is determined from for static SAR test and configurate in FastConnect TAS BDF for
validating the FastConnect TAS feature.

1.3 Cellular-Connectivity Coexistence

This device is enabled with Samsung S.LSI TAS and Qualcomm FastConnect TAS. The Samsung S.LSI
proprietary TAS algorithm accounts for 2G, 3G, 4G, and 5G NR FR1 operations to ensure that the Device Under
Test (DUT) maintains total RF exposure below the applicable regulatory limits. For WLAN operations, the
Qualcomm® FastConnect™ TAS functionality dynamically controls and manages WLAN transmit power in real
time to ensure that the time-averaged RF exposure remains compliant with regulatory requirements.
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In addition, a device-level evaluation is provided in Appendix E in RF Exposure Part 1 Report to demonstrate that
simultaneous TAS operation between cellular and WLAN technologies (TAS + TAS scenarios) remains compliant
with FCC requirements under all operating conditions.

1.4 Bibliography

Report Type

Report Serial Number

RF Exposure Part 1 Test Report

1M2508270084-01.A3L

RF Exposure Part 0 Test Report

1M2508270084-02.A3L

RF Exposure Compliance Summary Report

1M2508270084-05.A3L

RF Exposure Part 2 WWAN Test Report
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2 RF EXPOSURE LIMITS

2.1 Uncontrolled Environment

UNCONTROLLED ENVIRONMENTS are defined as locations where there is the exposure of individuals who
have no knowledge or control of their exposure. The general population/uncontrolled exposure limits are
applicable to situations in which the general public may be exposed or in which persons who are exposed as a
consequence of their employment may not be made fully aware of the potential for exposure or cannot exercise
control over their exposure. Members of the general public would come under this category when exposure is not
employment-related; for example, in the case of a wireless transmitter that exposes persons in its vicinity.

2.2 Controlled Environment

CONTROLLED ENVIRONMENTS are defined as locations where there is exposure that may be incurred by
persons who are aware of the potential for exposure, (i.e. as a result of employment or occupation). In general,
occupational/controlled exposure limits are applicable to situations in which persons are exposed as a
consequence of their employment, who have been made fully aware of the potential for exposure and can
exercise control over their exposure. This exposure category is also applicable when the exposure is of a
transient nature due to incidental passage through a location where the exposure levels may be higher than the
general population/uncontrolled limits, but the exposed person is fully aware of the potential for exposure and can
exercise control over his or her exposure by leaving the area or by some other appropriate means.

23 RF Exposure Limits for Frequencies Below 6 GHz
Table 2-1
SAR Human Exposure Specified in ANSI/IEEE C95.1-1992 and Health Canada Safety Code 6
HUMAN EXPOSURE LIMITS
UNCONTROLLED CONTROLLED
ENVIRONMENT ENVIRONMENT

General Populiation Occupational
(Wikg) or (mWig) (Wrkg) or (m\W/g)

Peak Spatial Average SAR 16 80

Head : :

Whole Body SAR 0.08 0.4

Peak Spatial Average SAR 40 0

Hands, Feet, Ankle, Wrists, etc. )

1. The Spatial Peak value of the SAR averaged over any 1 gram of tissue (defined as a tissue volume in the shape of a cube) and over the appropriate
averaging time.

2. The Spatial Average value of the SAR averaged over the whole body.

3.  The Spatial Peak value of the SAR averaged over any 10 grams of tissue (defined as a tissue volume in the shape of a cube) and over the appropriate
averaging time.
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24 RF Exposure Limits for Frequencies Above 6 GHz

Per §1.1310 (d)(3), the MPE limits are applied for frequencies above 6 GHz. Power Density is expressed in units
of W/m2 or mW/cm?2.

Peak Spatially Averaged Power Density was evaluated over a circular area of 4 cm? per interim FCC Guidance for
near-field power density evaluations per October 2018 TCB Workshop notes.

Table 2-2
Human Exposure Limits Specified in FCC 47 CFR §1.1310

Human Exposure to Radiofrequency (RF) Radiation Limits

Frequency Range Power Density Averaging Time
[MHZz] [mW/cm?] [Minutes]
(A) Limits for Occupational / Controlled Environments
1,500 — 100,000 | 5.0 | 6

(B) Limits for General Population / Uncontrolled Environments

1,500 — 100,000 1.0

30

Note: 1.0 mW/cmZ? is 10 W/m?2

25 Time Averaging Windows for FCC Compliance

Per October 2018 TCB Workshop Notes, the below time-averaging windows can be used for assessing time-

averaged exposures for devices that are capable of actively monitoring and adjusting power output over time to
comply with exposure limits.

Frequenc Maximum
Interﬂm Guidance 9 y

Averaging Time
(GHz) G
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TIME VARYING TRANSMISSION TEST CASES

The following scenarios cover validation tests to prove FastConnect TAS accounts for the history of transmission
power accuracy at all times including before, during, and after transition in each scenario.

Since RF exposure is proportional to the Tx power for a SAR wireless device, time-averaging algorithm validation
can be effectively performed through conducted power measurements outlined below. In addition, since
FastConnect TAS feature operates at the same averaged algorithm to all WLAN bands (2.4GHz, 5GHz, and
6GHz), test selection criteria described in Section 5.2 was used for time varying validation.

1. Time-Varying Test Sequence: This test proves the FastConnect TAS accounts for Tx power variations in time
accurately. In addition, this test is performed to capture the maximum time-averaged results in at least two
time-averaging windows duration.

2. Change in antenna (applicable when the software supports SISO diversity operation): This test is to prove
that FastConnect functions correctly during transitions in Plim (at different antennas) within the same WLAN
band and same Antenna Group. If device supports SISO and transmission diversity between an Antenna to
another antenna, then this test is applicable. If WLAN MIMO CDD is implemented, then device is always
under MIMO transmission, in this case, this test is NOT applicable.

3. Change in device state (DSI) (applicable when the device supports multiple DSI): This is to prove that
FastConnect TAS performs power enforcements to maintain compliance during transitions in the device state.

4. Change in WLAN band: This is to prove that the FastConnect TAS functions correctly during transitions in
radios and bands.

5. Simultaneous Transmission: This is to prove that the FastConnect TAS functions in transition from 1st
standalone WLAN radio to simultaneous WLAN radios and back to 2nd standalone WLAN radio.

To add confidence in the feature validation, the time-averaged SAR measurements are also performed but only
performed for transmission scenario 1 to avoid the complexity in SAR (such as, for scenario 3 requiring change in
SAR probe calibration file to accommodate different bands and/or tissue simulating liquid).

The strategy for testing in Tx varying transmission condition is outlined as follows:

o Demonstrate the total RF exposure averaged over FCC defined time windows does not exceed FCC’s
SAR limits, through time-averaged power measurements:

o Measure conducted power.

o Convert it into RF exposure and divide by respective limits to get normalized exposure use
equation as described in this section.

o Perform time-averaging over predefined time windows.

o Demonstrate that the total normalized time-averaged RF exposure is <1 for all transmission
scenarios.

o For frequency below 6GHz or if regulator requires SAR for WLAN 6GHz band.
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Conducted_Tx_power (t)

1g_or_10gSAR(t) S

*1g 0r_10gSAR_Plim (1a)

Conducted_Tx_power_Plim

t
o J_TSAR1E.07_108SAR(D) de 1 ( lb)
FCCor ICNIRP SAR limit =

o For frequency greater than 6GHz if regulator requires APD. (Applicable for ISED)

Conducted_T: Tt . g
4em? PD(z) = eres X power (,) *4em?2 PD_Plim (1c)
Conducted_Tx_power_Plim .
1 3
fi semz PD(t) di
TSARt-TSAR
APD 4cm2PD limit =1 (ld)

where, conducted_Tx_power(t), conducted_Tx_power_Plimand 1g_or_10gSAR_ Plim
correspond to the measured instantaneous conducted Tx power and conducted Tx power at Pim of
DUT, and 1g_or_10gSAR values at Pimfor the worst-case radio configuration within the tested
band/Antenna/DSI. Similarly, 4cm2PD_ Plim correspond to the APD values at Pim for the worst-
case radio configuration within the tested band (greater than 6GHz)/Antenna/DSI.

The equations (1a) & (1b) are applicable if SAR is required by regulator to address RF exposure
for the band greater than 6GHz.

NOTE: The ratio circled in red square is obtained from the measurement on the radio configuration
is selected for validation test while the 1g_or_10gSAR_Pim and 4cm2 PD_ Plim must be from the
SAR value in the worst-case radio configuration within the tested band/Antenna/DSI in static SAR
report and scale to the conducted_Tx_power_ Plim level is measured from DUT used in validation
test.

o Demonstrate the total RF exposure averaged over FCC defined time windows does not exceed FCC'’s
SAR limits, through time-averaged SAR measurements. Note as mentioned earlier, this measurement is
performed for transmission scenario 1 only.

o Choose worst case EUT orientation of SAR measurement per according to Static SAR test report
and perform pointSAR measurement use cDASY6

o Measure instantaneous SAR versus time and demonstrate total normalized time-averaged RF
exposure is <1.0 at all times.

o For frequency below 6GHz or if regulator requires SAR for WLAN 6GHz band.

. pointSAR (T) .
1g_or_10gSAR(t) = pointSAR Pun 1g or 10gSAR_Plim (2a)
L r
TEER i-TSAR1E.0T_10E5AR() dt
Ft’.‘rCa-r TCNIRP SAR limit =1 (2b)

o For frequency greater than 6GHz if regulator requires APD. (Applicable for ISED)
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4em? PD(2)

pointSAR (1)
pointSAR_Plim|

*4em? PD Plim

1 4
Tm_rr_rsﬂ scmz PD(t) dt =1

APD 4cm®FD limit -

(20)

(2d)

where, pointSAR(t), pointSAR_Plim, and 1g_or_10gSAR_ Plim correspond to the measured
instantaneous point SAR and point SAR at Pimof DUT, and 1g_or_10gSAR values at Pimfor the
worst-case radio configuration within the tested band/Antenna/DSI. Similarly, 4cm2PD_ Plim is the
APD values at Pimfor the worst-case radio configuration within the tested band (greater than
6GHz)/Antenna/DSI.

The equations (2a) & (2b) are applicable if SAR is required by regulator to address RF exposure
for the band greater than 6GHz.

NOTE: The ratio circled in red square is obtained from the measurement on the radio configuration
is selected for validation test while the 1g_or_10gSAR_ Plim and 4cm2PD_ Plim must be from the
SAR value in the worst-case radio configuration within the tested band/Antenna/DSI in static SAR

report and scale to the conducted Tx_power_ Plim level is measured from DUT used in validation

test.
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4 FCC MEASUREMENT PROCEDURES

This chapter provides the test plan and test procedure for validating WLAN FastConnect.

4.1 Test Sequence Determination for Validation

Following the FCC recommendation, one test sequences having time-variation in Tx power are predefined for
validation:

e Test sequence 1: request DUT’s Tx power to be at maximum power, measured Prax', for 30s, then
requesting for half of the maximum power, i.e., measured Pnax/2, for the rest of the time.

The details for generating these two test sequences is described and listed in Appendix E.

NoTE: For test sequence generation, “measured Piim¢’ and “measured Prax’ are used instead of the “Piimit’
specified in BDF entry and “Pnax” specified for the device, because the Smart Transmit feature
operates against the actual power level of the “Pjmi” that was calibrated for the DUT. The
“measured Pjnii” accurately reflects what the feature is referencing to, therefore, it should be used
during feature validation testing. The RF tune up and device-to-device variation are already
considered in Part O report prior to determining Plimit.

4.2 Test Configuration Selection Criteria for Validating Feature

The conducted power measurement method is used for all validation test scenarios. These tests demonstrate the
power enforcement by FastConnect TAS where Plim could vary before and after transition.

421 Time-Varying Test Sequence

Select one representative test channel from all the available radio configurations (band/ant(s)/DSI) that has Pmax
> Plim + device uncertainty.

1. If the device supports SISO, then SISO is preferred over MIMO due to simplified test setup.
2. After determining SISO vs. MIMO configuration, then select the configuration that has largest (PmaxdBm —
PimdBm) dB delta.

o If Pmax< Pim+ device uncertainty for all radio configurations, then select radio configuration with largest
(Pmadem - PIimdBm) value.

e Test to be performed at two bands for Time-Varying Test sequence test.

e If only one band within a configuration has Pmax> Pimand Pim> Pmaxin all other configurations, then only
one band needs to be tested.

o Testis not required if Pim> Pmaxfor all radio configurations.

NOTE: The same selection criteria are applicable for both conducted & radiated tests.
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4.2.2

Change in Antenna

This test scenario does not apply if SISO mode diversity is not supported. (e.g., CDD is enabled and always use
MIMO). The criteria to select test configuration for Change in Antenna measurement is:

423

The antennas selected for this test should be in the same antenna group.

Whenever possible and supported by the EUT, first select antenna switch configuration within the same
band/DSI (i.e., same band and DSI combination), and having different Pim, and having both Pmax> Piim +
device uncertainty where possible. Otherwise, select at least one antenna having Pmax> Pim + device
uncertainty.

o If multiple radio configurations (band/DSI) meet Pmax> Pim + device uncertainty, then select the
configuration that has largest (PmaxdBm — PimdBm) dB delta.

o If Pmax< Pim+ device uncertainty for all radio configurations, then select radio configuration with
largest (PmaxdBm — Pim dBm) value.

o Ifthe EUT does not support antenna switch within the same band but has multiple transmitting
antennas to support different frequency bands, then antenna switch test should be performed in
combination with Change in WLAN band test scenario.

Test for Change in Antenna is not required if all Pim> Pmaxfor all radio configurations.

Change in Device State Index (DSI)

This test scenario does not apply if multiple DSlIs is not supported in the device. The criteria to select test
configuration for Change in DSI measurement is:

Select a band/antenna having the Pmax > Plim + device uncertainty within any DSI, and for the same
band/antenna(s) having a different Plim in any other DSI. Both the selected DSls should have Pmax >
Plim + device uncertainty where possible. Otherwise, select at least one DSI having Pmax > Plim +
device uncertainty.

If Pmax < Plim + device uncertainty for all band/antenna(s), then select radio configuration with largest
(Pmax dBm — Plim dBm) value.

If Pmax > Plim + device uncertainty for more than one radio configuration, then order of preference is
given by:
o If multiple radio configurations (band/ant(s)/DSI) meet this criteria and if device support SISO.
Then SISO is preferred over MIMO due to simplified test setup.

o After determining SISO vs. MIMO configuration, then select the configuration that has largest
(Pmax dBm — Plim dBm) dB delta.

Test for Change in DSl is not required if all Plim > Pmax for all radio configurations.

424

Change in WLAN Band

The criteria to select test configuration for Change in WLAN band measurement is:
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4.2.5

First select both bands in a DSI having Pmax > Plim + device uncertainty where possible. Otherwise,
select at least one band having Pmax > Plim + device uncertainty.

If Pmax < Plim + device uncertainty for all radio configurations, then select radio configuration with largest
(Pmax dBm — Plim dBm) value.

If Pmax > Plim + device uncertainty for more than one radio configuration. Then, order of preference is
given by:

o If multiple radio configurations (band/ant(s)/DSI) meet this criteria and if device support SISO.
Then SISO is preferred over MIMO due to simplified test setup.

o After determining SISO vs. MIMO configuration, then select the configuration that has largest
(Pmax dBm — Plim dBm) dB delta.

The antennas corresponding to the selected bands should be in the same antenna group.

Test for Change in WLAN band is not required if all Plim > Pmax for all radio configurations.

Simultaneous Transmission

This test scenario does not apply if simultaneous transmission within WLAN bands is not supported in the device.
The criteria to select test configuration for Simultaneous Transmission measurement is:

4.3

The bands must be selected from supported Simultaneous Transmission configuration. (e.g., WLAN DBS
and/or HBS)

First select both bands in a DSI having Pmax> Pim + device uncertainty where possible. Otherwise, select
at least one band having Pmax> Pim+ device uncertainty.

If Pmax < Pim + device uncertainty for all radio configurations, then select radio configuration with largest
(Pmadem - PIimdBm) value.

If Pmax> Pim + device uncertainty for more than one radio configuration. Then, order of preference is given
by:

o If multiple radio configurations (band/ant(s)/DSI) meet this criteria and if device support SISO.
Then SISO is preferred over MIMO due to simplified test setup.

o After determining SISO vs. MIMO configuration, then select the configuration that has largest
(Pmadem — Piim dBm) dB delta.

The antennas corresponding to the selected bands should be in the same antenna group.

Even if a device has Pim> Pmaxfor all radio configurations, then “Simultaneous Transmission” test
scenario should still be performed for validation of FastConnect TAS device.

Test Procedures for Conducted Power Measurement

Measure Plim for modes at validation antenna ports, bands and/or DSIs with FastConnect TAS Peak
Exposure Mode enabled with callbox to establish the chosen mode for test. Denote this measured power
value as Conducted_Tx_power_Plim.
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NOTE: The measurement of Peak Exposure Mode should be performed with 70% or higher WLAN duty cycle (for

example, using iPerf to generate UL traffic).
2. Set EUT to the intended FastConnect TAS mode.

3. Establish radio link with the callbox in the selected band.

NOTE: For the purpose of collecting repeatable time averaged power data, it is recommended to include a
section of 30s at the beginning of every test with the device WLAN connection disconnected or turned off or

transmitting at a very low duty cycle.

4. Request EUT to transmit in following Transition sequence:

a. Time-Varying Test Sequence — Request EUT to transmit maximum power for at least 30s with
100% duty cycle and 50% duty cycle for 30s to determine time-averaged 1gSAR versus time.

Time duration (seconds) Duty Cycle (%)
30 100%
60 50%

b. Change in antenna — EUT operates at Antenna 1 (e.g., Main antenna port) and requests to

transmit at maximum power for at least 30s. Then switch to operation on Antenna
antenna port), followed by at least 120s of observation.

2 (e.g., Aux

c. Change in device state (DSI) — EUT operates at DSI 1 and requests to transmit at maximum
power for at least 30s. Then switch to operation on DSI 2, followed by at least 120s of

observation (observation period includes transition time).

d. Change in WLAN band — EUT operates at Band 1 and requests to transmit at maximum power
for at least 30s. Then it switches to Band 2 using the same antenna port and observes another

120s (observation period includes transition time).

e. Simultaneous Transmissions: First establish WLAN connection with the callbox in

radio2

configuration and request radio2 configuration to transmit at maximum duty cycle for at least 120s
to test predominantly radio2 SAR exposure scenario. Then add radio1 configuration to the

existing radio2 configuration call, and request both radio1 and radio2 to transmit a

t maximum duty

cycle to test radio1 and radio2 SAR exposure scenario for at least 120s. Then drop (or request
low duty cycle) for radio2 configuration to test predominantly radio1 SAR exposure scenario for
another at least 120s. Record the conducted Tx powers for both radio1 and radio2 configurations

for the entire duration of this test.
Note: radio1 and radio2 should operate at different band.

5. Measure and record Tx power versus time.
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a. Once the measurement is done, extract instantaneous Tx power versus time, and convert the
conducted Tx power into 1g_or_10g SAR value, see Eq. (1a), using Step 1 result.

b. Then perform 30s moving average to determine time-averaged 1g_or_10gSAR versus time as
illustrated in Figure 6-2.

Time Pcwer Time averaged power [\P“] J = lf;[;\ “

15T T time window (T = 30 secs for FCC and 360 secs for ISED)

11 pt1 M
150 T time window (T = 30 secs for FCC and 360 secs for ISED)
f2 t2 -
b Time averaged power (P2) = Zi2p U
. . - n
: o
—
tn (t2 + T secs) ptn -
tn+1 (tz + T seCS) Ptn+l

Figure 6-2 Time running/moving average illustration

The following normalization is used to convert 1g_or_10gSAR exposure using Equation (1a) and (1c) in section
5.1 to validate the continuity of RF exposure limits during the transition. The procedures from step1 and step 2 in
this section should be completed for each configuration under test and use below equations to validate the RF
exposure during the transition.

o if tested with both radio configurations below 6GHz:

1g_or_10gSAR1(t) =

Conducted Tx_power_1 (t)

*1g_or_10gSAR_Plim _I  (4a)

Conducted_Tx_power_Plim_1

Conducted_Tx_power_2 (t)

1g_or_10gSARa(t) = *1g_or_10gSAR_Plim_2  (4b)

i
TSAR'

Conducted_Tx_power_Plim_2

1
[J; TsAR 1g_or_10gSARI1(t) d“'-rtr—TSAR 1g_or_10gSARZ(t) dt]

— <1 (4c)
FCC or ICNIRP SAR limit
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where, conducted_Tx_power_1(t), conducted_Tx_power_ Plim _1, and 1g_or_10gSAR_ Plim _1 correspond to
the instantaneous Tx power, conducted Tx power at Pim_1 of DUT, and compliance 1g_or_10gSAR values of
Antenna 1 (or Band 1 or DSI1) at Pim_1; conducted_Tx_power_2(t), conducted_Tx_power_ Plim 2, and
1g_or_10gSAR__Plim _2 correspond to the instantaneous Tx power, conducted Tx power at Pim_2 of DUT, and
compliance 1g_or_10gSAR values of Antenna 2 (or Band 2 or DSI2) at Pim_2.

Transition from the Antenna 1 (or Band 1 or DSI1) to the Antenna 2 (or Band 2 or DSI2) happens at time-instant
‘tr.

o if tested with radio configuration: 2.4/5GHz WLAN assessed using SAR + 6GHz WLAN band assessed
using APD (e.g., applicable for ISED):

Conducted_Tx_power_1 (t)

1g 0r_10g5SAR:1(¢) =

*1g 07 10gSAR_Plim_1 (5a)

Conducted Tx_power_Plim_1

4cm? PDs(t) =-Sonducted Txpower 2()  x 40m2 pp Plim_2 (5b)

Conducted_Tx_power_Plim 2

1 158 1 t
TSARUI‘-'I‘SAR + TSAR 'rt—'I‘SAR
ICNIRP SAR limit APD 4cm?PD limit

1g_or_10gSAR(t) dt 4cm2 PD(t)dt

<1 (5¢)

where, conducted_Tx_power_1(t), conducted_Tx_power_ Plim_1and 1g_or_10gSAR_ Plim_1 correspond to
the measured instantaneous conducted Tx power and conducted Tx power at Pim_1 of DUT, and 1g_or_10gSAR
values at Pim_1 for the worst-case radio configuration within the tested 2.4/5GHz WLAN band;
conducted_Tx_power_2(t), conducted_Tx_power_ Plim _2, and 4cm2PD_ Plim_2 correspond to the
instantaneous Tx power, conducted Tx power at Pim_2 of DUT, and 4cm2 PD values (APD) of at Pim_2 for the
worst-case radio configuration within the tested 6GHz WLAN band.

Transition from the Band1 to the Band2 happens at time-instant ‘t7’.

o if tested with both radio configurations greater than 6GHz bands that are assessed using APD (e.g.,
applicable for ISED):

dcm? PDy(t) =——2naucted Txpower 1®) w yomz PD.Plim_1 (6a)

Conducted_Tx_power_Plim_1

Conducted_Tx_power_2 (t)

dem? PD2(z) = * 4cm? PD. Plim 2 (6b)

Conducted Tx_power_Plim_2

1

1
r
—[f 4cm2 PD1(t) di+ [, 4cm2 PD2(t) dt]
ISAR )i TsaRr f-TSAR <1 (66 )
APD 4cm?PD limit
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where, conducted_Tx_power_1(t), conducted_Tx_power_ Plim _1, and 4cm2PD_ Plim_1 correspond to the
instantaneous Tx power, conducted Tx power at Pim_1 of DUT, and compliance 4cm2 PD values (APD) of Band 1
(or Antenna 1) at Pim_1;

conducted_Tx_power_2(t), conducted Tx_power_ Plim 2, and 4cm2PD_ Plim_2 correspond to the
instantaneous Tx power, conducted Tx power at Pim_2 of DUT, and compliance 4cm2 PD values (APD) of Antenna
Band 2 (or Antenna 2) at Pim_2.

Transition from the Band 1 (or Antenna 1) to the Band 2 (or Antenna 2) happens at time-instant ‘t+’.
6. Make one plot containing:
a. Computed time-averaged 1g_or_10gSAR (and/or 4cm2 PD) versus time from above procedure.

b. Corresponding regulatory 1g_or_10gSAR (and/or 4cm2 PD) limit.

The validation criteria is, at all times, the combined time-averaged 1g_or_10gSAR (and/or 4cm2 PD) versus time
shall not exceed the regulatory 1g_or_10gSAR limit.

4.4 Test Procedures for Time-Varying SAR Measurement

The pointSAR test is performed only with Time-Varying Test Sequence to provide high confidence in the
algorithm validation. The radio configuration for this test is selected by following the selection criteria described in
Section 5.2.1.

1. For a given radio configuration:

a. Enable WLAN connection with callbox in FastConnect TAS Peak Exposure Mode and enable
high duty cycle Tx while performing the following steps.

b. Perform the area scan.
c. Conduct pointSAR measurement at peak location of the area scan for 120s.
This pointSAR value, pointSAR_Plim corresponds to pointSAR at the measured Plim.

NoTE: The measurement of Peak Exposure Mode should be performed with 70% or higher WLAN duty cycle
(for example, using iPerf to generate UL traffic).

2. Set EUT to intended FastConnect Time-Averaged Exposure Mode with callbox to establish the same
chosen radio configuration (mode/channel) for test.

a. Request EUT to transmit in Time-Varying Test sequence and perform Time-averaged point SAR
measurements at the same peak location.

b. Perform Time-averaged point SAR measurements at the same peak location as Peak Exposure
Point SAR measurement for 120s. Note this includes initial 30s with WLAN with very low duty
cycle (or WLAN is disconnected) and 90s of high duty cycle (WLAN has to be connected with
high uplink traffic).

Once the measurement is done, extract instantaneous pointSAR versus time data, pointSAR(t)

d. Convertitinto instantaneous 1gSAR versus time by using Equation (2a) and (2c) in Section 5.2.4:
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pointSAR®)_+ 1g_or_10gSAR_Plim (2a)

pointSAR_Plim

1g_or_10gSAR(t) =

where, pointSAR_Plim corresponds to the value determined in Step 1, and pointSAR(t)
corresponds to instantaneous pointSAR determined in Step 2 in this section.

e. Then perform 30s moving average to determine time-averaged 1gSAR versus time.
3. Make one plot containing:
a. Computed time-averaged 1g_or_10gSAR versus time determined from Step 2.

b. Regulatory 7g or_710gSAR limit.

The validation criteria for pointSAR measurement is, at all times, the time averaged 1g_or_10gSAR (or 4cm2 PD)
versus time shall not exceed the regulatory 1g_or_10gSAR (or 4cm2 PD) limit.
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5 TEST CONFIGURATIONS (FREQ < 6 GHZ)

5.1 WLAN transmission

The Pimit values, corresponding to 1.0 W/kg (1gSAR) of SAR_design_target, for technologies and bands
supported by DUT are derived in Part 0 report and summarized in Table 5-1.

Table 5-1
Piimit for supported bands (Piimit in BDF file)
Body-Worn,
. Hotspot or Head
Maximum | ppop e
Exposure Scenario Tune-Up
Averaging Volume Output 1g/10g lg
Power* 10mm, Smm,
Spacing Omm Omm
DSI 0 1
Technology/Band Antenna Aélzzza Poox Pt Piiic
2.4 GHz WIFI G AG1 19.0 15.0 13.0
2.4 GHz WIFI I AG1 19.0 15.0 13.0
2.4 GHz WIFI MIMO AG1 17.0 15.0 13.0
5 GHz WIFI G AG1 17.0 11.5 11.0
5 GHz WIFI E AG1 17.0 11.5 11.0
5 GHz WIFI MIMO AG1 17.0 11.5 11.0
6 GHz WIFI G AG1 16.0 9.5 9.5
6 GHz WIFI E AG1 16.0 9.5 9.5
6 GHz WIFI MIMO AG1 16.0 9.5 9.5

* Maximum tune up target power, Pnrax, is configured in NV settings in DUT to limit maximum transmitting. The
DUT maximum allowed output power is equal to Pmax + 1 dB device uncertainty.

Based on selection criteria described in Section 5.2, the selected bands for testing time-varying test sequences
are highlighted in yellow in Table 5-1. Per the manufacturer, the Reserve margin (dB) is set to 1dB and is used in
Part 2 test.

The radio configurations used in Part 2 test for selected bands, DSIs and antennas are listed in Table 5-2. The
corresponding worst-case radio configuration 1gSAR values for selected technology/band/DSI are extracted from
Part 1 report and are listed in Table 5-2.

Based on equations (1a), (2a), (3a) and (4a), it is clear that Part 2 testing outcome is normalized quantity, which
implies that it can be applied to any radio configuration within a selected technology/band/DSI. Thus, as long as
applying the worst-case SAR obtained from the worst radio configuration in Part 1 testing to calculate time-varying
SAR exposure in equations (1a), (2a), (3a) and (4a), the accuracy in compliance demonstration remains the
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same. Therefore, there may be some differences between the radio configuration selected for Part 2 testing and
the radio configuration associated with worst-case SAR obtained in the Part 1 evaluation.

The measured Pjqi for all the selected radio configurations are listed in below Table 5-2. Pnax was also measured
for radio configurations selected for testing time-varying Tx power transmission scenarios in order to generate test
sequences following the test procedures in Section 4.1.

Table 5-2
Radio Configurations Selected for Part 2 Test
Worst Case in Part 1 Report
Test Antenna Frequency WIS || WS
Case # Test Scenario Tech Band Antenna Grou DSl Channel [MHz] Test Configurations Plimit Pmax Plimit Pmax SAR Exposure | Meas. SAR at Plimit
D [dBm] [dBm] [dBm] [dBm] Scenario (W/kg)
1 24 G 1 1 6 2437 BOZ'E;SZSOMHI 13.0 19.0 12.82 18.71 Right Cheek 0.449
Time Varying Tx Power 8021120 200z
2 5 G 1 1 153 5765 ) DZCSS 11.0 17.0 10.94 17.05 Right Cheek 0.342
24 G 1 0 6 2437 802.11b 20MHz 15.0 19.0 14.78 18.71 | Back Side, 5mm 0.302
3 Change in Operating State DSSS
DsI
(Bsh 24 G 1 1 6 2437 BOZ'E;SZSOMHI 13.0 19.0 12.82 18.71 Right Cheek 0.449
WLAN
802.11ac 20MHz
24 ! 1 1 6 2437 13.0 17.0 13.27 16.55 Left Cheek 0.409
. | Changein WLANBand/ DSSS ot bhee
Antenna
5 E 1 1 153 5765 802. 1[1)2csg0MHZ 11.0 17.0 11.64 16.82 Left Cheek 0.234
. 5 E 1 1 153 5765 802.11ac 20MHz 11.0 17.0 11.64 16.82 Left Cheek 0.234
5 SAR Exposure Switching DSsS
DBS
24 1 1 6 2437 SOZ'ESSZSOMHZ 13.0 17.0 12.95 18.62 Left Cheek 0.409

Note: The device uncertainty of Ppax is +/- 1 dB as provided by manufacturer.

Based on the selection criteria described in Section 4.2, the radio configurations for the Tx varying transmission
test cases listed in Section 3 are:

1. Technologies and bands for time-varying Tx power transmission: The test case 1~2 listed in Table 5-2 are
selected to test with the test sequences defined in Section 4.1.1 in both time-varying conducted power
measurement and time-varying SAR measurement.

2. Technologies and bands for change in DSI: Based on selection criteria in Section 4.2.3, test case 3 in Table
5-2 is selected for DSI switch test by establishing a call in WLAN 2.4 GHz, antenna G in DSI = 0, and then
handing over to DSI = 1 exposure scenario in conducted power setup

3. Technologies and bands for change in Band/Antenna test: Following the guidelines in Section 4.2.2 and
Section 4.2.4, and given that for a fixed DSI all antennas share the same Plimit across all WLAN bands,
antenna switching is combined with WLAN band switching, test case 4 in Table 5-2 is selected for handover
test from a band (WLAN 2.4 GHz, DSI = 1, antenna I), to a band in the same DSI within one antenna group
(WLAN 5 GHz, DSI = 1, antenna E) in conducted power setup.

4. Technologies and bands for simultaneous transmission (DBS): Based on selection criteria in Section 4.2.5,
test case 5 in Table 5-2 is selected for simultaneous transmission test in one of the supported simultaneous
WLAN transmission scenario, i.e., WLAN 5 GHz (Station mode) + WLAN 2.4 GHz (Hotspot mode) active in
the same 30s time window, in conducted power setup.

Note: All switching test cases were done with modes/bands within the same antenna group.
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Table 5-3
DSI and Corresponding Exposure Scenarios
Scenario Description SAR Test Cases
Head Device positioned next to head Head SAR per KDB Publication 648474
(DS =1) Receiver Active D04
Body-worn Device being used with a body-worn accessory | Body-worn SAR per KDB Publication
(DSI1=0) 648474 D04
Hotspot mode Device transmits in hotspot mode near body Hotspot SAR per KDB Publication 941225
(DSI=0) Hotspot Mode Active D06
Phablet Device is held with hand Phablet SAR per KDB Publication 648474
(DSI1=0) D04 & KDB Publication 616217 D04
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6 CONDUCTED TX CASES

6.1 Conducted Measurement Test Setup

The Rohde & Schwarz CMW500 callbox was used in this test. The test setup schematic is shown in
Figure 6-1a (Appendix D — Test Setup Photo 1) for measurements with a single antenna port of DUT,
and in Figure 6-1b (Appendix D — Test Setup Photo 2) for measurements involving antenna switch and
simultaneous transmission (DBS) measurements.

For single antenna measurement, one port (RF1 COM) of the callbox is connected to the RF port of the
DUT using a directional coupler. For simultaneous transmission (DBS) measurement, two ports (RF 3
COM and RF 4 COM) of the callboxes used for signaling two different bands are connected to a
combiner, which is in turn connected to a directional coupler. The coupled port of the directional coupler
is connected to a splitter to connect to two RF filters corresponding to the two frequencies of interest. In
the setups, the power meter is used to tap the directional coupler for measuring the conducted output
power of the DUT.

All the path losses from RF port of DUT to the callbox RF COM port and to the power meter are
calibrated and automatically entered as offsets in the callbox and the power meter via test scripts on
the PC used to control callbox and power meter.

Test Station/PC

Power

o)
[ O]

Sensor Call Box 1
(PM1) O
DUT
WLAN
Directional Coupler
(a) Appendix D — Test Setup Photo 1
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Test Station/PC

]

O
Power Power Call Box 1 Call Box 1
Sensor Sensor O

(PM2) (PM1)

WLAN

2.4GHZ Directional Coupler
DUT

WLAN
| SGHz Directional Coupler

(b) Appendix D — Test Setup Photo 2

Figure 6-1
Conducted power measurement setup

Both the callbox and power meter are connected to the PC using GPIB cables. Two test scripts are
custom made for automation, and the test duration set in the test scripts is 500 seconds.

For time-varying Tx power measurement, the PC runs the 15! test script to send GPIB commands to
control the callbox’s requested power versus time, while at the same time to record the conducted
power measured at DUT RF port using the power meter. The commands sent to the DUT to request
power are:

e (0dBm for 30 seconds

o test sequence 1 (defined in Section 4.1 and generated in Section 4.2.1), for 90
seconds.

o stay at the last power level of test sequence 1 for the remaining time.

Power meter readings are periodically recorded every 100ms. A running average of this measured Tx
power over 30 seconds is performed in the post-data processing to determine the 30s-time averaged
power.

For call drop, band/antenna switch, and DSI switch tests, after the call is established, the DUT’ Tx
power is requested to 0dBm for 30 seconds while simultaneously starting the 2" test script runs at the
same time to start recording the Tx power measured at DUT RF port using the power meter. After the
initial 30 seconds since starting the Tx power recording, the DUT’ Tx power is requested to maximum
power from the DUT for the rest of the test. Note that the call drop/re-establish, or band/antenna switch
or DSI switch is manually performed when the Tx power of DUT is at Presene level. See Section 4.3 for
detailed test procedure of call drop test, band/antenna switch test and DSI switch test.
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6.2 Time-varying Tx Power Case

The measurement setup is shown in Figure 5-1.The purpose of the time-varying Tx power measurement is to
demonstrate the effectiveness of power limiting enforcement and that the time-averaged Tx power when
represented in time-averaged 1gSAR or 10gSAR values does not exceed FCC limit as shown in Eq. (1a) and
(1b), rewritten below:

conducted_Tx_power (t)

1g_or_10gSAR(t) =

*1g_or_10gSAR_Pyjpmi¢ (1a)

conducted_Tx_power_Pjimit

1 t
_— 1 10gSAR(t)dt
Toar Jt-Tsag 19-07-109SAR()

FCC SAR limit

(1b)

where, conducted_Tx_power(t), conducted_Tx_power_Pjii;, and 1g_or_10gSAR_Py;,;; correspond to the
measured instantaneous conducted Tx power, measured conducted Tx power at Pjmi, and measured 1gSAR and
10gSAR values at Pjimit reported in Part 1 test (listed in Table 5-2 of this report as well).

Following the test procedure in Section 4.3, the conducted Tx power measurement for all selected configurations
are reported in this section. In all the conducted Tx power plots, the green curve represents time-averaged power
and red line represents the conducted power limit that corresponds to FCC limit of 1.6 W/kg for 1gSAR or 4.0
W/kg for 10gSAR.

Similarly, in all the 1g or 10gSAR plots (when converted using Eq. (1a)), the green curve represents the 30s/30s-
time averaged 1gSAR or 10gSAR value calculated based on instantaneous 1gSAR or 10gSAR; and the red line
limit represents the FCC limit of 1.6 W/kg for 1gSAR or 4.0 W/kg for 10gSAR.

Time-varying Tx power measurements were conducted on test cases #1 ~ #2 in Table 5-2, by generating test
sequence 1 given in APPENDIX E: using measured Pjimi and measured Ppax (last two columns of Table 5-2) for
each of these test cases. Measurement results for test cases #1 ~ #2 are given in Sections 6.2.1-6.2.2.
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6.2.1

Test result for test sequence 1:

WLAN Band 2.4 GHz, Antenna G

Time-averaged conducted Tx power is converted/calculated into time-averaged 1gSAR using Equation
(1a) and plotted below to demonstrate that the time-averaged 1gSAR versus time does not exceed the

FCC limit of 1.6 W/kg for 1gSAR:

SAR
Tech: WLAN, Band 2.4GHz
1.6+ —— FCC SAR/APD Limit
—— calculated 30s-avg SAR/APD
16
1.4+
— 1.2+
=)l
—
. 1
2
no_' 08_
<I
)] 064
04+
0.2
0_‘r T T T 1
0 30 60 90 120
Time (s)
(W/kg)
FCC 1gSAR limit 1.6
Max 30s-time averaged 1gSAR (green curve) 0.462

Validated: Max time averaged SAR (green curve) is within 1 dB device uncertainty of measured
SAR at Piimit (worst case SAR at Plim column in Table 5-2).
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6.2.2 WLAN Band 5 GHz, Antenna G

Test result for test sequence 1:

Time-averaged conducted Tx power is converted/calculated into time-averaged 1gSAR using Equation
(1a) and plotted below to demonstrate that the time-averaged 1gSAR versus time does not exceed the

FCC limit of 1.6 W/kg for 1gSAR:

SAR
Tech: WLAN, Band 5GHz

18 —— FCC SAR/APD Lirnit
—— calculated 30s-avg SAR/APD
16
1.4+
— 1.2+
=)l
v
—~ 14
2
no_' 0 8 —
<I
wn 064
04+
0.2
0 - T T T 1
0 30 60 90 120
Time (s)
(W/kg)
FCC 1gSAR limit 1.6
Max 30s-time averaged 1gSAR (green curve) 0.390
Validated: Max time averaged SAR (green curve) is within 1 dB device uncertainty of measured
SAR at Piimit (worst case SAR at Plim column in Table 5-2).
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6.3 Change in Device State Index (DSI)

This test was conducted with callbox requesting maximum power, and with DSI switch from WLAN Band 2.4 GHz,
antenna G, DSI = 0 to DSI = 1. Following procedure detailed in Section 4.2.3 using the measurement setup
shown in Figure 6-1a, the DSI switch was performed when the DUT is transmitting at Presene level as shown in the
plot below.

Test result for change in DSI:

All the time-averaged conducted Tx power measurement results were converted into time-averaged normalized
SAR values using Equation (4a), (4b) and (4c), and plotted below to demonstrate that the time-averaged
normalized SAR versus time does not exceed the FCC limit of 1 unit.

Total Normalized Time-averaged RF Exposure
Tech: WLAN, Band 2.4GHz

1 — norm. limit
norm. 20s avg. SAR before
switch
____norm. 20s avg. SAR after
o] 0.6 switch
; : —— norm. 30s-avg SAR
0
o
=
% 06+
p=]
o}
N
w 044
£
—
o
=
0.2
00— T T T T T T 1
30 60 90 120 150 180 210 240
Time (s)
FCC normalized total exposure limit 1.0
Max 30s-time averaged normalized SAR (green curve) 0.297
Validated

The test result validated the continuity of power limiting in DSI switch scenario.
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6.4 Change in WLAN Band / Antenna

This test was conducted with a callbox requesting maximum power, and with a band switch WLAN Band 2.4 GHz,
DSI =1, antenna | to WLAN Band 5 GHz, DSI = 1, antenna E. Following procedure detailed in Section 4.3 and
using the measurement setup shown in Figure 5-1b, the band switch was performed when the DUT is transmitting
at Presenve level as shown in the plot below.

Test result for change in band/antenna:

Time-averaged conducted Tx power measurement results were converted into time-averaged normalized
SAR values using Equation (4a), (4b) and (4c), and plotted below to demonstrate that the time-averaged
normalized SAR versus time does not exceed the normalized FCC limit of 1.0:

Total Normalized Time-averaged RF Exposure
Tech: WLAN, Band 5GHz / Tech: WLAN, Band 2.4GHz

1 — norm.30s.WLAN_5GHz.SAR
norm.30s.WLAN_2.4GHz.5AR
— total norm. time-avg RF exp
— norm. limit
ah}
—
=
0
o]
a
=
u
=] |
S 01
N
©
=
_
Q
=
001 T T T T T T T T T 1
0 30 60 90 120 150 180 210 240 270 300
Time (s)
FCC normalized SAR limit 1.0
Max 30s-time averaged normalized SAR (green curve) 0.279
Validated

The test result validated the continuity of power limiting in band/antenna switch scenario.
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6.5 Simultaneous Transmission (DBS)

This test was conducted with a callbox requesting maximum power, and with the EUT in WLAN 2.4GHz +
WLAN 5GHz call. Following procedure detailed in Section 4.3, and using the measurement setup shown
in Figure 5-1b, since WLAN channels are sharing the same antenna port, the SAR exposure switch
measurement is performed with the EUT in various SAR exposure scenarios, i.e., in SARwLAN 2.4GHz only
scenario (t =0s ~120s), SARwLaN 2.46Hz + SARwLAN 56Hz scenario (t =120s ~ 240s) and SARwLan 5GHz only
scenario (t > 240s).

Plot Notes: All the conducted Tx power measurement results were converted into time-averaged
normalized SAR values using Equation (4a), (4b) and (4c), and plotted below to demonstrate that the
time-averaged normalized SAR versus time does not exceed the FCC limit of 1 unit. Equation (7a) is used
to convert the WLAN Tx power of device to obtain 30s-averaged normalized SAR in WLAN 5GHz as
shown in black curve. Similarly, equation (4b) is used to obtain 30s-averaged normalized SAR in WLAN
2.4GHz as shown in orange curve. Equation (c) is used to obtain total time-averaged normalized SAR as
shown in green curve (i.e., sum of black and orange curves).

Total Normalized Time-averaged RF Exposure
Tech: WLAN, Band 5GHz / Tech: WLAN, Band 2.4GHz

1 — norm.30s.WLAN_5GHz.SAR
norm.30s.WLAN_2.4GHz.5AR
— total norm. time-avg RF exp

—— norm. limit
o7]
—
-
] 1
Q
a
>
v
- -
o 01
M
©
E
_
Q
=
DD-I & T T T T T T T T T T T T 1
0 60 120 180 240 300 360
30 a0 150 210 270 330 390
Time (s)
FCC normalized total exposure limit 1.0
Max time averaged normalized SAR (green curve) 0.279
Validated

Plot Notes: The test result validated the continuity of power limiting in simultaneous transmission
scenario.
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7 SYSTEM VERIFICATION (FREQ < 6 GHZ)

71

Tissue Verification

Table 7-1

Measured Tissue Properties

Calibrated for Tissue Temp Measured Measured Measured TARGET TARGET
Tests Tissue Type During Frequency |Conductivity, Dielectric | Conductivity, | Dielectric | % devo | % dev &
Performed on: Calibration (°C) (MHz) o (S/m) Constant, € o (S/m) Constant, €

2300 1.655 41.301 1.670 39.500 -0.90% | 4.56%

2310 1.662 41.286 1.679 39.480 -1.01% | 4.57%

2320 1.669 41.264 1.687 39.460 -1.07% | 4.57%

12/22/2025 2450 Head 20 2400 1.729 41.140 1.756 39.289 -1.54% | 4.71%
2450 1.769 41.057 1.800 39.200 -1.72% | 4.74%

2480 1.792 41.025 1.833 39.162 -2.24% | 4.76%

2500 1.808 41.002 1.855 39.136 -2.53% | 4.77%

5700 5.150 34.854 5.168 35.414 -0.35% | -1.58%

5710 5.163 34.832 5.178 35.403 -0.29% | -1.61%

5720 5.173 34.807 5.188 35.391 -0.29% | -1.65%

5745 5.189 34.723 5.214 35.363 -0.48% | -1.81%

5750 5.193 34.717 5.219 35.357 -0.50% | -1.81%

5755 5.197 34.706 5.224 35.351 -0.52% | -1.82%

12/22/2025 5200-5800 Head 19 5765 5.213 34.679 5.234 35.340 -0.40% | -1.87%
5775 5.229 34.668 5.245 35.329 -0.31% | -1.87%

5785 5.246 34.655 5.255 35.317 -0.17% | -1.87%

5795 5.263 34.652 5.265 35.305 -0.04% | -1.85%

5800 5.272 34.654 5.270 35.300 0.04% | -1.83%

5800 5.272 34.654 5.270 35.300 0.04% | -1.83%

5805 5.282 34.658 5.275 35.294 0.13% | -1.80%

The above measured tissue parameters were used in the DASY software. The DASY software was used to
perform interpolation to determine the dielectric parameters at the SAR test device frequencies (per KDB

Publication 865664 D01v01r04 and IEEE 1528-2013 6.6.1.2). The tissue parameters listed in the SAR test plots
may slightly differ from the table above due to significant digit rounding in the software.
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7.2

Test System Verification

Prior to SAR assessment, the system is verified to £10% of the SAR measurement on the reference dipole at the
time of calibration by the calibration facility. Full system validation status and result summary can be found in

Appendix C.
Table 7-2
System Verification Results
System Verification
TARGET & MEASURED
SAR Tissue . Amb. Liquid Input Measured |1 W Target 1w Deviati
System | Frequency T.:_ssue Date Temp Temp | Power Sosu':ce P';:’ | paE SAR1y SAR1g Normalized new(i/l;)
# (MHz) ype °c) c) (W) (Wikg) (Wikg) | SARis (Wikg) | Mot
J 2450 HEAD |12/22/2025 | 22.0 21.0 | 0100 | 797 | 7660 | 1678 5.350 52.600 53.500 1.71%
o] 5750 HEAD | 12/22/2025 | 19.0 19.5 | 0.050 | 1057 | 7718 | 1407 4.000 79.800 80.000 0.25%
z I ¥
Spacer —_ £
N | il .
_ Dir.Coupler 9
A2
PC
Figure 7-1 Figure 7-2
System Verification Setup Diagram System Verification Setup Photo
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8 SAR TEST RESULTS

8.1 SAR Measurement Setup

The measurement setup is similar to normal SAR measurements as described in the Part 1 Test
Report. The difference in SAR measurement setup for time averaging feature validation is that
the callbox is signaling in close loop power control mode (instead of requesting maximum power
in open loop control mode) and callbox is connected to the PC using GPIB so that the test script
executed on PC can send GPIB commands to control the callbox’s requested power over time
(test sequence). The same test script used in conducted setup for time-varying Tx power
measurements is also used in this section for running the test sequences during SAR
measurements, and the recorded values from the disconnected power meter by the test script
were discarded.

As mentioned in Section 4.4, for DUT to follow TPC command sent from the callbox wirelessly,
the “path loss” between callbox antenna and the DUT needs to be very well calibrated. Since the
SAR chamber is in uncontrolled environment, precautions must be taken to minimize the
environmental influences on “path loss”.

The DUT is placed in worst-case position according to Table 5-2.

8.2 Time-varying Tx Power Case

Following Section 4.4 procedure, time-averaged SAR measurements are conducted using a
SAR probe at peak location of area scan over 120 seconds. cDASY6 system verification for
SAR measurement is provided in Section 10, and the associated SPEAG certificates are
attached in Appendix F.

SAR probe integration times depend on the communication signal being tested as defined in the
probe calibration parameters.

Since the sampling rate used by cDASY6 for pointSAR measurements is not in user control, the
number of points in 30s interval is determined from the scan duration setting in cDASY6 time-
average pointSAR measurement by (30s cDASY6_scan_duration * total number of pointSAR
values recorded). Running average is performed over these number of points in excel
spreadsheet to obtain 30s averaged point SAR.

Following Section 4.4, for each of selected technology/band (listed in Table 5-2):

1. With Reserve _margin set to 0 dB, area scan is performed at Pjmi;, and time-averaged
pointSAR measurements are conducted to determine the pointSAR at P at peak location,
denoted as pointSARpjmit.

2. With Reserve _margin set to actual (intended) value, two more time-averaged pointSAR
measurements are performed at the same peak location for test sequences 1 and 2.

To demonstrate compliance, all the pointSAR measurement results were converted into 1gSAR
or 10gSAR values by using Equation (3a), rewritten below:

pointSAR(t)
pOintSAR_Piimit

1g_or_10gSAR(t) = x* 1g_or_10gSAR_Pjimit (3a)
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where, pointSAR(t), pointSAR_Pj;mit, and 1g_or_10gSAR_P,;,;: correspond to the measured
instantaneous point SAR, measured point SAR at Pj»i: from above step 1 and 2, and measured
19SAR or 10gSAR values at Pimir obtained from Part 1 report and listed in Table 5-2 of this

report.

8.21

SAR test results for test sequence 1:

WLAN Band 2.4 GHz, Antenna G

SAR (Test Sequence 1)
Tech: WLAN, Band 2.4GHz

16 —— FCC SAR Limit
’ —— calculated 30s-avg SAR
1.4+
1.2+
2 1-
=
— 0.8+
(2’
<L
N 064
04+
0.2+
0— T 1
30 80 130
Time (s)
(W/kg)
FCC 1gSAR limit 1.6
Max 30s-time averaged point 1gSAR (green curve) 0.539

Validated: Max time averaged SAR (green curve) is within 1 dB device uncertainty of measured
SAR at Pimit (worst case SAR at Plim column in Table 5-2).
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8.2.2

WLAN Band 5 GHz, Antenna G

SAR test results for test sequence 1:

SAR (Test Sequence 1)
Tech: WLAN, Band 5GHz

—— FCC SAR Limit
—— calculated 30s-avg SAR

1.6
144
1.2+
g
=
— 08+
(2’
<L
N 064
04—
0.2
00— T 1
30 80 130
Time (s)
(W/kg)
FCC 1gSAR limit 1.6
Max 30s-time averaged point 1gSAR (green curve) 0.415

Validated: Max time averaged SAR (green curve) is within 1 dB device uncertainty of measured
SAR at Pimit (worst case SAR at Plim column in Table 5-2).
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EQUIPMENT LIST

Manufacturer Model Description Cal Interval Cal Due Serial Number
Agikent E4404B Spectrum Analyzer A f MY45113242
Agikent N5182A MXG Vector Signal Generator Annua! ! MY4B1B0366
Agikent N5182A MXG Vector Signal Generator Annua! B/1/2026 MY47420651
Anricsu ML24564A Power Meter Annuzl B/21/2026 1138001
Anritsu ML2496A Power Meter Annua! 6/27/2026 1840005
Anritsu MA2411E Puse Power Sensor Annual 7/3/2026 1726261
Anritsu MTEB21C Radio Communication Analyzer MTEE21C Annua! 3/14/2026 6262044715
Anritsu MTE000A Radio Communication Test Station Annual 6261987983
Anritsu MA241064 USB Power Sensor Annual 1827530
Anritsu MA241064 USB Power Sensor Annual 1520501

Amplifier Research 1551G6 Ampliier N /A 433973
Control Company 4052 Long Stem Thermometer Biennial 240174346
Control Company A Therm./ Clock/ Humidity Monitor Biennial

| Keysight Technologies N9020A MXA Signal Analyzer Annua!
|__Keysight Technologies 772D Dual Directional Coupler N/A MY52180215
Keysght Technologies E7515B UXM 5G Wireless Test Platform C N/A MY59150289
Keysight Technologies E77704 Common Interface Unit CBT N/A MY58250483
K&L 115H10-1300,/U4000 High Pass Filter CBT N/A 115H10-1300,/U4000 - 2
Krytar 110067006 Directional Coupler, 10- 67 GHz CBT N/A 200391
COMTECH ARBS729-5/57598 Solid State Amplifier CBT N/A CBT M3W1AD0-1
COMTech ARB5729-5 Solid State Amphfier C N/A CBT
MNewmark System NSC-G2 Mation Controller C M/A CBT
Pasternack PE2208-6 Bidrectional Coupler CBT N/A CBT
Pasternack PE2209-10 Bidrectional Coupler CBT MN/A CBT
MCL BW-NEW5+ 6dB Attenuator CBT N/A CBT 1139
Mini Circuits ZA2PD2-63-5+ Power Sphitter C N/A CBT 5UU64901930
Mini Circuits ZAPD-2-272-5+ Power Sphitter C N/A CBT SF70 05
MiniCircuits MNLP-1200+ Low Pass Fiker C N/A CBT VUU7B201318
M iniCrcuits SLP-2400+ Low PassFilter CBT N/A CBT RB979500903
M iniCrcuits VLF- Low Pass Fiiter DC to 6000 MHz CBT N/A CBT N/A
M ni-Circuits BW-N20W5+ DC to 18 GHz Precsion Fixed 20 dB Attenuator C N/A CBT MN/A
Mini-Circuits NLP-2950+ Low PassFilter DC to 27 C N/A CBT N/A
Mini-Circuits NLP-1200+ Low PassFilter DC to 10 C N/A CBT N/A
M ni-Circuits BW-N20W5 Power Attenuator C N/A CBT 1226
Mini-Circuits ZUDC10-83-5+ Directional Coupler C A CBT 2050
Mini-Circuits ZUDC10-83-5+ Directional Coupler C A CBT 2051
Narda 4772-3 Attenuator (3dB) C N/A CBT 9406
Narda BW-53W2 Attenuator (3dB) C N/A CBT 120
Narda 4216-10 Directional Coupler, 0.5 to 8.0 GHz, 10dB C N/A CBT 1452
Narda 4216-10 Directional Coupler, 0.5 to 8.0 GHz, 10dB C N/A CBT 1493
Narda 4772-3 Artenuator C N/A CBT 9406
Narda BW-53W2 Artenustor C N/A CBT 120
Narda Artenuator C N/A CBT 831
Narda 4 - B GHz SMA 6 dB Directional Coupler C N/A MN/A
Seekonk TorgqueWrench f Biennial 1262
Seekonk TorgqueWrench Biennial 1262
Rohde & Schwarz Radio Communication Tester Annual 162125
Rohde& Schwarz Radio Communication Tester Annual 154548

Rohde & Schwarz MNRPES 3-Path Dipole Power Sensor Annua! 109322
Rohde & Schwarz MNRPES 3-Path Dipole Power Sensor Annua! 109960
Rohde & Schwarz MNRPES 3-Path Dipole Power Sensor Annua! 109961
Rohde & Schwarz NRP50S 3-Path Dipole Power Sensor Annua! 101339

SPEAG D2450V2 2450 MHz SAR Dipole Triennial 797
SPEAG D5GHzV2 5 GHz 3AR Dipole Biennia! 1057
SPEAG DAES Dasy Data Acquisition Electronics 5/9 Annua! ! 1678
SPEAG DAE4 Dasy Data Acquisition Electronics 4/7/2025 Annual 4/7/2026 1407
SPEAG EX30V4 SAR Probe 5/9/2025 Annual 5/9/2026 7660
SPEAG EX30V4 SAR Probe 4/8/2025 Annual 4/8/2026 7718

Notes:

1. CBT (Calibrated Before Testing). Prior to testing, the measurement paths containing a cable, amplifier, attenuator, coupler, or filter were
connected to a calibrated source (i.e. a signal generator) to determine the losses of the measurement path The power meter offset was
then adjusted to compensate for the measurement system losses. This level offset is stored within the power meter before
measurements are made. This calibration verification procedure applies to the system verification and output power measurements.
The calibrated reading is then taken directly from the power meter after compensation of the losses for all final power measurements.

2. Each equipment item is used solely within its respective calibration period.
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For SAR Measurements

MEASUREMENT UNCERTAINTIES

a c d e= f g h= i= K
f(d,k) cxfle | cxgle
Tol. Prob. ci Ci 1gm 10gms
Uncertainty Component (+ %) | Dist. | Div. | 1gm (10 gms uj u \Z
(£%) | (£%)
Measurement System
Probe Calibration 6.55 N 1 1.0 1.0 6.6 6.6 e
Axial Isotropy 0.25 N 1 0.7 0.7 0.2 0.2 0
Hemishperical Isotropy 13 N 1 0.7 0.7 0.9 0.9 0
Boundary Effect 2.0 R 1.73 | 1.0 1.0 1.2 1.2 ©
Linearity 0.3 N 1 1.0 1.0 0.3 0.3 0
System Detection Limits 0.25 R 1.73 | 1.0 1.0 0.1 0.1 ©
Readout Electronics 0.3 N 1 1.0 1.0 0.3 0.3 e
Response Time 0.8 R | 173 1.0 1.0 0.5 0.5 0
Integration Time 2.6 R 1.73 | 1.0 1.0 15 1.5 ©
RF Ambient Conditions - Noise 3.0 R 1.73 1.0 1.0 1.7 1.7 ©
RF Ambient Conditions - Reflections 3.0 R 1.73 1.0 1.0 1.7 1.7 )
Probe Positioner Mechanical Tolerance 0.4 R 1.73 1.0 1.0 0.2 0.2 e
Probe Positioning w/ respect to Phantom 6.7 R | 173 1.0 10 3.9 3.9 0
Extrapolation, Inte_rpolatlon & Integration algorithms for 4.0 R 173 | 10 10 23 23 "
Max. SAR Evaluation
Test Sample Related
Test Sample Positioning 2.7 N 1 1.0 1.0 2.7 27 35
Device Holder Uncertainty 1.67 N 1 1.0 1.0 1.7 1.7 5
Output Power Variation - SAR drift measurement 5.0 R 1.73 | 1.0 1.0 2.9 2.9 ©
SAR Scaling 0.0 R 173 | 1.0 1.0 0.0 0.0 0
Phantom & Tissue Parameters
Phantom Uncertainty (Shape & Thickness tolerances) 7.6 R 1.73 | 1.0 1.0 4.4 4.4 0
Liquid Conductivity - measurement uncertainty 4.2 N 1 0.78 | 0.71 3.3 3.0 10
Liquid Permittivity - measurement uncertainty 4.1 N 1 0.23 | 0.26 1.0 1.1 10
Liquid Conductivity - Temperature Uncertainty 34 R 173 0.78 | 0.71 15 1.4 0
Liquid Permittivity - Temperature Unceritainty 0.6 R 1.73 | 0.23 | 0.26 0.1 0.1 e
Liquid Conductivity - deviation from target values 5.0 R 1.73 | 0.64 | 0.43 1.8 1.2 ©
Liquid Permittivity - deviation from target values 5.0 R 1.73 | 0.60 | 0.49 1.7 1.4 0
Combined Standard Uncertainty (k=1) RSS 115 11.3 | 60
Expanded Uncertainty k=2 23.0 22.6
(95% CONFIDENCE LEVEL)
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11 CONCLUSION

11.1 Measurement Conclusion

The SAR evaluation indicates that the DUT complies with the RF radiation exposure limits of the FCC and
Innovation, Science, and Economic Development Canada, with respect to all parameters subject to this test.
These measurements were taken to simulate the RF effects of RF exposure under worst-case conditions. Precise
laboratory measures were taken to assure repeatability of the tests. The results and statements relate only to the
item(s) tested.

Please note that the absorption and distribution of electromagnetic energy in the body are very complex
phenomena that depend on the mass, shape, and size of the body, the orientation of the body with respect to the
field vectors, and the electrical properties of both the body and the environment. Other variables that may play a
substantial role in possible biological effects are those that characterize the environment (e.g. ambient
temperature, air velocity, relative humidity, and body insulation) and those that characterize the individual (e.g.
age, gender, activity level, debilitation, or disease). Because various factors may interact with one another to vary
the specific biological outcome of an exposure to electromagnetic fields, any protection guide should consider
maximal amplification of biological effects as a result of field-body interactions, environmental conditions, and
physiological variables. [3]
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