











































































































































































































APPENDIX B: SYSTEM VERIFICATION
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APPENDIX C: PROBE CALIBRATION
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Calibration Laboratory of
Schmid & Partner N
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

/”fnln\\‘\

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 108

The Swiss Accreditation Service is one of the signatories to the EA
Multitateral Agreement for the recognition of calibration certificates

client  PC Test

Certificate No: D835V2-4d119_Apri3

Object D835V2 - SN: 4d119

QA CAL-05.v9

Calibration procedure(s) _ : : S ST .
Calibratlon procedure for d;pole valldatlon klts above 700 MHz

April 25,2013

Calibration date:

\/i‘((-”"w
EO'QX\]
Vcn—

This calibration certificate decuments the traceabllity to national standards, which realize the physical units of measurements (SE).
The measurements and the uncerlainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laberatory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

Network Analyzer HP 8753E

Calibrated by:

Approved by:

US37390585 54206

Name
Claudio Leub|er

Katja 'Pokovi'c_ $

Primary Standards ID# Cal Date (Certificate No.) Scheduled Calibration
Power meter EPM-4424 GB37480704 01-Nov-12 (No. 217-01640) Qct-13

Power sensor HP 8481A US37292783 01-Nov-12 (No. 217-01640} Oct-13

Reference 20 dB Attenuator SN: 5058 (20K} 04-Apr-13 (No. 217-01736) Apr-14

Type-N mismatch combination SN: 5047.3 /06327 04-Apr-13 {No. 217-01739) Apr-14

Refarsnce Probe ES3DV3 SN: 3205 28-Dec-12 (No. ES3-3205_Dec12) Dac-13

DAE4 SN: 909 11-Sep-12 (No. DAE4-909_Sepi2) Sep-13

Secondary Standards iD# Check Date (in house) Scheduled Check
Power sensor HP 8481A MY41082317 18-Qct-02 {in house check Oct-11) In house check: Oct-13
RF generator R&S SMT-06 100005 04-Aug-99 (in house check Oct-11}) in house check: Oct-13

18-0ct-01 {in house check Oct-12)

Function

o :Le_b_pretqry Technician . -

- Techniqel_ Mahager :

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

In house check: Oct-13

Sigpature 3§
A
)%
/ Z

Issued: April 26, 2013

Certificate No: D835V2-4d119 _Apri3
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Calibration Laboratory of Sy,

_ 3 \‘t-//_/ s, S Schweizerischer Kalibrierdienst
Schmid & Partner i“_la\——%-m-/ﬁf‘;_ C Service suisse d'étalonnage
Engineering AG S /—/,—:—-_\\ - Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland gf/,, j//:\\\\\\? S  swiss Calibration Service
LTI
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 108

The Swiss Accraditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2003, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR} in the Human Head from Wireless
Communications Devices: Measurement Techniques”, December 2003

b) IEC 62209-1, "Procedure to measure the Specific Absorption Rate (SAR) for hand-held
devices used in close proximity to the ear (frequency range of 300 MHz to 3 GHz)",
February 2005

.¢) Federal Communications Commission Office of Engineering & Technology (FCC OET),
“Evaluating Compliance with FCC Guidelines for Human Exposure to Radiofrequency
Electromagnetic Fields; Additional Information for Evaluating Compliance of Mobile and
Portable Devices with FCC Limits for Human Exposure to Radiofrequency Emissions”,
Supplement C (Edition 01-01) to Bulletin 65

Additional Documentation:
d) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

e Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

e Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

e Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures iow
reflected power. No uncertainty required.

o FElectrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

e  SAR measured: SAR measured at the stated antenna input power.

¢ SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard unceriainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D835V2-4d119_Apr13 Page 2 of 8




Measurement Conditions
DASY system configuration, as far as not ¢

iven oh page 1.

DASY Version DASY5 V52.8.6

Extrapolation Advanced Extrapolation

Phantom Meodular Flat Phantom

Distance Dipole Center - TSL 15 mm with Spacer

Zoom Scan Resolution dx, dy,dz =5 mm

Frequency 835 MHz + 1 MHz
Head TSL parameters

The following parameters and calculations were applied.
Temperature Permittivity Conductivity

Nominal Head TSL parameters 22.0°C 415 0.90 mho/m

Measured Head TSL parameters (22.0+0.2) °C 408 +6 % 0.94 mho/m + 6 %

Head TSL temperature change during test <0.5°C e e
SAR result with Head TSL

SAR averaged over 1 cm® (1 g) of Head TSL Condition

SAR measured 250 mW input power 2.51 Wrkg

SAR for nominal Head TSL parameters

normalized to 1W

9.68 W/kg + 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL condition

SAR measured

250 mW input power

1.62 Wkg

SAR for nominal Head TSL parameters

normalized o 1W

6.30 W/kyg = 16.5 % (k=2)

Body TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C B5.2 0.97 mho/m
Measured Body TSL parameters (22.0 £0.2) °C 54.0+6 % 1.01 mho/m + 6 %
Body TSL temperature change during test <05°C e ---
SAR result with Body TSL
SAR averaged over 1 cm® {1 g) of Body TSL Condition
SAR measured 250 mW input power 2.47 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

9.54 Wikg + 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL condition

SAR measured

250 mW input power

1.62 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

6.31 W/Kg = 16.5 % {(k=2)

Certificate No: D835V2-4d119_Apri3
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Appendix

Antenna Parameters with Head TSL

Impedance, transformed to feed point 501 Q-47jQ

Return Loss -26.6dB
Antenna Parameters with Body TSL

Impedance, transformed to feed point 458Q-6.3jQ

Return Loss -221dB
General Antenna Parameters and Design

Electrical Delay {one direction) 1.385 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. Cn some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according io the position as explained in the
"Measurement Cenditions* paragraph. The SAR data are not affected by this change. The overall dipole length is still

according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the

feedpoint may be damaged.

Additional EUT Data

Manufactured by

SPEAG

Manufactured on

June 29, 2010

Certificate No: D835V2-4d119_Apri3
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DASY5 Validation Report for Head TSL

Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 835 MHz; Type: D835V2; Serial: D835V2 - SN: 4d119

Communication System: UID 0 - CW; Frequency: 835 MHz

Medium parameters used: f = 835 MHz; ¢ = 0.94 §/m; &, = 40.8; p = 1000 kgf’m3
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2007)

DASY 52 Configuration:

Probe: ES3DV3 - SN3205; ConvF(6.05, 6.05, 6.05); Calibrated: 28.12.2012;
Sensor-Surface: 3mm (Mechanical Surface Detection)

Electronics: DAE4 Sn909; Calibrated: 11.09.2012

Phantom: Flat Phantom 4.9L; Type: QDO00OP49AA; Serial: 1001

DASYS52 52.8.6(1115); SEMCAD X 14.6.9(7117)

Date: 25.04.2013

Dipole Calibration for Head Tissue/Pin=250 mW, d=15mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm
Reference Value = 57.387 V/m; Power Drift = 0.03 dB
Peak SAR (extrapolated) = 3.86 W/kg

SAR(1 g) = 2.51 W/kg; SAR(10 g) = 1.62 W/kg
Maximum value of SAR (measured) = 2.93 W/kg

0 dB =2.93 W/kg = 4.67 dBW/kg

Certificate No: D835V2-4d119_Apr13 Page 5 of 8




Impedance Measurement Piot for Head TSL

25 fApr 2013 09:11:06
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DASYS5 Validation Report for Body TSL

Date: 24.04.2013
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 835 MHz; Type: D835V2; Serial: D835V2 - SN: 4d119

Communication System: UID 0 - CW; Frequency: 835 MHz

Medium parameters used: f = 835 MHz; o = 1.01 S/m; & = 54; p = 1000 kg/m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY52 Configuration:
o Probe: ES3DV3 - SN3205; ConvF(6.04, 6.04, 6.04); Calibrated: 28.12.2012;
e Sensor-Surface: 3mm (Mechanical Surface Detection)
e Electronics: DAE4 Sn909; Calibrated: 11.09.2012
» Phantom: Flat Phantom 4.9L; Type: QD0O00P4%AA; Serial: 1001
e DASY5252.8.6(1115); SEMCAD X 14.6.9(7117)

Dipole Calibration for Body Tissue/Pin=250 mW, d=15mm/Zoom Scan (7x7x7)/Cube {):
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 55.178 V/m; Power Drift = 0.03 dB

Peak SAR (extrapolated) = 3.68 W/kg

SAR(1 g) = 2.47 W/kg; SAR(10 g) = 1.62 W/kg

Maximum value of SAR (measured) = 2.89 W/kg

0dB =2.89 W/kg =4.61 dBW/kg

Certificate No: D835V2-4d119_Apri3 Page 7 of 8




Impedance Measurement Plot for Body TSL
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Calibration Laboratory of Schweizerischer Kalibrierdienst

Schmid & Partner (T Service suisse d'étalonnage
Engineering AG N W-!-1-“) Servizio svizzero di taratura

Zeughausstrasse 43, 8004 Zurich, Switzeriand Swiss Calibration Service

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

‘Cortficate No: D1900V2-5d149_Jul13 -

Calibration date: Ju!y22,2013

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (S1).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humnidity < 70%.

Calibration Equipment used (M&TE critical for calibration}

Primary Standards D # Cal Date (Certificate No.} Scheduled Calibration
Power meter EPM-4424 GB37480704 01-Nov-12 (No. 217-01640) Oct-13

Power sensor HP 84814 US37292783 01-Nov-12 (No. 217-01640} Oct-13

Reference 20 dB Attenuator SN: 50568 (20k) 04-Apr-13 {No. 217-01736) Apr-14

Type-N mismatch combination SN: 5047.3 /06327 04-Apr-13 {No. 217-01739) Apr-14

Reference Probe ES3DV3 SN: 3205 28-Dec-12 (No. ES3-3205_Dec12) Dec-13

DAE4 SN: 601 25-Apr-13 (No. DAE4-601_Apr13) Apr-14

Secondary Standards D # Check Date (in house) Scheduled Check
Power sensor HP 8481A MY41092317 18-O0t-02 (in house check Oct-11) In house check: Oct-13
RF generator R&S SMT-06 100005 04-Aug-99 {in house check Qct-11) In house check; Oct-13
Network Analyzer HP 8753E US373980585 34206 18-Oct-01 {in house check Oct-12) In house check: O¢t-13

Name s Functlon ... Signature
Calibrated by: Jeton Kastrati - Laboratory Technician .- L

Approved by: Té:t:hrjiéal"Mariager S

Issued: July 22, 2013

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Calibration Laboratory of \\o\‘@vﬁ/’

Schweizerischer Kalibrierdienst

. & Z, S
Schmid & Partner ﬂfx \‘}__//E’!‘: c Service suisse d'étalonnage
Englneering AG z /—/__——-_\\ 3 Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland 24, ///_-\\\ S S Sswiss Calibration Service
TG
Accrediled by the Swiss Accraditation Service (SAS) Accreditation No.: SCS 108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z

N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2003, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, December 2003

b) IEC 62209-1, "Procedure to measure the Specific Absorption Rate (SAR) for hand-held
devices used in close proximity to the ear (frequency range of 300 MHz to 3 GHz)",
February 2005

c) Federal Communications Commission Office of Engineering & Technology (FCC OET),

“Evaluating Compliance with FCC Guidelines for Human Exposure to Radiofrequency
Electromagnetic Fields; Additional information for Evaluating Compliance of Mobile and
Portable Devices with FCC Limits for Human Exposure to Radiofrequency Emissions”,
Supplement C (Edition 01-01) to Bulletin 65

Additional Documentation:

d)

DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

Feed Point Impedance and Retfurn Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D1900V2-5d149_Jul13 Page 2 of 8




Measurement Conditions
DASY system configuration, as far as not given on page 1.

DASY Version DASY5 V52.8.7
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with Spacer
Zoom Scan Resolution dx, dy,dz =5 mm

Frequency 1900 MHz + 1 MHz

Head TSL parameters
The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 40.0 1.40 mho/m
Measured Head TSL parameters (22.0+0.2) °C 389x+6% 1.36 mho/m 6 %
Head TSL temperature change during test <0.5°C - -
SAR result with Head TSL
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 250 mW input power 9.99 W/kg
SAR for nominal Head TSL parameters normalized to 1W 40.4 W/kg = 17.0 % (k=2)
SAR averaged over 10 cm® (10 g) of Head TSL condition
SAR measured 250 mW input power 5.28 W/kg
SAR for nominal Head TSL parameters normalized to 1W 21.3 W/kg = 16.5 % (k=2)
Body TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 53.3 1.52 mho/m
Measured Body TSL parameters (22.0+0.2)°C 534+6% 1.48 mho/m =6 %
Body TSL temperature change during test <0.5°C e -
SAR resuit with Body TSL
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 250 mW input power 10.0 Wikg
SAR for nominal Body TSL parameters normalized to 1W 40.5 W/kg = 17.0 % (k=2)
SAR averaged over 10 cm® (10 g) of Body TSL condition
SAR measured 250 mW input power 5.36 W/kg
SAR for nominal Body TSL parameters normalized to 1W 21.6 W/kg + 16.5 % (k=2)

Centificate No: D1900V2-5d149_Jul13 Page 30of 8




Appendix

Antenna Parameters with Head TSL

Impedance, transformed to feed point 52.9Q +6.0jQ
Return Loss -23.8dB

Antenna Parameters with Body TSL.

Impedance, transformed o feed point 485 Q +6.4jQ
Return Loss -23.5dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.196 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore shont-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when foaded according to the position as explained in the
*Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole amms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG
Manufactured on March 11, 2011

Certificate No: D1900V2-5d149_Jul13 Page 4 of 8




DASYS5 Validation Report for Head TSL

Date: 22.07.2013
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN: 5d149

Communication System: UID 0 - CW ; Frequency: 1900 MHz

Medium parameters used: f = 1900 MHz; 6 = 1.36 S/m; ¢, = 38.9; p = 1000 lqglm3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASYS52 Configuration;
o Probe: ES3DV3 - SN3205; ConvF(4.98, 4,98, 4.98); Calibrated: 28.12.2012;
e Sensor-Surface: 3mm (Mechanical Surface Detection)
¢ Electronics: DAE4 Sn601; Calibrated: 25.04.2013
« Phantom: Flat Phantom 5.0 (front); Type: QDOO0OP50AA; Serial: 1001
e« DASY5252.8.7(1137); SEMCAD X 14.6.10(7164)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 96.173 V/m; Power Drift = 0.04 dB

Peak SAR (extrapolated) = 18.0 W/kg

SAR(1 g) = 9.99 W/kg; SAR(10 g) = 5.28 W/ikg

Maximum value of SAR (measured) = 12.4 Wikg

0dB =12.4 W/kg = 10.93 dBW/kg

Cerlificate No: D1300V2-5d149_Juit3 Page 5 of 8




Impedance Measurement Plot for Head TSL
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DASYS5 Validation Report for Body TSL

Date: 22,07.2013
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 1900 MHz; Type: D1900V2; Serial: D1900V2 - SN: 5d149

Communication System: UID 0 - CW ; Frequency: 1900 MIiz

Medium parameters used: f = 1900 MHz; 6 = 1.49 S/m; &, = 53.4; p = 1000 kgf’m3
Phantom section: Flat Section

Measurement Standard: DASYS5 (IEEE/IEC/ANST C63.19-2007)

DASYS52 Configuration:
o Probe: ES3DV3 - SN3205; ConvF(4.6, 4.6, 4.6); Calibrated: 28.12.2012;
e Sensor-Surface: 3mm (Mechanical Surface Detection)
¢ Electronics: DAE4 Sn601; Calibrated: 25.04.2013
e Phantom: Flat Phantom 5.0 (back); Type: QDOOOPSOAA; Serial: 1002
o DASY5252.8.7(1137); SEMCAD X 14.6.10(7164)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 96.173 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 17.0 W/kg

SAR(1 g) = 10 W/kg; SAR(10 g) = 5.36 W/kg

Maximum value of SAR (measured) = 12.6 W/kg

0dB = 12.6 W/kg = 11.00 dBW/kg

Certificate No: D1900V2-5d149_Juli3 Page 7 oi 8




Impedance Measurement Plot for Body TSL
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Calibration Laboratory of
Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Accredited by the Swiss Accreditation Service (SAS)
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Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accreditation No.: SCS 108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Client  PC Test

Gertificate No: D2450V2-719_Aug13

Object

Calibration procedure(s}

QA CAL-05.v9

Calibration date:

Calibration Equipment used (M&TE critical for calibration)

August 23, 2013

CALIBRATION CERTIFICATE

D2450V2 - SN: 719 - =

Callbratlon procedufe for dlpoie vaiidatlon kltS above 700 MHz

.g/@c

TR

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (Si).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of ihe certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibrated by:

Jeton Kastrati /-

Approved by: Katjé'l?o_k_d_\.r'_i_c':' ;

. Laboraiory Technician

. " Technical Manager

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

Primary Standards D# Cal Date (Cerlificate No.) Scheduled Calibration

Power meter EPM-442A GB37480704 01-Nov-12 {No. 217-01640) Oct-13

Power sensor HP 8481A US37282783 01-Nov-12 {No. 217-01640) Oct-13

Reference 20 dB Attenuator SN: 5058 (20k) 04-Apr-13 {No. 217-01736) Apr-14

Type-N mismatch combination SN: 5047.3 /06327 04-Apr-13 (No. 217-01733) Apr-14

Reference Probe ES3DV3 SN: 3205 28-Dec-12 (No. ES3-3205_Dec12) Dec-13

DAE4 SN: 601 25-Apr-13 (No. DAE4-601_Apr13) Apr-14

Secondary Standards ID# Check Date (in house) Scheduled Check

Power sensor HP 8481A MY41092317 18-0ct-02 {in house check Oct-11) In house chack: Oct-13

RF generator R&S SMT-06 100005 04-Aug-99 (in house check Oct-11) [n house check: Oct-13

Network Analyzer HP 8753E US3739058b 54206 18-0Oct-01 {in house check Oct-12) tn house check: Oct-13
Name Function Signature

MLKM o

Issued: August 23, 2013
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Calibration Laboratory of S,
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Schweizerischer Kalibrierdienst
Service suisse d'étalonnage

g Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzeriand 4'4, ///——\‘\\\\\3‘ Swiss Calibration Service
Nl Iy
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 108

The Swiss Accreditation Service is one of the signatories to the EA
Muiltilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2003, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Technigues”, December 2003

b) IEC 62209-1, "Procedure to measure the Specific Absorption Rate (SAR) for hand-held
devices used in close proximity to the ear (frequency range of 300 MHz to 3 GHz)",
February 2005 '

c) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz”

Additional Documentation:
d) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

e Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

e  Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

o [Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

e Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

e  SAR measured: SAR measured at the stated antenna input power.

e SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

o SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR resulit.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASYS v52.8.7
Extrapolation Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 10 mm with Spacer
Zoom Scan Resolution dx, dy, dz = 5mm
Frequency 2450 MHz + 1 MHz
Head TSL parameters
The following parameters and calculations were applied.
Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 39.2 1.80 mho/m
Measured Head TSL parameters (22.0+0.2) °C 3786 % 1.80 mho/m £ 6 %
Head TSL temperature change during test <0.5°C e -
SAR resuit with Head TSL
SAR averaged over 1 cm® (1 g) of Head TSL Condition

SAR measurad

250 mW input power

13.4 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

53.2 Wikg = 17.0 % (k=2)

SAR averaged over 10 em® (10 g) of Head TSL
g g

condition

SAR measurad

250 mW input power

6.23 Wrkg

SAR for nominal Head TSL parameters

nomalized to 1W

24.8 Wikg + 16.5 % (k=2)

Body TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 2.7 1.95 mho/m
Measured Body TSL parameters (22.0+0.2)°C 50.6 =6 % 2.03 mho/m 6 %
Body TSL temperature change during test =<0(.5°C
SAR result with Body TSL
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 250 mW input power 13.3 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

51,7 Wikg = 17.0 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAHR measured

250 mW input power

6.14 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

24.1 W/kg = 16.5 % (k=2)

Certificate No: D2450V2-719_Aug13
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Appendix

Antenna Parameters with Head TSL

Impedance, transformed to feed point 54,6 Q&+ 3.5Q
Return Loss -25.1dB

Antenna Parameters with Body TSL

Impedance, transformed to feed point 5110 +54iQ
Return Loss -25.3dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.149 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxiat cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore shori-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG
Manufactured on September 10, 2002
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DASYS5 Validation Report for Head TSL

Date: 22.08.2013
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN: 719

Communication System: UID 0 - CW ; Frequency: 2450 MHz

Medium parameters used: f = 2450 MHz; o = 1.8 8/m; &, = 37.8; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS5 (IEEE/TEC/ANSI C63.19-2007)

DASYS52 Configuration:
o Probe: ES3DV3 - SN3205; ConvF(4.52, 4.52, 4.52); Calibrated: 28.12.2012;
e Sensor-Surface: 3mm (Mechanical Surface Detec't_i._on)
e Electronics: DAE4 Sn601; Calibrated: 25.04.2013
o Phantom: Flat Phantom 5.0 (front); Type: QDOOOPS0AA; Serial: 1001
o DASYS5252.8.7(1137); SEMCAD X 14.6.10(7164)

Dipole Calibration for Head Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 100.7 V/m; Power Drift = 0.06 dB

Peak SAR (extrapolated) = 27.9 W/kg

SAR(1 g) = 13.4 W/kg; SAR(10 g) = 6.23 W/kg

Maximum value of SAR (measured) = 17.0 W/kg

-4,80

-

-19.20

-24.00

0dB = 17.0 W/kg = 12.30 dBW/kg
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Impedance Measurement Plot for Head TSL
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DASYS5 Validation Report for Body TSL

Date: 23.08.2013
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN: 719

Communication System: UID 0 - CW ; Frequency: 2450 MHz

Medium parameters used: f = 2450 MHz; ¢ = 2.03 S/m; &, = 50.6; p = 1000 kg;"m3
Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASYS52 Configuration:

Probe: ES3DV3 - SN3205; ConvF(4.42, 4.42, 4,42); Calibrated: 28.12.2012;
e Sensor-Surface: 3mm (Mechanical Surface Detection)

¢ Electronics: DAE4 Sn601; Calibrated: 25.04.2013 |

o Phantom: Flat Phantom 5.0 (back); Type: QDO00P50AA; Serial: 1002

¢« DASYS5252.8.7(1137); SEMCAD X 14.6.10(7164)

Dipole Calibration for Body Tissue/Pin=250 mW, d=10mm/Zoom Scan (7x7x7)/Cube 0:
Measurement grid: dx=5mm, dy=5mm, dz=5mm

Reference Value = 94.688 V/m; Power Drift = 0.06 dB

Peak SAR (extrapolated) = 27.9 W/kg

SAR( g) = 13.3 W/kg; SAR(10 g) = 6.14 W/kg

Maximum value of SAR (measured) = 17.2 W/kg

0dB =172 W/kg = 12.36 dBW/kg
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Impedance Measurement Plot for Body TSL
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Calibration Laboratory of
Schmid & Partner

Engineering AG
Zeughausstrasse 43, 8004 Zurich, Switzerland

Schweizerischer Kaiibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

ciemt PCTest = = oo Certificate No: D5GH2zV2-1057_Jan14

Object D5GHzV?2 - SN: 1057

Calibration procedure(s) QA CAL-22.v2
Callbratlon procedure for dtpole valldatlon kits between 3 6 GHz

Calibration date: January 27, 2014

ceV

a5

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (S},
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards D # Cal Date {Certificate No.) Scheduled Calibraticn

Power meter EPM-442A GB37480704 09-Oct-13 (No. 217-01827) Oct-14

Power sensor HP 8481A US37295783 09-0ct-13 {No. 217-01827) QOct-14

Power sensor HP 8481A MY41092317 09-Oct-13 {No. 217-01828) Oct-14

Reference 20 dB Attenuator SN: 5058 (20k) 04-Apr-13 (No. 217-01738) Apr-14

Type-N mismatch combination SN: 5047.3 /06327 04-Apr-13 (No. 217-01739) Apr-14

Reference Probe EX3DV4 SN: 3503 30-Dec-13 (No. EX3-3503_Dec13) Dec-14

DAE4 SN: 601 25-Apr-13 (No. DAE4-601_Apr13) Apr-14

Secondary Standards 1D # Check Date (in house) Scheduled Check

RF generator R&S SMT-06 100005 04-Aug-99 {in house check Oct-13) In house check: Oct-16

Network Analyzer HP 8753E US37390585 S4206 18-Oct-01 (in house check Oct-13) In house check: Oct-14
Name Function Signature

Calibrated by: lsrae EFNaouq " © " " ‘Laboratory Technician %@L’ é& /Q AR
B E R R SRR el

Issued: January 27, 2014

Approved by: Kalja Pokovic - ' o L Technical Manager

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Calibration Laboratory of H\\,\\@,ﬂ
Schmid & Partner S
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Engineering AG jiacuRA

7 S Schweizerischer Kalibrierdienst

C Service suisse d'étalonnage
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z //,__—-\\ Servizio svizzero di taratura

Zeughausstrasse 43, 8004 Zurich, Switzerland {f/,,///_-\?\ o S Swiss Calibration Service
OTA

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:
TSL tissue simulating liquid
ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured
Calibration is Performed According to the Following Standards:
a) IEC 62209-2, “Evaluation of Human Exposure to Radio Frequency Fields from Handheld
and Body-Mounted Wireless Communication Devices in the Frequency Range of 30 MHz to
6 GHz: Human models, Instrumentation, and Procedures”; Part 2: “Procedure to determine
the Specific Absorption Rate (SAR}) for including accessories and multiple transmitters”,
March 2010
b} KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz”
c) |EEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-

Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

Additional Documentation:

d)

DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D5GHzV2-1057 Jan14 Page 2 of 16




Measurement Conditions

DASY system configuration, as far as not g

iven on page 1.

DASY Version DASYS Vv52.8.7
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom V5.0

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution

dx, dy=4.0mm, dz = 1.4 mm

Graded Ratio = 1.4 {Z direction)

Frequency

5200 MHz = 1 MHz
5300 MHz + 1 MHz
5500 MHz + 1 MHz
5600 MHz + 1 MHz
5800 MHz + 1 MHz

Head TSL parameters at 5200 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 36.0 4.66 mho/m
Measured Head TSL parameters (22.0+£0.2) °C 35.0+£6% 4.45 mho/m+6 %
Head TSL temperature change during test <0.5°C e -
SAR result with Head TSL at 5200 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 7.85 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

78.0 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.25 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

22.3 W/kg = 19.5 % (k=2)

Certificate No: D5GHzV2-1057_Jan14
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Head TSL parameters at 5300 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.9 4.76 mho/m
Measured Head TSL parameters (22.0£0.2) °G 349+6% 4.54 mho/m + 6 %
Head TSL temperature change during test <05°C e --e-
SAR result with Head TSL at 5300 MHz
SAR averaged over 1 cm® {1 g) of Head TSL Condition
SAR measured 100 mW input power 8.36 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

83.0 W/ kg  19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.40 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

23.8 Wikg = 19.5 % (k=2)

Head TSL parameters at 5500 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.6 4.96 mho/m
Measured Head TSL parameters {22.0£0.2) °C 346 6% 4.74 mhofm +6 %
Head TSL temperature change during test <0.5°C - -—
SAR result with Head TSL at 5500 MHz
SAR averaged over 1 cm® {1 g) of Head TSL Condition
SAR measured 100 mW input power 8.50 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

84.3 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.42 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

24.0 Wikg £ 19.5 % (k=2)

Certificate No: D5GHzV2-1057_Jan14
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Head TSL parameters at 5600 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.5 5.07 mho/m
Measured Head TSL parameters (22.0 £02) °C 345+6% 4.86 mho/m+6 %
Head TSL temperature change during test <05°C
SAR result with Head TSL at 5600 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.42 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

83.5 Wikg = 19.9 % (k=2)

SAR averaged over 10 em® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.40 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

23.8 W/kg = 19.5 % (k=2)

Head TSL parameters at 5800 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.3 5.27 mho/m
Measured Head TSL parameters (22.0+£0.2) °C 34216 % 5.07 mho/m £ 6 %
Head TSL temperature change during test <0.5°C e mrn
SAR result with Head TSL at 5800 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.00 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

79.3 Wikg £+ 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.28 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

22.6 Wikg = 19.5 % (k=2)

Certificate No: D5GHzV2-1057_Jant4
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Body TSL parameters at 5200 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 49.0 5.30 mho/m
Measured Body TSL parameters (€2.0+£0.2)°C 473+6% 5.44 mho/m £ 6 %
Body TSL temperature change during test <05°C - -
SAR result with Body TSL at 5200 MHz
SAR averaged over 1 cm® {1 g) of Body TSL Condition
SAR measured 100 mW input power 7.58 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

75.3 Wkg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

212 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

21.0 W/kg = 19.5 % (k=2)

Body TSL parameters at 5300 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 48.9 5.42 mho/m
Measured Body TSL parameters (22.0+£0.2)°C 4726 % 5.57 mho/m + 6 %
Body TSL temperature change during test <0.5°C
SAR result with Body TSL at 5300 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 7.79 W/ikg

SAR for hominal Body TSL parameters

normalized to 1W

77.4 Wikg + 19.9 % (k=2)

SAR averaged over 10 em® (10 g} of Body TSL

condition

SAR measured

100 mW input power

217 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

21.5 Wikg + 19.5 % (k=2)
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Body TSL parameters at 5500 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 48.6 5.65 mho/m
Measured Body TSL parameters (22.0+0.2)°C 46.8+6 % 5.84 mho/mx6 %
Body TSL temperature change during test <0.5°C - -
SAR result with Body TSL at 5500 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 7.96 Wikg

SAR for nominal Body TSL parametors

normalized to 1W

79.1 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2.22 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

22.0 Wikg + 19.5 % (k=2)

Body TSL parameters at 5600 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 48.5 5,77 mho/m
Measured Body TSL parameters {22.0x0.2) °C 46.6 £6 % 5.98 mho/m +6 %
Body TSL temperature change during test <05°C e e
SAR result with Body TSL at 5600 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 8.07 W/ikg

SAR for nominal Body TSL parameters

normalized to 1W

80.2 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2.24 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

22.2 Wikg = 19.5 % (k=2)

Certificate No: D5GHzV2-1057_Jan14
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Body TSL parameters at 5800 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 48.2 6.00 mho/m
Measured Body TSL parameters (22.0 £ 0.2) °C 46.3£6 % 6.23 mho/m £ 6 %
Body TSL temperature change during test <0.5°C - umns
SAR result with Body TSL at 5800 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 7.48 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

74.3 Wikg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2.06 Wiy

SAR for nominal Body TSL parameters

normalized to 1W

20.4 W/kg = 19.5 % (k=2)

Certificate No: D5GHzV2-1057_Jan14
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Appendix

Antenna Parameters with Head TSL at 5200 MHz

Impedance, transformed to feed point 43.10-46jQ

Retum Loss -21.0dB
Antenna Parameters with Head TSL at 5300 MHz

Impedance, transformed to feed point 46.50-1.3jQ

Return Loss -28.1dB
Antenna Parameters with Head TSL at 5500 MHz

Impedance, transformed to feed point 46.20-25)Q

Return Loss -26.4 dB
Antenna Parameters with Head TSL at 5600 MHz

Impedance, transformed to feed point 489Q-57jQ

Return Loss -24.6dB
Antenna Parameters with Head TSL at 5800 MHz

Impedance, transformed to feed point 48.7Q-3.1jQ

Return Loss -295dB
Antenna Parameters with Body TSL at 5200 MHz

Impedance, transformed to feed point 494 Q-7.7iQ

Return Loss -22.2dB
Antenna Parameters with Body TSL at 5300 MHz

Impedance, transformed to feed point 49.6 Q2 -3.0jQ

Return Loss -30.3dB
Antenna Parameters with Body TSL at 5500 MHz

Impedance, transformed to feed point 50.8Q-39jQ

Retum Loss -28.0dB

Centificate No: D5GHzV2-1057_Jan14
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Antenna Parameters with Body TSL at 5600 MHz

Impedance, transformed to feed point 554Q-25j0
Return Loss -25.0dB

Antenna Parameters with Body TSL at 5800 MHz

impedance, transformed to feed point 52.3Q-07|Q

Return Loss -32.5dB

General Antenna Parameters and Design

Electrical Delay {one direction) 1.186 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DGC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
“Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG
Manufactured on November 27, 2006
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DASYS5 Validation Report for Head TSL

Date: 27.01.2014
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 5GHz; Type: D5GHzV2; Serial: DSGHzV2 - SN: 1057

Communication System: UID 0 - CW; Frequency: 5200 MHz, Frequency: 5300 MHz, Frequency: 5500
MHz, Frequency: 5600 MHz, Frequency: 5800 Mz

Medium parameters used: f = 5200 MHz; ¢ = 4.45 S/m & = 35; p = 1000 kg/m’ , Medium parameters used: f
= 5300 MHz; o = 4.54 S/m; er =34.9; p = 1000 kg/m’ , Medium parameters used: f = 5500 MHz; o = 4.74
S/m; 8: =34.6; p = 1000 kg/m’ , Medium parameters used: f= 5600 MHz; o = 4.86 S/m; ar =34.5; p = 1000
kg/m® , Medium parameters used: f = 5800 MHz; o = 5.07 S/m; & = 34.2; p = 1000 kg/m®

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASYS52 Configuration:

e Probe: EX3DV4 - SN3503; ConvEF(5.52, 5.52, 5.52); Calibrated: 30.12.2013, ConvF(5.2, 5.2, 5.2);
Calibrated: 30.12.2013, ConvF(5.01, 5.01, 5.01); Calibrated: 30.12.2013, ConvF(4.86, 4.86, 4.86);
Calibrated:; 30.12.2013, ConvF(4.91, 491, 4.91); Calibrated: 30.12.2013;

» Sensor-Surface: 1.4mm (Mechanical Surface Detection)

» Electronics: DAE4 Sn601; Calibrated: 25.04.2013

« Phantom: Flat Phantom 5.0 (front); Type: QDOO0OP50AA; Serial: 1001
» DASY5252.8.7(1137); SEMCAD X 14.6.10(7164)

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5200 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Mecasurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 63.497 V/m; Power Drnift = 0.04 dB

Pecak SAR (extrapolated) = 28.2 W/kg

SAR(1 g) = 7.85 W/kg: SAR(10 g) = 2.25 W/kg

Maximum value of SAR (measured) = 18.6 W/kg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, {=5300 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 64.444 V/m; Power Drift = 0.07 dB

Peak SAR (extrapolated) = 31.2 Wrkg

SAR(1 g) = 8.36 W/kg; SAR(10 g) = 2.4 W/kg

Maximum value of SAR (measured) = 20.1 W/kg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5500 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 63.807 V/m; Power Drift = 0.07 dB

Peak SAR (extrapolated) = 33.0 W/kg

SAR( g) = 8.5 W/kg; SAR(10 g) =2.42 W/kg

Maximum value of SAR (measured) = 20.8 W/kg
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Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, {=5600 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Mecasurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 63.194 V/m; Power Drift = 0.06 dB

Peak SAR (extrapolated) = 33.2 Wrkg

SAR(1 g) = 8.42 W/kg; SAR(10 g) = 2.4 W/kg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5800 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 60,646 V/m; Power Drift = 0.08 dB

Peak SAR (extrapolated) = 32.9 W/kg

SAR(1 g) =8 W/kg; SAR(10 g) = 2.28 W/kg

Maximum value of SAR (measured) = 19.9 Wikg

8.00

4.00

-30.00

0dB =199 Wrkg = 12.99 dBW/kg
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Impedance Measurement Plot for Head TSL
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DASY5 Validation Report for Body TSL

Date: 24.01.2014
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 5GHz; Type: DSGHzV2; Serial: DSGHzV2 - SN: 1057

Communication System: UID 0 - CW; Frequency: 5200 MHz, Frequency: 5300 MHz, Frequency: 5500
MHz, Frequency: 5600 MHz, Frequency: 5800 MHz

Medium parameters used: f = 5200 MHz; o = 5.44 S/m; &, = 47.3; p = 1000 kg/m3 , Medium parameters
used: f =5300 MHz; 6 = 5.57 S/m; &, = 47.2; p = 1000 kg/m3 , Medium parameters used: f = 5500 MHz; ¢ =
5.84 S/m; £, = 46.8; p = 1000 kg/m3 , Medium parameters used: f = 5600 MHz; 6 = 5.98 S/m; &, =46.6; p =
1000 kg/m3 , Medium parameters used: f = 5800 MHz; o = 6.23 S/m; & =46.3; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI €C63.19-2007)

DASY52 Configuration:

o Probe: EX3DV4 - SN3503; ConvF(5.01, 5.01, 5.01); Calibrated: 30.12.2013, ConvF(4.76, 4.76,
4.76); Calibrated: 30.12.2013, ConvF(4.52, 4.52, 4.52); Calibrated: 30.12.2013, ConvF(4.3, 4.3, 4.3);,
Calibrated: 30.12.2013, ConvF(4.47, 4.47, 4.47), Calibrated: 30.12.2013;

e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

« Electronics: DAE4 Sn601; Calibrated: 25.04.2013

+ Phantom: Flat Phantom 5.0 (back); Type: QDOO0OP50AA,; Serial: 1002
e DASYS5252.8.7(1137); SEMCAD X 14.6.10(7164)

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5200 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 58.809 V/m; Power Drift = -0.05 dB

Peak SAR (extrapolated) = 30.1 W/kg

SAR(1 g) = 7.58 W/kg; SAR(10 g} = 2.12 W/kg

Maximum value of SAR (measured) = 18.2 W/kg

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5300 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 58.585 V/m; Power Drift = -0.00 dB

Peak SAR (extrapolated) = 32.2 W/kg

SAR( g) = 7.79 W/kg; SAR(10 g) = 2.17 W/kg

Maximum value of SAR (measured) = 19.1 Wrkg

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5500 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 58,364 V/m; Power Drift =-0.01 dB

Peak SAR (extrapolated) = 34.4 W/kg

SAR(1 g) = 7.96 W/kg; SAR(10 g) = 2.22 W/kg

Maximum value of SAR (measured) = 19.4 W/kg
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Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5600 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Mcasurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 57.864 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 35.8 W/kg

SAR(1 g) = 8.07 W/kg; SAR(10 g) = 2.24 W/kg

Maximum value of SAR (measured) = 19.8 W/kg

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5800 MHz/Zoom Scan,
dist=1.4dmm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 54,817 V/m; Power Drift = -0.01 dB

Peak SAR (extrapolated) = 35.1 Wikg

SAR(1 g) = 7.48 W/kg; SAR(10 g) = 2.06 W/kg

Maximum value of SAR (measured) = 18.8 W/kg

0dB = 18.8 W/kg =12.74 dBW/kg
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Impedance Measurement Plot for Body TSL
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Calibration date:

Calibration Equipment used (M&TE critical for calibration)

Object D5GHzV2 = SN: 1007 =+

Cal_lbratlon procedure for d|pole vahdatlon kItS between 3- 6 GHz

September 23,2013
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This calibration certificate documents the traceahility to national standards, which realize the physical units of measurements (Sl).
The measurements and the uncertaintios with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Approved by: Katja _F%_eko\.'ic

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

G .Laboratory Technlclan_;_

Primary Standards D # Cal Date (Certificate No.) Scheduled Calibration

Power meter EPM-442A GB37480704 01-Nov-12 {No. 217-01640) QOct-13

Power sensor HP 8481A US37292783 01-Nov-12 (No. 217-01640) Oct-13

Reference 20 dB Attenuator SN: 5058 (20k) 04-Apr-13 {No. 217-01736}) Apr-14

Type-N mismatch combination SN: 5047.3 / 06327 04-Apr-13 (No. 217-01739) Apr-14

Reference Probe EX3DV4 SN: 3503 28-Dec-12 (No. EX3-3503_Dec12) Dec-13

DAE4 SN: 601 25-Apr-13 (No. DAE4-601_Apr13) Apr-14

Secondary Standards 1D # Check Date (in house) Scheduled Check

Power sensor HP B481A MY41092317 18-Oct-02 (in house check Oct-11) In house check: Oct-13

RF generator R&S SMT-06 100005 04-Aug-99 {in house check Oct-11) In house check: Oct-13

Network Analyzer HP 8753E LJS37390585 54206 18-Qc¢t-01 (in house check Oct-12) In house check: Oct-13
Name Function Signature

Calibrated by: Lelf Klysner o

|ssued: Octobher 4, 2013
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Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a)

b)

IEC 62209-2, “Evaluation of Human Exposure to Radio Frequency Fields from Handheld
and Body-Mounted Wireless Communication Devices in the Frequency Range of 30 MHz to
6 GHz: Human models, Instrumentation, and Procedures”; Part 2: “Procedure to determine
the Specific Absorption Rate (SAR) for including accessories and multiple transmitters”,
March 2010

KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz”

IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak
Spatial-Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

Additional Documentation:

d)

DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel fo the body axis.

Feed Point Impedance and Retumn Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
refiected power. No uncertainty required.

Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASY5 V52.8.7
Extrapolation Advanced Exirapolation

Phantom Modular Flat Phantom V5.0

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution

dx, dy=4.0mm, dz =1.4 mm

Graded Ratio = 1.4 (Z direction)

Frequency

5200 MHz = 1 MHz
5300 MHz + 1 MHz
5500 MHz £ 1 MHz
5600 MHz = 1 MHz
5800 MHz + 1 MHz

Head TSL parameters at 5200 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 36.0 4,66 mho/m
Measured Head TSL parameters {22.0£0.2)°C 358+£6% 4.48 mho/m £ 6 %
Head TSL temperature change during test <0.5°C = ---
SAR result with Head TSL at 5200 MH=z
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 7.77 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

77.5 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.23 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

22.2 Wikg = 19.5 % {k=2)

Certificate No; D5GHzV2-1007_Sep13/2

Page 3 of 16




Head TSL parameters at 5300 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.9 4.76 mho/m
Measured Head TSL parameters (22.0+0.2) °C 356x6% 4.62 mho/m +6 %
Head TSL temperature change during test <05°C - menn
SAR result with Head TSL at 5300 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.04 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

80.2 W/ kg + 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.30 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

22.9 W/kg = 19.5 % (k=2)

Head TSL. parameters at 5500 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.6 4.96 mho/m
Measured Head TSL parameters {22.0+0.2) °C 3546 % 4.76 mho/m £6 %
Head TSL temperature change during test <0.5°C - -
SAR result with Head TSL at 5500 MHz
SAR averaged over 1 em® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.17 W/kyg

SAR for nominal Head TSL parameters

normalized to TW

81.4 Wikg + 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2,32 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

23.1 Wikg £ 19.5 % (k=2)
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Head TSL parameters at 5600 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 220°C 35.5 5.07 mho/m
Measured Head TSL parameters {22.0x0.2)°C 352+6% 4.86 mho/m £ 6 %
Head TSL temperature change during test <0.5°C e -
SAR result with Head TSL at 5600 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.03 W/kg

SAR for nominal Head TSL parameters

normalized to TW

80.0 W/kg +19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.28 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

22.7 Wikg + 12.5 % (k=2)

Head TSL parameters at 5800 MHz

The foliowing parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.3 5.27 mho/m
Measured Head TSL parameters (22.0£0.2)°C 35.0+6% 5.07 mho/m 6 %
Head TSL temperature change during test <0.5°C - amnn
SAR result with Head TSL at 5800 MHz
SAR averaged over 1 em® (1 g) of Head TSL Condition
SAR measured 100 mW input power 7.78 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

77.5 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

220 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

21.9 W/kg = 19.5 % (k=2)

Cettificate No: D5GHzV2-1007_Sep13/2
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Body TSL parameters at 5200 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 49.0 5.30 mho/m
Measured Body TSL parameters (22.0+£ 0.2} °C 483+ 6% 5.36 mho/m+6 %
Body TSL temperature change during test <0.5°C - -
SAR result with Body TSL at 5200 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 7.28 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

72.6 W/kg £ 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2.03W/kg

SAR for nominal Body TSL parameters

normalized to 1W

20.2 Wikg = 19.5 % (k=2)

Body TSL parameters at 5300 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Mominal Body TSL parameters 22.0°C 48.9 5.42 mho/m
Measured Body TSL parameters (22.0 £0.2) °C 481 26% 5.56 mho/m + 6 %
Body TSL temperature change during test <05°C um mn
SAR result with Body TSL at 5300 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 7.49 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

74.7 Wikg * 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2.03 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

20.8 W/kg = 19.5 % (k=2)
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Body TSL parameters at 5500 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 48.6 5.65 mho/m
Measured Body TSL parameters (22.02£02)°C 47.8+6 % 575 mho/m+6 %
Body TSL temperature change during test <0.5°C mrn -—-
SAR result with Body TSL. at 5500 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 7.61 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

75.9 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2.11 Wkg

SAR for nominal Body TSL parameters

normalized to 1W

21.0 Wkg +19.5 % (k=2)

Body TSL parameters at 5600 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 48.5 5.77 mho/m
Measured Bady TSL parameters (22.0x0.2) °C 47626 % 5.88 mho/m = 6 %
Body TSL temperature change during test <05°C - -
SAR resuit with Body TSL at 5600 MHz
SAR averaged over 1 cm’ (1 g) of Body TSL Condition
SAR measured 100 mW input power 7.75 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

77.3 Wikg +19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2.16 W/kg

SAR for nominal Body TSL parameters

normalized to 1W

21.5 Wikg = 19.5 % (k=2)
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Body TSL parameters at 5800 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Body TSL parameters 22.0°C 48.2 6.00 mho/m
Measured Body TSL parameters (22.0£0.2)°C 4736 % 6.17 mho/m+6 %
Body TSL temperature change during test <0.5°C e -
SAR result with Body TSL at 5800 MHz
SAR averaged over 1 cm® (1 g) of Body TSL Condition
SAR measured 100 mW input power 7.31 W/kg

SAR for nominal Body TSL parameters

normalized to TW

72.9 Wikg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Body TSL

condition

SAR measured

100 mW input power

2,02 Wikg

SAR for nominal Body TSL parameters

normalized to 1W

20.1 Wikg = 19.5 % (k=2)
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Appendix

Antenna Parameters with Head TSL at 5200 MHz

Impedance, transformed to feed point 5240-11.0jQ

Return Loss -19.2dB
Antenna Parameters with Head TSL at 5300 MHz

Impedance, transformed to feed point 56.80-44ij0Q

Return Loss -22.3dB
Antenna Parameters with Head TSL at 5500 MHz

Impedance, transformed to feed point 48.8Q-54jQ

Return Loss -25.1dB
Antenna Parameters with Head TSL at 5600 MHz

Impedance, transformed to feed point 57.3Q-87jQ

Return Loss -19.5dB
Antenna Parameters with Head TSL at 5800 MHz

Impedance, transformed to feed point 5690 +1.6jQ

Return Loss -23.5dB
Antenna Parameters with Body TSL at 5200 MHz

Impedance, transformed to feed point 531 0-103jQ

Return Loss -19.7 dB
Antenna Parameters with Body TSL at 5300 MHz

Impedance, transformed to feed point 543Q-15jQ

Return Loss -27.2dB
Antenna Parameters with Body TSL at 5500 MHz

Impedance, transformed to feed point 49.7Q-386iQ

Return Loss -28.7dB

Certificate No: D5GHzV2-1007 _Sep13/2
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Antenna Parameters with Body TSL at 5600 MHz

Impedance, transformed to feed point 582 Q-5.2jQ
Return Loss -20.9dB

Antenna Parameters with Body TSL at 5800 MHz

Impedance, transformed to feed point 58.7 Q2 +3.9iQ
Return Loss -21.1dB

General Antenna Parameters and Design

Electrical Delay {one direction) 1.201 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpeint may be damaged.

Additional EUT Data

Manufactured by SPEAG
Manufactured on August 28, 2003
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DASY5 Validation Report for Head TSL

Date: 23.09.2013
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole SGHz; Type: DSGHzV2; Serial: DSGHzV2 - SN: 1007

Communication System: UID 0 - CW ; Frequency: 5200 MHz, Frequency: 5300 MHz, Frequency: 5500
MHz, Frequency: 5600 MHz, Frequency: 5800 MHz

Medium parameters used: f = 5200 MHz; ¢ = 4.48 S/m; &, = 35.8, p = 1000 kg/m® , Medium parameters
used: f = 5300 MHz; ¢ = 4.62 S/m; &, = 35.6; p = 1000 kg/m3 , Medium parameters used: f = 5500 MHz; ¢ =
476 S/m; g = 35.4; p = 1000 kg/m3 , Medium parameters used: f = 5600 MHz;, 0 =4.86 S/m; £, =35.2, p =
1000 kgf’m3 , Medium parameters used: f = 5800 MHz; ¢ = 5.07 S/m; &, = 35; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASYS5 (IEEE/IEC/ANSI C63.19-2007)

DASY52 Configuration:

o Probe: EX3DV4 - SN3503; ConvEl(5.41, 5.41, 5.41); Calibrated: 28.12.2012, ConvF(5.1, 5.1, 5.1);
Calibrated: 28.12.2012, ConvE(4.91, 4.91, 4.91); Calibrated: 28.12.2012, ConvF(4.76, 4.76, 4.76);
Calibrated: 28.12.2012, ConvE(4.81, 4.81, 4.81); Calibrated: 28.12.2012;

e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e Electronics: DAE4 Sn601; Calibrated: 25.04.2013

e Phantom: Flat Phantom 5.0 (front); Type: QDOOOP5S0AA; Serial: 1001
o DASY5252.8.7(1137); SEMCAD X 14.6.10(7164)

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5200 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 63.505 V/m; Power Drift = 0.07 dB

Peak SAR (extrapolated) = 28.1 W/kg

SAR( g) =7.77 W/kg; SAR(10 g) = 2.23 W/kg

Maximum value of SAR (measured) = 18.1 W/kg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5300 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube ¢: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 63.817 V/m; Power Drift = 0.07 dB

Peak SAR (extrapolated) = 29.7 W/kg

SAR(1 g) = 8.04 W/kg; SAR(10 g) = 2.3 W/kg

Maximum value of SAR (measured) = 18.7 W/kg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, {=5500 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 64.029 V/m; Power Drift = 0.07 dB

Peak SAR (extrapolated) = 32.0 W/kg

SAR(1 g) = 8.17 W/kg; SAR(10 g) =2.32 W/kg

Maximum value of SAR (measured) = 19.7 W/kg
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Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5600 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube (: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 63.403 V/m; Power Drift = 0.05 dB

Peak SAR (extrapolated) = 31.3 W/kg

SAR(1 g) = 8.03 W/kg; SAR(10 g) = 2.28 W/kg

Maximum value of SAR (measured) = 19.3 W/kg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5800 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube {: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 60.987 V/m; Power Drift = 0.06 dB

Peak SAR (extrapolated) = 31.9 W/kg

SAR(1 g) = 7.78 W/kg; SAR(10 g) = 2.2 W/kg

Maximum value of SAR (measured) = 19.0 W/kg

-24.00

-30.00 L
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impedance Measurement Plot for Head TSL
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DASYS5 Validation Report for Body TSL

Date: 20.09.2013
Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 5GHz; Type: D5SGHzV2; Serial: DSGHzV2 - SN: 1007

Communication System: UID 0 - CW ; Frequency: 5200 MHz, Frequency: 5300 MHz, Frequency: 5500
MHz, Frequency: 5600 MHz, Frequency: 5800 MHz

Medium parameters used: f = 5200 MHz; 6 = 5.36 S/m; & = 48.3; p = 1000 kg/m3 , Medium parameters
used: f= 5300 MHz; ¢ = 5.56 S/m; & = 48.1; p = 1000 kg/m’ , Medium parameters used: f = 5500 MHz; ¢ =
5.75 S/m; g, = 47.8; p = 1000 kg/m3 , Medium parameters used: f = 5600 MHz; ¢ = 5.88 S/fm; &, =47.6; p =
1000 kg/m3 , Medium parameters used: f = 5800 MHz; ¢ = 6.17 S/m; &, = 47.3; p = 1000 kg/m3

Phantom section: Flat Section

Measurement Standard: DASY5 (IEEE/IEC/ANSI C63.19-2007)

DASY52 Configuration:

¢ Probe: EX3DV4 - SN3503; ConvF(4.91, 4.91, 4,91); Calibrated: 28.12.2012, ConvF(4.67, 4.67,
4.67); Calibrated: 28.12.2012, ConvF(4.43, 4.43, 4.43); Calibrated: 28.12.2012, ConvF(4.22, 4.22,
4,22); Calibrated: 28.12.2012, Convli(4.38, 4.38, 4.38); Calibrated: 28.12.2012;

e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e Electronics: DAE4 Sn601; Calibrated: 25.04.2013

o Phantom: Flat Phantom 5.0 (back); Type: QDOOOP50AA; Serial: 1002
« DASYS5252.8.7(1137); SEMCAD X 14.6.10(7164)

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5200 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 58.606 V/m; Power Drift = -0.02 dB

Peak SAR (extrapolated) = 28.6 W/kg

SAR(1 g) = 7.28 W/kg; SAR(10 g) = 2.03 W/kg

Maximum value of SAR (measured) = 17.2 W/kg

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5300 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 58.305 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 30.3 Wrkg

SAR(1 g) = 7.49 W/kg; SAR(10 g) = 2.09 W/kg

Maximum value of SAR (measured) = 17.8 W/kg

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5500 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0; Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 58.471 V/m; Power Drift = -0.00 dB

Peak SAR (extrapolated) = 32.4 W/kg

SAR(1 g) = 7.61 W/kg; SAR(10 g) = 2.11 W/kg

Maximum value of SAR {measured) = 18.5 W/kg
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Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5600 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 58.333 V/m;, Power Drift =-0.01 dB

Peak SAR (extrapolated) = 33.8 W/kg -

SAR(1 g) = 7.75 W/kg; SAR(10 g) = 2.16 W/kg

Maximum value of SAR (measured) = 19.1 W/kg

Dipole Calibration for Body Tissue/Pin=100mW, dist=10mm, f=5800 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 55.389 V/m; Power Drift = 0.00 dB

Peak SAR (extrapolated) = 34,1 W/kg

SAR( g) = 7.31 W/kg; SAR(10 g) = 2.02 W/kg

Maximum value of SAR (measured) = 18.3 W/kg

—-5.00

0.00

5.00

-25.00

0dB = 18.3 W/kg = 12.62 dBW/ke

Certificate No: D5GHzV2-1007_Sep13/2 Page 15 of 16




Impedance Measurement Plot for Body TSL
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Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accredited by the Swiss Accreditation Service (SAS)
The Swiss Accreditation Service is one of the signatories to the EA
Multitateral Agreement for the recognition of calibration certificates

Client

Accreditation No.: SCS 108

ficate No: ES3-3258 Feb:

Calibration procedure(s)

Calibration date:

Calibration Equipment used (M&TE critical for calibration)

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (SI).
The measurements and the uncertainties with confidence probability are given on the foltowing pages and are part of the certificate.

Alt calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humnidity < 70%.

Primary Standards D Cal Date (Certificate No.) Scheduled Calibration
Power meter E4419B (5B41293874 04-Apr-13 (No. 217-01733) Apr-14

Power sensor E4412A MY41488087 04-Apr-13 (No. 217-01733) Apr-14

Reference 3 dB Aftenualor SN: 55054 (3c) 04-Apr-13 (No. 217-01737) Apr-14

Reference 20 dB Aftenuator SN: 85277 (20x%) 04-Apr-13 (No. 217-01735) Apr-14

Reference 30 dB Altenuator SN: 55128 (30b) 04-Apr-13 (No. 217-01738) Apr-14

Reference Probe ES3DV2 SN: 3013 30-Dec-13 {No. ES3-3013_Deci3) Dec-14

DAE4 SN: 660 13-Dec-13 {No. DAE4-660_Dec13) Dec-14

Secondary Standards D Check Date (in house) Scheduled Check

RF generator HP 8648C US3642001700 4-Aug-99 (in house check Apr-13} In house check: Apr-16
Network Analyzer HP 8753E 1JS37390585 18-0ct-01 {in house check Oct-13) In house check: Oct-14

Calibrated by:

Approved by:

N

Function

This calibration certificate shali not be reproduced except in full without written approval of the faboratory.

Signature

|ssued: February 27, 2014
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Calibration Laboratory of
Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzeriand

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.; SCS 108
The Swiss Accreditation Service is one of the signatories to the EA
Mulitilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

NORMx,y,z sensitivity in free space

ConvF sensitivity in TSL / NORMx,y,z

DCP diode compression poini

CF crest factor (1/duty_cycte) of the RF signal

ABCD modulation dependent linearization parameters

Polarization ¢ ¢ rotation around probe axis

Polarization 9 § rotation around an axis that is in the plane normal to probe axis (at measurement center),
i.e., § = 0is normal to probe axis

Connector Angle information used in DASY system to align probe sensor X fo the robot coordinate system

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2013, “lEEE Recommended Practice for Determining the Peak Spatial-Averaged Specific
Absorption Rate (SAR) in the Human Head from Wireless Communications Devices: Measurement
Techniques”, June 2013

b) IEC 62209-1, “Procedure to measure the Specific Absorption Rate (SAR) for hand-held devices used in close
proximity to the ear {frequency range of 300 MHz to 3 GHz)", February 2005

Methods Applied and Interpretation of Parameters:
e NORMz,y,z: Assessed for E-field polarization 8 = 0 {f < 800 MHz in TEM-cell; f > 1800 MHz: R22 waveguide).
NORMx,y,z are only intermediate values, i.e., the uncertainties of NORMx,y,z does not affect the E*-field
uncertainty inside TSL (see below ConvF).

o NORM(Dx,y,z = NORMx,y,z * frequency_response (see Frequency Response Chart). This linearization is
implemented in DASY4 software versions later than 4.2. The uncertainty of the frequency response is included
in the stated uncertainty of ConvF.

s DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with cw
signal {no uncertainty required). DCP does not depend on frequency nor media.

o PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics

o Axy.z; Bxy.z; Cx,y,z; Dx,y,z; VRx,y,z: A, B, C, D are numerical linearization parameters assessed based on
the data of power sweep for specific modulation signal. The parameters do not depend on frequency nor
media. VR is the maximum calibration range expressed in RMS voltage across the diode.

e ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer
Standard for f < 800 MHz) and inside waveguide using analytical field distributions based on power
measurements for f > 800 MHz. The same setups are used for assessment of the parameters applied for
boundary compensation (alpha, depth) of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve probe accuracy close to the boundary. The sensitivity in TSL corresponds
to NORMXx,y,z * Convl- whereby the uncertainty corresponds to that given for ConvF. A frequency dependent
ConvF is used in DASY version 4.4 and higher which allows extending the validity from % 50 MHz to + 100
MHz.

s Spherical isotropy (3D deviation from isotropyy): in a field of low gradients realized using a flat phantom
exposed by a patch antenna.

s  Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the probe tip
(on probe axis). No tolerance required.

s Connecior Angle: The angle is assessed using the information gained by determining the NORMx (no
uncertainty required).
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ES3DV3 — SN:3258 February 25, 2014

Probe ES3DV3

SN:3258

Manufactured:  January 25, 2010
Calibrated: February 25, 2014

Calibrated for DASY/EASY Systems

{Note: non-compatible with DASY2 system!)
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ES3DV3- SN:3258

February 25, 2014

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3258

Basic Calibration Parameters

Sensor X Sensor Y Sensor Z Unc (k=2)
Norm (uvi(vim)™* 1.29 1.19 1.23 +101 %
DCP (mV)® 104.5 107.0 103.0
Modulation Calibration Parameters
UiD Communication System Name A B c D VR Unc™
dB dBv/pV dB my (k=2)

0] cw X 0.0 0.0 1.0 0.00 222.4 +3.8 %

Y 0.0 0.0 1.0 202.2

Z 0.0 0.0 1.0 207.4
10010- | SAR Validation (Square, 100ms, 10ms) | X 5.09 65.6 14.1 1000 | 44.8 +19%
CAA

Y 1.68 57.4 9.3 40.7

Z 4.01 62.4 13.0 51,1
10011- | UMTS-FDD (WCDMA) X | 334 67.5 189 | 291 | 1312 | #05%
CAB

Y 3.43 67.9 18.7 137.1

Z 342 67.8 19.0 146.0
10012- | IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 X 3.40 70.9 198 187 | 1342 | 107%
CAA Mbps)

Y | 318 70.2 19.2 137.9

V4 3.46 70.8 19.6 149.6
10021- | GSM-FDD (TDMA, GMSK) X | 3024 99.7 287 | 939 | 1312 | #14%
DAB

Y | 1291 88.5 23.9 147 .5

Z | 3037 99.5 28.9 128.0
10023- | GPRS-FDD {TDMA, GMSK, TN 0) X | 2988 100.0 29.0 957 | 1230 | #19%
DAB

Y | 16.02 92.5 25.4 140.7

Z | 3001 100.0 29.4 125.8
10024- GPRS-FDD (TDMA, GMSK, TN 0-1) X 44 57 99.7 25.9 6.56 119.6 1.7 %
DAB

Y | 2897 95.3 23.2 127.6

Z | 4372 99.8 26.3 120.1
10027- GPRS-FDD (TDMA, GMSK, TN 0-1-2) X | 5352 99.7 24.4 480 | 1294 | #22%
DAB

Y | 54.55 99.9 22.9 1433

Z | 5163 99.7 24.8 127.5
10028- | GPRS-FDD (TDMA, GMSK, TN 0-1-2-3) | X | 58.93 99.8 23.4 355 | 1334 | +22%
DAB

Y | 7754 99.7 21.3 125.3

Z | 5664 99.8 238 130.8
10032 IEEE 802.15.1 Bluetooth {GFSK, DH5} X 47.03 99.5 213 116 136.3 +1.7 %
CAA

Y | 95.86 95.2 17.1 138.2

Z | 39.68 100.0 222 132.3
10039- | CDMA2000 (1xRTT, RC1) X 4.84 66.8 19.1 457 | 1313 | £0.9%
CAB

Y | 475 67.0 18.9 135.2

Z 4.86 66.7 19.0 127.2
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ES3DV3- SN:3258 February 25, 2014

10081- CDMA2000 (1xRTT, RC3)

X 4.06 66.8 19.0 3.97 1484 1 +0.7%
CAB

Y 3.96 66.6 18.6 1347

Z 413 66.9 19.1 143.4
10098- UMTS-FDD (HSUPA, Subtest 2) X 4.63 66.8 18.7 3.98 1373 | 207 %
CAB

Y 4.75 67.5 18.8 148.4

z 4.65 66.7 18.7 133.2
10100- LTE-FDD (SC-FDMA, 100% RB, 20 X 6.56 68.5 20.3 5.67 144.0 +1.2%
CAB MHz, QPSK)

Y 6.27 67.1 19.3 130.6

Z 6.62 68.2 20.1 1405
10108- LTE-FDD (SC-FDMA, 100% RB, 10 X 6.53 68.0 20.2 5.80 1426 | 1.4 %
CAB MHz, QPSK)

Y 6.17 66.8 19.3 129.2

Z 6.52 67.8 20.1 139.0
10110- LTE-FDD (SC-FDMA, 100% RB, 5 MHz, | X 6.19 67.3 19.9 5.75 137.9 | +14%
CAB QPSK)

Y 6.12 67.3 19.6 1495

z 6.19 67.1 19.8 136.1
10114- IEEE 802.11n (HT Greenfieid, 13.5 X | 10.49 69.5 217 8.10 1324 | +25%
CAA Mbps, BPSK)

Y | 10.23 69.1 21.3 144.3

Z | 1045 69.3 21.6 1295
10117~ |EEE 802.11n (HT Mixed, 13.5 Mbps, X | 10.46 60.5 21.7 8.07 1339 | +25%
CAA BPSK)

Y | 10.26 69.2 21.3 147.4

zZ | 1047 69.4 21.7 130.5
10151- LTE-TDD (SC-FDMA, 50% RB, 20 MHz, | X | 11.61 77 4 26.8 9.28 1188 | +3.0%
CAB QPSK)

Y 9.89 75.2 257 144.9

Z 1 1201 77.8 26.9 119.6
10154- LTE-FDD (SC-FDMA, 50% RB, 10 MHz, | X 6.20 67.3 19.9 575 1392 | ¥12%
CAB QPSK)

Y 5.86 66.2 19.0 128.5

Z 6.22 67.3 19.9 136.3
10160- LTE-FDD (SC-FDMA, 50% RB, 15 MHz, | X 6.63 67.8 20.1 5.82 144.1 1.4 %
CAB QPSK)

Y 6.31 6.8 19.3 1331

Z 6.66 67.7 20.0 140.9
10169- LTE-FDD (SC-FDMA, 1 RB, 20 MHz, X 525 67.5 20.2 5.73 1436 | +1.2%
CAB QPSK)

Y 492 66.7 19.5 131.0

Z 5.29 67.4 20.2 1407
10172- LTE-TDD {SC-FDMA, 1 RB, 20 MHz, X | 13.49 875 31.6 9.21 139.0 | 27 %
CAB QPSK)

Y 7.83 75.5 26.0 124.9

Z | 1347 6.5 31.1 137.8
10175~ LTE-FDD {SC-FOMA, 1 RB, 10 MHz, X 5.22 67.4 20.1 5.72 1443 | +14%
CAB QPSK)

Y 5.08 67.5 19.9 147.9

z 5.26 67.2 20.0 139.6
10181- LTE-FDD (SC-FDMA, 1 RB, 15 MHz, X 524 67.5 20.1 5.72 1445 | +12%
CAB QPSK)

Y 5.06 67.4 19.8 147.0

z 5.29 67.3 20.1 139.2
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10193- IEEE 802.11n (HT Greenfield, 6.5 Mbps, h'e 10.12 69.1 21.6 8.09 128.8 2.2 %
CAA BPSK)

Y 9.76 68.4 21.0 132.8

Z 10.08 68.9 21.5 123.4
10196- IEEE 802.11n (HT Mixed, 6.5 Mbps, X 10.15 69.2 21.7 8.10 130.2 2.2 %
CAA BPSK)

Y 9.77 68.5 21.0 134.1

Z 10.10 69.0 21.5 124.0
10219 {EEE 802.11n (HT Mixed, 7.2 Mbps, X 10.02 69.0 215 8.03 198.7 1220 9
CAA BPSK)} .

Y 9.67 68.5 21.0 133.3

z 10.02 68.9 21.5 123.9
10222- {EEE 802.11n (HT Mixed, 15 Mbps, X 10.46 69.6 21.7 8.06 134.0 2.2 %
CAA BPSK)

Y 10.09 68.8 211 139.7

z 10,40 69.3 21.6 128.7
10225- | UMTS-FDD (HSPA+) X | 7.09 67.1 196 | 597 | 1312 [ £14%
CAB

Y 6.98 67.2 19.4 138.0

Z 7.06 66.5 19.4 127.2
10237~ LTE-TDD (SC-FDMA, 1 RB, 10 MHz, X 13.63 87.8 317 9,21 141.6 +3.0%
CAB QPSK}

Y 7.85 755 26.0 126.5

Z 13.99 87.7 31.6 141.4
10252- LTE-TDD (SC-FDMA, 50% RB, 10 MHz, X 12.86 81.4 289 9.24 142.1 +3.0%
CAB QPSK)

Y 8.91 73.4 24.8 129.9

z 13.15 81.4 28.8 142.0
10267- LTE-TDD (SC-FDMA, 100% RB, 10 X 11.63 77.5 26.8 9.30 118.7 +3.0%
CAB MHz, QPSK)

Y 9.62 74.3 25.2 138.4

Z 11.96 77.7 26.9 119.3
10274- UMTS-FDD (HSUPA, Subtest 5, 3GPP X 6.14 67.4 19.3 4.87 149.9 0.9 %
CAB Rel8.10)

Y 5.90 66.9 18,7 132.8

Z 6.20 67.5 19.3 146.6
10275- UMTS-FDD (HSUPA, Sublest 5, 3GPP X 4.45 66.9 18.9 3.96 130.1 0.7 %
CAB Rel8.4)

Y 4.50 67.2 18.8 137.9

Z 4.64 67.6 19.3 149.2
10291- CDMAZ2000, RC3, S055, Full Rate X 3.79 87.5 19,2 3.46 145.3 0.7 %
AAB

Y 3.74 67.5 18.9 128.2

Z 3.78 67.3 19.1 1391
10292- CDMAZ2000, RC3, 5032, Full Rate X 3.77 67.8 193 3.32 147.0 0.5 %
AAB

Y 3.69 e7.7 18.9 130.1

z 3.73 67.3 19.0 141.3
10297 - LTE-FDD (SC-FDMA, 50% RB, 20 MHz, X 6.52 67.9 20.1 5.81 141.4 +1.4 %
AAA QPSK)

Y 6.41 67.6 19.7 147.4

Z 6.51 67.7 201 135.4
10311- LTE-FDD (SC-FDMA, 100% RB, 15 X 717 68.7 20.7 6.06 147.7 1.4 %
AAA MHz, QPSK)

Y 6.69 67.2 19.6 128.6

Z 7.12 68.4 20.5 142.0
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10315- IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 X 3.04 70.0 19.6 1.71 129.8 0.5 %
AAA Mbps, 96pc duty cycle)

Y 3.25 71.3 19.7 136.9

Z 3.09 69.9 19.5 148.7
10403- CDMA2000 (1xEV-DO, Rev. 0) X 473 67.3 18.6 3.76 135.7 | +05%
AAB

Y 4.93 69.1 19.0 141.5

z 4.73 67.1 18.4 132.7
10404- CDMAZ000 (MixEV-DO, Rev. A} X 4,67 67.5 18.6 3.77 134.0 0.5 %
AAB

Y 4.92 69.4 19.1 139.8

z 4.65 67.1 18.5 130.7

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

A The uncertainties of NormX,Y,Z do not affect the E%-field uncertainty inside TSL (see Pages 8 and 9).
® Numerical linearization parameter: uncertainty not required.

Uncerainty is determined using the max. deviation from linear response applying rectangular distribution and is expressed for the square of the
field value.
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3258

Calibration Parameter Determined in Head Tissue Simulating Media

Relative Conductivity Depth © Unct.

f(MH2)® | Permittivity" (sim)© ConvF X | ConvFY | ConvFZ | Alpha®! (mm) (k=2)
750 41.9 0.89 6.53 6.53 .53 0.40 1.60 +120%
835 41.5 0.90 6.27 6.27 6.27 0.80 1.17 £120%
1750 40.1 1.37 5.19 5.19 5.19 0.80 1.10 £12.0%
1900 40.0 1.40 5.04 5.04 5.04 0.68 1.27 +120%
2450 39.2 1.80 4.52 4.52 4.52 0.78 1.23 +120%
2600 39.0 1.96 4.34 4.34 4.34 0.76 1.33 +12.0%

¢ Frequency validity of + 100 MHz anly applies for DASY v4.4 and higher (see Page 2}, else it is restricted to + 50 MHz. The uncertainty is the RSS
of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band.

F At frequencies below 3 GHz, the validity of tissue parameters (e and o) can be relaxed to * 10% if liquid compensation formula is apptied to
measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters (e and ) is restricted to £ 5%. The uncertainty is the RSS of
the ConvF uncertainty for indicated target fissue parameters.

G Alpha/Depth are determined during calibration, SPEAG warrants that the remaining deviation due to the boundary effect after compensation is
always less than + 1% for frequencies below 3 GHz and betow + 2% for frequencies between 3-6 GHz at any distance larger than half the prabe tip
diameter from the boundary.
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DASY/EASY - Parameters of Probe: ES3DV3 - SN:3258

Calibration Parameter Determined in Body Tissue Simulating Media

Relative Conductivity Depth © Unct.

f(MH2)® | Permittivity " (sfm) " ConvF X | ConvFY | ConvFZ | Alpha® | (mm) (k=2)
750 55.5 0.96 6.15 6.15 6.15 0.61 1.32 +12.0%
835 55.2 0.97 6.11 6.11 6.11 0.80 1.15 £120%
1750 53.4 1.49 4.83 4.83 4.83 0.47 1.74 +12.0 %
1900 53.3 1.52 4.61 4.61 4.61 0.55 1.59 +120%
2450 52.7 1.95 4.14 4.14 4.14 0.80 1.1 +12.0%
2600 52.5 2.16 3.91 3.91 3.91 0.80 1.00 £120%

© Frequency validity of + 100 MHz only applies for DASY v4.4 and higher (see Page 2), else it is restricled to + 50 MHz. The uncertainty is the RSS
of the ConvF uncertainty at calibration frequency and the uncertainty for the indicated frequency band.

F At frequencies below 3 GHz, the validity of tissue parameters (s and o) can be relaxed to + 10% if liquid compensation formula is applied to
measured SAR values. At frequencies above 3 GHz, the validity of tissue parameters (e and o) is restricted to + 5%. The uncertainty is the RSS of
the ConvF unceriainty for indicated target tissue parameters.

5 Alpha/Depth are determined during calibration. SPEAG warrants that the remaining deviation due to the boundary effect after compensation is
always less than & 1% for frequencies betow 3 GHz and below + 2% for frequencies between 3-6 GHz at any distance larger than half the probe tip
diameter from the boundary.
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Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide: R22)

12 A— A S— S ——

Frequency response {normalized)

Uncertainty of Frequency Response of E-field: * 6.3% (k=2)
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Receiving Pattern (¢), 9 = 0°

=600 MHz, TEM =1800 MHz,R22
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Uncertainty of Axial Isotropy Assessment: + 0.5% (k=2)
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Dynamic Range f(SARpead)
(TEM cell , foya= 1900 MHz)
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Uncertainty of Linearity Assessment: * 0.6% (k=2)
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Conversion Factor Assessment

f = 835 MHz, WGLS R9 (H_canvF) f= 1750 MHz WGLS R22 (H_convF}
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Deviation from Isotropy in Liquid
Error (¢, 3), f = 900 MHz

Deviation
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Uncertainty of Spherical Isotropy Assessment: X 2.6% (k=2)
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February 25, 2014

DASY/EASY - Parameters of Probe: ES3DV3 - SN:3258

Other Probe Parameters

Sensor Arrangement Triangular
Connector Angle (°) ~123.1
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disabled
Praobe Overall Length 337 mm
Probe Body Diameter 10 mm
Tip Length 10 mm
Tip Diameter 4 mm
Probe Tip to Sensor X Calibration Point 2 mm
Probe Tip to Sensor Y Calibration Point 2mm
Probe Tip to Sensor Z Calibration Point 2mm
Recommended Measurement Distance from Surface 3 mm
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Cilient

Object

Calibration procedure(s)

Calibration date:

VL

ViEaksan
This catibration certificate documents the iraceability to national standards, which realize the physical units of measurements (SI}.
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature {22 + 3)°C and humidity < 70%.

Calibration Equipment used {M&TE critical for calibration)

Primary Standards D Cal Date {Certificate No.) Scheduled Calibration

Power meter E4419B GB41293874 04-Apr-13 {No. 217-01733) Apr-14

Power sensor E4412A MY41498087 04-Apr-13 (No. 217-01733) Apr-14

Reference 3 dB Attenuator 8N: 55054 (3c) 04-Apr-13 (No. 217-01737) Apr-14

Reference 20 dB Aftenuator SN: S5277 (20x) 04-Apr-13 {No. 217-01735) Apr-14

Reference 30 dB Altenuator 8N: 85129 (30h) 04-Apr-13 {No. 217-01738) Apr-14

Reference Probe ES3DV2 SN: 3013 28-Dec-12 (No. ES3-3013_Dec12) Dec-13

DAE4 SN: 660 4-Sep-13 (No. DAE4-660_Sepi3) Sep-14

Secondary Standards 1D Check Date {in house) Scheduled Check

RF generator HP 8648C US3642U01700 4-Aug-99 (in house check Apr-13) In house check: Apr15

Network Analyzer HP 8753E US37390585 18-Oct-01 (in house check Oci-13) In house check: Oct-14
Name Function Signature

Calibrated by:

Approved by:

Issued: October 25, 2013

This calibration certificate shall not be reproduced except in full without written approva! of the laboratory.
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Glossary:

TSL tissue simulating liquid

NORMX,y,z sensitivity in free space

ConvF sensitivity in TSL / NORMx,y,z

DCP diode compression point

CF crest factor {1/duty_cycle} of the RF signal

A BC,D modutation dependent linearization parameters

Polarization ¢ ¢ rotation around probe axis

Polarization 3 3 rotation around an axis that is in the plane normal to probe axis {at measurement center),
i.e., 9 = 0 is normal to probe axis

Connector Angle information used in DASY system to align probe sensor X to the rabet coordinate system

Calibration is Performed According to the Following Standards:

aj

b)

IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-Averaged Specific
Absarption Rate {SAR} in the Human Head from Wireless Communications Devices: Measurement
Techniques”, June 2013

IEC 62209-1, “Procedure to measure the Specific Absorption Rate (SAR) for hand-held devices used in close
proximity to the ear (frequency range of 300 MHz io 3 GHz)", February 2005

Methods Applied and Interpretation of Parameters:

NORMx,y,z: Assessed for E-field polarization 3 = 0 (f < 900 MHz in TEM-cell; f > 1800 MHz: R22 waveguide}.
NORMX,y,z are only intermediate values, i.e., the uncertainties of NORMx,y,z does not affect the E*-field
uncertainty inside TSL (see below ConvF).

NORM(fx,y.z = NORMx,y,z * frequency_response (see Frequency Response Chart). This linearization is
implemented in DASY4 software versions later than 4.2, The uncertainty of the frequency response is included
in the stated uncertainty of ConvF.

DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW
signal (no uncertainty required). DCP does not depend on frequency nor media.

PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signai
characteristics

Ax,y,z; Bx,y,z; Cx,y.z; Dx,v,z; VRx,y,z. A, B, C, D} are numerical linearization parameters assessed based on
the data of power sweep for specific modulation signal. The parameters do not depend on frequency nor
media. VR is the maximum calibration range expressed in RMS voltage across the diode.

ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer
Standard for f < 800 MHz) and inside waveguide using analytical field distributions based on power
measurements for f > 800 MHz, The same setups are used for assessment of the parameters applied for
boundary compensation (alpha, depth) of which typical uncertainty values are given. These parameters are
used in DASY4 software to improve probe accuracy close to the boundary. The sensitivity in TSL corresponds
to NORMx,y,z * ConvF whereby the uncertainty corresponds to that given for ConvF. A frequency dependent
ConvF is used in DASY version 4.4 and higher which allows extending the validity from £ 50 MHz to £ 100
MHz.

Spherical isotropy (3D deviation from isotropy): In a field of low gradients realized using a flat phantom
exposed by a patch antenna.

Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the probe tip
{on probe axis). No lolerance required.

Connector Angle: The angle is assessed using the information gained by determining the NORMx (na
uncertainty required).
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Probe EX3DV4

SN:3914

Manufactured:  December 18, 2012
Calibrated: October 23, 2013

Calibrated for DASY/EASY Systems

(Note: non-compatible with DASY2 systemt)
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DASY/EASY - Parameters of Probe: EX3DV4 - SN:3914

Basic Calibration Parameters

Sensor X SensorY Sensor Z Unc {k=2}
Norm {pVi(VIm)A)? 0.47 0.49 0.51 +10.1 %
DCP (mVv)® 99.2 98.9 98.2

Modulation Calibration Parameters

uiD Communication System Name A B c o VR Unct
dB dBVV dB mV {(k=2}

0 cw X 0.0 0.0 1.0 0.00 | 1583 | #3.0%

Y 0.0 0.0 1.0 154.6

Z 0.0 0.0 1.0 170.8
10010- SAR Validation (Square, 100ms, 10ms) X 0.71 53.3 6.1 10.00 48.4 +2.5 %
CAA

Y 2.43 67.0 13.8 39.9

Z 4.18 68.7 13.8 457
10011- UMTS-FDD (WCDMA) X 3.05 64.4 16.5 2.9 1224 0.5 %
CAA

Y 3.31 66.5 18.2 1235

Z 3.34 66.3 17.8 136.6
10012- | IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 X | 249 64.8 16.1 187 | 1206 | 05%
CAA Mbps)

Y 2.94 68.6 18.7 123.6

Z 2.63 65.9 17.0 135.4
10021- | GSM-FDD (TDMA, GMSK) X | 152 61.5 109 | 939 | 836 | #12%
DAA

Y 2.22 67.4 15.0 116.0

Z 2.47 66.8 14.7 95.9
10023- GPRS-FDD ({TDMA, GMSK, TN 0} X 1.73 63.3 11.9 9.57 815 1.7 %
DAA

Y 2.11 66.2 14.2 111.8

Z | 278 69.0 16.0 93.6
10024- | GPRS-FDD (TDMA, GMSK, TN 0-1) X 1.34 62.1 9.4 656 | 121.0 | ¥1.2%
DAA

Y 4.24 78.6 17.9 130.0

Z 2.3 70.7 14.9 141.4
10027- | GPRS-FDD (TDMA, GMSK, TN 0-1-2) X | 125 63.5 9.7 480 | 1435 | #1.4%
DAA

Y 1.59 66.9 12.2 149.7

zZ 2.98 71.5 14.0 123.3
10028- GPRS-FDD {TDMA, GMSK, TN 0-1-2-3) X 0.5% 58.3 7.4 3.55 113.4 +1.2%
DAA

Y 25.43 100.0 22.6 121.3

Z 38.67 97.5 20.6 133.3
10032- IEEE 802.15.1 Blustooth (GFSK, DH5) X 0.28 58.6 5.3 1.16 134.7 309 %
CAA

Y 65.75 99.6 18.6 141.3

Z 0.20 55.6 4.1 112.4
10039- CDMA2000 (1xRTT, RG1) X 4.33 64.6 17.4 4.57 113.8 0.7 %
CAA

Y 4.55 66.0 18.6 120.8

z 4.85 66.2 18.4 135.9
10062- IEEE 802.11a/h WIFi 5 GHz (OFDM, 6 X 9.83 67.6 207 8.68 109.0 +2.5%
CAA iMbps)

Y 10.06 68.4 215 118.2

Z 10.66 69.2 21.7 134.0
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(1: ?&81- CDMA2000 (1xRTT, RC3) X 3.59 63.9 16.9 3.97 113.6 0.7 %

Y 3.84 65.6 18.2 119.6

zZ 3.95 65.4 17.8 134.5
10(}838- UMTS-FDD (HSUPA, Subtest 2) X 4.41 65.2 17.3 3.98 126.0 0.7 %

Y 4.73 66.9 18.6 132.5

Z 4.51 85.5 17.7 105.6
10100- LTE-FDD (SC-FDMA, 100% RB, 20 X 6.26 66.2 18.6 5.67 130.5 +#1.2%
CAB MHz, QPSK)

Y 6.61 67.7 19.8 139.3

Z 6.21 66.0 18.7 107.7
10108~ LTE-FDD (SC-FDMA, 100% RB, 10 X 6.13 65.8 18.6 5.80 126.3 1.2 %
CAB MHz, QPSK)

Y 6.40 67.1 19.6 135.6

Z 6.10 65.5 18.5 107.4
10110- LTE-FDD {SC-FDMA, 100% RB, 5 MHz, X 5.78 65.3 18.3 575 123.1 +1.2%
CAB QPSK)

Y 5.97 66.3 19.2 131.5

2 5.86 65.3 18.4 104.9
10114- [EEE 802.11n (HT Greenfield, 13.5 X 9.92 67.7 20.3 8.10 115.7 +2.5%
CAA Mbps, BPSK)

Y 10.25 68.7 21.2 126.8

Z 10.71 69.4 21.3 146.0
10117~ IEEE 802.11n (HT Mixed, 13.5 Mbps, X 9.95 87.8 20.3 8.07 116.6 2.5 %
CAA BPSK)

Y 10.26 68.7 21.1 128.3

Z 10.70 69.4 21.3 146.9
10151- LTE-TDD {(SC-FDMA, 50% RB, 20 MHz, X 7.19 67.3 21.5 9.28 145.0 2.2 %
CAB QPSK)

Y 7.40 68.3 224 110.8

Z 7.79 68.4 22.0 128.0
10154~ LTE-FDD (SC-FDMA, 50% RB, 10 MHz, X 5.79 65.3 18.3 575 124.2 +1.2%
CAB QPSK)

Y 6.03 66.5 19.4 131.9

Z 6.29 66.9 19.3 149.7
10160- LTE-FDD (SC-FDMA, 50% RB, 15 MHz, X 8.23 65.9 18.6 5.82 128.3 1.2%
CAB QPSK}

Y 6.51 67.2 19.7 136.9

Z 6.24 65.7 18.6 107.3
10169- | LTE-FDD (SC-FDMA, 1 RB, 20 MHz, X { 483 66.0 18.9 573 | 1475 | #12%
CAB QPSK)

Y 4.72 65.8 19.2 113.8

Z 5.03 66.1 19.1 129.7
10172- | LTE-TDD (SC-FDMA, 1 RB, 20 MHz, X 5.83 69.2 22.8 9.21 1499 | z19%
CAB QPSK)

Y 5.81 69.4 23.4 120.3

zZ 6.38 70.0 23.2 137.2
10175- LTE-FDD (SC-FDMA, 1 RB, 10 MHz, X 4.86 66.1 18.9 5.72 149.8 1.2 %
CAB QPSK)

Y 4.72 65.8 19.2 113.3

zZ 5.09 66.4 19.1 126.0
10181- LTE-FDD (SC-FDMA, 1 RB, 15 MHz, X 483 66.0 18.9 572 146.3 +1.2%
CAB QPSK}

Y 4.69 65.6 19.1 112.2

Z 5.02 66.1 19.0 125.1
10193- IEEE 802.11n (HT Greenfield, 6.5 Mbps, X 9.51 67.4 20.2 8.09 108.6 5%
CAA BPSK)

Y 9.72 68.1 20.9 118.2

Z 10.30 68.9 211 135.0
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