FCC CFR47 PART 15 SUBPART C
Bluetooth Low Energy
CERTIFICATION TEST REPORT
FOR
GSM/WCDMA/LTE Tablet + BT/BLE, DTS/UNII a/b/g/n/ac and ANT+

MODEL NUMBER : SM-T595, SM-T595N, SM-T597
FCC ID: A3LSMT595

REPORT NUMBER: 4788452530-E2V2

ISSUE DATE: JUN 15, 2018

Prepared for
SAMSUNG ELECTRONICS CO., LTD.
129 SAMSUNG-RO, YEONGTONG-GU, SUWON-SI,
GYEONGGI-DO, 16677, KOREA

Prepared by
UL Korea, Ltd.
26th floor, 152, Teheran-ro, Gangnam-gu Seoul, 06236, Korea

Suwon Test Site: UL Korea, Ltd. Suwon Laboratory
218 Maeyeong-ro, Yeongtong-gu,
Suwon-si, Gyeonggi-do, 16675, Korea
TEL: (031) 337-9902
FAX: (031) 213-5433

ACCREDITED"

Testing
Laboratory

TL-637



REPORT NO: 4788452530-E2V2
FCC ID: ASLSMT595

DATE: JUN 15, 2018

Revision History

Rev. Issue Date Revisions Revised By
V1 06/07/18 Initial issue Hoonpyo Lee
V2 06/15/18 Updated to address TCB'’s question Hoonpyo Lee

Page 2 of 52

UL Korea, Ltd. Suwon Laboratory

FORM ID: FCC_15C

218 Maeyeong-ro, Yeongtong-gu, Suwon-si, Gyeonggi-do, 16675,Korea TEL: (031) 337-9902 FAX: (031) 213-5433

UL Korea, Ltd. Confidential

This report shall not be reproduced except in full, without the written approval of UL Korea, Ltd.



REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

TABLE OF CONTENTS

1. ATTESTATION OF TEST RESULTS ...ttt e e eeans 5
2. TEST METHODOLOGY ...ttt ettt e e et et ettt s e e e e e e e eattbaa e e e eaaeennees 6
3. FACILITIES AND ACCREDITATION ...ttt e e e eeeees 6
4. CALIBRATION AND UNCERTAINTY Lttt ettt e e et eaeaai e aeees 6
4.1. MEASURING INSTRUMENT CALIBRATION. ...ttt 6
4.2, SAMPLE CALCULATION .. .uiii ettt e e ettt e e e e e eeeeba s 6
4.3. MEASUREMENT UNCERTAINTY Lttt et 7
5. EQUIPMENT UNDER TEST ..ottt ettt e et e e et a et e e e et e aaees 8
5.1. DESCRIPTION OF EUT ...ttt e et e e e et eeeea e eaees 8
5.2, MAXIMUM OQUTPUT POWER. ...ttt aeaa e ees 8
5.3. DESCRIPTION OF AVAILABLE ANTENNAS ...t 8
5.4. WORST-CASE CONFIGURATION AND MODE ......couuiiiiiiiiiieecei e 8
5.5. DESCRIPTION OF TEST SETUP ...ttt e e 9
6. TEST AND MEASUREMENT EQUIPMENT ..ot 11
7. REFERENCE MEASUREMENT RESULTS ... 12
7.1. ON TIME AND DUTY CYCLE RESULTS .. ...t 12
7.2, 99% BANDWIDTH ...ttt e e et e e e rb e e e eeta s 13
8. MEASUREMENT METHODS ...ttt e et e e e et e eeeaaa s 15
9. SUMMARY TAB LE ..ottt e et e e et e e e et e e e 16
10. ANTENNA PORT TEST RESULTS ...ttt eeeans 17
O R o | = 3 = A AN 0 I R 17
10.2.  OUTPUT POWER ... et e et e e e e eeeans 19
10.3.  AVERAGE POWER ...t e et eeeeans 21
O T Y I RSP 22
10.5. OUT-OF-BAND EMISSIONS ...t eeeeans 24
11. RADIATED TEST RESULTS ..ottt e et e e e eaans 28
11.1.  LIMITS AND PROCEDURE .....cccttiiiiiiiii ettt e et e et eneneans 28
11.2. TRANSMITTER ABOVE 1 GHZ ...ttt 30
11.3. WORST-CASE BELOW 1 GH2Z......iiiiieeee et 40
12. AC POWER LINE CONDUCTED EMISSIONS ... 42
Page 3 of 52
UL Korea, Ltd. Suwon Laboratory FORM ID: FCC_15C

218 Maeyeong-ro, Yeongtong-gu, Suwon-si, Gyeonggi-do, 16675,Korea TEL: (031) 337-9902 FAX: (031) 213-5433
UL Korea, Ltd. Confidential

This report shall not be reproduced except in full, without the written approval of UL Korea, Ltd.



REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

13, SETUP PHOTOS ...ttt ettt e e e e e e e e e e e e e e e nnnnnn s 47

Page 4 of 52

UL Korea, Ltd. Suwon Laboratory FORM ID: FCC_15C
218 Maeyeong-ro, Yeongtong-gu, Suwon-si, Gyeonggi-do, 16675,Korea TEL: (031) 337-9902 FAX: (031) 213-5433
UL Korea, Ltd. Confidential

This report shall not be reproduced except in full, without the written approval of UL Korea, Ltd.



REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

1. ATTESTATION OF TEST RESULTS

COMPANY NAME: SAMSUNG ELECTRONICS CO., LTD.

EUT DESCRIPTION: GSM/WCDMA/LTE Tablet + BT/BLE, DTS/UNII a/b/g/n/ac and ANT+
MODEL NUMBER: SM-T595, SM-T595N, SM-T597

SERIAL NUMBER: R32K1000WAB (RADIATED);

R32K400E4CK (CONDUCTED)

DATE TESTED: MAY 15, 2018 - JUN 04, 2018

APPLICABLE STANDARDS
STANDARD TEST RESULTS
CFR 47 Part 15 Subpart C Pass

UL Korea, Ltd. tested the above equipment in accordance with the requirements set forth in the
above standards. All indications of Pass/Fail in this report are opinions expressed by UL Korea,
Ltd. based on interpretations and/or observations of test results. Measurement Uncertainties
were not taken into account and are published for informational purposes only. The test results
show that the equipment tested is capable of demonstrating compliance with the requirements
as documented in this report.

Note: The results documented in this report apply only to the tested sample, under the
conditions and modes of operation as described herein. This document JUN not be altered or
revised in any way unless done so by UL Korea, Ltd. and all revisions are duly noted in the
revisions section. Any alteration of this document not carried out by UL Korea, Ltd. will
constitute fraud and shall nullify the document. This report must not be used by the client to
claim product certification, approval, or endorsement by IAS, any agency of the Federal
Government, or any agency of any government.

Approved & Released For
UL Korea, Ltd. By: Tested By:

&

SungGil Park Hoonpyo Lee
Suwon Lab Engineer Suwon Lab Engineer
UL Korea, Ltd. UL Korea, Ltd.
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2. TEST METHODOLOGY

The tests documented in this report were performed in accordance with following methods.

FCC CFR 47 Part 2.

FCC CFR 47 Part 15.

KDB 558074 D01 DTS Meas Guidance v04.
ANSI C63.10-2013.

PwbhE

3. FACILITIES AND ACCREDITATION

The test sites and measurement facilities used to collect data are located at 218 Maeyeong-ro,
Yeongtong-gu, Suwon-si, Gyeonggi-do, 16675, Korea. Line conducted emissions are measured
only at the 218 address. The following table identifies which facilities were utilized for radiated
emission measurements documented in this report. Specific facilities are also identified in the
test results sections.

218 Maeyeong-ro
[ ] Chamber 1
Chamber 2
X] Chamber 3

UL Korea, Ltd. is accredited by IAS, Laboratory Code TL-637. The full scope of accreditation
can be viewed at http://www.iasonline.orq/PDF/TL/TL-637.pdf.

4. CALIBRATION AND UNCERTAINTY
4.1. MEASURING INSTRUMENT CALIBRATION

The measuring equipment utilized to perform the tests documented in this report has been
calibrated in accordance with the manufacturer's recommendations, and is traceable to
recognized national standards.

4.2. SAMPLE CALCULATION

Where relevant, the following sample calculation is provided:
Field Strength (dBuV/m) = Measured Voltage (dBuV) + Antenna Factor (dB/m) +
Cable Loss (dB) — Preamp Gain (dB)
36.5 dBuV + 18.7 dB/m + 0.6 dB — 26.9 dB = 28.9 dBuV/m
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4.3. MEASUREMENT UNCERTAINTY

Where relevant, the following measurement uncertainty levels have been estimated for tests
performed on the apparatus:

PARAMETER UNCERTAINTY
Conducted Disturbance, 0.15 to 30 MHz 2.32 dB
Radiated Disturbance, Below 1GHz 3.86 dB
Radiated Disturbance, Above 1 GHz 5.97 dB

Uncertainty figures are valid to a confidence level of 95%.
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5. EQUIPMENT UNDER TEST

5.1. DESCRIPTION OF EUT

The EUT is a GSM/WCDMA/LTE Tablet + BT/BLE, DTS/UNII a/b/g/n/ac and ANT+.
This test report addresses the DTS (BLE) operational mode.

5.2. MAXIMUM OUTPUT POWER

The transmitter has a maximum total conducted output power as follows:

Fr:quency - Power Output Power| Output Power
ode
ange Mode
[MHZz] [dBm] [mW]
2402 - 2480 BLE Peak 5.815 3.82
Average 5.563 3.60
5.3. DESCRIPTION OF AVAILABLE ANTENNAS

The radio utilizes an internal antenna, with a maximum gain of 0.9 dBi.

5.4. WORST-CASE CONFIGURATION AND MODE

Radiated emission below 1GHz and power line conducted emission were performed with the
EUT set to transmit at the channel with highest output power as worst-case scenario.

Radiated emission above 1GHz was performed with the EUT set to transmit low/mid/high
channels.

The fundamental of the EUT was investigated in three orthogonal orientations X, Y and Z it was
determined that Y orientation was worst-case orientation; therefore, all final radiated testing was
performed with the EUT in Y orientation.

For simultaneous transmission, Unlicensed band with WWAN, test were conducted for various
configurations having the highest power. No noticeable new emission was found.

Note : All radiated and power line conducted tests were performed connected with earphone
and charger for evaluation of worst case mode.

Page 8 of 52

UL Korea, Ltd. Suwon Laboratory FORM ID: FCC_15C
218 Maeyeong-ro, Yeongtong-gu, Suwon-si, Gyeonggi-do, 16675,Korea TEL: (031) 337-9902 FAX: (031) 213-5433
UL Korea, Ltd. Confidential

This report shall not be reproduced except in full, without the written approval of UL Korea, Ltd.



REPORT NO: 4788452530-E2V2
FCC ID: ASLSMT595

DATE: JUN 15, 2018

5.5. DESCRIPTION OF TEST SETUP

SUPPORT EQUIPMENT

Charger SAMSUNG EP-TA20EWE R37JCWLOFR5DK3 N/A
Data Cable SAMSUNG EP-DN930CWE N/A N/A
Earphone SAMSUNG EHS64AVFWE N/A N/A

I/O CABLES

1 DC Power 1 Mini-USB Shielded 1.2m N/A
2 Audio 2 Mini-Jack | Unshielded 1.2m N/A
TEST SETUP

The EUT is a stand-alone unit during the tests.
Test software in hidden menu exercised the EUT to enable BLE mode.
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SETUP DIAGRAM FOR TESTS (CONDUCTED TEST SETUP)

EUT Spectrum Analyzer

SETUP DIAGRAM FOR TESTS (RADIATED TEST SETUP)

HEADSET

AC ADAPTER

RECEIVER

MAIN POWER SOURCE
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6. TEST AND MEASUREMENT EQUIPMENT

The following test and measurement equipment was utilized for the tests documented in this
report:

Test Equipment List
Description Manufacturer Model S/N Cal Due
Antenna, Bilog, 30MHz-1GHz SCHWARZBECK VULB9163 750 08-31-19
Antenna, Bilog, 30MHz-1GHz SCHWARZBECK VULB9163 749 09-14-19
Antenna, Bilog, 30MHz-1GHz SCHWARZBECK VULB9163 845 08-31-19
Antenna, Horn, 18 GHz ETS 3115 00167211 10-14-18
Antenna, Horn, 18 GHz ETS 3115 00161451 03-10-19
Antenna, Horn, 18 GHz ETS 3117 00168724 05-31-19
Antenna, Horn, 18 GHz ETS 3117 00168717 05-31-19
Antenna, Horn, 18 GHz ETS 3117 00205959 11-29-18
Antenna, Horn, 40 GHz ETS 3116C 00166155 12-04-19
Antenna, Horn, 40 GHz ETS 3116C 00168645 12-04-19
Antenna, Horn, 40 GHz ETS 3116C-PA 00168841 11-13-19
Preamplifier, 1000 MHz Sonoma 310N 341282 08-09-18
Preamplifier, 1000 MHz Sonoma 310N 351741 08-07-18
Preamplifier, 1000 MHz Sonoma 310N 370599 08-10-18
Preamplifier, 18 GHz Miteq AFS42-00101800-25-S-42 1876511 08-08-18
Preamplifier, 18 GHz Miteq AFS42-00101800-25-S-42 1896138 08-08-18
Preamplifier, 18 GHz Miteq AFS42-00101800-25-S-42 2029169 08-11-18
Spectrum Analyzer, 44 GHz Agilent/HP N9030A MY54170614 08-08-18
Spectrum Analyzer, 44 GHz Agilent/ HP N9030A MY54490312 08-08-18
Average Power Sensor Agilent/HP U2000 MY54270007 08-08-18
Attenuator PASTERNACK PE7087-10 A001 08-08-18
Attenuator PASTERNACK PE7087-10 A008 08-08-18
Attenuator PASTERNACK PE7087-10 2 08-10-18
EMI Test Receive, 40 GHz R&S ESU40 100439 08-08-18
EMI Test Receive, 40 GHz R&S ESU40 100457 08-08-18
EMI Test Receive, 44 GHz R&S ESWA44 101590 08-09-18
EMI Test Receive, 3 GHz R&S ESR3 101832 08-07-18
Low Pass Filter 5GHz Micro-Tronics LPS17541 009 08-08-18
Low Pass Filter 5GHz Micro-Tronics LPS17541 015 08-08-18
Low Pass Filter 5GHz Micro-Tronics LPS17541 020 08-11-18
High Pass Filter 3GHz Micro-Tronics HPM17543 010 08-08-18
High Pass Filter 3GHz Micro-Tronics HPM17543 015 08-08-18
High Pass Filter 3GHz Micro-Tronics HPM17543 020 08-11-18
High Pass Filter 6GHz Micro-Tronics HPS17542 009 08-08-18
High Pass Filter 6GHz Micro-Tronics HPS17542 016 08-08-18
High Pass Filter 6GHz Micro-Tronics HPS17542 021 08-11-18
LISN R&S ENV-216 101837 08-09-18
UL Software

Description Manufacturer Model Version

Radiated software UL UL EMC Ver 9.5

AC Line Conducted software UL UL EMC Ver 9.5
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7. REFERENCE MEASUREMENT RESULTS

7.1. ON TIME AND DUTY CYCLE RESULTS

LIMITS

None: for reporting purposes only.

ON Time| Period [Duty Cycle| Duty Duty Cycle 1/T
Mode B X Cycle |Correction Factor | Minimum VBW
[msec] | [msec] | [linear] [%] [dB] [kHz]
2400MHz Bands
BLE | 0390 | 0625 | 0624 | 624% | 2.05 | 2564
S —— N |
= O . TigREBarst O TN "t

10 dBidiv___Ref 20.00 dBm
Log

100

oo

-10.0

-200

-30.0

-40.0

-50.0

-50.0 (RN UL Tl bt dll I hily ol

| I |
-70.0
| | |

Center 2.440000000 GHz Span 0 Hz
Res BW 8 MHz

e R S S A FONCTON WD
1 N t 1511 us k
2 M t (A) 390.0 us (A) 1.82dB
3 A1 t (A) 625.4 us (A) 0.89dB
4
5
6
7
8
9
10
11 -
:
s —
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LIMITS

None; for reporting purposes only.

99% BANDWIDTH

TEST PROCEDURE

The transmitter output is connected to the spectrum analyzer. The RBW is set to 1% to 3% of
the 99 % bandwidth and to 1% of the span. The VBW is set to >= 3 times the RBW.

The spectrum analyzer internal 99% bandwidth function is utilized.

RESULTS
Channel Frequency 99% Bandwidth
[MHz] [MHz]
Low 2402 1.064
Mid 2440 1.057
High 2480 1064
Worst 1,064
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99% BANDWIDTH PLOTS

mﬁgmmmmmm-mwﬁ = [ -&-
RL [ 5 0C_| CORR [ sense:n [ ALIGN AUTO | 04:53:53 PM Jun 01, 2018
Center Freq: 2402000000 GHz Radio Std: None
w».  Trig: Free Run
HFGain:Low #Atten: 30 dB Radio Device: BTS

10 dBidiv Ref 20.00 dBm
Log

Low CH

Center 2.402 GHz Span 3 MHz
#Res BW 30 kHz #VBW 100 kHz #Sweep 100 ms|

Occupied Bandwidth Total Power 2.29 dBm

1.0641 MHz

Transmit Freq Error 16.738 kHz OBW Power 99.00 %

x dB Bandwidth 1.109 MHz x dB -20.00 dB
hwsc sTATUS

Keysight Spectrum Analyzer - Occupied BW =

RL [ R 2 [ ORRE | SENSE:I [ ALIGN AUTO | 04:54:00 PMJun 01, 2018

Center Freq: 2.440000000 GHz Radio Std: None
s Trig: Free Run
#FGain:Low #Atten: 30 dB Radio Device: BTS

10 dBidiv Ref 20.00 dBm
Log

Middle CH

Center 2.44 GHz Span 3 MHz
#Res BW 30 kHz #VBW 100 kHz #Sweep 100 ms|

Occupied Bandwidth Total Power 3.63 dBm

1.0571 MHz

Transmit Freq Error 15.581 kHz OBW Power 99.00 %

x dB Bandwidth 1.112 MHz x dB -20.00 dB
hwsc sTATUS

Keysight Spectrum Analyzer - Occupied BW =

RL [ R 2 [ ORRE | SENSE:I [ ALIGN AUTO | 04:54:23 PMJun 01, 2018

Center Freq: 2.480000000 GHz Radio Std: None
s Trig: Free Run
#FGain:Low #Atten: 30 dB Radio Device: BTS
10 dBidiv Ref 20.00 dBm
Log |
High CH ‘

Center 2.48 GHz © span3MHz
#Res BW 30 kHz #VBW 100 kHz #Sweep 100 ms|

Occupied Bandwidth Total Power 3.52 dBm

1.0642 MHz

Transmit Freq Error 16.851 kHz OBW Power 99.00 %

x dB Bandwidth 1.112 MHz x dB -20.00 dB
hwsc sTATUS
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8. MEASUREMENT METHODS
6 dB BW : KDB 558074 D01 v04, Section 8.1.

OUTPUT POWER : KDB 558074 D01 v04, Section 9.1.1.

POWER SPECTRAL DENSITY : KDB 558074 D01 v04, Section 10.2.

Out-of-band EMISSIONS (Conducted) : KDB 558074 D01 v04, Section 11.1, 11.2.

Out-of-band EMISSIONS IN NON-RESTRICTED BANDS: KDB 558074 D01 v04, Section 11.0.

Out-of-band EMISSIONS IN RESTRICTED BANDS : KDB 558074 D01 v04, Section 12.1.

AC Power Line Conducted Emission : ANSI C63.10-2013, Section 6.2.
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9. SUMMARY TABLE

FCC Part Test Description Test Limit Test Test Result
Section Condition
1(2)%3)7 Occupied Band width (6dB) >500KHz Pass
2.1051, Bar?d Edge / Conducted Spurious -20dBe Pass
15.247 (d) |Emission
15247 Conducted
' TX conducted output power <30dBm Pass
(b)(3)
15.247 (e) |PSD <8dBm Pass
AC Power Line conducted . Power Line
15.207 (a) emissions Section 10 conducted Pass
15.205, . . . .
15.209 Radiated Spurious Emission < 54dBuV/m(Av) Radiated Pass
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10. ANTENNA PORT TEST RESULTS

10.1.

LIMITS

FCC §15.247 (a) (2)

6 dB BANDWIDTH

The minimum 6 dB bandwidth shall be at least 500 kHz.

TEST PROCEDURE

Reference to KDB 558074 D01 DTS Meas Guidance v04: The transmitter output is connected
to a spectrum analyzer with the RBW set to100KHz, the VBW >= 3 x RBW, peak detector and

max hold.
RESULTS
Channel Frequency 6 dB Bandwidth Minimum Limit
[MHZz] [kHZ] [kHZz]
Low 2402 681.80 500.0
Mid 2440 680.31 500.0
High 2480 670.32 500.0
Worst 670.32 500.0
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6 dB BANDWIDTH PLOTS

‘Spectrum Analyzer - Swept SA

[ESRE=N"xS)

04:51:49 PM Jun 01, 2018

=

RF [50Q DC | CORREC |

[ SENSE:INT] [

ALIGNAUTO |

IFGain:Low

PNO: Wide ~—»—  Trig: Free Run
Atten: 30 dB

#Avg Type: RMS
Avg[Hold: 1001100

Ref 20.00 dBm

Mkr1 2.402 011 100 GHz
4.075 dBm|

10 dBidiv
Log

6.00 4B

-—
681,799 kHz

Low CH

Center 2.4020000 GHz

#VBW 300 kHz

Span 1.500 MHz
Sweep 1.333 ms (20001 pts

IFGain:Low

PNO: Wide —s—  Trig: Free Run
Atten: 30 dB

Avg|Hold: 1001100

|#Res BW 100 kHz
Es —
BB Keysight Spectrum Anaiyzer - Swept SA ===
RL R [s00 o | comec | [ senseant] [ Auenamo 04:52:19 P Jun 03, 2018
#Avg Type: RMS

Ref 20.00 dBm

MKr1 2.440 011 025 GHz
5.415 dBm|

10 dBidiv
Log

-6.00 4B

-—
580.309 kHz

Middle CH

Center 2.4400000 GHz

#VBW 300 kHz

Span 1.500 MHz,
Sweep 1.333 ms (20001 pts

|#Res BW 100 kHz
Ea starus,
BN Keysight Spectrum Analyzer - Swept SA P[]
RL [ RF [50Q DC | CORREC | [ SENSE:INT] | ALIGNAUTO | 04:52:51 PM Jun 01, 2018
#Avg Type: RMS TRACE[; 23156

|#Res BW 100 kHz

#VBW 300 kHz

BNO- w‘ide —»~  Trig: Free Run Avg|Hold: 1001100 TYPE|M
IFGain:Low Atten: 30 dB DET|P NNNNMN
Mkr1 2.480 011 925 GHZ
19gBidiv_Ref 20.00 dBm 5.287 dBm
100
0
0.00 _— j.DD dB
6708.322 kHz
-10.0
. -20.0
High CH
-300
-40.0
-50.0
-60.0
-700
Center 24800000 GHz Span 1.500 MHz
Sweep 1.333 ms (20001 pts,

sTATUS
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REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

10.2. OUTPUT POWER

LIMITS

FCC §15.247 (b)

The maximum antenna gain is less than or equal to 6 dBi, therefore the limit is 30 dBm.

TEST PROCEDURE

Peak power is measured using KDB558074 D01 DTS Meas Guidance v04 under section 9.1.1
utilizing spectrum analyzer.

RESULTS
Channel Frequency Peak Power Reading Limit Margin
[MHz] [dBm] [dBm] [dB]
Low 2402 4.463 30.000 -25.537
Mid 2440 5.815 30.000 -24.185
High 2480 5.691 30.000 -24.309
Worst 5.815 30.000 -24.185
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REPORT NO: 4788452530-E2V2
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DATE: JUN 15, 2018

OUTPUT POWER PLOTS

E Keysight Spectrum Analyzer - Swept SA
R

[ESSE= =S |

[ RF

[50@ DC | CORREC |

[ SENSE:INT] [

ALIGNAUTO |

04:13:45 PMMay 14, 2018

10 dBrdiv - Ref 20.00 dBm
Log

PNO-Fast —»— Trig: FreeRun
IFGain:Low Atten: 30 dB

#Avg Type: RMS Tmciyﬁ
AvglHold: 1001100 N
Mkr1 2.401 873 5 GHz

4.463 dBm

Low CH

Center 2.402000 GHz
#Res BW 3.0 MHz

mse

#VBW 50 MHz

Span 10.00 MHz
Sweep 1.333 ms (20001 pts)

STATUS

BB Keysight Spectrum Analyzer - Swept SA
R | RE

[s0e oc | comrec |

[ senseant] T

ALGNAUTO ]

PNO: Fast —+— 1rig: FreeRun

#Avg Type: RMS
AvglHold: 1001100

msc

IFGain:Low Atten: 30 dB DET|”
MKr1 2.439 899 0 GHz
fodBidiv_Ref 20.00 dBm 5.815 dBm
og
0.
Q
0.
-100
. =200
Middle CH
-300
-400
-50.0
-60.0
-700
Center 2.440000 GHz Span 10.00 MHz
#Res BW 3.0 MHz #VBW 50 MHz Sweep 1.333 ms (20001 pts)

STATUS

SRR

BN Keysight Spectrum Analyzer - Swept SA
RL [ RF

[50Q DC | CORREC |

[ SENSE:INT]

ALIGN AUTO | 04:14:42 PMMay 14, 2018

—  Trig: FreeRun

10 dBrdiv - Ref 20.00 dBm
Log

PNO: Fast

IFGain:Low Atten: 30 dB

#Avg Type: RMS Woﬁyﬁ

AvglHold: 100100 e
oer”

Mkr1 2.479 819 5 GHz

5.691 dBm

-

High CH

Center 2.480000 GHz
#Res BW 3.0 MHz

msc

#VBW 50 MHz

Span 10.00 MHz
Sweep 1.333 ms (20001 pts)

STATUS
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REPORT NO: 4788452530-E2V2
FCC ID: ASLSMT595

DATE: JUN 15, 2018

10.3. AVERAGE POWER

LIMITS

None; for reporting purposes only.

TEST PROCEDURE

The transmitter output is connected to a power meter.

RESULTS

The cable assembly insertion loss was entered as an offset in the power meter to allow for

direct reading of power.

Channel Frequency AV power AV power
[MHZz] [dBm] [mW]
Low 2402 4.231 2.649
Middle 2440 5.563 3.600
High 2480 5432 3.493
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REPORT NO: 4788452530-E2V2
FCC ID: ASLSMT595

DATE: JUN 15, 2018

10.4.

LIMITS

PSD

FCC 8§815.247

The power spectral density conducted from the transmitter to the antenna shall not be greater
than 8 dBm in any 3 kHz band during any time interval of continuous transmission.

TEST PROCEDURE

Power Spectral Density was performed utilizing the “§10.2 Method PKPSD (Peak PSD)” under
KDB558074 D01 DTS Meas Guidance v04

RESULTS
Frequency PSD Limit Margin
Channel
[MHz] [dBm/3kHz] | [dBm/3kHz] [dB]
Low 2402 -10.82 8.00 -18.82
Mid 2440 -9.52 8.00 -17.52
High 2480 -9.64 8.00 -17.64
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POWER SPECTRAL DENSITY PLOTS

[ESRE=XY

Bl Keysight Spectrum Analyzer - Swept SA
RL [ RF

[50@ DC | CORREC |

[ SENSE:INT] [

ALIGNAUTO |

04:57:02 PP Jun 01,2018

PNO-Wide —» Trig: FreeRun
IFGain:Low Atten: 20 dB

#Avg Type: RMS
AvglHold: 1001100

10 dBrdiv - Ref 10.00 dBm
Log

Mkr1 2.401 983 00 GHz

-10.823 dBm

Low CH

Center 2.4020000 GHz
|#Res BW 3.0 kHz

#VBW 10 kHz

Sweep 50.67 ms (20001 pts

Span 1.596 MHz

=

STATUS

[N

BB Keysight Spectrum Analyzer - Swept SA
RL | RE

[s0e oc | comrec |

[ senseant] T

ALGNAUTO ]

04:57:28 PM Jun 01,2018

PNO: Wide —»— ITig: FreeRun
IFGain:Low Atten: 20 dB

#Avg Type: RMS
AvglHold: 1001100

10d8/div - Ref 10.00 dBm
Log

MKr1 2.439 982 95 GHz

9.520 dBm

Middle CH

Center 2.4400000 GHz
|#Res BW 3.0 kHz

#VBW 10 kHz

Sweep 50.67 ms (20001 pts

Span 1.586 MHz

b=

STATUS

[ ] &

BN Keysight Spectrum Analyzer - Swept SA
RL [ RF

[50Q DC | CORREC |

[ SENSE:INT] |

ALIGN AUTO |

PNO: Wide —»~ Trig: FreeRun
IFGain:Low Atten: 20 dB

#Avg Type: RMS
AvglHold: 100100

10 dBrdiv - Ref 10.00 dBm
Log

Mkr1 2.479 983 00 GHz

-9.638 dBm

High CH

Center 2.4800000 GHz
|#Res BW 3.0 kHz

#VBW 10 kHz

Sweep 50.67 ms (20001 pts)

Span 1.596 MHz

=

STATUS
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REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

10.5. OUT-OF-BAND EMISSIONS

LIMITS

FCC §15.247 (d)

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum or digitally
modulated intentional radiator is operating, the radio frequency power that is produced by the
intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the band
that contains the highest level of the desired power, based on either an RF conducted or a
radiated measurement, provided the transmitter demonstrates compliance with the peak
conducted power limits. If the transmitter complies with the conducted power limits based on the
use of RMS averaging over a time interval, as permitted under paragraph (b)(3) of this section,
the attenuation required under this paragraph shall be 30 dB instead of 20 dB. Attenuation
below the general limits specified in 815.209(a) is not required.

TEST PROCEDURE

The transmitter output is connected to a spectrum analyzer with RBW = 100 kHz, VBW = 300
kHz, peak detector, and max hold. Measurements utilizing these settings are made of the in-
band reference level, bandedge (where measurements to the general radiated limits will not be
made) and out-of-band emissions.
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RESULTS

BANDEDGE & SPURIOUS EMISSIONS, LOW CHANNEL

BE Keysight Spectrum Analyzer - Swept SA \i/liﬂﬂz
RL | RF [s0Q DC | CORREC | [ SENSE:INT] | ALIGN AUTO | 05:01:15 PMJun 01,2018
#Avg Type: RMS TRAGE 3456
PNO: Wide —w— Trig: Free Run Avg|Held: 100/100 TYPE|M WARAAY
IFGain:Low Atten: 30 dB peT|P
Mkr1 2.399 985 0 GHz
10 gBidi_Ref 20.00 dBm -51.851 dBm
100
0.00
-10.0
1459 dBm)|
Low CH 200
BandEdge .
-40.0
500 *
-60.0 e
-70.0
Center 2.400000 GHz Span 10.00 MHz
Res BW 100 kHz #VBW 300 kHz Sweep 5.333 ms (20001 pts
IMSG STATUS
BN Keysight Spectrum Analyzer - Swept SA ==
RL | RF [50Q DC | CORREC | [ SENSE:INT] | ALIGN AUTO | 05:04:34 PMJun 01,2018
r #Avg Type: RMS TRAGE
PNO: Fast -—»— Trig: Free Run Avg|Held: 100100 TYPE| M AR
IFGain:Low Atten: 30 dB DET|P NNNNN
Mkr2 26.140 0 GHz
10,95/ __Ref 20.00 dBm -50.394 dBm
100
0.00
-10.0 EEREECD
-20.0
-30.0
-40.0 .
Low CH o
S . 600 e S, s e i i
purious . Di
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 973.3 ms (40001 pts
[MRRMODHTRC[SC] X | ¥ | FUNCTON ] FN FUNCTION VALUE -
1 N f 24024 GHz 3.869 dBm
N f 26.140 0 GHz -50.394 dBm
3
4
5 E
6
7
8
9
10 N
11 =
| . |
IMSG STATUS
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REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

SPURIOUS EMISSIONS, MID CHANNEL

B Keysight Spectrum Analyzer - Swept SA \i/lil@__
RL | RF [s0Q DpC | CORREC | [ SENSE:INT] | ALIGN AUTO | 04:58:41 PMJun 01,2018
#Avg Type: RMS TRACE 3456
PNO: Wide -w— Trig: FreeRun Avg|Held: 100/100 TYPE| M st
IFGain:Low Atten: 30 dB peT|P d
Mkr1 2.440 012 75 GHz
[0 geici__Ref 20.00 dBm 5.406 dBm
100
0.00
-10.0
1459 dBm)|
Middle CH 00
BandEdge .
-40.0
500
0.0
700
Center 2.440000 GHz Span 5.000 MHz
Res BW 100 kHz #VBW 300 kHz Sweep 2.667 ms (20001 pts
IMSG
BE Keysight Spectrum Analyzer - Swept SA
RL | RF [s0Q DC | CORREC | [ SENSE:INT] | ALIGN AUTO | 05:07:52 PMJun 0
r #Avg Type: RMS TRACE”
PNO: Fast -+ Trig: FreeRun Avg|Held: 100/100 TYPE|M:
IFGain:Low Atten: 30 dB peT|P
Mkr2 26.346 5 GHz
10,g5idiv__Ref 20.00 dBm -49.792 dBm
100
0.00
-10.0 14 55 dom|
200
-30.0
-40.0
Middle CH e
S . B0.0 | it e i i i
purious . Di
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 973.3 ms (40001 pts
[MEMODHTRC[SC] X | ¥ | FUNCTION | FUNCIONWOTH
1 N f 2.4401 GHz 4.379dBm
N f 26.346 5 GHz -49.792 dBm
3
4
5 £
6
7
8
9
10 N
11 -
| . |
IMSG STATUS
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SPURIOUS EMISSIONS, HIGH CHANNEL

B Keysight Spectrum Analyzer - Swept SA \i/lil@__
RL | RF [s0Q DpC | CORREC | [ SENSE:INT] | ALIGN AUTO | 05:01:51 PMJun 01,2018
r #Avg Type: RMS TRACE] 56
PNO: Wide -w— Trig: FreeRun Avg|Held: 100/100 TYPE| M st
IFGain:Low Atten: 30 dB peT|P d
Mkr1 2.483 526 5 GHz
[0 geici__Ref 20.00 dBm -56.565 dBm
100
0.00
-10.0
1459 dBm)|
High CH
BandEdge .
-40.0
500
0.0 ! ? Y |
700
Center 2.483500 GHz Span 10.00 MHz
Res BW 100 kHz #VBW 300 kHz Sweep 5.333 ms (20001 pts
IMSG
BE Keysight Spectrum Analyzer - Swept SA
RL | RF [s0Q DC | CORREC | [ SENSE:INT] ALIGN AUTO | 05:10:19 PMJun 0
r #Avg Type: RMS TRAGE
PNO: Fast -+ Trig: FreeRun Avg|Held: 100/100 TYPE|M: A
IFGain:Low Atten: 30 dB DET|P NNNNN
Mkr2 25.658 9 GHz
10,951y _Ref 20.00 dBm -50.061 dBm
100
0.00
-10.0 14 55 dom|
200
-30.0
-40.0 ’ E
High CH
. 600 NS e e
Spurious e
Start 30 MHz Stop 26.50 GHz
Res BW 100 kHz #VBW 300 kHz Sweep 973.3 ms (40001 pts
[MKRIMODE[TRCSCL x| ¥ ] FUNCTION ] FUNCTIONWIDTH
1 N f 2.480 5 GHz 4.730dBm
N f 25.658 9 GHz -50.061 dBm
3
4
5 =
6
7
8
9
10 N
11 -
| . |
IMSG STATUS
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FCC ID: ASLSMT595

11. RADIATED TEST RESULTS

11.1. LIMITS AND PROCEDURE

LIMITS

FCC §15.205 and §15.209

Limits for radiated disturbance of an intentional radiator
Frequency range (MHz) Limits (uVv/m) Measurement Distance (m)

0.009 — 0.490 2400/ F (kHz) 300
0.490 — 1.705 24000/ F (kHz) 30
1.705-30.0 30 30
30-88 100** 3
88 - 216 150** 3
216 — 960 200** 3
Above 960 500 3

** Except as provided in paragraph (g), fundamental emissions from intentional radiators
operating under this section shall not be located in the frequency bands 54-72 MHz, 76-88 MHz,
174-216 MHz or 470-806 MHz. However, operation within these frequency bands is permitted
under other sections of this part, e.g. 88 15.231 and 15.241.
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TEST PROCEDURE

The EUT is placed on a non-conducting table 80 cm above the ground plane for below 1GHz
and 150 cm for above 1GHz. The antenna to EUT distance is 3 meters. The EUT is configured in
accordance with ANSI C63.10. The EUT is set to transmit in a continuous mode.

For measurements below 1 GHz the resolution bandwidth is set to 100 kHz for peak detection
measurements or 120 kHz for quasi-peak detection measurements. Peak detection is used
unless otherwise noted as quasi-peak.

For measurements above 1 GHz the resolution bandwidth is set to 1 MHz, then the video
bandwidth is set to 3 MHz for peak measurements and add duty cycle factor for average
measurements. (Restriced bandedge, Final detection of spurious harmonic emissions)Duty
cycle factor = 10 log (1/x). For this sample: DCF = 10log(1/0.624)=2.05dB

(Spectrum Analyzer round it up to 2.05dB)

Pre-scans to detect harmonic and spurious emissions, the resolution bandwidth is set to 1 MHz;
the video bandwidth is set to 30 KHz for peak measurements.

The spectrum from 1 GHz to 26 GHz is investigated with the transmitter set to the lowest,
middle, and highest channels in the 2.4 GHz band.

(From 30MHz to 1GHz, test was performed with the EUT set to transmit at the channel with
highest output power)

The frequency range of interest is monitored at a fixed antenna height and EUT azimuth. The

EUT is rotated through 360 degrees to maximize emissions received. The antenna is scanned

from 1 to 4 meters above the ground plane to further maximize the emission. Measurements are
made with the antenna polarized in both the vertical and the horizontal positions.
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11.2. TRANSMITTER ABOVE 1 GHz
RESTRICTED BANDEDGE (LOW CHANNEL)

HORIZONTAL PEAK AND AVERAGE PLOT

1"'3U_ SUWON Lab Chomber 3 23 May 2018 14:12:42
Restricted Bandedge
H FProject Number:4788452530
s i Client:Samsung
i Config:EUT / Rdopter ¢ Ecrphone
Made : BLE_BE_H_2dB2
185 i Tested by:45574
m
Al
g5 I
1
: [
c 85 f I ——
ﬁ' [
5 |
£ 75 e
- .
3 i |
> | \
3 65 R
9 |
=
- Average Limit (dBulim) 4 |
55 - = |
NMMMI||I W TR R TN FT O] | NPT TR el 1
b VAT A g |
45 ; 4 . |
—- . ‘ P — o F— : o
35
2.3l TH.5MH=/ ) 2.415
Frequency (GHz)
Fange (620 RELVUGE Raf/tin  Dat/fvg Hode Sunap Fia  Woups/thds  Faition Range CGHz) I Raf/Attn  Det/Avg Mode ) Pt Foapa/Mode Fosition
V2312415 MGRGEMIM 11215 PEKAogPer-Uideo  Buseciuto) BB MiXH 51 degs 158 ¢ IMC-GEL/ M 1121 d O so)  GOBD  1BTH

HORIZONTAL DATA

Trace Markers

Marker Frequency Meter Det 3117100205959] 10d6_ATT(dB] DC Corr (dB) Corrected ‘Average Limit (dBuV/m) Margin Peak Limit (dBuV/m) PK Margin Azimuth Height Polarity
(GHa) Reading Reading (d8) (d8) (Degs) (em)
(dBuv) (dBuV/m)
1 *2.39 42.38 Pk 318 -23.3 0 50.88 - - 74 -23.12 53 150 H
2 *2.383 44.54 Pk 318 -23.2 0 53.14 - - 74 -20.86 53 150 H
3 2.39 32.33 RMS 31.8 -23.3 2.05 42.88 54 -11.12 - - 53 150 H
4 *2.377 33.21 RMS 318 -23.2 2.05 43.86 54 -10.14 - - 53 150 H

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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VERTICAL PEAK AND AVERAGE PLOT

1,)\"UL SULION Lak Chomber 3 23 May 2818 14:34.:28
Restricted Bandedge
Project Number 4788452538
L Client:Sensung
Comfig EUT / Adepter / Eorphone
Mode BLE_BE U 24B2
185 Tested hy:45574
95
§  BShe
.
5
> TSk
:
>
=
a2 b5
Q \
Avercge Limit (dBuli/m) 1
55 T ; : i g 1 ] f \
la, YRR RPR NN I ITRTRTIN TPRRTOR T CUR 110 T8 TR PRTY Fre SR ¥ W1 Sl bl " TR T w—— T NE ST pRRRE Voot
id
450 = -3
®
35
2.31 T8 . SMH=z/ ) ) 2.415
Frequency (GHz)
Ronge (6Hz) FEA/ U Raf/fttn  Det/fug Hode Samep Pls  45wpaifode  Position | Rengs (GHz) [ Ref/ALtn  Deb/fvg Hode Sweep Phz  4Swps/Node  Position
\ I v v i
Marker Frequency Meter Det 3117(00205959] 10dB_ATT[dB] DC Corr (dB) Corrected Average Limit (dBuV/m) Margin Peak Limit (dBuV/m) PK Margin Azimuth Height Polarity
(GHz) Reading Reading (dB) (dB) (Degs) (cm)
(dBuV) (dBuV/m)
1 239 227 Pk 318 233 0 51.2 B B 74 2238 91 109 v
2 *2.388 44.83 Pk 31.8 233 0 53.33 - - 74 -20.67 91 109 v
3 *2.39 3221 RMS, 318 233 2.05 42.76 54 11.24 - - 91 109 v
4 *2.353 3339 RMS 317 232 2.05 43.94 54 -10.06 - - 91 109 v

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection

Page 31 of 52

UL Korea, Ltd. Suwon Laboratory FORM ID: FCC_15C
218 Maeyeong-ro, Yeongtong-gu, Suwon-si, Gyeonggi-do, 16675,Korea TEL: (031) 337-9902 FAX: (031) 213-5433
UL Korea, Ltd. Confidential

This report shall not be reproduced except in full, without the written approval of UL Korea, Ltd.




REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

AUTHORIZED BANDEDGE (HIGH CHANNEL)

HORIZONTAL PEAK AND AVERAGE PLOT

UL SUWON Lok Chomber 3 23 May 2B18 15:38:53
| | ] Restricted Bandedge

Project Number: 4788452538

L Client: Semsung

Config EUT / Rdopter / Earphone
Moce :ELE_BE_H_248D

185 Tested by:45574
N
i

95 I !\
5 [
T B85 -
g .
it
- { |
5] = 1|
0 7 Sifeees i i
2 |
= - 1l
> 65 i 1
g / |
il ! \
= erags t Cdful/m)

55 I j i A E imi Bl 2

TPy BT I* . L TR Y m Y T | TR o | R TI T T (YT T T R Y T TR TR TY TR T TR T T
: [ ; :

45| —— A s -

35}

2.46 18, 3MHz/ . 2.563

Frequency (GHz)
Ronge (6H2) TR Ref/fttn  Det/hug Hode Soen Pio ASpaifode  Position | Renge (6] REN/UE Ref/itin  Det/fug Hode Tucep Pio  Fpuilods Position |
1:2.46-2.563 IHI-682/3M 12415 PEAKLogPur-Video  Bmeec(Chuto)  BABA  HAXH 55 degs 21 46-2.5 Hi -6l | 12415 AVER/Pur Fvg (RHS insec(Aut 168 1BATANG 5 dex 1
Marker Frequency Meter Det 3117(00205959] 10dB_ATT[dB] DC Corr (dB) Corrected ‘Average Limit (dBuV/m) Margin Peak Limit (dBuV/m) PK Margin “Azimuth Height Polarity
(GHz) Reading Reading (dB) (dB) (Degs) (em)
(dBuV) (dBuv/m)

1 *2.484 44.35 Pk 321 -23 0 53.45 - - 74 -20.55 55 217 H
2 2.528 45.55 Pk 321 -23 0 54.65 - - 74 -19.35 55 217 H
3 2.484 33 RMS 321 -23 2.05 44.15 54 -9.85 - - 55 217 H
4 2.501 33.54 RMS 321 -22.9 2.05 44.79 54 -9.21 - - 55 217 H

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO: 4788452530-E2V2

FCC ID: ASLSMT595

DATE: JUN 15, 2018

VERTICAL PEAK AND AVERAGE PLOT

23 May 2818 15:55:24

| thL SULION Ln}: Chamber 3:
; ; Restricted Bandedge
Project Number:4788452538
L Client: Semsung
Config:EUT / Adapter / Earphone
Mode |ELE_BE_LI_2488
185 Tested by:45574
95
T
] B5--
-
5
> 75k
e
5
] 55|
o
Average Limit CdBulJ/mI =)
55 : L = &
Ity et AN R &WMWM#M'h,m-l.ﬂuMWA-MJMJl»Jl"-LAMM'M'MM-WﬁHMWLMWWpVWMWM%
: | : : : P
4\3 ......................... 3
5 fw)
35—
246 18. 3MHz/ . 2.563
Frequency (GHz)
Rong= (6H=) FEAVUBY ReffAttn  Det/fug Hode Samepp Fts  45wpn/Mods Position | Ronge (GHz) FEL/ VB Ref/fttn  Det/fg Hode Sueep Fts Supe/Hods  Fosition |
Marke Frequency Mete Det 3117(00205959] 10dB_ATT[dB] DC Corr (dB) Corrected Average Limit (dBuV/m) Margin Peak Limit (dBuV/m) PK Margin Azimuth Height Polarity
(GHz) Reading Reading. (d8B) (d8B) (Degs) (em)
(dBuV) (dBuV/m)
1 *2.484 42.34 Pk 321 -23 0 51.44 74 -22.56 76 111 \Z
2 2.544 45.55 Pk 321 -23 0 54.65 - - 74 -19.35 76 111 v
3 *2.484 31.99 RMS 321 -23 2.05 43.14 54 -10.86 - - 76 111 \Z
4 2.561 33.41 RMS 321 -22.9 2.05 44.66 54 -9.34 - - 76 111 A\

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO: 4788452530-E2V2
FCC ID: ASLSMT595

DATE: JUN 15, 2018

HARMONICS AND SPURIOUS EMISSIONS

LOW CHANNEL HORIZONTAL

1IQUL SUWON Lab Chamber 3 23 May 2818 13:41:41
Radiaoted Emissions 3-Meters
Project Number:4788452538
186 Client: Semsun
Config:EUT / Adopter / Eorphone
Mode :ELE_HARM_Z4B2
ag i | Tested by:43574
=15
el
T A
o
N
£ 68 s e e
. /g Limit C(dBuU’/m |
S - 7
ERNT:| : ! !
3
m i i
o o " | |
R - M
1 PRI Y
. o
]
o A R M L e i I i e B e
1 14 18
Frequency (GHz)
Range (6l1z) FAU/ER Aol /tln  Del/fvg fode S Flo  Eups/thds  Fasition | Range (el REU/RN Rl /Attn  Dot/Avg fods Sweew Pta  Fowps/Mode FPosil
MBI/ 112715 PEA/LogPa-ideo  18Smsec(Aute) OB MANH BPdegs 25 J:F18 G613 B PEAK/LogPar—Video  1.4sechutal 16k MAM degs 158
'\IUU_ SUWON Lab Chomber 3 23 May 2818 13:41:41
Rodioted Emissions 3-Meters
Project Number:4788452538
L Client:Samsung
Canfig:EUT / Adopter / Eorphone
Mode :BLE_HARM_z482
ag - TEnted by:45574
[=15]
578
N
L
I
OSSO OSSOSO OSSOSO SO S
= fAvg imit (dBulUs/m)
£ °
T e N S
el i
4i| =
z il
o H
]
L
1 18 18
Freguency (GHz)
Ranga (6lz) REU/UEN Ref/Akin  Det/fvg Mode Suweep Ple  #5ups/fade FPasition forge (Bz) REU/LEW Ref/Attn  Dat/fvg Fode Sweer Pta  Fps/fods Position

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor

which was at least 20dB below the specification limit.
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REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

LOW CHANNEL DATA

Trace Markers

Marker Frequency Meter Det 3117[00205959] 3GHz_HP[dB] DC Corr (dB) Corrected ‘Avg Limit (dBuV/m) Margin Peak Limit (dBuV/m) Margin ‘Azimuth Height Polarity
(GHz) Reading Reading (d8) (dB) (Degs) (em)
(dBuv) (dBuv/m)
1 * 4,804 29.55 PK 33.9 -28.2 0 35.25 - - 74 -38.75 0-360 250 H
3 7.206 24.67 PK 35.6 -23.9 0 36.37 - - 74 -37.63 0-360 250 H
S 9.609 23.32 PK 36.7 -19.9 0 40.12 - - 74 -33.88 0-360 250 H
6 9.609 23.32 PK 36.7 -19.9 0 40.12 - - 74 -33.88 0-360 250 H
2 *4.804 29.92 PK 339 -28.2 0 35.62 - - 74 -38.38 0-360 250 \
4 7.206 25.21 PK 35.6 -23.9 0 36.91 - - 74 -37.09 0-360 149 \

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
PK — Peak detector

Note: Only peak measurement was performed. Because peak measurement result of unwanted
emission is less than average limit (54dBuV/m).
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REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

MID CHANNEL HORIZONTAL

1,‘BUL SULION Lak Chomber 3 23 May 2818 14:46:23
: : i Rodiated Emissions 3-Meters
i i I Project Number:4788452530
189 i i : Client:Semsung
i i | Config:EUT / Adapter / Earphone
i i Mode  ELE_HARM_2448
9@ : : IS Tested hy:45574
gl
T
t 7@
=]
H
£ ep-
- Avg Linit (dBul/m

i
i\

N
B J_v‘l ok
3@
za
1 ] 18
Frequency (GHz)
Ronge (6! TR Fef/fttn  Det/fg fode B Fts  Aowps/Modz  Fosition | onee (620 ] ReF/itin  Det/g flode Sweer iz Tops/fiods  Fosition
1:1-3 IM-6aB)/3k  112/15  PEAKAour-Uidss  |Bhemcfictol B0 HAH Sfidege | 3:3-18 (G130 7/ PERK/Logfur-tiden | dcectbute) gk MAKH 8- e
1,‘?UL SUWON Lok Chomber 3 23 May 2818 14,46 23
: I Raodioted Emissions 3-Meters
Pro ject Number 4788452538
188 Client:Semsung
Config EUT / Adapter / Earphone
Mode :ELE_HARM_2448
| S S S SO S Tested by:45574
Ba .................
5 7@
¥
E ~
> U U USSR OE SO OO
2 Avg Limit C(dBul/m)
= .
= 2SOV SUNOUSSSSOOY OO OOt OO SOOI SO HOUUOE SO
V5]
K
=]
460 . 4 =
2
- &
] S
2a
1 18 18
Frequency (GHz)
Fonge (&) B Ref/Atin  Dt/feg fode == Pto  A5po/fode  Position | Range (6 PR Ref/Rtbn  Oet/fvg Mode Secep Pio  dspalfode Positio

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor
which was at least 20dB below the specification limit.
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REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

MID CHANNEL DATA

Trace Markers

Marker Frequency Meter Det 3117(00205959] 3GHz_HP(dB] DC Corr (dB) Corrected Avg Limit (dBuV/m) Margin Peak Limit (dBuV/m) Margin Azimuth Height Polarity
(GHz) Reading Reading (d8) (dB) (Degs) (em)
(dBuv) (dBuv/m)
1 *4.881 30.01 PK 34 -28.9 0 35.11 - - 74 -38.89 0-360 150 H
3 *7.32 24.98 PK 35.6 -23.4 0 37.18 - - 74 -36.82 0-360 150 H
S 9.761 22.2 PK 36.9 -19.5 0 39.6 - - 74 -34.4 0-360 251 H
2 4.881 29.98 PK 34 -28.9 0 35.08 - - 74 -38.92 0-360 251 \
4 *7.32 24.47 PK 35.6 -23.4 0 36.67 - - 74 -37.33 0-360 149 \
6 9.761 22.64 PK 36.9 -19.5 0 40.04 - - 74 -33.96 0-360 149 \

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
PK — Peak Detector

Note: Only peak measurement was performed. Because peak measurement result of unwanted
emission is less than average limit (54dBuV/m).
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REPORT NO: 4788452530-E2V2

FCC ID: ASLSMT595

DATE: JUN 15, 2018

HIGH CHANNEL HORIZONTAL

1'\BUL SULION Lak Chomber 3 23 May 2818 15:84:89
Rodiated Emissions 3-Meters
Project Number 4788452538
188 Client;Semsung
Config EUT / Adepter / Earphone
Mode :BLE_HARM_2488
] SRS RSSO SRR MO SO Tested hy:45574
80
©
t 7@
=]
N
C
5
£ 69
- fvg Limit (dBul/m)
\E =
{7 M
o "
=z
=
46 T,
i 1 U A
m FPWORITIOTRR o
30
26
1 18 18
Frequency (GHz2
Fonge (61 FBUVE Fef/fttn  Det/fug Hode Sucep Plo  A5wpo/fode Position | Range (6= REAUE Ref/Atin  Det/fug flode Sueen Pio  Asupaiiode  Position
1:1-3 IHI-6dB)/ 38k 12715 PESKLogfur-Uidso  18%szac(iuto) 6B HAXH B-350degs 18 I Hi-GelB)/ 38k g1/ PERK/Logf deo 1 dsecihuto Gk MAKH @ degs 15|
11 ?UL SUWON Lok Chomber 3 23 May 2818 158489
Raodioted Emissions 3-Meters
Pro ject Number 4788452538
188 Client:Semsung
Config:EUT / Adapter / Earphone
Mode :ELE_HARM_z2488
SO S SO Tested by:45574
BZ O S O S S S S-S S
§ 78
+
[ -
> =72 St SR SO SNt SO S
< Avg Limit [(dBulU/m)
3 5@
[re]
!
40 4 G
2 @ ;
° H
2 OO ST OSSOSO SOV SO I
2e
! 18 18
Frequency (GHz)
Rorge (&) BT Ref/fitin  Dzt/fng fade Sweer Fis  Towpa/Modz  Fosition | onge (620 FEWAE Fef/fttn  Oct/ivg Fode Ptz Topsiode Positio

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor
which was at least 20dB below the specification limit.
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REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

HIGH CHANNEL DATA

Trace Markers

Marker Frequency Meter Det 3117(00205959] 3GHz_HP[dB] DC Corr (dB) Corrected ‘Avg Limit (dBuV/m) Margin Peak Limit (dBuV/m) Margin Azimuth Height Polarity
(GH) Reading Reading (d8) (d8) (Degs) (cm)
(dBuv) (dBuv/m)
1 *4.96 30.09 PK 341 -28.5 0 35.69 - - 74 -38.31 0-360 150 H
3 *7.44 25.03 PK 35.6 -23.2 0 37.43 - - 74 -36.57 0-360 150 H
5 9.92 21.66 PK 37 -19.7 0 38.96 - - 74 -35.04 0-360 250 H
2 4.96 29.27 PK 34.1 -28.5 0 34.87 - - 74 -39.13 0-360 149 \
4 *7.44 25.11 PK 35.6 -23.2 0 37.51 - - 74 -36.49 0-360 251 \
6 9.92 21.81 PK 37 -19.7 0 39.11 - - 74 -34.89 0-360 149 \Z

* - indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
PK — Peak Detector

Note: Only peak measurement was performed. Because peak measurement result of unwanted
emission is less than average limit (54dBuV/m).
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REPORT NO: 4788452530-E2V2
FCC ID: ASLSMT595

DATE: JUN 15, 2018

11.38. WORST-CASE BELOW 1 GHz

SPURIOUS EMISSIONS 30 TO 1000 MHz (WORST-CASE CONFIGURATION)

HORIZONTAL PLOT

rj‘:JLL SUWON Lab Chamber 3 4 Jun 2B1B 16:29:25
Rodiated Emissions — 3 Meters
Project Number: 4788452530
85 Client :Samsung
Config:EUT / Adapter / Earphone
Mode Below_1G_BLE
75 Tested by: 45574
65!
3
t 55
o
s
e
< 45 OPE - Tim T TdBLU
T
~
3 35 i
@
@ c
25 o A
gl e gy
rap P (]
1 Bpreeees = e At =
5 i
a5 - - o B— —_— P - . TEne
Frequency (MHz)
Fange (HHz) RBUAJBU Ref/ittn  Dot/fvg Mode Swesp Pis S Position FRonge (HHz) RBU/UBU Ref/fttn  Det/fvg Mode Suesp Pty #Sups/fode Fosition
fiec 12 (-608)/ 00 |17/20  PERK/LogPur—Video 1dmsectiuto) 18 NAKH B-60degs H
rj‘:JLL SUWON Lab Chamber 3 4 Jun 2B1B 16:29:25
Rodiated Emissions — 3 Meters
Project Number: 4788452530
85 Client :Samsung
Config:EUT / Adapter / Earphone
Mode Below_1G_BLE
75 Testad by: 45574
65!
@ 55
- | F
L ;
5 ;
- 45 OPE - Tim T TdBLU
:E i
=)
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Rangs (H2) REL/UBU Rof/Atin  Dot/fvg Hode ooy Pia Fopa/fods Fosition Fange (FHz) RRU/ UG Rof/Attn  Dot/fvg ade Suaop Pte d5ups/fode Fosition
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REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

BELOW 1 GHz TABLE

Trace Markers

Marker Frequency Meter Det VULB9163-845 30-1000MHz[dB] Corrected QPk Limit (dBuV/m) Margin Azimuth Height Polarity
(MHz) Reading Reading (dB) (Degs) (cm)
(dBuv) (dBuv/m)
1 43.2904 43.32 Pk 19.7 -31.9 31.12 40 -8.88 0-360 400 H
2 85.5867 41.33 Pk 14.5 -31.6 24.23 40 -15.77 0-360 200 H
3 225.7662 44.46 Pk 17.5 -31 30.96 46.02 -15.06 0-360 100 H
4 44.0665 44.77 Pk 19.8 -32 32.57 40 -7.43 0-360 100 \
5 85.2957 45.27 Pk 145 -31.7 28.07 40 -11.93 0-360 100 \
6 *127.5921 44.38 Pk 15 -31.4 27.98 43.52 -15.54 0-360 100 \
*

- indicates frequency in CFR47 Pt 15/ IC RSS-Restricted Band
Pk - Peak detector
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REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

12. AC POWER LINE CONDUCTED EMISSIONS

LIMITS

FCC §15.207 (a)

Frequency of Emission (MHz) Conducted Limit (dBuV)
uasi-peak Average
0.15-0.5 B to 56 56 to 46
0.5-5 Rl 46
5-30 Gl S0
" Decreases with the logarithm of the frequency.

TEST PROCEDURE

The EUT is placed on a non-conducting table 40 cm from the vertical ground plane and 80 cm
above the horizontal ground plane. The EUT is configured in accordance with ANSI C63.10.

The receiver is set to a resolution bandwidth of 9 kHz. Peak detection is used unless otherwise
noted as quasi-peak or average.

Line conducted data is recorded for both NEUTRAL and HOT lines.
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REPORT NO: 4788452530-E2V2
FCC ID: ASLSMT595

DATE: JUN 15, 2018

RESULTS

WORST EMISSIONS

LINE 1 PLOT

4 Jun 2818 18:38:83

188

UL SUWOM Leb AC Shield Room

Conducted RFL Uoltoge
Project No:4788452530

L] Client Nome:Somsun:
Config:EUT / Adapter / Eorphone
Mode :AC_Line BLE
80 Test by:45574
78
3 —
W .
! &M i s — s o
z o ;
5 59 i i ! i
s o 3 P
2 A 7 [
R AL 5 By
3 i 4:“ # ,ﬂwi I
~ 2 IR AT | Wi [ I” ¥
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Ronga (Hiz) Ref/ttn  Det/vg Hode Sl:ﬂp Pis  $Sape/Hode  Lobel Rarge OHz) REMUB Ref/fttn  Det/fvg Mode Pis  35ups/Mode  Lobel

REW/UBU
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REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

LINE 1 RESULTS

Trace Markers

Range 1: Phase L1 .15 - 30MHz

Marker Frequency Meter Det 101837_L1_wit CABLELOSS(dB) Corrected CFR 47 FCC Margin CFR 47 FCC Margin
(MHz) Reading h extension Reading PART 15 Class B (dB) PART 15 Class B (dB)
(dBuV) (dB(uVolts)) QP AV

1 .189 36.45 Pk 9.8 2 46.45 64.08 -17.63 - -
2 .189 20.26 Av 9.8 2 30.26 - - 54.08 -23.82

3 717 34.92 Pk 9.7 2 44.82 56 -11.18 - -
4 729 22.88 Av 9.7 2 32.78 - - 46 -13.22

5 5.013 28.91 Pk 9.7 3 38.91 60 -21.09 - -
6 5.013 13.76 Av 9.7 3 23.76 - - 50 -26.24

7 8.196 31.32 Pk 9.7 3 41.32 60 -18.68 - -
8 8.196 16.93 Av 9.7 3 26.93 - - 50 -23.07

9 13.548 33.98 Pk 9.8 4 44.18 60 -15.82 - -
10 13.548 18.34 Av 9.8 4 28.54 - - 50 -21.46

11 27.294 31.78 Pk 10.3 3 42.38 60 -17.62 - -
12 27.294 4.96 Av 10.3 3 15.56 - - 50 -34.44

Pk - Peak detector
Av - Average detection
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REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

'\ﬁﬁUL SUWON Lok AC Shield Room 4 Jun 2818 18:38:03
Conductsd RFI Uoltogs
Project No:4788452538
98 Client Nome;Somsung
Config:EUT / Adapter / Earphone
Mode:RC_L ine_BLE
80 : : Test by:45574
78
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REPORT NO: 4788452530-E2V2 DATE: JUN 15, 2018
FCC ID: ASLSMT595

LINE 2 RESULTS

Trace Markers

Range 2: Phase N .15 - 30MHz

Marker Frequency Meter Det 101837_N_with CABLELOSS(dB) Corrected CFR 47 FCC Margin CFR 47 FCC Margin
(MHz) Reading extension Reading PART 15 Class B (dB) PART 15 Class B (dB)
(dBuVv) (dB(uVolts)) Qp AV

13 .189 37.09 Pk 9.9 2 47.19 64.08 -16.89 - -
14 .189 19.9 Av 9.9 2 30 - - 54.08 -24.08
15 .693 32.29 Pk 9.8 2 42.29 56 -13.71 - -
16 .684 20.94 Av 9.8 2 30.94 - - 46 -15.06
17 5.241 27.51 Pk 9.8 3 37.61 60 -22.39 - -
18 5.241 13.12 Av 9.8 3 23.22 - - 50 -26.78
19 8.526 29.25 Pk 9.8 3 39.35 60 -20.65 - -
20 8.526 16.39 Av 9.8 3 26.49 - - 50 -23.51
21 12.804 30.73 Pk 9.8 4 40.93 60 -19.07 - -
22 12.78 16.75 Av 9.8 3 26.85 - - 50 -23.15
23 26.61 31.26 Pk 10.2 3 41.76 60 -18.24 - -
24 26.61 15.34 Av 10.2 3 25.84 - - 50 -24.16

Pk - Peak detector
Av - Average detection
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