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1. GENERAL INFORMATION 
 

Applicant: SAMSUNG Electronics Co.,Ltd. 

Address: 129, Samsung-ro, Yeongtong-gu, Suwon-si, Gyeonggi-do, 16677, Rep. of Korea 

FCC ID: A3LSMW2016 

EUT Type: Mobile Phone 

Model name(s): SM-W2016 

Date(s) of Tests: September 22, 2015 ~ November 04, 2015 

Place of Tests: HCT Co., Ltd.  
74, Seoicheon-ro 578beon-gil, Majang-myeon, Icheon-si, Gyeonggi-do, Korea.  
(IC Recognition No. : 5944A-5) 

 

2. EUT DESCRIPTION 
 

FCC Model Name SM-W2016 

EUT Type Mobile Phone 

Power Supply DC 3.85 V 

Battery Infomation 
Model: EB-BW201ABE 

Type: Secondary Li-On Battery  

Frequency Range 

TX_20 MHz BW:    
 
5260 MHz - 5320 MHz (UNII 2A)/ 5500 MHz - 5720 MHz (UNII 2C) 
 

TX_40 MHz BW:    5270 MHz - 5310 MHz (UNII 2A)/ 5510 MHz - 5710 MHz (UNII 2C)  

TX_80 MHz BW:    
 
5290 MHz(UNII 2A)/ 5530 MHz - 5690 MHz(UNII 2C) 
 

RX_20 MHz BW:  
 
5260 MHz - 5320 MHz (UNII 2A)/ 5500 MHz - 5720 MHz (UNII 2C) 
 

RX_40 MHz BW: 5270 MHz - 5310 MHz (UNII 2A)/ 5510 MHz - 5710 MHz (UNII 2C)  

RX_80 MHz BW: 
 
5290 MHz(UNII 2A)/ 5530 MHz - 5690 MHz(UNII 2C) 
 

Modulation Type OFDM(802.11a, 802.11n, 802.11ac) 

Antenna Specification 

 

Manufacturer: Partron 

Antenna type: INTERNAL ANTENNA 

Peak Gain : -16.42 dBi (5260~5325 UNII2A BAND) / -12.19 dBi (5500~5720 UNII2C BAND) 
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3. SCOPE 
This report has been prepared to demonstrate compliance with the requirements for Dynamic 
Frequency Selection(DFS) as stated in KDB 905462 D02 v01r02. Testing was performed in 
accordance with the measurement procedure described in FCC KDB 905462 D02 v01.  
 

4. INSTRUMENT CALIBRATION 
The measuring equipment, which was utilized in performing the tests documented herein, has 
been calibrated in accordance with the manufacturer's recommendations for utilizing calibration 
equipments, which is traceable to recognized national standards. 
 

5. FACILITIES AND ACCREDITATIONS 
 
5.1 FACILITIES 
The SAC(Semi-Anechoic Chamber) and conducted measurement facility used to collect the 
radiated data are located at the 74, Seoicheon-ro 578beon-gil, Majang-myeon, Icheon-si, 
Gyeonggi-do, Korea The site is constructed in conformance with the requirements of ANSI C63.4. 
(Version :2014) and CISPR Publication 22. Detailed description of test facility was submitted to the 
Commission and accepted dated July 07, 2015 (Registration Number: 90661 

 
5.2 EQUIPMENT 
Radiated emissions are measured with one or more of the following types of Linearly polarized 
antennas: tuned dipole, bi-conical, log periodic, bi-log, and/or ridged waveguide, horn. Spectrum 
analyzers with pre-selectors and quasi-peak detectors are used to perform radiated measurements. 
Conducted emissions are measured with Line Impedance Stabilization Networks and EMI Test 
Receivers. Calibrated wideband preamplifiers, coaxial cables, and coaxial attenuators are also 
used for making measurements. 
All receiving equipment conforms to CISPR Publication 16-1, “Radio Interference Measuring 
Apparatus and Measurement Methods.” 
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6. SUMMARY OF TEST RESULTS 
 

Band Parameter Limit Result 

UNII2A 

Channel Move Time 10 seconds PASS 

Channel Closing Transmission Time 
200 ms + aggregate of 60 ms over 

remaining 10 second period 
PASS 

Non-occupancy Period 30 minutes PASS 

UNII2C 

Channel Move Time 10 seconds PASS 

Channel Closing Transmission Time 
200 ms + aggregate of 60 ms over 

remaining 10 second period 
PASS 

Non-occupancy Period 30 minutes PASS 
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