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ATTESTATION OF TEST RESULTS

COMPANY NAME: SAMSUNG ELECTRONICS CO., LTD.
416, MAETAN 3-DONG, YEONGTONG-GU
SUWON-CITY, GYEONGGI-DO 443-742, SOUTH KOREA

EUT DESCRIPTION: Notebook with Bluetooth/BLE and 802.11a/b/g/n/ac
MODEL: XE503C12
SERIAL NUMBER: LC11DV2F100191A 01.2014 (CONDUCTED)
LC11DV2F100193A 01.2014 (RADIATED)
DATE TESTED: February 13-21, 2014
APPLICABLE STANDARDS
STANDARD TEST RESULTS
CFR 47 Part 15 Subpart C Pass
INDUSTRY CANADA RSS-210 Issue 8 Annex 8 Pass
INDUSTRY CANADA RSS-GEN Issue 3 Pass

UL Verification Services Inc. tested the above equipment in accordance with the requirements
set forth in the above standards. All indications of Pass/Fail in this report are opinions
expressed by UL Verification Services Inc. based on interpretations and/or observations of test
results. Measurement Uncertainties were not taken into account and are published for
informational purposes only. The test results show that the equipment tested is capable of
demonstrating compliance with the requirements as documented in this report.

Note: The results documented in this report apply only to the tested sample, under the
conditions and modes of operation as described herein. This document may not be altered or
revised in any way unless done so by UL Verification Services Inc. and all revisions are duly
noted in the revisions section. Any alteration of this document not carried out by UL Verification
Services Inc. will constitute fraud and shall nullify the document. This report must not be used
by the client to claim product certification, approval, or endorsement by NVLAP, NIST, any
agency of the Federal Government, or any agency of any government.

Approved & Released For

UL Verification Services Inc. By: Tested By:
B,
PHILIP KIM STEVEN TRAN
WISE PROGRAM MANAGER WISE TEST TECHNICIAN
UL Verification Services Inc. UL Verification Services Inc.
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1. TEST METHODOLOGY

The tests documented in this report were performed in accordance with ANSI C63.4-2009, FCC
CFR 47 Part 2, FCC CFR 47 Part 15, RSS-GEN Issue 3, and RSS-210 Issue 8.

2. FACILITIES AND ACCREDITATION

The test sites and measurement facilities used to collect data are located at 47173 Benicia
Street, Fremont, California, USA.

UL Verification Services Inc. is accredited by NVLAP, Laboratory Code 200065-0. The full
scope of accreditation can be viewed at http://www.ccsemc.com.

3. CALIBRATION AND UNCERTAINTY
3.1. MEASURING INSTRUMENT CALIBRATION

The measuring equipment utilized to perform the tests documented in this report has been
calibrated in accordance with the manufacturer's recommendations, and is traceable to
recognized national standards.

3.2. SAMPLE CALCULATION

Where relevant, the following sample calculation is provided:
Field Strength (dBuV/m) = Measured Voltage (dBuV) + Antenna Factor (dB/m) +
Cable Loss (dB) — Preamp Gain (dB)
36.5 dBuV + 18.7 dB/m + 0.6 dB — 26.9 dB = 28.9 dBuV/m

3.3. MEASUREMENT UNCERTAINTY

Where relevant, the following measurement uncertainty levels have been estimated for tests
performed on the apparatus:

PARAMETER UNCERTAINTY
Conducted Disturbance, 0.15 to 30 MHz 3.52dB
Radiated Disturbance, 30 to 18000 MHz 494 dB

Uncertainty figures are valid to a confidence level of 95%.

Page 5 of 54

UL VERIFICATION SERVICES INC. FORM NO: CCSUP4701I
47173 BENICIA STREET, FREMONT, CA 94538, USA TEL: (510) 771-1000 FAX: (510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.



REPORT NO: 14U17027-2 DATE: February 22, 2014
FCC ID: A3LXE503C12 IC: 649E-XE503C12

4. EQUIPMENT UNDER TEST

4.1. DESCRIPTION OF EUT

The EUT is a Notebook with Bluetooth/BLE and 802.11a/b/g/n/ac.

4.2. MAXIMUM OUTPUT POWER

The transmitter has a maximum peak conducted output power as follows:

Frequency Range Mode Output Power Output Power
(MH2) (dBm) (mW)
2402-2480 BLE 6.26 4.23

4.3. DESCRIPTION OF AVAILABLE ANTENNAS

The radio utilizes an FPCB antenna, with a maximum gain of -0.78 dBi.

Page 6 of 54

UL VERIFICATION SERVICES INC. FORM NO: CCSUP4701I
47173 BENICIA STREET, FREMONT, CA 94538, USA TEL: (510) 771-1000 FAX: (510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.




REPORT NO: 14U17027-2 DATE: February 22, 2014
FCC ID: A3LXE503C12 IC: 649E-XE503C12

4.4. WORST-CASE CONFIGURATION AND MODE

Radiated emission and power line conducted emission were performed with the EUT set to
transmit at the channel with highest output power as worst-case scenario.

The fundamental of the EUT was investigated in three orthogonal orientations X,Y,Z, it was
determined that X orientation was worst-case orientation; therefore, all final radiated testing was
performed with the EUT in Xorientation.
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4.5.

SUPPORT EQUIPMENT

DESCRIPTION OF TEST SETUP

Support Equipment List
Description Manufacturer Model Serial Number FCCID
AC Adapter Samsung A13-040N1A CNS440002088DON8 36J00D9 N/A
/O CABLES
1/0 Cable List

Cable (Port # of identical [Connector [Cable Type |Cable Length|Remarks

No ports Type (m)

1 DC Power |1 Mini-USB Shielded 1.2m N/A

2 Audio 1 Mini-Jack Unshielded |1m N/A
TEST SETUP

The EUT is continuously communicating to the Bluetooth tester during the tests.
EUT was set in the Hidden menu mode to enable BLE communications.
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SETUP DIAGRAM FOR TESTS

AC ADAPTER

MAIN POWER SOURCE
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DAT

E: February 22, 2014
IC: 649E-XE503C12

5. TEST AND MEASUREMENT EQUIPMENT

The following test and measurement equipment was utilized for the tests documented in this

report:

Test Equipment List
Description Manufacturer Model Asset Cal Due
Spectrum Analyzer, 44 GHz Agilent / HP E4446A C00986 |4/1/2014
Spectrum Analyzer, 26.5 GHz  |Agilent / HP E4440A C01179 |2/26/2014
EMI Test Receiver, 30 MHz R&S ESHS 20 N02396 [8/8/2014
Preamplifier, 1300 MHz Agilent / HP 8447D C00580 |5/8/2014
Preamplifier, 26.5 GHz Agilent / HP 8449B C01063 ]10/22/2014
Antenna, Bilog, 30MHz-1 GHz [Sunol Sciences |JB1 N/A 3/6/2014
Antenna, Horn, 18 GHz ETS 3117 C01022 |2/21/2014
Antenna, Horn, 26.5 GHz ARA MWH-1826/B |C00589 [12/17/2014
Peak Power Meter Agilent / HP E4416A C00963 |12/13/2014
Peak / Average Power Sensor |Agilent / HP E9327A C00964 112/13/2014
LISN, 30 MHz FCC 50/250-25-2 C00626 |1/15/2015
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6. SUMMARY
1.
FCC Part RSS Test Description Test Limit Test Test Worst Case
Section Section(s) Condition Result
1(2)%;)7 RAS;;;)O Occupied Band width (6dB) >500KHz Pass 655.9kHz
21051, g5 210 Ag.5|Band Edge / Conducted -20dBc Pass -41.06dBm
15.247 (d) Spurious Emission
Conducted
15.247 |RSS-210 A8.4|TX conducted output power <30dBm Pass 6.26 dBm
15.247 |RSS-210 A8.2|PSD <8dBm Pass 5.49dBm
15.207 (a) RSS-GEN |AC Power Line conducted Section 10 Pass 46.31 dBuv
7.2.2 emissions
15.205 C?aiif;% Radiated
15.209 RSS-210 Radiated Spurious Emission < 54dBuV/m Pass 46.47dBuVvV/m
Clause 6
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ANTENNA PORT TEST RESULTS
6 dB BANDWIDTH

7.1.

LIMITS

FCC §15.247 (a) (2)

IC RSS-210 A8.2 (a)

The minimum 6 dB bandwidth shall be at least 500 kHz.

TEST PROCEDURE

The transmitter output is connected to a spectrum analyzer. The RBW is set to 100 kHz and the

VBW is set to 300 kHz. The sweep time is coupled.

RESULTS
Channel Frequency 6 dB Bandwidth Minimum Limit
(MHz) (MHz) (MHz)
Low 2402 0.6581 0.5
Middle 2440 0.6570 0.5
High 2480 0.6559 0.5
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6 dB BANDWIDTH

6 dB BANDWIDTH LOW CH
# Agilent 15:07:42 Feb 18, 2014 R T |Freg/Channel

& hikel B558.1 kHz Conter F

# E ener Fred

Ref 20 dBm #Atten 20 dB 0.30 dB 2 AUO00000 GHz
#Peak

Start Freq

240150000 GHz

Stop Freq

240250000 GHz

CF Step
30.0000000 MHz
Auto hdan|

Freq Offset
0.00000000 Hz

Signal Track
On Off

Center 2.402 000 0 GHz Span 1 MHz ‘
#Res BW 100 kHz #WBW 300 kHz Sweep 1 ms (601 pts)

6 dB BANDWIDTH MID CH
w5 Agilent 15:06:31 Feb 18, 2014 R T [|Freg/Channel

A Mkrl B57.0 kHz Contor F

Ref 20 dBm #Atten 20 B -0.06 dB enter Freq
4Peak 2.44000000 GHz
Start Freq
2.43950000 GHz
Stop Freq
2.44050000 GHz

0.2

(Iém CF Step
. 30.0000000 MHz
#PAvg Auto Mar|

V1 s2 Freq Offset
53 FC 0.00000000 Hz
AA

aff): :
=50k Signal Track

Swp On 8

Center 2.440 000 0 GHz Span 1 MHz ‘
#Res BW 100 kHz #VBW 300 kHz Sweep 1 ms (601 pts)
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6 dB BANDWIDTH HIGH CH
- Agilent 16:06:22 Feh 18, 2014 R T |FrequhanneI

& hikel B55.9 kHz Conter
# E ener Fred
Ref 20 dBm #Atten 20 dB 0.03 dB 5 AR000000 GHz
#Peak
Log
Start Freq
247550000 GHz

Stop Freq
2 48050000 GHz

;II.3m CF Step

. 30.0000000 MHz
#PAvyg Auto Mar|

V1 s2 Freq Offset
$3 FC 0.00000000 Hz
AA

aff): .
=50k Signal Track
Swp On off

Center 2.480 000 0 GHz Span 1 MHz ‘
#Res BW 100 kHz #WBW 300 kHz Sweep 1 ms (601 pts)
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DATE: February 22, 2014
IC: 649E-XE503C12

LIMITS

None; for reporting purposes only.

TEST PROCEDURE

99% BANDWIDTH

Reference to KDB558074 D01 DTS Meas Guidance v03rOl: The transmitter output is
connected to the spectrum analyzer. The RBW is set to 1% to 3% of the 99 % bandwidth and to
1% of the span. The VBW is set to 3 times the RBW. The sweep time is coupled. The spectrum
analyzer internal 99% bandwidth function is utilized.

RESULTS
Channel Frequency 99% Bandwidth
(MHZz) (KHz)
Low 2402 830.2122
Middle 2440 806.0029
High 2480 827.3833
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99% BANDWIDTH

99% BANDWIDTH LOW CH

- Agilent 16:00:39 Feb 18, 2014 R T |FrequhanneI |
|

" Center Freq
ChFreq 2402 GHz Trig Free 1| 5 40200000 GHz

Occupied Bandwidth Averages: 100 I |

| Start Frag
240050000 GHz

Ref 20 dBm #Atten 20 dB
#Samp) Stop Freq
Log 2,40350000 GHz
10
dB/ CF Step
Offst 30.0000000 MHz
10.5 huto Ll
B | ]
VATLATRLIPL ' mifll  Freq Offset

Center 2.402 000 GHz Span 3 MHg || 000000000 Hz
#Res BW 30 kHz #VBW 91 kHz Sweep 10.08 ms (601 pts)

; . Signal Track
Occupied Bandwidth Occ BYY % Pwr 9900 % ||[on off

830.2122 kHz xdB  B00dB

Transmit Freq Errar -6.330 kHz
# dB Bandwidth 181.605 kHz*

99% BANDWIDTH MID CH

He Agilent 15:02:20 Feb 18, 2014 R T |Freq!Channel |
| ]
Ch Freg 2.44 GHz Trig Free ff 5 ﬁggéggul:éeHCl

Dccupied Bandwidth Averages: 100 I |

| Start Freqg
2 43850000 GHz

Ref 20 dBm #Atten 20 (B
#Samp| Stop Freq
Log 2.44150000 GHz
10
dB/ CF Step
Offst 300000000 MHz

105 L Auto Mar
B

; YA i , Freq Offset
Center 2.440 000 GHz Span 3 MHz || ©00H00000 Hz
#Res BW 30 kHz ZWBW 91 kHz Sweep 10.08 ms (601 pts)

; ; Signal Track
Occupied Bandwidth Oce BW % Pwr 99.00 % |[[on o

806.0029 kHz xdB8 600 dB

Transmit Freg Errar -12.5586 kHz
i dB Bandwidth 166.423 kHz*
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99% BANDWIDTH HIGH CH

e Agilent 15:03:28 Feb 18, 2014

R T

[FregiChannel

Ch Freq 2.43 GHz

Occupied Bandwidth

Free

Trig
Averages: 100 I |

Center Freq
2 48000000 GHz

Ref 20 dBm

#Atten 20 dB

Start Freq
247850000 GHz

#Samp

Log

Stop Freq
2 48150000 GHz

10

dB/

Offst

10.5

dB

] I

|
L |

Center 2.480 000 GHz
#Res BW 30 kHz

Span 3 MHz

#VBW 91 kHz Sweep 10.08 ms {601 p1s)

CF Step
30.0000000 MHz
Auto hdan|

Freq Offset
0.00000000 Hz

Occupied Bandwidth

Transmit Freq Error
¥ dB Bandwidth

827.3833 kHz

-12.323 kHz
169.284 kHz™

Oec BWWY % Pwr
% dB

95.00 %
B5.00 dB

Signal Track

On Off
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IC: 649E-XE503C12

7.3. OUTPUT POWER

LIMITS

FCC §15.247 (b)

IC RSS-210 A8.4

The maximum antenna gain is less than or equal to 6 dBi, therefore the limit is 30 dBm.

TEST PROCEDURE

Peak power is measured using KDB558074 D01
under section 9.1.1 utilizing spectrum analyze.

DTS Meas Guidance v03r01 April 9, 2013

RESULTS
Channel Frequency Peak Power Limit Margin
Reading
(MHz) (dBm) (dBm) (dB)
Low 2402 6.260 30 -23.740
Middle 2440 5.810 30 -24.190
High 2480 4.860 30 -25.140
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OUTPUT POWER

OUTPUT POWER LOW CH
@ Agilent 15:09:01 Feb 18, 2014 R T |Freg/Channel

Mkr1 2.402 015 GHz Conter F
# enter Freq
Eef 20 dBm #Atten 20 dB 6.26 dBm 5 AT00000 GHa
#Peak
Log
10 Start Frag
dB/ 240050000 GHz
OHfst
10.5
dB Stop Freq
240350000 GHz

CF Step
30.0000000 hHz
Auto hdan|

Vi s2 Freq Offset
$3 FC 0.00000000 Hz
AA

aff): .
ETun Signal Track
Swp On Off

Center 2.402 000 GHz Span 3 MHz ‘
#Res BW 1 MHz #WBW 3 MHz Sweep 1 ms (601 pts)

#PAvg

OUTPUT POWER MID CH
He Agilent 15:09:37 Feb 18, 2014 R T |FregiChanngl

Mkr1 2.440 020 GHz

; Center Freg
Ref 20 dB #Atten 20 dB 531 dB
fPoak [ == M 2 44000000 GHz

Log

10 Start Freqg
dB/ 2.43850000 GHz
Offst
10.5
dB Stop Freq
2.44150000 GHz

CF Step
30.0000000 MHz

#PAvg

V1 s2
S$3 FC

AN
aff): .
ETun Signal Track
Swp On Off

Freq Offset
0.00000000 Hz

Center 2.440 000 GHz Span 3 MHz
#Res BW 1 MHz #VBW 3 MHz Sweep 1 ms (601 pts)
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OUTPUT POWER HIGH CH

- Agilent 15:10:11 Feh 18, 2014 R T |FrequhanneI

Mkr1 2.480 005 GHz Conter
# . enter Freq
B;f ?0 dBm #Atten 20 dB 4.86 dBm 5 AR000000 GHz
#Peak
Log
Start Freq
247850000 GHz

Stop Freq
2 48150000 GHz

CF Step
30.0000000 MHz
Auto hdan|

V1 s2 Freq Offset
$3 FC 0.00000000 Hz
AA

aff): .
ETun Signal Track
Swp On off

Center 2.480 000 GHz Span 3 MHz ‘
#Res BW 1 MHz #WBW 3 MHz Sweep 1 ms (601 pts)
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7.4.

LIMITS

None; for reporting purposes only.

TEST PROCEDURE

AVERAGE POWER

The transmitter output is connected to a power meter.

RESULTS

The cable assembly insertion loss of 10.5 dB (including 10 dB pad and 0.5 dB cable) was
entered as an offset in the power meter to allow for direct reading of power.

Channel Frequency AV power
(MHz) (dBm)
Low 2402 6.13
Middle 2440 5.64
High 2480 4.54
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REPORT NO: 14U17027-2 DATE: February 22, 2014

FCC ID: A3LXE503C12 IC: 649E-XE503C12
7.5. POWER SPECTRAL DENSITY
LIMITS

FCC §15.247 (e)
IC RSS-210 A8.2 (b)

The power spectral density conducted from the transmitter to the antenna shall not be greater
than 8 dBm in any 3 kHz band during any time interval of continuous transmission.

TEST PROCEDURE

Power Spectral Density was performed utilizing the “Method PKPSD (Peak PSD)” under
KDB558074 D01 DTS Meas Guidance v03r01, April 9, 2013

RESULTS
Channel Frequency PSD Limit Margin
(MHz) (dBm) (dBm) (dB)
Low 2402 5.49 8 -2.51
Middle 2440 5.13 8 -2.87
High 2480 4.17 8 -3.83
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REPORT NO: 14U17027-2
FCC ID: A3LXE503C12

DATE: February 22, 2014
IC: 649E-XE503C12

POWER SPECTRAL DENSITY

PSD LOW CH
i Agllent 151525 Feb 18, 2014

R T

Freg/Channel

Ref 20 dBm #Atten 20 dB

Mkr1 2.401 750 GHz
5.49 dBm

#Peak
Log

10
dB/

Offst
10.5

dB
Dl

Center Freq
240200000 GHz
Start Frag
240050000 GHz
Stop Freq
240350000 GHz

8.0
dBm

#PAvg

CF Step
30.0000000 hHz
Auto hdan|

V1 S2
S3 FC

AA

off}:
=50k

Swp

Center 2.402 000 GHz
#Res BW 3 kHz

ZVBW 10 kHz

Span 3 MHz
Sweep 316.3 ms {601 p1s)

Freq Offset
000000000 Hz

Signal Track
On Off

—

PSD MID CH
# Agilent 151326 Feb 13, 2014

R T

Freq/Channel

Ref 20 dBm #Atten 20 (B

Mkr1 2.439 750 GHz
5.13 dBm

Center Freq

#Peak
Log

10
dB/

Offst
10.5

iB
Dl

244000000 GHz

Start Freqg
2 43850000 GHz

Stop Freg
244150000 GHz

8.0
dBm

#PAvg

CF Step
30.0000000 MHz

V1 S2
S3 FC

AR
off}:

=50k

Swp

Center 2.440 000 GHz
#Res BW 3 kHz

ZVBW 10 kHz

Span 3 MHz
Sweep 316.3 ms (601 pts)

Freq Offset
0.00000000 Hz

Signal Track
On off
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REPORT NO: 14U17027-2 DATE: February 22, 2014
FCC ID: A3LXE503C12 IC: 649E-XE503C12

PSD HIGH CH
e Agilent 15:11:43 Feh 18, 2014 R T |FrequhanneI

Mkr1 2.479 750 GHz Conter
# . enter Freq
B;f ?0 dBm #Atten 20 dB 4.17 dBm 5 AR000000 GHz
#Peak
Log
Start Freq
247850000 GHz

Stop Freq
2 48150000 GHz

(I.Bm CF Step

. 30.0000000 MHz
#PAvyg Auto Mar|

V1 s2 Freq Offset
$3 FC 0.00000000 Hz
AA

aff): .
=50k Signal Track
Swp On off

Center 2.480 000 GHz Span 3 MHz ‘
#Res BW 3 kHz #VBW 10 kHz Sweep 316.3 ms {601 pts)
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REPORT NO: 14U17027-2 DATE: February 22, 2014
FCC ID: A3LXE503C12 IC: 649E-XE503C12

7.6. CONDUCTED SPURIOUS EMISSIONS

LIMITS

FCC §15.247 (d)
IC RSS-210 A8.5

Output power was measured based on the use of a peak measurement, therefore the required
attenuation is 20 dB.

TEST PROCEDURE

The transmitter output is connected to a spectrum analyzer. The resolution bandwidth is set to
100 kHz. The video bandwidth is set to 300 kHz.

The spectrum from 30 MHz to 26 GHz is investigated with the transmitter set to the lowest,
middle, and highest channels.
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REPORT NO: 14U17027-2
FCC ID: A3LXE503C12

DATE: February 22, 2014
IC: 649E-XE503C12

RESULTS

SPURIOUS EMISSIONS, LOW CHANNEL

LOW CH BANDEDGE
i Agllent 152255 Feb 18, 2014 R T

Mkr1 2.400 00 GHz
41.06 dBm

Frag/Channel
Ref 20 dBm

Center Freq
#Peak 2.40000000 GHz
Log
10 Start Freq
dB/ 239500000 GHz
Offst

10.5
dB Stop Freq
o 240500000 GHz
142
dBm

#PAvg

#htten 20 B

CF Step
30.0000000 MHz
Auto Man|

Freq Offset
0.00000000 Hz

Signal Track
On Off

—

V1 S2
S3 FC
AA
off):
=50k
Swp

Center 2.400 00 GHz
#Res BW 100 kHz

Span 10 MHz
Sweep 1 ms (1001 pts)

#VBW 300 kHz

LOW CH SPURIOUS
it Agllent 15.19.47 Fehb 13, 2014

R T

Mkr2 25.013 GHz
-50.33 dBm

Freg/Channel

Center Freq
13.0150000 GHz

Ref 20 dBm
#Peak

#Atten 20 (B

Start Freq
30.0000000 MHz

Stop Freq
260000000 GHz

CF Step
30.0000000 MHz
Auto Mdan|

dBm
#PAvyg

Start 30 MHz Stop 26.000 GHz ’

#Res BW 100 kHz

#VBW 300 kHz

Sweep 2.482 s (1001 pts)

[LEL G Trace
1 &)
z 1

X iz
2.303 GHz
25013 GHz

Amplitude
574 dBm
-60.33 dBm

Freq Offset
000000000 Hz

Signal Track
Cn off
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REPORT NO: 14U17027-2 DATE: February 22, 2014
FCC ID: A3LXE503C12 IC: 649E-XE503C12

SPURIOUS EMISSIONS, MID CHANNEL

MID CH REFERENCE
- Agilent 15:17:35 Feh 18, 2014 R T |FregiChannel

Mkr1 2.439 7450 GHz Conter F

# enter Freq

Etef 20 dBm #Atten 20 dB 5.76 dBm 5 44000000 GHz
#Peak

Start Frag

243850000 GHz

Stop Freq

244150000 GHz

;IBl.n CF Step
} 30.0000000 hHz
#PAvg Auta Mar)

Vi s2 Freq Offset
$3 FC 0.00000000 Hz
AA

aff): .
50k Signal Track
Swp On Off

Center 2.440 000 GHz Span 3 MHz ‘
#Res BW 100 kHz #VBW 300 kHz  Sweep 1.067 ms 2001 p1s)

MID CH SPURIOUS
4- Agilent 15:18:36 Feb 18,2014 R T |Freg/Channel

Wkr2 24.935 GHz

; Center Freg
Ref 20 dB #Atten 20 dB 50.66 dB
SPoak [——T == M 13 0150000 GHz

k*

Start Freqg
300000000 MHz

Stop Freg
26.0000000 SHz

dBm | e CF Step

. 30.0000000 MHz
#PAvg Auta IMar
Start 30 MHz Stop 26.000 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 2.482 s (1001 pts)

Marker Trace X iz Amplitude
1 [4)] 2,945 GHz 599 dBm
2 [4)] 24035 Hz -50.66 dBm

Freq Offset
0.00000000 Hz

Signal Track
On off
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REPORT NO: 14U17027-2
FCC ID: A3LXE503C12

DATE: February 22, 2014
IC: 649E-XE503C12

SPURIOUS EMISSIONS, HIGH CHANNEL

HIGH CH BANDEDGE
i Agllent 152200 Feb 18, 2014

R T

Freg/Channel

Ref 20 dBm #Atten 20 dB

Mkr1 2.483 53 GHz
48.22 dBm

#Peak
Log

10
dB/

Offst
10.5

dB
Dl

Center Freq
2 48350000 GHz
Start Frag

2 47850000 GHz
Stop Freq
2485850000 GHz

142
dBm

#PAvg

CF Step
30.0000000 hHz
Auto hdan|

V1 S2
S3 FC

AR
off}:

=50k

Swp

Center 2.483 50 GHz
#Res BW 100 kHz

#VBW 300 kHz

Span 10 MHz
Sweep 1 ms (1001 pts)

Freq Offset
000000000 Hz

Signal Track
On Off

—

HIGH CH SPURIOUS
#: Agilent 15.21:02 Feb 18, 2014

R T

Freq/Channel

Ref 20 dBm #Atten 20 (B

Mkr2 25.039% GHz
50.44 dBm

#Peak |

Center Freq
13.0150000 GHz

Log fe
10

dB/

Offst

Start Freqg
300000000 MHz

10.5

iB

DI

Stop Freg
26.0000000 SHz

-14.2
dBm

#PAvg

CF Step
30.0000000 MHz
Auto JET

Start 30 MHz

#Res BW 100 kHz #VBW 300 kHz

Stop 26.000 GHz
Sweep 2.482 s (1001 pts)

M arker Trace
1 mn
2 [4)]

oz
2,471 ¢Hz
25020 GHz

Amplitude
465 dBm
-560.44 dBm

Freq Offset
0.00000000 Hz

Signal Track
On
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REPORT NO: 14U17027-2 DATE: February 22, 2014
FCC ID: A3LXE503C12 IC: 649E-XE503C12

8. RADIATED TEST RESULTS

8.1. LIMITS AND PROCEDURE

LIMITS

FCC §15.205 and §15.209
IC RSS-210 Clause 2.6 (Transmitter)

IC RSS-GEN Clause 6 (Receiver)

Frequency Range Field Strength Limit Field Strength Limit
(MH2z) (uV/m)at 3m (dBuV/m) at 3 m
30 - 88 100 40
88 - 216 150 43.5
216 - 960 200 46
Above 960 500 54

TEST PROCEDURE

The EUT is placed on a non-conducting table 80 cm above the ground plane. The antenna to
EUT distance is 3 meters. The EUT is configured in accordance with ANSI C63.4 - 2009. The
EUT is set to transmit in a continuous mode.

For measurements below 1 GHz the resolution bandwidth is set to 100 kHz for peak detection
measurements or 120 kHz for quasi-peak detection measurements. Peak detection is used
unless otherwise noted as quasi-peak.

For measurements above 1 GHz the resolution bandwidth is set to 1 MHz, then the video
bandwidth is set to 1 MHz for peak measurements and add duty cycle factor for average
measurements. Duty cycle factor = 10 log (1/x). For this sample: DCF = 10log(1/0.618)=2.08dB
(Spectrum Analyzer round it up to 2.1dB)

For spurious emission measurement refer to MAv1 - KDB558074 Option 1 Maximum RMS
Average

The spectrum from 1GHz to 26 GHz is investigated with the transmitter set to the lowest,
middle, and highest channels in the 2.4 GHz band.

The frequency range of interest is monitored at a fixed antenna height and EUT azimuth. The

EUT is rotated through 360 degrees to maximize emissions received. The antenna is scanned

from 1 to 4 meters above the ground plane to further maximize the emission. Measurements are
made with the antenna polarized in both the vertical and the horizontal positions.
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REPORT NO: 14U17027-2 DATE: February 22, 2014
FCC ID: A3LXE503C12 IC: 649E-XE503C12

8.2. TRANSMITTER ABOVE 1 GHz

RESTRICTED BANDEDGE (LOW CHANNEL, HORIZONTAL)

LOW CHANNEL RESTRICTED, PEAK, HORIZ

Agilent Spectrum Analyzer - Swept SA
RL

Avg Type: ‘a"oi‘tage
Trig: Free Run Avg|Hold==100M00
#Atten: 10 dB
Mkr1 2.389 60 GHz
Ref Offzet 12 dB
Bidiv_ Ref 109.00 dByV 56.887 dBuV

PHO: Fast ()
T Gain:low

10d
Lag

Start 2.31000 GHz Stop 2.39000 GHz
#Res BW (CISPR) 1 MHz #VBW 3.0 MHz #Sweep 50.1 ms (1001 pts)

LOW CHANNEL RESTRICTED, AVG, HORIZ

Agilent Spectrum Analyzer - Swept 54
1 [ S0 [

e BLIGHALTC | (G510 PP 210, 2005
| Avg Type: RMS TRACE B Fraquency
N —». Trig:Free Run Avg|Hald: 100/100 TYPE| A M
PHO: Fast - ® MY
IFGain:d nw #hrten: 10 dB A PPRPR

Mkr1 2.389 52 GHz Auto Tune

Ref Offzet 141 dB -ty -t \ 7
19 gy Ref 111.10 dBpvV 42.466 dBpV

Center Freq
2350000000 GHz

StartFreq
2310000000 GHz

Stop Freq
2.350000000 GHz

CF Step
B.000000 MHz
Auto Man

Freq Offset
OHz

Start 2.31000 GHz Stop 2.39000 GHz
#Res BW (CISPR) 1 MHz #VBW 3.0 MHz* #Sweep 50.1ms (1001 pts)

M STATUS
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REPORT NO: 14U17027-2 DATE: February 22, 2014
FCC ID: A3LXE503C12 IC: 649E-XE503C12

RESTRICTED BANDEDGE (LOW CHANNEL, VERTICAL)

LOW CHANNEL RESTRICTED, PEAK, VERT

Agilent Spectrum Analyzer - Swept 5A
ol FL [ E D BL I AT ITETEGE]
] #Avg Type: RMS Fragquency
PRO: Fast g Trig: Free Run Avg|Hold==100M00

IFGain:Low #Aten: 10 dB

Auto Tune
Ref Offsat 12 dB
Bidiv. Ref 109.00 dBuV

10d
Lag

Center Freq
2350000000 GHz

StartFreq
2310000000 GHz

Stop Freq
2.350000000 GHz

CF Step
B.000000 MHz
Auto Man

Freq Offset
OHz

Center 2.35000 GHz Span 80.00 MHz
#Res BW (CISPR) 1 MHz #VBW 3.0 MHz #5weep 50.1 ms (1001 pts)

M STATUS

LOW CHANNEL RESTRICTED, AVG, VERT

Agilent Spectrum Analyzer - Swept 54
xR [ E D

BLIGNALTO (M1 1H: 17 PR Fi 210, 2001
] #avg Type: RMS TRACE e Fraguency
PO Fas v~ Trig: Free Run Avg|Hold: 100100 TVPE [, WA

IFGain:Low #Aten: 10 dB oerja

Auto Tune
Ref Offzet 141 dB

10 dBidiv. Ref 111.10 dBpV

d
Lag

Center Freq
2350000000 GHz

StartFreq
2310000000 GHz

Stop Freq
2.350000000 GHz

CF Step
B.000000 MHz
Auto Man

Freq Offset
OHz

Center 2.35000 GHz Span 80.00 MHz
#Res BW (CISPR) 1 MHz #VBW 3.0 MHz* #Sweep 50.1ms (1001 pts)

M STATUS
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REPORT NO: 14U17027-2
FCC ID: A3LXE503C12

DATE: February 22, 2014
IC: 649E-XE503C12

RESTRICTED BANDEDGE (HIGH CHANNEL, HORIZONTAL)

HIGH CHANNEL RESTRICTED, PEAK, HORIZ

Agilent Spectrum Analyzer - Swept 5A

1205 PR Pt 20, 2T

Ref Offzet 125 dB

0dBidiv - Ref 109.90 dBpV

PHO: Wida Trig: Free Run

IFGain:Low

#Avy Type: RMS
AvglHold> 100100

TRACL 56
THPE[M A
wiP FEFPR

#Aten: 10 dB

Frequency

Auto Tune

10d
Lag

Center 2.491750 GHz
#Res BW (CISPR) 1 MHz

M

#VBW 3.0 MHz

Span 16.50 MHz
#5weep 50.1 ms (1001 pts)

STATUS

Center Freq
2491750000 GHz

StartFreq
2.4B3500000 GHz

Stop Freq
2500000000 GHz

CF Step
1.660000 MHz

Auto Man

Freq Offset
OHz

HIGH CHANNEL RESTRICTED, AVG, HORIZ

Agilent Spectrum Analyzer - Swept 54
xR [ E D

BLIGHN AT TR0 30 PP 210, 2101

Ref Offset 15 dB
Ref 112.00 dBpV

PNO; Wide - »
IEGai

FGain:Low

#Avy Type: RMS
AvglHold: 100/100

TRACL 56
TYPEA MistA,
s FFRPRR

- Trig: Free Run
#Aten: 10 dB

Frequency

Auto Tune

Center 2.491750 GHz
#Res BW (CISPR) 1 MHz

M

#VBW 3.0 MHz*

Span 16.50 MHz
#Sweep 50.1ms (1001 pts)

STATUS

Center Freq
2491750000 GHz

StartFreq
2.4B3500000 GHz

Stop Freq
2500000000 GHz

CF Step
1.660000 MHz

Auto Man

Freq Offset
OHz
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REPORT NO: 14U17027-2 DATE: February 22, 2014
FCC ID: A3LXE503C12 IC: 649E-XE503C12

RESTRICTED BANDEDGE (HIGH CHANNEL, VERTICAL)

HIGH CHANNEL RESTRICTED, PEAK, VERT
el Soschin AbalYReLi et — e

] #avg Type: RMS TRACL e Fraguency
PHO: Wide Trig: Free Run Avg|Hold==100M00 TYPE [M AN

IFGain:Luw #Aten: 10 dB oer|P

Auto Tune
Ref Offset 12,5 dB

0dBidiv - Ref 109.90 dBpV

10d
Lag

Center Freq
2491750000 GHz

StartFreq
2.4B3500000 GHz

Stop Freq
2500000000 GHz

CF Step
1.660000 MHz
Auto Man

Freq Offset
OHz

Center 2.491750 GHz Span 16.50 MHz
#Res BW (CISPR) 1 MHz #VBW 3.0 MHz #5weep 50.1 ms (1001 pts)

M STATUS

HIGH CHANNEL RESTRICTED, AVG, VERT

Agilent Spectrum Analyzer - Swept 54
xR [ EFE

TEE:INT BLIGNALTO (M1 14235 PR 210, 2001
#Avg Type: RMS TRACE )

Frequency

PNO; Wida - - 1rig: Free Run Avg|Hold: 1004100 THPE | A Al
T Gain:Low #Aten: 10 dB ot 4

Auto Tune
Raf Offsat 15 dB
Ref 112.00 dBpV

Center Freq
2491750000 GHz

StartFreq
2.4B3500000 GHz

Stop Freq
2500000000 GHz

CF Step
1.660000 MHz
Auto Man

Freq Offset
OHz

Center 2.491750 GHz Span 16.50 MHz
#Res BW (CISPR) 1 MHz #VBW 3.0 MHz* #Sweep 50.1ms (1001 pts)

M STATUS
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REPORT NO: 14U17027-2 DATE: February 22, 2014
FCC ID: A3LXE503C12 IC: 649E-XE503C12

HARMONICS AND SPURIOUS EMISSIONS

LOW CHANNEL
HORIZONTAL

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor
which was at least 20dB below the specification limit.
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REPORT NO: 14U17027-2 DATE: February 22, 2014
FCC ID: A3LXE503C12 IC: 649E-XE503C12

VERTICAL

UL Fremont,5m Chomber B 20 Feb 2814 @7 34:56

Rocioted Emissions 3-Meters
Project Numker: 14017027

C\ient‘ganapmg

Config:EUT/ AC odopter
Mode:BLE Low Ch.

Tested by:Charles Uergonio

Peok Limit (dBuU/m)

CdBul /m3

ﬁvg Limit CdBuU/m)

Fr‘equemc&j EGHZ)

Fangs (Ha) Dot RO UBJ/ g Typ g Pt Kopollode  Label Tange GH) Dot BB VEH /g Typ Gep  Pla fopside  Libe

FCC Part15 Subport C 248BMHz Spurious Emissions with Average Scan.TST 38915 14 Feb 2014 Rev 9.5 B7 Feb 2014

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor
which was at least 20dB below the specification limit.
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REPORT NO: 14U17027-2 DATE: February 22, 2014
FCC ID: A3LXE503C12 IC: 649E-XE503C12

LOW CHANNEL DATA

Marker Frequency Meter Det AF T345 Amp/Cbl/F Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(dB/m) Itr/Pad (dBuv/m) (dBuv/m)
(GHz) Reading (dB) Reading (dB) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
4 *8.13 37.22 PK 36.1 -26.3 47.02 54 -6.98 74 -26.98 0-360 202 H
2 *4.804 43.79 PK 347 -28.8 49.69 54 -4.31 74 -24.31 0-360 202 Vv
1 3.211 40.24 PK 333 -31.1 42.44 - - 74 -31.56 0-360 99 H
3 6.4 39.17 PK 359 -28.9 46.17 - - 74 -27.83 0-360 99 Vv
5 9.783 3453 PK 375 -23.6 48.43 - - 74 -25.57 0-360 99 \

Trace Markers

Radiated Emissions

Frequency Meter Det AF T345 Amp/Cbl/ Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(dB/m) Fitr/Pad (dBuv/m) (dBuv/m)
(GHz) Reading (dB) Reading (dB) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
*4.8 40.31 MAv1 347 -28.8 46.21 54 -7.79 - - 293 280 H
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REPORT NO: 14U17027-2 DATE: February 22, 2014
FCC ID: A3LXE503C12 IC: 649E-XE503C12

MID CHANNEL

HORIZONTAL

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor
which was at least 20dB below the specification limit.
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REPORT NO: 14U17027-2 DATE: February 22, 2014
FCC ID: A3LXE503C12 IC: 649E-XE503C12

VERTICAL

UL Fremant,3m Chamber B 28 Feb 2314 B8:54:36

Rod oted Emissions 3-Meters
Project Number: 4U17027

Client :Sansuny

Config:EUT/ AC adopter
Mode :BLE MID Ch

Teeted by:Charles Uergonio

Feak Limit (dBEul/m)

CdBul/ m)

Avg Lirit CdBul/m)

14

Freguency (GHz)

Fange &) Lot B UBI/ fug Top Gegp P Bps/fode  obel Fange (&) Dot T UM/ g Top Swep  Po polode  Lobel

FCC Part15 Subport C 248BMHz Spurious Enissions with Average Scon. 15T 38915 14 Feb 2014 Rev 9.5 €7 Feo 2014

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor
which was at least 20dB below the specification limit.
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MID CHANNEL DATA

Trace Markers

Marker Frequency Meter Det AF T345 Amp/Cbl/F Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(dB/m) Itr/Pad (dBuv/m) (dBuv/m)
(GHz) Reading (dB) Reading (dB) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
2 *4.8 42.6 PK 34.7 -28.8 48.5 54 -5.5 74 -25.5 0-360 202 Vv
3 *4.88 43.54 PK 346 -30.6 47.54 54 -6.46 74 -26.46 0-360 202 Vv
4 *5.129 37.59 Avg 348 -29.1 43.29 54 -10.71 - - 0-360 202 H
5 *4.88 42.47 Avg 346 -30.6 46.47 54 -7.53 - - 0-360 202 Vv
1 5.254 43.11 PK 349 -29.8 48.21 - - 74 -25.79 0-360 99 H
6 6.4 35.29 Avg 35.9 -28.9 42.29 54 -11.71 - - 0-360 99 \
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HIGH CHANNEL
HORIZONTAL

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor
which was at least 20dB below the specification limit.
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VERTICAL

Note: Emission was scanned up to 26GHz; No emissions were detected above the noise floor
which was at least 20dB below the specification limit.
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HIGH CHANNEL DATA

Trace Markers

Marker Frequency Meter Det AFT712 Amp/Cbl/F Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(dB/m) Itr/Pad (dBuv/m) (dBuv/m)
(GHz) Reading (dB) Reading (dB) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *4.801 41.22 PK 335 -27.1 47.62 54 -6.38 74 -26.38 0-360 201 Vv
6 *4.96 37.29 Avg 335 -28.1 42.69 54 -11.31 - - 0-360 100 \
5 3.2 33.28 Avg 325 -28.6 37.18 54 -16.82 - - 0-360 201 \
4 3.201 3831 PK 325 -28.5 42.31 - - 74 -31.69 0-360 100 \
2 6.264 37.56 PK 349 -26.3 46.16 - - 74 -27.84 0-360 100 3
3 7.018 36.99 PK 35.1 -25.7 46.39 - - 74 -27.61 0-360 100 3
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8.3. WORST-CASE BELOW 1 GHz

SPURIOUS EMISSIONS 30 TO 1000 MHz (WORST-CASE CONFIGURATION)

HORIZONTAL PLOT

as
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VERTICAL PLOT
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Trace Markers

Marker Frequency Meter Det AF T407 Amp/Cbl Corrected QPk Limit Margin Azimuth Height Polarity
dB/m (dB) (dBuVv/m)
(MHz) Reading Reading (dB) (Degs) (cm)
(dBuv) (dBuv/m)
1 *275.9 43.37 PK 133 -30.3 26.37 46.02 -19.65 0-360 100 H
6 36.205 41.36 PK 16.8 -31.7 26.46 40 -13.54 0-360 100 \
7 50.825 37.44 PK 7.8 -31.4 13.84 40 -26.16 0-360 100 \
5 312.8 42.35 PK 13.6 -30.4 25.55 46.02 -20.47 0-360 200 Vv
2 505.7 40.17 PK 17.9 -29.7 28.37 46.02 -17.65 0-360 200 H
3 800 35.51 PK 215 -29 28.01 46.02 -18.01 0-360 100 H
4 843.4 32.49 PK 21.3 -28.7 25.09 46.02 -20.93 0-360 301 \Y
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9. AC POWER LINE CONDUCTED EMISSIONS

LIMITS

FCC §15.207 (a)

RSS-Gen 7.2.2
Frequency of Emission (MHz) Conducted Limit (dBuV)
uasi-peak Average
0.15-0.5 B to 56 56 to 46
0.5-5 Rl 46
5-30 Gl S0

Decreases with the loganthm of the frequency.

TEST PROCEDURE

ANSI C63.4 - 2009

RESULTS
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6 WORST EMISSIONS

UL Fremont, CA CE Room 18 Feb 2814 B840, 42
: : R R I Conducted RFI Uoltcge

Project No:14U17827
Client Nome:Somsung

Mode | /Device XKESB3C1Z BT
Test Uolt/Freq:12BU/BBHZ
Test By:D. Soger

dBEtulalts2

Lirmne-L1

‘1: H | | | H H H 11:@
Freguency L[MH=z]

Renge [MHz] Det  RBUCHz] VBUWLHz]  Sueep Label Ronge [MHz] Uet RBUCHz] UBWCHZ]  Sweep
|7 1538 PR/A 1Bk nfa A4 Bz Line-L1

File: ACline BT.DAT
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UL Fremont, CA CE Room 18 Feb 2814 B9:48: 42
i : P i Conducted RFI Uoltage

Project No: 14017827
Client Nome:Samsung

Mode | /Device: XEDE3C1Z BT
Test Volt/Freg: 120U/68Hz
Test By:D. Soper

~
Ul
e}
0
=
3
i)
[4a]
el
8N
WJ
il
C
—

"{ H H H | | H | 1“1@
Freguency L[MH=z1

Renge THHz] et REUCHZI UBWCHz]  Sweep Label Ronge [MHz1 Det REWCHzD UBWCHz]  Sweep Labe
[ 1538 PEAA 18k nfa Aedd Bz Line-L

File: ACline BT.DAT
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LINE1 RESULTS

Line-L1 .15 - 30MHz

Trace Markers

Marker Frequency Meter Reading Det T241LL1 LC Cables 1&3 Corrected CISPR 11/22 Margin to CISPR 11/22 Margin to

(MHz) (dBuVv) (dB) (dB) Reading Class B Quasi- Limit (dB) Class B Limit (dB)
dB(uVolts) peak Average

1 .38175 45.91 PK 4 0 46.31 58.2 -11.89

2 .38175 37.14 Av 4 0 37.54 - - 48.2 -10.66

3 2.7465 38.86 PK 2 1 39.16 56 -16.84 -

4 2.7465 29.31 Av 2 1 29.61 - - 46 -16.39

5 4.587 37.2 PK 2 1 375 56 -18.5

6 4.587 29 Av 2 1 293 - - 46 -16.7

9 7.989 32.8 PK 2 1 33.1 60 -26.9 -

10 7.989 22,53 Av 2 1 22.83 - - 50 -27.17

7 12.21 30.08 PK 2 2 30.48 60 -29.52

8 12.21 133 Av 2 2 13.7 - - 50 -36.3

LINE1 RESULTS

Line-L2 .15 - 30MHz

Trace Markers

Marker Frequency Meter Reading Det T241LL2 LC Cables 2&3 Corrected CISPR 11/22 Margin to CISPR 11/22 Margin to

(MHz) (dBuVv) (dB) (dB) Reading Class B Quasi- Limit (dB) Class B Limit (dB)
dB(uVolts) peak Average

13 393 45.16 PK 4 0 45.56 58 -12.44

14 393 35.8 Av 4 0 36.2 - - 48 -11.8

11 15.8685 32.75 PK 3 2 33.25 60 -26.75 -

12 15.8685 17.34 Av 3 2 17.84 - - 50 -32.16

15 20.1525 30.98 PK 3 2 31.48 60 -28.52

16 20.1525 18.96 Av 3 2 19.46 - - 50 -30.54
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