SAMSUNG ELECTRONICS Co., Ltd.,
Regulatory Compliance Group
IT R&D Center

416, Maetan-3dong,

Yeongtong-gu, Suwon-si,
Gyeonggi-do, Korea 443-742

TEST REPORT ON SAR

Model Tested: YP-G70
FCC ID (Requested): A3LYPG70
IC ID (Requested): 649E-YPG70
Job No: FI-072
Report No: F1-072-S1

- Abstract —

This document reports on SAR Tests carried out in accordance with FCC/OET

Bulletin 65, Supplement C(July 2001).

JG KIM - Test Engineer

Zl

JD JANG - Technical Manager

Prepared By

Authorized By

FCC ID: ASLYPGT70 Report Number: FI-072-S1 Page : 1 0of 27

m EUT Type: Mobile Internet Device Issue Date :| Mar.07, 2011

SAMSUNG Electronics CO. LTD




Contents

1. GENERAL INFORMATION ...ttt et e e e e eaeens 3
2. DESCRIPTION OF DEVICE ...t 3
3. DESCRIPTION OF TEST EQUIPMENT ...t 4
3.1 SAR MEASUIEMENT SELUP ....cciiuiiiiiiiieie ettt s et e e e e 4
B = 1= [o N oo T USRI 5
B TR I o 0 F= 101 (o] o o PP PEPTRN 7
3.4 Brain Simulating Mixture Characterization ...........ccccooiiiiiiiiiie e 9
3.5 Device Holder for TranSmItErS. ... ..o e e e e e e e 9
3.6 Validation DIPOIE ........oiiiiiiiiiiieiee ettt e e e e e e e e e e e e e e s ———eaaaeeaaareeaaaeeaannrres 10
3.7 EQUIPMENt CalibDration.............eeiiiiiie e e e e e e e e e e e e e e nnees 11
4. SAR MEASUREMENT PROCEDURE ...t 12
5. DESCRIPTION OF TEST POSITION ...t 13
5.1 SAM PhantOm Shape........ccoiouiiiiiiiie ittt e e e ettt e e e e e s et e e e e e e s eaaaraeeeaeesaasnsseeeaannnnnes 13
5.2 “ChEEK” POSITION ...ttt e e e e e et e e e e e e e et eee e e e e e e aareeeaaeeeannenes 13
LT TR 111 C=To [ o T[] o SR 15
5.4 Body Holster/Belt Clip CoNfIgQUrations ..........coccuiiiiiiiiiiiiiieeece e 16
6. MEASUREMENT UNCERTAINTY it ae e 18
7. SYSTEM VERIFICATION . .. e 19
7.1 TiSSUE VEIIfICALION ...ttt e e st e e e et e snne e e s nneeas 19
7.2 Test System Validation ..........coocuiiiiiiii e e 19
8. SAR MEASUREMENT RESULTS. .. 20
8.1 WLAN Head SAR RESUILS .......ceoiiiiieii ettt e e e e e et e e e e e e e enebeeeeeaeeanneees 23
8.2 WLAN Body SAR Results(Without HOISTEI) .........ooeiiiiiiiieeee e 24
9. CON CLUSION e e et eeas 25
10. REFERENCES ... et e e eas 26
APPENDIX A SAR Definition ... 28
APPENDIX B Probe Calibration ProCess ..........coiiiiiiiiiiiiiii e 29
APPENDIX C ANSI/IEEE C95.1 — 1992 RF EXPOSURE LIMITS.................. 30
APPENDIX D The Validation Measurements.........c.ccoooiiiiiiiiiiiiciieeea 31
APPENDIX E Plots of The SAR Measurements ..., 34
APPENDIX F Probe Calibration ..o 47
APPENDIX G Calibration of The Validation Dipole..............coos 60
FCC ID: ASLYPGT70 Report Number: FI-072-S1 Page : 2 of 27
m EUT Type: Mobile Internet Device Issue Date :| Mar.07, 2011
SAMSUNG Electronics CO. LTD




1. GENERAL INFORMATION

Test Dates :
Manufacturer :
Address :

Test Standard :
FCC Classification :

Tested for :

Mar.

05, 2011

SAMSUNG ELECTRONICS Co., Ltd.

416

Maetan3-Dong, Suwon City, Korea

§2.1093; FCC/OET Bulletin 65, Supplement C(July 2001)
Digital Transmission System (DTS)
FCC/TCB Certification

2. DESCRIPTION OF DEVICE

Test Sample :
Model Number :
Serial Number :
Tx Freg.Range:
Rx Freq.Range:

Antenna Manufacturer :

Antenna Dimensions :

Mobile Internet Device

YP-G70

Identical prototype (S/N : # FI-072-A)
2412 ~ 2462 MHz (WLAN)

2412 ~ 2462 MHz (WLAN)
PARTRON

Model No.: YP-GB70(BT)

8.72 X 27.48 X 0.68 (mm)
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3. DESCRIPTION OF TEST EQUIPMENT

3.1 SAR Measurement Setup

Robotic System

Measurements are performed using the DASY4 (or DASY5) automated dosimetric assessment
system. Which is made by Schmid & Partner Engineering AG (SPEAG) in Zurich, Switzerland
and consists of high precision robotics system (Staubli), robot controller, measurement server,
Samsung computer, near-field probe, probe alignment sensor, and the SAM twin phantom
containing the brain equivalent material. The robot is a six-axis industrial robot performing
precise movements to position the probe to the location (points) of maximum electromagnetic
field (EMF) (see Fig. 3.1).

Figure 3.1 SAR Measurement System Setup
System Hardware
A cell controller system contains the power supply, robot controller, teach pendant (Joystick),
and a remote control is used to drive the robot motors. The PC consists of the Samsung
computer with Windows XP system and SAR Measurement Software DASY4 (or DASY5), LCD
monitor, mouse and keyboard. The Staubli Robot is connected to the cell controller to allow
software manipulation of the robot. A data acquisition electronic (DAE) circuit that performs the
signal amplification, signal multiplexing, AD-conversion, offset measurements, mechanical
surface detection, collision detection, etc. is connected to the Electro-optical coupler (EOC).
The EOC performs the conversion from the optical into digital electric signal of the DAE and

transfers data to the measurement server.
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System Electronics

The DAE4(or DAE3) consists of a highly sensitive electrometer-grade preamplifier with auto-
zeroing, a channel and gain-switching multiplexer, a fast 16-bit AD-converter and a command
decoder and control logic unit. Transmission to the measurement server is accomplished
through an optical downlink for data and status information and an optical uplink for commands
and clock lines. The mechanical probe mounting device includes two different sensor systems
for frontal and sidewise probe contacts. They are also used for mechanical surface detection

and probe collision detection. The robot uses its own controller with a built in VME-bus computer.

3.2 E-field Probe

"ol

The SAR measurement were conducted with the dosimetric probe
ES3DV2, ES3DV3, EX3DV4 and ET3DV6, designed in the classical

triangular configuration (see Fig.3.3) and optimized for dosimetric

evaluation. The probe is constructed using the thick film technique; with

printed resistive lines on ceramic substrates. If the probe is flatly
touching the surface, the coupling is zero. The distance of the coupling
maximum to the surface is independent of the surface reflectivity and
largely independent of the surface to probe angle. The DASY4 software
reads the reflection during a software approach and looks for the

maximum using a 2" order fitting (see Fig.3.2). The approach is
1 —

Figure 3.2 DAE System stopped at reaching the maximum.

Probe Specifications
Construction Symmetrical design with triangular core
Interleaved sensors

Built-in shielding against static charges

PEEK enclosure material (resistant to organic

A - BEAM

solvents, e.g., DGBE)
Figure 3.3 Triangular Probe

Calibration Basic Broad Band Calibration in air: 10-3000 MHz Configuration
Conversion Factors (CF) for HSL 900 and HSL 1800

Additional CF for other liquids and frequencies upon request
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Frequency 10 MHz to > 6 GHz; Linearity: + 0.2 dB (30 MHz to 3 GHz)

Directivity [ES3DV3], [ET3DV6]
+ 0.2 dB in HSL (rotation around probe axis)

+ 0.3 dB in tissue material (rotation normal to probe axis)

[EX3DV4]
+ 0.3 dB in HSL (rotation around probe axis)

+ 0.5 dB in tissue material (rotation normal to probe axis)

Dynamic Range [ES3DV3], [ET3DV6]
5uW/g to > 100mW/g; Linearity: + 0.2dB
[EX3DV4]

10 yW/g to > 100 mW/g; Linearity: + 0.2 dB

Dimensions [ES3DV3], [ES3DV2]
Overall length: 330 mm (Tip: 20 mm)
Tip diameter: 3.9 mm (Body: 12 mm)
Distance from probe tip to dipole centers: 2.1 mm

[EX3DV4]

[ES3DV3] ,[ES3DV2]
Overall length: 330 mm (Tip: 20 mm)

Tip diameter: 2.5 mm (Body: 12 mm)

Typical distance from probe tip to dipole centers: 1 mm

[ET3DV6]

Overall length: 330mm
Tip length: 16mm
Body diameter: 12mm
Tip diameter: 6.8mm

[EX3DV4]
Distance from probe tip to dipole centers: 2.7mm
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Application [ES3DV3], [ES3DV2]
General dosimetry up to 5 GHz Dosimetry in strong gradient

fields Compliance tests of mobile phones

[EX3DV4]

High precision dosimetric measurements in any exposure

scenario (e.g., very strong gradient fields).Only probe which
enables compliance testing for frequencies up to

6 GHz with precision of better 30 %.

[ET3DV6]
General dosimetry up to 3 GHz
Compliance tests of mobile phones

Fast automatic scanning in arbitrary phantoms

Optical [ET3DV6]
Surface + 0.2 mm repeatability in air and clear liquids over diffuse reflecting surfaces
Detection

3.3 Phantom

SAM Twin Phantom

The SAM Twin Phantom V4.0 is constructed of a fiberglass shell integrated in a wooden table.
The shape of the shell is based on data from an anatomical study designed to determine the
maximum exposure in at least 90% of all users. It enables the dosimetric evaluation of left and
right hand phone usage as well as body mounted usage at the flat phantom region. A cover
prevents the evaporation of the liquid.

Reference markings on the phantom allow the complete

setup of all predefined phantom positions and l' %

measurement grids by manually teaching three points in H- AR 1%

the robot. (See Figure 3.5) - o =
i i

Figure3.5 SAM Twin Phantom
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SAM Twin Phantom Specification

Construction The shell corresponds to the specifications of the Specific Anthropomorphic Mannequin
(SAM) phantom defined in IEEE 1528-2003, EN 62209-1. It enables the dosimetric
evaluation of left and right hand phone usage as well as body mounted usage at the flat
phantom region. A cover prevents evaporation of the liquid.

Shell Thickness 2+0.2mm
Filling Volume Approx. 25 liters
Dimensions Height: 810 mm; Length: 1000 mm; Width: 500 mm

Modular Flat Phantom

The Modular Flat Phantom V5.1 is constructed of a fiberglass shell integrated in a wooden
table. Also It consists of three identical flat phantoms (modules) which can be installed and
removed separately without emptying the liquid, as well as a wooden support.. It enables the
dosimetric evaluation of body mounted usage at the flat phantom region. A cover prevents the
evaporation of the liquid.

Reference markings on the phantom allow the complete setup of all predefined phantom
positions and measurement grids by manually teaching three points in the robot. (See Figure
3.6)

Figure 3.6 Modular Flat Phantom

Modular Flat Phantom Specification

Construction The shell corresponds to the specifications of IEEE 1528-2003. It enables the dosimetric
evaluation of body mounted usage above 800 MHz at the flat phantom region. A cover
prevents evaporation of the liquid

Shell Thickness 2+0.2mm
Filling Volume Approx. 10 liters
Dimension Wooden support - Height: 810 mm; Length: 830 mm; Width: 500 mm
Each Module - Height:190 mm; Length: 200 mm; width: 300 mm
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3.4 Brain Simulating Mixture Characterization

The brain mixtures consist of a viscous gel using
hydroxethylcellullose (HEC) gelling agent and saline solution
(see Table 3.1). Preservation with a bactericide is added and

visual inspection is made to make sure air bubbles are not

trapped during the mixing process. The mixture is calibrated to __X,_f_\"
..-.-'_'_,_\___,-F'-
obtain proper dielectric constant (permittivity) and conductivity of
— — v

the desired tissue.

Figure 3.7 Simulated Tissue

Table 3.1 Composition of the Brain Tissue Equivalent Matter

INGREDIENTS 83B5MHZ 835MHz | 1800MHz | 1800MHz | 1900MHz | 1900MHz | 2450MHz | 2450MHz
rain Muscle Brain Muscle Brain Muscle Brain Muscle
WATER 40.19% | 50.75% | 55.24% 69.04% 55.24% 70.23% 71.88% 73.4%
SUGAR 57.90% | 48.21% - - - - - -
SALT 1.48% 0.94% 0.31% 2.72% 0.31% 0.29% 0.16% 0.06%
DGBE - - 44.45% 28.24% 44.45% 29.48% 7.99% 26.54%
Triton X-100 - - - - - - 19.97% -
BACTERIACIDE | 0.18% 0.10% - - - - - -
HEC 0.25% - - - - - - -
Coggﬁft{;qet 415 | 552 40 53.3 40 53.3 39.2 52.7
?aorgz‘t“(:g‘/’r'% 09 | 097 1.4 152 1.4 152 18 1.95

3.5 Device Holder for Transmitters

In combination with the Twin SAM Phantom V4.0, the Mounting Device (see Fig. 3.7) enables
the rotation of the mounted transmitter in spherical coordinates whereby the rotation points is
the ear opening. The devices can be easily, accurately and
repeatedly be positioned according to the EN 50360:2001 and
FCC specifications. The device holder can be locked at different
phantom locations (left head, right head, flat phantom).

*Note: A simulating human hand is not used due to the complex
anatomical and geometrical structure of the hand that may

produced infinite number of configuration. To produce worst-case

condition (the hand absorbs antenna output power), the hand is

Figure 3.8 Device Holder omitted during the tests.
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3.6 Validation Dipole

The reference dipole should have a return loss better than —20 dB (measured in the setup) at

the resonant frequency to reduce the uncertainty in the power measurement.

Frequency 2450 MHz
Return Loss < -20 dB at specified validation position
Dimensions D2450V2: dipole length: 51.8 mm; overall height: 300 mm
- End of page -
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3.7 Equipment Calibration

Table 3.2 Test Equipment Calibration

Type Calibration Due Date Serial No.
SPEAG E-Field Probe ES3DV3 Jan.26, 2012 3080
SPEAG DAE4 Sep.22, 2011 533
SPEAG Validation Dipole D2450V2 Feb.04, 2012 807
Staubli Robot RX90BL Not Required F02/5R79A1/A/01
SPEAG SAM Twin Phantom V4.0 Not Required TP-1603
Modular Phantom Not Required MP-1007
E4438C Signal Generator Jan.26, 2012 MY45094010
BBS3Q7ECK Power Amp Dec.22, 2011 1023
HP-8753ES Network Analyzer Apr.23, 2011 US39173712
HP85070C Dielectric Probe Kit Not Required US99360087
NRVD POWER METER Feb.07, 2012 836416/028
NRV-Z53 POWER SENSOR Feb.07, 2012 835324/001
NRV-Z53 POWER SENSOR Feb.07, 2012 835324/006
E4419B Power Meter Oct.22, 2011 GB41293847
E9300B Power Sensor Jun.09, 2011 MY41495880
DASY4 S/W (ver 4.7) Not Required -
Directional Coupler May.28, 2011 18862
Base Station Simulator Dec.08, 2011 GB46490113

NOTE:

The E-field probe was calibrated by SPEAG, by temperature measurement procedure. Dipole
Validation measurement is performed by Samsung Lab. before each test. (see § 7.2) The brain
simulating material is calibrated by Samsung using the dielectric probe system and network
analyzer to determine the conductivity and permittivity (dielectric constant) of the brain-

equivalent material. (see § 7.1)

- End of page -
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4. SAR MEASUREMENT PROCEDURE

The evaluation was performed using the following procedure.

STEP 1
The SAR measurement was taken at a selected spatial reference point to monitor power

variations during testing. This fixed location point was measured and used as a reference value.

STEP 2

The SAR distribution at the exposed side of the head was measured at a distance of 3.9mm
from the inner surface of the shell. The area covered the entire dimension of the head and the
horizontal grid spacing was 20mm x 20mm. Based on the area scan data, the area of the

maximum absorption was determined by spline interpolation.

STEP 3

Around this point, a volume of 32mm x 32mm x 30mm (fine resolution volume scan, zoom scan)
was assessed by measuring 5 x 5 x 7 points. On this basis of this data set, the spatial peak
SAR value was evaluated with the following procedure:

The data at the surface was extrapolated, since the center of the dipoles is 2.7mm away from
the tip of the probe and the distance between the surface and the lowest measuring point is
1.2mm. The extrapolation was based on a least square algorithm. A polynomial of the fourth
order was calculated through the points in z-axes. This polynomial was then used to evaluated
the points between the surface and the probe tip. The maximum interpolated value was
searched with a straight-forward algorithm. Around this maximum the SAR values averaged
over the spatial volumes (1g or 10g) were computed using the 3D-Spline interpolation algorithm.
The 3D-spline is composed of three one-dimensional splines with the “Not a knot” condition (in x,
y, and z directions). The volume was integrated with the trapezoidal algorithm. One thousand
points (10 x 10 x 10) were interpolated to calculate the average. All neighboring volumes were

evaluated until no neighboring volume with a higher average value was found.

STEP 4
The SAR value at the same location as in step 1 was again measured.

(If the value changed by more than 5%, the evaluation is repeated.)
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5. DESCRIPTION OF TEST POSITION

5.1 SAM Phantom Shape

Figure 5.1 shows the front, back and side views of SAM. The point “M” is the reference point for
the center of mouth, “LE” is the left ear reference point (ERP), and “RE” is the right ERP. The
ERPs are 15 mm posterior to the entrance to ear canal (EEC) along the B-M line (Back-Mouth),

as shown in Figure 5.2.

OnNg

Figure 5.1 Front, back and side view of SAM

The plane passing through the two ear canals and M is defined as
the Reference Plane. The line N-F (Neck-Front) perpendicular to
the reference plane and passing through the RE (or LE) is called
the Reference Pivoting Line (see Figure 5.3). Line B-M is
perpendicular to the N-F line. Both N-F and B-M lines should be

marked on the external phantom shell to facilitate handset

positioning. Posterior to the N-F line, the thickness of the phantom

EEC 3 ‘-:

shell with the shape of an ear is a flat surface 6 mm thick at the [AF - aar refarerce poind |
EEC - aiiliidnla [ dﬂﬂ

ERPs. .

Figure 5.2 Close up side view
5.2 “cheek” Position
Two imaginary lines on the handset were established: the vertical centerline and the horizontal
line. The test device was placed in a normal operating position with the “test device reference
point” located along the “vertical centerline” on the front of the device aligned to the “ear
reference point” (see Fig. 5.4). The “test device reference point” was than located at the same
level as the center of the ear reference point. The test device was positioned so that the “vertical
centerline” was bisecting the front surface of the handset at it's tip and bottom edges,

positioning the “ear reference point” on the outer surface of the both the left and right head
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phantoms on the ear reference point

Figure 5.3 Side view of the phantom

Figure 5.4 Handset vertical and horizontal reference showing relevant markings

lines

Step 1

The test device was positioned with the handset close to the surface of the phantom such that
point A is on the (virtual) extension of the line passing through points RE and LE on the phantom
(see Figure 5.5), such that the plane defined by the vertical center line and the horizontal line of

the phone is approximately parallel to the sagittal plane of the phantom

LE

Figure 5.5 Front, Side and Top View of Cheek/Touch Position
Step 2

The handset was translated towards the phantom along the line passing through RE & LE until

the handset touches the ear.

Step 3
While maintaining the handset in this plane, the handset was rotated around the LE-RE line until
the vertical centerline was in the plane normal to MB-NF including the line MB (reference plane).

Step 4
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Rotate the handset around the vertical centerline until the phone (horizontal line) was

symmetrical was respect to the line NF.

Step 5

While maintaining the vertical centerline in the reference plane, keeping point A on the line
passing through RE and LE, and maintaining the phone contact with the ear, the handset was
rotated about the line NF until any point on the handset made contact with a phantom point

below the ear (cheek). See Figure 5.2.

5.3 “tilted” Position

With the test device aligned in the “cheek” position :

Step 1
Repeat steps 1 to 5 of 5.2 to place the device in the “Cheek/Touch Position”

Figure 5.6 Front, side and Top View of Ear/Tilt 15° Position

Step 2
While maintaining the orientation of the phone, the phone was retracted parallel to the reference

plane far enough to enable a rotation of the phone by 15 degree.

Step 3

The phone was then rotated around the horizontal line by 15 degree.

Step 4
While maintaining the orientation of the phone, the phone was moved parallel to the reference
plane until any part of the phone touches the head. (In this position, point A was located on the

line RE-LE). The tilted position is obtained when the contact is on the pinna. If the contact was
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at any location other than the pinna, the angle of the phone would then be reduced. The tilted
position was obtained when any part of the phone was in contact of the ear as well as a second

part of the phone was in contact with the head.

5.4 Body Holster/Belt Clip Configurations

Body-worn operating configurations are tested with the belt-clips and holsters attached to the
device and positioned against a flat phantom in a normal use configuration (see Figure 5.7). A
device with a headset output is tested with a headset connected to the device. Body dielectric

parameters are used.

Figure 5.7 Body Belt Clip and Holster Configurations

Accessories for Body-worn operation configurations are divided into two categories: those that
do not contain metallic components and those that contain metallic components. When multiple
accessories that do not contain metallic components are supplied with the device, the device is
tested with only the accessory that dictates the closest spacing to the body. Then multiple
accessories that contain metallic components are supplied with the device, the device is tested
with each accessory that contains unique metallic component. If multiple accessory share an
identical metallic component (i.e. the same metallic belt-clip used with different holsters with no
other metallic components) only the accessory that dictates the closest spacing to the body is
tested.

Body-worn accessories may not always be supplied or available as options for some Devices
intended to be authorized for body-worn use. In this case, a test configuration where a

separation distance between the back of the device and the flat phantom is used.

Transmitters that are designed to operate in front of a person’s face, as in push-to-talk
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configurations, are tested for SAR compliance with the front of the device positioned to face the
flat phantom. For devices that are carried next to the body such as a shoulder, waist or chest-
worn transmitters, SAR compliance is tested with the accessory(ies), Including headsets and
microphones, attached to the device and positioned against a flat phantom in a normal use

configuration.

In all cases SAR measurements are performed to investigate the worst-case positioning. Worst-

case positioning is then documented and used to perform Body SAR testing.
In order for users to be aware of the body-worn operating requirements for meeting RF
exposure compliance, operating instructions and cautions statements must be included in the

user’s manual.

- End of page -
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6. MEASUREMENT UNCERTAINTY
Table 6.1 Uncertainty Budget at 2450MHz

Uncertainty - Standard 2
o Probability .. . Vi~ or
Error Description Value Distribution Divisor Ci uncertainty v
(2%) (%) eff
Measurement System
Probe Calibration 11.00 normal 2.000 1 5.00 0
Axial Isotropy 4.70 rectangular 1.732 0.7 1.90 L
Hemispherical Isotropy 9.60 rectangular 1.732 0.7 3.88 0
Linearity 4.70 rectangular 1.732 1 2.71 0
System Detection Limits 0.25 rectangular 1.732 1 0.14 0
Boundary effects 1.00 rectangular 1.732 1 0.58 0
Readout electronics 0.30 normal 1.000 1 0.30 °
Response time 0.80 rectangular 1.732 1 0.46 0
RF ambient conditions 3.00 rectangular 1.732 1 1.73 0
Integration time 0.00 rectangular 1.732 1 0.00 0
Mechanical constrains of robot 1.50 rectangular 1.732 1 0.87 L
Probe positioning 2.90 rectangular 1.732 1 1.67 L
Extrapolation and integration 1.00 rectangular 1.732 1 0.58 0
Test Sample Related
Test Sample positioning 4.22 normal 1.000 1 4.22 14
Device holded uncertainty 3.44 normal 1.000 1 3.44 0
Power Dirift 5.00 rectangular 1.732 1 2.89 L
Phantom and Setup
Modular Phantom uncertainty 2.32 Normal 1.0001 1 2.32 2
Phantom uncertainty 4.00 rectangular 1.732 1 2.31 L
Liquid conductivity (deviation from target) 5.00 rectangular 1.732 0.64 1.85 0
Liquid conductivity (measurement error) 2.04 normal 1.000 0.64 1.30 0
Liquid permittivity (deviation from target) 5.00 rectangular 1.732 0.6 1.73 ©
Liquid permittivity (measurement error) 4.27 normal 1.000 0.6 2.56 0
Combined Standard Uncertainty Normal - - 11.32 728
Extended Standard Uncertainty(K=2.00) 22.64 728
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7. SYSTEM VERIFICATION

7.1 Tissue Verification

Table 7.1 MEASURED TISSUE PARAMETERS

2450MHzHead 2450MHzBody
Target Measured Tarcet Measured
Date Mar05,2011 Mar05,2011
Liquid
Temperature(°C) 24 21
Dielectric
Constant: &' %2 302 527 518
Conductivity: 18 182 195 19
Tissue
Batch Number 2450MF1001X 2450B1001G

7.2 Test System Validation

Prior to assessment, the system is verified to the £10% of the specification at 2450MHz by

using the system validation kit(s). (see Appendix D Graphic Plot Attached)

The measured value must be within £5% of the target value.

Table 7.2 System Validation Results

System Targeted Measured Deviation Liqui i
yoret ) quid Ambient
Va"ﬂﬁt'on Tissue (mV\%S) SAR, (MW/g) (%) Date Temperature(°C) | Temperature(°C)
2450MHz Mar.05,
807 . 54.4 54.8 0.72 22.4 22.6
Brain 2011
2450MHz Mar.05,
807 51.1 51.2 0.19 22.1 22.5
Muscle 2011

*Validation was measured with input power 100mW and normalized to 1W.

!

|
-
E

Figure 7.1 Dipole Validation Test Setup
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8. SAR MEASUREMENT RESULTS

Procedures Used To Establish Test Signal

The handset was placed into simulated call mode using manufacturer test code. Such test
signals offer a consistent means for testing SAR and are recommended for evaluating SAR.
When test modes are not available or inappropriate for testing a handset, the actual

transmission is activated through a base station simulator or similar equipment. See data pages

for actual procedure used in measurement.

Device Test Conditions

The handset is battery operated. Each SAR measurement was taken with a fully charged
battery. In order to verify that the device was tested at full power, conducted output power

measurements were performed before and after each SAR measurement to confirm the output

power. If a conducted power deviation of more than 5% occurred, the test was repeated.
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Table 8.1 802.11.b Power Table for YP-G70

Table 8.2 802.11.g Power Table for YP-G70

Measured Measured
Freq Data Rate Average Freq Data Rate Average
[MHZz] Channel [Mbps] Power [MHZz] Channel [Mbps] Power
[dBm] [dBm]
2412 1 1 13.92 2412 1 6 13.22
2 13.34 9 12.76
5.5 13.16 12 12.66
11 13.05 18 12.25
2437 6 1 13.86 24 12.06
2 13.79 36 11.54
5.5 13.61 48 11.51
11 13.30 54 11.49
2462 11 1 13.56 2437 6 6 13.89
2 13.50 9 13.63
55 13.36 12 13.31
11 13.15 18 13.22
24 13.15
36 12.85
48 12.70
54 12.64
2462 11 6 13.14
9 13.05
12 12.93
18 12.28
24 12.10
36 11.60
48 11.57
54 11.04
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Table 8.3 802.11.n Power Table for YP-G70

Measured
Freq MCS | Data Rate | Average
Channel
[MHZz] Index [Mbps] Power
[dBm]

2412 1 0 6.5/7.2 10.01

1 13/14.4 9.1

2 19.5/21.7 8.96

3 26/28.9 8.58

4 39/43.3 8.38

5 52/57.8 8.33

6 58.5/65 8.26

7 65/72.2 8.18
2437 6 0 6.5/7.2 10.68

1 13/14.4 10.00

2 19.5/21.7 9.78

3 26/28.9 9.77

4 39/43.3 9.62

5 52/57.8 9.48

6 58.5/65 9.41

7 65/72.2 9.32
2462 11 0 6.5/7.2 10.02

1 13/14.4 9.08

2 19.5/21.7 8.96

3 26/28.9 8.50

4 39/43.3 8.24

5 52/57.8 7.78

6 58.5/65 8.25

7 65/72.2 8.12
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8.1 WLAN Head SAR Results

Frequency Conducted . Test Antenna i) SAR Level
Mode Side e Rate Battery
MHz ch Start End Position Type (Mbps) (W/kg)
2437 6 802.11b | 13.82 | 13.85 Right Cheek/Touch | Intenna 1 Standard 0.057
2437 6 802.11.b | 13.83 | 13.83 Right Ear/Tilt 15° Intenna 1 Standard 0.021
2437 6 802.11.b | 13.80 | 13.86 Left Cheek/Touch | Intenna 1 Standard 0.024
2437 6 802.11.b | 13.75 | 13.79 Left Ear/Tilt 15° Intenna 1 Standard 0.029
ANSI / IEEE C95.1 1992 — SAFETY LIMIT
Spatial Peak 1.6W/kg (mW/g)
. averaged over 1 gram
Uncontrolled Exposure / General Population

NOTES:

1.

Noo kWb

The test data reported are the worst-case SAR value with the position set in a typical
configuration. Test procedures used are according to FCC/OET Bulletin 65, Supp.C [July 2001].

All modes of operation were investigated, and the worst-case results are reported.
Tissue parameters and temperatures are listed on the SAR plot.

Liquid tissue depth is 15.2 + 0.2cm

Battery is fully charged for all readings.

Test Configuration @] Manu. Test Codes [] Base Station Simulator
Justification for reduced test configurations: Per FCC/OET Bulletin 65 Supplement C (July,
2001), if the SAR measured at the middle channel for each test configuration (left, right,
cheek/touch, tilt/ear, extended and retracted) is least 3.0 dB lower than the SAR limit, testing at
the high and low channels is optional for such test configuration(s).

Justification for reduced test configurations for WIFI channels per Publication 248227 and April
2010 FCC/TCB Meeting Notes. Other IEEE 802.11 modes (including 802.11n) were not
investigated since the average output powers were not greater than 0.25 dB than that of the
corresponding channel in the lowest data rate IEEE 802.11b mode.

WLAN transmission was verified using a spectrum analyzer
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8.2 WLAN Body SAR Results(Without Holster)

SAR
Frequency Conducted Test Antenna ) DataRate
Mode . Spacing Battery Earphone | Bar Level
MHz | ch Start | End | Position Type (Mbps) Wik
(W/kg)
2412 1 802.11.b | 13.86 | 13.88 Back Intenna 1.5cm 1 Standard Yes Body 0.054
2437 6 | 802.11.b | 13.89 | 13.91 Back Intenna 1.5cm 1 Standard Yes Body 0.061
2462 11 | 802.11.b | 13.92 | 13.96 Back Intenna 1.5¢cm 1 Standard Yes Body 0.070
2462 11 | 802.11.b | 13.88 | 13.90 Front Intenna 1.5cm 1 Standard Yes Body 0.039
2462 11 | 802.11.b | 13.87 | 13.88 Front Intenna 1.5cm 1 Standard No Body 0.020
2462 11 | 802.11.b | 13.89 | 13.90 Back Intenna 1.5cm 1 Standard No Body 0.064
ANSI / IEEE C95.1 1992 — SAFETY LIMIT
Spatial Peak 1.6W/kg (mW/g)

. averaged over 1 gram
Uncontrolled Exposure / General Population

NOTES:
1. The test data reported are the worst-case SAR value with the position set in a typical
configuration. Test procedures used are according to FCC/OET Bulletin 65, Supp.C [July 2001].

2. All modes of operation were investigated, and the worst-case results are reported.

3. Tissue parameters and temperatures are listed on the SAR plot.

4. Liquid tissue depth is 15.2 + 0.2cm

5. Battery is fully charged for all readings.

6. Test Configuration L] With Holster (=] Without Holster

7. Test Configuration @] Manu. Test Codes [1Base Station Simulator
8.

Justification for reduced test configurations for WIFI channels per Publication 248227 and April
2010 FCC/TCB Meeting Notes. Other IEEE 802.11 modes (including 802.11n) were not
investigated since the average output powers were not greater than 0.25 dB than that of the
corresponding channel in the lowest data rate IEEE 802.11b mode.

0. WLAN transmission was verified using a spectrum analyzer
10.  All test results were measured in the data communication
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9. CONCLUSION

The SAR measurement indicates that the EUT complies with the RF radiation exposure limits of
the FCC. These measurements are taken to simulate the RF effects exposure under worst-case
conditions. Precise laboratory measures were taken to assure repeatability of the tests. The test

results and statements relate only to the item(s) tested.

Please note that the absorption and distribution of electromagnetic energy in the body are very
complex phenomena that depend on the mass, shape, and size of the body, the orientation of
the body with respect to the field vectors, and the electrical properties of both the body and the
environment. Other variables that may play a substantial role in possible biological effects are
those that characterize the environment (e.g. ambient temperature, air velocity, relative humidity,
and body insulation) and those that characterize the individual (e.g. age, gender, activity level,
debilitation, or disease). Because innumerable factors may interact to determine the specific
biological outcome of an exposure to electromagnetic fields, any protection guide shall consider
maximal amplification of biological effects as a result of field-body interactions, environmental

conditions, and physiological variables.

The highest reported SAR values are as follows:
WLAN: Head: 0.057W/Kg : Body-worn: 0.07W/Kg
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APPENDIX A
SAR Definition

Specific Absorption Rate (SAR) is defined as the time derivative (rate) of the
incremental energy (dU) absorbed by (dissipated in ) an incremental mass (dm)
contained in a volume element (dV) of a given density (p). It is also defined as the
rate of RF energy absorption pet unit mass at a point in an absorbing body (see Fig.

A1)

SL\RZE(O'_U):E a
dt\dm/ dt{ pdv

Figure A.1 SAR Mathematical Equation

SAR is expressed in units of Watts per Kilogram (W/kg).

SAR= oF%/p
Where :
o = conductivity of the tissue-simulant material (S/m)
p = mass density of the tissue-simulant material (kg/m®)
E = Total RMS electric field strength (V/m)

Note: The primary factors that control rate or energy absorption were found to be the wavelength
of the incident field in relations to the dimensions and geometry of the irradiated organism, the
orientation of the organism in relation to the polarity of field vectors, the presence of reflecting

surfaces, and whether conductive contact is made by the organism with a ground plane.

- End of page -



APPENDIX B

Probe Calibration Process

Dosimetric Assessment Procedure

Each probe is calibrated according to a dosimetric assessment procedure described in K. Pokovic,
T.Schmid, N. Kuster, Robust setup for precise calibration of E-field probes in tissue simulating
liquids at mobile communications frequencies, ICECOM97, Oct. 1997, pp. 120-124 with an accuracy
better than +/-10%. The spherical isotropy was evaluated with the procedure described in K. Pokovic,
T.Schmid, N. Kuster, E-field Probe with improved isotropy in brain simulating liquids, Proceedings
of the ELMAR, Zadar, June 23-25, 1996, pp. 172-175 and found to be better than +/-0.25dB. The
sensitivity parameters (NormX, NormY, NormZ), the diode compression parameter (DCP) and the
conversion factor (ConvF) of the probe is tested.

Free Space Assessment

The free space E-field from amplified probe outputs is determined in a test chamber. This is performed in
a TEM cell for frequencies bellow 1 GHz (see Fig. B.1), and in a waveguide above 1 GHz for free space.
For the free space calibration, the probe is placed in the volumetric center of the cavity and at the proper
orientation with the field. The probe is then rotated 360 degrees.

Temperature Assessment

E-field temperature correlation calibration is performed in a flat phantom flat phantom filled with the
appropriate simulated brain tissue. The measured free space E-field in the medium correlates to
temperature rise in a dielectric medium. For temperature correlation calibration a RF transparent
thermistor-based temperature probe is used in conjunction with the E-field probe (see Fig. B.2).

2
AT E" o
SAR=C— SAR= ——
At p
where: where:
At = exposure time (30 seconds) o = simulated tissue conductivity
C = heat capacity of tissue (brain or muscle). p = Tissue density (1.25 g/cm?® for brain tissue)

AT = temperature increase due to RF exposure.

SAR is proportional to AT/ At, the initial rate of tissue

heating, before thermal diffusion takes place. Now it's

possible to quantify the electric field in the simulated tissue
by equating the thermally derived SAR to the E-field;

di— L1

ﬁ

Ll |
LT
F rE nmihodn@Er @ NE P (T . - N T

Figure B.1. E-Field and Temperature Figure B.2. E-Field and temperature
measurements at 900MHz measurements at 1.9GHz



APPENDIX C

ANSI/IEEE C95.1 — 1992 RF EXPOSURE LIMITS

Uncontrolled Environment

UNCONTROLLED ENVIRONMENTS are defined as locations where there is the exposure of individuals
who have no knowledge or control of their exposure. The general population/uncontrolled exposure limits
are applicable to situations in which the general public may be exposed or in which persons who are
exposed as a consequence of their employment may not be made fully aware of the potential for
exposure or cannot exercise control over their exposure. Members of the general public would come
under this category when exposure is not employment-related; for example, in the case of a wireless
transmitter that exposes persons in its vicinity.

Controlled Environment

CONTROLLED ENVIRONMENTS are defined as locations where there is the exposure that may be
incurred by persons who are aware of the potential for exposure,(i.e. as a result of employment or
occupation). In general, occupational/controlled exposure limits are applicable to situations in which
persons are exposed as a consequence of their employment, who have been made fully aware of the
potential for exposure and can exercise control over their exposure. This exposure category is also
applicable when the exposure is of a transient nature due to incidental passage through a location where
the exposure levels may be higher than the general population/uncontrolled limits, but the exposed person
is fully aware of the potential for exposure and can exercise control over his or her exposure by leaving the
area or by some other appropriate means.

Table C.1 Safety Limits for Partial Body Exposure

UNCONTROLLED ENVIRONMENT CONTROLLED ENVIRONMENT
General Population General Population
(W/kg) or (mWi/g) (W/kg) or (mWi/g)
]
SPATIAL PEAK SAR 160 8.00
Brain
SPATIAL PEAK SAR?
Whole Body 0.08 040
SPATIAL PEAK SAR®
Hands,Feet,Ankles, Wrists 4.00 20.00

! The Spatial Peak value of the SAR averaged over any 1 gram of tissue (defined as tissue volume in the shape of a
cube) and over the appropriate averaging time.

2 The Spatial Average value of the SAR averaged over the whole body.

® The Spatial Peak value of the SAR averaged over any 10 grams of tissue (defined as a tissue volume in the shape of
a cube) and over the appropriate averaging time.




APPENDIX D
The Validation Measurements



DUT: Dipole 2450 MHz; Serial: 807

Program Name: 2450MHz Dipole Validation 2011.03.05

Procedure Name: 2450MHz @ 100mW

Meas. Ambient Temp(celsius)-22.6,Tissue Temp(celsius)-22.4;Test Date-05/Mar/2011

Communication System: CW; Frequency: 2450 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2450 MHz; o = 1.82 mho/m; €, = 39.2; p = 1000 kg/m3
Phantom section: Flat Section

DASY5 Configuration:

- Probe: ES3DV3 - SN3080; ConvF(4.34, 4.34, 4.34); Calibrated: 2011-01-26
- Sensor-Surface: 4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn533; Calibrated: 2010-09-22

- Phantom: SAM PHANTOM #1; Type: SAM; Serial: TP-1603

- Measurement SW: DASY5, V5.0 Build 125; SEMCAD X Version 13.4 Build 125

2450MHz @ 100mW/Area Scan (51x51x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 5.55 mW/g

2450MHz @ 100mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 59 V/m; Power Drift = -0.079 dB

Peak SAR (extrapolated) = 11.6 W/kg

SAR(1 g) = 5.48 mWI/g; SAR(10 g) = 2.5 mWI/g

Maximum value of SAR (measured) = 6.24 mW/g
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DUT: Dipole 2450 MHz; Serial: 807

Program Name: 2450MHz Dipole Validation 2011.03.05

Procedure Name: 2450MHz @ 100mW

Meas. Ambient Temp(celsius)-22.5,Tissue Temp(celsius)-22.1;Test Date-05/Mar/2011

Communication System: CW; Frequency: 2450 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2450 MHz; ¢ = 1.99 mho/m; er = 51.8; p = 1000 kg/m3
Phantom section: Left Section

DASY5 Configuration:

- Probe: ES3DV3 - SN3080; ConvF(4.08, 4.08, 4.08); Calibrated: 2011-01-26

- Sensor-Surface: 4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn533; Calibrated: 2010-09-22

- Phantom: Triple Flat Phantom 5.1; Type: Triple Flat Phantom 5.1; Serial: 1007
- Measurement SW: DASY5, V5.0 Build 125; SEMCAD X Version 13.4 Build 125

2450MHz @ 100mW/Area Scan (51x51x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 6.16 mW/g

2450MHz @ 100mW/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm,
dz=5mm

Reference Value = 45.5 V/m; Power Drift = 0.000162 dB

Peak SAR (extrapolated) = 11.5 W/kg

SAR(1 g) = 5.12 mW/g; SAR(10 g) = 2.27 mW/g

Maximum value of SAR (measured) = 5.74 mW/g
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APPENDIX E
Plots of The SAR Measurements



DUT: YP-G70; Serial: FI-072-A

Program Name: YP-G70 WLAN Right (Job.: FI-072)

Procedure Name: Cheek,Ch.06, Ant.Intenna, Bat.Standard

Meas. Ambient Temp(celsius)-22.6,Tissue Temp(celsius)-22.4;Test Date-05/Mar/2011

Communication System: WLAN; Frequency: 2437 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2437 MHz; o = 1.82 mho/m; €, = 39.2; p = 1000 kg/m3
Phantom section: Right Section

DASY5 Configuration:

- Probe: ES3DV3 - SN3080; ConvF(4.34, 4.34, 4.34); Calibrated: 2011-01-26
- Sensor-Surface: 4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn533; Calibrated: 2010-09-22

- Phantom: SAM PHANTOM #1; Type: SAM; Serial: TP-1603

- Measurement SW: DASY5, V5.0 Build 125; SEMCAD X Version 13.4 Build 125

Cheek,Ch.06, Ant.Intenna, Bat.Standard/Area Scan (51x81x1): Measurement grid: dx=20mm,
dy=20mm
Maximum value of SAR (interpolated) = 0.055 mW/g

Cheek,Ch.06, Ant.Intenna, Bat.Standard/Zoom Scan (5x5x7)/Cube 0: Measurement grid:
dx=8mm, dy=8mm, dz=5mm

Reference Value = 1.83 V/m; Power Drift = 0.111 dB

Peak SAR (extrapolated) = 0.113 W/kg

SAR(1 g) = 0.057 mWI/g; SAR(10 g) = 0.028 mW/g

Maximum value of SAR (measured) = 0.061 mW/g
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DUT: YP-G70; Serial: FI-072-A

Program Name: YP-G70 WLAN Right (Job.: FI-072)

Procedure Name: Tilted,Ch.06, Ant.Intenna, Bat.Standard

Meas. Ambient Temp(celsius)-22.6,Tissue Temp(celsius)-22.4;Test Date-05/Mar/2011

Communication System: WLAN; Frequency: 2437 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2437 MHz; o = 1.82 mho/m; €, = 39.2; p = 1000 kg/m3
Phantom section: Right Section

DASY5 Configuration:

- Probe: ES3DV3 - SN3080; ConvF(4.34, 4.34, 4.34); Calibrated: 2011-01-26
- Sensor-Surface: 4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn533; Calibrated: 2010-09-22

- Phantom: SAM PHANTOM #1; Type: SAM; Serial: TP-1603

- Measurement SW: DASY5, V5.0 Build 125; SEMCAD X Version 13.4 Build 125

Tilted,Ch.06, Ant.Intenna, Bat.Standard/Area Scan (51x71x1): Measurement grid: dx=20mm,
dy=20mm
Maximum value of SAR (interpolated) = 0.019 mW(/g

Tilted,Ch.06, Ant.Intenna, Bat.Standard/Zoom Scan (5x5x7)/Cube 0: Measurement grid:
dx=8mm, dy=8mm, dz=5mm

Reference Value = 3.47 V/m; Power Drift = 0.155 dB

Peak SAR (extrapolated) = 0.043 W/kg

SAR(1 g) = 0.021 mWi/g; SAR(10 g) = 0.011 mW/g

Maximum value of SAR (measured) = 0.021 mW/g
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DUT: YP-G70; Serial: FI-072-A

Program Name: YP-G70 WLAN Left (Job No. : FI-072)

Procedure Name: Cheek, Ch.06, Ant.Intenna, Bat.Standard

Meas. Ambient Temp(celsius)-22.6,Tissue Temp(celsius)-22.4;Test Date-05/Mar/2011

Communication System: WLAN; Frequency: 2437 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2437 MHz; o = 1.82 mho/m; €, = 39.2; p = 1000 kg/m3
Phantom section: Left Section

DASY5 Configuration:

- Probe: ES3DV3 - SN3080; ConvF(4.34, 4.34, 4.34); Calibrated: 2011-01-26
- Sensor-Surface: 4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn533; Calibrated: 2010-09-22

- Phantom: SAM PHANTOM #1; Type: SAM; Serial: TP-1603

- Measurement SW: DASY5, V5.0 Build 125; SEMCAD X Version 13.4 Build 125

Cheek, Ch.06, Ant.Intenna, Bat.Standard/Area Scan (51x81x1): Measurement grid:
dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 0.023 mW(/g

Cheek, Ch.06, Ant.Intenna, Bat.Standard/Zoom Scan (5x5x7)/Cube 0: Measurement grid:
dx=8mm, dy=8mm, dz=5mm

Reference Value = 1.94 V/m; Power Drift = -0.152 dB

Peak SAR (extrapolated) = 0.044 W/kg

SAR(1 g) = 0.024 mWi/g; SAR(10 g) = 0.014 mW/g

Maximum value of SAR (measured) = 0.026 mW/g
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DUT: YP-G70; Serial: FI-072-A

Program Name: YP-G70 WLAN Left (Job No. : FI-072)

Procedure Name: Tilted, Ch.06, Ant.Intenna, Bat.Standard

Meas. Ambient Temp(celsius)-22.6,Tissue Temp(celsius)-22.4;Test Date-05/Mar/2011

Communication System: WLAN; Frequency: 2437 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2437 MHz; o = 1.82 mho/m; €, = 39.2; p = 1000 kg/m3
Phantom section: Left Section

DASY5 Configuration:

- Probe: ES3DV3 - SN3080; ConvF(4.34, 4.34, 4.34); Calibrated: 2011-01-26
- Sensor-Surface: 4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn533; Calibrated: 2010-09-22

- Phantom: SAM PHANTOM #1; Type: SAM; Serial: TP-1603

- Measurement SW: DASY5, V5.0 Build 125; SEMCAD X Version 13.4 Build 125

Tilted, Ch.06, Ant.Intenna, Bat.Standard/Area Scan (51x81x1): Measurement grid: dx=20mm,
dy=20mm
Maximum value of SAR (interpolated) = 0.026 mW(/g

Tilted, Ch.06, Ant.Intenna, Bat.Standard/Zoom Scan (5x5x7)/Cube 0: Measurement grid:
dx=8mm, dy=8mm, dz=5mm

Reference Value = 3.51 V/m; Power Drift = 0.178 dB

Peak SAR (extrapolated) = 0.055 W/kg

SAR(1 g) = 0.029 mWi/g; SAR(10 g) = 0.015 mW/g

Maximum value of SAR (measured) = 0.031 mW/g
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DUT: YP-G70; Serial: FI-072-A

Program Name: YP-G70 WLAN Right (Job.: FI-072)

Procedure Name: Cheek,Ch.06, Ant.Intenna, Bat.Standard

Meas. Ambient Temp(celsius)-22.6,Tissue Temp(celsius)-22.4;Test Date-05/Mar/2011

Communication System: WLAN; Frequency: 2437 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2437 MHz; o = 1.82 mho/m; €, = 39.2; p = 1000 kg/m3
Phantom section: Right Section

DASY5 Configuration:

- Probe: ES3DV3 - SN3080; ConvF(4.34, 4.34, 4.34); Calibrated: 2011-01-26
- Sensor-Surface: 4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn533; Calibrated: 2010-09-22

- Phantom: SAM PHANTOM #1; Type: SAM; Serial: TP-1603

- Measurement SW: DASY5, V5.0 Build 125; SEMCAD X Version 13.4 Build 125

Cheek,Ch.06, Ant.Intenna, Bat.Standard/Area Scan (51x81x1): Measurement grid: dx=20mm,
dy=20mm
Maximum value of SAR (interpolated) = 0.055 mW(/g

Cheek,Ch.06, Ant.Intenna, Bat.Standard/Zoom Scan (5x5x7)/Cube 0: Measurement grid:
dx=8mm, dy=8mm, dz=5mm

Reference Value = 1.83 V/m; Power Drift = 0.111 dB

Peak SAR (extrapolated) = 0.113 W/kg

SAR(1 g) = 0.057 mWi/g; SAR(10 g) = 0.028 mW/g

Maximum value of SAR (measured) = 0.061 mW/g

1g/10g Averaged SAR
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DUT: YP-G70; Serial: FI-072-A

Program Name: YP-G70 WLAN Body (Job No. : FI-072)

Procedure Name: Body, Ch.1, Ant.Intenna, Bat.Standard, Back

Meas. Ambient Temp(celsius)-22.5,Tissue Temp(celsius)-22.1;Test Date-05/Mar/2011

Communication System: WLAN; Frequency: 2412 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2412 MHz; ¢ = 1.99 mho/m; ¢, = 51.8; p = 1000 kg/m3
Phantom section: Left Section

DASY5 Configuration:

- Probe: ES3DV3 - SN3080; ConvF(4.08, 4.08, 4.08); Calibrated: 2011-01-26

- Sensor-Surface: 4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn533; Calibrated: 2010-09-22

- Phantom: Triple Flat Phantom 5.1; Type: Triple Flat Phantom 5.1; Serial: 1007
- Measurement SW: DASY5, V5.0 Build 125; SEMCAD X Version 13.4 Build 125

Body, Ch.1, Ant.Intenna, Bat.Standard, Back/Area Scan (51x71x1): Measurement grid:
dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 0.053 mW/g

Body, Ch.1, Ant.Intenna, Bat.Standard, Back/Zoom Scan (5x5x7)/Cube 0: Measurement
grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 2.84 V/m; Power Drift = 0.080 dB

Peak SAR (extrapolated) = 0.104 W/kg

SAR(1 g) = 0.054 mWi/g; SAR(10 g) = 0.028 mW/g

Maximum value of SAR (measured) = 0.061 mW/g
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DUT: YP-G70; Serial: FI-072-A

Program Name: YP-G70 WLAN Body (Job No. : FI-072)

Procedure Name: Body, Ch.6, Ant.Intenna, Bat.Standard, Back

Meas. Ambient Temp(celsius)-22.5,Tissue Temp(celsius)-22.1;Test Date-05/Mar/2011

Communication System: WLAN; Frequency: 2437 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2437 MHz; ¢ = 1.99 mho/m; ¢, = 51.8; p = 1000 kg/m3
Phantom section: Left Section

DASY5 Configuration:

- Probe: ES3DV3 - SN3080; ConvF(4.08, 4.08, 4.08); Calibrated: 2011-01-26

- Sensor-Surface: 4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn533; Calibrated: 2010-09-22

- Phantom: Triple Flat Phantom 5.1; Type: Triple Flat Phantom 5.1; Serial: 1007
- Measurement SW: DASY5, V5.0 Build 125; SEMCAD X Version 13.4 Build 125

Body, Ch.6, Ant.Intenna, Bat.Standard, Back/Area Scan (51x71x1): Measurement grid:
dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 0.059 mW/g

Body, Ch.6, Ant.Intenna, Bat.Standard, Back/Zoom Scan (5x5x7)/Cube 0: Measurement
grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 2.97 V/m; Power Drift = 0.122 dB

Peak SAR (extrapolated) = 0.121 W/kg

SAR(1 g) = 0.061 mW/g; SAR(10 g) = 0.031 mW/g

Maximum value of SAR (measured) = 0.068 mW/g
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DUT: YP-G70; Serial: FI-072-A

Program Name: YP-G70 WLAN Body (Job No. : FI-072)

Procedure Name: Body, Ch.11, Ant.Intenna, Bat.Standard, Back

Meas. Ambient Temp(celsius)-22.5,Tissue Temp(celsius)-22.1;Test Date-05/Mar/2011

Communication System: WLAN; Frequency: 2462 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2462 MHz; ¢ = 1.99 mho/m; ¢, = 51.8; p = 1000 kg/m3
Phantom section: Left Section

DASY5 Configuration:

- Probe: ES3DV3 - SN3080; ConvF(4.08, 4.08, 4.08); Calibrated: 2011-01-26

- Sensor-Surface: 4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn533; Calibrated: 2010-09-22

- Phantom: Triple Flat Phantom 5.1; Type: Triple Flat Phantom 5.1; Serial: 1007
- Measurement SW: DASY5, V5.0 Build 125; SEMCAD X Version 13.4 Build 125

Body, Ch.11, Ant.Intenna, Bat.Standard, Back/Area Scan (51x71x1): Measurement grid:
dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 0.065 mW/g

Body, Ch.11, Ant.Intenna, Bat.Standard, Back/Zoom Scan (5x5x7)/Cube 0: Measurement
grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 3.38 V/m; Power Drift = 0.126 dB

Peak SAR (extrapolated) = 0.137 W/kg

SAR(1 g) = 0.070 mWi/g; SAR(10 g) = 0.035 mW/g

Maximum value of SAR (measured) = 0.078 mW/g
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DUT: YP-G70; Serial: FI-072-A

Program Name: YP-G70 WLAN Body (Job No. : FI-072)

Procedure Name: Body, Ch.11, Ant.Intenna, Bat.Standard, Front

Meas. Ambient Temp(celsius)-22.5,Tissue Temp(celsius)-22.1;Test Date-05/Mar/2011

Communication System: WLAN; Frequency: 2462 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2462 MHz; ¢ = 1.99 mho/m; er = 51.8; p = 1000 kg/m3
Phantom section: Left Section

DASY5 Configuration:

- Probe: ES3DV3 - SN3080; ConvF(4.08, 4.08, 4.08); Calibrated: 2011-01-26

- Sensor-Surface: 4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn533; Calibrated: 2010-09-22

- Phantom: Triple Flat Phantom 5.1; Type: Triple Flat Phantom 5.1; Serial: 1007
- Measurement SW: DASY5, V5.0 Build 125; SEMCAD X Version 13.4 Build 125

Body, Ch.11, Ant.Intenna, Bat.Standard, Front/Area Scan (51x71x1): Measurement grid:
dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 0.042 mW/g

Body, Ch.11, Ant.Intenna, Bat.Standard, Front/Zoom Scan (5x5x7)/Cube 0: Measurement
grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 2.7 V/m; Power Drift = 0.110 dB

Peak SAR (extrapolated) = 0.073 W/kg

SAR(1 g) = 0.039 mWi/g; SAR(10 g) = 0.021 mW/g

Maximum value of SAR (measured) = 0.042 mW(/g
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DUT: YP-G70; Serial: FI-072-A

Program Name: YP-G70 WLAN Body (Job No. : FI-072)

Procedure Name: Body, Ch.11, Ant.Intenna, Bat.Standard, Front Without Earphone
Meas. Ambient Temp(celsius)-22.5,Tissue Temp(celsius)-22.1;Test Date-05/Mar/2011

Communication System: WLAN; Frequency: 2462 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2462 MHz; ¢ = 1.99 mho/m; er = 51.8; p = 1000 kg/m3
Phantom section: Left Section

DASY5 Configuration:

- Probe: ES3DV3 - SN3080; ConvF(4.08, 4.08, 4.08); Calibrated: 2011-01-26

- Sensor-Surface: 4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn533; Calibrated: 2010-09-22

- Phantom: Triple Flat Phantom 5.1; Type: Triple Flat Phantom 5.1; Serial: 1007
- Measurement SW: DASY5, V5.0 Build 125; SEMCAD X Version 13.4 Build 125

Body, Ch.11, Ant.Intenna, Bat.Standard, Front Without Earphone/Area Scan (51x71x1):
Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 0.021 mW/g

Body, Ch.11, Ant.Intenna, Bat.Standard, Front Without Earphone/Zoom Scan
(5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 2.03 V/m; Power Drift = 0.090 dB

Peak SAR (extrapolated) = 0.039 W/kg

SAR(1 g) = 0.020 mW/g; SAR(10 g) = 0.011 mW/g

Maximum value of SAR (measured) = 0.022 mW(/g

396

-r.az

145

-19.6

0dB =0.022mW/g



DUT: YP-G70; Serial: FI-072-A

Program Name: YP-G70 WLAN Body (Job No. : FI-072)

Procedure Name: Body, Ch.11, Ant.Intenna, Bat.Standard, Back Without Earphone
Meas. Ambient Temp(celsius)-22.5,Tissue Temp(celsius)-22.1;Test Date-05/Mar/2011

Communication System: WLAN; Frequency: 2462 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2462 MHz; ¢ = 1.99 mho/m; er = 51.8; p = 1000 kg/m3
Phantom section: Left Section

DASY5 Configuration:

- Probe: ES3DV3 - SN3080; ConvF(4.08, 4.08, 4.08); Calibrated: 2011-01-26

- Sensor-Surface: 4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn533; Calibrated: 2010-09-22

- Phantom: Triple Flat Phantom 5.1; Type: Triple Flat Phantom 5.1; Serial: 1007
- Measurement SW: DASY5, V5.0 Build 125; SEMCAD X Version 13.4 Build 125

Body, Ch.11, Ant.Intenna, Bat.Standard, Back Without Earphone/Area Scan (51x71x1):
Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 0.065 mW/g

Body, Ch.11, Ant.Intenna, Bat.Standard, Back Without Earphone/Zoom Scan
(5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 3.36 V/m; Power Drift = 0.122 dB

Peak SAR (extrapolated) = 0.125 W/kg

SAR(1 g) = 0.064 mW/g; SAR(10 g) = 0.032 mW/g

Maximum value of SAR (measured) = 0.072 mW/g
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DUT: YP-G70; Serial: FI-072-A

Program Name: YP-G70 WLAN Body (Job No. : FI-072)

Procedure Name: Body, Ch.11, Ant.Intenna, Bat.Standard, Back

Meas. Ambient Temp(celsius)-22.5,Tissue Temp(celsius)-22.1;Test Date-05/Mar/2011

Communication System: WLAN; Frequency: 2462 MHz;Duty Cycle: 1:1
Medium parameters used: f = 2462 MHz; o = 1.99 mho/m; ¢, = 51.8; p = 1000 kg/m3
Phantom section: Left Section

DASY5 Configuration:

- Probe: ES3DV3 - SN3080; ConvF(4.08, 4.08, 4.08); Calibrated: 2011-01-26

- Sensor-Surface: 4mm (Mechanical Surface Detection)

- Electronics: DAE4 Sn533; Calibrated: 2010-09-22

- Phantom: Triple Flat Phantom 5.1; Type: Triple Flat Phantom 5.1; Serial: 1007
- Measurement SW: DASY5, V5.0 Build 125; SEMCAD X Version 13.4 Build 125

Body, Ch.11, Ant.Intenna, Bat.Standard, Back/Area Scan (51x71x1): Measurement grid:
dx=20mm, dy=20mm
Maximum value of SAR (interpolated) = 0.065 mW(/g

Body, Ch.11, Ant.Intenna, Bat.Standard, Back/Zoom Scan (5x5x7)/Cube 0: Measurement
grid: dx=8mm, dy=8mm, dz=5mm

Reference Value = 3.38 V/m; Power Drift = 0.126 dB

Peak SAR (extrapolated) = 0.137 W/kg

SAR(1 g) = 0.070 mWi/g; SAR(10 g) = 0.035 mW/g

Maximum value of SAR (measured) = 0.078 mW/g

1g/10g Averaged SAR
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APPENDIX F

Probe Calibration
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Probe ES3DV3

SN:3080

Manufactured; March 14. 2005
Last calibrated January 27, 2010
Recalibrated January 26, 2011

Calibrated for DASY/EASY Systems
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DASY/EASY - Parameters of Probe: ES3DV3 SN:3080

Basic Calibration Parameters

Jdanuary 26, 2011
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ESIDWI SN:A0B0

DASY/EASY - Parameters of Probe: ES3DV3 SN:3080

Calibration Parameter Detormined in Head Tissue Simulating Madia

January 26, 2011

[ [MHz] Valihny [MHz]  Parmimisiny Comtucha®y Conel & CanyF ¥ CanvF 2 Algha  Depih Uee (b=l
BEOD # Bl ra 10 Al Bah 0ad ¢ 5k 5T 5T7 BT 0 G5 0 8110
800 & 50 e 0 AT 55N 197z BN B0 &TD B ATE [0 5 108 21709
1780 kB g 100 &1 v s 1 &T & Bw &O7 sar BT {} 51 (- N RN
1810 5O = 100 S0 LS R 4 82 i 53 q g { Bl &1 g1E0°
1900 500 & 10 ok |l & 5% a K7 'Y b aET fi &5 137 =110
2480 280 /¢ 100 L Y i Al m 5% 454 454 434 Gar {8 100
2600 8 B0 4100 MOy s 1 5 8 5% a4 P i a4 & Ja 0 18T 110

il il o o 10 L Lo s s ORI Y ol il i i PR 0 TP il i om Pl TP il D Clpnal | ssim by o o atiinsiion Swepsmis g

el T LA e Vsl b g e b

Castlesie hin F50-3080 a1 Pamse 4 ol



ESIDVI SN 3080 danuary 26, 2011

DASY/EASY - Parameters of Probe: ES3DV3 SN:3080

Calibration Parameter Determined in Body Tissue Simulating Media
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ESIDVI SN 1080

Frequency Response of E-Field
(TEM-Coll:ifi1 10 EXX. Waveguide: RZ2)
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Receiving Pattern (4), 4 = 0°
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Dynamic Range f(SAR,,...4)
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Other Probe Parameters
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Probe Owerall Lengih AT fim

Prote Baody Damatg 18 rren|
Tig Lengih 10 mm

Tip Diarrsaba 4 i)
Probe Tie o Serae X Caktralion Posal 2 iy

Priobe T 1o Senssd ¥ Cabbiralion Posil i mm

Probe T 1o Sensor 2 Caliwaton Fuird 2 mm|
Racommenied biaas:remesn Cistance rom Surtace A i

Capfibcaie o E50 3080 Jdgntt

Fage 110 01







APPENDIX G
Calibration of The Validation Dipole
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Calibration Laboratory of
Schmid & Partner

Engineaning AG
Taughsuanirasas L) 0004 Pisiih, Bwilieriend

fchwescrenncher Mallbrerdivisl
Servce siisse ddannage
Sarvrio seiessro i innsturs
liwerin Calibiition Baroce

A i by us Bavas Acciedilabon Sebece (DA Acerndiiation Mo ; SCE 108
Tha Sawine Accoeditalion Seraice i ore of the signssonss o the EA
Multilaierel Agiesmueni far ik recognition of calibrsiion cemndicaies

Glossary:

TSL tissue simulating bouid

ConvF sensithvity in TSL /| NORM x.y,z
MiA not applicable or not measurad

Calibration is Performed According to the Following Standards:

a) IEEE Sid 1528-2003, "IEEE Recommended Practice for Determining ihe Peak Spatial-
Averaged Spectlic Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measuremant Tachniques®. Decembear 2003

by IEC 62209-1, “Procadure 1o measure the Specific Absorption Rate (SAR) for hand-held
devices used in close praximity to the ear ifrequency range of 300 MHz o 3 GHz)",
February 2005

€] Federal Communications Commission Office of Engineernng & Technology (FCC OET),
“Evaluating Compliance with FCC Guidelines for Human Exposure 1o Radiofrequency
Eleciromagnetic Fields; Additional Information for Evaluating Comgliance of Mabile and
Partable Devices with FCC Limits for Human Exposure to Radiofrequency Emissions”,
Supplemant C (Edition 01-01) to Bullatin 85

Additional Documentation:
d} DASY4/E System Handbook

Methods Applied and Interpretation of Parameters:
*  Measurement Conditions: Further detalls are available from the Validation Report al the and
af the cerificate. All igures stated in the certificate are valid al the frequency indicated

* Antenna Parameters with TSL. The dipole is mounted with the spacer to position its feed
poin axaclly below the center marking of the flat phanlom section, with the arms oranbed
parallal to the body axis

» Feed Paint impadance and Return Loss: These paramelers are measured with the dipole
positioned undar the liguid filled phantom. The impedance stated s fransformad from the
mieasuremeant at the SMA connector 1o the feed point. The Return Loss ensunes low
reflected power, No uncerainty requined.

o FEiectrical Delay; Ona-way delay batwean the SMA eonnector and tha antenna feed pami
Mo uncariainty reguired

o SAR measured: SAR measured at the staled antenna input power

« SAR normalized: SAR as measured, normalized 1o an inpul power of 1 W at the antenna
connector.

« SAR for nominal TSL paramelers: The measurad TSL parameters are used 1o calculale the
nominal SA4R rasult,

Camfcaia No. [4GVE-BOT Falk1o Pagn 7 ol )



Measurement Conditions

DASY sysinm confguratian. & I s nol given on page 1
OASY Varsion DASYE wh2
Extrapolaiion Advanced Exrmpalanon
Phaniirn Madulasr Flal Phankom vd 0
Distance Dipale Center - TSL 1 mm wilh Spocer
Zoom Scan Mesolution du, dy, dr = 5§ mm
Fraguancy 2450 MHE = 1 MHz
Head TSL paramelers
Tha lolawing pararrmism and calcidalions weve sppied -
Tamperature Parmittivsty Canductivity
Maominal Head TSL paramatars 220°C ang 180 ol
Measured Hoad TSL parsmaters (22.0203)"C WAz E% 1.7 mbaim 2 0%
Head TSL temporature during fest (T e02)°C — —
SAR result with Head TSL
BAR avaragad over 1 om’ (1 g) of Hesd TSL Condilicn
BAR measimd Z50 i input pawer 138 mW /g
BAR nommalizes namaiged io 1W 544 mwW | g
BAR for nominal Head TSL paremalers nommaised o 1 544 mW ig £ 17.0 % (k=2)
SAR averaged over 10 cm’ (10 g) of Hasd TSL candilion
SAR mansisd FHO MY inpul peresar IJ:II'mW.'_u_
BAR nesmalized nommalized o 10 258 mW | g
BAR tor nomine! Hesd TEL porameders nomsized o W 284 MW g £ 16,5 % (k=)

Canileatn Mo 2450807 Feh 10 Fage 3 ol i




Body TSL parameters
Thi lalowirg parameiers and caiculalions seee appled,

Tumperature Parméttivity Condusctivity
Haminal Body THL parssmeters ZZ0°Cc =) 1 #6 mhaim
Measiied Body TEL paramaiers (220t02'C AT LT 200 rribindm & 6%
memu 215202 C e —

SAR result with Body T5L

SAR svoruged aver 1 cm’ {1 g} of Body TEL Ciord ifkan
BAR mapnanes 250 M wgiul poveer 13|:|-r|'|'ﬂ'rn
SAR raosirrsslized ratraieed o 1 520m (g
SAR far nosonal Bady TSL paramelsrs romasiznd o 18 510 mW g 970 % (k=3
SAR svaraged ower 10 cm’ |10 ) of Body TSL candition _;
BAH rensaied 250 MW irgul o AN mW i g
SAR rormalioned rowmaised o 16 mw g
SAR for noemirad Bady TSL noremalsry el 1o 19 FaR N EEE R LR T

Garihcali No. DR480VE-B0T_Fanih
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Appendix
Antenna Parameters with Head TSL

Impadance, ramsfamed i fesd poind G440+ 004
Ratirn Loss - 6.4 ol

Antenna Parameiers with Body TSL

Impeance tanslomed o lead paint AR50+ 185t
Rmlurn Loss - 28.1 48

General Antenna Paramaters and Design

| Elacines ey (onn droction) | 1150 s ]

Altar long i use wilh 100W redaled power, only @ slight warming of tha Spale nair (s lssdpainl con be measymo

The dpols |s made ol standad semingd coaosl cable The cerler conduciar al Sie fedng line & ditscy coniecied 1o the
sscond aeim al the dpale. The antanra is Iherstors shor-circuitad tor DC-sgnals

o gacessive force must be applied o fe dipole sms, becaume They mighi Bead or Be soldersd conmactions raae [P
|t pacirt il iy clmirajjaad

Additional EUT Data

Marufachimd by BFEAG
iarailischared on Movember 02 2008

Certilcal Mo, DZ45S0E-B0T_Fakio Page b of 9




DASYS Validation Report for Head TSL

LtV imae; DR A2 300000 14031132
Fest Labormiony: SPEAG, Aurich, Switeerland
VT Dipaste 2450 MMz Type: D2450V2; Serial: D450V - SN:R07

Commmumication System: OW; Fregoeney: 2450 MEHz Doty Cyele: 100

Pdedum: HSL 1] | BR

Medium parmmeters usod: 1 2450 MHez o = 1L.79 mhoim: g = 38.7: p = O kgt
Pheantom seciion: |l Section

Mhesswrernent Stmdand: DASY S (TEEENREC ANSDORT 1892007

EIASY S Conliguration
s Prolse: PRIV - SME205: ConvFid.53, 4 .53, 497 Callbeied: M 0 {10
o memsr-Surisce) Toom | Mechonical Surfmee Detection)
o FBlectromics: IIAF4 So600; Calibeated: 07,03 20008
& Phmtom: Flat Phantoim 5.0 6 ot Typse: QEMRMIPSOA AL Serial: 10000

o Mensurement 5W: DASYS, VA2 Bulld 157; SEMCAD X Yersban 140 Ruild 47

Pin=250 mW /d=10mm, dist=3.0mm (ES-Probe vZoom Scan (Tx7x7) /Cube (O Measumemen
grid: dyv=Smm. dy=Snumn, @S

Reference Value - 1005 Vim; Bower Dirift = 0,032 JdR

Peak SAHR (extripolsied) = I7.9 W/ikg

SAR( g = 106 mWigs SARID g) = 6.37 mWig

Musrimum valhse of SAR (measured) = 7.5 mWig

=

dB = 17, 5mWiy

Camfcaie Mo DE450VE-N0T_Febid Fga 6 of &



Impedance Measurement Plot for Head TSL
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DASYS Validation Repart for Body

Dharbee" R O 002 000000 5 paeens
Pest Labonsiony: SPEAG, Surich, Switzerland
TRUT: Dipesle 2450 MEHF: Ty DB2450Y 2; Secial; D2450% 2 - SN:507

Commnumication Sysbern: UW; Frogueney: 2450 MEw Duty Cyele: 151

Medium: MEL U710 BB

Mudium parimeters used: 1= 2450 MHe 0 = 2 mbhotm; o= 518 p= 1000 kg/m
PFhatonm section: Flal Sectiog

Mheasurerent Suimdand; DASY S (IEEETECANS] CR3, 19200575

DASY S Configuniion
o Prodse FESIOWVT C SRINIS: Cogie FO430, 430, 430 ) Culibeated: 2606, 3004
o Sepsor-S e S (Mechmicnl Surface Delection)
s Flecirumics: [WAES Sividld ] Calibrageh; 07 03 3000
«  Phuom: Flar Phamom 3.0 (hack 1 Type: QDOOGPI0AA; Seral: 1002

o Measuremen! SWe IASYS, VA2 Build 157; SEMCAD X Version 140 Bulld 57

Pin2S0 m'W /d=10mm, dist=30mm (ES-Probe )/ Zoom Sean (Tx7a7) (Cube 0 Measuremeni
gric; abs=Smm, dy=5mm., Jde=Hmm

Helerenee Value © 96,4 Ve Power Dl = -0.000 Jdi§

Prak SAH (estrmpilaged) = 26,7 W h‘-l—'

SAR(L g = 13 mW/ig SARCIN g) = 5958 mW/g

Musimum value ol SAR {messied) = 17, mWig

L
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Impedance Measurement Plot for Body TSL
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