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Summary of Test Result

E:,Z: Rc‘;:;: Test ltems (PAZ(::;:IL) Remark
3.1 15.407(e) 6dB & 26dB Bandwidth Pass -
3.1 2.1049 99% Occupied Bandwidth Pass -
3.2 15.407(a) Maximum E.|.R.P Output Power Pass -
3.3 15.407(a) Power Spectral Density Pass -
3.4 15.407(b) Unwanted Emissions Pass -
3.5 15.207 AC Conducted Emission Pass -
3.6 15.203 Antenna Requirement Pass -

Conformity Assessment Condition:

1. The test results (PASS/FAIL) with all measurement uncertainty excluded are presented against the
regulation limits or in accordance with the requirements stipulated by the applicant/manufacturer who
shall bear all the risks of non-compliance that may potentially occur if measurement uncertainty is taken
into account.

2.  The measurement uncertainty please refer to each test result in the section “Measurement Uncertainty”.

Disclaimer:
The product specifications of the EUT presented in the test report that may affect the test assessments are
declared by the manufacturer who shall take full responsibility for the authenticity.

Reviewed by: Yun Huang
Report Producer: Yuri Huang
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1

General Description

1.1 Product Feature of Equipment Under Test
Product Feature
General Specs
LTE/NTN, Bluetooth, Bluetooth-LE, Bluetooth-LE ASK, Bluetooth-LE GFSK, Wi-Fi 2.4GHz
802.11b/g/n/aclax, Wi-Fi 5GHz 802.11a/n/ac/ax, NFC, UWB, 60GHz and GNSS.
Antenna Type
WLAN: PIFA Antenna
EUT Information List
S/IN Performed Test Item
58011WRDQL10KA RF Conducted Measurement
5C251WRDQL13PF Radiated Spurious Emission
5C261WRDQL13RY Conducted Emission
Antenna information
5850 MHz ~ 5895 MHz Peak Gain (dBi) ‘ 0.5
Remark: The EUT's information above is declared by manufacturer. Please refer to Disclaimer in report
summary.
1.2 Modification of EUT
No modifications made to the EUT during the testing.
1.3 Testing Location
The test location is accredited based on TAF code 3786 designated by NCC (National Communication
Commission).
Test Site Sporton International Inc. Wensan Laboratory
Test Site Location No.58, Aly. 75, Ln. 564, Wenhua 3rd, Rd., Guishan Dist.,
Taoyuan City 333010, Taiwan (R.O.C.)
FCC designation No.: TW3786
Note:The test site complies with ANSI C63.4 2014 requirement.
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1.4 Applicable Standards

According to the specifications declared by the manufacturer, the EUT must comply with the
requirements of the following standards:

+ FCC Part 15 Subpart E

+ FCC KDB 789033 D02 General UNII Test Procedures New Rules v02r01.

+ FCC KDB 414788 D01 Radiated Test Site vO1r01.

+ FCC KDB 291074 D02 EMC Measurement vO1

+ ANSI C63.10-2020 + Cor.1-2023

Remark:

1. All the test items were validated and recorded in accordance with the standards without any
modification during the testing.

2. The TAF code is not including all the FCC KDB listed without accreditation.
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2 Test Configuration of Equipment Under Test

a. The EUT has been associated with peripherals and configuration operated in a manner tended to
maximize its emission characteristics in a typical application. Frequency range investigated:
conduction emission (150 kHz to 30 MHz), radiation emission (9 kHz to the 10th harmonic of the
highest fundamental frequency or to 40 GHz, whichever is lower). For radiated measurement, the
measured emission level of the EUT was maximized by rotating the EUT on a turntable, adjusting
the orientation of the EUT and EUT antenna in three orthogonal axis (X: flat, Y: portrait, Z:
landscape), and adjusting the measurement antenna orientation, following C63.10 exploratory test

procedures and find X plane with Adapter as worst plane.

b. AC power line Conducted Emission was tested under maximum output power.

2.1 Carrier Frequency and Channel

F N
Frequency Band Bandwidth Channel requency E0
(MHz)
169 5845 Straddle
20 MHz 173 5865
5850-5895 MHz 177 5885
(U-NII1-4) 167 5835 Straddle
40 MHz
175 5875
80 MHz 171 5855 Straddle

Note: The channel noted with “straddle” spans 5.725-5.850 GHz and 5.850-5.895 GHz.
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2.2 Test Mode

This device support 26/52/106/242/484/996-tone RU.

The PSD of partial RU is reduced to be smaller than full RU according to TCB workshop interim
guidance Oct. 2022.

The 802.11ax mode is investigated among different tones, full resource units (RU), partial resource
units. The partial RU has no higher power than full RU’s, thus the full RU is chosen as main test
configuration.

The 242-tone RU is covered by 20MHz channel, 484-tone RU is covered by 40MHz channel and
996-tone RU is covered by 80MHz channel.

The power for 802.11ac VHT20/40 mode is smaller than 802.11n mode, so all other conducted and
radiated test is covered by 802.11n mode.

The final test modes include the worst data rates for each modulation shown in the table below.

Modulation Data Rate
802.11a 6 Mbps

802.11n HT20 MCSO0

802.11n HT40 MCSO0

802.11ac VHT20 (Covered by HT20) MCSO0
802.11ac VHT40 (Covered by HT40) MCSO0
802.11ac VHT80 MCSO0

802.11ax HE20 MCSO0

802.11ax HE40 MCSO0

802.11ax HE80 MCSO0

Test Cases

AC Conducted

Mode 1 : WLAN (5GHz_11a Ch173) Tx + USB Cable (Charging from Adapter)
Emission

Remark:

1.  For radiation spurious emission, the modulation and the data rate picked for testing are
determined by the Max. RF conducted power.

2. The detailed Radiated test modes are shown in Appendix C.
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SPORTON LAB.

2.3 Connection Diagram of Test System

System i BT
Sirmulator AP router MNotebook GPS Station Earphone
Power EUT
Cradie Earphone ‘ iPed WLAMN AP Monitor

This example is connection diagram of EUT test configurations.
For detail, please refer to test mode configuration and setup photographs for each test item.

2.4 EUT Operation Test Setup

The RF test items, utility “adb version 1.0.41” was installed in Notebook which was programmed in
order to make the EUT get into the engineering modes to provide channel selection, power level, data
rate and the application type and for continuous transmitting signals.
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2.5 Measurement Results Explanation Example

For all conducted test items:

The offset level is set in the spectrum analyzer to compensate the RF cable loss and attenuator factor
between EUT conducted output port and spectrum analyzer. With the offset compensation, the

spectrum analyzer reading level is exactly the EUT RF output level.

Example :
The spectrum analyzer offset is derived from RF cable loss and attenuator factor.
Offset = RF cable loss + attenuator factor.

Following shows an offset computation example with cable loss 4.2 dB and 10 dB attenuator.

Offset(dB) = RF cable loss(dB) + attenuator factor(dB).
=4.2+10=14.2(dB)
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SPORTON LAB.

3 Test Result
3.1 6dB and 26dB and 99% Occupied Bandwidth Measurement
3.1.1Description of 6dB and 26dB and 99% Occupied Bandwidth

The minimum 6 dB bandwidth shall be at least 500 kHz.
26dB and 99% Occupied bandwidth are reporting only.

3.1.2 Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.1.3Test Procedures
The testing follows FCC KDB 291074 D02 EMC Measurement vO1 Section 2.11 Minimum Emission
bandwidth

Set RBW = 100 kHz.

Set the VBW = 3 x RBW.

Detector = Peak.

Trace mode = max hold
Measure the maximum width of the emission that is 6 dB down from the peak of the emission.

o g A~ w0 NP

Measure and record the results in the test report.

3.1.4Test Setup

i

Spectrum Analyzer EUT

3.1.5Test Result of 6dB and 26dB and 99% Occupied Bandwidth

Please refer to Appendix A.
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3.2 Maximum E.l.R.P Output Power Measurement

3.2.1Limit of Maximum E.I.R.P Output Power

For client devices operating under the control of an indoor access point in the 5.850-5.895 GHz band,
the maximum power spectral density must not exceed 14 dBm e.i.r.p. in any 1-megahertz band, and
the maximum e.i.r.p. over the frequency band of operation must not exceed 30 dBm. Client devices
operating on a channel that spans the 5.725-5.850 GHz and 5.850-5.895 GHz bands must not

exceed an e.i.r.p. of 30 dBm.

3.2.2 Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.2.3Test Procedures

The testing follows Method PM-G of FCC KDB 789033 D02 General UNII Test Procedures New
Rules v02r01.

Method PM-G (Measurement using a gated RF average power meter):

1. Measurement is performed using a wideband RF power meter.

2. The EUT is configured to transmit at its maximum power control level.

3. Measure the average power of the transmitter.

4. Since the measurement is made only during the ON time of the transmitter, no duty cycle

correction factor is required.

3.2.4Test Setup

[ 1 ] g

Attenuator
Power Meter i EUT
3.2.5 Test Result of Maximum Conducted Output Power
Please refer to Appendix A.
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3.3 Power Spectral Density Measurement

3.3.1Limit of Power Spectral Density

1.  For client devices operating under the control of an indoor access point in the 5.850-5.895 GHz
band, the maximum power spectral density must not exceed 14 dBm e.i.r.p. in any 1-megahertz
band.

2.  For client devices operating on a channel that spans the 5.725-5.850 GHz and 5.850-5.895 GHz
bands shall meet both 15.407(a)(3)(i) 30dBm/500kHz and 15.407(a)(3)(iii) 14dBm/MHz limit,
where the stringent limit 14dBm/MHz is applied.

3.  For an indoor access point operating on a channel that spans the 5.725-5.850 GHz and
5.850-5.895 GHz bands shall meet both 15.407(a)(3)(ii)) 36dBm limit, where the stringent limit
20dBm/MHz is applied.

3.3.2Measuring Instruments

Please refer to the measuring equipment list in this test report.
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3.3.3Test Procedures

The testing follows FCC KDB 789033 D02 General UNII Test Procedures New Rules v02r01.

Section F) Maximum power spectral density.

# Method SA-2 #
(trace averaging across on and off times of the EUT transmissions, followed by duty cycle correction).

- Measure the duty cycle.
+ Set span to encompass the entire emission bandwidth (EBW) of the signal.
+ Set RBW =1 MHz.
+ Set VBW = 3 MHz.
« Number of points in sweep =2 Span / RBW.
- Sweep time = auto.
+ Detector = RMS

- Trace average at least 100 traces in power averaging mode.

+ Add 10 log(1/x), where x is the duty cycle, to the measured power in order to compute the
average power during the actual transmission times. For example, add 10 log(1/0.25) = 6 dB if
the duty cycle is 25 percent.

1. The RF output of EUT is connected to the spectrum analyzer by a low loss cable.

2. Each plot has already offset with cable loss, and attenuator loss. Measure the PPSD and
record it.

3.3.4Test Setup

e ]

Spectrum Analyzer

EUT
3.3.5Test Result of Power Spectral Density
Please refer to Appendix A.
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3.4 Unwanted Emissions Measurement

This section is to measure unwanted emissions through radiated measurement for band edge spurious

emissions and out of band emissions measurement.

3.4.1 Limit of Unwanted Emissions

(1) Unwanted spurious emissions fallen in restricted bands shall comply with the general field

strength limits as the following table:

Frequency Field Strength Measurement Distance
(MHz) (microvolts/meter) (meters)
0.009 — 0.490 2400/F(kHz) 300
0.490 - 1.705 24000/F(kHz) 30
1.705 - 30.0 30 30
30-88 100 3
88 — 216 150 3
216 - 960 200 3
Above 960 500 3

Note: The following formula is used to convert the EIRP to field strength.

'é_ 1000000~/30P

N

MV/m, where P is the eirp (Watts)

(2) For transmitters operating solely in the 5.850-5.895 GHz band or operating on a channel that
spans across 5.725-5.895 GHz:
15.407(b)(5)(ii), all emissions at or above 5.895 GHz shall not exceed an e.i.r.p. of =5 dBm/MHz
and shall decrease linearly to an e.i.r.p. of —27 dBm/MHz at or above 5.925 GHz.
All emissions below 5.725 GHz shall not exceed an e.i.r.p. of =27 dBm/MHz at 5.65 GHz
increasing linearly to 10 dBm/MHz at 5.7 GHz, and from 5.7 GHz increasing linearly to a level of
15.6 dBm/MHz at 5.72 GHz, and from 5.72 GHz increasing linearly to a level of 27 dBm/MHz at
5.725 GHz.
(3) KDB789033 D02 v02r01 G)2)c)
Use guidance in KDB Publication 789033 for all measurements. Unwanted emissions outside of
restricted bands are measured with an RMS detector. In addition, 15.35(b) applies where the peak
emissions must be limited to no more than 20 dB above the average limit.
Unwanted band-edge emissions may be measured using the integration method as described in
KDB Publication 789033 3. d) (ii). Emissions below 5725 MHz should be measured using

peak-detection while emission above 5895 MHz should be measured using average.
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Frequency(GHz) EIRP (dBm) Field Strength @3m distance Note
(dBuV/m)
Below 5.65 -27dBm/MHz 68.2 Peak
5.7 10dBm/MHz 105.2 Peak
5.72 15.6dBm/MHz 110.8 Peak
5.725 27dBm/MHz 122.2 Peak
5.895 -5dBm/MHz 90.2 Average
5.895 15dBm/MHz 110.2 Peak
Above 5.925 -27dBm/MHz 68.2 Average
Above 5.925 -7dBm/MHz 88.2 Peak

Note: Field strength at 3 m distance is converted to EIRP as the following equation:
EIRP[dBm] = E[dBuV/m]- 95.2

3.4.2 Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.4.3Test Procedures

1. The testing follows FCC KDB 789033 D02 General UNII Test Procedures New Rules v02rO1.
Section G) Unwanted emissions measurement.
(1) Procedure for Unwanted Emissions Measurements Below 1000 MHz
RBW = 120 kHz
VBW = 300 kHz
Detector = Peak
Trace mode = max hold
(2) Procedures for Average Unwanted Emissions Measurements Above 1000 MHz
RBW =1 MHz
VBW = 10 Hz, when duty cycle is no less than 98 percent.
VBW = 1/T, when duty cycle is less than 98 percent where T is the minimum
transmission duration over which the transmitter is on and is transmitting at its maximum
power control level for the tested mode of operation.
2. The EUT was placed on a turntable with 0.8 meter for frequency below 1 GHz and 1.5 meter for
frequency above 1 GHz respectively above ground.
3. The EUT was placed at distance 3 meter from measurement antenna which was mounted on the

top of a variable height antenna tower.
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4. The measurement antenna is a broadband antenna and its height is adjusted between one
meter and four meters above ground to find the maximum value of the field strength for both
horizontal polarization and vertical polarization.

5. For each suspected emission, the EUT was arranged to its worst case and then adjust the
antenna tower (from 1 m to 4 m) and turntable (from O degree to 360 degrees) to find the
maximum reading.

6. Radiated testing below 1GHz was performed by adjusting the antenna tower from 1m to 4m and
by rotating the turn table from 0 degree to 360 degree to find the peak maximum hold reading.
When there is no suspected emission found and the emission level is with at least 6dB margin
against QP limit line, the position is marked as “-*.

7. Radiated testing above 1GHz was performed by adjusting the antenna tower from 1m to 4m and
by rotating the turn table from 0 degree to 360 degree to find the peak maximum hold reading for
scanning all frequencies.

When there is no suspected emission found and the harmonic emission level is with at least 6dB

margin against average limit line, the position is marked as “-“.

3.4.4Test Setup

For radiated emissions below 30MHz

i | RX Antenna
- 3m -

Metal Full Soldered Ground Plane

= ..

Spectrum Analyzer / Receiver
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For radiated emissions from 30MHz to 1GHz
RX Antenna

Metal Full Soldered Ground Plane

e

Spectrum Analyzer [ Receiver

For radiated test from 1GHz to 18GHz

L 3m —_—

—
L

Metal Full Soldered Ground Plane

=

Spectrum Analyzer / Receiver

For radiated test above 18GHz

RX Antenna

Metal Full Soldered Ground Plane

== ..

Spectrum Analyzer / Receiver
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3.4.5Test Results of Radiated Emissions (9 kHz ~ 30 MHz)

The low frequency, which started from 9 kHz to 30MHz, was pre-scanned and the result which was
20dB lower than the limit line was not reported.

There is adequate comparison measurement of both open-field test site and alternative test site -
semi-Anechoic chamber according to 414788 D01 Radiated Test Site v01r01, and the result came out

very similar.

3.4.6 Test Results of Radiated Spurious Emissions and Radiated Band Edges

Please refer to Appendix C.

3.4.7 Duty Cycle

Please refer to Appendix D.

3.4.8 Test Result of Unwanted Radiated Emission (30MHz ~ 10th Harmonic)

Please refer to Appendix C.
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3.5 AC Conducted Emission Measurement
3.5.1Limit of AC Conducted Emission

For equipment that is designed to be connected to the public utility (AC) power line, the radio
frequency voltage that is conducted back onto the AC power line on any frequency or frequencies
within the band 150 kHz to 30 MHz shall not exceed the limits in the following table.

Conducted limit (dBuV)
Frequency of emission (MHz)
Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50

*Decreases with the logarithm of the frequency.

3.5.2Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.5.3Test Procedures

1. The EUT was placed 0.4 meter from the conducting wall of the shielding room was kept at least
80 centimeters from any other grounded conducting surface.

Connect EUT to the power mains through a line impedance stabilization network (LISN).

All the support units are connecting to the other LISN.

The LISN provides 50 ohm coupling impedance for the measuring instrument.

The FCC states that a 50 ohm, 50 microhenry LISN shall be used.

Both sides of AC line were checked for maximum conducted interference.

The frequency range from 150 kHz to 30 MHz was searched.

© N o g k~ w0 DN

Set the test-receiver system to Peak Detect Function and specified bandwidth with Maximum
Hold Mode.
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3.5.4Test Setup

o £ 0 B o O ey e T o e SR i s s S Ty |
I |
|
I Rear of EUT to be flushed !
I with rear of table top ]
I 1
| |
| |
| e EUT '
I - ol [ I l 80 cm to
| Receiver | gruund
| 500 RF Cable SHem | || ptane
|
: |
|
| |r’ 2 |
| g | U
| “3bp ;
|
| AC :
| AMH | |
I [LISH) : |
I L Ll |
|
I s | £
I o -~ Bonded to horizontal l o -
P4 round plane ~
e e o i e i i i o i s
AMH = Artificial mains network (LISH)
AE = Associated equipment
EUT = Equipment under test
ISH = Impedance stabilization network
3.5.5Test Result of AC Conducted Emission
Please refer to Appendix B.
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3.6 Antenna Requirements
3.6.1 Standard Applicable

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator shall be considered sufficient to comply
with the provisions of this section. The manufacturer may design the unit so that a broken antenna can
be replaced by the user, but the use of a standard antenna jack or electrical connector is prohibited.
This requirement does not apply to carrier current devices or to devices operated under the provisions
of 8§ 15.211, 15.213, 15.217, 15.219, 15.221, or § 15.236. Further, this requirement does not apply to
intentional radiators that must be professionally installed, such as perimeter protection systems and
some field disturbance sensors, or to other intentional radiators which, in accordance with § 15.31(d),
must be measured at the installation site. However, the installer shall be responsible for ensuring that

the proper antenna is employed so that the limits in this part are not exceeded.

3.6.2 Antenna Anti-Replacement Construction

b) Unique (non-standard) antenna connector.
(3) Use of a standard connector is also allowed if the connector is within the transmitter enclosure and
can only be accessed by disassembly of the transmitter, where such disassembly is not normally

required. The user manual must not show that user has access to the connector.

TEL : 886-3-327-0868 Page Number 1 22 of 25
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4 List of Measuring Equipment

Instrument | Brand Name Model No. Serial No. [Characteristics Calg)ar:ietlon Test Date Due Date Remark
Pavasel monde & HFH2-Z2E | 101108 | 9 kHz~30 MHz | Dec. 11, 2025 |70 03 2026~ poo 4 o006 | Radiation
ntenna chwarz Mar. 05, 2026 (03CH21-HY)
Bilog Antenna T\,I\,Egi%\? ()COBS|6§:l111DD08é 63303 & 001| 30MHz~1GHz | Nov. 26, 2025 |F&P 03 2026~ \\, o5 20pg | Radiation
) Mar. 05, 2026 (03CH21-HY)
~ Double: LE2C03A18 Feb. 03, 2026~ Radiation
Ridged Guide RFSPIN DRH18-E EN 1GHz~18GHz | Aug. 07, 2025 Aug. 06, 2026
Horn Antenna Mar. 05, 2026 (03CH21-HY)
- Feb. 03, 2026~ Radiation
Hc?’;”:Ar?t::na SCHW’;“(RZBEC BBHA 9170 1223 18GHz~40GHz | Jul. 02, 2025 Jul. 01, 2026
Mar. 05, 2026 (03CH21-HY)
. Feb. 03, 2026~ Radiation
Amplifier SONOMA 310N 421580 30MHz~1GHz | Jul. 13, 2025 Jul. 12, 2026
Mar. 05, 2026 (03CH21-HY)
" Feb. 03, 2026~ Radiation
Amplifier EMEC EMO01G18GA 060876 1GHz~18GHz | Sep. 26, 2025 Sep. 25, 2026
Mar. 05, 2026 (03CH21-HY)
Feb. 03, 2026~ Radiation
Preamplifier EMEC EM18G40G 060873 18GHz~40GHz | Aug. 26, 2025 Aug. 25, 2026
Mar. 05, 2026 (03CH21-HY)
i Feb. 03, 2026~ Radiation
EﬁnAaf'ggra' Keysight N90108B MYGZ; 7035 10Hz~44GHz | Sep. 09, 2025 Sep. 08, 2026
y Mar. 05, 2026 (03CH21-HY)
Feb. 03, 2026~ Radiation
RF Cable gﬂﬁii; SUC1%';LEX 803951/2 9kHz~30MHz | Mar. 05, 2025 Mar. 04, 2026
Mar. 03, 2026 (03CH21-HY)
Mar. 04, 2026~ Radiation
RF Cable :Bﬁﬁ;; SUC1OO';LEX 803951/2 9kHz~30MHz | Mar. 04, 2026 Mar. 03, 2027
Mar. 05, 2026 (03CH21-HY)
804397/2,80 -
’ Feb. 03, 2026~ Radiation
RF Cable gﬂﬁﬁ;; SUC1OO';LEX 4612/2,8039 | 30MHz~40GHz | Aug. 11, 2025 Aug. 10, 2026
54/2 Mar. 05, 2026 (03CH21-HY)
_KM- Feb. 03, 2026~ Radiation
RF Cable EMCI EMISI\1/|O11(;(O(})<M 240906 30MHz~40GHz | Oct. 21, 2025 Oct. 20, 2026
Mar. 05, 2026 (03CH21-HY)
Feb. 03, 2026~ Radiation
Hygrometer TECPEL DTM-303A TP211568 N/A Oct. 21, 2025 Oct. 20, 2026
Mar. 05, 2026 (03CH21-HY)
Feb. 03, 2026~ Radiation
Controller EMEC EM 1000 N/A ta;znérﬂ‘:\;gst N/A N/A
Mar. 05, 2026 (03CH21-HY)
Feb. 03, 2026~ Radiation
Antenna Mast EMEC AM-BS-4500-B N/A 1~4m N/A N/A
Mar. 05, 2026 (03CH21-HY)
Feb. 03, 2026~ Radiation
Turn Table EMEC TT 2000 N/A 0~360 Degree N/A N/A
Mar. 05, 2026 (03CH21-HY)
) E3 Feb. 03, 2026~ Radiation
Software Audix 6.2009-8-24 RK-001053 N/A N/A N/A
: Mar. 05, 2026 (03CH21-HY)
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Report No. : FR503007F

Instrument | Brand Name Model No. Serial No. [Characteristics Calga:etlon Test Date Due Date Remark
Hygrometer | TECPEL | DTM-303A | TP201996 N/A Nov. 04, 2025 | Jan- 29, 2026~ |\, o3 oppg | Conducted
Mar. 11, 2026 (THO5-HY)
Power Sensor | DARE RPR3006W 1;0(0,\%5%"7‘? 10MHz~6GHz | Nov. 14, 2025 | /8N 29,2026~ |\ 43 5006 | Conducted
: Mar. 11, 2026 (THO5-HY)
Aﬁg”ﬁér ggmzé FSV3044 101467 | 10HZ~44GHZ | Dec. 16, 2025 | JaN- 29, 2026~ | o 15 9o | Conducted
y Mar. 11, 2026 (THO5-HY)
S"K/'lgci:f?a?;‘go' E-Instument | ETF-1405-0 E%;%%?%” N/A Jul. 02, 2025 |Jan- 29,2026~ ;1 oopg | Conducted
Mar. 11, 2026 (THO5-HY)
BTWIFI_Final_ N
Software Sporton version_24051 N/A Otch:gp'?'lejgtt?g m N/A Jan. 29, 2026 N/A Conducted
3 Mar. 11, 2026 (THO5-HY)
Agozmer ACPOWER | AFC-11003G | F317040033 N/A N/A Mar. 13, 2026 N/A Conduction
(COO07-HY)
Software g‘c’mzr‘i EMC32V10.30|  N/A N/A N/A Mar. 13, 2026 N/A Conduction
(COO07-HY)
Puise Limiter | SCHWARZBE | VISD 9561-F | 9961-F | o117 500MHz | Oct. 20, 2025 | Mar. 13, 2026 | Oct. 19, 2026 | COnduction
CK N N00373
(COO07-HY)
HUBER + Conduction
RF Cable RG 214/U 1358175 | 9kHz~30MHz | Mar. 2, 2026 | Mar. 13, 2026 | Mar. 1, 2027
SUHNER
(COO07-HY)
Two-Line Conduction
VRoLine TESEQ NNB 51 45051 N/A Mar. 24, 2025 | Mar. 13, 2026 | Mar. 23, 2026
(COO07-HY)
Four-Line Conduction
vLne TESEQ NNB 52 36122 N/A Mar. 26, 2025 | Mar. 13, 2026 | Mar. 25, 2026
(COO07-HY)
Conduction
EMI Test Rohde & ESR3 102317 | 9kHz~3.6GHz | Oct. 21, 2025 | Mar. 13, 2026 | Oct. 20, 2026
Receiver Schwarz
(COO07-HY)
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5 Measurement Uncertainty

Uncertainty of Conducted Emission Measurement (150 kHz ~ 30 MHz)

Measuring Uncertainty for a Level of Confidence 3.7dB
of 95% (U = 2Uc(y)) )
Uncertainty of Radiated Emission Measurement (30 MHz ~ 1000 MHz)
Measuring Uncertainty for a Level of Confidence 6.4 dB
of 95% (U = 2Uc(y)) )

Uncertainty of Radiated Emission Measurement (1000 MHz ~ 6000 MHz)

Measuring Uncertainty for a Level of Confidence
of 95% (U = 2Uc(y))

4.8 dB

Uncertainty of Radiated Emission Measurement (6000 MHz ~ 18000 MHz)

Measuring Uncertainty for a Level of Confidence
of 95% (U = 2Uc(y))

4.8 dB

Uncertainty of Radiated Emission Measurement (18000 MHz ~ 40000 MHz)

Measuring Uncertainty for a Level of Confidence
° = 5.3dB
of 95% (U = 2Uc(y))
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Appendix A. Test Result of Conducted Test Items

Report Number : FR503007F

Test Engineer:

Shiming Liu

Temperature:

21~25

°C

Test Date:

2026/1/29~2026/3/11

Relative Humidity:

51~54

%
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TEST RESULTS DATA

Report Number : FR503007F

6dB and 26dB EBW and 99% OBW

UNII-4 single antenna

99% 26dB 6 dB 6 dB
Data Freq. Bandwidth Bandwidth Bandwidth Bandwidth .
Mod. | o [N CH. (MH‘l) (MH2) (MH2) (MH2) Vi Limit Pass/Fail
(MHz)
AntO | Ant1 | AntO | Ant1 [ AntO | Ant1
11a [6Mbps| 1 | 169 | 5845 | 23.81 - 44.62 - 16.52 - 0.5 Pass
11a |6Mbps| 1 | 173 | 5865 | 25.64 - 45.10 - 16.56 - 0.5 Pass
11a [6Mbps| 1 | 177 | 5885 | 27.90 - 45.54 - 16.59 - 0.5 Pass
HT20 | MCSO| 1 [ 169 | 5845 | 25.09 - 46.71 - 17.84 - 0.5 Pass
HT20 | MCSO| 1 | 173 | 5865 | 28.03 - 47.72 - 17.80 - 0.5 Pass
HT20 | MCSO| 1 | 177 | 5885 | 29.94 - 48.54 - 17.94 - 0.5 Pass
HT40 | MCSO| 1 | 167 | 5835 | 42.45 - 91.60 - 36.70 - 0.5 Pass
HT40 | MCSO| 1 | 175 | 5875 | 40.91 - 94.11 - 36.49 - 0.5 Pass
VHT80| MCSO| 1| 171 | 5855 | 76.54 - 158.46 - 75.97 - 0.5 Pass
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Report Number : FR503007F

TEST RESULTS DATA
Average Power Table

UNII-4 single antenna

Average EIRP

Data Freq. Conducg’ied DG. FI’EOI\;F\‘/Zr Pgwgr

Mod. Rate NTH CH. (MH2) Power (dBi) (dBm) Limit
(dBm) (dBm)

AntO [ Ant1 | SUM | AntO | Ant1 [ AntO [ Ant1 | Ant0 | Ant 1

11a [6Mbps| 1| 169 | 5845 | 17.80 - 0.50 - 18.30 - 30 -
11a |6Mbps| 1| 173 | 5865 | 17.80 - 0.50 - 18.30 - 30 -
11a [6Mbps| 1| 177 | 5885 | 17.90 - 0.50 - 18.40 - 30 -
HT20 [ MCSO| 1 | 169 | 5845 [ 17.70 - 0.50 - 18.20 - 30 -
HT20 | MCSO| 1| 173 | 5865 | 17.70 - 0.50 - 18.20 - 30 -
HT20 [ MCSO| 1 | 177 | 5885 [ 17.90 - 0.50 - 18.40 - 30 -
HT40 | MCSO| 1| 167 | 5835 | 17.20 - 0.50 - 17.70 - 30 -
HT40 [ MCSO| 1 | 175 | 5875 | 17.00 - 0.50 - 17.50 - 30 -
VHT20| MCSO| 1 | 169 | 5845 | 17.60 - 0.50 - 18.10 - 30 -
VHT20[ MCSO| 1 [ 173 | 5865 | 17.60 - 0.50 - 18.10 - 30 -
VHT20| MCSO| 1 | 177 | 5885 | 17.80 - 0.50 - 18.30 - 30 -
VHT40[ MCSO| 1 | 167 | 5835 [ 17.10 - 0.50 - 17.60 - 30 -
VHT40| MCSO| 1 | 175 | 5875 | 16.90 - 0.50 - 17.40 - 30 -
VHT80[ MCSO| 1 [ 171 | 5855 | 16.20 - 0.50 - 16.70 - 30 -
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TEST RESULTS DATA

Power Spectral Density

Report Number : FR503007F

UNII-4 single antenna
Average EIRP

pate g, | Far | FPowrDensiy | DG P | P | pass
Mod. Rate NTY CH. (MHz) (dB) with Duty Factor (dBi) (dBm/MHz) Limit IFail

(dBm/MHz) (dBm/MHz)

AntO [ Ant1 | AntO | Ant1 | SUM | AntO | Ant1 | AntO | Ant1 | AntO | Ant1
11a |6Mbps| 1 | 169 | 5845 | 0.43 - 5.75 - 0.50 - 6.25 - 14.00 - Pass
11a |6Mbps| 1 | 173 | 5865 | 0.43 - 5.81 - 0.50 - 6.31 - 14.00 - Pass
11a |6Mbps| 1 | 177 | 5885 | 0.43 - 6.03 - 0.50 - 6.53 - 14.00 - Pass
HT20 | MCSO| 1 | 169 | 5845 | 0.46 - 545 - 0.50 - 5.95 - 14.00 - Pass
HT20 | MCSO| 1| 173 | 5865 | 0.46 - 5.42 - 0.50 - 5.92 - 14.00 - Pass
HT20 | MCSO| 1| 177 | 5885 | 0.46 - 5.61 - 0.50 - 6.11 - 14.00 - Pass
HT40 | MCSO| 1| 167 | 5835 | 0.48 - 2.53 - 0.50 - 3.03 - 14.00 - Pass
HT40 | MCSO| 1| 175 | 5875 | 0.48 - 2.05 - 0.50 - 2.55 - 14.00 - Pass
VHT80| MCSO| 1 [ 171 | 5855 | 0.52 - -1.71 - 0.50 - -1.21 - 14.00 - Pass
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TEST RESULTS DATA

6dB and 26dB EBW and 99% OBW

Report Number : FR503007F

UNII-4 single antenna

Dat F s gg%dth B ngsdth B GddB'dth B GddB'dth
ala req. . anawl anawil anawi andwi .
Mod. [ £5° INT{ CH. (Mqu) Config| ™ (\iz) (MH2) (MH2) Min Limit Pass/Falil

: (MHz)

AntO [ Ant1 | AntO | Ant1 | AntO | Ant1

HE20 [MCSO| 1| 169 | 5845 | Full | 2005 | - | 4416 | - |19.05] - 05 Pass
HE20 [MCSO0| 1| 173 | 5865 | Full | 2066 | - |4268 | - |19.13| - 05 Pass
HE20 [MCSO| 1| 177 | 5885 | Full | 2023 | - | 4434 | - |19.13] - 05 Pass
HE40 |[MCSO| 1| 167 | 5835 | Full | 3822 | - |e856 | - |37.76 | - 05 Pass
HE40 [MCSO0| 1| 175 | 5875 | Full | 3842 | - | 7357 | - |3793] - 05 Pass
HE80 [MCSO| 1| 171 | 5855 | Full | 77.86 | - |16621| - |7733| - 05 Pass
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TEST RESULTS DATA

Average Power Table

Report Number : FR503007F

UNII-4 single antenna
Average EIRP EIRP

Data Freq. RU. Conducted DG. Power qugr

Mod. Rate NTXY CH. (MHz) Config Power (dBi) (dBm) Limit
. (dBm) (dBm)
AntO | Ant1 | SUM | AntO | Ant1 | AntO | Ant1 [ AntO | Ant1

HE20 | MCSO| 1| 169 | 5845 Full [17.40 - 0.50 - 17.90 - 30 -
HE20 | MCSO| 1| 169 | 5845 | 26/0 | 8.30 - 0.50 - 8.80 - 30 -
HE20 | MCSO| 1 | 169 | 5845 | 52/37 | 11.40 - 0.50 - 11.90 - 30 -
HE20 | MCSO| 1 | 169 | 5845 [106/53( 14.20 - 0.50 - 14.70 - 30 -
HE20 | MCSO| 1| 173 | 5865 | Full [17.10 - 0.50 - 17.60 - 30 -
HE20 | MCSO| 1| 173 | 5865 | 26/4 | 8.60 - 0.50 - 9.10 - 30 -
HE20 | MCSO| 1| 173 | 5865 | 52/38 | 11.20 - 0.50 - 11.70 - 30 -
HE20 | MCSO| 1| 173 | 5865 [106/53( 13.80 - 0.50 - 14.30 - 30 -
HE20 | MCSO| 1| 177 | 5885 | Full [17.30 - 0.50 - 17.80 - 30 -
HE20 | MCSO| 1| 177 | 5885 | 26/8 | 8.10 - 0.50 - 8.60 - 30 -
HE20 | MCSO| 1| 177 | 5885 | 52/40 [ 10.70 - 0.50 - 11.20 - 30 -
HE20 | MCSO| 1| 177 | 5885 [106/54( 13.80 - 0.50 - 14.30 - 30 -
HE40 | MCSO| 1 | 167 | 5835 | Full |16.50 - 0.50 - 17.00 - 30 -
HE40 | MCSO| 1| 175 | 5875 | Full |16.50 - 0.50 - 17.00 - 30 -
HE80 | MCSO| 1| 171 | 5855 | Full |16.30 - 0.50 - 16.80 - 30 -
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TEST RESULTS DATA

Power Spectral Density

Report Number : FR503007F

UNII-4 single antenna
Average EIRP

Data Freq. RU_ Fzz:zr Power DETEL DGT IE";S PSD Pass

Mod. Rato NTY CH. (MHz) Config (dB) with Duty Factor (dBi) (dBm/MHz2) Limit /Fail
. (dBm/MHz) (dBm/MHz)
AntO [ Ant1 | AntO | Ant1 | SUM | AntO | Ant1 [ AntO [ Ant1 | AntO | Ant 1

HE20 | MCSO| 1| 169 | 5845 Full | 0.58 - 5.26 - 0.50 - 5.76 - 14.00 - Pass
HE20 | MCSO| 1| 169 | 5845 26/0 | 0.77 - 5.21 - 0.50 - 5.71 - 14.00 - Pass
HE20 | MCSO| 1| 169 | 5845 [ 52/37 | 0.78 - 5.10 - 0.50 - 5.60 - 14.00 - Pass
HE20 | MCSO| 1| 169 | 5845 [106/53| 0.85 - 5.12 - 0.50 - 5.62 - 14.00 - Pass
HE20 | MCSO| 1| 173 | 5865 Full | 0.58 - 4.87 - 0.50 - 5.37 - 14.00 - Pass
HE20 |MCSO| 1| 173 | 5865 | 26/4 | 0.77 - 4.81 - 0.50 - 5.31 - 14.00 - Pass
HE20 | MCSO| 1| 173 | 5865 | 52/38 | 0.78 - 4.86 - 0.50 - 5.36 - 14.00 - Pass
HE20 | MCSO| 1| 173 | 5865 [106/53| 0.85 - 4.64 - 0.50 - 5.14 - 14.00 - Pass
HE20 | MCSO| 1| 177 | 5885 Full | 0.58 - 5.06 - 0.50 - 5.56 - 14.00 - Pass
HE20 | MCSO| 1| 177 | 5885 | 26/8 | 0.77 - 4.67 - 0.50 - 5.17 - 14.00 - Pass
HE20 | MCSO| 1| 177 | 5885 | 52/40 | 0.78 - 4.67 - 0.50 - 5.17 - 14.00 - Pass
HE20 | MCSO| 1| 177 | 5885 [106/54| 0.85 - 4.79 - 0.50 - 5.29 - 14.00 - Pass
HE40 | MCSO| 1| 167 | 5835 Full | 0.59 - 1.25 - 0.50 - 1.75 - 14.00 - Pass
HE40 | MCSO| 1| 175 | 5875 Full | 0.59 - 1.37 - 0.50 - 1.87 - 14.00 - Pass
HE80 | MCSO| 1| 171 | 5855 Full | 0.62 - -1.34 - 0.50 - -0.84 - 14.00 - Pass
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Test Result of 6dB and 26dB and 99% Occupied Bandwidth|
SISO <Ant. 0>
<802.11a>

6dB Bandwidth 26dB Bandwidth

RefLevel 30.00dBm  Offset 26.70dB @ RBW 500 kHz RefLevel 30.00dBm  Offset 26.70dB @ RBW 500 kHz

s ® VBW 21z Mode Sueep o At 2008 SWT 10 ms © VBW 2MHz_Mode Sweep
e
512d8m 1431 dBm
583667500 Gz 582291200 Gz
20 dBor D1 314 20 dBor D1 i
652000 M 200 My
H112324 dBim e - H112473 dBr
126324/ /"
0 W 0
0 ¥
77 dBm-
"
20 20
50 50
60 60
GF5.845 Gz 70001 pts 5.0MHz/ Span 50.0 Mz GF5.845 Gz 70001 pts B0 MHz/ Span 80.0 Mz
Measuring... [l n e Measuring. T o R
12:39:01 BM  03/04/2026 12:40:06 BM 03/04/2026

99% Occupied Bandwidth N/A

RefLevel 30.00dBm  Offset 26.70dB @ RBW 500 kHz

& Att 2008 SWT  10.1ms ® VBW 2 MHz Mode Sweep
1 Occupied Bandwidth 1Pk View
Mi[f]  1249dBm
ssnmncH
10 dB /7 Pt s -_\\
i ™
10 dBim WMMWW’"
-30
-40
-50 dBr
-60
|CF 5.845 GHz 10001 pts 5.0 MHz/ Span 50.0 MHz
2 Marker Table
] 1 58428902 GHz T 23811679458 MHz
n 1 5.83324865 GHz -6.02 dBm Occ Bw Centroid 5.845 154495 GHz
n 3 5.85706033 GHz -7.39 dBm Occ Bw Freq Offset 154.494552 601 kHz.
e

12:35:37 BM 03/04/2026
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<802.11n HT20>

6dB Bandwidth

26dB Bandwidth

RefLevel 30.00dBm  Offset 26.70dB @ RBW 500 kHz

RefLevel 30.00dBm  Offset 26.70dB @ RBW 500 kHz

o At 2008 SWT_ 101 ms ® VBW 2 MHz_Mode Sweep o At 208 SWT_ 101 ms ® VBW 2 MHz_Mode Sweep
1 Frequency Sweep 1Pk View 1 Frequency Sweep 1Pk View
it 563 dBm MIf]  -1930dBm
583605000 GHz 582159200 GHz
20 dBir 021 74 20 dBir 021 4648
17:84000 MHz 1671200 My
d H111722d L i . Ve 111983 o PO IO ) L
H25.722 dn hd
0 k" 0
10 dBm 0
it FEETA17 door ;
i
i 2
30 dBm .
40 40
50 50
60 60
CF5.845 Ghz 70001 pts 5.0 MHz/ Span 50.0 MHz CF5.845 Ghz 70001 pts 8.0 MHz/ Span 80.0 MHz

W o 2050308
Measuring S s

12:53:17 BM 03/04/2026

W o 2050308
Measuring s oma

12:53:38 BM  03/04/2026

99% Occupied Bandwidth

N/A

RefLevel 30.00dBm  Offset 26.70dB @ RBW 500 kHz
® At 2048 SWT ms ® VBW 2 MHz _Mode Sweep
Occupied Bandwidth

11.86 dBm
584733980 GHz
10 dBrr /.. b
0
10 dBm
i
30
40
50 d
60
CF5.845 GHz 10001 pts 5.0 MHz/ Span 50.0 MHz
2 Marker Table
Ml 1 5.8473398 GHz 11.86 dBm OccBw 25.08878405 MHz
m 1 583272059 Ghz 929 dBm Occ Bw Centroid 5.845 264984 GHz
i} 1 585780938 Gz 734 dbm Occ B Freg Offset 264983838 247 kiz
Measuri o 05001
il = s

12:51:54 BM 03/04/2026
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<802.11n HT40>

6dB Bandwidth 26dB Bandwidth

RefLevel 30.00dBm  Offset 26.70dB @ RBW 1 MHz RefLevel 30.00dBm  Offset 26.70dB @ RBW 1 MHz

o At 2008 SWT 10 ms © VBW 3 MHz_Mode Sweep o At 2008 SWT 10 ms © VBW 3 MHz_Mode Sweep
1 Frequency Sweep 1Pk View 1 Frequency Sweep 1Pk View
Wi 481 dBm Mfl] 1420 d8m
581663100 Gz 57884400 Ghy
20 dBm oz a8 20 dBm o2} a8
3670200 M 916000 M
H1 12060 d ; - H111.841 d ; . !
—— y "
126,06 p /
0 f \ 0
10 dBy e G
T b 4159 abm:
4B 20
30 dBir
) 20
50 50
0 60
(5835 Gz 70001 pts 9.0 MHz/ Span 90.0 MHz CF5.835 Ghz 70001 pts 76.0 MHz/ Span 160.0 MHz
y BETT: T AT
Messuring e Messuring N

02:17:38 BM  03/04/2026 02:18:00 BM 03/04/2026

99% Occupied Bandwidth N/A

RefLevel 30.00dBm  Offset 26.70dB @ RBW 1 MHz
® At 2048 SWT ms ® VBW 3 MHz _Mode Sweep
Occupied Bandwidth

1269 dBm
584142900 Gz

[ ] A\

10 dBmr

CF 5.835 GHz 10001 pts 10.0 MHz/ Span 100.0 MHz
2 Marker Table

5.841429 GHz 12.69 dBm Occ Bw 42.450002178 MHz

58148845 GHz 843 dBm Occ Bu Centroid 5836109545 GHz
58573345 GHz 971 dBm Occ Bw Freg Offset 1109 545 465 MHz

20060308
1847

Measuring,

02:14:47 BM 03/04/2026
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<802.11ac VHT80>
6dB Bandwidth 26dB Bandwidth

RefLevel 30.00dBm  Offset 26.70d ® RBW 2 Mz

RefLevel 30.00dBm  Offset 26.70d  RBW 2 MHz

o A 2008 SWT_ 10 ms @ VBW 10MHz_Mode Sweep o A 2008 SWT_ 101 ms @ VBW 10MHz_Mode Sweep
1 Frequency Sweep 1Pk View 1 Frequency Sweep 1Pk View
Mifi]  561d8m Mifi] 1757 dBm
58169680 GHz 57817840 GHy
20 dBnr D24} i 20 dBnr D24} B-di
759680 M| 1584640 MHz
H112070d H112084 d -
6070 ,\
u \
10
a0 a0
50 50
60 60
(CF5.855 GHz 10001 pts 16.0 MHz/ Span 160.0 MHz (CF5.855 GHz 10001 pts 32.0 MHz/ Span 3200 MHz
o - 200500 o - 200500
Measuring THREE Measuring - o
02:42:46 B 03/04/2026 02:43:11 BN 03/04/2026

99% Occupied Bandwidth N/A

RefLevel 3000dBm  Offset 26700  RBW 2 MHz
® At 2048 SWT ms ® VBW 10MHz _Mode Sweep
Occupied Bandwidth

MIfi]  12.05dBm
58434810 Ghz|

10 dBar 7 Mg -

20 dBm
30
0
50 dBr
60
CF 5.855 GHz 10001 pts 12.0 MHz/ Span 120.0 MHz
2 Marker Table
m 1 5.843481 GHz 12.05dBm Occ Bw 76.538 048 985 MHz
il 1 58167576 GHz 435 dBm Occ Bu Centroid 5.855026657 GHz
n 1 58932957 Gz 470 dBm Occ Bw Freg Offset 26656915099 khz

p— 20060308
Measuring, Ho

02:41:05 PM 03/04/2026
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FCC RADIO TEST REPORT

Report No. : FR503007F

<802.11ax HE20>

6dB Bandwidth

26dB Bandwidth

RefLevel 30.00dBm  Offset 26.70dB @ RBW 500 kHz

RefLevel 30.00dBm  Offset 26.70dB @ RBW 500 kHz
® At 2008 SWT 101 ms ® VBW 2 MHz _Mode Sweep

Wessing » mhne

01:31:51 BM  03/04/2026

o At 2008 SWT 10 ms © VBW 2MHz_Mode Sweep
1 Frequency Sweep 1Pk View 1 Frequency Sweep 1Pk View
MI[f)  538dem M) 1651 dBm
583541500 Gz 552292800 Gz
20 dBir o2f1 364l 20dBm o2 s
i 1808500 Mz 416000 My
Hifderid A H112504 dBim m
0 0
b § I [
" 6 o
30 dBir
40 40
50 50
0 0
GF5.845 Gz 70001 pts 5.0 MHz/ Span 50.0 MHz CF5.845 Ghz 70001 pts 8.0 MHz/ Span 80.0 MHz
) m - oo
suing. i e

01:32:17 BM  03/04/2026

99% Occupied Bandwidth

N/A

RefLevel 30.00dBm  Offset 26.70dB @ RBW 500 kHz
® At 2048 SWT ms ® VBW 2 MHz _Mode Sweep

Occupied Bandwidth
13.95 dBm
584981450 GHz
el "
10 dBar e \
0
0
&
30
40
50 d
60
CF5.845 GHz 10001 pts 5.0 MHz/ Span 50.0 MHz
2 Marker Table
Ml 1 5.8498145 GHz 13.95 dBm OccBw 20.047386675 MHz
m 1 583498537 Ghz 270dBm Occ Bw Centroid 5845009067 GHz
i} 1 585503276 Ghz 078 dbm Occ B Freg Offset 9066969124 kHz

p— 20060308
Measuring, R

01:30:04 PM 03/04/2026

Page Number 1 A2-5 of 11




ssamranis. FCC RADIO TEST REPORT Report No. : FR503007F

<802.11ax HE40>
6dB Bandwidth 26dB Bandwidth

RefLevel 30.00dBm  Offset 26.70dB @ RBW 1 MHz RefLevel 30.00dBm  Offset 26.70dB @ RBW 1 MHz

& Att 2048 SWT  10.1ms ® VBW 3 MHz Mode Sweep & Att 2048 SWT  10.1ms ® VBW 3 MHz Mode Sweep
e
20 dBi o2 2548 20 dBi 21} 54
H112.989 d

H112926 dBm v

PR T YIvmIR |
B

H2 1341

-30 dBm-
40 40
50 50
60 60
|CF 5.835 GHz 10001 pts 9.0 MHz/ Span 90.0 MHz |CF 5.835 GHz 10001 pts 16.0 MHz/ Span 160.0 MHz
Wessing  ne Wessing "
02:26:04 BM 03/04/2026 02:26:32 PM  03/04/2026

99% Occupied Bandwidth N/A

RefLevel 30.00dBm  Offset 26.70dB @ RBW 1 MHz
® At 2048 SWT ms ® VBW 3 MHz _Mode Sweep

Occupied Bandwidth 1Pk View
1299 dBm
582781100 GH|
— SRR R AWy YT NTR ST
0 r
10 - %
30
0
50 dBr
60
CF 5.835 GHz 10001 pts 10.0 MHz/ Span 100.0 MHz
2 Marker Table
m 1 5.827811 GHz 12.99dBm Occ Bw 38.219059628 MHz
il 1 58158909 GHz 639.dBm Occ Bu Centroid 5835000425 GHz
n 1 585411 GHz 5.16 dBm. Occ Bw Freg Offset 12492473793 Hz

Measuring,

02:25:02 PM 03/04/2026
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Report No. : FR503007F

<802.11ax HE80>

6dB Bandwidth

26dB Bandwidth

RefLevel 30.00dBm  Offset 26.70d8 ® RBW 2 Mz

RefLevel 30.00dBm  Offset 26.70d8 ® RBW 2 MHz

02:50:39 BM  03/04/2026

o At 2008 SWT 101 ms © VBW 10WMHz _Mode Sueep o At 2008 SWT 10 ms © VBW 10WMHz _Mode Sueep
1 Frequency Sweep 1Pk View 1 Frequency Sweep 1Pk View
Mifl] 667 dom MIfl] 1486 dBm
581624806y 57819120ty
20 dBm o2} 384 20 dBm o2} a5l
713280 M 166.2080 Mz
H113519d A" T H113.59% d m ™
4 TEVVRN T O RN Y0 id IRPTTETIRL AR
7519 : i
0
0
20
30 dBir
40 40
-50 50
0 0
GF5.855 Gz 70001 pts 76.0 MHz/ Span 160.0 MHz CF5.855 Ghz 70001 pts 320 MHe/ Span 320.0 MHz
— AT r— o 2600
e O s039 i st

02:51:08 BM  03/04/2026

99% Occupied Bandwidth

N/A

® At 2048 SWT
Occupied Bandwidth

ReflLevel 3000dBm  Offset 26705 @ RBW 2 MHz
ms © VBW 10MHz_Mode Sweep

1Pk View
Mifi]  1383dBm
58040210 Ghz|

10 dBnr

Lot

A

20 dBm
30
0
50 dBr
60
CF 5.855 GHz 10001 pts 12.0 MHz/ Span 120.0 MHz
2 Marker Table
m 1 5.844021 GHz 13.83dBm Occ Bw 71.864189792 MHz
il 1 58160835 GHz 7.18 dBm Occ Bu Centroid 5855015579 GHz
n 1 58939477 Ghz 665 dBm. Occ Bw Freg Offset 15579228432 kHz

02:49:40 BM 03/04/2026

Measuring,

20060308
184939
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ssamranis. FCC RADIO TEST REPORT

Report No. : FR503007F

Test Result of Power Spectral Density|

<802.11a>

Maximum Power Density Plot Trace 1 (Ant 0)

Maximum Power Density Plot Trace 2 (Ant 1)

RefLevel 30.00dBm  Offet 26,7043 @ RBW 1 Wiz saL
o A 2048 @ SWT_ 20ms ® VBW 3z _Mode Sweep Count 100100
10
e ety e =¥
o / Y
/’ %
\
20 e e _—
P ——
I
40
%0
G 001 prs ) Span 500Nz
2 Marker Table
[T 1 5.887997 GHz 5.60 dBm

12:48:00 2M 03/11/2026

<802.11n HT20>

Maximum Power Density Plot Trace 1 (Ant 0)

Maximum Power Density Plot Trace 2 (Ant 1)

Ref Level 3000 dBm  Offset 26708 @ RBW 1 Mz sat
- At 2008 © SWT__20ms © VBW 3 Wiz _Mode Sweep Count 100/100
Sweep
mifi]  515d8m
58888960 GHz|
20
0
(J 7 \
/ \
-0 A
_~ S
T e
50
50
GF5.885 GAz 7001 pts 0 WiFe/ Span 50.0 Wifiz
2 Marker Table
[0 1 5.388896 GHz 515 dBm

01:17:48 Bu 03/11/2026
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<802.11n HT40>

Maximum Power Density Plot Trace 1 (Ant 0) Maximum Power Density Plot Trace 2 (Ant 1)
SE e o
i
| |
|CF 5.835 GHz. 1001 pts 10.0 MHz/ Span 100.0 MHz
M1 1 5.8383 GHz 2.05 dBm
—
02:15:12 BM  03/04/2026

<802.11ac VHT80>

Maximum Power Density Plot Trace 1 (Ant 0) Maximum Power Density Plot Trace 2 (Ant 1)
SR e o e

el o V’\M“\/N ] e = ’\\

|

!

|CF 5.855 GHz 1001 pts. 12.0 MHz/ Span 120.0 MHz
M1 1 5.84337 GHz -2.23 dBm
inannnnis

02:41:32 BM 03/04/2026
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<802.11ax HE20>

Maximum Power Density Plot Trace 1 (Ant 0) Maximum Power Density Plot Trace 2 (Ant 1)

RefLevel 30.00dBm ~ Offset 26,708 ® RBW 1 MHz sat
© At 2008 @ SWT__ 20ms © VBW 3 Mz _Mode Sweep Count 100/100

58432520 G|

e T
G 5.845 Gz 1001 pts .0 MHe] Span 50.0 MHz
2 Marker Table
[ 1 5.843252 GHz 4,68 dBm
[T S

01:30:31 BM 03/04/2026

<802.11ax HE40>

Maximum Power Density Plot Trace 1 (Ant 0) Maximum Power Density Plot Trace 2 (Ant 1)
SR e o e
R
| \
1
|CF 5.875 GHz 1001 pts. 10.0 MHz/ Span 100.0 MHz
M1 1 586911 GHz 0.78 dBm
inannnnis S
02:28:24 BM  03/04/2026
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<802.11ax HE80>
Maximum Power Density Plot Trace 1 (Ant 0) Maximum Power Density Plot Trace 2 (Ant 1)

sal

RefLevel 30.00dBm ~ Offset 26,708 ® RBW 1 MHz
© At 2008 @ SWT__ 20ms © VBW 3 Mz _Mode Sweep

M) 195 dom
5802170 Ghy|
10
A e
/ |
[ |
| |
| |
T
I |
GF5.855 Gz 1001 pts 2.0 MHe/ Span 120.0 MHz
2 Marker Table
[ 1 5.80217 GHz -1.9 dBm

02:50:05 BM 03/04/2026
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Appendix B. AC Conducted Emission Test Results

Temperature : 17.2~23.6C
Relative Humidity : (46.7~49.9%

Test Engineer : (Brian Chen
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CO07-HY

EUT Information

Report NO :

Test Mode :

Test Voltage :

Phase :

100

Report No. : FR503007F
2026/3/12

503007
Mode 1
120Vac/60Hz
Line

Full Spectrum

FCC ISED-QP Limit at Main Poris

>
>
a
c FCC ISED-Ave LimitatMain Ports
D [ T DO S S R A
3
~ 4@
4
4
4
L 2
&
150k 300 400500 800 1M 2M 3M dM5M 6 8 10M 20M  30M
Frequency inHz
Final Result
Frequency QuasiPeak | CAverage Limit Margin Line Filter | Corr.
(MHz) (dBuVv) (dBuV) (dBuV) (dB) (dB)
0.152250 23.06 55.88 3282 | L1 ON 20.0
0.152250 41.33 65.88 2455 | L1 ON 20.0
0.172500 18.44 54.84 36.40 | L1 ON 20.0
0.172500 37.08 64.84 27.76 | L1 ON 20.0
0.201750 17.37 53.54 36.17 | L1 ON 20.0
0.201750 31.78 63.54 31.76 | L1 ON 20.0
0.233250 14.83 52.33 3750 | L1 ON 20.0
0.233250 21.02 62.33 41.31 | L1 ON 20.0
1.923000 13.84 46.00 32.16 | L1 ON 20.1
1.923000 15.59 56.00 4041 | L1 ON 20.1
21.763500 19.75 50.00 30.25 | L1 ON 20.9
21.763500 24.34 60.00 35.66 | L1 ON 20.9
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CO07-HY

EUT Information

Report No. : FR503007F
2026/3/12

Report NO : 503007
Test Mode : Mode 1
Test Voltage : 120Vac/60Hz
Phase : Neutral
Full Spectrum
100+
90 1
801
701
N 60_\ IFCC ISED-QP Limit atMain Ports
>
"'<.<_ Crer ED-Ave nA“ orts
= 50+ “ini - : Pl e s e U.._E_'.
© end e e H
g J
3
40
2
301 4
¢ 4
20 &
104
0 } —t———— } } —t———— } |
150k 300 400500 800 1M 2M 3M AM5SM 6 8 10M 20M  30M
Frequency inHz
Final Result
Frequency QuasiPeak | CAverage Limit Margin Line Filter | Corr.
(MHz) (dBuV) (dBuVv) | (dBuV) | (dB) (dB)
0.150000 22.59 56.00 3341 | N ON 20.0
0.150000 42.95 66.00 23.05 | N ON 20.0
0.163500 18.97 55.28 36.31 | N ON 20.0
0.163500 38.10 65.28 27.18 | N ON 20.0
0.199500 17.45 53.63 36.18 | N ON 20.0
0.199500 32.48 63.63 31.15 | N ON 20.0
0.323250 13.85 49.62 35.77 | N ON 20.0
0.323250 15.52 59.62 4410 | N ON 20.0
2.901750 16.57 46.00 29.43 | N ON 20.1
2.901750 19.41 56.00 36.59 | N ON 20.1
21.678000 19.40 50.00 30.60 | N ON 20.9
21.678000 24.11 60.00 35.89 | N ON 20.9
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Appendix C. Radiated Spurious Emission Test Data

Temperature : 211 ~25.7°C

Test Engineer : Jack Cheng, Ray Lung
Relative Humidity : |55.8 ~ 63.2%

Note symbol

-L Low channel location

-R | High channel location
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR503007F

C1. Radiated Spurious Emission Test Modes

Band Data
Mode Band Antenna Modulation Channel @ Frequency RU Remark
(GHz) Rate
Mode 1 | U-NII-4 | 5.825-5.925 0 802.11a 169 5845 6Mbps - -
Mode 2 | U-NII-4 | 5.825-5.925 0 802.11a 173 5865 6Mbps - -
Mode 3 | U-NII-4 | 5.825-5.925 0 802.11a 177 5885 6Mbps - -
Mode 4 | U-NII-4 | 5.825-5.925 0 802.11n HT20 169 5845 MCS0 - -
Mode 5 | U-NII-4 | 5.825-5.925 0 802.11n HT20 173 5865 MCS0 - -
Mode 6 | U-NII-4 | 5.825-5.925 0 802.11n HT20 177 5885 MCS0 - -
Mode 7 | U-NII-4 | 5.825-5.925 0 802.11n HT40 167 5835 MCSO0 - -
Mode 8 | U-NII-4 | 5.825-5.925 0 802.11n HT40 175 5875 MCS0 - -
Mode 9 | U-NII-4 | 5.825-5.925 0 802.11ac VHT80 171 5855 MCS0 - -
Mode 10 | U-NII-4 | 5.825-5.925 0 802.11ax HE20 169 5845 MCS0 Full -
Mode 11 = U-NIl-4 | 5.825-5.925 0 802.11ax HE20 173 5865 MCS0 Full -
Mode 12 | U-NII-4 | 5.825-5.925 0 802.11ax HE20 177 5885 MCS0 Full -
Mode 13 | U-NII-4 | 5.825-5.925 0 802.11ax HE20 177 5885 MCS0 26/8 -
Mode 14 | U-NII-4 | 5.825-5.925 0 802.11ax HE20 177 5885 MCSO = 52/40 -
Mode 15 | U-NII-4 | 5.825-5.925 0 802.11ax HE20 177 5885 MCSO0 | 106/54 -
Mode 16 | U-NII-4 | 5.825-5.925 0 802.11ax HE40 167 5835 MCS0 Full -
Mode 17 | U-NII-4 | 5.825-5.925 0 802.11ax HE40 175 5875 MCS0 Full -
Page Number : C2 of C103
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Band Data
Mode Band Antenna Modulation Channel Frequency RU  Remark

(GHz) Rate

Mode 18 | U-NII-4 = 5.825-5.925 0 802.11ax HE8O 171 5855 MCSO0 | Full -

Mode 19 | U-NII-4 = 5.825-5.925 0 SHF (Above 18GHz) -

Mode 20 | U-NII-4 = 5.825-5.925 0 LF (Below 1GHz) -
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FCC RADIO TEST REPORT

Report No. : FR503007F

C2. Summary of each worse mode

Freq. Level Limit Margin Peak
Mode Modulation Ch. Pol. Result | RU Remark
(MHz) (dBuV/m) @ (dBuV/m) (dB) Avg.

802.11a 169 | 5647.50 49.59 68.20 -18.61 H Peak | Pass - Band Edge

1
802.11a 169 | 11690.00 41.29 54.00 -12.71 H Avg. Pass - Harmonic
802.11a 173 | 5618.88 49.95 68.20 -18.25 \% Peak | Pass - Band Edge

2
802.11a 173 | 11730.00 41.47 54.00 -12.53 H Avg. Pass - Harmonic
802.11a 177 | 5895.25 78.15 90.02 -11.87 \% Avg. Pass - Band Edge

3
802.11a 177 | 11770.00 41.79 54.00 -12.21 H Avg. Pass - Harmonic
802.11n HT20 169 | 5610.33 49.94 68.20 -18.26 H Peak | Pass - Band Edge

4
802.11n HT20 169 | 11690.00 41.56 54.00 -12.44 H Avg. Pass - Harmonic
802.11n HT20 173 | 5605.31 49.40 68.20 -18.80 \% Peak | Pass - Band Edge

5
802.11n HT20 173 | 11730.00 41.41 54.00 -12.59 H Avg. Pass - Harmonic
802.11n HT20 177 = 5895.25 79.19 90.02 -10.83 \Y, Avg. Pass - Band Edge

6
802.11n HT20 177 | 11770.00 41.54 54.00 -12.46 \% Avg. Pass - Harmonic
7 802.11n HT40 167 | 5647.50 50.20 68.20 -18.00 H Peak | Pass - Band Edge
8 802.11n HT40 175 | 5923.00 59.30 69.66 -10.36 \% Avg. Pass - Band Edge
9 802.11ac VHT80 @ 171 = 5925.00 60.12 68.20 -8.08 \% Avg. Pass - Band Edge
802.11ax HE20 = 169 @ 5646.32 49.75 68.20 -18.45 H Peak | Pass | Full | Band Edge

10
802.11ax HE20 | 169 @ 11690.00 41.59 54.00 -12.41 H Avg. Pass | Full | Harmonic
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FCC RADIO TEST REPORT

Report No. : FR503007F

Freq. Level Limit Margin Peak
Mode Modulation Ch. Pol. Result RU Remark
(MHz) (dBuV/m) | (dBuV/m) (dB) Avg.

802.11ax HE20 = 173  5614.75 49.25 68.20 -18.95 \Y, Peak | Pass Full Band Edge
11

802.11ax HE20 @ 173 | 11730.00 41.66 54.00 -12.34 H Avg. Pass Full Harmonic

802.11ax HE20 = 177 @ 5895.25 81.29 90.02 -8.73 V Avg. Pass Full Band Edge
12

802.11ax HE20 @ 177 | 11770.00 41.67 54.00 -12.33 H Avg. Pass Full Harmonic
13 802.11ax HE20 | 177 | 5926.00 61.58 68.20 -6.62 \% Avg. Pass 26/8 Band Edge
14 802.11ax HE20 = 177 @ 5895.25 78.39 90.02 -11.63 \Y, Avg. Pass 52/40 = Band Edge
15 802.11ax HE20 = 177 @ 5895.25 77.58 90.02 -12.44 V Avg. Pass | 106/54 | Band Edge

802.11ax HE40 = 167 @ 5620.95 49.98 68.20 -18.22 H Peak | Pass Full Band Edge
16

802.11ax HE40 @ 167 | 11670.00 41.36 54.00 -12.64 H Avg. Pass Full Harmonic

802.11ax HE40 | 175 | 5925.00 55.79 68.20 -12.41 \% Avg. Pass Full Band Edge
17

802.11ax HE40 @ 175 | 11750.00 41.35 54.00 -12.65 \% Avg. Pass Full Harmonic

802.11ax HE80 171 = 5926.75 59.95 68.20 -8.25 \Y, Avg. Pass Full Band Edge
18

802.11ax HE80 @ 171 | 11710.00 42.35 54.00 -11.65 \% Avg. Pass Full Harmonic
19 SHF 39453.64 52.07 74.00 -21.93 H Peak | Pass - -
20 LF 716.76 37.18 46.00 -8.82 H Peak | Pass - -
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Pol. Horizontal Fundamental
1 goLevel(dBuVim) Date: 0260226 - Level (1BuVin) Date: 2026.02-26
PERK BE(URIT] b 1
1225 /I 128 |
105. 1054 1
3 ' n PEAKUN4
’" ' J
10— L] 5] L
5 Tk it
i Ed 5 52. pre PR
30 el Ay
e o
175 [
Peak | ¥ i ‘
5659, 5718, 5777, 5836. 5895 | |
Frequency (MHz) -
1 2200, 3400, 4600. 5600. 7000
Site  : @3CH2L-HY Frequency (WHz)
Condition: PEAK_BE(UNIT 4) 3n DRH18-E_LECG3A18EN 250807 HORIZONTAL
+ RBN:1000.000kHz VBH:3000.800kHz SWT:Auto Site @ @3CH21-HY
Condition: PEAK(UNIT 4) 3n DRH18-E_LE2CO3ALBEN 250807 HORIZONTAL
Linit Read  Ant Cable Preamp Aux APos TPos + RB:1000. 000kHz VBH:3000. 000kHz SWT:Auto
Freq Level Line Margin Level Factor Loss Factor Factor Remark
PR S — S — S —— Linit Read  Ant Cable Preamp  Aux APos TPos
MHz dBuV/m dBuV/m  dB dBuV dB/m d8 d8 dB cm deg s
1 S647.50 4959 68.20 -18.61 37.36 33.09 1312 3.9 0.9 100 181 Peak Frey Level: [fedargln) LéveliFactor: Lassheactor)fackon Remhrk
2 S651.64 49.15 68.97 -19.82 36.89 33.11 13.12 34.9 .99 108 181 Pesk _—
3 S700.80 49.61105.45 -55.8 36.99 3.41 1319 35.03 105 100 181 Peak Mz dBuV/m dBuV/n  dB dB/ dg/n dB B A8 n deg
4 5720.66 49.65 112.29 -62.64 36.90 33.52 13.21 35.85 1.87 100 181 Peak 1 5845.00 101,88 --ooee oeeee 8.9 3.72 13.36 5.0 110 100 181 Peak
. Level (4BuVim) Date: 2026-02-26
i
1225 ;
105
1
875
00 AVGUNI4)
O O
52, [
" F Ll
IAmavvr— ;
Avg Blank 1 ;
|
1 2200, 3400, 4600. 5600. 7000
Frequency (MHz)
Site + 03CH21-HY
Condition: AVG(UNII 4) 3m DRH18-E_LE2CO3A18EN 250807 HORIZONTAL
+ RBIN:1000.000kHz VB:@.750kHz SWT:Auto
Linit Read  Ant Cable Preamp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark

Mz dBuV/m dBuV/m  dB dBuv dB/m dB B dB cm deg
1 5845.00 94.53 -----e -oeee 81,55 33.72 13.36 35.20 1.10 100 181 Average
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Pol.

Horizontal

Fundamental
g Level (dBuVim) Date: 2026-02-26
1225
105 >
o5 FN‘ PEAK_BE(UNII4)]
700 M M \"ﬁ‘
828 44 m*“vﬂh % B ; h
aald o i u
360
175
Peak Blank
50 5800. 5850. 5900 5950. 6000
Frequency (MHz)
Site + 03CH21-HY
Condition: PEAK BE(UNII 4) 3m DRH18-E_LE2CO3AIBEN_250807 HORIZONTAL
+ RBI:1000.000kHz VBIV:3000.000kHz SWT:Auto
Linit Read  Ant Cable Preamp Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark
Mz dBuV/m dBWV/m  d8 B dB/m dB dB B cm deg
1 592450 49.07 88.57 -39.50 36,29 33.65 13.45 35.30 .98 100 181 Peak
2 5951.25 50.49 88.20 -37.71 37.80 33.60 13.48 35.33 .94 100 181 Peak
g Level (dBuVim) Date: 2026-02-26
1225
105/
875 JI_‘" '\L \
e L N AV BE(NY)
W / \‘\
___‘_,_....// T —
15,
1.
Avg Blank
50 5800. 5850. 5900, 5950 6000
Frequency (MHz)
Site + 03CH21-HY
Condition: AVG_BE(UNII 4) 3m DRH18-E_LE2CO3ALBEN 250807 HORIZONTAL
+ RBW:1000. 008KHz VBH:0.75ekHz SWT:Auto
Linit Read  Ant Cable Preamp  Aux APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark
Mz dBuV/m dBuV/m  d8 dBu dB/m d8 B dB cm deg
1 594,75 42,10 68.38 -26.28 29.32 33.65 13.45 35.30 0.98 100 181 Average
2 5925.60 41.90 68.20 -26.30 29.12 33.65 13.45 3536 0.98 106 181 Average
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