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Summary of Test Result

Report Ref Std. Result
Test Items Remark
Clause Clause (PASS/FAIL)
1.1 15.203 Antenna Requirement PASS 15.203
3.1 15.207 AC Power-line Conducted Emissions PASS 15.207
3.2 15.503 UWB Bandwidth PASS = 500MHz

Technical requirements for

3.3 15.519(a)(1 PASS 15.519(a)(1
@ Hand Held UWB systems @

3.4 15.519(e) Peak Power Measurement PASS < 0 dBm/50MHz
UWB Emissions:

15.519(c)
15.519(c) . . GPS Emissions:

. R ted E PA

3.5 /15.519(d) adiated Emissions SS 15.519(d)

Digital Emissions:
15.209

Conformity Assessment Condition:

1. The test results (PASS/FAIL) with all measurement uncertainty excluded are presented against the
regulation limits or in accordance with the requirements stipulated by the applicant/manufacturer who shall
bear all the risks of non-compliance that may potentially occur if measurement uncertainty is taken into
account.

2. The measurement uncertainty please refer to each test result in the section “Measurement Uncertainty”.

Disclaimer:
The product specifications of the EUT presented in the test report that may affect the test assessments are
declared by the manufacturer who shall take full responsibility for the authenticity.

Reviewed by: Yun Huang
Report Producer: Aya Yang
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1 General Description
1.1 Product Feature of Equipment Under Test

Product Feature

General Specs
LTE/NTN, Bluetooth, Bluetooth-LE, Bluetooth-LE ASK, Bluetooth-LE GFSK, Wi-Fi 2.4GHz
802.11b/g/n/ac/ax, Wi-Fi 5GHz 802.11a/n/ac/ax, NFC, UWB, 60GHz and GNSS.

Antenna Type
UWB: PIFA Antenna

Antenna information

6489.6 MHz Peak Gain (dBi) | -2.5

7987.2 MHz Peak Gain (dBi) | -1.2

Remark: The above EUT's information was declared by manufacturer. Please refer to Disclaimer in
report summary.

EUT Information List

S/IN Performed Test ltem
Equivalent Isotropic Radiated Power
5C251WRDTL37CY
Radiated Spurious Emission
5C251WRDTL37F4 Conducted Emission

1.2 Modification of EUT

No modifications are made to the EUT during all test items.

1.3 Type of EUT

Operational Condition

EUT Power Type ‘AC mains: AC voltage 120 V

Type of EUT

Il | Stand-alone
[0 |Combined (EUT where the radio part is fully integrated within another device)
Combined Equipment - Brand Name / Model No.:

[ |Plug-in radio (EUT intended for a variety of host systems)
Host System - Brand Name / Model No.:

1 |Other:
TEL : 886-3-327-0868 Page Number : 5 of 59
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1.4 Testing Applied Standards

1.5

1.6

According to the specifications of the manufacturer, the EUT must comply with the requirements of the
following standards:

. 47 CFR FCC Part 15

. ANSI C63.10-2020 + Cor.1-2023

. FCC KDB 414788 D01 Radiated Test Site vO1r01

Remark: The TAF code is not including all the FCC KDB listed without accreditation.

Testing Location Information

The test location is accredited based on TAF code 3786 designated by NCC (National Communication
Commission).

Test Site Sporton International Inc. Wensan Laboratory

Test Site Location No.58, Aly. 75, Ln. 564, Wenhua 3rd, Rd., Guishan Dist.,

Taoyuan City 333010, Taiwan (R.O.C.)

Note: The test site complies with ANSI C63.4 2014 requirement.

Measurement Uncertainty

ISO/IEC 17025 requires that an estimate of the measurement uncertainties associated with the emissions test
results be included in the report. The measurement uncertainties given below are based on a 95% confidence
level (based on a coverage factor (k=2)

Test Items Uncertainty Remark
AC Conduction (150kHz ~ 30MHZz) 3.7dB Confidence levels of 95%
Radiated Emission (30MHz ~ 1000MHz) 6.5 dB Confidence levels of 95%
Radiated Emission (1GHz ~ 6GHz) 4.7 dB Confidence levels of 95%
Radiated Emission (6GHz ~ 18GHz) 5.7 dB Confidence levels of 95%
Radiated Emission (18GHz ~ 40GHz) 5.2dB Confidence levels of 95%
TEL : 886-3-327-0868 Page Number 1 6 of 59
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2 Test Configuration of EUT

2.1 Test Mode

Test Configuration

Config Channel Modulation Config STS Nums Payl?::t:se)ngth
Mode 1 5 BPRF9 0 0 127
Mode 2 5 BPRF10 0 0 127
Mode 3 5 BPRF9 1 1 127
Mode 4 5 BPRF10 1 1 127
Mode 5 5 BPRF9 3 1 0
Mode 6 5 BPRF10 3 1 0
Mode 7 5 HPRF27 0 0 255
Mode 8 5 HPRF27 1 1 255
Mode 9 5 HPRF27 3 1 0
Mode 10 9 BPRF9 0 0 127
Mode 11 9 BPRF10 0 0 127
Mode 12 9 BPRF9 1 1 127
Mode 13 9 BPRF10 1 1 127
Mode 14 9 BPRF9 3 1 0
Mode 15 9 BPRF10 3 1 0
Mode 16 9 HPRF27 0 0 255
Mode 17 9 HPRF27 1 1 255
Mode 18 9 HPRF27 3 1 0
TEL : 886-3-327-0868 Page Number 1 7 of 59
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2.2 The Worst Case Measurement Configuration

The Worst Case Mode for Following Conformance Tests

Tests Item AC power-line conducted emissions

AC power-line conducted measurement for line and neutral

Condition Test Voltage: 120Vac / 60Hz

Operating Mode CTX

1 Adapter Mode

Remark: Please refer to 15.207 which states, “Measurements to demonstrate compliance with the
conducted limits are not required for devices employ Battery for operation and which do not operate from the
AC power lines or contain provisions for operation while connected to the AC power lines”.

The Worst Case Mode for Following Conformance Tests

Tests Item UWB Bandwidth, Peak Power Measurement, Radiated Emissions
Test Condition Radiated measurement
Operating Mode CTX
1 Adapter Mode

Mode 1 configuration was tested and found to be the worst case and measured during the test.

Operating Mode > 1GHz CTX

X Plane Y Plane Z Plane

Orthogonal Planes of EUT

CHO5 \Y,

CHO09 \Y

Remark: The measured emission level of the EUT was maximized by rotating the EUT on a turntable,
adjusting the orientation of the EUT and EUT antenna in three orthogonal axis (X: flat, Y: portrait, Z:
landscape), and adjusting the measurement antenna orientation, following C63.10 exploratory test
procedures and find as worst plane, and recorded in this report.
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2.3 Test Setup Diagram

System ) BT

Simulator AP router MNolebook GPS Station Ea

Powear EUT

Source MNotebook

Cradia Earphone iPod WLAMN AP Monitor

This example is connaction diagram of EUT test configurations.
For detail, pease refer to test mode configuration and setup photographs for each test iem.
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3 Transmitter Test Result

3.1 AC Power-line Conducted Emissions

3.1.1 AC Power-line Conducted Emissions Limit

AC Power-line Conducted Emissions Limit

Frequency Emission (MHz) Quasi-Peak Average
0.15-0.5 66 - 56 * 56 - 46 *

0.5-5 56 46

5-30 60 50

Note 1: * Decreases with the logarithm of the frequency.

3.1.2 Measuring Instruments

Refer a test equipment and calibration data table in this test report.

3.1.3 Test Procedures

Test Method

m Refer as ANSI C63.10-2020 + Cor.1-2023, clause 6.2 for AC power-line conducted emissions.

3.1.4 Test Setup

AC Power-line Conducted Emissions

N e
Bonded to Grounplane

3.1.5 Test Result

Please refer to Appendix A.
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3.2 UWB bandwidth
3.2.1 UWB bandwidth Limit

UWB bandwidth Limit
UWB bandwidth = 500 MHz or Fractional bandwidth = 0.2; Fractional bandwidth = 2(fu—fL)/ (fu + fi)

3.2.2 Measuring Instruments

Refer a test equipment and calibration data table in this test report.

3.2.3 Test Procedures

Test Method

Il For the UWB bandwidth shall be measured using one of the options below:

I Refer as ANSI C63.10, clause 6.9.2 and clause 10.1 for UWB bandwidth testing.

3.2.4 Test Setup

UWB Bandwidth - Test Distance: 3m
RX Antenna

L-Y_

Metal Full Soldered Ground Plane

o
Spectrum Analyzer / Receiver
TEL : 886-3-327-0868 Page Number 1 11 of 59
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3.2.5 Test Result of UWNB Bandwidth

Test mode Fu Fu UWB Bandwidth Bandwidth limit Result Pol
(MHz) (MHz) (MHz) (MHz) [HV]

1 6215 6743 528 > 500 Pass H

2 6266 6734 508 > 500 Pass H

3 6215 6742 527 > 500 Pass H

4 6227 6734 507 > 500 Pass H

5 6207 6753 546 > 500 Pass H

6 6218 6781 563 > 500 Pass H

7 6216 6753 537 > 500 Pass H

8 6215 6743 528 > 500 Pass H

9 6207 6751 544 > 500 Pass H

10 7703 8253 550 > 500 Pass H

1 7727 8232 505 > 500 Pass H

12 7721 8240 519 > 500 Pass H

13 7723 8232 509 > 500 Pass H

14 7700 8260 560 > 500 Pass H

15 7689 8258 569 > 500 Pass H

16 7700 8257 557 > 500 Pass H

17 7701 8254 553 > 500 Pass H

18 7701 8255 554 > 500 Pass H
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UWB Bandwidth
Mode 17 Mode 18
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3.3 Technical requirements for hand held UWB systems

3.3.1 Technical Requirements for transmission Limit

FCC 15.519(a) (1) A UWB device operating under the provisions of this section shall transmit only when it is
sending information to an associated receiver. The UWB intentional radiator shall cease transmission within
10 seconds unless it receives an acknowledgement from the associated receiver that its transmission is being
received. An acknowledgment of reception must continue to be received by the UWB intentional radiator at
least every 10 seconds or the UWB device must cease transmitting.

3.3.2 Measuring Instruments

Refer a test equipment and calibration data table in this test report.

3.3.3 Test Procedure

Follow the test step as below:
1.  Turn on both EUT and companion receiver.
2 Set the EUT to TX mode, and EUT starts polling.
3.  Setthe companion receiver to associate EUT and EUT starts to transmit.
4. Disable the RX function of the companion receiver to disassociate the EUT.
5 Check if EUT stop transmitting once step 4 is made.

3.3.4 Test Setup

— Y

Spectrum Analyzer

EUT

TEL : 886-3-327-0868 Page Number 1 18 of 59
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3.3.5 Test Result

Plot 1

a Marker

KEYS|GHT Input: RF Input Z: 50 O #Atten: 0 dB PNO: Fast #Avg Type: Power (RMS 234 Select Marker

Coupling: DC Corr CCorr Gate: Off Avg|Hold: 1/1
oL = align: Off Freq Ref: Int (S) IF Gain: High Trig: Free Run M Marker 3
Sig Track: Off

1 Spectrum

Scale/Div 10 dB Ref Level 86.99 dBpv - Peak
Search

Normal Pk Search

Config
Delta (A)

Properties
Fixed

Marker
Off Function

Marker—
Delta Marker
Center 8.000000000 GHz #Video BW 8.0 MHZ* Span 0 Hz (Reset Delta)

Res BW 8 MHz Sweep 40.0 s (4000 pts)| \\arker Table Counter
5 Marker Table v On
off

Mode Trace Scale X Y Function Function Width Function Value Marker Settings
N 1 t 6.327s  38.95dBupv < Diagram
N 1 t 9.127s  39.98 dBpV

\ 1 t 31.71s! 36.47 aBuV All Markers Off

Couple Markers

D M ? s

M1 to M2: Set the EUT to TX mode, and EUT starts polling.
M2 to M3: Set the companion receiver to associate EUT and EUT starts to transmit.
M3: Disable the TX function of EUT. EUT stops transmitting and polling.
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Plot 2

ﬁ Marker
Sedect Marker
Marker 3

uAtten: U dE

24
Sig Tran

Ref Level 86.99 dBJY
W Marker ode

Mormal
Dhelta (A}

Fixed

Center 8000000000 GHz #ideo BW 8.0 MHz*
Res BW B MHz

o Marker labie

M1 to M2: Set the EUT to TX mode, and EUT starts polling.

M2 to M3: Set the companion receiver to associate EUT and EUT starts to transmit.

M3: RX function of the companion receiver is disabled. EUT disassociates the companion receiver
and stops transmitting, but continues polling.

Plot 3

Ref Levol 86,99 B4V RefLevel 85.9% dBpv

Deha (4)

Fieea

#Videa BW .0 MHz" #Widea BW B.0 MHz"

Function __ Function Width _ Function Valug, Function __ Funcfion Width __ Function Value

Plot 3 is zoom in plot of M2 to M3 (transmission)
Plot 4 is zoom in plot after M3 (polling only)
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3.4 Peak Power Measurement

3.4.1 Peak Power Measurement Limit

Peak Power Measurement Limit

Peirp =0 dBm/50MHz

3.4.2 Measuring Instruments

Refer a test equipment and calibration data table in this test report.

3.4.3 Test Procedures

Test Method

Il Peak Power Measurement

B Refer as ANSI C63.10, clause 10.3.1 for radiated measurement procedure testing.

Il Refer as ANSI C63.10, clause 10.3.2 for measurement distance is 3m.

B Refer as ANSI C63.10, clause 10.3.5 for peak detector procedure testing.

B Refer as ANSI C63.10, clause 10.3.6 for bandwidth conversion of peak power.

B Frequency of max peak power is pre-located:
The span bandwidth is continuously reduced to find the worst frequency. Once the worst frequency
is found, the setting of spectrum analyzer is set as below:
«  Central frequency: Worst frequency point
. Span: Zero span
- RBW: 50MHz
- VBW: 80MHz
. Detector: Peak detector
Trace: Max hold

3.4.4 Test Setup

Peak Power Measurement

RX Antenna
i -".- '—7__:[ -
1~4m
.Y
Metal Full Soldered Ground Plane
o0
Spectrum Analyzer / Receiver
TEL : 886-3-327-0868 Page Number 1 21 of 59
FAX : 886-3-327-0855 Issue Date 1 Apr. 08, 2026

Report Template No.: BU5-FR15F Version 1.0 Report Version 101



SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR503005J

3.45 Test Result of Peak Power Measurement

Peak Measurement Result

Test Mode | Freq. (MHz) (dEéEi\?}rc:]) EI(QC:E?;“;HZ LFr::Itp(Sc(i)g%) Margin (dB) | Result [E;)\l/]
1 6240 924 -2.83 0 -2.83 Pass H
2 6242 92.96 -2.27 0 -2.27 Pass
3 6489 91.28 -3.95 0 -3.95 Pass H
4 6493 91.4 -3.83 0 -3.83 Pass H
5 6425 86.06 -9.17 0 -9.17 Pass H
6 6433 85.18 -10.05 0 -10.05 Pass H
7 6365 84.84 -10.39 0 -10.39 Pass H
8 6363 84.63 -10.6 0 -10.6 Pass H
9 6428 85.98 -9.25 0 -9.25 Pass H
10 7744 91.97 -3.26 0 -3.26 Pass H
11 7986 92.59 -2.64 0 -2.64 Pass H
12 7740 91.01 -4.22 0 -4.22 Pass H
13 7982 92.07 -3.16 0 -3.16 Pass H
14 7926 86.09 -9.14 0 -9.14 Pass H
15 7927 85.75 -9.48 0 -9.48 Pass H
16 7865 85.65 -9.58 0 -9.58 Pass H
17 7866 85.36 -9.87 0 -9.87 Pass H
18 7926 85.31 -9.92 0 -9.92 Pass H

Note 1: EIRP [dBm] = E-Field [dBuV/m] - 95.23;

Note 2: Measurement worst emissions of receive antenna polarization.
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Pre-located worst frequency Plots
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3.5

Radiated Emissions

3.5.1 Radiated Emissions Limit

Radiated Emissions below 960MHz and Emissions from Digital Circuitry Limit

Frequency Range (MHz)| Field Strength (uV/m) |Field Strength (dBuV/m)| Measure Distance (m)
0.009~0.490 2400/F(kHz) 485-13.8 300
0.490~1.705 24000/F (kHz) 33.8-23 30

1.705~30.0 30 29 30
30~88 100 40 3
88~216 150 435 3

216~960 200 46 3
Above 960 500 54 3

Note 1: Test distance for frequencies at or above 30 MHz, measurements may be performed at a distance

Note 2: Test distance for frequencies at below 30 MHz, measurements may be performed at a distance

other than the limit distance provided they are not performed in the near field and the emissions to
be measured can be detected by the measurement equipment. When performing measurements at
a distance other than that specified, the results shall be extrapolated to the specified distance using
an extrapolation factor of 20 dB/decade (inverse of linear distance for field-strength measurements,
inverse of linear distance-squared for power-density measurements).

closer than the EUT limit distance; however, an attempt should be made to avoid making
measurements in the near field. When performing measurements below 30 MHz at a closer distance
than the limit distance, the results shall be extrapolated to the specified distance by either making
measurements at a minimum of two or more distances on at least one radial to determine the proper
extrapolation factor or by using the square of an inverse linear distance extrapolation factor (40
dB/decade). The test report shall specify the extrapolation method used to determine compliance of
the EUT.

Radiated Emissions above 960MHz Limit

Frequency Range (MHz) EIRP (dBm), RBW = 1MHz
960-1610 -75.3
1610-1990 -63.3
1990-3100 -61.3

3100-10600 -41.3
Above 10600 -61.3

Note: Distance extrapolation factor = 20 log (test distance [X m]/specific distance [3 m]) (dB)

Radiated Emissions in GPS Bands Limit

Frequency Range (MHz) EIRP (dBm), RBW 2 1kHz
1164-1240 -85.3
1559-1610 -85.3

Note E (dBuv/m) = EIRP (dBm) + 95.23, example, E(dBuV/m) = -85.3 + 95.23 = 9.93dBuV/m
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3.5.2 Measuring Instruments

Refer a test equipment and calibration data table in this test report.

3.5.3 Test Procedures

Test Method for Radiated Emissions above 960MHz

I Radiated Emissions above 960MHz

B Refer as ANSI C63.10, clause 10.3.1 for radiated measurement procedure testing.

B Refer as ANSI C63.10, clause 10.3.2 for measurement distance is 3m. In some cases, it may be
necessary to measure the radiated UWB emissions at a closer distance to obtain enough signal
and margin to overcome the measurement system noise floor. Distance extrapolation factor = 20
log (test distance [X m]/specific distance [3 m]) (dB)

B Refer as ANSI C63.10, clause 10.3.4 for rms detector procedure testing.

B Refer as ANSI C63.10, clause 10.3.7 for evaluating AVG-PSD (RBW=1MHz).

I Refer as ANSI C63.10, clause 10.3.10 for evaluating AVG-PSD in GPS Band (RBW=1kHz).

Il For radiated measurement.

B Refer as ANSI C63.10, clause 10.3.8 following eirp can be used radiated test configuration.

B Refer as ANSI C63.10, clause 10.3.9 following eirp can be directly determined using the field
strength.

Test Method for Radiated Emissions below 960MHz and Emissions from Digital Circuitry

B Measurements may be performed at a distance other than the limit distance provided they are not
performed in the near field and the emissions to be measured can be detected by the measurement
equipment. When performing measurements at a distance other than that specified, the results shall be
extrapolated to the specified distance using an extrapolation factor of 20 dB/decade (inverse of linear
distance for field-strength measurements, inverse of linear distance-squared for power-density
measurements) for above 30MHz-960MHz; 40dB/decade for frequency below 30MHz.

B For the transmitter unwanted emissions shall be measured using following options below:

Il Refer as ANSI C63.10, clause 4.1.4 Detector functions and selection of bandwidth

O Refer as ANSI C63.10, clause 4.1.4.2.4 average value of pulsed emissions. Adjusted by a “duty
cycle correction factor”, derived from 20log (dwell time/100 ms). Average emission = peak
emission + 20 log (duty cycle).

I Refer as ANSI C63.10, clause 4.1.4.2.2 measurement procedure peak limit.

Il Forradiated measurement.

B Refer as ANSI C63.10, clause 6.4 for radiated emissions below 30 MHz and test distance is 3m.

B Referas ANSI C63.10, clause 6.5 for radiated emissions 30 MHz to 1 GHz and test distance is 3m.

B Refer as ANSI C63.10, clause 6.6 for radiated emissions above 1 GHz and test distance is 3m.

B If the noise floor can’t meet the limit, the test distance will be shorten and described in the report.

B Anyunwanted emissions level shall not exceed the fundamental emission level.
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3.5.4 Test Setup

Radiated Emissions below 30MHz

l | R Antenna

- 3m |

Metal Full Soldered Ground Plane

.

Spectrum Analyzer ! Receiver

Radiated Emissions from 30MHz to 960 MHz and Emissions from Digital Circuitry

RX Antenna

Metal Full Soldered Ground Plane

[

Spectrum Analyzer | Receiver

Radiated Emissions from 960 MHz to 1GHz

X Antenna

Metal Full Soldered Ground Plane

==

Spectrum Analyzer | Receiver
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Radiated Emissions from 1GHz to 1.61 GHz

RX Antenna

Metal Full Soldered Ground Plane

==

Spectrum Analyzer / Receiver

Radiated Emissions from 1.61 GHz to 10.60 GHz

RX Antenna

Metal Full Soldered Ground Plane

==

Spectrum Analyzer / Receiver
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Radiated Emissions from 10.60 GHz to 18GHz
RX Antenna

Metal Full Soldered Ground Plane

==

Spectrum Analyzer / Receiver

Radiated Emissions above 18GHz

RX Antenna

Metal Full Soldered Ground Plane

Spectrum Analyzer / Receiver

Note 1: Magnetic field tests shall be performed in the frequency range of 9 kHz to 30 MHz using a calibrated
loop antenna. Electric field tests shall be performed in the frequency range of 30 MHz to 1000 MHz using a
calibrated bi-log antenna and the frequency range of 1 GHz to 40 GHz using a calibrated horn antenna.

Note 2: If test distance other than 3m is used, the used test distance will be recorded in test result.

3.5.5Radiated Emissions (Below 30MHz)

All amplitude of spurious emissions that are attenuated by more than 20 dB below the permissible
value has no need to be reported.

There is adequate comparison measurement of both open-field test site and alternative test site -
semi-Anechoic chamber according to 414788 D01 Radiated Test Site v01r01, and the result came out

very similar.
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3.5.6 Average Power Spectral Density

Test | Frequency | Emission Level | Emission Limit | Emission Limit | Margin Pol
mode (MHz) (dBuV/m) (dBm/MHz) (dBuV/m) @8) | R Hv)
1 6442 53.56 -41.3 53.93 -0.37 Pass H
2 6437 53.69 -41.3 53.93 -0.24 Pass H
3 6440 53.17 -41.3 53.93 -0.76 Pass H
4 6440 53.03 -41.3 53.93 -0.90 Pass H
5 6433 53.45 -41.3 53.93 -0.48 Pass H
6 6439 53.77 -41.3 53.93 -0.16 Pass H
7 6440 52.10 -41.3 53.93 -1.83 Pass H
8 6435 52.99 -41.3 53.93 -0.94 Pass H
9 6425 53.74 -41.3 53.93 -0.19 Pass H
10 7930 52.71 -41.3 53.93 -1.22 Pass H
11 7953 53.31 -41.3 53.93 -0.62 Pass H
12 7878 52.63 -41.3 53.93 -1.30 Pass H
13 7952 53.44 -41.3 53.93 -0.49 Pass H
14 7946 53.71 -41.3 53.93 -0.22 Pass H
15 7880 53.74 -41.3 53.93 -0.19 Pass H
16 7950 52.85 -41.3 53.93 -1.08 Pass H
17 7957 53.02 -41.3 53.93 -0.91 Pass H
18 7953 53.05 -41.3 53.93 -0.88 Pass H
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Radiated Emissions (Fundamental)

Operating Function

Adapter Mode

Polarization

Test Distance

Mode 1

Mode 2

oo Level (@Buyim)

Date: 2026-03-03

7.5
75.0
6251
ECC UWE HAND
0.0 —_
37.5 - L
25.0
12.5
aboo 6200, w400, 6600 6u00. 7000
Frequency (MHz)
: FCC UWB HAND 3m HF_S120D_03366_251185 Horizontal
: 00 GOKINZ VDii: 3000 00KNE SWT:1.000:
Remark
d8 “aeuv as a5 a5 T T ae
.37 42.00 34.88 14.42 37.74 ©.08 - Average

1poLEvel (@Buyim)

Date: 2026-03-03

7.5
75.0
6251
1 FCE UWE HAND
0.0 SR e
37.5 —
25.0
12.5
aboo 6200, w400, 6600, 6u00. 7000
Frequency (MHz)
Canditien : FCC UWB HAND 3m HF_S120D_3360_251185 Horizontal
: ROW:1000.00akINz VD: 3000 000KNT SWIi1.0005ec
Remark
5
37.74 - Aversge

Mode 3

Mode 4

oo Level (@Buyim)

Date: 2026-03-03

7.5

75.0

6251

ECC UWE HAND

0.0 = —=

37.5 = - .

25.0

12.5

aboo 6200, w400, 6600 6u00. 7000
Frequency (MHz)
Conditien : FCC UWB HAND 3m HF_S120D_03366_251185 Horizontal
: 00 GOKINZ VDii: 3000 00KNE SWT:1.000:
P,
Detector
Channel
Fodulation
config
Limit Raad Preamp  Aux  APos  TRos
Level  Line Margin Level Factor Factor Factor Remark
G @Buvim a8 dbuv  de/m as _ds a8 cm  deg
5440, 00 8.76 41.61 34.88 14.43 37.74 ©.08 -- = Averoge

1poLEvel (@Buyim)

Date: 2026-03-03

87.5
75.0
62.5
1 FCC UWE HAND
50.0 R e
325 1 B S S
25.0
12.5
aboo 6200, 8400, 6600, 6800, 7000
Frequency (MHz)
Canditien ¢ FCC UWE HAND 3m HF_S120D_0236@_251105 Hordzontal
t ROW: 1000, 00KINZ VDR 3000 000KNT SWT 11, 000;
rogact 0360
etector Average
Channel s
Fadulation BPRF1G
Confis 1
< L
127
oxos
ax01
Limit Remd  Ant canp  Aux  APos  TRos
Freq Level Line Margin Level Facto Factar Remark
T mnz T dB ~ asuv  deym  as _as a8 em  deg
1 saas.c0 .00 - Average
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Radiated Emissions (Fundamental)

Operating Function Adapter Mode

Polarization

Test Distance

Mode 5

Mode 6

Date: 2026-93-03
oo Level (@Buyim)

7.5
75.0
6251
ECC UWE HAND
s0.0 =
sesl L —
25.0
12.5
aboo 6200, w400, 6600 6u00. 7000
Frequency (MHz)
: FCC UWB HAND 3m HF_S120D_03366_251185 Horizontal
: 00 GOKINZ VDii: 3000 00KNE SWT:1.000:
Freq Level Remark
d8 “aeuv as a5 a a T T ae
1 -@.4B 41,92 3407 1a.48 37.74 ©.09 -- = Averoge

1poLEvel (@Buyim)

Date: 2026-02-14

Level

a8 @auv
-e.16 42,22 34

7.5
75.0
6251
1 FCE UWE HAND
0.0 P m—— e EE S
o
375 e =
25.0
12.5
aboo 6200, w400, 6600, 6u00. 7000
Frequency (MHz)
Canditien : FCC UWB HAND 3m HF_S120D_3360_251185 Horizontal
1060 0PAKINZ VDii: 3000 00DKNT SWT:1.0005ec

Remark

O
a1 37,74 e.00 - Average

Mode 7

Mode 8

Date: 2026-93-03
oo Level (@Buyim)

FCC UWE HAND

aboo 6200, w400, 6600 6u00. 7000
Frequency (MHz)

Conditien : FCC UWE HAND 3m HF_S120D_02360_251105 Horizontal
: 00, 00K Vi 3000, 000KNE SHT 11, 000:

P,

Detector

Channel

Faodulation
fis

Breamp | Aux  APos  TRos
Factor Factar Remark

Limit Read
Level Line Margin Level Factor

a8 " a s a5 a
-1.83 48.34 34.88 14.42 37.74 ©.08 -- - Average

1poLEvel (@Buyim)

Date: 2026-03-03

7.5

75.0

62.5

| 1 FCE UWE HAND
s0.0f P O T R e — e
- .

szsl 1o e ———

25.0

12.5

aboo 6200, w400, 6600, 6u00. 7000
Frequency (MHz)
Canditien : FCC UWB HAND 3m HF_S120D_3360_251185 Horizontal
: ROW:1060.00akINz VDN: 3000 00KNT SWT:1.000:

o5 503

tector Average
Chann : as
Fodulation 1 HPRF27
config 1
ST fiume P2
Payload Length: 255

axos
oxe1
Level Line Margin Remark
- Aversge
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Radiated Emissions (Fundamental)

Operating Function Adapter Mode

Polarization H

Test Distance

Mode 9

Mode 10

Date: 2026-93-03
oo Level (@Buyim)

FCC UWE HAND

aboo 6200, w400,
Frequency (MHz)

: FCC UWE HAND 3m HF_S120D_02360_251105 Horizontal
: 00, 00K Vi 3000, 000KNE SHT 11, 000:

Remark

- Average

6600, 6800, 7000

1poLEvel (@Buyim)

Date: 2026-03-01

7800

Canditien

t ROW: 1000, DOKIE VDR 3000, 000KNT

7700, 7900, 8100, 8300, 8500
Frequency (MHz)

¢ FCC UWE HAND 3m HF_S120D_0236@_251105 Hordzontal
ST 11, 000:

Level Remark

- Average

Mode 11

Mode 12

oo Level (@Buyim)

Date: 2026-03-01

FCC UWE HAND

7500 7700, 7900, 8100, 0300
Frequency (MHz)

Conditien : FCC UWE HAND 3m HF_S120D_02360_251105 Horizontal
: 00, 00K Vi 3000, 000KNE SHT 11, 000:
tector
Channel
Faodulation
fis

Limit Read Breamp | Aux  APos  TRos

Level Line Margin Level Factor Factor Factar Remark
@euvim a8 deuv  dejm  ds _ ds a8 om  deg

o.52 37.28 16.43 .83  0.80 -- - Average

8500

1poLEvel (@Buyim)

Date: 2026-03-03

Canditien

Fadulation
i

&

Freq

iz
1 787,00

07
750

52

| | | P

500 e B N N

37.5) ] h

250

124

oo 7700, 7 w100, a300. w500

00,
Frequency (MHz)

¢ FCC UWE HAND 3m HF_S120D_0236@_251105 Hordzontal
t ROW: 1000, 00KINZ VDR 3000 000KNT SWT 11, 000;

127
axie
ax01
Limit Remd  Ant Apos  TRas
Level Line Margin Level Facto Remark
T dB ~asuv  deym  as _as a8 em  deg
15.47 30,77 .00 - Average
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Radiated Emissions (Fundamental)

Operating Function Adapter Mode

Polarization

Test Distance

Mode 13

Mode 14

Date: 2026-03-01

oo Level (@Buyim)

1poLEvel (@Buyim)

Date: 2026-02-14

07.9) 07.9)
75.0) 75.0)
625 625
; rCC Uwe HAND FCC UWE HAND
50.0) e e e — 500 e R e Sm— —
e M
7.1 - e 7.4 —— e
25.0) 25.0)
125 12
7500 7700, 7900, 8100, 0300 0500 7500 7700, 7900, 0100, 0300, 0500
Frequency (MHz) Frequency (MHz)
i FCC LB HAND 3m WF_91200_03360_251165 Horizontal Condition i FCC LW HAND 3m WF_S1360_03380_251165 Horizontal
: 00 00akNz VO 30007 000kIE ST 1. 000: 100, D0kItE VBT 30007 000KNT SWT11.0005ec
Freq Level Remark Lever Remark
@8 “ ey ds/m s a8 a8 em  ae a8 sy
1 -e.43 3m.04 37.30 16.43 .83 0.90 % Average 1 -e.22 3m.%0 37 % average
Date: 20260214 Date: 2026.03.03
oo Level (@Buyim) 1poLEvel (@Buyim)
07.9) 07.9)
75.0) 75.0)
625 625
rCC Uwe HAND
0.0 = s0.0 == SR —
P I e 7.4 -
25.0) 25.0)
125 12
7500 7700, 7900, 8100, 0300 0500 7500 7700, 7900, 0100, 0300, 0500
Frequency (MHz) Frequency (MHz)
Condition i FCC LMB HAND 3m WF_S1200_03380_251165 Horizontal Condition i FCC LW HAND 3m WF_S1360_03380_251165 Horizontal
: 00 00akNz VO 30007 000kIE ST 1. 000: + ROW: 1000, DOOKIE VDT 3000 G0OKNT SWT11.000:
o o3 503
betector tector Average
Channel Chann 0
todulation radulation HPRF27
confin confin
573 tuns i
Paylasd Length: 255
10
o1
Limit Rend Prasmp  Aux  APos  TRos Limit Read  Ant apos  TRos
Level Line Margin Level Factor Factor Facter Remark Level  Line Margin Level Facto Remark
G dovim @8 dewv  de/m s a8 ds  em  deg a5 “avuv de/m @8 a8 a8 em  aes
780000 813 33.00 37.18 1547 38.77  ©.80 - % Average 1.08 37.28 16.43 3083 e.%0 =% average
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Radiated Emissions (Fundamental)

Operating Function

Polarization H

Adapter Mode :
Test Distance 3m

Mode 17 Mode 18

oo Level (@Buyim)

87.5

Date: 2026-03-03

Date: 2026.03.03
1poLEvel (@Buyim)

87.5

75.0) 75.0)
62.5] 62
| 1 ECC UWE HAND | | 1
o) P SR g e s0.0 B o e ———
7.9 —— e 7.9 " =
25.0) 25.0)
12.5) 12.5)
7800 7700, 7800, 8100, 8300, 8500 7700, 7900, 8100, 8300, 8500
Frequency (Mz) Frequency (MHz)
ndLti UE HAND 3m HF_9126D_62358_251185 Horizonta 1 UnE HAND 3m HF_9126D_62358_251185 Horizonta 1
= suTi1,0005e 117 SWT11.00050

1000, ooakz VB! 3000, 000k
s

1000, 0oakiiz VD | 3000, 000K
05
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3.5.7 Radiated Emissions (30MHz — 1GHz)

CHO5 Radiated Emissions (30MHz — 1GHz)

Test Mode Mode 6 Polarization H
Operating Function Adapter Mode Test Distance 3m
soLeveI (dBuVim) Date: 2026-03-09
T70.0
60.0
ap

50.0
40.04|

30.0 T 2 4 -
20.0
10.0
o
30 224, 418. 612 BO6. 1000
Frequency (MHz)
Site + B3CH28-HY
Condition : QP 3m Bileog_ 55686 & 85_251126 HORIZONTAL
: RBW:126.888kHz WVBW:386.888kH=z SWT:8.588sec
Project : 503885
Detector : Peak
Channel : 85
Modulation : BPRF1®2
Config : 3
5T5 Mums S
Payload Length: @
RMS Power 1 Bwes
Adaptive : Bxes
Calibration : BxBl
Limit Read Ant  Cable Preamp AL Aux2 APos TPos
Freq Level Line Margin Lewvel Factor Loss Factor Factor Factor Remark
MHz dBuW/m dBuVW/m dB dBuVv dB/m dB dB dB dB cm deg
1 Ie.97 22.61 4e.e@ -17.39 33.38 23.98 a.92 35.81 a.14 a.ea - -- Peak
2 99.84 3I@.55 43.58 -12.95 435.88@ 15.58 1.74 35.69 e.12 a.aa -= -- Peak
= 283.63 3@.21 43.58 -13.29 43.88 15.1e 2.47 35.58 e.es6 e.ee -= -- Peak
4 565.44 28.17 46.88 -17.83 32.1e 26.33 4.19 34.56 e.11 e.ee -= -- Peak
5 783.89 32.17 456.88 -13.83 32.76 28.15 4.88 33.88 e.1s e.ae -= -- Peak
6 953.44 35.13 46.88 -18.37 3l.88 328.79 5.41 33.17 a.3a a.ea -= -- Peak

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Peak emission setting: RBW=120kHz; VBW = 300kHz.
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CHO5 Radiated Emissions (30MHz — 1GHz)

Test Mode Mode 6 Polarization \Y

Operating Function Adapter Mode Test Distance 3m

Level (dBuvim)

Date: 2026-03-09

a0

T0.0

60.0
QP

50.0

30 224, 418. 612 BOB. 1000
Frequency (MHZ)
Site : @3CHze-HY
Condition : QP 3m Bilog 55686 & @8_251126 WVERTICAL
: RBW:120.8@08kHz WVBW:300.8808kHZ SWT:8.588sec
Project : 503885
Detector : Peak
Channel : as
Modulation : BPRF1&
Config : 3
5T Mums : 1
Paylocad Length: @
RMS Power : Bxes
Adaptive T BxEs
Calibration : Bxel
Limit Read Ant Cable Preamp Al Aux2 APos TPos
Freq Level Line Margin Lewvel Factor Loss Factor Factor Factor Remark
MHz dBuv/m dBuv/m dB dBuwv dB/m dB dB dB dB cm deg
1 55.22 26.11 48.88 -13.89 47.58 12.87 1.27 35.76 8.15 e.ae -= -- Peak
2 99.84 28.89 43.58 -14.61 47.14 15.58 1.74 35.69 e8.12 e.ee --= -- Peak
3 285 .63 25.98 43.58 -17.88 43.77 15.1@a 2.47 35.5@ e.e6 a.aa -= -- Peak
4 488.38 24.77 46.88 -21.23 33.91 22.17 3.55 34.97 e.11 e.ee -= -- Peak
= 667 .29 Ze.82 46.868 -15.18 33.88 26.44 4.52 34.21 e.19 e.ee -= -- Peak
(5] oB2.83 33.42 4656.88 -12.58 32.33 28.91 5.33 33.35 e.2e e.ae -= -- Peak

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)
Note 4: Peak emission setting: RBW=120kHz; VBW = 300kHz.
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CHO09 Radiated Emissions (30MHz — 1GHz)

Test Mode Mode 15 Polarization H
Operating Function Adapter Mode Test Distance 3m
80Leve| (dBuVim) Date: 2026-03-09
T70.0

30 224, 418. 612 BOB. 1000
Frequency (MHZ)
Site : @3CHze-HY
Condition : QP 3m Bilog 55686 & @8_251126 HORIZONTAL
: RBW:120.8@08kHz WVBW:300.8808kHZ SWT:8.588sec
Project : 503885
Detector : Peak
Channel ;a9
Modulation : BPRF1&
Config : 3
5T Mums : 1
Paylocad Length: @
RMS Power : exle
Adaptive T BxEs
Calibration : Bxel
Limit Read Ant Cable Preamp Al Aux2 APos TPos
Freq Level Line Margin Lewvel Factor Loss Factor Factor Factor Remark
MHz dBuv/m dBuv/m dB dBuwv dB/m dB dB dB dB cm deg
1 38.97 23.88 48.80 -16.92 33.85 23.98 8.92 35.81 8.14 e.ae -= -- Peak
2 99.84 38.286 43.58 -13.38 48.45 15.58 1.74 35.69 e8.12 e.ee --= -- Peak
3 285.57 3@.49 43.58 -13.81 43.33 15.12 2.48 35.5@ e.e6 a.aa -= -- Peak
4 574.17 28.1e 45.86 -17.98 32.13 26.186 4.22 34.53 e.12 e.ee -= -- Peak
= F32.28 31.74 46.80 -14.26 33.e3 27.74 4.74 33.98 e.21 e.ee -= -- Peak
(5] 952.47 34.93 45.80 -11.87 31.65 3e.74 5.41 33.17 e.3e e.ae -= -- Peak

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Peak emission setting: RBW=120kHz; VBW = 300kHz.
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CHO09 Radiated Emissions (30MHz — 1GHz)

Test Mode Mode 15 Polarization \Y

Operating Function Adapter Mode Test Distance 3m

80 Level (dBuWVim) Date: 2026-03-09

T0.0

60.0
QP

50.0

30 224. 418. 612 B06. 1000
Frequency (MHz)
Site + B3CH28-HY
Condition : QP 3m Bilog_ 55686 & 85_251126 WERTICAL
: RBW:126.8@8kHz WVBW:3686.8808kHz SWT:8.588sec
Project : 503885
Detector : Peak
Channel : B9
Modulation : BPRF1e
Config : 3
5TS Mums 1
Payload Length: @
RMS Power r Bxle
Adaptive T axes
Calibration : @xel
Limit Read Ant Cable Preamp Al Aux2 APos TPos
Freq Lewvel Line Margin Lewvel Factor Loss Factor Factor Factor Remark
MHz dBuVW/m dBuv/m dB dBuWv dB/m dB dB dB dB cm deg
1 55.22 26.15 48.88 -13.85 47.62 12.87 1.27 35.786 e.15 e.ee -= -- Peak
2 98.87 28.46 43.58 -15.84 465.88 15.42 1.73 35.69 e.12 e.ee -= -- Peak
3 199.75 25.37 43.58 -18.13 43.33 15.e4 2.45 35.51 B.86 e.ae -= -- Peak
4 462.62 26.82 46.88 -19.98 33.69 23.33 3.76 34.87 8.11 a.ea - -- Peak
5 544 .8l 29.29 46.868 -16.71 32.47 26.49 4.44 34.29 e.18 a.aa -= -- Peak
[ F7¥E .99 32.82 46.88 -13.18 33.42 28.18 4.86 33.83 e.19 e.ee -= -- Peak

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Peak emission setting: RBW=120kHz; VBW = 300kHz.
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3.5.8 Radiated Emissions (960MHz — 18GHz)

CHO5 Radiated Emissions (960MHz — 18GHz)

Test Mode Mode 6 Polarization H

Operating Function Adapter Mode

The test distance between the receiving antenna and the EUT is as following:
Test Distance 3m for 1.61 GHz ~ 10.60 GHz frequency range, 1 m for 1GHz ~ 1.61 GHz, and
0.5 m for other frequency ranges.

solLevel (dBuVim) Date: 2026-03-07

52.5
375 FCC uUwWB HAND
22.5)

15.0

i

7.5

o
960 4368, TTT6. 11184, 14592, 18000
Frequency (MHz)

site : B3CH2e -—HY

Condition : FCC UWB HAND 3m HF_9126D_ ©2366_251165 Horizontal
: RBW:1@288.880kHz VBW: 3008 . 80ekHz ST :7.S88sec

Project : SO3885

Detector : Average

Channel : as

Modulation : BPRF1@

Config - |

STS MNums - |

Payload Length: @
RMS Power : Bwas

Adaptive i @xoe
Calibration B 2xel
Limit Read Ant Cable Preamp A A2 ~APo=s TPo=
Freqg Lewel Line mMargin Lewel Factor Loss Factor Factor Factor Remark
MHZ dBuW/m dBuw/m EE] dBuw dB/m L] L] EL] EL] cm deg
1 968.48 16.54 19.93 -3.39 28.25 31.26 5.45 33.11 -15.56 ©.31 - -- Average
2 1159.82 17 .48 19. .93 -2.4a7 31 .32 25 .58 S.91 35.71L -9 .54 2. a8 - -— Average
3 1953 .92 26.71 31.93 -S.22 28.99 26.16 T.T3 36.17 a2.aea a2.aea - -- Average
a S942.28 29.58 33.93 -4.35 26.89 29.70 @.88 36.89 ©.00 ©.00 -- -- Average
5 5452 .58 53 .68 53.93 -—a.33 41 .98 34 .91 14 . a9 37.73 2. aa 2. aa - -- Average
56 156060.86 29.48 33.93 -4.45 23.94 41.96 24.81 45.61 -15.56 . ee -— -- Average

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Average emission setting outside GPS Bands: RBW=1MHz; VBW=3MHz.

Note 5: Average emission setting in GPS bands: RBW=1kHz; VBW=3kHz.

Note 6: #5 is fundamental signal.

Note 7:
- Distance extrapolation factor = 20 log (test distance [X m]/specific distance [3 m]) (dB)
Example: Distance extrapolation factor = 20log (0.5m/3m) = -15.56 (dB)
«  Corrected Reading: Antenna Factor (dB/m) + Cable Loss (dB) + Read Level (dBuV) - Preamp
Factor (dB) + Aux Factor (dB) + Aux2 Factor (dB) = Level (dBuV/m)
(Notel: Aux Factor = Distance extrapolation factor)
(Note2: Aux2 Factor = Filter loss(dB)
Example: Corrected Reading: 31.20 (dB/m) + 5.45 (dB) + 28.25 (dBuV) — 33.11 (dB) +
(-15.56) (dB) + 0.31 (dB) = 16.54 (dBuV/m)

TEL : 886-3-327-0868 Page Number 1 43 of 59
FAX : 886-3-327-0855 Issue Date 1 Apr. 08, 2026
Report Template No.: BU5-FR15F Version 1.0 Report Version 101



swanranas. FCC RADIO TEST REPORT Report No. : FR503005J

CHO5 Radiated Emissions (960MHz — 18GHz)
Test Mode Mode 6 Polarization \Y

Operating Function Adapter Mode

The test distance between the receiving antenna and the EUT is as following:
Test Distance 3m for 1.61 GHz ~ 10.60 GHz frequency range, 1 m for 1GHz ~ 1.61 GHz, and
0.5 m for other frequency ranges.

Lewvel (dBuWim}) Date: 2026-03-07

LS

60

52.5
45.0

37.5 FCC UWB HAND

I S S E—

30.0

22.5|

15.0

7.5

960 4368. TT76. 11184, 14592, 18000
Frequency (MHz)
Site : @3CHZ@-HY
Condition H FCC UWB HAND 3m HF_91280D_ @236 _25118Ss Vertical
: RBW: 16600 .860kH= WVBW: 3600 .0680kH= SWT:7.S08sec
Project =z sSO03a8s
Detector : Average
Channel : @s
Modulation H BPRF1&
Config : 3
STS MNums =z b
Payload Length: &
RMS Power : Bxes
Adaptive = exee
Calibraticn : @xeL
Limit RrRead ANt Cable Preamp AL AU APOos TPOos
Freq Lewel Line Margin Level Factor Loss Factor Factor Factor Remark
MHz dBEuV/m dBuv/m EL dEuw dE/m = dE EL dE =m deg
b aFv.s52 16.53 19.93 -3 .48 28.57 38 .81 5.47 33.88 -15.56 a.32 - - -— Average
2 1159.82 17.33 19.93 -2.6@8 31.17 25.56 5.91 35.71 -9.54 . ee - -- Average
= 1955.84 26.68 31.93 -5.25 28.97 26.15 7.73 36.17 .0 .0 -- -- Average
“< Iaas .72 29.56 33.93 - .37 26 .86 29 .7e a.89 35.289 2. aa 2. aa - - -— Average
= 6436.80 52.15 53.93 -1.78 46.63 34.86 14.46 37.74 o. o0 o. o0 - -- Average
(= 17992 .68 29 .39 33.93 -4 .54 23 .88 41 .87 248 . 82 as.sa -15.56 2. aa - - -— Average

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Average emission setting outside GPS Bands: RBW=1MHz; VBW=3MHz.

Note 5: Average emission setting in GPS bands: RBW=1kHz; VBW=3kHz.

Note 6: #5 is fundamental signal.

Note 7:

- Distance extrapolation factor = 20 log (test distance [X m]/specific distance [3 m]) (dB)

- Corrected Reading: Antenna Factor (dB/m) + Cable Loss (dB) + Read Level (dBuV) - Preamp
Factor (dB) + Aux Factor (dB) + Aux2 Factor (dB) = Level (dBuV/m)
(Notel: Aux Factor = Distance extrapolation factor)
(Note2: Aux2 Factor = Filter loss(dB)

TEL : 886-3-327-0868 Page Number 1 44 of 59
FAX : 886-3-327-0855 Issue Date 1 Apr. 08, 2026
Report Template No.: BU5-FR15F Version 1.0 Report Version 101



swanranas. FCC RADIO TEST REPORT Report No. : FR503005J

CHO09 Radiated Emissions (960MHz — 18GHz)

Test Mode

Mode 15 Polarization H

Operating Function

Adapter Mode

Test Distance

The test distance between the receiving antenna and the EUT is as following:
3m for 1.61 GHz ~ 10.60 GHz frequency range, 1 m for 1GHz ~ 1.61 GHz, and
0.5 m for other frequency ranges.

50

Lewvel (dBuWim)

Date: 2026-03-07

52.5)

45.0

37.5)

30.0

22.5

15.0

7.5

|-

FCC UwWB HAND

S L S B

site : @3CH28-HY

Condition : FCC UWB HAND 3m HF_9128D_ 82368_25118S Horizontal
: RBW:128e.2880kHz VEBW: 3888 .2088kHz SWT:7.588sec

Project : S0Zees

Detector : Average

Channel : @9

Modulation : BPRF1®

Config B}

STS MNums 1

Payload Length: @

RMS Power : @x1e

Adaptive : Bxee

Calibration : ewal

4368 TTTE. 11184 14592, 18000
Frequency (MHz)}

Limit Read Ant  Cable Preamp A Az APos TPos

Freq Lewel Line Margin Level Factor Loss Factor Factor Factor Remark
Hz dBuv,/m dBuw/m dB dBuw dB/m dB dB dB dB cm deg

1 983.84 16.53 19.93 -3.4® 28.66 3.67 S.49 33.86 -15.56 B8.33 -- -- Average
2 1242.78 17.34 19.93 -2.59 38.73 25.77 6.13 35.7S -9.s54 e .00 - -- Average
= 1959.22 26.64 31.93 -S.29 28.96 26.11 F.F4  Z6.17 e .00 e .00 - -- Average
a Sese.e7 29.62 33.93 -—a4.31 26.14 29.78 9.85 365.87 e .06 e .06 - -— Average
s FOS2.58 S2.59 S53.93 -1.34 37.79 37.28 16.43 S5.853 e .00 e .00 - -- Average
6 17992.68@ 29.46 33.93 -4.47 23.95 41.87 24.88 A45.6@ -15.56 e .88 -- -- Average

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.

Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)
Note 4: Average emission setting outside GPS Bands: RBW=1MHz; VBW=3MHz.
Note 5: Average emission setting in GPS bands: RBW=1kHz; VBW=3kHz.

Note 6: #5 is fundamental signal.

Note 7:

Factor (dB) + Aux Factor (dB) + Aux2 Factor (dB) = Level (dBuV/m)
(Notel: Aux Factor = Distance extrapolation factor)
(Note2: Aux2 Factor = Filter loss(dB)

- Distance extrapolation factor = 20 log (test distance [X m]/specific distance [3 m]) (dB)
- Corrected Reading: Antenna Factor (dB/m) + Cable Loss (dB) + Read Level (dBuV) - Preamp
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swanranas. FCC RADIO TEST REPORT Report No. : FR503005J

CHO09 Radiated Emissions (960MHz — 18GHz)
Test Mode Mode 15 Polarization \Y

Operating Function Adapter Mode

The test distance between the receiving antenna and the EUT is as following:
Test Distance 3m for 1.61 GHz ~ 10.60 GHz frequency range, 1 m for 1GHz ~ 1.61 GHz, and
0.5 m for other frequency ranges.

solevel (dBuVim) Date: 2026-03-07

52.5)
- qnl_yw——A_,,‘—ﬂ
37-5 FCC UwWB HAND

)

22.5
=
15.0
7.5
o
960 4368 TTTE. 11184 14592, 18000
Frequency (MHz)}
Site : BICH2e-HY
Condition : FCC UWB HAMD 3m HF_91280_8236@_ 251185 Vertical
: RBW: 1898 .020kHZ WBW: 3828 .888kHz SWT:7.S@8sec
Project : SOoZees
Detector : Awverage
Channel -
Modulation : BPRF1@®
Config : =
5TS Mums E
Payload Length: @
RMS Power : @xle
Adaptive : exea
Calibration : exel
Limit rRead Ant  Cable Preamp ENTESS Az APos TPos
Freq Lewel Line Margin Lewvel Factor Loss Factor Factor Factor Remark
rMHZ dEUVSm dBuwSm dE dBuv dE/m dE dE dE dE cm deg
1 978.52 16.56 19.93 -3.37 28.63 38.78 5.47 33.88 -15.56 e.32 -- -- Average
= 1161 .84 17.29 19.93 -2.64 S1.13 25.5@ S.91 35.71 -9.54 e.oa - -- Average
= 1955.88 26.60 31.9% -S.33 25.98 26.14 F.FE  36.17 @ .0 @ .0 - -- Average
- S@a43 .39 2 29.65 33.93 2 -4.28 26.16 29.78 o.88 S65.89 .o .o - -— Average
s FrS@ .88 S3.67 S3.93 -@.26 355.99 56.852 16.54 55.68 e .0 e .0 - -- Average
& 17985.28 29.61 33.93 -4.32 24.12 41.84 24.8@ 45.59 -15.56 e.ee -- -- Average

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Average emission setting outside GPS Bands: RBW=1MHz; VBW=3MHz.

Note 5: Average emission setting in GPS bands: RBW=1kHz; VBW=3kHz.

Note 6: #5 is fundamental signal.

Note 7:

- Distance extrapolation factor = 20 log (test distance [X m]/specific distance [3 m]) (dB)

«  Corrected Reading: Antenna Factor (dB/m) + Cable Loss (dB) + Read Level (dBuV) - Preamp
Factor (dB) + Aux Factor (dB) + Aux2 Factor (dB) = Level (dBuV/m)
(Notel: Aux Factor = Distance extrapolation factor)
(Note2: Aux2 Factor = Filter loss(dB)
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3.5.9 Radiated Emissions (1164MHz — 1240MHz)

CHO5 Radiated Emissions (1164MHz — 1240MHz)

Test Mode Mode 6 Polarization H
Operating Function Adapter Mode Test Distance 3m
SOLEVEI (dBuVim) Date: 2026-03-07
475
35.0
22.5]
10.0 UwBe_GPS
=2 B o e b i s i R o T WWWWMW
-15.0
-27.5
40
1164 1179.2 1194.4 1209.6 1224.8 1240

Frequency (MHz)

Site : @3CH2e-HY
Condition : UWB_GPS 3m HF_9128D 82368 251185 Horizontal
: RBW:1.@@8kHz VBW:3.808kHz SWT:48.808secC
Project : S038as
Detector : Average
Channel : @as
Modulation : BPRF1@
Config H |
5TS MHums : 1
Paylocad Length: @
RMS Power 1 Bwas
Adaptive T BxBe
Calibration ! Bxel
Limit Read Ant Cable Preamp Al APos TPos
Freq Level Line Margin Lewvel Factor Loss Factor Factor Remark
MHz dBuv/m dBuv/m de dBuv dB/m dB dB dB cm deg
1 1239.77 -2.92 9.93 -18.85 2.91 25.88 6.12 35.75 B.ee -= -- Peak

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Average emission setting: RBW=1kHz; VBW=3kHz.

Note 5: E (dBuv/m) = EIRP Limit (dBm) + 95.23. E(dBuV/m) = -85.3 + 95.23 = 9.93dBuV/m.
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CHO5 Radiated Emissions (1164MHz — 1240MHz)

Test Mode Mode 6 Polarization \
Operating Function Adapter Mode Test Distance 3m
soLeveI (dBuVim) Date: 2026-03-07
AT.5
35.0
22.5
10.0 uUwB_GPS
1
—2.5WWWWW«WMWW¢#MMWWMM
-15.0
-27.5]
-40
1164 1179.2 1194.4 1209.6 1224.8 1240
Frequency (MHz)
Site 1 B3CH2e-HY
Condition : UWB_GPS 3m HF_91280 82368_2511685 Vertical
: RBW:1.888kHz VBW:3.888kHz SWT:48.808sec
Project : S03885
Detector r Average
Channel : es
Modulation : BPRF1&
Config : 3
5T Mums : 1
Payload Length: @
RMS Power : Bxes
Adaptive T BxEs
Calibration : Bxel
Limit Read Ant Cable Preamp Al APos TPos
Freq Lewvel Line Margin Lewel Factor Loss Factor Factor Remark
MHz dBuv/m dBuv/m de dBuv dB/m dB dB dB cm deg
1 1238.42 -1.12 9.93 -11.85 2.73 25.88 6.89 35.74 B.ee -= -- Peak

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Average emission setting: RBW=1kHz; VBW=3kHz.

Note 5: E (dBuv/m) = EIRP Limit (dBm) + 95.23. E(dBuV/m) = -85.3 + 95.23 = 9.93dBuV/m.
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CHO9 Radiated Emissions (1164MHz — 1240MHz)

Test Mode Mode 15 Polarization H
Operating Function Adapter Mode Test Distance 3m
BULeveI (dBuVim) Date: 2026-03-07
A7.5
35.0
22.5
10.0 UwB_GPS
1
B i e B T S B e e e e T T Rt
-15.0
-27.5]
-40
1164 1179.2 1194.4 1209.6 1224.8 1240
Frequency (MHz)
Site 1 B3CH2e-HY
Condition : UWB_GPS 3m HF_91260 #2368_2511685 Horizontal
: RBW:1.888kHz VBW:3.808kHzZ SWT:48.808secC
Project : 503885
Detector : Average
Channel : |9
Modulation : BPRF1&
Config : 3
5TS5 Mums : 1
Payload Length: @
RMS Power : exle
Adaptive E e s N
Calibration : @xel
Limit Read Ant Cable Preamp Aux APos TPos
Freq Lewvel Line Margin Lewvel Factor Loss Factor Factor Remark
MHz dBuVW/m dBuv/m dB dBuWv dB/m dB dB dB cm deg
1 1234.68 -8.986 9.93 -18.89 2.87 25.88 6.11 35.74 e.ee -= -- Peak

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Average emission setting: RBW=1kHz; VBW=3kHz.

Note 5: E (dBuv/m) = EIRP Limit (dBm) + 95.23. E(dBuV/m) = -85.3 + 95.23 = 9.93dBuV/m.
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CHO9 Radiated Emissions (1164MHz — 1240MHz)

Test Mode Mode 15 Polarization V

Operating Function Adapter Mode Test Distance 3m

Level (dBuVWim}) Date: 2026-03-07

60
AT.5
35.0
22.5
10.0 uUwB_GPS
1
-2.5]
-15.0
-27.5]
-40
1164 1179.2 1194.4 1209.6 1224.8 1240
Frequency (MHz)
site r @3CH2e-HY
Condition : UWB_GPS 3m HF_91280 82368 251185 WVertical
: RBW:1.888kHz VEW:3.888kHz SWT:48.888secC
Project : S03eas
Detector 1 Awverage
Channel : @9
Modulation : BPRF1®
Config HI |
5TS Nums : 1
Payload Length: @
RMS Power : Bxls
Adaptive : BNDe
Calibration : BxBl
Limit Read Ant  Cable Preamp Al APos TPos
Freq Level Line Margin Lewel Factor Loss Factor Factor Remark
MHz dBuv/m dBuv/m dB dBuwv dB/m dB dB dB cm deg
1 1175.78 -1.21 9.93 -11.14 3.81 25.56 5.94 35.72 e.ee -- -- Peak

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Average emission setting: RBW=1kHz; VBW=3kHz.

Note 5: E (dBuv/m) = EIRP Limit (dBm) + 95.23. E(dBuV/m) = -85.3 + 95.23 = 9.93dBuV/m.
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3.5.10 Radiated Emissions (1559MHz — 1610MHz)

CHO5 Radiated Emissions (1559MHz — 1610MHz)

Test Mode Mode 6 Polarization H
Operating Function Adapter Mode Test Distance 3m
BULEVEI (dBuWim) Date: 2026-03-07
AT.5
35.0
22.5
10.0 uwBe GPS
1
_2.5 S— PRSP Sy S % Skt "t et s
-15.0
-27.5]
-40
1559 1569.2 1579.4 1589.6 1599.8 1610
Frequency (MHz)
site : @3CH2e-HY
Condition : UWB_GPS 3m HF_9128D 82366 2511685 Horizontal
: REW:1.@88kHz VBW:3.288kHz SWT:48.888secC
Project : S03eas
Detector 1 Awverage
Channel : @5
Modulation : BPRF1®
Config HI |
5TS Nums : 1
Payload Length: @
RMS Power : BxBs
Adaptive : BNee
Calibration : BxBl
Limit Read Ant  Cable Preamp Al APos TPos
Freq Lewvel Line Margin Lewel Factor Loss Factor Factor Remark
MHz dBuv/m dBuv/m dB dBuwv dB/m dB dB dB cm deg
1 1592.71 -1.37 9.93 -11.3@ 2.14 25.37 7.84 35.92 e.ee -- -- Peak

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Average emission setting: RBW=1kHz; VBW=3kHz.

Note 5: E (dBuv/m) = EIRP Limit (dBm) + 95.23. E(dBuV/m) = -85.3 + 95.23 = 9.93dBuV/m.
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CHO5 Radiated Emissions (1559MHz — 1610MHz)

Test Mode Mode 6 Polarization \
Operating Function Adapter Mode Test Distance 3m
SULeveI (dBuVim) Date: 2026-03-07
AT.5
35.0
22.5
10.0 uUwB_GPS
1
-2 B . o rgerioar dartel e i e e 1 e Lt L
-15.0
-27.5]
-40
1559 1569.2 1579.4 1589.6 1599.8 1610
Frequency (MHz)
site + B3CH2e-HY
Condition : UWB_GPS 3Im HF_91280 82368 251185 WVertical
: RBW:1.8828kHz WVBW:3.e8ekHz SWT:48.888sec
Project : 503885
Detector r Average
Channel : 85
Modulation : BPRF1®2
Config : 3
5TS Mums 1
Payload Length: @
RMS Power 1 Bues
Adaptive H = = Re ]
Calibration : Bxel
Limit Read Ant Cable Preamp Al APos TPos
Freq Lewvel Line Margin Lewvel Factor Loss Factor Factor Remark
MHz dBuVW/m dBuv/m dB dBuWv dB/m dB dB dB cm deg
1 1593.83 -1.52 9.93 -11.45 1.99 25.38 7.es 35.92 e.ee -= -- Peak

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Average emission setting: RBW=1kHz; VBW=3kHz.

Note 5: E (dBuv/m) = EIRP Limit (dBm) + 95.23. E(dBuV/m) = -85.3 + 95.23 = 9.93dBuV/m.
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CHO09 Radiated Emissions (1559MHz — 1610MHz)

Test Mode Mode 15 Polarization H
Operating Function Adapter Mode Test Distance 3m
soLeveI (dBuVim) Date: 2026-03-07
AT.5
35.0
22.5
10.0 uUwB_GPS
1
2 B R v A A M R R e LA i T e A L L e L o | REERSLOP PR
-15.0
-27.5]
-40
1559 1569.2 1579.4 1589.6 1599.8 1610
Frequency (MHz)
Site 1 @3CH28-HY
Condition : UWB_GPS 3m HF_9128D_8236@e_251185 Horizontal
: RBW:1.888kHz WVBW:3.888kHz SWT:46.888sec
Project : 503885
Detector 1 Awerage
Channel : B9
Modulation : BPRF18@
Config : 3
5T5 Mums : 1
Payload Length: @
RMS Power : exle
Adaptive T Bxee
Calibration : @xel
Limit Read Ant Cable Preamp Aux APos TPos
Freq Lewvel Line Margin Lewvel Factor Loss Factor Factor Remark
MHz dBuVW/m dBuv/m dB dBuWv dB/m dB dB dB cm deg
1 1594.78 -1.38 9.93 -11.31 2.14 25.35 7.es 35.92 e.ee -= -- Peak

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Average emission setting: RBW=1kHz; VBW=3kHz.

Note 5: E (dBuv/m) = EIRP Limit (dBm) + 95.23. E(dBuV/m) = -85.3 + 95.23 = 9.93dBuV/m.
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CHO09 Radiated Emissions (1559MHz — 1610MHz)

Test Mode Mode 15 Polarization \Y

Operating Function Adapter Mode Test Distance 3m

Level (dBuVim) Date: 2026-03-07

60
A7.5
35.0
22.5
10.0 uwB _GPS
L
-2.5
-15.0
-27.5]
-40
1559 1569.2 1579.4 1589.6 1599.8 1610
Frequency (MHz)
site : @3CH2e-HY
Condition : UWB_GPS 3m HF_9126D 82368 2511685 Vertical
: RBW:1.888kHz VBW:3.888kHz SWT:48.888secC
Project : S038as
Detector 1 Awverage
Channel : @9
Modulation : BPRF1®
Config H |
5TS Nums : 1
Payload Length: @
RMS Power : Bxls
Adaptive : BNee
Calibration : BxBl
Limit Read Ant  Cable Preamp AL APos TPos
Freq Level Line Margin Lewvel Factor Loss Factor Factor Remark
MHz dBuW/m dBuVW/m dB dBuVv dB/m dB dB dB cm deg
1 1592.66 -1.62 9.93 -11.55 1.89 25.37 7.84 35.92 e.ee --= -- Peak

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Average emission setting: RBW=1kHz; VBW=3kHz.

Note 5: E (dBuv/m) = EIRP Limit (dBm) + 95.23. E(dBuV/m) = -85.3 + 95.23 = 9.93dBuV/m.
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3.5.11 Radiated Emissions (18GHz — 40GHz)

CHO5 Radiated Emissions (18GHz — 40GHz)

Test Mode Mode 6 Polarization H
Operating Function Adapter Mode Test Distance 0.5m
Date: 2026-03-09
35.99"9\'9' (dBuVim}
761
65.2
54.4]
43.5
FCC UWEB HAKND
32.6
21.7
10.9
o
18000 22400. 26800. 31200. 35600. 40000
Frequency (MHz)
Site : B3CH28-HY
Condition : FCC UWB HAND 1m BBHASL7® 1224 258782 Horizontal
: RBW:186&.888kHz WVBW:3I888.888kHz SWT:11.888sec
Project : S038a5
Detector r Average
Channel : es
Modulation : BPRF1e
Config : 3
STS Mums 1
Payload Length: @
RMS Power r @xas
Adaptive EI S c izl
Calibration 1 Bxel
Limit Read Ant Cable Preamp Al A2 APos TPos
Freq Lewvel Line Margin Lewvel Factor Loss Factor Factor Factor Remark
MHz dBuVs/m dBuW,/m dB dBuv dB/m dB dB dB dB cm deg
1 39448 .88 32.25 33.93 -1.68 5@.383 45.26 3.27 56.55 -15.56 a@.ea - -- Average

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Average emission setting: RBW=1MHz; VBW=3MHz.

Note 5:
- Distance extrapolation factor = 20 log (test distance [X m]/specific distance [3 m]) (dB)

«  Corrected Reading: Antenna Factor (dB/m) + Cable Loss (dB) + Read Level (dBuV) - Preamp
Factor (dB) + Aux Factor (dB) = Level (dBuV/m)
(Note: Aux Factor = Distance extrapolation factor)
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CHO5 Radiated Emissions (18GHz — 40GHz)

Test Mode Mode 6 Polarization \
Operating Function Adapter Mode Test Distance 0.5m
Date: 2026-03-09
gﬁ,ggLe"rEI {d BuWim})
T6.1
65.2
54.4
A43.5)
FCC UWB HAND
32.6
21.7]
10.9
o
18000 22400. 26800. 31200. 35600. 40000
Frequency (MHz)
Site i B3CH2Ze-HY
Condition : FCOC UWB HAND Im BEHAS17® 1224 2587682 Vertical
: RBW:1868.a888kHz WVEBW: 3886 .888kHz SWT:11.868sec
Project : S03ees
Detector : Average
Channel : as
Modulation : BEPRF1@
Config : 3
5T5 Mums : 1
Payload Length: @
RMS Power ToEwas
Adaptive : Bxea
Calibration P exel
Limit Read Ant Cable Preamp A AV APos TPos
Freq Lewvel Line Margin Lewvel Factor Loss Factor Factor Factor Remark
MHz dBuv/m dBuwv./m dB dBuv dBE/m dB dB dB dB cm deg
1 39454 .28 32.87 33.93 -1.86 Se.54 45 .38 8.27 S6.54 -15.58 2. e - -- Awverage

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Average emission setting: RBW=1MHz; VBW=3MHz.

Note 5:
- Distance extrapolation factor = 20 log (test distance [X m]/specific distance [3 m]) (dB)

«  Corrected Reading: Antenna Factor (dB/m) + Cable Loss (dB) + Read Level (dBuV) - Preamp
Factor (dB) + Aux Factor (dB) = Level (dBuV/m)
(Note: Aux Factor = Distance extrapolation factor)
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CHO09 Radiated Emissions (18GHz — 40GHz)

Test Mode Mode 15 Polarization H
Operating Function Adapter Mode Test Distance 0.5m
Date: 2026-03-09
BS.QQLEVEI {d BuWim})
6.1
65.2
54.4
43.5]
FCC UWEB HAKD
32.6
21.7
10.9
0
18000 22400. 26800. 31200. 35600. 40000
Frequency (MHz)
Site : B3CH28-HY
Condition : FCC UWB HAND 1m BEHAS17E_ 1224 256762 Horizontal
: RBW:12ee.8e8kHz WVBW: 3888 .88e8kHz SWT:11.8e8sec
Project . S038es
Detector : Average
Channel : @9
Modulation : BPRF1@
Config i 3
5T5 Mums : 1
Payload Length: &
RMS Power Bl
Adaptive : Bxea
Calibration P exel
Limit Read Ant  Cable Preamp AL AV AFPos TPos
Freq Lewvel Line Margin Lewvel Factor Loss Factor Factor Factor Remark
MHz dBuv/m dBuW/m dB dBuw dB/m dB dB dB dB cm deg
1 39426 .22 32.18 33.93 -1.75 Se.97 45 .28 2.27 56.56 -15.56 2.2 - -- Average

Note 5:

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Average emission setting: RBW=1MHz; VBW=3MHz.

- Distance extrapolation factor = 20 log (test distance [X m]/specific distance [3 m]) (dB)

«  Corrected Reading: Antenna Factor (dB/m) + Cable Loss (dB) + Read Level (dBuV) - Preamp
Factor (dB) + Aux Factor (dB) = Level (dBuV/m)
(Note: Aux Factor = Distance extrapolation factor)
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CHO09 Radiated Emissions (18GHz — 40GHz)

Test Mode Mode 15 Polarization \
Operating Function Adapter Mode Test Distance 0.5m
Date: 2026-03-09
gﬁ,ggLe"rEI {d BuWim})
T6.1
65.2
54.4
A43.5)
FCC UWB HAND
32.6
21.7
10.9
o
18000 22400. 26800. 31200. 35600. 40000
Frequency (MHz)
Site i B3CH2Ze-HY
Condition : FCC UWB HAND 1m BBHASLT7® 1224 256762 Vertical
: RBW:1868.a888kHz WVEBW: 3886 .888kHz SWT:11.868sec
Project : S03ees
Detector i Average
Channel : @9
Modulation : BPRF1@&
Config : 3
5T5 Mums : 1
Payload Length: @
RMS Power roEcle
Adaptive : Bxea
Calibration P exel
Limit Read Ant  Cable Preamp AL AV AFPos TPos
Freq Lewvel Line Margin Lewvel Factor Loss Factor Factor Factor Remark
MHz dBuv/m dBuwv./m dB dBuv dBE/m dB dB dB dB cm deg
1 39426 .28 32.22 33.93 -1.71 S1.8l 45 .88 8.27 S6.56 -15.586 2. e - -- Awverage

Note 1: “>20dB” means spurious emission levels that exceed the level of 20 dB below the applicable limit.
Note 2: “N/F” means Nothing Found spurious emissions (No spurious emissions were detected.)

Note 3: Measurement receive antenna polarization: H (Horizontal), V (Vertical)

Note 4: Average emission setting: RBW=1MHz; VBW=3MHz.

Note 5:
- Distance extrapolation factor = 20 log (test distance [X m]/specific distance [3 m]) (dB)

«  Corrected Reading: Antenna Factor (dB/m) + Cable Loss (dB) + Read Level (dBuV) - Preamp
Factor (dB) + Aux Factor (dB) = Level (dBuV/m)
(Note: Aux Factor = Distance extrapolation factor)
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4 Test Equipment and Calibration Data

Instrument Brand Name Model No. Serial No. |Characteristics Cal:;)artaetlon Test Date Due Date Remark
EMI Test ) Feb. 13, 2026 ~ Radiation
Receiver Keysight N9038A(MXE) | MY54130085 N/A Oct. 16, 2025 Mar. 09, 2026 Oct. 15, 2026 (03CH20-HY)

Rohde & Feb. 13, 2026 ~ Radiation
Loop Antenna Schwarz HFH2-Z2E 101108 9 kHz~30 MHz | Dec. 11, 2025 Mar. 09, 2026 Dec. 10, 2026 (03CH20-HY)
- Feb. 13, 2026 ~ Radiation
Preamplifier EMEC EM18G40G 060801 18GHz~40GHz | May. 26, 2025 Mar. 09, 2026 May. 25, 2026 (03CH20-HY)
Control Turn Feb. 13, 2026 ~ Radiation
Controller ChainTek 3000-1 N/A table & Ant Mast N/A Mar. 09, 2026 N/A (03CH20-HY)
. Feb. 13, 2026 ~ Radiation
Antenna Mast ChainTek MBS-520-1 N/A 1m~4m N/A Mar. 09, 2026 N/A (03CH20-HY)
) Feb. 13, 2026 ~ Radiation
Turn Table ChainTek T-200-S-1 N/A 0~360 Degree N/A Mar. 09, 2026 N/A (03CH20-HY)
. ) Feb. 13, 2026 ~ Radiation
Signal Analyzer Keysight N9010B MY60240520 | 10Hz~44GHz | Dec. 10, 2025 Mar. 09, 2026 Dec. 09, 2026 (03CH20-HY)
. CBL 6111D & Feb. 13, 2026 ~ Radiation
Bilog Antenna TESEQ 00802N1D01N-06 47020 & 06 | 30MHz~1GHz | Oct. 04, 2025 Mar. 09, 2026 Oct. 03, 2026 (03CH20-HY)
SCHWARZBE Feb. 13, 2026 ~ Radiation
Horn Antenna CK BBHA 9120 D 02360 1GHz-18GHz | Nov. 05, 2025 Mar. 09, 2026 Nov. 04, 2026 (03CH20-HY)
SHF-EHF Hom | SCHWARZBE BBHA 9170 1224 18GHz-40GHz | Jul. 02, 2025 Feb. 13, 2026 ~ Jul. 01, 2026 Radiation
Antenna CK ’ Mar. 09, 2026 ’ (03CH20-HY)
o Feb. 13, 2026 ~ Radiation
Preamplifier [ COM-POWER PAM-103 18020201 |1MHz-1000MHz| Dec. 30, 2025 Mar. 09, 2026 Dec. 29, 2026 (03CH20-HY)
. Feb. 13, 2026 ~ Radiation
Amplifier EMCI EMC118A45SE 980792 N/A Nov. 11, 2025 Mar. 09, 2026 Nov. 10, 2026 (03CH20-HY)
HUBER + 519229/2,8040 Feb. 13, 2026 ~ Radiation
RF Cable subner | SUCOPLEXT02 1 ) s0a02712 NIA Jan. 15,2026 1 v 09, 2026 |Y2M 14 20271 (03cH20-HY)
Feb. 13, 2026 ~ Radiation
Hygrometer TECPEL DTM-303A TP211382 N/A Mar. 31, 2025 Mar. 09, 2026 Mar. 30, 2026 (03CH20-HY)
. Feb. 13, 2026 ~ Radiation
Software Audix N/A RK-002156 N/A N/A Mar. 09, 2026 N/A (03CH20-HY)
AC Power Conduction
Source ACPOWER AFC-11003G F317040033 N/A N/A Mar. 12, 2026 N/A (COO7-HY)
Rohde & Conduction
Software Schwarz EMC32 V10.30 N/A N/A N/A Mar. 12, 2026 N/A (COO7-HY)
. SCHWARZBE 9561-F Conduction
Pulse Limiter CK VTSD 9561-F N N00373 9kHz-200MHz | Oct. 20, 2025 | Mar. 12, 2026 | Oct. 19, 2026 (CO07-HY)
HUBER + Conduction
RF Cable SUHNER RG 214/U 1358175 9kHz~30MHz | Mar. 02, 2026 | Mar. 12, 2026 |Mar. 01, 2027 (COO7-HY)
Two-Line Conduction
V-Network TESEQ NNB 51 45051 N/A Mar. 24, 2025 | Mar. 12, 2026 |Mar. 23, 2026 (COO7-HY)
\I/:_O’\:.Ier;\ll_vlgﬁ( TESEQ NNB 52 36122 N/A Mar. 26, 2025 | Mar. 12, 2026 | Mar. 25, 2026 Eigggl;cgir)]
EMI Test Rohde & ESR3 102317 | 9kHz~3.6GHz | Oct. 21, 2025 | Mar. 12, 2026 | Oct. 20, 2026 | Sonduction
Receiver Schwarz (CO07-HY)
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Appendix A. AC Conducted Emission Test Results
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CO07-HY

EUT Information

Report No. : FR503005J
2026/3/12

Report NO : 503005
Test Mode : Mode 1
Test Voltage : 120Vac/60Hz
Phase : Line
Full Spectrum
1001
901
80+
70+
N 60_\ IFCC ISED-QP Limit atMain Ports
>
% i
Sl EcCcC ED-Ave Mai orts
= 504 “ini - : Pl e s e U.._E_'.
© end e e H
g 1
3
40 "‘
30+ L 4
T 4
201 o 4
1 &
10+
0 } } +— } } } } } —+—+— } } |
150k 300 400500 800 1M 2M 3M AM5SM 6 8 10M 20M  30M
Frequency inHz
Final Result
Frequency QuasiPeak | CAverage Limit Margin Line Filter | Corr.
(MHz) (dBuV) (dBuv) | (dBuV) | (dB) (dB)
0.167640 18.62 55.08 36.46 | L1 ON 20.0
0.167640 38.19 65.08 26.89 | L1 ON 20.0
0.202740 17.02 53.50 36.48 | L1 ON 20.0
0.202740 31.63 63.50 3187 | L1 ON 20.0
0.676500 13.40 46.00 3260 | L1 ON 20.0
0.676500 15.74 56.00 40.26 | L1 ON 20.0
2.882760 15.92 46.00 30.08 | L1 ON 20.1
2.882760 18.34 56.00 37.66 | L1 ON 20.1
10.272525 18.35 50.00 31.65 | L1 ON 20.4
10.272525 21.53 60.00 38.47 | L1 ON 20.4
21.761520 19.19 50.00 30.81 | L1 ON 20.9
21.761520 23.53 60.00 36.47 | L1 ON 20.9
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CO07-HY

EUT Information

Report No. : FR503005J
2026/3/12

Report NO : 503005
Test Mode : Mode 1
Test Voltage : 120Vac/60Hz
Phase : Neutral
Full Spectrum
1001
901
80+
70t
N 60_\ IFCC ISED-QP Limit atMain Ports
>
% Foo
S sl FOC ISED-Ave Limitatl tain Po
D [ T DO S S R A
e 1
3
40t
1®
30T *
| ¢
20+ + &
1 ®»
101
0 } } ——+—+— } } —+—+—+—+— } |
150k 300 400500 800 1M 2M 3M 4M 5M 6 8 10M 20M  30M
Frequency inHz
Final Result
Frequency QuasiPeak | CAverage Limit Margin Line Filter | Corr.
(MHz) (dBuV) (dBuVv) | (dBuV) | (dB) (dB)
0.163500 18.54 55.28 36.74 | N ON 20.0
0.163500 36.88 65.28 28.40 | N ON 20.0
0.200535 17.37 53.59 36.22 | N ON 20.0
0.200535 32.59 63.59 31.00 | N ON 20.0
0.686580 13.34 46.00 32.66 | N ON 20.0
0.686580 15.37 56.00 40.63 | N ON 20.0
2.902245 15.99 46.00 30.01 | N ON 20.1
2.902245 18.38 56.00 37.62 | N ON 20.1
10.437000 18.05 50.00 31.95 | N ON 20.4
10.437000 21.56 60.00 38.44 | N ON 20.4
21.463260 18.56 50.00 3144 | N ON 20.9
21.463260 22.55 60.00 3745 | N ON 20.9
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