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1. SCOPE 
 
The purpose of this document is to show test setup diagrams and photos for the following 
reports 
 

Reports 
15532198-E1 FCC C2PC VLP Report 
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1.1. DESCRIPTION OF TEST SETUP  
 

CONDUCTED TEST 
 

SUPPORT TEST EQUIPMENT 

Description Manufacturer Model Serial Number FCC ID/ DoC 

Laptop Dell Latitude 5310 
00330-80000-00000-

AA366 
DoC 

AC/DC Adapter Dell LA65NM191 1A5-0653-A02 DoC 

AC/DC Adapter Google 45 W 1HV003B90100315DE DoC 

Phone  
(WPT supporting client) 

Google G2YBB 41061FDAQ0003E A4RG2YBB 

I/O CABLES (CONDUCTED TEST) 

Cable 
No. 

Port 
# of Identical 

Ports 
Connector Type Cable Type 

Cable 
Length 

(m) 
Remarks 

1 AC 1 2-Prong Un-shielded 1  

2 DC 1 DC Shielded 1.5  

3 USB 1 USB C to USB C Shielded 1  

4 SMA 1 SMA Shielded 0.1  

5 AC 1 3-Prong Un-shielded 1.5  

6 USB-C 1 USB-C Shielded 1  

 

CONDUCTED TEST BLOCK DIAGRAM 
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VLP TPC TEST SETUP 

 
SUPPORT TEST EQUIPMENT 

Description Manufacturer Model Serial Number FCC ID/ DoC 

Laptop Dell Latitude 5310 00330-80000-00000-AA366 DoC 

AC/DC Adapter Dell LA65NM191 1A5-0653-A02 DoC 

Step Attenuator 70dB HP 8495B  2406A01354 DoC 

Companion Device  Google Pixel N/A N/A 

Coupler 
Pasternack 
Enterprises 

PE2204-6 246270 N/A 

I/O CABLES (RF CONDUCTED TEST) 

Cable 
No. 

Port 
# of Identical 

Ports 
Connector Type Cable Type 

Cable 
Length (m) 

Remarks 

1 AC 1 2-Prong Un-shielded 1 DC to AC Mains 

2 DC 1 DC Shielded 1.5  

3 USB-C 1 USB-C Shielded 1.0 N/A 

4 SMA 4 SMA Shielded 0.75 

To PXA, coupler, 
step attenuator 
and companion 

device 

 

VLP TPC TEST BLOCK DIAGRAM 

The EUT setup is shown as below. Test software exercised the radio card. 
Note, companion device is same device type and model as the EUT and is used to stablish a 
peer-to-peer link. 
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1.2. ANTENNA PORT SETUP 
 

RF Antenna Port test 
 

 
RF ANTENNA PORT CONDUCTED 

 

VLP TPC Test 

 
VLP TPC TEST  

 
END OF REPORT 

 
 


