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SPORTON LAB.

D2600V2, serial no. 1089 Extended Dipole Calibrations
Referring to KDB 865664, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in
impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the calibration

interval can be extended.

<Justification of the extended calibration>

D2600V2 — serial no. 1089

2600MHZ

Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ohm)

03.24.2022
-24.576 50.018 -5.916
(Cal. Report)
03.23.2023
-22.883 -6.89 45.128 -4.89 -7.3409 -1.4249
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - D2600 V2, serial no. 1089 (Data of Measurement : 03.23.2023)
2600 MHz - Head

40, 00
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SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978
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Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
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Multilateral Agreement for the recognition of calibration certificates

cient  Sporton Certificate No: D3500V2-1036_Mar22
CALIBRATION CERTIFICATE I
Object D3500V2 - SN:1036

Calibration procedure(s) QA CAL-22.v6

Calibration Procedure for SAR Validation Sources between 3-10 GHz

Calibration date: March 23, 2022

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (SI).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the cerificate.

All calibrations have been conducted in the closed laboratory facility: environment temperatura {22 £ 31°C and humidity < T0%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards D # Cal Date (Certificate No.) Scheduled Calibralion
Powar meler NRP SN: 104778 08-Apr-21 (Mo, 217-03291/03292) Apr-22
Power sensor NRP-Z91 SN: 103244 09-Apr-21 (Mo. 217-03291) Apr-22
Power sensor MRP-Z91 SN: 103245 08-Apr-21 (Mo, 217-03292) Apr-22
Reference 20 dB Atlenuator SM: BHI394 (20k) 08-Apr-21 (No. 217-03343) Apr-22
Type-N mismatch combination SM: 310882 / 06327 08-Apr-21 (Mo, 217-03344) Apr-22
Reference Probe EX30V4 SM: 3503 08-Mar-22 (No. EX3-3503_Mar22) Mar-23
DAE4 SN: 601 01-Mov-21 (MNo. DAE4-601_Nev21) Mow-22
Secondary Standards D # Check Date (in housa) Scheduled Check
Powar meter E44198 SN: GB38512475 30-0¢1-14 {in house check Oct-20) In house check: Oct-22
Power sensor HP B4B14 SM: US3T292783 07-0ct-15 (in house check Oct-20) In house check: Oct-22
Power sensor HF 84814, SN: MY41083315 07-0ct-15 {in house check Oct-20) In house check: Oct-22
RF generator R&S SMT-06 SM: 100072 15-Jun-15 (in house chack Oct-20) In house check: Oct-22
Network Analyzer Agilent EB3584 | SN: US41080477 31-Mar-14 (in house check Oct-20) In house check: Ogt-22

Mame Funetion Signatura
Calibrated by: Michael Weber Laboratory Technician
Approvad by; Sven Kihn Deputy Manager

]

Issued: March 28, 2022

This calibration certificate shall not be reproduced axcept in full without written approval of the laboratory.

Certificate MNo: D3500V2-1036_Mar22 Page 1 of 6



Calibration Laboratory of Ly,
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The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) IEC/IEEE 62209-1528, “Measurement Procedure For The Assessment Of Specific
Absorption Rate Of Human Exposure To Radio Frequency Fields From Hand-Held And
Body-Wom Wireless Communication Devices - Part 1528: Human Models, Instrumentation
And Procedures (Frequency Range of 4 MHz to 10 GHz)”, October 2020.

b) KDB 865664, "SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
¢) DASY System Handbook

Methods Applied and Interpretation of Parameters:

» Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

* Antenna Parameters with TSL: The source is mounted in a touch configuration below the
center marking of the flat phantom.

* Return Loss: This parameter is measured with the source positioned under the liquid filled
phantom (as described in the measurement condition clause). The Return Loss ensures low
reflected power. No uncertainty required.

* SAR measured: SAR measured at the stated antenna input power.

* SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D3500V2-1036_Mar22 Page 2 of 6




Measurement Conditions
DASY system configuration, as far as not given on page 1.

DASY Version DASY52 V52.10.4
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution de, dy=4 mm, dz =1.4 mm Graded Ratio = 1.4 (Z direction)
Frequency 3500 MHz = 1 MHz

Head TSL parameters
The following parameters and calculations were applied.

Temperature Permittivity Conductivity

Nominal Head TSL parameters 220°C 379 2.91 mho/m

Measured Head TSL parameters (22.0+0.2)°C 374+6% 294 mho/m+6 %

Head TSL temperature change during test <05°C -
SAR result with Head TSL

SAR averaged over 1 cm?® (1 g) of Head TSL Condition

SAR measured 100 mW input power 6.78 Wikg

SAR for nominal Head TSL parameters normalized to 1W 67.4 Wikg + 19.9 % (k=2)

SAR averaged over 10 em? (10 g) of Head TSL condition

SAR measurad 100 mW input power 2.52 W/kg

SAR for nominal Head TSL parameters normalized to 1W 25.1 Wikg = 19.5 % (k=2)

Certificate No: D3500V2-1036_Mar22 Page3ofé



Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 5230-18jQ

Return Loss -30.9dB
General Antenna Parameters and Design

Electrical Delay (one direction) 1.140 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
‘Measurernent Conditions” paragraph. The SAR data are not affected by this change. The overall dipole length is still

according to the Standard.

Mo excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the

feedpoint may be damaged.

Additional EUT Data

Manufactured by

SPEAG

Cenrtificate Mo: D3500V2-1036_Mar22
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DASY5 Validation Report for Head TSL

Date: 23.03.2022

Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 3500 MHz; Type: D3500V2; Serial: D3500V2 - SN:1036

Communication System: UID 0 - CW; Frequency: 3500 MHz

Medium parameters used: f = 3500 MHz; o = 2.94 S/m; & = 37.4; p = 1000 kg/m’
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASY52 Configuration:

Probe: EX3DV4 - SN3503; ConvF(7.91, 7.91, 7.91) @ 3500 MHz: Calibrated: 08.03.2022
Sensor-Surface: 1.4mm (Mechanical Surface Detection)

Electronics: DAE4 Sn601; Calibrated: 01.11.2021

Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001

DASYS52 52.10.4(1535); SEMCAD X 14.6.14(7501)

Dipole Calibration for Head Tissue/Pin=100 mW, d=10mm, f=3500MHz/Zoom Scan,
dist=1.4mm (8x8x8)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 72.91 V/m; Power Drift = 0.06 dB

Peak SAR (extrapolated) = 18.5 W/kg

SAR(1 g) = 6.78 W/kg; SAR(10 g) = 2.52 W/kg

Smallest distance from peaks to all points 3 dB below = 8 mm

Ratio of SAR at M2 to SAR at M1 = 74.5%

Maximum value of SAR (measured) = 12.9 W/kg

dB

-7.00

-14.00

-21.00

-28.00

-35.00

0dB =129 W/kg = 11.09 dBW/kg

Certificate No: D3500V2-1036_Mar22 Page 50f 6



Impedance Measurement Plot for Head TSL
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SPORTON LAB.

D3500V2, serial no. 1036 Extended Dipole Calibrations
Referring to KDB 865664, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in
impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the calibration

interval can be extended.

<Justification of the extended calibration>

D3500V2 — serial no. 1036

3500MHZ

Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ochm)

03.23.2022
-30.919 52.295 -1.7903
(Cal. Report)
03.22.2023
-30.444 -1.53 52.726 0.431 -2.9057 -1.1154
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - D3500 V2, serial no. 1036 (Data of Measurement : 03.22.2023)
3500 MHz - Head
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SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
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Schweizerischer Kalibrierdienst
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Swiss Calibration Service

Accreditation No.: SCS 0108

Certificate No: D3700V2-1022_Jul21

|CAI:IBRATION CERTIFICATE I

D3700V2 - SN:1022

Object

e b

Al caliprations have been conducted in the closed laboratory facility: environment temperature (22 = 3)°C and humidily < 70%.

Calibration procedure(s)

Calibration date:

QA CAL-22.v6

Calibration Procedure for SAR Validation Sources between 3-10 GHz

July 14, 2021

Calibration Equipment used (MATE critical for calibration)

libration cerificate documents the traceability to national standards, which realize the physical units of measurements (S1).
asurements and the uncertainties with confidence probability are given on the fellowing pages and are part of the certificate.

Metwoy

Calibra

Approw

This c3

k Analyzer Agilent EB358A

ted by

ed by:

SN: US41080477

Mame
Jeton Kastrati

Katja Pokovic

31-Mar-14 (in house check Oct-20)

Function

Laboratory Technician

Technical Manager

tibration certificate shall not be repraduced except in full without written approval of the laboratory.

Primary Standards 1D i Cal Date (Cerificate No.) Scheduled Calibration
Powear|meter NRP SN: 104778 08-Apr-21 (Mo. 217-03291/03292) Apr-22

Power| sensor MRP-Z91 SNz 103244 08-Apr-21 (No. 217-03291) Apr-22

Power|sensor NRP-Z291 SN: 103245 09-Apr-21 (Mo, 217-03292) Apr-22

Refergnce 20 dB Altenuator SN: BHS394 (20%k) 08-Apr-21 (No. 217-03343) Apr-22

Typa’-} rismatch combination SN: 310082 / DB327 09-Apr-21 (No. 217-03344) Apr-22

Refergnce Probe EX30DV4 SM: 3503 30-Dec-20 (No. EX3-3503_Dec20) Dec-21

DAE4 SM: 61 02-Mov-20 (No, DAE4-601_Now20) Mov-21

Secongdary Standards 1D # Check Date (in housa) Scheduled Check
Power meter E44198 SN: GB38512475 30-Oct-14 {in house check Oct-20) In house check: Oct-22
Power|sensor HP 84814 SM; US372027a3 Q7-0ct-15 (in house check Oct-20) In house check: Oct-22
Power|sensor HP 84814, SN: MY41092317 07-0ct-15 (in house check Ocl-20) In house check; Ocl-22
RF generator R&S SMT-06 SN 100972 15-Jun-15 (in house check Oct-20)

In house check: Oct-22
In house check: Oct-21

Signature

==

/m\ :

Issued: July 14, 2021

Cartific

ate Mo: D3700V2-1022_Jul21

Page 10of6




Calibration Laboratory of S,

. S S Schweizerischer Kalibrierdienst
Schmid & Partner m C Service suisse d'étalonnage
En ineer'mg AG P Servizio svizzero di taratura
Zeughausstrasse 43, 8004 Zurich, Switzerland '54, fﬁ‘\ﬁ S  swiss Calibration Service
Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
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HUIII!ZIFEII Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a)

b)

IEC/IEEE 62209-1528, "Measurement Procedure For The Assessment Of Specific
Absorption Rate Of Human Exposure To Radio Frequency Fields From Hand-Held And
Body-Worn Wireless Communication Devices - Part 1528: Human Models, Instrumentation
And Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020.

KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:

c)

Meth

DASY System Handbook

ods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The source is mounted in a touch configuration below the
center marking of the flat phantom.

Heturn Loss: This parameter is measured with the source positioned under the liquid filled

phantom (as described in the measurement condition clause). The Return Loss ensures low
reflected power. No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.
SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The n

multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

eported uncertainty of measurement is stated as the standard uncertainty of measurement

Cerificate No: D3700V2-1022_Jul21 Page 2 of 6




Measurement Conditions

DASY system configuration, as far as not given on page 1.

#AS\" Version

DASY52 V52.10.4
éxtrapn!atian Advanced Extrapolation
Phantom Modular Flat Phantom
Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution

dx, dy =4 mm, dz = 1.4 mm

Graded Ratio = 1.4 (Z direction)

Frequency

3700 MHz = 1 MHz

Head TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Ililnminal Head TSL parameters 220°C 377 3.12 mho/m
+’Ieasured Head TSL parameters (22.0+£02)*C 377+x6% 3.12 mho/m = 6 %
ﬂ-lead TSL temperature change during test <05°C =
SAR result with Head TSL
SAR averaged over 1 cm” (1 g) of Head TSL Condition
BAR measured 100 mW input power 6.82 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

68.2 Wikg = 19.9 % (k=2)

§AH averaged over 10 cm” (10 g) of Head TSL

condition

‘JSAH measured

100 mW input power

2.47 Wikg

BAR for nominal Head TSL parameters

normalized to 1W

24.7 Wikg + 19.5 % (k=2)

Certificate No: D3700V2-1022_Jul21

Page3cf 6




Appendix (Additional assessments outside the scope of SCS 0108)

Ante

nna Parameters with Head TSL
mpedance, transformed to feed point 5120-40i0
Heturn Loss -27.7 dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.125 ns

After Ilng term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps

are ad
"Meas
accord
Mo exg
feedpa

Addif

ded to the dipole arms in order to improve matching when loaded according to the position as explained in the
urement Conditions® paragraph. The SAR data are not affected by this change. The overall dipole length is still
ing to the Standard.

essive force must be applied to the dipole arms, because they might bend or the soldered connections near the
int may be damaged.

lional EUT Data

Manufactured by SPEAG

Certificate No: D3700V2-1022_Jul21 Page 4 of 6




DASYS5 Validation Report for Head TSL

Date: 14.07.2021
Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole 3700 MHz; Type: D3700V2; Serial: D3700V2 - SN:1022

Communication System: UID 0 - CW; Frequency: 3700 MHz
Medium parameters used: f = 3700 MHz; ¢ = 3.12 $/m; &, = 37.7; p = 1000 kg/m"
Phantom section: Flat Section

Measurement Standard: DASYS5 (IEEE/IEC/ANSI C63.19-2011)
DASYS52 Configuration:
o | Probe: EX3DV4 - SN3503; ConvF(7.73, 7.73, 7.73) @ 3700 MHz; Calibrated: 30.12.2020
e | Sensor-Surface: 1.4mm (Mechanical Surface Detection)
e | Electronics: DAE4 Sn601; Calibrated: 02.11.2020
e | Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001
o | DASYS52 52.10.4(1535); SEMCAD X 14.6.14(7501)

Dipole Calibration for Head Tissue/Pin=100 mW, d=10mm, f=3700MHz/Zoom Scan,

0dB =13.1 W/kg = 11.16 dBW/kg

Certificate Mo: D3700V2-1022_Jul21 Page 5 of 6




Impegdance Measurement Plot for Head TSL
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SFORTON LAB.

D3700V2, serial no. 1022 Extended Dipole Calibrations
Referring to KDB 865664, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in
impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the calibration

interval can be extended.

<Justification of the extended calibration>

D3700V2 — serial no. 1022

3700MHZ

Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ohm)

07.14.2021
-27.75 51.164 -3.9817
(Cal. Report)
07.13.2022
-24.914 10.21 54.098 2.934 -5.305 -1.3233
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



SFORTON LAB.

<Dipole Verification Data> - D3700 V2, serial no. 1022 (Data of Measurement : 07.13.2022)
3700 MHz - Head

>1  3.7000000 GHz -24.914 dB

-10. 00

~50.00

|1 Start 3.5 GHz TFEW 70 kHz stop 3.0 GHz [

P s11 smith (R+jx) scale 1.000u [F1 pel]

>1  3.7000000 GHz 54.098 Q@ -5.3050 0 _S.-—l'ﬂﬂ‘;‘___p}_
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SPORTON INTERNATIONAL INC.
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FAX : 886-3-328-4978
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Schmid & Partner % c Service suisse d'étalonnage
Engineering AG BN Servizio svizzero di taratura

Zeughausstrasse 43, 8004 Zurich, Switzerland i4‘4ﬂh“\\‘ S Swiss Calibration Service

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Muitilateral Agreement for the recognition of calibration certificates

client  Sporton

CALIBRATION CERTIFICATE

Certificate No: D3900V2-1017_Apr22

Object

Calibration procedure(s)

Calibration date:

D3900V2 - SN:1017

QA CAL-22.v6

Calibration Procedure for SAR Validation Sources between 3-10 GHz

April 22, 2022

Calibration Equipment used (M&TE eritical for calibration)

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (51).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the cerlificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity = 70%,

Primary Standards 1D # Cal Date (Certificate Mo.) Scheduled Calibration
Power meter NRP SM: 104778 04-Apr-22 (Mo, 217-03525/03524) Apr-23

Power sensor NRP-Z91 SMN; 103244 (04-Apr-22 (Mo, 217-03524) Apr-23

Power sensor NRP-291 SN 103245 04-Apr-22 (Mo, 217-03525) Apr-23

Reference 20 dB8 Attenuator SM: BH9394 (20k) 04-Apr-22 (No. 217-03527) Apr-23

Type-N mismatch combination SN 310982 / 06327 04-Apr-22 (No. 217-03528) Apr-23

Referance Probe EX3DVE SN: 3503 08-Mar-22 (No. EX3-3503_Mar22) Mar-23

DAE4 SN; 601 01-Mov-21 (No. DAE4-601_Nov21) Mow-22

Secondary Standards D # Check Date (in house) Scheduled Check

Power meler E44198

Power sensor HP 84814,

Power sensor HP 84814,

RF generator R&S SMT-06
Metwork Analyzer Agilent EB3584,

Calibrated by:

Approved by:

SN: GB39512475
SM: US3T292783
Sh: MY41083315
SN: 100972

SN: US41080477

MName
Joanna Lieshaj

30-0ct-14 (in house check Oct-20)
07-0ct-15 (in house check Oct-20)
07-0ct-15 (in house check Oct-20)
15-Jun-15 {in house check Oct-20)
31-Mar-14 (in house check Oct-20)

Function

Deputy Manager

This calibration certificate shall not be reproduced except in full without written approval of the laboratory,

In house check: Oct-22
In house check: Oct-22
In house check: Oct-22
In house check: Oct-22
In house check: Oct-22

Sig_nature

*

ity
< 4

Issued: April 28, 2022

Certificate No: D3200V2-1017_Apr22
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Calibration Laboratory of P,

N \‘\:_i/ 4‘.-}
Schmid & Partner i‘g‘é—?ﬂ-ffmi
Engineering AG L
Zeughausstrasse 43, 8004 Zurich, Switzerland N

ol i

Accradited by the Swiss Accreditation Service (SAS)
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

S
c
S

Accreditation No.: SCS 0108

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:
a) IEC/IEEE 62209-1528, “Measurement Procedure For The Assessment Of Specific

Absorption Rate Of Human Exposure To Radio Frequency Fields From Hand-Held And
Body-Worn Wireless Communication Devices - Part 1528: Human Models, Instrumentation
And Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020.

b) KDB 865664, "SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
c) DASY System Handbook

Methods Applied and Interpretation of Parameters:

Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.
Antenna Parameters with TSL: The source is mounted in a touch configuration below the
center marking of the flat phantom.

Return Loss: This parameter is measured with the source positioned under the liquid filled
phantom (as described in the measurement condition clause). The Return Loss ensures low
reflected power. No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: D3200V2-1017_Apr22 Page 2 of 7



Measurement Conditions

DASY system configuration, as far as not ﬂiven on page 1.

DASY Version DASYS52 V52.10.4
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom V5.0

Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution

dx, dy =4.0mm, dz = 1.4 mm

Graded Ratio = 1.4 (Z direction)

Frequency

3900 MHz = 1 MHz
4100 MHz + 1 MHz

Head TSL parameters at 3900 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 375 3.32 mho/m
Measured Head TSL parameters {(22.0+0.2)°C 36.5+6% 3.25 mho/m £ 6 %
Head TSL temperature change during test <05°C -
SAR result with Head TSL at 3900 MHz
SAR averaged over 1 cm? (1 g) of Head TSL Condition
SAR measured 100 mW input power 6.89 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

68.7 Wikg + 19.9 % (k=2)

SAR averaged over 10 cm? (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.41 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

23.9 Wikg £ 19.5 % (k=2)

Head TSL parameters at 4100 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
MNominal Head TSL parameters 22.0°C ar.z2 3.53 mho/m
Measured Head TSL parameters (22.0=0.2)°C 36.3+£6% 342 mho/m =6 %
Head TSL temperature change during test <05°C - e
SAR result with Head TSL at 4100 MHz
SAR averaged over 1 cm?® (1 g) of Head TSL Condition
SAR measured 100 mW input power 6.84 W/ikg

SAR for nominal Head TSL parameters

normalized to 1W

68.3 Wikg = 19.9 % (k=2)

SAR averaged over 10 cm® {10 g) of Head TSL

condition

SAR measured

100 mW input power

2.38 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

23.7 Wikg = 19.5 % (k=2)
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Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with Head TSL at 3900 MHz

Impedance, transformed to feed point

49.40-7.0i0Q

Return Loss

-23.0dB

Antenna Parameters with Head TSL at 4100 MHz

Impedance, transformed 1o feed point

60.1Q +0.0jQ

Return Loss -20.8 dB
General Antenna Parameters and Design
Electrical Delay {one direction) 1.104 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still

according to the Standard.

Mo excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the

feedpoint may be damaged.

Additional EUT Data

Manufactured by

SPEAG

Certificate Mo: D3900V2-1017_Apr22
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DASY5 Validation Report for Head TSL

Date: 22.04.2022
Test Laboratory: SPEAG, Zurich, Switzerland
DUT: Dipole 3900 MHz; Type: D3900V2; Serial: D3900V2 - SN:1017

Communication System: UID 0 - CW: Frequency: 3900 MHz, Frequency: 4100 MHz
Medium parameters used: f = 3900 MHz; 6 = 3.25 S/m; & = 36.5: p = 1000 kg/m?,
Medium parameters used: f = 4100 MHz; 6 = 3.42 S/m: &, = 36.3; p = 1000 kg/m?
Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANS] C63.19-2011)

DASY52 Configuration:

¢ Probe: EX3DV4 - SN3503: ConvF(7.39, 7.39, 7.39) @ 3900 MHz, ConvF(7.26, 7.26, 7.26) @ 4100
MHz; Calibrated: 08.03.2022

 Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e Electronics: DAE4 Sn601: Calibrated: 01.1 1.2021

 Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001
* DASYS52 52.10.4(1535); SEMCAD X 14.6. 14(7501)

Dipole Calibration for Head Tissue/Pin=100 mW, d=10mm, f=3900MHz/Zoom Scan,
dist=1.4mm (8x8x8)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 69.24 V/m; Power Drift = -0.04 dB

Peak SAR (extrapolated) = 19.6 Wike

SAR(1 g) = 6.89 W/kg; SAR(10 g) = 2.41 Wikg

Smallest distance from peaks to all points 3 dB below = 8.2 mm

Ratio of SAR at M2 to SAR at M1 = 73.9%

Maximum value of SAR (measured) = 13.7 Wikg

Dipole Calibration for Head Tissue/Pin=100 mW, d=10mm, f=4100MHz/Zoom Scan,
dist=1.4mm (8x8x8)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 69.78 V/m: Power Drift = -0.03 dB

Peak SAR (extrapolated) = 19.4 Wikg

SAR(1 g) = 6.84 W/kg; SAR(10 g) = 2.38 W/kg

Smallest distance from peaks to all points 3 dB below = 8.4 mm

Ratio of SAR at M2 to SAR at M1 = 74.1%

Maximum value of SAR (measured) = 13.5 Wikg
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-8.00

-16.00

-24.00

-32.00

-40.00

0dB = 13.7 W/kg = 11.36 dBW/kg
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Impedance Measurement Plot for Head TSL
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SPORTON LAB.

D3900V2, serial no. 1017 Extended Dipole Calibrations
Referring to KDB 865664, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in
impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the calibration

interval can be extended.

<Justification of the extended calibration>

D3900V2 — serial no. 1017

3900MHZ

Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ochm)

04.22.2022
-22.997 49.413 -7.0334
(Cal. Report)
04.21.2023
-22.064 4.06 51.756 2.343 -4.9563 2.0771
(extended)
4100MHZ

Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ohm)

04.22.2022
-20.767 60.079 0.011025
(Cal. Report)
04.21.2023
-21.052 -1.37 64.918 4.839 -4.7317 -4.74273
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - D3900 V2, serial no. 1017 (Data of Measurement : 04.21.2023)
3900 MHz - Head

-40.00

[1 start 3.7 GHz IFBW 70 kHz Stop 4.3 GHz [l |

ale 1.a0000 [F1 pel]

|1 Start 3.7 GHz TFEWY 70 kHe

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978
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Accreditation No.: SCS 0108

Client Certificate No: DSGHzV2-1171_Apr21

|CALIBRATION CERTIFICATE

Object D5GHzV2 - SN:1171

Calibration procadure(s) QA CAL-22.v6

Calibration Procedure for SAR Validation Sources between 3-10 GHz

Calibration date: April 20, 2021

This calibration certificate documents the traceability to national standards, which realize the physical units of measuraments (51).
The measurements and the uncerainties with confidance probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (MATE critical for calibration)

Calibrated by:

Approved by:

Mame
Michaal Webear

Katja Pokovic

Function
Laboratory Technician

Technical Manager

Primary Standards 1D # Cal Date (Cerificate No.) Scheduled Calibration
Power meter MRP SN: 104778 09-Apr-21 (Mo. 217-03291/03292) Apr-22

Power sensor NRP-£91 SN: 103244 08-Apr-21 (No. 217-03291) Apr-22

Power sensor NRP-291 SN: 103245 09-Apr-21 (No. 217-03292) Apr-22

Reference 20 dB Attenuator Sh: BHI304 (20k) 08-Apr-21 (No. 217-03343) Apr-22

Type-N mismatch combination SMN: 310982 / 06327 0-Apr-21 (Mo, 217-03344) Apr-22

Reference Proba EX3DV4 SN: 3503 30-Dac-20 (No. EX3-3503_Dec20) Dec-21

DAE4 SM; 601 02-Mov-20 (MNo. DAE4-601_Nov20) MNowv-21

Secondary Standards D # Check Date (in house) Schaeduled Check
Power meter E44198 SN: GB38512475 30-Cct-14 {in house check Oet-20) In house check: Oct-22
Power sensor HP 84814 SM: LUS37292783 07-0ct-15 (in house check Oct-20) In house check: Oct-22
Power sensor HP 84814 SN: MY41092317 07-Cct-15 (in house check Oct-20) In houze check: Ocl-22
AF generator R&S SMT-06 SM: 100972 15-Jun-15 (in house check Oct-20) In house check: Ocl-22
Network Analyzer Agilent ES3584 | SN: US410B0477 31-Mar-14 (in house check Oct-20) In house check: Oct-21

This calibration cerificate shall not be reproduced except in full without written approval of the laboratory.

Signature

Ml
A X~

Issued: April 20, 2021

Certificate No: DSGHzV2-1171_Apr21
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Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)", July 2016

c) IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless

communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

* Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

¢ Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis.

* Feed Point Impedance and Return Loss: These parameters are measured with the dipole
positioned under the liquid filled phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

* Electrical Delay: One-way delay between the SMA connector and the antenna feed point.
No uncertainty required.

* SAR measured: SAR measured at the stated antenna input power.

* SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

« SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.
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Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version

DASYS V52.10.4
Extrapolation Advanced Extrapolation
Phantom Maodular Flat Phantom V5.0
Distance Dipole Center - TSL 10 mm with Spacer

Zoom Scan Resolution

dx, dy = 4.0 mm, dz = 1.4 mm

Graded Ratio = 1.4 (Z direction)

Frequency

5250 MHz + 1 MHz
5600 MHz £ 1 MHz
5750 MHz + 1 MHz
5850 MHz + 1 MHz

Head TSL parameters at 5250 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity

MNominal Head TSL parameters 220°C 359 4.71 mho/m
Measured Head TSL parameters (220+£0.2)°C 34.8+6% 4,57 mho/m £ 6 %
Head TSL temperature change during test <0.5°C mens —

SAR result with Head TSL at 5250 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.08 Wikg
SAR for nominal Head TSL parameters normalized to 1W 80.3 Wikg £ 19.9 % (k=2)
SAR averaged over 10 cm® (10 g) of Head TSL condition
SAR measured 100 mW inpul power 2.32 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

23.0 Wikg £ 19.5 % (k=2)

Certificate Mo: DSGHzV2-1171_Apr21
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Head TSL parameters at 5600 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 355 5.07 mho/m
Measured Head TSL parameters (22.0+0.2)°C 344 +6% 493 mho/m £ 6 %
Head TSL temperature change during test =0.5°C - e
SAR result with Head TSL at 5600 MHz
SAR averaged over 1 cm?® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.41 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

83.4 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.39 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

23.7 Wikg £ 19.5 % (k=2)

Head TSL parameters at 5750 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Mominal Head TSL parameters 220°C 35.4 5.22 mho/m
Measured Head TSL parameters (22.0+0.2)°C M1+26% 509 mho/mx6 %
Head TSL temperature change during test <05°C = =
SAR result with Head TSL at 5750 MHz
SAR averaged over 1 cm? (1 g) of Head TSL Condition
SAR measured 100 m\W input power 8.11 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

80.4 Wikg + 19.9 % (k=2)

SAR averaged over 10 em® (10 g) of Head TSL

condition

SAR measured

100 mW input power

2.30 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

22.8 Wikg = 19.5 % (k=2)

Certificate No: D5GHzV2-1171_Apr21
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Head TSL parameters at 5850 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
MNominal Head TSL parameters 22.0°C 35.2 5.32 mho/m
Measured Head TSL parameters (22.0+0.2)°C 34.0+6% 5.19 mho/m + 6 %
Head TSL temperature change during test =0.5°C -
SAR result with Head TSL at 5850 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 100 mW input power 8.29 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

B82.3 W/kg = 19.9 % (k=2)

SAR averaged over 10 cm® {10 g) of Head TSL

condition

SAR measured

100 mW input power

2.34 Wikg

SAR for nominal Head TSL parameters

nomalized to 1W

23.1 Wikg £ 19.5 % (k=2)

Cerlificate No: D5GHzV2-1171_Apr21
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Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with Head TSL at 5250 MHz

Impedance, transformed to feed point 5040Q-97jQ

Return Loss -20.3 dB

Antenna Parameters with Head TSL at 5600 MHz

Impedance, transformed to feed point 5550Q-45j0

Return Loss -23.5dB

Antenna Parameters with Head TSL at 5750 MHz

Impedance, transformed to feed point 5590 -58j0

Return Loss -221dB

Antenna Parameters with Head TSL at 5850 MHz

Impedance, transformed to feed point 57.70-6.6jQ

Return Loss - 20.5 dB

General Antenna Parameters and Design

Electrical Delay (one direction) 1.2086 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions® paragraph. The SAR data are not affected by this change. The overall dipole length is still
according to the Standard,

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the
feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG
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DASYS5 Validation Report for Head TSL

Date: 20.04.2021
Test Laboratory: SPEAG, Zurich, Switzerland

DUT: Dipole DSGHzV2; Type: DSGHzV2; Serial: DSGHzV2 - SN: 1171

Communication System: UID 0 - CW; Frequency: 5250 MHz, Frequency: 5600 MHz, Frequency: 5750
MHz, Frequency: 5850 MHz

Medium parameters used: f= 5250 MHz; o = 4.57 S/m; & = 34.9; p = 1000 kg/m® ,

Medium parameters used: f= 5600 MHz; o = 4.93 S/m; & = 34.4; p=1000 kgfm3 ;

Medium parameters used: f= 5750 MHz; o = 5.09 S/m; & = 34.1; p = 1000 kg/m’ ,

Medium parameters used: f= 5850 MHz; 6 = 5.19 S/m; & = 34: p= 1000 I-:ga’rrl3

Phantom section: Flat Section

Measurement Standard: DASYS (IEEE/IEC/ANSI C63.19-2011)

DASYS52 Configuration:

+ Probe: EX3DV4 - SN3503; ConvF(5.5, 5.5, 5.5) @ 5250 MHz, ConvF(5.1, 5.1, 5.1) @ 5600 MHz
ConvF(5.08, 5.08, 5.08) @ 5750 MHz, ConvF(4.99, 4.99, 4.99) @ 5850 MHz; Calibrated:
30.12.2020

« Sensor-Surface: 1.4mm (Mechanical Surface Detection)

» Electronics: DAE4 Sn601; Calibrated: 02.11.2020

« Phantom: Flat Phantom 5.0 (front); Type: QD 000 P50 AA; Serial: 1001
« DASY52 52.10.4(1527); SEMCAD X 14.6.14(7483)

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5250 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 76.43 V/m: Power Drift = 0.08 dB

Peak SAR (extrapolated) = 27.7 Wikg

SAR(1 g) = 8.08 W/kg; SAR(10 g) = 2.32 W/kg

Smallest distance from peaks to all points 3 dB below = 7.2 mm

Ratio of SAR at M2 to SAR at M1 =71.2%

Maximum value of SAR (measured) = 18.2 Wikg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, {=5600 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 77.80 V/m; Power Drift = 0.03 dB

Peak SAR (extrapolated) = 31.0 Wikg

SAR(1 g) = 8.41 W/kg; SAR(10 g) = 2.39 W/kg

Smallest distance from peaks to all points 3 dB below = 7.2 mm

Ratio of SAR at M2 to SAR at M1 = 68.6%

Maximum value of SAR (measured) = 19.6 Wikg

Certificate No: D5GHzV2-1171_Apr21 Page 7 of 9



Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5750 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 75.01 V/m; Power Drift = 0.07 dB

Peak SAR (extrapolated) = 31.5 W/kg

SAR(1 g) = 8.11 W/kg; SAR(10 g) = 2.30 W/kg

Smallest distance from peaks to all points 3 dB below = 7.4 mm

Ratio of SAR at M2 to SAR at M1 = 66.9%

Maximum value of SAR (measured) = 19.2 W/kg

Dipole Calibration for Head Tissue/Pin=100mW, dist=10mm, f=5850 MHz/Zoom Scan,
dist=1.4mm (8x8x7)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=1.4mm

Reference Value = 76.40 V/m: Power Drift = 0.06 dB

Peak SAR (extrapolated) = 33.2 W/kg

SAR(1 g) = 8.29 W/kg; SAR(10 g) = 2.34 W/kg

Smallest distance from peaks to all points 3 dB below = 7.2 mm

Ratio of SAR at M2 to SAR at M1 =65.7%

Maximum value of SAR (measured) = 20.0 W/kg

-15.00

-20.00

-25.00

0dB =20.0 W/kg = 13.00 dBW/kg
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Impedance Measurement Plot for Head TSL
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SPORTON LAB.

D5000V2, serial no. 1171 Extended Dipole Calibrations
Referring to KDB 865664, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in
impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the calibration

interval can be extended.

<Justification of the extended calibration>

D5000V2 — serial no. 1171

5250MHZ
Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ochm)
04.20.2021
-20.3 50.4 -9.7
(Cal. Report)
04.19.2022
-22.054 -8.64 49.363 -1.037 -7.3205 2.3795
(extended)
04.18.2023
-22.32 -9.95 47.54 -2.86 -6.2723 3.4277
(extended)
5600MHZ

Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ohm)

04.20.2021
-23.5 55.5 -4.5
(Cal. Report)

04.19.2022

-24.852 -5.75 54.716 -0.784 -3.8107 0.6893
(extended)
04.18.2023

-23.298 0.86 55.77 0.27 -3.6833 0.8167
(extended)

5750MHZ

Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ochm)

04.20.2021
-22.1 55.9 -5.8
(Cal. Report)

04.19.2022

-24.551 -11.09 53.48 -2.42 -5.9049 -0.1049
(extended)
04.18.2023

-23.666 -7.09 52.673 -3.227 -6.4029 -0.6029
(extended)

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



SPORTON LAB.

5850MHZ
Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ochm)
04.20.2021
-20.5 57.7 -6.6
(Cal. Report)
04.19.2022
-20.584 -0.41 56.293 -1.407 -6.6585 -0.0585
(extended)
04.18.2023
-20.099 1.96 55.011 -2.689 -9.7852 -3.1852
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - D5000 V2, serial no. 1171 (Data of Measurement : 04.19.2022)
5000 MHz - Head

P 511 Log Mag 10.00de/ rRef 0.000dB [F1]

. 2500000 GHz
- 6000000 GHZ
- 7300000 GHZ
- 8500000 GHz

-50.00

[1 start 5 GHz IFBW 70 kHz stop 6 GHz (&

P 511 smith (R+jX) Scale 1.000U [F1 Del]

. 2500000 GHz -

. 6000000 GHz L7 E 7.4580 pF
. 7500000 GHz 3. 4.6875 pF
. 8500000 GHz . e 1 4.0859 pF

|1 start 5 GHz TFEVV 70 kHz stop 6 GHz [

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - D5000 V2, serial no. 1171 (Data of Measurement : 04.18.2023)
5000 MHz - Head

-10.00

[1 start5GHz IFBW 70 kHz Stop & GHz [& |

|1 Start 5 GHz IFBW 70 kHz Stop & GHz

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978
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Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

client  Sporton Certificate No: D6.5GHzV2-1003_Mar23
Taoyuan City, Taiwan

CALIBRATION CERTIFICATE

Object D6.5GHzV2 - SN:1003

Calibration procedure(s) QA CAL-22.v7
Calibration Procedure for SAR Validation Sources between 3-10 GHz

Calibration date: March 15, 2023

This calibration cenificate documents the traceability to national standards, which realize the physical units of measurements (S1).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the cerificate.

All calibrations have been conducted in the closed laboratery facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (MATE eritical for callbration)

Primary Standards liD Cal Date (Centificate No.) Scheduled Calibration

Power sensor R&S NAP33T SM: 100967 01-Apr-22 (No. 217-03526) Apr-23

Reference 20 dB Attenuator SM; BH9384 (20k) 04-Apr-22 (Mo, 217-03527) Apr-23

Mismatch combination SN: 84224 / 3600 26-Apr-22 (No. 217-03545) Apr-23

Reference Probe EX3DV4 SM: 7405 02-Jun-22 (Mo, EX3-T405_Jun22) Jun-23

DAE4 SN 908 27-Jun-22 (No, DAE4-308_Jun22) Jun-23

Secondary Standards |iD# Check Date {in house) Scheduled Check ]

RAF generator Anapico APSINZOG SN: 827 18-Dac-18 (in house check Dec-21) In house check: Dec-23

Network Analyzer Keysight ES063A | SN:MY54504221 31-0ct-18 (in house check Oct-22) In house check: Oct-25
Mame Function Signature

Calibrated by: Leif Klysner Laboratory Technician EQ % %g

Approved by: Sven Kiihn Technical Manager g e

Issued: March 16, 2023

This calibration certificate shall not be reproduced excepl in full without written approval of the laboratary.

Certilicate No: DB.5GHzV2-1003_Mar23 Page 1 of &
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Zeughausstrasse 43, 8004 Zurich, Switzerland ’54@3? S Swiss Calibration Service
ealy b
Accredited by the Swiss Accreditation Samvice (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:
a) IEC/IEEE 62209-1528, “Measurement Procedure For The Assessment Of Specific Absorption Rate
Of Human Exposure To Radio Frequency Fields From Hand-Held And Body-Worn Wireless
Communication Devices - Part 1528: Human Models, Instrumentation And Procedures (Frequency
Range Of 4 MHz To 10 GHz)", October 2020.

Additional Documentation:
b) DASY System Handbook

Methods Applied and Interpretation of Parameters:

» Measurement Conditions: Further details are available from the Validation Report at the end of the
certificate. All figures stated in the certificate are valid at the frequency indicated.

» Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed point
exactly below the center marking of the flat phantom section, with the arms oriented parallel to the
body axis.

» [Feed Point Impedance and Return Loss: These parameters are measured with the dipole positioned
under the liquid filled phantom. The impedance stated is transformed from the measurement at the
SMA connector to the feed point. The Return Loss ensures low reflected power. No uncertainty
required.

SAR measured: SAR measured at the stated antenna input power.

SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna connector.
SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the nominal
SAR result.

+« The absorbed power density (APD): The absorbed power density is evaluated according to
Samaras T, Christ A, Kuster N, "Compliance assessment of the epithelial or absorbed power density
above 6 GHz using SAR measurement systems”, Bioelectromagnetics, 2021 (submitted). The
additional evaluation uncertainty of 0.55 dB (rectangular distribution) is considered.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement

multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: DE.5GHzV2-1003_Mar23 Paga 2of 6



Measurement Conditions
DASY system configuration, as far as not given on page 1.

DASY Version DASYE Vig.2
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 5 mm with Spacer

Zoom Scan Resolution dx, dy = 3.4 mm, dz = 1.4 mm

6500 MHz = 1 MHz

Graded Ratio = 1.4 (Z direction)

Frequency

Head TSL parameters
The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 345 6.07 mho/m
Measured Head TSL parameters (22.0 £0.2) °C 343+6% 6.02 mho/m = 6 %
Head TSL temperature change during test <05°C e -
SAR result with Head TSL
SAR averaged over 1 em® (1 g) of Head TSL Condition
SAR measured 100 mW input power 29.7 Wikg

SAR for nominal Head TSL parameters

narmalized to 1W

297 Wikg + 24.7 % (k=2)

SAR averaged over 8 cm® (8 g) of Head TSL

Condition

SAR measured

100 mW input power

6.66 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

66.5 Wikg = 24.4 % (k=2)

SAR averaged over 10 em? (10 g) of Head TSL

condition

SAR measured

100 mW input power

5.46 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

54.5 W/kg + 24.4 % (k=2)

Certificate No: D6.5GHzV2-1003_Mar23

Page 3of 6




Appendix

Antenna Parameters with Head TSL

Impedance, transformed to feed point 5470 -28i0
Return Loss -25.7dB
APD (Absorbed Power Density)
APD averaged over 1 cm? Condition
APD measured 100 mW input power 296 W/m?

APD measured

normalized to 1W

2960 W/m? £ 29.2 % (k=2)

APD averaged over 4 cm?

condition

APD measured

100 mW input power

133 W/im?

APD measured

normalized to 1W

1330 W/m? =+ 28.9 % (k=2)

“The reported APD values have been derived using the psSAR1g and psSARSg.

General Antenna Parameters and Design

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps
are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions” paragraph. The SAR data are not affected by this change. The overall dipole length is still

according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered connections near the

feedpoint may be damaged.

Additional EUT Data

Manufactured by

SPEAG

Certificate No: DB.5SGHzV2-1003_Mar23

Page 4 of 6




DASY6 Validation Report for Head TSL

Measurement Report for D6.5GHz-1003, UID 0 -, Channel 6500 (6500.0MHz)

Device under Test Properties

Name, Manufacturer Dimensions [mm] IMEI DUT Type

D6.5GHz 16.0x 6.0 x 300.0 SM: 1003 -
Exposure Conditions
Phantom Position, Test Band Group, Frequency Conversion
Section, TSL Distance uiD [MHz] Factor

[mm]
Flat, HSL 5.00 Band CW, 6500 5.50
Hardware Setup
Phantom T5L Probe, Calibration Date
MFP VB.0 Center - 1182 HEBL600-10000V6 EX3DV4 - SN7405, 2022-06-02
Scan Setup Measurement Results
Zoam Scan

Grid Extents [mm]
Grid Steps [mm]
Sensor Surface [mm]

22.0%x22.0x22.0
34x34x14
14 psSAREE [W/Kg]

Date
psSAR1g [W/Kg]

Graded Grid Yes psSAR10g [W/KE]
Grading Ratio 1.4 Power Drift [dB]
MALA MNSA Power Scaling
Surface Detection VMS + 6p Scaling Factor [dB)

Scan Method

Interpolated SAR [Wikg)
189

Measured

TSL Correction
M2/M1 [%]
Dist 3dB Peak [mm)]

TSL Cond. TSL
[5/m] Permittivity
6.02 34.3

DAE, Calibration Date
DAE4 Sn908, 2022-06-27

Zoom Scan
2023-03-15, 12:03
29.7

6.66

5.46

0.01

Disabled

Mo correction
55.0
4.7

Cenificate No: DE.5GHzV2-1003_Mar23

Page 5of 6
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Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary:

TSL tissue simulating liquid

ConvF sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |EEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-
Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate
(SAR) from hand-held and body-mounted devices used next to the ear (frequency range of
300 MHz to 6 GHz)”, July 2016

c) IEC 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless
communication devices used in close proximity to the human body (frequency range of 30
MHz to 6 GHz)", March 2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

e Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

e Antenna Parameters with TSL: The source is mounted in a touch configuration below the
center marking of the flat phantom.

e Return Loss: This parameter is measured with the source positioned under the liquid filled
phantom (as described in the measurement condition clause). The Return Loss ensures low
reflected power. No uncertainty required.

SAR measured: SAR measured at the stated antenna input power.
SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

o SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement
multiplied by the coverage factor k=2, which for a normal distribution corresponds to a coverage
probability of approximately 95%.

Certificate No: CLA13-1011_Jul20 Page 2 of 6




Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version

DASY5

V52.10.4

Extrapolation

Advanced Extrapolation

Phantom

ELI4 Flat Phantom

Shell thickness: 2 + 0.2 mm

EUT Positioning

Touch Position

Zoom Scan Resolution

dx, dy =4.0 mm, dz = 1.4 mm

Graded Ratio = 1.4 (Z direction)

Frequency

13 MHz + 1 MHz

Head TSL parameters

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 55.5 0.75 mho/m
Measured Head TSL parameters (22.0 £0.2) °C 547 +6 % 0.72 mho/m =6 %
Head TSL temperature change during test <05°C -
SAR result with Head TSL
SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR measured 1 W input power 0.539 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

0.555 W/kg = 18.4 % (k=2)

SAR averaged over 10 cm® (10 g) of Head TSL condition

SAR measured

1 W input power

0.333 W/kg

SAR for nominal Head TSL parameters

normalized to 1W

0.343 W/kg + 18.0 % (k=2)

Certificate No: CLA13-1011_Jul20

Page 3 of 6




Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 51.5Q-0.7jQ

Return Loss -35.8dB
Additional EUT Data

Manufactured by SPEAG

Certificate No: CLA13-1011_Jul20
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SPORTON LAB.

CLAA13, serial no. 1011 Extended Dipole Calibrations
Referring to KDB 865664, if dipoles are verified in return loss (<-20dB, within 20% of prior calibration), and in
impedance (within 5 ohm of prior calibration), the annual calibration is not necessary and the calibration

interval can be extended.

<Justification of the extended calibration>

CLA13 - serial no. 1011

13MHZ
Date of Measurement|Return-Loss (dB)|Delta (%)|Real Impedance (ohm)|Delta (ohm)|Imaginary Impedance (ohm)|Delta (ohm)
07.08.2020
-35.789 51.487 -0.71054
(Cal. Report)
07.07.2021
-39.709 10.95 49.575 -1.912 -0.94841 -0.23787
(extended)
07.06.2022
-41.21 15.15 49.541 -1.946 -0.81679 -0.10625
(extended)

The return loss is < -20dB, within 20% of prior calibration; the impedance is within 5 ohm of prior calibration.

Therefore the verification result should support extended calibration.

SPORTON INTERNATIONAL INC.
TEL: 886-3-327-3456
FAX: 886-3-328-4978



SPORTON LAB.

<Dipole Verification Data> - CLA13, serial no. 1011 (Data of Measurement : 07.06.2022)
13 MHz - Head

P S11 Log Mag 10.00de/ ref 0.000de [F1]

>1  13.000000 MHz -41.211 de

1 Start 10 MHz 1FBW 70 kHz Stop 16 MHz [
_—

pE 511 smith (R+jX) Scale 1.000U [F1 pel]

>1  13.000000 MHz 49.541 O -816.79 mQ 14989 nF

1 Start 10 MHz IFBVY 70 kHz Stop 16 MHz ]

SPORTON INTERNATIONAL INC.
TEL: 886-3-327-3456
FAX: 886-3-328-4978



SFORTON LAB.

<Dipole Verification Data> - CLA13, serial no. 1011 (Data of Measurement : 07.07.2021)
13 MHz - Head

40,00

-10.00

—40.00

1 Start 10 MHz IFEMY 70 kHz Stop 16 MHz BTl

1 Start 10 MHz IFEVY 70 kHz Stop 16 MHz (@)

SPORTON INTERNATIONAL INC.
TEL : 886-3-327-3456
FAX : 886-3-328-4978
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Zeughausstrasse 43, 8004 Zurich, Switzerland

Schweizerischer Kalibrierdienst
Service suisse d'étalonnage
Servizio svizzero di taratura
Swiss Calibration Service

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Client  Sporton Certificate No: DAE4-853_Jul22

[CﬂLIBH-ATlON CERTIFICATE I

Object DAE4 - SD 000 D04 BM - SN: 853

Calibration procedura(s) QA CAL-06.v30

Calibration procedure for the data acquisition electronics (DAE)

Calibration date: July 20, 2022

This calibration certificate documenis the traceability to national standards, which realize the physical units of measurements (S1).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%,

Calibration Equipment used (M&TE crifical for calibration)

Primary Standards 1D & Cal Date (Certificate No.) Scheduled Calibralion

Keithlay Mullimeter Type 2001 SN: 0810278 31-Aug-21 (Ne:31368) Aug-22

Secondary Standards D # Check Date (in house) Scheduled Check

Autoe DAE Calibration Unit SE UWS 053 AA 1001 24-Jan-22 (in house check) In house check: Jan-23

Calibrator Box V2.1 SE UMS 006 AA 1002  24-Jan-22 (in house check) In house check: Jan-23
Name Function

Calibrated by: Adrian Gehring Laboratory Technician

Approved by: Sven Kihn Technical Manager

tV gL U

Issued: July 20, 2022

This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

Certificate Mo: DAE4-853_Jul22 Page 10of5
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The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

Glossary

DAE data acquisition electronics

Connector angle  information used in DASY system to align probe sensor X to the robot
coordinate system.

Methods Applied and Interpretation of Parameters
e DC Voltage Measurement: Calibration Factor assessed for use in DASY system by
comparison with a calibrated instrument traceable to national standards. The figure given
corresponds to the full scale range of the voltmeter in the respective range.

e Connector angle: The angle of the connector is assessed measuring the angle mechanically
by a tool inserted. Uncertainty is not required.

e The following parameters as documented in the Appendix contain technical information as a
result from the performance test and require no uncertainty.

e DC Voltage Measurement Linearity: Verification of the Linearity at +10% and -10% of
the nominal calibration voltage. Influence of offset voltage is included in this
measurement.

e Common mode sensitivity: Influence of a positive or negative common mode voltage on
the differential measurement.

» Channel separation: Influence of a voltage on the neighbor channels not subject to an
input voltage.

* AD Converter Values with inputs shorted: Values on the internal AD converter
corresponding to zero input voltage

e [nput Offset Measurement. Output voltage and statistical results over a large number of
zero voltage measurements.

e Input Offset Current: Typical value for information; Maximum channel input offset
current, not considering the input resistance.

e [Input resistance: Typical value for information: DAE input resistance at the connector,
during internal auto-zeroing and during measurement.

e Low Battery Alarm Voltage: Typical value for information. Below this voltage, a battery
alarm signal is generated.

«  Power consumption: Typical value for information. Supply currents in various operating
modes.

Certificate No: DAE4-853_Jul22 Page 2 of 5



DC Voltage Measurement
A/D - Converter Resolution nominal
High Range: 1LSB = G.1uV, full range =  -100...+300 mV
Low Range: 1LSE = 61nV , full range = -1......+3mV
DASY measurement parameters: Auto Zero Time: 3 sec; Measuring time: 3 sec

Calibration Factors X Y £
High Range 402.642 £ 0.02% (k=2) | 403.305 + 0.02% (k=2) | 403.461 £ 0.02% (k=2)
Low Range 3.95597 + 1.50% (k=2) | 3.96656 + 1.50% (k=2) | 3.96633 + 1.50% (k=2)

Connector Angle

Connector Angle to be used in DASY system 135.0°4+1°

Certificate No: DAE4-853_Jul22 Page 3of 5



Appendix (Additional assessments outside the scope of SCS0108)

1. DC Voltage Linearity

High Range Reading (uV) Difference (pV) Error (%)
Channel X + Input 200041.38 591 0.00
Channel X + Input 20008.086 1.85 0.01
Channel X - Input -20005.24 0.73 -0.00
Channel ¥ + Input 200041.69 6.21 0.00
Channel Y + Input 20007186 1.13 0.01
Channel Y - Input -20008.06 -1.97 0.01
Channel Z 4+ Input 200040.61 527 0.00
Channel £ + Input 20006.00 0.07 0.00
Channel Z - Input -20008.11 -1.98 0.01
Low Range Reading (uV) Difference (uV) Error (%)
Channel X + Input 2001.48 0.21 0.01
Channel X + Input 201.23 -0.05 -0.02
Channel X = Input -198.56 0.02 -0.01
Channel ¥ + Input 2001.15 -0.04 -0.00
Channel ¥ + Input 200.23 -0.95 -0.47
Channel Y = Input -199.52 -0.89 0.45
Channel Z + Input 2001.22 0.05 0.00
Channel Z + Input 200.74 -0.45 -0.22
Channel Z - Input -198.21 -0.42 0.21
2. Common mode sensitivity
DASY measurement parameters: Auto Zero Time: 3 sec; Measuring time: 3 sec
Common mode High Range Low Range
Input Voltage (mV) Average Reading (pV) Average Reading (uV)
Channel X 200 -6.38 -8.34
- 200 9.96 7.92
Channel Y 200 4.99 4.36
- 200 -6.22 -6.37
Channel Z 200 1.22 0.97
- 200 -2.03 -2.20

3. Channel separation
DASY measurement parameters: Auto Zero Time; 3 sec; Measuring time: 3 sec

input Voltage (mV)

Channel X (V)

Channel ¥ (uV)

Channel Z (uV)

Channel X 200 2.70 -0.37
Channel Y 200 8.94 4.86
Channel Z 200 12.67 6.46

Certificate No: DAE4-853_Jul22
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4. AD-Converter Values with inputs shorted

DASY measurement parameters: Auto Zero Time: 3 sec; Measuring time: 3 sec

High Range (LSB) Low Range (LSB)
Channel X 16238 16329
Channel ¥ 16084 16376
Channel 2 16228 15371

9. Input Offset Measurement
DASY measurement parameters: Auto Zero Time: 3 sec; Measuring time: 3 sec

Input 10MO
Average (uV) min. Offset (uV) | max. Offset (uV) St l?:‘::;atmn
Channel X 0.28 -1.00 1.44 0.43
Channel ¥ -0.20 -1.37 0.87 0.40
Channel Z 1.55 -0.63 3.30 0.67
6. Input Offset Current
Nominal Input circuitry offset current on all channels: <25fA
7. Input Resistance (Typical values for information)
Zeroing (kOhm) Measuring (MOhm)
Channel X 200 200
Channel Y 200 200
Channel £ 200 200
8. Low Battery Alarm Voltage (Typical values for information)
Typical values Alarm Level (VDC)
Supply (+ Vce) +7.9
Supply (- Vcc) -7.B

9. Power Consumption (Typical values for information)

Typical values

Switched off (mA) | Stand by (mA)

Supply {(+ Vee)

+0.01 +6

+14

Supply (- Vcc)

=0.01 -8

-8

Certificate No: DAE4-853_Jul22
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Swiss Calibration Service

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of calibration certificates

cliient  Sporton Certificate No: DAE4-854_Aug22

CALIBRATION CERTIFICATE

Object DAE4 - SD 000 D04 BM - SN: 854

Calibration procedura(s) QA CAL-06.v30
Calibration procedure for the data acquisition electronics (DAE)

Calibration date: August 24, 2022

This calibration cerificate documents the traceability to national standards, which realize the physical units of measurements {S1).
The measurements and the uncertainties with confidence probability are given on the following pages and are pan of the cerdificate.

All calibrations have been conducted in the closed laboratory facility: envircnment temperature (22 £ 3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards D # Cal Date (Certificate No.) Scheduled Calibralion

Keithley Multimeter Type 2001 SN 0810278 31-Aug-21 (No:31368) Aug-22

Secondary Standards ID & Check Date {in house) Scheduled Check

Auto DAE Calibration Unit SE UWS 053 AA 1001 24-Jan-22 (in house check) In house check: Jan-23

Calibrator Box V2.1 SE UMS 008 AA 1002 24-Jan-22 (in house check) In house check: Jan-23
Mame Funetion Signature

Calibrated by: Adrian Gehring Laboratory Technician /i %

Approved by Sven Kihn Technical Manager

# ‘/ R

Issued: August 24, 2022

This calibration cerificate shall not be reproduced except in full without written approval of the labaratary.
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Glossary

DAE

data acquisition electronics

Connector angle  information used in DASY system to align probe sensor X to the robot

coordinate system.

Methods Applied and Interpretation of Parameters

DC Voltage Measurement: Calibration Factor assessed for use in DASY system by
comparison with a calibrated instrument traceable to national standards. The figure given
corresponds to the full scale range of the volimeter in the respective range.

Connector angle: The angle of the connector is assessed measuring the angle mechanically
by a tool inserted. Uncertainty is not required.

The following parameters as documented in the Appendix contain technical information as a
result from the performance test and require no uncertainty.

e DC Voltage Measurement Linearity: Verification of the Linearity at +10% and -10% of
the nominal calibration voltage. Influence of offset voltage is included in this
measurement.

« Common mode sensitivity: Influence of a positive or negative common mode voltage on
the differential measurement.

e Channel separation: Influence of a voltage on the neighbor channels not subject to an
input voltage.

e AD Converter Values with inputs shorted: Values on the internal AD converter
corresponding to zero input voltage

» [nput Offset Measurement. Output voltage and statistical results over a large number of
zero voltage measurements.

e Input Offset Current: Typical value for information; Maximum channel input offset
current, not considering the input resistance.

* Input resistance: Typical value for information: DAE input resistance at the connector,
during internal auto-zeroing and during measurement.

o Low Battery Alarm Voltage: Typical value for information. Below this voltage, a battery
alarm signal is generated.

» Power consumption: Typical value for information. Supply currents in various operating
modes.
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DC Voltage Measurement
A/D - Converter Resolution nominal
High Range: 1LSB = G.1uV, full range = -100...+300 mV
Low Range: 1LSB = &inY full range= -1......+3mV
DASY measurement parameters: Auto Zero Time: 3 sec; Measuring time: 3 sec

Calibration Factors X Y Z
High Range 404.906 + 0.02% (k=2) | 404.696 + 0.02% (k=2) | 405.781 £ 0.02% (k=2)
Low Range 3.97103 £ 1.50% (k=2) | 3.94852 + 1.50% (k=2) | 3.95217 £ 1.50% (k=2)

Connector Angle

Connector Angle to be used in DASY system 385°+1°
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Appendix (Additional assessments outside the scope of SCS0108)

1. DC Voltage Linearity

High Range Reading (V) Difference (uV) Error (%)
Channel X + Input 199992 .62 -2 -0.00
Channel X + Input 20000.81 -1.37 -0.01
Channel X - Input -19998.79 2.9 -0.01
Channel Y + Input 199993.09 -2.41 -0.00
Channel Y + Input 19999.15 -2.88 -0.01
Channel ¥ - Input -20002.05 -0.16 0.00
Channel Z + Input 1899094.72 -0.74 -0.00
Channel Z + Input 19989.59 -2.38 -0.01
Channel Z = Input -20001.83 0.15 -0.00
Low Range Reading (uV) Difference (uV) Error (%)
Channel X + Input 2001.38 0.25 0.01
Channel X + Input 201.85 0.30 0.15
Channel X - Input -198.02 0.28 -0.14
Channel ¥ + Input 2001.07 -0.08 -0.00
Channel ¥ + Input 200.93 -0.45 -0.22
Channel ¥ - Input -198.80 -0.35 0.18
Channel Z + Input 200112 0.08 0.00
Channel Z + Input 200.21 -0.51 -0.25
Channel Z - Input -199.81 -1.27 0.64
2. Common mode sensitivity
DASY measurement parameters: Auto Zero Time: 3 sec; Measuring time: 3 sec
Common mode High Range Low Range
Input Voltage (mV) Average Reading (V) Average Reading (uV)
Channel X 200 -16.13 -17.45
- 200 18.27 17.38
Channel ¥ 200 -8.10 -8.37
- 200 7.30 .15
Channel Z 200 23.84 23.55
- 200 -26.72 -26.74

3. Channel separation
DASY measurement parameters: Auto Zero Time: 3 sec; Measuring time: 3 sec

Input Voltage (mV) | Channel X (uV) | Channel ¥ {uV) Channel Z {uV)
Channel X 200 - 2.98 -2.20
Channel ¥ 200 6.34 - 4.78
Channel Z 200 B8.32 4.44 =

Certificate Mo: DAE4-854_Aug22
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4, AD-Converter Values with inputs shorted
DASY measurement parameters: Auto Zero Time: 3 sec: Measuring time: 3 sec

High Range (LSB)

Low Range (LSB)

Channel X 16141 16175
Channel ¥ 159868 18551
Channel Z 15811 16209

5. Input Offset Measurement
DASY measurement parameters: Auto Zero Time: 3 sec; Measuring time: 3 sec

Input 10ME2
Average (uV) min. Offset (uV) | max, Offset (uV) std. ?:;;mio“
Channel X 0.04 -0.93 1.08 0.34
Channel ¥ 0.03 -0.82 0.95 0.34
Channel Z -0.40 -1.37 0.41 0.28
6. Input Offset Current
Mominal Input circuitry offset current on all channels: <25fA
7. Input Resistance (Typical values for information)
Zeroing (kOhm) Measuring (MOhm)
Channel X 200 200
Channel Y 200 200
Channel Z 200 200
8. Low Battery Alarm Voltage (Typical values for information)
Typical values Alarm Level (VDC)
Supply (+ Vce) +7.9
Supply (- Vec) -7.6

9. Power Consumption (Typical values for information)

Typical values Switched off (mA) | Stand by (mA) Transmitting {mA)
Supply (+ Vec) +0.01 +6 +14
Supply (- Vec) -0.01 -8 -8
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client  Sporton Certificate No: DAE4-1694_Nov22
|CALIBRATION CERTIFICATE

Object DAE4 - SD 000 D04 BO - SN: 1694

Calibration procedure(s) QA CAL-06.v30

Calibration procedure for the data acquisition electronics (DAE)

Calibration date: MNovember 18, 2022

This calibration cerificate documents the traceability to national standards, which realize the physical units of measurements (S1).
The measurements and the uncerainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: envirenment temperature (22 + 3)°C and humidity < 70%,

Calibration Equipment used (ME&TE critical for calibration)

Primary Standards D # Cal Date (Certificate Neo.) Scheduled Calibralion
Keithley Multimeter Type 2001 SN: 0B10278 28-Aug-22 (No:34385) Aug-23
Secondary Slandards D # Check Date (in house) Scheduled Check
Auto DAE Calibration Unit SE UWS 053 AA 1001 24-Jan-22 (in house check) In house check: Jan-23
Calibrator Box V2.1 SE UMS 006 AA 1002 24-Jan-22 (in house check) In house check: Jan-23

Mame Function Sigpature
Calibrated by: Adrian Gehring Laboratory Technician ( ;

%’Z
Approved by: Svan Kihn Technical Manager @ V
il '
1|I | i L-*fvm

Issued: Movember 18, 2022

This calibration cerificate shall not be reproduced except in full witheut written approval of the laboratory,
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Glossary

DAE data acquisition electronics

Connector angle  information used in DASY system to align probe sensor X to the robot
coordinate system.

Methods Applied and Interpretation of Parameters
e DC Voltage Measurement: Calibration Factor assessed for use in DASY system by
comparison with a calibrated instrument traceable to national standards. The figure given
corresponds to the full scale range of the voltmeter in the respective range.

e Connector angle: The angle of the connector is assessed measuring the angle mechanically
by a tool inserted. Uncertainty is not required.

e The following parameters as documented in the Appendix contain technical information as a
result from the performance test and require no uncertainty.

e DC Voltage Measurement Linearity: Verification of the Linearity at +10% and -10% of
the nominal calibration voltage. Influence of offset voltage is included in this
measurement.

» Common mode sensitivity: Influence of a positive or negative common mode voltage on
the differential measurement.

« Channel separation: Influence of a voltage on the neighbor channels not subject to an
input voltage.

e AD Converter Values with inputs shorted: Values on the internal AD converter
corresponding to zero input voltage

» Input Offset Measurement: Output voltage and statistical results over a large number of
zero voltage measurements.

» Input Offset Current: Typical value for information; Maximum channel input offset
current, not considering the input resistance.

e Input resisiance: Typical value for information: DAE input resistance at the connector,
during internal auto-zeroing and during measurement.

o Low Battery Alarm Voltage: Typical value for information. Below this voltage, a battery
alarm signal is generated.

= Power consumption: Typical value for information. Supply currents in various operating
modes.
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