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1.0 Highest SAR Test Position per body location 

  
1.1 Body  

DUT w/ antenna PMAF4012A offered battery PMNN4407A, audio cable PMMN4040A and 
body worn accessory RLN4570A against the phantom. Same position used for the other 
offered antennas and audio accessories (see table below).  

 

 
                        

Antenna kit # 
Separation Distances (mm) 

@ bottom surface of 
the DUT 

@ antenna`s 
base 

@ antenna`s 
tip 

PMAF4012A 0 19 22 
PMAF4011A 0 19 24 

 
1.2 Face  

DUT w/ front side separated 2.5cm from phantom with antenna PMAF4012A and battery 
PMNN4406A. Same position used for the other offered antennas (see table below).  

  

 
 

Antenna kit # 
Separation Distances (mm) 

@ bottom surface of 
the DUT 

@ antenna`s 
base 

@ antenna`s 
tip 

PMAF4012A 28 38 45 
PMAF4011A 28 38 49 

2.5cm  
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1.3 Head 
Not Applicable 

                                               
1.4 Hand 

Not Applicable 
 
 
2.0 Other SAR tested positions at the body  
  

2.1 Body worn 
DUT w/ antenna PMAF4012A, battery PMNN4406A and body worn PMLN5846A attached, 
audio cable PMMN4024A against the phantom. Same position used for the other offered 
antennas (see table below).  
 

 
 

Antenna kit # 

Separation Distances (mm) 
@ bottom surface 

of the DUT 
@ antenna`s 

base 
@ antenna`s 

tip 
PMAF4012A 0 68 118 
PMAF4011A 0 68 138 
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DUT w/ antenna PMAF4012A, battery PMNN4407A and body worn PMLN5843A attached, 
audio cable PMMN4024A against the phantom. Same position used for the other offered 
antennas (see table below).  
 

 
 

Antenna kit # 
Separation Distances (mm) 

@ bottom surface of 
the DUT 

@ antenna`s 
base 

@ antenna`s 
tip 

PMAF4012A 0 68 118 
PMAF4011A 0 68 134 

 
 

DUT w/ antenna PMAF4012A, battery PMNN4407A and body worn PMLN5845A attached, 
audio cable PMMN4024A against the phantom. Same position used for the other offered 
antennas (see table below).  
 

 
 

Antenna kit # 
Separation Distances (mm) 

@ bottom surface 
of the DUT 

@ antenna`s 
base 

@ antenna`s 
tip 

PMAF4012A 3 28 42 
PMAF4011A 3 28 45 
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