






















































Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/04/07

P11 CDMA2000 BC1_EVDO Rev.0_Secondary  
_w/o Pw Reduction 

DUT: 120309C18  

Communication System: CDMA2000; Frequency: 1908.75 MHz;Duty Cycle: 1:1 
Medium: B1900_0407 Medium parameters used: f = 1909 MHz;  = 1.555 mho/m; r = 52.85;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(6.97, 6.97, 6.97); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch1175/Area Scan (61x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.285 mW/g 
 
Ch1175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 3.072 V/m; Power Drift = -0.032 dB 
Peak SAR (extrapolated) = 0.3650 
SAR(1 g) = 0.226 mW/g; SAR(10 g) = 0.137 mW/g 
Maximum value of SAR (measured) = 0.292 mW/g 









Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/04/06

P13 LTE 13_QPSK_10M_Secondary Portrait _0cm_Ch23230_25RB_Offset 12 
  

DUT: 120309C18  

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: B750_0406 Medium parameters used: f = 782 MHz;  = 0.993 mho/m; r = 54.945;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

 
Ch23230/Area Scan (41x121x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.248 mW/g 
 
Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 26.737 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 1.7370 
SAR(1 g) = 1.04 mW/g; SAR(10 g) = 0.617 mW/g 
Maximum value of SAR (measured) = 1.372 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/04/06

P14 LTE 13_QPSK_10M_Secondary Landscape _0cm_Ch23230_25RB_Offset 12 
   

DUT: 120309C18  

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: B750_0406 Medium parameters used: f = 782 MHz;  = 0.993 mho/m; r = 54.945;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch23230/Area Scan (41x141x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.172 mW/g 
 
Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.753 V/m; Power Drift = -0.131 dB 
Peak SAR (extrapolated) = 0.1990 
SAR(1 g) = 0.143 mW/g; SAR(10 g) = 0.101 mW/g 
Maximum value of SAR (measured) = 0.174 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/04/06

P15 LTE 13_QPSK_10M_Rear Face _0cm_Ch23230_1RB_Offset 0 
  

DUT: 120309C18  

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: B750_0406 Medium parameters used: f = 782 MHz;  = 0.993 mho/m; r = 54.945;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

 
Ch23230/Area Scan (121x51x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.446 mW/g 
 
Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 2.478 V/m; Power Drift = 0.185 dB 
Peak SAR (extrapolated) = 2.0200 
SAR(1 g) = 1.25 mW/g; SAR(10 g) = 0.756 mW/g 
Maximum value of SAR (measured) = 1.625 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/04/06

P16 LTE 13_QPSK_10M_Secondary Portrait _0cm_Ch23230_1RB_Offset 0 
  

DUT: 120309C18  

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: B750_0406 Medium parameters used: f = 782 MHz;  = 0.993 mho/m; r = 54.945;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

 
Ch23230/Area Scan (41x61x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.524 mW/g 
 
Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 29.610 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 2.0490 
SAR(1 g) = 1.23 mW/g; SAR(10 g) = 0.734 mW/g 
Maximum value of SAR (measured) = 1.644 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/04/06

P17 LTE 13_QPSK_10M_Secondary Landscape _0cm_Ch23230_1RB_Offset 0 
   

DUT: 120309C18  

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: B750_0406 Medium parameters used: f = 782 MHz;  = 0.993 mho/m; r = 54.945;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch23230/Area Scan (41x141x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.192 mW/g 
 
Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.758 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 0.2300 
SAR(1 g) = 0.161 mW/g; SAR(10 g) = 0.113 mW/g 
Maximum value of SAR (measured) = 0.200 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/04/06

P18 LTE 13_QPSK_10M_Rear Face _0cm_Ch23230_1RB_Offset 49 
  

DUT: 120309C18  

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: B750_0406 Medium parameters used: f = 782 MHz;  = 0.993 mho/m; r = 54.945;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

 
Ch23230/Area Scan (121x51x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.459 mW/g 
 
Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.340 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 1.9540 
SAR(1 g) = 1.2 mW/g; SAR(10 g) = 0.720 mW/g 
Maximum value of SAR (measured) = 1.583 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/04/06

P19 LTE 13_QPSK_10M_Secondary Portrait _0cm_Ch23230_1RB_Offset 49 
  

DUT: 120309C18  

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: B750_0406 Medium parameters used: f = 782 MHz;  = 0.993 mho/m; r = 54.945;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

 
Ch23230/Area Scan (41x61x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.493 mW/g 
 
Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 28.762 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 2.0030 
SAR(1 g) = 1.19 mW/g; SAR(10 g) = 0.709 mW/g 
Maximum value of SAR (measured) = 1.592 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/04/06

P20 LTE 13_QPSK_10M_Secondary Landscape _0cm_Ch23230_1RB_Offset 49 
   

DUT: 120309C18  

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: B750_0406 Medium parameters used: f = 782 MHz;  = 0.993 mho/m; r = 54.945;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch23230/Area Scan (41x141x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.168 mW/g 
 
Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.781 V/m; Power Drift = -0.034 dB 
Peak SAR (extrapolated) = 0.1940 
SAR(1 g) = 0.139 mW/g; SAR(10 g) = 0.098 mW/g 
Maximum value of SAR (measured) = 0.171 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/04/06

P21 LTE 13_16QAM_10M_Rear Face_0cm_Ch23230_25RB_Offset 12 
   

DUT: 120309C18  

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: B750_0406 Medium parameters used: f = 782 MHz;  = 0.993 mho/m; r = 54.945;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch23230/Area Scan (111x81x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.203 mW/g 
 
Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 6.462 V/m; Power Drift = -0.167 dB 
Peak SAR (extrapolated) = 1.7040 
SAR(1 g) = 1.04 mW/g; SAR(10 g) = 0.636 mW/g 
Maximum value of SAR (measured) = 1.370 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/04/06

P22 LTE 13_16QAM_10M_Rear Face_0cm_Ch23230_1RB_Offset 0 
   

DUT: 120309C18  

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: B750_0406 Medium parameters used: f = 782 MHz;  = 0.993 mho/m; r = 54.945;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch23230/Area Scan (111x81x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.284 mW/g 
 
Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.955 V/m; Power Drift = -0.187 dB 
Peak SAR (extrapolated) = 1.7840 
SAR(1 g) = 1.1 mW/g; SAR(10 g) = 0.675 mW/g 
Maximum value of SAR (measured) = 1.444 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/04/06

P23 LTE 13_16QAM_10M_Rear Face_0cm_Ch23230_1RB_Offset 49 
   

DUT: 120309C18  

Communication System: LTE; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: B750_0406 Medium parameters used: f = 782 MHz;  = 0.993 mho/m; r = 54.945;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch23230/Area Scan (111x81x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.223 mW/g 
 
Ch23230/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.083 V/m; Power Drift = -0.148 dB 
Peak SAR (extrapolated) = 1.7300 
SAR(1 g) = 1.05 mW/g; SAR(10 g) = 0.640 mW/g 
Maximum value of SAR (measured) = 1.398 mW/g 























Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/03

P46 802.11a_Rear Face_0cm_Ch36 

DUT: 111221C04  

Communication System: WLAN_5G; Frequency: 5180 MHz;Duty Cycle: 1:1 
Medium: B5G_0303 Medium parameters used: f = 5180 MHz;  = 5.211 mho/m; r = 49.255;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(4.28, 4.28, 4.28); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch36/Area Scan (261x321x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.377 mW/g 
 
Ch36/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 3.155 V/m; Power Drift = 0.026 dB 
Peak SAR (extrapolated) = 0.8230 
SAR(1 g) = 0.277 mW/g; SAR(10 g) = 0.136 mW/g 
Maximum value of SAR (measured) = 0.454 mW/g 



































Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/05

P62 802.11a_Primary Portrait _0cm_Ch149 

DUT: 111221C04  

Communication System: WLAN_5G; Frequency: 5745 MHz;Duty Cycle: 1:1 
Medium: B5G_0305 Medium parameters used: f = 5745 MHz;  = 6.158 mho/m; r = 48.391;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(3.81, 3.81, 3.81); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch149/Area Scan (141x321x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.047 mW/g 
 
Ch149/Zoom Scan (7x7x9)/Cube 1: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 1.621 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 0.1330 
SAR(1 g) = 0.021 mW/g; SAR(10 g) = 0.013 mW/g 
Maximum value of SAR (measured) = 0.038 mW/g 
 
Ch149/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 1.621 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 0.1100 
SAR(1 g) = 0.020 mW/g; SAR(10 g) = 0.013 mW/g 
Maximum value of SAR (measured) = 0.035 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/05

P63 802.11a_Primary Landscape_0cm_Ch149 

DUT: 111221C04  

Communication System: WLAN_5G; Frequency: 5745 MHz;Duty Cycle: 1:1 
Medium: B5G_0305 Medium parameters used: f = 5745 MHz;  = 6.158 mho/m; r = 48.391;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(3.81, 3.81, 3.81); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch149/Area Scan (141x321x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.222 mW/g 
 
Ch149/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 2.406 V/m; Power Drift = -0.159 dB 
Peak SAR (extrapolated) = 0.5650 
SAR(1 g) = 0.134 mW/g; SAR(10 g) = 0.057 mW/g 
Maximum value of SAR (measured) = 0.260 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/05

P64 802.11n_HT20_Rear Face _0cm_Ch149 

DUT: 111221C04  

Communication System: WLAN_5G; Frequency: 5745 MHz;Duty Cycle: 1:1 
Medium: B5G_0305 Medium parameters used: f = 5745 MHz;  = 6.158 mho/m; r = 48.391;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(3.81, 3.81, 3.81); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch149/Area Scan (261x301x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.362 mW/g 
 
Ch149/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 3.639 V/m; Power Drift = 0.19 dB 
Peak SAR (extrapolated) = 0.8020 
SAR(1 g) = 0.262 mW/g; SAR(10 g) = 0.147 mW/g 
Maximum value of SAR (measured) = 0.440 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/05

P65 802.11n_HT40_Rear Face _0cm_Ch151 

DUT: 111221C04  

Communication System: WLAN_5G; Frequency: 5755 MHz;Duty Cycle: 1:1 
Medium: B5G_0305 Medium parameters used: f = 5755 MHz;  = 6.177 mho/m; r = 48.429;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(3.81, 3.81, 3.81); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch151/Area Scan (261x301x1): Measurement grid: dx=10mm, dy=10mm 
Maximum value of SAR (interpolated) = 0.311 mW/g 
 
Ch151/Zoom Scan (7x7x9)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2.5mm 
Reference Value = 3.902 V/m; Power Drift = -0.14 dB 
Peak SAR (extrapolated) = 0.9040 
SAR(1 g) = 0.253 mW/g; SAR(10 g) = 0.141 mW/g 
Maximum value of SAR (measured) = 0.384 mW/g 


	CDMA2000 BC0_Body
	P01 CDMA2000 BC0_RC3+SO32_Rear Face_0cm_Ch1013_Earphone_Sensor On
	P02 CDMA2000 BC0_RC3+SO32_Secondary Portrait_0cm_Ch1013_Earphone_Sensor On
	P33 CDMA2000 BC0_RC3+SO32_Rear Face_0cm_Ch384_Earphone_Sensor On
	P34 CDMA2000 BC0_RC3+SO32_Rear Face_0cm_Ch777_Earphone_Sensor On 
	P35 CDMA2000 BC0_RC3+SO32_Secondary Portrait_0cm_Ch384_Earphone_Sensor On
	P36 CDMA2000 BC0_RC3+SO32_Secondary Portrait_0cm_Ch777_Earphone_Sensor On
	P03 CDMA2000 BC0_RC3+SO32_Rear Face _2.7cm_Ch1013_Earphone_Sensor Off
	P04 CDMA2000 BC0_RC3+SO32_Secondary Portrait_1.7cm_Ch1013_Earphone_Sensor Off
	P05 CDMA2000 BC0_RC3+SO32_Secondary Landscape_0cm_Ch1013_Earphone_Sensor Off

	CDMA2000 BC1_Body
	P06 CDMA2000 BC1_RC3+SO32_Rear Face_0cm_Ch1175_Earphone_Sensor On
	P07 CDMA2000 BC1_RC3+SO32_Secondary Portrait_0cm_Ch1175_Earphone_Sensor On
	P37 CDMA2000 BC1_RC3+SO32_Rear Face_0cm_Ch25_Earphone_Sensor On
	P38 CDMA2000 BC1_RC3+SO32_Rear Face_0cm_Ch600_Earphone_Sensor On
	P09 CDMA2000 BC1_RC3+SO32_Rear Face_2.7cm_Ch1175_Earphone_Sensor Off
	P10 CDMA2000 BC1_RC3+SO32_Secondary Portrait_1.7cm_Ch1175_Earphone_Sensor Off
	P11 CDMA2000 BC1_RC3+SO32_Secondary Landscape_0cm_Ch1175_Earphone_Sensor Off

	LTE 13_Body
	P12LTE 13_QPSK_10M_Rear Face _0cm_Ch23230_Earphone_Sensor Off_25RB_offset 12
	P13 LTE 13_QPSK_10M_Secondary Portrait _0cm_Ch23230_Earphone_Sensor Off_25RB_Offset 12
	P14 LTE 13_QPSK_10M_Secondary Landscape _0cm_Ch23230_Earphone_Sensor Off_25RB_Offset 12
	P15 LTE 13_QPSK_10M_Rear Face _0cm_Ch23230_Earphone_Sensor Off_1RB_Offset 0
	P16 LTE 13_QPSK_10M_Secondary Portrait _0cm_Ch23230_Earphone_Sensor Off_1RB_Offset 0
	P17 LTE 13_QPSK_10M_Secondary Landscape _0cm_Ch23230_Earphone_Sensor Off_1RB_Offset 0
	P18 LTE 13_QPSK_10M_Rear Face _0cm_Ch23230_Earphone_Sensor Off_1RB_Offset 49
	P19 LTE 13_QPSK_10M_Secondary Portrait _0cm_Ch23230_Earphone_Sensor Off_1RB_Offset 49
	P20 LTE 13_QPSK_10M_Secondary Landscape _0cm_Ch23230_Earphone_Sensor Off_1RB_Offset 49
	P39 LTE 13_QPSK_10M_Rear Face _0cm_Ch23205_Earphone_Sensor Off_25RB_Offset 12
	P40 LTE 13_QPSK_10M_Rear Face _0cm_Ch23255_Earphone_Sensor Off_25RB_Offset 12
	P41 LTE 13_QPSK_10M_Secondary Portrait _0cm_Ch23205_Earphone_Sensor Off_25RB_Offset 12
	P42 LTE 13_QPSK_10M_Secondary Portrait _0cm_Ch23255_Earphone_Sensor Off_25RB_Offset 12
	P21 LTE 13_16QAM_10M_Rear Face_0cm_Ch23230_Earphone_Sensor Off_25RB_Offset 12
	P22 LTE 13_16QAM_10M_Rear Face_0cm_Ch23230_Earphone_Sensor Off_1RB_Offset 0
	P23 LTE 13_16QAM_10M_Rear Face_0cm_Ch23230_Earphone_Sensor Off_1RB_Offset 49

	SAR.pdf
	WLAN2450_Body
	P01 802.11b_Rear Face_0cm_Ch1
	P01 802.11b_Rear Face_0cm_Ch1_2D
	P02 802.11b_Primary Portrait_0cm_Ch1
	P03 802.11a_Primary Landscape_0cm_Ch1

	WLAN5G_Body
	P06 802.11a_Rear Face_0cm_Ch36
	P07 802.11a_Primary Portrait_0cm_Ch36
	P08 802.11a_Primary Landscape_0cm_Ch36
	P09 802.11n_HT20_Rear Face_0cm_Ch40
	P10 802.11n_HT40_Rear Face_0cm_Ch38
	P10 802.11n_HT40_Rear Face_0cm_Ch38_2D
	P11 802.11a_Rear Face_0cm_Ch56
	P12 802.11a_Primary Portrait_0cm_Ch56
	P13 802.11a_Primary Landscape_0cm_Ch56
	P14 802.11n_HT20_Primary Landscape_0cm_Ch56
	P14 802.11n_HT20_Primary Landscape_0cm_Ch56_2D
	P15 802.11n_HT40_Primary Landscape_0cm_Ch62
	P16 802.11a_Rear Face_0cm_Ch112
	P17 802.11a_Primary Portrait_0cm_Ch112
	P18 802.11a_Primary Landscape_0cm_Ch112
	P19 802.11n_HT20_Rear Face_0cm_Ch112
	P19 802.11n_HT20_Rear Face_0cm_Ch112_2D
	P20 802.11n_HT40_Rear Face_0cm_Ch102
	P21 802.11a_Rear Face _0cm_Ch149
	P22 802.11a_Primary Portrait _0cm_Ch149
	P23 802.11a_Primary Landscape_0cm_Ch149
	P24 802.11n_HT20_Rear Face _0cm_Ch149
	P24 802.11n_HT20_Rear Face _0cm_Ch149_2D
	P25 802.11n_HT40_Rear Face _0cm_Ch151





