
Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P130 GSM850_GPRS8_Rear Face_0cm_Ch251_Earphone_Sensor On 

DUT: 120309C35  

Communication System: GSM; Frequency: 848.8 MHz;Duty Cycle: 1:8.30042 
Medium: B835_0502 Medium parameters used: f = 849 MHz; σ = 1.008 mho/m; εr = 55.877; ρ = 

1000 kg/m3  
Ambient Temperature：21.7 ℃;  Liquid Temperature：20.7 ℃ 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch251/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.26 mW/g 
 
Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 3.967 V/m; Power Drift = -0.14 dB 
Peak SAR (extrapolated) = 2.050 mW/g 
SAR(1 g) = 1.2 mW/g; SAR(10 g) = 0.705 mW/g 
Maximum value of SAR (measured) = 1.61 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02 

P131 GSM850_GPRS8_Rear Face_0cm_Ch128_Earphone_Sensor On 

DUT: 120309C35  

Communication System: GSM; Frequency: 824.2 MHz;Duty Cycle: 1:8.30042 
Medium: B835_0502 Medium parameters used : f = 824.2 MHz;  = 0.983 mho/m; r = 56.132;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch128/Area Scan (101x51x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.20 mW/g 
 
Ch128/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.086 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 1.857 mW/g 
SAR(1 g) = 1.09 mW/g; SAR(10 g) = 0.639 mW/g 
Maximum value of SAR (measured) = 1.43 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P127 GSM850_GPRS8_Secondary Portrait_0cm_Ch251_Earphone_Sensor On 

DUT: 120309C35  

Communication System: GSM; Frequency: 848.8 MHz;Duty Cycle: 1:8.30042 
Medium: B835_0502 Medium parameters used: f = 849 MHz;  = 1.008 mho/m; r = 55.877;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch251/Area Scan (41x131x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.64 mW/g 
 
Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 33.064 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 5.286 mW/g 
SAR(1 g) = 1.22 mW/g; SAR(10 g) = 0.719 mW/g 
Maximum value of SAR (measured) = 1.73 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P128 GSM850_GPRS8_Secondary Portrait_0cm_Ch128_Earphone_Sensor On 

DUT: 120309C35  

Communication System: GSM; Frequency: 824.2 MHz;Duty Cycle: 1:8.30042 
Medium: B835_0502 Medium parameters used: f = 824.2 MHz;  = 0.983 mho/m; r = 56.132;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch128/Area Scan (41x91x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.58 mW/g 
 
Ch128/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 32.841 V/m; Power Drift = -0.13 dB 
Peak SAR (extrapolated) = 1.899 mW/g 
SAR(1 g) = 1.11 mW/g; SAR(10 g) = 0.655 mW/g 
Maximum value of SAR (measured) = 1.51 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P129 GSM850_GPRS8_Secondary Portrait_0cm_Ch189_Earphone_Sensor On 

DUT: 120309C35  

Communication System: GSM; Frequency: 836.4 MHz;Duty Cycle: 1:8.30042 
Medium: B835_0502 Medium parameters used: f = 836.4 MHz;  = 0.995 mho/m; r = 56.007;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch189/Area Scan (41x91x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.57 mW/g 
 
Ch189/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 32.648 V/m; Power Drift = 0.03 dB 
Peak SAR (extrapolated) = 2.112 mW/g 
SAR(1 g) = 1.23 mW/g; SAR(10 g) = 0.724 mW/g 
Maximum value of SAR (measured) = 1.67 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P107 GSM850_GPRS10_Rear Face_1.5cm_Ch251_Earphone_Sensor Off 

DUT: 120309C35  

Communication System: GPRS10; Frequency: 848.8 MHz;Duty Cycle: 1:4.00037 
Medium: B835_0502 Medium parameters used: f = 849 MHz;  = 1.008 mho/m; r = 55.877;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch251/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.402 mW/g 
 
Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 7.013 V/m; Power Drift = -0.14 dB 
Peak SAR (extrapolated) = 0.447 mW/g 
SAR(1 g) = 0.322 mW/g; SAR(10 g) = 0.230 mW/g 
Maximum value of SAR (measured) = 0.382 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/21 

P224 GSM850_GPRS10_Rear Face_0cm_Ch251_Sensor Off_Right 45 

DUT: 120309C35  

Communication System: GPRS10; Frequency: 848.8 MHz;Duty Cycle: 1:4.00037 
Medium: B835_0521 Medium parameters used: f = 849 MHz;  = 1.006 mho/m; r = 55.39;  = 1000 

kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(9.12, 9.12, 9.12); Calibrated: 2011/10/26;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch251/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.107 mW/g 
 
Ch251/Zoom Scan (5x5x7)/Cube 2: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 16.192 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 0.030 mW/g 
SAR(1 g) = 0.00801 mW/g; SAR(10 g) = 0.00413 mW/g 
Maximum value of SAR (measured) = 0.0140 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P108 GSM850_GPRS10_Secondary Portrait_1.5cm_Ch251_Earphone_Sensor Off 

DUT: 120309C35  

Communication System: GPRS10; Frequency: 848.8 MHz;Duty Cycle: 1:4.00037 
Medium: B835_0502 Medium parameters used: f = 849 MHz;  = 1.008 mho/m; r = 55.877;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch251/Area Scan (41x131x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.662 mW/g 
 
Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 21.329 V/m; Power Drift = -0.10 dB 
Peak SAR (extrapolated) = 0.726 mW/g 
SAR(1 g) = 0.514 mW/g; SAR(10 g) = 0.349 mW/g 
Maximum value of SAR (measured) = 0.627 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02  

P109 GSM850_GPRS10_Secondary Portrait_0cm_Ch251_Earphone_Sensor 
Off_Angle 55 

DUT: 120309C35  

Communication System: GPRS10; Frequency: 848.8 MHz;Duty Cycle: 1:4.00037 
Medium: B835_0502 Medium parameters used: f = 849 MHz;  = 1.008 mho/m; r = 55.877;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch251/Area Scan (41x121x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.275 mW/g 
 
Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 9.642 V/m; Power Drift = -0.19 dB 
Peak SAR (extrapolated) = 0.415 mW/g 
SAR(1 g) = 0.195 mW/g; SAR(10 g) = 0.126 mW/g 
Maximum value of SAR (measured) = 0.278 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02 

P110 GSM850_GPRS10_Secondary Portrait_0cm_Ch251_Earphone_Sensor 
Off_Angle 20 

DUT: 120309C35  

Communication System: GPRS10; Frequency: 848.8 MHz;Duty Cycle: 1:4.00037 
Medium: B835_0502 Medium parameters used: f = 849 MHz;  = 1.008 mho/m; r = 55.877;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch251/Area Scan (41x121x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.171 mW/g 
 
Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 9.194 V/m; Power Drift = 0.16 dB 
Peak SAR (extrapolated) = 0.216 mW/g 
SAR(1 g) = 0.123 mW/g; SAR(10 g) = 0.083 mW/g 
Maximum value of SAR (measured) = 0.171 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/13

P85 GSM850_GPRS10_Secondary Landscape_0cm_Ch251_Earphone_Sensor Off 

DUT: 120309C35  

Communication System: GPRS10; Frequency: 848.8 MHz;Duty Cycle: 1:4.00037 
Medium: B835_0313 Medium parameters used: f = 849 MHz;  = 1.006 mho/m; r = 54.696;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch251/Area Scan (51x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.190 mW/g 
 
Ch251/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 1.457 V/m; Power Drift = 0.19 dB 
Peak SAR (extrapolated) = 0.2340 
SAR(1 g) = 0.167 mW/g; SAR(10 g) = 0.116 mW/g 
Maximum value of SAR (measured) = 0.206 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02 

P132 GSM1900_GPRS8_Rear Face_0cm_Ch810_Earphone_Sensor On 

DUT: 120309C35  

Communication System: GSM; Frequency: 1909.8 MHz;Duty Cycle: 1:8.30042 
Medium: B1900_0502 Medium parameters used: f = 1910 MHz;  = 1.575 mho/m; r = 54.824;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(6.97, 6.97, 6.97); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch810/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.739 mW/g 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.632 V/m; Power Drift = -0.18 dB 
Peak SAR (extrapolated) = 1.229 mW/g 
SAR(1 g) = 0.667 mW/g; SAR(10 g) = 0.366 mW/g 
Maximum value of SAR (measured) = 0.914 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02 

P133 GSM1900_GPRS8_Secondary Portrait_0cm_Ch810_Earphone_Sensor On 

DUT: 120309C35  

Communication System: GSM; Frequency: 1909.8 MHz;Duty Cycle: 1:8.30042 
Medium: B1900_0502 Medium parameters used: f = 1910 MHz;  = 1.575 mho/m; r = 54.824;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(6.97, 6.97, 6.97); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch810/Area Scan (41x111x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.23 mW/g 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.525 V/m; Power Drift = -0.12 dB 
Peak SAR (extrapolated) = 1.594 mW/g 
SAR(1 g) = 0.874 mW/g; SAR(10 g) = 0.452 mW/g 
Maximum value of SAR (measured) = 1.26 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P157 GSM1900_GPRS8_Secondary Portrait_0cm_Ch661_Earphone_Sensor On 

DUT: 120309C35  

Communication System: GSM; Frequency: 1880 MHz;Duty Cycle: 1:8.30042 
Medium: B1900_0502 Medium parameters used: f = 1880 MHz;  = 1.542 mho/m; r = 54.895;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(6.97, 6.97, 6.97); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch661/Area Scan (41x111x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.71 mW/g 
 
Ch661/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 6.669 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 2.232 mW/g 
SAR(1 g) = 1.21 mW/g; SAR(10 g) = 0.606 mW/g 
Maximum value of SAR (measured) = 1.76 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P112 GSM1900_GPRS10_Rear Face_1.5cm_Ch810_Earphone_Sensor Off 

DUT: 120309C35  

Communication System: GPRS10; Frequency: 1909.8 MHz;Duty Cycle: 1:4.00037 
Medium: B1900_0502 Medium parameters used: f = 1910 MHz;  = 1.575 mho/m; r = 54.824;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(6.97, 6.97, 6.97); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch810/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.514 mW/g 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 6.190 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 0.701 mW/g 
SAR(1 g) = 0.440 mW/g; SAR(10 g) = 0.272 mW/g 
Maximum value of SAR (measured) = 0.561 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/22

P227 GSM1900_GPRS10_Rear Face_0cm_Ch810_Earphone_Sensor Off_Right 20  

DUT: 120309C35  

Communication System: GPRS10; Frequency: 1909.8 MHz;Duty Cycle: 1:4.00037 
Medium: B1900_0522 Medium parameters used: f = 1910 MHz;  = 1.561 mho/m; r = 53.959;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(7.46, 7.46, 7.46); Calibrated: 2011/10/26;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch810/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.530 mW/g 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 3.906 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 0.664 mW/g 
SAR(1 g) = 0.401 mW/g; SAR(10 g) = 0.230 mW/g 
Maximum value of SAR (measured) = 0.526 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/22

P228 GSM1900_GPRS10_Rear Face_0cm_Ch810_Sensor Off_Right 45  

DUT: 120309C35  

Communication System: GPRS10; Frequency: 1909.8 MHz;Duty Cycle: 1:4.00037 
Medium: B1900_0522 Medium parameters used: f = 1910 MHz;  = 1.561 mho/m; r = 53.959;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(7.46, 7.46, 7.46); Calibrated: 2011/10/26;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch810/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.0498 mW/g 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 1.968 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 0.056 mW/g 
SAR(1 g) = 0.034 mW/g; SAR(10 g) = 0.019 mW/g 
Maximum value of SAR (measured) = 0.0447 mW/g 
 
Ch810/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 1.968 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 0.064 mW/g 
SAR(1 g) = 0.032 mW/g; SAR(10 g) = 0.020 mW/g 
Maximum value of SAR (measured) = 0.0407 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P113 GSM1900_GPRS10_Secondary Portrait_1.5cm_Ch810_Earphone_Sensor Off 

DUT: 120309C35  

Communication System: GPRS10; Frequency: 1909.8 MHz;Duty Cycle: 1:4.00037 
Medium: B1900_0502 Medium parameters used: f = 1910 MHz;  = 1.575 mho/m; r = 54.824;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(6.97, 6.97, 6.97); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch810/Area Scan (41x111x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.529 mW/g 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.398 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 0.661 mW/g 
SAR(1 g) = 0.418 mW/g; SAR(10 g) = 0.253 mW/g 
Maximum value of SAR (measured) = 0.541 mW/g 







Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/13

P90 GSM1900_GPRS10_Secondary Landscape_0cm_Ch810_Earphone_Sensor Off 

DUT: 120309C35  

Communication System: GPRS10; Frequency: 1909.8 MHz;Duty Cycle: 1:4.00037 
Medium: B1900_0313 Medium parameters used: f = 1910 MHz;  = 1.563 mho/m; r = 52.65;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(6.97, 6.97, 6.97); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

 
Ch810/Area Scan (31x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.196 mW/g 
 
Ch810/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 2.651 V/m; Power Drift = -0.02 dB 
Peak SAR (extrapolated) = 0.2500 
SAR(1 g) = 0.153 mW/g; SAR(10 g) = 0.091 mW/g 
Maximum value of SAR (measured) = 0.209 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P134 WCDMA V_RMC12.2K_Rear Face_0cm_Ch4233_Earphone_Sensor On 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1 
Medium: B835_0502 Medium parameters used: f = 847 MHz;  = 1.006 mho/m; r = 55.897;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch4233/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.743 mW/g 
 
Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 3.913 V/m; Power Drift = -0.13 dB 
Peak SAR (extrapolated) = 1.246 mW/g 
SAR(1 g) = 0.718 mW/g; SAR(10 g) = 0.422 mW/g 
Maximum value of SAR (measured) = 0.948 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P135 WCDMA V_RMC12.2K_Secondary Portrait_0cm_Ch4233_Earphone_Sensor 
On 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1 
Medium: B835_0502 Medium parameters used: f = 847 MHz;  = 1.006 mho/m; r = 55.897;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch4233/Area Scan (41x121x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.09 mW/g 
 
Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 26.768 V/m; Power Drift = -0.06 dB 
Peak SAR (extrapolated) = 1.366 mW/g 
SAR(1 g) = 0.786 mW/g; SAR(10 g) = 0.458 mW/g 
Maximum value of SAR (measured) = 1.09 mW/g 



 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P117 WCDMA V_RMC12.2K_Rear Face_1.5cm_Ch4233_Earphone_Sensor Off 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1 
Medium: B835_0502 Medium parameters used: f = 847 MHz;  = 1.006 mho/m; r = 55.897;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch4233/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.283 mW/g 
 
Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.924 V/m; Power Drift = -0.13 dB 
Peak SAR (extrapolated) = 0.311 mW/g 
SAR(1 g) = 0.221 mW/g; SAR(10 g) = 0.157 mW/g 
Maximum value of SAR (measured) = 0.267 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/21

P225 WCDMA V_RMC12.2K_Rear Face_0cm_Ch4233__Earphone_Sensor 
Off_Right 20 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1 
Medium: B835_0521 Medium parameters used: f = 847 MHz;  = 1.004 mho/m; r = 55.41;  = 1000 

kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(9.12, 9.12, 9.12); Calibrated: 2011/10/26;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch4233/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.303 mW/g 
 
Ch4233/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 1.307 V/m; Power Drift = 0.10 dB 
Peak SAR (extrapolated) = 0.307 mW/g 
SAR(1 g) = 0.225 mW/g; SAR(10 g) = 0.161 mW/g 
Maximum value of SAR (measured) = 0.265 mW/g 
 
Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 1.307 V/m; Power Drift = 0.10 dB 
Peak SAR (extrapolated) = 0.302 mW/g 
SAR(1 g) = 0.222 mW/g; SAR(10 g) = 0.155 mW/g 
Maximum value of SAR (measured) = 0.266 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/21

P226 WCDMA V_RMC12.2K_Rear Face_0cm_Ch4233_Sensor Off_Right 45 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1 
Medium: B835_0521 Medium parameters used: f = 847 MHz;  = 1.004 mho/m; r = 55.41;  = 1000 

kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(9.12, 9.12, 9.12); Calibrated: 2011/10/26;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch4233/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.0708 mW/g 
 
Ch4233/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.011 V/m; Power Drift = 0.15 dB 
Peak SAR (extrapolated) = 0.197 mW/g 
SAR(1 g) = 0.058 mW/g; SAR(10 g) = 0.045 mW/g 
Maximum value of SAR (measured) = 0.0972 mW/g 
 
Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.011 V/m; Power Drift = 0.15 dB 
Peak SAR (extrapolated) = 0.071 mW/g 
SAR(1 g) = 0.049 mW/g; SAR(10 g) = 0.036 mW/g 
Maximum value of SAR (measured) = 0.0600 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P118 WCDMA V_RMC12.2K_Secondary 
Portrait_1.5cm_Ch4233_Earphone_Sensor Off 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1 
Medium: B835_0502 Medium parameters used: f = 847 MHz;  = 1.006 mho/m; r = 55.897;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch4233/Area Scan (41x121x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.300 mW/g 
 
Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 15.012 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 0.350 mW/g 
SAR(1 g) = 0.247 mW/g; SAR(10 g) = 0.168 mW/g 
Maximum value of SAR (measured) = 0.304 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P119 WCDMA V_RMC12.2K_Secondary Portrait_0cm_Ch4233_Earphone_Sensor 
Off_Angle55 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1 
Medium: B835_0502 Medium parameters used: f = 847 MHz;  = 1.006 mho/m; r = 55.897;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch4233/Area Scan (41x111x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.0911 mW/g 
 
Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 8.371 V/m; Power Drift = -0.15 dB 
Peak SAR (extrapolated) = 0.093 mW/g 
SAR(1 g) = 0.063 mW/g; SAR(10 g) = 0.041 mW/g 
Maximum value of SAR (measured) = 0.0764 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P120 WCDMA V_RMC12.2K_Secondary Portrait_0cm_Ch4233_Earphone_Sensor 
Off_Angle20 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1 
Medium: B835_0502 Medium parameters used: f = 847 MHz;  = 1.006 mho/m; r = 55.897;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch4233/Area Scan (41x111x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.137 mW/g 
 
Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 11.345 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 0.161 mW/g 
SAR(1 g) = 0.104 mW/g; SAR(10 g) = 0.072 mW/g 
Maximum value of SAR (measured) = 0.126 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/10

P59 WCDMA V_RMC12.2k_Secondary Landscape_0cm_Ch4233_Earphone_Sensor 
Off 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 846.6 MHz;Duty Cycle: 1:1 
Medium: B835_0310 Medium parameters used: f = 847 MHz;  = 1.003 mho/m; r = 54.707;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(8.94, 8.94, 8.94); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch4233/Area Scan (51x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.141 mW/g 
 
Ch4233/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 1.753 V/m; Power Drift = 0.128 dB 
Peak SAR (extrapolated) = 0.1700 
SAR(1 g) = 0.122 mW/g; SAR(10 g) = 0.085 mW/g 
Maximum value of SAR (measured) = 0.151 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P136 WCDMA II_RMC12.2K_Rear Face_0cm_Ch9538_Earphone_Sensor On 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 1907.6 MHz;Duty Cycle: 1:1 
Medium: B1900_0502 Medium parameters used: f = 1908 MHz;  = 1.572 mho/m; r = 54.826;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(6.97, 6.97, 6.97); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch9538/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.761 mW/g 
 
Ch9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 1.594 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 1.334 mW/g 
SAR(1 g) = 0.708 mW/g; SAR(10 g) = 0.375 mW/g 
Maximum value of SAR (measured) = 0.991 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P137 WCDMA II_RMC12.2K_Secondary Portrait_0cm_Ch9538_Earphone_Sensor 
On 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 1907.6 MHz;Duty Cycle: 1:1 
Medium: B1900_0502 Medium parameters used: f = 1908 MHz;  = 1.572 mho/m; r = 54.826;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(6.97, 6.97, 6.97); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch9538/Area Scan (41x121x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.04 mW/g 
 
Ch9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.218 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 1.690 mW/g 
SAR(1 g) = 0.920 mW/g; SAR(10 g) = 0.483 mW/g 
Maximum value of SAR (measured) = 1.32 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P154 WCDMA II_RMC12.2K_Secondary Portrait_0cm_Ch9262_Earphone_Sensor 
On 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 1907.6 MHz;Duty Cycle: 1:1 
Medium: B1900_0502 Medium parameters used: f = 1908 MHz;  = 1.572 mho/m; r = 54.826;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(6.97, 6.97, 6.97); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch9262/Area Scan (41x71x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.14 mW/g 
 
Ch9262/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.331 V/m; Power Drift = -0.10 dB 
Peak SAR (extrapolated) = 1.880 mW/g 
SAR(1 g) = 1.03 mW/g; SAR(10 g) = 0.525 mW/g 
Maximum value of SAR (measured) = 1.47 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P155 WCDMA II_RMC12.2K_Secondary Portrait_0cm_Ch9400_Earphone_Sensor 
On 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 1880 MHz;Duty Cycle: 1:1 
Medium: B1900_0502 Medium parameters used: f = 1880 MHz;  = 1.542 mho/m; r = 54.895;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(6.97, 6.97, 6.97); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch9400/Area Scan (41x71x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.02 mW/g 
 
Ch9400/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.151 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 1.653 mW/g 
SAR(1 g) = 0.905 mW/g; SAR(10 g) = 0.474 mW/g 
Maximum value of SAR (measured) = 1.29 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P122 WCDMA II_RMC12.2K_Rear Face_1.5cm_Ch9538_Earphone_Sensor Off 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 1907.6 MHz;Duty Cycle: 1:1 
Medium: B1900_0502 Medium parameters used: f = 1908 MHz;  = 1.572 mho/m; r = 54.826;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(6.97, 6.97, 6.97); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch9538/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.438 mW/g 
 
Ch9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.656 V/m; Power Drift = 0.12 dB 
Peak SAR (extrapolated) = 0.556 mW/g 
SAR(1 g) = 0.345 mW/g; SAR(10 g) = 0.211 mW/g 
Maximum value of SAR (measured) = 0.453 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/22

P230 WCDMA II_RMC12.2K_Rear Face_0cm_Ch9538_Sensor Off_Right 45  

DUT: 120309C35  

Communication System: WCDMA; Frequency: 1907.6 MHz;Duty Cycle: 1:1 
Medium: B1900_0522 Medium parameters used: f = 1908 MHz;  = 1.558 mho/m; r = 53.965;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(7.46, 7.46, 7.46); Calibrated: 2011/10/26;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch9538/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.142 mW/g 
 
Ch9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.673 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 0.154 mW/g 
SAR(1 g) = 0.111 mW/g; SAR(10 g) = 0.080 mW/g 
Maximum value of SAR (measured) = 0.133 mW/g 
 
Ch9538/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.673 V/m; Power Drift = -0.08 dB 
Peak SAR (extrapolated) = 0.096 mW/g 
SAR(1 g) = 0.073 mW/g; SAR(10 g) = 0.057 mW/g 
Maximum value of SAR (measured) = 0.0850 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P123 WCDMA II_RMC12.2K_Secondary 
Portrait_1.5cm_Ch9538_Earphone_Sensor Off 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 1907.6 MHz;Duty Cycle: 1:1 
Medium: B1900_0502 Medium parameters used: f = 1908 MHz;  = 1.572 mho/m; r = 54.826;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(6.97, 6.97, 6.97); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch9538/Area Scan (41x111x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.485 mW/g 
 
Ch9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 6.167 V/m; Power Drift = -0.12 dB 
Peak SAR (extrapolated) = 0.602 mW/g 
SAR(1 g) = 0.381 mW/g; SAR(10 g) = 0.232 mW/g 
Maximum value of SAR (measured) = 0.499 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P124 WCDMA II_RMC12.2K_Secondary Portrait_0cm_Ch9538_Earphone_Sensor 
Off_Angle55 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 1907.6 MHz;Duty Cycle: 1:1 
Medium: B1900_0502 Medium parameters used: f = 1908 MHz;  = 1.572 mho/m; r = 54.826;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(6.97, 6.97, 6.97); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch9538/Area Scan (41x111x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.890 mW/g 
 
Ch9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 12.826 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 1.107 mW/g 
SAR(1 g) = 0.622 mW/g; SAR(10 g) = 0.328 mW/g 
Maximum value of SAR (measured) = 0.877 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/02

P125 WCDMA II_RMC12.2K_Secondary Portrait_0cm_Ch9538_Earphone_Sensor 
Off_Angle20 

DUT: 120309C35  

Communication System: WCDMA; Frequency: 1907.6 MHz;Duty Cycle: 1:1 
Medium: B1900_0502 Medium parameters used: f = 1908 MHz;  = 1.572 mho/m; r = 54.826;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(6.97, 6.97, 6.97); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch9538/Area Scan (41x111x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.181 mW/g 
 
Ch9538/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.521 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 0.234 mW/g 
SAR(1 g) = 0.152 mW/g; SAR(10 g) = 0.099 mW/g 
Maximum value of SAR (measured) = 0.193 mW/g 
 
Ch9538/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.521 V/m; Power Drift = 0.06 dB 
Peak SAR (extrapolated) = 0.196 mW/g 
SAR(1 g) = 0.126 mW/g; SAR(10 g) = 0.076 mW/g 
Maximum value of SAR (measured) = 0.163 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/12

P60 LTE 17_QPSK_10M_Rear Face_0cm_Ch23780_Earphone_Sensor 
On_25RB_Offset 12 

DUT: 120309C35  

Communication System: LTE; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: B750_0312 Medium parameters used: f = 709 MHz;  = 0.931 mho/m; r = 55.579;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch23780/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.823 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.105 V/m; Power Drift = -0.18 dB 
Peak SAR (extrapolated) = 1.0800 
SAR(1 g) = 0.676 mW/g; SAR(10 g) = 0.428 mW/g 
Maximum value of SAR (measured) = 0.876 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/12

P61 LTE 17_QPSK_10M_Secondary Portrait_0cm_Ch23780_Earphone_Sensor 
On_25RB_Offset 12 

DUT: 120309C35  

Communication System: LTE; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: B750_0312 Medium parameters used: f = 709 MHz;  = 0.931 mho/m; r = 55.579;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch23780/Area Scan (51x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.767 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 23.513 V/m; Power Drift = 0.0057 dB 
Peak SAR (extrapolated) = 0.9630 
SAR(1 g) = 0.598 mW/g; SAR(10 g) = 0.368 mW/g 
Maximum value of SAR (measured) = 0.789 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/12

P62 LTE 17_QPSK_10M_Rear Face_0cm_Ch23780_Earphone_Sensor 
On_1RB_Offset 0 

DUT: 120309C35  

Communication System: LTE; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: B750_0312 Medium parameters used: f = 709 MHz;  = 0.931 mho/m; r = 55.579;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch23780/Area Scan (101x51x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.257 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.736 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 1.4790 
SAR(1 g) = 0.925 mW/g; SAR(10 g) = 0.581 mW/g 
Maximum value of SAR (measured) = 1.201 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/12

P63 LTE 17_QPSK_10M_Secondary Portrait_0cm_Ch23780_Earphone_Sensor 
On_1RB_Offset 0 

DUT: 120309C35  

Communication System: LTE; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: B750_0312 Medium parameters used: f = 709 MHz;  = 0.931 mho/m; r = 55.579;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch23780/Area Scan (51x131x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.998 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 26.891 V/m; Power Drift = -0.01 dB 
Peak SAR (extrapolated) = 1.2450 
SAR(1 g) = 0.779 mW/g; SAR(10 g) = 0.483 mW/g 
Maximum value of SAR (measured) = 1.015 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/12

P64 LTE 17_QPSK_10M_Rear Face_0cm_Ch23780_Earphone_Sensor 
On_1RB_Offset 49 

DUT: 120309C35  

Communication System: LTE; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: B750_0312 Medium parameters used: f = 709 MHz;  = 0.931 mho/m; r = 55.579;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch23780/Area Scan (101x51x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.314 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.412 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 1.5500 
SAR(1 g) = 0.973 mW/g; SAR(10 g) = 0.608 mW/g 
Maximum value of SAR (measured) = 1.263 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/12

P65 LTE 17_QPSK_10M_Secondary Portrait_0cm_Ch23780_Earphone_Sensor 
On_1RB_Offset 49 

DUT: 120309C35  

Communication System: LTE; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: B750_0312 Medium parameters used: f = 709 MHz;  = 0.931 mho/m; r = 55.579;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch23780/Area Scan (51x131x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.058 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 27.425 V/m; Power Drift = 0.04 dB 
Peak SAR (extrapolated) = 1.3190 
SAR(1 g) = 0.825 mW/g; SAR(10 g) = 0.509 mW/g 
Maximum value of SAR (measured) = 1.083 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/12

P77 LTE 17_QPSK_10M_Secondary Landscape_0cm_Ch23780_Earphone_Sensor 
Off_1RB_Offset 49 

DUT: 120309C35  

Communication System: LTE; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: B750_0312 Medium parameters used: f = 709 MHz;  = 0.931 mho/m; r = 55.579;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

 
Ch23780/Area Scan (51x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.073 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.837 V/m; Power Drift = -0.19 dB 
Peak SAR (extrapolated) = 0.0850 
SAR(1 g) = 0.061 mW/g; SAR(10 g) = 0.044 mW/g 
Maximum value of SAR (measured) = 0.075 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.837 V/m; Power Drift = -0.19 dB 
Peak SAR (extrapolated) = 0.0770 
SAR(1 g) = 0.055 mW/g; SAR(10 g) = 0.038 mW/g 
Maximum value of SAR (measured) = 0.065 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/12

P66 LTE 17_16QAM_10M_Rear Face_0cm_Ch23780_Earphone_Sensor 
On_25RB_Offset 12 

DUT: 120309C35  

Communication System: LTE; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: B750_0312 Medium parameters used: f = 709 MHz;  = 0.931 mho/m; r = 55.579;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch23780/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.667 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 3.402 V/m; Power Drift = 0.19 dB 
Peak SAR (extrapolated) = 0.9180 
SAR(1 g) = 0.575 mW/g; SAR(10 g) = 0.361 mW/g 
Maximum value of SAR (measured) = 0.741 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/12

P67 LTE 17_16QAM_10M_Rear Face_0cm_Ch23780_Earphone_Sensor 
On_1RB_Offset 0 

DUT: 120309C35  

Communication System: LTE; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: B750_0312 Medium parameters used: f = 709 MHz;  = 0.931 mho/m; r = 55.579;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch23780/Area Scan (101x51x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.074 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.075 V/m; Power Drift = -0.13 dB 
Peak SAR (extrapolated) = 1.2770 
SAR(1 g) = 0.797 mW/g; SAR(10 g) = 0.500 mW/g 
Maximum value of SAR (measured) = 1.039 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/12

P68 LTE 17_16QAM_10M_Rear Face_0cm_Ch23780_Earphone_Sensor 
On_1RB_Offset 49 

DUT: 120309C35  

Communication System: LTE; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: B750_0312 Medium parameters used: f = 709 MHz;  = 0.931 mho/m; r = 55.579;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(9.34, 9.34, 9.34); Calibrated: 2011/08/05 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (0); SEMCAD X Version 14.6.4 (4989)  

Ch23780/Area Scan (101x51x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.125 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 3.848 V/m; Power Drift = 0.17 dB 
Peak SAR (extrapolated) = 1.3410 
SAR(1 g) = 0.840 mW/g; SAR(10 g) = 0.524 mW/g 
Maximum value of SAR (measured) = 1.093 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/06/13

P260 LTE 17_16QAM_10M_Secondary Portrait_0cm_Ch23780_Sensor 
Off_25RB_Offset 12 

DUT: 120309C35  

Communication System: LTE band 17; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: B750_0613 Medium parameters used: f = 709 MHz; ů = 0.939 mho/m; Ůr = 56.3; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̇˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̆˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3590; ConvF(10.61, 10.61, 10.61); Calibrated: 2012/02/23 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1039 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch23780/Area Scan (41x131x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.547 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 20.8 V/m; Power Drift = 0.007 dB 
Peak SAR (extrapolated) = 0.686 W/kg 
SAR(1 g) = 0.422 mW/g; SAR(10 g) = 0.264 mW/g 
Maximum value of SAR (measured) = 0.566 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/06/13

P262 LTE 17_16QAM_10M_Secondary Portrait_0cm_Ch23780_Sensor 
Off_1RB_Offset 0 

DUT: 120309C35  

Communication System: LTE band 17; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: B750_0613 Medium parameters used: f = 709 MHz; ů = 0.939 mho/m; Ůr = 56.3; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̇˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̆˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3590; ConvF(10.61, 10.61, 10.61); Calibrated: 2012/02/23 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1039 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch23780/Area Scan (41x131x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.721 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 23.8 V/m; Power Drift = 0.021 dB 
Peak SAR (extrapolated) = 0.897 W/kg 
SAR(1 g) = 0.558 mW/g; SAR(10 g) = 0.348 mW/g 
Maximum value of SAR (measured) = 0.743 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/06/13

P264 LTE 17_16QAM_10M_Secondary Portrait_0cm_Ch23780_Sensor 
Off_1RB_Offset 49 

DUT: 120309C35  

Communication System: LTE band 17; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: B750_0613 Medium parameters used: f = 709 MHz; ů = 0.939 mho/m; Ůr = 56.3; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̇˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̆˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3590; ConvF(10.61, 10.61, 10.61); Calibrated: 2012/02/23 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1039 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch23780/Area Scan (41x131x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.778 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 24.5 V/m; Power Drift = 0.033 dB 
Peak SAR (extrapolated) = 0.960 W/kg 
SAR(1 g) = 0.597 mW/g; SAR(10 g) = 0.371 mW/g 
Maximum value of SAR (measured) = 0.797 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/06/13

P263 LTE 17_16QAM_10M_Secondary Landscape_0cm_Ch23780_Sensor 
Off_1RB_Offset 0 

DUT: 120309C35  

Communication System: LTE band 17; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: B750_0613 Medium parameters used: f = 709 MHz; ů = 0.939 mho/m; Ůr = 56.3; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̇˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̆˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3590; ConvF(10.61, 10.61, 10.61); Calibrated: 2012/02/23 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1039 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch23780/Area Scan (41x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.050 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.15 V/m; Power Drift = -0.193 dB 
Peak SAR (extrapolated) = 0.059 W/kg 
SAR(1 g) = 0.042 mW/g; SAR(10 g) = 0.030 mW/g 
Maximum value of SAR (measured) = 0.051 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.15 V/m; Power Drift = -0.193 dB 
Peak SAR (extrapolated) = 0.051 W/kg 
SAR(1 g) = 0.034 mW/g; SAR(10 g) = 0.025 mW/g 
Maximum value of SAR (measured) = 0.044 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/06/13

P265 LTE 17_16QAM_10M_Secondary Landscape_0cm_Ch23780_Sensor 
Off_1RB_Offset 49 

DUT: 120309C35  

Communication System: LTE band 17; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: B750_0613 Medium parameters used: f = 709 MHz; ů = 0.939 mho/m; Ůr = 56.3; ɟ = 1000 

kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̇˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̆˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3590; ConvF(10.61, 10.61, 10.61); Calibrated: 2012/02/23 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1039 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch23780/Area Scan (41x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.059 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.31 V/m; Power Drift = -0.146 dB 
Peak SAR (extrapolated) = 0.067 W/kg 
SAR(1 g) = 0.049 mW/g; SAR(10 g) = 0.035 mW/g 
Maximum value of SAR (measured) = 0.059 mW/g 
 
Ch23780/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.31 V/m; Power Drift = -0.146 dB 
Peak SAR (extrapolated) = 0.061 W/kg 
SAR(1 g) = 0.040 mW/g; SAR(10 g) = 0.028 mW/g 
Maximum value of SAR (measured) = 0.052 mW/g 

























Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/03/08

P37 LTE4_16QAM_10M_Rear Face_0cm_Ch20175_Earphone_Sensor 
On_1RB_Offset 49 

DUT: 120103C07  

Communication System: LTE ; Frequency: 1732.5 MHz;Duty Cycle: 1:1 
Medium: B1750_0308 Medium parameters used : f = 1732.5 MHz; ů = 1.44 mho/m; Ůr = 54.5; ɟ = 

1000 kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̃˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̂˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(7.49, 7.49, 7.49); Calibrated: 2011/10/26 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1039 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch20175/Area Scan (111x51x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.35 mW/g 
 
Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 3.48 V/m; Power Drift = -0.174 dB 
Peak SAR (extrapolated) = 1.52 W/kg 
SAR(1 g) = 0.925 mW/g; SAR(10 g) = 0.540 mW/g 
Maximum value of SAR (measured) = 1.22 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/06/13

P266 LTE 4_16QAM_10M_Secondary Portrait_0cm_Ch20175_Sensor 
On_25RB_Offset 12 

DUT: 120309C35  

Communication System: LTE band 4; Frequency: 1732.5 MHz;Duty Cycle: 1:1 
Medium: B1750_0613 Medium parameters used : f = 1732.5 MHz; ů = 1.46 mho/m; Ůr = 52.4; ɟ = 

1000 kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̆˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̅˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3590; ConvF(8.64, 8.64, 8.64); Calibrated: 2012/02/23 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1039 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch20175/Area Scan (41x121x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.08 mW/g 
 
Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 14.5 V/m; Power Drift = 0.056 dB 
Peak SAR (extrapolated) = 1.54 W/kg 
SAR(1 g) = 0.899 mW/g; SAR(10 g) = 0.479 mW/g 
Maximum value of SAR (measured) = 1.21 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/06/13 

P267 LTE 4_16QAM_10M_Secondary Portrait_0cm_Ch20175_Sensor 
On_1RB_Offset 0 

DUT: 120309C35  

Communication System: LTE band 4; Frequency: 1732.5 MHz;Duty Cycle: 1:1 
Medium: B1750_0613 Medium parameters used : f = 1732.5 MHz; ů = 1.46 mho/m; Ůr = 52.4; ɟ = 

1000 kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̆˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̅˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3590; ConvF(8.64, 8.64, 8.64); Calibrated: 2012/02/23 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1039 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch20175/Area Scan (41x121x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.08 mW/g 
 
Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 15.2 V/m; Power Drift = 0.147 dB 
Peak SAR (extrapolated) = 1.54 W/kg 
SAR(1 g) = 0.906 mW/g; SAR(10 g) = 0.483 mW/g 
Maximum value of SAR (measured) = 1.20 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/06/13 

P268 LTE 4_16QAM_10M_Secondary Portrait_0cm_Ch20175_Sensor 
On_1RB_Offset 49 

DUT: 120309C35  

Communication System: LTE band 4; Frequency: 1732.5 MHz;Duty Cycle: 1:1 
Medium: B1750_0613 Medium parameters used : f = 1732.5 MHz; ů = 1.46 mho/m; Ůr = 52.4; ɟ = 

1000 kg/m3  
̶̳̺̒̾̿ͅ˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̃˿̆˱҉̌˱˱̵̝̺̺͂͆˱̶̶̶̥̲̾́̓͆̓ͅϩ̃̂˿̅˱҉ 

DASY4 Configuration: 
- Probe: EX3DV4 - SN3590; ConvF(8.64, 8.64, 8.64); Calibrated: 2012/02/23 
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn861; Calibrated: 2011/08/29 
- Phantom: Flat Phantom ELI4.0; Type: QDOVA001BA; Serial: SN:1039 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 

 
Ch20175/Area Scan (41x121x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 1.08 mW/g 
 
Ch20175/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 14.0 V/m; Power Drift = 0.066 dB 
Peak SAR (extrapolated) = 1.53 W/kg 
SAR(1 g) = 0.889 mW/g; SAR(10 g) = 0.474 mW/g 
Maximum value of SAR (measured) = 1.19 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/03 

P142 LTE4_QPSK_10M_Rear Face_1.5cm_Ch20000_Earphone_Sensor 
Off_25RB_Offset 12 

DUT: 120309C35  

Communication System: LTE; Frequency: 1715 MHz;Duty Cycle: 1:1 
Medium: B1750_0503 Medium parameters used: f = 1715 MHz;  = 1.444 mho/m; r = 52.625;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(7.43, 7.43, 7.43); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch20000/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.417 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 3.660 V/m; Power Drift = -0.07 dB 
Peak SAR (extrapolated) = 0.514 mW/g 
SAR(1 g) = 0.343 mW/g; SAR(10 g) = 0.221 mW/g 
Maximum value of SAR (measured) = 0.432 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/22

P231 LTE4_QPSK_10M_Rear Face_0cm_Ch20000_Earphone_25RB 
Offset12_Sensor Off_Right 20 

DUT: 120309C35  

Communication System: LTE; Frequency: 1715 MHz;Duty Cycle: 1:1 
Medium: B1750_0522 Medium parameters used: f = 1715 MHz;  = 1.49 mho/m; r = 53.078;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(7.49, 7.49, 7.49); Calibrated: 2011/10/26;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch20000/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.499 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 2.920 V/m; Power Drift = 0.15 dB 
Peak SAR (extrapolated) = 0.554 mW/g 
SAR(1 g) = 0.337 mW/g; SAR(10 g) = 0.189 mW/g 
Maximum value of SAR (measured) = 0.449 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 2.920 V/m; Power Drift = 0.15 dB 
Peak SAR (extrapolated) = 0.478 mW/g 
SAR(1 g) = 0.322 mW/g; SAR(10 g) = 0.207 mW/g 
Maximum value of SAR (measured) = 0.403 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/22

P232 LTE4_QPSK_10M_Rear Face_0cm_Ch20000_25RB Offset12_Sensor 
Off_Right 45 

DUT: 120309C35  

Communication System: LTE; Frequency: 1715 MHz;Duty Cycle: 1:1 
Medium: B1750_0522 Medium parameters used: f = 1715 MHz;  = 1.49 mho/m; r = 53.078;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(7.49, 7.49, 7.49); Calibrated: 2011/10/26;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch20000/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.233 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 1.828 V/m; Power Drift = 0.02 dB 
Peak SAR (extrapolated) = 0.259 mW/g 
SAR(1 g) = 0.179 mW/g; SAR(10 g) = 0.115 mW/g 
Maximum value of SAR (measured) = 0.217 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/03

P144 LTE4_QPSK_10M_Secondary Portrait_0cm_Ch20000_Earphone_Sensor 
Off_25RB_Offset 12_Angle 55 

DUT: 120309C35  

Communication System: LTE; Frequency: 1715 MHz;Duty Cycle: 1:1 
Medium: B1750_0503 Medium parameters used: f = 1715 MHz;  = 1.444 mho/m; r = 52.625;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(7.43, 7.43, 7.43); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch20000/Area Scan (41x111x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.350 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 8.822 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 0.430 mW/g 
SAR(1 g) = 0.269 mW/g; SAR(10 g) = 0.155 mW/g 
Maximum value of SAR (measured) = 0.352 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/03

P144 LTE4_QPSK_10M_Secondary Portrait_0cm_Ch20000_Earphone_Sensor 
Off_25RB_Offset 12_Angle 55 

DUT: 120309C35  

Communication System: LTE; Frequency: 1715 MHz;Duty Cycle: 1:1 
Medium: B1750_0503 Medium parameters used: f = 1715 MHz;  = 1.444 mho/m; r = 52.625;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(7.43, 7.43, 7.43); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch20000/Area Scan (41x111x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.350 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 8.822 V/m; Power Drift = -0.04 dB 
Peak SAR (extrapolated) = 0.430 mW/g 
SAR(1 g) = 0.269 mW/g; SAR(10 g) = 0.155 mW/g 
Maximum value of SAR (measured) = 0.352 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/03 

P145 LTE4_QPSK_10M_Secondary Portrait_0cm_Ch20000_Earphone_Sensor 
Off_25RB_Offset 12_Angle 20 

DUT: 120309C35  

Communication System: LTE; Frequency: 1715 MHz;Duty Cycle: 1:1 
Medium: B1750_0503 Medium parameters used: f = 1715 MHz;  = 1.444 mho/m; r = 52.625;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(7.43, 7.43, 7.43); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch20000/Area Scan (41x111x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.467 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.649 V/m; Power Drift = 0.17 dB 
Peak SAR (extrapolated) = 0.569 mW/g 
SAR(1 g) = 0.347 mW/g; SAR(10 g) = 0.198 mW/g 
Maximum value of SAR (measured) = 0.463 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/03 

P146 LTE4_QPSK_10M_Rear Face_1.5cm_Ch20000_Earphone_Sensor 
Off_1RB_Offset 0 

DUT: 120309C35  

Communication System: LTE; Frequency: 1715 MHz;Duty Cycle: 1:1 
Medium: B1750_0503 Medium parameters used: f = 1715 MHz;  = 1.444 mho/m; r = 52.625;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(7.43, 7.43, 7.43); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch20000/Area Scan (111x51x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.585 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.086 V/m; Power Drift = -0.17 dB 
Peak SAR (extrapolated) = 0.677 mW/g 
SAR(1 g) = 0.452 mW/g; SAR(10 g) = 0.290 mW/g 
Maximum value of SAR (measured) = 0.570 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/23

P250 LTE4_QPSK_10M_Rear Face_0cm_Ch20000_Earphone_1RB Offset0_Sensor 
Off_Right 20 

DUT: 120309C35  

Communication System: LTE; Frequency: 1715 MHz;Duty Cycle: 1:1 
Medium: B1750_0523 Medium parameters used: f = 1715 MHz;  = 1.444 mho/m; r = 52.63;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(7.49, 7.49, 7.49); Calibrated: 2011/10/26;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch20000/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.536 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 2.952 V/m; Power Drift = 0.093 dB 
Peak SAR (extrapolated) = 0.614 mW/g 
SAR(1 g) = 0.362 mW/g; SAR(10 g) = 0.200 mW/g 
Maximum value of SAR (measured) = 0.490 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 2.952 V/m; Power Drift = 0.093 dB 
Peak SAR (extrapolated) = 0.511 mW/g 
SAR(1 g) = 0.335 mW/g; SAR(10 g) = 0.211 mW/g 
Maximum value of SAR (measured) = 0.428 mW/g 







Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/03

P148 LTE4_QPSK_10M_Secondary Portrait_0cm_Ch20000_Earphone_Sensor 
Off_1RB_Offset 0_Angle 55 

DUT: 120309C35  

Communication System: LTE; Frequency: 1715 MHz;Duty Cycle: 1:1 
Medium: B1750_0503 Medium parameters used: f = 1715 MHz;  = 1.444 mho/m; r = 52.625;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(7.43, 7.43, 7.43); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch20000/Area Scan (41x111x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.443 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 10.087 V/m; Power Drift = -0.09 dB 
Peak SAR (extrapolated) = 0.513 mW/g 
SAR(1 g) = 0.314 mW/g; SAR(10 g) = 0.183 mW/g 
Maximum value of SAR (measured) = 0.414 mW/g 







Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/03 

P150 LTE4_QPSK_10M_Rear Face_1.5cm_Ch20000_Earphone_Sensor 
Off_1RB_Offset 49 

DUT: 120309C35  

Communication System: LTE; Frequency: 1715 MHz;Duty Cycle: 1:1 
Medium: B1750_0503 Medium parameters used: f = 1715 MHz;  = 1.444 mho/m; r = 52.625;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(7.43, 7.43, 7.43); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch20000/Area Scan (111x51x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.571 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 4.014 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 0.662 mW/g 
SAR(1 g) = 0.439 mW/g; SAR(10 g) = 0.281 mW/g 
Maximum value of SAR (measured) = 0.560 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/23

P252 LTE4_QPSK_10M_Rear Face_0cm_Ch20000_Earphone_1RB 
Offset49_Sensor Off_Right 20 

DUT: 120309C35  

Communication System: LTE; Frequency: 1715 MHz;Duty Cycle: 1:1 
Medium: B1750_0523 Medium parameters used: f = 1715 MHz;  = 1.444 mho/m; r = 52.63;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(7.49, 7.49, 7.49); Calibrated: 2011/10/26;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch20000/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.539 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 3.497 V/m; Power Drift = 0.111 dB 
Peak SAR (extrapolated) = 0.623 mW/g 
SAR(1 g) = 0.368 mW/g; SAR(10 g) = 0.204 mW/g 
Maximum value of SAR (measured) = 0.498 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 1: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 3.497 V/m; Power Drift = 0.111 dB 
Peak SAR (extrapolated) = 0.513 mW/g 
SAR(1 g) = 0.335 mW/g; SAR(10 g) = 0.211 mW/g 
Maximum value of SAR (measured) = 0.428 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/23

P253 LTE4_QPSK_10M_Rear Face_0cm_Ch20000_1RB Offset49_Sensor Off_Left 
45 

DUT: 120309C35  

Communication System: LTE; Frequency: 1715 MHz;Duty Cycle: 1:1 
Medium: B1750_0523 Medium parameters used: f = 1715 MHz;  = 1.444 mho/m; r = 52.63;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3650; ConvF(7.49, 7.49, 7.49); Calibrated: 2011/10/26;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1277; Calibrated: 2011/07/29 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

Ch20000/Area Scan (121x151x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.183 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 3.754 V/m; Power Drift = 0.058 dB 
Peak SAR (extrapolated) = 0.218 mW/g 
SAR(1 g) = 0.153 mW/g; SAR(10 g) = 0.100 mW/g 
Maximum value of SAR (measured) = 0.189 mW/g 





Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/03 

P152 LTE4_QPSK_10M_Secondary Portrait_0cm_Ch20000_Earphone_Sensor 
Off_1RB_Offset 49_Angle 55 

DUT: 120309C35  

Communication System: LTE; Frequency: 1715 MHz;Duty Cycle: 1:1 
Medium: B1750_0503 Medium parameters used: f = 1715 MHz;  = 1.444 mho/m; r = 52.625;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(7.43, 7.43, 7.43); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch20000/Area Scan (41x111x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.459 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 10.070 V/m; Power Drift = -0.05 dB 
Peak SAR (extrapolated) = 0.528 mW/g 
SAR(1 g) = 0.326 mW/g; SAR(10 g) = 0.190 mW/g 
Maximum value of SAR (measured) = 0.425 mW/g 



Test Laboratory: Bureau Veritas ADT SAR/HAC Testing Lab                                                             Date: 2012/05/03

P153 LTE4_QPSK_10M_Secondary Portrait_0cm_Ch20000_Earphone_Sensor 
Off_1RB_Offset 49_Angle 20 

DUT: 120309C35  

Communication System: LTE; Frequency: 1715 MHz;Duty Cycle: 1:1 
Medium: B1750_0503 Medium parameters used: f = 1715 MHz;  = 1.444 mho/m; r = 52.625;  = 

1000 kg/m3  
 

DASY5 Configuration: 
- Probe: EX3DV4 - SN3800; ConvF(7.43, 7.43, 7.43); Calibrated: 2011/08/05;  
- Sensor-Surface: 2mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn905; Calibrated: 2011/06/24 
- Phantom: ELI v4.0; Type: QDOVA001BA; Serial: TP:1043 
- Measurement SW: DASY52, Version 52.8 (1); SEMCAD X Version 14.6.5 (6469)  

 
Ch20000/Area Scan (41x111x1): Measurement grid: dx=20mm, dy=20mm 
Maximum value of SAR (interpolated) = 0.616 mW/g 
 
Ch20000/Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 
Reference Value = 5.683 V/m; Power Drift = 0.09 dB 
Peak SAR (extrapolated) = 0.749 mW/g 
SAR(1 g) = 0.455 mW/g; SAR(10 g) = 0.259 mW/g 
Maximum value of SAR (measured) = 0.608 mW/g 
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