Panasonic WW24A, FCC ID: ACJOTGWW24A, IC: 216H-CFWW24A < FZ-56(mk1) >

Fce > Label Location

Bottom view

Rear
Front FCC ID/IC labels are affixed to

the nameplate label using strong
adhesive on 1ts backside.

FCC ID/IC Label for RI24A FCC ID/IC Label for WW24A

This PC contains/Ce PC contient; This PC contains/Ce PC contient;

FCCID : ACJ9TGRI24A FCC ID : ACJ9TGWW24A

IC : 216H-CFRI24A IC : 216H-CFWW24A

Label for FZ-56

Panasonic AWARNING

Beware of low-temperature burns.
Model No./Modeéle FZ-56

AAVERTISSEMENT
Personal Computer

) Attention aux brilures de basse température.
Ordinateur personnel
DC IN/Entrée c.c. 15.6V=7.05A WARNING:

NO USER SERVICEABLE PARTS INSIDE THIS UNIT.
This PC contains/Ce PC contient ; REFER SERVICING TO QUALIFIED TECHNICIAN.
FCC ID : ACJITGWL24A I I
IC: 216H-CFWL24A | A ENTION

AUCUNE PIECE A L'INTERIEUR DE LAPPAREIL NE PEUT

ETRE REPAREE PAR L'UTILISATE
CONFIER TOUTE REPARATION A UN TECHNICIEN QUALIFIE.
} FC US Pat./Brev. www.panasonic.com/global/patents/toughbook

Panasonic Canada Inc. )
CAN ICES(B)‘NMB 5770 Ambler Drive, Mississauga,Ontario,Canada L4W 2T3

MACAUTION
Do not block the ventilation hole. |

AATTENTION -
Ne pas obstruer l'orifice de ventilation.
MACAUTION |—

Do not expose the skin to this product
when using the product in a hot or
cold environment.

MAATTENTION

Ne pas exposer la peau a ce produit lors
de l'utilisation dans un environne-ment
chaud ou froid.

This device complies with Part 15 of the FCC Rules.

Operation is subject to the following two conditions:

(1) This device may not cause harmful interference, and

(2) This device must accept any interference received,
including interference that may cause undesired operation.

Panasonic Connect Co., Ltd. Fukuoka Japan
Made in Taiwan Fabriqué a Taiwan




