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Certificate of Conformity

Product: WiFi extender
Brand: Arris
Test Model: X5042
Sample Status: Engineering sample
Applicant: ARRIS
Test Date: Dec. 20, 2019 ~ Mar. 17, 2020

Standards: 47 CFR FCC Part 15, Subpart E (Section 15.407)
ANSI C63.10:2013

The above equipment has been tested by Bureau Veritas Consumer Products Services (H.K.) Ltd.,

Taoyuan Branch, and found compliance with the requirement of the above standards. The test record, data

evaluation & Equipment Under Test (EUT) configurations represented herein are true and accurate accounts

of the measurements of the sample’s RF characteristics under the conditions specified in this report.

Prepared by : ?: // VI C/avL , Date:

Mar. 31, 2020

F’Q)Ily Chign / Specialist

=
Approved by : ZJ,-.;\-,L(;J{ {_/f €M , Date:

Mar. 31, 2020

Bruce Chen / Senior Project Engineer
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2  Summary of Test Results

47 CFR FCC Part 15, Subpart E (Section 15.407)

FCC

Test Item Result Remarks
Clause

Meet the requirement of limit.
15.407(b)(6) AC Power Conducted Emissions Pass Minimum passing margin is -11.02dB
at 0.15000MHz.

Meet the requirement of limit.

Pass Minimum passing margin is -1.0dB at

15.407(b) Radiated Emissions & Band Edge
(1/2/3/4(i/ii)/6) | Measurement

5725.00MHz.
15.407(a)(1/2/3) | Max Average Transmit Power Pass Meet the requirement of limit.
Occupied Bandwidth . .

- Measurement Pass Meet the requirement of limit.
. Meet the requirement of limit.

15.407(a)(1/2/3) | Peak Power Spectral Density Pass (U-NII-3 Band only)
15.407(e) 6dB bandwidth Pass Meet the requirement of limit.
15.407(g) Frequency Stability Pass Meet the requirement of limit.

15.203 Antenna Requirement Pass Antenna connector is i-pex(MHF) not a

standard connector.

Note:

1. For U-NII-3 band compliance with rule part 15.407(b)(4)(i), the OOBE test plots were recorded in Annex
A.

2. For U-NII-1, U-NII-2A, U-NII-2C band compliance with rule 15.407(b) of the band-edge items, the test
plots were recorded in Annex B. Test Procedures refer to report 4.1.3.

3. Determining compliance based on the results of the compliance measurement, not taking into account
measurement instrumentation uncertainty.

2.1 Measurement Uncertainty

Where relevant, the following measurement uncertainty levels have been estimated for tests performed on
the EUT as specified in CISPR 16-4-2:

Measurement Frequency EXpam:ESZl;r(]f)e rtainty
Conducted Emissions at mains ports 150kHz ~ 30MHz 2.79 dB
9kHz ~ 30MHz 3.04 dB
Radiated Emissions up to 1 GHz 30MHz ~ 200MHz 3.59dB
200MHz ~1000MHz 3.60 dB
Radiated Emissions above 1 GHz 1GHz ~ 18GHz 2.29 dB
18GHz ~ 40GHz 2.29dB

2.2 Modification Record

There were no modifications required for compliance.

Report No.: RF191203C03-1 Page No. 6/ 159 Report Format Version:6.1.2
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3  General Information

3.1 General Description of EUT

Product WiFi extender
Brand Arris
Test Model X5042

Sample Status

Engineering sample

Power Supply Rating

12Vdc from adapter

Modulation Type

256QAM, 64QAM, 16QAM, QPSK, BPSK
1024QAM for OFDMA

Modulation Technology

OFDM, OFDMA

Transfer Rate

802.11a: 54/48/36/24/18/12/9/6Mbps
802.11n (HT20/40): up to MCS31
802.11ac (VHT20/40/80): up to MCS9
802.11ax: up to MCS11

Operating Frequency

5180~5240MHz, 5260~5320MHz, 5500~5720MHz, 5745~5825MHz
1024QAM for OFDMA

Number of Channel

5180~5240MHz:

802.11a, 802.11n (HT20), 802.11ac (VHT20), 802.11ax (HE20): 4
802.11n (HT40), 802.11ac (VHT40), 802.11ax (HE40): 2
802.11ac (VHT80), 802.11ax (HE80): 1

5260~5320MHz:

802.11a, 802.11n (HT20), 802.11ac (VHT20), 802.11ax (HE20): 4
802.11n (HT40), 802.11ac (VHT40), 802.11ax (HE40): 2
802.11ac (VHT80), 802.11ax (HE80): 1

5500~5720MHz:

802.11a, 802.11n (HT20), 802.11ac (VHT20), 802.11ax (HE20): 12
802.11n (HT40), 802.11ac (VHT40), 802.11ax (HE40): 6
802.11ac (VHT80), 802.11ax (HE80): 3

5745~5825MHz:

802.11a, 802.11n (HT20), 802.11ac (VHT20), 802.11ax (HE20): 5
802.11n (HT40), 802.11ac (VHT40), 802.11ax (HE40): 2

802.11ac (VHT80), 802.11ax (HE80): 1

5150~5720MHz:

802.11ac (VHT160), 802.11ax (HE160): 3

Report No.: RF191203C03-1
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Output Power

CDD mode:

5180~5240MHz: 592.687TmW
5260~5320MHz: 240.097mW
5500~5720MHz: 233.346mW
5745~5825MHz: 607.936mW
Beamforming mode:
5180~5240MHz: 568.031mW
5260~5320MHz: 182.150mW
5500~5720MHz: 194.141mW
5745~5825MHz: 545.867TmW

Antenna Type Refer to note
Antenna Connector Refer to note
Accessory Device Adapter
Cable Supplied NA
Note:
1. The EUT incorporates a MIMO function. Physically, the EUT provides 4 completed transmitters and 4
receivers.
Modulation Mode TX Function Beamforming
802.11a 4TX Not support
802.11n(HT20) 4TX Support
802.11n(HT40) 4TX Support
802.11ac(VHT20) 4TX Support
802.11ac(VHT40) 4TX Support
802.11ac(VHT80) 4TX Support
802.11ac (VHT160) 4TX Support
802.11ax(HE20) 4TX Support
802.11ax(HE40) 4TX Support
802.11ax(HE80) 4TX Support
802.11ax (HE160) 4TX Support

* The bandwidth and modulation are similar for HT20/HT40 on 802.11n mode and VHT20/VHT40 on 802.11n
mode and HE20/HE40 on 802.11ax mode. Therefore the investigated worst case is the representative mode
in test report. (Final test mode refer section 3.2.1)

* For 802.11n/ax, CDD mode and Beamforming mode are presented in power output test item. For other test
items, CDD mode is the worst case for final tests after pretesting.

2. The EUT uses following adapters. Adapter 2 is the worst case for final test.

Adapter 1

Brand NetBit

Model NBS12F120100VU

Input Power 100-120Vac, 50/60Hz, 0.3A

Output Power 12.0Vdc, 1.0A

Power Cord 1.8m power cable without core attached on adapter
Adapter 2

Brand Asian Power Devices Inc.

Model WB-12G12FU

Input Power 100-240Vac, 50-60Hz, 0.3A Max

Output Power 12Vdc, 1A

Power Cord 1.8m power cable with 1 core attached on adapter

Report No.: RF191203C03-1
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3. The EUT uses following antenna.

Type PCB
Connector | i-pex(MHF)
Antenna Ant .O Ant _1 Ant _2 Ant _3 Peak Gain(dBi) for Directional Qain with
(dBi) (dBi) (dBi) (dBi) each band correlated signal(dBi)
2.4G 3.72 3.33 3.72 5.95
5G B1 3.95 3.83 3.88 3.87 3.95 7.16
5G B2 4.35 3.92 3.78 4.21 4.35 7.39
5G B3 4.62 4 4 4.3 4.62 7.11
5G B4 4.44 4.41 3.59 4.09 4.44 6.71

4. WLAN 2.4GHz + WLAN 5GHz technologies can transmit at same time.
5. Spurious emission of the simultaneous operation (WLAN 2.4GHz + WLAN 5GHz) has been evaluated and

no non-compliance was found.

Report No.: RF191203C03-1
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3.2 Description of Test Modes
5180~5240MHz:

4 channels are provided for 802.11a, 802.11n (HT20), 802.11ac (VHT20), 802.11ax (HE20):

5260~5320MHz:

Channel Frequency Channel Frequency
36 5180 MHz 44 5220 MHz
40 5200 MHz 48 5240 MHz
2 channels are provided for 802.11n (HT40), 802.11ac (VHT40), 802.11ax (HE40):
Channel Frequency Channel Frequency
38 5190 MHz 46 5230 MHz
1 channel is provided for 802.11ac (VHT80), 802.11ax (HE80):
Channel Frequency
42 5210MHz

4 channels are provided for 802.11a, 802.11n (HT20), 802.11ac (VHT20), 802.11ax (HE20):

Channel Frequency Channel Frequency
52 5260 MHz 60 5300 MHz
56 5280 MHz 64 5320 MHz
2 channels are provided for 802.11n (HT40), 802.11ac (VHT40), 802.11ax (HE40):
Channel Frequency Channel Frequency
54 5270 MHz 62 5310 MHz
1 channel is provided for 802.11ac (VHT80), 802.11ax (HE80):
Channel Frequency
58 5290 MHz

Report No.: RF191203C03-1 Page No.
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5500~5720MHz:

12 channels are provided for 802.11a, 802.11n (HT20), 802.11ac (VHT20), 802.11ax (HE20):

Channel Frequency Channel Frequency
100 5500 MHz 124 5620 MHz
104 5520 MHz 128 5640 MHz
108 5540 MHz 132 5660 MHz
112 5560 MHz 136 5680 MHz
116 5580 MHz 140 5700 MHz
120 5600 MHz 144 5720 MHz
6 channels are provided for 802.11n (HT40), 802.11ac (VHT40), 802.11ax (HE40):
Channel Frequency Channel Frequency
102 5510 MHz 126 5630 MHz
110 5550 MHz 134 5670 MHz
118 5590 MHz 142 5710 MHz
3 channels are provided for 802.11ac (VHT80), 802.11ax (HE80):
Channel Frequency Channel Frequency
106 5530 MHz 138 5690 MHz
122 5610 MHz

5150~5720MHz:

3 channels are provided for 802.11ac (VHT160), 802.11ax (HE160):

Channel Frequency

50 (for 5150~5250MHz ) 5250 MHz
50 (for 5250~5350MHz ) 5250 MHz
114 5570 MHz

5745~5825MHz:

5 channels are provided for 802.11a, 802.11n (HT20), 802.11ac (VHT20), 802.11ax (HE20):

Channel Frequency Channel Frequency
149 5745MHz 161 5805MHz
153 5765MHz 165 5825MHz
157 5785MHz
2 channels are provided for 802.11n (HT40), 802.11ac (VHT40), 802.11ax (HE40):
Channel Frequency Channel Frequency
151 5755MHz 159 5795MHz
1 channel is provided for 802.11ac (VHT80), 802.11ax (HE80):
Channel Frequency
155 5775MHz

Report No.: RF191203C03-1
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3.2.1 Test Mode Applicability and Tested Channel Detail
EUT Configure Applicable to o
Description
Mode RE>1G RE<1G PLC APCM
- y y y vk

Where RE>1G: Radiated Emission above 1GHz & Bandedge RE<1G: Radiated Emission below 1GHz

Measurement

PLC: Power Line Conducted Emission APCM: Antenna Port Conducted Measurement
Note:

1. The EUT had been pre-tested on the positioned of each 3 axis. The worst case was found when positioned on Z-plane.
2. Radiated emission test (below 1GHz) and power line conducted emission test items chosen the worst maximum power.

Radiated Emission Test (Above 1GHz):

X Pre-Scan has been conducted to determine the worst-case mode from all possible combinations
between available modulations, data rates and antenna ports (if EUT with antenna diversity architecture).
X] Following channel(s) was (were) selected for the final test as listed below.

EUT Frequency ) .
Configure Mode Band Available Tested Channel Modulation Data Rate Remark
Channel Technology (Mbps)
Mode (MHz)

- 802.11a 36 to 48 36, 40, 48 OFDM 6.0 -

- 802.11ax (HE20) 5180.5240 36 to 48 36, 40, 48 OFDM MCSO0 -

- 802.11ax (HE40) 38 to 46 38, 46 OFDM MCSO0 -

- 802.11ax (HE80) 42 42 OFDM MCSO0 -

- 802.11a 52 to 64 52, 60, 64 OFDM 6.0 -

- 802.11ax (HE20) 52 to 64 52, 60, 64 OFDM MCS0 -
5260-5320

- 802.11ax (HE40) 54 to 62 54, 62 OFDM MCSO0 -

- 802.11ax (HE80) 58 58 OFDM MCSO0 -

- 802.11a 100 to 144 100, 116, 140, 144 OFDM 6.0 -

- 802.11ax (HE20) 5500.5720 100 to 144 100, 116, 140, 144 OFDM MCSO0 -

- 802.11ax (HE40) 102to 142 [102, 110, 134, 142 OFDM MCSO0 -

- 802.11ax (HE80) 106 to 138 106, 122, 138 OFDM MCSO0 -

- 802.11a 149 to 165 149, 157, 165 OFDM 6.0 -

- 802.11ax (HE20) 5745.5805 149 to 165 149, 157, 165 OFDM MCSO0 -

- 802.11ax (HE40) 151 to 159 151, 159 OFDM MCSO0 -

- 802.11ax (HE80) 155 155 OFDM MCSO0 -
5180-5240

- 802.11ax (HE160) | 5260-5320 50, 114 50, 114 OFDM MCSO0 -
5500-5720

Report No.: RF191203C03-1
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Radiated Emission Test (Below 1GHz):

[XI Pre-Scan has been conducted to determine the worst-case mode from all possible combinations
between available modulations, data rates and antenna ports (if EUT with antenna diversity architecture).
X Following channel(s) was (were) selected for the final test as listed below.

EUT Frequency ) .
Available Modulation Data Rate
Configure Mode Band Tested Channel Remark
Channel Technology (Mbps)
Mode (MHz)
5180-5240 36 to 48 OFDM 6.0 -
5260-5320 52 to 64 OFDM 6.0 -
- 802.11a 149
5500-5720 100 to 144 OFDM 6.0 -
5745-5825 149 to 165 OFDM 6.0 -

Power Line Conducted Emission Test:

X Pre-Scan has been conducted to determine the worst-case mode from all possible combinations
between available modulations, data rates and antenna ports (if EUT with antenna diversity architecture).
X] Following channel(s) was (were) selected for the final test as listed below.

EUT Frequency . .
Available Modulation Data Rate
Configure Mode Band Tested Channel Remark
Channel Technology (Mbps)
Mode (MHz)
5180-5240 36 to 48 OFDM 6.0 -
5260-5320 52 to 64 OFDM 6.0 -
- 802.11a 149
5500-5720 100 to 144 OFDM 6.0 -
5745-5825 149 to 165 OFDM 6.0 -
Conducted Emission Measurement:
EUT Frequency . .
Available Modulation Data Rate
Configure Mode Band Tested Channel Remark
Channel Technology (Mbps)
Mode (MHz)
- 802.11a 36 to 48 36, 40, 48 OFDM 6.0 -
- 802.11n (HT20) 36 to 48 36, 40, 48 OFDM 6.5 -
- 802.11n (HT40) 38 to 46 38, 46 OFDM 13.5 -
- 802.11ac (VHT20) 36 to 48 36, 40, 48 OFDM 7.2 -
- 802.11ac (VHT40) 5180-5240 38 to 46 38, 46 OFDM 15.0 -
- 802.11ac (VHT80) 42 42 OFDM 130.0 -
- 802.11ax (HE20) 36 to 48 36, 40, 48 OFDM MCS0 -
- 802.11ax (HE40) 38 to 46 38, 46 OFDM MCSO0 -
- 802.11ax (HE80) 42 42 OFDM MCSO0 -
- 802.11a 52 to 64 52, 60, 64 OFDM 6.0 -
- 802.11ac (VHT20) 52 to 64 52, 60, 64 OFDM 7.2 -
- 802.11ac (VHT40) 54 to 62 54, 62 OFDM 15.0 -
- 802.11ac (VHT80) 5260-5320 58 58 OFDM 130.0 -
- 802.11ax (HE20) 52 to 64 52, 60, 64 OFDM MCS0 -
- 802.11ax (HE40) 54 to 62 54,62 OFDM MCSO0 -
- 802.11ax (HE80) 58 58 OFDM MCS0 -
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EUT Frequency . .
Configure Mode Band Available Tested Channel Modulation Data Rate Remark
Channel Technology (Mbps)
Mode (MHz)

- 802.11a 100 to 144 100, 116, 140, 144 OFDM 6.0 -

- 802.11n (HT20) 100 to 144 100, 116, 140, 144 OFDM 6.5 -

- 802.11n (HT40) 102 to 142 102, 110, 134, 142 OFDM 13.5 -

- 802.11ac (VHT20) 100 to 144 100, 116, 140, 144 OFDM 7.2 -

- 802.11ac (VHT40) | 5500-5720 | 102to 142 [102, 110, 134, 142 OFDM 15.0 -

- 802.11ac (VHT80) 106 to 138 106, 122, 138 OFDM 130.0 -

- 802.11ax (HE20) 100 to 144 100, 116, 140, 144 OFDM MCSO0 -

- 802.11ax (HE40) 102to 142 [102, 110, 134, 142 OFDM MCSO0 -

- 802.11ax (HE80) 106 to 138 106, 122, 138 OFDM MCS0 -

- 802.11a 149 to 165 149, 157, 165 OFDM 6.0 -

- 802.11n (HT20) 149 to 165 149, 157, 165 OFDM 6.5 -

- 802.11n (HT40) 151 to 159 151, 159 OFDM 13.5 -
5745-5825

- 802.11ac (VHT20) 149 to 165 149, 157, 165 OFDM 7.2 -

- 802.11ac (VHT40) 151 to 159 151, 159 OFDM 15.0 -

- 802.11ac (VHT80) 155 155 OFDM 130.0 -
5180-5240

- 802.11ac (VHT160) | 5260-5320 50, 114 50, 114 OFDM 130.0 -
5500-5720

- 802.11ax (HE20) 149 to 165 149, 157, 165 OFDM MCSO0 -

- 802.11ax (HE40) 5745-5825 | 151 to 159 151, 159 OFDM MCSO0 -

- 802.11ax (HE80) 155 155 OFDM MCSO0 -
5180-5240

- 802.11ax (HE160) | 5260-5320 50, 114 50, 114 OFDM MCSO0 -
5500-5720

Antenna Port Conducted Measurement:

X This item includes all test value of each mode, but only includes spectrum plot of worst value of each

mode.

X Pre-Scan has been conducted to determine the worst-case mode from all possible combinations
between available modulations, data rates and antenna ports (if EUT with antenna diversity architecture).
X] Following channel(s) was (were) selected for the final test as listed below.

EUT Frequency ) .
Available Modulation Data Rate
Configure Mode Band Tested Channel Remark
Channel Technology (Mbps)
Mode (MHz)
- 802.11a 36 to 48 36, 40, 48 OFDM 6.0 -
- 802.11ax (HE20) 5180.5240 36 to 48 36, 40, 48 OFDM MCSO0 -
- 802.11ax (HE40) 38 to 46 38, 46 OFDM MCSO0 -
- 802.11ax (HE80) 42 42 OFDM MCSO0 -
- 802.11a 52 to 64 52, 60, 64 OFDM 6.0 -
- 802.11ax (HE20) 52 to 64 52, 60, 64 OFDM MCSO0 -
5260-5320
- 802.11ax (HE40) 54 to 62 54,62 OFDM MCSO0 -
- 802.11ax (HE80) 58 58 OFDM MCSO0 -
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EUT Frequency | \vailable Modulation | Data Rate
Configure Mode Band Channel Tested Channel e (Mbps) Remark
Mode (MHz)
- 802.11a 100 to 144 100, 116, 140, 144 OFDM 6.0 -
- 802.11ax (HE20) 100 to 144|100, 116, 140, 144 OFDM MCS0 -
- 802.11ax (HE40) 5500-5720 102 to 142 [102, 110, 134, 142 OFDM MCSO0 -
- 802.11ax (HE80) 106 to 138 106, 122, 138 OFDM MCS0 -
- 802.11a 149 to 165 149, 157, 165 OFDM 6.0 -
- 802.11ax (HE20) 5745.5825 149 to 165 149, 157, 165 OFDM MCSO0 -
- 802.11ax (HE40) 151 to 159 151, 159 OFDM MCSO0 -
- 802.11ax (HE80) 155 155 OFDM MCSO0 -
5180-5240
- 802.11ax (HE160) | 5260-5320 50, 114 50, 114 OFDM MCSO0 -
5500-5720
Test Condition:

Applicable to Environmental Conditions Input Power Tested by
RE>1G 23 deg. C, 66% RH 120Vac, 60Hz Titan Hsu
RE<1G 23 deg. C, 68% RH 120Vac, 60Hz Titan Hsu

PLC 25deg. C, 75% RH 120Vac, 60Hz Jones Chang
APCM 25 deg. C, 60% RH 120Vac, 60Hz lvan Tseng
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3.3 Duty Cycle of Test Signal

Duty cycle of test signal is < 98%, duty factor shall be considered.

802.11a: Duty cycle = 2.060/2.172 = 0.948, Duty factor = 10 * log(1/0.948) = 0.23

802.11ax (HE20): Duty cycle = 1.486/1.520 = 0.978, Duty factor = 10 * log(1/0.978

=0.10

)
802.11ax (HE40): Duty cycle = 0.780/0.811 = 0.962, Duty factor = 10 * log(1/0.962) = 0.17
802.11ax (HE80): Duty cycle = 0.411/0.453 = 0.907, Duty factor = 10 * log(1/0.907) = 0.42
802.11ax (HE160): Duty cycle = 0.236/0.284 = 0.831, Duty factor = 10 * 1og(1/0.831) = 0.80

802.11a

802.11ax (HE20)

T T T T T
Center 5.25 GHz 165 us/

284.000000 us

REW 10 MHz MIWPVEW ey RBW 10 Mz WIMPVEW et
VBW 10 MHz 2291 dBm VBW 10 MHz 18.89 dBm
315 ReT 315 dBm Alt 3048 SWT 10 ms. 2080000ms | 5, g REf315dBm Alt 30 98 SWTSms 251.000000 us
- !
Offset 11.508 1 Delta 2 [T1] Offset 1.5 dB Delta 2 [T1]
18108 1 2 24148
T ik i o il - 2.080000 ms 204 1486000 ms.
Defta 3 [T1] Deta 3 [T1]
00048 0.00 48
2472000 ms 1.520000 ms
685 <— ) £85 <— - )
T T T T T T T T T [BuREAL ]
Center 5 825 GHz 1ms! Center 5.18 GHz 500 us/
REWY 10 MHz MIWPVEN ey REW 10 MHz TOMPVEN ey
VBW 10 MHz 18.18 dBm VBWW 10 HHz 13.98 dBm
315 RET31.5 dBm Att 3068 SWT5ms 105.000000us | o, _ Ref315dBm Alt 3098 SWT2ms £45.000000 us
- ]
Offsel 115 0 Detta 2[T1] Offset 11508 Deta 2(T1]
] ) 51408 56548
20 _m 780.000000 us 20 411.000000 us
Detta 3[T1] Detta 3 [T1]
0.00 8 12348
811.000000 us 453.000000 us
s T T i T T ot ncau] e T T T T o car]
Center 5795 GHz 500 us! Center 5 775 GHz 200 us!
REW 10 MHz TOMPVEW et
VBW 10 MHz .47 gBm
15 RET31EdBM Aft 3048 SWT 1,65 ms 58.000000 us
’ Offset 112 88 Detia 2 [T1]
30208
236.000000 us
Defta 3 [T1]
0.81d8
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3.4 Description of Support Units

The EUT has been tested as an independent unit together with other necessary accessories or support units.
The following support units or accessories were used to form a representative test configuration during the
tests.

ID Product Brand Model No. Serial No. FCC ID Remarks
A. Notebook DELL E5410 1HC2XM1 FCC DoC Approved |Under the table
B. Load NA NA NA NA -

Note:

1. All power cords of the above support units are non-shielded (1.8m).
2. ltem A acted as a communication partner to transfer data.

Shieldi
ID Cable Descriptions Qty. Length (m) (Y: ”\;r;? Cores (Qty.) Remarks
1. |LAN cable 1 6 N 0 RJ45, Catbe cable
2. |LAN cable 1 1.5 N 0 RJ45, Catbe cable
3.4.1 Configuration of System under Test
Load (B) @)
EUT

Adapter (EUT)

M

Notebook (A)

3.5 General Description of Applied Standards and References

The EUT is a RF Product. According to the specifications of the manufacturer, it must comply with the
requirements of the following standards and references:

Test standard:

FCC Part 15, Subpart E (15.407)
ANSI C63.10:2013

All test items have been performed and recorded as per the above standards.
References Test Guidance:

KDB 789033 D02 General UNII Test Procedure New Rules v02r01

KDB 662911 D01 Multiple Transmitter Output v02r01

All test items have been performed as a reference to the above KDB test guidance.
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4 Test Types and Results

4.1 Radiated Emission and Bandedge Measurement

411

Limits of Radiated Emission and Bandedge Measurement

Radiated emissions which fall in the restricted bands must comply with the radiated emission limits specified

as below table.

Frequencies (MHz) Field Strength (microvolts/meter) | Measurement Distance (meters)
0.009 ~ 0.490 2400/F(kHz) 300
0.490 ~ 1.705 24000/F(kHz) 30
1.705~ 30.0 30 30
30 ~ 88 100 3
88 ~ 216 150 3
216 ~ 960 200 3
Above 960 500 3
NOTE:
1. The lower limit shall apply at the transition frequencies.
2. Emission level (dBuV/m) = 20 log Emission level (uV/m).
3. For frequencies above 1000MHz, the field strength limits are based on average detector, however, the

peak field strength of any emission shall not exceed the maximum permitted average limits, specified
above by more than 20dB under any condition of modulation.

Limits of unwanted emission out of the restricted bands

Applicable To Limit
789033 D02 General UNII Test Procedure Field Strength at 3m
New Rules v02r01 PK: 74 (dBuV/m) AV: 54 (dBpV/m)

Frequency Band Applicable To EIRP Limit Sl Fé?'rld SiTEmgin i
5150~5250 MHz 15.407(b)(1)
5250~5350 MHz 15.407(b)(2) PK: -27 (dBm/MHz) PK: 68.2(dBuV/m)
5470~5725 MHz 15.407(b)(3)

PK: -27 (dBm/MHz) PK: 68.2(dBpV/m)

. PK: 10 (dBm/MHz) 2 PK: 105.2 (dBpV/m)

s705-5850 Miz | 2 | 15A07TOD | 55 6 (aBmiMHZ) PK: 110.8(dBuV/m) 3

PK: 27 (dBm/MHz) * PK: 122.2 (dBuV/m) ™

L1 | 15.407(b)(4)(ii) Emission limits in section 15.247(d)

"2 below the band edge increasing linearly to 10
dBm/MHz at 25 MHz above.

" from 5 MHz above or below the band edge
increasing linearly to a level of 27 dBm/MHz at
the band edge.

Note: The following formula is used to convert the equipment isotropic radiated power (eirp) to field strength:

_ 1000000 v30P
3

" beyond 75 MHz or more above of the band edge.

3 below the band edge increasing linearly to a level
of 15.6 dBm/MHz at 5 MHz above.

E pV/m, where P is the eirp (Watts).

Report Format Version:6.1.2

Report No.: RF191203C03-1 Page No. 18/ 159




7
5 2
& 1)
5| >
= o

1828

BUREAU

4.1.2 Test Instruments

Description & Manufacturer Model No. Serial No. Cal. Date Cal. Due

Test Receiver

ROHDE & SCHWARZ ESIB7 100187 May 30, 2019 | May 29, 2020

BILOG Antenna

SCHWARZBECK VULB9168 9168-171 Nov. 11, 2019 | Nov. 10, 2020

HORN Antenna

SCHWARZBECK 9120D 209 Nov. 24, 2019 | Nov. 23, 2020

HORN Antenna

SCHWARZBECK BBHA 9170 BBHA9170241 Nov. 24, 2019 | Nov. 23, 2020

Loop Antenna

TESEQ HLA 6121 45745 Jul. 01, 2019 | Jun. 30, 2020

Antenna Tower

EMCO 2070/2080 512.835.4684 NA NA

Turn Table

EMCO 2087-2.03 NA NA NA

Antenna Tower &Turn

BV ADT AT100 AT93021705 NA NA

Turn Table

BV ADT TT100 TT93021705 NA NA

Preamplifier

Agilent 8447D 2944A10738 Aug. 20, 2019 |Aug. 19, 2020

(Below 1GHz)

Preamplifier

Agilent 8449B 3008A02465 Mar. 27, 2019 | Mar. 26, 2020

(Above 1GHz)

RF Coaxial Cable

WOKEN 8D-FB Cable-CH3-01 Aug. 20, 2019 |Aug. 19, 2020

With 5dB PAD

RF signal cable Cable-CH3-03

HUBER+SUHNER SUCOFLEX 104 (223653/4) Aug. 20, 2019 |Aug. 19, 2020

RF signal cable SUCOFLEX Cable-CH3-03

HUBER+SUHNER& 104&EMC104-SM-SM- Aug. 20, 2019 |Aug. 19, 2020
(309224+170907)

EMCI 8000

Software ADT_Radiated_

BV ADT V7.6.15.9.5 NA NA NA

Antenna Tower MA 4000 013303 NA NA

inn-co GmbH

Antenna Tower Controller

BV ADT AT100 AT93021702 NA NA

Turn Table

BV ADT TT100 TT93021702 NA NA

Turn Table Controller

BV ADT SC100 SC93021702 NA NA

Boresight Antenna Fixture FBA-01 FBA-SIPO1 NA NA

Pre-amplifier

(18GHz-40GHz) EMC184045B 980175 Sep. 05, 2019 | Sep. 04, 2020

EMC

USB Wideband Power MY55050005/MY55190

Sensor U2021XA 004/MY55190007/MY55| Jul. 15, 2019 | Jul. 14, 2020

KEYSIGHT 210005

Note: 1. The calibration interval of the above test instruments is 12 months and the calibrations are traceable
to NML/ROC and NIST/USA.
2. The test was performed in HwaYa Chamber 3.
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4.1.3 Test Procedures

For Radiated emission below 30MHz

a. The EUT was placed on the top of a rotating table 0.8 meters above the ground at a 3 meter chamber
room. The table was rotated 360 degrees to determine the position of the highest radiation.

b. The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on the top
of a variable-height antenna tower.

c. Parallel, perpendicular, and ground-parallel orientations of the antenna are set to make the
measurement.

d. For each suspected emission, the EUT was arranged to its worst case and the rotatable table was turned
from O degrees to 360 degrees to find the maximum reading.

e. The test-receiver system was set to Quasi-Peak Detect Function and Specified Bandwidth with
Maximum Hold Mode.

Note:

1.

The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer is 9kHz at frequency
below 30MHz.

For Radiated emission above 30MHz

a.

The EUT was placed on the top of a rotating table 0.8 meters (for 30MHz ~ 1GHz) / 1.5 meters (for above
1GHz) above the ground at 3 meter chamber room for test. The table was rotated 360 degrees to
determine the position of the highest radiation.

The EUT was set 3 meters away from the interference-receiving antenna, which was mounted on the top
of a variable-height antenna tower.

The height of antenna is varied from one meter to four meters above the ground to determine the
maximum value of the field strength. Both horizontal and vertical polarizations of the antenna are set to
make the measurement.

For each suspected emission, the EUT was arranged to its worst case and then the antenna was tuned
to heights from 1 meter to 4 meters and the rotatable table was turned from 0 degrees to 360 degrees to
find the maximum reading.

The test-receiver system was set to quasi-peak detect function and specified bandwidth with maximum
hold mode when the test frequency is below 1 GHz.

The test-receiver system was set to peak and average detect function and specified bandwidth with
maximum hold mode when the test frequency is above 1 GHz. If the peak reading value also meets
average limit, measurement with the average detector is unnecessary.

Note:

1.

The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer is 120kHz for
Quasi-peak detection (QP) at frequency below 1GHz.

The resolution bandwidth of test receiver/spectrum analyzer is 1 MHz and the video bandwidth is 3 MHz
for Peak detection (PK) at frequency above 1GHz.

The resolution bandwidth of test receiver/spectrum analyzer is 1MHz and the video bandwidth is = 1/T
(Duty cycle < 98%) or 10Hz (Duty cycle = 98%) for Average detection (AV) at frequency above 1GHz.
(802.11a: RBW = 1MHz, VBW = 1kHz; 802.11ax (HE20): RBW = 1MHz, VBW = 1kHz; 802.11ax (HE40):
RBW = 1MHz, VBW = 1kHz; 802.11ax (HE80): RBW = 1MHz, VBW = 1kHz; 802.11ax (HE160): RBW =
1MHz, VBW = 1kHz)

All modes of operation were investigated and the worst-case emissions are reported.
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4.1.4 Deviation from Test Standard

No deviation.

4,15 Test Setup

For Radiated emission below 30MHz

1m

EUT& 3m ,///
Support Units | !
Turn Table
80cmT

A1
Ground Plane

Test Receiver

N

MOOOO

For Radiated emission 30MHz to 1GHz

Ant. Tower 1-4m

Variable

EUT& - 3m .
Support Unjts '

Turn Table

80cmT
omem
L
Ground Plane

Test Receiver

i
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For Radiated emission above 1GHz
Ant. Tower 1-4m

Variable

EUT& 3m \
Support Units | =~
Turn Table D L
Absorber

0] ?AMWTAAA e

L

Ground Plane

Test Receiver

\ —
O 0O 0O O

Y

For the actual test configuration, please refer to the attached file (Test Setup Photo).

4.1.6 EUT Operating Conditions

a. Placed the EUT on the testing table.

b. Prepared a notebook to act as a communication partner and placed it outside of testing area.

c. The communication partner connected with EUT via a RJ45 cable and ran a test program (provided by
manufacturer) to enable EUT under transmission condition continuously at specific channel frequency.

d. The communication partner sent data to EUT by command "PING".
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4.1.7 Test Results
Above 1GHz data:
802.11a
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. FSEQ' LEVEL dII_BH\Q/I;rm MA?; IN HEIGHT ANGLE VALUE FACTOR
(MHz) (Buv/m) | (@BUV/m) (dB) (m) (Degree) | (dBuv) (dB/m)
1 5150.00 71.2 PK 74.0 2.8 1.27H 25 67.1 4.1
2 5150.00 52.7 AV 54.0 1.3 127H 25 48.6 4.1
3 | *5180.00 114.7 PK 254 H 333 75.4 39.3
4 | *5180.00 105.4 AV 254 H 333 66.1 39.3
5 | #10360.00 | 58.7 PK 68.2 9.5 3.02 H 143 415 17.2
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. Z\F;ES) LEVEL ( d';gf/'/Tm) M?{T;'N HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 69.1 PK 74.0 -4.9 207V 250 65.0 4.1
2 5150.00 50.1 AV 54.0 -3.9 207V 250 46.0 4.1
3 | *5180.00 115.7 PK 222V 175 76.4 39.3
4 | *5180.00 105.8 AV 222V 175 66.5 39.3
5 | #10360.00 | 62.0 PK 68.2 6.2 226V 262 44.8 17.2
Remarks:

OO B WN -

. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)

. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
."* " Fundamental frequency.

."#": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 40 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. T;ES) LEVEL ( dléll':c/Tm) M'??;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 63.0 PK 74.0 -11.0 1.80H 336 58.9 4.1
2 5150.00 44.3 AV 54.0 -9.7 1.80H 336 40.2 4.1
3 *5200.00 117.2 PK 1.74 H 333 77.9 39.3
4 *5200.00 107.4 AV 1.74 H 333 68.1 39.3
5 | #10400.00 59.4 PK 68.2 -8.8 3.12H 146 42.0 17.4
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. Z\jﬁg LEVEL (dII_BILIIQ/I/Tm) M'A(?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 61.4 PK 74.0 -12.6 1.90V 177 57.3 4.1
2 5150.00 44.2 AV 54.0 9.8 1.90V 177 40.1 4.1
3 *5200.00 117.8 PK 186V 175 78.5 39.3
4 *5200.00 108.0 AV 186V 175 68.7 39.3
5 | #10400.00 63.5 PK 68.2 -4.7 246V 262 46.1 17.4
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 48

FREQUENCY RANGE |1GHz ~40GHz

DETECTOR
FUNCTION

Peak (PK)
Average (AV)

ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M

EMISSION ANTENNA TABLE RAW CORRECTION
NO. ':SES) LEVEL ( dII_BIEQ/I;rm) M?CITSIN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5240.00 117.6 PK 3.01H 125 78.5 39.1
2 *5240.00 108.1 AV 3.01H 125 69.0 39.1
3 5350.00 57.9 PK 74.0 -16.1 3.12H 129 53.8 4.1
4 5350.00 43.6 AV 54.0 -10.4 3.12H 129 39.5 4.1
5 | #10480.00 60.2 PK 68.2 -8.0 3.19H 153 42.2 18.0
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. ZEES) LEVEL ( dII_BIL'K/I/Tm) M?;BG)IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5240.00 117.6 PK 1.76 V 168 78.5 39.1
2 *5240.00 107.7 AV 1.76 V 168 68.6 391
3 5350.00 57.5 PK 74.0 -16.5 1.80V 171 53.4 4.1
4 5350.00 44 .3 AV 54.0 9.7 1.80V 171 40.2 4.1
5 | #10480.00 59.5 PK 68.2 -8.7 1.96 V 316 41.5 18.0

Remarks:

OO B WN -

. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)

. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
. The other emission levels were very low against the limit.
. Margin value = Emission Level — Limit value
."* " Fundamental frequency.

."#": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 52 DETECTOR Peak (PK)
FREQUENCY RANGE | 1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. TI\F\/)IES) LEVEL (dléll'JVIVI/Tm) M?ESIN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 56.4 PK 74.0 -17.6 3.00H 133 52.3 4.1
2 5150.00 43.6 AV 54.0 -10.4 3.00H 133 39.5 41
3 *5260.00 112.8 PK 297H 130 73.8 39.0
4 *5260.00 103.2 AV 297H 130 64.2 39.0
5 | #10520.00 60.3 PK 68.2 -7.9 3.22H 149 42.0 18.3
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT3 M
EMISSION ANTENNA TABLE RAW  [CORRECTION
NO. ':SES) LEVEL ( dll_algc/l/Tm) M'?(T;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 55.6 PK 74.0 -18.4 148V 145 51.5 4.1
2 5150.00 43.1 AV 54.0 -10.9 148V 145 39.0 4.1
3 *5260.00 112.6 PK 146V 143 73.6 39.0
4 *5260.00 103.1 AV 146V 143 64.1 39.0
5 | #10520.00 60.1 PK 68.2 -8.1 236V 314 41.8 18.3
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5. " *": Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 60 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ZGES) LEVEL ( dléll':c/Tm) M'??;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5300.00 112.7 PK 2.82H 123 73.6 39.1
2 *5300.00 103.3 AV 2.82H 123 64.2 39.1
3 10600.00 61.0 PK 74.0 -13.0 3.25H 153 421 18.9
4 10600.00 47.2 AV 54.0 -6.8 3.25H 153 28.3 18.9
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. Z\jﬁ; LEVEL (dlélx/l/Tm) M'A(\CT;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5300.00 112.2 PK 147V 158 73.1 39.1
2 *5300.00 102.1 AV 147V 158 63.0 391
3 10600.00 60.8 PK 74.0 -13.2 229V 320 41.9 18.9
4 | 10600.00 47.7 AV 54.0 -6.3 229V 320 28.8 18.9
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 64 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':SES) LEVEL ( d;m/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5320.00 113.1 PK 2.78 H 118 73.9 39.2
2 *5320.00 103.4 AV 278 H 118 64.2 39.2
3 5350.00 63.4 PK 74.0 -10.6 2.88H 162 59.3 4.1
4 5350.00 44.9 AV 54.0 -9.1 288 H 162 40.8 4.1
5 10640.00 60.7 PK 74.0 -13.3 3.25H 153 42.1 18.6
6 10640.00 47.9 AV 54.0 -6.1 3.25H 153 29.3 18.6
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. ZEES) LEVEL (dII_BILIIQ/I/Tm) MA(\?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5320.00 113.0 PK 1.36 V 147 73.8 39.2
2 *5320.00 103.3 AV 1.36 V 147 64.1 39.2
3 5350.00 63.3 PK 74.0 -10.7 1.36 V 156 59.2 4.1
4 5350.00 44.9 AV 54.0 -9.1 136V 156 40.8 41
5 10640.00 60.8 PK 74.0 -13.2 239V 318 42.2 18.6
6 10640.00 47.5 AV 54.0 -6.5 239V 318 28.9 18.6
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 100 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. ':SES) LEVEL ( dlélx/l;rm) MA(\:BC;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5460.00 59.2 PK 74.0 -14.8 2.02H 326 54.7 4.5
2 5460.00 43.9 AV 54.0 -10.1 2.02H 326 394 45
3 #5470.00 59.5 PK 68.2 -8.7 2.04H 327 55.0 4.5
4 *5500.00 111.4 PK 2.00H 324 71.7 39.7
5 *5500.00 101.5 AV 2.00H 324 61.8 39.7
6 11000.00 60.3 PK 74.0 -13.7 3.13H 159 41.0 19.3
7 11000.00 46.5 AV 54.0 -7.5 3.13H 159 27.2 19.3
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. ':SES) LEVEL ( dlélx/l;rm) MA(\:BC;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5460.00 60.0 PK 74.0 -14.0 2.03V 235 55.5 4.5
2 5460.00 44.5 AV 54.0 -9.5 2.03V 235 40.0 4.5
3 #5470.00 66.8 PK 68.2 -1.4 205V 237 62.3 4.5
4 *5500.00 112.3 PK 201V 232 72.6 39.7
5 *5500.00 102.2 AV 201V 232 62.5 39.7
6 11100.00 60.1 PK 74.0 -13.9 248V 335 41.5 18.6
7 11100.00 46.2 AV 54.0 -7.8 248V 335 27.6 18.6
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5. " * " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 116 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ZGES) LEVEL ( dléll':c/Tm) M'??;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5580.00 113.4 PK 1.97H 320 73.7 39.7
2 *5580.00 103.8 AV 197 H 320 64.1 39.7
3 11160.00 60.7 PK 74.0 -13.3 3.19H 162 421 18.6
4 11160.00 47.1 AV 54.0 -6.9 3.19H 162 28.5 18.6
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. Z\jﬁ; LEVEL (dlélx/l/Tm) M'A(\CT;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5580.00 113.7 PK 2.04V 238 74.0 39.7
2 *5580.00 104.2 AV 2.04V 238 64.5 39.7
3 | 11160.00 60.4 PK 74.0 -13.6 244V 331 41.8 18.6
4 | 11160.00 46.8 AV 54.0 7.2 244V 331 28.2 18.6
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 140 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. T;ES) LEVEL ( dléll':c/Tm) M'??;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5700.00 111.1 PK 212 H 326 71.3 39.8
2 *5700.00 101.6 AV 212H 326 61.8 39.8
3 #5725.00 65.9 PK 68.2 -2.3 210H 337 61.2 4.7
4 11400.00 61.0 PK 74.0 -13.0 3.22H 165 42.5 18.5
5 11400.00 48.1 AV 54.0 -5.9 3.22H 165 29.6 18.5
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. Z\jﬁg LEVEL (dII_BILIIQ/I/Tm) M'A(?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5700.00 111.8 PK 203V 233 72.0 39.8
2 *5700.00 101.8 AV 2.03V 233 62.0 39.8
3 | #5725.00 67.0 PK 68.2 -1.2 2.06 V 241 62.3 47
4 11400.00 60.7 PK 74.0 -13.3 1.76 V 43 42.2 18.5
5 11400.00 49.2 AV 54.0 -4.8 1.76 V 43 30.7 18.5
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 144 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':SES) LEVEL ( d;m;rm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5460.00 56.2 PK 74.0 -17.8 2.20H 322 51.7 45
2 5460.00 43.5 AV 54.0 -10.5 220H 322 39.0 4.5
3 #5470.00 56.7 PK 68.2 -11.5 221H 324 52.2 4.5
4 *5720.00 113.1 PK 222H 321 73.1 40.0
5 *5720.00 103.2 AV 222H 321 63.2 40.0
6 #5850.00 57.3 PK 68.2 -10.9 226 H 327 52.0 5.3
7 11440.00 61.6 PK 74.0 -12.4 3.29H 169 43.0 18.6
8 11440.00 479 AV 54.0 -6.1 3.29H 169 29.3 18.6
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':SES) LEVEL ( d;m;rm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5460.00 57.7 PK 74.0 -16.3 1.95V 237 53.2 45
2 5460.00 43.7 AV 54.0 -10.3 1.95V 237 39.2 4.5
3 #5470.00 57.0 PK 68.2 -11.2 1.96 V 239 52.5 4.5
4 *5720.00 115.0 PK 1.93V 235 75.0 40.0
5 *5720.00 105.1 AV 1.93V 235 65.1 40.0
6 #5850.00 57.7 PK 68.2 -10.5 2.00V 241 52.4 5.3
7 11440.00 60.8 PK 74.0 -13.2 201V 47 42.2 18.6
8 11440.00 49.4 AV 54.0 -4.6 201V 47 30.8 18.6
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5. " *": Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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BUREAU

CHANNEL TX Channel 149 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':SES) LEVEL ( d;m/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5609.60 57.2 PK 68.2 -11.0 1.49H 342 52.7 4.5
2 *5745.00 119.0 PK 149 H 342 79.0 40.0
3 *5745.00 109.3 AV 149 H 342 69.3 40.0
4 #5964.80 57.9 PK 68.2 -10.3 149 H 342 52.6 5.3
5 11490.00 61.2 PK 74.0 -12.8 3.11H 162 42.4 18.8
6 11490.00 48.4 AV 54.0 -5.6 3.11H 162 29.6 18.8
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. ZEES) LEVEL (dII_BILIIQ/I/Tm) MA(\?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5628.80 57.2 PK 68.2 -11.0 1.98 V 235 52.7 4.5
2 *5745.00 119.4 PK 1.98 V 235 79.4 40.0
3 *5745.00 109.1 AV 1.98V 235 69.1 40.0
4 #5925.60 579 PK 68.2 -10.3 1.98V 235 52.6 5.3
5 11490.00 61.3 PK 74.0 -12.7 223V 31 42.5 18.8
6 11490.00 48.4 AV 54.0 -5.6 223V 31 29.6 18.8
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 157 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':SES) LEVEL ( d;m/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5614.40 57.4 PK 68.2 -10.8 1.58 H 328 52.9 4.5
2 *5785.00 119.1 PK 1.58 H 328 78.9 40.2
3 *5785.00 109.2 AV 1.58 H 328 69.0 40.2
4 #5978.40 57.8 PK 68.2 -10.4 1.58 H 328 52.5 5.3
5 11570.00 60.8 PK 74.0 -13.2 3.16 H 165 42.3 18.5
6 11570.00 48.0 AV 54.0 -6.0 3.16 H 165 29.5 18.5
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. ZEES) LEVEL (dII_BILIIQ/I/Tm) MA(\?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5636.00 57.9 PK 68.2 -10.3 1.95V 234 53.4 4.5
2 *5785.00 119.0 PK 195V 235 78.8 40.2
3 *5785.00 109.1 AV 1.95V 235 68.9 40.2
4 #5945.60 57.4 PK 68.2 -10.8 1.95V 234 52.1 5.3
5 11570.00 60.9 PK 74.0 -13.1 231V 306 42.4 18.5
6 11570.00 48.3 AV 54.0 -5.7 231V 306 29.8 18.5
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 165 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':SES) LEVEL ( d;m/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5617.60 56.8 PK 68.2 -11.4 1.47H 334 52.3 4.5
2 *5825.00 118.7 PK 147 H 334 78.3 40.4
3 *5825.00 109.0 AV 147 H 334 68.6 40.4
4 #5934.40 57.7 PK 68.2 -10.5 147 H 334 52.4 5.3
5 11650.00 61.0 PK 74.0 -13.0 3.22H 169 42.5 18.5
6 11650.00 48.2 AV 54.0 -5.8 3.22H 169 29.7 18.5
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. ZEES) LEVEL (dII_BILIIQ/I/Tm) MA(\?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5644.00 56.8 PK 68.2 -11.4 1.92V 235 52.3 4.5
2 *5825.00 119.0 PK 192V 235 78.6 40.4
3 *5825.00 108.9 AV 192V 235 68.5 40.4
4 #5947.20 579 PK 68.2 -10.3 1.92V 235 52.6 5.3
5 11650.00 61.1 PK 74.0 -12.9 233V 318 42.6 18.5
6 11650.00 48.3 AV 54.0 -5.7 233V 318 29.8 18.5
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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802.11ax (HE20)

CHANNEL TX Channel 36 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. T;ES) LEVEL ( d;m/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 70.9 PK 74.0 -3.1 1.45H 322 66.8 4.1
2 5150.00 52.6 AV 54.0 -1.4 1.45H 322 48.5 4.1
3 *5180.00 115.4 PK 1.69H 326 76.1 39.3
4 *5180.00 103.7 AV 1.69H 326 64.4 39.3
5 | #10360.00 59.1 PK 68.2 -9.1 3.09H 149 41.9 17.2
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. Z\jﬁg LEVEL (dII_BILIIQ/I/Tm) M'A(?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 70.3 PK 74.0 -3.7 1.53V 149 66.2 4.1
2 5150.00 50.3 AV 54.0 -3.7 153V 149 46.2 4.1
3 *5180.00 115.0 PK 140V 154 75.7 39.3
4 *5180.00 103.2 AV 140V 154 63.9 39.3
5 | #10360.00 59.0 PK 68.2 -9.2 211V 320 41.8 17.2
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 40 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. T;ES) LEVEL ( dléll':c/Tm) M'??;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 62.4 PK 74.0 -11.6 169 H 329 58.3 4.1
2 5150.00 45.7 AV 54.0 -8.3 1.69H 329 41.6 4.1
3 *5200.00 118.2 PK 1.64 H 325 78.9 39.3
4 *5200.00 106.2 AV 1.64 H 325 66.9 39.3
5 | #10400.00 58.9 PK 68.2 -9.3 3.19H 161 41.5 17.4
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. Z\jﬁg LEVEL (dII_BILIIQ/I/Tm) M'A(?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 61.7 PK 74.0 -12.3 1.70V 165 57.6 4.1
2 5150.00 451 AV 54.0 -8.9 1.70V 165 41.0 4.1
3 *5200.00 118.4 PK 1.68V 161 791 39.3
4 *5200.00 106.1 AV 1.68V 161 66.8 39.3
5 | #10400.00 59.4 PK 68.2 -8.8 203V 316 42.0 17.4
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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BUREAU

CHANNEL TX Channel 48 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. T;ES) LEVEL ( dléll':c/Tm) M'??;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5240.00 118.4 PK 1.67H 322 79.3 39.1
2 *5240.00 106.4 AV 1.67H 322 67.3 39.1
3 5350.00 56.1 PK 74.0 -17.9 1.75H 326 52.0 4.1
4 5350.00 43.6 AV 54.0 -10.4 1.75H 326 39.5 4.1
5 | #10480.00 59.6 PK 68.2 -8.6 3.07H 144 41.6 18.0
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. Z\jﬁg LEVEL (dII_BILIIQ/I/Tm) M'A(?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5240.00 117.2 PK 1.44V 147 78.1 39.1
2 *5240.00 105.4 AV 1.44 V 147 66.3 39.1
3 5350.00 56.0 PK 74.0 -18.0 1.50V 153 51.9 4.1
4 5350.00 43.5 AV 54.0 -10.5 1.50V 153 39.4 4.1
5 | #10480.00 60.2 PK 68.2 -8.0 186V 303 42.2 18.0
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 52 DETECTOR Peak (PK)
FREQUENCY RANGE | 1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. TI\F\/)IES) LEVEL (dléll'JVIVI/Tm) M?ESIN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 56.5 PK 74.0 -17.5 292H 132 52.4 4.1
2 5150.00 43.6 AV 54.0 -10.4 292H 132 39.5 41
3 *5260.00 114.6 PK 2.88H 130 75.6 39.0
4 *5260.00 101.6 AV 2.88H 130 62.6 39.0
5 | #10520.00 60.6 PK 68.2 -7.6 3.25H 152 42.3 18.3
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT3 M
EMISSION ANTENNA TABLE RAW  [CORRECTION
NO. ':SES) LEVEL ( dll_algc/l/Tm) M'?(T;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 56.1 PK 74.0 -17.9 1.72V 153 52.0 4.1
2 5150.00 43.3 AV 54.0 -10.7 1.72V 153 39.2 4.1
3 *5260.00 113.2 PK 1.69V 151 74.2 39.0
4 *5260.00 101.6 AV 1.69V 151 62.6 39.0
5 | #10520.00 61.5 PK 68.2 -6.7 219V 308 43.2 18.3
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5. " *": Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 60 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ZGES) LEVEL ( dléll':c/Tm) M'??;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5300.00 114.2 PK 2.83H 129 75.1 39.1
2 *5300.00 101.2 AV 2.83H 129 62.1 39.1
3 10600.00 61.2 PK 74.0 -12.8 3.31H 159 42.3 18.9
4 10600.00 471 AV 54.0 -6.9 3.31H 159 28.2 18.9
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. Z\jﬁ; LEVEL (dlélx/l/Tm) M'A(\CT;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5300.00 113.2 PK 145V 143 741 39.1
2 *5300.00 101.4 AV 145V 143 62.3 391
3 | 10600.00 61.1 PK 74.0 -12.9 222V 316 42.2 18.9
4 10600.00 48.0 AV 54.0 -6.0 222V 316 291 18.9
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 64 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':SES) LEVEL ( d;m/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5320.00 115.0 PK 253 H 109 75.8 39.2
2 *5320.00 101.8 AV 2.53H 109 62.6 39.2
3 5350.00 66.0 PK 74.0 -8.0 293H 164 61.9 4.1
4 5350.00 47.4 AV 54.0 -6.6 293 H 164 43.3 4.1
5 10640.00 60.7 PK 74.0 -13.3 3.32H 158 42.1 18.6
6 10640.00 471 AV 54.0 -6.9 3.32H 158 28.5 18.6
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. ZEES) LEVEL (dII_BILIIQ/I/Tm) MA(\?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5320.00 113.7 PK 1.35V 158 74.5 39.2
2 *5320.00 101.9 AV 135V 158 62.7 39.2
3 5350.00 64.2 PK 74.0 -9.8 142V 159 60.1 4.1
4 5350.00 43.3 AV 54.0 -10.7 142V 159 39.2 4.1
5 10640.00 60.5 PK 74.0 -13.5 226V 318 41.9 18.6
6 10640.00 47.6 AV 54.0 -6.4 226V 318 29.0 18.6
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.

Report No.: RF191203C03-1

Page No. 41/ 159

Report Format Version:6.1.2




CHANNEL TX Channel 100 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ZEES) LEVEL ( d';gf/l/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5460.00 58.2 PK 74.0 -15.8 1.92H 332 53.7 4.5
2 5460.00 44.0 AV 54.0 -10.0 1.92H 332 39.5 45
3 #5470.00 64.7 PK 68.2 -3.5 1.95H 335 60.2 4.5
4 *5500.00 115.7 PK 1.90H 331 76.0 39.7
5 *5500.00 103.2 AV 1.90H 331 63.5 39.7
6 11000.00 61.3 PK 74.0 -12.7 3.16 H 162 42.0 19.3
7 11000.00 47.6 AV 54.0 -6.4 3.16 H 162 28.3 19.3
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ZEES) LEVEL ( d';gf/l/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5460.00 58.8 PK 74.0 -15.2 197V 214 54.3 4.5
2 5460.00 44.5 AV 54.0 9.5 197V 214 40.0 45
3 #5470.00 66.8 PK 68.2 -1.4 1.99V 216 62.3 4.5
4 *5500.00 115.5 PK 1.99V 235 75.8 39.7
5 *5500.00 102.6 AV 1.99V 235 62.9 39.7
6 11000.00 61.2 PK 74.0 -12.8 257V 336 41.9 19.3
7 11000.00 47.4 AV 54.0 -6.6 257V 336 28.1 19.3
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5. " * " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 116 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ZGES) LEVEL ( dléll':c/Tm) M'??;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5580.00 114.7 PK 1.80H 325 75.0 39.7
2 *5580.00 103.0 AV 1.80H 325 63.3 39.7
3 11160.00 60.8 PK 74.0 -13.2 3.22H 165 42.2 18.6
4 11160.00 47.2 AV 54.0 -6.8 3.22H 165 28.6 18.6
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. Z\jﬁ; LEVEL (dlélx/l/Tm) M'A(\CT;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5580.00 115.7 PK 1.96 V 241 76.0 39.7
2 *5580.00 103.5 AV 1.96 V 241 63.8 39.7
3 11160.00 60.0 PK 74.0 -14.0 263V 335 41.4 18.6
4 11160.00 45.6 AV 54.0 -8.4 263V 335 27.0 18.6
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 140 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. T;ES) LEVEL ( dléll':c/Tm) M'??;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5700.00 111.3 PK 179 H 330 71.5 39.8
2 *5700.00 98.9 AV 1.79H 330 59.1 39.8
3 | #5725.00 67.2 PK 68.2 -1.0 1.81H 332 62.5 4.7
4 11400.00 61.6 PK 74.0 -12.4 3.32H 172 43.1 18.5
5 11400.00 48.0 AV 54.0 -6.0 3.32H 172 29.5 18.5
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. Z\jﬁg LEVEL (dII_BILIIQ/I/Tm) M'A(?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5700.00 111.1 PK 1.94V 239 71.3 39.8
2 *5700.00 98.8 AV 1.94V 239 59.0 39.8
3 | #5725.00 64.7 PK 68.2 -3.5 1.81V 212 60.0 47
4 11400.00 60.5 PK 74.0 -13.5 2.04V 45 42.0 18.5
5 11400.00 49.2 AV 54.0 -4.8 2.04V 45 30.7 18.5
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 144 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':SES) LEVEL ( d;m;rm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5460.00 56.3 PK 74.0 -17.7 1.79 H 329 51.8 45
2 5460.00 43.1 AV 54.0 -10.9 1.79H 329 38.6 4.5
3 #5470.00 56.5 PK 68.2 -11.7 1.81H 330 52.0 4.5
4 *5720.00 115.9 PK 1.77H 327 75.9 40.0
5 *5720.00 103.9 AV 1.77H 327 63.9 40.0
6 #5850.00 57.9 PK 68.2 -10.3 1.83 H 335 52.6 5.3
7 11440.00 61.9 PK 74.0 -12.1 3.33H 176 43.3 18.6
8 11440.00 48.2 AV 54.0 -5.8 3.33H 176 29.6 18.6
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':SES) LEVEL ( d;m;rm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5460.00 56.9 PK 74.0 -17.1 2.07V 241 52.4 4.5
2 5460.00 43.6 AV 54.0 -10.4 207V 241 39.1 4.5
3 #5470.00 56.8 PK 68.2 -11.4 209V 242 52.3 4.5
4 *5720.00 115.2 PK 205V 240 75.2 40.0
5 *5720.00 103.8 AV 205V 240 63.8 40.0
6 #5850.00 57.7 PK 68.2 -10.5 210V 245 52.4 5.3
7 11440.00 61.3 PK 74.0 -12.7 205V 45 42.7 18.6
8 11440.00 49.4 AV 54.0 -4.6 205V 45 30.8 18.6
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5. " *": Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 149 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':SES) LEVEL ( d;m/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5634.40 58.8 PK 68.2 -94 1.68 H 330 54.3 4.5
2 *5745.00 119.5 PK 1.68 H 330 79.5 40.0
3 *5745.00 107.8 AV 1.68 H 330 67.8 40.0
4 #5928.80 58.6 PK 68.2 -9.6 1.68 H 330 53.3 5.3
5 11490.00 60.3 PK 74.0 -13.7 3.13H 165 41.5 18.8
6 11490.00 47.4 AV 54.0 -6.6 3.13H 165 28.6 18.8
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. ZEES) LEVEL (dII_BILIIQ/I/Tm) MA(\?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5634.40 56.9 PK 68.2 -11.3 1.91V 236 52.4 45
2 *5745.00 118.6 PK 1.91V 236 78.6 40.0
3 | *5745.00 107.1 AV 1.91V 236 67.1 40.0
4 #5940.00 57.2 PK 68.2 -11.0 191V 236 51.9 5.3
5 11490.00 61.1 PK 74.0 -12.9 232V 316 42.3 18.8
6 11490.00 48.2 AV 54.0 -5.8 232V 316 294 18.8
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 157 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':SES) LEVEL ( d;m/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5609.60 56.1 PK 68.2 -12.1 1.62H 330 51.6 4.5
2 *5785.00 119.6 PK 1.62 H 330 79.4 40.2
3 *5785.00 107.9 AV 1.62H 330 67.7 40.2
4 #5985.60 57.8 PK 68.2 -10.4 1.62 H 330 52.4 5.4
5 11570.00 60.1 PK 74.0 -13.9 3.22H 171 41.6 18.5
6 11570.00 46.9 AV 54.0 -71 3.22H 171 28.4 18.5
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. ZEES) LEVEL (dII_BILIIQ/I/Tm) MA(\?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5620.00 56.8 PK 68.2 -11.4 196V 233 52.3 4.5
2 *5785.00 119.6 PK 196V 233 79.4 40.2
3 *5785.00 107.4 AV 1.96 V 233 67.2 40.2
4 #5971.20 57.4 PK 68.2 -10.8 1.96 V 233 52.1 5.3
5 11570.00 60.5 PK 74.0 -13.5 236V 319 42.0 18.5
6 11570.00 47.8 AV 54.0 -6.2 236V 319 29.3 18.5
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 165 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':SES) LEVEL ( d;m/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5626.40 56.5 PK 68.2 -11.7 1.58 H 331 52.0 4.5
2 *5825.00 120.0 PK 1.58 H 331 79.6 40.4
3 *5825.00 108.0 AV 1.58 H 331 67.6 40.4
4 #5991.20 57.8 PK 68.2 -10.4 1.58 H 331 52.4 5.4
5 11650.00 61.2 PK 74.0 -12.8 3.26 H 172 42.7 18.5
6 11650.00 47.6 AV 54.0 -6.4 3.26 H 172 29.1 18.5
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. ZEES) LEVEL (dII_BILIIQ/I/Tm) MA(\?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5612.80 56.8 PK 68.2 -11.4 183V 235 52.3 4.5
2 *5825.00 118.7 PK 1.83V 235 78.3 40.4
3 *5825.00 107.4 AV 183V 235 67.0 40.4
4 #5924.80 57.0 PK 68.3 -11.3 1.83V 235 51.7 5.3
5 11650.00 61.5 PK 74.0 -12.5 229V 321 43.0 18.5
6 11650.00 48.3 AV 54.0 -5.7 229V 321 29.8 18.5
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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802.11ax (HE40)
CHANNEL TX Channel 38 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. T;ES) LEVEL ( d;m/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 68.8 PK 74.0 -5.2 1.58 H 326 64.7 4.1
2 5150.00 52.7 AV 54.0 -1.3 1.58 H 326 48.6 4.1
3 *5190.00 111.3 PK 1.78 H 327 72.0 39.3
4 *5190.00 99.5 AV 1.78 H 327 60.2 39.3
5 | #10380.00 58.7 PK 68.2 -9.5 292H 139 41.3 17.4
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. Z\jﬁg LEVEL (dII_BILIIQ/I/Tm) M'A(?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 65.8 PK 74.0 -8.2 1.28V 144 61.7 4.1
2 5150.00 52.2 AV 54.0 -1.8 128V 144 48.1 4.1
3 | *5190.00 111.2 PK 1.69V 164 71.9 39.3
4 *5190.00 99.4 AV 1.69V 164 60.1 39.3
5 | #10380.00 58.9 PK 68.2 -9.3 2.06V 316 41.5 17.4
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 46 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ZEES) LEVEL ( d';gf/l/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 65.1 PK 74.0 -8.9 1.57H 321 61.0 4.1
2 5150.00 48.6 AV 54.0 -5.4 1.57H 321 445 4.1
3 *5230.00 115.0 PK 1.58 H 326 75.9 39.1
4 *5230.00 103.4 AV 1.58 H 326 64.3 39.1
5 5350.00 57.1 PK 74.0 -16.9 1.55H 325 53.0 4.1
6 5350.00 44 1 AV 54.0 -9.9 1.55H 325 40.0 4.1
7 | #10460.00 59.2 PK 68.2 -9.0 3.00H 155 41.4 17.8
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ZEES) LEVEL ( d';gf/l/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 64.3 PK 74.0 9.7 170V 165 60.2 4.1
2 5150.00 48.1 AV 54.0 -5.9 1.70V 165 44.0 4.1
3 *5230.00 115.1 PK 166V 163 76.0 39.1
4 *5230.00 103.4 AV 1.66 V 163 64.3 39.1
5 5350.00 56.7 PK 74.0 -17.3 1.68V 167 52.6 4.1
6 5350.00 44 1 AV 54.0 -9.9 1.68V 167 40.0 4.1
7 | #10460.00 59.0 PK 68.2 -9.2 2.02V 311 41.2 17.8
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5. " * " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 54 DETECTOR Peak (PK)
FREQUENCY RANGE | 1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. TI\F\/)IES) LEVEL (dléll'JVIVI/Tm) M?ESIN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 56.4 PK 74.0 -17.6 1.72H 326 52.3 4.1
2 5150.00 43.3 AV 54.0 -10.7 1.72H 326 39.2 41
3 *5270.00 111.4 PK 1.69 H 324 72.3 39.1
4 *5270.00 98.8 AV 1.69 H 324 59.7 391
5 | #10540.00 60.8 PK 68.2 -7.4 3.32H 159 42.3 18.5
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT3 M
EMISSION ANTENNA TABLE RAW  [CORRECTION
NO. ':SES) LEVEL ( dll_algc/l/Tm) M'?(T;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 55.6 PK 74.0 -18.4 1.70V 161 51.5 4.1
2 5150.00 43.1 AV 54.0 -10.9 1.70V 161 39.0 4.1
3 *5270.00 110.7 PK 1.67V 156 71.6 39.1
4 *5270.00 98.8 AV 1.67V 156 59.7 39.1
5 | #10540.00 61.0 PK 68.2 -7.2 223V 319 42.5 18.5
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5. " *": Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 62 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':SES) LEVEL ( d;m/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5310.00 111.4 PK 192 H 327 72.2 39.2
2 *5310.00 98.8 AV 1.92H 327 59.6 39.2
3 5350.00 69.7 PK 74.0 -4.3 247H 327 65.6 4.1
4 5350.00 52.6 AV 54.0 -1.4 247H 327 48.5 4.1
5 10620.00 61.1 PK 74.0 -12.9 3.29H 163 42.3 18.8
6 10620.00 47.8 AV 54.0 -6.2 3.29H 163 29.0 18.8
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. ZEES) LEVEL (dII_BILIIQ/I/Tm) MA(\?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5310.00 110.2 PK 1.22V 100 71.0 39.2
2 *5310.00 98.2 AV 122V 100 59.0 39.2
3 5350.00 68.7 PK 74.0 -5.3 121V 99 64.6 4.1
4 5350.00 51.9 AV 54.0 -2.1 1.21V 99 47.8 41
5 10620.00 61.1 PK 74.0 -12.9 211V 313 42.3 18.8
6 10620.00 47.8 AV 54.0 -6.2 211V 313 29.0 18.8
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.

Report No.: RF191203C03-1

Page No. 52/ 159

Report Format Version:6.1.2




CHANNEL TX Channel 102 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ZEES) LEVEL ( d';gf/l/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5460.00 63.7 PK 74.0 -10.3 2.03H 329 59.2 4.5
2 5460.00 46.6 AV 54.0 -7.4 2.03H 329 421 4.5
3 #5470.00 66.9 PK 68.2 -1.3 2.05H 330 62.4 4.5
4 *5510.00 111.3 PK 2.06 H 327 71.6 39.7
5 *5510.00 99.7 AV 2.06 H 327 60.0 39.7
6 11020.00 60.3 PK 74.0 -13.7 3.22H 169 41.2 19.1
7 11020.00 47.4 AV 54.0 -6.6 3.22H 169 28.3 19.1
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ZEES) LEVEL ( d';gf/l/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5460.00 61.5 PK 74.0 -12.5 2.00V 208 57.0 4.5
2 5460.00 46.4 AV 54.0 -7.6 2.00V 208 41.9 4.5
3 #5470.00 65.5 PK 68.2 -2.7 1.99V 207 61.0 4.5
4 *5510.00 111.3 PK 2.04V 228 71.6 39.7
5 *5510.00 98.5 AV 2.04V 228 58.8 39.7
6 11020.00 60.6 PK 74.0 -13.4 261V 332 41.5 19.1
7 11020.00 47.3 AV 54.0 -6.7 261V 332 28.2 19.1
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5. " * " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 110 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ZGES) LEVEL ( dléll':c/Tm) M'??;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5550.00 114.0 PK 2.07H 327 74.3 39.7
2 *5550.00 102.0 AV 2.07H 327 62.3 39.7
3 11100.00 60.1 PK 74.0 -13.9 3.26 H 173 41.5 18.6
4 11100.00 47.3 AV 54.0 -6.7 3.26 H 173 28.7 18.6
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. Z\jﬁ; LEVEL (dlélx/l/Tm) M'A(\CT;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5550.00 112.3 PK 201V 232 72.6 39.7
2 *5550.00 100.6 AV 201V 232 60.9 39.7
3 11100.00 60.5 PK 74.0 -13.5 252V 329 41.9 18.6
4 | 11100.00 47.2 AV 54.0 -6.8 252V 329 28.6 18.6
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 134 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. T;ES) LEVEL ( dléll':c/Tm) M'??;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5670.00 114.4 PK 1.80H 326 74.6 39.8
2 *5670.00 101.6 AV 1.80H 326 61.8 39.8
3 #5725.00 66.9 PK 68.2 -1.3 1.63 H 322 62.2 4.7
4 11340.00 60.9 PK 74.0 -13.1 3.22H 165 42.2 18.7
5 11340.00 47.2 AV 54.0 -6.8 3.22H 165 28.5 18.7
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. Z\jﬁg LEVEL (dII_BILIIQ/I/Tm) M'A(?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 *5670.00 112.9 PK 1.94V 238 731 39.8
2 *5670.00 100.4 AV 1.94V 238 60.6 39.8
3 | #5725.00 65.9 PK 68.2 -2.3 1.94V 211 61.2 47
4 11340.00 60.8 PK 74.0 -13.2 251V 326 42.1 18.7
5 11340.00 47.4 AV 54.0 -6.6 251V 326 28.7 18.7
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5."* " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 142 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':SES) LEVEL ( d;m;rm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5460.00 57.0 PK 74.0 -17.0 1.85H 329 52.5 4.5
2 5460.00 44.0 AV 54.0 -10.0 1.85H 329 39.5 4.5
3 #5470.00 57.1 PK 68.2 -11.1 1.86 H 330 52.6 4.5
4 *5710.00 113.8 PK 1.82H 327 73.8 40.0
5 *5710.00 102.3 AV 1.82H 327 62.3 40.0
6 #5850.00 57.9 PK 68.2 -10.3 1.88 H 329 52.6 5.3
7 11420.00 60.7 PK 74.0 -13.3 3.28H 164 42.2 18.5
8 11420.00 47.5 AV 54.0 -6.5 3.28H 164 29.0 18.5
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ':SES) LEVEL ( d;m;rm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5460.00 56.7 PK 74.0 -17.3 218V 240 52.2 45
2 5460.00 43.7 AV 54.0 -10.3 218V 240 39.2 4.5
3 #5470.00 57.2 PK 68.2 -11.0 220V 241 52.7 4.5
4 *5710.00 113.7 PK 216V 238 73.7 40.0
5 *5710.00 101.5 AV 216V 238 61.5 40.0
6 #5850.00 58.8 PK 68.2 -9.4 221V 242 53.5 5.3
7 11420.00 60.9 PK 74.0 -13.1 248V 330 42.4 18.5
8 11420.00 48.0 AV 54.0 -6.0 248V 330 29.5 18.5
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5. " *": Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 151 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ZEES) LEVEL ( d';gf/l/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5645.60 57.8 PK 68.2 -10.4 1.52H 327 53.3 4.5
2 #5650.00 59.6 PK 68.2 -8.6 1.94 H 335 55.2 4.4
3 *5755.00 116.9 PK 1.52H 327 76.9 40.0
4 *5755.00 105.6 AV 1.52H 327 65.6 40.0
5 #5934.40 56.7 PK 68.2 -11.5 1.52H 327 51.4 5.3
6 11510.00 60.9 PK 74.0 -13.1 3.15H 166 42.0 18.9
7 11510.00 47.1 AV 54.0 -6.9 3.15H 166 28.2 18.9
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ZEES) LEVEL ( d';gf/l/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5647.20 58.3 PK 68.2 -9.9 1.89V 236 53.8 4.5
2 #5650.00 61.0 PK 68.2 -7.2 1.80V 216 56.6 4.4
3 *5755.00 116.8 PK 1.89V 236 76.8 40.0
4 *5755.00 104.5 AV 1.89V 236 64.5 40.0
5 #5928.00 57.7 PK 68.2 -10.5 1.89V 236 52.4 5.3
6 11510.00 61.3 PK 74.0 -12.7 223V 309 42.4 18.9
7 11510.00 47.9 AV 54.0 -6.1 223V 309 29.0 18.9
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5. " * " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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CHANNEL TX Channel 159 DETECTOR Peak (PK)
FREQUENCY RANGE |1GHz ~ 40GHz FUNCTION Average (AV)
ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ZEES) LEVEL ( d';gf/l/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5644.80 56.3 PK 68.2 -11.9 1.65H 331 51.8 4.5
2 *5795.00 117.4 PK 1.65H 331 771 40.3
3 *5795.00 105.3 AV 1.65H 331 65.0 40.3
4 #5925.00 59.3 PK 68.2 -8.9 1.90H 333 54.0 5.3
5 #5936.80 58.4 PK 68.2 -9.8 1.65H 331 53.1 5.3
6 11590.00 60.4 PK 74.0 -13.6 3.21H 177 42.0 18.4
7 11590.00 47.0 AV 54.0 -7.0 3.21H 177 28.6 18.4
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW  |CORRECTION
NO. ZEES) LEVEL ( d';gf/l/Tm) M/:‘?;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 #5640.00 58.3 PK 68.2 -9.9 1.58V 239 53.8 4.5
2 *5795.00 116.8 PK 158V 239 76.5 40.3
3 *5795.00 104.1 AV 158V 239 63.8 40.3
4 #5925.00 58.5 PK 68.2 -9.7 187V 239 53.2 5.3
5 #5932.00 58.0 PK 68.2 -10.2 158V 239 52.7 5.3
6 11590.00 60.7 PK 74.0 -13.3 217V 308 42.3 18.4
7 11590.00 48.4 AV 54.0 -5.6 217V 308 30.0 18.4
Remarks:
1. Emission Level(dBuV/m) = Raw Value(dBuV) + Correction Factor(dB/m)
2. Correction Factor(dB/m) = Antenna Factor(dB/m) + Cable Factor(dB) — Pre-Amplifier Factor(dB)
3. The other emission levels were very low against the limit.
4. Margin value = Emission Level — Limit value
5. " * " Fundamental frequency.
6. " #": The radiated frequency is out of the restricted band.
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BUREAU

802.11ax (HE80)

CHANNEL

TX Channel 42

FREQUENCY RANGE |1GHz ~40GHz

DETECTOR
FUNCTION

Peak (PK)
Average (AV)

ANTENNA POLARITY & TEST DISTANCE: HORIZONTAL AT 3 M

EMISSION ANTENNA TABLE RAW CORRECTION
NO. TSES) LEVEL ( dlélx/l;rm) MP(\:BC;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 63.1 PK 74.0 -10.9 1.48 H 14 59.0 4.1
2 5150.00 52.0 AV 54.0 -2.0 1.48H 14 47.9 4.1
3 *5210.00 107.2 PK 1.58 H 327 68.0 39.2
4 *5210.00 95.7 AV 1.58 H 327 56.5 39.2
5 5350.00 51.2PK 74.0 -22.8 1.52 H 332 471 4.1
6 5350.00 40.2 AV 54.0 -13.8 1.52 H 332 36.1 4.1
7 | #10420.00 59.2 PK 68.2 -9.0 3.21H 153 41.6 17.6
ANTENNA POLARITY & TEST DISTANCE: VERTICAL AT 3 M
EMISSION ANTENNA TABLE RAW CORRECTION
NO. ZGES) LEVEL ( dII_lell;rm) M?{T;IN HEIGHT ANGLE VALUE FACTOR
(dBuV/m) (m) (Degree) (dBuV) (dB/m)
1 5150.00 63.5 PK 74.0 -10.5 145V 156 59.4 4.1
2 5150.00 