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1 Scope
1.1 ReferenceDocuments

T202026HDS Bridge Hardware Design Specificalionument Re10000115234 Issue 60, 02-Mar-2011

1.2 Abbreviations

ADC Analogue toDigital Convetrter

BS Sensium BaseSation

CE Conformité Européenne¢ conformance marking

CRC CyclicRedundancyCheck

ECG Hectrocardiogram

FAE Held ApplicationEngineer

FCC FederalCommunicationgCommissiong USStandard gency

FMEA Failure Mode andHfect Analysis

GPIO GeneralPurposelnput Output

GUI GraphicalUserInterface

HDS Hardware DesignSpecification
IDC InsulationDisplacemeniConnector
IFU InstructionsFor Users

ISM Industrial Sientific andMedical
ISP In SystemProgramming

ITU International TelecommunicationdJnion
ITUT ITU¢ Telecommunications

MAC Media Accesontroller

MFAP ManufacturingPlan

Mil Medialndependentinterface,
MTBF MeanTime BetweenFailures

NSP Network ServiceProtocol

NVRAM | Non-Volatile RandomAccessVMemory

OTA Over The Air

PCB Printed Arcuit Board

PoE Power over Bhernet

PSU Power Supply Unit

QUG QuickUserGuide

RF Radio Frequency

RFM Radio FrequencyModule

RX Receiver

SAW QurfaceAcousticWave (Filter)

SDB Snsa DevelopmentBoard

SDRAM | SynchronousDynamicRandomAccessMemory
SPI SystemPacketinterface

TBC To Be Gonfirmed

TDK Telran DevelopmentKit

TX Transmitter

uml UniversalMeteringInterface

USART | UniversalSynchronousAsynchronoudReceiverTransmiter
USB UniversalSerial Bus

UTS Unit Test Soecification

WiFi Brand name for IEEE 802.11b Direct Sequence
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2 Designoverview

2.1 Description

TheToumaz Bridgeomprise of:

1 Bridge PCB assembly, TZ202021
1 Two Bases station daughtboards, TZ202025
1 Systemifmware.

1
There will bewo versions of theToumaz Bridge operating &F frequency bandd 868and 915MHz.

2.2 The top levelAccessories

Power Over Ethernet, IEEE 802.3af compatible, Injector is required to supply power to the bridge and provide a
connection to an Ethernet system. This device is not supplied by Toumaizmit&dl

2.3 User Manual Requirements

Oneuser manualssrequired for theToumaz Bridgethese are:

1. Toumaz Bridgé & S NJ DrozmBzBNdgdZ2@0-L C! YPE &é&é¢ s ¢ KSNBmberaddda | Yl &
yy the minor version.

The purpose of th&oumaz Bridg&ser Guides to give the User of thBridgemore in depth details of the
operation andnstallationof the Toumaz Bridge
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3 Design Specification

3.1 Toumaz BridgeTZ2@021

TheToumaz BridgerZ2@021hardware design comprises of the following files:
Schematic: TZ2@021 SCHISS y.dsn
PCB Assembly: TZ2@021 AY IS _y.zip
PCB layout: TZ2@021 PCBISS y.brd

PCB FabricationTZ2@021 ODBIS&_yitgz
TZ2@021 PCBISS y.zip

where x y are themajor and minor version numbers.

3.1.1 Functional Specification

TheBridge idesigned to

A block diagranof the Bridgeis shown irFigurel anda physical layoudf the PCB assembily Figure2. The
functionality of the Bridge will be described in the following subsectiorglfland the external hardware
connections in sectioB.2
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Figure2. BridgePhysical View

3.1.1.1 Processor and Memory
The processor used in the Bridge is a NS9210 ARM9 177 BGA oleatied at U1.

Two memories devices are installed on the Bridge PCB, a 256 Mbit SDRAM, expandable to 512 M bits, and a
32Mbit Flash EEPROM, expandable to 64 M bits. All control signals for the memories are generated by the
processor, Ulthese include clpi select, output enables and write enables

3.1.1.2 Power Supp} Functiors.

Power enters the bridge via the Rj45 Ethernet cortaeand is regulated by U26, Si3402, to create a 3.3V power
line, 3V3. This is filtered by L3 and L4 to form the Processor supply @po8¥§uP This voltage is also used to
supply directly I12C peripherals and indirectly other sections of the Bridge PCB.

U1,Processor Core Voltage b¥8is provided byregulatorU20 from 3V3uP voltage.

WiFi subsystem, U6 WM500ABG takes its 3.3V pd3¥8, Piper from 3V3uP via L21. U6 also uses a 1V8 Piper
voltage created by regulator U24, TLV70218, from the 3V3uP power.

The WiFi Transport Layer device, U9 Airoha AL7230, takes a 2.8V core supply from the 3V3uP via regulator U17,
TPS79928nd a Power Aplifier Supply, 3V3_PA from 3V3uP via.L19

Both U6 and U9 use a 20MHz Oscillator that requires powering from a 2.8V source. The Bridge creates a 2vV8 OSC
from the 3V3uP signal using U19, TPS79928.

TZ2@021-HDD Issue 104-Apr-2012 Page8 of 21
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3.1.1.3 Power Supervision an®eset Function.

U37,PCF1252Tprodn RS& | G ¢KNBaK2f R RSGSOG2NI FyR NBaSilié TFT2NJ G°F
3V3uP voltage. Reset and save times are set by C267 and are 1.1ms and 0.11ms respectively.

As3V3uPrises past VTRIP 0f3.05 V (typicapegativereset pulse ofl.1ms is generatedt RESET. VTRSR
precise factoryprogrammedtrip point.

ThePOWER_GOOD_3VaRiOVERVOLTAGE_3V3ighals are used to drive the green part of the POWER
GOOD LEDs D7 and D10, depending upon which device is fitted, in accordartbe fatlowing table.

POWER_GOOD_3V3y OVERVOLTAGE_3V3i LED D7/D10 (Green section)

(U37 /POWF) (U37 COMOUT)

Output Lowg Power Output Low OFF
Failure or Not yet fully

Powered

Output Lowg Power Output Highg Over OFF
Failure or Not yet fully | Voltage
Powered
Output Highc Power Output Low ON¢ Normal Operating State
established and Good
Output Highc Power Output Highg Over OFF
established and Good | Voltage

No other use is made of ttrROWER_GOOD_3V3ail OVERVOLTAGE_3V3ignals.

3.1.1.4 Configuration Reistors.

The Bridge Motherboard is configured via a numbetesistorsas described below.
Board Identification

CPU Address line | A17 Al16 Al5 Al4 Al13 Al2 All A10 A9
Board\ Fit Resistor| R28 R29 R30 R31 R32 R33 R34 R35 R36
Dev. Board ISS 1.0
TZ202021 1SS 2.0
TZ202021 1SS 3.0
Bridge 2.0 Proto 1
Bridge 2.0 Proto

SN =l=][=]
SN =l=][=]
Rlk|lo|lo|o
Rlk|lo|lo|o
Rir|lo|lo|o
Rir|lo|lo|o
===
o|lr|r|lo|kr
Ro|lolk|k

The highlighted line in the above table indicates the current release of Bridge Mother Board.

PLL RefenceClok
The PLL reference Clock is set by Resistors R19, R21 to R24. Only R19 is fitted giving a CPU clock of 64MHz.

PLL OutpuDivide
The PLL divider is set by resistors R25 and R26. Neither are fitted giving an OD = 0.

PLL Bypass
The PLL Bypassriot selected by not installing R27.

Boot from Flash
R20 is installed so that the Bridge Motherboard can be booted from flash.

TZ2@021-HDD Issue 104-Apr-2012 Paged of 21
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SystenMode
Resistors R2, R3 and R4 set the processor mode of operation. All of these resistors are installed to therthe sy

mode is set to normal operation with ARM debug enabled.

3.1.1.5 12C Functions.

Temperature Sensor, U25, LM73, 12C address 0x90 (Write) 0x91 (Read) functions to measure Bridge PCB
temperature.

16 Bit 12C Port, U3 CAT9555Y], 12C address 0x40 (Write) Ox4)Lf(Retidns:

o
~—
z
©

Function Comment
UP RESET BS1 N
UP RESET BS2 N
SRVR OK

SRVR BAD

LINK OK

LINK BAD

BS1 GPIO3

BS2 GPIO3

BS1 BOARD DET
BS1 BOARD DET
BS OK

BS BAD

BS1 FREQ ID
BS2 FREQ ID

NC

NC

OO |N|O|O|~(W[N|F|O

e =
[N

[EnN
N

=
w

[ERN
N

=
(6]

8 bit ADC, U16, ADC081cOZ address OxA2 (Write) Oxa3 (Read). This device is used to measure the voltage
level, TX_PWR set by the WiFi transceiver, U9 AL7320

3.1.1.6 BasestationSPI Functionand Serial Debug Port

Base Stations 1 and 2 are contrdiigia separate SPI bussasdare connected via J3 and kkpectively. The SPI
signals for base station 1 are configured by resistors R123, R124, R131 and R13. The SPI signals for base station 2
configured by resistors R125, R126, R133 and R134.

The Seal Debug port, J12 shard®e serial receiveignal with the Base station SRitainput signals
BS1_SPI_MISO and BS2_SPI_MISO. Serial data input from J12 is only used during debug / manufacturing test
mode of the Bridge

3.1.1.7 Ethernet Function.

The Ethernet funtionality is provide by the processor U1 with the physical conne¢tidhe Ethernetprovided
by U21, ICS1893CKiItrBnsformer T1 and RJ45 connector, Jie processor communicates all data arBHy
commands to and from U21 via a Media Independengtfatce, Mll bus

3.1.1.8 WiFi Functiorand Transport Layer

The WiFi Functionality of the Bridge is builband U6 the WM500ABG Piper Chip whilst Wi Transceivepf
the Bridge is built around U9, the Airhoa AL7320 chidetailed block diagram for the Wikil&system is shown
in Figure3.

The balanced transmitter outputs from the WiFi Transceiver, U9, pass through 2.4GHz and 5.4GHz Baluns (U7
and U12 respectively) befofeequency domain multiplexing idiplexer, U8. The transmittesignal then passes
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to a Diversity Switch, U10, and thence to one of two antenna circuits. The WiFi Controller Chip U6 selects which
of the antennas to use for transmit and receive after passing through an antenna matching circuit. Included in
each antena matching circuit is a eaxial switch that can be used to measure the transmitted power of the WiFi
system. The switch can also be used to attach an external antenna.

Transmission power is controlled by WiFi Transceiver, U9 and is measured durirggioalily an 8 bit ADC,
U16 , see sectioB.1.1.5 The results are recorded to memory for use when altering the transmit power during
normal operations.

The received WiFi signal enters via the antennas and the Diversity SWit0tThe signals arffequency domain
de-multiplexedin diplexer, U14 and pass to the WiFi Transceiver, U9 via signal matching circuits.

WiFi
WM-500AGB )
U9 Antenna Selection Control

A

Y

WLAN Transciever
AL7230

5.4GHz 2.4GHz ue 5.4GHz 2.4GHz
Receiver Receiver Transmitter Transmitter
A A

5.4GHz Matching 2.4GHz Matching 5.4 GHz Balun 2.4GHz Balun
Circuit Circuit u12 u7
Diplexer Diplexer
u14 us

Tﬁ%

Broadband Diversity Switch
u1o0

-
hd

A 4

A y
Matching Matching

Circuit Circuit

Figure3. Detailed WiFSubsystenBlock Diagram.
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3.2 ExternalHardware Connections

3.2.1.1 1 External Connector

connected freedom

Pin No.

Function

3V3uP

TDI

TRST_N

TCK

TMS

TDO

RTCK

SRST N

OO |INO|O|BWIN|F-

Not Connected

=Y
o

GND

3.2.1.2 I Basestation #1 (Daughter Boar@onnector

Pin No Function Pin No. Function
1 GND 2 GND
3 BS # Board Detect 4 BS #1 SPI MOSI
5 BS #1 Radio Debug TX 6 BS #1 SCS
7 BS #1 SPI MOSI 8 BS #1 GPIO0
9 BS#1 GPIO3 10 GND
11 BS#1 SPI CLK 12 BS #1 GPI0O1
13 BS#1 Application Debug T| 14 RESET BS #1 N
15 BS #1 EECS 16 BS #1 FREQ ID
17 GND 18 3Vv3
19 CLK 3KHz Out 20 3Vv3
21 GND 22 GND

3.2.1.3 M Basestation #2 (Daughter Boar@pnnector
Pin No Function Pin No. Function
1 GND 2 GND
3 BS #2 Board Detect 4 BS #2 SPI MOSI
5 BS #2 Radio Debug TX 6 BS #2 SCS
7 BS #2 SPI MOSI 8 BS #2 GPIO0
9 BS#2 GPIO3 10 GND
11 BS#2 SPI CLK 12 BS #2 GPI0O1
13 BS#2 Application Debug T| 14 RESET BS #2 N
15 BS #2 EECS 16 BS2 FREQ ID
17 GND 18 3Vv3
19 CLK 32KHz Out 20 3V3
21 GND 22 GND

Vtoumaz
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3.2.1.4 B External Connector

Pin No. Function
1 GND Test Point

3.2.1.5 X0 External Connector

Pin No. Function
1 GND Test Point

3.2.1.6 J0 External Connector

Pin No. Function

GND

Not Connected

Not Connected

Base Station #1 RadizebugTX
Base Station #1 Application Deblg
Not Connected

OO W|IN|(F

3.2.1.7 X1 External Connector

Pin No. Function

GND

Not Connected

Not Connected

Base Station #2 Radio Debug TX
Base Station #2 Application Debug T
Not Connected

OO |IW|INF

3.2.1.8 X2 External Connector

Pin No. Function
1 GND
2 Not Connected
3 Not Connected
4 Debug UART SPI RX
5 Debug UART TX
6 Not Connected

3.2.1.9 J3ExternalPowerConnector

Pin No. Function
1 3v3
2 GND

Not normally fitted.
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3.2.1.10 N4 PoE RJ4Ehernet Connector

Pin No. Function
TX+

T*

RX+

®(Nloja| b~ w|N|-
+
<

‘Eﬂi’

Figure4. PoE Ethernet Carector View showing pin layout.

3.2.1.11 J5Exansion RJ4&onnector

Pin No. Function
Not Connected
Not Connected
Not Connected
Not Connected
Not Connected
Not Connected
Not Connected
Not Connected

OIN[OO|BWIN|F-

J15 is not fitted to the PCB assembly.
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3.2.2 W2 AT¢R Points

The following table contains a list of through hole test points to which wires, or other items may be attaithed
of the signals shown in the following table are those attached to the test point. Where a signal name is not
available he name of the nearest device pin is used together with the name of its function if on the schematic
diagram.

Test Point Signal Installation State
TP1 RESET_N_uP Not fitted
TP2 2V8 REG Not fitted
TP3 3V3 PA Not fitted
TP4 ACT_N Not fitted
TPS 3V3Up Not fitted
TP6 2v8_0OSC Not fitted
TP7 1V8 PIPER_REG Not fitted
TPS GND Not fitted
TP9 ANT_SEL_N Not fitted
TP10 ANT_SEL Not fitted
TP11 TX_PWR Not fitted
TP12 1v8 Not fitted
TP13 Al Not fitted
TP14 A2 Not fitted
TP15 D16 Not fitted
TP16 D24 Not fitted
TP17 A10/AP Not fitted
TP28 3V3 from J13 Not fitted
TP29 GND from J13 Not fitted
TP30 ETHERNET_RESET_N Not fitted

3.2.3 Probe Test Points

The following table contains a list of surface mount PCB shape test points to which may be probed by
oscilloscop, or other measuring devices. All of the Probe Test Points can be found on the bottom layer of the
TZ202021 PCB asseml#lil.of the signals shown in the following table are those attached to the test point
Where a signal name is not availatihe name d the nearest device piis used together with the name of its
function if on the schematic diagram

Test Signal Test Signal Test Signal
Point Point Point

N23 BS1_RADIO_DBG_TX| N132 U194NR N208 3V3uP
N24 BS2_RADIO_DBG_TX] N133 U1l7.4 NR N209 VGA4
N46 BS_EECS N134 3V3_PA N210 VGA3
N47 MII_CRS N135 1v8 PIPER_REG N211 VGA2
N49 U26.18 SWO N140 BS_BAD N212 VGAl
N67 SYS_MODE_2 N141 1V8uP N213 VGAO
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Test Signal Test Signal Test Signal
Point Point Point
N68 SYS _MODE_1 N142 BS OK N214 TX_ON
N69 SYS_MODE_0 N145 LINK_BAD N215 RXHP
N70 12C_SCL/GPIO_A0 N146 LINK_® N216 LNA1
N71 12C_SDA N147 SRVR_BAD N217 LNAO
N72 PIPER_RESET_N N148 SRVR_OK N218 ANT_SEL_N
N73 BS2_GPIO3 N149 u38.4 N219 ANT_SEL
N74 UP_BS2_TXD N150 POWER_GOOD_3V3y N220 PA2G_ON
N75 UP_BS2_RXD N151 LINK_BAD N221 RX_ON
(Top Mount)
N76 UP_BS1_RXD N152 LINK_OK N222 PA5G_ON
(Top Mount)
N77 INT_IOEXP N153 SRVR_BAD N223 POWER_GOOD_3V3u
(Top Mount) (Top Mount)
N78 BS2_SCS N154 SRVR_OK N224 U9.41 RBIAS
(Top Mount)
N79 BS1 EECS N155 uU38.4 N225 U9.36 CP
N80 UP_BS1 TXD N156 FACTORY_DEFAULT{ N226 2Vv8
(SW1.1 & @¥/1.4)
N81 BS1 _GPIO3 N157 BS1_SPI_CLK N227 VCC_PLL
N82 BS1_SCS N158 BS1 SPI_MOSI N228 U9.21 VCCMOD
N83 PIPER_INT_N N159 BS1_SPI_MISO N229 U9.39 DECCAP
N84 DBG_UART_SPI_RXDQ N160 BS1_GPIOO N230 2V8 REG
N85 BS_SPI_CLK N161 BS1_GPIO1 N231 2v8 0OSC
N86 FACTORY_DEFAULTY{ N162 RESET _BS1_N N232 3V3_Piper
N87 BS_SPI_TXD N163 BS_BAD N233 1vs8
N88 DBG_UART_TXD N164 BS2_SPI_CLK N234 U20.4 PG
N89 BS1_FREQ_ID N165 BS2_SPI_MOSI N235 U20.2 FC
N90 U37.3 COMIN N166 B2S_SPI_MISO N236 MII_RXDO
N9l U37.1CT N167 u38.4 N237 MII_RXD1
(Top Mount)
N92 OVERVOLTAGE_3V3{ N168 BS2_GPIOO N238 MIl_RXD2
N93 POWER_GOOD_3V3y N169 BS2_GPIO1 N239 MII_RXD3
N94 U37.6 RESET N170 RESET _BS2_N N240 MII_TXDO
N95 ETHERNET_RESET_N N171 BS1_APP_DBG_TX N241 MIl_TXD1
N96 RESET_NPu N172 BS2_APP_DBG_TX | N242 MII_TXD2
N97 UP_RESET_BS1 N N173 CLK_32KHZ_OuUT N243 MIl_TXD3
N98 UP_RESET_BS2_ N N174 CT1 N244 MII_RXER
N99 LINK_OK N175 CT2 N245 MIl_RXDV
N100 X2_SYS _0OSC N176 SP1 N246 MIl_RXCLK
N101 BS1 BOARD _DET N177 SP2 N247 MII_TXCKL
N102 BS2 BOARD_DET N178 U26.8 RCL N248 ETH_ACT_N
N103 RTCK N179 U26.9 & U26.21 VNEG| N249 U21.51 P1CL
N104 TCK N180 U26.15 VSSA N250 ETH_LINK_N
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Test Signal Test Signal Test Signal
Point Point Point
N105 TRST_N N181 U26.17 & U26.19 VSS| N251 U21.54 P3TD
N106 TMS N182 POE_IN N252 U21.56 P4RD
N107 TDO N183 3v3from J13 after N253 U21.12 19TCSR
R201
N108 TDI N184 GNDfrom J13 after N254 U21.13 100TCSR
R202
N109 BS2_FREQ_ID N185 L31 FB1 Junction N255 U21.2 AMDIX_EN
N110 SRVR_OK N186 U26.3 VDD N256 U21 vDD
N111 SRVR_BAD N187 U26.1 EROUT N258 SP2
N112 LINK_BAD N188 C270, R195 & C269 | N259 SP1
junction
N113 BS OK N189 U26.2 SSFT N260 CT1
(RC network)
N114 NS_TA_STRB N190 MII_COL N261 CT2
(RC network)
N115 Flash reset / Temporar] N191 SP_GPIO N262 U26.4 ISOSSFT
Unprotect
N116 PIPER_SPI_CLK N192 MII_TXEN N263 RST_N
N117 PIPER_SPI_DATA N193 MII_TXD3 N266 TX_PWR
N118 PIPER_SPI_EN_N N194 MII_TXD2 N267 TP_AP
N119 PIPER_20MHZ N195 MII_TXD1 N268 TP_AN
N120 | ADC10 33 VDD N196 MII_TXDO N269 | TP_BP
N121 ADC10_VDD_33 N197 MII_TXCKL N270 TP_BN
N122 ADC10_18 VDD N198 MI_RXER N271 TXP
N123 DAC10_33_VDD N199 MIl_RXDV N272 TXN
N124 DAC10_18 VvDD N200 MIl_RXD3 N273 RXP
N125 ADC8 VDD N201 MIl_RXD2 N275 RXN
N126 PLL_VDD N202 MIl_RXD1 N276 SW1.3 and SW1.2
N127 VCMDA N203 MII_RXDO N277 3Vv3 from J13
N128 VBGDA N204 MIl_RXCK N278 GNDfrom J13
N129 VCMAD N205 MIl_MDC N279 VIN8
N130 VBGAD N206 MIl_MDIO N300 TP_AP TP_AN centre
point
N131 U9.51 GC6 N207 U1.L15 SYS_PLL_DVI[] N301 TP_BP TP_BN centre
point

3.2.4  Operating Environment
Temperature +0°C to +70C
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3.25 Switches and Usdnterface
Switch, SW1ijs included in the design to reset the Toumaz Bridde O1 (2 WCIF QG 2NE 5S¥F1 dzf 0 {

Switches SW2 and S\W&e present to enable WiFi calibration by attaching an SMA conversion adapter. These
switches may also be used to fit axternal antenna to the Bridge and isolate its own antennas.

No other user interfaces are provided.

3.2.6  Visual Indicators
The following_.EDsre usedo indicate the state of th&ridge

1 D3, bicolour Base Station Status LED (Not normally fitted)

9 D5, bicolour Link Status LED (Not normally fitted),

1 D8, bicolour Link Status LED (Top Mount),

9 D6, bicolour Server Status LED (Not normally fitted),

9 D9, bicolour Server Status LED (Top Mount),

9 D7, bicolour Power Good and Server OK LED (Not normally fitted),
9 D10, bicolour Power Good and Server OK LED (Top Mount).

3.2.7 Power Management
Power for the Bridge is taken from thBower Over Ethern€ronnector J24, see secti@2.1.10for pinout.

A regulator is to be used to down convéne 3V3 from the FTDI FT223RQ USB interface chip to 1.2V to supply
the TZ1053 RF chip.

3.2.8  Operating Environment
Temperature +0°C to +70C

3.2.9 Hardware Enclosure

Apurpose designed, wall mountablenclosire has been desigfor the Toumaz Bridge PCB assemblitails of
thisenclosureard y R2 OdzYSy i XXoo

3.2.10 Size and Weight
The overall sizef the BridgePCHs: 61.47 x18.67 mm

Weightof Bridge Mother Board PCB assemiblgpproximately61.25 .35 gms.
Weight of Bridge Daughter board P&&embly is appraxately:3.6 £ 0.1gms

Combine Weight of Bridge Mother Board and Bridge Daughter board PCB assemblies without the enclosure
assembly is approximatel\684 + 0.5 gms

Weight of Bridge enclosur@pproximately:160.3 8.1 gms.
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3.2.11 Enclosure Markings
9 PCB wilhave:

(0]
(0]
(0]
(0]

Lead Free Marker.

UL marking for PCB mater@ab.UL 94W0.
TZ2@021 plus issue level.

An identifier for each layer making up the PCB.

1 Enclosureassembly will have:

(o]

(0]
(0]
(0]

A Unique Serial Number.

The Telran Chip ID.

CE marking on Europea®68 MHzdevices.
FCC marking on the 915 MHz version.

3.3 Test and Verification

al ydzf OGdzNAy3 YR RSaA3day @GSNR T ATA2@021-BTSISS 10aTésh Rfagedire\ B

Pl
w
Q)X

Issue 1.007-?-2012¢ &

3.4 BridgeStorage andPackaging

TheToumaz Bridge and accessarigll be enclosed in a rigid container that can be used for storage and

shipping.

The Packaging to be marked with:

9 ContentsProduct Label

9 Frequency of Use

1 A barcode to identify th&oumaz Bridge
1 Vendor specific labels

TZ2@021-HDD Issue 104-Apr-2012 Pagel9of 21

Ti.taum a7 This copy printed 088.Jun12



TZ202024HDD
Bridge Hardware Design connected freedom

3.5 Toumaz Bridgé&quipment Hazals

3.5.1 Personal Hazards
No personal hazards nave beédentified.

3.5.2  Equipment Hazards

Static sensitive components are used on tdoenponents of theToumaz Bridg®CBAand therefore handling of
this unit shall be in accordance wiES[Handling Procedures.

Ao

E® Symbol

An FMEA (Failure Mode and Effects Analysis) should be carried out to determine the effects of failures of the
modules within theToumaz Bridgand subsequent consequences.

3.6 Device Lifetime and Shelf Life

3.7 Manufacturability

The components of th&oumaz Bridge have beatesigned for manufacture. The design sisaulti-sourced
components where practicable to ensure that shortages etc. do not have an impact on manufacture.

3.8 Reliability

To ensure that the RFM in particular is reliable over time an MigBFefshould be calculated according to MIL
HDBK217F or similar standards. Note the operating conditions offitbemaz Bridgg A £ t 06S WDNER dzy R
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4 Regulatory compliance standards

4.1 Mandatory
FCC Part 15 C

4.2 Design Aims
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