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EXHIBIT 1. INTRODUCTION

1.1. SCOPE

Reference: FCC Parts 2, 22, 74,and 90 (Subpart 1)

Title: Code of Federal Regulations (CFR), Title 47 Telecommunication — Parts 2, 22,
and 90 (Subpart I)

Purpose of Test: To obtain FCC Certification Authorization for Radio operating in the Frequency Band
400-406 & 406.1-470 MHz (25 kHz, 12.5 kHz Channel Spacing).

Test Procedures: Both conducted and radiated emissions measurements were conducted in
accordance with TIA/EIA Standard TIA/EIA-603-E — Land Mobile FM or PM
Communications Equipment Measurement and performance Standards.

1.2. REVISION HISTORY

Document Issue Date Description

18ICOMA485_FCC90 June 26, 2018 Original Report

1.3. RELATED SUBMITTAL(S)/GRANT(S)
None

1.4. NORMATIVE REFERENCES

Publication Year Title

FCC CFR Parts | 2017 Code of Federal Regulations — Telecommunication

0-19, 80-End

ANSI C63.4 2014 American National Standard for Methods of Measurement of Radio-Noise
Emissions from Low-Voltage Electrical and Electronic Equipment in the
Range of 9 kHz to 40 GHz

ANSI/TIA-603-E | 2016 Land Mobile FM or PM Communications Equipment Measurement and
Performance Standards

ANSI C63.26 2015 American National Standard for Compliance Testing of Transmitters used in
Licensed Radio Services

CISPR 22 2008-09 Ed 6 | Information Technology Equipment - Radio Disturbance Characteristics -
Limits and Methods of Measurement

CISPR 16-1-1 2006 Specification for radio disturbance and immunity measuring apparatus and

+Al 2006 methods. Part 1-1: Measuring Apparatus

+A2 2007

CISPR 16-1-2 2003 Specification for radio disturbance and immunity measuring apparatus and

+Al 2004 methods.

+A2 2006 Part 1-2: Conducted disturbances
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EXHIBIT 2. PERFORMANCE ASSESSMENT

2.1. CLIENT INFORMATION

APPLICANT
Name: Icom Incorporated
Address: 1-1-32, Kamiminami

Hirano-ku, Osaka
Japan, 547-0003

Contact Person: Mr. Atsushi Tomiyama

Phone #: +81 6 6793 5302
Fax #: +81 6 6793 0013
Email Address: world_support@icom.co.jp

MANUFACTURER
Name: Icom Incorporated
Address: 1-1-32, Kamiminami

Hirano-ku, Osaka
Japan, 547-0003

Contact Person: Mr. Atsushi Tomiyama

Phone #: +81 6 6793 5302
Fax #: +81 6 6793 0013
Email Address: world_support@icom.co.jp

2.2. EQUIPMENT UNDER TEST (EUT) INFORMATION
The applicant has supplied the following information (with the exception of the Date of Receipt).

Brand Name:

ICOM Incorporated

Product Name:

UHF P25 Transceiver

Model Name or Number:

IC-F7040T

Serial Number:

00000309

Type of Equipment:

Licensed Non-Broadcast Station Transmitter

Power Supply Requirement:

7.5 VDC nominal

Transmitting/Receiving Antenna Type:

Non-integral

Primary User Functions of EUT:

2-Way Wireless Voice & Data Communication

ULTRATECH GROUP OF LABS
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4
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2.3. EUT'S TECHNICAL SPECIFICATIONS

TRANSMITTER

Equipment Type: Portable

Intended Operating Environment: Restricted to Occupational Use only

Power Supply Requirement: 7.5 VDC Nominal

RF Output Power Rating: 3 Watts(High) / 1 Watts (Low)

Operating Frequency Range: 769-775 MHz, 799-805 MHz & 806-824 MHz and 851-869 MHz

RF Output Impedance: 50 Q

Channel Spacing: 25 kHz, 20 kHz, 12.5 kHz

Occupied Bandwidth (99%): 15.82 kHz (25 kHz Analog) F3E
10.385 kHz (20 kHz Analog) F3E
5.689 kHz (12.5 kHz Analog) F3E
7.93 kHz (12.5 kHz Digital) F1D/F1E

8.09 kHz (12.5 kHz Digital) FIW

Emission Designation*: Analog: 16KOF3E**, 14KOF3E, 11KOF3E,

Digital: 8K10F1E, 8K10F1D, 8K10F1W

* For an average case of commercial telephony, the Necessary Bandwidth is calculated as follows:
For FM Voice Modulation:

Channel Spacing = 25 KHz, D =5 KHz max, K=1, M = 3 KHz

B, = 2M + 2DK = 2(3) + 2(5)(1) = 16 KHz

Emission designation: 16KOF3E

Channel Spacing = 20 KHz, D = 4 KHz max, K=1, M = 3 KHz
B, = 2M + 2DK = 2(3) + 2(4)(1) = 14 KHz
Emission designation: 14K0F3E

Channel Spacing = 12.5 KHz, D = 2.5 KHz max, K=1, M = 3 KHz

B, = 2M + 2DK = 2(3) + 2(2.5)(1) = 11 KHz

Emission designation: 11KOF3E

**Note: The emission designation 16KOF3E with 25 KHz Channel bandwidth is only applied to the device
operated in FCC Rules Part 22, 74 & 80 frequencies. The operation of 16KOF3E emission will be disabled in the
firmware by the manufacturer for device that operates in FCC Rules Part 90 frequencies (Private Land Mobile)
as declared by the applicant.

2.4. LIST OF EUT'S PORTS

Port , I Number of . .
Number EUT’s Port Description Identical Ports Connector Type Terminated with
1 Speaker-Microphone 1 ICOM Multi-connector Speaker-Microphone
Connector Jack
2 Antenna Connector 1 Special type 50 Ohm Load/Antenna
3. USB 1 Micro USB connector Micro USB Cable

ULTRATECH GROUP OF LABS
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4
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2.5.  ANCILLARY EQUIPMENT

The EUT was tested while connected to the following representative configuration of ancillary equipment
necessary to exercise the ports during tests:

Ancillary Equipment # 1

Description: Speaker Microphone
Brand name: ICOM
Model Name or Number: HM-222

Connected to EUT’s Port:

Speaker-Microphone Connector

ULTRATECH GROUP OF LABS

3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4
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EXHIBIT 3. EUT OPERATING CONDITIONS AND CONFIGURATIONS
DURING TESTS

3.1. CLIMATE TEST CONDITIONS
The climate conditions of the test environment are as follows:

Temperature: 21°C - 24°C
Humidity: 45% to 58%
Pressure: 102 kPa

Power Input Source: 7.5 VDC Nominal

3.2. OPERATIONAL TEST CONDITIONS & ARRANGEMENT FOR TEST SIGNALS

Operating Modes: The transmitter was operated in a continuous transmission mode with the
carrier modulated as specified in the Test Data.

Special Test Software: N/A

Special Hardware Used: N/A

Transmitter Test Antenna: The EUT is tested with the antenna port terminated to a 50 Ohm RF Load.

Transmitter Test Signals

Frequency Band(s): 769-775 MHz, 799-805 MHz & 806-824 MHz and
851-869 MHz

Test Frequencies: 769.1 MHz, 774.9 MHz, 799.1 MHz, 804.9 MHz,

(Near lowest, near middle & near highest frequencies in the | 806.1 MHz, 808.9 MHz, 815.1 MHz, 823.9 MHz,

frequency range of operation of applicable band) 851.1 MHz,853.9 MHz, 860.1 MHz, 868.9 MHz

Transmitter Wanted Output Test Signals:

Transmitter Power (measured maximum output power): 3.10 W High

Normal Test Modulation: FM Voice/Digital

Modulating signal source: External
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EXHIBIT 4. SUMMARY OF TEST RESULTS

41. LOCATION OF TESTS

All of the measurements described in this report were performed at Ultratech Group of Labs located in the city of
Oakville, Province of Ontario, Canada.

Radiated Emissions were performed at the Ultratech's 3-10 TDK Semi-Anechoic Chamber situated in the Town of
Oakville, province of Ontario. This test site been calibrated in accordance with ANSI C63.4, and found to be in
compliance with the requirements of Sec. 2.948 of the FCC Rules. The descriptions and site measurement data of
the Oakville 3-10 TDK Semi-Anechoic Chamber has been filed with ANAB File No.: AT-1945.

4.2.  APPLICABILITY & SUMMARY OF EMISSION TEST RESULTS

. . Applicability

FCC Section(s) Test Requirements (Yes/No)

1.1307, 1.1310, 2.1091 & RF Exposure Limit Yes, Refer to SAR

2.1093 Report

2.1046, 22.565, 90.205, RF Power Output Yes

90.541 (d)

90.543(f) GNSS (EIRP) Yes for 769-805MHz
Band

2.1047(a), & 90.242(b)(8) Audio Frequency Response Not applicable to new
standard. However, tests
are conducted under
FCC’s recommendation.

2.1047(b) & 90.210 Modulation Limiting Yes

2.1049 90.209, 90.210, Emission Limitation & Emission Mask Yes

90.691

2.1051, 2.1057 & 90.210 Emission Limits - Spurious Emissions at Antenna Yes

Terminal

2.1053, 2.1057, 22.359 & Emission Limits - Field Strength of Spurious Emissions | Yes

90.210

90.543 Adjacent Channel Power Yes for 769-805MHz
Band

2.1055, 22.355 & 90.213 Frequency Stability Yes

90.214 Transient Frequency Behavior N/A

UHF P25 Transceiver, Model No.: IC-F7040T, by ICOM Incorporated has also been tested and found to comply
with FCC Part 15, Subpart B - Radio Receivers and Class B Digital Devices. The engineering test report has been
documented and kept on file and is available upon request.

4.3. MODIFICATIONS INCORPORATED IN THE EUT FOR COMPLIANCE PURPOSES
None

4.3.1. DEVIATION OF STANDARD TEST PROCEDURES

None
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000
EXHIBIT 5. MEASUREMENTS, EXAMINATIONS & TEST DATA FOR EMC
EMISSIONS

5.1. TEST PROCEDURES

This section contains test results only. Details of test methods and procedures can be found in EXHIBIT 8 of this
report.

5.2. MEASUREMENT UNCERTAINTIES

The measurement uncertainties stated were calculated in accordance with the requirements of CISPR 16-4-2 @
IEC:2003 and JCGM 100:2008 (GUM 1995) — Guide to the Expression of Uncertainty in Measurement.
Refer to Exhibit 7 for Measurement Uncertainties.

5.3. MEASUREMENT EQUIPMENT USED

The measurement equipment used complied with the requirements of the Standards referenced in the Methods &
Procedures ANSI C63.4 and CISPR 16-1-1.

5.4. ESSENTIAL/PRIMARY FUNCTIONS AS DECLARED BY THE MANUFACTURER
The essential function of the EUT is to communicate to and from radios over RF link.

5.5. RF POWER OUTPUT [8§ 2.1046, 22.565, 90.205, 90.541& 90.543]

5.5.1. Limits
Please refer to FCC 47 CFR 90.205, 90.541, 90.543 & 22.565 for specification details.

5.5.2. Method of Measurements

Refer to Section 8.1 (Conducted) and 8.2 (Radiated) of this report for measurement details
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5.5.3. Test Arrangement

EUT

Attenuator

DC Power
supply

5.5.4. Test Data

Power sensor

769-805 MHz band Conducted power

Power meter

Frequencies Power Rating Power Rating Power Actual Power

MHz Watts dBm dBm Watts
769.100 3.0 34.77 34.51 2.82
774.900 3.0 34.77 34.51 2.82
799.100 3.0 34.77 34.52 2.83
804.900 3.0 34.77 34.52 2.83
769.100 1.0 30.00 30.83 1.21
774.900 1.0 30.00 30.83 121
799.100 1.0 30.00 30.82 1.21
804.900 1.0 30.00 30.81 1.21

769-805 MHz band Radiated power ERP with Antenna @ 90.541(d)

|

EUT

nooTS-v4

<

Speaker
Microphone
HM-222

21982 @SN 0NN

Spectrum Analyzer
RS F5U

Signal
Generator

Substitution

<

Spectrum Analyzer

R/S F5U
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Frequency Antenna Measured ERP ERP Limit Margin
(MH2z) Polatrization (dBuV) (dBm) (dBm)
769.1 Vv 133.94 34.20 34.77 -0.6
769.1 H 120.16 19.84 34.77 -14.9
774.9 Vv 131.24 33.59 34.77 -1.2
774.9 H 121.65 21.50 34.77 -13.3
799.1 Vv 131.4 33.15 34.77 -1.6
799.1 H 119.48 19.95 34.77 -14.8
804.9 Y, 130.15 32.59 34.77 2.2
804.9 H 122.13 22.61 34.77 -12.2

806-869MHz Band Conducted power

Frequencies Power Rating Power Rating Actual Power Actual Power

MHz Watts dBm dBm Watts
806.100 3.0 34.77 34.91 3.10
808.900 3.0 34.77 34.83 3.04
815.100 3.0 34.77 34.91 3.10
823.900 3.0 34.77 34.90 3.09
851.100 3.0 34.77 34.87 3.07
853.900 3.0 34.77 34.81 3.03
860.100 3.0 34.77 34.88 3.08
868.900 3.0 34.77 34.87 3.07
806.100 1.0 30.00 30.76 1.19
808.900 1.0 30.00 30.65 1.16
815.100 1.0 30.00 30.78 1.20
823.900 1.0 30.00 30.79 1.20
851.100 1.0 30.00 30.79 1.20
853.900 1.0 30.00 30.71 1.18
860.100 1.0 30.00 30.80 1.20
868.900 1.0 30.00 30.81 121
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5.6. AUDIO FREQUENCY RESPONSE [§ 2.1047(a) & 90.242(b)(8)]

5.6.1. Limits

§ 2.1047(a): Voice modulated communication equipment. A curve or equivalent data showing the frequency
response of the audio modulating circuit over a range of 100 to 5000 Hz shall be submitted. For equipment
required to have an audio low-pass filter, a curve showing the frequency response of the filter or of all circuitry
installed between the modulation limiter and the modulated stage shall be submitted.

§ 90.242(b)(8): Recommended audio filter attenuation characteristics are given below:

Audio band Minimum Attenuation Rel. to 1 kHz Attenuation
3-20 KHz 60 log;o(f/3) dB where fis in kHz
20 — 30 KHz 50dB

5.6.2. Method of Measurements

The rated audio input signal was applied to the input of the audio low-pass filter (or of all modulation stages) using
an audio oscillator, this input signal level and its corresponding output signal were then measured and recorded
using the FFT Digital Spectrum Analyzer. Tests were repeated at different audio signal frequencies from 0 to

50 KHz.

5.6.3. Test Arrangement

Attenuator Maodulation Analyzer
EUT Test AF Signal
lig Generator
FFT Digital
Spectrum
Analyzer
DC Power
Supply
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5.6.4. Test Data

Note: Audio Freq Response and Modulation limiting tests were performed only for 12.5 , 20 & 25 kHz channel
spacing. These tests were not performed for 6.25 kHz ch spacing as there is no FM voice capability for this device.

5.6.4.1. 12.5 KHz Channel Spacing, F3E, Frequency of All Modulation States (769-775 MHz band)

Remark: Due to the difficulty of measuring the Frequency Response of the internal low-pass filter, the
Frequency Response of All Modulation States is performed to show the roll-off at 3 kHz in
comparison with the recommended audio filter attenuation.

Frequency AEJ ddé(\)/)l n Au((éié)v?ut AEE)eStu-a Itrl1c))n Rpe\ztlt.(:}?c:J ?tl}glzz ReAc;?emn 31;?: r? ‘
(KHz) (dB) (dB) (dB)
0.1 -38.42 -60.00 -21.6 -58.7 --
0.3 -38.42 -17.60 20.8 -16.3 --
0.4 -38.42 -12.57 25.9 -11.2 --
0.6 -38.42 -7.22 31.2 -5.9 --
0.8 -38.42 -3.78 34.6 -2.4 --
1.0 -38.42 -1.35 37.1 0.0 --
1.5 -38.42 2.04 40.5 34 --
2.0 -38.42 2.58 41.0 3.9 --
2.5 -38.42 1.78 40.2 3.1 --
3.0 -38.42 -1.12 37.3 0.2 0
3.5 -38.42 -60.00 -21.6 -58.7 -4
4.0 -38.42 -70.00 -31.6 -68.7 -7
4.5 -38.42 -70.00 -31.6 -68.7 -11
5.0 -38.42 -70.00 -31.6 -68.7 -13
6.0 -38.42 -70.00 -31.6 -68.7 -18
7.0 -38.42 -70.00 -31.6 -68.7 -22
8.0 -38.42 -70.00 -31.6 -68.7 -26
9.0 -38.42 -70.00 -31.6 -68.7 -29
10.0 -38.42 -70.00 -31.6 -68.7 -31
12.0 -38.42 -70.00 -31.6 -68.7 -36
14.0 -38.42 -70.00 -31.6 -68.7 -40
16.0 -38.42 -70.00 -31.6 -68.7 -44
18.0 -38.42 -70.00 -31.6 -68.7 -47
20.0 -38.42 -70.00 -31.6 -68.7 -50
25.0 -38.42 -70.00 -31.6 -68.7 -50
30.0 -38.42 -70.00 -31.6 -68.7 -50
35.0 -38.42 -70.00 -31.6 -68.7 -50
40.0 -38.42 -70.00 -31.6 -68.7 -50
45.0 -38.42 -70.00 -31.6 -68.7 -50
50.0 -38.42 -70.00 -31.6 -68.7 -50
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000
Audio Frequency Response
12.5 kHz Channel Spacing
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5.6.4.2. 12.5 KHz Channel Spacing, F3E, Frequency of All Modulation States (799-805 MHz band)

Remark: Due to the difficulty of measuring the Frequency Response of the internal low-pass filter, the
Frequency Response of All Modulation States is performed to show the roll-off at 3 kHz in
comparison with the recommended audio filter attenuation.

Frequency A(u ddéc\)/)l n Au((éié)v?ut 'A\EtC()EStu-a Itrl1c))n R'B:It.e?c;J i“r?l:z ReAc;?emn ung?: r? ‘
(KHz) (dB) (dB) (dB)
0.1 -38.42 -60.00 -21.6 -58.7 --
0.3 -38.42 -17.74 20.7 -16.4 --
0.4 -38.42 -12.71 25.7 -11.4 --
0.6 -38.42 -7.33 31.1 -6.0 --
0.8 -38.42 -3.90 34.5 -2.6 --
1.0 -38.42 -1.32 37.1 0.0 --
1.5 -38.42 2.01 40.4 3.3 --
2.0 -38.42 2.56 41.0 3.9 --
2.5 -38.42 1.77 40.2 3.1 --
3.0 -38.42 -1.28 37.1 0.0 0
3.5 -38.42 -60.00 -21.6 -58.7 -4
4.0 -38.42 -70.00 -31.6 -68.7 -7
4.5 -38.42 -70.00 -31.6 -68.7 -11
5.0 -38.42 -70.00 -31.6 -68.7 -13
6.0 -38.42 -70.00 -31.6 -68.7 -18
7.0 -38.42 -70.00 -31.6 -68.7 -22
8.0 -38.42 -70.00 -31.6 -68.7 -26
9.0 -38.42 -70.00 -31.6 -68.7 -29
10.0 -38.42 -70.00 -31.6 -68.7 -31
12.0 -38.42 -70.00 -31.6 -68.7 -36
14.0 -38.42 -70.00 -31.6 -68.7 -40
16.0 -38.42 -70.00 -31.6 -68.7 -44
18.0 -38.42 -70.00 -31.6 -68.7 -47
20.0 -38.42 -70.00 -31.6 -68.7 -50
25.0 -38.42 -70.00 -31.6 -68.7 -50
30.0 -38.42 -70.00 -31.6 -68.7 -50
35.0 -38.42 -70.00 -31.6 -68.7 -50
40.0 -38.42 -70.00 -31.6 -68.7 -50
45.0 -38.42 -70.00 -31.6 -68.7 -50
50.0 -38.42 -70.00 -31.6 -68.7 -50
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Audio Frequency Response
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5.6.4.3. 12.5 KHz Channel Spacing, F3E, Frequency of All Modulation States (806-824 MHz band)

Remark: Due to the difficulty of measuring the Frequency Response of the internal low-pass filter, the
Frequency Response of All Modulation States is performed to show the roll-off at 3 kHz in
comparison with the recommended audio filter attenuation.

Frequency AEJ ddéc\;/)l n Au(ccijié)v?ut A?C?Lrj‘tu-a Itrlgn R/A:It.e?c;J ?“P?I[;z ReAi?emn 315?: ne ‘
(KHz) (dB) (dB) (dB)
0.1 -38.42 -60.00 -21.6 -58.5 --
0.3 -38.42 -17.88 20.5 -16.4 --
0.4 -38.42 -12.79 25.6 -11.3 --
0.6 -38.42 -7.40 31.0 -5.9 --
0.8 -38.42 -3.96 34.5 -2.5 --
1.0 -38.42 -1.50 36.9 0.0 --
1.5 -38.42 1.99 40.4 3.5 --
2.0 -38.42 2.55 41.0 4.1 --
2.5 -38.42 1.76 40.2 3.3 --
3.0 -38.42 -1.29 37.1 0.2 0
3.5 -38.42 -60.00 -21.6 -58.5 -4
4.0 -38.42 -70.00 -31.6 -68.5 -7
4.5 -38.42 -70.00 -31.6 -68.5 -11
5.0 -38.42 -70.00 -31.6 -68.5 -13
6.0 -38.42 -70.00 -31.6 -68.5 -18
7.0 -38.42 -70.00 -31.6 -68.5 -22
8.0 -38.42 -70.00 -31.6 -68.5 -26
9.0 -38.42 -70.00 -31.6 -68.5 -29
10.0 -38.42 -70.00 -31.6 -68.5 -31
12.0 -38.42 -70.00 -31.6 -68.5 -36
14.0 -38.42 -70.00 -31.6 -68.5 -40
16.0 -38.42 -70.00 -31.6 -68.5 -44
18.0 -38.42 -70.00 -31.6 -68.5 -47
20.0 -38.42 -70.00 -31.6 -68.5 -50
25.0 -38.42 -70.00 -31.6 -68.5 -50
30.0 -38.42 -70.00 -31.6 -68.5 -50
35.0 -38.42 -70.00 -31.6 -68.5 -50
40.0 -38.42 -70.00 -31.6 -68.5 -50
45.0 -38.42 -70.00 -31.6 -68.5 -50
50.0 -38.42 -70.00 -31.6 -68.5 -50
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Audio Frequency Response
12.5 kHz Channel Spacing
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5.6.4.4. 20 KHz Channel Spacing, F3E, Frequency of All Modulation States (806-824 MHz band)

Remark: Due to the difficulty of measuring the Frequency Response of the internal low-pass filter, the
Frequency Response of All Modulation States is performed to show the roll-off at 3 kHz in
comparison with the recommended audio filter attenuation.

Frequency A(u ddéc\)/)l n Au((éié)v?ut 'A\EtC()EStu-a Itrl1c))n R'B:It.e?c;J i“r?l:z ReAc;?emn ung?: r? ‘
(KHz) (dB) (dB) (dB)
0.1 -38.06 -60.00 -21.9 -62.9 --
0.3 -38.06 -13.41 24.7 -16.3 --
0.4 -38.06 -8.18 29.9 -11.1 --
0.6 -38.06 -2.96 35.1 -5.8 --
0.8 -38.06 0.36 384 -2.5 --
1.0 -38.06 2.87 40.9 0.0 --
1.5 -38.06 6.28 44.3 34 --
2.0 -38.06 6.89 45.0 4.0 --
2.5 -38.06 6.70 44.8 3.8 --
3.0 -38.06 5.08 43.1 2.2 0
3.5 -38.06 -56.70 -18.6 -59.6 -4
4.0 -38.06 -70.00 -31.9 -72.9 -7
4.5 -38.06 -70.00 -31.9 -72.9 -11
5.0 -38.06 -70.00 -31.9 -72.9 -13
6.0 -38.06 -70.00 -31.9 -72.9 -18
7.0 -38.06 -70.00 -31.9 -72.9 -22
8.0 -38.06 -70.00 -31.9 -72.9 -26
9.0 -38.06 -70.00 -31.9 -72.9 -29
10.0 -38.06 -70.00 -31.9 -72.9 -31
12.0 -38.06 -70.00 -31.9 -72.9 -36
14.0 -38.06 -70.00 -31.9 -72.9 -40
16.0 -38.06 -70.00 -31.9 -72.9 -44
18.0 -38.06 -70.00 -31.9 -72.9 -47
20.0 -38.06 -70.00 -31.9 -72.9 -50
25.0 -38.06 -70.00 -31.9 -72.9 -50
30.0 -38.06 -70.00 -31.9 -72.9 -50
35.0 -38.06 -70.00 -31.9 -72.9 -50
40.0 -38.06 -70.00 -31.9 -72.9 -50
45.0 -38.06 -70.00 -31.9 -72.9 -50
50.0 -38.06 -70.00 -31.9 -72.9 -50
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5.6.4.5. 25 KHz Channel Spacing, F3E, Frequency of All Modulation States (806-824 MHz band)

Remark: Due to the difficulty of measuring the Frequency Response of the internal low-pass filter, the
Frequency Response of All Modulation States is performed to show the roll-off at 3 kHz in
comparison with the recommended audio filter attenuation.

Frequency A(u ddéc\)/)l n Au(((:;ié)v?ut AEtOethu-a Itrlgn R/At\atlt.e?(;J ?“P?I[I]z ReA?c?emn umzft?: ne ‘
(KHz) (dB) (dB) (dB)
0.1 -38.06 -60.00 -21.9 -64.8 --
0.3 -38.06 -11.36 26.7 -16.2 --
0.4 -38.06 -6.29 31.8 -11.1 --
0.6 -38.06 -1.18 36.9 -6.0 --
0.8 -38.06 2.27 40.3 -2.6 --
1.0 -38.06 4.82 42.9 0.0 --
15 -38.06 8.21 46.3 34 --
2.0 -38.06 8.83 46.9 4.0 --
2.5 -38.06 8.64 46.7 3.8 --
3.0 -38.06 7.01 45.1 2.2 0
3.5 -38.06 -54.70 -16.6 -59.5 -4
4.0 -38.06 -70.00 -31.9 -74.8 -7
4.5 -38.06 -70.00 -31.9 -74.8 -11
5.0 -38.06 -70.00 -31.9 -74.8 -13
6.0 -38.06 -70.00 -31.9 -74.8 -18
7.0 -38.06 -70.00 -31.9 -74.8 -22
8.0 -38.06 -70.00 -31.9 -74.8 -26
9.0 -38.06 -70.00 -31.9 -74.8 -29
10.0 -38.06 -70.00 -31.9 -74.8 -31
12.0 -38.06 -70.00 -31.9 -74.8 -36
14.0 -38.06 -70.00 -31.9 -74.8 -40
16.0 -38.06 -70.00 -31.9 -74.8 -44
18.0 -38.06 -70.00 -31.9 -74.8 -47
20.0 -38.06 -70.00 -31.9 -74.8 -50
25.0 -38.06 -70.00 -31.9 -74.8 -50
30.0 -38.06 -70.00 -31.9 -74.8 -50
35.0 -38.06 -70.00 -31.9 -74.8 -50
40.0 -38.06 -70.00 -31.9 -74.8 -50
45.0 -38.06 -70.00 -31.9 -74.8 -50
50.0 -38.06 -70.00 -31.9 -74.8 -50
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5.6.4.6. 12.5 KHz Channel Spacing, F3E, Frequency of All Modulation States (851-869 MHz band)

Remark: Due to the difficulty of measuring the Frequency Response of the internal low-pass filter, the
Frequency Response of All Modulation States is performed to show the roll-off at 3 kHz in
comparison with the recommended audio filter attenuation.

Frequency A(u ddéc\)/)l n Au((éié)v?ut 'A\EtC()EStu-a Itrl1c))n R'B:It.e?c;J i“r?l:z ReAc;?emn ung?: r? ‘
(KHz) (dB) (dB) (dB)
0.1 -38.42 -60.00 -21.6 -58.6 --
0.3 -38.42 -17.92 20.5 -16.5 --
0.4 -38.42 -12.83 25.6 -11.4 --
0.6 -38.42 -7.42 31.0 -6.0 --
0.8 -38.42 -3.97 34.4 -2.6 --
1.0 -38.42 -1.39 37.0 0.0 --
1.5 -38.42 1.98 40.4 34 --
2.0 -38.42 2.54 41.0 3.9 --
2.5 -38.42 1.76 40.2 3.1 --
3.0 -38.42 -1.29 37.1 0.1 0
3.5 -38.42 -60.00 -21.6 -58.6 -4
4.0 -38.42 -70.00 -31.6 -68.6 -7
4.5 -38.42 -70.00 -31.6 -68.6 -11
5.0 -38.42 -70.00 -31.6 -68.6 -13
6.0 -38.42 -70.00 -31.6 -68.6 -18
7.0 -38.42 -70.00 -31.6 -68.6 -22
8.0 -38.42 -70.00 -31.6 -68.6 -26
9.0 -38.42 -70.00 -31.6 -68.6 -29
10.0 -38.42 -70.00 -31.6 -68.6 -31
12.0 -38.42 -70.00 -31.6 -68.6 -36
14.0 -38.42 -70.00 -31.6 -68.6 -40
16.0 -38.42 -70.00 -31.6 -68.6 -44
18.0 -38.42 -70.00 -31.6 -68.6 -47
20.0 -38.42 -70.00 -31.6 -68.6 -50
25.0 -38.42 -70.00 -31.6 -68.6 -50
30.0 -38.42 -70.00 -31.6 -68.6 -50
35.0 -38.42 -70.00 -31.6 -68.6 -50
40.0 -38.42 -70.00 -31.6 -68.6 -50
45.0 -38.42 -70.00 -31.6 -68.6 -50
50.0 -38.42 -70.00 -31.6 -68.6 -50
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Audio Freguency Response
12.5 kHz Channel Spacing
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5.6.4.7. 20 KHz Channel Spacing, F3E, Frequency of All Modulation States (851-869 MHz band)

Remark: Due to the difficulty of measuring the Frequency Response of the internal low-pass filter, the
Frequency Response of All Modulation States is performed to show the roll-off at 3 kHz in
comparison with the recommended audio filter attenuation.

Frequency A(u ddéc\)/)l n Au((éié)v?ut 'A\EtC()EStu-a Itrl1c))n R'B:It.e?c;J i“r?l:z ReAc;?emn ung?: r? ‘
(KHz) (dB) (dB) (dB)
0.1 -38.06 -60.00 -21.9 -62.9 --
0.3 -38.06 -13.41 24.7 -16.3 --
0.4 -38.06 -8.18 29.9 -11.1 --
0.6 -38.06 -2.96 35.1 -5.8 --
0.8 -38.06 0.36 384 -2.5 --
1.0 -38.06 2.87 40.9 0.0 --
1.5 -38.06 6.28 44.3 34 --
2.0 -38.06 6.89 45.0 4.0 --
2.5 -38.06 6.70 44.8 3.8 --
3.0 -38.06 5.08 43.1 2.2 0
3.5 -38.06 -56.70 -18.6 -59.6 -4
4.0 -38.06 -70.00 -31.9 -72.9 -7
4.5 -38.06 -70.00 -31.9 -72.9 -11
5.0 -38.06 -70.00 -31.9 -72.9 -13
6.0 -38.06 -70.00 -31.9 -72.9 -18
7.0 -38.06 -70.00 -31.9 -72.9 -22
8.0 -38.06 -70.00 -31.9 -72.9 -26
9.0 -38.06 -70.00 -31.9 -72.9 -29
10.0 -38.06 -70.00 -31.9 -72.9 -31
12.0 -38.06 -70.00 -31.9 -72.9 -36
14.0 -38.06 -70.00 -31.9 -72.9 -40
16.0 -38.06 -70.00 -31.9 -72.9 -44
18.0 -38.06 -70.00 -31.9 -72.9 -47
20.0 -38.06 -70.00 -31.9 -72.9 -50
25.0 -38.06 -70.00 -31.9 -72.9 -50
30.0 -38.06 -70.00 -31.9 -72.9 -50
35.0 -38.06 -70.00 -31.9 -72.9 -50
40.0 -38.06 -70.00 -31.9 -72.9 -50
45.0 -38.06 -70.00 -31.9 -72.9 -50
50.0 -38.06 -70.00 -31.9 -72.9 -50
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Audio Frequency Response
20 kHz Channel Spacing
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5.6.4.8. 25 KHz Channel Spacing, F3E, Frequency of All Modulation States (851-869 MHz band)

Remark: Due to the difficulty of measuring the Frequency Response of the internal low-pass filter, the
Frequency Response of All Modulation States is performed to show the roll-off at 3 kHz in
comparison with the recommended audio filter attenuation.

Frequency A(u ddéc\)/)l n Au((éié)v?ut 'A\EtC()EStu-a Itrl1c))n R'B:It.e?c;J i“r?l:z ReAc;?emn ung?: r? ‘
(KHz) (dB) (dB) (dB)
0.1 -38.06 -60.00 -21.9 -64.8 --
0.3 -38.06 -11.35 26.7 -16.2 --
0.4 -38.06 -6.28 31.8 -11.1 --
0.6 -38.06 -1.18 36.9 -6.0 --
0.8 -38.06 2.28 40.3 -2.5 --
1.0 -38.06 4.82 42.9 0.0 --
1.5 -38.06 8.22 46.3 34 --
2.0 -38.06 8.82 46.9 4.0 --
2.5 -38.06 8.64 46.7 3.8 --
3.0 -38.06 7.07 45.1 2.2 0
3.5 -38.06 -56.30 -18.2 -61.1 -4
4.0 -38.06 -70.00 -31.9 -74.8 -7
4.5 -38.06 -70.00 -31.9 -74.8 -11
5.0 -38.06 -70.00 -31.9 -74.8 -13
6.0 -38.06 -70.00 -31.9 -74.8 -18
7.0 -38.06 -70.00 -31.9 -74.8 -22
8.0 -38.06 -70.00 -31.9 -74.8 -26
9.0 -38.06 -70.00 -31.9 -74.8 -29
10.0 -38.06 -70.00 -31.9 -74.8 -31
12.0 -38.06 -70.00 -31.9 -74.8 -36
14.0 -38.06 -70.00 -31.9 -74.8 -40
16.0 -38.06 -70.00 -31.9 -74.8 -44
18.0 -38.06 -70.00 -31.9 -74.8 -47
20.0 -38.06 -70.00 -31.9 -74.8 -50
25.0 -38.06 -70.00 -31.9 -74.8 -50
30.0 -38.06 -70.00 -31.9 -74.8 -50
35.0 -38.06 -70.00 -31.9 -74.8 -50
40.0 -38.06 -70.00 -31.9 -74.8 -50
45.0 -38.06 -70.00 -31.9 -74.8 -50
50.0 -38.06 -70.00 -31.9 -74.8 -50
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5.7.  MODULATION LIMITING [88 2.1047 (b), 74.463, 80.213 & 90.210]

5.7.1. Limits

§ 2.1047(b): Equipment which employs modulation limiting. A curve or family of curves showing the percentage of
modulation versus the modulation input voltage shall be supplied. The information submitted shall be sufficient to
show modulation limiting capability throughout the range of modulating frequencies and input modulating signal
levels employed.

Recommended frequency deviation characteristics are given below:

e 1.25 kHz for 6.25 kHz Channel Spacing System
e 2.5KHz for 12.5 kHz Channel Spacing System

5.7.2. Method of Measurements

For Audio Transmitter: The carrier frequency deviation was measured with the tone input signal level varied from
0 Vp to audio input rating level plus 16 dB at frequencies 0.1, 0.5, 1.0, 3.0 and 5.0 kHz. The maximum deviation
was recorded at each test condition.

For Data Transmitter with Maximum Frequency Deviation set by Factory: The EUT was set at maximum

frequency deviation, and its peak frequency deviation was then measured using EUT’s internal random data
source.

5.7.3. Test Arrangement

Attenuator Modulation Analyzer
EUT Test AF Signal
lig Generator
DC Power
Supply
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5.7.4. Test Data

5.7.4.1. Voice Modulation Limiting for 12.5 KHz Channel Spacing Operation (769-775 MHz band)

S'\?gr?;llittler\}gl Peak Frequency Deviation (kHz) Main|rrn'nitJm
(mVrms) 0.1 kHz 0.5 kHz 1.0 kHz 3.0 kHz 5.0 kHz (kHz)

2 0.089 0.15 0.28 0.60 0.093 25
4 0.096 0.22 0.51 1.02 0.099 25
6 0.098 0.31 0.70 1.23 0.095 25
8 0.099 0.39 0.93 1.30 0.097 25
10 0.097 0.46 1.09 1.34 0.096 25
15 0.096 0.63 1.48 1.39 0.096 25
20 0.087 0.83 1.76 1.40 0.103 25
25 0.106 0.99 1.87 1.40 0.101 25
30 0.092 1.16 1.93 1.40 0.101 25
35 0.093 1.30 1.97 1.40 0.105 25
40 0.102 1.42 2.00 1.40 0.118 25
45 0.101 1.53 2.02 1.39 0.107 25
50 0.097 1.61 2.03 1.40 0.103 25
60 0.096 1.70 2.01 1.40 0.103 25
70 0.096 1.73 2.03 1.40 0.103 25
80 0.096 1.69 2.03 1.40 0.102 25
90 0.096 1.70 2.03 1.40 0.103 25
100 0.096 1.72 2.03 1.40 0.103 25
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Voice Signal Input Level = STD MOD Level + 16 dB

=12 mv+ 16 dB

= 37.58 dB(mVrms)

=75.71 mVrms

Modulation Frequency Peak Deviation Maximum Limit

(kHz) (kHz) (kHz)
0.1 0.10 25
0.2 0.09 25
0.3 1.13 25
0.4 1.65 2.5
0.6 1.78 2.5
0.8 1.98 2.5
1.0 2.01 25
1.2 2.04 25
14 2.05 25
1.6 2.10 2.5
1.8 2.09 25
2.0 2.10 2.5
25 1.97 25
3.0 1.39 25
35 0.09 25
4.0 0.10 25
4.5 0.10 25
5.0 0.10 25
6.0 0.10 25
7.0 0.10 25
8.0 0.10 25
9.0 0.10 2.5
10.0 0.10 25
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5.7.4.2. Voice Modulation Limiting for 12.5 KHz Channel Spacing Operation (799-805 MHz band)

Sl\fgr?gllitcla?/gl Peak Frequency Deviation (kHz) Main|mmiltJm
(mVrms) 0.1 kHz 0.5 kHz 1.0 kHz 3.0 kHz 5.0 kHz (kHz)

2 0.090 0.16 0.29 0.59 0.091 25
4 0.089 0.23 0.49 1.02 0.093 2.5
6 0.086 0.30 0.70 1.23 0.092 2.5
8 0.096 0.38 0.91 1.30 0.093 2.5
10 0.096 0.45 1.06 1.32 0.093 25
15 0.088 0.63 1.46 1.34 0.094 25
20 0.086 0.81 1.74 1.36 0.099 25
25 0.087 0.99 1.87 1.39 0.098 25
30 0.097 1.13 1.93 1.39 0.095 25
35 0.095 1.28 1.97 1.40 0.095 25
40 0.094 141 2.00 1.39 0.096 25
45 0.094 1.50 2.03 1.39 0.098 25
50 0.094 1.59 2.03 1.40 0.099 25
60 0.094 1.70 2.02 1.40 0.098 25
70 0.094 1.73 2.04 1.40 0.098 25
80 0.094 1.73 2.04 1.40 0.098 25
90 0.094 1.73 2.04 1.40 0.098 25
100 0.094 1.73 2.04 1.40 0.098 25
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Voice Signal Input Level = STD MOD Level + 16 dB

=12 mV+ 16 dB

= 37.58 dB(mVrms)

=75.71 mVrms

Modulation Frequency Peak Deviation Maximum Limit

(kHz) (kHz) (kHz)
0.1 0.09 25
0.2 0.10 25
0.3 1.64 25
0.4 1.77 2.5
0.6 1.94 2.5
0.8 2.05 2.5
1.0 2.06 25
1.2 2.05 25
14 2.09 25
1.6 2.09 2.5
1.8 2.10 25
2.0 1.96 2.5
25 1.40 25
3.0 0.10 25
35 0.10 25
4.0 0.09 25
4.5 0.10 25
5.0 0.09 25
6.0 0.09 25
7.0 0.09 25
8.0 0.09 25
9.0 0.09 2.5
10.0 0.09 25
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5.7.4.3. Voice Modulation Limiting for 12.5 KHz Channel Spacing Operation (806-824 MHz band)

S'\?Igr?gllité?/gl Peak Frequency Deviation (kHz) Mell_xi:;niltjm
(mVrms) 0.1 kHz 0.5 kHz 1.0 kHz 3.0 kHz 5.0 kHz (kHz)

2 0.096 0.14 0.29 0.59 0.094 25
4 0.090 0.23 0.49 1.01 0.094 2.5
6 0.098 0.30 0.69 1.24 0.097 25
8 0.094 0.38 0.91 1.30 0.097 2.5
10 0.089 0.45 1.06 1.33 0.095 25
15 0.095 0.63 1.46 1.38 0.097 25
20 0.094 0.82 1.75 1.39 0.098 25
25 0.094 0.97 1.86 1.39 0.095 25
30 0.091 1.14 1.92 1.40 0.095 25
35 0.092 1.28 1.96 1.39 0.099 25
40 0.092 1.41 2.00 1.39 0.099 25
45 0.093 151 2.02 1.39 0.099 25
50 0.094 1.59 2.03 1.39 0.095 25
60 0.096 1.69 2.03 1.40 0.095 25
70 0.094 1.72 2.04 1.39 0.095 25
80 0.094 1.72 2.03 1.40 0.095 25
90 0.094 1.72 2.04 1.39 0.095 25
100 0.094 1.70 2.01 1.40 0.095 25
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Voice Signal Input Level = STD MOD Level + 16 dB

=12 mV+ 16 dB

= 37.58 dB(mVrms)

=75.71 mVrms

Modulation Frequency Peak Deviation Maximum Limit

(kHz) (kHz) (kHz)
0.1 0.09 25
0.2 0.10 25
0.3 1.63 25
0.4 1.77 2.5
0.6 1.93 2.5
0.8 2.04 2.5
1.0 2.06 25
1.2 2.05 25
14 2.07 25
1.6 2.08 2.5
1.8 2.10 25
2.0 1.96 2.5
25 1.40 25
3.0 0.10 25
35 0.09 25
4.0 0.09 25
4.5 0.10 25
5.0 0.09 25
6.0 0.09 25
7.0 0.10 25
8.0 0.10 25
9.0 0.10 2.5
10.0 0.10 25
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5.7.4.4. Voice Modulation Limiting for 20 KHz Channel Spacing Operation (806-824 MHz band)

Modulating Peak Frequency Deviation (kHz) Maximum
Signal Level at the following modulating frequency: Limit
(mVrms) 0.1 kHz 0.5 kHz 1.0 kHz 3.0 kHz 5.0 kHz (kHz)

2 0.107 0.21 0.41 1.18 0.103 4.0
4 0.108 0.31 0.76 2.04 0.101 4.0
6 0.097 0.44 1.08 2.49 0.104 4.0
8 0.098 0.57 1.42 2.62 0.097 4.0
10 0.097 0.67 1.69 2.71 0.099 4.0
15 0.098 0.98 2.31 2.83 0.095 4.0
20 0.095 1.28 2.75 2.83 0.102 4.0
25 0.097 1.56 2.93 2.83 0.104 4.0
30 0.102 1.79 3.05 2.83 0.104 4.0
35 0.102 2.03 3.13 2.83 0.118 4.0
40 0.101 2.23 3.17 2.83 0.121 4.0
45 0.098 241 3.23 2.83 0.114 4.0
50 0.096 2.55 3.25 2.83 0.114 4.0
60 0.098 2.71 3.21 2.83 0.121 4.0
70 0.098 2.74 3.25 2.83 0.124 4.0
80 0.095 2.72 3.25 2.83 0.124 4.0
90 0.094 2.75 3.26 2.83 0.124 4.0
100 0.094 2.70 3.18 2.83 0.122 4.0
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Voice Signal Input Level = STD MOD Level + 16 dB

=12.5mV+ 16 dB

= 37.94 dB(mVrms)

= 78.87 mVrms

Modulation Frequency Peak Deviation Maximum Limit
(KHz) (KHz) (KHz)

0.1 0.11 4.0
0.2 0.10 4.0
0.3 1.84 4.0
0.4 2.64 4.0
0.6 2.82 4.0
0.8 3.06 4.0
1.0 3.28 4.0
1.2 3.31 4.0
14 3.30 4.0
1.6 3.33 4.0
1.8 3.35 4.0
2.0 3.39 4.0
2.5 3.36 4.0
3.0 2.83 4.0
35 0.10 4.0
4.0 0.09 4.0
4.5 0.09 4.0
5.0 0.10 4.0
6.0 0.10 4.0
7.0 0.10 4.0
8.0 0.10 4.0
9.0 0.10 4.0
10.0 0.10 4.0
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5.7.4.5. Voice Modulation Limiting for 25 KHz Channel Spacing Operation (806-824 MHz band)

Modulating Peak Frequency Deviation (kHz) Maximum
Signal Level at the following modulating frequency: Limit
(mVrms) 0.1 kHz 0.5 kHz 1.0 kHz 3.0 kHz 5.0 kHz (kHz)

2 0.092 0.24 0.52 1.45 0.105 5.0
4 0.094 0.39 0.95 2.54 0.101 5.0
6 0.098 0.55 1.37 3.11 0.100 5.0
8 0.097 0.73 1.79 3.27 0.101 5.0
10 0.098 0.85 2.13 3.38 0.109 5.0
15 0.097 1.23 291 3.48 0.110 5.0
20 0.105 1.61 3.45 3.52 0.102 5.0
25 0.101 1.96 3.66 3.52 0.111 5.0
30 0.110 2.27 3.80 3.52 0.113 5.0
35 0.108 2.57 3.90 3.52 0.124 5.0
40 0.101 2.82 3.98 3.52 0.130 5.0
45 0.113 3.02 4.02 3.53 0.136 5.0
50 0.109 3.18 4.06 3.53 0.120 5.0
60 0.102 3.37 3.98 3.52 0.136 5.0
70 0.102 3.41 4.05 3.52 0.132 5.0
80 0.102 3.35 4.03 3.52 0.131 5.0
90 0.102 3.38 4.07 3.52 0.130 5.0
100 0.102 3.41 4.01 3.52 0.127 5.0
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Voice Signal Input Level = STD MOD Level + 16 dB

=12.5mV+ 16 dB

= 37.94 dB(mVrms)

= 78.87 mVrms

Modulation Frequency Peak Deviation Maximum Limit
(KHz) (KHz) (KHz)

0.1 0.11 5.0
0.2 0.11 5.0
0.3 3.31 5.0
0.4 3.82 5.0
0.6 4.08 5.0
0.8 4.09 5.0
1.0 4.09 5.0
1.2 4.13 5.0
14 4.18 5.0
1.6 4.22 5.0
1.8 4.21 5.0
2.0 3.53 5.0
2.5 0.10 5.0
3.0 0.10 5.0
35 0.10 5.0
4.0 0.12 5.0
4.5 0.11 5.0
5.0 0.10 5.0
6.0 0.10 5.0
7.0 0.10 5.0
8.0 0.10 5.0
9.0 0.10 5.0
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5.7.4.6. Voice Modulation Limiting for 12.5 KHz Channel Spacing Operation (851-869 MHz band)

Sl;\?gr?;llitécgl Peak Frequency Deviation (kHz) MainlmmiltJm
(mVrms) 0.1 kHz 0.5 kHz 1.0 kHz 3.0 kHz 5.0 kHz (kHz)

2 0.095 0.16 0.29 0.59 0.098 25
4 0.089 0.23 0.50 1.02 0.094 2.5
6 0.096 0.31 0.70 1.24 0.097 25
8 0.094 0.39 0.92 1.30 0.094 2.5
10 0.096 0.44 1.07 1.37 0.097 25
15 0.098 0.63 1.46 1.38 0.096 25
20 0.099 0.82 1.75 1.39 0.093 25
25 0.093 0.98 1.87 1.39 0.098 25
30 0.093 1.14 1.93 1.40 0.099 25
35 0.097 1.29 1.97 1.40 0.099 25
40 0.096 1.40 2.00 1.39 0.099 25
45 0.098 1.52 2.02 1.40 0.099 25
50 0.097 1.59 2.04 1.41 0.098 25
60 0.097 1.70 2.01 1.40 0.098 25
70 0.098 1.75 2.04 1.40 0.098 25
80 0.098 1.73 2.03 1.40 0.098 25
90 0.098 1.73 2.04 1.40 0.098 25
100 0.098 1.73 2.00 1.40 0.098 25
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Voice Signal Input Level = STD MOD Level + 16 dB

=12 mV+ 16 dB

= 37.58 dB(mVrms)

=75.71 mVrms

Modulation Frequency Peak Deviation Maximum Limit

(kHz) (kHz) (kHz)
0.1 0.10 25
0.2 0.10 25
0.3 1.12 25
0.4 1.64 2.5
0.6 1.78 2.5
0.8 1.93 2.5
1.0 2.03 25
1.2 2.04 25
14 2.06 25
1.6 2.08 2.5
1.8 2.10 25
2.0 2.11 2.5
25 1.97 25
3.0 1.40 25
35 0.09 25
4.0 0.10 25
4.5 0.10 25
5.0 0.09 25
6.0 0.10 25
7.0 0.09 25
8.0 0.09 25
9.0 0.09 2.5
10.0 0.09 25
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5.7.4.7. Voice Modulation Limiting for 20 KHz Channel Spacing Operation (851-869 MHz band)

Modulating Peak Frequency Deviation (kHz) Maximum
Signal Level at the following modulating frequency: Limit
(mVrms) 0.1 kHz 0.5 kHz 1.0 kHz 3.0 kHz 5.0 kHz (kHz)

2 0.107 0.20 0.42 1.17 0.105 4.0
4 0.101 0.33 0.76 2.04 0.099 4.0
6 0.100 0.45 1.09 2.50 0.097 4.0
8 0.098 0.57 1.43 2.62 0.107 4.0
10 0.096 0.68 1.69 2.70 0.101 4.0
15 0.096 0.98 2.31 2.83 0.104 4.0
20 0.098 1.27 2.75 2.84 0.105 4.0
25 0.096 1.55 2.93 2.84 0.108 4.0
30 0.103 1.81 3.04 2.83 0.110 4.0
35 0.100 2.03 3.13 2.84 0.121 4.0
40 0.102 2.24 3.19 2.84 0.125 4.0
45 0.106 2.42 3.23 2.84 0.129 4.0
50 0.102 2.54 3.26 2.84 0.126 4.0
60 0.103 2.71 3.26 2.83 0.127 4.0
70 0.100 2.74 3.26 2.83 0.126 4.0
80 0.101 2.77 3.25 2.83 0.125 4.0
90 0.103 2.75 3.25 2.83 0.127 4.0
100 0.103 2.74 3.18 2.83 0.129 4.0
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Voice Signal Input Level = STD MOD Level + 16 dB

=12.5mV+ 16 dB

= 37.94 dB(mVrms)

= 78.87 mVrms

Modulation Frequency Peak Deviation Maximum Limit
(KHz) (KHz) (KHz)

0.1 0.10 4.0
0.2 0.11 4.0
0.3 1.84 4.0
0.4 2.65 4.0
0.6 2.77 4.0
0.8 3.06 4.0
1.0 3.28 4.0
1.2 3.31 4.0
14 3.31 4.0
1.6 3.32 4.0
1.8 3.34 4.0
2.0 3.35 4.0
2.5 3.37 4.0
3.0 2.84 4.0
35 0.10 4.0
4.0 0.10 4.0
4.5 0.12 4.0
5.0 0.10 4.0
6.0 0.10 4.0
7.0 0.10 4.0
8.0 0.10 4.0
9.0 0.10 4.0
10.0 0.10 4.0
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5.7.4.8. Voice Modulation Limiting for 25 KHz Channel Spacing Operation (851-869 MHz band)

Modulating Peak Frequency Deviation (kHz) Maximum
Signal Level at the following modulating frequency: Limit
(mVrms) 0.1 kHz 0.5 kHz 1.0 kHz 3.0 kHz 5.0 kHz (kHz)

2 0.108 0.25 0.52 1.45 0.098 5.0
4 0.106 0.40 0.93 2.53 0.100 5.0
6 0.105 0.55 1.34 3.10 0.098 5.0
8 0.102 0.71 1.76 3.27 0.109 5.0
10 0.110 0.84 2.10 3.35 0.108 5.0
15 0.112 1.21 2.89 3.49 0.107 5.0
20 0.102 1.59 3.42 3.51 0.121 5.0
25 0.105 1.93 3.66 3.52 0.115 5.0
30 0.109 2.24 3.80 3.52 0.122 5.0
35 0.110 2.52 3.89 3.53 0.125 5.0
40 0.107 2.79 3.96 3.53 0.131 5.0
45 0.103 3.00 4.01 3.53 0.148 5.0
50 0.106 3.16 4.06 3.52 0.136 5.0
60 0.107 3.38 4.02 3.52 0.132 5.0
70 0.106 3.41 4.06 3.53 0.138 5.0
80 0.103 3.42 4.05 3.52 0.132 5.0
90 0.103 3.43 4.05 3.52 0.124 5.0
100 0.103 3.41 3.97 3.52 0.124 5.0
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Voice Signal Input Level = STD MOD Level + 16 dB

=12.5mV+ 16 dB

= 37.94 dB(mVrms)

= 78.87 mVrms

Modulation Frequency Peak Deviation Maximum Limit
(KHz) (KHz) (KHz)

0.1 0.10 5.0
0.2 0.11 5.0
0.3 2.29 5.0
0.4 3.30 5.0
0.6 3.51 5.0
0.8 3.82 5.0
1.0 4.10 5.0
1.2 4.13 5.0
14 4.12 5.0
1.6 4.14 5.0
1.8 4.19 5.0
2.0 4.23 5.0
2.5 4.20 5.0
3.0 3.54 5.0
35 0.10 5.0
4.0 0.11 5.0
4.5 0.11 5.0
5.0 0.12 5.0
6.0 0.11 5.0
7.0 0.10 5.0
8.0 0.10 5.0
9.0 0.10 5.0

5.7.4.9. Digital Modulation
Max Deviation measured for 6.25 KHz Channel Spacing Digital Mod = 1.56 kHz

Phase 1( Digital) Channel 21 769.1 MHz +2.83 kHz

Phase 1( Digital) Channel 24 799.1 MHz +2.86 kHz

Phase 1( Digital) Channel 27 806.1 MHz +2.87 kHz

Phase 1( Digital) Channel 30 851.1 MHz +2.88 kHz
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5.8. OCCUPIED BANDWIDTH & EMISSION MASK [8§ 2.1049, 90.209, 90.210, 90.210 & 90.691]

5.8.1. Limits

STANDARD CHANNEL SPACING/BANDWIDTH

Channal
Fraquency band [MHZ) &Fl?r?zllg Auﬁ&ﬁﬁgﬁ;’"ﬂ'
Below 257,
20 20
20 20
18017 e 75 1320011256
216=220% Liiicnisssmnirsnns 6.25 20M11.25/6
220-222 5 4
A06=5122 e 16.25 1320/11.25/6
806—809/851—854 ... 12.5 20
805-824/554-869 25 20
E55-501/935-940 .o 126 136
2029284,
T42T=1432% i 12.5 125
32450-2483.57.
Above 25002,

Emissions shall be attenuated below the mean output power of the transmitter as follows:

Emission Mask Requirement- FCC
Reference: 90.210 and 90.691

APPLICABLE EMISSION MaskSs

Mask for equip- | Mask for equip-
Frequency band ment with Audio | ment without
MHZ) oW pass Audi low pass
Titer fiRer
Below 251 AorB Aorc
12-76 . . ] c
1501742 . |B D oE C.D,orE
150 Pagmg-onty B c
20722 F F
4215127 e | B.D.f E C.D, o E
450 Pagmng-onby B G
BO06—H0WB51-854 ... | B H
8098245854869 3 B G
896501793530 ... | J
902-5928 K K
9295930 B G
A%40-AF0MH: . [Lor M L or M.
585059254
All other bands ... [ B cC

' Equepment usang

C. as apphcabie
7 Equipment
beandwidth

kHz
sion Mask E.

sion Mask D, and equipment
channel bandwidih Must

smgle sadeband J3E emission must the
requirements of Emission Mask A Fquipment using ofher
ammmrmetmereq.nmnwommmmmaor

designed to operate with a
miust mest the requirements of Emission Mask B or

G T

25 kHF channed

o operate with a 12.5

the requirements of Emis.

ned o operate with a 625
the requirernents of Emis-

3 Equipment used in this hcensed fo EA or non-EA
shiall o willh the emission mask provisions of §90.691.
A0S Roadside Units equipment n the SBR0-5925 MHz
band is governed under subpart M of this part

ULTRATECH GROUP OF LABS
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4

Tel. #: 905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com

File #: 181COM485_FCC90
June 26, 2018

All test results contained in this engineering test report are traceable to National Institute of Standards and Technology (NIST)



FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers Page 45 of 211
UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

§ 90.691 Emission mask requirements for EA-based systems. (a) Out-of-band emission
requirement shall apply only to the “outer” channels included in an EA license and to
spectrum adjacent to interior channels used by incumbent licensees. The emission limits are
as follows: (1) For any frequency removed from the EA licensee’s frequency block by up to
and including 37.5 kHz, the power of any emission shall be attenuated below the transmitter
power (P) in watts by at least 116 Log10(f/6.1) decibels or 50 + 10 Log10(P) decibels or 80
decibels, whichever is the lesser attenuation, where f is the frequency removed from the
center of the outer channel in the block in kilohertz and where f is greater than 12.5 kHz. (2)
For any frequency removed from the EA licensee’s frequency block greater than 37.5 kHz,
the power of any emission shall be attenuated below the transmitter power (P) in watts by at
least 43 + 10Log10(P) decibels or 80 decibels, whichever is the lesser attenuation, where f is
the frequency removed from the center of the outer channel in the block in kilohertz and
where f is greater than 37.5 kHz. (b) When an emission outside of the authorized bandwidth
causes harmful interference, the Commission may, at its discretion, require greater
attenuation than specified in this section.

5.8.2. Method of Measurements

Refer to Section 8.4 of this report for measurement details.

Masks selected
Channel Bandwidth 12.5KHz, 20KHz & 25KHz

Frequency Analog | Digital
806-809 851-854 B H
809-824 854-869 B G
Frequency Analog Mask

806.1 12.5, 20 & 25kHz B

808.9 20KHz B

815.1 12.5 & 25kHz B, 90.691

823.9 12.5 & 25kHz B, 90.691

851.1 12.5, 20 & 25kHz B

853.9 20KHz B

860.1 12.5 & 25kHz B, 90.691

868.9 12.5 & 25kHz B, 90.691
Frequency Digital Mask

806.1 Phase 1&2 H

815.1 Phase 1&2 G, 90.691

823.9 Phase 1&2 G, 90.691

851.1 Phase 1&2 H

860.1 Phase 1&2 G, 90.691

868.9 Phase 1&2 G, 90.691
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5.8.3. Test Arrangement

Attenuator

EUT

Spectrum Analyzer

Test

DC Power
Supply

lig

AF Signal
Generator
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5.8.4. Test Data- OCCUPIED BANDWIDTH

5.8.4.1. 99% Occupied Bandwidth

Feguney | S | womigon | DL e |

(kHz) sine wave signal (kHZ)
769.1 12.5 5.689 7.93 8.05 11.25
774.9 12.5 5.689 7.93 7.89 11.25
799.1 12.5 5.689 8.01 8.05 11.25
804.9 12.5 5.689 7.89 8.05 20
806.1 12.5 5.689 7.89 8.05 20
815.1 12.5 5.689 7.81 8.09 20
823.9 12.5 5.689 7.81 8.05 20
806.1 20 10.336 N/A N/A 20
808.9 20 10.385 N/A N/A 20
806.1 25 15.65 N/A N/A 20
815.1 25 15.82 N/A N/A 20
823.9 25 15.705 N/A N/A 20
851.1 12,5 5.689 7.81 8.05 20
860.1 12.5 5.689 7.93 8.01 20
868.9 12.5 5.689 7.97 7.85 20
851.1 20 10.385 N/A N/A 20
853.9 20 10.385 N/A N/A 20
851.1 25 15.705 N/A N/A 20
860.1 25 15.761 N/A N/A 20
868.9 25 15.705 N/A N/A 20

Note: 99% Occupied Bandwidth measurements were done using the built-in auto function of the analyzer.
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UHF P25 Transceiver, Model: IC-F7040T/S
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FCC ID: AFJ399000

5.8.4.2. Configuration: 99% OBW, Band 1: 769-775MHz, 769.1MHz, 12.5 KHz, Analog, High power

OBW: 5.689 KHz

@ “RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 32.84 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 769.100120192 MHz
40 Offget 30]6 dB OBW |5.689102564 kHz
. Temp |1 [T1 OBW]
| 2o K 10.88 dBm
/\ 769.097275641 MHz
1Pl Temp |2 [T1 OBW]
ViE ,\ /\ 1095 dBm
f \ / \ / % 769.102964744 MHz
il 2
LA AL
; A\} \/A\]
B
. /\A\} , NA
- i
- i i
LW %y
v v
-60

Center 769.1 MHz

Date: 29.MAY.2018 10:08:54

2.5 kHz/

Span 25 kHz

LVL

3DB
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FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers Page 49 of 211
UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.4.3. Configuration: 99% OBW, Band 1: 769-775MHz, 774.9MHz, 12.5 KHz, Analog, High power
OBW: 5.689 KHz

@ “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 32.79 dBm

Ref 40 dBm Att 15 dB SWT 280 ms 774.900120192 MHz

40 Offset 306 dB OBW [5.689103564 kHz
Temp |1 [T1 OBW]

30 K 11.38 dBm
/ \ 774.897275641 MHz

/\ /\ Temp |2 [T1 0BW]
10.86_dBm

20 ) LVL
774 .902964744 MHz
n 2
10

|
DT o
[ ]

ML el
Wl I,

] N

-60

Center 774.9 MHz 2.5 kHz/ Span 25 kHz

Date: 29.MAY.2018 10:11:23
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FCC ID: AFJ399000

5.8.4.4. Configuration: 99% OBW, Band 1: 769-775MHz, 769.1MHz, 12.5 KHz, Digital, FIE& F1D, High power
OBW: 7.93 KHz

®

VIEW

Date:

*RBW 300 Hz

Marker 1 [T1

1

*VBW 3 kHz 33.73 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 769.100520833 MHz
40 Offset 30,6 dB 1 OBW |[7.932692308 kHz
/,\ Temp (1 [T1 OBW]
-30 S 14.87 dBm
/ww 769.095793269 MHz
/ Temp |2 [T1 OBW]
| 20 of -\ T2 16 .63 dBm
l 769.103725962 MHz
~10
B pr
—-10 \
20 /J\//J A
--30 /\( \
j/\/f '\/\,\\\/V
—~-50
-60
Center 769.1 MHz 2.5 kHz/ Span 25 kHz

29.MAY.2018 10:59:23

LVL

3DB
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.4.5. Configuration: 99% OBW, Band 1: 769-775MHz, 774.9MHz, 12.5 KHz, Digital, F1IE& F1D, High power
OBW: 7.93 KHz

% *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 33.77 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 774.900480769 MHz
40 Offset 30]/6 dB . OBW |7.932692308 kHz
Temp (1 [T1 OBW]
| 30 \,M/Y\Un 15.29 dBm
M 774.895753205 MHz
1 _PK // \\\V Temp |2 [T1 OBW]
M= |, N T2 17_44 dBm
LETEAN i LVL
774.903685897 MHz
10 ‘\
O JMA[fv dﬂ

. e ||
| vy

=50

-60

Center 774.9 MHz 2.5 kHz/ Span 25 kHz

Date: 29.MAY.2018 11:01:19
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UHF P25 Transceiver, Model: IC-F7040T/S
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FCC ID: AFJ399000

5.8.4.6. Configuration: 99% OBW, Band 1: 769-775MHz, 769.1MHz, 12.5 KHz, Digital, F1W, High power

OBW: 8.05 KHz

% “RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 32.29 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 769.099799679 MHz
40 Offset 30]6 dB OBW |8.052884615 kHz
1 Temp |1 [T1 OBW]
30 n i 17.74 dBm
[\/L’WJ“ W\/\N 769.095873397 MHz
J/\/V W\ Temp |2 [T1 OBW]
VI E VI P T - 15_78 dBm
v 769.103926282 MHz
10 v
o ///
- _10 ¥ \’\‘

—-50

-60

Center 769.1 MHz 2.5 kHz/

Date: 29.MAY.2018 11:19:29

Span 25 kHz

LVL

3DB
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UHF P25 Transceiver, Model: IC-F7040T/S
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FCC ID: AFJ399000

5.8.4.7. Configuration: 99% OBW, Band 1: 769-775MHz, 774.9MHz, 12.5 KHz, Digital, F1W, High power

OBW: 7.89 KHz

@ *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 32.65 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 774.899879808 MHz
40 Offset 30]6 dB OBW |7.892628205 kHz
] Temp |1 [T1 OBW]
30 — e 16.93 dBm
v W 774 .895953526 MHz
J\ Temp |2 [T1 OBW]
20 T 2 16.46 dBm
774.903846154 MHz
-10
o /
—_10

|

W\W//

—-50

-60

Center 774.9 MHz 2.5 kHz/

Date: 29.MAY.2018 11:22:30

Span 25 kHz

LVL

3DB
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FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers
UHF P25 Transceiver, Model: IC-F7040T/S
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FCC ID: AFJ399000

5.8.4.8. Configuration: 99% OBW, Band 2: 799-805MHz, 799.1MHz, 12.5 KHz, Analog, High power

OBW: 5.689 KHz

®

VI1EW,

Date:

“RBW 300 Hz

Marker 1 [T1 ]

*VBW 3 kHz 32.76 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 799.100120192 MHz
40 Offset 30,6 dB OBW |5.689102564 kHz
Temp |1 [T1 OBW]
30 11.04 dBm
799.097275641 MHz
f\ I\ Temp |2 [T1 OBW]
—20 11 .58 dBm
799.102964744 MHz
1 2
—10
L0 \/\\} \//\\j
|10 /\1\1 \//\
| _20 /\/\ ! /\/\
30 n V \/ U n
—-40 U U i v
[\ ¥
-60

Center 799.1 MHz

29.MAY.2018 10:18:43

2.5 kHz/

Span 25

kHz

LVL

3DB
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UHF P25 Transceiver, Model: IC-F7040T/S
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FCC ID: AFJ399000

5.8.4.9. Configuration: 99% OBW, Band 2: 799-805MHz, 804.9MHz, 12.5 KHz, Analog, High power

OBW: 5.689 KHz

% *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 32.80 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 804 .900080128 MHz
40 Offset 30]6 dB OBW |5.689102564 kHz

L Temp |1 [T1 OBW]
| 30 i 12.72 dBm
804 .897235577 MHz

Temp |2 [T1 OBW]
| 20 \ \ 11.21 dBm
#1\ / \ / &2 804 .902924679 MHz

—10

N WA

o

M \l

M

yLR

L

o

-60

\J

Center 804.9 MHz

Date: 29.MAY.2018 10:20:18

2.5 kHz/

Span 25 kHz

LVL

3DB
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FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers Page 56 of 211
UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.4.10. Configuration: 99% OBW, Band 2: 799-805MHz, 799.1MHz, 12.5 KHz, Digital, F1IE& F1D, High

power
OBW: 8.01 KHz
@ *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 33.12 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 799.100520833 MHz
40 Offset 30]6 dB OBW [8.012820513 kHz

[

Temp |1 [T1 OBW]
15.67 dBm

30 n N
) AW
J‘\«ﬂ“\\/\f \\,L\ 799.095673077 MHz

L [ /} Temp |2 [T1 OBW]
VIEW | 20 /\. To 16 .46 dBm
T k\] ' LVL
799.103685897 MHz
10

—-10
\ 3DB

| 0 A Ao

-60

Center 799.1 MHz 2.5 kHz/ Span 25 kHz

Date: 29.MAY.2018 11:03:19
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.4.11. Configuration: 99% OBW, Band 2: 799-805MHz, 804.9MHz, 12.5 KHz, Digital, F1IE& F1D, High

power
OBW: 7.89 KHz
® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 KHz 33.71 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 804 .900360577 MHz
40 Off$et 30J6 dB . OBW |7.892628205 KHz

Temp |1 [T1 OBW]
15.43 dBm

—30 /XJJ\/K\\F
JVV\/ \/\/\ 804.895713141 MHz

Temp |2 [T1 OBW]

ry
i)

<
m
=
[ >
—
N

20 17.43 dBm
T/ LVL
804 .903605%769 MHz
—10 ‘x\

—-10

3DB
20 VAN

—-30 \/\
SN

L4

¥

—-50

-60

Center 804.9 MHz 2.5 kHz/ Span 25 kHz

Date: 29.MAY.2018 11:05:21
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.4.12. Configuration: 99% OBW, Band 2: 799-805MHz, 799.1MHz, 12.5 KHz, Digital, F1W, High power
OBW: 8.05 KHz

% *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 30.35 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 799.099919872 MHz
40 Offset 30J]6 dB OBW |8.052884615 kHz

1 Temp |1 [T1 OBW]

15.53 dBm

b
30 -
sV W\/’\/\/L/V\ 799.095913462 MHz
1L Bl \/\\ 2 [T1 OF

W]
15 .93 dBm
T f LVL

799.103966346 MHz
-10 - W
o /JJ/ \’\

10 . .
. A ,

o
o \ﬂﬂ A

MV u
--50
-60
Center 799.1 MHz 2.5 kHz/ Span 25 kHz
Date: 29.MAY.2018 11:24:20
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UHF P25 Transceiver, Model: IC-F7040T/S

Page 59 of 211
FCC ID: AFJ399000

5.8.4.13. Configuration: 99% OBW, Band 2: 799-805MHz, 804.9MHz, 12.5 KHz, Digital, F1W, High power

OBW: 8.05 KHz

*RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 32.17 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 804.899759615 MHz
40 Offset 30/6 dB OBW [8.052884615 kHz
1 Temp |1 [T1 OBW]
| 30 . 15.86 dBm
Y
,\,j\/W 8Q4.895913462 MHz
//\l"'\‘ Temp |2 [T1 OBW]
VIEW]
20 T o 15.94 dBm Ll
f \X\« 804.903966346 MHz
10 [’\/ y
o / ’\\/\’\\
10 v \
[/J 3DB

—-20 /\J/
—-30

—-50

-60

Center 804.9 MHz

Date: 29.MAY.2018 11:25:57

2.5 kHz/

Span 25 kHz
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FCC ID: AFJ399000

5.8.4.14. Configuration: 99% OBW, Band 3: 806-824MHz, 806.1MHz, 12.5 KHz, Analog, High power

OBW: 5.689 KHz

@ “RBW 300 Hz Marker 1 [T1
“VBW 3 kHz 33.23

]

Ref 40 dBm Att 15 dB SWT 280 ms 806 .099959936

dBm
MHz

40 Offset 30/6 dB OBW [5.689102
]’ Temp |1 [T1 OB

;_‘

11

564
W]
.60

kHz

dBm

Temp (2 [T1 OF

—30
8(06.097115
VIEW

12

385
Wl

23

MHz

dBm

I P

487

MHz

f AL

N i aify|

|

W,

-60

N

Center 806.1 MHz 2.5 kHz/ Span 25 kHz

Date: 29.MAY.2018 10:22:31
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FCC ID: AFJ399000

5.8.4.15. Configuration: 99% OBW, Band 3: 806-824MHz MHz, 815.1MHz, 12.5 KHz, Analog, High power

OBW: 5.689 KHz

@

Ref 40 dBm Att 15 dB

*RBW 300 Hz
*VBW 3 kHz

SWT 280 ms

Marker 1 [T1
33
815.100040

]
.15
064

dBm
MHz

40 Offset 30]6 dB

OBW [5.689102
Temp (1 [T1 OF
12

564
W]
.17

kHz

dBm

—30

VIEW o0

815.097195
Temp |2 [T1 OB
A

513
Wi

55

MHz

dBm

815.102884

615

MHz

i

DR PN

s

-60

Center 815.1 MHz

Date: 29.MAY.2018 10:23:53

2.5 kHz/

Span 25 kHz
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FCC ID: AFJ399000

5.8.4.16. Configuration: 99% OBW, Band 3: 806-824MHz MHz, 823.9MHz, 12.5 KHz, Analog, High power

OBW: 5.689 KHz

® “RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 33.14

Ref 40 dBm Att 15 dB SWT 280 ms 823.899959936

dBm
MHz

40 Offset 30,6 dB OBW |5.689102564
Temp |1 [T1 OBW]
/! 13.58

kHz

dBm

—30
843.897115385
[ Temp |2 [T1 OBW]

VIEW| 14 25

MHz

dBm

MHz

—10 /
-0

L (A

L) il

-60

" My

Center 823.9 MHz 2.5 kHz/ Span 25
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FCC ID: AFJ399000

5.8.4.17. Configuration: 99% OBW, Band 3: 806-809MHz, 806.1MHz, 20 KHz, Analog, High power

OBW: 10.336 KHz

® *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 30.35 dBm
Ref 40 dBm Att 15 dB SWT 340 ms 806.099951923 MHz
40 Offset 30,6 dB OBW 10.336538462 kHz
1 Temp |1 [T1 OBW]
L 30 b, 16.69 dBm
806.094807692 MHz
Temp |2 [T1 OBW]
VIEW, By T1 To 16_39 dBm
7\ \ / \ / \ [T 806.105144231 MHz
LA
_0 //\\ / U/\\J L \[/\\I \ /(\\
ﬂv U4
L -20 /\ V\U{ \u{ \j \/\/ [\
| / \/ \/ \ 7
L _40 /\ /J\j \/\/\ /\
4 \/\\_JL/
-60
Center 806.1 MHz 3 kHz/ Span 30 kHz
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Page 64 of 211
FCC ID: AFJ399000

5.8.4.18. Configuration: 99% OBW, Band 3: 806-809MHz MHz, 808.9MHz, 20 KHz, Analog, High power

OBW: 10.385 KHz

®

Ref 40 dBm Att 15 dB

*RBW 300 Hz
*VBW 3 kHz

SWT 340 ms

Marker 1 [T1 ]

30.28

808 .900000000

dBm
MHz

40 Offget 30/6 dB

—30

oBW 1
Temp

0.384615385

1

[T1 oBW]
16.20

kHz

dBm

=Y
o

<
m
=

8Q
Temp

8.894759615

2

[T1 oBW]
16 57

MHz

dBm

i TY
—10

80

8.905144231

MHz

Al
I

L

ALk

Y

50

-60

Center 808.9 MHz
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FCC ID: AFJ399000

5.8.4.19. Configuration: 99% OBW, Band 3: 806-824MHz, 806.1MHz, 25 KHz, Analog, High power

OBW: 15.65 KHz

®

*RBW 300 Hz
*VBW 3 kHz

Delta 3 [T1 ]
0.26 dB

Ref 40 dBm Att 15 dB SWT 390 ms 15.649038462 kHz
40 Offset 30,6 dB OBW 13.405448718 kHz
Markgr 1 [T1]]
| 20 y Q.25 dBm
806.0921471436 MHz
Markegr 2 [T1|]
MED ,, il il 27 .54 dBm
LVL
806 .099943910 MHz
Temp |1 [T1 OBW]
—10 fi A\ A fi _/A f 965 dBm
l\ ) } \/ J VATV M} \ \F 805.003264231 iz
T 2 [T1 OBW
o D1 0_43|dBm —Y J\ Y J | {g | emP L 1
v\j \/“ -43 dBm
/\ ﬁce.loeen 679 MHz
. 0, N
\/ \} \ 3DB

e

by

v

-60
Center 806.1 MHz 3.5 kHz/ Span 35 kHz
Date: 29.MAY.2018 10:42:18
ULTRATECH GROUP OF LABS File #: 181COM485_FCC90

3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4

Tel. #: 905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com

June 26, 2018

All test results contained in this engineering test report are traceable to National Institute of Standards and Technology (NIST)



FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers

UHF P25 Transceiver, Model: IC-F7040T/S

Page 66 of 211
FCC ID: AFJ399000

5.8.4.20. Configuration: 99% OBW, Band 3: 806-824MHz MHz, 815.1MHz, 25 KHz, Analog, High power

OBW: 15.82 KHz

@ “RBW 300 Hz Delta 3 [T1 1
*VBW 3 kHz -2.74 dB
Ref 40 dBm Att 15 dB SWT 390 ms 15.817307693 kHz
40 Off$et 30]6 dB OBW 13.461538462 kHz
Markgr 1 [T1|]
20 b -1.83 dBm
ﬂ f’ /\ 815.092035256 MHz
OuEH] Markgr 2 [T1|]
20 f\ [\ 27.51 dBm
815.100000000 MHz
Temp (1 [T1 OBW]
10 fi fi =2-50 dBm
w N 815.093157051 MHz
ﬂ]_ /\7 Temp |2 [T1 OBW]
° b1 —2.5ldem Y IH 9] U (1 A e 90 dBm
ﬂ \ \J ” \ T ﬁ15_10661£590 MHz
—-10 \/AVV * L A

—-20 A

[l
|

i

UU

i

-60

Center 815.1 MHz

Date: 29.MAY.2018 10:46:12

3.5 kHz/

Span 35

kHz

LVL

3DB

ULTRATECH GROUP OF LABS
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4

Tel. #: 905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com

File #: 181COM485_FCC90

June 26, 2018

All test results contained in this engineering test report are traceable to National Institute of Standards and Technology (NIST)



FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers Page 67 of 211
UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.4.21. Configuration: 99% OBW, Band 3: 806-824MHz MHz, 823.9MHz, 25 KHz, Analog, High power
OBW: 15.705 KHz

% “RBW 300 Hz Delta 3 [T1 ]
“VBW 3 kHz ~1.34 dB
Ref 40 dBm Att 15 dB SWT 390 ms 15.705128205 kHz
40 Off$et 30.6 dB OBW 13.461538462 khz

Marker 1 [T1 (]
1.20 dBm

823.892091346 MHz
Marker 2 [T1 (]

20 o N 27_47 dBm
LVL
823.899943910 MHz
/\ H H H [\ Temp |1 [T1 OBW]
1 A A f f A f O 77 dBm
\“J V\]\/ \/\/V \/ 8243.893213141 MHz
D1 0_19/dBm ;(F\l Temp |2 [T1 OBW]
z v\) V‘ X ~19 aBm
/\ ﬂ23.906674679 MHz
—-10 N\n A(\

L |

A f\u/ V U \U/\A I
LZEQJ U \N/

-60

—30

<E
mju
=

Center 823.9 MHz 3.5 kHz/ Span 35 kHz

Date: 29.MAY.2018 10:48:35
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FCC ID: AFJ399000

5.8.4.22. Configuration: 99% OBW, Band 3: 806-824MHz MHz, 806.1MHz, 12.5 KHz, Digital, F1IE& F1D,

High power
OBW: 7.89 KHz

Ref 40 dBm Att 15 dB

“RBW 300 Hz

*VBW 3

kHz

SWT 280 ms

Marker 1 [T1 ]
34.31 dBm
806.100520833 MHz

40 Offsget 30/6 dB

1

oBW
Temp

7.892624
1 [T1 OB
15

205 kHz

Wl
.83 dBm

—30

o
™\

8Q
Temp

6.095793

2 [T1 OB
15

269 MHz
W

85 dBm

20

N

8Q

6.103685

897 MHz

"\,

—-10

—-20 f{
—-30

MU

A

I,

-60

Center 806.1 MHz
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2.5 kHz/

Span

25 kHz

LVL
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FCC ID: AFJ399000

5.8.4.23. Configuration: 99% OBW, Band 3: 806-824MHz MHz, 815.1MHz, 12.5 KHz, Digital, F1IE& F1D,

High power
OBW: 7.81 KHz

®

—30

<
m
=

*RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 34.02 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 815.100440705 MHz
40 Offset 30,6 dB 1 OBW (7.812500000 kHz
Temp |1 [T1 OBW]
A /\ N 15.54 dBm
/VV % ™ 815.095753205 MHz
r/ \,\,\ Temp |2 [T1 OBW]
T2 18.08 dBm
815.103565705 MHz

(- PAN
20 /;FJ v
—10

S

WY

—-10

PV

M

b

-60

Center 815.1 MHz
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FCC ID: AFJ399000

5.8.4.24. Configuration: 99% OBW, Band 3: 806-824MHz MHz, 823.9MHz, 12.5 KHz, Digital, F1IE& F1D,

High power
OBW: 7.81 KHz

Ref 40 dBm

Att 15 dB

*RBW 300 Hz
*VBW 3 kHz

SWT 280 ms

Marker 1 [T1 ]

34.21

823.900360577

dBm
MHz

40 Offset 30]6 dB

—30

A

OBW
Temp

7.812500000
1 [T1 OBW]
16.37

kHz

dBm

—20-

A =y

T2

84
Temp

3.895753205
2 [T1 OBW]
14 .91

MHz

dBm

84

3.903565705

MHz

A

N

_10 /\rﬂ
20

s

-60

Center 823.9 MHz

Date: 29_.MAY.2018 11:10:30

2.5 kHz/

Span 25

kHz

LVL

3DB
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FCC ID: AFJ399000

5.8.4.25.

power
OBW: 8.05 KHz

@ “RBW 300 Hz Marker 1 [T1 1
“VBW 3 kHz 33.56 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 806.099919872 MHz
40 Off$et 30]6 dB ] OBW |8.052884615 kHz
Temp |1 [T1 OBW]
30 nﬁ\m Aal 16.37 dBm
JWA W\ 806.096033654 MHz
1 P //\" \/\ Temp |2 [T1 OBW]
1 E VR P T — 15 73 dBm
/ff \“q\/\ 806.104086538 MHz
-10 /ﬁ/ﬁr\, \
O // v\\/\/\
10
v |
//" “L\
--30 /, UM\
o arad
- 50
60

Center 806.1 MHz

Date: 29.MAY.2018 11:28:05

2.5 kHz/

Span 25 kHz

LVL

3DB

Configuration: 99% OBW, Band 3: 806-824MHz MHz, 806.1MHz, 12.5 KHz, Digital, F1W, High
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FCC ID: AFJ399000

5.8.4.26. Configuration: 99% OBW, Band 3: 806-824MHz MHz, 815.1MHz, 12.5 KHz, Digital, F1W, High

power
OBW: 8.09

®

“RBW 300 Hz

Marker 1 [T1 ]

*VBW 3 kHz 33.58 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 815.099839744 MHz
40 Offset 30]6 dB 1 OBW [8.092948718 kHz
Temp (1 [T1 OBW]
30 NJ&\ A 16.07 dBm
vavid VAW 815.095833333 MHz
V\/\ Temp (2 [T1 OBW]
MED |, - T2 16.48 dBm
\/ 815.103926¢282 MHz
10
Lo
--10 - \\
| _20 / —\/JL
--30
w/ \\\
o W
- -50
-60

Center 815.1 MHz

Date: 29.MAY.2018 11:32:41

2.5 kHz/

Span 25 kHz

LVL

3DB
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FCC ID: AFJ399000

5.8.4.27.
power

OBW: 8.05 KHz

@ *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 30.69 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 823.899919872 MHz
40 Offset 30]6 dB OBW |8.052884615 kHz
1 Temp |1 [T1 OBW]
| 2o . S 15.87 dBm
J‘N v \’\l\/"'\ 823.895833333 MHz
i Pl /‘/‘ /\ Temp |2 [T1 OBW]
T2 823.903886218 MHz
-10 o W
L o // \A
10 VI\\’\
| _20 -//\j ,\j\\
--30 n/ v‘\
40
- 50
-60

Center 823.9 MHz

Date: 29.MAY.2018 11:34:13

2.5 kHz/

Span 25 kHz

LVL

3DB

Configuration: 99% OBW, Band 3: 806-824MHz MHz, 823.9MHz, 12.5 KHz, Digital, F1W, High
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.4.28. Configuration: 99% OBW, Band 4: 851-869MHz, 851.1MHz, 12.5 KHz, Analog, High power
OBW: 5.689 KHz

@ *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 33.08 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 851.100040064 MHz
40 Offset 30,6 dB h OBW |5.689102564 kHz

Temp |1 [T1 OBW]

30 K 11.21 dBm

851.097155449 MHz

/ \ Temp |2 [T1 OBW]
| o0 13.82 dBm

. \\
. /\m/ |’ alim
i ik I
il TP

-60

/H I
|

Center 851.1 MHz 2.5 kHz/ Span 25 kHz

Date: 29.MAY.2018 10:26:53
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UHF P25 Transceiver, Model: IC-F7040T/S
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FCC ID: AFJ399000

5.8.4.29. Configuration: 99% OBW, Band 4: 851-869MHz, 860.1MHz, 12.5 KHz, Analog, High power

OBW: 5.689 KHz

*“RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 33.09 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 860.100000000 MHz
40 Offset 30,6 dB 1 OBW |5.689102564 kHz
jr Temp (1 [T1 OBW]
L 30 13.11 dBm
860.097155449 MHz
1Py Temp |2 [T1 OBW]
| 20 12 23 dBm
%‘L\ l \ / bz 860.102844551 MHz
10 / l \ / \ / \ /
/\U U/\V
L _20 /\ [\/\\J/ U \\/f\/\ /\
- \\/\j\“ VMU W
—=50
-60
Center 860.1 MHz 2.5 kHz/ Span 25 kHz

Date: 29.MAY.2018 10:28:12

LVL
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Page 76 of 211
FCC ID: AFJ399000

5.8.4.30. Configuration: 99% OBW, Band 4: 851-869MHz, 868.9MHz, 12.5 KHz, Analog, High power

OBW: 5.689 KHz
*RBW 300 Hz Marker 1 [T1

1

*VBW 3 kHz 33.08
Ref 40 dBm Att 15 dB SWT 280 ms 868 .899959936

dBm
MHz

40 Offset 30]6 dB OBW |5.689104
Temp |1 [T1 OH
ﬁ 117

564
W]
.44

kHz

dBm

—30
/ \ 868.897075

[ Temp |2 [T1 OH
14

=y
)
—

<
m
=

20

321
W]
[e}21

MHz

dBm

423

MHz

i’\ / \ / F\z 868.902764

PR AR AT

el gl

wy

-60

Center 868.9 MHz 2.5 kHz/ Span 25 kHz

Date: 29.MAY.2018 10:30:01

LVL
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.4.31. Configuration: 99% OBW, Band 4: 851-854MHz, 851.1MHz, 20 KHz, Analog, High power
OBW: 10.385 KHz

@ *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 30.27 dBm
Ref 40 dBm Att 15 dB SWT 340 ms 851.099951923 MHz
40 Offset 30]6 dB OBW 10.384615385 kHz

1 Temp |1 [T1 OBW]

30 ) 16.89 dBm

851.094759615 MHz

/-\ / [\ Temp |2 [T1 OBW]
VIEW | 20 T 15 47 dBm

R

—10

| |-

Wik il
| [y

Center 851.1 MHz 3 kHz/ Span 30 kHz

-60

Date: 29.MAY.2018 10:33:49
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UHF P25 Transceiver, Model: IC-F7040T/S
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FCC ID: AFJ399000

5.8.4.32. Configuration: 99% OBW, Band 4: 851-854MHz, 853.9MHz, 20 KHz, Analog, High power

OBW: 10.385 KHz

@

“RBW 300 Hz

Marker 1 [T1 ]

*VBW 3 kHz 30.30 dBm
Ref 40 dBm Att 15 dB SWT 340 ms 853.899951923 MHz
40 Offsget 30/6 dB OBW 10.384615385 kHz
1 Temp |1 [T1 OBW]
-30 16.73 dBm
8853.894759615 MHz
/\ [\ Temp |2 [T1 OBW]
o0 o1 : 16_03 dBm
n \ / \ / \ {\, 893005144231 wHz|""
A ML
. A LA g
\/ L J U \ / \
| \Nvl d
/\N\I \! U \] \N[\
--20 \1 U v U
| 30— / \U/ \v{ \ N\
-60
Center 853.9 MHz 3 kHz/ Span 30 kHz
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UHF P25 Transceiver, Model: IC-F7040T/S

Page 79 of 211

FCC ID: AFJ399000

5.8.4.33.
OBW: 15.705 KH

z

*RBW 300 Hz

Delta 3 [T1 ]

*VBW 3 kHz -2.48 dB
Ref 40 dBm Att 15 dB SWT 390 ms 15.705128205 kHz
40 Offset 30/6 dB OBW 13.405448718 kHz
Markgr 1 [T1|]
| 30 p, 1.39 dBm
851.092091346 MHz
Markgr 2 [T1|]
VIEW L 20 {\ /\ 27.45 dBm
851.099943910 MHz
Temp |1 [T1 OBW]
10 A A f fA - A 986 dBm
\1 Uv\j \[\)U 851.093213141 MHz
H J\l l \/ /\I Temp |2 [T1 OBW]
. D1 0.86|dBm T \IY\ | | I jAC p
V\J \/' .38 dBm
ﬂ ﬁEl.lOGGlE 590 MHz
—-10 [\v"\) v(\
| _50 n A
30 /\U/\/\ /\/\/\
A\J /\V U/V I
\/\«AN
u
-60

Center 851.1 MHz

Date: 29.MAY.2018 10:50:47

3.5 kHz/

Span 35 kHz

LVL

3DB

Configuration: 99% OBW, Band 4: 851-869MHz, 851.1MHz, 25 KHz, Analog, High power
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.4.34. Configuration: 99% OBW, Band 4: 851-869MHz, 860.1MHz, 25 KHz, Analog, High power
OBW: 15.76 KHz

*RBW 300 Hz Delta 3 [T1 ]
*VBW 3 kHz 2.88 dB
Ref 40 dBm Att 15 dB SWT 390 ms 15.761217949 kHz
40 Offset 30{6 dB OBW 13.461538462 kHz
Markgr 1 [T1 (]
30 -3.00 dBm
860.092035%256 MHz
1 _PK (\ [ /\ Markgr 2 [T1(]
20 {\ {\ 24 .53 dBm

B LVL
860.099943910 MHz
10 A fi =03t dBm
ml W \ \( \ U{ﬂ 840003214141 Mz
Temp |2 [T1 OBW]
/E "\l

DT -1.3 dij—ulLl T 1 ' 0 I“I T 35 _dBm
L _10 {\I\I \l

ﬂEO -106674679 MHz
A

AL

gl s

ik .

Center 860.1 MHz 3.5 kHz/ Span 35 kHz

=5

-60

Date: 29.MAY.2018 10:53:36

ULTRATECH GROUP OF LABS File #: 181COM485_FCC90
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4 June 26, 2018
Tel. #: 905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com

All test results contained in this engineering test report are traceable to National Institute of Standards and Technology (NIST)



FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers Page 81 of 211
UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.4.35. Configuration: 99% OBW, Band 4: 851-869MHz, 868.9MHz, 25 KHz, Analog, High power
OBW: 15.705 KHz

*RBW 300 Hz Delta 3 [T1 ]

*VBW 3 kHz -1.76 dB
Ref 40 dBm Att 15 dB SWT 390 ms 15.705128205 kHz
40 Off$et 306 dB OBW 13.461538462 kHz

Markgr 1 [T1|]

| 20 y 1.04 dBm

{ 868.892091346 MHz
Markgr 2 [T1|]
VIEW N | 27.49 dBm

20 LVL
868.899943910 MHz
Temp |1 [T1 OBW]
10 N A a n n

aBm iﬂ %FYl \/\J U\/\] U\IU \//\j r Temsejs[iizéév_léi ;:2
NIL PIT oot
—-10 N .

e |, ] | I

L VM
% U \va

-60

Center 868.9 MHz 3.5 kHz/ Span 35 kHz
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Page 82 of 211
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5.8.4.36. Configuration: 99% OBW, Band 4: 851-869MHz, 851.1MHz, 12.5 KHz, Digital, F1IE& F1D, High

power
OBW: 7.81 KHz

*“RBW 300 Hz

Marker 1 [T1

1

*VBW 3 kHz 34.01 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 851.100400641 MHz
40 Offset 306 dB 1 OBW |7.812500000 kHz
A Temp |1 [T1 OBW]
30 A\ 15.83 dBm
S\ A V\\ 881.095633013 MHz
1 PY / Temp [2 [T1 OBW]
VI1EW, | 50 n \'\ 15.81 dBm
T V 12
851.103445513 MHz
—10
L 0 //\/\/V A
10 W\\
M

A

—-20 /
—-30

U,

-60

Center 851.1 MHz

Date: 29.MAY.2018 11:12:10

2.5 kHz/

Span 25 kHz

LVL

3DB
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5.8.4.37. Configuration: 99% OBW, Band 4: 851-869MHz, 860.1MHz, 12.5 KHz, Digital, F1IE& F1D, High

power
OBW: 7.93 KHz

@ *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 34.26 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 860.100360577 MHz
40 Offset 30)6 dB 1 OBW |7.932692308 kHz

]\ Temp |1 [T1 OBW]
30 A F—s 15.38 dBm
\/W\\f\" \ 860.095633013 MHz

L PR / Temp |2 [T1 OBW]
M=l | oo A T2 17.75 dBm

TNV

860.103565705 MHz

N

N

N

—-10

A

W
o]

e

o

Ly

—-50

-60

Center 860.1 MHz

Date: 29.MAY.2018 11:13:36

2.5 kHz/

Span 25 kHz

LVL

3DB
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FCC ID: AFJ399000

5.8.4.38. Configuration: 99% OBW, Band 4: 851-869MHz, 868.9MHz, 12.5 KHz, Digital, FIE& F1D, High

power
OBW: 7.97 KHz
*RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 33.95 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 868.900400641 MHz
40 Off$et 30]6 dB 1 OBW |7.972756410 kHz
[V\ Temp |1 [T1 OBW]
|30 ~ A 16.11 dBm
N/ \"\'\ 868.895592949 MHz
// Temp |2 [T1 OBW]
VIEW 50 T2 17.65 dBm
L N \j v
\/‘\/Lv 868.903565705 MHz
10 \
o / \nv\
L _10 \\
L _20 // M\
L _30
U \M
» MV\V\/\/\
L _50
-60

Center 868.9 MHz

Date: 29.MAY.2018 11:15:21

2.5 kHz/

Span 25 kHz

LVL

3DB

ULTRATECH GROUP OF LABS
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FCC ID: AFJ399000

5.8.4.39. Configuration: 99% OBW, Band 4: 851-869MHz, 851.1MHz, 12.5 KHz, Digital, F1W, High power

OBW: 8.05 KHz
% *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 33.47 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 851.099799679 MHz
40 Offset 30J6 dB B OBW [8.052884615 kHz
Temp |1 [T1 OBW]
30 K e 15.56 dBm
VN ‘Vv\,\,‘ 851.095873397 MHz
/‘/“/ J‘L Temp |2 [T1 OBW]
o0 . 16.28 dBm
T TZ
851.10392¢282 MHz
10 I
o
—-10 o A

S

—-50

-60

Center 851.1 MHz

Date: 29.MAY.2018 11:37:45

2.5 kHz/

Span 25 kHz

LVL

3DB
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FCC ID: AFJ399000

5.8.4.40. Configuration: 99% OBW, Band 4: 851-869MHz, 860.1MHz, 12.5 KHz, Digital, F1W, High power

OBW: 8.01 KHz

“RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.48 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 860.100120192 MHz
40 Offset 30]6 dB OBW [8.012820513 kHz

h Temp |1 [T1 OBW]
- 30 e Fors 16.87 dBm
NS NIV A 860.095833333 MHz

1 Py /“’/ Temp |2 [T1 oBW]
VIEW 50 T1 14..39 dBm
/‘7 L\%\i 860.103846154 MHz

—10

v

i

—-10 |

W\’“\//

—-40

—-50

-60

Center 860.1 MHz

Date: 29.MAY.2018 11:39:54

2.5 kHz/

Span 25 kHz

LVL

3DB

ULTRATECH GROUP OF LABS
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5.8.4.41. Configuration: 99% OBW, Band 4: 851-869MHz, 868.9MHz, 12.5 KHz, Digital, F1W, High power

OBW: 7.85 KHz

*RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 33.21 dBm
Ref 40 dBm Att 15 dB SWT 280 ms 868.899839744 MHz
40 Offset 30]6 dB 1 OBW |7.852564103 kHz

Temp |1 [T1 OBW]
30 Af\m 16.45 dBm
v Vw\ 868.896033654 MHz

1 P J/J /\/\ Temp |2 [T1 OBW]
20 J — 16.42 dBm
868.903886218 MHz

- ﬁfﬁl
—10

N

Y

—-20

—-50

-60

Center 868.9 MHz

Date: 29.MAY.2018 11:42:01

2.5 kHz/

Span 25

kHz

LVL

3DB

ULTRATECH GROUP OF LABS
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.5. Test Data- EMISSION MASKS- MASK 90.691
High Power Analog
5.8.5.1. Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 815.1MHz, 12.5 KHz, Analog, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.35 dBm
Ref 34.4 dBm Att 30 dB 1 SWT 1.15 s 815.100000000 MHz
y
Offset 30{6 dB
30
1Pk [20
VIEW
LVL
2 PK 10
A ﬂ
-0
Wi
- vASK_EA / /\] \‘\ \
--20
3DB
—-30
- —40

—-60

Center 815.1 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 10:39:33
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5.8.5.2. Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 823.9MHz, 12.5 KHz, Analog, High power

@

Ref 34.4 dBm

ATt

30 dB

*RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 34.32 dBm
1 SWT 1.15 s 823.900000000 MHz

off$et 30]6 dB
30
1Pk |20
VIEW
- 10
u
Lo M
L 1
WASK EA
-20
Y
e
I-60

Center 823.9 MHz

Date: 1.JUN.2018 10:49:58

10 kHz/

Span 100 kHz

3DB

5.8.5.3. Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 860.1MHz, 12.5 KHz, Analog, High power

®

VIEW

N
o

Date:

Ref 34.3 dBm

Att

30 dB

“RBW 300 Hz Marker 1 [T1 ]

*VBW 3 kHz
1 SWT 1.15 s

34.28 dBm
860.100000000 MHz

Ooffget 30/6 dB
30

10

V\_A}X%KiEA

LVL

—-20

I--30

=
=

-40

gtiohpambinp i

—-60

gyt

Center 860.1 MHz

1.JUN.2018 10:57:03

10 kHz/

Span 100 kHz
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.5.4. Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 868.9MHz, 12.5 KHz, Analog, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.32 dBm

Ref 34.4 dBm Att 30 dB 1 SWT 1.15 s 868.900000000 MHz

Ooff$et 30,6 dB
30

LV

WASK_EA

R

3DB

-40

Center 868.9 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 11:05:46

5.8.5.5. Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 815.1MHz, 25 KHz, Analog, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.37 dBm

Ref 34.4 dBm Att 30 dB 1 SWT 1.15 s 815.100000000 MHz

Ooffset 30/6 dB
30

e 10
VIEW

WASK_EA m
-20 4444J4‘444447

-60

Center 815.1 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 10:46:50
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FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers
FCC ID: AFJ399000

UHF P25 Transceiver, Model: IC-F7040T/S

5.8.5.6. Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 823.9MHz, 25 KHz, Analog, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.32 dBm

Ref 34.4 dBm Att 30 dB 1 SWT 1.15 s 823.900000000 MHz

Ooff$et 30,6 dB
30

ﬂ
i

WASK_EA

3DB

--60

Center 823.9 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 10:51:11

5.8.5.7. Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 860.1MHz, 25 KHz, Analog, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.28 dBm
Ref 34.3 dBm Att 30 dB 1 SWT 1.15 s 860.100000000 MHz
Ooffget 30,6 dB
30
1Pk [20
VIEW
LvL
Il
e
n
o
- Il ]
M%%KiEA 1 'u‘
-20
w 3DB
-30

Center 860.1 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 10:58:19
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.5.8. Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 868.9MHz, 25 KHz, Analog, High power

® “RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 34.32 dBm

Ref 34.4 dBm Att 30 dB 1 SWT 1.15 s 868.900000000 MHz

offfet 306 dB
30

LvL

o
[V 1EW|

5:

I 3k_EA u

-20
3DB

Center 868.9 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 11:06:57

High Power Digital
5.8.5.9. Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 815.1MHz, F1E&F1D, Digital, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.35 dBm

Ref 34.4 dBm Att 30 dB 1 SWT 1.15 s 815.100000000 MHz
v

offget 30/6 dB
30
1Pk [20
VIEW
LvL
[2_PH]

L it i
I \‘ |

=60

Center 815.1 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 10:41:28
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FCC ID: AFJ399000

Att

30 dB

*RBW 300 Hz
*VBW 3 kHz
1 SWT 1.15 s

Marker 1 [T1 ]

Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 823.9MHz, F1E&F1D, Digital, High power

34.32 dBm

823.900000000 MHz

LVL

3DB

5.8.5.10.
Ref 34.4 dBm
Ooffget 30/6 dB
30
1Pk |20
VIEW
*
o
WK EA
I--60
Center 823.9 MHz
Date: 1.JUN.2018 10:52:24
5.8.5.11.

Ref 34.3 dBm

Att

30 dB

10 kHz/

“RBW 300 Hz
*VBW 3 kHz
1 SWT 1.15 s

v

Span 100 kHz

Marker 1 [T1 ]

34.28 dBm

860.100000000 MHz

Ooffset 30,6 dB

I-30-

*W&(‘SKiEA

Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 860.1MHz, F1IE&F1D, Digital, High power

I--60-

Center 860.1 MHz

Date: 1.JUN.2018 10:59:33

10 kHz/

Span 100 kHz

ULTRATECH GROUP OF LABS
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FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers
UHF P25 Transceiver, Model: IC-F7040T/S

5.8.5.12. Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 868.9MHz, FIE&F1D, Digital, High power
® *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 34.32 dBm
Ref 34.4 dBm Att 30 dB 1 SWT 1.15 s 868.900000000 MHz
% Ooffget 30/6 dB
10
Lo |
WK EA ,{ ‘W
Wi
Center 868.9 MHz 10 kHz/ Span 100 kHz
Date: 1.JUN.2018 11:09:08
5.8.5.13. Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 815.1MHz, F1W, Digital, High power

®

*RBW 300 Hz
*VBW 3 kHz

Marker 1 [T1 ]

34.35 dBm

Ref 34.4 dBm Att 30 dB 1 SWT 1.15 s 815.100000000 MHz
Ooffget 30,6 dB
30
/‘Nﬁ
1Pk [20
VIEW
LvL
o
i / \
I ASK_EA / (\1 M
--20- ‘ 3
3DB

[—-60-

10 kHz/ Span 100 kHz

Center 815.1 MHz

Date: 1.JUN.2018 10:43:13
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FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers
FCC ID: AFJ399000

UHF P25 Transceiver, Model: IC-F7040T/S

5.8.5.14. Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 823.9MHz, F1W, Digital, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.32 dBm
Ref 34.4 dBm Att 30 dB 1 SWT 1.15 s 823.900000000 MHz
v
Ooff$et 30,6 dB
30
1Pk |20
VIEW
LVL
e
[V IEW
-0

WASK_EA

-20 \77
3DB

-40

Center 823.9 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 10:53:57

5.8.5.15. Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 860.1MHz, F1W, Digital, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.28 dBm
Ref 34.3 dBm Att 30 dB 1 SWT 1.15 s 860.100000000 MHz
y
offset 30/6 dB
30
1Pk |20
VIEW
LVL

Center 860.1 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 11:01:16
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5.8.5.16. Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 868.9MHz, F1W, Digital, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.32 dBm

Ref 34.4 dBm Att 30 dB 1 SWT 1.15 s 868.900000000 MHz
v

Ooff$et 30,6 dB
30

LVL

WASK_EA

-20 \77
3DB

=

WWMM n“m\‘l

--60

Center 868.9 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 11:10:37

Low Power Analog
5.8.5.17. Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 815.1MHz, 12.5 KHz, Analog, Low power

® *RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.45 dBm
Ref 30.5 dBm Att 25 dB 1 SWT 1.15 s 815.100160256 MHz
30 Offget 30]6 dB
| 20
1 PK
VIEW
10 LVL
2 PY
o |
wASK_EA
--20-
\ 3DB
I--30 \
\A A 3
"y o

Center 815.1 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 12:23:00
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5.8.5.18. Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 823.9MHz, 12.5 KHz, Analog, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.21 dBm

Ref 30.3 dBm Att 25 dB 1 SWT 1.15 s 823.900160256 MHz

30 Offget 30/6 dB

|20 4
1 PK
VIEW

1o LVL
M |, |N

AR _EA

3DB

Center 823.9 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 12:30:59

5.8.5.19. Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 860.1MHz, 12.5 KHz, Analog, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.18 dBm
Ref 30.2 dBm Att 25 dB 1 SWT 1.15 s 860.100000000 MHz
30.20ffget  30/6 dB
20
1 PK
VIEW
10 LvL
o

WASK_EA

—-20

|

) LT
I ‘W'W

--60

Center 860.1 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 12:38:31
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.5.20. Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 868.9MHz, 12.5 KHz, Analog, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.21 dBm
Ref 30.2 dBm Att 25 dB 1 SWT 1.15 s 868.900000000 MHz
30.20ffget  30/6 dB
I-20
1 PK
VIEW
10 LVL
MED | f
AR _EA

--20
/‘ ’\ 3DB
--30

-40

Center 868.9 MHz 10 kHz/ Span 100 kHz
Date: 1.JUN.2018 12:50:24

5.8.5.21. Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 815.1MHz, 25 KHz, Analog, Low power

® *RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.45 dBm

Ref 30.5 dBm Att 25 dB 1 SWT 1.15 s 815.100160256 MHz

30 Offg$et 30/6 dB

—-30

|

_5 W

—-60.

Center 815.1 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 12:24:24
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5.8.5.22. Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 823.9MHz, 25 KHz, Analog, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.21 dBm

Ref 30.3 dBm Att 25 dB 1 SWT 1.15 s 823.900160256 MHz

30 Offget 30/6 dB

| 50
1 PK
VIEW

1o LVL
2 PH A
VIEW]

Lo “ i d

. 7N
g

H
i

|--60.

Center 823.9 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 12:32:15

5.8.5.23. Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 860.1MHz, 25 KHz, Analog, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.18 dBm

Ref 30.2 dBm Att 25 dB 1 SWT 1.15 s 860.100000000 MHz

30.20ffget 30.6 dB

20
1 PK
VIEW

LvL
. W

T
2
w
‘X
m|
D
L
= |
d

|

~-60-

Center 860.1 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 12:39:53
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5.8.5.24. Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 868.9MHz, 25 KHz, Analog, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.21 dBm
Ref 30.2 dBm Att 25 dB 1 SWT 1.15 s 868.900000000 MHz
30.20ffget  30/6 dB
| 20
1 PK
VIEW
10 LVL
2 PH] ﬂ
W]
VIE! o h Uu
AR _EA

--20
/‘ ’\ 3DB
--30

-40

Center 868.9 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 12:51:41
Low Power Digital
5.8.5.25.  Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 815.1MHz, FIE&F1D, Digital, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.45 dBm
Ref 30.5 dBm Att 25 dB 1 SWT 1.15 s 815.100160256 MHz
30 Offget 30]6 dB
A
20 [ A
1 PK
VIEW
10 LVL
o

L N
70y

Ny

Center 815.1 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 12:25:41
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5.8.5.26. Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 823.9MHz, F1E&F1D, Digital, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.21 dBm

Ref 30.3 dBm Att 25 dB 1 SWT 1.15 s 823.900160256 MHz

30 Offget 30/6 dB k

| o0 /“
1 PK
VIEW

10 LV
MED |, f} \11

AR _EA r( \

L _20 NHAN \

I--30

_40 J

—Eo l *

I--60

Center 823.9 MHz 10 kHz/ Span 100 kHz
Date: 1.JUN.2018 12:33:23

5.8.5.27. Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 860.1MHz, F1IE&F1D, Digital, Low power

®

1 PK
VIEW

Date

*RBW 300 Hz Marker 1 [T1 ]

*VBW 3 kHz 30.18 dBm
Ref 30.2 dBm Att 25 dB 1 SWT 1.15 s 860.100000000 MHz
30.20Ffget 306 dB
I 20 fL

10

T | T

oy o

-60

Center 860.1 MHz 10 kHz/ Span 100 kHz

: 1.JUN.2018 12:41:18
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.5.28. Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 868.9MHz, F1IE&F1D, Digital, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.21 dBm

Ref 30.2 dBm Att 25 dB 1 SWT 1.15 s 868.900000000 MHz

oo [Ml
1 PK AJ 'M
VIEW

10 LVL
MED |,

IR
IR

-40

30.20ffget  30/6 dB

-50

Center 868.9 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 12:52:55

5.8.5.29. Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 815.1MHz, F1W, Digital, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.45 dBm

Ref 30.5 dBm Att 25 dB 1 SWT 1.15 s 815.100160256 MHz

M

30 Off$et 30/6 dB

AR EA /

—
|—

Center 815.1 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 12:27:38
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5.8.5.30. Configuration: Mask 90.691, Sub Band 3: 809-824MHz, 823.9MHz, F1W, Digital, Low power

® *RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.21 dBm
Ref 30.3 dBm Att 25 dB 1 SWT 1.15 s 823.900160256 MHz
30 Offget 30/6 dB
. nfvull
1 PK
VIEW

10 Lvi
MED

- [
HIRR

Center 823.9 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 12:34:52

5.8.5.31. Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 860.1MHz, F1W, Digital, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.18 dBm
Ref 30.2 dBm Att 25 dB 1 SWT 1.15 s 860.100000000 MHz
v

30.20ffget  30/6 dB

20
1 PK
VIEW

10 LvL
o

WASK_EA

Ml i

—-30

i IR N

--60

Center 860.1 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 12:42:57
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5.8.5.32.  Configuration: Mask 90.691, Sub Band 4: 854-869MHz, 868.9MHz, F1W, Digital, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.21 dBm

Ref 30.2 dBm Att 25 dB 1 SWT 1.15 s 868.900000000 MHz

30.20ffget  30/6 dB

10 LVL
VIEW

- [\
BN

--30

-40

-60

Center 868.9 MHz 10 kHz/ Span 100 kHz

Date: 1.JUN.2018 12:54:41
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5.8.6.
High Power

Test Data- EMISSION MASKS- MASK B

5.8.6.1. Configuration: Mask B, Band 3: 806-824MHz, 806.1MHz, 12.5 KHz, Analog, High power

Ref 34.7 dBm

Att

30 dB

*RBW 300 Hz
*VBW 3 kHz
1 SWT 1.7 s

Marker 1 [T1 ]
34.64 dBm
806.100000000 MHz

offset 30,6 dB
—30
1 PK |20
VIEW
2 PKENEE
V1EW
0
KB

—-20-

3DB

—_—

Center 806.1 MHz

Date: 1.JUN.2018 08:35:19

15 kHz/ Span 150 kHz

5.8.6.2. Configuration: Mask B, Band 3: 806-824MHz, 815.1MHz, 12.5 KHz, Analog, High power

Ref 34.5 dBm

Att

30 dB

*RBW 300 Hz
“VBW 3 kHz
1 SWT 1.7 s

Marker 1 [T1 ]
34.45 dBm
815.100000000 MHz

Ooffget 30/6 dB
30
1Pk |20
VIEW
2 P
VIEW]
—o
wAK_B

-20

—-60-

Center 815.1 MHz

Date: 1.JUN.2018 08:43:02

15 kHz/ Span 150 kHz
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5.8.6.3. Configuration: Mask B, Band 3: 806-824MHz, 823.9MHz, 12.5 KHz, Analog, High power

®

ALt

30 dB

*RBW 300 Hz

*VBW 3 kHz
1 SWT 1.7 s

Marker 1 [T1 ]

34.36 dBm

823.900000000 MHz

Ref 34.4 dBm
Offset
30 $
1pk |20
VIEW
0
[}
]

30/6 dB

—=-60-

Center 823.9 MHz

Date: 1.JUN.2018 08:48:43

15 kHz/

Span 150 kHz

5.8.6.4. Configuration: Mask B, Band 4: 851-869MHz, 851.1MHz, 12.5 KHz, Analog, High power

Ref

34.4 dBm

Att

30 dB

*RBW 300 Hz
*VBW 3 kHz
1 SWT 1.7 s

Marker 1

[T1 1
34.33 dBm

851.100000000 MHz

30

Offget 30/6 dB

20

10

vASK B

Center 851.1 MHz

Date:

1.JUN.2018 08:53:37

15 kHz/

Span 150 kHz
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5.8.6.5. Configuration: Mask B, Band 4: 851-869MHz, 860.1MHz, 12.5 KHz, Analog, High power

® “RBW 300 Hz
“VBW 3 kHz

Ref 34.4 dBm Att 30 dB 1 SWT 1.7 s

Marker 1 [T1 ]
34.33 dBm
860.100000000 MHz

Offset 3016 dB
5 OFfse 1

1 PK
VIEW

10

N
)

W

—=-60-

Center 860.1 MHz 15 kHz/

Date: 1.JUN.2018 09:01:26

Span 150 kHz

5.8.6.6. Configuration: Mask B, Band 4: 851-869MHz, 868.9MHz, 12.5 KHz, Analog, High power

® “RBW 300 Hz
“VBW 3 kHz

Ref 34.4 dBm Att 30 dB 1 SWT 1.7 s

Marker 1 [T1 ]
34.36 dBm
868.900000000 MHz

Offset 30/6 dB
0 se |

1 PK
VIEW

10

f
|
|

l—=_T"

—=-60-

Center 868.9 MHz 15 kHz/

Date: 1.JUN.2018 09:06:47

Span 150 kHz
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5.8.6.7. Configuration: Mask B, Sub Band 3: 806-809MHz, 806.1MHz, 20 KHz, Analog, High power

*RBW 300 Hz
*VBW 3 kHz
SWT 1.7 s

Marker 1 [T1 ]
34.64 dBm
806.100000000 MHz

®

34.7 dBm Att 30 dB 1

30/6 dB

Ref

offset

—30

1 PK
VIEW

-60

Center 806.1 MHz 15 kHz/ Span 150 kHz

Date: 1.JUN.2018 08:37:31

5.8.6.8. Configuration

®

“RBW 300 Hz Marker 1 [T1 ]

“VBW 3 kHz 34.30 dBm
Ref 34.3 dBm Att 30 dB 1 SWT 1.7 s 808.900000000 MHz
Offset 30/6 dB
30
1pk |20
VIEW
1o — =
ViEW] n I
Lo Q
7M%%K78

—=20-

—-30-

[

~-40

—=-60-

Center 808.9 MHz 15 kHz/ Span 150 kHz

Date: 1.JUN.2018 09:16:24

: Mask B, Sub Band 3: 806-809MHz, 808.9MHz, 20 KHz, Analog, High power

ULTRATECH GROUP OF LABS
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5.8.6.9. Configuration: Mask B, Sub Band 4: 851-854MHz, 851.1MHz, 20 KHz, Analog, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.33 dBm
Ref 34.4 dBm Att 30 dB 1 SWT 1.7 s 851.100000000 MHz
Ooffset 30,6 dB
30

1 PK
VIEW

10

N
)

2
w
‘X
@
. —

-30 (
~-40

—=-60-

Center 851.1 MHz 15 kHz/ Span 150 kHz

Date: 1.JUN.2018 08:55:20

5.8.6.10. Configuration: Mask B, Sub Band 4: 851-854MHz, 853.9MHz, 20 KHz, Analog, High power

® “RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 34.26 dBm

Ref 34.3 dBm Att 30 dB 1 SWT 1.7 s 853.899759615 MHz

Center 853.9 MHz 15 kHz/ Span 150 kHz

Date: 1.JUN.2018 09:18:53
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.6.11. Configuration: Mask B, Band 3: 806-824MHz, 806.1MHz, 25 KHz, Analog, High power

® *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 34.64 dBm

Ref 34.7 dBm Att 30 dB 1 SWT 1.7 s 806.100000000 MHz

Ooffset 30,6 dB

—30

1 PK |20
VIEW
LVL
] I
1o
o
WK _B

-60

Center 806.1 MHz 15 kHz/ Span 150 kHz

Date: 1.JUN.2018 08:39:20

5.8.6.12. Configuration: Mask B, Band 3: 806-824MHz, 815.1MHz, 25 KHz, Analog, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.45 dBm

Ref 34.5 dBm Att 30 dB 1 SWT 1.7 s 815.100000000 MHz

Offgset 30]6 dB
30

1 PK [20

LvL

10 1
o
WSk B
20 30B
-30
-40 w

|--60-

Center 815.1 MHz 15 kHz/ Span 150 kHz

Date: 1.JUN.2018 08:44:51
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5.8.6.13.

5.8.6.14.

Configuration: Mask B, Band 3: 806-824MHz, 823.9MHz, 25 KHz, Analog, High power

®

Ref

34.4 dBm

ALt

30 dB

1

*RBW 300 Hz
*VBW 3 kHz
SWT 1.7 s

Marker 1 [T1 ]
34.36 dBm
823.900000000 MHz

1 PK
VIEW

10

N
)

Offset
30 $e

30/6 dB

—=-60-

Center 823.9 MHz

Date: 1.JUN.2018 08:50:15

15 kHz/

Span 150 kHz

Configuration: Mask B, Band 4: 851-869MHz, 851.1MHz, 25 KHz, Analog, High power

®

Ref

34.4 dBm

Att

30 dB

*RBW 300 Hz
*VBW 3 kHz
1 SWT 1.7 s

Marker 1 [T1 ]
34.33 dBm
851.100000000 MHz

1 PK
VIEW

10

N
e}

Offset
30 $e

—=-60-

30/6 dB

Center 851.1 MHz

Date: 1.JUN.2018 08:57:15

15

kHz/

Span 150 kHz
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5.8.6.15.

5.8.6.16.

Configuration: Mask B, Band 4: 851-869MHz, 860.1MHz, 25 KHz, Analog, High power

®

Ref

34.4 dBm

ALt

30 dB

1

*RBW 300 Hz
*VBW 3 kHz
SWT 1.7 s

Marker 1 [T1 ]
34.33 dBm
860.100000000 MHz

30/6 dB

Offset
30 $e

1 PK
VIEW

10

N
)

—=-60-

Center 860.1 MHz

Date: 1.JUN.2018 09:03:18

15 kHz/

Span 150 kHz

Configuration: Mask B, Band 4: 851-869MHz, 868.9MHz, 25 KHz, Analog, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.36 dBm
Ref 34.4 dBm Att 30 dB 1 SWT 1.7 s 868.900000000 MHz
Offset 30/6 dB
30

1 PK
VIEW

10

N
e}

—=-60-

Center 868.9 MHz

Date: 1.JUN.2018 09:08:31

15 kHz/

Span 150 kHz
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UHF P25 Transceiver, Model: IC-F7040T/S

Low Power
5.8.6.17. Configuration: Mask B, Band 3: 806-824MHz, 806.1MHz, 12.5 KHz, Analog, Low power
® *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 30.13 dBm
Ref 30.2 dBm Att 25 dB 1 SWT 1.7 s 806.100000000 MHz

30.20ffset 306 dB

20

10 LVL

3DB

R TV AT R

Span 150 kHz

Center 806.1 MHz 15 kHz/

Date: 1.JUN.2018 09:27:46

5.8.6.18. Configuration: Mask B, Band 3: 806-824MHz, 815.1MHz, 12.5 KHz, Analog, Low power

® “RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 30.00 dBm
Ref 30.1 dBm Att 25 dB 1 SWT 1.7 s 815.100000000 MHz
30.10ffset  30/6 dB
20
1 PK
VIEW
10 LVL
2 PY —_—
VI EW|
3DB
n n I [l
Center 815.1 MHz 15 kHz/ Span 150 kHz
Date: 1.JUN.2018 09:34:32
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5.8.6.19.

5.8.6.20.

Configuration: Mask B, Band 3: 806-824MHz, 823.9MHz, 12.5 KHz, Analog, Low power

®

*RBW 300 Hz
*VBW 3 kHz

Marker 1 [T1 ]
30.08 dBm

Ref 30.1 dBm Att 25 dB 1 SWT 1.7 s 823.900000000 MHz
30.10ffset 30/6 dB
20
1 PK
VIEW 10
2 PK] 1 |
V1 EW o
M%%KiB

—=-30-

—=-60-

Center 823.9 MHz

Date: 1.JUN.2018 09:43:58

15 kHz/

Span 150 kHz

LvL

Configuration: Mask B, Band 4: 851-869MHz, 851.1MHz, 12.5 KHz, Analog, Low power

®

Ref 30.2 dBm

Att

25 dB

*RBW 300 Hz
*VBW 3 kHz
1 SWT 1.7 s

Marker 1 [T1 ]
30.12 dBm
851.100000000 MHz

30.20ffset 30/6 dB
20

1 PK

VIEW 10

2 PK]

\/ 1EW o
WK B

Center 851.1 MHz

Date: 1.JUN.2018 09:48:57

15 kHz/

Span 150 kHz

LvL
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FCC ID: AFJ399000

5.8.6.21.

5.8.6.22.

Configuration: Mask B, Band 4: 851-869MHz, 860.1MHz, 12.5 KHz, Analog, Low power

®

Ref 30.2 dBm

ALt

25 dB

1

*RBW 300 Hz
*VBW 3 kHz
SWT 1.7 s

Marker 1 [T1 ]
30.17 dBm
860.100000000 MHz

30.20ffset  30/6 dB

20

1 PK
VIEW

N
)

ME

KB

Center 860.1 MHz

Date: 1.JUN.2018 09:54:48

15 kHz/

Span 150 kHz

Configuration: Mask B, Band 4: 851-869MHz, 868.9MHz, 12.5 KHz, Analog, Low power

®

Ref 30.3 dBm

Att

25 dB

1

*RBW 300 Hz
*VBW 3 kHz
SWT 1.7 s

Marker 1 [T1 ]
30.21 dBm
868.900000000 MHz

30 Offset 30/6 dB

—20

1 PK
VIEW

N
e}

ME

KB

-20

-30

—=60-

Center 868.9 MHz

Date: 1.JUN.2018 09:58:46

15 kHz/

Span 150 kHz
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5.8.6.23.

5.8.6.24.

®

Ref 30.2 dBm

*RBW 300 Hz
*VBW 3 kHz
SWT 1.7 s

Marker 1 [T1 ]
30.13 dBm
806.100000000 MHz

30.20Ffset

20

30]6 dB

1 PK
VIEW

N
)

L

Center 806.1 MHz

Date: 1.JUN.2018 09:29:15

®

15 kHz/

*RBW 300 Hz

Span 150 kHz

Marker 1 [T1 ]

“VBW 3 kHz 30.08 dBm
Ref 30.1 dBm SWT 1.7 s 808.900000000 MHz
30.10ffset 30/6 dB
20
1 PK
VIEW _10
o
W&%KJ

-20

Center 808.9 MHz

Date: 1.JUN.2018 10:03:06

15 kHz/

Span 150 kHz

Configuration: Mask B, Sub Band 3: 806-809MHz, 806.1MHz, 20 KHz, Analog, Low power

Configuration: Mask B, Sub Band 3: 806-809MHz, 808.9MHz, 20 KHz, Analog, Low power
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.6.25. Configuration: Mask B, Sub Band 4: 851-854MHz, 851.1MHz, 20 KHz, Analog, Low power

® “RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 30.12 dBm
Ref 30.2 dBm Att 25 dB 1 SWT 1.7 s 851.100000000 MHz
30.20ffset 30/6 dB
20
1 PK l l
VIEW
-0 LV
T T
Lo t t
KB
-20
3DB
-30
-40
—-60
Center 851.1 MHz 15 kHz/ Span 150 kHz

Date: 1.JUN.2018 09:50:03

5.8.6.26. Configuration: Mask B, Sub Band 4: 851-854MHz, 853.9MHz, 20 KHz, Analog, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 KHz 30.10 dBm

Ref 30.1 dBm Att 25 dB 1 SWT 1.7 s 853.900000000 MHz

30.10Ffget 3046 dB

20

—

1 PK
VIEW |

W&%Kj

308

Center 853.9 MHz 15 kHz/ Span 150 kHz

Date: 1.JUN.2018 10:05:28
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FCC ID: AFJ399000

UHF P25 Transceiver, Model: IC-F7040T/S

5.8.6.27. Configuration: Mask B, Band 3: 806-824MHz, 806.1MHz, 25 KHz, Analog, Low power

® *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 30.13 dBm

Ref 30.2 dBm Att 25 dB 1 SWT 1.7 s 806.100000000 MHz

30.20ffset  30/6 dB

20

1 PK
VIEW

N
)

L

Center 806.1 MHz 15 kHz/ Span 150 kHz

Date: 1.JUN.2018 09:30:30

5.8.6.28. Configuration: Mask B, Band 3: 806-824MHz, 815.1MHz, 25 KHz, Analog, Low power

® “RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 30.00 dBm
Ref 30.1 dBm Att 25 dB 1 SWT 1.7 s 815.100000000 MHz
30.10ffset 30/6 dB
20
1 PK
VIEW | o
o
W&%KJ
-20
-30
-40
—-60
Center 815.1 MHz 15 kHz/ Span 150 kHz

Date: 1.JUN.2018 09:35:49
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FCC ID: AFJ399000

UHF P25 Transceiver, Model: IC-F7040T/S

5.8.6.29. Configuration: Mask B, Band 3: 806-824MHz, 823.9MHz, 25 KHz, Analog, Low power

® *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 30.08 dBm

Ref 30.1 dBm Att 25 dB 1 SWT 1.7 s 823.900000000 MHz

30.10fFfset  30/6 dB

20

1 PK
VIEW

N
)

Center 823.9 MHz 15 kHz/ Span 150 kHz

Date: 1.JUN.2018 09:45:22

5.8.6.30. Configuration: Mask B, Band 4: 851-869MHz, 851.1MHz, 25 KHz, Analog, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.12 dBm

Ref 30.2 dBm Att 25 dB 1 SWT 1.7 s 851.100000000 MHz

30.20ffset 30/6 dB

20

1 PK
VIEW

N
e}

L

Center 851.1 MHz 15 kHz/ Span 150 kHz

Date: 1.JUN.2018 09:51:41

ULTRATECH GROUP OF LABS File #: 181COM485_FCC90
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4 June 26, 2018
Tel. #: 905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com

All test results contained in this engineering test report are traceable to National Institute of Standards and Technology (NIST)



FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers
UHF P25 Transceiver, Model: IC-F7040T/S

Page 120 of 211
FCC ID: AFJ399000

5.8.6.31.

5.8.6.32.

Configuration: Mask B, Band 4: 851-869MHz, 860.1MHz, 25 KHz, Analog, Low power

Ref 30.2 dBm

25 dB

*RBW 300 Hz
*VBW 3 kHz
1 SWT 1.7 s

Marker 1 [T1 ]
30.17 dBm
860.100000000 MHz

30.20ffset 30/6 dB

20
1 PK
view | o M A
2 PK| — S
VIEW o {W N
KB | v + |

Center 860.1 MHz

Date: 1.JUN.2018 09:56:04

15 kHz/

Span 150 kHz

LvL

Configuration: Mask B, Band 4: 851-869MHz, 868.9MHz, 25 KHz, Analog, Low power

®

Ref 30.3 dBm

25 dB

*RBW 300 Hz
*VBW 3 kHz
1 SWT 1.7 s

Marker 1 [T1 ]
30.21 dBm
868.900000000 MHz

30 Offset 30/6 dB

20

Center 868.9 MHz

Date: 1.JUN.2018 10:00:13

15 kHz/

Span 150 kHz

LvL
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.7. Test Data- EMISSION MASKS- MASK D (Not required for FCC)
5.8.7.1. Configuration: Mask D, Band 3: 806-824MHz, 806.1MHz, 12.5 KHz, Analog, High power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 34.22 dBm

Ref 34.3 dBm Att 30 dB 1 SWT 6 s 806.099919872 MHz

Ooffget 30,6 dB
30

-10-

3DB

--30.

I--40

A gty

|

Center 806.1 MHz 5 kHz/ Span 50 kHz

Date: 1.JUN.2018 15:20:24

5.8.7.2. Configuration: Mask D, Band 3: 806-824MHz, 815.1MHz, 12.5 KHz, Analog, High power

@ “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 34.19 dBm

Ref 34.2 dBm Att 30 dB 1 SWT 6 s 815.099919872 MHz

offget 30,6 dB
I-30

Center 815.1 MHz 5 kHz/ Span 50 kHz

Date: 1.JUN.2018 15:32:29
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FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers
FCC ID: AFJ399000

UHF P25 Transceiver, Model: IC-F7040T/S

5.8.7.3. Configuration: Mask D, Band 3: 806-824MHz, 823.9MHz, 12.5 KHz, Analog, High power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 34.17 dBm

Ref 34.2 dBm Att 30 dB 1 SWT 6 s 823.899919872 MHz

Ooffgset 30/6 dB
30

1Pk |20

VIEW
LVL

10

N
o

-10

MASK-D
[-—20 “

Center 823.9 MHz 5 kHz/ Span 50 kHz

Date: 1.JUN.2018 15:40:12

5.8.7.4. Configuration: Mask D, Band 4: 851-869MHz, 851.1MHz, 12.5 KHz, Analog, High power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 34.40 dBm
Ref 34.5 dBm Att 30 dB 1 SWT 6 s 851.100080128 MHz
Ooffget 30,6 dB

30
1 Pk [20
VIEW

LvL

10
d

o

l _10 | |

MASK-D

/ \ 3DB
| 20 | ]
LA I
T 1A
)

|--60

Center 851.1 MHz 5 kHz/ Span 50 kHz
Date: 4.JUN.2018 14:37:04
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.7.5. Configuration: Mask D, Band 4: 851-869MHz, 860.1MHz, 12.5 KHz, Analog, High power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 33.96 dBm
Ref 34 dBm Att 30 dB 1 SWT 6s 860.100000000 MHz
Offget 30,6 dB
30
1Pk |20
VIEW
LVL
e
A "
Lo / \
| 10 ] |
MASK-D I, An 1
308
-30
-40
| _5q A MJ] U | ] \
I--60
Center 860.1 MHz 5 kHz/ Span 50 kHz

Date: 4.JUN.2018 14:52:37

5.8.7.6. Configuration: Mask D, Band 4: 851-869MHz, 868.9MHz, 12.5 KHz, Analog, High power

@ “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 33.97 dBm

Ref 34 dBm Att 30 dB 1 SWT 6 s 868.899919872 MHz

Ooffg¢et 30,6 dB
30

Center 868.9 MHz 5 kHz/ Span 50 kHz

Date: 4.JUN.2018 14:59:38
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.7.7. Configuration: Mask D, Band 3: 806-824MHz, 806.1MHz, F1E&F1D, Digital, High power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 34.22 dBm

Ref 34.3 dBm Att 30 dB 1 SWT 6 s 806.099919872 MHz

Ooffgset 30/6 dB
30

1Pk |20
VIEW
LVL
10

N
o

-10

MASK-D M
=20
M 3DB
| _s0 J L

|

Center 806.1 MHz 5 kHz/ Span 50 kHz

Date: 1.JUN.2018 15:22:24

5.8.7.8. Configuration: Mask D, Band 3: 806-824MHz, 815.1MHz, F1IE&F1D, Digital, High power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 34.19 dBm

Ref 34.2 dBm Att 30 dB 1 SWT 6 s 815.099919872 MHz

o

Ooffget 30,6 dB
I-30-

1Pk [20
VIEW
LvL
e
I
o | +
| 10 \'*ll
MASK-D
| MASK-D |
3DB

. "

-60

Center 815.1 MHz 5 kHz/ Span 50 kHz

Date: 1.JUN.2018 15:34:20
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.7.9. Configuration: Mask D, Band 3: 806-824MHz, 823.9MHz, F1E&F1D, Digital, High power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 34.17 dBm

Ref 34.2 dBm Att 30 dB 1 SWT 6 s 823.899919872 MHz
v

Ooffgset 30/6 dB

30
1Pk |20
VIEW
LVL
10
o
MVNWI

N
o

-10

MASK-D
[-—20
|

s L et

Center 823.9 MHz 5 kHz/ Span 50 kHz

Date: 1.JUN.2018 15:41:39

5.8.7.10. Configuration: Mask D, Band 4: 851-869MHz, 851.1MHz, F1IE&F1D, Digital, High power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 34.40 dBm

Ref 34.5 dBm Att 30 dB 1 SWT 6 s 851.100080128 MHz

Ooffget 30,6 dB
30

1 PK [20 hd
VIEW
M LvL
L A

[ DLy

b

Center 851.1 MHz 5 kHz/ Span 50 kHz

|--60.

Date: 4.JUN.2018 14:39:48
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.7.11. Configuration: Mask D, Band 4: 851-869MHz, 860.1MHz, FIE&F1D, Digital, High power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 33.96 dBm

Ref 34 dBm Att 30 dB 1 SWT 6 s 860.100000000 MHz

1Pk [20 Mﬂ'\lﬂ
i
MIED / "\4 \

. [ L
|

|40

Ooff$et 30,6 dB
30

=
| ]

[
. LR
Y T R L TV T T e

--60

Center 860.1 MHz 5 kHz/ Span 50 kHz

Date: 4.JUN.2018 14:54:07

5.8.7.12. Configuration: Mask D, Band 4: 851-869MHz, 868.9MHz, F1IE&F1D, Digital, High power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 33.97 dBm

Ref 34 dBm Att 30 dB 1 SWT 6 s 868.899919872 MHz

Offget 30,6 dB

30

=

LvL

[

--a0 U
_50 WN

-60

Center 868.9 MHz 5 kHz/ Span 50 kHz

Date: 4.JUN.2018 15:00:58
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.7.13. Configuration: Mask D, Band 3: 806-824MHz, 806.1MHz, F1W, Digital, High power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 34.22 dBm

Ref 34.3 dBm Att 30 dB 1 SWT 6 s 806.099919872 MHz
v

Ooff$et 30,6 dB
30

LVL

-10

MASK-D Allp

) f. | k‘w.
I L s

--60

Center 806.1 MHz 5 kHz/ Span 50 kHz

Date: 1.JUN.2018 15:27:49

5.8.7.14. Configuration: Mask D, Band 3: 806-824MHz, 815.1MHz, F1W, Digital, High power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 34.19 dBm
Ref 34.2 dBm Att 30 dB 1 SWT 6 s 815.099919872 MHz
Ooffget 30,6 dB
30
1Pk [20 { i
VIEW
l LvL
e
“‘w
Lo |
3DB
Center 815.1 MHz 5 kHz/ Span 50 kHz
Date: 1.JUN.2018 15:36:42
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.7.15. Configuration: Mask D, Band 3: 806-824MHz, 823.9MHz, F1W, Digital, High power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 34.17 dBm

Ref 34.2 dBm Att 30 dB 1 SWT 6 s 823.899919872 MHz

Ooff$et 30,6 dB
30

LVL

-10

MASK-D allA

f

I--40

50 \ IW |

--60

-
':i-—‘ﬁ
S

WW& | .
il Al

Center 823.9 MHz 5 kHz/ Span 50 kHz

Date: 1.JUN.2018 15:43:39

5.8.7.16. Configuration: Mask D, Band 4: 851-869MHz, 851.1MHz, F1W, Digital, High power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 34.40 dBm

Ref 34.5 dBm Att 30 dB 1 SWT 6 s 851.100080128 MHz

Ooffget 30,6 dB
30

AN

1 Pk [20 (14
VIEW
LvL

o [ooh [
I

|--60.

Center 851.1 MHz 5 kHz/ Span 50 kHz

Date: 4.JUN.2018 14:43:13
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.7.17. Configuration: Mask D, Band 4: 851-869MHz, 860.1MHz, F1W, Digital, High power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 33.96 dBm

Ref 34 dBm Att 30 dB 1 SWT 6 s 860.100000000 MHz

Offget 30,6 dB

30

e v
-10
MASK-D !‘f n}

=T

3DB

a0
| s | ..ILW .MJ] A )

LA

--60

Center 860.1 MHz 5 kHz/ Span 50 kHz

Date: 4.JUN.2018 14:55:53

5.8.7.18. Configuration: Mask D, Band 4: 851-869MHz, 868.9MHz, F1W, Digital, High power

@ “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 33.97 dBm

Ref 34 dBm Att 30 dB 1 SWT 6 s 868.899919872 MHz

Ooffg¢et 30,6 dB
30

. AN i
(M Y

Center 868.9 MHz 5 kHz/ Span 50 kHz

Date: 4.JUN.2018 15:03:02

ULTRATECH GROUP OF LABS File #: 181COM485_FCC90

3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4 June 26, 2018
Tel. #: 905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com

All test results contained in this engineering test report are traceable to National Institute of Standards and Technology (NIST)



Page 130 of 211

FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers
FCC ID: AFJ399000

UHF P25 Transceiver, Model: IC-F7040T/S

Low Power
5.8.7.19. Configuration: Mask D, Band 3: 806-824MHz, 806.1MHz, 12.5 KHz, Analog, Low power
® “RBW 100 Hz Marker 1 [T1 ]
*VBW 1 kHz 30.00 dBm
Ref 30.1 dBm Att 25 dB 1 SWT 6 s 806.099919872 MHz
30.10ffget  30/6 dB
|20
1 PK
VIEW 10 .
Lo [

-10

MASK-D | )

--30.

Span 50 kHz

Center 806.1 MHz 5 kHz/

Date: 4.JUN.2018 15:10:11

5.8.7.20. Configuration: Mask D, Band 3: 806-824MHz, 815.1MHz, 12.5 KHz, Analog, Low power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 29.99 dBm
Ref 30.1 dBm Att 25 dB 1 SWT 6 s 815.099919872 MHz
30.10ffget 30/6 dB
20
1 PK
VIEW
10 LvVL
2 PK|
o
-10
MASK-D . | .
3DB

Center 815.1 MHz 5 kHz/ Span 50 kHz

Date: 4.JUN.2018 15:17:11
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UHF P25 Transceiver, Model: IC-F7040T/S
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FCC ID: AFJ399000

5.8.7.21. Configuration: Mask D, Band 3: 806-824MHz, 823.9MHz, 12.5 KHz, Analog, Low power
® *RBW 100 Hz Marker 1 [T1 ]
*VBW 1 kHz 29.96 dBm
Ref 30 dBm Att 25 dB 1 SWT 6 s 823.899919872 MHz
30 Offget 30/6 dB
20 [ A
1 PK
VIEW 10 o
MED |,
(1]
MASK-D
|--20
M 3DB
-70
Center 823.9 MHz 5 kHz/ Span 50 kHz
Date: 4.JUN.2018 15:22:36
5.8.7.22. Configuration: Mask D, Band 4: 851-869MHz, 851.1MHz, 12.5 KHz, Analog, Low power
<é?> “RBW 100 Hz Marker 1 [T1 ]
*VBW 1 kHz 29.98 dBm
Ref 30 dBm Att 25 dB 1 SWT 6 s 851.099919872 MHz
30 Offget 30/6 dB
20
1 PK
VIEW 10 "
Lo
|
MASK-D

--30

I--40

I--50.

-70

Center 851.1 MHz

Date: 4.JUN.2018 15:28:09

5 kHz/ Span 50 kHz
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FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers
FCC ID: AFJ399000

UHF P25 Transceiver, Model: IC-F7040T/S

5.8.7.23.  Configuration: Mask D, Band 4: 851-869MHz, 860.1MHz, 12.5 KHz, Analog, Low power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 30.00 dBm

Ref 30 dBm Att 25dB 1 SWT 6s 860.099919872 MHz

30 Offget 30/6 dB

| 20
1 PK
VIEW

1o LVL
MED |, H

~-10

MASK-D
-—20
M Iﬂ ﬂ o
1

Center 860.1 MHz 5 kHz/ Span 50 kHz

-70

Date: 4.JUN.2018 15:34:20

5.8.7.24. Configuration: Mask D, Band 4: 851-869MHz, 868.9MHz, 12.5 KHz, Analog, Low power

@ “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 30.06 dBm
Ref 30.1 dBm Att 25 dB 1 SWT 6 s 868.899919872 MHz
30.10ffget  30/6 dB
20
1 PK
VIEW
10 LvL
Lo |
LI
MASK-D ﬂ I
n | 3DB
|--30
| _s0 Im I
I _s0 I
= I
Center 868.9 MHz 5 kHz/ Span 50 kHz
Date: 4.JUN.2018 15:40:29
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FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers
FCC ID: AFJ399000

UHF P25 Transceiver, Model: IC-F7040T/S

Configuration: Mask D, Band 3: 806-824MHz, 806.1MHz, F1E&F1D, Digital, Low power

5.8.7.25.
® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 30.00 dBm
Ref 30.1 dBm Att 25 dB 1 SWT 6 s 806.099919872 MHz
30.10ffget  30/6 dB
NI
20
Yy
1 PK
VIEW
10 + LV
- F“N M\
MED | ﬂ ‘1
| 10 4
MASK-D
=20
A/ﬂ ‘M
b T
Center 806.1 MHz 5 kHz/ Span 50 kHz
Date: 4.JUN.2018 15:12:10
5.8.7.26. Configuration: Mask D, Band 3: 806-824MHz, 815.1MHz, F1IE&F1D, Digital, Low power
@ “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 29.99 dBm
Ref 30.1 dBm Att 25dB 1 SWT 6 s 815.099919872 MHz
30.10ffget  30/6 dB
l-20 | n
1 PK %
VIEW
[-10 ! LVL
| o i ,x

I--10
MASK-D J\(N

Span 50 kHz

Center 815.1 MHz 5 kHz/

Date: 4.JUN.2018 15:18:28
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.7.27.  Configuration: Mask D, Band 3: 806-824MHz, 823.9MHz, F1E&F1D, Digital, Low power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 29.96 dBm

Ref 30 dBm Att 25 dB 1 SWT 6 s 823.899919872 MHz
v

30 Offget 30/6 dB

oo ,
1 PK M “{\
VIEW
- 'l
10 LVL
L I

i
/ 4

[--s0 AU

N
o

-70

Center 823.9 MHz 5 kHz/ Span 50 kHz

Date: 4.JUN.2018 15:24:04

5.8.7.28. Configuration: Mask D, Band 4: 851-869MHz, 851.1MHz, F1IE&F1D, Digital, Low power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 29.98 dBm

Ref 30 dBm Att 25 dB 1 SWT 6 s 851.099919872 MHz

30 Offget 30/6 dB

20

10 LvL

--10
MASK-D }f’ "

Center 851.1 MHz 5 kHz/ Span 50 kHz

Date: 4.JUN.2018 15:29:39
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FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers
FCC ID: AFJ399000

UHF P25 Transceiver, Model: IC-F7040T/S

5.8.7.29. Configuration: Mask D, Band 4: 851-869MHz, 860.1MHz, F1E&F1D, Digital, Low power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 30.00 dBm

Ref 30 dBm Att 25 dB 1 SWT 6 s 860.099919872 MHz
v

30 Offget 30/6 dB

“ |

I-20
1 PK wﬁﬁ
VIEW
- |
10 LVL
MED X

I--10 i
MASK-D
|--20
gl
I--30 i

Span 50 kHz

Center 860.1 MHz 5 kHz/

Date: 4.JUN.2018 15:35:31

5.8.7.30. Configuration: Mask D, Band 4: 851-869MHz, 868.9MHz, F1IE&F1D, Digital, Low power

@ “RBW 100 Hz Marker 1 [T1 ]
*VBW 1 kHz 30.06 dBm
Ref 30.1 dBm Att 25 dB 1 SWT 6 s 868.899919872 MHz
Y
30.10ffget  30/6 dB
I-20 1
1 PK
VIEW 1
LvVL

--10.

MASK-D

Span 50 kHz

Center 868.9 MHz 5 kHz/

Date: 4.JUN.2018 15:41:44
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.7.31. Configuration: Mask D, Band 3: 806-824MHz, 806.1MHz, F1W, Digital, Low power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 30.00 dBm

Ref 30.1 dBm Att 25 dB 1 SWT 6 s 806.099919872 MHz

30.10ffget  30/6 dB

10 LVL
VIEW

~-10
MASK-D
-—20
n A/ﬂ A
[--s0 U A T
-40
-50
Center 806.1 MHz 5 kHz/ Span 50 kHz

Date: 4.JUN.2018 15:14:07

5.8.7.32. Configuration: Mask D, Band 3: 806-824MHz, 815.1MHz, F1W, Digital, Low power

@ “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 KHz 29.99 dBm

Ref 30.1 dBm Att 25 dB 1 SWT 6 s 815.099919872 MHz
v

30.10ffget  30/6 dB

-20-

. W

--10.

MASK-D

Center 815.1 MHz 5 kHz/ Span 50 kHz

Date: 4.JUN.2018 15:19:45
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FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers
FCC ID: AFJ399000

UHF P25 Transceiver, Model: IC-F7040T/S

5.8.7.33. Configuration: Mask D, Band 3: 806-824MHz, 823.9MHz, F1W, Digital, Low power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 29.96 dBm

Ref 30 dBm Att 25 dB 1 SWT 6s 823.899919872 MHz

30 Offget 30/6 dB

I-20 3
1 PK
VIEW

[-10 LVL
VIEW i

o

m Mﬂj

~-10

MASK-D
-—20

30 L

Center 823.9 MHz 5 kHz/ Span 50 kHz

Date: 4.JUN.2018 15:25:26

5.8.7.34. Configuration: Mask D, Band 4: 851-869MHz, 851.1MHz, F1W, Digital, Low power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 29.98 dBm

Ref 30 dBm Att 25 dB 1 SWT 6 s 851.099919872 MHz
v

30 Offget 30/6 dB
20

VIEW
LvL

--10
MASK-D Jj H‘\

iy

Span 50 kHz

Center 851.1 MHz 5 kHz/

Date: 4.JUN.2018 15:31:09
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FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers
FCC ID: AFJ399000

UHF P25 Transceiver, Model: IC-F7040T/S

5.8.7.35. Configuration: Mask D, Band 4: 851-869MHz, 860.1MHz, F1W, Digital, Low power

® “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 30.00 dBm
Ref 30 dBm Att 25dB 1 SWT 6s 860.099919872 MHz
v
30 Offget 30/6 dB
| 20
1 PK
VIEW f
1o | LVL
MED |, |
]
--10 J
MASK-D
[-—20
i
- N |
30 A
-40

Span 50 kHz

Center 860.1 MHz 5 kHz/

Date: 4.JUN.2018 15:37:22

5.8.7.36. Configuration: Mask D, Band 4: 851-869MHz, 868.9MHz, F1W, Digital, Low power

@ “RBW 100 Hz Marker 1 [T1 ]
“VBW 1 kHz 30.06 dBm
Ref 30.1 dBm Att 25 dB 1 SWT 6 s 868.899919872 MHz
v

30.10ffget  30/6 dB

I-20 44
1 PK
VIEW |

10 LvL
i

/ |
{

ik

Span 50 kHz

Center 868.9 MHz 5 kHz/

Date: 4.JUN.2018 15:43:32
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.8. Test Data- EMISSION MASKS- MASK G

High Power
5.8.8.1. Configuration: Mask G, Sub Band 3: 809-824MHz, 815.1MHz, FIE&F1D, Digital, High power
@ “RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 34 .33 dBm
Ref 34.4 dBm Att 30 dB 3. SWT 1.35 s 815.100000000 MHz
| 20 Offset 306 dB

1Pk [20
VIEW
LVL
2 PK| -10
VIEW

AFEIRIN

3DB
\\l
--60
Center 815.1 MHz 12 kHz/ Span 120 kHz
Date: 1.JUN.2018 13:30:33
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FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers
FCC ID: AFJ399000

UHF P25 Transceiver, Model: IC-F7040T/S

5.8.8.2. Configuration: Mask G, Sub Band 3: 809-824MHz, 823.9MHz, F1E&F1D, Digital, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.29 dBm
Ref 34.3 dBm Att 30 dB 1 SWT 1.35 s 823.900000000 MHz
v
Ooff$et 30,6 dB

30
1Pk |20
VIEW

LVL

e
[V IEW

il

--60

Center 823.9 MHz 12 kHz/ Span 120 kHz

Date: 1.JUN.2018 13:35:27

5.8.8.3. Configuration: Mask G, Sub Band 4: 854-869MHz, 860.1MHz, FIE&F1D, Digital, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.27 dBm

Ref 34.3 dBm Att 30 dB 1 SWT 1.35 s 860.100000000 MHz

Ooffget 30,6 dB

|30
/V‘ 1 )
1Pk [20
VIEW
LvL

Center 860.1 MHz 12 kHz/ Span 120 kHz

Date: 1.JUN.2018 13:39:29
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FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers
FCC ID: AFJ399000

UHF P25 Transceiver, Model: IC-F7040T/S

5.8.8.4. Configuration: Mask G, Sub Band 4: 854-869MHz, 868.9MHz, F1E&F1D, Digital, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.29 dBm
Ref 34.3 dBm Att 30 dB 1 SWT 1.35 s 868.900000000 MHz
Ooff$et 30,6 dB
30
1Pk |20
VIEW
LVL
e
[V IEW
Y
M%%Kﬁe
--20
( ' ‘ 308
Il

--60

Center 868.9 MHz 12 kHz/ Span 120 kHz

Date: 1.JUN.2018 13:43:31

5.8.8.5. Configuration: Mask G, Sub Band 3: 809-824MHz, 815.1MHz, F1W, Digital, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.33 dBm

Ref 34.4 dBm Att 30 dB 1 SWT 1.35 s 815.100000000 MHz

Ooffget 30,6 dB

|30
fu )
1Pk [20
VIEW
LvL

] [T |

Center 815.1 MHz 12 kHz/ Span 120 kHz

Date: 1.JUN.2018 13:32:30
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FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers
FCC ID: AFJ399000

UHF P25 Transceiver, Model: IC-F7040T/S

5.8.8.6. Configuration: Mask G, Sub Band 3: 809-824MHz, 823.9MHz, F1W, Digital, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.29 dBm

Ref 34.3 dBm Att 30 dB 1 SWT 1.35 s 823.900000000 MHz

Ooff$et 30,6 dB
30

LVL

L

--60

Center 823.9 MHz 12 kHz/ Span 120 kHz

Date: 1.JUN.2018 13:37:03

5.8.8.7. Configuration: Mask G, Sub Band 4: 854-869MHz, 860.1MHz, F1W, Digital, High power

@ ~RBW 300 Hz Marker 1 [T1 ]
“VBW 3 KHz 34.27 dBm

Ref 34.3 dBm Att 30 dB 1 SWT 1.35 s 860.100000000 MHz
v

offget 30,6 dB
I-30
1Pk [20
VIEW
LvL

o
o
M%%KﬁG
-20
3DB

i

Center 860.1 MHz 12 kHz/ Span 120 kHz

Date: 1.JUN.2018 13:40:50
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UHF P25 Transceiver, Model: IC-F7040T/S

Page 143 of 211
FCC ID: AFJ399000

5.8.8.8. Configuration: Mask G, Sub Band 4: 854-869MHz, 868.9MHz, F1W, Digital, High power

“RBW 300 Hz Marker 1 [T1 ]

“VBW 3 kHz 34.29 dBm

Ref 34.3 dBm Att 30 dB 1 SWT 1.35 s 868.900000000 MHz
v

Ooff$et 30,6 dB
30

--60

Center 868.9 MHz

Date: 1.JUN.2018 13:45:38

Low Power

12 kHz/

Span 120 kHz

\Y

3DB

5.8.8.9. Configuration: Mask G, Sub Band 3: 809-824MHz, 815.1MHz, F1E&F1D, Digital, Low power

Ref 30.2 dBm

Att

*RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 30.19 dBm
25 dB 1 SWT 1.35 s 815.100000000 MHz

30.20ffget 30/6 dB

20

K

e

-20

-30

Center 815.1 MHz

Date: 1.JUN.2018 13:09:48

12 kHz/

Span 120 kHz

3DB
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.8.10. Configuration: Mask G, Sub Band 3: 809-824MHz, 823.9MHz, F1E&F1D, Digital, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.15 dBm

Ref 30.2 dBm Att 25 dB 1 SWT 1.35 s 823.900000000 MHz

30.20ffget  30]6 dB

B LV
2 PK /
MED | I

AT
SIHIRIE

-40

bl 1 e

-60

Center 823.9 MHz 12 kHz/ Span 120 kHz
Date: 1.JUN.2018 13:14:25

5.8.8.11. Configuration: Mask G, Sub Band 4: 854-869MHz, 860.1MHz, F1IE&F1D, Digital, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.16 dBm

Ref 30.2 dBm Att 25 dB 1 SWT 1.35 s 860.100000000 MHz

v
30.20ffget  30/6 dB
20
1 PK
VIEW 10 "
o
w3k G
20 \ ’

1 L
1
JIUA

MN Wi

I--40

T~—

Center 860.1 MHz 12 kHz/ Span 120 kHz

Date: 1.JUN.2018 13:19:05
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UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.8.12. Configuration: Mask G, Sub Band 4: 854-869MHz, 868.9MHz, F1IE&F1D, Digital, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.21 dBm

Ref 30.3 dBm Att 25 dB 1 SWT 1.35 s 868.900000000 MHz

30 Offget 30/6 dB

20
1 PK
VIEW

10 Lvi
B /
MED

] LA

3DB

Center 868.9 MHz 12 kHz/ Span 120 kHz

Date: 1.JUN.2018 13:24:27

5.8.8.13. Configuration: Mask G, Sub Band 3: 809-824MHz, 815.1MHz, F1W, Digital, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.19 dBm
Ref 30.2 dBm Att 25 dB 1 SWT 1.35 s 815.100000000 MHz
v
30.20ffget  30/6 dB
20 I!!
1 PK
VIEW
10 LvL
o
w3k G
/ \ |
3DB
--30
--40 wﬁ\
LT |
Center 815.1 MHz 12 kHz/ Span 120 kHz
Date: 1.JUN.2018 13:11:33
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5.8.8.14. Configuration: Mask G, Sub Band 3: 809-824MHz, 823.9MHz, F1W, Digital, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.15 dBm

Ref 30.2 dBm Att 25 dB 1 SWT 1.35 s 823.900000000 MHz
v

30.20ffget  30]6 dB "
|
[-10 LVL
VIEW /

=T I
IR

Center 823.9 MHz 12 kHz/ Span 120 kHz

Date: 1.JUN.2018 13:15:50

5.8.8.15. Configuration: Mask G, Sub Band 4: 854-869MHz, 860.1MHz, F1W, Digital, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 30.16 dBm

Ref 30.2 dBm Att 25 dB 1 SWT 1.35 s 860.100000000 MHz

30.20ffget  30/6 dB

20
1 PK
VIEW

10 LvL
o

w3k G

) Ane S
\

L
o B

Center 860.1 MHz 12 kHz/ Span 120 kHz

Date: 1.JUN.2018 13:20:24

ULTRATECH GROUP OF LABS File #: 181COM485_FCC90
3000 Bristol Circle, Oakville, Ontario, Canada L6H 6G4 June 26, 2018
Tel. #: 905-829-1570, Fax. #: 905-829-8050, Email: vic@ultratech-labs.com, Website: http://www.ultratech-labs.com

All test results contained in this engineering test report are traceable to National Institute of Standards and Technology (NIST)



FCC Parts 2, 22 and 90 Subpart I, Non-Broadcast Radio Transceivers Page 147 of 211
UHF P25 Transceiver, Model: IC-F7040T/S FCC ID: AFJ399000

5.8.8.16. Configuration: Mask G, Sub Band 4: 854-869MHz, 868.9MHz, F1W, Digital, Low power

@ *RBW 300 Hz Marker 1 [T1 ]
*VBW 3 kHz 30.21 dBm

Ref 30.3 dBm Att 25 dB 1 SWT 1.35 s 868.900000000 MHz
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UHF P25 Transceiver, Model: IC-F7040T/S
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5.8.9. Test Data- EMISSION MASKS- MASK H

High Power

5.8.9.1. Configuration: Mask H, Sub Band 3: 806-809MHz, 806.1MHz, F1IE&F1D, Digital, High power

®

Ref 34.4 dBm

Att

“RBW 300 Hz
*VBW 3 kHz
30 dB 1 SWT 1.15 s
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5.8.9.2. Configuration: Mask H, Sub Band 4: 851-854MHz, 851.1MHz, F1IE&F1D, Digital, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.22 dBm

Ref 34.3 dBm Att 30 dB 1 SWT 1.15 s 851.100000000 MHz
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5.8.9.3. Configuration: Mask H, Sub Band 3: 806-809MHz, 806.1MHz, F1W, Digital, High power

@ ~RBW 300 Hz Marker 1 [T1 ]
“VBW 3 KkHz 34.30 dBm
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UHF P25 Transceiver, Model: IC-F7040T/S

5.8.9.4. Configuration: Mask H, Sub Band 4: 851-854MHz, 851.1MHz, F1W, Digital, High power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 34.22 dBm
Ref 34.3 dBm Att 30 dB 1 SWT 1.15 s 851.100000000 MHz
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Low Power
5.8.9.5. Configuration: Mask H, Sub Band 3: 806-809MHz, 806.1MHz, F1IE&F1D, Digital, Low power
® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 29.92 dBm
Ref 30 dBm Att 25 dB 1 SWT 1.15 s 806.100000000 MHz
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5.8.9.6. Configuration: Mask H, Sub Band 4: 851-854MHz, 851.1MHz, F1IE&F1D, Digital, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 29.83 dBm
Ref 29.9 dBm Att 25dB 1 SWT 1.15 s 851.100000000 MHz
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5.8.9.7. Configuration: Mask H, Sub Band 3: 806-809MHz, 806.1MHz, F1W, Digital, Low power

® “RBW 300 Hz Marker 1 [T1 ]
“VBW 3 kHz 29.92 dBm
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5.8.9.8. Configuration: Mask H, Sub Band 4: 851-854MHz, 851.1MHz, F1W, Digital, Low power
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