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Burst rate confirmation

Test place Ise EMC Lab. No.3 Semi Anechoic Chamber
Date January 29, 2022
Temperature / Humidity 21 deg.C/37%RH
Engineer Hiroki Numata
Mode Tx
11ax-80 (26-tone RU) 11ax-80 (52-tone RU)
MCS 0 MCS 0
Tx on / (Tx on + Tx off) = 0.946 Tx on / (Tx on + Tx off) = 0.936
Tx on / (Tx on + Tx off) * 100 = 94.6 % Tx on / (Tx on + Tx off) * 100 = 93.6 %
Duty factor =10 * log (615.3 / 582.2) = 0.24 dB Duty factor = 10 * log (531.2 / 497.3) = 0.29 dB
¥ Agilent R T - Agilent R T
a Mkr2 6153 ps a Mkr2  531.2 ps
R;f g dBm #Atten 10 dB -6.83 dB Rsiai dBm #Atten 10 dB 2.93 dB
#Peal #
ek T T T T T T T T 7 thesk T T T T 1 l
10 10
d8/ dB/
il T A 1] m [ T LI
T T T
| | I
LgAv t Tt LoAv
182 “ $1 82 i
Center 5.210 006 GHz Span 8 Hz Center 5.210 000 GHz Span @ Hz
Res BH 8 MHz #UBH 50 MHz Sweep 760 ps (8001 pts) Res BH 8 MHz #YBH 50 MHz Sweep 760 ps (8001 pts)
Marker  Trace Type X Axis Anplitude Marker  Trace Type X Axis Anplitude
1R 3 Time 117 ps -66.58 dBn 1R @ Time 163.7 pe -71.52 dBm
1a @ Tine 582.2 ps -1.22 dB 1a (€] Time 497.3 ps 0.39 dB
2R @ Tine 117 ps -66.58 dBn 2R @ Time 163.7 ps -71.52 dBm
28 [€)) Time 615.3 ps -6.83 dB 2a 3 Time §31.2 ps 2.98 dB
11ax-80 (106-tone RU) 11ax-80 (242-tone RU)
MCS 0 MCS 0
Tx on / (Tx on + Tx off) = 0.930 Tx on / (Tx on + Tx off) = 0.923
Tx on / (Tx on + Tx off) * 100 = 93.0 % Tx on / (Tx on + Tx off) * 100 = 923 %
Duty factor =10 * log (471.2 / 438.3) = 0.31 dB Duty factor =10 * log (411.1/379.6) = 035 dB
¥ Agilent R T % Agilent R T
a Mkr2 4712 ps a Mkre  411.1 ps
R;f g dBm #Atten 10 dB 2.86 dB Rsiag dBm #Atten 10 dB -9.42 dB
#Peal #
sheek [T T T T e T T T T T T T T T ]
10 10
dB/ I dB/
P T LN ! L T U N T
[ \ | [ ‘i [T ‘ [
R i *
LgAv T LgAv m |“|
s1 52 I s1 s2 |
Center 5.210 006 GHz Span 8 Hz Center 5.210 006 GHz Span @ Hz
es BH 8 MHz #UBH 50 MHz Sweep 760 ps (8001 pts) Res BH 8 MHz #UBH 50 MHz Sweep 760 ps (8001 pts)
Marker  Trace Type X Axis Anplitude Marker  Trace Type X Axis Anplitude
1R @ Tine 163.4 ps -65.42 dBn 1R (€] Time 280.6 ps -69.18 dBm
1s @ Tine 438.3 ps -3.76 dB 1a @ Time 379.6 ps -2.32 dB
2R 3 Time 163.4 ps -65.42 dBm 2R [€)) Time 200.6 ps -69.18 dBm
28 3 Time 471.2 ps 2.86 dB 2a 3 Time 411.1 ps -9.42 dB
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Burst rate confirmation

Test place Ise EMC Lab. No.3 Semi Anechoic Chamber
Date January 29, 2022
Temperature / Humidity 21 deg.C/37%RH
Engineer Hiroki Numata
Mode Tx
11ax-80 (484-tone RU) 11ax-80 (996-tone RU)
MCS 0 MCS 0
Tx on / (Tx on + Tx off) = 0919 Tx on / (Tx on + Tx off) = 0914
Tx on / (Tx on + Tx off) * 100 = 91.9 % Tx on / (Tx on + Tx off) * 100 = 91.4 %
Duty factor = 10 * log (403.2 /370.7) = 036 dB Duty factor = 10 * log (378.7 / 346) = 0.39 dB
% Agilent R % Agilent R T
a Mkr2  4083.2 ps a Mkr2  378.7 ps
R;f E dBm #Atten 10 dB -17.34 dB ngaﬁ dBm #Atten 10 dB -17.94 dB
#Peal #
sk el I I S N N S
19 10
d8/ dB/
r[i T T U T [ T T
LgAv LgAv t
st s2 | st s
Center 5.210 800 GHz Span 0 Hz Center 5.210 000 GHz Span 0 Hz
Res BH 8 MHz #UBH 50 MHz Sweep 760 ps (8001 pts) Res BH 8 MHz #UBH 50 MHz Sweep 760 ps (8001 pts)
Marker Trace Type X Axie Anplitude Marker Trace Type X Axie Anplitude
1R @ Tine 200.4 ps -72.88 dBn 1R (€] Time 2080.5 ps -66.18 dBm
1a 3 Time 370.7 ps -8.60 dB 1la 3 Time 346 ps -8.56 dB
2R @ Time 280.4 ps -72.88 dBn 2R (&) Time 280.5 ps -66.18 dBm
28 @ Tine 483.2 ps -17.34 dB 28 @ Time 378.7 ps -17.94 dB

UL Japan, Inc. Ise EMC Lab.
4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 Japan / +81 596 24 8999
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Maximum Power Spectral Density
Test place Ise EMC Lab. No.8 Measurement Room
Date February 7, 2022 February 9, 2022
Temperature / Humidity 23 deg. C/32%RH 22 deg. C/41 % RH
Engineer Junki Nagatomi Takafumi Noguchi
Antenna 3 Antenna 1
Mode Tx 11a
Ant 1+3 Applied limit: 15.407, mobile and portable client device
Tested PSD (Conducted) PSD (e.i.r.p.)
Frequency| Antenna Result | Limit | Margin Antenna Result | Limit | Margin
1 3 Sum 1 3 Sum
[MHz] |[mW/MHz]| [mW/MHz]| [nW/MHz]|[dBnvMHz}[dBm/MHz] [dB] |[mW/MHz]|[mW/MHz]|[mW/MHz]|[dBm/MHz] [dBm/MHz]] [dB]
5180 0.45 0.60 1.05 0.22 8.26 8.04 3.35 4.52 7.87 8.96 17.00 8.04
5220 0.43 0.54 0.98] -0.10 8.26| 8.36 3.23 4.07 7.30 8.64 17.00]  8.36
5240 0.46 0.59 1.05 0.21 8.26 8.05 341 4.45 7.85 8.95 17.00 8.05
5260 0.62 0.90 1.52 1.81 8.26 6.45 4.66 6.70 11.36 10.55 17.00 6.45
5300 0.69 0.81 1.50 1.76 8.26 6.50 5.15 6.07 11.22 10.50 17.00 6.50
5320 0.71 0.79 1.49 1.74 8.26 6.52 5.30 5.87 11.18 10.48 17.00 6.52
5500 0.73 0.64 1.37 1.35 8.26] 6.91 5.46 4.75]  10.22] 10.09 17.00]  6.91
5580 0.77 0.59 1.36 1.34 8.26 6.92 5.79 441 10.19 10.08 17.00 6.92
5700 0.68 0.74 1.42 1.52 8.26 6.74 5.07 5.56 10.62 10.26 17.00 6.74
5720 0.69 0.76 1.45 1.62 8.26 6.64 5.16 5.70 10.87 10.36 17.00 6.64
5745 0.37 0.38 0.75]  -1.27] 27.26] 28.53 2.76 2.83 5.59 7.47] 36.00] 28.53
5785 0.35 0.39 0.75]  -1.27] 27.26] 28.53 2.65 2.93 5.58 7.47] 36.00] 28.53
5825 0.34 0.38 0.72 -1.41 27.26] 28.67 2.54 2.87 5.41 7.33 36.00] 28.67
Antenna 1 Antenna 3
Tested Duty RBW PSD Cable | Atten. |Antenna PSD Result PSD Cable | Atten. |Antenna| PSD Result
Frequency| Factor | Correction| Reading| Loss Loss Gain | Cond. | e.irp. |Reading| Loss Loss Gain Cond. e.irp.
Factor
[MHz] [dB] [dB] |[dBm/MHz]| [dB] [dB] [dBi] _|[dBm/MHz]|[dBm/MHz][dBm/MHz] [dB] [dB] [dBi] | [dBm/MHz] | [dBm/MHz]
5180 0.02 0.00] -14.48 0.90 10.07 8.74 -3.49 5.25] -13.28 1.00 10.07 8.74 -2.19 6.55
5220 0.02 0.00] -14.64 0.90] 10.07 8.74]  -3.65 5.09] -13.73 1.00 10.07 8.74 -2.64 6.10
5240 0.02 0.00] -14.41 0.90] 10.07 8.74] -3.42 5.33] -13.35 1.00 10.07 8.74 -2.26 6.48
5260 0.02 0.00] -13.04 0.90 10.07 8.74 -2.05 6.69] -11.57 1.00 10.07 8.74 -0.48 8.26
5300 0.02 0.00] -12.61 0.90 10.07 8.74 -1.62 7.12] -12.00 1.00 10.07 8.74 -0.91 7.83
5320 0.02 0.00] -12.49 0.90 10.07 8.74 -1.50 7.25] -12.14 1.00 10.07 8.74 -1.05 7.69
5500 0.02 0.00] -12.47 1.00]  10.08 8.74] -1.37 737 -13.17 1.10 10.08 8.74 -1.97 6.77
5580 0.02 0.00] -12.21 1.00 10.08 8.74 -1.11 7.63] -13.50 1.10 10.08 8.74 -2.30 6.44
5700 0.02 0.00] -12.79 1.00 10.08 8.74 -1.69 7.05] -12.49 1.10 10.08 8.74 -1.29 7.45
5720 0.02 0.00] -12.71 1.00 10.08 8.74 -1.61 7.13] -12.38 1.10 10.08 8.74 -1.18 7.56
5745 0.02 0.27] -15.70 1.00 10.08 8.74 -4.34 4.40] -15.69 1.10 10.08 8.74 -4.22 4.52
5785 0.02 0.27] -15.88 1.00]  10.08 8.74] -4.51 4.23] -15.54 1.10 10.08 8.74 -4.07 4.67
5825 0.02 0.27] -16.06 1.00 10.08 8.74 -4.69 4.05] -15.63 1.10 10.08 8.74 -4.16 4.58

Sample Calculation:
PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)

PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain
The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-
5850 MHz for IC)

UL Japan, Inc. Ise EMC Lab.
4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 Japan / +81 596 24 8999
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 7, 2022 February 9, 2022
Temperature / Humidity 23 deg. C/32%RH 22 deg. C/41 % RH
Engineer Junki Nagatomi Takafumi Noguchi
Antenna 3 Antenna 1
Mode Tx 11n-20
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested PSD (Conducted) PSD (e.i.r.p.)
Frequency| Antenna Result Limit | Margin Antenna Result Limit | Margin
1 3 Sum 1 3 Sum
[MHz] |[mW/MHz]| [mW/MHZz]| [mW/MHz]| [dBm/MHZ]| [dBm/MHz]| [dB] | [mW/MHz]{ [mW/MHz] | [mW/MHz] | [dBm/MHz] | [dBm/MHz] [dB]
5180 0.43 0.57 1.00] 0.01 8.26 8.25 3.25 4.26 7.51 8.75 17.00 8.25
5220 0.45 0.58 1.03 0.13 8.26 8.13 3.37 4.34] 7.70 8.87 17.00 8.13
5240 0.44 0.60] 1.04] 0.18 8.26 8.08 3.31 4.49 7.80 8.92 17.00 8.08
5260 0.60 0.86] 1.45 1.63 8.26 6.63 4.47 6.41 10.88 10.37 17.00 6.63
5300 0.63 0.79 1.42 1.51 8.26 6.75 4.70) 5.89 10.59 10.25 17.00 6.75
5320 0.63 0.82 1.45 1.60 8.26 6.66 4.70) 6.12 10.82 10.34 17.00 6.66
5500 0.74 0.60] 1.34] 1.26 8.26 7.00 5.53 4.47 10.00 10.00 17.00 7.00
5580 0.75 0.61 1.36] 1.32 8.26 6.94 5.60 4.54] 10.14 10.06 17.00 6.94
5700 0.61 0.75 1.36] 1.35 8.26 6.91 4.57] 5.64 10.20 10.09 17.00 6.91
5720 0.60 0.80) 1.40) 1.46 8.26 6.80 4.48 5.99 10.47 10.20 17.00 6.80
5745 0.33 0.38 0.71 -1.49 27.26] 28.75 2.47 2.84] 531 7.25 36.00 28.75
5785 0.34 0.37 0.71 -1.48 27.26] 28.74 2.52 2.80) 5.33 7.26 36.00] 28.74
5825 0.33 0.38 0.71 -1.49 27.26] 28.75 2.48 2.83 5.31 7.25 36.00]  28.75
Antenna 1 Antenna 3
Tested Duty RBW PSD Cable Atten. |Antennal PSD Result PSD Cable Atten. | Antenna PSD Result
Frequency| Factor | Correction| Reading| Loss Loss Gain Cond. e.irp. | Reading Loss Loss Gain Cond. e.irp.
Factor
[MHz] [dB] [dB] JidBmMHz)| [dB] [dB] [dBi] |[dBn/MHz]| [dBm/MHz]| [dBm/MHz] [dB] [dB] [dBi] | [dBnvMHz] | [dBm/MHz]
5180 0.03 0.00] -14.62 0.90 10.07 8.74 -3.62 5.12 -13.55 1.00 10.07 8.74 -2.45 6.29
5220 0.03 0.00] -14.47 0.90 10.07 8.74 -3.47 5.27 -13.47 1.00 10.07 8.74 -2.37 6.37
5240 0.03 0.00] -14.54 0.90 10.07 8.74 -3.54 5.20 -13.32 1.00 10.07 8.74 -2.22 6.52
5260 0.03 0.00] -13.24 0.90 10.07 8.74 -2.24 6.50 -11.77 1.00 10.07 8.74 -0.67 8.07
5300 0.03 0.00] -13.02 0.90 10.07 8.74 -2.02 6.72 -12.14 1.00 10.07 8.74 -1.04 7.70
5320 0.03 0.00] -13.02 0.90 10.07 8.74 -2.02 6.72 -11.97 1.00 10.07 8.74 -0.87 7.87
5500 0.03 0.00] -12.43 1.00 10.08 8.74 -1.32 7.43 -13.45 1.10 10.08 8.74 -2.24 6.50
5580 0.03 0.00] -12.37 1.00 10.08 8.74 -1.26 7.48 -13.38 1.10 10.08 8.74 -2.17 6.57
5700 0.03 0.00] -13.25 1.00 10.08 8.74 -2.14 6.60 -12.44 1.10 10.08 8.74 -1.23 7.51
5720 0.03 0.00] -13.34 1.00 10.08 8.74 -2.23 6.51 -12.18 1.10 10.08 8.74 -0.97 7.77
5745 0.03 0.27] -16.19 1.00 10.08 8.74 -4.81 3.93 -15.69 1.10 10.08 8.74 -4.21 4.53
5785 0.03 0.27]  -16.10, 1.00 10.08 8.74 -4.72 4.02 -15.74 1.10 10.08 8.74 -4.27 4.47
5825 0.03 0.27] -16.18 1.00 10.08 8.74 -4.80) 3.94 -15.69 1.10 10.08 8.74 -4.22 4.52

Sample Calculation:
PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain
The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-5850
MHz for IC)

UL Japan, Inc. Ise EMC Lab.
4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 Japan / +81 596 24 8999
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 7, 2022 February 9, 2022
Temperature / Humidity 23 deg. C/32%RH 22 deg. C/41 % RH
Engineer Junki Nagatomi Takafumi Noguchi
Antenna 3 Antenna 1
Mode Tx 11ac-20
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested PSD (Conducted) PSD (e.ir.p.)
Frequency Antenna Result Limit Margin Antenna Result Limit Margin
1 3 Sum 1 3 Sum
[MHz] | [mW/MHz] | [mW/MHz] [ [mW/MHZ] | [dBmMHZ] | [dBvMHZ] | [dB] | [mW/MHz] | [mW/MHz] | [mW/MHz] | [dBMHZ] | [@BovMHZ) [ [dB]
5180 0.43 0.56 0.99 -0.03 8.26 8.29 3.22 4.21 7.43 8.71 17.00 8.29
5220 0.43 0.56 0.99 -0.06 8.26 8.32 3.21 4.17 7.38 8.68 17.00 8.32
5240 0.44 0.61 1.05 0.23 8.26 8.03 3.31 4.57 7.88 8.97 17.00 8.03
5260 0.58 0.84 1.42 1.54 8.26 6.72 4.35 6.31 10.66 10.28 17.00 6.72
5300 0.62 0.78 1.40 1.46 8.26 6.80 4.65 5.82 10.47 10.20 17.00 6.80
5320 0.61 0.78 1.39 1.44 8.26 6.82 4.56 5.86 10.43 10.18 17.00 6.82
5500 0.71 0.61 1.31 1.19 8.26 7.07 5.29 4.54 9.83 9.93 17.00 7.07
5580 0.71 0.58 1.29 1.11 8.26 7.15 5.30 4.37 9.66 9.85 17.00 7.15
5700 0.61 0.80 1.40 1.47 8.26 6.79 4.54 5.97 10.51 10.21 17.00 6.79
5720 0.62 0.74 1.37 1.35 8.26 6.91 4.67 5.55 10.22 10.09 17.00 6.91
5745 0.34 0.38 0.72 -1.44 27.26] 28.70 2.52 2.85 5.37 7.30 36.00 28.70
5785 0.32 0.40 0.72 -1.40 27.26] 28.66 242 3.00 5.42 7.34 36.00 28.66
5825 0.35 0.39 0.74 -1.30 27.26]  28.56 2.62 2.93 5.55 7.44 36.00 28.56
Antenna 1 Antenna 3
Tested Duty RBW PSD Cable Atten. | Antenna PSD Result PSD Cable Atten. | Antenna PSD Result
Frequency | Factor | Correction | Reading Loss Loss Gain Cond. eirp. | Reading Loss Loss Gain Cond. e.irp.
Factor
[MHz] [dB] [dB] [dBn/MHZ] [dB] [dB] [dBi] | [dBmMHZ] | [dBmMHZ] | [dBm/MHz] [dB] [dB] [dBi] | [dBmwMHz] | [dBm/MHz]
5180 0.03 0.00 -14.66 0.90 10.07 8.74 -3.66 5.08 -13.60 1.00 10.07 8.74 -2.50 6.24
5220 0.03 0.00 -14.67 0.90 10.07 8.74 -3.67 5.07 -13.64 1.00 10.07 8.74 -2.54 6.20
5240 0.03 0.00 -14.54 0.90 10.07 8.74 -3.54 5.20 -13.24 1.00 10.07 8.74 -2.14 6.60
5260 0.03 0.00 -13.35 0.90 10.07 8.74 -2.35 6.39 -11.84 1.00 10.07 8.74 -0.74 8.00
5300 0.03 0.00 -13.06 0.90 10.07 8.74 -2.06 6.68 -12.19 1.00 10.07 8.74 -1.09 7.65
5320 0.03 0.00 -13.15 0.90 10.07 8.74 -2.15 6.59 -12.16 1.00 10.07 8.74 -1.06 7.68
5500 0.03 0.00 -12.60 1.00 10.07 8.74 -1.50 7.24 -13.37 1.10 10.07 8.74 -2.17 6.57
5580 0.03 0.00 -12.60 1.00 10.07 8.74 -1.50 7.24 -13.54 1.10 10.07 8.74 -2.34 6.40
5700 0.03 0.00 -13.28 1.00 10.08 8.74 -2.17 6.57 -12.19 1.10 10.08 8.74 -0.98 7.76
5720 0.03 0.00 -13.16 1.00 10.08 8.74 -2.05 6.69 -12.51 1.10 10.08 8.74 -1.30 7.44
5745 0.03 0.27 -16.11 1.00 10.08 8.74 -4.73 4.01 -15.67 1.10 10.08 8.74 -4.19 4.55
5785 0.03 0.27 -16.27 1.00 10.08 8.74 -4.89 3.85 -15.45 1.10 10.08 8.74 -3.97 4.77
5825 0.03 0.27 -15.94 1.00 10.08 8.74 -4.56 4.18 -15.55 1.10 10.08 8.74 -4.07 4.67

Sample Calculation:
PSD: Power Spectral Density
The PSD within 5725 M Hz to 5825 M Hz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / M easured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 M Hz-5850 M Hz for IC)

UL Japan, Inc. Ise EMC Lab.
4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 Japan / +81 596 24 8999
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 7, 2022 February 9, 2022
Temperature / Humidity 23 deg. C/32%RH 22 deg. C/41 % RH
Engineer Junki Nagatomi Takafumi Noguchi
Antenna 3 Antenna 1
Mode Tx 11ax-20 (OFDM)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested PSD (Conducted) PSD (e.ir.p.)
Frequency Antenna Result Limit Margin Antenna Result Limit Margin
1 3 Sum 1 3 Sum
[MHz] | (mW/MHz] | [mW/MHZ] | [mW/MHz] | [dBnvMHz] | [dBnvMHz] | [dB] | [mW/MHz] | [mW/MHz] | [mW/MHz] | [dBmMHZ] | [dBwMHZ) | [dB]
5180 0.42 0.52 0.94 -0.26 8.26 8.52 3.16 3.88 7.04 8.48 17.00 8.52
5220 0.40 0.52 0.92 -0.35 8.26 8.61 3.02 3.88 6.90 8.39 17.00 8.61
5240 0.45 0.50 0.95 -0.23 8.26 8.49 3.36 3.73 7.09 8.51 17.00 8.49
5260 0.54 0.74 1.28 1.07 8.26 7.19 4.03 5.55 9.57 9.81 17.00 7.19
5300 0.63 0.72 1.35 1.29 8.26 6.97 4.68 5.40 10.07 10.03 17.00 6.97
5320 0.61 0.71 1.31 1.18 8.26 7.08 4.53 5.28 9.82 9.92 17.00 7.08
5500 0.68 0.52 1.21 0.82 8.26 7.44 5.11 3.92 9.03 9.56 17.00 7.44
5580 0.69 0.51 1.20 0.79 8.26 747 5.15 3.83 8.98 9.53 17.00 7.47
5700 0.58 0.65 1.23 0.90 8.26 7.36 4.32 4.90 9.21 9.64 17.00 7.36
5720 0.60 0.66 1.26 1.00 8.26 7.26 4.46 4.97 9.42 9.74 17.00 7.26
5745 0.32 0.32 0.64 -1.91 27.26| 29.17 2.39 2.43 4.82 6.83 36.00] 29.17
5785 0.31 0.35 0.66 -1.83 27.26] 29.09 2.31 2.61 4.91 6.91 36.00] 29.09
5825 0.31 0.34 0.64 -1.93 27.26| 29.19 2.28 2.52 4.80 6.81 36.00] 29.19
Antenna 1 Antenna 3
Tested Duty RBW PSD Cable Atten. | Antenna PSD Result PSD Cable Atten. | Antenna PSD Result
Frequency Factor Correction | Reading Loss Loss Gain Cond. e.Lrp. Reading Loss Loss Gain Cond. e.lrp.
Factor
[MHz] [dB] [dB] | @BmwMHZ| [dB] [dB] [dBi] | (BwvMHzZ] | [dBmwMHZ] | [dBmMHZ) [dB] [dB] [dBi] | @BmwMHz] | [dBrwMHZ]
5180 0.04 0.00 -14.75 0.90 10.07 8.74 -3.74 5.00 -13.96 1.00 10.07 8.74 -2.85 5.89
5220 0.04 0.00 -14.96 0.90 10.07 8.74 -3.95 4.80 -13.96 1.00 10.07 8.74 -2.85 5.89
5240 0.04 0.00 -14.48 0.90 10.07 8.74 -3.47 527 -14.13 1.00 10.07 8.74 -3.02 5.72
5260 0.04 0.00 -13.70 0.90 10.07 8.74 -2.69 6.05 -12.41 1.00 10.07 8.74 -1.30 7.44
5300 0.04 0.00 -13.05 0.90 10.07 8.74 -2.04 6.70 -12.53 1.00 10.07 8.74 -1.42 732
5320 0.04 0.00 -13.19 0.90 10.07 8.74 -2.18 6.56 -12.62 1.00 10.07 8.74 -1.51 7.23
5500 0.04 0.00 -12.76 1.00 10.07 8.74 -1.65 7.09 -14.02 1.10 10.07 8.74 -2.81 5.93
5580 0.04 0.00 -12.73 1.00 10.07 8.74 -1.62 7.12 -14.12 1.10 10.07 8.74 -2.91 5.83
5700 0.04 0.00 -13.51 1.00 10.08 8.74 -2.39 6.35 -13.06 1.10 10.08 8.74 -1.84 6.90
5720 0.04 0.00 -13.37 1.00 10.08 8.74 -2.25 6.49 -13.00 1.10 10.08 8.74 -1.78 6.96
5745 0.04 0.27 -16.35 1.00 10.08 8.74 -4.96 3.78 -16.37 1.10 10.08 8.74 -4.88 3.86
5785 0.04 0.27 -16.50 1.00 10.08 8.74 -5.11 3.63 -16.07 1.10 10.08 8.74 -4.58 4.16
5825 0.04 0.27 -16.54 1.00 10.08 8.74 -5.15 3.59 -16.22 1.10 10.08 8.74 -4.73 4.01

Sample Calculation:
PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / M easured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-5850 M Hz for IC)
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 9, 2022
Temperature / Humidity 23 deg. C/40 % RH 21 deg. C/39 % RH
Engineer Ken Fujita Ken Fujita
Antenna 3 Antenna 1
Mode Tx 11ax-20 OFDMA (26-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.i.r.p.)
Frequency| Index Antenna Result | Limit | Margin Antenna Result | Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [mW/MHz|[mW/MHz][mW/MHzJdBm/MHz[dBm/MHz| [dB] |[mW/MHz][mW/MHz}[mW/MHz}[dBnvMHz|[dBm/MHz] [dB]
0 0.43 0.43 0.85] -0.68 8.26 8.94 3.21 3.18 6.39 8.06] 17.00 8.94
5180 4 0.35 0.36 0.71 -1.47 8.26 9.73 2.60 2.73 5.33 7.27] 17.00 9.73
8 0.45 0.48 093] -033 8.26 8.59 3.34 3.60 6.94 8.411 17.00 8.59
0 0.40 0.48 0.88] -0.56 8.26 8.82 297 3.60 6.57 8.18] 17.00 8.82
5220 4 0.32 0.38 0.71 -1.52 8.26 9.78 2.40 2.87 5.28 7.22] 17.00 9.78
8 0.42 0.50 092 -0.38 8.26 8.64 3.11 3.74 6.85 8.36] 17.00 8.64
0 0.42 0.50 0.91 -0.39 8.26 8.65 3.13 3.72 6.85 8.35] 17.00 8.65
5240 4 0.37 0.43 0.80] -0.96 8.26 9.22 2.75 3.25 6.00 7.78] 17.00 9.22
8 0.44 0.54 0.99] -0.05 8.26 8.31 3.33 4.06 7.39 8.69] 17.00 8.31
0 0.45 0.65 1.10 041 8.26 7.85 3.39 4.83 8.22 9.15] 17.00 7.85
5260 4 0.40 0.52 092 -0.36 8.26 8.62 3.02 3.86 6.88 8.38] 17.00 8.62
8 0.49 0.65 1.13 0.54 8.26 7.72 3.64 4.83 8.47 9.28] 17.00 7.72
0 0.50 0.63 1.12 0.51 8.26 7.75 3.73 4.68 8.41 9.25] 17.00 7.75
5300 4 0.43 0.53 0.96] -0.18 8.26 8.44 3.20 3.98 7.18 8.56] 17.00 8.44
8 0.52 0.67 1.19 0.75 8.26 7.51 3.87 5.01 8.88 9.49] 17.00 7.51
0 0.52 0.57 1.09 0.36 8.26 7.90 3.86 4.26 8.12 9.10] 17.00 7.90
5320 4 0.44 0.50 093] -0.30 8.26 8.56 3.26 3.72 6.98 8.44 17.00 8.56
8 0.58 0.54 1.12 0.51 8.26 7.75 436 4.06 8.41 9.25] 17.00 7.75
Antenna 1 Antenna 3
Tested RU Duty | RBW | PSD | Cable | Atten. |Antenna] PSD Result PSD | Cable | Atten. | Antenna| PSD Result
Frequency| Index | Factor |Correction| Reading| Loss Loss | Gain | Cond. | e.irp. |Reading] Loss Loss | Gain Cond. e.ir.p.
Factor
[MHz] [dB] [dB] [dBm/MHz] [dB] [dB] [dBi] [[dBn/MHz[dBm/MHz|dBm/MHz| [dB] [dB] [dBi] [ [dBm/MHz] | [dBm/MHz]
0 0.24 0.00f -14.89 0.90] 10.07 8.74] -3.68 5.06] -15.02 1.00] 10.07 8.74 -3.71 5.03
5180 4 0.24 0.00f -15.80 0.90] 10.07 8.74] -4.59 4.15] -15.69 1.00] 10.07 8.74 -4.38 4.36
8 0.24 0.00] -14.71 0.90] 10.07 8.74] -3.50 5.24] -14.49 1.00] 10.07 8.74 -3.18 5.56
0 0.24 0.00f -15.22 0.90] 10.07 8.74] -4.01 4.73] -14.49 1.00] 10.07 8.74 -3.18 5.56
5220 4 0.24 0.00f -16.14 0.90] 10.07 8.74] -4.93 3.81| -1547 1.00] 10.07 8.74 -4.16 4.58
8 0.24 0.00f -15.02 0.90] 10.07 8.74] -3.81 4.93] -14.32 1.00] 10.07 8.74 -3.01 5.73
0 0.24 0.00f -15.00 0.90] 10.07 8.74 -3.79 4.96] -14.35 1.00] 10.07 8.74 -3.04 5.70
5240 4 0.24 0.00f -15.56 0.90] 10.07 8.74] -4.35 4.39] -14.93 1.00] 10.07 8.74 -3.62 5.12
8 0.24 0.00| -14.73 0.90] 10.07 8.74] -3.52 5.22| -13.96 1.00] 10.07 8.74 -2.65 6.09
0 0.24 0.00f -14.65 0.90] 10.07 8.74| -3.44 5.30] -13.21 1.00] 10.07 8.74 -1.90 6.84
5260 4 0.24 0.00f -15.15 0.90] 10.07 8.74] -394 4.80] -14.18 1.00] 10.07 8.74 -2.87 5.87
8 0.24 0.00| -14.34 0.90] 10.07 8.74] -3.13 5.61| -13.21 1.00] 10.07 8.74 -1.90 6.84
0 0.24 0.00f -14.23 0.90] 10.07 8.74| -3.02 5.72] -13.35 1.00]  10.07 8.74 -2.04 6.70
5300 4 0.24 0.00f -14.90 0.90] 10.07 8.74] -3.69 5.05| -14.05 1.00] 10.07 8.74 -2.74 6.00
8 0.24 0.00f -14.07 0.90] 10.07 8.74] -2.86 5.88] -13.05 1.00] 10.07 8.74 -1.74 7.00
0 0.24 0.00f -14.08 0.90] 10.07 8.74| -2.87 5.87| -13.76 1.00] 10.07 8.74 -2.45 6.29
5320 4 0.24 0.00] -14.82 0.90] 10.07 8.74] -3.61 5.13] -14.34 1.00] 10.07 8.74 -3.03 5.71
8 0.24 0.00f -13.56 0.90] 10.07 8.74] -2.35 6.39] -13.97 1.00] 10.07 8.74 -2.66 6.08

Sample Calculation:

PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.
RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain
The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC,

5725 MHz-5850 MHz for IC)
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 9, 2022
Temperature / Humidity 23 deg. C/40 % RH 21 deg. C/39 % RH
Engineer Ken Fujita Ken Fujita
Antenna 3 Antenna 1
Mode Tx 11ax-20 OFDMA (26-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.i.r.p.)
Frequency| Index Antenna Result | Limit | Margin Antenna Result | Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [mW/MHz}[mW/MHz}[mW/MHz}dBm/MHzdBm/MHz| [dB] |[mW/MHz}[mW/MHz}[mW/MHz}[dBm/MHz|[dBm/MHz| [dB]
0) 0.60 0.48 1.08 0.34 8.26] 792 4.48 3.61 8.08 9.08] 17.00] 7.92
5500 4 0.50 0.39 0.88 -0.53 8.26 8.79 3.72 2.89 6.62 8.21 17.00 8.79
8 0.69 0.51 1.20 0.80 8.26] 7.46 5.15 3.84 8.99 9.54] 17.00] 7.46
0 0.62 0.36 0.98 -0.07 8.26 8.33 4.63 2.73 7.36 8.67] 17.00 8.33
5580 4 0.51 0.35 0.86] -0.64 8.26] 8.90 3.85 2.61 6.46 8.10] 17.00] 8.90
8 0.61 0.43 1.04 0.16 8.26] 8.10 4.56 3.20 7.76 8.90] 17.00] 8.10
0) 0.56 0.59 1.15 0.61 8.26] 7.65 4.20 4.41 8.61 9.35] 17.00] 7.65
5700 4 0.43 0.51 0.94] -0.27 8.26] 8.53 3.21 3.82 7.04 847] 17.00] 8.53
8 0.51 0.60 1.11 0.44 8.26] 7.82 3.81 4.47 8.28 9.18] 17.00] 7.82
0) 0.56 0.55 1.11 0.45 8.26] 7.81 4.16 4.13 8.29 9.19] 17.00] 7.81
5720 4 0.45 0.50 0.94] -0.26 8.26] 8.52 3.33 3.72 7.05 8.48] 17.00] 8.52
8 0.56 0.59 1.16 0.64 8.26] 7.62 4.22 4.45 8.66 9.38] 17.00] 7.62
0) 0.30 0.33 0.63] -2.03] 27.26] 29.29 221 2.48 4.68 6.71] 36.00] 29.29
5745 4 0.26 0.31 0.57) -2.41] 27.26] 29.67 1.98 2.32 4.30 6.33] 36.00] 29.67
8 0.28 0.31 0.59] -2.30] 27.26] 29.56 2.09 2.31 4.41 6.44] 36.00] 29.56
0) 0.29 0.30 0.59] -2.30] 27.26] 29.56 2.16 2.24 4.40 6.44] 36.00] 29.56
5785 4 0.28 0.29 0.58 -2.40] 27.26] 29.66 2.12 2.19 4.31 6.34] 36.00] 29.66
8 0.28 0.30 0.58] -2.36] 27.26] 29.62 2.07 2.28 4.35 6.38] 36.00] 29.62
0 0.27 0.30 0.57 -2.43]  27.26] 29.69 2.01 2.26 4.27 6.31] 36.00] 29.69
5825 4 0.28 0.30 0.58] -2.33] 27.26] 29.59 2.13 2.24 4.37 6.41] 36.00] 29.59
8 0.29 0.32 0.61] -2.17] 27.26] 29.43 2.15 2.39 4.54 6.57] 36.00] 29.43
Antenna 1 Antenna 3
Tested RU Duty | RBW | PSD | Cable | Atten. |Antenna] PSD Result PSD | Cable | Atten. | Antennal PSD Result
Frequency| Index | Factor |Correction| Reading| Loss Loss Gain | Cond. | e.i.r.p. |Reading| Loss Loss Gain Cond. e.ir.p.
Factor
[MHz] [dB] [dB] [dBm/MHz] [dB] [dB] [dBi] [[dBm/MHz|dBm/MHz|dBm/MHz| [dB] [dB] [dBi] [ [dBm/MHz] | [dBm/MHz]
0 0.24 0.00f -13.54 1.00] 10.07 8.74 -2.23 6.51| -14.58 1.10] 10.07 8.74 -3.17 5.57
5500 4 0.24 0.00] -14.34 1.00] 10.07 8.74] -3.03 571 -15.54 1.10] 10.07 8.74 -4.13 4.61
8 0.24 0.00] -12.93 1.00f 10.07 8.74] -1.62 7.12| -1431 1.10] 10.07 8.74 -2.90 5.84
0) 0.24 0.00] -13.39 1.00] 10.07 8.74] -2.08 6.66] -15.79 1.10] 10.07 8.74 -4.38 4.36
5580 4 0.24 0.00] -14.20 1.00] 10.07 8.74] -2.89 5.85| -15.98 1.10] 10.07 8.74 -4.57 4.17
8 0.24 0.00] -13.47 1.00] 10.07 8.74 -2.16 6.59] -15.09 1.10] 10.07 8.74 -3.68 5.06
0) 0.24 0.00] -13.83 1.00] 10.08 8.74] -2.51 6.23] -13.71 1.10] 10.08 8.74 -2.29 6.45
5700 4 0.24 0.00] -14.99 1.00] 10.08 8.74] -3.67 5.07)] -14.33 1.10] 10.08 8.74 -2.91 5.83
8 0.24 0.00] -14.25 1.00] 10.08 8.74] -2.93 5.81] -13.66 1.10] 10.08 8.74 -2.24 6.50
0) 0.24 0.00] -13.87 1.00] 10.08 8.74] -2.55 6.19] -14.00 1.10] 10.08 8.74 -2.58 6.16
5720 4 0.24 0.00] -14.83 1.00] 10.08 8.74] -3.51 5.23] -14.46 1.10] 10.08 8.74 -3.04 5.71
8 0.24 0.00] -13.81 1.00] 10.08 8.74] -2.49 6.25] -13.68 1.10] 10.08 8.74 -2.26 6.48
0) 0.24 0.27] -16.89 1.00] 10.08 8.74] -5.30 3.44] -16.49 1.10] 10.08 8.74 -4.80 3.94
5745 4 0.24 0.27] -17.36 1.00] 10.08 8.74] -5.77 297 -16.78 1.10] 10.08 8.74 -5.09 3.65
8 0.24 027 -17.12 1.00] 10.08 8.74] -5.53 321 -16.79 1.10] 10.08 8.74 -5.10 3.64
0] 0.24 0.27] -16.99 1.00] 10.08 8.74] -5.40 3.34] -16.92 1.10] 10.08 8.74 -5.23 3.51
5785 4 0.24 0.27] -17.06 1.00] 10.08 8.74 -5.47 3.27] -17.03 1.10] 10.08 8.74 -5.34 3.40
8 0.24 0.27| -17.17 1.00] 10.08 8.74] -5.58 3.16| -16.85 1.10] 10.08 8.74 -5.16 3.58
0 0.24 0.27] -17.30 1.00] 10.08 8.74 -5.71 3.03] -16.88 1.10] 10.08 8.74 -5.19 3.55
5825 4 0.24 0.27| -17.05 1.00f 10.08 8.74] -5.46 3.28] -16.92 1.10] 10.08 8.74 -5.23 3.51
8 0.24 0.27] -17.00 1.00] 10.08 8.74 -5.41 3.33] -16.65 1.10] 10.08 8.74 -4.96 3.78

Sample Calculation:
PSD: Power Spectral Density

The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.
RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain
The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC,

5725 MHz-5850 MHz for IC)
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Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 9, 2022
Temperature / Humidity 23 deg. C/40 % RH 21 deg. C/39 % RH
Engineer Ken Fujita Ken Fujita
Antenna 3 Antenna 1
Mode Tx 11ax-20 OFDMA (52-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.i.r.p.)
Frequency| Index Antenna Result | Limit | Margin Antenna Result | Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [mW/MHz|[mW/MHz|[mW/MHz | dBm/MHz[dBm/MHz}  [dB] |[mW/MHz}[mW/MHz}[mW/MHz}[dBm/MHz|[dBm/MHz] [dB]
37 0.41 0.48 0.89] -0.52 8.26] 8.78 3.05 3.59 6.64 8.22] 17.00] 8.78
5180 38 0.43 0.53 0.96] -0.17 8.26] 843 3.21 3.99 7.20 8.57] 17.00] 8.43
40, 0.45 0.50 0.96] -0.19 8.26] 8.45 3.40 3.77 7.16 8.55] 17.00] 8.45
37 0.39 0.52 091 -0.40 8.26] 8.66 2.94 3.89 6.82 8.34] 17.00] 8.66
5220 38 0.44 0.51 0.95] -0.23 8.26] 8.49 3.30 3.80 7.10 8.51] 17.00] 8.49
40, 0.45 0.49 0.94] -0.28 8.26] 8.54 3.33 3.68 7.02 8.46] 17.00] 8.54
37 0.47 0.49 0.96] -0.16 8.26] 842 3.55 3.66 7.21 8.58] 17.00] 8.42
5240 38 0.47 0.48 0.96] -0.19 8.26] 8.45 3.54 3.61 7.15 8.55] 17.00] 8.45
40) 0.51 0.52 1.03 0.11 8.26] 8.15 3.80 3.87 7.67 8.85] 17.00] 8.15
37 0.50 0.74 1.24 0.94 8.26] 7.32 3.76 5.54 9.30 9.68] 17.00] 7.32
5260 38 0.50 0.72 1.22 0.87 8.26] 7.39 3.75 5.39 9.14 9.61] 17.00] 7.39
40, 0.52 0.78 1.30 1.13 8.26] 7.13 3.85 5.84 9.70 9.87] 17.00] 7.13
37 0.57 0.64 1.20 0.81 8.26] 7.45 4.24 4.78 9.02 9.55] 17.00] 745
5300 38 0.59 0.66 1.25 0.98 8.26] 7.28 4.43 4.96 9.38 9.72] 17.00] 7.28
40, 0.58 0.63 1.22 0.85 8.26] 7.41 4.38 4.73 9.11 9.59] 17.00] 741
37 0.56 0.61 1.17 0.70 8.26] 7.56 4.19 4.60 8.78 9.44] 17.00] 7.56
5320 38 0.60 0.64 1.24 0.94 8.26] 7.32 4.49 4.80 9.29 9.68] 17.00] 7.32
40, 0.61 0.60 1.21 0.84 8.26]  7.42 4.55 4.52 9.07 9.58] 17.00] 7.42
Antenna 1 Antenna 3
Tested RU Duty | RBW | PSD | Cable | Atten. |Antenna] PSD Result PSD | Cable | Atten. | Antennal PSD Result
Frequency| Index | Factor |Correction| Reading| Loss | Loss | Gain | Cond. | e.ir.p. |Reading] Loss | Loss | Gain Cond. eirp.
Factor
[MHz] [dB] | [dB] [daBmMHz| [dB] | [dB] | [dBi] [[dBm/MHz[dBmMHzfdBmwMHz] [dB] | [dB] | [dBi] | [dBnvMHz]| [dBm/MHz]
37 0.29 0.00] -15.16 0.90] 10.07 8.74] -3.90 4.84] -14.55 1.00] 10.07 8.74 -3.19 5.55
5180 38 0.29 0.00] -14.94 0.90] 10.07 8.74] -3.68 5.06] -14.09 1.00] 10.07 8.74 -2.73 6.02
40, 0.29 0.00] -14.69 0.90] 10.07 8.74] -3.43 531 -14.34 1.00] 10.07 8.74 -2.98 5.76
37 0.29 0.00] -15.32 0.90] 10.07 8.74] -4.06 4.68] -14.21 1.00] 10.07 8.74 -2.85 5.90
5220 38 0.29 0.00] -14.82 0.90] 10.07 8.74] -3.56 5.18] -14.30 1.00] 10.07 8.74 -2.94 5.80
40, 0.29 0.00| -14.77 0.90] 10.07 8.74] -3.51 5.23| -14.44 1.00] 10.07 8.74 -3.08 5.66
37 0.29 0.00] -14.50 0.90] 10.07 8.74] -3.24 5.50| -14.46 1.00] 10.07 8.74 -3.10 5.64
5240 38 0.29 0.00] -14.51 0.90] 10.07 8.74] -3.25 5.49| -14.52 1.00] 10.07 8.74 -3.16 5.58
40) 0.29 0.00] -14.20 0.90] 10.07 8.74] -2.94 5.80] -14.22 1.00] 10.07 8.74 -2.86 5.88
37 0.29 0.00] -14.25 0.90] 10.07 8.74] -2.99 5.75| -12.67 1.00] 10.07 8.74 -1.31 7.43
5260 38 0.29 0.00] -14.26 0.90] 10.07 8.74] -3.00 5.74] -12.78 1.00] 10.07 8.74 -1.42 7.32
40, 0.29 0.00] -14.14 0.90] 10.07 8.74] -2.88 5.86] -12.44 1.00] 10.07 8.74 -1.08 7.67
37 0.29 0.00] -13.73 0.90] 10.07 8.74] -247 6.27| -13.31 1.00] 10.07 8.74 -1.95 6.79
5300 38 0.29 0.00] -13.54 0.90] 10.07 8.74] -2.28 6.46| -13.15 1.00] 10.07 8.74 -1.79 6.95
40, 0.29 0.00] -13.59 0.90] 10.07 8.74] -2.33 6.41| -13.35 1.00] 10.07 8.74 -1.99 6.75
37 0.29 0.00] -13.78 0.90] 10.07 8.74] -2.52 6.22| -13.48 1.00] 10.07 8.74 2,12 6.62
5320 38 0.29 0.00] -13.48 0.90] 10.07 8.74] -2.22 6.52] -13.29 1.00] 10.07 8.74 -1.93 6.82
40) 0.29 0.00] -13.42 0.90] 10.07 8.74] -2.16 6.58] -13.54 1.00] 10.07 8.74 -2.18 6.56

Sample Calculation:

PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC,

5725 MHz-5850 MHz for IC)
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 9, 2022
Temperature / Humidity 23 deg. C/40 % RH 21 deg. C/39 % RH
Engineer Ken Fujita Ken Fujita
Antenna 3 Antenna 1
Mode Tx 11ax-20 OFDMA (52-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.i.r.p.)
Frequency| Index Antenna Result | Limit | Margin Antenna Result | Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [mW/MHz|[mW/MHz}[mW/MHz}dBm/MHz[dBm/MHz}  [dB] |[mW/MHz}[mW/MHz}[mW/MHz}[dBm/MHz|[dBm/MHz] [dB]
37 0.64 0.50 1.13 0.55 8.26 7.71 4.75 3.73 8.49 9.29] 17.00 7.71
5500 38 0.67 0.51 1.18 0.72 8.26 7.54 5.03 3.79 8.82 9.46] 17.00 7.54
40 0.68 0.51 1.19 0.76 8.26 7.50 5.06 3.85 8.91 9.50] 17.00 7.50
37 0.65 0.47 1.12 0.49 8.26 7.77 4.87 3.51 8.38 9.23] 17.00 7.77
5580 38 0.72 0.48 1.20 0.78 8.26 7.48 5.36 3.59 8.95 9.52] 17.00 7.48
40 0.67 0.46 1.13 0.53 8.26 7.73 5.03 343 8.46 9.27] 17.00 7.73
37 0.54 0.64 1.18 0.72 8.26 7.54 4.06 4.77 8.83 9.46] 17.00 7.54
5700 38 0.52 0.66 1.18 0.70 8.26 7.56 3.87 4.92 8.80 9.44] 17.00 7.56
40 0.52 0.65 1.18 0.70 8.26 7.56 3.93 4.87 8.79 9.44| 17.00 7.56
37 0.56 0.59 1.14 0.58 8.26 7.68 4.17 4.39 8.56 9.32] 17.00 7.68
5720 38 0.59 0.60 1.19 0.76 8.26 7.50 4.39 4.51 8.90 9.50] 17.00 7.50
40 0.55 0.57 1.13 0.51 8.26 7.75 4.12 4.30 8.42 9.25] 17.00 7.75
37 0.31 0.33 0.63] -1.98] 27.26] 29.24 2.29 245 4.75 6.76] 36.00] 29.24
5745 38 0.30 0.30 0.60] -2.21] 27.26] 29.47 222 228 4.50 6.53] 36.00] 29.47
0| 029 031 060 220 2726] 2946 217 234] as1| 654 36.00] 29.46
37 031 o028] 059 230 2726] 2956 232] 209 441 644 36.00] 29.56
5785 38] 029 029 058|235 2726] 2061 2.16] 2200 436] 639 36.00] 29.61
40 0.29 0.30 0.59] -2.30] 27.26] 29.56 2.16 225 441 6.44] 36.00] 29.56
37 0.29 0.33 0.61 -2.12]  27.26] 29.38 2.15 244 4.59 6.62] 36.00] 29.38
5825 38 0.29 0.32 0.61 -2.14]  27.26] 29.40 2.17 2.40 4.57 6.60] 36.00] 29.40
40 0.31 0.31 0.62| -2.07] 27.26] 29.33 2.32 2.32 4.65 6.67] 36.00] 29.33
Antenna 1 Antenna 3
Tested RU Duty | RBW | PSD | Cable | Atten. |Antenna] PSD Result PSD | Cable | Atten. | Antenna PSD Result
Frequency| Index | Factor |Correction| Reading| Loss Loss Gain | Cond. | e.ir.p. |Reading] Loss Loss Gain Cond. e.Lr.p.
Factor
[MHz] [dB] [dB] [dBm/MHz] [dB] [dB] [dBi] [[dBn/MHz[dBm/MHz[dBm/MHz| [dB] [dB] [dBi] [ [dBm/MHz] | [dBn/MHz]
37 0.29 0.00f -13.33 1.00] 10.07 8.74| -197 6.77| -1448 1.10] 10.07 8.74 -3.02 5.72
5500 38 0.29 0.00f -13.08 1.00] 10.07 8.74] -1.72 7.02| -14.41 1.10] 10.07 8.74 -2.95 5.79
40 0.29 0.00f -13.06 1.00] 10.07 8.74] -1.70 7.04] -14.35 1.10] 10.07 8.74 -2.89 5.86
37 0.29 0.00f -13.23 1.00] 10.07 8.74| -1.87 6.87| -14.74 1.10]  10.07 8.74 -3.28 5.46
5580 38 0.29 0.00] -12.81 1.00] 10.07 8.74] -1.45 7.29| -14.65 1.10] 10.07 8.74 -3.19 5.55
40 0.29 0.00f -13.09 1.00] 10.07 8.74] -1.73 7.02| -14.85 1.10] 10.07 8.74 -3.39 535
37 0.29 0.00f -14.03 1.00] 10.08 8.74] -2.66 6.09] -13.43 1.10]  10.08 8.74 -1.96 6.78
5700 38 0.29 0.00f -14.23 1.00] 10.08 8.74] -2.86 5.88] -13.29 1.10] 10.08 8.74 -1.82 6.92
40, 0.29 0.00] -14.17 1.00] 10.08 8.74] -2.80 5.94| -13.34 1.10] 10.08 8.74 -1.87 6.87
37 0.29 0.00] -13.91 1.00] 10.08 8.74] -2.54 6.21 -13.79 1.10] 10.08 8.74 -2.32 6.42
5720 38 0.29 0.00f -13.68 1.00] 10.08 8.74] -2.31 6.43| -13.67 1.10] 10.08 8.74 -2.20 6.54
40 0.29 0.00f -13.96 1.00] 10.08 8.74] -2.59 6.15] -13.88 1.10] 10.08 8.74 -2.41 6.33
37 0.29 0.27] -16.77 1.00] 10.08 8.74] -5.13 3.61] -16.58 1.10] 10.08 8.74 -4.84 3.90
5745 38 0.29 0.27] -16.91 1.00] 10.08 8.74] -5.27 3.47] -16.91 1.10] 10.08 8.74 -5.17 3.57
40, 0.29 0.27| -17.02 1.00] 10.08 8.74] -538 3.36] -16.79 1.10] 10.08 8.74 -5.05 3.69
37 0.29 0.27] -16.73 1.00] 10.08 8.74] -5.09 3.65| -17.28 1.10] 10.08 8.74 -5.54 3.20
5785 38 0.29 0.27| -17.04 1.00] 10.08 8.74] -5.41 3.33] -17.05 1.10] 10.08 8.74 -5.31 343
40, 0.29 0.27| -17.04 1.00] 10.08 8.74] -5.40 3.34| -16.95 1.10] 10.08 8.74 -5.21 3.53
37 0.29 0.27| -17.05 1.00] 10.08 8.74] -5.41 3.33] -16.61 1.10] 10.08 8.74 -4.87 3.87
5825 38 0.29 0.27| -17.02 1.00] 10.08 8.74] -538 3.36] -16.67 1.10] 10.08 8.74 -4.93 3.81
40 0.29 0.27| -16.72 1.00] 10.08 8.74] -5.08 3.66] -16.82 1.10] 10.08 8.74 -5.08 3.66

Sample Calculation:
PSD: Power Spectral Density

The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC,

5725 MHz-5850 MHz for IC)
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 9, 2022
Temperature / Humidity 23 deg. C/40 % RH 21 deg. C/39 % RH
Engineer Ken Fujita Ken Fujita
Antenna 3 Antenna 1
Mode Tx 11ax-20 OFDMA (106-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.i.r.p.)
Frequency| Index Antenna Result | Limit | Margin Antenna Result | Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [mW/MHz][mW/MHz][mW/MHz{dBm/MHz] dBm/MHz| [dB] |[mW/MHz][mW/MHz][mW/MHz|[dBm/MHz[dBm/MHz| [dB]
5180 53 0.41 0.53 0.94] -0.26 8.26] 8.52 3.07 3.98 7.05 8.48] 17.00] 8.52
54 0.42 0.53 095 -0.22 8.26] 8.48 3.15 3.97 7.12 8.52] 17.00] 8438
5220 53 0.41 0.52 0.94] -0.29 8.26] 8.55 3.07 3.93 7.00 8.45] 17.00] 8.55
54 0.42 0.54 0.96| -0.19 8.26] 8.45 3.15 4.01 7.16 8.55] 17.00] 8.45
5240 53 0.49 0.58 1.08 0.32 8.26] 7.94 3.68 4.38 8.06 9.06] 17.00] 7.94
54 0.51 0.62 1.13 0.53 8.26] 7.73 3.81 4.63 8.45 9.27] 17.00] 7.73
5260 53 0.51 0.77 1.28 1.08 8.26] 7.18 3.84 5.77 9.60 9.82] 17.00] 7.18
54 0.51 0.79 1.31 1.16 8.26] 7.10 3.84 5.94 9.78 9.90] 17.00] 7.10
5300 53 0.55 0.69 1.24 0.93 8.26] 7.33 4.13 5.14 9.27 9.67] 17.00] 7.33
54 0.59 0.70 1.29 1.10 8.26] 7.16 4.45 5.20 9.65 9.84] 17.00] 7.16
5320 53 0.56 0.71 1.27 1.05 8.26] 7.21 4.23 5.31 9.54 9.79] 17.00] 7.21
54 0.62 0.70 1.32 1.20 8.26] 7.06 4.66 5.21 9.87 9.94] 17.00] 7.06
Antenna 1 Antenna 3
Tested RU Duty | RBW | PSD | Cable | Atten. |Antenna] PSD Result PSD | Cable | Atten. |Antenna| PSD Result
Frequency| Index | Factor |Correction| Reading| Loss Loss Gain | Cond. | e.ir.p. |Reading] Loss Loss Gain Cond. e.Lr.p.
Factor
[MHz] [dB] [dB] [dBm/MHz] [dB] [dB] [dBi] [[dBm/MHz[dBm/MHz[dBm/MHz| [dB] [dB] [dBi] | [dBm/MHZ] | [dBm/MHz]
5180 53 0.30 0.00] -15.14 0.90] 10.07 8.74] -3.87 4.87] -14.11 1.00] 10.07 8.74 -2.74 6.00
54 0.30 0.00] -15.03 0.90] 10.07 8.74] -3.76 4.98] -14.12 1.00] 10.07 8.74 -2.75 5.99
$220 53 0.30 0.00] -15.14 0.90] 10.07 8.74] -3.87 487] -14.17 1.00] 10.07 8.74 -2.80 5.94
54 0.30 0.00] -15.03 0.90] 10.07 8.74] -3.76 4.98] -14.08 1.00] 10.07 8.74 -2.71 6.03
5240 53 0.30 0.00] -14.35 0.90] 10.07 8.74] -3.08 5.66] -13.70 1.00] 10.07 8.74 -2.33 6.41
54 0.30 0.00] -14.20 0.90] 10.07 8.74] -2.93 5.81] -13.45 1.00] 10.07 8.74 -2.08 6.66
5260 53 0.30 0.00] -14.17 0.90] 10.07 8.74] -2.90 5.84] -12.50 1.00] 10.07 8.74 -1.13 7.61
54 0.30 0.00] -14.17 0.90] 10.07 8.74] -2.90 5.84| -12.37 1.00] 10.07 8.74 -1.00 7.74
5300 53 0.30 0.00] -13.85 0.90] 10.07 8.74] -2.58 6.16| -13.00 1.00] 10.07 8.74 -1.63 7.11
54 0.30 0.00] -13.53 0.90] 10.07 8.74] -2.26 6.48] -12.95 1.00] 10.07 8.74 -1.58 7.16
$320 53 0.30 0.00] -13.75 0.90] 10.07 8.74] -2.48 6.26| -12.86 1.00] 10.07 8.74 -1.49 7.25
54 0.30 0.00] -13.33 0.90] 10.07 8.74] -2.06 6.68] -12.94 1.00] 10.07 8.74 -1.57 7.17

Sample Calculation:

PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.
RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain
The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC,

5725 MHz-5850 MHz for IC)
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Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 9, 2022
Temperature / Humidity 23 deg. C/40 % RH 21 deg. C/39 % RH
Engineer Ken Fujita Ken Fujita
Antenna 3 Antenna 1
Mode Tx 11ax-20 OFDMA (106-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.i.r.p.)
Frequency| Index Antenna Result | Limit | Margin Antenna Result | Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [mW/MHz|[mW/MHz|[mW/MHz | dBm/MHz[ dBm/MHz|  [dB] |[mW/MHz}[mW/MHz}[mW/MHz}[dBm/MHz|dBm/MHz| [dB]
5500 53 0.65 0.59 1.24 0.94 8.26] 17.32 4.88 441 9.28 9.68] 17.00] 7.32
54 0.72 0.53 1.25 0.98 8.26| 7.28 5.40 3.98 9.38 9.72| 17.00] 7.28
5580 53 0.65 0.69 1.34 1.26 8.26] 7.00 4.85 5.15] 10.00] 10.00f 17.00] 7.00
54 0.64 0.70 1.34 1.26 8.26] 7.00 4.78 522 9.99] 10.00] 17.00f 7.00
5700 53 0.57 0.69 1.26 1.00 8.26] 7.26 4.25 5.16 9.41 9.74] 17.00] 7.26
54 0.56 0.70 1.26 0.99 8.26] 7.27 4.17 5.23 9.39 9.73] 17.00] 7.27
5720 53 0.57 0.64 1.22 0.85 8.26| 741 4.30 4.80 9.10 9.59] 17.00] 7.41
54 0.59 0.70 1.29 1.11 8.26] 7.15 4.42 5.23 9.65 9.85] 17.00] 7.15
5745 53 0.32 0.33 0.65] -1.90] 27.26] 29.16 2.36 2.47 4.83 6.84] 36.00] 29.16
54 0.28 0.31 0.60] -2.25] 27.26] 29.51 2.12 2.34 4.46 6.49] 36.00] 29.51
5785 53 0.29 0.30 0.59] -2.28] 27.26] 29.54 2.19 2.23 4.42 6.46] 36.00] 29.54
54 0.30 0.32 0.62] -2.05] 27.26] 29.31 2.26 2.41 4.67 6.69] 36.00] 29.31
5825 53 0.32 0.34 0.66| -1.80] 27.26] 29.06 2.43 2.51 4.94 6.94] 36.00] 29.06
54 0.33 0.34 0.66) -1.78] 27.26] 29.04 2.44 2.53 4.97 6.96] 36.00] 29.04
Antenna 1 Antenna 3
Tested RU Duty | RBW | PSD | Cable | Atten. |Antenna] PSD Result PSD | Cable | Atten. | Antenna| PSD Result
Frequency| Index | Factor |Correction| Reading| Loss Loss Gain | Cond. | e.ir.p. |Reading| Loss Loss Gain Cond. e.Lr.p.
Factor
[MHz] [dB] [dB] [dBm/MHz] [dB] [dB] [dBi] [[dBm/MHz[dBm/MHz[dBm/MHz| [dB] [dB] [dBi] | [dBm/MHZ] | [dBm/MHz]
5500 53 0.30 0.00] -13.23 1.00] 10.07 8.74] -1.86 6.88] -13.77 1.10] 10.07 8.74 -2.30 6.44
54 0.30 0.00] -12.79 1.00] 10.07 8.74] -1.42 7.32] -14.21 1.10] 10.07 8.74 -2.74 6.00
5580 53 0.30 0.00) -13.25 1.00] 10.07 8.74] -1.88 6.86] -13.09 1.10] 10.07 8.74 -1.62 7.12
54 0.30 0.00] -13.32 1.00] 10.07 8.74] -1.95 6.79] -13.04 1.10] 10.07 8.74 -1.57 7.17
5700 53 0.30 0.00] -13.84 1.00] 10.08 8.74] -2.46 6.28] -13.09 1.10] 10.08 8.74 -1.61 7.13
54 0.30 0.00] -13.92 1.00] 10.08 8.74] -2.54 6.20| -13.04 1.10] 10.08 8.74 -1.56 7.18
5720 53 0.30 0.00] -13.79 1.00] 10.08 8.74] -241 6.34] -13.41 1.10] 10.08 8.74 -1.93 6.81
54 0.30 0.00] -13.67 1.00] 10.08 8.74] -2.29 6.45] -13.03 1.10] 10.08 8.74 -1.55 7.19
5745 53 0.30 0.27| -16.65 1.00] 10.08 8.74] -5.00 3.74| -16.57 1.10] 10.08 8.74 -4.82 3.92
54 0.30 0.27] -17.13 1.00] 10.08 8.74] -5.48 3.26] -16.80 1.10] 10.08 8.74 -5.05 3.69
5785 53 0.30 0.27] -16.98 1.00] 10.08 8.74] -5.33 3.41] -17.01 1.10] 10.08 8.74 -5.26 3.48
54 0.30 0.27] -16.85 1.00] 10.08 8.74] -5.20 3.54] -16.67 1.10] 10.08 8.74 -4.92 3.82
5825 53 0.30 0.27] -16.53 1.00] 10.08 8.74] -4.88 3.86] -16.49 1.10] 10.08 8.74 -4.74 4.00
54 0.30 0.27] -16.52 1.00] 10.08 8.74] -4.87 3.87] -16.45 1.10] 10.08 8.74 -4.70 4.04

Sample Calculation:
PSD: Power Spectral Density

The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.
RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain
The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC,

5725 MHz-5850 MHz for IC)
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Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 9, 2022
Temperature / Humidity 23 deg. C/40 % RH 21 deg. C/39 % RH
Engineer Ken Fujita Ken Fujita
Antenna 3 Antenna 1
Mode Tx 11ax-20 OFDMA (242-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested PSD (Conducted) PSD (e.i.r.p.)
Frequency Antenna Result | Limit | Margin Antenna Result | Limit | Margin
1 3 Sum 1 3 Sum

[MHZ] [mW/MHz][mW/MHz][mW/MHz}[dBm/MHz|dBm/MHz| [dB] [mW/MHz][mW/MHz][mW/MHz|[dBm/MHz[dBm/MHz| [dB]

5180 0.43 0.51 0.94] -0.26 8.26] 8.52 3.20 3.84 7.04 848 17.00] 8.52

5220 0.44 0.48 0.92] -0.36 8.26] 8.62 3.29 3.60 6.89 8.38] 17.00] 8.62

5240 0.44 0.51 0.95] -0.24 8.26] 8.50 3.26 3.82 7.08 8.50] 17.00] 8.50

5260 0.56 0.78 1.34 1.27 8.26] 6.99 421 5.82| 10.02] 10.01] 17.00] 6.99

5300 0.66 0.70 1.36 1.33 8.26] 6.93 4.94 5211 10.15] 10.07) 17.00f 6.93

5320 0.65 0.70 1.36 1.32 8.26] 6.94 4.88 5.26] 10.14] 10.06] 17.00] 6.94

5500 0.73 0.55 1.28 1.07 8.26] 7.19 5.48 4.09 9.57 9.81] 17.00f 7.19

5580 0.72 0.52 1.24 0.92 8.26] 7.34 5.37 3.87 9.24 9.66] 17.00f 7.34

5700 0.59 0.70 1.30 1.13 8.26] 7.13 4.44 5.26 9.70 9.87] 17.00] 7.13

5720 0.58 0.65 1.23 091 8.26] 7.36 4.37 4.84 9.21 9.64] 17.00] 7.36

5745 0.33 0.36 0.69] -1.62] 27.26] 28.88 2.45 2.71 5.16 7.12] 36.00f 28.88

5785 0.32 0.32 0.64] -1.94] 27.26] 29.20 2.36 2.43 4.79 6.80] 36.00f 29.20

5825 0.34 0.33 0.67] -1.73] 27.26] 28.99 2.52 2.50 5.03 7.01] 36.00] 28.99

Antenna 1 Antenna 3
Tested | Duty | RBW | PSD | Cable | Atten. |Antennal PSD Result PSD | Cable | Atten. |Antenna PSD Result
Frequency| Factor |Correction| Reading| Loss Loss Gain | Cond. | e.ir.p. |Reading] Loss Loss Gain Cond. e.ir.p.
Factor

[MHz] [dB] [dB] [dBm/MHz] [dB] [dB] [dBi] [[dBmvMHz[dBm/MHz[[dBm/MHz] [dB] [dB] [dBi] | [dBm/MHz] ] [dBm/MHz]
5180 0.35 0.00] -15.01 0.90] 10.07 8.74] -3.69 5.05] -14.31 1.00] 10.07 8.74 -2.89 5.85
5220 0.35 0.00] -14.89 0.90] 10.07 8.74| -3.57 5.17| -14.59 1.00] 10.07 8.74 -3.17 5.57
5240 0.35 0.00] -14.92 0.90] 10.07 8.74] -3.60 5.14] -14.34 1.00] 10.07 8.74 -2.92 5.82
5260 0.35 0.00] -13.82 0.90] 10.07 8.74] -2.50 6.24] -12.51 1.00] 10.07 8.74 -1.09 7.65
5300 0.35 0.00] -13.12 0.90] 10.07 8.74] -1.80 6.94] -12.99 1.00] 10.07 8.74 -1.57 7.17
5320 0.35 0.00] -13.17 0.90] 10.07 8.74] -1.85 6.89] -12.95 1.00] 10.07 8.74 -1.53 7.21
5500 0.35 0.00] -12.77 1.00] 10.07 8.74] -135 7.39] -14.14 1.10] 10.07 8.74 -2.62 6.12
5580 0.35 0.00] -12.86 1.00] 10.07 8.74| -1.44 7.30] -14.38 1.10] 10.07 8.74 -2.86 5.88
5700 0.35 0.00] -13.69 1.00] 10.08 8.74] -2.26 6.48] -13.06 1.10] 10.08 8.74 -1.53 7.21
5720 0.35 0.00] -13.76 1.00] 10.08 8.74] -2.33 6.41] -13.42 1.10] 10.08 8.74 -1.89 6.85
5745 0.35 0.27] -16.55 1.00f 10.08 8.74] -4.85 3.89] -16.21 1.10] 10.08 8.74 -4.41 4.33
5785 0.35 0.27] -16.71 1.00) 10.08 8.74] -5.01 3.73] -16.68 1.10] 10.08 8.74 -4.88 3.86
5825 0.35 0.27] -16.42 1.00] 10.08 8.74] -4.72 4.02] -16.55 1.10] 10.08 8.74 -4.75 3.99

Sample Calculation:

PSD: Power Spectral Density

The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)

PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725
MHz-5850 MHz for IC)

UL Japan, Inc. Ise EMC Lab.
4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 Japan / +81 596 24 8999
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Antenna 1+3

Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room

Date February 7, 2022 February 9, 2022

Temperature / Humidity 23 deg. C/32%RH 22 deg. C/41 % RH

Engineer Junki Nagatomi Takafumi Noguchi
Antenna 3 Antenna 1

Mode Tx 11n-40

Applied limit: 15.407, mobile and portable client device

Tested PSD (Conducted) PSD (e.ir.p.)
Frequency Antenna Result Limit Margin Antenna Result Limit Margin
1 3 Sum 1 3 Sum

[MHz] | [mW/MHz] | [mW/MHz] | [mW/MHz] | [dBm/MHZ] | [dBmMHz] | [dB] [mW/MHz] | [mW/MHz] | [mW/MHz] | [dBm'MHz] | [dBm/MHz] [dB]
5190 0.27 0.34 0.62 -2.11 8.26] 10.37 2.03 2.57 4.60 6.63 17.00 10.37
5230 0.26 0.34 0.60 -2.22 8.26] 10.48 1.96 2.53 4.49 6.52 17.00 10.48
5270 0.34 0.53 0.87 -0.61 8.26 8.87 2.54 3.95 6.50 8.13 17.00 8.87
5310 0.37 0.48 0.85 -0.70 8.26 8.96 2.75 3.62 6.37 8.04 17.00 8.96
5510 0.41 0.39 0.80 -0.98 8.26 9.24 3.05 2.92 5.97 7.76 17.00 9.24
5550 0.40 0.35 0.75 -1.26 8.26 9.52 3.01 2.59 5.60 7.48 17.00 9.52
5670 0.37 0.47 0.83 -0.78 8.26 9.04 2.74 3.51 6.25 7.96 17.00 9.04
5710 0.36 0.46 0.82 -0.85 8.26 9.11 2.71 3.44 6.16 7.89 17.00 9.11
5755 0.19 0.23 0.42 -3.82 27.26] 31.08 1.40 1.71 3.11 4.92 36.00] 31.08
5795 0.19 0.23 0.42 -3.76 27.26] 31.02 1.42 1.72 3.15 4.98 36.00] 31.02

Antenna 1 Antenna 3
Tested Duty RBW PSD Cable Atten. | Antenna PSD Result PSD Cable Atten. | Antenna PSD Result
Frequency | Factor Correction [ Reading Loss Loss Gain Cond. e.lrp. Reading Loss Loss Gain Cond. e.lrp.
Factor

[MHz] [dB] [dB] [dBm/MHz] [dB] [dB] [dBi] | [dBmMHz] [ [dBmvMHz] [ [dBm/MHZ] [dB] [dB] [dBi] | [dBmwMHz] | [dBmMHZ]
5190 0.06 0.00 -16.69 0.90 10.07 8.74 -5.66 3.08 -15.77 1.00 10.07 8.74 -4.64 4.10
5230 0.06 0.00 -16.84 0.90 10.07 8.74 -5.81 2.93 -15.84 1.00 10.07 8.74 -4.71 4.03
5270 0.06 0.00 -15.72 0.90 10.07 8.74 -4.69 4.05 -13.90 1.00 10.07 8.74 -2.77 5.97
5310 0.06 0.00 -15.38 0.90 10.07 8.74 -4.35 4.40 -14.28 1.00 10.07 8.74 -3.15 5.59
5510 0.06 0.00 -15.02 1.00 10.07 8.74 -3.89 4.85 -15.32 1.10 10.07 8.74 -4.09 4.65
5550 0.06 0.00 -15.08 1.00 10.07 8.74 -3.95 4.79 -15.84 1.10 10.07 8.74 -4.61 4.13
5670 0.06 0.00 -15.51 1.00 10.08 8.74 -4.37 4.38 -14.53 1.10 10.08 8.74 -3.29 5.45
5710 0.06 0.00 -15.54 1.00 10.08 8.74 -4.40 4.34 -14.61 1.10 10.08 8.74 -3.37 5.37
5755 0.06 0.27 -18.70 1.00 10.08 8.74 -7.29 1.45 -17.92 1.10 10.08 8.74 -6.41 2.33
5795 0.06 0.27 -18.62 1.00 10.08 8.74 -7.21 1.53 -17.88 1.10 10.08 8.74 -6.37 2.37

Sample Calculation:
PSD: Power Spectral Density

The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / M easured bandwidth)

PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 M Hz-5850 M Hz for IC)

UL Japan, Inc. Ise EMC Lab.
4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 Japan / +81 596 24 8999
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 7, 2022 February 9, 2022
Temperature / Humidity 23 deg. C/32%RH 22 deg. C/41 % RH
Engineer Junki Nagatomi Takafumi Noguchi
Antenna 3 Antenna 1
Mode Tx 11ac-40
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested PSD (Conducted) PSD (e.ir.p.)
Frequency Antenna Result Limit Margin Antenna Result Limit | Margin
1 3 Sum 1 3 Sum
[MHz] |[mW/MHz]|[mW/MHz] [[mW/M Hz]|[dBm/MHz]| [dBmMHz]| [dB] [ [mW/MHz] | [mW/MHz] | [mW/MHz] [dBm/M Hz]|[dBm/MHz]| [dB]
5190 0.26 0.35 0.61 -2.17 8.26] 10.43 1.91 2.62 4.54 6.57 17.00[ 10.43
5230 0.26 0.34 0.60 -2.20] 8.26| 10.46 1.94 2.57 4.51 6.54 17.00[ 10.46
5270 0.32 0.54 0.87 -0.62 8.26 8.88 241 4.07 6.48] 8.12 17.00 8.88
5310 0.36 0.49 0.85 -0.71 8.26 8.97 2.70 3.66 6.36] 8.03 17.00 8.97
5510 0.42 0.37 0.79 -1.02 8.26 9.28 3.13 2.78 5.91 7.72 17.00 9.28
5550 0.39 0.33 0.72 -1.40] 8.26 9.66 2.95 2.47 5.41 7.34 17.00 9.66
5670 0.36 0.45 0.81 -0.90] 8.26 9.16 2.70 3.38 6.08 7.84 17.00 9.16
5710 0.38 0.44 0.82 -0.87 8.26 9.13 2.85 3.27 6.12] 7.87] 17.00 9.13
5755 0.18 0.22 0.40 -3.93 27.26] 31.19 1.36 1.67 3.03 4.81 36.00] 31.19
5795 0.19 0.23 0.42 -3.75 27.26] 31.01 1.43 1.73 3.15 4.99 36.00[ 31.01
Antenna 1 Antenna 3
Tested Duty RBW PSD Cable Atten. |Antenna PSD Result PSD Cable Atten. |Antenna PSD Result
Frequency| Factor | Correction | Reading Loss Loss Gain Cond. e.ir.p. Reading Loss Loss Gain Cond. e.ir.p.
Factor
[MHz] [dB] [dB] _[dBmMHz] [dB] [dB] [dBi] [[dBmMHz]| [dBm/MHz] |[dBmMHz]| [dB] [dB] [dBi] | [dBm/MHz] | [dBm/MHz]
5190 0.06 0.00 -16.95 0.90 10.07 8.74] -5.92 2.82 -15.68 1.00 10.07 8.74 -4.55 4.19]
5230 0.06 0.00 -16.90] 0.90 10.07 8.74] -5.87 2.87 -15.77 1.00 10.07 8.74 -4.64] 4.10]
5270 0.06 0.00 -15.95 0.90 10.07 8.74] -4.92 3.82 -13.77 1.00 10.07 8.74 -2.64] 6.10
5310 0.06 0.00 -15.46| 0.90 10.07 8.74] -4.43 4.31 -14.23 1.00 10.07 8.74 -3.10] 5.64
5510 0.06 0.00 -14.92 1.00 10.07 8.74] -3.79 4.95 -15.53 1.10 10.07 8.74 -4.30 4.44]
5550 0.06 0.00 -15.18 1.00 10.07 8.74] -4.05 4.70 -16.05 1.10] 10.07 8.74] -4.82 3.92
5670 0.06 0.00 -15.57| 1.00 10.08 8.74 -4.43 4.31 -14.69 1.10] 10.08 8.74] -3.45 5.29
5710 0.06 0.00 -15.33 1.00 10.08 8.74] -4.19 4.55 -14.84 1.10 10.08 8.74 -3.60] 5.14
5755 0.06 0.27 -18.81 1.00 10.08 8.74] -7.40] 1.34 -18.03 1.10 10.08 8.74 -6.52 222
5795 0.06 0.27 -18.60] 1.00 10.08 8.74] -7.20] 1.54 -17.88 1.10 10.08 8.74 -6.37 2.37

Sample Calculation:
PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.
RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.ir.p.) = Conducted PSD Result + Antenna Gain
The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-5850 MHz

for IC)

UL Japan, Inc. Ise EMC Lab.
4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 Japan / +81 596 24 8999
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Antenna 1+3

Test place

Date

Temperature / Humidity

Engineer

Mode

Maximum Power Spectral Density

Ise EMC Lab. No.8 Measurement Room
February 7, 2022
23 deg. C/32%RH
Junki Nagatomi
Antenna 3

Tx 11ax-40 (OFDM)

February 9, 2022

22 deg. C/41 % RH
Takafumi Noguchi
Antenna 1

Applied limit: 15.407, mobile and portable client device

Tested PSD (Conducted) PSD (e.ir.p.)
Frequency| Antenna Result Limit | Margin Antenna Result Limit | Margin
1 3 Sum 1 3 Sum

[MHz] [mW/MHz]|[mW/MHz]| [mW/MHZz] | [dBm/M Hz]|[dBm/M Hz | [dB] [mW/MHZz] |[mW/MHz]|[mW/MHZz]|[dBm/MHz]|[dBm/M Hz]| [dB]
5190 0.24 0.34 0.59 -2.31 8.26| 10.57 1.82 2.57 4.39 6.43 17.00] 10.57
5230 0.25 0.33 0.58 -2.35 8.26| 10.61 1.86] 2.49 4.36 6.39 17.00] 10.61
5270 0.31 0.50 0.81 -0.90, 8.26 9.16 2.31 3.77 6.08 7.84 17.00) 9.16
5310 0.35 0.45 0.80 -0.99 8.26 9.25 2.62 3.34 5.96 7.75 17.00 9.25
5510 0.40 0.34 0.74 -1.30 8.26 9.56 3.02 2.53 5.54 7.44 17.00 9.56
5550 0.40 0.34 0.74 -1.32 8.26 9.58 2.96 2.56 5.52 7.42 17.00] 9.58
5670 0.34 0.44 0.78 -1.06 8.26 9.32 2.55 3.31 5.86 7.68 17.00 9.32
5710 0.34 0.44 0.78 -1.06 8.26 9.32 2.55 3.31 5.86 7.68 17.00 9.32
5755 0.18 0.23 0.41 -3.91 27.26[ 31.17 1.36] 1.69] 3.04 4.83 36.00] 31.17
5795 0.18 0.22 0.40 -3.93 27.26] 31.19 1.35 1.68 3.02 4.81 36.00] 31.19

Antenna 1 Antenna 3
Tested Duty RBW PSD Cable Atten. |Antenna PSD Result PSD Cable Atten. |Antenna PSD Result
Frequency| Factor | Correction [ Reading Loss Loss Gain Cond. e.ir.p. | Reading Loss Loss Gain Cond. e.Lr.p.
Factor

[MHZ] [dB] [dB] |@BmMHz]| [dB] [dB] [dBi] |[dBmMHz]|[dBmMHzf[dBmMHz]  [dB] [dB] [dBi] |[dBm/MHz]|[dBm/MHz]
5190 0.07 0.00 -17.17 0.90 10.07 8.74 -6.13 2.61 -15.78 1.00 10.07| 8.74 -4.64 4.10]
5230 0.07 0.00 -17.08 0.90 10.07 8.74 -6.04 2.71 -15.91 1.00 10.07, 8.74 -4.77 3.97
5270 0.07 0.00 -16.15 0.90 10.07 8.74 -5.11 3.63 -14.12 1.00 10.07 8.74 -2.98 5.76
5310 0.07 0.00 -15.60 0.90 10.07 8.74 -4.56) 4.18] -14.64 1.00 10.07, 8.74 -3.50, 5.24
5510 0.07 0.00 -15.09 1.00] 10.07 8.74 -3.95 4.79 -15.95 1.10 10.07 8.74 -4.71 4.03
5550 0.07 0.00 -15.17 1.00 10.07 8.74 -4.03 4.71 -15.89 1.10 10.07 8.74 -4.65 4.09
5670] 0.07 0.00 -15.83 1.00] 10.08 8.74 -4.68 4.06| -14.79 1.10 10.08] 8.74 -3.54 5.20
5710 0.07 0.00 -15.83 1.00 10.08 8.74 -4.68 4.06] -14.79 1.10 10.08] 8.74 -3.54 5.20
5755 0.07 0.27 -18.84 1.00] 10.08 8.74 -7.42) 1.32] -17.99 1.10 10.08 8.74 -6.47 2.27
5795 0.07 0.27 -18.87 1.00] 10.08 8.74 -7.45 1.29] -18.01 1.10 10.08] 8.74 -6.49 2.25

Sample Calculation:
PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.
RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.ir.p.) = Conducted PSD Result + Antenna Gain
The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-5850
MHz for IC)

UL Japan, Inc. Ise EMC Lab.
4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 Japan / +81 596 24 8999
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 10, 2022
Temperature / Humidity 21 deg. C/38 % RH 21 deg. C/36 % RH
Engineer Takafumi Noguchi Takafumi Noguchi
Antenna 3 Antenna 1
Mode Tx 11ax-40 OFDMA (26-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.ir.p.)
Frequency| Index Antenna Result Limit | Margin Antenna Result Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [mW/MHz] | [mW/MHz]| [(mW/MHz] | [dBm/MHz] | [dBm/MHz]| [dB] | [mW/MHz] | [mW/MHz] | [mW/MHz] | [dBm/MHz] | [dBm/MHz])| [dB]
0 0.35 0.42 0.77 -1.13 8.26 9.39 2.65 3.12 5.71 7.61 17.00 9.39
5190 8 0.40 0.49] 0.89 -0.52 8.26 8.78 3.00 3.63 6.63 8.22 17.00 8.78
17 0.39 0.41 0.80 -0.97 8.26 9.23 291 3.07 5.98 7.77 17.00 9.23
0 0.36 0.43 0.79 -1.04 8.26 9.30 2.70 3.18 5.89 7.70 17.00 9.30
5230 8 0.43 0.48 0.91 -0.42 826 8.68 3.24 3.56 6.80 8.32 17.00f 8.68
17 0.39 0.47 0.87 -0.63 8.26 8.89 2.94 3.53 6.47 8.11 17.00 8.89
0 0.41 0.60 1.01 0.06 8.26 8.20 3.10 4.49 7.59 8.80 17.00 8.20
5270 8 0.45 0.80 1.25 0.96 8.26 7.30 3.35 5.99 9.34 9.70 17.00 7.30
17 0.42 0.66 1.08 0.33 8.26 7.93 3.14] 4.93 8.07 9.07 17.00 7.93
0 0.43 0.54 0.97 -0.13 826 839 3.25 4.01 7.26 8.61 17.00f 839
5310 8 0.46 0.60 1.05 0.22 8.26 8.04 3.42 4.46] 7.88 8.96 17.00 8.04
17 0.43 0.51 0.94] -0.28 8.26 8.54 3.22 3.80 7.02 8.46 17.00 8.54
Antenna Antenna
Tested RU Duty RBW PSD Cable Atten. |Antenna PSD Result PSD Cable Atten. |Antenna PSD Result
Frequency| Index | Factor | Correction | Reading Loss Loss Gain Cond. e.i.rp. | Reading Loss Loss Gain Cond. e.Lrp.
Factor
| [MHz] [dB] [dB] | [dBmvMHz]| [dB] [dB] [dBi] | [dBmwMHz] | [dBnvMHz]| [dBm/MHz]|  [dB] [dB] [dBi] | [dBm/MHz]| [dBm/MHZ]|
0 0.24 0.00] -15.72 0.90 10.07 8.74 -4.51 4.24] -15.11 1.00 10.07 8.74 -3.80 4.94
5190 8 0.24 0.00 -15.18 0.90 10.07 8.74 -3.97 4.77] -14.45 1.00 10.07 8.74 -3.14 5.60
17 0.24 0.00 -15.32 0.90 10.07 8.74 -4.11 4.64 -15.18 1.00 10.07 8.74 -3.87] 4.87
0 0.24 0.00 -15.63 0.90 10.07 8.74 -4.42 4.32 -15.02 1.00 10.07 8.74 -3.71 5.03
5230 8 0.24 0.00 -14.85 0.90 10.07 8.74 -3.64 5.10 -14.54] 1.00 10.07 8.74 -3.23 5.52
17 0.24 0.00] -15.26 0.90 10.07 8.74 -4.05 4.69] -14.57 1.00 10.07 8.74 -3.26 5.48
0 0.24 0.00 -15.03 0.90 10.07 8.74 -3.82 4.92 -13.53 1.00 10.07 8.74 -2.22 6.52
5270 8 0.24 0.00 -14.70 0.90 10.07 8.74 -3.49 5.25 -12.28 1.00 10.07 8.74 -0.97 7.71
17 0.24 0.00 -14.98 0.90 10.07 8.74 -3.77 4.97 -13.12 1.00 10.07 8.74 -1.81 6.93
0 0.24 0.00 -14.83 0.90 10.07 8.74 -3.62 5.12 -14.01 1.00 10.07 8.74 -2.70 6.04
5310 8 0.24 0.00] -14.61 0.90 10.07 8.74 -3.40 5.34] -13.56 1.00 10.07 8.74 -2.25 6.49
17 0.24 0.00 -14.87 0.90 10.07 8.74 -3.66 5.08 -14.26 1.00 10.07 8.74 -2.95 5.79

Sample Calculation:

PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.
RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain
The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-5850

MHz for IC)

UL Japan, Inc. Ise EMC Lab.
4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 Japan / +81 596 24 8999
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Test place

Date

Maximum Power Spectral Density

Temperature / Humidity

Ise EMC Lab. No.8 Measurement Room
February 8, 2022
21 deg. C/38 % RH

February 10, 2022

21 deg. C/36 % RH

Engineer Takafumi Noguchi Takafumi Noguchi
Antenna 3 Antenna 1
Mode Tx 11ax-40 OFDMA (26-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.i.r.p.)
Frequency | Index Antenna Result Limit | Margin Antenna Result Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [mW/MHz] | [mW/MHz] | [mW/MHzZ] | [dBm/MHz] | [dBm/MHZ] | [dB] | [mW/MHZ] | [mW/MHZ] | [mW/MHzZ] | [dBm/MHz] | [dBm/MHZ] [ [dB]
0 0.51 0.44 0.95 -0.22 8.26 8.48 3.80] 3.31 7.11 8.52 17.00 8.48
5510 8 0.61 0.48 1.09 0.36] 826 7.90 4.57 3.56] 8.13 9.10] 17.00]  7.90
17, 0.60] 0.48 1.07 031 826 795 4.47 3.56] 8.03 9.05 17.00)  7.95
0 0.49] 0.38 0.87] -0.61 8.26 8.87 3.66 2.85 6.50 8.13 17.00 8.87
5550 8 0.55 0.43 0.98 -0.08] 8.26] 8.34 4.14 3.20) 7.34 8.66) 17.00) 8.34
17, 0.59) 0.41 1.01 0.02] 826 8.24 4.44 3.08 7.52 8.76] 17.00)  8.24
0 0.43 0.50, 0.93 -0.30 8.26 8.56 3.21 3.77] 6.98 8.44| 17.00 8.56
5670 8 0.49) 0.58 1.07 0.30] 8.26] 7.96 3.65 4.38 8.02 9.04] 17.00] 7.96
17 0.41 0.58 1.00] 0.00] 8.26 8.26 3.10] 4.37 7.48 8.74] 17.00 8.26
0 0.45 0.58 1.03 0.13 826 8.13 338 4.32 7.70] 8.87 17.00] 8.13
5710 8 0.47 0.58 1.05 0.21 8.26 8.05 3.49 4.35 7.84] 8.95 17.00 8.05
17, 0.49) 0.53 1.02 0.08] 826] 8.18 3.65 3.97 7.62 8.82 17.00] 8.18
0 0.25 0.27 0.52 -2.82] 27.26] 30.08 1.85 2.05 391 5.92 36.00] 30.08
5755 8 0.28 0.31 0.59 -2.28 27.26 29.54 2.08 2.35 4.42 6.46 36.00f 29.54
17, 0.26] 0.27 0.52 -2.80) 27.26] 30.06 1.91 2.01 3.93 5.94 36.00] 30.06
0 0.26] 0.27 0.53 -2.75 27.26] 30.01 1.92 2.05 3.97 5.99] 36.00] 30.01
5795 8 0.27 0.31 0.58 -2.40 27.26 29.66 2.02 2.29 431 6.34] 36.00f 29.66
17, 0.29) 0.30 0.59] -2.31 27.26] 29.57 2.16 2.23 4.39 6.43 36.00] 29.57
Antenna 1 Antenna 3
Tested RU Duty RBW PSD Cable Atten. | Antennal PSD Result PSD Cable Atten. |Antennal PSD Result
Frequency | Index Factor Correction | Reading Loss Loss Gain Cond. e.irp. Reading Loss Loss Gain Cond. e.irp.
Factor
[MHz] [dB] [dB] [dBm/MHz] [dB] [dB] [dBi] | [dBm/MHZ] | [dBm/MHZ] | [dBm/MHZ] [dB] [dB] [dBi] | [dBm/MHz] | [dBm/MHZ]
0 0.24] 0.00 -14.25 1.00 10.07 8.74] -2.94 5.80) -14.95 1.10 10.07 8.74 -3.54] 5.20
5510 8 0.24 0.00 -13.45 1.00 10.07 8.74] -2.14 6.60) -14.64 1.10] 10.07 8.74 -3.23 5.52
17, 0.24 0.00 -13.55 1.00 10.07 8.74 -2.24 6.50) -14.63 1.10 10.07 8.74 -3.22 5.52
0 0.24 0.00 -14.42 1.00] 10.07 8.74 -3.11 5.63 -15.61 1.10 10.07 8.74 -4.20 4.54
5550 8 0.24 0.00 -13.88 1.00 10.07 8.74] -2.57 6.17] -15.10 1.10] 10.07 8.74 -3.69 5.05
17, 0.24 0.00 -13.58 1.00 10.07 8.74 -2.27 6.47 -15.27 1.10 10.07 8.74 -3.86) 4.89
0 0.24 0.00 -14.99 1.00] 10.08 8.74 -3.67 5.07] -14.40 1.10 10.08 8.74 -2.98 5.76
5670 8 0.24 0.00 -14.44 1.00] 10.08 8.74 -3.12 5.62 -13.75 1.10 10.08 8.74 -2.33 6.41
17 0.24 0.00 -15.14] 1.00] 10.08 8.74 -3.82 4.92 -13.75 1.10 10.08 8.74 -2.33 6.41
0 0.24] 0.00 -14.77| 1.00] 10.08 8.74] -3.45 5.29] -13.80 1.10] 10.08 8.74 -2.38 6.36
5710 8 0.24] 0.00 -14.63 1.00 10.08 8.74] -3.31 5.43 -13.77 1.10 10.08 8.74 -2.35 6.39
17 0.24] 0.00, -14.44| 1.00} 10.08 8.74] -3.12 5.62 -14.17 1.10] 10.08 8.74 -2.75 5.99
0 0.24] 0.27 -17.65 1.00] 10.08 8.74] -6.06 2.68 -17.31 1.10 10.08 8.74 -5.62 3.12
5755 8 0.24 0.27 -17.15 1.00 10.08 8.74 -5.56 3.18 -16.73 1.10 10.08 8.74 -5.04 3.70
17 0.24] 0.27 -17.51 1.00] 10.08 8.74] -5.92 2.82 -17.39 1.10] 10.08 8.74 -5.70 3.04
0 0.24 0.27 -17.49 1.00] 10.08 8.74 -5.90 2.84 -17.32 1.10 10.08 8.74 -5.63 3.11
5795 8 0.24 0.27 -17.27 1.00] 10.08 8.74 -5.68 3.06] -16.84] 1.10 10.08 8.74 -5.15 3.59
17] 0.24] 0.27 -16.98 1.00] 10.08 8.74] -5.39 3.35 -16.95 1.10] 10.08 8.74 -5.26 3.48

Sample Calculation:
PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-5850 MHz for IC)

4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 Japan / +81 596 24 8999

UL Japan, Inc. Ise EMC Lab.
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Test place

Date

Maximum Power Spectral Density

Temperature / Humidity

Ise EMC Lab. No.8 Measurement Room
February 8, 2022
21 deg. C/38 % RH

February 10, 2022
21 deg. C/36 % RH

Engineer Takafumi Noguchi Takafumi Noguchi
Antenna 3 Antenna 1
Mode Tx 11ax-40 OFDMA (52-tone RU)
Antenna 143 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.i.r.p.)
Frequency | Index Antenna Result Limit Margin Antenna Result Limit | Margin
1 3 Sum 1 3 Sum
| [MHz] [mW/MHz] | [mW/MHZ] | mwMEz] | [aBrvmEZ | [aBmmEz) | [dB] | mwvEZ | mwMHZ | mwvEZ) | [aBmMHZ) | [dBrvMHZ | [dB]
37, 0.38, 0.42 0.79 -1.00 8.26 9.26 2.82 3.13 5.94 7.74) 17.00 9.26
5190 40 0.42 0.48 0.90 -0.47] 8.26] 8.73 3.14 3.58 6.72 8.27 17.00f 873
44 0.40 0.44] 0.84 -0.76 8.26] 9.02 3.01 327 6.28 7.98 17.00]  9.02
37, 0.38 0.45 0.83 -0.83 8.26] 9.09 2.81 336 6.18 7.91 17.00]  9.09
5230 40 0.44 0.50] 0.94 -0.26 8.26] 8.52 333 372 7.05 8.48 17.00]  8.52
44 0.38 0.48 0.86) -0.65 8.26 8.91 2.87 3.58 6.45 8.09] 17.00 8.91
37 0.41 0.66 1.07 0.30 8.26 7.96 3.09 4.94] 8.02] 9.04 17.00 7.96
5270 40) 0.50 0.70] 1.19 0.77 8.26 7.49 3.74 5.20 8.94] 9.51 17.00 7.49
44 0.45 0.64 1.09 0.38 8.26] 7.88 3.39 4.79 8.17 9.12 17.00]  7.88
37| 0.48 0.61 1.09 0.38 8.26| 7.88 3.62 4.54 8.16 9.12 17.00]  7.88
5310 40 0.50 0.66 1.16 0.65 8.26 7.61 3.74 4.94] 8.68 9.39 17.00 7.61
44 0.50 0.62 1.12 0.50 826] 7.76 3.77 4.61 8.39 9.24 17.00] 7.76
Antenna 1 Antenna 3
Tested RU Duty RBW PSD Cable Atten. |Antenna PSD Result PSD Cable Atten. | Antennal PSD Result
Frequency | Index Factor Correction | Reading Loss Loss Gain Cond. eirp. Reading Loss Loss Gain Cond. eirp.
Factor
[MHz] [dB] [dB] | [@BwwmHz | [dB] [dB] [dBi] | [@BmMHz] | [dBmMHz] | [dBmMHz) | [dB] [dB] | [dBi] | (@BmMHA | [aBovmE)
37| 0.29 0.00] -15.50 0.90 10.07 8.74 -4.24 4.50] -15.15 1.00 10.07 8.74 -3.79 4.95
5190 40) 0.29 0.00| -15.02 0.90 10.07 8.74 -3.76] 4.98 -14.57 1.00 10.07 8.74] -3.21 5.54
44 0.29 0.00 -15.22 0.90 10.07 8.74 -3.96 4.79 -14.95 1.00] 10.07 8.74] -3.59 5.15
37 0.29 0.00 -15.51 0.90 10.07 8.74 -4.25 4.49 -14.84 1.00] 10.07 8.74] -3.48 5.27
5230 40 0.29 0.00 -14.78 0.90 10.07 8.74 -3.52 5.22 -14.40 1.00] 10.07 8.74] -3.04 5.71
44 0.29 0.00] -15.42 0.90 10.07 8.74 -4.16 4.58 -14.57 1.00 10.07 8.74 -3.21 5.54
37, 0.29 0.00] -15.10] 0.90 10.07 8.74 -3.84 4.90| -13.17 1.00 10.07 8.74 -1.81 6.94
5270 40) 0.29 0.00| -14.28 0.90 10.07 8.74 -3.02 5.72 -12.94 1.00 10.07 8.74 -1.58 7.16
44 0.29 0.00] -14.70 0.90 10.07 8.74 -3.44 5.30 -13.30 1.00 10.07 8.74] -1.94 6.80
37| 0.29 0.00] -14.41 0.90 10.07 8.74 -3.15 5.59 -13.53 1.00 10.07 8.74] -2.17 6.57
5310 40) 0.29 0.00| -14.27 0.90 10.07 8.74 -3.01 5.73 -13.16 1.00 10.07 8.74] -1.80 6.94
44 0.29 0.00 -14.23 0.90 10.07 8.74 -2.97 5.77 -13.46 1.00] 10.07 8.74] -2.10 6.64

Sample Calculation:
PSD: Power Spectral Density

The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-5850 MHz for IC)

UL Japan, Inc. Ise EMC Lab.
4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 Japan / +81 596 24 8999
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Test
Date

place

Maximum Power Spectral Density

Temperature / Humidity

Ise EMC Lab. No.8 Measurement Room
February 8, 2022
21 deg. C/38 % RH

February 10, 2022
21 deg. C/36 % RH

Engineer Takafumi Noguchi Takafumi Noguchi
Antenna 3 Antenna 1
Mode Tx 11ax-40 OFDMA (52-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.i.r.p.)
Frequency| Index Antenna Result Limit Margin Antenna Result Limit | Margin
1 3 Sum 1 3 Sum
| _[MHz] [MW/MHz] | [mW/MHz] | [mW/MHz] | [dBm/MHz] | [dBnMHz] | [dB] | [mW/MHz] | [mW/MHz] | [mW/MHz] | [dBm/MHz] | [dBm/MHz] | [dB]
37 0.54 0.50] 1.05 0.21 8.26] 8.05 4.07 3.77] 7.84] 8.95 17.00] 8.05
5510 40 0.60 0.53 1.13 0.53 8.26] 7.73 4.51 3.94 8.45 9.27] 17.00] 7.73
44 0.58 0.48 1.07 0.27] 826 7.99 4.37 3.60) 7.97 9.01 17.00]  7.99
37 0.53 0.47| 1.00] -0.01 8.26] 8.27 3.96] 3.50 7.46| 8.73 17.00] 8.27
5550 40 0.61 0.49] 1.09] 0.39) 8.26] 7.87 4.53 3.64 8.18 9.13 17.00] 7.87
44 0.62 0.47] 1.10] 0.40) 826 7.86 4.67 3.54 8.21 9.14 17.00]  7.86
37 0.45 0.57] 1.02] 0.07] 8.26] 8.19 3.37 4.24 7.60] 8.81 17.00] 8.19
5670 40 0.53 0.63 1.16] 0.66] 8.26] 7.60 3.98 4.73 8.71 9.40) 17.00]  7.60
44 0.49 0.59] 1.08] 0.33 8.26] 7.93 3.63 4.43 8.07 9.07| 17.00] 7.93
37 0.46 0.61 1.07] 0.31 8.26] 7.95 3.44 4.59) 8.03 9.05 17.00]  7.95
5710 40 0.50 0.65 1.15 0.60] 8.26 7.66 3.73 4.87 8.60 9.34 17.00] 7.66
44 0.51 0.62 1.14 0.56] 8.26] 7.70 3.83 4.67] 8.50] 9.30) 17.00] 7.70
37 0.26 0.31 0.57] -2.45 27.26] 29.71 1.96 2.30 4.26 6.29 36.00] 29.71
5755 40 0.26 0.29 0.56 -2.54 27.26] 29.80 1.97 2.20] 4.17 6.20] 36.00] 29.80
44 0.26 0.29] 0.55 -2.58] 27.26] 29.84 1.92 2.20) 4.13 6.16] 36.00] 29.84
37 0.26 0.28 0.54] -2.71 27.26] 29.97 1.92 2.09) 4.01 6.03 36.00] 29.97
5795 40 0.28 0.31 0.60 -2.25 27.26] 29.51 2.12 233 4.46 6.49] 36.00] 29.51
44 0.27 0.29] 0.56] -2.51 27.26] 29.77 2.01 2.19) 4.20 6.23 36.00] 29.77
Antenna 1 Antenna 3
Tested RU Duty RBW PSD Cable Atten. | Antenna PSD Result PSD Cable Atten. |Antennal PSD Result
Frequency| Index Factor | Correction | Reading Loss Loss Gain Cond. e.irp. Reading Loss Loss Gain Cond. e.irp.
Factor
[MHz] [dB] [dB] [dBm/MHz] [dB] [dB] [dBi] | [dBmMHZ] | [dBm/MHZ] | [dBm/MHZ) [dB] [dB] [dBi] | [dBm/MHz]| [dBm/MHz]
37 0.29 0.00] -14.00 1.00] 10.07] 8.74 -2.64 6.10 -14.43 1.10] 10.07] 8.74 -2.97 5.77]
5510 40 0.29 0.00 -13.56 1.00 10.07| 8.74] -2.20 6.55 -14.25 1.10 10.07| 8.74 -2.79 5.95
44 0.29 0.00) -13.69 1.00] 10.07 8.74 -2.33 6.41 -14.64] 1.10] 10.07 8.74 -3.18] 5.56]
37 0.29 0.00] -14.12 1.00] 10.07] 8.74 -2.76 5.98 -14.76 1.10] 10.07] 8.74 -3.30 5.44
5550 40 0.29 0.00 -13.54 1.00 10.07| 8.74] -2.18 6.56] -14.58 1.10 10.07| 8.74 -3.12 5.62]
44 0.29 0.00) -13.41 1.00] 10.07 8.74 -2.05 6.69) -14.71 1.10] 10.07 8.74 -3.25 5.49)
37 0.29 0.00] -14.84 1.00] 10.08, 8.74 -3.47 5.27 -13.94 1.10] 10.08, 8.74 -2.47 6.27
5670 40 0.29 0.00| -14.11 1.00] 10.08 8.74 -2.74 6.00) -13.46] 1.10] 10.08 8.74 -1.99) 6.75
44 0.29 0.00] -14.51 1.00] 10.08, 8.74 -3.14 5.60 -13.74 1.10] 10.08, 8.74 -2.27 6.47
37 0.29 0.00] -14.74] 1.00] 10.08| 8.74] -3.37 5.37 -13.60 1.10 10.08| 8.74 -2.13 6.62]
5710 40 0.29 0.00| -14.39 1.00] 10.08 8.74 -3.02 5.72 -13.34] 1.10] 10.08 8.74 -1.87, 6.87]
44 0.29 0.00] -14.27| 1.00| 10.08] 8.74] -2.90 5.84 -13.52 1.10 10.08] 8.74 -2.05 6.69]
37 0.29 0.27] -17.45 1.00] 10.08 8.74 -5.81 2.93 -16.87 1.10] 10.08 8.74 -5.13 3.61
5755 40 0.29 0.27] -17.44 1.00 10.08 8.74 -5.80 2.94] -17.05 1.10] 10.08 8.74 -531 343
44 0.29 0.27] -17.54] 1.00] 10.08| 8.74] -5.90 2.84] -17.05 1.10 10.08| 8.74 -5.31 343
37 0.29 0.27 -17.55 1.00] 10.08 8.74 -5.92 2.82] -17.27 1.10] 10.08 8.74 -5.53 3.21
5795 40 0.29 0.27] -17.11 1.00] 10.08 8.74 -5.47 3.27] -16.80] 1.10] 10.08 8.74 -5.06) 3.68]
44 0.29 0.27] -17.34] 1.00] 10.08] 8.74] -5.70 3.04] -17.08 1.10 10.08] 8.74 -5.34 3.40]

Sample Calculation:

PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-5850 MHz for IC)

UL Japan, Inc. Ise EMC Lab.
4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 Japan / +81 596 24 8999
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 10, 2022
Temperature / Humidity 21 deg.C/38%RH 21 deg. C/36 % RH
Engineer Takafumi Noguchi Takafumi Noguchi
Antenna 3 Antenna 1
Mode Tx 11ax-40 OFDMA (106-tone RU)
Antenna 143 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.ir.p.)
Frequency| Index Antenna Result Limit | Margin Antenna Result Limit Margin
1 3 Sum 1 3 Sum
| [MHz] [mW/MHz] | [mW/MHz] | [mW/MHz] | [dBm/MHz] | [dBm/MHz] [dB] | [mW/MHz] | [mW/MHz] | [mW/MHz] | [dBm/MHz] | [dBm/MHz] [dB]
53 0.37 0.49 0.86 -0.66 8.26] 8.92 2.74 3.69 6.43 8.08 17.00] 8.92
5190 54 0.39 0.51 0.90 -0.47 8.26 8.73 2.89 3.83 6.72 8.27 17.00 8.73
56 0.37 0.49 0.85 -0.68 826 8.94 2.76 3.64 6.39 8.06 17.00]  8.94
53 0.38 0.49 0.87 -0.60] 8.26 8.86 2.87 3.65 6.52 8.14 17.00 8.86
5230 54 0.41 0.52 0.93 -0.31 8.26| 857 3.07 3.89 6.96 8.43 17.00] 8.57
56 0.42 0.48 0.90 -0.46 820 8.72 3.11 3.63 6.73 8.28 17.00] 8.72
53 0.47 0.75 1.22] 0.87 826 7.39 3.55 5.60 9.15 9.61 17.00) 739
5270 54 0.51 0.74 1.25 0.95 826 7.31 3.80 5.51 9.32 9.69 17.00) 7.31
56 0.47 0.73 1.20 0.79 8206 747 3.53 5.44 8.97 9.53 17.001 7.47
53 0.53 0.61 1.14 0.58 8.26 7.68 3.98 4.58 8.56 9.32 17.00 7.68
5310 54 0.57 0.67 1.24 0.92 826 734 4.23 5.02 9.25 9.66 17.00]  7.34
56) 0.61 0.67 1.28 1.08 8.26 7.18 4.58 5.01 9.59] 9.82 17.00 7.18
Antenna 1 Antenna 3
Tested RU Duty RBW PSD Cable Atten. |Antennal PSD Result PSD Cable Atten. |Antenna PSD Result
Frequency| Index Factor Correction | Reading Loss Loss Gain Cond. eirp. Reading Loss Loss Gain Cond. eirp.
Factor
[MHz] [dB] [dB] [dBn/MHz] [dB] [dB] [dBi] | [dBmMHz]| [dBmMH] | [dBmMHz] | [dB] [dB] [dBi] | [dBmMHZ) | [dBmMHZ
53 0.31 0.00 -15.64 0.90 10.07 8.74 -4.36 4.38 -14.45 1.00] 10.07 8.74 -3.07 5.67
5190 54 0.31 0.00 -15.41 0.90 10.07 8.74 -4.13 4.61 -14.29] 1.00 10.07 8.74 -291 5.83
56 031 0.00 -15.62] 0.90 10.07 8.74 -4.34 4.40 -14.51 1.00 10.07 8.74 -3.13 5.61
53 0.31 0.00 -15.43 0.90 10.07 8.74 -4.15 4.59 -14.50] 1.00 10.07 8.74 -3.12 5.62
5230 54 031 0.00 -15.15 0.90 10.07 8.74 -3.87 4.87 -14.22 1.00 10.07 8.74 -2.84 5.90
56) 0.31 0.00 -15.10 0.90 10.07 8.74 -3.82 4.92 -14.53 1.00 10.07 8.74 -3.15 5.60]
53 0.31 0.00 -14.52] 0.90 10.07 8.74 -3.24 5.50 -12.64] 1.00 10.07 8.74 -1.26 7.48
5270 54 0.31 0.00 -14.22 0.90 10.07 8.74 -2.94 5.80 -12.71 1.00 10.07 8.74 -1.33 741
56 0.31 0.00 -14.54 0.90 10.07 8.74 -3.26 548 -12.76 1.00] 10.07 8.74 -1.38 7.36
53 0.31 0.00 -14.02] 0.90 10.07 8.74 -2.74 6.00 -13.51 1.00 10.07 8.74 -2.13 6.61
5310 54 0.31 0.00 -13.76 0.90 10.07 8.74 -2.48 6.26 -13.11 1.00] 10.07 8.74 -1.73 7.01
56 0.31 0.00 -13.41 0.90 10.07 8.74 -2.13 6.61 -13.12 1.00 10.07 8.74 -1.74 7.00

Sample Calculation:

PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-5850 MHz for IC)

UL Japan, Inc. Ise EMC Lab.
4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 Japan / +81 596 24 8999
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 10, 2022
Temperature / Humidity 21 deg.C/38%RH 21 deg. C/36 % RH
Engineer Takafumi Noguchi Takafumi Noguchi
Antenna 3 Antenna 1
Mode Tx 11ax-40 OFDMA (106-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.i.r.p.)
Frequency| Index Antenna Result Limit | Margin Antenna Result Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [MW/MHz] | [mW/MHz] | [mW/MHz] | [dBm/MHz] | [dBm/MHz] | [dB] | (mW/MHz] | (mW/MHz] | [mW/MHz] | [dBm/MHz] | [dBm/MHz] | [dB]
53 0.60 0.52 1.12 0.48 8.26] 7.78 4.50] 3.87 8.36 9.22 17.00] 7.78
5510 54 0.64 0.57 1.21 0.82 8.26 7.44 4.82] 4.23 9.04] 9.56 17.00 7.44
56 0.58 0.51 1.09 0.37 826 17.89 4.36) 3.78 8.14 9.11 17.00]  7.89
53 0.52 0.46 0.97, -0.11 8.26] 837 3.85 343 7.29 8.63 17.00] 837
5550 54 0.55 0.50] 1.05 0.20] 8.26] 8.06 4.11 3.73 7.84] 8.94 17.00]  8.06
56 0.53 0.46] 1.00 -0.01 8.26] 8.27 4.00 3.47 7.47 8.73 17.00 8.27
53 0.49 0.69 1.17 0.70] 8.26] 17.56 3.66 5.13 8.79 9.44 17.00] 7.56
5670 54 0.53 0.74] 1.26 1.01 826] 1725 3.93 5.51 9.44) 9.75 17.00] 7.25
56 0.53 0.69 1.22 0.86 8.26] 7.40 3.99 5.13 9.13 9.60 17.00]  7.40
53 0.50 0.65 1.15 0.59 8.26| 7.67 3.74 4.84 8.58 9.33 17.00]  7.67
5710 54 0.53 0.68 1.21 0.83 8.26] 743 3.95 5.11 9.05 9.57 17.00] 7.43
56 0.52 0.66 1.18 0.71 8.26] 7.55 3.88 4.94 8.82 9.45 17.00 7.55
53 0.28 0.32 0.60| -2.22 27.26] 29.48 2.10] 2.38] 4.48 6.52 36.00] 29.48
5755 54 0.28 0.33 0.61 -2.14] 27.26] 29.40 2.13 2.44 4.57 6.60 36.00] 29.40
56 0.28 0.29 0.57, -2.47 27.26] 29.73 2.08 2.15 4.23 6.27 36.00] 29.73
53 0.29 0.32 0.61 -2.16] 27.26] 29.42 2.18] 2.37, 4.55 6.58 36.00] 29.42
5795 54 0.29 0.34] 0.63 -2.00] 27.26] 29.26 2.17, 2.55 4.72 6.74 36.00] 29.26
56) 0.31 0.35 0.65 -1.85 27.26] 29.11 2.29] 2.59) 4.89 6.89 36.00] 29.11
Antenna 1 Antenna 3
Tested RU Duty RBW PSD Cable Atten. |Antenna PSD Result PSD Cable Atten. |Antenna PSD Result
Frequency| Index Factor | Correction | Reading Loss Loss Gain Cond. eirp. | Reading Loss Loss Gain Cond. e.irp.
Factor
| _[MHz] [dB] [dB] [dBm/MHz] [dB] [dB] [dBi] | [dBm/MHz] | [dBm/MHz] | [dBm/MHz] [dB] [dB] [dBi] | [dBm/MHz] | [dBm/MHz]
53 0.31 0.00 -13.59 1.00 10.07 8.74 -2.21 6.53 -14.35 1.10 10.07 8.74 -2.87 5.87
5510 54 0.31 0.00] -13.29 1.00 10.07 8.74 -1.91 6.83 -13.96 1.10 10.07 8.74] -2.48 6.26
56 0.31 0.00] -13.73 1.00 10.07 8.74 -2.35 6.39 -14.44 1.10 10.07 8.74] -2.96] 5.78
53 0.31 0.00] -14.26 1.00 10.07 8.74 -2.88 5.86 -14.87 1.10 10.07 8.74] -3.39] 5.36
5550 54 0.31 0.00 -13.98 1.00 10.07 8.74 -2.60 6.14] -14.51 1.10 10.07 8.74 -3.03 5.71
56 0.31 0.00] -14.10 1.00 10.07 8.74 -2.72] 6.02 -14.82 1.10 10.07 8.74] -3.34] 5.40]
53 0.31 0.00] -14.50 1.00 10.08 8.74 -3.11 5.63 -13.13 1.10 10.08 8.74) -1.64] 7.10]
5670 54 0.31 0.00] -14.19 1.00 10.08 8.74 -2.80] 5.94 -12.82 1.10 10.08 8.74) -1.33 7.41
56 0.31 0.00] -14.12 1.00 10.08 8.74 -2.73 6.01 -13.13 1.10 10.08 8.74] -1.64] 7.10
53 0.31 0.00 -14.40 1.00 10.08 8.74 -3.01 5.73 -13.38 1.10 10.08 8.74] -1.89] 6.85
5710 54 0.31 0.00 -14.17 1.00 10.08 8.74 -2.78 5.96 -13.15 1.10 10.08 8.74) -1.66 7.08
56] 0.31 0.00] -14.24 1.00 10.08 8.74 -2.85 5.89 -13.29 1.10 10.08 8.74) -1.80] 6.94/
53 0.31 0.27 -17.17 1.00 10.08 8.74 -5.51 3.23 -16.73 1.10 10.08 8.74) -4.97 3.77
5755 54 0.31 0.27 -17.11 1.00 10.08 8.74 -5.45 3.29) -16.62 1.10 10.08 8.74] -4.86] 3.88
56 0.31 0.27 -17.21 1.00, 10.08 8.74 -5.55 3.19 -17.17 1.10 10.08 8.74] -5.42 3.32
53 0.31 0.27 -17.02 1.00 10.08 8.74 -5.36] 3.38 -16.75 1.10 10.08 8.74] -4.99] 3.75
5795 54 0.31 0.27 -17.04 1.00 10.08 8.74 -5.38 3.36] -16.43 1.10 10.08 8.74] -4.67 4.07
56 0.31 0.27 -16.80 1.00 10.08 8.74 -5.14] 3.60 -16.36 1.10 10.08 8.74 -4.60 4.14]

Sample Calculation:
PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-5850 MHz for IC)
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 10, 2022
Temperature / Humidity 21 deg.C/38%RH 21 deg. C/36 % RH
Engineer Takafumi Noguchi Takafumi Noguchi
Antenna 3 Antenna 1
Mode Tx 11ax-40 OFDMA (242-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.i.r.p.)
Frequency| Index Antenna Result Limit Margin Antenna Result Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [mW/MHz] | [mW/MHz] | [mW/MHz] | [dBm/MHz] | [dBmMHz] | [dB] | [mW/MHz] | [(mW/MHz] | [mW/MHz] | [dBm/MHz] | [dBm/MHz] | [dB]
5190 61 0.35 0.45 0.80] -0.99 8.26 9.25 2.60 3.36] 5.95 7.75 17.00] 9.25
62 0.33 0.46] 0.80 -1.00] 8.26) 9.26 248 3.47 5.95 7.74 17.00 9.26
5230 61 0.34 0.43 0.77 -1.13 8.26) 9.39 2.52 3.25 5.77 7.61 17.00 9.39
~ 62 0.33 0.43 0.77] -1.14 8.26 9.40 2.50 3.25 5.75 7.60) 17.00] 9.40
5270 61 0.47 0.72 1.19 0.76] 8.26] 17.50 3.53 5.38 891 9.50 17.00 7.50
62 0.46 0.65 111 0.45 8.26) 781 3.44 4.86] 8.30 9.19 17.00 7.81
5310 61 0.51 0.65 1.16] 0.63 8.26 7.63 3.79] 4.87 8.66 9.37] 17.00] 7.63
62 0.51 0.61 1.13 0.52 8.26] 17.74 3.85 4.58 8.43 9.26 17.00 7.74
Antenna 1 Antenna 3
Tested RU Duty RBW PSD Cable Atten. |Antennal PSD Result PSD Cable Atten. | Antenna PSD Result
Frequency| Index Factor Correction | Reading Loss Loss Gain Cond. e.Lr.p. Reading Loss Loss Gain Cond. e.irp.
Factor
[MHz] [dB] [dB] | [dBmMHA | [dB] [dB] [dBi] | [dBmMHz] | [dBmMHZ] | (dBmMHz) | [dB] [dB] | [dBi] | @BrwMHz | [aBmmHz)
5190 61 0.36 0.00] -15.93 0.90] 10.07 8.74 -4.60 4.15 -14.91 1.00 10.07 8.74 -3.48 5.26
62 0.36 0.00 -16.13 0.90 10.07 8.74 -4.80 3.94 -14.77 1.00 10.07 8.74 -3.34 5.40
5230 61 0.36 0.00 -16.06] 0.90 10.07] 8.74] -4.73 4.01 -15.05 1.00] 10.07 8.74 -3.62 5.12]
62 0.36 0.00] -16.08 0.90] 10.07 8.74 -4.75 3.99 -15.05 1.00 10.07 8.74 -3.62 5.12
5270 61 0.36 0.00] -14.59 0.90] 10.07 8.74 -3.26 5.48 -12.86 1.00 10.07 8.74 -1.43 7.31
62 0.36 0.00 -14.70] 0.90 10.07| 8.74] -3.37 5.37 -13.30] 1.00] 10.07 8.74 -1.87 6.87]
5310 61 0.36 0.00] -14.29 0.90] 10.07 8.74 -2.96 5.78 -13.30 1.00 10.07 8.74 -1.87 6.88
62 0.36 0.00] -14.21 0.90] 10.07 8.74 -2.88 5.86] -13.56 1.00 10.07 8.74 -2.13 6.61

Sample Calculation:

PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-5850 MHz for IC)

UL Japan, Inc. Ise EMC Lab.
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 10, 2022
Temperature / Humidity 21 deg.C/38%RH 21 deg. C/36 % RH
Engineer Takafumi Noguchi Takafumi Noguchi
Antenna 3 Antenna 1
Mode Tx 11ax-40 OFDMA (242-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.i.r.p.)
Frequency| Index Antenna Result Limit | Margin Antenna Result Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [mW/MHz] | [mW/MHz] | [mW/MHz] | [dBm/MHz] | [dBm/MHz] | [dB] | [mW/MHz] | [mW/MHZ] | [mW/MHz] | [dBm/MHz] | [dBm/MHz] | [dB]
5510 61 0.58 0.49 1.08 0.31 8.26 7.95 4.35 3.69 8.04] 9.05 17.00 7.95
62 0.60 0.46 1.05 0.23 8.26 8.03 4.47 3.41 7.88 8.97 17.00 8.03
5550 61 0.55 0.45 1.00 -0.01 8.26 8.27 4.09 3.38 7.47 8.73 17.00 8.27
62 0.54 0.42 0.96 -0.17 8.26 8.43 4.02 3.17 7.19 8.57 17.00 8.43
5670 61 0.53 0.58 1.12 0.49 8.26 7.71 4.00 4.38 8.38] 9.23 17.00 7.77
62 0.50 0.58 1.08 0.33 826 17.93 3.75 4.31 8.07 9.07 17.00) 7.93
5710 61 0.50 0.58 1.08 0.35 8.26[ 791 3.75 4.36 8.10 9.09 17.00) 791
62 0.50 0.58 1.08 0.34 826 7.92 3.74 4.36 8.09 9.08 17.00] 7.92
5755 61 0.26 0.30 0.57 -2.46 27.26] 29.72 1.98 227 425 6.28 36.00] 29.72
62 0.25 0.29 0.53 -2.74 27.26] 30.00 1.85 2.13 3.98 6.00 36.00] 30.00
5795 61 0.26 0.30 0.56 -2.54 27.26] 29.80 1.94 223 4.17 6.20 36.00] 29.80
62 0.26 0.29 0.55 -2.57 27.26] 29.83 1.98 2.17 4.14 6.17 36.00] 29.83
Antenna 1 Antenna 3
Tested RU Duty RBW PSD Cable Atten. |Antennal PSD Result PSD Cable Atten. |Antennal PSD Result
Frequency| Index | Factor | Correction | Reading Loss Loss Gain Cond. e.irp. | Reading Loss Loss Gain Cond. e.irp.
Factor
[MHz] [dB] [dB] | (aBmmuz|  [dB] [dB] | [dBi] | (aBrmiz) | (dBrvmbz) | (dBrvMBz) | [dB] [dB] [dBi] | raBumiiz) | [dBmMEZ)
5510 61 0.36 0.00 -13.78 1.00) 10.07 8.74 -2.35 6.39 -14.60 1.10 10.07 8.74 -3.07 5.67
62 0.36 0.00 -13.67 1.00] 10.07 8.74 -2.24 6.50 -14.94 1.10 10.07 8.74 -3.41 5.33
5550 61 0.36 0.00 -14.05 1.00) 10.07 8.74 -2.62] 6.12 -14.99 1.10 10.07 8.74 -3.46 5.29
62 0.36 0.00 -14.13 1.00] 10.07 8.74 -2.70) 6.04 -15.25 1.10 10.07 8.74 -3.72 5.02
5670 61 0.36 0.00 -14.15 1.00 10.07 8.74) -2.72 6.02 -13.86] 1.10 10.07 8.74 -2.33 6.41
62 0.36 0.00 -14.42 1.00 10.07 8.74) -2.99 5.75 -13.92] 1.10 10.07 8.74 -2.39 6.35
5710 61 0.36 0.00 -14.43 1.00 10.07 8.74) -3.00 5.74 -13.88] 1.10 10.07 8.74 -2.35 6.39
62 0.36 0.00 -14.45 1.00 10.07 8.74) -3.02 5.73 -13.88] 1.10 10.07 8.74) -2.35 6.39
5755 61 0.36 0.27 -17.47 1.00] 10.07 8.74 -5.77, 297 -16.99 1.10 10.07 8.74 -5.19 3.55
62 0.36 0.27 -17.78 1.00] 10.07 8.74 -6.08] 2.66 -17.25 1.10 10.07 8.74 -5.45 3.29
5795 61 0.36 0.27 -17.55 1.00] 10.07 8.74 -5.85 2.89 -17.06 1.10 10.07 8.74 -5.26 348
62 0.36 0.27 -17.48 1.00) 10.07 8.74 -5.78] 2.96 -17.18 1.10 10.07 8.74 -5.38 3.36

Sample Calculation:
PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain
The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-5850 MHz for

IC)

UL Japan, Inc. Ise EMC Lab.
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Antenna 1+3

Test place

Date

Temperature / Humidity

Engineer

Mode

Maximum Power Spectral Density

Ise EMC Lab. No.8 Measurement Room

February 8, 2022

21 deg. C/38 % RH
Takafumi Noguchi
Antenna 3
Tx 11ax-40 OFDMA (484-tone RU)

February 10, 2022
21 deg. C/36 % RH
Takafumi Noguchi
Antenna 1

Applied limit: 15.407, mobile and portable client device

Tested PSD (Conducted) PSD (e.i.r.p.)
Frequency| Antenna Result Limit Margin Antenna Result Limit Margin
1 3 Sum 1 3 Sum
| [MHz] |(mW/MHz]| [mW/MHz] | [mW/MHz] | [dBm/MHz] | [dBm/MHz] [dB] | [mW/MHz]| [mW/MHz] | [mW/MHz] | [dBm/MHz]| [dBm/MHz] | [dB]
5190 0.22 0.33 0.55 -2.59 8.26] 10.85 1.63 2.49 4.12 6.15 17.00] 10.85
5230 0.25 0.35 0.59 -2.29 8.26] 10.55 1.83 2.58 4.42 6.45 17.00] 10.55
5270 0.31 0.45 0.77 -1.14 8.26] 9.40 2.35 3.40 5.75 7.60) 17.00]  9.40
5310 0.36 0.45 0.81 -0.90 8.26] 9.16 2.72 3.37 6.08 7.84) 17.00]  9.16
5510 0.46 0.34 0.80) -0.97 8.26] 9.23 3.41 2.58 5.98 7.77 17.00] 9.23
5550 0.46 0.34 0.79] -1.01 8.26] 9.27 3.42 2.51 5.93 7.73 17.00] 9.27
5670 0.36 0.43 0.79] -1.05 8.26] 9.31 2.70 3.18 5.88 7.69 17.00]  9.31
5710 0.36 0.41 0.77 -1.14 8.26] 9.40 2.71 3.05 5.75 7.60) 17.00]  9.40
5755 0.19 0.21 0.40] -3.95 27.26] 31.21 1.41 1.60 3.01 4.79 36.00] 31.21
5795 0.21 0.22 0.43 -3.68 27.26] 30.94 1.54 1.67 3.21 5.06] 36.00] 30.94
Antenna 1 Antenna 3
Tested Duty RBW PSD Cable Atten. |Antenna PSD Result PSD Cable Atten. | Antennal PSD Result
Frequency| Factor | Correction | Reading Loss Loss Gain Cond. e.ir.p. | Reading Loss Loss Gain Cond. eirp.
Factor
[MHz] [dB] [dB] [dBm/MHz] [dB] [dB] [dBi] | [dBm/MHz]| [dBm/MHz] | [dBm/MHz] [dB] [dB] [dBi] | [dBm/MHz] | [dBm/MHz]
5190 0.37 0.00 -17.95 0.90] 10.07 8.74 -6.61 2.13 -16.22 1.00 10.07 8.74 -4.78 3.96
5230 0.37 0.00 -17.44) 0.90] 10.07 8.74 -6.10 2.64 -16.06 1.00 10.07 8.74) -4.62 4.12
5270 0.37 0.00 -16.36) 0.90] 10.07 8.74 -5.02 3.72 -14.87 1.00 10.07 8.74 -3.43 5.31
5310 0.37 0.00 -15.74] 0.90] 10.07 8.74 -4.40 4.34 -14.91 1.00 10.07 8.74 -3.47 5.28
5510 0.37 0.00 -14.86, 1.00 10.07 8.74 -3.42 5.32 -16.17 1.10 10.07 8.74 -4.63 4.11
5550 0.37 0.00 -14.84) 1.00 10.07] 8.74 -3.40 5.34 -16.28 1.10 10.07 8.74 -4.74 4.00
5670 0.37 0.00 -15.88 1.00 10.08 8.74 -4.43 4.31 -15.26 1.10 10.08 8.74 -3.71 5.03
5710 0.37 0.00 -15.87 1.00 10.08 8.74 -4.42 4.32 -15.45 1.10 10.08 8.74 -3.90 4.84
5755 0.37 0.27 -18.95 1.00 10.08 8.74 -7.23 1.51 -18.53 1.10 10.08 8.74 -6.71 2.03
5795 0.37 0.27 -18.59 1.00 10.08 8.74 -6.87 1.87 -18.33 1.10 10.08 8.74 -6.51 2.23

Sample Calculation:
PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain
The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-5850 MHz for

IC)

UL Japan, Inc. Ise EMC Lab.
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 7, 2022 February 9, 2022
Temperature / Humidity 23 deg. C/32%RH 22 deg. C/41 % RH
Engineer Junki Nagatomi Takafumi Noguchi
Antenna 3 Antenna 1
Mode Tx 11ac-80
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested PSD (Conducted) PSD (e.ir.p.)
Frequency Antenna Result Limit Margin Antenna Result Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [[mW/MHz]| [mWMHZ]| [mW/MHz] |[dBm/MHZ] [ [dBmMHz]| [dB] | [mW/MHz] | [nW/MHz] | [mWMHz] [[dBm/MHz]|[dBmMHz]| [dB]
5210 0.09 0.13 0.22 -6.56 8.26] 14.82 0.65 1.00 1.65 2.18 17.00] 14.82
5290 0.14] 0.21 0.35 -4.60 8.26] 12.86 1.05 1.55 2.59 4.14 17.00] 12.86
5530 0.18 0.15 0.32] -4.90 8.26] 13.16 1.33 1.09] 2.42 3.84 17.00] 13.16
5610 0.18 0.14 0.32 -4.94 8.26] 13.20 1.34] 1.06] 2.40] 3.80] 17.00] 13.20
5690 0.16 0.18 0.34 -4.68 8.26] 12.94 1.17 1.38 2.55 4.06 17.00] 12.94
5775 0.08 0.09] 0.17] -7.76 27.26] 35.02 0.58 0.68| 1.25 0.98] 36.00] 35.02
Antenna 1 Antenna 3
Tested Duty RBW PSD Cable Atten. [Antenna PSD Result PSD Cable Atten. |Antenna PSD Result
Frequency| Factor | Correction | Reading Loss Loss Gain Cond. e.ir.p. Reading Loss Loss Gain Cond. e.ir.p.
Factor
[MHz] [dB] [dB] |[dBmMHz)[ [dB] [dB] [dBi] | [dBmMHz] | [dBm/MHz] | [dBmMHz] [ [dB] [dB] [dBi] |[dBm/MHz]| [dBm/M Hz]
5210 0.12 0.00 -20.79 0.00] 10.07] 8.74 -10.60 -1.86 -19.92 1.00] 10.07 8.74] -8.73 0.01
5290 0.12 0.00 -19.62 0.90] 10.07] 8.74 -8.53 0.21 -18.04 1.00] 10.07 8.74] -6.85 1.89]
5530 0.12 0.00] -18.69 1.00 10.07 8.74 -7.50) 1.24 -19.65 1.10] 10.07 8.74 -8.36 0.38
5610 0.12 0.00 -18.65 1.00| 10.07] 8.74 -7.46 1.28] -19.79 1.10] 10.07 8.74] -8.50 0.24]
5690 0.12 0.00 -19.28 1.00| 10.08 8.74 -8.08 0.66] -18.64 1.10] 10.08 8.74] -7.34 1.40]
5775 0.12 0.27] -22.60 1.00] 10.08 8.74 -11.13 -2.39 -22.00 1.10] 10.08 8.74] -10.43 -1.69
Sample Calculation:

PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.
RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.ir.p.) = Conducted PSD Result + Antenna Gain
The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-5850 MHz for

IC)

UL Japan, Inc. Ise EMC Lab.
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 7, 2022 February 9, 2022
Temperature / Humidity 23 deg. C/32%RH 22 deg. C/41 % RH
Engineer Junki Nagatomi Takafumi Noguchi
Antenna 3 Antenna 1
Mode Tx 11ax-80 (OFDM)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested PSD (Conducted) PSD (e.i.rp.)
Frequency Antenna Result Limit Margin Antenna Result Limit Margin
1 3 Sum 1 3 Sum
[MHz] | [mW/MHz] | [mW/MHz] | [mW/MHZ] | [dBmMHz] | [dBm/MHZ] [dB] | [mW/MHz] | [mW/MHzZ] | [mW/MHz] | [dBmwMHZ] | [dBm/MHZ] | [dB]
5210 0.09 0.14 0.24 -6.24 8.26| 14.50 0.70 1.08 1.78 2.50 17.00] 14.50
5290 0.15 0.21 0.36 -4.41 8.26| 12.67 1.14 1.58 2.71 4.33 17.00] 12.67
5530 0.20 0.15 0.35 -4.53 8.26| 12.79 1.48 1.15 2.64 4.21 17.00] 12.79
5610 0.19 0.15 0.34 -4.68 8.26| 12,94 1.40 1.15 2.55 4.06 17.00] 12.94
5690 0.16 0.20 0.36 -4.42 8.26| 12.68 1.18 1.53 2.70 4.32 17.00] 12.68
5775 0.08 0.10 0.19 -7.27 27.26[ 34.53 0.63 0.77 1.40 1.47 36.00] 34.53
Antenna 1 Antenna 3
Tested Duty RBW PSD Cable Atten. [ Antenna PSD Result PSD Cable Atten. [ Antenna PSD Result
Frequency [ Factor Correction Reading Loss Loss Gain Cond. e.Lr.p. Reading Loss Loss Gain Cond. elrp.
Factor
[MHz] [dB] [dB] [dBm/MHz] [dB] [dB] [dBi] | [dBnMHz] | [dBmMHZ] | [dBnVMHZ] [dB] [dB] [dBi] | [dBnMHz] | [dBm/MHZ)
5210 0.14 0.00 -20.50 0.00 10.07 8.74 -10.29 -1.55 -19.62 1.00 10.07 8.74 -8.41 0.33
5290 0.14 0.00 -19.30 0.90 10.07 8.74 -8.19 0.55 -17.97 1.00 10.07 8.74 -6.76 1.98
5530 0.14 0.00 -18.24 1.00 10.07 8.74 -7.03 1.71 -19.44 1.10 10.07 8.74 -8.13 0.61
5610 0.14 0.00 -18.50 1.00 10.07 8.74 -7.29 1.46 -19.45 1.10 10.07 8.74 -8.14 0.60
5690 0.14 0.00 -19.26 1.00 10.08 8.74 -8.04 0.71 -18.22 1.10 10.08 8.74 -6.90 1.84
5775 0.14 0.27 -22.21 1.00 10.08 8.74 -10.72 -1.98 -21.47 1.10 10.08 8.74 -9.88 -1.14

Sample Calculation:
PSD: Power Spectral Density

The PSD within 5725 MHz to 5825 M Hz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / M easured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor

PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725 MHz-5850 M Hz for IC)

UL Japan, Inc. Ise EMC Lab.
4383-326 Asama-cho, Ise-shi, Mie-ken 516-0021 Japan / +81 596 24 8999
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Maximum Power Spectral Density
Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 10, 2022
Temperature / Humidity 23 deg. C/36 % RH 23 deg. C/31 % RH
Engineer Ken Fujita Ken Fujita
Antenna 3 Antenna 1
Mode Tx 11ax-80 OFDMA (26-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.i.r.p.)
Frequency| Index Antenna Result | Limit | Margin Antenna Result | Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [mW/MHz|[mW/MHz|[mW/MHzdBm/MHz[dBm/MHz| [dB] |[mW/MHz|[mW/MHz|[mW/MHz}[dBm/MHz[[dBm/MHz| [dB]
0 0.38 0.41 0.80]  -1.00, 8.26 9.26 2.85 3.10 5.95 7.74| 17.00 9.26
5210 18 0.29 0.32 0.61 -2.15 8.26] 10.41 2.15 241 4.56 6.59] 17.00] 10.41
36 0.37 0.43 0.80 -0.95 8.26 9.21 2.78 3.23 6.01 7.79] 17.00 9.21
0 0.40 0.62 1.02 0.10 8.26 8.16 3.03 4.63 7.66 8.84] 17.00 8.16
5290 18 0.35 0.45 0.80] -0.96 8.26 9.22 2.61 3.40 6.00 7.78| 17.00 9.22
36 0.44 0.53 0.96 -0.16] 8.26 8.42 3.26 3.94 7.21 8.58] 17.00 8.42
0 0.50 0.46 0.96 -0.16 8.26 8.43 3.77 343 7.20 8.57] 17.00 8.43
5530 18 0.47 0.35 0.82 -0.87 8.26 9.13 3.49 2.64 6.13 7.87| 17.00 9.13
36 0.63 0.49 1.13 0.51 8.26 7.75 4.73 3.69 8.42 9.25| 17.00 7.75
0 0.51 0.40 0.91 -0.40| 8.26 8.66 3.82 3.00 6.82 8.34] 17.00 8.66
5610 18 0.43 0.32 0.75 -1.27 8.26 9.53 3.19 2.40 5.59 747 17.00 9.53
36 0.54 0.46 1.00 0.00 8.26 8.27 4.04 3.43 7.47 8.73 17.00 8.27
0 0.43 0.51 0.94] -0.27 8.26 8.53 3.23 3.80 7.03 8.47| 17.00 8.53
5690 18 0.39 0.43 0.81 -0.89 8.26 9.16 2.88 3.21 6.09 7.84] 17.00 9.16
36 0.45 0.51 0.96 -0.17 8.26 8.43 3.39 3.81 7.20 8.57] 17.00 8.43
0 0.25 0.29 0.54 =271 27.26] 29.97 1.85 2.16 4.00 6.03] 36.00] 29.97
5775 18 0.24 0.27 0.52 -2.87] 27.26] 30.13 1.81 2.05 3.86 5.87] 36.00] 30.13
36 0.25 0.28 0.53 -2.75] 27.26] 30.01 1.85 2.13 3.97 5.99] 36.00] 30.01
Antenna 1 Antenna 3
Tested RU Duty | RBW | PSD | Cable | Atten. |Antenna] PSD Result PSD | Cable | Atten. [Antennal PSD Result
Frequency| Index | Factor |Correction| Reading| Loss Loss Gain | Cond. | e.ir.p. |Reading] Loss Loss Gain Cond. e.i.rp.
Factor
[MHz] [dB] [dB] JdBm/MHz] [dB] [dB] [dBi] [dBm/MHz[dBm/MHzdBm/MHz| [dB] [dB] [dBi] | [dBm/MHZ] | [dBm/MHz]
0 0.24 0.00] -15.40 0.90 10.07 8.74 -4.19 4.55] -15.14 1.00] 10.07 8.74 -3.83 4.91
5210 18 0.24 0.00] -16.63 0.90] 10.07 8.74 -5.42 3.32] -16.22 1.00] 10.07 8.74 -491 3.83
36 0.24 0.00] -15.51 0.90] 10.07 8.74] -4.30 4.44] -14.95 1.00f 10.07 8.74 -3.64 5.10
0 0.24 0.00] -15.14 0.90] 10.07 8.74 -3.93 4.81] -13.39 1.00] 10.07 8.74 -2.08 6.66
5290 18 0.24 0.00] -15.79 0.90] 10.07 8.74 -4.58 4.16] -14.74 1.00] 10.07 8.74 -3.43 5.31
36 0.24 0.00] -14.81 0.90] 10.07 8.74 -3.60 5.14] -14.09 1.00] 10.07 8.74 -2.78 5.96
0 0.24 0.00] -14.28 1.00] 10.07 8.74| -2.97 5.77] -14.80 1.10{ 10.07 8.74 -3.39 5.35
5530 18 0.24 0.00] -14.62 1.00] 10.07 8.74 -3.31 5.43] -15.94 1.10] 10.07 8.74 -4.53 4.21
36 0.24 0.00] -13.30 1.00] 10.07 8.74 -1.99 6.75] -14.48 1.10] 10.07 8.74 -3.07 5.67
0 0.24 0.00] -14.23 1.00 10.07 8.74 -2.92 5.82] -15.38 1.10] 10.07 8.74 -3.97 4.77
5610 18 0.24 0.00] -15.01 1.00] 10.07 8.74] -3.70 5.04] -16.35 1.10] 10.07 8.74 -4.94 3.80
36 0.24 0.00] -13.98 1.00] 10.07 8.74 -2.67 6.07] -14.80 1.10] 10.07 8.74 -3.39 5.35
0 0.24 0.00] -14.97 1.00 10.08 8.74 -3.65 5.09] -14.36 1.10] 10.08 8.74 -2.94 5.80
5690 18 0.24 0.00] -15.46 1.00] 10.08 8.74] -4.14 4.60] -15.10, 1.10] 10.08 8.74 -3.68 5.06
36 0.24 0.00] -14.76 1.00] 10.08 8.74] -3.44 5.30] -14.35 1.10] 10.08 8.74 -2.93 5.81
0 0.24 0.27] -17.66 1.00] 10.08 8.74] -6.07 2.67] -17.09 1.10] 10.08 8.74 -5.40 3.34
5775 18 0.24 0.27| -17.74 1.00] 10.08 8.74] -6.15 2.59] -17.31 1.10] 10.08 8.74 -5.62 3.12
36 0.24 0.27] -17.66 1.00] 10.08 8.74 -6.07 2.67] -17.15 1.10] 10.08 8.74 -5.46 3.28

Sample Calculation:
PSD: Power Spectral Density

The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.
RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain
The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC,

5725 MHz-5850 MHz for IC)
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 10, 2022
Temperature / Humidity 23 deg. C/36 % RH 23 deg. C/31 % RH
Engineer Ken Fujita Ken Fujita
Antenna 3 Antenna 1
Mode Tx 11ax-80 OFDMA (52-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.i.r.p.)
Frequency| Index Antenna Result | Limit | Margin Antenna Result | Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [mW/MHz][mW/MHz][mW/MHZz[dBm/MHz[dBnvMHz|  [dB] |[mW/MHz][mW/MHz|[mW/MHz}dBm/MHz[[dBm/MHz| [dB]
37 0.38 0.43 0.81 -0.91 8.26 9.17 2.86 3.20 6.06 7.83] 17.00 9.17
5210 44 0.34 043 0.77) -1.15 8.26 9.41 2.54 3.20 5.74 7.59] 17.00 9.41
52 0.40 0.45 0.84] -0.73 8.26 8.99 2.97 3.35 6.32 8.01] 17.00 8.99
37 0.45 0.71 1.16 0.66 8.26 7.61 3.38 532 8.70 9.39] 17.00 7.61
5290 44 0.44 0.71 1.15 0.61 8.26 7.65 3.26 534 8.60 9.35| 17.00 7.65
52 0.47 0.58 1.06 0.24 8.26 8.02 3.54 4.36 7.90 8.98] 17.00 8.02
37 0.57 043 1.00 0.00 8.26 8.26 4.23 3.25 7.48 8.74] 17.00 8.26
5530 44 0.59 0.46 1.05 0.22 8.26] 8.05 4.43 343 7.86 8.95 17.00] 8.05
52 0.67 0.50 1.18 0.70 8.26 7.56 5.03 3.76 8.79 9.44| 17.00 7.56
37 0.60 0.42 1.02 0.11 8.26 8.16 4.52 3.15 7.66 8.84] 17.00 8.16
5610 44 0.56 0.46 1.03 0.12 8.26] 8.15 4.22 3.47 7.68 8.85] 17.00] 8.15
52 0.59 0.47 1.06 0.27 8.26 7.99 4.43 3.52 7.96 9.01] 17.00 7.99
37 0.45 0.50 0.96] -0.19 8.26] 8.45 3.39 3.7 7.15 8.55 17.00] 845
5690 44 0.46 0.55 1.01 0.04 8.26 8.22 3.46 4.09 7.54 8.78] 17.00 8.22
52 0.47 0.54 1.01 0.04 8.26 8.22 3.49 4.06 7.55 8.78] 17.00 8.22
37 0.23 0.28 0.51 -2.91]  27.26] 30.17 1.73 2.09 3.83 5.83] 36.00] 30.17
5775 44 0.24 0.28 0.53] -2.79] 27.26] 30.05 1.81 2.12 3.94 5.95] 36.00] 30.05
52 0.24 0.30 0.55] -2.63] 27.26] 29.89 1.83 2.26 4.08 6.11] 36.00] 29.89
Antenna 1 Antenna 3
Tested RU Duty | RBW | PSD | Cable | Atten. |Antennal PSD Result PSD | Cable | Atten. |Antenna PSD Result
Frequency| Index | Factor |Correction| Reading| Loss Loss | Gain | Cond. | e.ir.p. |Reading] Loss Loss | Gain Cond. e.irp.
Factor
[MHz] [dB] [dB] [dBm/MHz] [dB] [dB] [dBi] [dBn/MHz[dBm/MHz[dBm/MHz| [dB] [dB] [dBi] | [dBn/MHzZ] | [dBnvMHzZ]
37 0.29 0.00f -15.43 0.90] 10.07 8.74] -4.17 4.57] -15.05 1.00] 10.07 8.74 -3.69 5.05
5210 44 0.29 0.00f -15.95 0.90] 10.07 8.74] -4.69 4.05] -15.05 1.00] 10.07 8.74 -3.69 5.05
52 0.29 0.00f -15.27 0.90] 10.07 8.74f -4.01 4.73] -14.85 1.00] 10.07 8.74 -3.49 5.25
37 0.29 0.00] -14.71 0.90] 10.07 8.74] -345 529 -12.84 1.00] 10.07 8.74 -1.48 7.26
5290 44 0.29 0.00] -14.87 0.90] 10.07 8.74] -3.61 5.13] -12.82 1.00] 10.07 8.74 -1.46 7.28
52 0.29 0.00] -14.51 0.90] 10.07 8.74] -3.25 549 -13.70 1.00] 10.07 8.74 -2.34 6.40
37 0.29 0.00f -13.83 1.00] 10.07 8.74] -247 6.27| -15.08 1.10] 10.07 8.74 -3.62 5.12
5530 44 0.29 0.00] -13.63 1.00] 10.07 8.74] -2.27 6.47| -14.85 1.10] 10.07 8.74 -3.39 5.35
52 0.29 0.00f -13.08 1.00] 10.07 8.74] -1.72 7.02| -14.45 1.10] 10.07 8.74 -2.99 5.75
37 0.29 0.00] -13.55 1.00] 10.07 8.74[ -2.19 6.55| -15.22 1.10] 10.07 8.74 -3.76 4.98
5610 44 0.29 0.00] -13.85 1.00] 10.07 8.74] -2.49 6.25| -14.80 1.10] 10.07 8.74 -3.34 5.40
52 0.29 0.00f -13.63 1.00] 10.07 8.74] -2.27 6.47| -14.73 1.10] 10.07 8.74 -3.27 5.47
37 0.29 0.00] -14.81 1.00] 10.08 8.74] -3.44 5.30] -14.45 1.10] 10.08 8.74 -2.98 5.76
5690 44 0.29 0.00f -14.72 1.00] 10.08 8.74] -335 5.39] -14.10 1.10] 10.08 8.74 -2.63 6.11
52 0.29 0.00f -14.68 1.00] 10.08 8.74] -331 543 -14.12 1.10] 10.08 8.74 -2.65 6.09
37 0.29 0.27] -17.99 1.00] 10.08 8.74] -6.35 239 -17.27 1.10] 10.08 8.74 -5.53 3.21
5775 44 0.29 0.27| -17.79 1.00] 10.08 8.74] -6.15 259 -17.21 1.10] 10.08 8.74 -5.47 3.27
52 0.29 0.27) -17.76 1.00] 10.08 8.74] -6.12 2.62| -16.94 1.10] 10.08 8.74 -5.20 3.54

Sample Calculation:

PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)

PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC,

5725 MHz-5850 MHz for IC)
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 10, 2022
Temperature / Humidity 23 deg. C/36 % RH 23 deg. C/31 % RH
Engineer Ken Fujita Ken Fujita
Antenna 3 Antenna 1
Mode Tx 11ax-80 OFDMA (106-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.ir.p.)
Frequency| Index Antenna Result | Limit | Margin Antenna Result | Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [mW/MHz]|[mW/MHz][mW/MHZz[dBm/MHz[dBn/MHz| [dB] |[mW/MHz][mW/MHz|[mW/MHz}dBm/MHz[[dBm/MHz| [dB]
53 0.36] 040l 0.77] -1.16 8.26] 9.42 2.72 3.01 5.73 7.58] 17.00] 9.42
5210 56 038 046 0.84] -0.78 8.26] 9.04 281 344 625 7.96] 17.00] 9.04
60]  0.40[ 043 0.83] -0.81 8.26] 9.07 3.03 3.18 6.21 7.93] 17.00] 9.07
53 0.43 0.69 111 0.46 8.26] 7.81 3.18 5.12 831 9.19] 17.00] 7.81
5290 56 048 0.67 1.15 0.60] 826] 7.66 3.56]  5.03 8.59] 9.34] 17.00] 7.66
60]  0.46]  0.63 1.09 0.38 8.26] 7.88 345 472 8.17[ 9.12] 17.00] 7.88
53 0.56]  0.46 1.02 0.10f  826] 8.16 4.19] 347] 17.66 8.84| 17.00] 8.16
5530 56 0.58 0.47 1.05 0.20] 826] 8.06 433 349 783 8.94] 17.00] 8.06
60]  0.65 0.45 1.10 0.42 8.26| 7.84 4.84] 3.40 824 9.16] 17.00] 7.84
53 0.58 0.45 1.03 0.12 8.26] 8.15 4.30]  3.38 7.68 8.85 17.00] 8.15
5610 56 059 0.44 1.03 0.13 8.26] 8.13 439 332 7.1 8.87| 17.00] 8.13
60]  0.65 0.48 1.13 0.53 8.26| 17.73 4.84] 3.62 846 927 17.00] 7.73
53 0.44] 0.56 1.01 0.03 8.26] 8.23 3.32) 422 753 8.77 17.00] 8.23
5690 56| 050  0.61 1.10 0.42 8.26| 7.84 3.71 4.53 824 9.16] 17.00] 7.84
60  0.50f 0.62 1.12 0.48 8.206] 7.78 3.74]  4.62 836 9.22] 17.00] 7.78
53 0.26 0.30 0.56] -2.54] 27.26] 29.80 1.92 2.25 4.17 6.20] 36.00] 29.80
5775 56 0.25 0.29 0.55] -2.63] 27.26] 29.89 1.90 2.18 4.08 6.11] 36.00] 29.89
60 0.27 0.29 0.56] -2.53] 27.26] 29.79 2.02 2.15 4.17 6.21] 36.00] 29.79
Antenna 1 Antenna 3
Tested RU Duty | RBW | PSD | Cable | Atten. [Antenna] PSD Result PSD | Cable | Atten. |Antennal PSD Result
Frequency| Index | Factor |Correction| Reading] Loss | Loss | Gain | Cond. | e.ir.p. |Reading] Loss | Loss | Gain Cond. eirp.
Factor
[MHz] [dB] [dB] [dBm/MHz| [dB] [dB] [dBi] [dBm/MHzJdBm/MHz[[dBm/MHz] [dB] [dB] [dBi] | [dBnMHzZ] | [dBnvMHzZ]
53 0.31 0.00] -15.68 0.90] 10.07 874 -4.40] 4.34] -1533 1.00) 10.07 8.74 -3.95 4.79
5210 56 031 0.00] -15.53 0.90] 10.07 8.74| -425| 449 -14.75 1.00] 10.07 8.74 -3.37 5.37
60 0.31 0.00] -15.21 0.90] 10.07 8.74] -3.93 4.81] -15.09 1.00] 10.07 8.74 -3.71 5.03
53 0.31 0.00f -14.99 0.90] 10.07 8.74] -3.71 5.03| -13.02 1.00] 10.07 8.74 -1.64 7.10
5290 56| 031 0.00] -14.51 0.90] 10.07 8.74| -3.23 5.51] -13.10 1.00] 10.07 8.74 -1.72 7.02
60 0.31 0.00] -14.64 0.90] 10.07 8.74] -3.36 5.38] -13.38 1.00] 10.07 8.74 -2.00 6.74
53 0.31 0.00f -13.90 1.00] 10.07 8.74] -2.52 622 -14.82 1.10] 10.07 8.74 -3.34 5.40
5530 56| 031 0.00] -13.75 1.00] 10.07 8.74| -2.37 6.37] -14.79 1.10] 10.07 8.74 -3.31 5.43
60 0.31 0.00f -13.27 1.00] 10.07 8.74] -1.89 6.85| -14.91 1.10] 10.07 8.74 -3.43 5.31
53 0.31 0.00f -13.78 1.00] 10.07 8.74] -2.40 6.34| -14.93 1.10] 10.07 8.74 -3.45 5.28
5610 56| 031 0.00] -13.69 1.00] 10.07 8.74| -2.31 6.43] -15.01 1.10] 10.07 8.74 -3.53 5.21
60 0.31 0.00f -13.27 1.00] 10.07 8.74] -1.89 6.85| -14.64 1.10] 10.07 8.74 -3.16 5.58
53 0.31 0.00] -14.92 1.00] 10.08 8.74] -3.53 5.21] -13.98 1.10f 10.08 8.74 -2.49 6.25
5690 56| 031 0.00] -14.43 1.00] 10.08 8.74] -3.04] 5.70] -13.67 1.10]  10.08 8.74 -2.18 6.56
60 0.31 0.00f -14.40 1.00] 10.08 8.74] -3.01 5.73] -13.59 1.10] 10.08 8.74 -2.10 6.64
53 0.31 0.27] -17.57 1.00] 10.08 8.74[ -591 2.83] -16.98 1.10] 10.08 8.74 -5.22 3.52
5775 56| 031 0.27] -17.60 1.00] 10.08 874 -594] 2.80| -17.12 1.10) 10.08 8.74 -5.36 3.38
60]  0.31 0.27) -17.34 1.00] 10.08 8.74| -5.68 3.06) -17.17 1.10) 10.08 8.74 -5.41 3.33

Sample Calculation:
PSD: Power Spectral Density

The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.
RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)

PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor

PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain
The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC,

5725 MHz-5850 MHz for IC)
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 10, 2022
Temperature / Humidity 23 deg. C/36 % RH 23 deg. C/31 % RH
Engineer Ken Fujita Ken Fujita
Antenna 3 Antenna 1
Mode Tx 11ax-80 OFDMA (242-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.ir.p.)
Frequency| Index Antenna Result | Limit | Margin Antenna Result | Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [mW/MHz]|[mW/MHz][mW/MHZz[dBm/MHz[dBn/MHz| [dB] |[mW/MHz][mW/MHz|[mW/MHz}dBm/MHz[[dBm/MHz| [dB]
61 0.32] 040] 0.72] -142 8.26] 9.68 237 3.02 539 732 17.00] 9.68
5210 62 0.31 039 071 -1.52 8.26] 9.78 233 294 528 7.22| 17.00] 9.78
64 0.34] 041 0.74]  -1.29 8.26] 9.55 2.53 3.03 5.56)  7.45| 17.00] 9.55
61 0.43 0.62 1.05 0.22 8.26] 8.04 325 462 787 8.96] 17.00] 8.04
5290 62 041 0.56] 0.98] -0.10 8.26] 8.36 3.0 422 731 8.64] 17.00] 836
64 042 0.59 1.02 0.07 8.26] 8.19 3.16) 444 7.6l 8.81f 17.00] 8.19
61 0.55 0.43 0.98] -0.09 8.26] 8.35 4.15 3.18 7.33 8.65 17.00] 835
5530 62 0.54 041 0.95] -0.20 8.26] 8.46 4.06] 3.08 7.14 8.54] 17.00] 8.46
64] 0.58 0.46 1.04 0.16 8.26] 8.10 4.33 3.43 7.71 8.90[ 17.00] 8.10
61 0.53 0.43 0.96] -0.16 826 8.42 4.000  3.21 7.21 8.58] 17.00] 8.42
5610 62 0.51 0.37] 0.83] -0.57 8.26] 8.83 3.79 2.77 6.56 8.17] 17.00] 8.83
64 0.56] 040 096 -0.17 8.26] 8.43 4.19 3.01 7.19 8.57| 17.00] 8.43
61 049] 0.52 1.01 0.03 8.26] 8.23 3.65 3.88 7.53 8.77 17.00] 8.23
5690 62 0.45 0.51 0.96] -0.17 8.26] 8.43 3.37 3.83 7.20 8.57| 17.00] 8.43
64] 045 0.55 1.00 0.00f 826] 8.26 3.40]  4.08 7.48 8.74| 17.00] 8.26
61 0.26 0.27 0.54] -2.71] 27.26] 29.98 1.96 2.05 4.00 6.02] 36.00] 29.98
5775 62 0.25 0.25 0.50] -2.99] 27.26] 30.25 1.88 1.88 3.76 5.75] 36.00] 30.25
64 0.26 0.27 0.53] -2.74] 27.26] 30.00 1.96 2.02 3.98 6.00] 36.00] 30.00
Antenna 1 Antenna 3
Tested RU Duty | RBW | PSD | Cable | Atten. [Antenna] PSD Result PSD | Cable | Atten. |Antennal PSD Result
Frequency| Index | Factor |Correction| Reading] Loss | Loss | Gain | Cond. | e.ir.p. |Reading] Loss | Loss | Gain Cond. eirp.
Factor
[MHz] [dB] [dB] [dBm/MHz| [dB] [dB] [dBi] [dBm/MHzJdBm/MHz[[dBm/MHz] [dB] [dB] [dBi] | [dBnMHzZ] | [dBnvMHzZ]
61 0.35 0.00] -16.31 0.90] 10.07 874 -4.99] 3.75| -15.36 1.00) 10.07 8.74 -3.94 4.80
5210 62 0.35 0.00] -16.38 0.90] 10.07 8.74| -5.06] 3.68] -15.47 1.00] 10.07 8.74 -4.05 4.69
64 0.35 0.00f -16.03 0.90] 10.07 8.74] -4.71 4.03] -15.34 1.00] 10.07 8.74 -3.92 4.82
61 0.35 0.00f -14.94 0.90] 10.07 8.74] -3.62 5.12| -13.51 1.00] 10.07 8.74 -2.09 6.65
5290 62 0.35 0.00] -15.15 0.90] 10.07 8.74| -3.83 491] -13.91 1.00] 10.07 8.74 -2.49 6.25
64 0.35 0.00] -15.06 0.90] 10.07 8.74] -3.74 5.00f -13.68 1.00] 10.07 8.74 -2.26 6.48
61 0.35 0.00f -13.98 1.00] 10.07 8.74] -2.56 6.18| -15.23 1.10] 10.07 8.74 -3.71 5.03
5530 62 0.35 0.00] -14.07 1.00] 10.07 8.74| -2.65 6.09] -15.38 1.10] 10.07 8.74 -3.86 4.88
64 0.35 0.00f -13.79 1.00] 10.07 8.74] -2.37 6.37| -14.90 1.10] 10.07 8.74 -3.38 5.36
61 0.35 0.00f -14.14 1.00] 10.07 8.74] -2.72 6.02| -15.19 1.10] 10.07 8.74 -3.67 5.07
5610 62 0.35 0.00] -14.37 1.00] 10.07 874 -2.95 5.79] -15.84 1.10] 10.07 8.74 -4.32 4.42
64 0.35 0.00] -13.94 1.00] 10.07 8.74] -2.52 6.22| -15.48 1.10] 10.07 8.74 -3.96 4.78
61 0.35 0.00] -14.54 1.00] 10.08 8.74] -3.11 5.63| -14.38 1.10f 10.08 8.74 -2.85 5.89
5690 62 0.35 0.00] -14.89 1.00] 10.08 8.74] -3.46| 528 -14.44 1.10]  10.08 8.74 2291 5.83
64 0.35 0.00f -14.85 1.00] 10.08 8.74] -3.42 532 -14.16 1.10] 10.08 8.74 -2.63 6.11
61 0.35 0.27] -17.52 1.00] 10.08 874 -582 2.92| -17.43 1.10] 10.08 8.74 -5.63 3.11
5775 62 0.35 0.27] -17.69 1.00] 10.08 874 -599] 2.75] -17.80 1.10) 10.08 8.74 -6.00 2.74
64] 035 0.27) -17.51 1.00] 10.08 8.74| -5.81 2.93] -17.49 1.10) 10.08 8.74 -5.69 3.05

Sample Calculation:

PSD: Power Spectral Density
The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)

PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC,

5725 MHz-5850 MHz for IC)
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 10, 2022
Temperature / Humidity 23 deg. C/36 % RH 23 deg. C/31 % RH
Engineer Ken Fujita Ken Fujita
Antenna 3 Antenna 1
Mode Tx 11ax-80 OFDMA (484-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested RU PSD (Conducted) PSD (e.ir.p.)
Frequency| Index Antenna Result | Limit | Margin Antenna Result | Limit | Margin
1 3 Sum 1 3 Sum
[MHz] [mW/MHz|[mW/MHZ|[mW/MHz dBrvMHz[[dBmvMHz|  [dB] _|[[mW/MHz|[mW/MHz|[mW/MHz|dBnvMHz[[dBnvMHz| [dB]
5210 65 0.17 0.20 0.37] -4.36 8.26] 12.62 1.25 1.49 2.74 4.38] 17.00] 12.62
66 0.17 0.23 0.40] -3.98 8.260] 12.24 1.30 1.69 2.99 4.76] 17.00] 12.24
5290 65 0.22 0.30 0.52] -2.83 8.26] 11.09 1.65 2.25 3.90 591 17.00] 11.09
66 0.22 0.33 0.56] -2.53 8.26] 10.79 1.68 2.49 4.17 6.21] 17.00] 10.79
5530 65 0.28 0.22 0.50] -3.01 8.26] 11.27 2.10 1.64 3.74 5.73] 17.00] 11.27
66 0.34 0.23 0.57] -247 8.26] 10.73 2.52 1.72 4.24 6.27| 17.00] 10.73
5610 65 0.30 0.21 0.51] -2.92 8.26] 11.18 2.24 1.58 3.82 5.82 17.00] 11.18
66 0.29 0.22 0.51] -2.89 8.26] 11.15 2.20 1.65 3.85 5.85] 17.00] 11.15
5690 65 0.24 0.27 0.51] -2.90 8.26] 11.16 1.82 2.01 3.83 5.84] 17.00] 11.16
66 0.26 0.28 0.54] -2.71 8.26] 10.97 1.92 2.09 4.01 6.03] 17.00] 10.97
5775 65 0.13 0.14 0.26] -5.79] 27.26] 33.05 0.95 1.02 1.97 2.95| 36.00] 33.05
66 0.13 0.14 0.27] -5.64] 27.26] 32.90 0.97 1.07 2.04 3.10] 36.00] 32.90
Antenna 1 Antenna 3
Tested RU Duty | RBW | PSD | Cable | Atten. |Antenna] PSD Result PSD | Cable | Atten. |Antennal PSD Result
Frequency| Index | Factor |Correction| Reading| Loss | Loss | Gain | Cond. | e.i.r.p. |Reading] Loss | Loss | Gain Cond. e.dr.p.
Factor
[MHz] [dB] [dB] [dBm/MHz] [dB] [dB] | [dBi] [dBm/MHz[dBm/MHz[dBm/MHz] [dB] [dB] | [dBi] | [dBm/MHz]] [dBm/MHz]
5210 65 0.36 0.00] -19.09 0.90] 10.07 8.74] -1.76 0.98] -18.44 1.00] 10.07 8.74 -7.01 1.73
66 0.36 0.00] -18.93 0.90] 10.07 8.74f  -7.60 1.14] -17.89 1.00f 10.07 8.74 -6.46 2.28
5200 65 0.36 0.00] -17.90 0.90] 10.07 8.74] -6.57 2.17] -16.65 1.00] 10.07 8.74 -5.22 3.52
66 0.36 0.00] -17.81 0.90] 10.07 8.74] -6.48 2.26] -16.20 1.00] 10.07 8.74 -4.77 3.97
5530 65 0.36 0.00] -16.94 1.00] 10.07 8.74] -5.51 3.22] -18.13 1.10] 10.07 8.74 -6.60 2.14
66 0.36 0.00] -l16.16 1.00] 10.07 8.74] -4.73 4.01] -1791 1.10] 10.07 8.74 -6.38 2.36
5610 65 0.36 0.00] -16.67 1.00] 10.07 8.74] -524 3.50] -18.29 1.10]  10.07 8.74 -6.76 1.98
66 0.36 0.00] -16.75 1.00] 10.07 8.74] -532 3.41] -18.09 1.10] 10.07 8.74 -6.56 2.18
5690 65 0.36 0.00] -17.58 1.00] 10.08 8.74] -6.14 2.60] -17.24 1.10] 10.08 8.74 -5.70 3.04
66 0.36 0.00] -17.35 1.00] 10.08 8.74] -591 2.83] -17.07 1.10f 10.08 8.74 -5.53 3.21
5775 65 0.36 0.27] -20.67 1.00] 10.08 8.74] -896] -0.22] -20.46 1.10] 10.08 8.74 -8.65 0.09
66 0.36 0.27) -20.59 1.00f 10.08 8.74] -8.88] -0.14] -20.24 1.10] 10.08 8.74 -8.43 0.31

Sample Calculation:
PSD: Power Spectral Density

The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.
RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)
PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain
The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC,

5725 MHz-5850 MHz for IC)
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Maximum Power Spectral Density

Test place Ise EMC Lab. No.8 Measurement Room
Date February 8, 2022 February 10, 2022
Temperature / Humidity 23 deg. C/36 % RH 23 deg. C/31 % RH
Engineer Ken Fujita Ken Fujita
Antenna 3 Antenna 1
Mode Tx 11ax-80 OFDMA (996-tone RU)
Antenna 1+3 Applied limit: 15.407, mobile and portable client device
Tested PSD (Conducted) PSD (e.i.r.p.)
Frequency Antenna Result | Limit | Margin Antenna Result | Limit | Margin
1 3 Sum 1 3 Sum

[MHz] |J[mW/MHz)[mW/MHz][mW/MHzdBn/MHz[dBm/MHz| [dB] |[mW/MHz][mW/MHz}[mW/MHz|[dBm/MHz[dBm/MHz| [dB]

5210 0.11 0.15 0.26] -5.86 8.26] 14.12 0.83 1.11 1.94 2.88] 17.00f 14.12

5290 0.16 0.20 0.36] -4.39 8.26] 12.65 1.19 1.53 2.72 435 17.00] 12.65

5530 0.21 0.16 0.37] -4.32 8.26] 12.58 1.59 1.18 2.76 4.42] 17.00] 12.58

5610 0.21 0.14 0.35] -4.59 8.26] 12.85 1.59 1.01 2.60 4.15] 17.00] 12.85

5690 0.18 0.20 0.38] -4.23 8.26] 12.49 1.32 1.51 2.82 4.51] 17.00] 12.49

5715 0.09 0.10 0.19] -7.26] 27.26] 34.52 0.67 0.73 1.40 1.48] 36.00] 34.52

Antenna 1 Antenna 3
Tested Duty | RBW | PSD | Cable | Atten. |Antenna] PSD Result PSD | Cable | Atten. |Antenna PSD Result
Frequency| Factor [Correction| Reading| Loss Loss | Gain | Cond. | e.ir.p. |Reading| Loss Loss | Gain Cond. e.irp.
Factor

[MHz] [dB] [dB] [dBmMHz| [dB] [dB] | [dBi] [dBm/MHz[dBm/MHz[dBm/MHz| [dB] [dB] | [dBi] [ [dBm/MHz]| [dBm/MHz]
5210 0.39 0.00] -20.89 0.90] 10.07 8.74] -9.53] -0.79] -19.76 1.00] 10.07 8.74 -8.30 0.44
5290 0.39 0.00] -19.35 0.90] 10.07 8.74] -7.99 0.75] -18.35 1.00] 10.07 8.74 -6.89 1.85
5530 0.39 0.00] -18.19 1.00] 10.07 8.74] -6.73 2.01] -19.60 1.10] 10.07 8.74 -8.04 0.70
5610 0.39 0.00] -18.19 1.00] 10.07 8.74] -6.73 2.01] -20.24 1.10] 10.07 8.74 -8.68 0.06
5690 0.39 0.00] -19.01 1.00] 10.08 8.74] -7.54 1.20] -18.53 1.10] 10.08 8.74 -6.96 1.78
5715 0.39 0.27] -22.21 1.00] 10.08 8.74] -1047] -1.73] -21.93 1.10] 10.08 8.74 -10.09 -1.35

Sample Calculation:

PSD: Power Spectral Density

The PSD within 5725 MHz to 5825 MHz are based on any 500 kHz band.

RBW Correction Factor = 10 * log (Specified bandwidth / Measured bandwidth)

PSD Result (Conducted) = Reading + Cable Loss (including the cable(s) customer supplied) + Atten. Loss + Duty Factor + RBW Correction Factor
PSD Result (e.i.r.p.) = Conducted PSD Result + Antenna Gain

The conducted PSD limit was reduced by the amount in dB that the directional gain of the antenna exceeds 6 dBi. (All frequencies for FCC, 5725
MHz-5850 MHz for IC)
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11a, Antenna 1
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11a, Antenna 1
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11a, Antenna 1
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Maximum Power Spectral Density

11a, Antenna 3
5180 MHz 5260 MHz
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11a, Antenna 3
5500 MHz 5700 MHz
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11a, Antenna 3
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