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TEST REPORT

Applicant : Sony Group Corporation
Manufacturer : Sony Group Corporation
EUT Description

(1) Product . Digital Media Player

(2) Model : YY1304B

(3) Brand . SONY

(4) Power Supply : DC 5V by Charging or DC 3.8V by Lithium Battery

Applicable Standards:
Title 47 FCC CFR Part 15 Subpart E

Audix Technology Corp. tested the equipment mentioned in accordance with the requirements set
forth in the above standards. Test results indicate that the equipment tested is capable of
demonstrating compliance with the requirements as documented within this report.

Audix Technology Corp. does not assume responsibility for any conclusions and generalizations
drawn from the test results with regard to other specimens and samples.

Date of Report: 2026. 09. 21
Reviewed by: »
(v L\ .VUW:\ (Sunnie Huang/Administrator)
Approved by: o i |
. rmmw,{ H;uej,w\ (Johnny Hsueh/Deputy Manager)
d
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1. REVISION RECORD OF TEST REPORT

Edition No Issued Date

Revision Summary

Report Number

0 2026. 09. 21

Original Report

EM-F260335

File Number: C1M2606245

Report Number: EM-F260335

This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.
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2. Summary of TEST results

ggzsc:iopneg Description Results
15.207 Conducted Emission PASS
12283/(1;(26(;9 Radiated Band Edge and Radiated Spurious Emission PASS
15.407(a)(9) Maximum Power Spectral Density PASS
15.407(a)(9) Maximum Conducted Output Power PASS
2.1049 Emission/Occupied Bandwidth PASS
15.407(b)(6) Undesirable emission limits: Spurious Emission (Conducted)| PASS
15.407(b)(7) In-Band Emission (Channel Mask) PASS
15.407(d)(6) Contention Based Protocol PASS
15.407(g) Frequency Stability PASS
FCC 15.407(d)(10) | Transmit Power Control (TPC) PASS
Note: The uncertainties value is not used in determining the result.

File Number: C1M2606245 Report Number: EM-F260335
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3. GENERAL INFORMATION

The EUT’s information described in this section are all provided by the applicant.

3.1. Description of Application

i Sony Group Corporation

Applicant .
1-7-1 Konan Minato-ku Tokyo, 108-0075 Japan

Manufacturer Sony Group Corporation

Hract 1-7-1 Konan Minato-ku Tokyo, 108-0075 Japan
Product Digital Media Player
Brand SONY
Model YY1304B

File Number: C1M2606245

Report Number: EM-F260335

This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.
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3.2. Description of EUT

Test Model YY1304B
Serial Number N/A
Software Version N/A

Power Rating

DC 5V by Charging or DC 3.8V by Lithium Battery

RF Features

WLAN: 802.11 a/b/g/n/ac/ax
Bluetooth: BT and BLE

2.4 GHz Bands
802.11b 1T1R
802.11g 1T1R
802.11n-HT?20/40 1T1R
802.11ax-HE20/40 1T1R
BT/BLE 1T1R
. U-NII Bands
VBB e 802.11a 1TIR
802.11n-HT?20/40 1T1R
802.11ac-VHT20/40/80/160 1T1R
802.11ax-HE20/40/80/160 1T1R
WLAN 6E Bands
802.11a 1T1R
802.11ax-HE20/40/80/160 1T1R
LILow-power Indoor AP
[JSubordinate
Clindoor Clients
Device Category []Standard Power AP
CJFixed Clients
[]Standard Clients
MVLP
Sample Status Trial sample
Sample No. Test Item Firmware
01 AC Conduction N/A
Test Sample 03 Radiated N/A
02 RF Conducted N/A
Date of Receipt 2026. 05. 29

Date of Test

2026. 06. 29 ~ 09. 09

Interface Ports of EUT

USB-C Port x 1

Micro SD Slot x 1

3.5mm headphone jack x 1
4.4mm headphone jack x1

Accessories Supplied

* Type C Cable: Detached, 0.5m

Note: Pursuant ISO 17025:2017 section 7.8.2, Audix Technology Corp. does not assume responsibility for all EUT’s
information including RF features, transmit type, antenna information...etc are provided by customer.
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3.3. Reference Test Guidance

ANSIC63.10-2020
KDB 789033 D02 v02r01, KDB 662911 D01 v02r01, KDB 987594 D02 v03

3.4. Antenna Information

No. Manufacture Antenna Model Antenna Type Frequency (MHz) Max Gain(dBi)
2400-2500 2.69
5150-5250 0.05
5250-5350 0.05
5470-5725 0.13
1 | PEGATRON & INPAQ YY1304B PIFA 5725-5850 0.95
5925-6425 1.42
6425-6525 0.98
6525-6875 1.35
6875-7125 0.22

Note: The antenna is compliance with FCC Part 15 Section § 15.203 requirement.
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3.5. EUT Specifications Assessed in Current Report

Mode U-NII Band Fundamental Range (MHz) Channel Number

5 5955-6415 24

6 6435-6515 5
802.11a

7 6535-6855 17

8 6875-7095 12

5 5955-6415 24

6 6435-6515 5
802.11ax-HE20

7 6535-6855 17

8 6875-7095 12

5 5965-6405 12

6 6445-6485 2
802.11ax-HE40

7 6525-6845 9

8 6885-7085 6

5 5985-6385 6

6 6465-6545 2
802.11ax-HES80

7 6625-6785 3

8 6865-7025 3

5 6025-6345 3

6 6505 1
802.11ax-HE160

7 6665-6825 2

8 6985 1

Mode Modulation Data Rate (Mbps)
802.11a OFDM (BPSK/QPSK/16QAM/64QAM) Up to 54
802.11ax-HE20 Upto 143.5
802.11ax-HE40 Up to 287
OFDMA (BPSK/ QPSK/ 16QAM/ 64QAM/ 256QAM/1024QAM)
802.11ax-HE80 Up to 600.5
802.11ax-HE160 Up to 1201
File Number: C1M2606245 Report Number: EM-F260335

This test report may be reproduced in full only. The document may only be updated by Audix Technology
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Channel List
802.11a/802.11ax-HE20
U-NII Channel [Frequency| U-NII Channel [Frequency|| U-NII Channel [Frequency| U-NII Channel [Frequency
Band Number | (MHz) Band Number | (MHz) Band Number | (MHz) Band Number | (MHz)
2 5955 97 6435 117 6535 185 6875
5 5975 101 6455 121 6555 189 6895
9 5995 6 105 6475 125 6575 193 6915
13 6015 109 6495 129 6595 197 6935
17 6035 113 6515 133 6615 201 6955
21 6055 137 6635 8 205 6975
25 6075 141 6655 209 6995
29 6095 145 6675 213 7015
33 6115 7 149 6695 217 7035
37 6135 153 6715 221 7055
41 6155 157 6735 225 7075
5 45 6175 161 6755 229 7095
49 6195 165 6775
53 6215 169 6795
57 6235 173 6815
61 6255 177 6835
65 6275 181 6855
69 6295
73 6315
77 6335
81 6335
85 6375
89 6395
93 6415
Channel List
802.11ax-HE40
U-NII Channel |Frequency| U-NII Channel |Frequency| U-NII Channel |Frequency| U-NII Channel |Frequency
Band Number | (MHz) Band Number | (MHz) Band Number | (MHz) Band Number | (MHz)
3 5965 6 99 6445 115 6525 187 6885
11 6005 107 6485 123 6565 195 6925
19 6045 131 6505 8 203 6965
27 6085 139 6645 211 7005
35 6125 7 147 6685 219 7045
5 43 6165 155 6725 227 7085
51 6205 163 6765
59 6245 171 6805
67 6285 179 6845
75 6325
83 6365
91 6405
Channel List
802.11ax-HE80
U-NII Channel [Frequency| U-NII Channel [Frequency|| U-NII Channel [Frequency|| U-NII Channel [Frequency
Band Number | (MHz) Band Number | (MHz) Band Number | (MHz) Band Number | (MHz)
7 5985 6 103 6465 135 6625 183 6865
23 6065 119 6545 7 151 6705 8 199 6945
5 39 6145 167 6785 215 7025
55 6225
71 6305
87 6385
Channel List
802.11ax-HE160
U-NII Channel [Frequency| U-NII Channel [Frequency|| U-NII Channel [Frequency|| U-NII Channel [Frequency
Band Number | (MHz) Band Number | (MHz) Band Number | (MHz) Band Number | (MHz)
15 6025 6 111 6505 7 143 6665 8 175 6825
5 47 6185 207 6985
79 6345
95 6425

Note: Test modes are presented at section 3.7.
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3.6. Description of Key Components

None.

3.7. Test Configuration

Mode TX,n (MS) TX onroff(IMS) Duty Cycle (x) Duty Cycle Factor [10log(1/x)] (dB)
802.11a 2.080 2.110 0.986 N/A
802.11ax-HE20 5.440 5.460 0.996 N/A
802.11ax-HE40 5.400 5.450 0.991 N/A
802.11ax-HES80 5.410 5.460 0.991 N/A
802.11ax-HE160 5.430 5.450 0.996 N/A
Mode RU Tone TX,n (MS) TX on+off(MS) Duty Cycle (x) Duty Cycle Factor [10log(1/x)] (dB)
26 5.060 5.100 0.992 N/A
802.11ax-HE20 52 5.070 5.100 0.994 N/A
106 4.770 4.790 0.996 N/A

average detector.

Mode

Txon (ms) / T0n+Toﬁ(mS)

802.11a

802.11ax-HE20

802.11ax-HE40

Note: When duty cycle is less than 98% (0.98) that duty cycle factor 10log(1/x) is needed to add in conducted test items measured in
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Mode

Txon (ms) / T0n+Toﬁ(ms)

802.11ax-HES80

802.11ax-HE160

Mode

802.11ax-HE20
(RU Tone: 26)

802.11ax-HE20
(RU Tone: 52)

802.11ax-HE20
(RU Tone: 106)

File Number: C1M2606245
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Item

Mode

IAC Conduction Test Case

Normal Operation

Item

Mode

Radiated Test

Case
Notel

Radiated Band Edge

Radiated Radiated Spurious Emission Normal Operation
Test Case (30MHz~1GHz) P
Item Mode RU Tone| Data Rate Test Frequency (MHz)
Radiated Spurious Emission
(3OMHZ~1GHZ)N°‘e 283 802.11ax-HE40 HEO 6405
802.11a 6 Mbps [5955/7095

802.11ax-HE20

HEO |5955/7095

802.11ax-HE40

HEO |5965/7085

802.11ax-HES80

HEO |5985/7025

802.11ax-HE160

HEO |6025/6985

802.11ax-HE20

26/0 HEOQ [5955

26/8 HEO [7095

52/37 HEO [5955

52/40 HEO [7095

106/53| HEO [5955

106/54( HEO [7095

Radiated Spurious Emission
Note4&7

802.11a

5955/6175/6415/
6435/6475/6515/
6535/6695/6855/
6875/6995/7095

6 Mbps

802.11ax-HE20

5955/6175/6415/
6435/6475/6515/
6535/6695/6855/
6875/6995/7095

HEQ

802.11ax-HE40

5965/6165/6405/
6445/6485/
6525/6685/6845/
6885/7005/7085

HEQ

802.11ax-HE80

5985/6145/6385/
6465/6545/
6625/6705/6785/
6865/6945/7025

HEQ

802.11ax-HE160

6025/6185/6345/

HEQ

6505/6665/6825/6985
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Item

Mode

RU Tone

Data Rate

Test Frequency (MHz)

Conducted
Test Case

Power spectral density

802.11a

6 Mbps

5955/6175/6415/
6435/6475/6515/
6535/6695/6855/
6875/6995/7095

802.11ax-HE20

HEO

5955/6175/6415/
6435/6475/6515/
6535/6695/6855/
6875/6995/7095

802.11ax-HE40

HEO

5965/6165/6405/
6445/6485/
6525/6685/6845/
6885/7005/7085

802.11ax-HES80

HEOQ

5985/6145/6385/
6465/6545/
6625/6705/6785/
6865/6945/7025

802.11ax-HE160

HEOQ

6025/6185/6345/
6505/6665/6825/6985

802.11ax-HE20

26/0

HEQ

6435

52/40

HEQ

6415

106/53

HEQ

5955

Maximum output power

802.11a

6 Mbps

5955/6175/6415/
6435/6475/6515/
6535/6695/6855/
6875/6995/7095

802.11ax-HE20

HEQ

5955/6175/6415/
6435/6475/6515/
6535/6695/6855/
6875/6995/7095

802.11ax-HE40

HEQ

5965/6165/6405/
6445/6485/
6525/6685/6845/
6885/7005/7085

802.11ax-HES80

HEQ

5985/6145/6385/
6465/6545/
6625/6705/6785/
6865/6945/7025

802.11ax-HE160

HEQ

6025/6185/6345/
6505/6665/6825/6985

802.11ax-HE20

26/0

HEQ

5955/6435/6535/6875

26/4

HEQ

6175/6475/6695/6995

26/8

HEQ

6415/6515/6855/7095

52/37

HEQ

5955/6435/6535/6875

52/39

HEQ

6175/6475/6695/6995

52/40

HEQ

6415/6515/6855/7095

106/53

HEQ

5955/6435/6535/6875

106/54

HEQ

6175/6475/6695/6995

106/54

HEQ

6415/6515/6855/7095
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Item Mode RU Tone| Data Rate Test Frequency (MHz)

5955/6175/6415/
6435/6475/6515/
6535/6695/6855/
6875/6995/7095

802.11a 6 Mbps

5955/6175/6415/
6435/6475/6515/
6535/6695/6855/
6875/6995/7095

802.11ax-HE20 --- HEO

Occupied Bandwidth & 5965/6165/6405/

Spurious Emission 6445/6485/
802.11ax-HE40 HEO 6525,/6685/6845/

6885/7005/7085

5985/6145/6385/
6465/6545/
6625/6705/6785/
6865/6945/7025

802.11ax-HES80 --- HEOQ

6025/6185/6345/

802 11ax-HE160 HEO  l5505/6665/6825/6985

5955/6175/6415/

6435/6475/6515/
Conducted 802.11a | BMBPS |eoas6605/6855/
Test Case 6875/6995/7095

5955/6175/6415/
6435/6475/6515/
6535/6695/6855/
6875/6995/7095

802.11ax-HE20 --- HEQ

5965/6165/6405/

B 6445/6485/
In-Band Emission 802.11ax-HE40 | HEO leso5/6685/6845/

(Channel Mask) 6885/7005/7085

5985/6145/6385/
6465/6545/
6625/6705/6785/
6865/6945/7025

802.11ax-HES80 --- HEQ

6025/6185/6345/
802 11ax-HE160 HEO  l6505/6665/6825/6985

26/0 HEO (6435

802.11ax-HE20 52/40 HEO [6415

106/53| HEOQ |5955

802.11ax-HE20 --- HEO |6135/6455/6695/7015

Contention Based Protocol 12552 "HE 160 HEO  |6185/6505/6665/6985

Frequency stability 802.11a 6 Mbps 5955

Note 1: [OMobile Device MPortable Device and 3 axis were assessed. The worst scenario for Radiated Spurious Emission as follow:
MLie [Side [IStand

Note 2: Low, mid, and high channels were measured, only the worst channel of each modulation was presented in this report.

Note 3: The data rates were selected based on preliminary testing that identified rate as the worst case for output power.

Note 4: For the CBP test, The EUT does not support channel puncturing mechanism.

Note 5: (If used) For the Partial_RU modes which include single RU, Multi RU that are less than or equal Full RU power setting, we
have conducted tests for Power, PSD, Mask and Radiated band-edge.

Note 6: (If used) For the Partial_RU modes including single RU, Multi RU, We had done the pre-scan to determine the worst-case
modes from the all combinations. The worst-case results (PSD, Mask, Radiated Band-Edge) are presented in the report.

Note 7: In accordance with ANSI C63.10-2020, Clause 6.3.4, both tabular data and spectral plots are provided. Since multiple
operating modes were evaluated, only the worst-case spectral plots representing the maximum emission levels for each
mode in each operating band are included in this report.

File Number: C1M2606245 Report Number: EM-F260335

This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.



AUDIX ]

Audix Technology Corp.

No. 491, Zhongfu Rd., Linkou Dist.,

New Taipei City244,Taiwan

Page 17 of 42

Tel: +886 2 26099301
Fax: +886 2 26099303

3.8. Output Power Setting
. OFDM Modulation

Modulation Type U-NII Band Centre Frequency (MHz) Power Setting
5955 2.00
5 6175 4.00
6415 2.00
6435 2.00
6 6475 2.00
6515 2.00
802.11a 6535 100
7 6695 -1.00
6855 1.00
6875 2.00
8 6995 2.00
7095 1.00
5955 2.00
5 6175 4.00
6415 2.00
6435 2.00
6 6475 2.00
6515 2.00
802.11ax-HE20 6535 100
7 6695 1.00
6855 1.00
6875 2.00
8 6995 2.00
7115 2.00
5965 3.00
5 6165 5.50
6405 3.00
6 6445 5.00
6485 5.00
802.11ax-HE40 6525 4.00
7 6685 4.00
6845 4.00
6885 6.00
8 7005 8.00
7085 5.00
5985 7.00
5 6145 8.50
6385 6.50
6 6465 6.50
6545 6.50
802.11ax-HE80 6625 6.50
7 6705 5.00
6785 5.00
6865 6.00
8 6945 8.00
7025 7.00
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Modulation Type U-NII Band Centre Frequency (MHz) Power Setting
6025 7.00
5 6185 8.50
6345 6.50
802.11ax-HE160 6 6505 6.50
7 6665 6.50
6825 5.50
8 6985 7.00
. OFDMA Modulation
Modulation Type U-NII Band | Tones | RU Index | Centre Frequency (MHz)[ Power Setting
26 0 5955 -8.00
5 26 4 6175 -8.00
26 8 6415 -8.00
26 0 6435 -8.00
6 26 4 6475 -8.00
26 8 6515 -8.00
26 0 6535 -9.00
7 26 4 6695 -9.00
26 8 6855 -9.00
26 0 6875 -7.00
8 26 4 6995 -6.00
26 8 7095 -7.00
52 37 5955 -5.00
5 52 39 6175 -2.00
52 40 6415 -5.00
52 37 6435 -5.00
6 52 39 6475 -5.00
52 40 6515 -5.00
802.11ax-HE20 5 3 6535 500
7 52 39 6695 -6.00
52 40 6855 -6.00
52 37 6875 -4.00
8 52 39 6995 -3.00
52 40 7095 -5.00
106 53 5955 -2.00
5 106 54 6175 -2.00
106 54 6415 -2.00
106 53 6435 -2.00
6 106 54 6475 -2.00
106 54 6515 -2.00
106 53 6535 -3.00
7 106 54 6695 -3.00
106 54 6855 -3.00
106 53 6875 -0.50
8 106 54 6995 -0.50
106 54 7095 -2.50
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3.9. Tested Supporting System List
3.9.1. Support Peripheral Unit

No. Product Brand Model No. Serial No. Approval Remarks
ASUS X1403Z N/A N/A Provided by LAB
A [Notebook PC
acer N22Q3 N/A N/A Provided by LAB
B |Balanced Adapter N/A N/A N/A N/A Supplied by Client
C [Earphone #1 SONY MDR-1AM2 N/A N/A Supplied by Client
D |Earphone #2 APPLE N/A N/A N/A Provided by LAB
E |Micro SD Card SanDisk N/A N/A N/A Provided by LAB
3.9.2. Cable Lists
No. Descriptions Qty. Length (m)  [Shielding (Yes/No)| Cores (Qty.) Remarks
1 |USB-Cto A Cable 1 0.5 Yes 0 Supplied by Client
2 |Earphone Cable 1 1.2 No 0 Supplied by Client
3 |Earphone Cable 1 2.0 No 0 Provided by LAB
4 |AC Power Cord (3C) 1 1.8 No 0 Provided by LAB

3.10. Setup Configuration
3.10.1.EUT Configuration for Power Line & Radiated Emission

Normal Mode
AC Power 2
source 2 Notebook PC (A) | EUT Earphone #1 (C) |
43| Earphone #2 (D) |
= : Balanced Adapter (B)
Transmit Mode : Micro SD Card (E)

EUT

EUT: Digital Media Player

3.10.2.EUT Configuration for RF Conducted Test Items

AC Power 3 1
source Notebook PC (A) EUT

EUT: Digital Media Player
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3.11. Operating Condition of EUT

Normal Mode

Notebook PC sent 1kHz Data transmitting to Digital Media Player via
audio in function.

Transmit Mode

Test program “QRCT V4.0-00211” is used for enabling EUT RF function
under continue transmitting and choosing channel.

3.12. Description of Test Facility

Name of Test Firm

Audix Technology Corporation / EMC Department
No. 491, Zhongfu Rd., Linkou Dist., New Taipei City 244, Taiwan

Tel: +886-2-26092133

Fax: +886-2-26099303

Website : www.audixtech.com

Contact e-mail: attemc_report@audixtech.com

Accreditations

The laboratory is accredited by following organizations
under ISO/IEC 17025:2017
(1) NVLAP(USA)
NVLAP Lab Code 200077-0
(2) TAF(Taiwan)
No. 1724

Test Facilities

FCC OET Designation Number under APEC MRA by NCC is :
TW1724

ISED CAB Identifier Number under APEC TEL MRA by NCC is
TW1724

(1) No.8 Shielded Room
(2) No0.3 3m Semi Anechoic Chamber
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3.13. Measurement Uncertainty
The measurement uncertainty levels have been estimated as specified in ETSI TR 100 028-2001

Test Items/Facilities Frequency Range Uncertainty
. 9kHz-150kHz +3.7dB
(1| No. 7 Shielded Room
Conduction 150kHz-30MHz +3.4dB
Test _ 9kHz-150kHz +3.7dB
M | No. 8 Shielded Room
150kHz-30MHz +3.4dB
30MHz-200MHz, 3m, Horizontal +4.0dB
200MHz-1000MHz, 3m, Horizontal +4.0dB
. No.1 3m Semi 30MHz-200MHz, 3m, Vertical +4.8dB
Anechoic Chamber 200MHz-1000MHz, 3m, Vertical +4.5dB
1GHz-6GHz, 3m +4.2dB
6GHz-18GHz, 3m +4.0dB
30MHz-200MHz, 3m, Horizontal +4.3dB
200MHz-1000MHz, 3m, Horizontal +4.0dB
- No.3 3m Semi 30MHz-200MHz, 3m, Vertical +4.7dB
Anechoic Chamber 200MHz-1000MHz, 3m, Vertical +4.5dB
1GHz-6GHz, 3m +4.7dB
6GHz-18GHz, 3m +4.4dB
Radiation 30MHz-200MHz, 3m, Horizontal +3.9dB
Test 200MHz-1000MHz, 3m, Horizontal +3.90B
0 No.4 3m Semi 30MHz-200MHz, 3m, Vertical +4.6dB
Anechoic Chamber 200MHz-1000MHz, 3m, Vertical +4.3dB
1GHz-6GHz, 3m +4.6dB
6GHz-18GHz, 3m +4.1dB
30MHz-200MHz, 3m, Horizontal +4.4dB
200MHz-1000MHz, 3m, Horizontal +4.2dB
B No.5 3m Semi 30MHz-200MHz, 3m, Vertical +4.9dB
Anechoic Chamber 200MHz-1000MHz, 3m, Vertical +5.1dB
1GHz-6GHz, 3m +4.4dB
6GHz-18GHz, 3m +4.0dB
R(""ldggﬁl‘ii'ggﬂgg‘s 18GHz-40GHz, 3m +3.6dB
Remark : Uncertainty = kuc(y)
Test Item Uncertainty
Maximum Power Spectral Density 10.5dB
Maximum Conducted Output Power 10.42dB
Emission Bandwidth +0.48%
Contention Based Protocol +2.8%
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4. MEASUREMENT EQUIPMENTLIST
4.1. Conducted Emission Measurement
Item Type Manufacturer Model No. Serial No. Cal. Date | Cal. Interval
1. |Test Receiver R&S ESR3 101774 2025.12.30 1 Year
2. |A.M.N. R&S ENV432 101567 2026.07.14 1 Year
3. |L.I.S.N Kyoritsu KNW-407 8-1370-9 2026.01.29 1 Year
4. |Pulse Limiter R&S ESH3-Z2 100354 2025.12.04 1 Year
5. [Signal Cable Yeida RG/58AU CE-08 2026.09.02 1 Year
6. |Digital Thermo-Hygro Meter iMax HTC-1 No.8 S/IR 2026.04.08 1 Year
7. |Test Software Audix e3 V9 18621a N.C.R. N.C.R.
4.2. Radiated Emission Measurement
Item Type Manufacturer Model No. Serial No. Cal. Date | Cal. Interval
1. [Spectrum Analyzer Keysight N9020B MY57120357 | 2026.01.27 1 Year
2. |Test Receiver R&S ESCS30 100338 2026.06.15 1 Year
3. |Amplifier HP 8447D 2944A06669 | 2026.04.23| 1 Year
4. |Amplifier Keysight 83017A MY53270364 | 2026.06.24| 1 Year
5. |Amplifier Agilent 8449B 3008A02678 | 2026.02.23 1 Year
6. [Preamplifier SGH SGH184 20221107-2 2026.07.02 1 Year
7. |Loop antenna TESEQ HLA 6121 60478 2026.06.03 | 1 Year
8. [Bilog Antenna TESEQ CBL6112D 33820 2026.02.06 1 Year
9. [Horn Antenna ETS-Lindgren 3117 00227046 2026.03.25 1 Year
10. [Horn Antenna COM-POWER AH-840 10090054 202509 1 Vear
2026.09.03
. 2026.09.03 1 Year
11. . warison WFIL-N5925-6425F |WR61CFWC4B1
Notch Filter 2026.04.08 1 Year
12. [Notch Filter warison WFIL-N6425-6525F |WR61CFWC6B1| 2026.04.08 | 1 Year
13. |Notch Filter warison WFIL-N6525-6875F |[WR61CFWC8B1| 2026.04.08 1Year
14. |Notch Filter warison WFIL-N6875-7125F |WR61CFWC2B1| 2026.04.08 1Year
15. |Coaxial Cable HUBER+SUHNER S07212BD RE-16 2026.05.07 1 Year
16. |Coaxial Cable HUBER+SUHNER RG223/U RE-33 2026.06.09 1Year
17. |Coaxial Cable HUBER+SUHNER SUCOFLEX 104 RE-32 2025.07.29 1 Year
18. |Coaxial Cable 20250711 1 Year
EMEC EM102A RE-38 2026.07.10
19. |Digital Thermo-Hygro Meter iMax HTC-1 No0.33m A/C | 2026.04.08 1 Year
20. |Test Software Audix e3 V9 18621a N.C.R. N.C.R.
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4.3. RF Conducted Measurement

Item Type Manufacturer Model No. Serial No. Cal. Date | Cal. Interval
1. [Spectrum Analyzer Keysight N9030B MY61330403 | 2025.12.12 1 Year
2. [Power Meter Anritsu ML2495A 2127004 2025.11.18 1 Year
3. [Power Sensor Anritsu MA2411B 1911360 2025.11.18 1 Year
4. |AC Transformer TSAN YAW ATF-189 N/A N.C.R. N.C.R.
5. |Digital Thermo-Hygro Meter iMax HTC-1 RF-03 2026.04.08 1 Year
4.4. Contention Based Protocol Measurement
Item Type Manufacturer Model No. Serial No. Cal. Date | Cal. Interval
1. |Spectrum Analyzer Agilent N9030A-544 US51350140 2025.11.12 1 Year
2. |MXG RF Vector Signal Generator Agilent N5182B MY53050409 2025.12.11 1 Year
3. |Frequency Extender KEYSIGHT N5182BX07 MY59362533 2025.12.11 1 Year
4. |Atteuator (10dB) X2 Worken WK0602-10 0120A02208001S N.C.R N.C.R
5. [Atteuator (30dB) X1 Worken WKO0602-30 0120A02208002S N.C.R N.C.R
6. |CBP Test Unit Keysight N.C.R N.C.R N.C.R N.C.R
7. |Digital Thermo-Hygro Meter iMax HTC-1 RF-03 2026.04.08 1 Year
4.5. Transmitter Power Control Measurement
Item Type Manufacturer Model No. Serial No. Cal. Date | Cal. Interval
1. |Spectrum Analyzer Agilent N9030A-544 US51350140 2025.11.12 1 Year
2. |Multi-Channel Attenuation Control Unit]  Keysight J7204A MY55340105 N.C.R. N.C.R.
3. |[Directional Coupler EMMC EM-CP-058-20S |CP22072002-01 N.C.R. N.C.R.
4. |Digital Thermo-Hygro Meter iMax HTC-1 RF-03 2026.04.08 1 Year
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5. CONDUCTED EMISSION

5.1. Block Diagram of Test Setup
5.1.1. Block Diagram of EUT
Indicated as section 3.10

5.1.2. Shielded Room Setup Diagram

40cm
-— >
EUT Peripherals
80cm
Table [80f¢m
AMN |

LISN

Test Receiver

Table

Ground Plane

5.2. Conducted Emission Limit

Conducted Limit

Frequency Quasi-Peak Level Average Level

150kHz ~ 500kHz 66 ~ 56 dBuV 56 ~ 46 dBuV
500kHz ~ 5MHz 56 dBuV 46 dBuV
5MHz ~ 30MHz 60 dBuV 50 dBuVv

Remark 1. If the average limit is met when using a Quasi-Peak detector, the
measurement using the average detector is not required.
2. The lower limit applies to the band edges.

5.3. Test Procedure

5.3.1. To set up the EUT as indicated in ANSI C63.10. The EUT was placed on the table
which has 80 cm height to the ground and 40 cm distance to the conducting wall.

5.3.2. Power supplier of the EUT was connected to the AC mains through an Artificial

Mains Network (A.M.N.).

5.3.3. The AC power supplies to all peripheral devices must be provided through line
impedance stabilization network (L.I.S.N.)

5.3.4. Checking frequency range from 150kHz to 30 MHz and record the emission
which does not have 20 dB below limit.

5.4. Test Results
Please refer to Appendix A.
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6. RADIATED EMISSION

6.1. Block Diagram of Test Setup

6.1.1. Block Diagram of EUT
Indicated as section 3.10
6.1.2. Setup Diagram for 9kHz-30MHz

v

Absorber

3m

EUT System Distance

|(
—x
0.8m

Turn Table

-
Shie\diﬁé;closure Metal Ground Plane

6.1.3.

Setup Diagram for 30-1000MHz

v

Absorber
EUTS o
ystem Distance
i
Turn Table “ To_gm

Shielding Enclosure Metal Ground Plane

Peak Detector

Quasi Peak Detector -

6.1.4.

Setup Diagram for above 1GHz

i~

Absorber

3m

EUT System .
JYstem Distance

~ 1
\ F

The center of the loop shall be 1m ;

above the ground.

Antenna height is varied from 1 m to4 m

Antenna Tower —

M L e |

Test Receiver

Antenna Tower

)
l

Spectrum Amplifier
Analyzer H

Test Receiver

Antenna Tower —
Antenna height is varied from 1 mto 4 m

.

7

i
Turn Table .

hSs

~ 2

A
Metal Gfound Plane

Shieldihfg‘ Enclosure

Spectrum
Analyzer
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6.2. Radiated Emission Limits

Radiated emissions fall in restricted bands, as defined in FCC Section 15.205 must be in
compliance with the radiated emission limits specified in FCC Section 15.209 as below.

6.2.1. General Limit

. Limits
Frequency (MHz) Distance(m)
dBuV/m puV/m
0.009 - 0.490 300 67.6-20 log f(kHz) 2400/f kHz
0.490 - 1.705 30 87.6-20 log f(kHz) 24000/f kHz
1.705 - 30 30 29.5 30
30- 88 3 40.0 100
88- 216 3 435 150
216- 960 3 46.0 200
Above 960 3 54.0 500
74.0 dBuV/m (Peak)
Above 1000 3 54.0 dBuV/m (Average)

Remark : (1) dBuV/m =20 log (nV/m)

(2) The tighter limit applies to the edge between two frequency bands.

(3) Distance refers to the distance in meters between the measuring instrument antenna
and the closed point of any part of the device or system.

(4) Fundamental and emission fall within operation band are exempted from this
section.

(5) Pursuant to ANSI C63.10: 6.6.4.3,if the maximized peak measured value complies
with the average limit, then it is unnecessary to perform an average measurement.

6.2.2. Limit for non-restricted frequency above 1 GHz

Frequency Band (MHz) E.ILR.P. Limit Field Strength Limit at 3 m

Out of 5925 to 7125 -27 dBm/MHz 68.2 dBuV/m
Note: Field Strength at 3 m=E.I.LR.P. + 95.2 dB
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6.3. Test Procedure

Frequency Range 9kHz~30MHz:
The EUT setup on the turntable which has 0.8 m height to the ground. The turn table
rotated 360 degrees and antenna fixed to 1 m to find the maximum emission level.
In order to find the maximum emission, all of the interface cables were manipulated
according to ANSI C63.10-2020 regulation.
(1) RBW = 9kHz with peak and average detector.
(2) Detector: average and peak (9kHz-490kHz)
Q.P. (490kHz-30MHz)

Frequency Range 30MHz ~ 40GHz:

The EUT setup on the turn table which has 80cm (for 30-1000MHz) and 1.5m (for above
1GHz) height to the ground. The turn table rotated 360 degrees and antenna varied from 1
m to 4 m to find the maximum emission level. Both horizontal and vertical polarization
are required. In order to find the maximum emission, all of the interface cables were
manipulated according to ANSI C63.10-2020 regulation.

6.3.1. Radiated measurement Spectrum Analyzer Setting

6.3.1.1 Frequency below 1GHz:

Spectrum Analyzer is used for pre-testing with following setting:
(1) RBW = 120kHz

(2) VBW >3 x RBW.

(3) Detector = Peak.

(4) Sweep time = auto.

(5) Trace mode = max hold.

(6) Allow sweeps to continue until the trace stabilizes.

Note 1. When peak-detected value is lower than limit that the measurement using
the Q.P. detector is not required, otherwise using Q.P. for final measurement.

Note 2: When the radiated emissions limits are expressed in terms of the average value
of the emissions, and pulsed operation is employed, the measurement field
strength shall be determined by averaging over one complete pulse train,
including blanking intervals, as long as the pulse train does not exceed 0.1
seconds.

6.3.1.2 Frequency above 1GHz to 10th harmonic (up to 40 GHz):
Peak Detector:

(1) RBW =1MHz

(2) VBW >3 x RBW.

(3) Detector = Peak.

(4) Sweep time = auto.

(5) Trace mode = max hold.

(6) Allow sweeps to continue until the trace stabilizes.

Note: When peak-detected value is lower than limit that the measurement using the
average detector is not required, otherwise using average detector for final
measurement.
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Average Detector:

MOption 1:

(1))RBW = 1MHz

(2)VBW > 1/ T. (Duty Cycle < 98%, when duty cycle presented in section 3.7)

(3)VBW = set VBW< RBW / 100, but not less than 10Hz (Duty Cycle > 98%, when
duty cycle presented in section 3.7)

Mode VBW Setting
802.11a 10Hz
802.11ax-HE20 10Hz
802.11ax-HE40 10Hz
802.11ax-HE80 10Hz
802.11ax-HE160 10Hz

Mode RU Tone VBW Setting
26 10Hz
802.11ax-HE20 52 10Hz
106 10Hz

(4)Detector = Peak.

(5)Sweep time = auto.

(6) Trace mode = max hold.

(7)Allow sweeps to continue until the trace stabilizes.

C1Option 2:
Average Emission Level (dBuV/m) = Peak Emission Level (dBuV/m) + DCCF (dB).

6.3.2. Radiated band edge measurement Spectrum Analyzer Setting

For without 99% OBW edge within 2 MHz of the authorized band edge:
The spectrum analyzer setting, please refer to section 6.3.1.2
For with 99% OBW edge within 2 MHz of the authorized band edge:
Per KDB 789033 Section G.3.d and ANSI C63.10, SA setting as below:
a. Fundamental field strength of SA setting:
The spectrum analyzer setting, please refer to section 6.3.1.2
b. Delta of SA setting:
(1) RBW = 1% SPAN but no less than 30 KHz
(In this case, RBW =500 KHz)
(2) VBW >3 x RBW.
(3) Detector = Peak.
(4) Sweep time = auto.
(5) Trace mode = max hold.
(6) Allow sweeps to continue until the trace stabilizes.
Correction Factor(Via delta, dB)= Fundamental Emission Level(dBuV/m)@RBW
500KHz- Band Edge Emission Level(dBuV/m)@RBW 500kHz

Band Edge Emission Level (dBuV/m) =
Fundamental Emission Level (dBuV/m)@RBW 1MHz — Marker Delta (dB)
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6.4. Measurement Result Explanation

M Peak Emission Level(dBuV/m)=
Antenna Factor(dB/m) + Cable Loss (dB)— Preamp Gain (dB)+ Reading(dBuV).
M Average Emission Level(dBuV/m)=
Antenna Factor(dB/m) + Cable Loss (dB)— Preamp Gain (dB)+ Reading(dBuV).
[0 Average Emission Level(dBuV/m)= Peak Emission Level(dBuV/m)+ DCCF(dB)
Duty Cycle Correction Factor (DCCF)(dB)= 20log(TX on/TX on+off) presented in
section 3.7.

[0 ERP(dBm)= Peak Emission Level(dBuV/m) -95.2dB-2.14dB
[0 Band Edge Emission Level (dBuV/m) = Fundamental Emission Level (dBuV/m) —
Maker-Delta (dB)

6.5. Test Results
Please refer to Appendix A.
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7. MAXIMUM POWER SPECTRAL DENSITY

7.1. Block Diagram of Test Setup

7.2. Specification Limits

For very low power devices operating in the 5.925-7.125 GHz band, the maximum power
spectral density must not exceed —5 dBm e.i.r.p in any 1-megahertz band.

7.3. Test Procedure

Following measurement procedure is reference to KDB 789033 D02 General UNII Test
Procedures New Rules v02r01:

BMethod AVGSA-2 (Spectrum channel power)
(1) Setspan to at least 1.5 times the OBW
(2) SetRBW =1 MHz
(3) Set the video bandwidth (VBW) >3 MHz.
(4) Detector = RMS.
(5) Trace mode = trace average at least 100 traces
(6) Sweep = auto couple.
(7) Use peak search function to find out the maximum power density.
(8) Duty cycle factor is added when duty cycle presented in section 3.7 is < 98%.

For power density emission measurements from multiple outputs of a transmitter or from
multiple transmitters: Please refer to KDB 662911 E 2) c).

7.4. Test Results
Please refer to Appendix A

File Number: C1M2606245 Report Number: EM-F260335
This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.




L1
AUDIX Page 31 of 42

Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

8. MAXIMUM CONDUCTED OUTPUT POWER

8.1. Block Diagram of Test Setup

i
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Power Sensor
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[ [DosE

flom Jj=

|

8.2. Specification Limits

For very low power devices operating in the 5.925-7.125 GHz band, the maximum e.i.r.p
must not exceed 14 dBm.

8.3. Test Procedure
Following measurement procedure is reference to KDB 789033 D02 General UNII Test
Procedures New Rules v02r01:
BMethod AVGPM (Measurement using an RF average power meter):
EUT is connected to power sensor and record the maximum average output power and
duty cycle factor is added when duty cycle presented in section 3.7 is < 98%.
el power):

(1) Setspan to at least 1.5 times the OBW

(2) SetRBW =1 MHz

(3) Set the video bandwidth (VBW) >3 MHz.

(4) Detector = RMS.

(5) Trace mode = trace average at least 100 traces

(6) Sweep = auto couple.

(7) Compute power by integrating the spectrum across the OBW of the signal using
the instrument’s band power measurement function with band limits set equal to
the OBW band edges.

(8) Duty cycle factor is added when duty cycle presented in section 3.7 is < 98%.

8.4. Test Results
Please refer to Appendix A
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9. EMISSION/OCCUPIED BANDWIDTH

9.1. Block Diagram of Test Setup

9.2. Specification Limits

The maximum transmitter channel bandwidth for U-NII devices in the 5.925-7.125 GHz
band is 320 megahertz.

9.3. Test Procedure
Following measurement procedure is reference to KDB 789033 D02 General UNII Test
Procedures New Rules v02r01:
(1) Set RBW= 1% of the emission bandwidth
(2) Set VBW >RBW
(3) Detector = Peak
(4) Trace mode = max hold
(5) Setting channel bandwidth function x dB to -26 dB to record the final bandwidth.

9.4. Test Results
Please refer to Appendix A
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10.UNDERSIRABLE EMISSIONS LIMITS: SPURIOUS EMISSION
(CONDUCTED)

10.1. Block Diagram of Test Setup

10.2. Spurious Emission Specification Limits

For transmitters operating within the 5.925-7.125 GHz band: Any emissions outside of
the 5.925- 7.125 GHz band must not exceed an e.i.r.p. of =27 dBm/MHz.

Unless otherwise specified, on any frequency or frequencies above 1000 MHz, the
radiated emission limits are based on the use of measurement instrumentation employing
an average detector function. Unless otherwise specified, measurements above 1000 MHz
shall be performed using a minimum resolution bandwidth of 1 MHz. When average
radiated emission measurements are specified in this part, including average emission
measurements below 1000 MHz, there also is a limit on the peak level of the radio
frequency emissions. Unless otherwise specified, e.g., see FCC Part 8§ 15.250, 15.252,
15.253(d), 15.255, 15.256, and 15.509 through 15.519, the limit on peak radio frequency
emissions is 20 dB above the maximum permitted average emission limit applicable to
the equipment under test. This peak limit applies to the total peak emission level radiated
by the device, e.g., the total peak power level

10.3. Test Procedure

Please refer to KDB 789033 D02 v02r01 G5
For spurious emission measurements from multiple outputs of a transmitter or from
multiple transmitters: Please refer to KDB 662911 E 3) a) (iii).

10.4. Test Results
Please refer to Appendix A
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11.IN-BAND EMISSION (CHANNEL MASK)

11.1. Block Diagram of Test Setup

11.2. Specification Limits

For transmitters operating within the 5.925-7.125 GHz bands: Power spectral density
must be suppressed by 20 dB at 1 MHz outside of channel edge, by 28 dB at one channel
bandwidth from the channel center, and by 40 dB at one- and one-half times the channel
bandwidth away from channel center. At frequencies between one megahertz outside an
unlicensed device's channel edge and one channel bandwidth from the center of the
channel, the limits must be linearly interpolated between 20 dB and 28 dB suppression,
and at frequencies between one and one- and one-half times an unlicensed device's
channel bandwidth, the limits must be linearly interpolated between 28 dB and 40 dB
suppression. Emissions removed from the channel center by more than one- and one-half
times the channel bandwidth must be suppressed by at least 40 dB.
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11.3. Test Procedure

Following measurement procedure is reference to KDB 987594 D02 U-NII 6GHz EMC
Measurement vO1v01:

Measure the power spectral density (which will be used for emissions mask reference)
using the following procedure:

(@)
(b)
(©)
(d)
(€)
(f)
(9)
(h)
1)

)
(3)
(4)

Set the span to encompass the entire 26 dB EBW of the signal.

Set RBW = same RBW used for 26 dB EBW measurement.

Set VBW >3 X RBW

Number of points in sweep > (2 X span / RBW).

Sweep time = auto.

Detector = RMS (i.e., power averaging)

Trace average at least 100 traces in power averaging (rms) mode.

Use the peak search function on the instrument to find the peak of the spectrum.

Using the measuring equipment limit line function, develop the emissions mask
based on the following requirements. The emissions power spectral density must be
reduced below the peak power spectral density (in dB) as follows:

(@) Suppressed by 20 dB at 1 MHz outside of the channel edge.
(b) Suppressed by 28 dB at one channel bandwidth from the channel center.

(c) Suppressed by 40 dB at one- and one-half times the channel bandwidth from the
channel center.

Adjust the span to encompass the entire mask as necessary.
Clear trace.
Trace average at least 100 traces in power averaging (rms) mode.

Adjust the reference level as necessary so that the crest of the channel touches the top

11.4. Test Results
Please refer to Appendix A
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12.CONTENTION BASED PROTOCOL

12.1. Block Diagram of Test Setup
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12.2. Spurious Emission Specification Limits

Indoor access points, subordinate devices and client devices operating in the 5.925-7.125
GHz band must employ a contention-based protocol

FCC KDB 987594 D02 U-NIl 6GHz EMC Measurement v01v01

Unlicensed low-power indoor devices must detect co-channel radio frequency power that
is at least -62 dBm or lower. Upon detection of energy in the band, unlicensed low power
indoor devices must vacate the channel (in which incumbent signal is transmitted) and
stay off the incumbent channel as long as detected radio frequency power is equal to or
greater than the threshold (-62 dBm)1. The -62 dBm (or lower) threshold is referenced to
a 0 dBi antenna gain

To ensure incumbent operations are reliably detected in the band, low power indoor
devices must detect RF energy throughout their intended operating channel. For example,
an 802.11 device that plans to transmit a 40 MHz- wide signal (on a primary 20 MHz
channel and a secondary 20 MHz channel) must detect energy throughout the entire 40
MHz channel. Additionally, low-power indoor devices must detect co-channel energy
with 90% or greater certainty.
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Table 1. Criteria to determine number of times detection threshold test may be performed

Placement of Incumbent

If Number of Tests .
Transmission
Tune incumbent and EUT
BWey 7= BWin: One transmission (fc=f )
BWine < BWey 1< 2BWy One Incumbent transmission is

contained within BWgyt

Incumbent transmission is located
as closely as possible to the lower
edge and upper edge, respectively,
of the EUT channel
Incumbent transmission is located
as closely as possible to the lower
edge of the EUT channel, in the

Twice. Incumbent
2BW . < BWgy 1< 4BW), transmission is
contained within BWgyr

BWey > 4BWin: Three times middle of EUT channel, and as
closely as possible to the upper
edge of the EUT channel
Where:

BWey 1 : Transmission bandwidth of EUT signal

BW,, : Transmission bandwidth of the simulated incumbent signal (10 MHz wide AWGN
signal)

fe1: Center frequency of EUT transmission

fc2: Center frequency of simulated incumbent signal

EUT Signal

N
Incumbent Signal ) {—J
a
fez Jer

Frequency

EUT Signal

P

Incumbent Signal _ ﬁ
b >

fea fer Frequency

Figure 1. Two possible scenarios where a) center frequency of EUT transmission falls within
incumbent's bandwidth, or b) outside of it
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12.3. Test Procedure

Following measurement procedure is reference to KDB 987594 D02 U-NIl 6GHz EMC
Measurement v01vO01:

1)

)

(3)

(4)

()

(6)

To ensure EUT reliably detects an incumbent signal in both scenarios shown in
Figure 1, the detection threshold test may be repeated more than once with the
incumbent signal (having center frequency f ) tuned to different center frequencies
within the EUT transmission bandwidth. The criteria specified in Table 1 determines
how many times the detection threshold test must be performed

Using an AWGN signal source, generate (but do not transmit, i.e., RF OFF) a 10
MHz-wide AWGN signal. Use Table 1 to determine the center frequency of the 10
MHz AWGN signal relative to the EUT’s channel bandwidth and center frequency.
Monitor the signal analyzer to verify if the AWGN signal has been detected and the
EUT has ceased transmission. If the EUT continues to transmit, then incrementally
increase the AWGN signal power level until the EUT stops transmitting.

(Including all losses in the RF paths) Determine and record the AWGN signal power
level (at the EUT’s antenna port) at which the EUT ceased transmission. Repeat the
procedure at least 10 times to verify the EUT can detect an AWGN signal with 90%
(or better) level of certainty.

Refer to Table 1 to determine number of times the detection threshold testing needs
to be repeated. If testing is required more than once, then go back to step 2, choose a
different center frequency for the AWGN signal and repeat the process.

The test tool is “LAN test” to let the EUT to transmit with a constant duty cycle.

12.4. Test Results
Please refer to Appendix A
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13.FREQUENCY STABILITY

13.1.Block Diagram of Test Setup

Programmable Temperature
|_» & Humidity Chamber

13.2.Specification Limits
NONE

13.3.Test Procedure

(1) Frequency: Test frequency.

(2) Span: enough to cover the complete power envelope

(3) RBW: 1MHz(modulation ON) ; 10KHz(CW)

(4) VBW: 1MHz(modulation ON) ; 10KHz(CW)

(5) Detector Mode: Positive Peak

(6) Indication mode: Max hold

(7) Find the peak frequency and take calculate by the formula:
(Measurement Value-declaration frequency)/ declaration frequency)

13.4.Test Results
Please refer to Appendix A

File Number: C1M2606245 Report Number: EM-F260335
This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.




L1
AUDIX Page 40 of 42

Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

14. TRANSMIT POWER CONTROL (TPC)
14.1.Block Diagram of Test Setup

Directional Coupler Variable Attenuator — WIFI Router

]

Notebook PC

Test Method

1. The TPC function was verified by changing the RF environment at the EUT input and monitoring the
RSSI and transmit power of the EUT.

2. An RF signal was applied to the EUT to simulate the RF environment. The attenuation of the RF signal
was adjusted step by step to change the RF signal level received by the EUT. The corresponding RSSI
reported by the EUT was recorded for each condition.

3. When the RSSI reached the TPC activation condition, the EUT was expected to activate the TPC
function and reduce its transmit power. The transmit power was monitored to verify the TPC operation.

4. The test was performed by changing the attenuation to cover the RSSI range around the TPC activation
point.
5. The RSSI and EIRP PSD were recorded before and after TPC activation.
6. The TPC operation was verified based on the following conditions:
» The RSSI changes with the RF signal level.
* The TPC function is activated when the RSSI reaches the specified condition.
* The transmit power is reduced after TPC activation.
* The TPC behavior is repeatable when the RF signal level is changed.

14.2.Specification Limits

Very low power devices operating in the 5.925-7.125 GHz band shall employ a transmit
power control (TPC) mechanism with the capability to operate at least 6 dB below the
device's maximum e.i.r.p. PSD value.
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14.3.Test Procedure

Following measurement procedure is reference to KDB 789033 D02 General UNII Test
Procedures New Rules v02r01.
Section F Maximum Power spectral density
# Method SA-2 #
(trace averaging across on and off times of the EUT transmissions, followed by duty
cycle correction).

(a)
(b)
(c)
(d)
(e)
(f)
9)
(h)
(i)

)

Measure the duty cycle.

Set span to encompass the entire emission bandwidth (EBW) of the signal.
Set RBW =1 MHz.

Set VBW > 3 MHz.

Number of points in sweep > 2 Span / RBW.

Sweep time = auto.

Detector = RMS

Trace average at least 100 traces in power averaging mode.

Add 10 log(1/x), where x is the duty cycle, to the measured power in order to
compute the average power during the actual transmission times. For example, add
10 log(1/0.25) = 6 dB if the duty cycle is 25 percent.

Measure the PPSD and record it.

14.4. Test Results
Please refer to Appendix A
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15.DEVIATION TO TEST SPECIFICATIONS

[NONE]
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APPENDIX A

TEST DATA AND PLOTS
(Model: YY1304B)
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A.1 CONDUCTED EMISSION

Test Date 2026/07/15 Temp./Hum. 24°C/57%
Test Voltage DC 5V (Via USB) Tested By Jemy Wang
File: C:itest_data\2026\C1M2606XXX\C1M2606244-C-Mains-RFIC1M2606244-C-Mains-RF_00001.EMI
SULE\'BI (dBuV) Date: 2026-07-15
70
60 | FCC-15C (QP)
50 F I FCC-15C (AV)
40 l !
oY 1|
30 1z
20
10
0
015 0.2 0.5 1 2 5 10 20 30
Frequency (MHz)
Site No. : No.8 Shielded Room Data No. 1
Instrument 1 : Receiver ESR(774)
Instrument 2 : ENV432 (567)(A4)|CE-@8|ESH3-Z2 (354)
Limit : FCC-15C (QP) Phase : Line
Environment v 24%C/5T7H Test Rating : DC 5V
EUT Model t ¥Y1384B Engineer : Jemy Wang
Test Mode : Operating
AMN Cable Pulse Emission
Freq. Factor Loss Att. Reading Level Limits Margin Remark
(MHz ) (dB) (dB) (dB) (dBuV) (dBuv) (dBuv) (dB)
1 @.222 1@.37 e.83 9.85 28.67 453.92 62.73 13.81 QF
2 B.222 1@.37 e.83 9.85 22.138 42.43 52.73 1@.38 Average
] @.269 18.36 e.83 9.85 24.79 45.83 61.16 16.13 QF
4 B.269 18.36 B.83 9.85 17.89 37.33 51.16 13.83 Average
5 8,449 18.35 B.83 9.85 22.46 42.69 56.89 14,28 QP
B 8,449 18.35 B.83 9.85 12.38 32.61 45.89 14.28 Average
7 B.565 18.35 B.83 9.85 22.57 42.88 S56.88 13.28 QP
a8 B.565 18.35 g.83 9.85 14,42 34.65 45,88 11.35 Average
9 1.@22 12.36 g.e4 9.85 23.18 43.43 S6.ee 12.57 QP
1e 1l.@822 18.36 e.e4 9.85 12.44 32.69 46, 8@ 13.31 Average
11 11.126 12.58 8.15 9.98 12.46 33.89 oR.ee 26.91 QF
1z 11.126 12.58 8.15 9.98 7.23 27.886 Se.ee 22.14 Average

Remarks: 1. Emission Level(dBuv)= AMN Factor(dB) + Cable Loss(dB) + Pulse Att.(dB) + Reading(dBpv).
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[e]
Test Date 2026/07/15 Temp./Hum. 24°C/57%
Test Voltage DC 5V (Via USB) Tested By Jemy Wang
File: C:itest_data\2026\C1M2606XXXIC1M2606244-C-Mains-RFIC1M2606244-C-Mains-RF_00002.EMI
Level {dBuV) Date: 2026-07-15
80
70
60 | FCC-15C (QP)
50 FCC-15C (AV)
40
30
20
10
0
0.15 0.2 0.5 1 2 5 10 20 30
Freguency (MHz)
Site No. : No.8 Shielded Room Data No. : 2
Instrument 1 : Receiver ESR(774)
Instrument 2 : ENV432 (567)(A)|CE-88|ESH3-Z2 (354)
Limit : FCC-15C (QP) Phase : Neutral
Environment : 24%C/57R Test Rating : DC 5V
EUT Model : YY13848 Engineer : Jemy Wang
Test Mode : Operating
AMN Cable Pulse Emission
Freq. Factor Loss Att. Reading Level Limits Margin Remark
(MHz ) (dB) (dB) (dB) (dBpv) (dBuv) (dBpv) (dB)
1 8.152 l@.33 8.83 9.85 24.34 44.55 65.92 21.37 QP
2 8.152 l@.33 8.83 9.85 12.34 32.55 55.92 23.37 Average
3 B.226 le.31 8.83 9.85 23.49 43.68 62.61 18.93 QP
4 B.226 le.31 8.83 9.85 17.77 37.96 52.61 14.865 Average
5 @.445 1@.38 B.a3 9.35 23.33 43.51 56.95 13.44 QP
& @.445 1@.38 B.a3 9.35 15.83 35.26 46.95 11.69 Average
7 @.753 18.31 B.a4 9.35 17.ea 37.28 S56.88 18.3@ QP
a8 @.753 18.31 B.a4 9.35 7.52 27.72 46 .88 18.28 Average
=l 1.823 18.31 B.a4 9.35 24,33 44 .53 56.868 11.47 QP
1@ 1.823 18.31 B.a4 9.35 14.64 34.84 A6 . B8 11.16 Average
11 15.938 18.33 @.18 9.92 14.@87 35.ae Bl . 8e 25. 88 QP
12 15.938 18.83 8.18 9.92 7.88 28.81 S@.ee 21.19 Average

Remarks: 1. Emission Level(dBupv)= AMN Factor(dB) + Cable Loss(dB) + Pulse Att.(dB) + Reading(dBuv).
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A.2 RADIATED EMISSION

Test Date

2026/07/02~07/13

Temp./Hum.

23~24°C/55~59%

Test Voltage

DC 3.8V

Tested By

Harry Huang

A.2.1 Emissions within Restricted Frequency Bands

A.2.1.1 Frequency 9kHz~30MHz
The emissions (9kHz~30MHz) not reported for there is no emission be found.
A.2.1.2 Frequency Below 1GHz

® Normal Mode

Mode Normal Mode Frequency
Antenna at Horizontal Polarization
Emission  Antenna  Cable Preamp Reading Emission . i
. Limits  Margin
Frequency Factor Loss  Gain level Level Detector
(MHz) (dB/m) dB) (@B) (dBuV) (dBuV/m) (dBuV/m) (dB)
38.083 19.93 051 28.27 33.60 25.76 40.00 14.24 Peak
97.900 16.58 0.85 28.10 35.76 25.09 43.50 18.41 Peak
196.517 15.41 124  27.63 42.96 31.97 43.50 11.53 Peak
295.133 19.13 156 27.44 43.19 36.44 46.00 9.56 Peak
687.983 24.84 256  28.78 39.24 37.86 46.00 8.14 Peak
786.600 25.41 2.77  28.60 37.69 37.27 46.00 8.73 Peak
Antenna at Vertical Polarization
Emission  Antenna  Cable Preamp Reading Emission Limits ~ Margin
Frequency Factor Loss  Gain level Level Detector
(MHz) (dB/m) (dB) (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
30.808 23.17 0.46  28.28 28.48 23.82 40.00 16.18 Peak
86.583 14.30 0.80 28.13 37.83 24.80 40.00 15.20 Peak
177.117 15.39 1.17  27.70 35.45 24.31 43.50 19.19 Peak
286.242 18.99 153 2745 36.30 29.37 46.00 16.63 Peak
354.142 20.65 1.73 27.85 35.98 30.51 46.00 15.49 Peak
687.983 24.84 256 28.78 39.14 37.76 46.00 8.24 Peak
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® Wireless LAN Mode

U-NII Band U-NII Band 5
Frequency TX 5985MHz

Mode 802.11ax-HES0

Antenna at Horizontal Polarization
Emission  Antenna  Cable Preamp Reading Emission

Limits  Margin

Frequency Factor Loss  Gain level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
38.083 19.93 051 2827  33.60 25.76 40.00 14.24 Peak

101.942 17.11 0.87 28.08 34.73 24.63 43.50 18.87 Peak

196.517 15.41 1.24  27.63 41.96 30.97 43.50 12.53 Peak

295.133 19.13 156 27.44 43.19 36.44 46.00 9.56 Peak

491.558 23.26 211 28.70 37.88 34.55 46.00 11.45 Peak

687.983 24.84 256 28.78 39.24 37.86 46.00 8.14 Peak
Antenna at Vertical Polarization

Emission  Antenna  Cable Preamp Reading Emission

Limits  Margin

Frequency Factor Loss  Gain level Level Detector
(MHz) (dB/m) (dB) (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
38.083 19.93 051 28.27 30.55 22.72 40.00 17.28 Peak
88.200 14.56 0.80 28.12 36.99 24.23 43.50 19.27 Peak

128.617 17.91 098 27.92 3451 25.48 43.50 18.02 Peak
177.117 15.39 117  27.70 35.45 2431 43.50 19.19 Peak
295.133 19.13 156 27.44 35.04 28.29 46.00 17.71 Peak
696.067 24.87 258  28.77 37.28 35.96 46.00 10.04 Peak
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A.2.1.3 Band Edge
® OFDM Modulation

U-NII Band U-NII Band 5
Mode 802.11a
Frequency 5955MHz
115 Lewel (dBwwWim)
110
o0 G O OF BANDY{PH)
- M/JMM\
. - ] . .
S0
30
10
0591 Ll 5925. 593 5. 5945, 5955, 5965

Freqguency {(MHZz)

Antenna at Horizontal Polarization

Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 1222  32.79 42.85 57.48 88.20 30.72 Peak

@ 5953.750  35.09 12,23 32.80 72.89 87.42 --- --- Peak

115 Lewel {dBu%Wimm)
110

a0

—

=

70 GG O OF BANIDY )]

50 1 //

30

10

0
5015 5025, 503 5. 5045, Sa955, S5906G5
Freguency (MHzZ)

Antenna at Horizontal Polarization
Emission ~ Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 1222 32.79 31.93 46.56 68.20 21.64  Average
@ 5953.900 35.09 12.23 32.80 63.77 78.29 Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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U-NII Band U-NII Band 5
s 802.11a Frequency 5955MHz

115 Level (dBuwvim)
110

a0 eI e

O M/ \‘!

RS SO P

50

30

10

0591 5 50925, 50935. 5045, 5955, 5965

Freguency {(MHz)

Antenna at Vertical Polarization

Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12.22  32.79 43.09 57.72 88.20 30.48 Peak

@ 5953.750 35.09 12.23 32.80 83.35 97.88 - — Peak
11 5 Level (dBuwimj}
110
20 o

0 GG OUT OF B ND A
S50 1 //J

30

10

0
5915 H925. H935. 5945, Sa55, 5965
Freguency {(MHZz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12,22 32.79 32.01 46.64 68.20 21.56  Average
@ 5956.200 35.09 12.23 32.80 73.79 88.31 Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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U-NII Band U-NII Band 8
Mode 802.11a
Frequency 7095MHz
115 Level (dBuwvim)
110
Q0 4 GE OUT OF BAMDYPK])
Fa
50
30
10
?’UBS F218. F3s1. FA484, TFae17. TFrso

Freguency {(MHz)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7095.640 3590 1356 3331 68.29 84.44 Peak

7125.000  35.85 13.57 33.32 39.58 55.68 88.20 32.52 Peak

11ELE.L".'E.LI {d Buimm)
110

a0

7o| [T 6G OUT OF BANDAW)
|

S50 =z

30

10

0
Foas F218. F3in1. T84, TB1T. TFraon
Freguency {(MHZz)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7095.862 35.90 1356 3331 60.76 76.91 Average

7125.000 35.85 13.57 33.32 32.47 48.56 68.20 19.64  Average
Remark: The “@” means fundamental frequency, it is ignored in this section.
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U-NII Band U-NII Band 8
Mode 802.11a
Frequency 7095MHz
115 Level (dBuwvim)
110
an 1 GG OUT OF BAMNDYEK)
Fa
50
30
10
?’UBS F218. F3s1. FA484, TFae17. TFrso

Freguency {(MHz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7100.517 3590 1356 3331 74.23 90.38 Peak

7125.000  35.85 13.57 33.32 39.93 56.03 88.20 32.17 Peak

11ELE.L".'E.LI {d Buimm)
110

a0

0 r\l GG OUT OF BAMNDH.AW)

50 lE

30

10

0
Foas F218. F3in1. T84, TB1T. TFraon
Freguency {(MHZz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7096.083  35.90 1356 3331 67.26 83.41 Average

7125.000 35.85 13.57 33.32 32.64 48.74 68.20 19.46  Average
Remark: The “@” means fundamental frequency, it is ignored in this section.

File Number: C1M2606245 Report Number: EM-F260335

This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.



AUDIX ]
APPENDIX A-Page 10 of 111

Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244, Taiwan

U-NII Band U-NII Band 5
Mode 802.11ax-HE20 Frequency E955MHz

115 Level (dBuvim)
110

Q0 GG OUT OF BANDY P K)

. W

U N, | N .

50

30

10

%91 L) SQ25. 5935, 5945, nan5, OG5

Freguency {(MHz)

Antenna at Horizontal Polarization

Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12.22  32.79 43.10 57.72 88.20 30.48 Peak

@ 5954.150 35.09 12.23  32.80 73.19 87.71 --- --- Peak

11ELE.L".'E.LI {d Buimm)
110

a0

0 G OUT OF B

k]
50 1 ‘//

30

10

0
5915 H925. H935. 5945, Sa55, 5965
Freguency {(MHZz)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12,22 32.79 32.02 46.65 68.20 21.55 Average
@ 5954.200 35.09 12,23 32.80 62.37 76.89 Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Mode 802.11ax-HE20 gr'e'\é:]'e?s;d lSJSJ-SNSIII\/I?—Iaznd >

4olevel [@Buvim)
113

20 Mﬂﬂ*f‘a&?*ﬁﬁmmh

S -

540 o

30

10

Sa1s 5925. 5935. 5945, 5955. 5965

Freguency {(MHz)

Antenna at Vertical Polarization

Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12.22  32.79 42.48 57.11 88.20 31.09 Peak

@ 5954.150 35.09 12.23 32.80 82.75 97.27 --- - Peak
11 5 Level (dBuwimj}
110
20 )

7O 6G OUT OF BANDLAN)
50 1 /,_’—//

30

10

0
5915 H925. H935. 5945, Sa55, 5965
Freguency {(MHZz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12,22 32.79 31.98 46.61 68.20 21.59  Average
@ 5956.150  35.09 12.23 32.80 72.27 86.79 Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Mode 802.11ax-HE20 gr'e'\é:]'e?s;d l7J(;9NSI||\/|?—|aznd 8

4olevel [@Buvim)
113

a0 ; GG OUT OF BANDHPK])

- fL

o = L

30

10

Goss 7218. 7351. 7484, 7617 7750

Freguency {(MHz)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7093.202 3590 1356 3331 67.06 83.21 Peak

7125.000  35.85 13.57 33.32 40.06 56.16 88.20 32.04 Peak

11ELE.L".'E.LI {d Buimm)
110

a0

7o| (T 6G OUT OF BANDAW)
|

S50 =z

30

10

0
Foas F218. F3in1. T84, TB1T. TFraon
Freguency {(MHZz)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7094.310 35.90 1356 3331 60.67 76.82 Average

7125.000 35.85 13.57 33.32 32.47 48.57 68.20 19.63  Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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U-NII Band U-NII Band 8
Mode 802.11ax-HE20
Frequency 7095MHz
115 Level (dBuvim)
110
Q0 h GG OUT OF BANDPK)
0
™ oo e e A A et s A ALl itk Pl
50
30
10
tTl‘}'l:IBS F218. F3s1. TA484. TE17F. Fraon

Freguency {(MHz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7094532 3590 1356 3331 74.53 90.68 Peak

7125.000  35.85 13.57 33.32 39.96 56.06 88.20 32.14 Peak
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Freguency {(MHZz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7094.310 35.90 1356 3331 66.98 83.13 Average

7125.000 35.85 13.57 33.32 3231 48.41 68.20 19.79  Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244, Taiwan

U-NII Band U-NII Band 5
Mode 802.11ax-HE40 Frequency £965MHz

115 Level (dBuwvim)
110
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Freguency {(MHz)

Antenna at Horizontal Polarization

Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12.22  32.79 42.27 56.90 88.20 31.30 Peak

@ 5962.600 35.07 12.23  32.80 71.53 86.03 --- --- Peak

11ELE.L".'E.LI {d Buimm)
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LBaes S5905. L9925, 5945, S5965. Sa985
Freguency {(MHZz)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12,22 32.79 32.02 46.64 68.20 21.56  Average
@ 5963.600 35.07 12.23 32.80 61.31 75.82 Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244, Taiwan

U-NII Band U-NII Band 5
Mode 802.11ax-HE40 Frequency £965MHz
115 Level (dBuwvim)
110
=2
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%885 S5905. S925. 50945, S5965. s5985

Freguency {(MHz)

Antenna at Vertical Polarization

Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12.22  32.79 42.91 57.54 88.20 30.66 Peak

@ 5964.200 35.07 12.23 32.80 81.59 96.10 - — Peak
11 5 Level (dBuwimj}
110
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LBaes S5905. L9925, 5945, S5965. Sa985
Freguency {(MHZz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12,22 32.79 32.34 46.97 68.20 21.23  Average
@ 5964.000 35.07 12,23 32.80 71.61 86.11 Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244, Taiwan

Mode 802.11ax-HE40 gr'e'\é:]'e?s;d l7J(;8NSIII\/I?—|aznd 8

o Level ([@Buvim)
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Freguency {(MHZz)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7084500 3590 1356 3331 69.49 85.64 Peak

7125.000  35.85 13.57 33.32 42.03 58.12 88.20 30.08 Peak

11ELE.L".'E.LI {d Buimm)
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Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7084.000 35.90 1356 3331 60.70 76.85 Average

7125.000 35.85 13.57 33.32 31.61 47.70 68.20 20.50  Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244, Taiwan

U-NII Band U-NII Band 8
Mode 802.11ax-HE40
Frequency 7085MHz
115 Level (dBuwvim)
110
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Freguency {(MHZz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7084.000 3590 1356 3331 76.99 93.14 Peak

7125.000  35.85 13.57 33.32 42.45 58.55 88.20 29.65 Peak
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Freguency {(MHZz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7086.500 35.90 1356 3331 68.06 84.21 Average

7125.000 35.85 13.57 33.32 31.72 47.82 68.20 20.38  Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244, Taiwan

U-NII Band U-NII Band 5
Mode 802.11ax-HES80 Frequency £985MHz

115 Level (dBuvim)
110
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Freguency {(MHZz)

Antenna at Horizontal Polarization

Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12.22  32.79 43.57 58.19 88.20 30.01 Peak

@ 5983.000 35.03 12.23 3281 71.93 86.39 --- --- Peak
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Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12,22 32.79 32.32 46.95 68.20 21.25 Average
@ 5982.700  35.03 12,23 3281 61.01 75.47 Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244, Taiwan

Mode 802.11ax-HES0 gr'e'\é:]'e?s;d lSJSJ-SNSIII\/I?—Iaznd >
4olevel [@Buvim)
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30
10
Ss25 5865. 5905. 5945, sa8s. 6025

Freguency {(MHZz)

Antenna at Vertical Polarization

Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12.22  32.79 43.91 58.54 88.20 29.66 Peak

@ 5987.200 3503 1224 3281 8109 9555 — Peak
11 5 Level (dBuwimj}
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Freguency {(MHZz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12.22  32.79 35.94 50.56 68.20 17.64  Average
@ 5984.000 35.03 12,24 3281 71.21 85.68 Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244, Taiwan

U-NII Band U-NII Band 8
Mode 802.11ax-HES80
Frequency 7025MHz
115 Level (dBuwvim)
110
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Freguency {(MHz)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7020.000 3596 1354 33.28 67.55 83.76 Peak

7125.000  35.85 13.57 33.32 41.97 58.07 88.20 30.13 Peak
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Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7023500 35.95 13.54 33.28 58.07 74.28 Average

7125.000 35.85 13.57 33.32 31.93 48.03 68.20 20.17  Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244, Taiwan

U-NII Band U-NII Band 8
Frequency 7025MHz

Mode 802.11ax-HES80

115 Level (dBuvim)
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Freguency {(MHz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7026.000 3595 1354 33.28 74.91 91.11 Peak

7125.000  35.85 13.57 33.32 41.54 57.64 88.20 30.56 Peak
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Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7027.500 35.94 13.54 33.28 65.49 81.69 Average

7125.000 35.85 13.57 33.32 31.91 48.01 68.20 20.19  Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244, Taiwan

U-NII Band U-NII Band 5
Mode 802.11ax-HE160 Frequency 6025MHz

445 Level [dBuvim)
110

Q0 GG OUT OF BAND P K)

o NW

I P i SR

50

30

10

Sso0s 5865. 5925, 5a85. BOAS. 5105

Freguency {(MHz)

Antenna at Horizontal Polarization

Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12.22  32.79 43.40 58.03 88.20 30.17 Peak

@ 6019.750 35.00 12.27 32.82 68.52 82.97 --- --- Peak

11ELEVE‘GBHVHH}
110

a0

70 L BGRUT OF BAND(AV)

L

S0

30

10

0
S805 S865. L9925, 5985, G045, G105
Freguency {(MHZz)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12,22 32.79 32.41 47.04 68.20 21.16  Average
@ 6029.250  35.00 12,28 32.82 57.47 71.92 Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
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Mode 802.11ax-HE160 gr'e'\é:]'e?s;d g(;zN5|||v|E|:aznd >

e Level [@Buvim)
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Freguency {(MHz)

Antenna at Vertical Polarization

Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12.22  32.79 45.02 59.65 88.20 28.55 Peak

@ 6008.750 3500 1225 3281 77.75  92.19 Peak
11 5 Level (dBuwimj}
110
20

=2

0 GG UT OF BANDYLAMW]
1
1

sol e ———
30
10

0

5805 5865. 5925, 5985, 5045, 6105

Freguency {(MHZz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12.22  32.79 36.63 51.26 68.20 16.94  Average
@ 6027.750  35.00 12,28 32.82 67.66 82.12 Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
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Mode 802.11ax-HE160 Er-el\ébleﬁsgd g§8N5I|Iv|E|:aznd 8
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Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 6968.500 36.00 1349 33.25 64.41 80.65 Peak

7125.000  35.85 13.57 33.32 44.64 60.74 88.20 27.46 Peak

11ELE.L".'E.LI {d Buimm)
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Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 6983.000 36.00 1351 33.26 54.43 70.68 Average

7125.000 35.85 13.57 33.32 31.77 47.86 68.20 20.34  Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244, Taiwan

U-NII Band U-NII Band 8
Mode 802.11ax-HE160
Frequency 6985MHz
14 5 Level (dBuvim)
110
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Freguency {(MHz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 6980.500 36.00 1351 33.26 72.92 89.17 Peak

7125.000  35.85 13.57 33.32 42.42 58.52 88.20 29.68 Peak
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Freguency {(MHZz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 6987.000 36.00 1351 33.26 62.60 78.85 Average

7125.000 35.85 13.57 33.32 31.81 47.90 68.20 20.30  Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
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® OFDMA Modulation

Tones 26T RU Index 0
U-NII Band 5
e 802.11ax-HE20 Frequency TX 5955MHz
115 Lewel {dBuWim})
110
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Freguency (MHzZ)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12,22 32.79 42.74 57.37 88.20 30.83 Peak

@ 5946.950 35.11 12.22  32.79 70.03 84.57 --- --- Peak
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Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz2) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 1222  32.79 31.84 46.47 68.20 21.73  Average
@ 5946.300 35.11 1222  32.79 59.85 74.39 Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Tones 26T RU Index 0
U-NII Band 5
e 802.11ax-HE20 Frequency TX 5955MHz
11ELE"-"E| {dBuZwim)
4110
=T _.*’E‘-g GG OUT OF BAMDYPHK)
o
bttt oottt
S0
30
140
0591 o S5925. 593 5. 5045, S5955. S5965

Freguency {(MHZz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m)  (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000  35.20 1222 32.79 42.56 57.18 88.20 31.02 Peak

@ 5946.800 35.11 12.22  32.79 79.58 94.12 --- - Peak
115 Lewel (dBuWim)
110
20

=

70 ‘l/\\ GG OUT OF BANDHAN)
S0 1 I \'\;WW

30

10

0
5015 5925, 593 5. 5045, Sa55, S065
Freguency (MHzZ)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12,22 32.79 31.95 46.58 68.20 21.62 Average
@ 5946550 35.11 1222 3279  69.82 84.37 ---  Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Tones 26T RU Index 8
U-NII Band 8
Hiteeks 802.11ax-HE20 Frequency TX 7095MHz
115 Lewvel (dBuvwirmm)
4110
a0 B OUT OF BANDYEKH)
1
o
o beporeuptn bbbt ssibinf o et it bl -t A i
30
140
E?:'UBS F218. TF3s1. T484. Te17F. Fraon

Freguency {(MHZz)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m)  (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7103.620 35.89  13.09 33.31 65.06 80.73 Peak

7125.000 35.85 13.10 33.32 42.76 58.39 88.20 29.81 Peak

115 Lewel {dBuWim)
110

a0

_—

70 GG OUT OF BANDHAW)

I

S0

30

10

0
Foas F218. F351. A8, TE17T. Frso
Freguency (MHzZ)

Antenna at Horizontal Polarization
Emission ~ Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7103.620  35.89 13.09 3331 57.49 73.16 Average

7125.000 35.85 13.10 33.32 32.12 47.75 68.20 20.45 Average
Remark: The “@” means fundamental frequency, it is ignored in this section.

File Number: C1M2606245 Report Number: EM-F260335

This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.



AUDIX ]
APPENDIX A-Page 29 of 111

Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244, Taiwan

Tones 26T RU Index 8
U-NII Band 8
Mode 802.11ax-HE20 Frequency TX 7095MHz
11ELE"-"E| {dBuZwim)
410
ao| 1 66 OUT OF BANDYEK)
T
Pl st ittt e etz Sl
S0
30
10
E?:'UBS TF218. TF3s1. Ta484. Fe17F. Fran

Freguency {(MHZz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m)  (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7104.063 3589  13.09 33.31 73.68 89.35 Peak

7125.000 35.85 13.10 33.32 42.60 58.23 88.20 29.97 Peak

115 Lewel {dBuWim)
110

a0

70 GG OUT OF BANDHAW)

I

S0

30

10

0
Foas F218. F351. A8, TE17T. Frso
Freguency (MHzZ)

Antenna at Vertical Polarization
Emission ~ Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7103.620 3589 13.09 3331 6594 81.60 - Average

7125.000 35.85 13.10 33.32 32.13 47.76 68.20 20.44  Average
Remark: The “@” means fundamental frequency, it is ignored in this section.
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Tones 52T RU Index 37
U-NII Band 5
e 802.11ax-HE20 Frequency TX 5955MHz
115 Lewel {dBuWim})
110
Q0 = GG OUT OF BAMND{PK)
o
mmmwwlj
S0
30
10
%91 5 Sa25, 5935, 50945, sa55, 596565

Freguency (MHzZ)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12,22 32.79 42.81 57.44 88.20 30.76 Peak

@ 5946.700  35.11 12.22  32.79 72.92 87.46 --- --- Peak

115 Lewel (dBuvWim)
110

a0

—

=
7O YT 686G ouT OF BAND(AW)

S0 1 j

30

10

0
5915 Ha25. L9935, 5945, Sa55, 5965
Freguency {(MHZz)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz2) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 1222  32.79 31.94 46.57 68.20 21.63 Average
@ 5946.650  35.11 1222  32.79 62.74 77.28 Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Tones 52T RU Index 37
U-NII Band 5
e 802.11ax-HE20 Frequency TX 5955MHz
115 Lewvel (dBuvwirmm)
410
Qo ,r"f“"'-L 66 OUT OF BAMD{EK)
o
H‘ﬂww-ﬂn-'\j
S0
30
10
0591 L) 5925, 5935, 5945, nO55., L9096 5

Freguency {(MHZz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m)  (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000  35.20 1222 32.79 43.46 58.09 88.20 30.11 Peak

@ 5946.450 35.11 12.22 32.79 82.49 97.03 - --- Peak
115 Lewel {dBuWim)
110
0 =2

70 /\ GG OUT OF BANDLAW)
s0 4 | \‘N—f\-/rl\rv——vw‘\

30

10

0
5015 5925, 593 5. 5045, Sa55, S065
Freguency (MHzZ)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12,22 32.79 32.01 46.63 68.20 21.57 Average
@ 5946500 35.11 1222 3279  73.07 87.61 ---  Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Tones 52T RU Index 40
Mode 802.11ax-HE20 IL:Jr-eNq:JIeIr?l,s;d ix 7095MHz
1y level (aBuvim)
118
Qo . 6G OUT OF BAND{EK)
70 FJ
. it gl B PR PRSI R R VR AT
30
10
Goss 7218. 7351. 7aBa. 7617. 7750

Freguency {(MHZz)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m)  (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7104.285 3589  13.09 33.32 66.59 82.26 Peak

7125.000 35.85 13.10 33.32 43.16 58.79 88.20 29.41 Peak

115 Lewel {dBuWim)
110

a0

70 GG OUT OF BANDHAW)

so| ML=

30

10

0
Foas F218. F351. A8, TE17T. Frso
Freguency (MHzZ)

Antenna at Horizontal Polarization
Emission ~ Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7101.847  35.90 13.09 3331 57.60 73.27 Average

7125.000 35.85 13.10 33.32 32.22 47.85 68.20 20.35  Average
Remark: The “@” means fundamental frequency, it is ignored in this section.
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Tones 52T RU Index 40
U-NII Band 8
e 802. 11ax-HE20 Frequency TX 7095MHz
11ELE"-"E| {d Bu™im)
110
Q0 : 66 OUT OF BAMDYPH)
) M
- |, . _ J_‘__._'_ - Y L . |
50
30
10
E?:’UBS F218. F3s1. FA4.84, TEe17. TFrso
Freguency (MHZ)
Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m)  (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)

@ 7102.955 35.89 13.09 3331 76.11 91.78 Peak
7125.000  35.85 13.10 33.32 41.22 56.85 88.20 31.35 Peak
11.:Le1.rel {d Buim)

110
0
1
o BIG OUT OF BANDYAN)
S0 =
30
10
?’035 F218. F3s1. F484, TE17T. Frso
Freguency (MHzZ)
Antenna at Vertical Polarization

Emission ~ Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)

@ 7102733 3589  13.09 3331  65.95 81.62 ---  Average
7125.000 35.85 13.10 33.32 32.12 47.75 68.20 20.45 Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Tones 106T RU Index 53
U-NII Band 5
e 802.11ax-HE20 Frequency TX 5955MHz
115 Lewel {dBuWim})
110
QD ,__F.E.,._ GG OUT OF BAMND{PK)
g
.”“,_Ih.._“.‘1 PR Y T ¥ e A AJ’/
S50
30
10
%91 5 Sa25, 5935, 50945, sa55, 596565

Freguency (MHzZ)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12,22 32.79 43.84 58.47 88.20 29.73 Peak

@ 5946.850 35.11 12.22  32.79 77.13 91.67 - --- Peak

115 Lewel (dBuvWim)
110

a0

—

7O f/\"'l 6G OUT OF BANDLAN)

S0 1 J

30

10

0
5915 Ha25. L9935, 5945, Sa55, 5965
Freguency {(MHZz)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz2) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 1222  32.79 32.05 46.68 68.20 21.52 Average
@ 5946.400 35.11 1222  32.79 66.34 80.88 Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Tones 106T RU Index 53
U-NII Band 5
Mol 802 11ax-HE20 Frequency TX 5955MHz
115 Lewvel (dBuvwirmm)
410 —
=T .I‘JAW"L.BG OUT OF BAMNMDYPK)
o
nﬁu-rw-mhdjm‘—-—wjﬁ)(l
S0
30
10
0591 L) 5925, 5935, 5945, nO55., L9096 5

Freguency {(MHZz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m)  (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000  35.20 1222 32.79 43.85 58.48 88.20 29.72 Peak

@ 5946.700  35.11 1222 32.79 86.14 100.68 --- --- Peak

115 Lewel {dBuWim)
110

=

o0
70 /\ 66 OUT OF BANDLAW)
s0 : | \IK"‘\F‘W/’\——‘M

30

10

0
5015 5925, 593 5. 5045, Sa55, S065
Freguency (MHzZ)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
5925.000 35.20 12,22 32.79 32.17 46.80 68.20 21.40 Average
@ 5946.650 3511 1222 3279  76.50 91.05 - Average

Remark: The “@” means fundamental frequency, it is ignored in this section.
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Tones 106T RU Index 54
Mode 802.11ax-HE20 IL:Jr-eNq:JIeIr?l,s;d ix 7095MHz
115 Level [@Buvim)
118
so| _ 6G OUT OF BAND(PK)
gl
_ I3 OO (YOO NPT NP NOPRO
30
10
Goas 7218, 7351 7484, 7617, 7750

Freguency {(MHZz)

Antenna at Horizontal Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m)  (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7100517 3590 13.09 33.31 67.67 83.35 Peak

7125.000 35.85 13.10 33.32 43.03 58.66 88.20 29.54 Peak

115 Lewel {dBuWim)
110

a0

70 GG OUT OF BANDHAW)

1
i
S0 L

30

I

10

0
Foas F218. F351. A8, TE17T. Frso
Freguency (MHzZ)

Antenna at Horizontal Polarization
Emission ~ Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7099.630  35.90 13.09 3331 57.57 73.24 Average

7125.000 35.85 13.10 33.32 32.13 47.76 68.20 20.44  Average
Remark: The “@” means fundamental frequency, it is ignored in this section.
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Tones 106T RU Index 54
U-NII Band 8
Mol 802 11ax-HE20 Frequency TX 7095MHz
115 Lewvel (dBuvwirmm)
410
QD L B OUT OF BANDYEKH)
i
-d " o I N [ . o "rh—h PP P TP Pagary L T
S0
30
10
E?:'UBS TF218. TF3s1. Ta484. Fe17F. Fran

Freguency {(MHZz)

Antenna at Vertical Polarization
Emission  Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m)  (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7098521 3590 13.09 33.31 75.79 91.47 Peak

7125.000 35.85 13.10 33.32 43.77 59.40 88.20 28.80 Peak

115 Lewel {dBuWim)
110

a0

7O [ 6G OUT OF BANDAN)

LAl

30

I

10

0
Foas F218. F351. A8, TE17T. Frso
Freguency (MHzZ)

Antenna at Vertical Polarization
Emission ~ Antenna Cable Preamp  Read Emission  Limits  Margin

Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
@ 7101.625 35.90 13.09 3331 66.24 81.91 Average

7125.000 35.85 13.10 33.32 32.26 47.89 68.20 20.31 Average
Remark: The “@” means fundamental frequency, it is ignored in this section.
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A.2.2 Emissions outside the frequency band

The emissions (up to 40GHz) not reported for there is no emission be found.

® Normal Mode

Mode Normal Mode Frequency
Antenna at Horizontal Polarization
Emission ~ Antenna  Cable Preamp Reading Emission . )
. Limits  Margin
Frequency Factor Loss  Gain level Level Detector
(MHz) (dB/m) (dB) (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
4880.250 34.22 11.04 32.70 30.80 43.36 54.00 10.64 Peak
Antenna at Vertical Polarization
Emission ~ Antenna  Cable Preamp Reading Emission . )
] Limits Margin
Frequency Factor Loss  Gain level Level Detector
(MHz) (dB/m) (dB) (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
4880.250 34.22 11.04 32.70 30.27 42.83 54.00 11.17 Peak
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® OFDM Modulation

U-NII Band U-NII Band 5
Frequency 5955MHz

Mode 802.11a

Antenna at Horizontal Polarization
Emission  Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
11910.000 38.41 16.55 33.61 27.41 48.76 54.00 5.24 Peak
Antenna at Vertical Polarization

Emission  Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
11910.000 38.41 16.55 33.61 26.62 47.97 54.00 6.03 Peak

U-NII Band U-NII Band 5
Frequency 6175MHz

Mode 802.11a

Antenna at Horizontal Polarization
Emission  Antenna  Cable Preamp Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
12350.000 38.75 16.92 33.60 27.17 49.24 54.00 4.76 Peak
Antenna at Vertical Polarization

Emission  Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12350.000 38.75 16.92 33.60 27.25 49.33 54.00 4.67 Peak

U-NII Band U-NII Band 5
Frequency 6415MHz

Mode 802.11a

Antenna at Horizontal Polarization
Emission  Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz2) (dB/m) (dB)  (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
12830.000 39.24 17.35 3351 25.65 48.73 54.00 5.27 Peak
Antenna at Vertical Polarization

Emission  Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
12830.000 39.24 17.35 3351 26.57 49.65 54.00 4.35 Peak
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U-NII Band U-NII Band 6
Frequency 6435MHz

Mode 802.11a

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12870.000 39.16 17.39 33.50 24.67 47.72 54.00 6.28 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12870.000 39.16 17.39 33.50 25.38 48.43 54.00 5.57 Peak

U-NII Band U-NII Band 6
Frequency 6475MHz

Mode 802.11a

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12950.000 39.15 17.46 33.48 25.34 48.47 54.00 5.53 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12950.000 39.15 17.46 3348 2544 48.56 54.00 5.44 Peak

U-NII Band U-NII Band 6
Frequency 6515MHz

Mode 802.11a

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13030.000 39.20 17.52 33.47 25.04 48.29 54.00 571 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13030.000 39.20 1752 33.47 24.92 48.17 54.00 5.83 Peak
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U-NII Band U-NII Band 7
Frequency 6535MHz

Mode 802.11a

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13070.000 39.20 1754 33.46 25.21 48.49 54.00 5.51 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13070.000 39.20 1754 33.46 25.34 48.61 54.00 5.39 Peak

U-NII Band U-NII Band 7
Mode 802.11a

Frequency 6695MHz

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13390.000 39.11 17.70 3341 25.45 48.85 54.00 5.15 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13390.000 39.11 17.70 3341 25.27 48.67 54.00 5.33 Peak

U-NII Band U-NII Band 7
Mode 802.11a

Frequency 6855MHz

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13710.000 38.60 17.86 33.43 25.15 48.18 54.00 5.82 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13710.000 38.60 17.86 33.43 25.46 48.48 54.00 5.52 Peak
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U-NII Band U-NII Band 8
Frequency 6875MHz

Mode 802.11a

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13750.000 38.60 17.88 33.44 25.01 48.05 54.00 5.95 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13750.000 38.60 17.88 3344  25.68 48.71 54.00 5.29 Peak

U-NII Band U-NII Band 8
Frequency 6995MHz

Mode 802.11a

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13990.000 38.79 18.00 33.49 25.99 49.29 54.00 471 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13990.000 38.79 18.00 33.49 25.04 48.34 54.00 5.66 Peak

U-NII Band U-NII Band 8
Frequency 7095MHz

Mode 802.11a

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
14190.000 39.00 18.22 33.48 27.09 50.83 54.00 3.17 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
14190.000 39.00 18.22 33.48 25.69 49.43 54.00 4.57 Peak
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U-NII Band U-NII Band 5
Frequency 5955MHz

Mode 802.11ax-HE20

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
11910.000 38.41 1655 33.61 28.40 49.75 54.00 4.25 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
11910.000 38.41 16.55 33.61 27.11 48.45 54.00 5.55 Peak

U-NII Band U-NII Band 5
Frequency 6175MHz

Mode 802.11ax-HE20

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12350.000 38.75 16.92 33.60 27.41 49.48 54.00 4.52 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12350.000 38.75 16.92 33.60 26.89 48.97 54.00 5.03 Peak

U-NII Band U-NII Band 5
Frequency 6415MHz

Mode 802.11ax-HE20

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12830.000 39.24 17.35 3351 26.08 49.17 54.00 4.83 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12830.000 39.24 17.35 3351 26.22 49.30 54.00 4.70 Peak
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U-NII Band U-NII Band 6
Frequency 6435MHz

Mode 802.11ax-HE20

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12870.000 39.16 17.39 33.50 25.09 48.14 54.00 5.86 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12870.000 39.16 17.39 33.50 25.24 48.28 54.00 5.72 Peak

U-NII Band U-NII Band 6
Frequency 6475MHz

Mode 802.11ax-HE20

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12950.000 39.15 17.46 33.48 24.57 47.69 54.00 6.31 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12950.000 39.15 17.46 33.48 25.54 48.66 54.00 5.34 Peak

U-NII Band U-NII Band 6
Frequency 6515MHz

Mode 802.11ax-HE20

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13030.000 39.20 17.52 33.47 24.97 48.22 54.00 5.78 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13030.000 39.20 1752 33.47 26.10 49.35 54.00 4.65 Peak
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U-NII Band U-NII Band 7
Frequency 6535MHz

Mode 802.11ax-HE20

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13070.000 39.20 1754 33.46 25.07 48.35 54.00 5.65 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13070.000 39.20 1754 33.46 25.18 48.46 54.00 5.54 Peak

U-NII Band U-NII Band 7
Mode 802.11ax-HE20

Frequency 6695MHz

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13390.000 39.11 17.70 3341 25.02 48.42 54.00 5.58 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13390.000 39.11 17.70 3341 24.95 48.35 54.00 5.65 Peak

U-NII Band U-NII Band 7
Mode 802.11ax-HE20

Frequency 6855MHz

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13710.000 38.60 17.86 33.43 24.26 47.29 54.00 6.71 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13710.000 38.60 17.86 33.43 25.47 48.50 54.00 5.50 Peak
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U-NII Band U-NII Band 8
Mode 802.11ax-HE20

Frequency 6875MHz

Antenna at Horizontal Polarization
Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB)  (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
13750.000 38.60 17.88 33.44 25.32 48.36 54.00 5.64 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13750.000 38.60 17.88 3344  25.67 48.70 54.00 5.30 Peak

U-NII Band U-NII Band 8
Mode 802.11ax-HE20

Frequency 6995MHz

Antenna at Horizontal Polarization
Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB)  (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
13990.000 38.79 18.00 33.49 25.50 48.79 54.00 521 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13990.000 38.79 18.00 33.49 24.83 48.13 54.00 5.87 Peak
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U-NII Band U-NII Band 8
Mode 802.11ax-HE20

Frequency 7095MHz
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Antenna at Horizontal Polarization
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Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)

14190.000 39.00 18.22 33.48 27.16 50.90 54.00 3.10 Peak
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Antenna at Vertical Polarization

Freguency (MH=z)

Emission ~ Antenna  Cable Preamp Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
14190.000 39.00 18.22 33.48 26.43 50.17 54.00 3.83 Peak
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U-NII Band U-NII Band 5
Frequency 5965MHz

Mode 802.11ax-HE40

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
11930.000 38.43 16.56 33.62 27.04 48.42 54.00 5.58 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
11930.000 38.43 16.56 33.62 28.98 50.36 54.00 3.64 Peak

U-NII Band U-NII Band 5
Frequency 6165MHz

Mode 802.11ax-HE40

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12330.000 38.73 1691 33.60 27.06 49.09 54.00 491 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12330.000 38.73 16.91 33.60 26.75 48.78 54.00 5.22 Peak

U-NII Band U-NII Band 5
Frequency 6405MHz

Mode 802.11ax-HE40

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12810.000 39.28 17.33 3352 26.18 49.28 54.00 4.72 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12810.000 39.28 17.33 33.52 25.99 49.09 54.00 491 Peak
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Audix Technology Corp. Tel: +886 2 26099301
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U-NII Band U-NII Band 6
Frequency 6445MHz

Mode 802.11ax-HE40

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12890.000 39.12 17.40 33.50 24.67 47.70 54.00 6.30 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12890.000 39.12 17.40 33.50 25.83 48.85 54.00 5.15 Peak

U-NII Band U-NII Band 6
Frequency 6485MHz

Mode 802.11ax-HE40

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12970.000 39.17 17.47 33.48 24.59 47.75 54.00 6.25 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12970.000 39.17 17.47 33.48 25.31 48.47 54.00 5.53 Peak

U-NII Band U-NII Band 7
Mode 802.11ax-HE40

Frequency 6525MHz

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13050.000 39.20 17.53 33.46 24.90 48.17 54.00 5.83 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13050.000 39.20 17.53 33.46 25.60 48.87 54.00 5.13 Peak
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U-NII Band U-NII Band 7
Frequency 6685MHz

Mode 802.11ax-HE40

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13370.000 39.13 17.69 3341 25.30 48.71 54.00 5.29 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13370.000 39.13 1769 3341 24.42 47.83 54.00 6.17 Peak

U-NII Band U-NII Band 7
Mode 802.11ax-HE40

Frequency 6845MHz

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13690.000 38.62 17.85 33.43 24.65 47.69 54.00 6.31 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13690.000 38.62 17.85 3343 25.76 48.80 54.00 5.20 Peak

U-NII Band U-NII Band 8
Frequency 6885MHz

Mode 802.11ax-HE40

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13770.000 38.60 17.89 33.44 25.24 48.28 54.00 5.72 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13770.000 38.60 17.89 3344 2498 48.03 54.00 5.97 Peak
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U-NII Band U-NII Band 8
Mode 802.11ax-HE40

Frequency 7005MHz

Antenna at Horizontal Polarization
Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB)  (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
14010.000 38.82 18.01 33.49 26.03 49.37 54.00 4.63 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
14010.000 38.82 18.01 33.49 25.95 49.29 54.00 4.71 Peak

U-NII Band U-NII Band 8
Mode 802.11ax-HE40

Frequency 7085MHz

Antenna at Horizontal Polarization
Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB)  (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
14170.000 39.00 18.20 33.48 26.86 50.57 54.00 3.43 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
14170.000 39.00 18.20 33.48 26.28 50.00 54.00 4.00 Peak
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U-NII Band U-NII Band 5
Frequency 5985MHz

Mode 802.11ax-HES80

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
11970.000 38.47 16.58 33.62 27.67 49.11 54.00 4.89 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
11970.000 38.47 16.58 33.62 27.17 48.61 54.00 5.39 Peak

U-NII Band U-NII Band 5
Frequency 6145MHz

Mode 802.11ax-HES80

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12290.000 38.71 16.87 33.60 27.95 49.93 54.00 4.07 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12290.000 38.71 16.87 33.60 27.03 49.01 54.00 4.99 Peak

U-NII Band U-NII Band 5
Frequency 6385MHz

Mode 802.11ax-HES80

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12770.000 39.27 17.30 33.52 27.17 50.22 54.00 3.78 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12770.000 39.27 17.30 33.52 26.43 49.48 54.00 4.52 Peak
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U-NII Band U-NII Band 6
Frequency 6465MHz

Mode 802.11ax-HES80

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12930.000 39.13 17.44 33.49 25.04 48.12 54.00 5.88 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12930.000 39.13 17.44  33.49 24.78 47.86 54.00 6.14 Peak

U-NII Band U-NII Band 6
Frequency 6545MHz

Mode 802.11ax-HES80

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13090.000 39.20 1755 33.46 26.02 49.31 54.00 4.69 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13090.000 39.20 1755 33.46 24.75 48.04 54.00 5.96 Peak

U-NII Band U-NII Band 7
Mode 802.11ax-HES80

Frequency 6625MHz

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13250.000 39.15 17.63 33.43 24 .98 48.32 54.00 5.68 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13250.000 39.15 17.63 33.43 25.11 48.46 54.00 5.54 Peak
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U-NII Band U-NII Band 7
Frequency 6705MHz

Mode 802.11ax-HES80

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13410.000 39.09 17.71 33.40 25.47 48.87 54.00 5.13 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13410.000 39.09 17.71 33.40 26.24 49.64 54.00 4.36 Peak

U-NII Band U-NII Band 7
Mode 802.11ax-HES80

Frequency 6785MHz

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13570.000 38.86 17.79 33.40 25.64 48.89 54.00 5.11 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13570.000 38.86 17.79 33.40 25.79 49.04 54.00 4.96 Peak

U-NII Band U-NII Band 8
Frequency 6865MHz

Mode 802.11ax-HES80

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13730.000 38.60 17.87 33.44 25.48 48.51 54.00 5.49 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13730.000 38.60 17.87 3344  25.46 48.49 54.00 551 Peak
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U-NII Band U-NII Band 8
Mode 802.11ax-HES80

Frequency 6945MHz

Antenna at Horizontal Polarization
Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB)  (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
13890.000 38.69 17.95 3347 24.95 48.12 54.00 5.88 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13890.000 38.69 1795 33.47 25.14 48.31 54.00 5.69 Peak

U-NII Band U-NII Band 8
Mode 802.11ax-HES80

Frequency 7025MHz

Antenna at Horizontal Polarization
Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB)  (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
14050.000 38.90 18.06 33.49 25.40 48.87 54.00 5.13 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
14050.000 38.90 18.06 33.49 26.72 50.19 54.00 3.81 Peak
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U-NII Band U-NII Band 5
Frequency 6025MHz

Mode 802.11ax-HE160

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12050.000 38.60 16.65 33.62 26.50 48.13 54.00 5.87 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12050.000 38.60 16.65 33.62 28.29 49.92 54.00 4.08 Peak

U-NII Band U-NII Band 5
Frequency 6185MHz

Mode 802.11ax-HE160

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12370.000 38.77 16.94 33.60 27.88 50.00 54.00 4.00 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12370.000 38.77 16.94 33.60 27.06 49.18 54.00 4.82 Peak

U-NII Band U-NII Band 5
Frequency 6345MHz

Mode 802.11ax-HE160

Antenna at Horizontal Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector

(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12690.000 39.18 17.23 3354 26.45 49.31 54.00 4.69 Peak
Antenna at Vertical Polarization

Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
12690.000 39.18 1723 3354  26.27 49.13 54.00 4.87 Peak
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U-NII Band U-NII Band 6
Frequency 6505MHz

Mode 802.11ax-HE160

Antenna at Horizontal Polarization
Emission  Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
13010.000 39.20 1751 33.47 25.34 48.57 54.00 5.43 Peak
Antenna at Vertical Polarization

Emission  Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13010.000 39.20 1751 33.47 25.01 48.24 54.00 5.76 Peak

U-NII Band U-NII Band 7
Frequency 6665MHz

Mode 802.11ax-HE160

Antenna at Horizontal Polarization
Emission  Antenna  Cable Preamp Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
13330.000 39.17 17.67 33.42 25.24 48.66 54.00 5.34 Peak
Antenna at Vertical Polarization

Emission  Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB) (dBuV) (dBuV/m) (dBuV/m) (dB)
13330.000 39.17 17.67 33.42 25.23 48.65 54.00 5.35 Peak

U-NII Band U-NII Band 7
Frequency 6825MHz

Mode 802.11ax-HE160

Antenna at Horizontal Polarization
Emission  Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz2) (dB/m) (dB)  (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
13650.000 38.70 17.83 33.42 24.35 47.46 54.00 6.54 Peak
Antenna at Vertical Polarization

Emission  Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
13650.000 38.70 17.83 33.42 24.69 47.80 54.00 6.20 Peak
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U-NII Band U-NII Band 8
Mode 802.11ax-HE160
Frequency 6985MHz
Antenna at Horizontal Polarization
Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB)  (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
13970.000 38.77 1799 33.48 26.27 49.54 54.00 4.46 Peak
Antenna at Vertical Polarization
Emission ~ Antenna  Cable Preamp  Read Emission  Limits  Margin
Frequency Factor Loss  Gain Level Level Detector
(MHz) (dB/m) (dB) (dB)  (dBuV) (dBuV/m) (dBuV/m) (dB)
13970.000 38.77 1799 3348 25.31 48.58 54.00 5.42 Peak

A.2.3 Emissions in Non-restricted Frequency Bands

Pursuant to KDB 789033 D02 General UNII Test Procedures New Rules v02r01 that
emission levels below the 15.209 general radiated emissions limits is not required.
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A.3 MAXIMUM POWER SPECTRAL DENSITY

Test Date 2026/07/13 Temp./Hum. 23°C159%
Cable Loss 1.00dB

: Tested By Sean Wang
Test Voltage DC 3.8V (Via Battery)

A.3.1 Power Spectral Density Result
® OFDM Modulation

. Centre Power Spectral | Duty Cycle |Antenna |Total Power Spectral
Modg(l)aztli);]aType Frequency Density Factor Gain | Density (EIRP)N? Limit
' (MHz) (dBm/1MHz) 10log(1/X) | (dBi) (dBm/1MHz)
5955 -10.324 N/A 1.42 -8.904
U-NII Band 5 6175 -10.516 N/A 142 -9.096
6415 -10.572 N/A 142 -9.152
6435 -9.882 N/A 0.98 -8.902
U-NII Band 6 6475 -10.644 N/A 0.98 -9.664
6515 -10.688 N/A 0.98 -9.708
-5(dBm/MHz)
6535 -9.964 N/A 1.35 -8.614
U-NII Band 7 6695 -9.916 N/A 1.35 -8.566
6855 -9.992 N/A 1.35 -8.642
6875 -10.621 N/A 0.22 -10.401
U-NII Band 8 6995 -9.914 N/A 0.22 -9.694
7095 -8.412 N/A 0.22 -8.192
. Centre Power Spectral | Duty Cycle |Antenna |Total Power Spectral
“gggiﬁ')?_&gé%e Frequency Density Factor Gain | Density (EIRP)N®2 Limit
' (MHz) (dBm/1MHz) 10log(1/X) | (dBi) (dBm/1MHz)
5955 -10.589 N/A 1.42 -9.169
U-NII Band 5 6175 -11.203 N/A 142 -9.783
6415 -11.443 N/A 142 -10.023
6435 -10.389 N/A 0.98 -9.409
U-NII Band 6 6475 -11.124 N/A 0.98 -10.144
6515 -11.267 N/A 0.98 -10.287
-5(dBm/MHz)
6535 -11.721 N/A 1.35 -10.371
U-NII Band 7 6695 -10.870 N/A 1.35 -9.520
6855 -12.430 N/A 1.35 -11.080
6875 -11.569 N/A 0.22 -11.349
U-NII Band 8 6995 -10.397 N/A 0.22 -10.177
7095 -8.832 N/A 0.22 -8.612

Note: 1. All results have been included cable loss
2. Total Power Spectral Density (dBm/1MHz) = Power Spectral Density (dBm/1MHz) + Duty Cycle Factor (dB) when duty cycle is less
than 98%. + Antenna Gain.

File Number: C1M2606245 Report Number: EM-F260335

This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.



AUDIX ]
APPENDIX A-Page 60 of 111

Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244, Taiwan

Centre Power Spectral | Duty Cycle |Antenna |Total Power Spectral

“gggi'f‘gg’;;ﬁ%e Frequency Density Factor Gain | Density (EIRP)N? Limit
' (MHz) (dBm/1MHz) 10log(1/X) | (dBi) (dBm/1MHz)
5965 -9.749 N/A 1.42 -8.329
U-NII Band 5 6165 -9.763 N/A 1.42 -8.343
6405 -10.220 N/A 1.42 -8.800
U-NI1 Band 6 6445 -10.615 N/A 0.98 -9.635
6485 -10.894 N/A 0.98 -9.914
6525 -11.956 N/A 1.35 -10.606 -5(dBm/MHz)
U-NII Band 7 6685 -9.634 N/A 1.35 -8.284
6845 -12.376 N/A 1.35 -11.026
6885 -8.894 N/A 0.22 -8.674
U-NII Band 8 7005 -8.405 N/A 0.22 -8.185
7085 -8.510 N/A 0.22 -8.290
. Centre Power Spectral | Duty Cycle [Antenna|Total Power Spectral
hgggiﬁ;i&?é%e Frequency Density Factor Gain | Density (EIRP)N2 Limit
' (MHz) (dBm/1MHz) 10log(1/X) | (dBi) (dBm/1MHz)
5985 -12.653 N/A 1.42 -11.233
U-NII Band 5 6145 -12.189 N/A 142 -10.769
6385 -11.456 N/A 1.42 -10.036
6465 -11.544 N/A 0.98 -10.564
U-NIl Band 6 6545 -11.522 N/A 0.98 -10.542
6625 -12.125 N/A 1.35 -10.775 -5(dBm/MHz)
U-NII Band 7 6705 -11.409 N/A 1.35 -10.059
6785 -12.969 N/A 1.35 -11.619
6865 -12.176 N/A 0.22 -11.956
U-NII Band 8 6945 -11.743 N/A 0.22 -11.523
7025 -11.558 N/A 0.22 -11.338
. Centre Power Spectral | Duty Cycle [Antenna|Total Power Spectral
g’(')%dﬂzg'f':g{gg Frequency Density Factor Gain | Density (EIRP)NO®? Limit
' (MHz) (dBm/1MHz) 10log(1/X) (dBi) (dBm/1MHz)
6025 -16.045 N/A 142 -14.625
U-NII Band 5 6185 -14.071 N/A 142 -12.651
6345 -14.266 N/A 142 -12.846
U-NII Band 6 6505 -15.017 N/A 0.98 -14.037 -5(dBm/MHz)
U-NII Band 7 6665 -14.128 N/A 1.35 -12.778
6825 -16.273 N/A 1.35 -14.923
U-NII Band 8 6985 -15.299 N/A 0.22 -15.079

Note: 1. All results have been included cable loss
2. Total Power Spectral Density (dBm/1MHz) = Power Spectral Density (dBm/1MHz) + Duty Cycle Factor (dB) when duty cycle is less
than 98%. + Antenna Gain.
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® OFDMA Modulation

. Centre | Power Spectral | Duty Cycle | Antenna | Total Power Spectral
Tones IRdU MO_?_Ula“O“ %‘Ng Frequency Density Factor Gain | Density (EIRP)N*¢2 Limit
naex ype A% (MHz) | (@Bm/IMHZ) | 10l0g(1/X)| (dBi) (dBmM/1MHz)
26 0 |802.11ax-HE 20| 6 6435 -12.285 N/A 0.98 -11.305
52 40 |802.11ax-HE 20| 5 6415 -12.335 N/A 1.42 -10.915 -5(dBm/MHz)
106 53 [802.1lax-HE 20| 6 5955 -11.932 N/A 0.98 -10.952

Note: 1. All results have been included cable loss
2. Total Power Spectral Density (dBm/1MHz) = Power Spectral Density (dBm/1MHz) + Duty Cycle Factor (dB) when duty cycle is less

than 98%. + Antenna Gain.
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A.3.2 Measurement Plots
® OFDM Modulation
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U-NII Band 7
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Mode: 802.11ax-HE20
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Mode: 802.11ax-HE20
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Mode: 802.11ax-HE40
U-NII Band 5 U-NII Band 6
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Mode: 802.11ax-HE40
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Mode: 802.11ax-HE80

U-NII Band 5 U-NII Band 6
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Mode: 802.11ax-HE80
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Mode: 802.11ax-HE160
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