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— I H Vi B Project Description

x5 P 4 o R
Customer Name: Richsound

BIRA: e

Type of complete s
R loudspeaker box

machine:

RESBL: 2400MHz ~ 2500MHz
Antenna band:

REFE: FPC+ ) i £ +25 b 45
Antenna form: FPC+coaxial line+wire sponge

B JoEes

Feed form: weld

TR R AR«

/

Hardware version:

— BT RZ&4AM Antenna assembly
1 ##% specifications
A4 FALBE_COVE A1 T H 2% 1 % T ORI 46 MM S S AR L. F B K 1%
T REE F
This report mainly provides the testing status of various electrical and structural performance
parameters of the antenna for the_COVE A1 project. The following image shows an antenna with a

large display design.

@ E0A-LY-IA00-XT
/

RESIE

antenna appearing diagram
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1.1 S FHE PR Electrical specifications and standards
1.1.1 HYEEEHRAR Electrical performance index
REE TAESEAE 2400MHz ~ 2500MHz. 372 KR 5 THFI & ™ RZE I PR RE 4R 5.

The operating frequency band of the antenna is between_2400 and 2500 MHz.The following table
shows the electrical performance indicators of large display design and mass production antennas.

Frequency Range Frequency (MHz) VSWR
BT 2400MHz ~ 2500MHz <2
www. Topant.com.cn
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2 Z5HASFRUE Structural specifications and standards

1.2.1 REZBAK Antenna composition

REEESE H_FPC+HA B + 2 BTG 45 2H A

The antenna is mainly composed of FPCt+coaxial linetwire sponge.

2. MK 1% 2% The Equipment of Active Test
Satimo 3D Chamber 4X4X4( m )

CMW500 E5071C

Network analyzer-R&S ZVL

& 2
Figure 2
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3 WA test
3.1 EHE(VSWR)HIMR Test of standing wave (VSWR)
3.1.1 RS VSWR TN B AR REERE N : [R&S ZVL P45 54—t g~ k8]
Test connection: The VSWR test device is sequentially connected as follows: R&S ZVL network analyzer — test line — test fixture
S (B B]) A ctual measurement (attached drawing)
32 WA KME. PFE (TRP) « REE (TIS) KWMLK
Gain and efficiency, power (TRP), sensitivity (TIS) testing
3.2.1 JUAKIZHL Test site:
KRB o MBI E Y 400MHz—6GHz, XN S0cm I, K5/~ F-50 dB.

—

Large display microwave anechoic chamber. The test frequency range is 400MHz - 6GHz, the static zone range is 50cm circumferential,
and the reflectivity is less than - 50dB.
3.2.2 WHAKIIXFE Tested Instruments:

R&S ZVL M43 #ri . CMWS500 E5071C. PRIl R 7% E SATIMO-SG24SYSTEM #4 .
FTEINLAE .

R&S ZVL network analyzer, Agilent 8960 E5515C, standard horn antenna, French SATIMO-SG24SYSTEM system, printer, etc.
323 MAABEE - ARk RS, W D) EA RO A S BE n F R

Test data: In a microwave anechoic chamber, the values related to the power and sensitivity tested are shown in the table bel

TEIRME &I 25 Passive efficiency&gain:

Freq Effi Effi Gain
(MHz) (%) (dB) (dBi)
2400 51. 36 -2.89 212
2410 51.79 -2.86 S
2420 52. 04 -2.84 221
2430 52. 52 -2.80 2.25
2440 53.35 2.4 S
2450 53. 87 -2.69 2.4
2460 52. 84 =2 2.34
2470 52. 66 -2.79 2. 29
2480 52. 38 —2. 81 2. 11
2490 51. 79 -2.86 2.07
2500 51. 14 -2.91 1. 97
www. Topant.com.cn
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OTA EFEEIFE Active OTA Data

BAND CH TRP (dBm) TIS (dBm)
0 6. 32 -90. 52
BT
39 6. 41 -90. 66
< 6. 12 -90. 34

4. VSWR 2% VSWR parameter diagram
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=E0.00
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RE2FE S E Antenna Isolation:

WIFI 1and BT

40.00

~40 .00

~100.0

1 Center .75 GHz TERM 701 keHr '-'.n.an R GHe ST
WIFI 0 and BT

Log Mag 20.0048/ Ref O.0004E [F2]

40,00

-4, 00

=100.0

1 antar 425 aHz IFE 70 kHz Soun 6.5 aH: HSNEEAD
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5. IR ZIE Passive Field Pattern Diagram
2450MHz

240
"
-0.90
-4.21
-1.51

-10.82

-14.12

Y -1742
-20.73

- -24.03
Ieo

-27.34

-30.64

50
&<
*®

rp -3395

Phi: 90° 240
0 z
i 57T -0.90
%, | ®
. 119 4 -4.21

-10.82

-14.12

-17.42
-2073

-24'03 J—

o -27.34

z
-30.64
Y -33.95

14 751
' -10.82

-14.12

X -17.42
-20.73
-24.03

&

e
o 2734

. ¥
1 A -3064
3
w : % X -33.95
270

www. Topant.com.cn
Confidentiality requirements
Shenzhen Daxian Technology Co., Ltd. already possesses the information provided by the proprietary technology, which
should be strictly confidential and not allowed to be disclosed to any person or company without the prior written consent of
Shenzhen Daxian Technology Co., Ltd

Page 10


http://www.speed-hz.com

9 § v £ ¢ I
y  [(uoTSIaA JUBLID) XN ﬂ (yyed oaeg) T4
.‘N%Mm Qﬁﬂ@mb %\mn_# Wf @ (0AT100ds10d paty]) 1039909 mm.,.wm:ogm.,.omm szmpwé w\&‘_wu_w A..mwwwgwﬂommzomﬂ“m‘w.w
3 %) % . =¥ e - N
mewn_um 2 4 vhu_ﬁmm. f mwowjﬁgowoM ?Besz ﬁm& E@ﬂaﬂm (030 ‘saTM USYOQ ‘SBITM JJoys ‘Burioplos Sulsstu ‘BurIeplos A3[nej se yons uorjesado 1ood ou aq pInOYs 98Y[ ‘g)
(1Y () WG Rl TET|oros) | W | ) T (Punojue Jg) % 1q | (Puen 1ied) Y Z4j% ST R R YTy g
ﬁmw@@ a_\@ @ﬁuﬂw N [oemeany aoyans E%%ﬁ@% 6V0-TVIA0-D) (2p0) S&S&E%mﬁ (*suoTsueuIp paTFToadsun JoJ SUTARID Y} 0} I8JOT 9SeAT]'7)
\ - ORI MR
20/10/9302 (97p) fif |19 5} | (10100 30POLd) I ! TV 4A00 | (19Pow ouryoey) i1 %mwﬁ@f*ﬁm
PyT ¢*0) £8oTouyos] juedo] ueyzZULYS INV40L RN EER kT
EEEZE AR RN e
0N R |00 Pig| (e gl | @y e Y] e e sl o
%Ee@ﬂ 14 Teddoo o137013001] 2dd v
A%E,&@m_ EICEA) (103000000 ) X7Ié ] J- U m
C_%S%@Vm and cho% A18)) 14584 % U (spaewusop utoe] 110d TeUTWIR])
Al (10D YA
g /O
VN
O
- ..uuw“.xnwu.wmm“m. N.@ C?WFS%Q oﬂm AN 30q
W ax,8, V03 %R
. *
4apST 0+08 .mm*@
9 § v £ 4 !




	2400MHz ~ 2500MHz
	                                 Figure 2
	3 测试test
	3.1 驻波(VSWR)的测试Test of standing wave (VSWR)
	3.1.1 测试连接：VSWR 测试装置依次的连接为：R&S ZVL网络分析仪→测试线→测试治

	3.2增益及效率、功率（TRP）、灵敏度（TIS）的测试
	Gain and efficiency, power (TRP), sensitivity (TIS
	3.2.1  测试的场地Test site：
	大显微波暗室 。测试频率范围为400MHz—6GHz，静区范围为50cm周圆，反射率小于-50 dB
	Large display microwave anechoic chamber. The test
	3.2.2  测试的仪表Tested Instruments：
	R&S ZVL网络分析仪、CMW500 E5071C、标准喇叭天线、法国SATIMO-SG24SYS
	R&S ZVL network analyzer, Agilent 8960 E5515C, sta
	3.2.3测试数据 ：在微波暗室中，测试的功率和灵敏度相关的数值如下表
	Test data: In a microwave anechoic chamber, the va

	无源效率&增益Passive efficiency&gain：                
	OTA 有源数据 Active OTA Data
	4、VSWR 参数图VSWR parameter diagram
	 WIFI 1and BT 
	 WIFI 0 and BT
	5、无源场型图Passive Field Pattern Diagram
	2450MHz
	7、暗室坐标系Test scenario
	8、结论conclusion
	此天线是在客户提供样机基础上设计，电参数和结构性能已达到技术要求，请确认！
	This antenna is designed based on the prototype pr


