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CAUTION

RISK OF ELECTRIC SHOCK
DO NOT OPEN

CAUTION:

— TOREDUCE THE RISK OF ELECTRIC SHOCK.
DO NOT REMOVE COVER(OR BACK).
NO USER SERVICEABLE PARTS INSIDE.
REFER SERVICING TO QUALIFIED SERVICE PERSONNEL.
AVIS:RISQUE DE CHOC ELECTONIQUE - NE PAS OUVRIR

AWARNING: Cancer and Reproductive Harm -
www.P65Warnings.ca.gov.For more information go to

This device complies with Part 15 of the FCCRules.
Operation is subject to the following two conditions:
(1) this device may not cause harmful interference, and
(2) this device must accept any interference received,
including interference that may cause undesired operation.
This digital apparatus complies with Canadian ICE-003
FCCID:AUSCR704
FDA CERTIFICATION
Product complies with DHHS Rules 21 CFR-Subchapter
J-application date of manufacture.
California 93120 phase 2 compliant for formaldehyde
Imported by: 1220 East Oak Street,

Louisville, Kentucky 40204

www.CrosleyBrands.com/Compliance/Prop65

“CR-O0-S-LEX
Model: CR704B-PA

Replacement Needle: NP6

CLASS 1 LASER |

3.4 mm

PRODUCT

QC
PASSED

FREQUENCY RANGE :AM 530 -1700KHz

:FM 88 -108MHz
POWER CONSUMPTION :15W(MAX)
POWER SOURCE :DC9V1.3A

MADE IN CHINA

S/N:643021022
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Size: L*"W=100"55mm
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