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REVISION HISTORY

Revision History Description Date Originator
Rev A. Initial Report 7-July-2022 Lim Khay Kwang
1.0. Summary of Test Results
FCC Serial Number
Clause ISED Clause Test Item Result Remark Tested
2.1046 RSS.1403.1 | Conducted RF Output Power |  Pass | M ”c‘;i [PIEment | 734TYF0012
2.1046 RSS 140 4.3 | Peak-to-Average Power Ratio Pass Meet ﬂ;i Ir;ang]lijtllrement 734TYF0012
2.1049 Occupied Bandwidth (26dBc, Meet the requirement
90.209(7) | RSS-Gen6.7 999%) Pass of limit. 734TYF0012
2.1055 - Meet the requirement
90.213 RSS-140 4.2 Frequency Stability Pass of limit. 734TYF0012
RSS-Gen .
2.1051 Band Edge Conducted Meet the requirement
90.543(e) 6.13 Spurious Emission Pass of limit. 734TYF0012
RSS-140 4.4
RSS-Gen . .
2.1051 Conducted Spurious Meet the requirement
90.543(e) 6.13 Emissions Pass of limit. 734TYFO012
RSS-140 4.4
2.1051 . . . Meet the requirement
90.543(e) RSS-140 4.4 | Radiated Spurious Emission Pass of limit. 734TYF0069
Effective Radiated Power Not
90.635(b) RSS-140 4.3 (ERP) Performed. Not Performed. 734TYFO012
RSS — 140 GNSS (EIRP for 1599 — Meet the requirement
90.543(f) 1610MHz) Pass of limit 734TYF0069
4.4(b)
1.1. Measurement Uncertainty
Measurement Frequency Expended Uncertainty (k=1.96) (+dB)
. . 30MHz ~ 200MHz 5.01
Radiated Emissions up to 1 GHz 200MHz = 1000MHz 501
. . 1GHz ~ 18GHz 5.01
R E 1GH
adiated Emissions above 1 GHz 18GHz ~ 25GHz =01
1.2. Equipment List
Description Model Serial Number Calibration Calibration Due
Date Date
Broadband ATE 1 (RF Conducted Tests); Test Software Version: CMWRun v1.8.9
Signal Analyzer FSV40 101431 02-Dec-21 02-Dec-23
Chamber SH-641 92003150 17-Sep-21 17-Sep-22
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Wideband Radio Communication Tester CMW500 154550 07-Mar-21 07-Mar-23
Power Supply 6652A MY 40001437 26-Aug-21 26-Aug-22
Radiated Spurious Emission (EMC Chamber 1); Test Software Version: EMC_FCC_RE v1.6.2

Drg Horn Freq. SAS-571 720 06-Apr-21 06-Apr-23
Drg Horn Freq. SAS-571 719 13-Sep-21 13-Sep-22
Power Supply N7977A MY54420118 17-Aug-21 17-Aug-22
Signal Generator SMB 100A 182511 4-Jun-21 4-Jun-24
Emi Test Receiver ESW44 101731 5-Nov-21 5-Nov-22
5m Semi-Anechoic Chamber S800-HX J2308 No Cal. Reqd No Cal. Req'd
Bilog Antenna CBL6112D 2950 30-Jul-21 30-Jul-22
Bilog Antenna CBL6112D 30991 05-Oct-21 05-Oct-22
Data Logger Thermohygrometer SDL500 A.016800 13-Jun-21 13-Jun-23
System Controller SC104V 050806-1 No Cal. Reqd No Cal. Req'd
Turntable Flush Mount 2m FM2011 NA No Cal. Reqd No Cal. Req'd
Antenna Positioning Tower TLT2 NA No Cal. Reqd No Cal. Req'd
Broad-Band Horn Antenna BBHA9170 | BBHA9170143 3-Aug-21 3-Aug-22
Preamplifier 18-40ghz BBV9721 9721-007 No Cal. Reqd No Cal. Req'd
Preamplifier PAM-0118P 361 11-Sep-20 11-Sep-23
Loop Antenna 6502 00208416 8-Oct-21 8-Oct-22

1.3. General Information

General Description of EUT

Product MACKENZIE 8/900 NAG MODEL
Brand Motorola Solutions
Test Model AAH90UCU9RH1AN
Power Supply Rating| 7.5 Vdc
Mode of operation LTE Band 14
Modulation Type QPSK, 16QAM
Operating LTE Band 14 Channel Bandwidth 5MHz 790.5MHz~795.5MHz
Frequency Channel Bandwidth 10MHz 793.0MHz
Max. Conducted LTE Band 14 | Channel Bandw?dth 5MHz 21.84dBm (0.153W)
RF Output Power QPSK Channel Bandw!dth 10MHz 21.761dBm (0.150W)
LTE Band 14 | Channel Bandwidth 5MHz 21.132dBm (0.130W)
16QAM Channel Bandwidth 10MHz 20.877dBm (0.122W)
QPSK 16QAM
Emission Designator | LTE Band 14 | Channel Bandwidth 5SMHz | 4M48G7D | 4M48D7W
Channel Bandwidth 10MHz | 8M91G7D | 8M91D7W
Antenna Type LTE Band 14 | LTE LOW BAND MAIN ANTENNA (0.29dBi)
SW Version D02.22.01.0103 (BP), D00.01.86 (AP)
HW Version P2
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Note:
1. The EUT contains following accessory devices and data cable.

Item Brand Model or P/N Specification
Li-lon | MOTOROLA | PMNN4805A | BATTERY PACK,BATTERY PACK,IMPRES GENZ2, LIION,IP68, 4400T

Description of Support Units
The EUT has been tested as an independent unit together with other necessary accessories or support units.
The following support units or accessories were used to form a representative test configuration during the tests.

NO. Product Brand | Model No. | Serial No. | FCC ID
1 Wideband Radio Communication Tester | R&S | CMW500 154550 NA

NO. Signal Cable Description of The above Support Units
1 NA

Note:
1. All power cords of the above support units are non-shielded.
2. Item 1 acted as a communication partner to transfer data.

EUT Operating Conditions
The EUT makes a call to the communication simulator. The communication simulator station system controlled a
EUT to export maximum output power under transmission mode and specific channel frequency.

General Description of Applied Standards
The EUT is a RF Product. According to the specifications of the manufacturer, it must comply with the
requirements of the following standards:

FCC 47 CFR Part 2

FCC 47 CFR Part 90

KDB 971168 D01 Power Meas License Digital Systems v03r01
ANSI C63.26-2015

NOTE: All test items have been performed and recorded as per the above standards.
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1.4. Channel number and frequency info.

Test Channel Number Test Channel Frequency (MHz)
aong | Bandwidth AC‘}’]a"ab'e Low | Mid High | Low Mid High
supported nelan Channel | Channel | Channel | Channel | Channel | Channel
Numb
er
5 MHz 23305 ~ 23305 23330 23355 790.5 793.0 795.5
10 MHz 23330 - 23330 - - 793.0 -

1.5. Test Mode Applicability and Tested Channel Detail.

Pre-Scan has been conducted to determine the worst-case mode from all possible combinations between available
modulations, data rates, XYZ axis and antenna ports. The Radiated Emission and Effective Radiated Power (ERP)
worst case was found when positioned on Z-Plane for LTE band 26 (part 90).

Pre-scan also have been conducted with the accessory devices listed in section table 1.3, only the worst case radiated
emission results of the combination test configuration is reported in this report.

The following channel(s) was (were) selected for the final test as listed below:

LTE Band 14
Available Channel Uplink
Test Item Channel Tested Channel Bandwidth Modulation Mode
Co d”dR‘::Cte 23305~ 23355 233%53'325%330’ 5 MHz
Output QPSK, 16QAM As per table 1.6.3
Power 23330 23330 10 MHz
Peak to 93305~ 23355 23305, 23330, 5 MHz 25RB/0RB
Average 23355 Offset
Power QPSK, 16QAM 50RB/0RB
Ratio 23330 23330 10 MHz Offset
Occupied | 23305~23355 | 2309 23330, 5 MHz 25RB/ORB
. 23355 Offset
Bandwidt QPSK, 16QAM 50RB/ORB
h 23330 23330 10 MHz
Offset
23305~ 23355 23305, 23355 5 MHz 25RB/ORB
Frequency QPSK Offset
Stability 3330 93330 10 MHz 50RB/0RB
Offset
Band 1 RB /0 RB Offset
Edge 1RB /24 RB
Conducte 23305~ 23355 23305, 23355 5 MHz Offset
d QPSK, 16QAM 25RB /0 RB
Spurious Offset
Emission 23330 23330 10 MHz 1 RB /0 RB Offset
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1RB/49RB
Offset
50 RB/0RB
Offset
Conducte | 53305- 23355 23305, 23330, 5 MHz 1RB/13RB
d 23355 OPSK Offset
Spurious 1RB/49 RB
Emnission 23330 23330 10 MHz Offset
73305 1RB/24RB
. Offset
Radiated 1RB/24RB
Spurious 23305~ 23355 23330 5 MHz QPSK Offset
Emission 23355 1RB/13RB
Offset
GNSS 1RB/24RB
23305
(EIRP for 3 Offset
1599 23305~ 23355 I~ 5 MHz QPSK 1RB/ 13 RB
1610MH2z) Offset
Effective | 23305-23355 | 230> 23330 5 MHz
- QPSK, 16QAM As per table 1.6.4
(ERP) 23330 23330 10 MHz
NOTE:

1. The Conducted RF Output Power for QPSK and 16QAM, measured value of QPSK mode is higher than 16QAM
mode. Therefore, only Conducted Spurious Emission, Radiated Emission and GNSS (EIRP for 1599 -

1610MHz) had been tested under QPSK modes.

2. Band Edge was performed with 1 and full Resource Block at the lowest and highest operating frequency

band.

3. The Effective Radiated Power (ERP) was calculated from Conducted RF Output Power results in QPSK and

16QAM modulation.

4. Peak to Average and Occupied Bandwidth were performed with full Resource Block which is the worst case.
5. Frequency stability was performed with full Resource Block in QPSK modulation.

Test Condition:

Test Item Environmental Input Tested By
Conditions Power
Conducted RF Output Power 25°C, 50% RH 7.5V DC Khay Kwang
Peak-to-Average Power Ratio 25°C, 50% RH 7.5V DC Khay Kwang
Occupied Bandwidth 25°C, 50% RH 7.5V DC Khay Kwang
Frequency Stability -30°C ~ 60°C 7.5V DC Khay Kwang
Band Edge Conducted Spurious Emission 25°C, 50% RH 7.5V DC Khay Kwang
Conducted Spurious Emission 25°C, 50% RH 7.5V DC Khay Kwang
Radiated Spurious Emission 25°C, 63.7% RH 7.5V DC | Azil&Qawiman
Equivalent Isotropically Radiated Power (EIRP) 25°C, 50% RH 7.5V DC Khay Kwang
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1.6. Conducted RF Output Power

1.6.1. Test Setup Spectrum

DUT ATT Power Splitter | — | Analyzer
3dB .
\ Communication

Simulator

The DUT transmitter output port was connected to communication simulator with above setup.

Path loss for the measurement included.

Set DUT to transmit maximum power through communication simulator

All the measurement were done at low, mid, high channel for each band and different modulation.
Record the average power into the test report.

oW

1.6.2. Test Limits

FCC: Portable stations (hand-held devices) transmitting in the 758-768 MHz band and the 788-798 MHz
band are limited to 3 watts ERP.

ISED: The e.r.p. for portable equipment including handheld devices shall not exceed 3 W.

1.6.3. Conducted RF Output Power - LTE Band 14 (788-798MHz)

Conducted Output Power (dBm)
QPSK Modulation 16QAM Modulation

LTE RB Low CH Mid CH High CH Low CH Mid CH High CH
Band/BW RB Size Offset 23305 23330 23355 23305 23330 23355
795.5 790.5 795.5

790.5MHz | 793.0MHz MHz MHz 793.0MHz MHz

1 0 23.676 23.628 23.574 22.949 22.79 22.63

13 23.7 23.671 23.691 22.992 22.791 22.703

Band 14 1 24 23.655 23.682 23.601 22.933 22.784 22.612

/ 12 0 22.666 22.649 22.674 21.744 21.671 21.71
5MHz 12 6 22.674 22.682 22.668 21.761 21.667 21.712
12 13 22.688 22.668 22.711 21.728 21.634 21.767

25 0 22.715 22.663 22.64 21.746 21.752 21.669
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Conducted Output Power (dBm)

QPSK Modulation 16QAM Modulation

LTE RB Size RB

Band/BW Offset | 23330 |
| 793.0MHz |
L o BT
Band 14 1 49

/ 25 0 -
10MHz | 25 13 .
25 25 .

1.6.4 Conducted RF Output Power - LTE Band 14 (788-798MHz)

Effective Radiated Power (dBm)
QPSK Modulation 16QAM Modulation
7 _ - Low CH Mid CH | HighCH | Low CH Mid CH | High CH
Band/BW RB Size Offset 23305 23330 23355 23305 23330 23355
795.5 790.5 795.5
790.5MHz | 793.0MHz MHz MHz 793.0MHz MHz
1 0 21.816 21.768 21.714 21.089 20.93 20.77
1 13 21.84 21.811 21.831 21.132 20.931 20.843
Band 14 1 24 21.795 21.822 21.741 21.073 20.924 20.752
/ 12 0 20.806 20.789 20.814 19.884 19.811 19.85
5MHz 12 6 20.814 20.822 20.808 19.901 19.807 19.852
12 13 20.828 20.808 20.851 19.868 19.774 19.907
25 0 20.855 20.803 20.78 19.886 19.892 19.809
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Effective Radiated Power (dBm)
QPSK Modulation 16QAM Modulation

LTE RB Size RB

Band/BW Offset | 23330 |
| 793.0MHz |
o e
r s s
Band 14 1 49 | 21761 |

/ 25 0 | 20801
loMHz | 25 | 13 B
5 | 25 | 20798 |
0 | o X
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1.7.1. Test Setup

Report ID: 27331-RF-00018
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1)
2)
3)
4)
5)
6)
7)

Path loss for the measurement included.

1.7.2. TestLimit

Spectrum
DUT ATT Power Splitter | — | Analyzer
3dB .
\ Communication
Simulator

Set DUT to transmit maximum power through communication simulator
Set the CCDF (Complementary Cumulative Distribution Function) option in the spectrum analyzer.
Spectrum Analyzer setting, RBW = 20MHz.
Recorded the maximum PAR level associated with a probability of 0.1% as Peak to Average Ratio.

All the measurements were done at low, mid, high channel for each band and different modulation.

The peak-to-average radio (PAR) of the transmission may not exceed 13 dB

1.7.3. Peak To Average Power Ratio - LTE Band 14 (788-798MHz)

The DUT transmitter output port was connected to communication simulator with above setup.

LTE Band/BW/RB Peak To Average (dB)
. Channel Number |Tx Frequency : :
Size/RB Offset QPSK Modulation [16QAM Modulation
Low CH 23305 790.5 MHz 4.841 5.913
Band 14/5MHz/25/0 Mid CH 23330 793 MHz 4.87 6
High CH 23355 795.5 MHz 4.667 5.652
Spectrum Plot of Worst Value
QPSK 160AM
1E-05: | 1E-05
‘ ook 1 Grest | 0% | 1% | o |w i) | eok 1 Crest | _10% | s | |w |
Trace 1 25.39 dBn 0.63 d8m 5.24 dB 2.43 @8 4.00 df 4.87 dB 5.19 d8 Trace 1 24.30 dém 67 d8m 6.28 d8 2,00 d& 4,92 dB 6.0 il 6.23 d8
GIRREREND v SIERERRED @
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LTE Band/BW/RB
Size/RB Offset

Channel Number

Band
14/10MHz/50/0

Low CH

Mid CH 23330

High CH

Tx Frequency

Peak To Average (dB)

QPSK Modulation [16QAM Modulation

793 MHz 4.638 5.797

Spectrum Plot of Worst Value

QPSK

16QAM

Ref Level 16.99 dBm

Ref Level 17.33 dEm

Att a7de  AQT 16ms & RBW 20 MHz At 37d8  AQT 1.6ms @ RBW 20 MHz
SGL Count 1000/1000 __ TDF SGL Count 1000/1000 ___ TOF
@155 Cirw (@153 Cirw
=l i 1 "'-‘“-l____‘gr |
0.1 [ 0.1 - I
g I = I
0.01 E 0.01 : I
1 N |
1 |
\ 1 \ |
L
1E-0 . | 1E-0 |
k 1 |
’- i |
1E-04 T 1 1E i 1
! ; m ;
: | ! : \ |
| f {
| | |
| |
I - |
feE 795.0 Mk lean Py + 20.00 db | JCF 793.0 MHz Mean Pwr + 20.00 dB

Complementary Cumulative Distribution Function 100000 v C Distribution Function Samples: 100000
Mean | Peak | Crest | 10% | 1% | 0% | 0.019% | Mean | Peak | crest | 10% | 1% | 0% | 0.01% |
Trace 1 [ 2523 dem | 30.27 dem 5.05 d8 2.35 db 3.91de 4.64 dB 4.96 d8 Trace 1 [ 24.27 dem | 30.61 dem 6.34 d8 2.93d8 4.95 dB 5.60 dB 6.12 dé

W o

e
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1.8. Occupied Bandwidth

1)
2)
3)
4)
5)
6)
7)

18.1. Test Setup

ATT
3dB

DUT

Power Splitter

/
T

Report ID: 27331-RF-00018
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IC: 109U-89FT7151

Spectrum
Analyzer

Simulator

Communication

The DUT transmitter output port was connected to communication simulator with above setup.
Path loss for the measurement included.
For LTE measurement, set DUT to transmit maximum power & full RB size through communication simulator.
For LTE measurement, set DUT to transmit maximum power through communication simulator.

Spectrum Analyzer setting, RBW is 1% of OBW and VBW is 3 times of RBW.
Measure & record -26dBc and 99% occupied bandwidth (BW).

All the measurement was done at low, mid, high channel for each band and different modulation.

1.8.2. Test Limit

For measurement 99% of occupied bandwidth that is required by FCC 2.1049 and RSS Gen 6.6.

1.8.3. Occupied Bandwidth - LTE Band 14 (788-798MHz)

LTE Band/BW/RB Tx -26 dBc Bandwidth (MHz)
. Channel Number : :
Size/RB Offset Frequency | QPSK Modulation | 16QAM Modulation
Low CH 23305 790.5 MHz 4.805 4,785
Band 14/5MHz/25/0 Mid CH 23330 793 MHz 4.845 4.805
High CH 23355 795.5 MHz 4.825 4.835
Spectrum Plot of Worst Value
-26 dBC Bandwidth
QPSK 16QAM
® RBW (CHAN) 50 kHz (E] -.L,. evel 30 "]\: & RBW (CHAN) 50 kHz [E]
20 dBm: : ‘. - ot q. -1 _?( 7[ 1 o '
sdng 4o = ..;J.‘ o ‘ b,
CF 793.0 MHz 1001 pts HJIHH 10.0 MHz Cl":‘).').h MH2Z 1001 pts Span 10.0 MHz
M::%Zr\ Ref | Tr[|| X-valus ¥ ial_ueml | h'.r:fti::n Function ﬁnsu}t‘. . ‘ "‘:‘wr.; Ref | m—_‘| |_F \.Ifﬁ‘" Function m-:mr_ e |
. — — GHRREREND o — CHRRENEED oo -
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LTE Band/BW/RB Tx 99% Occupied Bandwidth (MHz)
) Channel Number : :
Size/RB Offset Frequency | QPSK Modulation [16QAM Modulation
Low CH 23305 790.5 MHz 4.466 4.466
Band 14/5MHz/25/0 Mid CH 23330 793 MHz 4.476 4.466
High CH 23355 795.5 MHz 4.476 4.476

Spectrum Plot of Worst Value
99% Occupied Bandwidth

5 t o
Spectrur o
= RBW (CHAN) 50 kHz ® RBW (CHAN) 50 kHz
3s @ VBW 200 kHz  Mode Auto Sweep is @ VBW 200 kHz  Mode Auto Sweep
T,
94
20 dBém: 8 Taled -] 1 552 20 de e B
frnflumnr o Ao e LAl -’x-J‘r‘lf» fuad fy gt A A Y 1 '.-A\.’A’.l“\-a“‘ul"U‘f“h
0 dBm I 0 dbr
|
der 0 den
4 | 1
-10 .10 .\
/
mal' - \
g ™ Y s
i/ I VA T Ty L
iy A ] B Al b U U T T
40 -0
CF 793.0 MHz 1001 pts Span 10.0 Mz | ) CF 795 5 Miz 1001 pts Spon 10.0 Mtz
GENRENEND - i ] L]
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LTE Band/BW/RB
Size/RB Offset

Channel Number

Tx
Frequency

Band
14/10MHz/50/0

Low CH

Mid CH 23330

High CH

-26 dBc Bandwidth (MHz)
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16QAM Modulation

793 MHz 9.471

Spectrum ] || spectrum -
Ref Level 30.00 dBm ® RBW (CHAN) 100 kHz Ref Level 30.00 dBm  RBW (CHAN) 100 kHz
At SOdE @ BWT 35 @ VBW 300 kHz  Mode Auto Sweep At S0dE @ SWT 35 @ VBW 300kHz  Mode Auto Sweep
SGL Count 5/5 TDF SGL Count 5/5 TOF
6B Down OBW @ 1Pk Max 6B Down OBW @ 1Pk Max
] 17.70 dbm| Mt 16.55 dBm|
M 794.6180 MHz| 792.1010 MHZ|
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Marker Marker
Type | Ref | Trc | X-value | ¥-value | Function | Function Result | | _1ype | Ret | Trc| X-valua | ¥-valug |__Function | Function Result |
M1 1 794.618 MHz 17.70 dem ndé down 0.471 MRz M1 T 792,101 MRz 16,55 dem nd8 down 5,51 Mz
T1 1 788.265 MHz -8.81 dbm nde 26,00 08 T1 1 788.205 MHz -11.16 dém nd8 26,00 08
T2 1 797.735 MHz -6.52 dam q factor 83.9 T2 1 797.715 MHz -9.99 dBm Q factor 83.3
W w e
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1.9. Frequency Stability

1.9.1. Test Setup
Spectrum
Analyzer

\

DUT ATT Power Splitter
3dB

\ Communication
\\, Simulator
Temperature \ External Power Supply

Chamber

1) The DUT is placed in the temperature chamber and DUT is power up by external power supply to control the
DC input voltage.

2) The temperature chamber could control the temperature and humidity and external power supply could
control the test voltage range from minimum to maximum operating voltage.

3) Measured frequency error from the communication simulator by vary below step :

i.  Vary temperature of the temperature chamber from -30 ~ 60 deg C (10 deg C / Step) and set external
supply voltage constant at nominal voltage.
ii.  Vary external supply voltage from minimum to maximum operation voltage support by DUT and set
temperature chamber constant at room temp.
4) All the measurement was done at mid channel for each band.

1.9.2. TestLimit

The frequency stability shall be sufficient to ensure that the fundamental emissions stay within the
authorized bands of operation.
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1.9.3. Frequency Stability - LTE Band 14 (788-798MHz)

Report ID: 27331-RF-00018

FCC ID: AZ489FT7151
IC: 109U-89FT7151

Frequency Error VS Temperature
Band Temp Channel Bandwidth: 5 MHz
( DegC) Low Channel High Channel
790.5MHz 795.5MHz
Frequency (MHz) Frequency Error (ppm) Frequency (MHz) Frequency Error (ppm)

60 790.499994 -0.008035 795.500009 0.010808
50 790.500008 0.010279 795.50001 0.011958
40 790.500007 0.009283 795.500013 0.016778
30 790.50001 0.012179 795.500009 0.011257
LTE Band ™ 790.500008 0.010532 795.500011 0.013343
14 10 790.500006 0.007619 795.50001 0.013019
0 790.500006 0.007818 795.500009 0.011707
-10 790.499993 -0.009048 795.500012 0.015231
-20 790.500008 0.009899 795.500011 0.014188
-30 790.500006 0.007257 795.500011 0.013739

Frequency Error VS Voltage

Band Voltage Channel Bandwidth: 5 MHz

(V) Low Channel High Channel
790.5MHz 795.5MHz
Frequency (MHz) Frequency Error (ppm) Frequency (MHz) Frequency Error (ppm)

LTE Band 9 790.499994 -0.007619 795.500011 0.013253
14 7.5 790.500006 0.007039 795.500007 0.008901
6 790.500007 0.009265 795.500012 0.015411

Page 18 of



Report Template Document Number : FCD-0087
Report Template Revision Number : Rev. E

Frequency Error VS Temperature

Band Temp Channel Bandwidth: 10 MHz

( DegC) Mid Channel
793MHz
Frequency (MHz) Frequency Error (ppm)
60 792.999992 -0.009525
50 792.999985 -0.019482
40 792.999991 -0.011834
30 792.999991 -0.011311
LTE Band

14 20 792.999992 -0.010102
10 792.999992 -0.010517
0 792.999989 -0.013782
-10 792.999993 -0.009038
-20 792.999991 -0.011744
-30 792.999993 -0.008749

Frequency Error VS Voltage

S Voltage Channel Bandwidth: 10 MHz

(V) Mid Channel
793MHz
Frequency (MHz) Frequency Error (ppm)

LTE Band 9 792.999991 -0.01113
14 7.5 792.999992 -0.010715
6 792.999991 -0.011238

Report ID: 27331-RF-00018
FCC ID: AZ489FT7151
IC: 109U-89FT7151
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1.10. Band Edge/Emission Mask Conducted Spurious Emission
1.10.1. Test Setup Spectrum
/ Analyzer
DUT ATT Power Splitter
3dB -
\ Communication

Simulator

1) The DUT transmitter output port was connected to communication simulator with above setup.
2) Path loss for the measurement included.
3) Set DUT to transmit maximum power through communication simulator.

4) The band edges of lowest and highest channels with the highest RF powers were measured.

5) The center frequency of spectrum is the band edge frequency, RBW is 1~3% of OBW and VBW is 3 times of
RBW.

6) Record the maximum trace plot into the test report.

1.10.2. Test Limit

FCC.:

(e) For operations in the 758-768 MHz and the 788-798 MHz bands, the power of any emission outside the licensee's
frequency band(s) of operation shall be attenuated below the transmitter power (P) within the licensed band(s) of
operation, measured in watts, in accordance with the following:

(1) On all frequencies between 769-775 MHz and 799-805 MHz, by a factor not less than 76 + 10 log (P) dBin a
6.25 kHz band segment, for base and fixed stations.

(2) On all frequencies between 769-775 MHz and 799-805 MHz, by a factor not less than 65 + 10 log (P) dB in a
6.25 kHz band segment, for mobile and portable stations.

(3) On any frequency between 775-788 MHz, above 805 MHz, and below 758 MHz, by at least 43 + 10 log (P) dB.
(4) Compliance with the provisions of paragraphs (e)(1) and (2) of this section is based on the use of measurement
instrumentation such that the reading taken with any resolution bandwidth setting should be adjusted to indicate
spectral energy in a 6.25 kHz segment.

(5) Compliance with the provisions of paragraph (e)(3) of this section is based on the use of measurement
instrumentation employing a resolution bandwidth of 100 kHz or greater. However, in the 100 kHz bands
immediately outside and adjacent to the frequency block, a resolution bandwidth of 30 kHz may be employed.

ISED:

The power of any unwanted emission outside the bands 758-768 MHz and 788-798 MHz shall be
attenuated below the transmitter output power P in dBW as follows, where p is the transmitter output
power in watts:

For any frequency between 769-775 MHz and 799-806 MHz:

76 + 10 log (p), dB in a 6.25 kHz band for fixed and base station equipment

65 + 10 log (p), dB in a 6.25 kHz band for mobile and portable/hand-held equipment

For any frequency between 775-788 MHz, above 806 MHz, and below 758 MHz: 43 + 10 log (p), dB in
a bandwidth of 100 kHz or greater. However, in the 100 kHz bands immediately outside and adjacent
to the frequency bands 758-768 MHz and 788-798 MHz, a resolution bandwidth of 30 kHz may be
employed.
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1.10.3. Band Edge/Emission Mask Conducted Spurious Emission - LTE Band 14 (788-
798MHz)

Band 14, 5MHz QPSK, Low CH 23305
- - - 0, —
RB=1 | Offset =0 RB =X (100% Offset=0
Spectrum 1] T spectrum 1] =
Ref Level 20.00 d&m Mode Sweep Ref Level 0.00 d&m Mode Sweep
SGL Count 100/100 SGL Count 100/100
@1 AugPwr @1 AugPwr
Limit Gheck Mi[1] 10.00 dBm| Limit Gheck
20 dbife—§PURIOUS LINE_ABS 788.045300 MHz| || ) (Line $PURIOUS LINE_ABS
10 10 i \
. . T
-10 10 T
| | u \
-20dl ‘ -20dl ‘ - \,\
SPURIOUS_LINE_ABS_ SPURIOUS_LINE_ABS_ e "‘f N,
a0 d [ T R P a0 d T e i
-60 -60
Start 769.0 MHz 6505 pts Stop 806.0 MHz Start 769.0 MHz 6505 pts Stop 806.0 MHz
[Spurious Emissions Spurious Emissions
Rangelow | RangeUp | RBW | Frequency | PowerAbs | ALimit | Range Lowt Range Up | RBW | Frequency | PowerAbs | ALimit |
769.000 MHz 775,000 MHz 6.250 kHz 774.64468 MHz -48.73 dBm -13.73 dB 769.000 MHz 775,000 MHz 6.250 kHz 770.86357 MHz -48.97 dBm -13.97 d&
775.000 MHz 787.900 MHz 100.000 kHz 787.88713 MHz -26.71 dBm -13.71 dB 775.000 MHz 787.900 MHz 100.000 kHz 787.88713 MHz -29.61 dém -16.61 d&
787.800 MHz 788.000 MHz 30.000 kHz 787.99391 MHz -22.10 dm -5.10 d& 787.800 MHz 788.000 MHz 30.000 kHz 787.99511 MHz -28.17 dém -15.17 dB
788,000 MHz 799,000 MHz 100.000 kHz 788.31836 MHz 24.12 dBm -5.88 dB. 788,000 MHz 799,000 MHz 100.000 kHz 791.32635 MHz 10.56 dBm -19.44 dB.
799,000 MHz 806,000 MHz. 6.250 kHz 799.84322 MHz -48.83 dBm -13.83 dB 799,000 MHz 806,000 MHz. 6.250 kHz 800.34472 MHz -45.79 dBm -10.79 dB
i i ]
€ ) RERD e
Pate: 20.JUN.2022 11:12.11 [Date: 20.JUN.2022 11.04.38
Band 14, 5MHz QPSK, High CH 23355
= = = 0, —
RB=1 Offset =X-1 RB =X (100% Offset=0
Spectrum # B[ spectrum #) -
Ref Level 30.00 dBm Mode Sweep Ref Level 30.00 dBm Mode Sweep
SGL Count 100/100 SGL Count 100/100
@1 AvgPwr @1 AvgPwr
Limit ¢heck Limit ¢heck mi[1] 42.93 dBm|
20 dbife —§PURIOUS LINE_ABS, 4 20 dbife —§PURIOUS LINE_ABS, 799.004200 MHz|
10 “ 10
y H‘ y [ }
-10 I -10 ’ %
-20d ‘ .I % -20d ‘ JfH
. | / . | __ «
| SPURIOUS_LINE_ABS_ I\ J | SPURIOUS_ B o
40 d A A S i A i o L o ; s -
| * | ] | S~
-60d -60d
Start 769.0 MHz 6505 pts Stop 806.0 MHz | | Start 769.0 MHz 6505 pts Stop 806.0 MHZz
[Spurious Emissions [Spurious Emissions
Rangelow | RangeUp | RBW | Frequency | Powerabs | ALimit | Range Low Range Up | RBW | Frequency | Powerabs | ALimit |
769.000 MHz 775,000 MHz 6.250 kHz 771.70015 MHz -49.05 dBm -14.05 d& 769.000 MHz 775,000 MHz 6.250 kHz 773.82309 MHz -49.02 dBm -14.02 d&
775.000 MHz 787,200 MHz. 100.000 kHz 787.44940 MHz -37.03 dém -24.03 d& 775.000 MHz 787,900 MHz 100.000 kHz 785.56976 MHz -35.01 dém -22.01 de
787.900 MHz 788.000 MHz. 30.000 kHz 787.93563 MHz .13 dB 787.900 MHz 788.000 MHz. 30.000 kHz 787.90230 MHz -40.44 dém -27.44 d&
788.000 MHzZ 799,000 MHz 100.000 kHz 797.67166 MHz -6.19 d& 788.000 MHzZ 799,000 MHz 100.000 kHz 793.39022 MHz 10.44 dém -19.56 de.
799.000 MHz 806,000 MHz 6.250 kHz 801.57864 MHz -47.82 dBm -12.82 d& 799.000 MHz 806,000 MHz 6.250 kHz 799.04782 MHz -42.31 dBm -7.31 d&
v 1 (] ) -
Pate: 29.JUN 2022 11:13:17 Date: 20.JUN.2022 11:08:38
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Band 14, 5MHz 16QAM Low CH 23305
- - - 0, -
RB=1 | Offset =0 RB =X (100% Offset=0
Spectrum 1] T spectrum 1] o=
Ref Level 30.00 dBm Mode Sweep Ref Level 30.00 dBm Mode Sweep
SGL Count 100/100 SGL Count 100/100
@1 AvgPwr @1 AvgPwr
Limit ¢heck PAES mi[1] 14.40 dBm)| Limit ¢heck PAES mi[1] 34.86 dBm|
20 dbife —§PURIOUS LINE_ABS, PABES n 788.038900 MHz| |l 0 (Line £PURIOUS LINE_aBS, PABES 798.997300 MHZ|
10 H 10
10 T 10 - l
-20d ‘ L 20d ‘ [
. i me ] A _
| SPURIOUS_LINE ABS_ RN I'h - | SPURIOUS_LINE ABS_ J—— P T
a0d J i | i e B e o) 0 d ‘,,ww IPURSTRTV o L
-60d -60d
Start 769.0 MHz 6505 pts Stop 806.0 MHz | | Start 769.0 MHz 6505 pts Stop 806.0 MHZz
[Spurious Emissions [Spurious Emissions
Rangelow | RangeUp | RBW | Frequency | Powerabs | ALimit | Range Low Range Up | RBW | Frequency | Powerabs | ALimit |
769.000 MHz 775,000 MHz 6.250 kHz 773.83508 MHz -48.93 dBm -13.93 dB 769.000 MHz 775,000 MHz 6.250 kHz 772.93253 MHz -48.83 dBm -13.83 dB
775.000 MHz 787,900 MHz 100.000 kHz 787.88713 MHz -23.99 dBm -10.99 de. 775.000 MHz 787,900 MHz 100.000 kHz 787.88713 MHz -30.97 dém -17.97 de
787.900 MHz 788,000 MHz 30.000 kHz 787.99711 MHz -21.16 dBm -8.16 d& 787.900 MHz 788,000 MHz 30.000 kHz 787.99810 MHz -30.66 dBm -17.66 d&
788.000 MHzZ 799,000 MHz 100.000 kHz 788.34032 MHz 22,64 dem -7.36 d& 788.000 MHzZ 799,000 MHz 100.000 kHz 79185329 MHz 9.26 dBm -20.74 dé
799.000 MHz 806,000 MHz 6.250 kHz 802.53499 MHz -48.64 dBm -13.64 d& 799.000 MHz 806,000 MHz 6.250 kHz 799.40003 MHz -46.40 dBm -11.40 dB
w w ]
[Pate: 29.JUN 2022 11:20-41 Date: 20 JUN 2022 11:16.07
Band 14, 5MHz 16QAM High CH 23355
— = = 0, =
RB=1 Offset =X-1 RB = X (100% Offset =0
Spectrum 1] == || spectrum 1] o
Ref Level 30.00 d&m Mode Sweep Ref Level 30.00 d&m Mode Sweep
SGL Count 100/100 SGL Count 100/100
@1 AvgPwr @1 AvgPwr
Limit Gheck PARS Limit k Mi[1] 42.62 dBm|
20 dbife _§PURIOUS LINE ABS PAES It 20 dbife _§PURIOUS LINE ABS 799.001800 MHz|
I
10 [ 1 10 = ran;-Aq—\‘L
. [ . -
-10 f -10 J )
-20d [ [ { -20d i _Jj \
SPURIOUS_LINE_ABS_ ] SPURIOUS_LINE_ABS_ e i
w04 g . rw.ﬂwﬂ \ wa g ninas e T"’ f
| * [ | i
-60d -60 d
Start 769.0 MHz 6505 pts Stop 806.0 MHz | | Start 769.0 MHz 6505 pts Stop 806.0 MHz
[Spurious Emissions [Spurious Emissions
Rangelow | RangeUp | RBW | Frequency | Powerabs | ALimit | Rangelow | RangeUp | RBW | Frequency | Powerabs | ALimit |
769.000 MHz 775,000 MHz 6.250 kHz 77443175 MHz -48.93 dbm -13.93 dB 769.000 MHz 775,000 MHz 6.250 kHz 763.17241 MHz -48.94 dBm -13.94 dB
775.000 MHz 787.900 MHz 100.000 kHz 780.21407 MHz -36.93 dém -23.93 dB 775.000 MHz 787.900 MHz 100.000 kHz 787.19192 MHz -35.10 dBm -22.10 d&
787.800 MHz 788.000 MHz 30.000 kHz 787.94860 MHz -42.32 dBm -29.32 dB 787.800 MHz 788.000 MHz 30.000 kHz 787.94940 MHz -39.85 dBm -26.85 dB
788.000 MHz 799.000 MHz 100.000 kHz 797.67166 MHz 22.93 dBm -7.07 d& 788.000 MHz 799.000 MHz 100.000 kHz 795.49800 MHz 9.43 dBm -20.57 dB.
799.000 MHz 806,000 MHz 6.250 kHz 799.78724 MHz -47.79 dBm -12.79 dB 799.000 MHz 806,000 MHz 6.250 kHz 799.08980 MHz -42.18 dBm -7.18 dB.
N N
NEED .
Pate: 29, JUN 2022 11:21:35 Date: 26 JUN.2022 11:17.56
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Band 14, 10MHz QPSK, Low CH 23330 Band 14, 10MHz QPSK, High CH 23335
Spectrum 1] | spectrum 1] =
Ref Level 30.00 d&m Mode Sweep Ref Level 30.00 d&m Mode Sweep
SGL Count 100/100 SGL Count 100/100
@1 AvgPwr @1 AvgPwr
Limit Gheck Limit Gheck
20 dbifie_SPURIOUS LINE ABS ﬁ 20 dbifie_SPURIOUS LINE ABS ﬂ
. i . I
- A . |
-10 -10 | l
T
| il | il
-20d -20d '
. | . | ] |
SPURIOUS_LINE_ABS_ 4( 1\ f\w SPURIOUS_LINE_ABS_ J\\ ch'f
a0 LT Yo o— T e oo a0 — NT——. WW«L«/\.VV e Mg
J | | -
-60d -60 d
Start 769.0 MHz 6505 pts Stop 806.0 MHz | | Start 769.0 MHz 6505 pts Stop 806.0 MHz
[Spurious Emissions [Spurious Emissions
Rangelow | RangeUp | RBW | Frequency | Powerabs | ALimit | Rangelow | RangeUp | RBW | Frequency | Powerabs | ALimit |
769.000 MHz 775.000 MHz 6.250 kHz 773.64018 MHz -48.62 dBm -13.62 dB 769.000 MHz 775.000 MHz 6.250 kHz 770.96552 MHz -48.77 dBm -13.77 dB
775.000 MHz 787.900 MHz 100.000 kHz 787.88713 MHz -32.75 dém -19.75 d& 775.000 MHz 787.900 MHz 100.000 kHz 784.74531 MHz -36.96 dBm -23.96 d&
787.800 MHz 788.000 MHz 30.000 kHz 787.99232 MHz -32.97 dBm -19.97 d& 787.800 MHz 788.000 MHz 30.000 kHz 787.95180 MHz -42.46 dBm -29.46 dB
788.000 MHz 799.000 MHz 100.000 kHz 788.58184 MHz 23.60 dem -6.40 dB 788.000 MHz 799.000 MHz 100.000 kHz 797.40818 MHz 24.05 dem -5.95 dB
799.000 MHz 806,000 MHz 6.250 kHz 799.37438 MHz -48.74 dBm -13.74 dB 799.000 MHz 806,000 MHz 6.250 kHz 801.94018 MHz -48.02 dBm -13.02 dB
m m '
NEED .
Pate: 29, JUN 2022 10:39.48 Date: 28 JUN 2022 10.42.31

Band 14, 10MHz QPSK, High CH 23335
RB =X (100%) | Offset =0
Spectrum ,] o
Ref Level 30.00 dBm Mode Sweep
SGL Count 1007100
@1 AvgPwr
Limit §heck mi[1] 42.65 dBm
20 dbife—FPURIOUS | INE_ABS 799.002100 MHz
10
oy T
o [ il
-10 ! 1]
ot ] |
SPURIOUS_LINE_£B5_ P e T 1
404 ‘,w..»mwmmru"‘-"’ 1
&0d
Start 769.0 MHz 6505 pts Stop 806.0 MHz
Range Low |  Rangeup | RBW 1 Frequency | Power Abs | ALimit |
769,000 MHz 775,000 MHz 6.250 kHz 774.23388 MHz 48,85 dBm -13.85 dB
775.000 MHz 787,900 MHz 100.000 kHz 787.78413 MHz -25.57 dém -12.57 dB
787.900 MHz 788,000 MHz 30.000 kHz 787.96816 MHz -28.42 dém -15.42 dB
788,000 MHz 799,000 MHz 100.000 kHz 792.81936 MHz 7.82 dBm -22.18 dB
799.000 MHz 806,000 MHz 6.250 kHz 799.36738 MHz -40.63 dBm -5.63 dB
- .
L
Pate: 20.JUN 2022 052645
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Band 14, 10MHz 16-QAM, Low CH 23330
Spectrum # [ spectrum #) Y
Ref Level 30.00 dBm Mode Sweep Ref Level 30.00 dBm Mode Sweep
SGL Count 100/100 SGL Count 100/100
@1 AvgPwr @1 AvgPwr
Limit Gheck Limit Gheck
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Start 769.0 MHz 6505 pts Stop 806.0 MHz | | Start 769.0 MHz 6505 pts Stop 806.0 MHz
[Spurious Emissions [Spurious Emissions
Rangelow | RangeUp | RBW | Frequency | Powerabs | ALimit | Rangelow | RangeUp | RBW | Frequency | Powerabs | ALimit |
769.000 MHz 775.000 MHz 6.250 kHz 772.32684 MHz -48.76 dBm -13.76 d& 769.000 MHz 775,000 MHz 6.250 kHz 772.69565 MHz -48.92 dBm -13.92 dB
775.000 MHz 787.900 MHz 100.000 kHz 787.78413 MHz -31.67 dém -18.67 d& 775.000 MHz 787.900 MHz 100.000 kHz 779.13263 MHz -36.87 dBm -23.87 d&
787.800 MHz 788.000 MHz 30.000 kHz 787.99471 MHz -32.84 dBm -19.84 dB 787.800 MHz 788.000 MHz 30.000 kHz 787.93643 MHz -42.21 dBm -29.21 dB
788.000 MHz 799.000 MHz 100.000 kHz 788.58184 MHz 22.46 dem -7.54 dB 788.000 MHz 799.000 MHz 100.000 kHz 797.40818 MHz 22.69 dem -7.31 dB
799.000 MHz 806,000 MHz 6.250 kHz 805.99184 MHz -48.65 dBm -13.65 dB 799.000 MHz 806,000 MHz 6.250 kHz 801.85155 MHz -48.04 dBm -13.04 dB
i g i g '
| ) . NEED .
[Pate: 29, JUN 2022 10:50.12 Date: 26 JUN.2022 105125

Band 14, 10MHz 16-QAM, High CH 23330
= 0, ff =
RB = X (100% Offset =0
Spectrum # | -
Ref Level 30.00 dBm Mode Sweep
SGL Count 1007100
@1 AvgPwr
Limit heck M1[1] +2.86 dBm)|
20 dbife—FPURIOUS LINE_ABS 799.000300 MHz
10
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. | |
-10 J \
-20d i ] \
SPURIBUS LiNE s " l
2P P
40d mamadpeun it 1
-0 d
Start 769.0 MHz 6505 pts Stop 806.0 MHz
Rangelow | RangeUp | RBW 1 Frequency | Powerabs | ALimit |
769.000 MHz 775.000 MHz 6.250 kHz 770.81859 MHz -48.85 dBm -13.85 dB
775.000 MHz 787.900 MHz 100.000 kHz 787.83563 MHz -25.36 dBm -12.36 dB
787.900 MHz 788.000 MHz 30.000 kHz 787.96657 MHz -30.35 dBm -17.35 dB
788.000 MHz 799.000 MHz 100.000 kHz 793.65369 MHz 6.60 dBm -23.40 dB
799.000 MHz £806.000 MHz 6.250 kHz 799.35105 MHz -41.36 dBm -6.36 dB
- .
A
Pate: 30.JUN 2022 0533.08
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1.11. Conducted Spurious Emission
1.11.1. Test Setup Spectrum
/ Analyzer
DUT ATT Power Splitter
3dB .
\ Communication
Simulator

1) The DUT transmitter output port was connected to communication simulator with above setup.

2) Path loss for the measurement included.

3) Set DUT to transmit maximum power through communication simulator.

4) Spectrum Analyzer setting, RBW = 1 MHz, VBW = 3*RBW.

5) The spurious emission of lowest, middle and highest channels with the highest RF powers were measured.

6) Record the maximum trace plot into the test report.

1.11.2. Test Limit
FCC:

(e) For operations in the 758-768 MHz and the 788-798 MHz bands, the power of any emission outside the licensee's
frequency band(s) of operation shall be attenuated below the transmitter power (P) within the licensed band(s) of
operation, measured in watts, in accordance with the following:

(1) On all frequencies between 769-775 MHz and 799-805 MHz, by a factor not less than 76 + 10 log (P) dBin a
6.25 kHz band segment, for base and fixed stations.

(2) On all frequencies between 769-775 MHz and 799-805 MHz, by a factor not less than 65 + 10 log (P) dB in a
6.25 kHz band segment, for mobile and portable stations.

(3) On any frequency between 775-788 MHz, above 805 MHz, and below 758 MHz, by at least 43 + 10 log (P) dB.
(4) Compliance with the provisions of paragraphs (e)(1) and (2) of this section is based on the use of measurement
instrumentation such that the reading taken with any resolution bandwidth setting should be adjusted to indicate
spectral energy in a 6.25 kHz segment.

(5) Compliance with the provisions of paragraph (e)(3) of this section is based on the use of measurement
instrumentation employing a resolution bandwidth of 100 kHz or greater. However, in the 100 kHz bands
immediately outside and adjacent to the frequency block, a resolution bandwidth of 30 kHz may be employed.

ISED:

The power of any unwanted emission outside the bands 758-768 MHz and 788-798 MHz shall be
attenuated below the transmitter output power P in dBW as follows, where p is the transmitter output
power in watts:

For any frequency between 769-775 MHz and 799-806 MHz:

76 + 10 log (p), dB in a 6.25 kHz band for fixed and base station equipment

65 + 10 log (p), dB in a 6.25 kHz band for mobile and portable/hand-held equipment

For any frequency between 775-788 MHz, above 806 MHz, and below 758 MHz: 43 + 10 log (p), dB in
a bandwidth of 100 kHz or greater. However, in the 100 kHz bands immediately outside and adjacent
to the frequency bands 758-768 MHz and 788-798 MHz, a resolution bandwidth of 30 kHz may be
employed.
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1.11.3. Conducted Spurious Emission - LTE Band 14 (788-798MHz)

S5MHz

QPSK - Low Freq (790.5 MHz)

RB Size =1, RB Offset =13

9kHz ~ 2GHz

2GHz ~ 10GHz

Spectrum | 2| spectrum #) k2
Ref Level 2500 dBm Mode Auto Sweep Ref Level 25.00 dBm Mode Auto Swesp
SGL Count 1/1 SGL Count 1/1
| O @1 Max
. i 2378 asm| Mi[1] 35.88
790.6770 MHzZ 5.99694
10 10
od 0
-10 10 e
01 0 dBm 10 D1 -13.000 dem
=0 -20 dBnv
-30 dem -
-0 dem ..._.._.__-—{
[T R S S S - N
S0
50 dém
60 d8m
60 dBm
-70
Start 9.0 kHz 40001 pts Stop 20 ariz |ff "
Spurious Emissions Start 2.0 GHz 16001 pis Stop 10.0 GHz
Rangelow | Rangeup | REBW | Frequency | _Powerabs |  atimit | fSpurious
9.000 kHz 1.000 GHz 100.000 kHz 700.67488 MHz 23.78 dBm -200.00 d& RangeLow |  RangeUp | RBW | |  powerabs | ALimit |
1.000 GHz 2,000 GHz 100.000 kHz 1.58135 GHz -50.63 dém -200.00 d8 2.000 GHz 10.000 GHz 1.000 MHz 6.99694 GHz -35.85 dém -200.00 d8
Marker Paak List Marker Peak List
No | X-value | Y-value No | X-value | ¥-value | No X-value | ¥-value | _wno | X-value | ¥-value |
T 790.677000 MHz 23.78% dom 2 - 1 6.996040 GHz -35,851 dém z
[1]]
769MHz ~ 775MHz 799MHz ~ 805MHz
Spectrum # | | spectrum #) =
Ref Level 25.00 dBm Mode Autn Sweep Ref Level 25.00 dBm Mode Auto Sweep
SGL Count 1/1 SGL Count 1/1

| O @1 Max
20 mi[1] 59.93 dBmj 20 Mi[1] 59.74 dBm)|
h 773.34070 MHz{ [~ 799.17680 MHz
10 10
] 0
-10 dem 10 dBen
-20 dém 20 dem
1 -35.000 darm 1 -35.000 dBm
40 dBm—f—————— 40 dBm ——
-50 dém 50 dBim
" 1
” - =1 X
70 dBm 70 dBm
Start 760.0 MHz 1001 pts 75.0 MHz .0 MHz 1001 pts Stop 805.0 MHz
Spurious Emissions Spurious Emissions
Range Low |  Rangeup | RBW | Frequency |  Powerabs | ALimit | Range Low | Range Up | REBW Power Abs | ALimit |
769.000 MHz 775.000 MHz 6.250 kHz 773.34865 MHz -59.93 dém -200.00 dB 799,000 MHz B05.000 MHz 6.250 kHz 795.17602 MHz -59.74 dem -200.,00 dé
Marker Peak List Marker Peak List
o | %-value 1 Y-value No | X-value | Y-value | No ¥%-walue | Y-value No | X-value 1 Y-value |
1 773.348700 MHz -59.926 dém 2 - 1 799.176800 MHZ -59,739 dém 2 =
m
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QPSK - Mid Freq (793 MHz)

RB Size =1, RB Offset =0

9kHz ~ 2GHz

2GHz ~ 10GHz

Spectrum .f]

Ref Level 25.00 dBm

Mode Auto Sweep

(=]

Ref Level 25.00 dém
SGL Count 1/1

Mode Auto Sweep

@1 Max
20 M1[1] 23.z4asm| N mMi[1] 35.99 dBm|
- 793.1770 Mz | 6.998440 GHz
10 10
od 0
01 -13.000 dem O 5 00a dem
-20 dam
<40 d
50 dém
60 dBm
-70
Start 9.0 kHz 40001 pts Stop 2.0 GHz 70 e
Spurious Emissions Stari 2.0 GHz 16001 pis Stop 10.0 GHz
Rangelow | Rangeup | REBW | Frequency | _Powerabs | atimit | fSpurious
9.000 kHz 1.000 GHz 100.000 kHz 703.17686 MHz 23.24 dBm -200.00 d& Rangelow |  RangeUp | REW | |  powerabs | ALimit |
1.000 GHz 2,000 GHz 100.000 kHz 1.58635 GHz -50.33 dBm -200.00 d8 2.000 GHz 10.000 GHz 1.000 MHz 6.99844 GHz -35.99 dem -200.00 d&
Marker Paak List Marker Peak List
No | X-value | Y-value No | X-value | ¥-value | No X-value | ¥-value | _wno | X-value | ¥-value |
T 793.177000 MHz 23.241 dom 2 1 6.998440 GHz -35,987 dém z
769MHz ~ 775MHz 799MHz ~ 805MHz
Spectrum ,e] “%’I ctrum .}] =3
Ref Level 25.00 dBm Mode Autn Sweep Ref Level 25.00 dbm Mode Auto Sweep
SGL Count 1/1 SGL Count 1/1
| O @1 Max -
20 mi[1] 20 Mi[1] 58.98 dBm)|
799.61440
10 10
]
-10 dem -10 dem
-20 dem -20 den
1 -35.000 darm 1 -35.000 dBm
40 dBm —— e — 40 dBnv ~ -
-50 dBm 50 dém
0. e = 5
70 d8m 70 dem
Start 760.0 MHz 1001 pts 75.0 MHz .0 MHz 1001 pts Stop 805.0 MHz
Spurious Emissions Spurious Emissions
Range Low |  RangeUp | RBW | Frequency | PoweraAbs | ALimit | Range Low | Range Up | REBW | Power Abs | ALimit |
769.000 MHz 775.000 MHz 6.250 kHz 772.79121 MHz -59.30 dém -200.00 d8 799,000 MHz 05.000 MHz 6.250 kHz 795.61439 MHz -58.58 dem -200.00 dé
Marker Peak List Marker Peak List
No | X-value | Y-value No | X-value | ¥-value | No X-value | Y-value No | X-value 1 Y-value |
1 772.791200 MHz -59.896 dem 2 1 739.614400 MHZ -58,984 dbm z
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QPSK - High Freq (795.5 MHz)

RB Size =1, RB Offset =0

9kHz ~ 2GHz

2GHz ~ 10GHz

Spectrum »]

Spectrum .f]

(=]

Ref Level 2500 dBm Mode Auto Sweep Ref Level 25.00 dBm Mode Auto Swesp
2 SGL Count 1/1
@1 Max
. COE 2370 asm| 0] 35.96 dBm)
795.6770 MHzZ 6.993440 GHz,
10 10
od 0
01 -13.000 dem O 5 00a dem
-20 dam
40 d __
50 dém
60 dBm
-70
Start 9.0 kHz 40001 pts Stop 2.0 GHz 70 e
Spurious Emissions Start 2.0 GHz 16001 pis Stop 10.0 GHz
Rangelow | Rangeup | REBW | Frequency | _Powerabs |  atimit | fSpurious i
9.000 kHz 1.000 GHz 100.000 kHz 705.67684 MHz 23.70 dBm -200.00 d& Rangelow |  RangeUp | REW | |  powerabs | ALimit |
1.000 GHz 2,000 GHz 100.000 kHz 1.59135 GHz -50.33 dém -200.00 d8 2.000 GHz 10.000 GHz 1.000 MHz 6.99344 GHz -35.96 dem -200.00 d8
Marker Paak List Marker Peak List
No | X-value | Y-value No | X-value | ¥-value | No X-value | ¥-value No | X-value | ¥-value |
T 795.677000 MHz 23.70% dom 2 = 1 6.993440 GHz -35,960 dém z - =
] VI we
769MHz ~ 775MHz 799MHz ~ 805MHz
trum ,e] “%’I Spectrum .}] £
Ref Level 25.00 dBm Mode Autn Sweep Ref Lewel 25.00 dbm Mode Auto Sweep
SGL Count 1/1 SGL Count 1/1
| O @1 Max —
. ML) . CHE] 58,48 dBm|
770.54950 801.10480
10
]
-10 dem dam
-20 dem e
1 -35.000 darm )1 -35.000 dBm
— - -40 dBm—————————
S0 dBm
i - - i
70 d8m 70 dem
Start 769.0 MHz 1001 pts 75.0 MHz .0 MHz 1001 pis Stop 805.0 MHz
Spurious Emissions Spurious Emissions
Range Low |  Rangeup | RBW | Frequency | Powerabs | ALimit | Range Love | Range Up | RBW Power Abs | ALimit |
769.000 MHz 775.000 MHz 6.250 kHz 770.54945 MHz -60.05 dém -200.00 d8 799,000 MHz 05.000 MHz 6.250 kHz 601.18482 MHz -50.48 dim -200,00 dé
Marker Peak List Marker Peak List
No | X-value | Y-value No | X-value | ¥-value | No | X-value | Y-value No | X-value | Y-value |
1 770.54500 MHz -60.052 dém 2 - 1 601.184800 MHZ -58,477 dbm z -
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QPSK - Mid Freq (793 MHz)

RB Size =1, RB Offset =49

9kHz ~ 2GHz

2GHz ~ 10GHz

Spectrum ;]

=]

Ref Level 25.00 dBm
SGL Count 1/1

Mode Auto Sweep

Ref Level 25.00 dém
SGL Count 1/1

Mode Auto Sweep

~ -~ - 91 Max — —
. MilL] z5.6+demi i ] 36.07 dBm|
- 797.3770 MHz| i~ 6.998440 GHz|
10 10
o di o
o1 1300 -10 dém
D1 -13.000 dBr D1 -13.000 dBm
-20 den
,-..___T_..at
40 d e —— ——T
S0 dBm
60 dim
70
Start 9.0 kHz 40001 pts Stop 2.0 GHz 70 c
Spurious Emissions Start 2.0 GHz 16001 pts Stop 10.0 GHz.
Rangelow | RangeUp | RBW | Frequency | __PowerAbs | alimit | |Spurious Emissions
9.000 kHz 1.000 GHz 100.000 kHz 797.37682 MHz 23.64 dém -200.00 d8 Range Low | Range Up | RBW | Power Abs | ALimit |
1.000 GHz 2,000 GHz 100.000 kHz 1.59485 GHz -50.62 dBm -200.00 dB 2.000 GHz 10.000 GHz 1.000 MHz 6.99844 GHz -36.07 dem -200.00 d8
Marker Paak List Marker Peak List
No | X-value | Y-value | no | X-valua | ¥-value | No X-value | ¥-value No | X-value | ¥-value |
T 797.377000 MHz 23.643 dBm 3 788.627000 MHz -35.554 gbm 1 6.998440 GHz -36.071 dém 2 -
2 792.977000 MHz -34,873 dém 4 806.177000 M -43.994 dBm

769MHz ~ 775MHz

799MHz ~ 805MHz

—

(=]

Ref Level 25.00 dBm
SGL Count 1/1

Mode Auto Sweep

Ref Level 25.00 dém
SGL Count 1/1

Mode Auto Sweep

@1 Max — —— 91 Max —
. Mt 5962 aom| Mif]
772.78520 MHZ]
10 10
o o
-10 dem -10 dem
-20 d8m -20 dBn
1 -35.000 dBrw 1 -35.000 dem
40 dem 40 dem
50 dBm 50 dém ¥ -
sl v .y
|08 e S = i A 2 g ‘
-70 dBm 70 dBm
Start 769.0 MHz 1001 pts stop 775.0 MHz_) l Start 799.0 MHz 1001 pts Stop 805.0 MHZ
Spurious Emissions Spurious Emissions
Range Low |  Range up | RBW | Frequency | powerabs | ALimit | Range Low | Range Up | RBW Power Abs | ALimit |

769,000 MHz 775.000 MHz 5.250 kHz 772.78521 MHz -59.62 dBm -200.00 8 799,000 MHz B05.000 MHz 6.250 kHz. B801.83816 MHz -51.81 dam -200.00 d8

Marker Paak List Marker Peak List
No | X-value | ¥-value No | X-valua | ¥-value | No | X-value | ¥-value No | X-value Y-value
1 772.785200 MHz -59.617 dem 2 = 1 601.838200 MHZ -51,810 dbm 2 803.528500 MHz -55.545 dBm

——
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1.12. Radiated Spurious Emission

1)

2)

3)

4)

FCC:

1.12.1. Test Setup

Radio ahsorbing material  <pinlded Case Ground Plane

Spectrum

A= loooo

OOOC-I

The spectrum setting for scanning Radiated Emission below 1 GHz is RBW = 100 kHz, VBW = 300 kHz and above
1 GHz is RBW = 1MHz, VBW = 3MHz. Detector mode is positive peak.

In the semi-anechoic chamber, setup as illustrated above the EUT placed on the Turn Table at 0.8m height for below
1Ghz measurement and at 1.5m height for above 1GHz measurement, rotated the table around 360 degrees to search
the maximum radiation power and receiver antenna shall be rotated vertical and horizontal polarization and moved
height from 1m to 4m to find the maximum polar radiated power. The “Read Value” is the spectrum reading the
maximum power value.

The substitution antenna is substituted for EUT at the same position and signals generator (S.G) export the CW
signal to the substitution antenna via a TX cable. The receiver antenna shall be rotated vertical and horizontal
polarization and moved height from 1m to 4m to find the maximum radiation power. Record the power level of
maximum radiation power from spectrum. So, the measured substitution value = Ref level of S.G + TX cables loss —
Substituted Antenna Gain.

Final Radiated Spurious Emission = “Read Value” + Measured substitution value.

1.12.2. Test Limit

(e) For operations in the 758-768 MHz and the 788-798 MHz bands, the power of any emission outside the licensee's
frequency band(s) of operation shall be attenuated below the transmitter power (P) within the licensed band(s) of
operation, measured in watts, in accordance with the following:

(1) On all frequencies between 769-775 MHz and 799-805 MHz, by a factor not less than 76 + 10 log (P) dB in a

6.25 kHz band segment, for base and fixed stations.

(2) On all frequencies between 769-775 MHz and 799-805 MHz, by a factor not less than 65 + 10 log (P) dB in a

6.25 kHz band segment, for mobile and portable stations.

(3) On any frequency between 775-788 MHz, above 805 MHz, and below 758 MHz, by at least 43 + 10 log (P) dB.
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(4) Compliance with the provisions of paragraphs (e)(1) and (2) of this section is based on the use of measurement
instrumentation such that the reading taken with any resolution bandwidth setting should be adjusted to indicate
spectral energy in a 6.25 kHz segment.

(5) Compliance with the provisions of paragraph (e)(3) of this section is based on the use of measurement
instrumentation employing a resolution bandwidth of 100 kHz or greater. However, in the 100 kHz bands
immediately outside and adjacent to the frequency block, a resolution bandwidth of 30 kHz may be employed.

ISED:

The power of any unwanted emission outside the bands 758-768 MHz and 788-798 MHz shall be
attenuated below the transmitter output power P in dBW as follows, where p is the transmitter output
power in watts:

For any frequency between 769-775 MHz and 799-806 MHz:
76 + 10 log (p), dB in a 6.25 kHz band for fixed and base station equipment
65 + 10 log (p), dB in a 6.25 kHz band for mobile and portable/hand-held equipment

For any frequency between 775-788 MHz, above 806 MHz, and below 758 MHz: 43 + 10 log (p), dB in
a bandwidth of 100 kHz or greater. However, in the 100 kHz bands immediately outside and adjacent
to the frequency bands 758-768 MHz and 788-798 MHz, a resolution bandwidth of 30 kHz may be
employed.
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1.12.3. Radiated Spurious Emission - LTE Band 14 (788-798MHz)

SAC Transmitter Radiated Emission:

Model Number: AAH90OUCU9RH1AN S/N: 734TYF0069 SR:27331-EMC-00033
Battery Part No: PMNN4805A Accy Part No: ANO00415A01
Test Mode: TX LTE (Band 14) X-Plane
790.500000 MHz (Low) Bandwidth 5MHz 0.317 Watt(s) /Max Power
Frequency Limit Horizontal Measured Emission Equiv Vertical Measured Emission Equiv Pwr
(MHz2) Pwr Into Ideal Dipole (dBm) Into ideal Dipole (dBm)
1581.0000 -13.0000 -58.9706 ** -58.4180 **
2371.5000 -13.0000 -53.8586 ** -53.4074 **
3162.0000 -13.0000 -51.5725 ** -50.8279 **
3952.5000 -13.0000 -49.9928 ** -49.4124 **
4743.0000 -13.0000 -47.1755 ** -47.7693 **
5533.5000 -13.0000 -47.6175 ** -47.0881 **
6324.0000 -13.0000 -45.3101 ** -45.7068 **
7114.5000 -13.0000 -42.4708 ** -43.8198 **
7905.0000 -13.0000 -41.8030 ** -43.2306 **

RADIATED SPURIOUS EMISSIONS

0
O Horizontal Measured

Vs - s s o oo on on oss = Emission Equiv Pwr Into

-20 A Ideal Dipole (dBm)
T 30l O Vertical Measured
[ | Emission Equiv Pwr Into
3 01 S = S o S Ideal Dipole (dBm)
3 .50 R e e T e — Failing Limit
§
5 -60 1
k)
£ -70 4
w

-80 A

-90 -

-100 T T T T T T T T T
788.235 1581 23715 3162 3952.5 4743 5533.5 6324 7114.5 7905
Frequency (MHz)

The data presented here was taken using the substitution method as found in the ANSI C63.26-2015 document.
Motorola Penang EMC Lab - Test Performed by: Azil&Qawiman Fri, 22 Apr, 2022

Remarks: ** Indicates the spurious emission could not be detected due to noise limitations or ambient.

*Pursuant to CFR 47 Part 2.1057 ( ¢ ), emissions attenuated more than 20 dB below the permissible limit are not reported

Temp(Deg): 23.3 Hum(%RH): 69.3
System MU: 4.03 dB

Remarks: Passed Results | Marginal Results | Failed Results |
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SAC Transmitter Radiated Emission:

Model Number: AAH9OUCU9RH1AN S/N: 734TYF0069 SR:27331-EMC-00033
Battery Part No: PMNN4805A Accy Part No: AN000415A01
Test Mode: TX LTE (Band 14) X-Plane
793.000000 MHz (Mid) Bandwidth 5MHz 0.317 Watt(s) /Max Power
Frequency Limit Horizontal Measured Emission Equiv Vertical Measured Emission Equiv Pwr
(MHz) Pwr Into Ideal Dipole (dBm) Into ideal Dipole (dBm)
1586.0000 -13.0000 -59.6700 ** -57.6750 **
2379.0000 -13.0000 -55.1163 ** -55.1288 **
3172.0000 -13.0000 -49.6646 ** -51.1763 **
3965.0000 -13.0000 -50.2481 ** -49.6163 **
4758.0000 -13.0000 -47.1929 ** -48.3053 **
5551.0000 -13.0000 -47.4985 ** -47.3782 **
6344.0000 -13.0000 -45.2643 ** -45.5571 **
7137.0000 -13.0000 -43.2762 ** -43.5206 **
7930.0000 -13.0000 -42.1139 ** -42.2277 **

RADIATED SPURIOUS EMISSIONS

0
O Horizontal Measured

B [ e e — Emission Equiv Pwr Into

-20 - Ideal Dipole (dBm)
T 304 — O Vertical Measured
[ e Emission Equiv Pwr Into
3 "0 Ideal Dipole (dBm)
g 50 - — — T — Failing Limit
s
g ™
£ -70 1
w

-80

-90 -

-100 T T T T . . T
791.291  798.953 1586 2379 3172 3965 4758 5551 6344 7137 7930
Frequency (MHz)

The data presented here was taken using the substitution method as found in the ANSI C63.26-2015 document.
Motorola Penang EMC Lab - Test Performed by: Azil&Qawiman Fri, 22 Apr, 2022

Remarks: ** Indicates the spurious emission could not be detected due to noise limitations or ambient.

*Pursuant to CFR 47 Part 2.1057 ( ¢ ), emissions attenuated more than 20 dB below the permissible limit are not reported
Temp(Deg): 23.3 Hum(%RH): 69.3
System MU: 4.03 dB

Remarks: | Passed Results | Marginal Results | Failed Results |
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SAC Transmitter Radiated Emission:

Model Number: AAH9OUCU9RH1AN S/N: 734TYF0069 SR:27331-EMC-00033
Battery Part No: PMNN4805A Accy Part No: ANO0O0415A01
Test Mode: TX LTE (Band 14) X-Plane
795.500000 MHz (High) Bandwidth 5MHz 0.317 Watt(s) /Max Power
Frequency Limit Horizontal Measured Emission Equiv Vertical Measured Emission Equiv Pwr
(MHz) Pwr Into Ideal Dipole (dBm) Into ideal Dipole (dBm)
1591.0000 -13.0000 -58.2549 ** -59.0687 **
2386.5000 -13.0000 -53.3433 ** -54.8285 **
3182.0000 -13.0000 -49.7391 ** -50.4345 **
3977.5000 -13.0000 -50.8344 ** -49.7603 **
4773.0000 -13.0000 -46.8372 ** -48.1470 **
5568.5000 -13.0000 -48.0589 ** -46.4109 **
6364.0000 -13.0000 -45.6548 ** -45.0848 **
7159.5000 -13.0000 -42.5079 ** -42.2430 **
7955.0000 -13.0000 -42.7145 ** -42.7368 **

RADIATED SPURIOUS EMISSIONS

0
O Horizontal Measured

10 | — — — — — — — — Emission Equiv Pwr Into

-20 - Ideal Dipole (dBm)
T 304 O Vertical Measured
[ Emission Equiv Pwr Into
3 407 - Ideal Dipole (dBm)
3 50 — — T 1 — Failing Limit
s
g ]
£ -70
w

-80

-90 -

-100 T T T T . v T
1591 2386.5 3182 3977.5 4773 5568.5 6364 7159.5 7955
Frequency (MHz)

The data presented here was taken using the substitution method as found in the ANSI C63.26-2015 document.
Motorola Penang EMC Lab - Test Performed by: Azil&Qawiman Fri, 22 Apr, 2022

Remarks: ** Indicates the spurious emission could not be detected due to noise limitations or ambient.

*Pursuant to CFR 47 Part 2.1057 ( ¢ ), emissions attenuated more than 20 dB below the permissible limit are not reported

Temp(Deg): 23.3 Hum(%RH): 69.3
System MU: 4.03 dB

Remarks: | Passed Results | Marginal Results | Failed Results |
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SAC Transmitter Radiated Emission:

Model Number: AAH9OUCU9RH1AN S/N: 734TYF0069 SR:27331-EMC-00033
Battery Part No: PMNN4805A Accy Part No: ANO0O0415A01
Test Mode: TX LTE (Band 14) Y-Plane
790.500000 MHz (Low) Bandwidth 5MHz 0.317 Watt(s) /Max Power
Frequency Limit Horizontal Measured Emission Equiv Vertical Measured Emission Equiv Pwr
(MHz) Pwr Into Ideal Dipole (dBm) Into ideal Dipole (dBm)
1581.0000 -13.0000 -59.0011 ** -58.2533 **
2371.5000 -13.0000 -53.9370 ** -54.4284 **
3162.0000 -13.0000 -49.4752 ** -50.2691 **
3952.5000 -13.0000 -49.9142 ** -49.9459 **
4743.0000 -13.0000 -47.6562 ** -47.3423 **
5533.5000 -13.0000 -46.4754 ** -48.0674 **
6324.0000 -13.0000 -44.6722 ** -45.5490 **
7114.5000 -13.0000 -43.4819 ** -43.4237 **
7905.0000 -13.0000 -43.1173 ** -43.0085 **

RADIATED SPURIOUS EMISSIONS
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E 50 - _ — T — Failing Limit
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g ]
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w
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-90 -

-100 T T T T . . T
1581 2371.5 3162 3952.5 4743 5533.5 6324 7114.5 7905
Frequency (MHz)

The data presented here was taken using the substitution method as found in the ANSI C63.26-2015 document.
Motorola Penang EMC Lab - Test Performed by: Azil&Qawiman Fri, 22 Apr, 2022

Remarks: ** Indicates the spurious emission could not be detected due to noise limitations or ambient.

*Pursuant to CFR 47 Part 2.1057 ( ¢ ), emissions attenuated more than 20 dB below the permissible limit are not reported

Temp(Deg): 23.3 Hum(%RH): 69.3
System MU: 4.03 dB

Remarks: | Passed Results | Marginal Results | Failed Results |
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SAC Transmitter Radiated Emission:

Model Number: AAH9OUCU9RH1AN S/N: 734TYF0069 SR:27331-EMC-00033
Battery Part No: PMNN4805A Accy Part No: AN000415A01
Test Mode: TX LTE (Band 14) Y-Plane
793.000000 MHz (Mid) Bandwidth 5MHz 0.317 Watt(s) /Max Power
Frequency Limit Horizontal Measured Emission Equiv Vertical Measured Emission Equiv Pwr
(MHz) Pwr Into Ideal Dipole (dBm) Into ideal Dipole (dBm)
1586.0000 -13.0000 -58.4511 ** -59.6845 **
2379.0000 -13.0000 -54.9957 ** -54.5640 **
3172.0000 -13.0000 -50.6624 ** -51.0405 **
3965.0000 -13.0000 -48.7371 ** -50.4933 **
4758.0000 -13.0000 -47.5505 ** -48.0188 **
5551.0000 -13.0000 -47.7447 ** -47.4589 **
6344.0000 -13.0000 -45.7096 ** -46.2689 **
7137.0000 -13.0000 -43.0629 ** -42.3225 **
7930.0000 -13.0000 -41.9518 ** -41.2070 **

RADIATED SPURIOUS EMISSIONS

0
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10 | — — — — — — — — Emission Equiv Pwr Into

-20 - Ideal Dipole (dBm)
T 304 O Vertical Measured
[ Emission Equiv Pwr Into
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1586 2379 3172 3965 4758 5551 6344 7137 7930
Frequency (MHz)

The data presented here was taken using the substitution method as found in the ANSI C63.26-2015 document.
Motorola Penang EMC Lab - Test Performed by: Azil&Qawiman Fri, 22 Apr, 2022

Remarks: ** Indicates the spurious emission could not be detected due to noise limitations or ambient.

*Pursuant to CFR 47 Part 2.1057 ( ¢ ), emissions attenuated more than 20 dB below the permissible limit are not reported

Temp(Deg): 23.3 Hum(%RH): 69.3
System MU: 4.03 dB

Remarks: | Passed Results | Marginal Results | Failed Results |
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SAC Transmitter Radiated Emission:

Model Number: AAH9OUCU9RH1AN S/N: 734TYF0069 SR:27331-EMC-00033
Battery Part No: PMNN4805A Accy Part No: ANO0O0415A01
Test Mode: TX LTE (Band 14) Y-Plane
795.500000 MHz (High) Bandwidth 5MHz 0.317 Watt(s) /Max Power
Frequency Limit Horizontal Measured Emission Equiv Vertical Measured Emission Equiv Pwr
(MHz) Pwr Into Ideal Dipole (dBm) Into ideal Dipole (dBm)
1591.0000 -13.0000 -58.6236 ** -57.5867 **
2386.5000 -13.0000 -54.9957 ** -54.9457 **
3182.0000 -13.0000 -50.8174 ** -50.3909 **
3977.5000 -13.0000 -49.3994 ** -49.6755 **
4773.0000 -13.0000 -47.8847 ** -46.4825 **
5568.5000 -13.0000 -46.5984 ** -46.8581 **
6364.0000 -13.0000 -45.7262 ** -45.7471 **
7159.5000 -13.0000 -43.1917 ** -42.9125 **
7955.0000 -13.0000 -42.4849 ** -42.5504 **

RADIATED SPURIOUS EMISSIONS

0
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10 | — — — — — — — — Emission Equiv Pwr Into
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E 50 - — ] — Failing Limit
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Frequency (MHz)

The data presented here was taken using the substitution method as found in the ANSI C63.26-2015 document.
Motorola Penang EMC Lab - Test Performed by: Azil&Qawiman Fri, 22 Apr, 2022

Remarks: ** Indicates the spurious emission could not be detected due to noise limitations or ambient.

*Pursuant to CFR 47 Part 2.1057 ( ¢ ), emissions attenuated more than 20 dB below the permissible limit are not reported

Temp(Deg): 23.3 Hum(%RH): 69.3
System MU: 4.03 dB

Remarks: | Passed Results | Marginal Results | Failed Results |
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SAC Transmitter Radiated Emission:

Model Number: AAH9OUCU9RH1AN S/N: 734TYF0069 SR:27331-EMC-00033
Battery Part No: PMNN4805A Accy Part No: ANO0O0415A01
Test Mode: TX LTE (Band 14) Z-Plane
790.500000 MHz (Low) Bandwidth 5MHz 0.317 Watt(s) /Max Power
Frequency Limit Horizontal Measured Emission Equiv Vertical Measured Emission Equiv Pwr
(MHz) Pwr Into Ideal Dipole (dBm) Into ideal Dipole (dBm)
1581.0000 -13.0000 -60.1447 ** -58.4099 **
2371.5000 -13.0000 -53.4066 ** -54.8389 **
3162.0000 -13.0000 -51.1031 ** -50.0699 **
3952.5000 -13.0000 -49.7583 ** -49.2294 **
4743.0000 -13.0000 -47.9139 ** -47.5702 **
5533.5000 -13.0000 -46.6254 ** -47.4282 **
6324.0000 -13.0000 -44.7627 ** -44.6459 **
7114.5000 -13.0000 -43.5853 ** -42.3644 **
7905.0000 -13.0000 -41.8415 ** -40.9226 **

RADIATED SPURIOUS EMISSIONS
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Frequency (MHz)

The data presented here was taken using the substitution method as found in the ANSI C63.26-2015 document.
Motorola Penang EMC Lab - Test Performed by: Azil&Qawiman Fri, 22 Apr, 2022

Remarks: ** Indicates the spurious emission could not be detected due to noise limitations or ambient.

*Pursuant to CFR 47 Part 2.1057 ( ¢ ), emissions attenuated more than 20 dB below the permissible limit are not reported

Temp(Deg): 23.3 Hum(%RH): 69.3
System MU: 4.03 dB

Remarks: | Passed Results | Marginal Results | Failed Results |
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SAC Transmitter Radiated Emission:

Model Number: AAH9OUCU9RH1AN S/N: 734TYF0069 SR:27331-EMC-00033
Battery Part No: PMNN4805A Accy Part No: AN000415A01
Test Mode: TX LTE (Band 14) Z-Plane
793.000000 MHz (Mid) Bandwidth 5MHz 0.317 Watt(s) /Max Power
Frequency Limit Horizontal Measured Emission Equiv Vertical Measured Emission Equiv Pwr
(MHz) Pwr Into Ideal Dipole (dBm) Into ideal Dipole (dBm)
1586.0000 -13.0000 -60.1141 ** -60.2369 **
2379.0000 -13.0000 -54.2518 ** -55.0035 **
3172.0000 -13.0000 -51.0182 ** -50.5104 **
3965.0000 -13.0000 -49.4053 ** -50.6332 **
4758.0000 -13.0000 -47.3476 ** -47.8810 **
5551.0000 -13.0000 -47.4111 ** -47.8720 **
6344.0000 -13.0000 -45.0331 ** -45.6519 **
7137.0000 -13.0000 -42.6535 ** -42.5326 **
7930.0000 -13.0000 -41.8317 ** -42.1767 **

RADIATED SPURIOUS EMISSIONS
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Frequency (MHz)

The data presented here was taken using the substitution method as found in the ANSI C63.26-2015 document.
Motorola Penang EMC Lab - Test Performed by: Azil&Qawiman Fri, 22 Apr, 2022

Remarks: ** Indicates the spurious emission could not be detected due to noise limitations or ambient.

*Pursuant to CFR 47 Part 2.1057 ( ¢ ), emissions attenuated more than 20 dB below the permissible limit are not reported

Temp(Deg): 23.3 Hum(%RH): 69.3
System MU: 4.03 dB

Remarks: | Passed Results | Marginal Results | Failed Results |
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SAC Transmitter Radiated Emission:

Model Number: AAH90OUCU9RH1AN S/N: 734TYF0069 SR:27331-EMC-00033
Battery Part No: PMNN4805A Accy Part No: AN000415A01
Test Mode: TX LTE (Band 14) Z-Plane
795.500000 MHz (High) Bandwidth 5MHz 0.317 Watt(s) /Max Power
Frequency Limit Horizontal Measured Emission Equiv Vertical Measured Emission Equiv Pwr
(MHz) Pwr Into Ideal Dipole (dBm) Into ideal Dipole (dBm)
1591.0000 -13.0000 -58.9165 ** -59.2308 **
2386.5000 -13.0000 -54.3658 ** -55.0616 **
3182.0000 -13.0000 -50.9326 ** -49.7710 **
3977.5000 -13.0000 -49.3640 ** -49.5943 **
4773.0000 -13.0000 -48.5589 ** -47.8468 **
5568.5000 -13.0000 -46.8693 ** -47.0016 **
6364.0000 -13.0000 -45.9114 ** -44.1478 **
7159.5000 -13.0000 -42.6251 ** -42.8036 **
7955.0000 -13.0000 -42.4195 ** -42.6785 **

RADIATED SPURIOUS EMISSIONS
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The data presented here was taken using the substitution method as found in the ANSI C63.26-2015 document.
Motorola Penang EMC Lab - Test Performed by: Azil&Qawiman Fri, 22 Apr, 2022

Remarks: ** Indicates the spurious emission could not be detected due to noise limitations or ambient.

*Pursuant to CFR 47 Part 2.1057 ( ¢ ), emissions attenuated more than 20 dB below the permissible limit are not reported

Temp(Deg): 23.3 Hum(%RH): 69.3
System MU: 4.03 dB

Remarks: | Passed Results | Marginal Results | Failed Results |
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1.13. Effective Radiated Power (ERP)

1)

2)

3)

4)

1.13.1. Test Setup

Radio ahsorbing material  <pinlded Case Ground Plane

Spectrum

W= loooo

OOOC-I

The spectrum setting for scanning Radiated Emission below 1 GHz is RBW = 100 kHz, VBW = 300 kHz and
above 1 GHz is RBW = 1MHz, VBW = 3MHz. Detector mode is RMS.

In the semi-anechoic chamber, setup as illustrated above the EUT placed on the Turn Table at 0.8m height for
below 1Ghz measurement and at 1.5m height for above 1GHz measurement, rotated the table around 360 degrees
to search the maximum radiation power and receiver antenna shall be rotated vertical and horizontal polarization
and moved height from 1m to 4m to find the maximum polar radiated power. The “Read Value” is the spectrum
reading the maximum power value.

The substitution antenna is substituted for EUT at the same position and signals generator (S.G) export the CW
signal to the substitution antenna via a TX cable. The receiver antenna shall be rotated vertical and horizontal
polarization and moved height from 1m to 4m to find the maximum radiation power. Record the power level of
maximum radiation power from spectrum. So, the measured substitution value = Ref level of S.G + TX cables
loss — Substituted Antenna Gain.

ERP =“Read Value” + Measured substitution value.

1.13.2. Test Limit

FCC: Portable stations (hand-held devices) transmitting in the 758-768 MHz band and the 788-798 MHz
band are limited to 3 watts ERP.
ISED: The e.r.p. for portable equipment including handheld devices shall not exceed 3 W.

1.13.3. Effective Radiated Power (ERP) - LTE Band 14 (788-798MHz)

Not Performed.
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1.14. GNSS (EIRP for 1559 - 1610MHz)

1.14.1. Test Setup

1)

2)

3)

4)

w2/

e
17T "'y
[ |

Radio absorbing material  ghiplded Case Ground Plane

Spectrum

= loooo

C 0 O &=y

The Resolution Bandwidth for Equivalent Isotropically Radiated Power (EIRP) below 1 GHz
is 100 kHz with Video Bandwidth = 300 kHz and Resolution Bandwidth for EIRP above 1
GHz is 1 MHz with Video Bandwidth = 3 MHz. Detector Mode is RMS.

In the semi-anechoic chamber, setup as illustrated above the DUT placed on the 0.8m height
of Turn Table, rotated the table 45 degree each interval to search the maximum radiation
power and receiver antenna shall be rotated vertical and horizontal polarization and moved
height from 1m to 4m to find the maximum polar radiated power for each degree interval.
The “Read Value” is the spectrum reading of maximum power value.

The substitution antenna is substituted for DUT at the same position and signals generator
(S.G) export the CW signal to the substitution antenna via a TX cable. The receiver antenna
shall be rotated vertical and horizontal polarization and moved height from 1m to 4m to find
the maximum radiation power. Record the power level of maximum radiation power from
spectrum. So, the Measured substitution value = Ref level of S.G + TX cables loss —
Substituted Antenna Gain.

EIRP = “Read Value” + Measured substitution value + 2.15.
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1.14.2. TestLimit

Report ID: 000xx-RF-00xxx
FCC ID: AZ489FT7104
IC: 109U-89FT7104

FCC: For operations in the 758-775 MHz and 788-805 MHz bands, all emissions including harmonics in the
band 1559-1610 MHz shall be limited to —70 dBW/MHz equivalent isotropically radiated power (EIRP) for

wideband signals, and —80 dBW EIRP for discrete emissions of less than 700 Hz bandwidth. For the purpose
of equipment authorization, a transmitter shall be tested with an antenna that is representative of the type that
will be used with the equipment in normal operation.
ISED: The equivalent isotropically radiated power (e.i.r.p.) of all emissions, including harmonics in the band
1559-1610 MHz, shall not exceed =70 dBW/MHz for wideband emissions, and —80 dBW/kHz for discrete

emissions of less than 700 Hz bandwidth.

1.14.3. GNSS (EIRP for 1599 - 1610MHz) - LTE Band 14 (788-798MHz)

S/N: 734TYF0069
Channel BW: 5 MHz
Accessory: AN0O00415A01
Battery: PMNN4805A

Tx Power: 0.282 Watts
Modulation: QPSK

Frequency Channel: 790.5000 MHz (LTE Band 14)

Antenna Polarization 2Fc (MHz) EIRP (dBm) Limit (dBm)
Horizontal 1581.0000 -54.09 -40
Vertical 1581.0000 -54.38 -40
SIN: 734TYF0069 Tx Power: 0.282 Watts
Channel BW: 5 MHz Modulation: QPSK
Accessory: AN000415A01
Battery: PMINN4805A
Frequency Channel: 795.5000 MHz (LTE Band 14)
Antenna Polarization 2Fc (MHz) EIRP (dBm) Limit (dBm)
Horizontal 1591.0000 -56.60 -40
Vertical 1591.0000 -56.66 -40

--End of Test Report--
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