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1. CERTIFICATION 

 

PRODUCT: Point of Sale Terminal 

MODEL: VX675 3G 

BRAND: VeriFone 

APPLICANT: VeriFone, Inc. 

TESTED:  Sep. 27, 2013 ~ Oct. 08, 2013 

TEST SAMPLE: Identical Prototype 

STANDARDS: FCC Part 15, Subpart C (Section 15.225) 

FCC Part 15, Subpart C (Section 15.215) 

ANSI C63.10-2009 

 

 

The above equipment (model: VX675 3G) has been tested by Bureau Veritas 

Consumer Products Services (H.K.) Ltd., Taoyuan Branch. The test record, data 

evaluation & Equipment Under Test (EUT) configurations represented herein are true 

and accurate accounts of the measurements of the sampleôs EMC characteristics 

under the conditions specified in this report. 

 

 

 

 

 

PREPARED BY :  , DATE : Oct. 17, 2013 

  Evonne Liu / Specialist   

 

APPROVED BY 

 

:  , DATE : Oct. 17, 2013 

  Sam Chen / Assistant Manager   
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2. SUMMARY OF TEST RESULTS 

The EUT has been tested according to the following specifications:  

APPLIED STANDARD: FCC PART 15, SUBPART C (SECTION 15.225, 15.215) 

STANDARD 
SECTION 

TEST TYPE AND LIMIT RESULT REMARK 

15.207 Conducted emission test PASS 

Meet the requirement of limit. 
Minimum passing margin is  

-9.58dB at 0.42344MHz. 

15.225 (a) 
The field strength of any emissions 
within the band 13.553-13.567 MHz 

PASS 
Meet the requirement of limit. 

Minimum passing margin is 

-45.02dB at 13.56MHz. 

15.225 (d) 
The field strength of any emissions 
appearing outside of the 13.110-14.010 
MHz band 

PASS 
Meet the requirement of limit. 

Minimum passing margin is 

-5.92dB at 45.66MHz. 

15.225 (e) The frequency tolerance PASS Meet the requirement of limit. 

15.215 (c) 20dB Bandwidth PASS Meet the requirement of limit. 

 

 

2.1 MEASUREMENT UNCERTAINTY 

Where relevant, the following measurement uncertainty levels have been estimated 
for tests performed on the EUT as specified in CISPR 16-4-2: 

MEASUREMENT FREQUENCY UNCERTAINTY 

Conducted Emission 150kHz ~ 30MHz 2.44 dB 

Radiated emissions 
30MHz ~ 200MHz  3.34 dB 

200MHz ~1000MHz 3.35 dB 

This uncertainty represents an expanded uncertainty expressed at approximately the 
95% confidence level using a coverage factor of k=2. 
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 3.2 DESCRIPTION OF TEST MODES 

 3.2.1 TEST MODE APPLICABILITY AND TESTED CHANNEL DETAIL 

EUT 

CONFIGURE 

MODE 

APPLICABLE TO 
DESCRIPTION 

RE PLC FS BW 

- ã ã ã ã - 

Where RE: Radiated Emission PLC: Power Line Conducted Emission 

 FS: Frequency Stability BW: 20dB Bandwidth 

   

NOTE:  
The EUT had been pre-tested on the positioned of each 3 axis. The worst case was found when positioned on 
Y-plane.   

 

RADIATED EMISSION TEST: 

 Pre-Scan has been conducted to determine the worst-case mode from all possible combinations 

between available modulations antenna ports (if EUT with antenna diversity architecture). 

 Following channel(s) was (were) selected for the final test as listed below. 

EUT  
CONFIGURE  

MODE 
AVAILABLE CHANNEL TESTED CHANNEL MODULATION TYPE 

- 1 1 ASK 

POWER LINE CONDUCTED EMISSION TEST: 

 Pre-Scan has been conducted to determine the worst-case mode from all possible combinations 

between available modulations antenna ports (if EUT with antenna diversity architecture). 

 Following channel(s) was (were) selected for the final test as listed below. 

EUT  
CONFIGURE  

MODE 
AVAILABLE CHANNEL TESTED CHANNEL MODULATION TYPE 

- 1 1 ASK 

FREQUENCY STABILITY: 

 Pre-Scan has been conducted to determine the worst-case mode from all possible combinations 

between available modulations and antenna ports (if EUT with antenna diversity architecture). 

 Following channel(s) was (were) selected for the final test as listed below. 

EUT  
CONFIGURE  

MODE 
AVAILABLE CHANNEL TESTED CHANNEL MODULATION TYPE 

- 1 1 ASK 
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20dB BANDWIDTH: 

 Pre-Scan has been conducted to determine the worst-case mode from all possible combinations 

between available modulations, antenna ports (if EUT with antenna diversity architecture). 

 Following channel(s) was (were) selected for the final test as listed below. 

EUT  
CONFIGURE  

MODE 
AVAILABLE CHANNEL TESTED CHANNEL MODULATION TYPE 

- 1 1 ASK 

TEST CONDITION: 

APPLICABLE TO ENVIRONMENTAL CONDITIONS INPUT POWER TESTED BY 

RE 25deg. C, 65%RH 120Vac, 60Hz David Huang 

FS 25deg. C, 65%RH 120Vac, 60Hz Howard Kao 

PLC 25deg. C, 65%RH 120Vac, 60Hz Johnson Liao 

BW 25deg. C, 65%RH 120Vac, 60Hz Howard Kao 

 

 

 3.3 DESCRIPTION OF SUPPORT UNITS 

The EUT has been tested as an independent unit together with other necessary 

accessories or support units.  

 

 3.3.1 CONFIGURATION OF SYSTEM UNDER TEST 

 

 

 

 

 

 

 

 

 

 

 

*Test Table 

(Power from AC Adapter) 

EUT 
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 3.4 GENERAL DESCRIPTION OF APPLIED STANDARDS 

The EUT is a RFID Product. According to the specifications of the manufacturer, it 

must comply with the requirements of the following standards: 

 

FCC Part 15, Subpart C (15.225) 

FCC Part 15, Subpart C (15.215) 

ANSI C63.10-2009 

All test items have been performed and recorded as per the above standards. 

NOTE: The EUT is also considered as a kind of computer peripheral, because the connection to 

computer is necessary for typical use. It has been verified to comply with the requirements of 

FCC Part 15, Subpart B, Class B. The test report has been issued separately. 
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 4.  TEST TYPES AND RESULTS  

 4.1 RADIATED EMISSION MEASUREMENT 

 4.1.1 LIMITS OF RADIATED EMISSION MEASUREMENT 

The field strength of any emissions within the band 13.553-13.567 MHz shall not 

exceed 15,848 microvolts/meter at 30 meters. 

The field strength of any emissions appearing outside of the 13.110-14.010 MHz 

band shall not exceed the general radiated emission limits in Ǧ 15.209. 

FREQUENCIES (MHz) 
FIELD STRENGTH 
(microvolts/meter) 

MEASUREMENT DISTANCE 
(meters) 

0.009 ~ 0.490 2400/F(kHz) 300 

0.490 ~ 1.705 24000/F(kHz) 30 

1.705 ~ 30.0 30 30 

30 ~ 88 100 3 

88 ~ 216 150 3 

216 ~ 960 200 3 

Above 960 500 3 

NOTE:  

1. The lower limit shall apply at the transition frequencies. 

2. Emission level (dBuV/m) = 20 log Emission level (uV/m). 

3. As shown in 15.35(b), for frequencies above 1000MHz, the field strength limits are based on 

average detector, however, the peak field strength of any emission shall not exceed the 

maximum permitted average limits, specified above by more than 20dB under any condition of 

modulation. 
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 4.1.2 TEST INSTRUMENTS 

DESCRIPTION & 

MANUFACTURER 
MODEL NO. SERIAL NO. 

DATE OF 

CALIBRATION 

DUE DATE OF 

CALIBRATION 

Test Receiver 

ROHDE & SCHWARZ 
ESCI 100744 Apr. 15, 2013 Apr. 14, 2014 

Spectrum Analyzer 

ROHDE & SCHWARZ 
FSU43 101261 Dec. 17, 2012 Dec. 16, 2013 

BILOG Antenna 

SCHWARZBECK 
VULB9168 9168-472 Mar. 25, 2013 Mar. 24, 2014 

HORN Antenna 

SCHWARZBECK 
BBHA 9120 D 9120D-969 Jan. 07, 2013 Jan. 06, 2014 

Preamplifier 

EMCI 
EMC 012645 980115 Dec. 28, 2012 Dec. 27, 2013 

Preamplifier 

EMCI 
EMC 184045 980116 Dec. 28, 2012 Dec. 27, 2013 

Preamplifier 

EMCI 
EMC 330H 980112 Dec. 28, 2012 Dec. 27, 2013 

RF signal cable 

HUBER+SUHNNER 
SUCOFLEX 104 309219/4 Oct. 19, 2012 Oct. 18, 2013 

RF signal cable 

HUBER+SUHNNER 
SUCOFLEX 104 250130/4 Oct. 19, 2012 Oct. 18, 2013 

RF signal cable 

Worken 
RG-213 NA Dec. 29, 2012 Dec. 28, 2013 

Software 

BV ADT 

E3 

6.120103 
NA NA NA 

Antenna Tower 

MF 
MFA-440H NA NA NA 

Turn Table 

MF 
MFT-201SS NA NA NA 

Antenna Tower &Turn Table 
Controller 

MF 

MF-7802 NA NA NA 

NOTE: 1. The calibration interval of the above test instruments is 12 months and the calibrations 

are traceable to NML/ROC and NIST/USA. 

2. The calibration interval of the loop antenna is 24 months and the calibrations are 

traceable to NML/ROC and NIST/USA. 

3. The test was performed in HwaYa Chamber 10. 

4. The FCC Site Registration No. is 690701.  

5. The IC Site Registration No. is IC 7450F-10. 
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 4.1.3 TEST PROCEDURES 

a. The EUT was placed on the top of a rotating table 0.8 meters above the ground at 

a 3 meter semi-anechoic chamber. The table was rotated 360 degrees to determine 

the position of the highest radiation. 

b. The EUT was set 3 meters away from the interference-receiving antenna, which 

was mounted on the top of a variable-height antenna tower. 

c. The antenna is a broadband antenna, and its height is varied from one meter to 

four meters above the ground to determine the maximum value of the field strength. 

Both horizontal and vertical polarizations of the antenna are set to make the 

measurement. 

d. For each suspected emission, the EUT was arranged to its worst case and then the 

antenna was tuned to heights from 1 meter to 4 meters and the rotatable table was 

turned from 0 degrees to 360 degrees to find the maximum reading. 

e. The test-receiver system was set to Peak Detect Function and Specified Bandwidth 

with Maximum Hold Mode. 

f. If the emission level of the EUT in peak mode was lower than the limit specified, 

then testing could be stopped and the peak values of the EUT would be reported. 

Otherwise the emissions would be re-tested one by one using peak, quasi-peak or 

average method as specified and then reported in a data sheet. 

NOTE:  

1. The resolution bandwidth and video bandwidth of test receiver/spectrum analyzer is 120kHz for 

Quasi-peak detection at frequency below 1GHz.  

2. The resolution bandwidth of test receiver/spectrum analyzer is 1 MHz and video bandwidth is 3MHz 

for Peak detection at frequency above 1GHz. 

3. All modes of operation were investigated and the worst-case emissions are reported. 

 

 4.1.4 DEVIATION FROM TEST STANDARD 

No deviation. 
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 4.1.5 TEST SETUP 

 

For the actual test configuration, please refer to the attached file (Test Setup Photo).   

 

 4.1.6 EUT OPERATING CONDITIONS 

Set the EUT under transmission condition continuously at specific channel frequency. 
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 4.1.7 TEST RESULTS 
 

EUT TEST CONDITION MEASUREMENT DETAIL 

CHANNEL Channel 1 FREQUENCY RANGE 13.553 ~ 13.567MHz 

INPUT POWER 120Vac, 60Hz 
DETECTOR 

FUNCTION 
Peak (PK) 

ENVIRONMENTAL 

CONDITIONS 
25deg. C, 65%RH TESTED BY David Huang 

 
ANTENNA POLARITY & TEST DISTANCE: LOOP ANTENNA OPEN AT 3M 

FREQ. 

(MHz) 

EMISSION 

LEVEL 

(dBuV/m) 

READ 

LEVEL 

(dBuV) 

LIMIT 

(dBuV/m) 

MARGIN 

(dB) 

Correction 

Factor 

(dB/m) 

ANTENNA 

HEIGHT 

(cm) 

TABLE 

ANGLE 

(Degree) 

REMARK 

13.56 78.98 59 124 -45.02 19.98 100 360 Peak 

REMARKS: 1. Emission level(dBuV/m)= Read Level (dBuV) + Correction Factor(dB/m) 
     2. Correction Factor(dB/m) = Antenna Factor (dB/m) + Cable Factor (dB) 
      3. The other emission levels were very low against the limit. 

4. Margin value = Emission level ï Limit value. 
5. Above limits have been translated by the formula  

 
The measured field strength was extrapolated to distance 30 meters, using the formula that the limit of 
field strength varies as the inverse distance square (40dB per decade of distance) 
Example:  
13.56MHz  =  15848uV/m 30m 
           =  84dBuV/m 30m 
           =  84+20log(30/3)

2  
3m 

           =  124dBuV/m    
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EUT TEST CONDITION MEASUREMENT DETAIL 

CHANNEL Channel 1 FREQUENCY RANGE 13.553 ~ 13.567MHz 

INPUT POWER 120Vac, 60Hz 
DETECTOR 

FUNCTION 
Peak (PK) 

ENVIRONMENTAL 

CONDITIONS 
25deg. C, 65%RH TESTED BY David Huang 

 
ANTENNA POLARITY & TEST DISTANCE: LOOP ANTENNA CLOSE AT 3M 

FREQ. 

(MHz) 

EMISSION 

LEVEL 

(dBuV/m) 

READ 

LEVEL 

(dBuV) 

LIMIT 

(dBuV/m) 

MARGIN 

(dB) 

Correction 

Factor 

(dB/m) 

ANTENNA 

HEIGHT 

(cm) 

TABLE 

ANGLE 

(Degree) 

REMARK 

13.56 74.36 54.38 124 -49.64 19.98 100 64 Peak 

REMARKS: 1. Emission level(dBuV/m)= Read Level (dBuV) + Correction Factor(dB/m) 
     2. Correction Factor(dB/m) = Antenna Factor (dB/m) + Cable Factor (dB) 
      3. The other emission levels were very low against the limit. 

4. Margin value = Emission level ï Limit value. 
5. Above limits have been translated by the formula  

 
The measured field strength was extrapolated to distance 30 meters, using the formula that the limit of 
field strength varies as the inverse distance square (40dB per decade of distance) 
Example:  
13.56MHz  =  15848uV/m 30m 
           =  84dBuV/m 30m 
           =  84+20log(30/3)

2  
3m 

           =  124dBuV/m    
 


































