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Competences and Guarantees

DEKRA is a testing laboratory competent to carry out the tests described in this report.

In order to assure the traceability to other national and international laboratories, DEKRA has a calibration and
maintenance program for its measurement equipment.

DEKRA guarantees the reliability of the data presented in this report, which is the result of the measurements and
the tests performed to the item under test on the date and under the conditions stated in the report and it is based on
the knowledge and technical facilities available at DEKRA at the time of performance of the test.

DEKRA is liable to the client for the maintenance of the confidentiality of all information related to the item under
test and the results of the test.

The results presented in this Test Report apply only to the particular item under test established in this document.

IMPORTANT: No parts of this report may be reproduced or quoted out of context, in any form or by any means,

except in full, without the previous written permission of DEKRA.

General conditions

1. The test results relate only to the samples tested.

2. The test results shown in the test report are traceable to the national/international standard through the
calibration report of the equipment and evaluated measurement uncertainty herein.

3. This report must not be used to claim product endorsement by TAF or any agency of the government.

4. The test report shall not be reproduced without the written approval of DEKRA Testing and Certification
Co., Ltd.

5. Measurement uncertainties evaluated for each testing system and associated connections are given here to
provide the system information for reference. Compliance determinations do not take into account
measurement uncertainties for each testing system, but are based on the results of the compliance

measurement.
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1.1.

General Information

EUT Description

Product Name PanaCast 50 Video Bar System
Trademark Jabra

Model and /or type VSMO040

reference

EUT Rated Voltage  |AC 100-240V, 50-60Hz

EUT Test Voltage AC 120V/50Hz

Frequency Range 802.11b/g/m-20 MHz: 2412-2462 MHz

802.11n-40 MHz: 2422-2452 MHz

Number of Channels

802.11b/g/n-20 MHz: 11
802.11n-40 MHz: 7

Data Speed

802.11b: 1-11 Mbps, 802.11g: 6-54 Mbps, 802.11n: up to 300Mbps,

Channel separation

802.11b/g/m: 5 MHz

Type of Modulation

802.11b: DSSS, DBPSK, DQPSK, CCK

802.11g/n: OFDM. BPSK, QPSK, 16QAM, 64QAM

Channel Control

Auto

Power Cord

Non-shielded, 1m

Adapter

MFR: Jabra, M/N: WH-231

Input: AC 100-240V~1.5A 50/60Hz
Output: 12V==5A 60W

Cable out: Non-shielded, 2m

Antenna List

No. |Manufacturer

Part No. Antenna Type

Peak Gain

1 |Wistron

025.9022Y.0001 (Main) PCB

025.90230.0001 (Aux)

2.83 dBi for 2400 MHz

0.07 dBi for 2400 MHz

Note: The antenna of EUT is conforming to FCC 15.203.
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802.11b/g/n-20 MHz Center Frequency of Each Channel:

Channel | Frequency | Channel | Frequency | Channel | Frequency | Channel | Frequency

(MHz) (MHz) (MHz) (MHz)
01 2412 02 2417 03 2422 04 2427
05 2432 06 2437 07 2442 08 2447
09 2452 10 2457 11 2462 -- --

802.11n-40 MHz Center Frequency of Each Channel:

Channel | Frequency | Channel | Frequency | Channel | Frequency | Channel | Frequency

(MHz) (MHz) (MHz) (MHz)
03 2422 04 2427 05 2432 06 2437
07 2442 08 2447 09 2452 - -
Note:
1. The EUT is a PanaCast 50 Video Bar System with a built-in WLAN and Bluetooth transceiver,
this report for 2.4GHz WLAN.
2. Regarding to the operation frequency, the lowest, middle and highest frequency are selected to
perform the test. The other channels are for reference only.
4. DEKRA has evaluated each test mode. Only the worst case is shown in the report.
Lowest and highest data rates are tested in each mode. Only worst case is shown in the report.
6. These tests are conducted on a sample for the purpose of demonstrating compliance of transmitter

with Part 15 Subpart C Paragraph 15.247 of spread spectrum devices.

Transmit (802.11b)
Transmit (802.11g)
Transmit (802.11n-20 MHz)
Transmit (802.11n-40 MHz)

Test Mode Mode 1
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1.2. Tested System Details

The types for all equipment, plus descriptions of all cables used in the tested system (including inserted

cards) are:

Product Manufacturer |[Model No. Serial No. Power Cord

1 |Power Adapter  |Jabra WH-231 N/A N/A

2 |Monitor Lenovo A21215FS0 V5DMD987 Non-Shielded, 1.8m
3 |Notebook PC DELL Latitude 5501 9V4JL13 N/A

4 |DVDPLAYER |[SAMPO DVB-123 12527058 Non-Shielded, 1.8m
5 |FLASH SanDisk 16GB Ultra Flair CZ73 |N/A N/A

6 |FLASH SanDisk 16GB Ultra Flair CZ73 |N/A N/A

Cable Type Cable Description

A |Power Cable Non-shielded, 2m

B |HDMI Cable Shielded, 1.8m

C |HDMI Cable Shielded, 4.6m

D |LAN Cable Non-shielded, 1.6m

E |USB Cable Shielded, 4.6m

F |Audio Cable Shielded, 1.8m

G |HDMI Cable Shielded, 1.8m

1.3. Configuration of Tested System

Notebook PC

3)

:

Monitor Power Adapter
@ (D
F E D C B A
EUT ~°.
DVD Player
FLASH FLASH @
(6) (5)

1.4. EUT Exercise Software

Setup the EUT as shown in Section 1.3.

Execute software “QRCT Version 4.0.209.0” on the EUT.

Configure the test mode, the test channel, and the data rate.

Press “OK” to start the continuous transmit.

DN | |W|IN |-

Verify that the EUT works properly.
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1.5. Test Facility

Ambient conditions in the laboratory:

Performed Item Items Required Actual
Temperature (°C) 10~40 °C 22.5°C
Conducted Emission
Humidity (%RH) 10~90 % 48.6 %
Temperature (°C) 10~40 °C 25.1°C
Radiated Emission —
Humidity (%RH) 10~90 % 68.6 %
Temperature (°C) 10~40 °C 22.0°C
Conductive —
Humidity (%RH) 10~90 % 55.0%
USA FCC Registration Number: TW0033
Canada CAB Identifier Number: TW3023 / Company Number: 26930

Site Description

Accredited by TAF

Accredited Number: 3023

Test Laboratory DEKRA Testing and Certification Co., Ltd.
Linkou Laboratory
Address No.5-22, Ruishukeng Linkou District, New Taipei City, 24451, Taiwan, R.O.C

Performed Location

No. 26, Huaya 1st Rd., Guishan Dist., Taoyuan City 333411, Taiwan, R.O.C.

Phone Number

+886-3-275-7255

Fax Number

+886-3-327-8031
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1.6. List of Test Item and Equipment

For Conduction Measurements /HY-SR01

Equipment Manufacturer Model No. Serial No.|Cal. Date Due Date
V  |EMI Test Receiver R&S ESR7 101601 |2022/06/23 |2023/06/22
V  |Two-Line V-Network |[R&S ENV216 101306 |2023/03/16 |2024/03/15
V  |Two-Line V-Network |[R&S ENV216 101307 |2022/07/04 |2023/07/03
V |Coaxial Cable SUHNER RG400 BNC |RF001  |2022/05/24 |2023/05/23
Note:
1.  All equipments are calibrated every one year.
2. The test instruments marked with “V” are used to measure the final test results.
3. Test Software Version : €3 230303 dekra V9.
For Conducted Measurements /HY-SR02
Equipment Manufacturer |Model No. Serial No. Cal. Date  |Due Date
V  |Spectrum Analyzer R&S FSV30 103466 2022/12/22 |2023/12/21
V  |Peak Power Analyzer KEYSIGHT |[8990B MY51000410(2022/08/06 |2023/08/05
V  |Wideband Power Sensor |[KEYSIGHT |N1923A MY56080003(2022/08/05 |2023/08/04
V  |Wideband Power Sensor |[KEYSIGHT |N1923A MY56080004(2022/08/05 |2023/08/04
Note:
1. All equipments are calibrated every one year.
2. The test instruments marked with “V” are used to measure the final test results.
3. Test Software Version : RF Conducted Test Tools R3 V3.0.1.14.
For Radiated Measurements /HY-CB03
Equipment Manufacturer Model No. Serial No. Cal. Date |Due Date
V |Loop Antenna AMETEK HLA6121 49611 2023/02/21 |2024/02/20
V [Bi-Log Antenna SCHWARZBECK |VULB9168 9168-675 2021/08/11 |2023/08/10
V |Horn Antenna RF SPIN DRHI18-E 210508A18ES |2022/06/08 [2023/06/07
V |Horn Antenna Com-Power AH-840 101100 2021/10/04 {2023/10/03
V |Pre-Amplifier SGH 0301 20211007-10 2023/01/10 {2024/01/09
V |Pre-Amplifier SGH PRAMPI118 20200701 2023/01/10 {2024/01/09
V |Pre-Amplifier EMCI EMCO05820SE 980310 2023/01/10 {2024/01/09
Pre-Amplifier EMCI EMC184045SE 980369 2023/01/10 |2024/01/09
V |Coaxial Cable EMCI EMC102-KM-KM-600 [1160314
Coaxial Cable EMCI EMC102-KM-KM-7000{170242
V |Filter MICRO TRONICS [BRMS50702 G269 2023/01/05 |2024/01/04
Filter MICRO TRONICS |[BRM50716 G196 2023/01/05 [2024/01/04
V |EMI Test Receiver |[R&S ESR3 102793 2022/12/05 [2023/12/04
V [Spectrum Analyzer |R&S FSV3044 101114 2023/02/16 {2024/02/15
Coaxial Cable SGH SGHI18 2021005-1 2023/01/10 {2024/01/09
v Coaxial Cable SGH SGH18 202108-4
Coaxial Cable SGH HAS800 GD20110223-1
Coaxial Cable SGH HAS800 GD20110222-3
Note:

1. Bi-Log Antenna and Horn Antenna(AH-840) is calibrated every two years, the other equipments

are calibrated every one year.
2. The test instruments marked with “V” are used to measure the final test results..
3. Test Software Version : €3 230303 dekra V9.
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1.7.

Uncertainty

Uncertainties have been calculated according to the DEKRA internal document.

The reported expanded uncertainties are based on a standard uncertainty multiplied by a coverage factor
of k=2, providing a level of confidence of approximately 95%.
Measurement uncertainties evaluated for each testing system and associated connections are given here to

provide the system information for reference. Compliance determinations do not take into account

measurement uncertainties for each testing system, but are based on the results of the compliance

measurement.
Test item Uncertainty
Conducted Emission +3.50 dB

Maximum Power Output

Spectrum Analyzer: +2.14 dB
Power Meter: £1.05 dB

Radiated Emission

9 kHz~30 MHz: £3.88 dB
30 MHz~1 GHz: +4.42 dB
1 GHz~18 GHz: +4.28 dB
18 GHz~40 GHz: +3.90 dB

RF Antenna Conducted Test

+2.14 dB

9 kHz~30 MHz: £3.88 dB
30 MHz~1 GHz: +4.42 dB

Band Edge
1 GHz~18 GHz: +4.28 dB
18 GHz~40 GHz: £3.90 dB
6dB Bandwidth +1580.61 Hz
Power Density +2.14 dB
Duty Cycle +0.53 %
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2. Conducted Emission

2.1. Test Setup

Test Receiver

Reference Plane

T

i 40cm
EUT
12dBpV
My Iﬁl 1 Load N
. Qooo i N
N LISN @ j p LISN
[17777777 77/
LISN
Ground Plane
2.2. Limits
FCC Part 15 Subpart C Paragraph 15.207 (dBpV) Limit
Frequency Limits
MHz QP AVG
0.15-0.50 66-56 56-46
0.50-5.0 56 46
5.0-30 60 50

2.3. Test Procedure

The EUT and simulators are connected to the main power through a line impedance stabilization network
(L.I.S.N.). This provides a 50 ohm /50uH coupling impedance for the measuring equipment. The
peripheral devices are also connected to the main power through a LISN that provides a 50ohm /50uH
coupling impedance with 50ohm termination. (Please refers to the block diagram of the test setup and

photographs.)

Both sides of A.C. line are checked for maximum conducted interference. In order to find the maximum

emission, the relative positions of equipment and all of the interface cables must be changed according to
ANSI C63.4: 2014 on conducted measurement.
Conducted emissions were invested over the frequency range from 0.15 MHz to 30 MHz using a receiver

bandwidth of 9 kHz.
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2.4. Test Result of Conducted Emission

Level (dBuV)

Site :HY-SRO1
Condition :line

Mode :n48_2437MHz_TX
test by  :Shane

Date: 20230517

87.5|

75.0)

62.5| Conduction(QP)
500 Conduction(AV)
37.5|

25.0)

12.5|

015 02 05 2 10 20 30
Frequency (MHz)
No. Frequency Level Limit Over Read Factor Remark
Line Limit Level
Mz dBuV/m  dBUV/m d8 dBuv a8

1 0.175 4571 64.72  -19.e1 36.03 9.68 QP

2 9.175 30.35 54.72 -24.37 20.67 9.68 Average
3 9.527 43.69 56.80 -12.31 34.01 9.68 QP

4 @.527 34.91 46.00 -11.09 25.23 9.68 Average
5 1.403 27.72 56.00 -28.28 17.96 9.76 P

6 1.403 21.23 46.00 -24.77 11.47 9.7¢ Average
7 3.298 30.82  56.00  -25.18 20.56 10.26 QP

8 3.298 22.73  46.08  -23.27 12.47 10.26  Average
9 5.17@ 29.68  60.00  -30.40 18.76 10.80 QP
10 5.178 23.98 50.00 -26.02 13.14 10.84 Average
11 15.731 31.9 60.00 -28.10 21.13 10.77 P

12 15.731 26.16 50.e0 -23.84 15.39 10.77 Average

Note:

1. Level = Read Level + Factor
2. Factor = LISN insertion loss + Cable loss
3. Over Limit = Level - Limit Line

Site :HY-SROL
Condition :Neutral
Mode 40 2437MHz_TX

test by  :Shane

Level (dBuV) Date: 2023-0517

62.5| Conduction(QR)

Conduction(Av)

500

37.5|

250 T

125

015 02 05 1 2 5 10 20 30
Frequency (MHz)
HNo. Frequency Level Limit Over Read Factor Remark
Line Limit Level
MHz dBuV/m  dBuV/m d8 dBuv d8

1 0.202 49.92  63.53  -22.61 31.26 Q®

2 0.202 26.77 53.53 -26.76 17.11 Average
3 8.527 42.34 56.60 -13.16 33.18 QP

4 8.527 34.58 46.00 -11.50 24.84 Average
5 1.7e@ 24.17 56.00 -31.83 14.40 QP

3 1.7e@ 17.47 46.00 -28.53 7.70 Average
7 3.356 30.24  56.00  -25.76 19.98 ®

8 3.356 21.69  46.00  -24.91 10.83 Average
9 7.236 24.98  60.00  -35.02 14.17 QP
18 7.236 19.28 50.00 -30.72 8.47 Average
11 16.167 33.79 60.00 -26.21 22.97

12 16.167 28.16 50.00 -21.84 17.34 Average

Note:

1. Level = Read Level + Factor
2. Factor = LISN insertion loss + Cable loss
3. Over Limit = Level - Limit Line
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3.  Maximum Power Output

3.1. Test Setup

EUT

RF Cable

3.2. Limits

SMA

The maximum peak power shall be less 1 Watt.

3.3. Test Procedure

Power

Meter

The EUT was tested according to C63.10:2013 for compliance to FCC 47CFR 15.247 requirements. The

maximum peak conducted output power using C63.10:2013 Section 11.9.1.3 PKPM1 Peak power meter

method. The maximum average conducted output power using C63.10:2013 Section 11.9.2.3 Measurement

using a power meter (PM). (Measurement using a gated RF average-reading power meter).
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3.4.

Test Result of Peak Power Output
Product PanaCast 50 Video Bar System
Test Item Maximum Power Output Data
Test Mode Transmit (802.11b)
Test Date 2023/03/24
Chain A | Chain B Chain A + B o
Channel No.| Frequency | Data Rate Limit | Result
Power Power Average Output Power
(MHz) (Mbps) | (dBm) (dBm) (dBm) (dBm)
01 2412 6 16.45 16.90 19.69 <30 Pass
06 2437 6 16.42 16.93 19.69 <30 Pass
11 2462 6 16.42 16.98 19.72 <30 Pass
Chain A | Chain B Chain A + B o
Channel No.| Frequency | Data Rate Limit | Result
Power Power Peak Output Power
(MHz) (Mbps) | (dBm) (dBm) (dBm) (dBm)
01 2412 6 19.00 19.48 22.26 <30 Pass
06 2437 6 18.94 19.60 22.29 <30 Pass
11 2462 6 18.98 19.62 22.32 <30 Pass

Note: Peak Power Output Value (dBm) = 10*LOG (Chain A (mW) + Chain B (mW))
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Product PanaCast 50 Video Bar System
Test Item Maximum Power Output Data
Test Mode Transmit (802.11g)
Test Date 2023/03/24
Chain A | Chain B Chain A + B o
Channel No.| Frequency | Data Rate Limit | Result
Power Power Average Output Power
(MHz) (Mbps) | (dBm) (dBm) (dBm) (dBm)
01 2412 6 16.35 16.94 19.67 <30 Pass
06 2437 6 16.35 16.95 19.67 <30 Pass
11 2462 6 16.34 16.93 19.66 <30 Pass
Chain A | Chain B Chain A + B o
Channel No.| Frequency | Data Rate Limit | Result
Power Power Peak Output Power
(MHz) (Mbps) | (dBm) (dBm) (dBm) (dBm)
01 2412 6 23.38 23.46 26.43 <30 Pass
06 2437 6 23.31 23.48 26.41 <30 Pass
11 2462 6 23.31 23.40 26.37 <30 Pass

Note: Peak Power Output Value (dBm) = 10*LOG (Chain A (mW) + Chain B (mW))
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Product PanaCast 50 Video Bar System
Test Item Maximum Power Output Data
Test Mode Transmit (802.11n-20 MHz)
Test Date 2023/03/24
Chain A | Chain B Chain A+ B o
Channel No.| Frequency | Data Rate Limit | Result
Power Power Average Output Power
(MHz) (Mbps) | (dBm) (dBm) (dBm) (dBm)
01 2412 HT8 16.33 16.95 19.66 <30 Pass
06 2437 HTS 16.43 16.94 19.70 <30 Pass
11 2462 HT8 15.68 16.05 18.88 <30 Pass
Chain A | Chain B Chain A + B o
Channel No.| Frequency | Data Rate Limit | Result
Power Power Peak Output Power
(MHz) (Mbps) | (dBm) (dBm) (dBm) (dBm)
01 2412 HTS8 24.62 23.58 27.14 <30 Pass
06 2437 HT8 25.56 23.39 27.62 <30 Pass
11 2462 HT8 24.59 25.21 27.92 <30 Pass

Note: Peak Power Output Value (dBm) = 10¥*LOG (Chain A (mW) + Chain B (mW))
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Product PanaCast 50 Video Bar System
Test Item Maximum Power Output Data
Test Mode Transmit (802.11n-40 MHz)
Test Date 2023/03/24
Chain A | Chain B Chain A + B o
Channel No.| Frequency | Data Rate Limit | Result
Power Power Average Output Power
(MHz) (Mbps) | (dBm) (dBm) (dBm) (dBm)
03 2422 HT8 13.84 13.92 16.89 <30 Pass
06 2437 HTS8 16.40 16.97 19.70 <30 Pass
09 2452 HT8 12.66 13.43 16.07 <30 Pass
Chain A | Chain B Chain A + B o
Channel No.| Frequency | Data Rate Limit | Result
Power Power Peak Output Power
(MHz) (Mbps) | (dBm) (dBm) (dBm) (dBm)
03 2422 HTS8 22.39 22.43 25.42 <30 Pass
06 2437 HTS 25.37 25.11 28.25 <30 Pass
09 2452 HT8 21.82 22.45 25.16 <30 Pass

Note: Peak Power Output Value (dBm) = 10*LOG (Chain A (mW) + Chain B (mW))
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4. Radiated Emission

4.1. Test Setup

Radiated Emission Under 30 MHz

EUT

Non-Conducted Table

80cm

| S |
[ 3m | i

Antenna Mast
Broadband or Loop
Antenna

Antenna height islm.

—_—

Test | %I

Receiver

—

Radiated Emission Below 1 GHz

EUT

Fully soldered Metal Ground |
0 kecelver

Non-Conducted Table

The height of broad
band antenna was
scanned from 1m to 4m.

The distance between

antenna and turn table
was 3m. v

1m or 10m

Receiver

Radiated Emission Above 1 GHz

| Fully soldered Metal Ground || To Controller;Ij

I L. 1
3m

The height of board band or
Dipole Antenna was scanned
from 1M to 4M. -

The distance between antenna
and turn table was 3M regards
to the standard adopted.

TN

RF absorber material

EUT on the ground plane.
¢ —
(@) (@)
| %l To Receiver|_| , P _J
Amplifier

I I

| To Receiverl
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4.2. Limits

» General Radiated Emission Limits

Emissions radiated outside of the specified frequency bands, except for harmonics, shall be attenuated by
at least 20 dB below the level of the fundamental or to the general radiated emission limits in paragraph

15.209, whichever is the lesser attenuation.

FCC Part 15 Subpart C Paragraph 15.209 Limits
Frequency Field strength Measurement distance (meter)
MHz (microvolts/meter)
0.009-0.490 2400/F(kHz) 300
0.490-1.705 24000/F(kHz) 30
1.705-30 30 30
30-88 100 3
88-216 150 3
216-960 200 3
Above 960 500 3

Remarks: 1. RF Voltage (dBuV) =20 log RF Voltage (uV)
2. In the Above Table, the tighter limit applies at the band edges.
3. Distance refers to the distance in meters between the measuring instrument antenna and

the closed point of any part of the device or system.
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4.3. Test Procedure

The EUT was setup according to ANSI C63.10: 2013 and tested according to C63.10:2013 Section 11.12.1
for compliance to FCC 47CFR 15.247 requirements.

Measuring the frequency range below 1 GHz, the EUT is placed on a turn table which is 0.8 meter above
ground,when measuring the frequency range above 1GHz, the EUT is placed on a turn table which is 1.5
meter above ground.

The turn table is rotated 360 degrees to determine the position of the maximum emission level.

The EUT was positioned such that the distance from antenna to the EUT was 3 meters.

The antenna is scanned between 1 meter and 4 meters to find out the maximum emission level. This is
repeated for both horizontal and vertical polarization of the antenna. In order to find the maximum
emission, all of the interface cables were manipulated according to ANSI C63.10: 2013 on radiated
measurement.

The resolution bandwidth below 30 MHz setting on the field strength meter is 9 kHz and

30 MHz~1 GHz is 120 kHz and above 1 GHz is 1 MHz.

Radiated emission measurements below 30 MHz are made using Loop Antenna and 30 MHz~1 GHz are
made using broadband Bilog antenna and above 1 GHz are made using Horn Antennas.

The measurement is divided into the Preliminary Measurement and the Final Measurement.

The suspected frequencies are searched for in Preliminary Measurement with the measurement antenna
kept pointed at the source of the emission both in azimuth and elevation, with the polarization of the
antenna oriented for maximum response. The antenna is pointed at an angle towards the source of the
emission, and the EUT is rotated in both height and polarization to maximize the measured emission. The
emission is kept within the illumination area of the 3 dB bandwidth of the antenna.

The measurement frequency range form 9 kHz - 10th Harmonic of fundamental was investigated.

RBW and VBW Parameter setting:
According to C63.10 Section 11.12.2.4 Peak measurement procedure.
RBW = as specified in Table 1.
VBW >3 x RBW.
Table 1 - RBW as a function of frequency

Frequency RBW

9-150 kHz 200-300 Hz
0.15-30 MHz 9-10 kHz
30-1000 MHz 100-120 kHz
> 1000 MHz 1 MHz

According to C63.10 Section 11.12.2.5 Average measurement procedure.

RBW = IMHz.

VBW = 10Hz, when duty cycle > 98 %

VBW > 1/T, when duty cycle <98 %

(T refers to the minimum transmission duration over which the transmitter is on and is
transmitting at its maximum power control level for the tested mode of operation.)

2.4GHz band Duty Cycle T /T VBW

(%) (ms) (Hz) (Hz)

802.11b 97.86 0.6638 1507 2000
802.11g 98.15 0.9986 1001 10
802.11n-20 MHz 100.00 1.0000 1000 10
802.11n-40 MHz 100.00 1.0000 1000 10

Note: Duty Cycle Refer to Section 9.
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4.4. Test Result of Radiated Emission

site :HY-CB03
Condition :3m  ,HORIZONTAL
Mode 1TX_b_2412MHz

Test BY  :Peter

Level (dBuV/m) Date: 2023-04-27

754 FCC_15.247_PK

FCC_15.247_AV

1000 5800. 1061 20200 25000

00. 15400,
Frequency (MHz)

No. Freguency Level Limit Over Read Factor Remark
Line Limit Level

dBuV/m dB dBuv dB

Mz dBuV/m

1 4824000 44.41 74.08 -29.59 58.33 -13.92 Peak

site :HY-CB03
Condition :3m  ,VERTICAL
Mode TX_b_2412MHz

Test BY :Peter

Level (dBuV/m) Date: 2023-04-27

87.5
7501 FCC_15.247_PK
625
FCC_15.247_AV
50 T
315
25.0)
125
1000 5800, 10600, 15400, 20200 25000
Frequency (MHz)
No. Freguency Level Limit QOver Read Factor Remark
Line Limit Level
MHz dBuV/m  dBuV/m a8 dBuv L]
1 4824 .600 49.01 74.08 -24.99 62.93 -13.92 Peak

Note: Note:
1. Level = Read Level + Factor 1. Level = Read Level + Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor 2. Factor = Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Limit Line 3. Over Limit = Level - Limit Line
4. The emission levels of other frequencies are very lower than the limit 4. The emission levels of other frequencies are very lower than the limit
and not show in test report. and not show in test report.
Site :HY-CB@3 site :HY-CBO3
Condition :3m ,HORTZONTAL Condition :3m ,VERTICAL
Mode TX_b_2437MHz Mode :TX_b_2437MHz
Test BY :Ashton Test BY :Ashton
. Level (dBuVim), Date: 2023-04-28 . Level (dBuVim) Date: 2023-04-28
87.5| 875
754 FCC_15.247 PK 754 FCC_15.247 PK
62.5 625
FCC_15.247_AV. FCC_15.247_AV.
50.0) 3 P 500 1 2
375 315
250 25
125 125
1000 5800. 10600 15400, 20200 25000 1000 5800. 10600. 15400 20200 25000
Frequency (MHz) Frequency (MHz)
No. Frequency  Level  Limit Over Read  Factor  Remark No. Frequency  level  Limit Over Read  Factor  Remark
Line Limit Level Line Limit Level
MHz dBuV/m dBuV/m dB dBuV dB MHz dBuV/m dBuV/m dB dBuV dB
1 4874.000 44.36 74.00 -29.64 58.37 -14.01 Peak 1 4874.000 47.78 74.00 -26.22 61.79 -14.01 Peak
2 7311.000 43.91 74.00 -30.09 50.71 -6.80 Peak 2 7311.e00 46.96 74.00 -27.04 53.76 -6.80 Peak
lNote: Note:
1. Level = Read Level + Factor 1. Level = Read Level + Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor 2. Factor = Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Limit Line 3. Over Limit = level - Limit Line
4. The emission levels of other frequencies are very lower than the limit 4. The emission levels of other frequencies are very lower than the limit

and not show in test report.

and not show in test report.
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site :HY-CB03
Condition :3m  ,HORIZONTAL
Mode X_b_2462MHz
Test BY :Ashton

Level (dBuV/m) Date: 2023-04-28

87.5|
75.0) FCC_15.247_PK
62.5|
FCC_15.247_AV
50.0) 1 -
31.5|
25.0)
12.5|
1000 5800 10600. 15400, 20200 25000
Frequency (MHz)
Ne. Frequency Level Limit Over Read Factor Remark
Line Limit Level
MHz dBuV/m  dBuV/m dB dBuv dB
1 4924000 43.88 74.00 -38.12 57.85 -13.97 Peak
2 7386.000 45.85 74.00 -28.95 51.78 -6.73 Peak

Note:

1. Level = Read Level + Factor

2. Factor = Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit = Level - Limit Line

4. The emission levels of other frequencies are very lower than the limit
and not show in test report.

site :HY-CB03
Condition :3m  ,VERTICAL
Mode :TX_b_2462MHz

Test BY  :Ashton

Level (dBuV/m) Date: 2023-04-28

87.5|
750 FCC_15.247_PK
62.5|
FCC_15.247_AV
50.0) T 2
31.5|
25.0)
12|
1000 5800, 10600, 15400, 20200 25000
Frequency (MHz)
No. Frequency Level Limit Over Read Factor Remark
Line Limit Level
MHz dBuV/m  dBuv/m dB dBuv a8
1 4924 000 45.98 74.08 -28.02 59.95 -13.97 Peak
2 7386.000 47.91 74.08 -26.09 54.64 -6.73 Peak

Note:

1. Level = Read Level + Factor

2. Factor = Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit = Level - Limit Line

4. The emission levels of other frequencies are very lower than the limit
and not show in test report.

Site :HY-CB@3
Condition :3m  ,HORIZONTAL
Mode :TX_g_2412MHz

Test BY  :Ashton

Level (dBuVim) Date: 2023-04-28

87.5|
754 FCC_15.247 PK
62.5
FCC_15.247_AV.
50.0
P
375
250
125
1000 5800. 10600 15400, 20200 25000
Frequency (MHz)
No. Frequency  Level  Limit Over Read  Factor  Remark
Line Limit Level
MHz dBuV/m  dBuV/m B dBuV dB
1 4824.000 41.88  74.00  -32.12 55.80  -13.92  Peak

Note:

1. Level = Read Level + Factor

2. Factor = Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit - Level - Limit Line

4. The emission levels of other frequencies are very lower than the limit
and not show in test report.

Site :HY-CBe3
Condition :3m  ,VERTICAL
Mode :TX_g_2412MHz

Test BY  :Ashton

Level (dBuV/m) Date: 2023-04-28

87.5|
75.0) FCC_15.247_PK
62.5|
FCC_15.247_AV
50.0) 1
37.5|
250
12|
1000 5800, 10600, 15400, 20200, 25000
Frequency (MHz)
No. Frequency  Llevel  Limit Over Read  Factor  Remark
Line Limit Level
dBuV/m dBuV/m dB dBuV dB
1 4824.000 45.88 74.00 -28.92 59.00 -13.92 Peak

Note:

1. Level = Read Level + Factor

2. Factor = Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit - Level - Limit Line

4. The emission levels of other frequencies are very lower than the limit
and not show in test report.
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2. Factor = Antenna Factor & Cable Loss - Preamp Factor
3. Over Limit = Level - Limit Line

and not show in test report.

Site :HY-CBe3
Condition :3m  ,HORIZONTAL
Mode X_g_2437MHz
Test BY  :Ashton
Level (dBuVim) Date: 2023.04-28
87.5|
75.0 FCC_15.247_PK
62.5(
FCC_15.247_AV
50.0
;
37.5|
250
12.5|
1000 5800 10600. 15400. 20200. 25000
Frequency (MHz)
No. Fregquency  Level  Limit Over Read  Factor  Remark
Line Limit Level
MHz dBuv/m  dBuV/m a8 dBuv a8
1 4874.000 41.49 7488 -32.51 55.50  -14.81  Pesk
lote:
1. Level = Read Level + Factor

4. The emission levels of other frequencies are very lower than the limit

Site :HY-CBe3
Condition :3m  ,VERTICAL
Mode :TX_g_2437MHz
Test BY :Ashton
Level (dBuV/m) Date: 2023.04.28
87.5|
75.0 FCC_15.247_PK
62.5|
FCC_15.247_AV
50.0
1
37.5|
250
12.5|
1000 5800. 10600. 15400. 20200. 25000
Frequency (MHz)
No. Frequency  Level  Limit Over Read  Factor  Remark
Line Limit Level
MHz dBuV/m  dBuV/m a8 dBuv a8
1 4874.800  43.26  74.88  -30.74  57.27  -14.81  Peck
Note:
1. Level = Read Level + Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Limit Line
4. The emission levels of other frequencies are very lower than the limit

and not show in test report.

Level - Limit Line

3. Over Limit -
4. The emission levels of other frequencies are very lower than the limit
and not show in test report.

Site :HY-CBO3
Condition :3m  ,HORIZONTAL
Mode TX_g_2462MHz
Test BY :Ashton
© Level (@BuVim) Date: 2023.04-28
87.5|
75.0) FCC_15.247_PK
62.5
FCC_15.247_AV
50.0
1
37.5|
25.0)
12.5
1000 5800 10600. 15400, 20200 25000
Frequency (MHz)
No. Frequency  Llevel  Limit Over Read  Factor  Remark
Line Limit Level
MHz dBuV/m  dBuV/m d8 dBuV d8
1 4924.000 39.13  74.00  -34.87 53.10  -13.97  Peak
Note:
1. Level = Read Level + Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor

No

1.
2.
3.
4.

site :HY-CBO3

Condition :3m  ,VERTICAL

Mode :TX_g_2462MHz

Test BY :Ashton
 Level @Bavim) Date: 2023.04-28
87.5|
75.0) FCC_15.247_PK
62.5

FCC_15.247_AV
50.0
3
375
25.0)
125
1000 5800, 10600, 15400. 20200 25000
Frequency (MHz)
Frequency  Llevel  Limit Over Read  Facter  Remark
Line Limit Level
dBuV/m  dBuV/m d8 dBuV 8

1 4924.e00 42,52 74.08  -31.48 56.49  -13.97  Peak
te:
Level = Read Level + Factor
Factor = Antenna Factor + Cable Loss - Preamp Factor
Over Limit - Level - Limit Line
The emission levels of other frequencies are very lower than the limit

and not show in test report.
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site :HY-CB03
Condition :3m  ,HORIZONTAL
Mode X_n20_24120Hz
Test BY :Ashton

Level (dBuV/m) Date: 2023-04-28

87.5|
75.0) FCC_15.247_PK
62.5|
FCC_15.247_AV
50.0)
f
31.5|
25.0)
12.5|
1000 5800 10600. 15400, 20200 25000
Frequency (MHz)
Ne. Frequency Level Limit Over Read Factor Remark
Line Limit Level
MHz dBuV/m  dBuV/m dB dBuv dB
1 4824600 38.86 74.008 -35.14 52.78 -13.92 Peak

Note:

1. Level = Read Level + Factor

2. Factor = Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit = Level - Limit Line

4. The emission levels of other frequencies are very lower than the limit
and not show in test report.

site :HY-CB03
Condition :3m  ,VERTICAL
Mode :TX_n20_2412MHz

Test BY  :Ashton

Level (dBuV/m) Date: 2023-04-28

FCC_15.247_PK

FCC_15.247_AV

1000 5800. 10 20200 25000

600, 15400,
Frequency (MHz)

Frequency  Level  Limit Over Read  Factor  Remark
Line Limit Level

MHz dBuV/m  dBuv/m dB dBuv dB

1 4824 .600 37.92 74.08 -36.08 51.84 -13.92 Peak

Note:

1. Level = Read Level + Factor

2. Factor = Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit = Level - Limit Linme

4. The emission levels of other frequencies are very lower than the limit

and not show in test report.

Site :HY-CB@3
Condition :3m  ,HORIZONTAL
Mode :TX_n26_2437MHz

Test BY  :Ashton

Level (dBuVim) Date: 2023-04-28

FCC_15.247_PK

FCC_15.247_AV

1000 5800. 20200 25000

10600, 15400,
Frequency (MHz)

No. Frequency  Level  Limit over Read  Factor  Remark
Line Limit Level

Mz dBuV/m dBuV/m dB dBuV dB

1 4874.000 37.95 74.00 -36.05 51.96 -14.01 Peak

Note:

1. Level = Read Level + Factor

2. Factor = Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit - Level - Limit Line

4. The emission levels of other frequencies are very lower than the limit
and not show in test report.

No

1.
2.
3.
4.

Site :HY-CBe3
Condition :3m  ,VERTICAL
Mode :TX_n26_2437MHz

Test BY  :Ashton

Level (dBuV/m) Date: 2023-04-28

875
754 FCC_15.247 PK
625
FCC_15.247_AV.
50
1

315
25
125

1000 5800. 10600. 15400 20200 25000

Frequency (MHz)
Frequency  level  Limit Over Read  Factor  Remark
Line Limit Level
dBuV/m  dBuV/m dB dBuv L]

1 4874.000 39.14  74.00  -34.86 53.15  -14.81  Peak

te:
Level = Read Level + Factor

Factor = Antenna Factor + Cable Loss - Preamp Factor

Over Limit = Level - Limit Line

The emission levels of other frequencies are very lower than the limit

and not show in test report.
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site :HY-CB03
Condition :3m  ,HORIZONTAL
Mode X_n20_24620Hz
Test BY :Ashton

Level (dBuV/m) Date: 2023-04-28

875
7501 FCC_15.247_PK
62.5|

FCC_15.247_AV.

50.0|

315 1

250

12.5|

1000 5800. 10600. 15400. 20200. 25000

Frequency (MHz)
No. Frequency  Level  Limit Oover Read  Factor  Remark
line  Limit  Level
Mz dBuv/m  dBuV/m a8 dBuv a8
1 4924808 37.22  74.88  -36.78 5119 -13.97  Peak

Note:

1. Level = Read Level + Factor

2. Factor = Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit = Level - Limit Line

4. The emission levels of other frequencies are very lower than the limit
and not show in test report.

site :HY-CB03
Condition :3m  ,VERTICAL
Mode :TX_n20_2462MHz

Test BY  :Ashton

Level (dBuV/m) Date: 2023-04-28

FCC_15.247_PK

FCC_15.247_AV

1000 5800. 10 20200 25000

600, 15400,
Frequency (MHz)

Frequency  Level  Limit Over Read  Factor  Remark
Line Limit Level

MHz dBuV/m  dBuv/m dB dBuv dB

1 4924 .600 37.31 74.08 -36.69 51.28 -13.97 Peak

Note:

1. Level = Read Level + Factor

2. Factor = Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit = Level - Limit Linme

4. The emission levels of other frequencies are very lower than the limit

and not show in test report.

Site :HY-CB@3
Condition :3m  ,HORIZONTAL
Mode :TX_n4@_2422MHz

Test BY  :Ashton

Level (dBuVim) Date: 2023-04-28

FCC_15.247_PK

FCC_15.247_AV

1000 5800. 20200 25000

10600, 15400,
Frequency (MHz)

No. Frequency  Level  Limit over Read  Factor  Remark
Line Limit Level

Mz dBuV/m dBuV/m dB dBuV dB

1 4844 . 000 37.95 74.00 -36.05 51.90 -13.95 Peak

Note:

1. Level = Read Level + Factor

2. Factor = Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit - Level - Limit Line

4. The emission levels of other frequencies are very lower than the limit
and not show in test report.

No

1.
2.
3.
4.

Site :HY-CBe3
Condition :3m  ,VERTICAL
Mode :TX_n4@_2422MHz

Test BY  :Ashton

Level (dBuV/m) Date: 2023-04-28

875
754 FCC_15.247 PK
625
FCC_15.247_AV.

50
315 !
25
125

1000 5800. 10600. 15400 20200 25000

Frequency (MHz)
Frequency  level  Limit Over Read  Factor  Remark
Line Limit Level
dBuV/m  dBuV/m dB dBuv L]

1 4844.000 38.03  74.00  -35.97 51.98  -13.95  Peak

te:
Level = Read Level + Factor

Factor = Antenna Factor + Cable Loss - Preamp Factor

Over Limit = Level - Limit Line

The emission levels of other frequencies are very lower than the limit

and not show in test report.
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site :HY-CB03
Condition :3m  ,HORIZONTAL
Mode X_n4@_2437iHz
Test BY :Ashton

Level (dBuV/m) Date: 2023-04-28

87.5|
750 FCC_15.247_PK
62.5|
FCC_15.247_AV
50.0)
4
31.5|
25.0)
12.5|
1000 5800 10600. 15400, 20200 25000
Frequency (MHz)
Ne.  Frequency Level Limit Over Read Factor Remark
Line Limit Level
MHz dBuV/m  dBuV/m dB dBuv dB
1 4874600 38.50 74.008 -35.50 52.51 -14.01 Peak

Note:

1. Level = Read Level + Factor

2. Factor = Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit = Level - Limit Line

4. The emission levels of other frequencies are very lower than the limit
and not show in test report.

site :HY-CB03
Condition :3m  ,VERTICAL
Mode :TX_nd@_2437MHz

Test BY  :Ashton

Level (dBuV/m) Date: 2023-04-28

FCC_15.247_PK

FCC_15.247_AV

1000 5800. 10 20200 25000

600, 15400,
Frequency (MHz)

Frequency  Level  Limit Over Read  Factor  Remark
Line Limit Level

MHz dBuV/m  dBuv/m dB dBuv dB

1 4874 .600 37.58 74.08 -36.42 51.59 -14.01 Peak

Note:

1. Level = Read Level + Factor

2. Factor = Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit = Level - Limit Linme

4. The emission levels of other frequencies are very lower than the limit

and not show in test report.

Site :HY-CB@3
Condition :3m  ,HORIZONTAL
Mode :TX_n4@_2452MHz

Test BY  :Ashton

Level (dBuVim) Date: 2023-04-28

FCC_15.247_PK

FCC_15.247_AV

1000 5800. 20200 25000

10600, 15400,
Frequency (MHz)

No. Frequency  Level  Limit over Read  Factor  Remark
Line Limit Level

Mz dBuV/m dBuV/m dB dBuV dB

1 4904. 000 36.78 74.00 -37.22 50.84 -14.06 Peak

Note:

1. Level = Read Level + Factor

2. Factor = Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit - Level - Limit Line

4. The emission levels of other frequencies are very lower than the limit
and not show in test report.

No

1.
2.
3.
4.

Site :HY-CBe3
Condition :3m  ,VERTICAL
Mode :TX_n4@_2452MHz

Test BY  :Ashton

Level (dBuV/m) Date: 2023-04-28

875
754 FCC_15.247 PK
625
FCC_15.247_AV.
50
1

315
25
125

1000 5800. 10600. 15400 20200 25000

Frequency (MHz)
Frequency  level  Limit Over Read  Factor  Remark
Line Limit Level
dBuV/m  dBuV/m dB dBuv L]

1 4904.000 38.31  74.00  -35.69 52,37  -14.86  Peak

te:
Level = Read Level + Factor

Factor = Antenna Factor + Cable Loss - Preamp Factor

Over Limit = Level - Limit Line

The emission levels of other frequencies are very lower than the limit

and not show in test report.
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site :HY-CB03 site :HY-CB03
Condition :3m  ,HORIZONTAL Condition :3m  ,VERTICAL
Mode :TX_n4@_2437MHz Mode :TX_nd@_2437MHz
Test BY :Ashton Test BY  :Ashton

| evel (dBuVim) Date: 2023.05-16 Level (dBuVim} Date: 2023.05-16

875 875
754 754
62.5| 62.5|
FCC 30M-1G FCC 30M-1G
50.0| 50.0|
L2 —
37.5| 1 3 4 g 378 3 £ 5
6
250 250
12.5| 12.5|
30 224. 418. 612, 806. 1000 30 224. 418, 612. 806. 1000
Frequency (MHz) Frequency (MHz)
No. Frequency Level  Limit Over Read  Factor  Remark No. Frequency  Level  Limit over Read  Factor  Remark
Line Limit Level Line Limit  Level
Mz dBuv/m  dBUV/m a8 dBuv a8 Mz dBuv/m  dBuV/m a8 dBuv a8
1 181.320  35.93  43.50 7.57  61.65  -25.72 QP 1 50.376  31.96  48.00 -8.04  56.85 -24.69 QP
2 261.830  39.30  46.00 6.7 64.51  -25.21 QP 2 89.176  34.90  43.50 -8.60  65.20 -30.30 QP
3 438.610  36.22  46.00 -9.78  56.47  -20.25 QP 3 266.680  37.89  46.08 -8.91  62.84  -24.95 QP
4 691.540  36.74  46.00 -9.26  51.73  -14.99 QP 4 see.4se  33.31  46.0  -12.69  51.69  -18.38 QP
5 §55.470  33.55  46.0  -12.45  46.38  -12.83 QP 5 691.548  33.42 6.0  -12.58  48.41  -14.99 QP
6  916.580  32.11 6.0  -13.89  44.88  -11.97 QP 6 853538  28.34  46.00  -17.66  41.28  -12.86 QP
Note: Note:
1. Level = Read Level + Factor 1. Level = Read Level + Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor 2. Factor = Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit - Level - Linit Line 3. Over Linit - Level - Limit Line
4. The emission under 3MHz was not included since the emission levels are 4. The emission under 3@MHz was not included since the emission levels are

very low against the Limit. very low against the limit.
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5.1.

5.2.

5.3.

RF Antenna Conducted Test

Test Setup

RF antenna Conducted Measurement:

RF Cable

Ut 1

SMA

Spectrum

Analyzer

Limits

In any 100 kHz bandwidth outside the frequency band in which the spread spectrum intentional radiator is
operating, the radio frequency power that is produced by the intentional radiator shall be at least 20 dB
below that in the 100 kHz bandwidth within the band that contains the highest level of the desired power,
based on either an RF conducted or a radiated measurement. Attenuation below the general limits specified
in Section 15.209(a) is not required. In addition, radiated emissions which fall in the restricted bands, as
defined in Section 15.205(a), must also comply with the radiated emission limits specified in Section
15.209(a) (see Section 15.205(c)).

Test Procedure

The EUT was tested according to C63.10:2013 Section 11.11 for compliance to FCC 47CFR 15.247
requirements.

Set RBW =100 kHz, Set VBW> RBW, scan up through 10th harmonic.

Page : 29 of 63



Report No.: 2330787R-RFUSV01S-C

D DEKRA

5.4. Test Result of RF Antenna Conducted Test

Product PanaCast 50 Video Bar System
Test Item RF antenna conducted test
Test Mode Transmit (802.11b)

Test Date 2023/03/24

Channel 06

Spectrum |

(=)

Ref Level 20.00 dBm
j& Att
SGL Count 30/30

Offset 0.70 dB @ RBW 100 kHz
30dB SWT 265 ms @ YBW 300 kHz

Mode Auto Sweep

@ 1Pk View

10 dBm

M1[1]

-53.03 dBm
15.858090 GHz

0 dem

-10 dBm

D1 -13.13

(=)

dBrm

-20 dBm

-30 dBm

-40 dBm

-50 dBm

-70 dBm

Start 30.0 MHz

) J

Date: 24. MAR.2023 19:24:47

30001 pts Stop 26.5 GHz
Marker
Type | Ref | Trc | X-value Y-value | Function | Function Result
M1 1 15.85809 GHz -53.03 dBm
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Product
Test Item
Test Mode
Test Date

PanaCast 50 Video Bar System
RF Antenna Conducted Spurious
Transmit (802.11g)

2023/03/24

Channel 01

Spectrum |

(=)

Ref Level 20.00 dBm

|& Att
SGL Count 30/30

30 dB

Offset 0.70 dB
SWT 265 ms

RBW 100 kHz
YBW 300 kHz

Mode Auto Sweep

@ 1Pk View

Mi[1]
10 dBm

-52.85 dBm
15.966610 GHz

0 dem

-10 dBm

D1 -14.010 dBm

-20 dBm

-30 dBm

-40 dBm

50 dBm Ll

-70 dBm

Start 30.0 MHz 30001 pts

Stop 26.5 GHz

Marker

Type | Ref | Trc | X-value | ¥-value | Function |

Function Result |

M1 1 15.96661 GHz -52.85 dBm

Date: 24 MAR 2023 19:35:31
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Product
Test Item
Test Mode
Test Date

j& Att

PanaCast 50 Video Bar System
RF Antenna Conducted Spurious
Transmit (802.11n-20 MHz)
2023/03/24

Channel 11

Spectrum | l n%:l

Ref Level 20.00 dém Offset 0.70 dB @ RBW 100 kHz

a0 de SWT 265 ms @ VBW 300 kHz Mode Auto Sweep

SGL Count 30,30

@ 1Pk View

10 dBm

M1[1] -52.28 dBm
15.910150 GHz

0 dem

-10 dBm

-20 dBm

D1 -14.790 dBm

-30 dBm

-40 dBm

-50 dBm

-70 dBm

Start 30.0 MHz 30001 pts

Stop 26.5 GHz

Marker
Type |

Ref | Trc | X-value Y-value | Function | Function Result

M1

1 1591015 GHz -52.28 dBm

) ] ]

Date: 24.MAR.2023 19:46:31
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Product : PanaCast 50 Video Bar System
Test Item : RF Antenna Conducted Spurious
Test Mode Transmit (802.11n-40 MHz)
Test Date : 2023/03/27
Channel 06

Spectrum | ':%l

Ref Level 20.00 deém Offset 0.70 dB @ RBW 100 kHz

| Att 30dB SWT 265 ms @ YBW 300 kHz Mode Auto Sweep
SGL Count 30/30

@ 1Pk View

M1[1] -52.99 dBm

20.101090 GHz
10 dBm

0 dem

-10 dBm

=0 derm—] D1 -18.310 dBm

-30 dBm

-40 dBm

-50 dBm Ll

-70 dBm
Start 30.0 MHz 30001 pts Stop 26.5 GHz
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result
M1 1 20.10109 GHz -52.99 dBm

) I e

Date: 27.MAR.2023 14:16:28
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6. Band Edge

6.1. Test Setup

RF Conducted Measurement

EUT

RF Radiated Measurement:

Above 1 GHz

RF Cable
D:D Spectrum
Analyzer
SMA
Connecter
le T — )l

3m |

The height of board band or
Dipole Antenna was scanned
from 1M to 4M.

The distance between antenna
and turn table was 3M regards
to the standard adopted.

RF absorber material
EUT /_ on the ground plane.
5 AMAAAAAAAAAAAAAA '
o) O
| |—I#|| To Receiver|_| Pre-
Amplifier

ll

ll
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6.2. Limits

6.3.

According to FCC Section 15.247(d). In any 100 kHz bandwidth outside the frequency band in which the
spread spectrum or digitally modulated intentional radiator is operating, the radio frequency power that is
produced by the intentional radiator shall be at least 20 dB below that in the 100 kHz bandwidth within the
band that contains the highest level of the desired power, based on either an RF conducted or measurement,
provided the transmitter demonstrates compliance with the peak conducted power limits. If the transmitter
complies with the conducted power limits based on the use of RMS averaging over a time interval, the
attenuation required under this paragraph shall be 30 dB instead of 20 dB. Attenuation below the general
limits specified in Section 15.209(a) is not required. In addition, radiated emissions which fall in the
restricted bands, as defined in Section 15.205(a), must also comply with the radiated emission limits
specified in Section 15.209(a) (see Section 15.205(c)).

Test Procedure

The EUT was setup according to ANSI C63.10, 2013 and tested according to C63.10:2013 Section 11.12.1
for compliance to FCC 47CFR 15.247 requirements.

The EUT is placed on a turn table which is 1.5 meter above ground. The turn table is rotated 360 degrees
to determine the position of the maximum emission level. The EUT was positioned such that the distance
from antenna to the EUT was 3 meters.

The antenna is scanned from 1 meter to 4 meters to find out the maximum emission level. This is repeated
for both horizontal and vertical polarization of the antenna. In order to find the maximum emission, all of
the interface cables were manipulated according to ANSI C63.10:2013 on radiated measurement.

RBW and VBW Parameter setting:
According to C63.10 Section 11.12.2.4 Peak measurement procedure.
RBW = as specified in Table 1.
VBW >3 x RBW.
Table 1 - RBW as a function of frequency

Frequency RBW

9-150 kHz 200-300 Hz
0.15-30 MHz 9-10 kHz
30-1000 MHz 100-120 kHz
> 1000 MHz 1 MHz

According to C63.10 Section 11.12.2.5 Average measurement procedure.

RBW =1 MHz.

VBW = 10 Hz, when duty cycle > 98 %

VBW > 1/T, when duty cycle <98 %

(T refers to the minimum transmission duration over which the transmitter is on and is
transmitting at its maximum power control level for the tested mode of operation.)

2.4GHz band Duty Cycle T /T VBW

(%) (ms) (Hz) (Hz)

802.11b 97.86 0.6638 1507 2000
802.11g 98.15 0.9986 1001 10
802.11n-20 MHz 100.00 1.0000 1000 10
802.11n-40 MHz 100.00 1.0000 1000 10

Note: Duty Cycle Refer to Section 9.
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6.4. Test Result of Band Edge

site tHY-CB@3

site :HY-CB03
Condition :3m ,Horizontal Condition :3m  ,Horizontal
Mode TX_b_2812MHz Mode :TX_b_2412MHz

Test BY  :Peter Test BY :Peter

Level {dBuVim) Date: 2023.04-27 Level (dBuV/m) Date: 2023-04-27

FCC_15.247_PK.

FCC_15.247_AV.

2310 2350.

2470, 2510 2310 2350

2390. 2430, 2470. 2510
Frequency (MHz)

2390, 2430.
Frequency (MHz)
No. Frequency Level Limit Over Read Factor Remark No.

Frequency  Level  Limit Over Read  Factor  Remark
Line Limit Level

Line Limit Level

MHz dBuv/m

dBuv/m dB dBuv dB

MHz dBuV/m dB dBuv
1 2390.000 38.17 54.00 -15.83 31.23 6.94 Average 1 2389.800 49.72 74.08 -24.28 42.78 6.94 Peak
2 2411.200 168.94  ------ - 162.02 6.92 Average 2 2410.808 112.32 --—---- - -- 1085.48 6.92 Peak
Note: Note:
1. Level = Read Level & Factor 1. Level = Read Level + Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor 2. Factor = Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Limit Line 3. Over Limit = Level - Limit Line
4.

The emission levels of other frequencies are very lower than the limit

4. The emission levels of other frequencies are very lower than the limit
and not show in test report.

and not show in test report.

Site :HY-CB@3 Site :HY-CBe3
Condition :3m  ,Vertical Condition :3m  ,Vertical
Mode TX_b_2412MHz Mode :TX_b_2412MHz

Test BY  :Peter Test BY  :Peter

JppLevel (@RuVim) Date: 2023-04-21 Jsolevel Guvim) Date: 2023-04-27
134 2 1134 2
97.5| 97.5|
813 81.3) FCC_15.247_PK.
650
FCC_15.247_AV |
8.8
ISR
325|
163
2310 2350. 2390, 2430. 2470, 2510 2310 2350, 2390 2430 2470. 2510
Frequency (MHz) Frequency (MHZ)
No. Frequency  Level  Limit Over Read  Factor  Remark No. Frequency  Level  Limit Over Read  Factor  Remark
Line Limit Level Line Limit Level
MHz dBuV/m dBuV/m dB dBuV dB MHz dBuV/m dBuV/m dB dBuV dB
1 2342.800 41.47 54.00 -12.53 34.49 6.98 Average 1 2342.600 49.52 74.08 -24.48 42.54 6.98 Peak
2 2411.200 109.5%6  ------  ------ 1le2.e4 6.92 Average 2 2411.000 112.91 - ------ 105.99 6.92 Peak
Note: Note:
1. Level = Read Level # Factor 1. Level = Read Level + Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor 2. Factor = Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Limit Line 3. Over Limit = Level - Limit Line
4

. The emission levels of other frequencies are very lower than the limit

4. The emission levels of other frequencies are very lower than the limit
and not show in test report.

and not show in test report.
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site
Condition
Mode

Test BY

Level {dBuV/m)

tHY-CB@3

3m

,Horizontal

TX_b_2862MHz

:Peter

Date: 2023.04-27

FCC_15.247_AV.

2310 2350. 2390. 2430, 2470, 2510
Frequency (MHz)
No. Frequency Level Limit Over Read Factor Remark
Line Limit Level
MHZ dBuv/m  dBuv/m dB dBuv dB
1 2461.200 188.21  ------ 161.32 6.89 Average
2 2483.600 39.08 54.00 -15.08 32.18 6.90 Average
Note:
1. Level = Read Level & Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Limit Line
4. The emission levels of other frequencies are very lower than the limit

and not show in test report.

site :HY-CB03

Condition :3m  ,Horizontal
Mode :TX_b_2462MHz

Test BY :Peter

Level (dBuVim)

Date: 2023-04-27

FCC_15.247_PK.

2310 2350 2390, 2430. 2470. 2510
Frequency (MHz)
No. Freguency Level Limit Over Read Factor Remark
Line Limit Level
MHz dBuV/m  dBuv/m dB dBuv dB
1 2463400 11.69  --—----  ------ 104.80 6.89 Peak
2 2484000 49.96 74.08 -24.04 43.06 6.90 Peak
Note:
1. Level = Read Level + Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Limit Line
4. The emission levels of other frequencies are very lower than the limit

and not show in test report.

Site
Condition

Level {dBuV/m)

:HY-CB@3
3mVertical
TX_b_2462MHz

:Peter

Date: 2023-04-27

FCC_15.247_AV

2310

No.  Frequency

MHz
1 2342.800
2 2461.400

3 2483.6

Note:

. Factor = Antenna
. Over Limit

pPwmnE

2350.

Level

dBuV/m

41.90
1les.1e
37.45

2390. 2430. 2470, 2510
Frequency (MHz)
Limit Over Read Factor  Remark
Line Limit Level

dBuV/m

dBuV dB

34.92 6.98 Average
le1.27 6.89 Average

30.55 6.99  Average

. Level = Read Level #+ Factor

Factor + Cable Loss - Preamp Factor

Level - Limit Line
. The emission levels of other frequencies are very lower than the limit
and not show in test report.

Site :HY-CBe3
Condition :3m  ,Vertical
Mode :TX_b_2462MHz
Test BY :Peter

Level (dBuVim)

Date: 2023-04-27

FCC_15.247_PK.

2310 2350, 2390, 2430. 2470. 2510
Frequency (MHz)
No. Frequency  level  Limit over Read  Factor  Remark
Line Limit Level
MHz dBuV/m
1 2342.600 49.60 74.08 42.62 Peak
2 2463.400 111.62  ------ 104.73 Peak
3 2434.000 48.56  74.00 41.86 Peak

Note:

-

Factor = Antenna

Level = Read Level + Factor
Factor + Cable Loss - Preamp Factor

2.
3. Over Limit = Level - Limit Line
4.

The emission levels of other frequencies are very lower than the limit

and not show in test report.
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site :HY-CBO3 site 1HY-CB83

Condition :3m  ,Horizental Condition :3m  ,Horizontal

Mode TX_g 20124z Mode iTX_g_2412MHz

Test BY  :Peter Test BY :Peter
430Level (dBuvim) Date: 2023-04-27 45oLevel (dBuVim) Date: 2023-04.27
133 134 z

2

o7.5| 975

FCC_15.247_PK.

FCC_15.247_AV.

2310 2350. 2390. 2430. 2470. 2510 2310 2350. 2390 2430, 2470. 2510
Frequency (MHz) Frequency (MHz)
No. Frequency  Llevel  Limit Over Read  Factor  Remark No. Frequency  Level  Limit Over Read  Factor  Remark
Line Limit Level Line Limit Level
MHZ dBuV/m dBuv/m dB dBuV dB MHz dBuV/m dBuV/m dB dBuv dB
1 2390.000 45.69  54.00 38.75 6.94  Average 1 2390.000 60.54 7468  -13.45 53.60 6.94  Pesk
2 2407.800  102.83 ------ 95.11 6.92  Average 2 2413.000  114.00 - 107.09 6.91  Peak
Note: Note:
1. Level = Read Level + Factor 1. Level = Read Level + Factor
2. Factor Antenna Factor + Cable Loss - Preamp Factor 2. Factor Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Linit Line 3. Over Limit = Level - Limit Line
4. The emission levels of other frequencies are very lower then the limit 4. The enission levels of other frequencies are very lower than the limit
and not show in test report. and not show in test report.
Site :HY-CB@3 Site :HY-CBe3
Condition :3m  ,Vertical Condition :3m  ,Vertical
Mode :TX_g_2412MHz Mode :TX_g_2412MHz
Test BY  :Peter Test BY :Peter
1 Level {dBuV/m) Date: 2023-04-27 5 Level (dBuVIm) Date: 2023-04-27
113.8] 113.8| H
2
97.5| 97.5|

FCC_15.247_PK.

FCC_15.247_AV

2310 2350. 2390. 2430. 2470, 2510 2310 2350, 2390, 2430. 2470. 2510
Frequency (MHz) Frequency (MHz)
No. Frequency  Level Limit Over Read Factor  Remark No. Frequency  level  Limit over Read  Factor  Remark
Line Limit Level Line Limit Level

MHz dBuV/m dBuV/m

MHz dBuV/m dBuV/m dB dBuV
1 2390.000 46.91 54.00 39.97 6.94 Average 1 2390.000 62.29 74.08 -11.71 55.35 6.94 Peak
2 24@9.000 102.92  ------ 96.00 6.92 Average 2 2413.600 11434 - - -- 107.43 6.91 Peak

Note:

: Note:

1. Level = Read Level # Factor 1. Level = Read Level + Factor

2. Factor = Antenna Factor + Cable Loss - Preamp Factor 2. Factor = Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit = Level - Limit Line 3. Over Limit = Level - Limit Line

4. The emission levels of other frequencies are very lower than the limit 4. The emission levels of other frequencies are very lower than the limit

and not show in test report.

and not show in test report.
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site :HY-CBO3 site 1HY-CB83

Condition :3m  ,Horizental Condition :3m  ,Horizontal

Mode TX_g_2062Mz Mode iTX_g_2462MHz

Test BY  :Peter Test BY :Peter
430Level (dBuvim) Date: 2023-04-27 45oLevel (dBuVim) Date: 2023-04.27

;
133 134
1

o7.5| 975
81.3] 81.3|

FCC_15.247_PK.

65.0|
FCC_15.247_AV
48.8]
325
16.3|
2310 2350. 2390. 2430. 2470. 2510 2310 2350. 2390 2430, 2470. 2510
Frequency (MHz) Frequency (MHz)
No. Frequency  Llevel  Limit Over Read  Factor  Remark No. Frequency  Level  Limit Over Read  Factor  Remark
Line Limit Level Line Limit Level
MHZ dBuV/m dBuv/m dB dBuV dB MHz dBuV/m dBuV/m dB dBuv dB
1 2466.660  102.32 ------  ---oo- 95.43 6.89  Average 1 2463.000  114.22  ------ oo 107.33 6.89  Peak
2 2483.600 a4.01  54.00 -9.99 37.11 6.98  Average 2 2484.000 57.31  74.68  -16.69 50.41 6.99  Pesk
Note: Note:
1. Level = Read Level + Factor 1. Level = Read Level + Factor
2. Factor Antenna Factor + Cable Loss - Preamp Factor 2. Factor Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Linit Line 3. Over Limit = Level - Limit Line
4. The emission levels of other frequencies are very lower then the limit 4. The enission levels of other frequencies are very lower than the limit
and not show in test report. and not show in test report.
Site :HY-CB@3 Site :HY-CBe3
Condition :3m  ,Vertical Condition :3m  ,Vertical
Mode :TX_g_2462MHz Mode :TX_g_2462MHz
Test BY  :Peter Test BY :Peter
1 Level {dBuV/m) Date: 2023-04-27 5 Level (dBuVIm) Date: 2023-04-27
113.8| 1
97.5|
81.3) FCC_15.247_PK
65.0|

2

2310 2350. 2390. 2430. 2470, 2510 2310 2350, 2390, 2430. 2470. 2510
Frequency (MHz) Frequency (MHz)
No. Frequency  Level Limit Over Read Factor  Remark No. Frequency  level  Limit over Read  Factor  Remark
Line Limit Level Line Limit Level

MHz dBuV/m dBuV/m

MHz dBuV/m dBuV/m dB
1 2465.000 162.45 ------ 95.56 6.89 Average 1 2459.800 113.74 - - -- 106.85 6.89 Peak
2 2483.600 41.87 54.00 34.97 6.90 Average 2 2483.600 56.22 74.00 -17.78 49.32 6.90 Peak

Note: Note:

1. Level = Read Level + Factor 1. Level = Read Level + Factor

2. Factor - Antenna Factor + Cable Loss - Preamp Factor 2. Factor - Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit - Level - Linit Line 3. Over Limit - Level - Limit Line

4. The emission levels of other frequencies are very lower than the limit 4. The emission levels of other frequencies are very lower than the limit
and not show in test report. and not show in test report.
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site :HY-CBO3 site :HY-CB03
Condition :3m ,Horizontal Condition :3m  ,Horizontal
Mode :TX_n20_2413MHz Mode :TX_n20_2412MHz

Test BY  :Peter Test BY :Peter

430Level (dBuvim) Date: 2023-04-27 45oLevel (dBuVim) Date: 2023-04-27

138 134 2

2

o7.5 975

813 813 | FCC_15.247_PK

65.0} 65.0|

FOC_15.247_AV

488 488

325 325

16.3] 16.3|

2310 2350. 2390. 2430. 2470. 2510 2310 2350. 2390 2430, 2470. 2510
Frequency (MHz) Frequency (MHz)
No. Frequency  Level  Limit over Read  Factor  Remark No. Frequency  Level  Limit over Read  Factor  Remark
Line  Limit  Level Line  Limit  Level
MHz dBuV/m  dBuV/m a8 dBuv a8 Mz dBuv/m  dBuV/m a8 dBuv a8

1 2398.080  56.14 54.80  -3.85  43.28 6.94  Average 1 2390.080  72.68 74.88  -1.32  65.74 6.94  Peak

2 2494.480  102.49  ------ ------ 9556 6.93  Average 2 2404200 11321  ------ —----- 106.28 6.93  Peak
Note: Note:
1. Level = Read Level + Factor 1. Level = Read Level + Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor 2. Factor = Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Linit Line 3. Over Linit = Level - Limit Line
4

. The emission levels of other frequencies are very lower than the limit 4. The emission levels of other frequencies are very lower than the limit
and not show in test report. and not show in test report.

Site HY-CB@3

Site :HY-CBe3
Condition :3m  ,Vertical Condition :3m  ,Vertical
Mode :TX_n20_2412MHz Mode :TX_n26_2412MHz
Test BY :Peter Test BY :Peter
1 Level {dBuV/m) Date: 2023-04-27 5 Level (dBuVIm) Date: 2023-04-27
2
113.8] 113.8|
2
97.5| 97.5|
81.3] 81.3) FCC_15.247_PK
65.0|
FCC_15.247_AV
48.8|
325
16.3)
2310 2350. 2390. 2430. 2470. 2510 2310 2350. 2390 2430 2470. 2510
Frequency (MHz) Frequency (MHz)
No. Frequency Level Limit Over Read Factor Remark No. Frequency Level Limit Over Read Factor Remark
Line Limit Level

Line Limit Level

MHz dBuV/m dBuV/m MHz dBuV/m dBuV/m dB dBuV
1 2390.000 48.19 54.00 41.25 6.94 Average 1 2387.800 68.69 74.08 -5.31 61.75 6.94 Peak
2 2405.800 le3.e4  ------ 96.71 6.93 Average 2 2406.600 114.81  ------ - -- 107.88 6.93 Peak
Note: Note:
1. Level = Read Level # Factor 1. Level = Read Level + Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor 2. Factor = Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Limit Line 3. Over Limit = Level - Limit Line
4

. The emission levels of other frequencies are very lower than the limit 4. The emission levels of other frequencies are very lower than the limit
and not show in test report. and not show in test report.
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Report No.: 2330787R-RFUSV01S-C > D E K RA

site :HY-CBO3 site :HY-C803
Condition :3m ,Horizontal Condition :3m ,Horizontal
Mode :TX_n20_2462MHz Mode :TX_n20_2462MHz
Test BY :Peter Test BY :Peter
430Level (dBuvim) Date: 2023-04-27 45oLevel (dBuVim) Date: 2023-04-27
138 134 1
1
o7.5 975
81.3 813 15.247_PK
65 65
488 488
325 325
163 163
2310 2350. 2390 2430 210, 2510 2310 2350. 2390 2430 2a70. 2510
Frequency (MHz) Frequency (MHz)
No. Frequency  Level  Limit over Read  Factor  Remark No. Frequency  Level  Limit over Read  Factor  Remark
Line Limit Level Line Limit Level
MHz dBuV/m  dBuV/m a8 dBuv a8 Mz dBuv/m  dBuV/m a8 dBuv a8
1 2469.480  101.79  ------ --ooo- 94.98 6.89  Average 1 2470000  113.61 ------  --oo-- 106.72 6.89  Peak
2 2483.680  46.69  54.80 731 3979 6.9  Average 2 2483800  72.71  74.08 -1.29 65.81 6.9 Peak
Note: Note:
1. Level = Read Level + Factor 1. Level = Read Level + Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor 2. Factor = Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Linit Line 3. Over Linit = Level - Limit Line
4. The emission levels of other frequencies are very lower than the limit 4. The emission levels of other frequencies are very lower than the limit
and not show in test report. and not show in test report.
site :HY-CBO3 site :HY-CBB3
Condition :3m  ,Vertical Condition :3m  ,Vertical
Mode :TX_n20_2462MHz Mode :TX_n20_2462MHz
Test BY :Peter Test BY :Peter
JpplevetaBvim) Date: 2023.04-21 4sgleve @Bavim) Date: 2023-04-27
138 1
075
813 . 15.247 PK
65
489 e
325
163
2310 2350. 2390 2430 2470, 2510 2310 2350. 2390 2430 2a70. 2510
Frequency (MHz) Frequency (MHz)
No. Frequency  Level  Limit over Read  Factor  Remark No. Frequency  Level  Limit over Read  Factor  Remark
Line Linit Level Line Limit Level
MHz dBuV/m  dBuV/m MHz dBuV/m  dBuV/m dB
1 2456.860  103.03 ------ - 9%.15 6.88  Average 1 2456.800  114.08 ------ e 107,12 6.88  Peak
2 2483.600  44.61  54.00 37.71 6.9  Average 2 2483500 72.23  74.00 177 65.33 6.9  Peak
Note: Note:
1. Level = Read Level + Factor 1. Level = Read Level + Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor 2. Factor = Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Linit Line 3. Over Linit = Level - Linit Line
4. The emission levels of other frequencies are very lower than the limit 4. The emission levels of other frequencies are very lower than the limit
and not show in test report. and not show in test report.
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Report No.: 2330787R-RFUSV01S-C > D E K RA

site :HY-CBO3 site 1HY-CB83
Condition :3m  ,Horizental Condition :3m  ,Horizontal
Mode TX_nde_2422MHz Mode TX e, 2022MHz
Test BY  :Peter Test BY :Peter
430Level (dBuvim) Date: 2023-04-28 45oLevel (dBuVim) Date: 2023-04.28
133 134 2
o7.5 2 975
o3 013 1 FCC_15.247_PK
65.0} 65.0|
FOC_15:247_AV
483 42
325 325
16.3] 16.3|
2310 2350. 2390. 2430. 2470. 2510 2310 2350. 2390 2430, 2470. 2510
Frequency (MHz) Frequency (MHz)
No. Frequency  Level  Limit over Read  Factor  Remark No. Frequency  Level  Limit over Read  Factor  Remark
line  Limit  Level line  Limit  Level
MHz dBuv/m  dBuV/m a8 dBuv a8 Mz dBuv/m  dBuV/m a8 dBuv a8
1 239.680  45.58  54.00 38.64 6.94  Average 1 2383600 72.87  74.00  -1.13  65.93 6.94  Peak
2 2431.680  97.29 ------ 9%.39 6.96  Average 2 2431.880  109.98 -—---- —-- 1e3.00 6.98  Peak
Note: Note:
1. Level = Read Level + Factor 1. Level = Read Level + Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor 2. Factor = Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Limit Line 3. Over Limit = Level - Limit Line
4. The emission levels of other frequencies are very lower than the limit 4. The emission levels of other frequencies are very lower than the limit
and not show in test report. and not show in test report.
site :HY-CBO3 site :HY-CB83
Condition :3m  ,Vertical Condition :3m  ,Vertical
Mode $TX_ndB_2422MHz Mode $TX_nd8_ 2422MHz
Test BY  iPeter Test BY :Peter
4sgLeel @BV Date: 2023.04-28 gkl GBavm) Date: 2023-04-28
113.8] 113.8| 2
o7.5| 2 975
813 813 1 FCC_15.247 PK
65.0} 65.0|
FCC_15.247_AV.
48.8] 48.8|
325 325
163 163
2310 2350. 2350, 2430, 270, 2510 2310 2350 2350, 2430. 2410, 2510
Frequency (MHz) Frequency (MHz)
No. Frequency  Level  Limit over Read  Factor  Remark No. Frequency  Llevel  Limit over Read  Factor  Remark
line  Limit  Level

Line Limit Level

MHz dBuV/m dBuV/m MHz dBuV/m dBuV/m dB
1 2390.000 44.97 54.00 38.03 6.94 Average 1 2389.200 73.86 74.08 -0.14 66.92 6.94 Peak
2 2406.000 97.66 ------ 90.73 6.93 Average 2 2415.600 109.59 - - -- 102.68 6.91 Peak
Note: Note:
1. Level = Read Level # Factor 1. Level = Read Level + Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor 2. Factor = Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Limit Line 3. Over Limit = Level - Limit Line
4

. The emission levels of other frequencies are very lower than the limit 4. The emission levels of other frequencies are very lower than the limit
and not show in test report. and not show in test report.
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Report No.: 2330787R-RFUSV01S-C

D DEKRA

site :HY-CBO3
Condition :3m ,Horizontal
Mode TX_n40_2452MHz

Test BY  :Peter

Level {dBuV/m) Date: 20230428

1
138
97.5| A
81.3]
65.0}
488
325
16.3]
2310 2350. 2390. 2430. 2470. 2510
Frequency (MHz)
No. Frequency  Level  Limit over Read  Factor  Remark
Line Limit Level
""""" Wz awm  eewgm @ aw @
1 2443.260  96.88 ------  ----o- 90.00 6.88  Average
2 2483.680  47.21  54.80 -6.79 4931 6.9 Average
Note:

. Level = Read Level + Factor

Factor = Antenna Factor + Cable Loss - Preamp Factor

. Over Limit = Level - Limit Line

. The emission levels of other frequencies are very lower than the limit
and not show in test report.

Buwn e

site

Condition :3m

Mode
Test

Level (dBuVim)

:HY-CB03

,Horizontal
:TX_nd@_2452MHz

BY  :Peter

Date: 2023-04-28

1

134 1

975

813 2 15.247_PK.

65

488

325

163

2310 2350. 2390 2430 2a70. 2510
Frequency (MHz)
No. Freguency Level Limit Over Read Factor Remark
Line Limit Level
Mz dBuv/m  dBuV/m a8 dBuv a8

1 2443400 108.35 ------  ------ 101.47 6.88 Peak

2 2483.800 73.80 74.08 -0.20 66.90 6.90 Peak
Note:

1. Level = Read Level + Factor

Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit = Level - Limit Line

4. The emission levels of other frequencies are very lower than the limit
and not show in test report.

2. Factor

Site :HY-CB@3
Condition :3m  ,Vertical
Mode :TX_nd@_2452MHz

Test BY  :Peter

130Level (dBuvim) Date: 2023-04-28

FCC_15.247_AV

2310 2350. 2390. 2430. 2470, 2510
Frequency (MHz)

No. Frequency  Level Limit Over Read Factor  Remark

Line Limit Level

MHz dBuV/m dBuV/m

1 2448.800 9.71  ----—-- 89.84 6.87 Average
2 2483.600 44,65 54.00 37.75 6.90 Average
Note:
1. Level = Read Level # Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor
3. Over Limit = Level - Limit Line
4

. The emission levels of other frequencies are very lower than the limit

site

Condition :3m

Test BY  :Peter

J3oLevel (@Buvim)

:HY-CBe3
,Vertical
:TX_nd@_2452MHz

Date: 2023.04-28

1138 4

975

813 CC_15.247 PK

65.0|

48.8|

325

163

2310 2350 2 2410, 2510

No. Frequency  Llevel  Limit over Read  Factor  Remark

MHz dBuV/m dBuV/m
1 2448.600 108.44 - 101.57 6.87 Peak
2 2483.800 69.23 74.00 62.33 6.90 Peak
Note:
1. Level = Read Level + Factor
2. Factor = Antenna Factor + Cable Loss - Preamp Factor

3. Over Limit =

Line Limit Level

Level - Limit Line

and not show in test report.

4. The emission levels of other frequencies are very lower than the limit
and not show in test report.
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Report No.: 2330787R-RFUSV01S-C

D DEKRA

Product PanaCast 50 Video Bar System
Test Item Band Edge

Test Mode Transmit (802.11b)

Test Date 2023/03/24

Measurement Level Result
A (dB)
>20 PASS

Channel 01 (Chain A):

Spectrum

=)

Ref Level 20.00 dBm
& Att 30 dB

Offset
SWT

0.70 dB @ RBW 100 kHz
151.7 ps @ YBW 300 kHz

Mode Auto FFT

@ 1Pk View

M1[1]
10 dBm

mM2[1]
0 dBm

6.51 dBm|
2.412430 GHz|
-47.52 dBm)|
2.400000 GHz|

-10 dBm

D1 -12.350 dBm

-20 dBm

-30 dBm

-40 dBm

-50 dBm

TTART 5] T

G0

LT

Pl T

-70 dBm

Start 2.31 GHz 1001 pts

Stop 2.445 GHz

Marker

X-value | Y-value | __Function

Function Result

Type | Ref | Trc |

M1 1 2.41243 GHz
1 2.4 GHz -47.52 dBm
1 2.39975 GHz -45.25 dBm

6.51 dBm
M2
M3

) J

Date: 24. MAR.2023 19:58:11

Channel 01 (Chain B)
Spectrum

(=)

Ref Level 20.00 dBm
|& Att 30 de

Offset
SWT

0.70 dB @ RBW 100 kHz
151.7 ps @ YBW 300 kHz

Mode auto FFT

@ 1Pk View

M1[1]
10 dBm

M2[1]

0 dém

7.15 dBm|
2.412430 GHz|
-44.43 dBm|
2.400000 GHz|

11

-10 dBm

P

=

D1 -12.780 dBm

=

-20 dBm

-30 dBm

-40 dBm

-50 dBm

Eepleln T

MMMM

PR

-70 dBmn

Start 2.31 GHz 1001 pts

Stop 2.445 GHz

Marker

Type | Ref | Trc | X-value | Y-value | Function

Function Result

M1 1 2.41243 GHz 7.15 dBm
M2 1 2.4 GHz -44,43 dBm

Il )

Date: 24. MAR.2023 19:21:44
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Report No.: 2330787R-RFUSV01S-C

D DEKRA

Spectrum

Channel 11 (Chain A):

=)

Ref Level 20.00 dBém

Offset 0.70dB @ RBW 100 kHz

lo att 30dB  SWT 1517 ps @ VBW 300 kHz Mode Auto FFT
@ 1Pk View
M1[1] 7.37 dBm
W1 2.460950 GHz
10 dBm -59.48 dBm|

M2[1]
0 dBm \MMI

2.483500 GHz|

T

I
-10 dBm | P
D1 -12.550 dBm f
-20 dBm J}‘
-30 dBm r H
-40 dBm JJJ Lw
-50 dBm b
W ME M3
" m Iy x L g Iy TR (TR ot
-6 m Gacescs imers e i TPy e o
-70 dBm
F1l
I
Start 2.43 GHz 1001 pts Stop 2.565 GHz
Marker
Type | Ref | Trc | X-value | Y-value | __Function | Function Result |
M1 1 2.46095 GHz 7.37 dBm
M2 1 2.4835 GHz -59.48 dBm
M3 1 2,56075 GHz -58.04 dBm
) CrnnD 0a
Date: 24.MAR.2023 20:02:01
Channel 11 (Chain B):
Spectrum mvl
Ref Level 20.00 dem Offset 0.70 dB @ RBW 100 kHz
& Att 30dB  SWT 1517 ps @ YBW 300 kHz Mode Auto FFT
@ 1Pk View
M1[1] 6.49 dBm
10de 11 2.461490 GHz|
m -57.96 dBm

2.483500 GHz

M M2[1]
0 dBm "M

!

-10 dBm d
. dBrn Ik
-20 dBm jﬂ’r
-30 dBm r \}
-40 dBm )-r( l
-50 dBm \I"L WM
-60 dBm — e ‘JI.N""”A L Tttt . goiiny e Mottty
-70 dBm
F1l
1
Start 2.43 GHz 1001 pts Stop 2.565 GHz
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result |
M1 1 2.46149 GHz 6.49 dBm
M2 1 2.4835 GHz -57.96 dBm
M3 1 2.48388 GHz -57.61 dBm

1

Date: 24. MAR.2023 19:30:04
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Report No.: 2330787R-RFUSV01S-C

D DEKRA

Product PanaCast 50 Video Bar System
Test Item Band Edge
Test Mode Transmit (802.11g)
Test Date 2023/03/24
Measurement Level Result
A (dB)
>20 PASS

Channel 01 (Chain A):
Spectrum

=)

Ref Level 20.00 dBm
& Att 30 dB

Offset
SWT

0.70 dB @ RBW 100 kHz

151.7 ps @ YBW 300 kHz Mode Auto FFT

@ 1Pk View

M1[1]
10 dBm

m2[1] M1

0 dBm

4.82 dBm|
2.414450 GHz|
-37.83 dBm)|
2.400000 GHz|

LA "JIJJ !

4

-10 dBm

D1 -15.120 dBm l I|

-20 dBm l \l

-30 dBm

-40 dBm

-50 dBm

B e e B e R

-70 dBm

Start 2.31 GHz 1001 pts

Stop 2.445 GHz

Marker

Type | Ref | Trc | X-value | Y-value | Function | Function

Result

M1 1
M2 1 2.4 GHz -37.83 dBm
M3 1 2.39989 GHz -37.45 dBm

2.41445 GHz 4.82 dBm

) J

Date: 24. MAR.2023 20:03:59

Channel 01 (Chain B):
Spectrum

(=)

Ref Level 20.00 dBm
|& Att 30 de

Offset
SWT

0.70 dB @ RBW 100 kHz

151.7 ps @ ¥YBW 3200 kHz Mode Auto FFT

@ 1Pk View

M1[1]
10 dBm

M1

mﬂwl

M2[1]

0 dém

6.02 dBm|
2.417020 GHz|
-35.50 dBm)|
2.400000 GHz|

-10 dBm

D1 -14.010 dBm l

-20 dBm J

J T
-30 dBm JI H‘

-40 dBm

-50 dBm ¥

b

x

et

SN T i e

et ey

-70 dBmn

Start 2.31 GHz 1001 pts

Stop 2.445 GHz

Marker

Type | Ref | Trc | X-value | Y-value | Function |

Function Result

M1 1 2.41702 GHz 6.02 dBm
M2 1 2.4 GHz -35.50 dBm

Il )

Date: 24.MAR.2023 19:34:53
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Report No.: 2330787R-RFUSV01S-C > D E K RA

Channel 11 (Chain A):

Spectrum |:|:vn

Ref Level 20.00 dem Offset 0.70 dB @ RBW 100 kHz
| Att 30de  SWT 151.7 ps @ VBW 300 kHz Mode Auto FFT
@ 1Pk View

M1[1] 4.14 dBm|
2.457040 GHz
m2[1] -55.34 dBm

¥
0 dBm LA, L 2.483500 GHz|

-10 dBm }v |[ VNW

I
D1 -15.600 dBm
-20 dBrm /‘*

o !
a N,

-50 %@ \w

-60 dBm s M ey e o

10 dem T

-70 dBm

Start 2.43 GHz 1001 pts Stop 2.565 GHz
Marker
Type | Ref | Trc | X-value | Y-value | __Function | Function Result

M1 1 2.45704 GHz 4.14 dBm

M2 1 2.4835 GHz -55.34 dBm

M3 1 2.48361 GHz -54.89 dBm

Date: 24 MAR.2023 20:07:40

Channel 11 (Chain B):

Spectrum mvl

Ref Level 20.00 dem Offset 0.70 dB @ RBW 100 kHz
& Att 30dB  SWT 1517 ps @ YBW 300 kHz Mode Auto FFT
@ 1Pk View

M1[1] 5.17 dBm|

2.467020 GHz
M2[1] -52.14 dBm)|
ru’J)IU 2.483500 GHz

10 dBm frit

0 dBm b

-10 dBm T
D1 -14.1?8[! dBrm

20 dBm
-30 dBm /
-40 dBm de;r ‘\11
50 \“«‘ S
TEAN Aol A o Al

-60 dBm R R e Rl Ly e

i

-70 dBm

Start 2.43 GHz 1001 pts Stop 2.565 GHz
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result
M1 1 2.46702 GHz 5.17 dBm
M2 1 2.4835 GHz -52.14 dBm
M3 1 2.48388 GHz -50.94 dBm

1 J

Date: 24. MAR.2023 19:38:40
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Report No.: 2330787R-RFUSV01S-C > D E K RA

Product : PanaCast 50 Video Bar System
Test Item : Band Edge

Test Mode Transmit (802.11n-20 MHz)
Test Date : 2023/03/24

Measurement Level Result
A (dB)
>20 PASS

Channel 01 (Chain A):

Spectrum mvl

Ref Level 20.00 dem Offset 0.70 dB @ RBW 100 kHz

& Att 30dB  SWT 1517 ps @ YBW 300 kHz Mode Auto FFT
@ 1Pk View
M1[1] 2.90 dBm
2.410680 GHz|
10 dBm mM2[1] M1 -26.86 dBm)|
M-MI 2.400000 GHz|
0 dem ML T
-10 dBm

— |

D1 -15.830 dBm
-20 dBm

-30 dBm rjff \
-40 dem !{J H\Ur%ﬁ“ "
J i

-50 dBm vr M,AM‘
BBt AT bl o Ju/-\,w AT Inm*wwj
-70 dBm
i

Start 2.31 GHz 1001 pts Stop 2.445 GHz
Marker
Type | Ref | Trc | X-value | Y-value | _Function | Function Result |

M1 1 2.41068 GHz 2.90 dBm

M2 1 2.4 GHz -26.86 dBm

)il ) (T

Date: 24. MAR.2023 20:10:22

Channel 01 (Chain B):

Spectrum [:%ll

Ref Level 20.00 dBm Offset 0.70 dB @ RBW 100 kHz

lo att 30dE SWT 1517 ps @ VBW 300 kHz  Mode Auto FFT
@ 1Pk View
M1[1] 4.72 dBm|
2.417020 GHz
10 dBm M2[1] M1 -24.61 dBm|
T 2.400000 GHz
0 dem } L ‘]‘”‘
-10 dBm ] 1
D1 -15.300 dBm ] "L
-20 dBm

Ty x\‘
-30 dBm JW/

-40 dBm gt ‘\M
-50 dBm "Ju A4

BRI ST T s S ol v v W"Jj
-70 dBm
i

Start 2.31 GHz 1001 pts Stop 2.445 GHz
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result |

M1 1 2.41702 GHz 4.72 dBm

M2 1 2.4 GHz -24.61 dBm

—
I J R W

Date: 24.MAR.2023 19:41:02
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Report No.: 2330787R-RFUSV01S-C > D E K RA

Channel 11 (Chain A):

Spectrum |:|:vn

Ref Level 20.00 dem Offset 0.70 dB @ RBW 100 kHz

| Att 30de  SWT 151.7 ps @ VBW 300 kHz Mode Auto FFT
@ 1Pk View
M1[1] 3.79 dBm
2.467020 GHz|
10 dBm AL mM2[1] -47.24 dBm)|
o dbm }m e ) 2.483500 GHz
-10 dBm T
D1 -15,430 dBm

-20 dBm /’ \\“
30 dBm

- v
40 dB T
0 dBrm y
60 dBm ]‘%lu (I Wt JIRT N b Ak

W oy i R Lo T Ve B T
-70 dBm
F1l
I
Start 2.43 GHz 1001 pts Stop 2.565 GHz
Marker
Type | Ref | Trc | X-value | Y-value | __Function | Function Result |
M1 1 2.46702 GHz 3.79 dBm
M2 1 2.4835 GHz -47.24 dBm
M3 1 2.48361 GHz -47.19 dBm

Date: 24 MAR.2023 20:14:11

Channel 11 (Chain B):

Spectrum

Ref Level 20.00 dem Offset 0.70 dB @ RBW 100 kHz
& Att 30dB  SWT 1517 ps @ YBW 300 kHz Mode Auto FFT
@ 1Pk View

M1[1] 3.82 dBm
2.457980 GHz|
[i M2[1] -43.26 dBm)|

11
2.483500 GHz|
0 dem I""’" x"““‘"”“”“”“‘“
-10 dBm T
D1 -14,790 dBm
i |

-20 dBm J‘JJ T
-30 dém / \WW
-40 de. A, L 1D
M WHP
-20 dBm ‘{1"
60 dBm \{’L\u T b | \Iw]fln " o]

-70 dBm

10 dBm

Start 2.43 GHz 1001 pts Stop 2.565 GHz
Marker

Type | Ref | Trc | X-value | Y-value | _Function | Function Result
M1 1 2.45798 GHz 3.82 dBm
M2 1 2.4835 GHz -43.26 dBm

1 J

Date: 24. MAR.2023 19:45:53
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Report No.: 2330787R-RFUSV01S-C

D DEKRA

Product PanaCast 50 Video Bar System
Test Item : Band Edge
Test Mode Transmit (802.11n-40 MHz)
Test Date 2023/03/27
Measurement Level Result
A (dB)
>20 PASS

Channel 03 (Chain A):

Spectrum ':%1

Ref Level 20.00 dém Offset 0.70dB @ RBW 100 kHz
| Att 30dB SWT 151.7 ps @ VBW 300 kHz Mode Auto FFT
@ 1Pk View
M1[1] 0.68 dBm
2.417020 GHz
10 dBm M2[1] -31.73 dBm
4 ML 2.400000 GHz
0 dBm
m e i Pt rm] W
-10 dBm |
| “ \
—podem——C1 -19.320 dBm
& \
-30 dBm
-40 dBm ‘"J
-50 dBm “‘[
. TS SR ) Lan L JU
o i R T (T e
-70 dBm
i
Start 2.31 GHz 1001 pts Stop 2.445 GHz
Marker
Type | Ref | Trc | X-value | Y-value | __Function | Function Result |
M1 1 2.41702 GHz 0.68 dBm
M2 1 2.4 GHz -31.73 dBm
M3 1 2,39975 GHz -29.93 dBm
—
Jil ANNNRNAED W
Date: 27.MAR.2023 14:08:20
Channel 03 (Chain B):
Spectrum E%l
Ref Level 20.00 dém Offset 0.70 dB @ RBW 100 kHz
j& Att 30dB  SWT 1517 ps @ ¥YBW 300 kHz Mode Auto FFT
@ 1Pk View
M1[1] 0.46 dBm
2.430770 GHz
10 dém M2[1] -30.97 dBm
2'4bo000 GHz
0 dBm 3
putathonptpotfpori rM
-10 dBm ‘
' \
o0 aBm—01 -18.760 dBm = L
)
-30 dBm
-40 dBm o
-50 dBm il
AaGide ! w T abey ptdihop ke d WWH‘HWI mw"‘J[
-70 dBm
i
Start 2.31 GHz 1001 pts Stop 2.445 GHz
Marker
Type | Ref | Trc | X-value | Y-value | __Function | Function Result |
M1 2.43077 GHz 0.46 dBm
M2 1 2.4 GHz -30.97 dBm
M3 1 2.39975 GHz -30.48 dBm

Date: 27.MAR.2023 14:17:47
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Report No.: 2330787R-RFUSV01S-C

D DEKRA

Channel 09 (Chain A):

Spectrum

(=)

Ref Level 20.00 dBm
j& Att 30 dB

Offset
SWT

0.70 dB @ RBW 100 kHz

151.7 ps @ VYBW 300 kHz Mode Auto FFT

@ 1Pk View

M1[1]
10 dBm
M1

M2[1]

0 dBm

-0.28 dBm
2.440180 GHz
-48.00 dBm
2.483500 GHz

L 3
it

-10 dBm

"

~

D1 -19.640

e dem

ZZ; dBm

-40 dBm

-50 dBm

-50 dBm

-70 dBm

et

Start 2.43 GHz 1001 pts

Stop 2.565 GHz

Marker
Type | Ref | Trc |

X-value | Y-value | Function |

Function Result

1
1
1

2.44018 GHz
2.4835 GHz
2.48455 GHz

-0.28 dBm
-48.00 dBm
-45.88 dBm

Il

Date: 27.MAR.2023 14:11:53

Channel 09 (Chain B):

Spectrum

(=)

Ref Level 20.00 dBm
| Att 30 dB

Offset
SWT

0.70 dB @ RBW 100 kHz

151.7 ps @ YBW 300 kHz Mode Auto FFT

@ 1Pk View

M1[1]
10 dBm

M1 M2l

1.43 dBm
2.441400 GHz
-40.51 dBm
2.483500 GHz

T

-10 dem

I

D1 -17.900 dBr

dem

-30 dBm

-40 dBm

-50 dBm

-60 dBm

bl
if

-70 dBm

Start 2.43 GHz 1001 pts

Stop 2.565 GHz

Marker

Type | Ref | Trc | X-value | y-value | |

Function

Function Result

2.4414 GHz
2.4835 GHz
2.48455 GHz

1.43 dBm
-40.51 dBm
-39.238 dbm

1
1
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7.1.

7.2.

7.3.

6dB Bandwidth

Test Setup

EUT

RF Cable

1

Limits

SMA

The minimum bandwidth shall be at least 500 kHz.

Test Procedure

Spectrum

Analyzer

The EUT was setup according to ANSI C63.4, 2014; tested according to ANSI C63.10 Section 11.8 for
compliance to FCC 47CFR 15.247 requirements.
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7.4. Test Result of 6dB Bandwidth

Product PanaCast 50 Video Bar System
Test Item 6dB Bandwidth Data
Test Mode Transmit (802.11b)
Chain A
Frequency Measurement Level Required Limit
Channel No. Result
(MHz) (kHz) (kHz)
01 2412 8072 >500 Pass
06 2437 8072 >500 Pass
11 2462 8072 >500 Pass
Chain B
Frequency Measurement Level Required Limit
Channel No. Result
(MHz) (kHz) (kHz)
01 2412 8072 >500 Pass
06 2437 8072 >500 Pass
11 2462 8072 >500 Pass
Channel 06:
Spectrum [@
Ref Level 20.00 dBm Offset 0.70 dB @ RBW 100 kHz
j ALt 30 dB SWT 56.9 ps @ VYBW 300 kHz Mode Auto FFT
@ 1Pk View
M1[1] 0.34 dBm
10 dBm I3 | 2.4329241 GHz
D1 EuE\l_\E!E\ E‘“;:\FII ) [‘HIM f%:é?é[ﬂ 2.43636816[]1?;:
O OB D2 0.860 dBm
-10 dBm A r A«
7 v
-20 dBm fl"/
-30 dBm )‘/‘-’J‘/ \l\‘\\
-40 dBm
7 5
vl N AJ‘,\MM L]
'SQW‘W L ol o v \"Ul.;\%
-60 dBm
-70 dBm o
fi
CF 2.437 GHz 1001 pts Span 40.0 MHz
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result
M1 1 2.4329241 GHz 0.34 dBm
Dz M1 1 8.0719 MHz 1.59 dB
M3 1 2.436001 GHz 6.86 dBm
J J G o
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Product PanaCast 50 Video Bar System
Test Item 6dB Bandwidth Data
Test Mode Transmit (802.11g)
Chain A
Frequency Measurement Level Required Limit
Channel No. Result
(MHz) (kHz) (kHz)
01 2412 15744 >500 Pass
06 2437 16304 >500 Pass
11 2462 15984 >500 Pass
Chain B
Frequency Measurement Level Required Limit
Channel No. Result
(MHz) (kHz) (kHz)
01 2412 15984 >500 Pass
06 2437 16064 >500 Pass
11 2462 16304 >500 Pass
Channel 01:
Spectrum [%]
Ref Level 20.00 dBm Offset 0.70 dB @ RBW 100 kHz
| Att 30 dB SWT 56.9 ps @ YBW 300 kHz Mode Auto FFT
@ 1Pk View
M1[1] -0.40 dBm
2.4041678 GHz|
10 dBm S sema Mafﬁ 5.91 dBm
. _D"ng:] danﬁ; sl ol uﬂwﬁwﬂw 2.4169950 GHz
-10 dBrm / L\W
-20 dBrm -
s h,
-20 dem - “ﬂ"w
e n
ot Sl
1)i—ASdﬂlDﬂt;l':\r'n Wﬁ
-60 dBm
-70 dBm =
fi |
CF 2.412 GHz 1001 pts Span 40.0 MHz
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result
1 1 2.4041678 GHz -0.40 dBm
Dz M1 1 15.984 MHz 0.68 de
M3 1 2.416995 GHz 5.91 dBm

)

J QUNRRRRED W
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Product PanaCast 50 Video Bar System
Test Item 6dB Bandwidth Data
Test Mode Transmit (802.11n-20 MHz)
Chain A
Frequency Measurement Level Required Limit
Channel No. Result
(MHz) (kHz) (kHz)
01 2412 17702 >500 Pass
06 2437 17742 >500 Pass
11 2462 17702 >500 Pass
Chain B
Frequency Measurement Level Required Limit
Channel No. Result
(MHz) (kHz) (kHz)
01 2412 17662 >500 Pass
06 2437 17742 >500 Pass
11 2462 17702 >500 Pass
Channel 11:
Spectrum @
Ref Level 20.00 dBm Offset 0.70 dB @ RBW 100 kHz
j@ Att 30de SWT 56.9 ps @ VYBW 300 kHz Mode Auto FFT
@ 1Pk Yiew
M1[1] -2.28 dBm
2.4530889 GHz
10 dém ma[1] M3 4.99 dBm
O O g Joo o ene o ot s ool g e 24694730 Giz
AL dRm—— D2 -1.010 dBm i i
-10 dBm ﬂrr( LL]
-20 dBm "
d JJL P‘MI’ \“m W,
-30 dBm — 5
J,A;MHMMW W Wadipd,
-50 dBm
-60 dBm
70 dBm o
i |
CF 2.462 GHz 1001 pts Span 40.0 MHz
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result |
M1 1 2.4530889 GHz -2.28 dBm
Dz M1 1 17.7023 MHz 3.41 de
M3 1 2.469473 GHz 4,99 dBm
il ) GRRRRRAED WG
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Product PanaCast 50 Video Bar System
Test Item 6dB Bandwidth Data
Test Mode Transmit (802.11n-40 MHz)
Chain A
Frequency Measurement Level Required Limit
Channel No. Result
(MHz) (kHz) (kHz)
03 2422 36444 >500 Pass
06 2437 36444 >500 Pass
09 2452 36444 >500 Pass
Chain B
Frequency Measurement Level Required Limit
Channel No. Result
(MHz) (kHz) (kHz)
03 2422 36444 >500 Pass
06 2437 36444 >500 Pass
09 2452 36444 >500 Pass
Channel 03:
Spectrum | [@
Ref Level 20.00 dem Offset 0.70 dBé & RBW 100 kHz
| Att 30de SWT 94.8 ps @ VYBW 300 kHz Mode Auto FFT
@ 1Pk View
M1[1] -6.89 dBm|
2.4036983 GHz
10 dBm - Ma[1] 0.33 dBm
. _ M3 2.4113710 GHz
S A e 1 ) ) e
-10 dBm il . | 'I
-20 dBm Nr/.— “bi\h
-30 dBm Yoo N“\
Py
-40 dBm 1l huﬂuﬂ?t
o ot WY,
-60 dBm
-70 dBm o
i |
CF 2.422 GHz 1001 pts Span 80.0 MHz
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result
M1 1 2.4036983 GHz -6.89 dBm
Dz M1 1 36,4436 MHz 3.59 dB
M3 1 2.411371 GHz 0.33 dBm
il ) ARRRRRRED WG
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Spectrum

Analyzer

8. Power Density
8.1. Test Setup
RF Cable
= 1
SMA
8.2. Limits
The transmitted power density averaged over any 1 second interval shall not be greater +8dBm in any
3 kHz bandwidth.
8.3. Test Procedure

The EUT was setup according to ANSI C63.10, 2013; tested according to DTS test procedure of KDB

558074 for compliance to FCC 47CFR 15.247 requirements.

The maximum power spectral density using C63.10 Section 11.10.2 Method PKPSD (peak PSD)
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8.4. Test Result of Power Density

Product : PanaCast 50 Video Bar System
Test Item : Power Density Data
Test Mode Transmit (802.11b)
Total o
Frequency ) PPSD Limit | Result
Channel No. Chain PPSD
(MHz) (dBm) (dBm) (dBm)
A -7.32 -4.31 Pass
01 2412 8
B -7.26 -4.25 Pass
A -7.72 -4.71 Pass
06 2437 8
B -6.61 -3.60 Pass
A -7.82 -4.81 Pass
11 2462 8
B -6.98 -3.97 Pass
Note: The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DOL1.
Channel 06:
Spectrum | @
Ref Level 20.00 dem Offset 0.70 dB @ RBW 3 kHz
j@ Att 30 de SWT 1.9 ms @ YBW 10 kHz Mode Auto FFT
@ 1Pk View
M1[1] -6.61 dBm
2.436261620 GHz
10 dBm
0dem
M1
-10 dBm
-20 dB
-40 dBm
-50 dBm
-60 dBm
-70 dBm
CF 2.437 GHz 30001 pts Span 12.105 MHz
Marker
Type | Ref | Trc | X-value | Y-value | Function | Function Result |
M1 1 2.43626162 GHz -6.61 dBm
il J (T
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Product PanaCast 50 Video Bar System
Test Item Power Density Data
Test Mode Transmit (802.11g)
Total o
Frequency ) PPSD Limit | Result
Channel No. Chain PPSD
(MHz) (dBm) (dBm) (dBm)
A -9.59 -6.58 Pass
01 2412 8
B -8.04 -5.03 Pass
A -9.60 -6.59 Pass
06 2437 8
B -8.11 -5.10 Pass
A -9.84 -6.83 Pass
11 2462 8
B -8.66 -5.65 Pass

Note: The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document

662911 DO1.

Spectrum |

Channel 06:

(=)

Ref Level 20.00 dBm

|& Att 30 dB

Offset 0.70 dB @ RBW 3 kHz

SWT

3.8 ms @ YBW 10 kHz Mode Auto FFT

@ 1Pk View

10 dBm

M1[1] -8.11 dBm

2.434539690 GHz

0dem

-10 dBm

-20 dBm

-30 dBm

-40 dBm

-60 dBm

-70 dBm

CF 2.437 GHz

30001 pts Span 24.09 MHz

Marker
Type | Ref | Trc |

X-value

| Y-value | Function | Function Result |

M1 1

2.43453969 GHz

-8.11 dBm

]

J QD
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Product : PanaCast 50 Video Bar System
Test Item : Power Density Data
Test Mode Transmit (802.11n-20 MHz)
Total o
Frequency ) PPSD/MHz Limit | Result
Channel No. Chain PPSD/MHz
(MHz) (dBm) (dBm) (dBm)
A -8.94 -5.93 Pass
01 2412 8
B -8.44 -5.43 Pass
A -9.17 -6.16 Pass
06 2437 8
B -8.61 -5.60 Pass
A -9.24 -6.23 Pass
11 2462 8
B -7.93 -4.92 Pass

Note: The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.

Channel 11:

Spectrum | |:%1

Ref Level 20.00 dém Offset 0.70 dB @ RBW 3 kHz
j& Att 30de  SWT 3.8ms @ ¥YBW 10 kHz Mode Auto FFT
@ 1Pk View

M1[1] -7.93 dBm

2.455122010 GHz
10 dBm

0 dBm

-10 dBm

-20 dBm

-30 dBm -JJ w \Ai

-50 dBm

-60 dBm
-70 dBm
CF 2.462 GHz 30001 pts Span 26.55 MHz
Marker
Type | Ref | Trc | X-value | v-value | Function | Function Result |
1 1 2,45512201 GHz -7.93 dBm

I ] SHRRRAAED WO
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Product : PanaCast 50 Video Bar System
Test Item : Power Density Data
Test Mode Transmit (802.11n-40 MHz)
Total o
Frequency ) PPSD/MHz Limit | Result
Channel No. Chain PPSD/MHz
(MHz) (dBm) (dBm) (dBm)
A -13.10 -10.09 Pass
03 2422 8
B -12.00 -8.99 Pass
A -12.56 -9.55 Pass
06 2437 8
B -11.48 -8.47 Pass
A -13.28 -10.27 Pass
09 2452 8
B -11.80 -8.79 Pass

Note: The quantity 10*log 2 (two antennas) is added to the spectrum peak value according to document
662911 DO1.

Channel 06:

Spectrum | :%1

Ref Level 20.00 dém  Offset 0.70 dB @ RBW 3 kHz

| Att 30dE  SWT 8.2 ms @ YBW 10 kHz Mode Auto FFT
@ 1Pk View
M1[1] -11.48 dBm
2.43576470 GHz|
10 dBm
0 dem

-60 dBm
-70 dBm
CF 2.437 GHz 30001 pts Span 54.66 MHz
Marker
Tvpe| Ref | Trc | X-value Y-value | Function | Function Result |
M1 1 2.4357647 GHz -11.48 dBm

J1 ] SRRRRRED WG
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9. Duty Cycle

9.1. Test Setup

RF Cable

T 1

SMA

Spectrum

Analyzer

9.2. Test Procedure

The EUT was setup according to ANSI C63.10 2013; tested according to ANSI C63.10 2013 for
compliance to FCC 47CFR 15.247 requirements.
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9.3. Test Result of Duty Cycle

Product
Test Item
Test Mode

Duty Cycle Formula:

Duty Cycle = Ton / (Ton + Toff)
Duty Factor = 10 Log (1/Duty Cycle)

Results:

PanaCast 50 Video Bar System
Duty Cycle
Transmit

2.4 GHz band

Ton

(ms)

Ton + Toff
(ms)

Duty Cycle
(%)

Duty Factor
(dB)

802.11b

0.6638

0.6783 97.86

0.09

802.11g

0.9986

1.0174 98.15

0.08

802.11n-20 MHz

1.0000

1.0000 100.00

0.00

802.11n-40 MHz

1.0000

1.0000

100.00

0.00

802.11b

802.11g

Spectrum n%“ Spectrum n%“
Ref Level 28.00 dém © RBW 10 MHz Ref Level 28.00 dém © RBW 10 MHz
At 45 0B @ SWT 2ms @ VBW 10 MHz At 45 0B @ SWT 3ms @ VBW 10 MHz
S6L S6L
(@ 1Pk Clrw (@ 1Pk Clrw
N D3[1] 0.02 dB) MI[1] 16.94 dBm)|
04 1 A 678.26 s (-~ RIRVOR TE| O i I Lbslgol ol b )
M1[1] 18.62 dBm)| D2[1] 2.38 dB
10 d 252.17 s 10 d 998.55 s
0 di 0 di
-10 df -10 df
-20 df -20 df
-30 30
-40 df -40 df
50 df 50 df
-60 60
CF 2.412 GHz 691 pts 200.0 ps/ CF 2.412 GHz 691 pts 300.0 ps/
Marker Marker
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | Type | Ref | Trc | X-value | Y-value |__Function | Function Result |
M1 T 252.17 ps 18.62 dBm M1 T 560.87 ps 16.94 dBm
D2 M1 1 663.77 ps 0.02 de D2 M1 1 998.55 ps 2.38 dB
D3 M1 1 678.26 ps 0.02 de D3 M1 1 1.01739 ms -0.03 de
—— ——
DI ) Ready UNRRRRRND WG iy D J Ready [LLLCEEELIE orassm
Date: 24.MAR 2023 19:02.08 Date: 24.MAR 2023 19:03:37
] )
Spectrum
P v Spectrum o
Ref Level 28.00 dém © RBW 10 MHz Rof Level 25,0075 TR
At 45de @ SWT 20 ms ® VBW 10 MHz ertevel 28.00 cbm “ ‘
oL At 45 0B @ SWT 20 ms @ VBW 10 MHz
(@ 1Pk Clrw SGL
(@ 1Pk Clrw
M1[1] M1 20.71 dBm)| M1[1] 20.49 dB
» . . TR 20S ) B 0600 ms
G 0§ b3y o T TR :‘“H O b bt koo b
10 d
10 d
od
od
10d
10d
20 di
20 di
30.di
30.di
a0 di
a0 di
50 di
50 di
60 di
60 di
70 di
CF 2.412 GHz 1001 pts 2.0ms/ 70
CF 2.422 GHz 1001 pts 2.0 ms/
Marker Mo
Type | Ref | Trc | X-value y-value | __Function | Function Result | ar! er‘ £l I | | I - I - i 0
T T Tt e 50.71 dBm Type | Ref | Tre X-value Y-value Function Function Result
e M1 1 3.06 ms 20.49 dém
Ready [T $7136118 PV
T ] oroarn ) T [ Resdy  GNNNRNNRD WG e 4
Date: 24.MAR 2023 19:16:20

Date: 24.MAR.2023 19:17:20

Page : 63 of 63



