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1. ATTESTATION OF TEST RESULTS

COMPANY NAME: APPLE INC.
1 APPLE PARK WAY
CUPERTINO, CA 95014, U.S.A.

EUT DESCRIPTION: SMARTPHONE
MODEL: A2846 (Parent Model)
A3089, A3090, A3092 (Variant Models)
BRAND: APPLE
FCC ID: BCG-E8427A (PARENT MODEL)

BCG-E8428A, BCG-E8429A, BCG-E8430A (Variant Models)

IC: 579C-E8427A (PARENT MODEL)
579C-E8428A, 579C-E8429A, 579C-E8430A (ariant Models)

SERIAL NUMBER: RCMVKWL793

SAMPLE RECEIPT DATE: APRIL 17, 2023

DATE TESTED: APRIL 19 — JULY 05, 2023
APPLICABLE STANDARDS
STANDARD TEST RESULTS
FCC PART 15 SUBPART C Complies
ISED RSS-210 Issue 10, Annex B Complies
ISED RSS-GEN Issue 5 + A1 + A2 Complies

UL Verification Services Inc. tested the above equipment in accordance with the
requirements set forth in the above standards. The test results show that the equipment tested
is capable of demonstrating compliance with the requirements as documented in this report.

The results documented in this report apply only to the tested sample, under the conditions and
modes of operation as described herein. It is the manufacturer's responsibility to assure that
additional production units of this model are manufactured with identical electrical and
mechanical components. All samples tested were in good operating condition throughout the
entire test program. Measurement Uncertainties are published for informational purposes only
and were not taken into account unless noted otherwise.

This document may not be altered or revised in any way unless done so by UL Verification
Services Inc. and all revisions are duly noted in the revisions section. Any alteration of this
document not carried out by UL Verification Services Inc. will constitute fraud and shall nullify
the document. This report must not be used by the client to claim product certification,
approval, or endorsement by A2LA, NIST, any agency of the Federal Government, or any
agency of the U.S. government.
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Approved & Released For

UL Verification Services Inc. By:

Gl 42»--}

Prepared By:

L.

Chin Pang

Senior Lab Engineer
Consumer Technology Division
UL Verification Services Inc

Darren Aung

Test Engineer

Consumer Technology Division
UL Verification Services Inc
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2. TEST METHODOLOGY

The tests documented in this report were performed in accordance with:

-FCC CFR 47 Part 2

-FCC CFR 47 Part 15

- ANSI C63.10-2013

- KDB 414788 D01 Radiated Test Site vO1r01
- RSS-GEN Issue 5 + A1 + A2

- RSS-210 Issue 10

3. FACILITIES AND ACCREDITATION

UL Verification Services Inc. is accredited by A2LA, certification #0751.05, for all testing

performed within the scope of this report. Testing was performed at the locations noted below.

Address

ISED
CABID

ISED
Company
Number

FCC
Registration

Building 1: 47173 Benicia Street, Fremont, CA 94538,
USA

Building 2: 47266 Benicia Street, Fremont, CA 94538,
USA

Building 3: 843 Auburn Court, Fremont, CA 94538,
USA

Building 4: 47658 Kato Rd, Fremont, CA 94538,
USA

Building 5: 47670 Kato Rd, Fremont, CA 94538,
USA

uso104

2324A

550739

4. DECISION RULES AND MEASUREMENT UNCERTAINTY

41. METROLOGICAL TRACEABILITY

All test and measuring equipment utilized to perform the tests documented in this report are
calibrated on a regular basis, with a maximum time between calibrations of one year or the

manufacturers’ recommendation, whichever is less, and where applicable is traceable to

recognized national standards.

4.2. DECISION RULES

The Decision Rule is based on Simple Acceptance in accordance with ISO Guide 98-4:2012
Clause 8.2. (Measurement uncertainty is not taken into account when stating conformity with a

specified requirement.).
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4.3. MEASUREMENT UNCERTAINTY

Where relevant, the following measurement uncertainty levels have been estimated for tests
performed on the apparatus:

PARAMETER ULas
Radio Frequency (Spectrum Analyzer) 141.16 Hz
Occupied Bandwidth 1.2%
Worst Case Conducted Disturbance, 0.15 to 30 MHz 3.40dB
Worst Case Radiated Disturbance, 9KHz to 30 MHz 2.87 dB
Worst Case Radiated Disturbance, 30 to 1000 MHz 6.01 dB
Temperature +0.57 %
Relative Huminity 3.39 %

Uncertainty figures are valid to a confidence level of 95%.

44, SAMPLE CALCULATION

RADIATED EMISSIONS

Where relevant, the following sample calculation is provided:

Field Strength (dBuV/m) = Measured Voltage (dBuV) + Antenna Factor (dB/m) + Cable
Loss (dB) — Preamp Gain (dB)

36.5 dBuV + 18.7 dB/m + 0.6 dB — 26.9 dB = 28.9 dBuV/m

MAINS CONDUCTED EMISSIONS

Where relevant, the following sample calculation is provided:

Final Voltage (dBuV) = Measured Voltage (dBuV) + Cable Loss (dB) + Limiter Factor (dB) +
LISN Insertion Loss.

36.5dBuV + 0dB +10.1 dB+ 0 dB = 46.6 dBuV
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5. EQUIPMENT UNDER TEST

5.1. DESCRIPTION OF EUT

The Apple iPhone is a smartphone with multimedia functions (music, application support, and video),
cellular GSM, GPRS, EGPRS, UMTS, LTE, 5G, IEEE 802.11a/b/g/n/ac/ax, Bluetooth, Ultra-Wideband,
GPS, NFC, 802.15.4ab-NB and MSS technologies. The rechargeable battery is not user accessible.

Testing was performed on the parent model and is used to support the application for the parent
and variants identified in this report based on the test plan submitted and approved via KDB
inquiry by the FCC and by ISED-Canada.

The Model and FCC/IC ID covered by this report includes:

Parent Model: A2846, FCC ID: BCG-E8427A, IC ID: 579C-E8427A

Variant Models: A3089; FCC ID: BCG-E8428A, IC ID: 579C-E8428A

A3090 FCC ID: BCG-E8429A, IC ID: 579C-E8429A
A3092;FCC ID: BCG-E8430A, IC ID: 579C-E8430A

5.2. MAXIMUM E-FIELD STRENGTH

The transmitter has a maximum peak radiated E-field strength as follows:

Primary 13.56 Type B Reader 212 26.78
Tag 212 26.74
CE 212 26.63
Secondary 13.56 Type B Reader 212 7.31
Tag 212 8.49
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5.3. WORST-CASE CONFIGURATION AND MODE

The fundamental of the EUT was investigated under three orthogonal orientations X (Flatbed), Y
(Landscape), and Z (Portrait). The Y (Landscape) orientation was determined to be the worst-
case orientation. The EUT has primary and secondary antennas and worst case was
investigated on the primary antenna since it has the highest power.

The worst-case position of the EUT was investigated under two configurations: EUT with power
supply, EUT with earphones. The EUT with power supply configuration was determined to be
worst-case configurations; therefore, all final tests were performed on the EUT with power

supply.

In addition, Tag, Reader, and CE mode mode were investigated with Type A, B and F with data
rates, such as 106Kbp/s, 212Kbp/s, 424Kbp/s and 848Kbp/s and ISO 15693 configuration to
determine the worst case based on the highest power and spurious emissions. Type B 212
Kbps was determined to be the worst case and therefore Type B was selected for all final tests.

For below 30MHz testing, investigation was done on three antenna orientations: RX antenna
Face-on, Face-off and horizontal (parallel to ground). The worst-case configurations were
determined on RX antenna Face-on and Face-off; therefore, all final tests were performed using
these two orientations.

Although these tests were performed other than open area test site, adequate comparison
measurements were confirmed against 30 meter open area test site. Therefore, sufficient tests
were made to demonstrate that the alternative site produces results that correlate with the ones
of tests made in an open field based on KDB 414788.

Testing was performed on the parent model and is used to support the application for the parent

and variants identified in this report based on the test plan submitted and approved via KDB
inquiry by the FCC and by ISED-Canada.
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5.4. SUPPORT EQUIPMENT

EUT AC/DC adapter Apple A1720 C3D8417A7RI3KVPAS8 DoC

/0 CABLES

1 AC 1 AC Un-Shielded 1 N/A
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SETUP DIAGRAM FOR RADIATED TESTS

Antenna/Amp E
7 5
E Spectrum
! Analyzer
1 i
I I AC/DC Adapter E
AC SOURCE
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SETUP DIAGRAM FOR Below 1GHz and AC LINE CONDUCTED TEST

._

AC/DC Adapter

Antenna/Amp

AC Source/ LISN
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6. TEST AND MEASUREMENT EQUIPMENT

The following test and measurement equipment were utilized for the tests documented in this

report:
TEST EQUIPMENT LIST
Description Manufacturer Model Nll?m Cal Due Last Cal
Spectrum A”ﬂ’gﬁ; PXA 3Hz to Keysight N9030A 231913 | 02/29/2024  02/22/2023
*Antenna, Broadband Hybrid, .
30MHz to 2000MHz Sunol Sciences JB1 80508 | 06/08/2023 | 05/08/2022
Amplifier, 10KHz to 1GHz, 32dB Sonoma 310N 89831 08/10/2023 | 08/10/2022
Antenna, Paﬂsl\'/‘l’ﬁz'-“p 30Hz to Electro-Metrics EM-6871 170013 | 07/28/2023  07/28/2022
Antenna, Pasgi(‘)’,‘fm';lczmp 100KHz to ETS-Lindgren EM-6872 170015 07/28/2023  07/28/2022
Spectrum Analyzer, PXA, 3Hz to Agilent (Key;ight) N9030A 299071 | 07/16/2023  07/16/2022
44GHz Technologies
EMI Test Receiver Rohde & Schwarz ESW44 169937 | 02/29/2024 | 02/29/2023
Chamber, Environmental Cincinnati Sub Zero ZPHS-835- ' 1754 01/31/2024  06/08/2023
SCT/WC
AC Line Conducted
Description Manufacturer Model ID Num Cal Due Last Cal
EMI Test Receiver 9kHz-7GHz Rohde & Schwarz ESR 93091 02/29/2024 | 02/29/2023
. FCC-LISN-

LISN for Conducted Emissions FISCHER CUSTOM
CISPR-16 COMMUNICATIONS 50/252;3%?/—2-01- 175765 01/31/2024 | 01/31/2023
Transient Limiter TE TBFL1 207996 07/15/2023 | 07/15/2022

UL AUTOMATION SOFTWARE

Radiated Software UL UL EMC Ver 9.5, Mar 6, 2020
Conducted Software UL UL EMC 2020.2.26
AC Line Conducted Software UL UL EMC Ver 9.5, February 21, 2020

*Testing is completed before equipment expiration date.
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7. OCCUPIED BANDWIDTH

LIMITS

None; for reporting purposes only.

TEST PROCEDURE

The transmitter output is connected to the spectrum analyzer. The RBW is set to 10kHz. The
VBW is set to 3 times the RBW. The sweep time is coupled. The spectrum analyzer internal 99%
bandwidth function is utilized.

Note: Because the measured signal is CW or CW-like adjusting the RBW per C63.10 would not
be practical since measured bandwidth will always follow the RBW and the result will be

approximately twice the RBW.

RESULTS

99% and 20dB BW

Primary Antenna

Type B (Reader Mode)

Mode Frequency 99% Bandwidth 20dB Bandwidth
Kbps (MHz) (KHz) (KHz)
212 13.56 22.106 25.40

Type B (CE Mode)

Mode Frequency 99% Bandwidth 20dB Bandwidth
Kbps (MHz) (KHz) (KHz)
212 13.56 21.431 25.13
TAG Mode
Mode Frequency 99% Bandwidth 20dB Bandwidth
Kbps (MHz) (KHz) (KHz)
212 13.56 22.397 25.69

Secondary Antenna

Type B (Reader Mode)

Mode Frequency 99% Bandwidth 20dB Bandwidth
Kbps (MHz) (KHz) (KHz)
212 13.56 22.021 25.53
TAG Mode
Mode Frequency 99% Bandwidth 20dB Bandwidth
Kbps (MHz) (KHz) (KHz)
212 13.56 21.841 25.36
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71. PRIMARY ANTENNA

7.1.1. READER MODE, Type B 212

[+

Spectrum Analyzer 1

Spectrum Analyzer 2
Occupied BW

" |Swept SA

Kbps

Frequency v

L

KEYSIGHT

L -

Input. RF Input Z: 50 Q Atten: 26 dB
Preamp: Off

UW Path: Standard

Trig: Free Run
Gate: Off
#F Gain: Low

Align’ Auto Freq Ref: Int (S)

NFE: Off

L

Center Freq: 13.560000 MHz
Avg|Hold: 10/10
Radio Std: None

Center Frequency

Settings

13.560000 MHz

1 Graph

Scale/Div 10.0 dB Ref Value 10.00 dBm

Span
/80.000 kHz

CF Step

8.000 kHz

Auto

Man

Freq Offset

-60.0

OHz

-70.0

-80.0

Center 13.56000 MHz
#Res BW 10.000 kHz

#Video BW 30.000 kHz*

Span 80 kHz|
Sweep 1.00 ms (1001 pts)

2 Metfrics v

Measure Trace

|

| Occupied Bandwidth
\

|
22.106 kHz[ | | Total Power

\ -8.21dBm|

| Transmit Freq Error | 112 Hz|

[ % of OBW Power

| x dB Bandwidth | 25.40 kHz | |xdB

[ 99.00 %
\ -20.00dB|

May 10, 2023
3:01:12AM

®faca? LA

B LY SR

7.1.2. CE MODE, Type B 212 Kbps

I+

.Spectrum Analyzer 2
Swept SA

Spectrum Analyzer 1

Occupied BW '

Frequency v

-

KEYSIGHT

L -
3]

Input: RF Input Z: 50 Q Atten: 26 dB
Preamp: Off

uW Path: Standard

Trig: Free Run
Gate: Off
#IF Gain: Low

Align: Auto Freq Ref: Int (S)

NFE: Off

Center Freq: 13.560000 MHz
AvglHold: 10710
Radio Std: None

Center Frequency
13.560000 MHz

Settings

1 Graph

Scale/Div 10.0 dB Ref Value 10.00 dBm

Span
,80.000 kHz

Log
0.00

CF Step

-10.0

B.000 kHz

-20.0

Auto

-30.0

Man

-40.0

-50.0

Freq Offset

-60.0

OHz

-70.0

-80.0

Center 13.56000 MHz
#Res BW 10.000 kHz

#Video BW 30.000 kHz*

Span 80 kHz
Sweep 1.00 ms (1001 pts)

2 Metrics v

Measure Trace

Trace 1

|

| Occupied Bandwidth |
\

21.431kHz| | [Total Power

I 7.82dBm|

[ Transmit Freq Error | 52 Hz | [ % of OBW Power

| x dB Bandwidth | 25.13 kHz | |xdB

[ 99.00 % |
| -20.00dB|

May 10, 2023
2:566:25 AM

g 2] o/

ISl Yt
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7.1.3. TAG MODE, Type B 212 Kbps

|Spectrum Analyzer 1

Spectrum Analyzer 2
Occupied BW

¥ swept SA

+

KEYSIGHT
L >

Input: RF Input Z: 50 Q |Atten: 26 dB
Preamp: Off

pW Path: Standard

'Trig: Free Run
Gate: Off
#IF Gain: Low

Align: Auto Freq Ref: Int (S)

NFE: Off

La

Center Freq: 13.560000 MHz
Avg|Hold: 10/10
Radio Std: None

1 Graph v

Scale/Div 10.0 dB
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7.2. SECONDARY ANTENNA

7.2.1. READER MODE, Type B 212 Kbps

|Spectrum Analyzer 1
Occupied BW

Spectrum Analyzer 2

¥ swept SA

[+

Input: RF Atten: 26 dB
Preamp: Off

pW Path: Standard

KEYSIGHT
L -

La

Input Z: 50 O Trig: Free Run
Gate: Off

#IF Gain: Low

Align: Auto Freq Ref: Int (S)

NFE: Off

Center Freq: 13.560000 MHz
/Avg|Hold: 10/10
Radio Std: None

1 Graph
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/80.000 kHz

CF Step
8.000 kHz

Auto
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Freq Offset
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-70.0
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#Video BW 30.000 kHz*

Span 80 kHz
Sweep 1.00 ms (1001 pts)
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7.2.2. TAG MODE, Type B 212 Kbps
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Gate: Off
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023

8. RADIATED EMISSION TEST RESULTS
8.1. LIMITS AND PROCEDURE

LIMIT

§15.225
IC RSS-210, Annex B.6
IC RSS-GEN, Section 8.9 (Transmitter)

(a) The field strength of any emissions within the band 13.553-13.567 MHz shall not exceed
15,848 microvolts/ meter at 30 meters.

(b) Within the bands 13.410-13.553 MHz and 13.567-13.710 MHz, the field strength of any
emissions shall not exceed 334 microvolts/meter at 30 meters.

(c) Within the bands 13.110-13.410 MHz and 13.710-14.010 MHz the field strength of any
emissions shall not exceed 106 microvolts/meter at 30 meters.

(d) The field strength of any emissions appearing outside of the 13.110— 14.010 MHz and shall
not exceed the general radiated emission limits in § 15.209 as follows:

§15.209 (a) Except as provided elsewhere in this subpart, the emissions from an intentional
radiator shall not exceed the field strength levels specified in the following table:

Limits for radiated disturbance of an intentional radiator
Frequency range (MHz) Limits (uV/m) Measurement Distance (m)

0.009 — 0.490 2400/ F (kHz) 300
0.490 — 1.705 24000/ F (kHz) 30
1.705-230.0 30 30
30— 88 100** 3
88 - 216 150** 3
216 — 960 200" 3
Above 960 500 3

** Except as provided in paragraph (g), fundamental emissions from intentional radiators
operating under this section shall not be located in the frequency bands 54-72 MHz, 76-88 MHz,
174-216 MHz or 470-806 MHz. However, operation within these frequency bands is permitted
under other sections of this part, e.g. §§ 15.231 and 15.241.

§15.209 (b) In the emission table above, the tighter limit applies at the band edges.

Formula for converting the filed strength from uV/m to dBuV/m is:
Limit (dBuV/m) = 20 log limit (uV/m)

Note: The limits in CFR 47, Part 15, Subpart C, paragraph 15.209(a), are identical to those in
RSS-Gen section 8.9, Table 6, since the measurements are performed in terms of magnetic
field strength and converted to electric field strength levels (as report in the table) using free
space impedance of 377 Ohms. For example, the measurement at frequency X kHz resulted in
a level of Y dBuV/m, which is equivalent to Y-51.5 = Z dBuA/m, which has the same margin, W
dB to the corresponding RSS-Gen Table 6 limit as it has to 15.209(a) limit.
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023

In addition:

§15.209 (d) The emission limits shown the above table are based on measurements employing
a CISPR quasi-peak detector except for the frequency bands 9-90 kHz, 110-490 kHz and above
1000 MHz. Radiated emissions limits in these three bands are based on measurements
employing an average detector.

§15.209 (d) The provisions in §§ 15.225, measuring emissions at distances other than the
distances specified in the above table, determining the frequency range over which radiated
emissions are to be measured, and limiting peak emissions apply to all devices operated under
this part.

TEST PROCEDURE

ANSI| C63.10, 2013

The EUT is an intentional radiator that incorporates a digital device, the highest fundamental
frequency generated or used in the device is 13.56 MHz; therefore, the frequency range was
investigated from 0.15 MHz to the 10" harmonic of the highest fundamental frequency, or 1000
MHz, whichever is greater.

RESULTS
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
8.2. PRIMARY ANTENNA FUNDAMENTAL & SPURIOUS EMISSION
0.15-30 MHz, EUT WITH AC/DC ADAPTER

8.2.1. READER MODE, Type B 212 Kbps

FUNDAMENTAL

ANTENNA LOOP FACE ON

Chamber B2-RDE-D 2823 Apr 19 18:20:38

125

RF Emissions
Config: EUT + Charger

1e Mode: RM Type B 212kbps Primary Antenna
Tested by: 32867 JR / 26851 DA

95

80

65

50

35

dBCulalte/meter) 15dB/

11.56 ) E

Frequency (MHz)
runge ) REW/VE Ref/Atin Dot fivg Mode ueer s Toups/ode  FPositian

Range (MHz) RELI/UBL Ref/fttn  Det Avg Mode Suesp Pts  #Sups/Mode Position
1:11.56-15.56 18KC-3d80/38 97/2 PERK - J4s 16880 MAXH -360degs.

FCC 15.225 13.56MHz Fundomental Mosk.TST 38686 18 Apr 2823 Rev 9.5 18 Jon 2623

ANTENNA LOOP FACE OFF

=Chomber 82-RDE-D 2023 Apr 19 18:20:38

12

RF Emissions
Config: EUT + Charger

1o Mode: RM Type B 212kbps Primary Antenna
Tested by: 32867 JR / 26851 DA

95

80

65

50

35

dBCulolts/meter) 15dB/

11.56 4MHz/

Frequency (MHz)
Range () REU/VEl Ref/Attn Det fvg fode Sueep Pts  foupa/fode FPosition Rorge (Hz) REU/UBH Ref/Attn  Det fvg fode Sueep Pts  foups/fiode FPosition

FCC 15.225 13.56MHz Fundamental Mask.TST 38686 18 Apr 2823 Rev 9.5 18 Jan 26823

DATA
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Marker Frequenc Meter Det Loop Cbl/Amp Dist Corr Corrected FCC PK Azimuth Polarity
y Reading Antenna (dB) 30m (dB) Reading 15.225 Margin (Degs)
(MHz) (dBuV) E(ACF) dB(uVolts Limit (dB)
(dB/m) Imeter) (dBuV/m)
1 13.243 25.75 Pk 34.3 -31.2 -40 -11.15 40.51 -51.66 0-360 Face-On
2 13.56 63.68 Pk 34.2 -31.1 -40 26.78 84 -57.22 0-360 Face-On
3 13.8798 26 Pk 34.2 -31.1 -40 -10.9 40.51 -51.41 0-360 Face-On
4 13.2401 23.08 Pk 34.3 -31.2 -40 -13.82 40.51 -54.33 0-360 Face-Off
5 13.5581 59.79 Pk 34.2 -31.1 -40 22.89 84 -61.11 0-360 Face-Off
6 13.8746 24.32 Pk 34.2 -31.1 -40 -12.58 40.51 -53.09 0-360 Face-Off

Pk - Peak detector
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
SPURIOUS EMISSION 212Kbps

ANTENNA LOOP FACE ON

Chamber B2-RDE-D 2823 Apr 19 23:25:22

126

RF Emissions

Config: EUT + Charger
Mode: RM Type B 212kbps Primary Antenna
Tested by: 32448 DC / 24943 MA

160

8O Pk T

60

40

(dBulUalts) 2@dB/

WLM-

. 0EB1 T i )
Frequency (MHz)

[Renge tHz) REL/VBY Ref/Bttn Dot fvg Mode Pts  #5ups/Mode Position Rerge (MHz) RB/UB Ref/Attn Dt fvg Made Sueep. Pts  #Sups/Mode FPosition
1 ;.889-.15 380C-28)/1k 9774 PERK - 16880 HAXH - 7:1°1.765 1Bk(-3dB)/ 30k 97/2 PERK - dsec 16888 MAXH 8-3608degs.

15-.49 18KC-348)/ 30 97/2 - 27080 MAXH 8:1.785-38 1BkC-3dB)/ 30k 97/2 PERK - Bsec 27088 MAXH -360dege
13:.49-1 18k(-3d8)/ 38k 97/2 - 16888 HAXH B-368degs

FCC 15.2689 Below 3@MHz.TST jv4323 25 Oct 2822 Rev 9.5 18 Jan 2823

ANTENNA LOOP FACE OFF

Chamber B2-RDE-D 2823 Apr 19 23:25:22

128

RF Emissions

! Config: EUT + Charger
60 Mode: RM Tupe B 212kbps Primary Antenna
Tested by: 32448 DC / 24943 MA

B Pk T

o B E——

0 —

(dBulalts) 2ddB/

.88 ] 1 18
Frequency (MHz)

[Range CHz) REU/VBY Ref/Attn Det Avg Mode Sueep Pts  #5ups/Mode Position Renge (MHz) RBI/UB Ref/Attn  Det fvg Mode Sueep. Pts  #5ups/Mode FPosition

FCC 15.2089 Below 38MHz. TST jv4323 25 Oct 20822 Rev 9.5 18 Jan 2823
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DATE: 07/07/2023

DATA
Marker Freque Meter Det Loop Cbl/Am Dist Correct Peak Margin Avg Margin Azimut Polarity
ncy Readin Antenn p (dB) Corr ed Limit (dB) Limit (dB) h
(MHz) g a 300m Readin (dBuV/ (dBuV/ (Degs)
(dBuVv) E(ACF) (dB) g m) m)
(dB/m) (dBuV/
m)
1 .0095 49.52 Pk 60.9 -30.1 -80 .32 68.03 -67.71 48.03 -47.71 0-360 Face-On
4 .0095 47.61 Pk 60.9 -30.1 -80 -1.59 68.03 -69.62 48.03 -49.62 0-360 Face-Off
Marker Frequency Meter Det Loop Cbl/Amp Dist Corr Corrected QP Limit Margin Azimuth Polarity
(MHz) Reading Antenna (dB) 30m (dB) Reading (dBuV/m) (dB) (Degs)
(dBuV) E(ACF) (dBuV/m)
(dB/m)
2 .6829 15.9 Pk 56.4 -32.4 -40 -1 30.92 -31.02 0-360 Face-On
3 13.561 62.94 Pk 34.2 -31.1 -40 26.04 29.5 -3.46 0-360 Face-On
5 .6823 16.03 Pk 56.4 -32.4 -40 .03 30.93 -30.9 0-360 Face-Off
6 13.56 60.01 Pk 34.2 -31.1 -40 23.11 29.5 -6.39 0-360 Face-Off
Pk - Peak detector
Note: Marker 3 and 6 are from Fundamental signals.
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
8.2.2. TAG MODE, Type B 212 Kbps

FUNDAMENTAL

ANTENNA LOOP FACE ON

Chamber B2-RDE-D 2823 Apr 19 11:38:45

RF Emissions
Config: EUT + Charger + Ta

9
Mode: RM Type B 212kbps Primary Antenna
Tested by: 32867 JR / 26851 DA

25 Limit [
|

dBCulalte/meter) 15dB/

ool i
11.56 4MHz/ 15.56

Frequency (MHz)

Range (MHz) RELI/UBL Ref/fttn  Det Avg Mode Sueep Pts  #Sups/Mode Position Range (MHz) RBU/VBY Ref/fittn  Det fivg Mode Sueep. Pts  #Sups/Mode  Position
1:11.56-15.56 1BKC-3d80/30 97/2 PERK - J4sec 16880 HAXH #-360degs

FCC 15.225 13.56MHz Fundamental Mask.TST 38686 18 Apr 26823 Rev 9.5 18 Jan 2823

ANTENNA LOOP FACE OFF

Chamber @2-RDE-D 2823 Apr 19

125
RF Emissions
e Config: EUT + Charger + Tag

Mode: RM Type B 212kbps Primary Antenna
Tested by: 32867 JR / 26851 DA

g5

80

65

50

35 5.225 Limit (’

dBCulolte/meter) 15dB/

208

-18

[
11.56 AMHz /

Frequency (MHz)
Range (MHz) REU/UBU Ref/fttn  Det Avg Mode Sueep Pts  #Sups/Mode Position Range (MHz) RBU/VBY Ref/fittn  Det fivg Mode Sueep. Pts  #Sups/Mode  Position

FCC 15.225 13.56MHz Fundomental Mosk.TST 38686 18 Apr 20823 Rev 9.5 18 Jon 20623
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
DATA

Marker Frequency Meter Det Loop Cbl/Amp Dist Corr Corrected FCC 15.225 PK Azimuth Polarity
(MHz) Reading Antenna (dB) 30m (dB) Reading Limit Margin (Degs)
(dBuV) E(ACF) dB(uVolts/meter) (dB)
(dB/m)
1 13.4538 35.37 Pk 34.3 -31.1 -40 -1.43 50.5 -51.93 0-360 Face-On
2 13.5598 63.64 Pk 34.2 -31.1 -40 26.74 84 -57.26 0-360 Face-On
3 13.6665 35.39 Pk 34.2 -31.1 -40 -1.51 50.5 -52.01 0-360 Face-On
4 13.454 31.55 Pk 34.3 -31.1 -40 -5.25 50.5 -65.75 0-360 Face-Off
5 13.5577 59.75 Pk 34.2 -31.1 -40 22.85 84 -61.15 0-360 Face-Off
6 13.664 32.05 Pk 34.2 -31.1 -40 -4.85 50.5 -55.35 0-360 Face-Off

Pk - Peak detector
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
SPURIOUS EMISSION 212Kbps

ANTENNA LOOP FACE ON

Chamber B2-RDE-D 2823 Apr 20

126

RF Emissions

Config: EUT + Charger + Tag
Mode: RM Type B 212kbps Primary Antenna
Tested by: 26051 DA

160

8O Pk T

T

60

e It

208

5]

‘2@% w

40

(dBulUalts) 2@dB/

-66

. 651 ‘ i Iz
Freguency (MHz)

Range (MHz) RBUI/UBW Ref/ftin  Det Avg Mode Pts $Sups/Mode  Position Range (MHz) RBU/UBY Ref/fttn  Det fivg Mode Sueep. Pts $5upsiMode  Position

|:.B09-.15 380C-3B)/1k  97/4 PEAK - 16880 MAXH 8- 7:1-1.785 18kC-3dB)/ 38k 97/2 PERK - 16688 MAXH B-36degs

15-.49 18k(-3dB)/ 38 97/2 PEAK - 27600 MAXH 8:1.785-38 18kC-3dB)/ 38k 97/2 PERK - 27688 MAXH B-368dege

131,491 18k(-3d8)/38k 9772 PEAK - 16888 MAXH B-368degs

FCC 15.2689 Below 3@MHz.TST jv4323 25 Oct 2822 Rev 9.5 18 Jan 2823

ANTENNA LOOP FACE OFF

Chamber B2-RDE-D 2823 Apr 20

128

RF Emissions

Config: EUT + Charger + Tag
Mode: RM Tuype B 212kbps Primary Antenna
Tested by: 26851 DA

100

B Pk T

o B E——

0 —

20

4]

(dBulalts) 2ddB/

%)
o

-28

-4p

-608

.88 ] 1 18
Frequency (MHz)

[Range CHz) REU/VBY Ref/Attn Det Avg Mode Sueep Pts  #5ups/Mode Position Renge (MHz) RBI/UB Ref/Attn  Det fvg Mode Sueep. Pts  #5ups/Mode FPosition

FCC 15.2089 Below 38MHz. TST jv4323 25 Oct 20822 Rev 9.5 18 Jan 2823
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
DATA

Marke Frequency Meter Det Loop Cbl/Amp Dist Corrected Peak Margin Avg Margin Azimut Polarity
r (MHz) Readin Antenna (dB) Corr Reading Limit (dB) Limit (dB) h
g E(ACF) 300m (dBuV/m) (dBuV/m) (dBuVv/ (Degs)
(dBuV) (dB/m) (dB) m)
1 .0093 39.71 Pk 61.1 -30 -80 -9.19 68.2 -77.39 48.2 -57.39 0-360 Face-On
4 .0093 40.33 Pk 61.1 -30 -80 -8.57 68.18 -76.75 48.18 -56.75 0-360 Face-Off
Marker Frequency Meter Det Loop Cbl/Amp Dist Corr Corrected QP Limit Margin Azimuth Polarity
(MHz) Reading Antenna (dB) 30m (dB) Reading (dBuV/m) (dB) (Degs)
(dBuV) E(ACF) (dBuV/m)
(dB/m)
2 1.1711 19.66 Pk 45.8 -32.4 -40 -6.94 26.25 -33.19 0-360 Face-On
3 13.56 63.18 Pk 34.2 -31.1 -40 26.28 295 -3.22 0-360 Face-On
5 1.1687 20.51 Pk 45.8 -32.4 -40 -6.09 26.27 -32.36 0-360 Face-Off
6 13.56 60.05 Pk 34.2 -31.1 -40 23.15 295 -6.35 0-360 Face-Off

Pk - Peak detector

Note: Marker 3 and 6 are from Fundamental signals.
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
8.2.3. CE MODE, Type B 212 Kbps

FUNDAMENTAL

ANTENNA LOOP FACE ON

Chamber B82-RDE-D 2823 Apr 19 09:41:45

125

RF Emissions
Config: EUT + Charger

18 Mode: CE Type B 212kbps Primary Antenna
Tested by: 32867 JR / 26851 DA

g5

80

65

50

35 5.245 Limit F

dBCulolte/meter) 15dB/

11.56 AMHz /

Frequency (MHz)

Range (MHz) RBL/VBU Ref/fttn  Det Avg Mode Sueep Pts  #Sups/Mode Position Range (MHz) RBU/VBY Ref/fittn  Det fivg Mode Sueep. Pts  #Sups/Mode  Position
1:11.56-15.56 18KC-308) /30 97/2 PERK - J4sec 16880 HAXH -360degs

FCC 15.225 13.56MHz Fundomental Mosk.TST 38686 18 Apr 2023 Rev 9.5 18 Jon 2623

ANTENNA LOOP FACE OFF

Chomber B2-RDE-D 2023 Apr 19 09:41:45

125
RF Emissions

Config: EUT + Charger

18 Mode: CE Type B 212kbps Primary Antenna
Tested by: 32867 JR / 26851 DA

95

80;

65

50

35

dBCulolts/meter) 15dB/

i1.56 ' aNHz/
Frequency (MHz)

Range (HHz) REW/VBW Ref/Attn  Det Avg Mode Sueep Pts  #5ups/lode Position Range (HHz) RBU/UBU Ref/Attn  Det fvg Mode Sueep Pts  #oups/Mode FPosition

FCC 15.225 13.56MHz Fundamental Mask.TST 38686 18 Apr 2023 Rev 9.5 18 Jon 2623
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DATA

Marker Frequenc Meter Det Loop Cbl/Amp Dist Corr Corrected FCC PK Azimuth Polarity
y Reading Antenna (dB) 30m (dB) Reading 15.225 Margin (Degs)
(MHz) (dBuV) E(ACF) (dBuV/m) Limit (dB)
(dB/m)
1 12.7145 30.29 Pk 34.4 -31.2 -40 -6.51 29.54 -36.05 0-360 Face-On
2 13.5598 63.53 Pk 34.2 -31.1 -40 26.63 84 -57.37 0-360 Face-On
3 14.4065 27.24 Pk 34.1 -31 -40 -9.66 29.54 -39.2 0-360 Face-On
4 12.711 26.69 Pk 34.4 -31.2 -40 -10.11 29.54 -39.65 0-360 Face-Off
5 13.5586 60.04 Pk 34.2 -31.1 -40 23.14 84 -60.86 0-360 Face-Off
6 14.4047 27.01 Pk 34.1 -31 -40 -9.89 29.54 -39.43 0-360 Face-Off

Pk - Peak detector
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
SPURIOUS EMISSION 212 Kbps

ANTENNA LOOP FACE ON
Chamber B2-RDE-D 2823 Apr 20

RF Emissions

Config: EUT + Charger
160 Mode: CE Type B 212kbps Prinary Antenna
Tested by: 26851 DA

126

B Pk T

P

60

T I —

20;

CdBulU/m) 28dB/

-28

—4@}-

-608

.8e81 . 1 18
Frequency (MHz)

Ronge (HHz) RBU/BY Ref/Attn Dot fvg Mode Foups/liode FPosition Ronge (1Hz) REW/ VB Ref/btin  Det fvg Mode Suep Pts  Foupsiliode FPosition

11 809-.15 300C-28)/1k 9774 PERK - 16008 MAXH 0-360degs 7:1°1, 765 10kC-3d8)/ 30k 97/2 PERK - dsec 16008 MAKH 0-360degs

18kC-3B)/ 38 97/2 PERK - 27088 HaxH G-30degs 8:1.785-38 1kC-38)/ 30k 97/2 PERK - [ 27088 MAXH 6-360dege

18k(-3d8)/ 38k  97/2 PEAK - 16880 HAXH 0-360degs

FCC 15.289 Below 38MHz.TST jv4323 25 Oct 2822 Rev 9.5 18 Jan 2823

ANTENNA LOOP FACE OFF

IZEC%umber B2-RDE-D 2823 Apr 20 12:21

RF Emissions
Config: EUT + Charger

1009 Mode: CE Tupe B 212kbps Primary Antenna
Tested by: 26851 DA

8O+ Peak T

60

i

408

C(dBuU/m) 28dB/

Noice]] ‘ B w i)
Frequency (MHz)

[Range CHHz) REU/VBY Ref/Attn  Det Avg Mode Sueep Pts  #5ups/Mode Position Renge (MHz) RB/UB Ref/Attn Dt fvg Mode Sueep. Pts  #Sups/Mode FPosition

FCC 15.2089 Below 3@MHz.TST jv4323 25 Oct 2822 Rev 8.5 18 Jan 20823
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023

Marker Freque Meter Det Loop Cbl/Am Dist Correct Peak Margin Avg Margin Azimut Polarity
ncy Readin Antenn p (dB) Corr ed Limit (dB) Limit (dB) h
(MHz) g a 300m Readin (dBuVv/ (dBuVv/ (Degs)
(dBuV) E(ACF) (dB) g m) m)
(dB/m) (dBuV/
m)
1 .0091 40.97 Pk 61.3 -29.9 -80 -7.63 68.43 -76.06 48.43 -56.06 0-360 Face-On
4 .0091 43.06 Pk 61.3 -29.9 -80 -5.54 68.44 -73.98 48.44 -53.98 0-360 Face-Off
Marker Frequenc Meter Det Loop Cbl/Amp Dist Corr Correcte QP Limit Margin Azimuth Polarity
y Reading Antenna (dB) 30m (dB) d (dBuV/m) (dB) (Degs)
(MHz) (dBuV) E(ACF) Reading
(dB/m) (dBuV/m)
5 .679 17.45 Pk 56.4 -32.4 -40 1.45 30.98 -29.53 0-360 Face-On
2 .6826 16.81 Pk 56.4 -32.4 -40 .81 30.93 -30.12 0-360 Face-On
3 13.5589 62.6 Pk 34.2 -31.1 -40 25.7 29.5 -3.8 0-360 Face-Off
6 13.56 60.07 Pk 34.2 -31.1 -40 23.17 29.5 -6.33 0-360 Face-Off

Pk - Peak detector
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
8.3. PRIMARY ANTENNA TX SPURIOUS EMISSION 30-1000 MHz

8.3.1. READER MODE, Type B 212 Kbps

SPURIOUS EMISSION

Horizontal
Chomber 82-RDE-D 2823 Apr 28 08:48:30
Radiated Emissions - 3 Meters

- Config: EUT + Charger
8 Mode: RM Type B 212kbps Primory Antenna
Tested by: 26851 DA

95

75

65

18dB/

55

45

35

D5 by |

B

(dBulU/m) Horizontal

36
Freguency (MHzJ

Range CMHiz) REW/BU Ref/Attn  Det Avg Mode Sueep Pts  #5ups/Mode Position Range CMriz) REU/UBU Ref/Atin  Det Avg Mode
| :3-200 120k(-6483/IM97/18 PEAK - 170ns/MHz 4088 MAXH -360degs H 13:208-1088 128k(-64B2/1M 97/18 PERK -

Sueep Pts  ups/lode Fosition
Blne/MHz 830D MAIH 0-368degs H

FCC Part!5C 308-10808MHz.TST 19172 25 Jan 20823 Rev 9.5 18 Jon 2823

Vertical
:Chumber 82-RDE-D 2023 Apr 28 BB8:48:308
Radiated Emissions - 3 Meters

- Config: EUT + Charger
8 Mode: RM Type B 212kbps Primary Antenna
Tested by: 26851 DA

9

75

65

18dB/

55

45 APk LT

(dBulU/m) Uertical

00
Frequency (MHz)

[Range CHiz) REW/ VB Ref/Bttn  Det Avg Mode Sueep Pts  #5ups/Mode Fosition [Ronge CHiz) RBW/UB Ref/Atin Det fvg Mode Sueep Pts  #ups/Mode FPosition

FCC Part15C 38-188@MH=. TST 19172 25 Jon 2823 Rev 5.5 18 Jon 2@23
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023

DATA
Marker Frequenc Meter Det 80508 Cbl/Amp Correcte QPk Limit Margin Azimuth Height Polarity
y Reading ACF (dB) (dB) d (dBuV/m) (dB) (Degs) (cm)
(MHz) (dBuV) Reading
(dBuV/m)
1 81.0132 48.9 Pk 134 -30.2 321 40 -7.9 0-360 299 H
2 168.628 43.45 Pk 17.8 -29.9 31.35 43.52 -12.17 0-360 199 H
3 906.292 28.5 Pk 28.9 -26.1 31.3 46.02 -14.72 0-360 301 H
4 31.3178 38.94 Pk 26 -30.4 34.54 40 -5.46 0-360 99 Vv
5 40.6703 47.36 Pk 19.1 -30.4 36.06 40 -3.94 0-360 99 Vv
6 907.992 27.75 Pk 28.9 -26.1 30.55 46.02 -15.47 0-360 199 Vv
Marker Frequency Meter Det 80508 ACF Cbl/Amp (dB) Corrected QPk Limit Margin Azimuth Height Polarity
(MHz) Reading (dB) Reading (dBuV/m) (dB) (Degs) (cm)
(dBuV) (dBuV/m)
4 31.4699 36 Qp 25.9 -30.4 31.5 40 -8.5 0 109 \Y
5 40.6832 45.99 Qp 19 -30.4 34.59 40 -5.41 67 102 \Y
Pk - Peak detector
Qp - Quasi-Peak detector
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
8.3.2. TAG MODE, Type B 212 Kbps

SPURIOUS EMISSION

Horizontal
:C%amber B2-RDE-D 2023 Qpr- 28 B9:23:58
Radiated Emissions - 3 Meters

- Config: EUT + Chorger + Tag
8 Mode: RM Type B 212kbps Primary Antenna
Tested by: 26851 DA

9

75

65

18dB/

55

45 APk LT CEB

(dBulU/m) Horizontal

" AT

00
Frequency (MHz)

[Range CHiz) REW/ VB Ref/Bitn  Det Avg Mode Sueep Pts  #5ups/Mode FPosition [Ronge CHiz) RBW/UB Ref/Atin Det Avg Mode Sueep Pts  #oups/Mode Position
1 :30-200 120k(-6d83/IM 97/10 PEAK - 17Bns/MHz  40B8  MAXH -360degs H 13:208-1088 128k(-6dB)/1M 97/10 PERK - 800ns/MHz  BOBE  MAXH 6-360degs H

FCC Part!15C 38-188@MH=. TST 19172 25 Jon 2823 Rev 5.5 18 Jon 2@23

Vertical
= Chomber @2-RDE-D 2023 Apr 28 B9:23:
Radiated Emissions - 3 Meters

o Config: EUT + Charger + Tag
8 Mode: RM Type B 212kbps Primary Antenna
Tested by: 26851 DA

9

75

65

18dB/

55

=
4 UPFRKCami T ld

(dBulU/m) Uertical

alE]

Frequency (MHz)
[Renge CtHiz) RBUAE Ref/Gtin  Det Avg Hode Sueep Pts  #oups/liode Fosition Range (Hiz) RBU/UB Ref/Aiin Det fvg Hode Sueep Pts  Fups/ode Fosition

FCC Part15C 38-188@MH=. TST 19172 25 Jon 2823 Rev 9.5 18 Jon 2@23
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023

DATA
Marker Frequenc Meter Det 80508 Cbl/Amp Correcte QPk Limit Margin Azimuth Height Polarity
y Reading ACF (dB) (dB) d (dBuV/m) (dB) (Degs) (cm)
(MHz) (dBuV) Reading
(dBuV/m)
1 80.1205 48.79 Pk 13.5 -30.2 32.09 40 -7.91 0-360 199 H
2 175.175 43.53 Pk 17.5 -29.9 31.13 43.52 -12.39 0-360 199 H
3 906.092 30.3 Pk 28.9 -26.1 33.1 46.02 -12.92 0-360 401 H
4 31.2753 39.62 Pk 26.1 -30.4 35.32 40 -4.68 0-360 99 \%
5 40.6278 47.41 Pk 19.1 -30.4 36.11 40 -3.89 0-360 99 V
6 951.798 29.32 Pk 29.2 25.6 32.92 46.02 131 0-360 399 vV
Marker Frequenc Meter Det 80508 Cbl/Amp Correcte QPk Limit Margin Azimuth Height Polarity
y Reading ACF (dB) (dB) d (dBuV/m) (dB) (Degs) (cm)
(MHz) (dBuV) Reading
(dBuV/m)
4 31.6252 36.38 Qp 25.8 -30.4 31.78 40 -8.22 18 108 \%
5 40.685 45.98 Qp 19 -30.4 34.58 40 -5.42 54 101 \4
Pk - Peak detector
Qp - Quasi-Peak detector
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
8.3.3. CE MODE, Type B 212 Kbps

Horizontal
=Chomber 82-RDE-D 2023 Apr 28 18:86:15
Radiated Emissions - 3 Meters

o Config: EUT + Charger
8 Mode: CE Type B 212kbps Primary Antenna
Tested by: 26851 DA

9

75

65;

18dB/

UPFRKCimi T ld

(dBulU/m) Horizontal

0]

Freguency (MHz)

[Range ciriz) REW/ VB Ref/Bttn Det fvg Mode Sueep Pts  #5ups/Mode Fosition [Range hiz) RBW/UBI Ref/Atin  Det Avg Mode
| :30-200 120k(-6d83/IM 97/18 PEAK - 170ns/MHz 4888 MAXH -360degs H 13:208-1 068 128k(-6d8)/1M §7/18 PERK -

Sueep Pts  Fups/ode FPosition
B0ns/MHz  BEI0 AU 6-368degs H

FCC Part15C 38-188@MH=. TST 19172 25 Jon 2823 Rev 3.5 18 Jon 2823

Vertical
= Chamber B2-RDE-D 2823 Apr 28 10:00:15
Radiated Emissions - 3 Meters

9

- Config: EUT + Charger
8 Mode: CE Type B 212kbps Primary Antenna
Tested by: 26851 DA

75

65

18dB/

PR im e Tel

(dBulU/m) Uertical

[iElE]
Freguency (MHzJ

[Renge CtHiz) RBU/B Ref/Atin  Det Avg Hode Sueep Pts  #oups/lode Fosition Renge CPHiz) RBU/ UGl Ref/Atin  Det Avg Mode Sueep Pts  ups/ode Fosition

FCC Part!5C 368-18@@MH=z. TST 19172 25 Jon 2823 Rev 9.5 18 Jon 2823
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023

DATA
Marker Frequenc Meter Det 80508 Cbl/Amp Correcte QPk Limit Margin Azimuth Height Polarity
y Reading ACF (dB) (dB) d (dBuV/m) (dB) (Degs) (cm)
(MHz) (dBuV) Reading
(dBuV/m)
1 80.4606 49.62 Pk 13.5 -30.2 32.92 40 -7.08 0-360 299 H
2 174.665 43.75 Pk 17.5 -29.9 31.35 43.52 -12.17 0-360 199 H
3 914.893 28.83 Pk 29 -26 31.83 46.02 -14.19 0-360 101 H
4 31.4029 40.22 Pk 26 -30.4 35.82 40 -4.18 0-360 99 \
5 79.9504 49.58 Pk 13.5 -30.2 32.88 40 -7.12 0-360 199 \
6 924.294 29.84 Pk 28.9 -25.9 32.84 46.02 -13.18 0-360 399 \
Marker Frequenc Meter Det 80508 Cbl/Amp Correcte QPk Limit Margin Azimuth Height Polarity
y Reading ACF (dB) (dB) d (dBuV/m) (dB) (Degs) (cm)
(MHz) (dBuV) Reading
(dBuV/m)
1 81.3676 47.62 Qp 13.4 -30.2 30.82 40 -9.18 15 243 H
4 31.3706 36.43 Qp 26 -30.4 32.03 40 -7.97 59 109 \
Pk - Peak detector
Qp - Quasi-Peak detector
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
8.4. SECONDARY ANTENNA FUNDAMENTAL & SPURIOUS
EMISSION 0.15-30 MHz

8.4.1. READER MODE, Type B 212 Kbps

FUNDAMENTAL

ANTENNA LOOP FACE ON

| ZKC%umber 82-RDE-D 2023 Apr 20 23:38:35

RF Emissions
Config: EUT + Charger

118 Mode: RM Type B 212kbps Secondary Antenna
Tested by: 24943 MA

95

80

65

50

35

dBCulolts/meter) 15dB/

- P T
11.56 aM
Frequency (MHz)

Range (MHz) RE/UBL Ref/fttn  Det Avg Mode u Pts  #Sups/Mode Position ‘Rﬂnge (MHz) RBU/VBY Ref/fttn  Det fvg Mode ueey s #Sups/Mode  Position
PEAK - s

o B3
1:11.56-15.56 1BKC-3d80/30 97/2 16088 KAXH -360degs

FCC 15.225 13.56MHz Fundamental Mask.TST 38686 19 Apr 2823 Rev 9.5 18 Jon 2623

ANTENNA LOOP FACE OFF

IZSC%umber B2-RDE-D 2823 Apr 20 23:38:35

RF Emissions
Config: EUT + Charger

e Mode: RM Type B 212kbps Secondary Antenna
Tested by: 24943 MA

95

80

65

50

35

dBCulolte/meter) 15dB/

20

IS

-18

11.56 o - 4MHz/

Frequency (MHz)
Range (MHz) RBU/VBU Ref/fttn  Det Avg Mode Sueep Pts  #Sups/Mode  Position Range (Mz) RBU/VB Ref/fttn  Det Avg Mode Sueep Pts  #Sups/Mode Position

FCC 15.225 13.56MHz Fundomental Mosk.TST 38686 19 Apr 2823 Rev 9.5 18 Jon 2023
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023

DATA
Marker Frequency Meter Det Loop Cbl/Amp Dist Corrected FCC 15.225 PK Margin Azimuth Polarity
(MHz) Reading Antenna (dB) Corr Reading Limit (dB) (Degs)
(dBuV) E(ACF) 30m dBuV/m
(dB/m) (dB)
1 12.2268 18.77 Pk 34.5 -31.3 -40 -18.03 29.54 -47.57 0-360 Face-On
2 13.56 44.21 Pk 34.2 -31.1 -40 7.31 84 -76.69 0-360 Face-On
3 14.4905 17.01 Pk 34.1 -31 -40 -19.89 29.54 -49.43 0-360 Face-On
4 12.0062 19.08 Pk 34.6 -31.3 -40 -17.62 29.54 -47.16 0-360 Face-Off
5 13.5571 44.18 Pk 34.2 -31.1 -40 7.28 84 -76.72 0-360 Face-Off
6 14.1941 18.42 Pk 34.2 -31.1 -40 -18.48 29.54 -48.02 0-360 Face-Off

Pk - Peak detector
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
SPURIOUS EMISSION

ANTENNA LOOP FACE ON

Chamber B2-RDE-D 2823 Apr 24

126

RF Emissions

Config: EUT + Charger
100 Mode: RM Tupe B 212kbps Secondary Antenna
Tested by: 26851 DA

B Pk T

60

40

20

dBCulalts/meter) 2@dB/

-2

-4@

-608

.Be81 . 1 18
Frequency (MHz)
Renge Hz) RELI/UBl Ref/Aitn  Det fvg Mode Pts  Foups/lode FPosition Ronge (1Hz) /Ul Ref/btin  Det fvg Hode Pts  Foups/liode FPosition
I 809-.15 300C-38)/ 1k 97/4 PERK - 16008 MAXH 0-360degs 7:1°1, 765 10k(-3d8)/ 30k 97/2 PERK - 16008 MAKH 0-360degs
108kC-3B)/ 38 97/2 PERK - 27088 HaxH 0-30degs 8:1.785-38 1kC-3B)/ 30k 97/2 PERK - 27008 MAXH G-360dege
18k(-3d8)/ 38k  97/2 PEAK - 16880 HAXH 0-360degs

FCC 15.289 Below 38MHz.TST jv4323 25 Oct 2822 Rev 9.5 18 Jan 2823

ANTENNA LOOP FACE OFF

Chamber B2-RDE-D 2823 Apr 24 12:29:

128

RF Emissions
Config: EUT + Charger

Mode: RM Type B 212kkps Secondary Antenna
Tested by: 26851 DA

100

8O+ Peak T

60

i

408

dBCulalts/meter) 28dB/

668 o w i)
Frequency (MHz)

Range (HHz) REW/UBU Ref/Atin  Det Avg Mode Sueep Pts  #5ups/fode Position Range CMiz) RBU/UBU Ref/Atin  Det fvg Mode Sueep Pts  #5ups/Mode Position

FCC 15.2089 Below 3@MHz.TST jv4323 25 Oct 2822 Rev 8.5 18 Jaun 20823
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REPORT NO: 14523758-E8V2

DATE: 07/07/2023

DATA
Marker Freque Meter Det Loop Cbl/Am Dist Corrected Peak Limit Margin Avg Margin Azimut Polarity
ncy Readin Antenn p (dB) Corr Reading (dBuV/m) (dB) Limit (dB) h
(MHz) g a 300m dBuV/m (dBuV/ (Degs)
(dBuV) E(ACF) (dB) m)
(dB/m)
1 .0111 38.67 Pk 60.3 -30.7 -80 -11.73 66.69 -78.42 46.69 -58.42 0-360 Face-
On
4 .0125 42.17 Pk 60.1 -31.1 -80 -8.83 65.64 -74.47 45.64 -54.47 0-360 Face-
Off
Marker Frequency Meter Det Loop Cbl/Amp Dist Corr Corrected QP Limit Margin Azimuth Polarity
(MHz) Reading Antenna (dB) 30m (dB) Reading (dBuV/m) (dB) (Degs)
(dBuV) E(ACF) dBuV/m
(dB/m)
2 1.1718 20.25 Pk 45.8 -32.4 -40 -6.35 26.25 -32.6 0-360 Face-On
3 13.56 43.82 Pk 34.2 -31.1 -40 6.92 29.5 -22.58 0-360 Face-On
5 1.168 19.89 Pk 45.8 -32.4 -40 -6.71 26.28 -32.99 0-360 Face-Off
6 13.5589 42.05 Pk 34.2 -31.1 -40 5.15 295 -24.35 0-360 Face-Off
Pk - Peak detector
Note: Marker 3 and 6 are from Fundamental signals.
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
8.4.2. TAG MODE, Type B 212 Kbps

FUNDAMENTAL

ANTENNA LOOP FACE ON

Chamber 82-RDE-D 2823 Apr 20 23:48:12

125

RF Emissions
Config: EUT + Charger + Tag

18 Mode: RM Type B 212kbps Secondary Antenna
Tested by: 24943 MA

g5

80

65

50

5 Limit
35; F

dBCulolte/meter) 15dB/

. L " Ll B 1Y Ll il
11.56 4MHz/ 15.56

Frequency (MHz)

Range (MHz) REUI/UBU Ref/fttn  Det Avg Mode Sueep Pts  #Sups/Mode Position Range (MHz) RBU/VBY Ref/fittn  Det fivg Mode Pts  #Sups/Mode  Position
1:11.56-15.56 18KC-308)/30 97/2 PERK - J4sec 16880 HAXH -360degs

FCC 15.225 13.56MHz Fundomental Mosk.TST 38686 19 Apr 2823 Rev 9.5 18 Jon 2023

ANTENNA LOOP FACE OFF

Chamber B2-RDE-D 2023 Apr 20 23:48:12

125
RF Emissions
e Config: EUT + Charger + Tag

Mode: RM Type B 212kbps Secondary Antenna
Tested by: 24943 MA

95

80

65

50

35

dBCulolts/meter) 15dB/

11.56 AMHz/
Frequency (MHz)

Range (PHz) REU/BU Ref/Attn Dot fvg Hode Sueep Pts  Foups/lode Position Range (FFiz) REW/VB Ref/Atin Dot fvg fode Sucep Pts  Foups/llode Position

FCC 15.225 13.56MHz Fundamental Mask.TST 38686 19 Apr 2023 Rev 9.5 18 Jon 2623
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
DATA

Marker Frequency Meter Det Loop Cbl/Amp Dist Corr Corrected FCC PK Azimuth Polarity
(MHz) Reading Antenna (dB) 30m (dB) Reading 15.225 Margin (Degs)
(dBuV) E(ACF) dBuV/m Limit (dB)
(dB/m)
1 12.01 19.58 Pk 34.6 -31.3 -40 -17.12 29.54 -46.66 0-360 Face-On
2 13.5598 45.39 Pk 34.2 -31.1 -40 8.49 84 -75.51 0-360 Face-On
3 14.4385 17.35 Pk 34.1 -31 -40 -19.55 29.54 -49.09 0-360 Face-On
4 11.8576 19.04 Pk 34.6 -31.3 -40 -17.66 29.54 -47.2 0-360 Face-Off
5 13.5586 44.39 Pk 34.2 -31.1 -40 7.49 84 -76.51 0-360 Face-Off
6 14.5364 16.92 Pk 341 -31 -40 -19.98 29.54 -49.52 0-360 Face-Off

Pk - Peak detector
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
SPURIOUS EMISSION

ANTENNA LOOP FACE ON
Chamber B2-RDE-D 2823 Apr 24

RF Emissions

126

Config: EUT + Charger + Tag
Mode: RM Type B 212kbps Secondary Antenna
Tested by: 26851 DA

180

B Pk T

60

40

20

(dBuUalts) 2ddB/

-20-

— 484

-608

.Be81 . 1 18
Frequency (MHz)
Renge Hz) RELI/UBl Ref/Aitn  Det fvg Mode Pts  Foups/lode FPosition Ronge (1Hz) /Ul Ref/btin  Det fvg Hode Pts  Foups/liode FPosition
I 809-.15 300C-38)/ 1k 97/4 PERK - 16008 MAXH 0-360degs 7:1°1, 765 10k(-3d8)/ 30k 97/2 PERK - 16008 MAKH 0-360degs
108kC-3B)/ 38 97/2 PERK - 27088 HaxH 0-30degs 8:1.785-38 1kC-3B)/ 30k 97/2 PERK - 27008 MAXH G-360dege
18k(-3d8)/ 38k  97/2 PEAK - 16880 HAXH 0-360degs

FCC 15.289 Below 38MHz.TST jv4323 25 Oct 2822 Rev 9.5 18 Jan 2823

ANTENNA LOOP FACE OFF
Chamber B2-RDE-D 2823 Apr 24 11:58:43

RF Emissions

128

Config: EUT + Charger + Tag
Mode: RM Type B 212kbps Secondary Antenna
Tested by: 26851 DA

100

B Pk T

‘\N\\-§

60

T I —

20

(dBulalts) 2ddB/

20

-4p

-68

.88 ] 1 18
Frequency (MHz)

[Range CHHz) REU/VBY Ref/Attn  Det Avg Mode Sueep Pts  #5ups/Mode Position Renge (MHz) RB/UB Ref/Attn  Det fvg Mode Sueep. Pts  #5ups/Mode FPosition

FCC 15.2089 Below 38MHz. TST jv4323 25 Oct 20822 Rev 9.5 18 Jan 2823
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REPORT NO: 14523758-E8V2

DATE: 07/07/2023

DATA
Marker Frequency Meter Det Loop Cbl/Amp Dist Corrected Peak Margin Avg Margin Azimuth Polarity
(MHz) Reading Antenna (dB) Corr Reading Limit (dB) Limit (dB) (Degs)
(dBuV) E(ACF) 300m (dBuV/m) (dBuV/m) (dBuV/m)
(dB/m) (dB)
1 .0113 38.13 Pk 60.2 -30.8 -80 -12.47 66.53 -79 46.53 -59 0-360 Face-
On
4 0111 39.08 Pk 60.3 -30.7 -80 -11.32 66.67 -77.99 46.67 -57.99 0-360 Face-
Off
Marker Frequency Meter Det Loop Cbl/Amp Dist Corr Corrected QP Limit Margin Azimuth Polarity
(MHz) Reading Antenna (dB) 30m (dB) Reading (dBuV/m) (dB) (Degs)
(dBuV) E(ACF) (dBuV/m)
(dB/m)

2 1.1686 20.8 Pk 45.8 -32.4 -40 -5.8 26.27 -32.07 0-360 Face-On

3 13.5589 44.39 Pk 34.2 -31.1 -40 7.49 295 -22.01 0-360 Face-On

5 1.1713 20.9 Pk 45.8 -32.4 -40 -5.7 26.25 -31.95 0-360 Face-Off

6 13.561 42.83 Pk 34.2 -31.1 -40 5.93 29.5 -23.57 0-360 Face-Off
Pk - Peak detector
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
8.5. SECONDARY ANTENNA TX SPURIOUS EMISSION 30-1000 MHz

8.5.1. READER MODE, Type B 212 Kbps

Horizontal
~Chomber @2-RDE-D 2023 Apr 28 1@:35:16
Radiated Emissions - 3 Meters

- Config: EUT + Charger
8 Mode: RM Type B 212kbps Secondary Antenna
Tested by: 26851 DA

9

75

65

18dB/

55

GPRTmT e

(dBuU/m) Horizontal

15 b4

T

30 108

Frequency (MHz)

Pts  #Sups/Mode Fosition [Ronge Ciiz) B/ Ref/Atin Det fvg Mode
8-360degs H 13:208-1088 128k(-6dB)/1M 97/18 PERK -

[Range_tHz) Rl Ref/Bttn Det Avg Mode Suet
1 :30-200 PERK -

U/UBU - s Hups/ode Fosition
120k(-6483/ 1M 97/18 1T0es/Mhz 4800 HAXH

Sueep Pis
B0Bne/MHz  BIED  MAYH 0-368degs H

FCC Part15C 38-188@MH=. TST 18172 25 Jon 2823 Rev 5.5 18 Jon 2@23

Vertical
=Chomber 82-RDE-D 2023 Apr 28 18:35:16
Radiated Emissions - 3 Meters

9

o Config: EUT + Charger
8 Mode: RM Type B 212kbps Secondary Antenna
Tested by: 26851 DA

75

65

1adB/

55

PR Cimi T ld

(dBuU/m) Uertical

18g
Frequency (MHz)

[Range Citiz) REU/ VB Ref/Attn  Det Avg Mode Sueep. Pts  #5ups/Mode Fosition [Range Ctiz) RBU/UB Ref/Attn  Det Avg Mode Sueep Pts  #ups/Mode Fosition

FCC Part15C 38-1888MH=. TST 19172 25 Jon 2823 Rev 3.5 18 Jan 2823
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
DATA

Marker Frequency Meter Det 80508 Cbl/Amp Corrected QPk Margin Azimuth Height Polarity
(MHz) Reading ACF (dB) (dB) Reading Limit (dB) (Degs) (cm)
(dBuV) (dBuV/m) (dBuV/m)
1 80.163 47.57 Pk 13.5 -30.2 30.87 40 -9.13 0-360 299 H
2 169.479 42.16 Pk 17.8 -29.9 30.06 43.52 -13.46 0-360 199 H
3 934.595 29.53 Pk 28.9 -25.8 32.63 46.02 -13.39 0-360 201 H
4 31.6579 40.37 Pk 25.8 -30.4 35.77 40 -4.23 0-360 97 \
5 79.9929 47.25 Pk 13.5 -30.2 30.55 40 -9.45 0-360 199 \
6 943.197 29.15 Pk 29 -25.7 32.45 46.02 -13.57 0-360 199 \
Marker Frequenc Meter Det 80508 Cbl/Amp Corrected QPk Limit Margin Azimuth Height Polarity
y Reading ACF (dB) (dB) Reading (dBuV/m) (dB) (Degs) (cm)
(MHz) (dBuV) (dBuV/m)
4 31.5204 36.87 Qp 25.9 -30.4 32.37 40 -7.63 42 100 \

Pk - Peak detector
Qp - Quasi-Peak detector
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
8.5.2. TAG MODE, Type B 212 Kbps

Horizontal
=Chomber 82-RDE-D 2023 Apr 28 11:82:85
Radiated Emissions - 3 Meters

o Config: EUT + Charger + Tag
8 Mode: RM Type B 212kbps Secondory Antenna
Tested by: 26851 DA

9

75

65;

18dB/

UPFRKCimi T ld

2oy m MW
M

MRl

(dBulU/m) Horizontal

0]

Freguency (MHz)

[Range ciriz) REW/ VB Ref/Bttn Det fvg Mode Sueep Pts  #5ups/Mode Fosition [Range hiz) RBW/UBI Ref/Atin  Det Avg Mode
| :30-200 120k(-6d83/IM 97/18 PEAK - 170ns/MHz 4888 MAXH -360degs H 13:208-1 068 128k(-6d8)/1M §7/18 PERK -

Sueep Pts  Fups/ode FPosition
B0ns/MHz  BEI0 AU 6-368degs H

FCC Part15C 38-188@MH=. TST 19172 25 Jon 2823 Rev 3.5 18 Jon 2823

Vertical
= Chamber B2-RDE-D 2823 Apr 28
Radiated Emissions - 3 Meters

9

- Config: EUT + Charger + Tag
8 Mode: RM Type B 212kbps Secondary Antenna
Tested by: 26851 DA

75

65

18dB/

PR im e Tel

(dBulU/m) Uertical

[iElE]
Freguency (MHzJ

[Renge CtHiz) RBU/B Ref/Atin  Det Avg Hode Sueep Pts  #oups/lode Fosition Renge CPHiz) RBU/ UGl Ref/Atin  Det Avg Mode Sueep Pts  ups/ode Fosition

FCC Part!5C 368-18@@MH=z. TST 19172 25 Jon 2823 Rev 9.5 18 Jon 2823
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
DATA

Marker Frequency Meter Det 80508 Cbl/Amp Corrected QPk Limit Margin Azimuth Height Polarity
(MHz) Reading ACF (dB) (dB) Reading (dBuV/m) (dB) (Degs) (cm)
(dBuV) (dBuV/m)
1 81.2683 47.75 Pk 13.4 -30.2 30.95 40 -9.05 0-360 299 H
2 169.564 43.42 Pk 17.8 -29.9 31.32 43.52 -12.2 0-360 199 H
3 939.396 29.69 Pk 28.9 -25.7 32.89 46.02 -13.13 0-360 301 H
4 31.4029 40.76 Pk 26 -30.4 36.36 40 -3.64 0-360 98 \
5 80.4606 47.02 Pk 13.5 -30.2 30.32 40 -9.68 0-360 199 \
6 918.493 29.63 Pk 29 -26 32.63 46.02 -13.39 0-360 299 \
Marker Frequency Meter Det 80508 ACF Cbl/Amp (dB) Corrected QPk Limit Margin Azimuth Height Polarity
(MHz) Reading (dB) Reading (dBuV/m) (dB) (Degs) (cm)
(dBuV) (dBuV/m)
4 31.39 36.82 Qp 26 -30.4 32.42 40 -7.58 36 100 \

Pk - Peak detector
Qp - Quasi-Peak detector
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023

9. FREQUENCY STABILITY

LIMIT

§15.225 (e) The frequency tolerance of the carrier signal shall be maintained within £0.01% of
the operating frequency, over a temperature variation of -20 degrees to +50 degrees C at
normal supply voltage, and for a variation in the primary supply voltage from 85% to 115% of

the rated supply voltage at a temperature of 20 degrees C. For battery operated equipment, the
equipment tests shall be performed using a new battery.

IC RSS-210, Annex B.6
Carrier frequency stability shall be maintained to £0.01% (£100 ppm).

TEST PROCEDURE

ANS| C63.10-2013 Clause 6.8

RESULTS

No non-compliance noted.

ID: 27342 Date: 6/23/2023
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023

9.1. PRIMARY ANTENNA
9.1.1. READER MODE, Type B 212 Kbps

Reference Frequency: EUT Channel 13.56 MHz @ 20°C
Limit: £100 ppm = 1.35600 KHz
Power | Envir.
Supply | Temp Frequency Deviation Measureed with Time Elapse
Startup Delta @ 2 mins Delta @ 5 mins Delta @ 10 mins Delta Limit
(VAC) (°c) (MHz) (ppm) (MHz) (ppm) (MHz) (ppm) (MHz) (ppm) (ppm)
50 13.559814 4.646 13.559808 5.088 13.559811 4.867 13.559808 5.088 +100
40 13.559844 2.434 13.559826 3.761 13.559820 4.204 13.559817 4.425 + 100
30 13.559883 -0.442 13.559859 1.327 13.559853 1.770 13.559847 2212 +100
3.80 20 13.559877 0.000 13.559856 1.549 13.559859 1.327 13.559859 1.327 + 100
10 13.559904 -1.991 13.559892 -1.106 13.559892 -1.106 13.559898 -1.549 + 100
0 13.559985 -7.965 13.559970 -6.858 13.559964 -6.416 13.559961 -6.195 +100
-10 13.560027 -11.062 13.560015 -10.177 13.560009 -9.735 13.560006 -9.513 + 100
-20 13.560036 -11.726 13.560033 -11.504 13.560030 -11.283 13.560030 -11.283 +100
3.23 20 13.559949 -5.310 13.559919 -3.097 13.559907 -2.212 13.559895 -1.327 + 100
4.37 20 13.559922 -3.319 13.559895 -1.327 13.559892 -1.106 13.559889 -0.885 + 100

9.1.2. TAG MODE

Reference Frequency: EUT Channel 13.56 MHz @ 20°C
Limit: £100 ppm = 1.35600 KHz
Power | Envir.
Supply | Temp Frequency Deviation Measureed with Time Elapse
Startup Delta @ 2 mins Delta @ 5 mins Delta @ 10 mins Delta Limit
(VAC) | (C) (MHz) (ppm) (MHz) (ppm) (MHz) (ppm) (MHz) (ppm) (ppm)
50 13.559830 7.670 13.559810 9.145 13.559810 9.145 13.559810 9.145 + 100
40 13.559870 4.720 13.559840 6.932 13.559830 7.670 13.559825 8.038 + 100
30 13.559890 3.245 13.559865 5.088 13.559855 5.826 13.559850 6.195 + 100
3.80 20 13.559934 0.000 13.559904 2.212 13.559895 2.876 13.559886 3.540 100
10 13.559930 0.295 13.559900 2.507 13.559900 2.507 13.559900 2.507 + 100
0 13.559975 -3.024 13.559960 -1.917 13.559955 -1.549 13.559960 -1.917 +100
-10 13.560020 -6.342 13.560005 -5.236 13.560000 -4 867 13.560005 -5.236 + 100
-20 13.560030 -7.080 13.560030 -7.080 13.560030 -7.080 13.560030 -7.080 + 100
3.23 20 13.559960 -1.917 13.559920 1.032 13.559905 2.139 13.559895 2876 + 100
4.37 20 13.559930 0.295 13.559905 2.139 13.559895 2.876 13.559890 3.245 + 100
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023

9.1.3. CE MODE, Type B 212 Kbps

Reference Frequency: EUT Channel 13.56 MHz @ 20°C
Limit: £100 ppm = 1.35600 KHz
Power | Envir.
Supply | Temp Frequency Deviation Measureed with Time Elapse
Startup Delta @ 2 mins Delta @ 5 mins Delta @ 10 mins Delta Limit
(VAC) | (°€) (MHz) (ppm) (MHz) (ppm) (MHz) (ppm) (MHz) (ppm) (ppm)
50 13.559836 6.490 13.559828 7.080 13.559824 7.375 13.559816 7.965 + 100
40 13.559868 4.130 13.559856 5.015 13.559854 5.162 13.559844 5.900 + 100
30 13.559904 1.475 13.559892 2.360 13.559884 2.950 13.559884 2.950 +100
3.80 20 13.559924 0.000 13.559920 0.295 13.559916 0.590 13.559916 0.590 + 100
10 13.559960 -2.655 13.559952 -2.065 13.559944 -1.475 13.559944 -1.475 +100
0 13.559984 -4.425 13.559980 -4.130 13.559984 -4.425 13.559992 -5.015 + 100
-10 13.560028 -7.670 13.560032 -7.965 13.560028 -7.670 13.560028 -7.670 + 100
-20 13.560032 -7.965 13.560036 -8.260 13.560036 -8.260 13.560036 -8.260 + 100
3.23 20 13.559960 -2.655 13.559948 -1.770 13.559940 -1.180 13.559932 -0.590 + 100
4.37 20 13.559940 -1.180 13.559928 -0.295 13.559924 0.000 13.559924 0.000 +100
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023

9.2 SECONDARY ANTENNA
9.2.1. READER MODE, Type B 212 Kbps

Reference Frequency: EUT Channel 13.56 MHz @ 20°C
Limit: £100 ppm = 1.35600 KHz
Power | Envir.
Supply | Temp Frequency Deviation Measureed with Time Elapse
Startup Delta @ 2 mins Delta @ 5 mins Delta @ 10 mins Delta Limit
(VAC) | () (MHz) (ppm) (MHz) (ppm) (MHz) (ppm) (MHz) (ppm) (ppm)
50 13.559892 4.130 13.559892 4.130 13.559900 3.540 13.559904 3.245 + 100
40 13.559912 2.655 13.559896 3.835 13.559888 4.425 13.559888 4.425 +100
30 13.559936 0.885 13.559916 2.360 13.559904 3.245 13.559904 3.245 + 100
3.80 20 13.559948 0.000 13.559944 0.295 13.559940 0.590 13.559936 0.885 100
10 13.559992 -3.245 13.559960 -0.885 13.559956 -0.590 13.559952 -0.295 + 100
0 13.560036 -6.490 13.560012 -4.720 13.560008 -4.425 13.560004 -4.130 + 100
-10 13.560068 -8.850 13.560052 -7.670 13.560048 -7.375 13.560048 -7.375 + 100
-20 13.560092 -10.619 13.560084 -10.029 13.560080 -9.735 13.56008 -9.735 + 100
3.23 20 13.559992 -3.245 13.559976 -2.065 13.559960 -0.885 13.559952 -0.295 +100
4.37 20 13.559980 -2.360 13.559948 0.000 13.559936 0.885 13.559932 1.180 + 100

9.2.2. TAG MODE, Type B 212 Kbps

Reference Frequency: EUT Channel 13.56 MHz @ 20°C
Limit: £100 ppm = 1.35600 KHz
Power | Envir.
Supply | Temp Frequency Deviation Measureed with Time Elapse
Startup Delta @ 2 mins Delta @ 5 mins Delta @ 10 mins Delta Limit
(VAC) | (C) (MHz) (ppm) (MHz) (ppm) (MHz) (ppm) (MHz) (ppm) (ppm)
50 13.559888 5.605 13.559892 5.310 13.559896 5.015 13.559900 4.720 + 100
40 13.559912 3.835 13.559892 5.310 13.559892 5.310 13.559888 5.605 +100
30 13.559948 1.180 13.559924 2.950 13.559908 4.130 13.559904 4.425 + 100
3.80 20 13.559964 0.000 13.559944 1.475 13.559936 2.065 13.559928 2.655 100
10 13.559964 0.000 13.559944 1.475 13.559936 2.085 13.559936 2.065 +100
0 13.559996 -2.360 13.559992 -2.065 13.559988 -1.770 13.559988 -1.770 + 100
-10 13.560072 -7.965 13.560052 -6.490 13.560040 -5.605 13.560040 -5.605 +100
-20 13.560088 -9.145 13.560076 -8.260 13.560076 -8.260 13.560076 -8.260 + 100
3.23 20 13.559948 1.180 13.559928 2.655 13.559924 2.950 13.559924 2.950 +100
4.37 20 13.559948 1.180 13.559936 2.065 13.559928 2.655 13.559924 2.950 + 100
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REPORT NO: 14523758-E8V2

DATE: 07/07/2023

10. AC MAINS LINE CONDUCTED EMISSIONS

LIMITS

§15.207
IC RSS-GEN, Section 8.8

(a) Except as shown in paragraphs (b) and (c) of this section, for an intentional radiator that is
designed to be connected to the public utility (AC) power line, the radio frequency voltage that is
conducted back onto the AC power line on any frequency or frequencies, within the band 150 kHz
to 30 MHz, shall not exceed the limits in the following table, as measured using a 50pH/50 ohms
line impedance stabilization network (LISN). Compliance with the provisions of this paragraph shall
be based on the measurement of the radio frequency voltage between each power line and ground
at the power terminal. The lower limit applies at the band edges.

Frequency range Limits (dBuV)
(MHz) Quasi-peak Average
0.15t0 0.50 66 to 56 56 to 46
0.50t0 5 56 46
5to 30 60 50

Notes:

0.50 MHz.

1. The lower limit shall apply at the transition frequencies
2. The limit decreases linearly with the logarithm of the frequency in the range 0.15 MHz to

TEST PROCEDURE

ANSI| C63.10:2013

RESULTS

No non-compliance noted:
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
10.1. PRIMARY ANTENNA

10.1.1. READER MODE, Type B 212 Kbps, with Antenna

LINE 1 RESULTS

UL Fremont, CA CE Room 2823 Apr 28 22:21:86
Conducted RFI Uoltage

EUT Config: EUT + Charger
Test Uolt/Freq: 128U/6BHz
Tested By: 24943

dBulU Line-L! 14dB/

1

Frequency (MHz)

Sucep Pts  foups/tiode Lobel Ronge (Hiz) RE Ref/Atin  Det fvg Hode uee; s toups/ade Labe!
1s/2.25KHz. 133k 1/URIT Line-Lt

[Ronge (PHiz)

[ Ref/Attn  Det Avg Mode
1:.15-38 9KC-608) 82/18 0p/Co

FCC15 CE Class B 158kHz-308MHz Stepping LISN 175765 .TST vm44418 17 Feb 2022 Rev 9.5 @9 Joun 2023

Worst Emission

Range 1: Line-L1 .15 - 30MHz
Marker Frequency Meter Det L1_LISN.csv C1&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuVv) loss (dB) short cable dBuv dBuv dBuv (dB)
(dB)

1 .1658 44.79 Qp 0 0 9.4 54.19 65.17 -10.98 - -
2 1703 29.74 Ca 0 0 9.4 39.14 - - 54.95 -15.81
3 .249 40.3 Qp 0 0 9.3 49.6 61.79 -12.19 - -
4 .2513 22.96 Ca 0 0 9.3 32.26 - - 51.72 -19.46
5 .3323 35.13 Qp 0 0 9.3 44.43 59.39 -14.96 - -
6 .3334 16.89 Ca 0 0 9.3 26.19 - - 49.37 -23.18
7 4155 31.36 Qp 0 A 9.3 40.76 57.54 -16.78 - -
8 4133 15.03 Ca 0 A 9.3 24.43 - - 47.58 -23.15
9 4965 31.02 Qp 0 A 9.3 40.42 56.06 -15.64 - -
10 4988 15.24 Ca 0 A 9.3 24.64 - - 46.02 -21.38
11 5798 28.74 Qp 0 A 9.3 38.14 56 -17.86 - -
12 .582 10.97 Ca 0 A 9.3 20.37 - - 46 -25.63

Qp - Quasi-Peak detector
Ca - CISPR average detection

Note: 13.56MHz is a fundamental frequency of the EUT. Data under the following section
indicate that when the antenna terminal is terminated the fundamental amplitude is lowering
below the limit line.
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
LINE 2 RESULTS

UL Fremont, CA CE Room 22:21:86
Conducted RFI Uoltage

EUT Config: EUT + Charger
Test Uolt/Freq: 128U/6BHz
Tested By: 24943

128

186

92

78

64

50

36

~
©
-
<
o
]
T
]
c
|
>
3
fos)
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Frequency (MHzJ

Range CHHiz) REW Ref/Atin  Det fvg Mode Sueep Pts  #oups/Mode Lobel Range CHiz) REW Ref/Attn  Det fvg Hode ey 5 toups/Mode Lobe

FCC15 CE Class B 15BkHz-3BMHz Stepping LISN 175765.TST vm44418 17 Feb 2022 Rev 9.5 @S Jan 2023

Worst Emission

Range 2: Line-L2 .15 - 30MHz
Marker Frequency Meter Det L2_LISN C2&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuV) loss (dB) short cable dBuv dBuvV dBuv (dB)
(dB)

13 .1658 44.27 Qp 0 0 9.4 53.67 65.17 -11.5 - -
14 1703 29.43 Ca 0 0 9.4 38.83 - - 54.95 -16.12
15 249 39.75 Qp 0 0 9.3 49.05 61.79 -12.74 - -
16 .2513 22.8 Ca 0 0 9.3 321 - - 51.72 -19.62
17 .3323 34.76 Qp 0 0 9.3 44.06 59.39 -15.33 - -
18 .3345 16.8 Ca 0 0 9.3 26.1 - - 49.34 -23.24
19 4155 31.45 Qp 0 A 9.3 40.85 57.54 -16.69 - -
20 4133 15.84 Ca 0 A 9.3 25.24 - - 47.58 -22.34
21 4965 30.54 Qp 0 A 9.3 39.94 56.06 -16.12 - -
22 14988 15.31 Ca 0 A 9.3 24.71 - - 46.02 -21.31
23 .5798 28.67 Qp 0 A 9.3 38.07 56 -17.93 - -
24 .582 11.13 Ca 0 A 9.3 20.53 - - 46 -25.47

Qp - Quasi-Peak detector
Ca - CISPR average detection

Note: 13.56MHz is a fundamental frequency of the EUT. Data under the following section
indicates that when the antenna terminal is terminated the fundamental amplitude is lowering
below the limit line.
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
10.1.2. READER MODE, Type B 212 Kbps, Antenna Port Terminated

LINE 1 RESULTS

UL Fremont, CA CE Room 2823 Jul 5 15:80:53
Conducted RFI Uoltage

EUT Config: EUT + Charger
Test Uolt/Freq: 128U/6BHz
Test By: 27927/18172

dBul Line-L! 14dB/

1o

Frequency (MHz)

[Ronge CHiz) REW Ref/Attn  Det Avg Mode Sueep Pts  #ups/Mode Lobel [Ronge cHiz) REU Ref/Attn  Det Avg Mode Sueep Pts  #5ups/Mode Lobe
1:.15-38 9KC-6eB) 82/18 0p/Co 1s/2. 25Ktz 13,3 VWRIT  LineL

FCC15 CE Class B 15B8kHz-3BMHz Stepping LISN 175765.TST vm4441@ 17 Feb 2822 Rev 9.5 B3 Mar 20823

Worst Emission

Range 1: Line-L1 .15 - 30MHz
Marker Frequency Meter Det L1_LISN.csv C1&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuVv) loss (dB) short cable dBuv dBuvV dBuv (dB)
(dB)

2 .168 34.48 Ca 0 0 9.4 43.88 - - 55.06 -11.18
4 .2535 27.21 Ca 0 0 9.3 36.51 - - 51.64 -15.13
6 .339 20.29 Ca 0 0 9.3 29.59 - - 49.23 -19.64
8 4245 16.76 Ca 0 A 9.3 26.16 - - 47.36 -21.2
10 5123 15.33 Ca 0 A 9.3 24.73 - - 46 -21.27
12 5955 11.23 Ca 0 A 9.3 20.63 - - 46 -25.37
1 .1703 48.76 Qp 0 0 9.4 58.16 64.95 -6.79 - -
3 2558 42.8 Qp 0 0 9.3 52.1 61.57 -9.47 - -
5 3413 36.26 Qp 0 A 9.3 45.66 59.17 -13.51 - -
7 4268 32.67 Qp 0 A 9.3 42.07 57.32 -15.25 - -
9 5145 31.68 Qp 0 A 9.3 41.08 56 -14.92 - -
11 5989 27.95 Qp 0 A 9.3 37.35 56 -18.65 - -

Qp - Quasi-Peak detector
Ca - CISPR average detection
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
LINE 2 RESULTS

UL Fremont, CA CE Room 2823 Jul 5 15:00:53
Conducted RFI Uoltage

EUT Config: EUT + Chorger
Test Uolt/Freq: 12BU/6BHz
Test By: 27927/18172

dBulU Line-L2 14dB/

Frequency (MHzJ

Range (HHz) Ref/Atin  Det fvg Mode Sueep Pts  toups/Mode Lobel Range CHHiz) REW Ref/Atin  Det fvg Mode Pts  toups/fode Lobe

FCC15 CE Class B 15B8kHz-3BMHz Stepping LISN 175765.TST vm4441@ {7 Feb 2822 Rev 9.5 83 Mar 2823

Worst Emission

Range 2: Line-L2 .15 - 30MHz
Marker Frequency Meter Det L2_LISN C2&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuV) loss (dB) short cable dBuv dBuv dBuv (dB)
(dB)

14 .2288 27.65 Ca 0 0 9.3 36.95 - - 52.49 -15.54
16 .3053 20.58 Ca 0 0 9.3 29.88 - - 50.1 -20.22
18 .3818 16.35 Ca 0 A 9.3 25.75 - - 48.24 -22.49
20 4583 13.51 Ca 0 A 9.3 22.91 - - 46.72 -23.81
22 537 12.51 Ca 0 A 9.3 21.91 - - 46 -24.09
24 681 10.02 Ca 0 A 9.3 19.42 - - 46 -26.58
13 231 42.68 Qp 0 0 9.3 51.98 62.41 -10.43 - -
15 3075 36.75 Qp 0 0 9.3 46.05 60.04 -13.99 - -
17 .384 32.22 Qp 0 A 9.3 41.62 58.19 -16.57 - -
19 4628 30.33 Qp 0 A 9.3 39.73 56.64 -16.91 - -
21 .5393 29.65 Qp 0 A 9.3 39.05 56 -16.95 - -
23 .6855 25.96 Qp 0 A 9.3 35.36 56 -20.64 - -

Qp - Quasi-Peak detector
Ca - CISPR average detection
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
10.1.3. TAG MODE, Type B 212 Kbps, with Antenna

LINE 1 RESULTS

UL Fremont, CA CE Room 2823 Apr 28 22:24:41
Conducted RFI Uoltage

EUT Config: EUT + Charger
Test Uolt/Freq: 128U/6BHz
Tested By: 24943
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Frequency (MHzJ

Sueep Pts  #5ups/Mode Lobel [Ronge cHtiz) REM Ref/Attn  Det Avg Hode ey s ¥Sups/fode Lobe
15/2.25HHz 13.3k  VURIT  Line-Ll

[Rnge HHz) REW Ref/Attn  Det Avg Mode
1:.15-38 9K C-6c8) 82/18 0p/Co

FCC15 CE Class B 156kHz-3@MHz Stepping LISN 175765.TST vm44418 17 Feb 2022 Rev 9.5 @S Jon 2823

Worst Emission

Range 1: Line-L1 .15 - 30MHz
Marker Frequency Meter Det L1_LISN.csv C1&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuV) loss (dB) short cable dBuv dBuv dBuv (dB)
(dB)

1 .1658 42.73 Qp 0 0 9.4 52.13 65.17 -13.04 - -
2 1703 27.76 Ca 0 0 9.4 37.16 - - 54.95 -17.79
3 .249 38.85 Qp 0 0 9.3 48.15 61.79 -13.64 - -
4 .2513 21.46 Ca 0 0 9.3 30.76 - - 51.72 -20.96
5 .3323 34.02 Qp 0 0 9.3 43.32 59.39 -16.07 - -
6 .3345 15.77 Ca 0 0 9.3 25.07 - - 49.34 -24.27
7 4155 30.57 Qp 0 A 9.3 39.97 57.54 -17.57 - -
8 4133 14.26 Ca 0 A 9.3 23.66 - - 47.58 -23.92
9 4988 30.41 Qp 0 A 9.3 39.81 56.02 -16.21 - -
10 4988 14.75 Ca 0 A 9.3 2415 - - 46.02 -21.87
11 5798 28.22 Qp 0 A 9.3 37.62 56 -18.38 - -
12 .5843 10.39 Ca 0 A 9.3 19.79 - - 46 -26.21

Qp - Quasi-Peak detector
Ca - CISPR average detection

Note: 13.56MHz is a fundamental frequency of the EUT. Data under the following section
indicate that when the antenna terminal is terminated the fundamental amplitude is lowering
below the limit line.

Page 60 of 76
UL VERIFICATION INC.. FORM NO: CCSUP4701I

47173 Benicia Street, Fremont, CA 94538; USA. TEL:(510) 319-4000 FAX:(510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL VERIFICATION INC..




REPORT NO: 14523758-E8V2 DATE: 07/07/2023
LINE 2 RESULTS

UL Fremont, CA CE Room 2823 Apr 28 22:24:41
Conducted RFI Uoltage

96 EUT Config: EUT + Charger
L Test Uolt/Freq: 128U/6BHz
Tested By: 24943
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Frequency (MHzJ

Range CHHiz) REW Ref/Atin  Det fvg Mode Sueep Pts  #oups/Mode Lobel Range CHiz) REW Ref/Attn  Det fvg Hode ey 5 toups/Mode Lobe

FCC15 CE Class B 15BkHz-3BMHz Stepping LISN 175765.TST vm44418 17 Feb 2022 Rev 9.5 @S Jan 2023

Worst Emission

Range 2: Line-L2 .15 - 30MHz
Marker Frequency Meter Det L2_LISN C2&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuV) loss (dB) short cable dBuv dBuvV dBuv (dB)
(dB)

13 .1658 42.54 Qp 0 0 9.4 51.94 65.17 -13.23 - -
14 1703 27.62 Ca 0 0 9.4 37.02 - - 54.95 -17.93
15 249 38.58 Qp 0 0 9.3 47.88 61.79 -13.91 - -
16 .2513 21.52 Ca 0 0 9.3 30.82 - - 51.72 -20.9
17 .3323 33.98 Qp 0 0 9.3 43.28 59.39 -16.11 - -
18 .3345 15.84 Ca 0 0 9.3 25.14 - - 49.34 -24.2
19 4155 30.99 Qp 0 A 9.3 40.39 57.54 -17.15 - -
20 4133 15.36 Ca 0 A 9.3 24.76 - - 47.58 -22.82
21 4988 29.95 Qp 0 A 9.3 39.35 56.02 -16.67 - -
22 14988 14.97 Ca 0 A 9.3 24.37 - - 46.02 -21.65
23 .5798 28.19 Qp 0 A 9.3 37.59 56 -18.41 - -
24 .582 10.7 Ca 0 A 9.3 20.1 - - 46 -25.9

Qp - Quasi-Peak detector
Ca - CISPR average detection

Note: 13.56MHz is a fundamental frequency of the EUT. Data under the following section
indicates that when the antenna terminal is terminated the fundamental amplitude is lowering
below the limit line.
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REPORT NO: 14523758-E8V2
10.1.4.

DATE: 07/07/2023
TAG MODE, Type B 212 Kbps, Antenna Port Terminated

LINE 1 RESULTS

UL Fremont, CA CE Room 20823 Jul 5 15:08:22

Conducted RFI Uoltage

EUT Config: EUT + Charger
Test Uolt/Freq: 128U/6BHz
Test By: 27927/18172

dBul Line-L! 14dB/

/\
f
.

/

Frequency (MHz)

Pts  #ups/Mode Lobel [Ronge cHiz) REU
13.3 WRIT  Line-L1

Ref/Attn  Det Avg Mode #Sups/tode Lobel

[Ronge CtHiz) REW Ref/Atin  Det fvg Mode Sucep
1:.15-3 kC-6cB) 82/18 0p/Co 16/2. 25Kz

FCC15 CE Class B 15B8kHz-3BMHz Stepping LISN 175765.TST vm4441@ 17 Feb 2822 Rev 9.5 B3 Mar 20823

Worst Emission

Range 1: Line-L1 .15 - 30MHz
Marker Frequency Meter Det L1_LISN.csv C1&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuV) loss (dB) short cable dBuv dBuv dBuv (dB)
(dB)
2 2288 24.68 Ca 0 0 9.3 33.98 - - 52.49 -18.51
4 .3053 16.78 Ca 0 0 9.3 26.08 - - 50.1 -24.02
6 .3818 13.28 Ca 0 A 9.3 22.68 - - 48.24 -25.56
8 4583 10.52 Ca 0 A 9.3 19.92 - - 46.72 -26.8
10 .537 9.98 Ca 0 A 9.3 19.38 - - 46 -26.62
12 .609 4.81 Ca 0 A 9.3 14.21 - - 46 -31.79
1 .231 38.94 Qp 0 0 9.3 48.24 62.41 -14.17 - -
3 .3075 32.5 Qp 0 0 9.3 41.8 60.04 -18.24 - -
5 .384 27.88 Qp 0 A 9.3 37.28 58.19 -20.91 - -
7 4515 25.76 Qp 0 A 9.3 35.16 56.85 -21.69 - -
9 .5393 24.89 Qp 0 A 9.3 34.29 56 -21.71 - -
11 .6135 20.63 Qp 0 A 9.3 30.03 56 -25.97 - -
Qp - Quasi-Peak detector
Ca - CISPR average detection
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
LINE 2 RESULTS

UL Fremont, CA CE Room 2823 Jul 5 15:08:22
Conducted RFI Uoltage

EUT Config: EUT + Chorger
Test Uolt/Freq: 12BU/6BHz
Test By: 27927/18172

dBulU Line-L2 14dB/

Frequency (MHzJ

Range (HHz) Ref/Atin  Det fvg Mode Sueep Pts  toups/Mode Lobel Range CHHiz) REW Ref/Atin  Det fvg Mode Pts  toups/fode Lobe

FCC15 CE Class B 15B8kHz-3BMHz Stepping LISN 175765.TST vm4441@ {7 Feb 2822 Rev 9.5 83 Mar 2823

Worst Emission

Range 2: Line-L2 .15 - 30MHz
Marker Frequency Meter Det L2_LISN C2&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuV) loss (dB) short cable dBuv dBuv dBuv (dB)
(dB)

14 .2288 25.44 Ca 0 0 9.3 34.74 - - 52.49 -17.75
16 .3053 18.23 Ca 0 0 9.3 27.53 - - 50.1 -22.57
18 .3818 14.42 Ca 0 A 9.3 23.82 - - 48.24 -24.42
20 .4538 11.86 Ca 0 A 9.3 21.26 - - 46.81 -25.55
22 .5303 11.18 Ca 0 A 9.3 20.58 - - 46 -25.42
24 672 9.77 Ca 0 A 9.3 19.17 - - 46 -26.83
13 231 39.99 Qp 0 0 9.3 49.29 62.41 -13.12 - -
15 3075 34.14 Qp 0 0 9.3 43.44 60.04 -16.6 - -
17 3863 29.99 Qp 0 A 9.3 39.39 58.14 -18.75 - -
19 4628 28.36 Qp 0 A 9.3 37.76 56.64 -18.88 - -
21 5393 28.17 Qp 0 A 9.3 37.57 56 -18.43 - -
23 6765 25.24 Qp 0 A 9.3 34.64 56 -21.36 - -

Qp - Quasi-Peak detector
Ca - CISPR average detection
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
10.1.5. CE MODE, Type B 212 Kbps, with Antenna

LINE 1 RESULTS

UL Fremont, CA CE Room 2023 Apr 28 22:39:58
Conducted RFI Uoltage

EUT Config: EUT + Charger
Test Uolt/Freq: 12B8U/6BHz
Tested By: 24943

126

186

9z

dBulU Line-L1 14dB/

1 18

Freguency (MHz)

Sucep Pts  foups/tiode Lobel Ronge CHiz) REd Ref/Atin  Det Avg Hode Sucep Pts  foups/tode Lobel
1s/2.2%0 133k VIRIT  Line-ll

[Ronge CHiz) REW Ref/Attn Dt Avg Mode
1:.15-38 SKC-68) 82/10 0p/Co

FCC15 CE Class B 15B8kHz-3BMHz Stepping LISN 175765.TST vm44418 17 Feb 2022 Rev 9.5 @9 Joan 2023

Worst Emission

Range 1: Line-L1 .15 - 30MHz
Marker Frequency Meter Det L1_LISN.csv C1&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuVv) loss (dB) short cable dBuv dBuvV dBuv (dB)
(dB)

1 .168 46.31 Qp 0 0 9.4 55.71 65.06 -9.35 - -
2 1703 31.3 Ca 0 0 9.4 40.7 - - 54.95 -14.25
3 .249 41.24 Qp 0 0 9.3 50.54 61.79 -11.25 - -
4 .2535 24.19 Ca 0 0 9.3 33.49 - - 51.64 -18.15
5 .3323 36.03 Qp 0 0 9.3 45.33 59.39 -14.06 - -
6 .3345 18.08 Ca 0 0 9.3 27.38 - - 49.34 -21.96
7 4155 32.53 Qp 0 A 9.3 41.93 57.54 -15.61 - -
8 4155 16.67 Ca 0 A 9.3 26.07 - - 47.54 -21.47
9 14988 31.36 Qp 0 A 9.3 40.76 56.02 -15.26 - -
10 4988 15.99 Ca 0 A 9.3 25.39 - - 46.02 -20.63
11 .582 29.37 Qp 0 A 9.3 38.77 56 -17.23 - -
12 .5843 1.7 Ca 0 A 9.3 21.1 - - 46 -24.9

Qp - Quasi-Peak detector
Ca - CISPR average detection

Note: 13.56MHz is a fundamental frequency of the EUT. Data under the following section
indicates that when the antenna terminal is terminated the fundamental amplitude is lowering
below the limit line.
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
LINE 2 RESULTS

UL Fremont, CA CE Room 22:39:58
Conducted RFI Uoltage

96 EUT Config: EUT + Charger
L Test Uolt/Freq: 128U/6BHz
Tested By: 24943
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Frequency (MHzJ

Range CHHiz) REW Ref/Atin  Det fvg Mode Sueep Pts  #oups/Mode Lobel Range CHiz) REW Ref/Attn  Det fvg Hode ey 5 toups/Mode Lobe

FCC15 CE Class B 15BkHz-3BMHz Stepping LISN 175765.TST vm44418 17 Feb 2022 Rev 9.5 @S Jan 2023

Worst Emission

Range 2: Line-L2 .15 - 30MHz
Marker Frequency Meter Det L2_LISN C2&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuV) loss (dB) short cable dBuv dBuvV dBuv (dB)
(dB)

13 .168 45.53 Qp 0 0 9.4 54.93 65.06 -10.13 - -
14 1703 30.37 Ca 0 0 9.4 39.77 - - 54.95 -15.18
15 .2513 40.58 Qp 0 0 9.3 49.88 61.72 -11.84 - -
16 .2535 23.17 Ca 0 0 9.3 32.47 - - 51.64 -19.17
17 .3323 35.3 Qp 0 0 9.3 44.6 59.39 -14.79 - -
18 .3345 17.21 Ca 0 0 9.3 26.51 - - 49.34 -22.83
19 4155 31.62 Qp 0 A 9.3 41.02 57.54 -16.52 - -
20 4155 15.26 Ca 0 A 9.3 24.66 - - 47.54 -22.88
21 4988 31.41 Qp 0 A 9.3 40.81 56.02 -15.21 - -
22 .501 15.27 Ca 0 A 9.3 24.67 - - 46 -21.33
23 .582 28.92 Qp 0 A 9.3 38.32 56 -17.68 - -
24 .5854 11.06 Ca 0 A 9.3 20.46 - - 46 -25.54

Qp - Quasi-Peak detector
Ca - CISPR average detection

Note: 13.56MHz is a fundamental frequency of the EUT. Data under the following section
indicates that when the antenna terminal is terminated the fundamental amplitude is lowering
below the limit line.
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
10.1.6. CE MODE, Type B 212 Kbps, Antenna Port Terminated

LINE 1 RESULTS

UL Fremont, CA CE Room 2823 Jul 5 15:15:34
Conducted RFI Uoltage

EUT Config: EUT + Charger
Test Uolt/Freq: 128U/6BHz
Test By: 27927/18172

dBul Line-L! 14dB/

1o

Frequency (MHz)

[Ronge CHiz) REW Ref/Attn  Det Avg Mode Sueep Pts  #ups/Mode Lobel [Ronge cHiz) REU Ref/Attn  Det Avg Mode Sueep Pts  #5ups/Mode Lobe
1:.15-38 9KC-6eB) 82/18 0p/Co 1s/2. 25Ktz 13,3 VWRIT  LineL

FCC15 CE Class B 15B8kHz-3BMHz Stepping LISN 175765.TST vm4441@ 17 Feb 2822 Rev 9.5 B3 Mar 20823

Worst Emission

Range 1: Line-L1 .15 - 30MHz
Marker Frequency Meter Det L1_LISN.csv C1&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuVv) loss (dB) short cable dBuv dBuvV dBuv (dB)
(dB)

2 A77 24.9 Ca 0 0 9.4 34.3 - - 54.63 -20.33
4 .1883 21.17 Ca 0 0 9.4 30.57 - - 54.11 -23.54
6 .2355 21.39 Ca 0 0 9.3 30.69 - - 52.25 -21.56
8 .2513 16.66 Ca 0 0 9.3 25.96 - - 51.72 -25.76
10 .2963 14.58 Ca 0 0 9.3 23.88 - - 50.35 -26.47
12 3143 10.89 Ca 0 0 9.3 20.19 - - 49.86 -29.67
1 A77 40.26 Qp 0 0 9.4 49.66 64.63 -14.97 - -
3 1883 39.37 Qp 0 0 9.4 48.77 64.11 -15.34 - -
5 2355 37.13 Qp 0 0 9.3 46.43 62.25 -15.82 - -
7 2513 35.03 Qp 0 0 9.3 44.33 61.72 -17.39 - -
9 2963 31.65 Qp 0 0 9.3 40.95 60.35 -19.4 - -
11 3143 29.9 Qp 0 0 9.3 39.2 59.86 -20.66 - -

Qp - Quasi-Peak detector
Ca - CISPR average detection
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
LINE 2 RESULTS

UL Fremont, CA CE Room 2823 Jul 5 15:15:34
Conducted RFI Uoltage

EUT Config: EUT + Chorger
Test Uolt/Freq: 12BU/6BHz
Test By: 27927/18172

dBulU Line-L2 14dB/

Frequency (MHzJ

Range (HHz) Ref/Atin  Det fvg Mode Sueep Pts  toups/Mode Lobel Range CHHiz) REW Ref/Atin  Det fvg Mode Pts  toups/fode Lobe

FCC15 CE Class B 15B8kHz-3BMHz Stepping LISN 175765.TST vm4441@ {7 Feb 2822 Rev 9.5 83 Mar 2823

Worst Emission

Range 2: Line-L2 .15 - 30MHz
Marker Frequency Meter Det L2_LISN C2&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuV) loss (dB) short cable dBuv dBuv dBuv (dB)
(dB)

14 1658 19.57 Ca 0 0 9.4 28.97 - - 55.17 -26.2
16 2175 15.31 Ca 0 0 9.3 24.61 - - 52.91 -28.3
18 2738 11.05 Ca 0 0 9.3 20.35 - - 51 -30.65
20 3278 6.95 Ca 0 0 9.3 16.25 - - 49.51 -33.26
22 3503 12.55 Ca 0 0 9.3 21.85 - - 48.96 -27.11
24 4065 11.65 Ca 0 1 9.3 21.05 - - 47.72 -26.67
13 1658 38.51 Qp 0 0 9.4 47.91 65.17 -17.26 - -
15 2175 36.26 Qp 0 0 9.3 45.56 62.91 -17.35 - -
17 2738 31.46 Qp 0 0 9.3 40.76 61 -20.24 - -
19 3278 27.54 Qp 0 0 9.3 36.84 59.51 -22.67 - -
21 3503 28.85 Qp 0 0 9.3 38.15 58.96 -20.81 - -
23 4065 26.84 Qp 0 1 9.3 36.24 57.72 -21.48 - -

Qp - Quasi-Peak detector
Ca - CISPR average detection
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
10.2.  SECONDARY ANTENNA

10.2.1. READER MODE, Type B 212 Kbps, with Antenna

LINE 1 RESULTS

UL Fremont, CA CE Room 2023 Apr 28 22:43:28
Conducted RFI Uoltage

EUT Config: EUT + Charger
Test Uolt/Freq: 12B8U/6BHz
Tested By: 24943

126

186

9z

dBulU Line-L1 14dB/

1

Freguency (MHz)

Sucep Pts  foups/tiode Lobel Ronge (Hiz) REd Ref/Atin  Det fvg Hode uee; s toups/Made Labe!
1s/2.2%0 133k VIRIT  Line-ll

[Ronge CHiz) REW Ref/Attn Dt Avg Mode
I:.15-38 SKC-68) 82/10 0p/Co

FCC15 CE Class B 15B8kHz-3BMHz Stepping LISN 175765.TST vm44418 17 Feb 2022 Rev 9.5 @9 Joan 2023

Worst Emission

Range 1: Line-L1 .15 - 30MHz
Marker Frequency Meter Det L1_LISN.csv C1&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuV) loss (dB) short cable dBuv dBuvV dBuv (dB)
(dB)

1 .1658 45.05 Qp 0 0 9.4 54.45 65.17 -10.72 - -
2 1703 30.25 Ca 0 0 9.4 39.65 - - 54.95 -15.3
3 .249 40.51 Qp 0 0 9.3 49.81 61.79 -11.98 - -
4 2513 23.83 Ca 0 0 9.3 33.13 - - 51.72 -18.59
5 .3323 35.46 Qp 0 0 9.3 44.76 59.39 -14.63 - -
6 .3345 17.71 Ca 0 0 9.3 27.01 - - 49.34 -22.33
7 4155 32.01 Qp 0 A 9.3 41.41 57.54 -16.13 - -
8 4133 16.45 Ca 0 A 9.3 25.85 - - 47.58 -21.73
9 4965 30.81 Qp 0 A 9.3 40.21 56.06 -15.85 - -
10 4988 15.83 Ca 0 A 9.3 25.23 - - 46.02 -20.79
11 .5798 28.98 Qp 0 A 9.3 38.38 56 -17.62 - -
12 .582 11.58 Ca 0 A 9.3 20.98 - - 46 -25.02

Qp - Quasi-Peak detector
Ca - CISPR average detection

Note: 13.56MHz is a fundamental frequency of the EUT. Data under the following section
indicates that when the antenna terminal is terminated the fundamental amplitude is lowering
below the limit line.
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
LINE 2 RESULTS

UL Fremont, CA CE Room 2823 Apr 28 22:43:28
Conducted RFI Uoltage

EUT Config: EUT + Charger
Test Uolt/Freq: 128U/6BHz
Tested By: 24943

128

14dB/

o
]
T
]
c
|
>
3
fos)
T

Frequency (MHzJ

Range CHHiz) REW Ref/Atin  Det fvg Mode Sueep Pts  #oups/Mode Lobel Range CHiz) REW Ref/Attn  Det fvg Hode ey 5 toups/Mode Lobe

FCC15 CE Class B 15BkHz-3BMHz Stepping LISN 175765.TST vm44418 17 Feb 2022 Rev 9.5 @S Jan 2023

Worst Emission

Range 2: Line-L2 .15 - 30MHz
Marker Frequency Meter Det L2_LISN C2&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuV) loss (dB) short cable dBuv dBuvV dBuv (dB)
(dB)

13 .1658 44.73 Qp 0 0 9.4 54.13 65.17 -11.04 - -
14 1703 29.77 Ca 0 0 9.4 39.17 - - 54.95 -15.78
15 .249 40.27 Qp 0 0 9.3 49.57 61.79 -12.22 - -
16 2513 23.23 Ca 0 0 9.3 32.53 - - 51.72 -19.19
17 .3323 35.11 Qp 0 0 9.3 44.41 59.39 -14.98 - -
18 .3345 17.22 Ca 0 0 9.3 26.52 - - 49.34 -22.82
19 4155 31.35 Qp 0 A 9.3 40.75 57.54 -16.79 - -
20 4133 14.99 Ca 0 A 9.3 24.39 - - 47.58 -23.19
21 4965 31.07 Qp 0 A 9.3 40.47 56.06 -15.59 - -
22 14988 15.17 Ca 0 A 9.3 24.57 - - 46.02 -21.45
23 .5798 28.76 Qp 0 A 9.3 38.16 56 -17.84 - -
24 582 11.01 Ca 0 A 9.3 20.41 - - 46 -25.59

Qp - Quasi-Peak detector
Ca - CISPR average detection

Note: 13.56MHz is a fundamental frequency of the EUT. Data under the following section
indicates that when the antenna terminal is terminated the fundamental amplitude is lowering
below the limit line.
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
10.2.2. READER MODE, Type B 212 Kbps, Antenna Port Terminated

LINE 1 RESULTS

UL Fremont, CA CE Room 20823 Jul 5 15:25:89

Conducted RFI Uoltage

EUT Config: EUT + Charger
Test Uolt/Freq: 128U/6BHz
Test By: 27927/18172

dBul Line-L! 14dB/

[z
Frequency (MHz)

[Ronge CHiz) REW Ref/Attn  Det Avg Mode Sueep Pts  #ups/Mode Lobel [Ronge cHiz) REU Ref/Attn  Det Avg Mode Sueep Pts  #5ups/Mode Lobe
1:.15-38 9KC-6eB) 82/18 0p/Co 1s/2. 25Ktz 13,3 VWRIT  LineL

FCC15 CE Class B 15B8kHz-3BMHz Stepping LISN 175765.TST vm4441@ 17 Feb 2822 Rev 9.5 B3 Mar 20823

Worst Emission

Range 1: Line-L1 .15 - 30MHz
Marker Frequency Meter Det L1_LISN.csv C1&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuVv) loss (dB) short cable dBuv dBuvV dBuv (dB)
(dB)

2 .1748 23.41 Ca 0 0 9.4 32.81 - - 54.73 -21.92
4 .1905 21.89 Ca 0 0 9.4 31.29 - - 54.01 -22.72
6 .2355 19.9 Ca 0 0 9.3 29.2 - - 52.25 -23.05
8 .2558 16.23 Ca 0 0 9.3 25.53 - - 51.57 -26.04
10 .294 14.45 Ca 0 0 9.3 23.75 - - 50.41 -26.66
12 3165 12.16 Ca 0 0 9.3 21.46 - - 49.8 -28.34
1 1748 40.93 Qp 0 0 9.4 50.33 64.73 -14.4 - -
3 .1905 39.76 Qp 0 0 9.4 49.16 64.01 -14.85 - -
5 .2355 36.96 Qp 0 0 9.3 46.26 62.25 -15.99 - -
7 2558 34.9 Qp 0 0 9.3 44.2 61.57 -17.37 - -
9 294 32.4 Qp 0 0 9.3 1.7 60.41 -18.71 - -
11 3165 30.17 Qp 0 0 9.3 39.47 59.8 -20.33 - -

Qp - Quasi-Peak detector
Ca - CISPR average detection
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
LINE 2 RESULTS

UL Fremont, CA CE Room 2823 Jul 5 15:25:89
Conducted RFI Uoltage

EUT Config: EUT + Chorger
Test Uolt/Freq: 12BU/6BHz
Test By: 27927/18172

dBulU Line-L2 14dB/

Frequency (MHzJ

Range (HHz) Ref/Atin  Det fvg Mode Sueep Pts  toups/Mode Lobel Range CHHiz) REW Ref/Atin  Det fvg Mode Pts  toups/fode Lobe

FCC15 CE Class B 15B8kHz-3BMHz Stepping LISN 175765.TST vm4441@ {7 Feb 2822 Rev 9.5 83 Mar 2823

Worst Emission

Range 2: Line-L2 .15 - 30MHz
Marker Frequency Meter Det L2_LISN C2&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuV) loss (dB) short cable dBuv dBuv dBuv (dB)
(dB)

14 .1635 23.42 Ca 0 0 9.4 32.82 - - 55.28 -22.46
16 .2175 20.76 Ca 0 0 9.3 30.06 - - 52.91 -22.85
18 .267 13.65 Ca 0 0 9.3 22.95 - - 51.21 -28.26
20 33 10.31 Ca 0 0 9.3 19.61 - - 49.45 -29.84
22 348 9.37 Ca 0 0 9.3 18.67 - - 49.01 -30.34
24 3795 10.36 Ca 0 A 9.3 19.76 - - 48.29 -28.53
13 1624 40.58 Qp 0 0 9.4 49.98 65.34 -15.36 - -
15 2175 38.17 Qp 0 0 9.3 47.47 62.91 -15.44 - -
17 267 31.99 Qp 0 0 9.3 41.29 61.21 -19.92 - -
19 33 28.38 Qp 0 0 9.3 37.68 59.45 -21.77 - -
21 348 28.14 Qp 0 0 9.3 37.44 59.01 -21.57 - -
23 .3795 27.62 Qp 0 A 9.3 37.02 58.29 -21.27 - -

Qp - Quasi-Peak detector
Ca - CISPR average detection
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
10.2.3. TAG MODE, Type B 212 Kbps, with Antenna

LINE 1 RESULTS

UL Fremont, CA CE Room 2023 Apr 28 22:47:52
Conducted RFI Uoltage

EUT Config: EUT + Charger
Test Uolt/Freq: 12B8U/6BHz
Tested By: 24943

126

186

9z

dBulU Line-L1 14dB/

1

Freguency (MHz)

Sucep Pts  foups/tiode Lobel Ronge CHiz) REd Ref/Atin  Det Avg Hode uee; s toups/Made Labe!
1s/2.2%0 133k VIRIT  Line-ll

[Ronge CHiz) REW Ref/Attn Dt Avg Mode
1:.15-38 SKC-68) 82/10 0p/Co

FCC15 CE Class B 15B8kHz-3BMHz Stepping LISN 175765.TST vm44418 17 Feb 2022 Rev 9.5 @9 Joan 2023

Worst Emission

Range 1: Line-L1 .15 - 30MHz
Marker Frequency Meter Det L1_LISN.csv C1&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuVv) loss (dB) short cable dBuv dBuvV dBuv (dB)
(dB)

1 .1658 43.07 Qp 0 0 9.4 52.47 65.17 -12.7 - -
2 1703 28.35 Ca 0 0 9.4 37.75 - - 54.95 -17.2
3 .249 39.01 Qp 0 0 9.3 48.31 61.79 -13.48 - -
4 2513 22.38 Ca 0 0 9.3 31.68 - - 51.72 -20.04
5 .3323 34.34 Qp 0 0 9.3 43.64 59.39 -15.75 - -
6 .3345 16.59 Ca 0 0 9.3 25.89 - - 49.34 -23.45
7 4155 31.32 Qp 0 A 9.3 40.72 57.54 -16.82 - -
8 4133 15.84 Ca 0 A 9.3 25.24 - - 47.58 -22.34
9 14988 30.05 Qp 0 A 9.3 39.45 56.02 -16.57 - -
10 4988 15.41 Ca 0 A 9.3 24.81 - - 46.02 -21.21
11 .5798 28.29 Qp 0 A 9.3 37.69 56 -18.31 - -
12 .5843 11 Ca 0 A 9.3 20.4 - - 46 -25.6

Note: 13.56MHz is a fundamental frequency of the EUT. Data under the following section
indicates that when the antenna terminal is terminated the fundamental amplitude is lowering
below the limit line.
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
LINE 2 RESULTS

UL Fremont, CA CE Room 22:47:52
Conducted RFI Uoltage

96 EUT Config: EUT + Charger
L Test Uolt/Freq: 128U/6BHz
Tested By: 24943

128

[ N SRS SO SO

78

14dB/

64

50

36
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c
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fos)
T

Frequency (MHzJ

Range CHHiz) REW Ref/Atin  Det fvg Mode Sueep Pts  #oups/Mode Lobel Range CHiz) REW Ref/Attn  Det fvg Hode ey 5 toups/Mode Lobe

FCC15 CE Class B 15BkHz-3BMHz Stepping LISN 175765.TST vm44418 17 Feb 2022 Rev 9.5 @S Jan 2023

Worst Emission

Range 2: Line-L2 .15 - 30MHz
Marker Frequency Meter Det L2_LISN C2&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuV) loss (dB) short cable dBuv dBuvV dBuv (dB)
(dB)
13 .1658 42.89 Qp 0 0 9.4 52.29 65.17 -12.88 - -
14 1703 27.94 Ca 0 0 9.4 37.34 - - 54.95 -17.61
15 .249 38.95 Qp 0 0 9.3 48.25 61.79 -13.54 - -
16 2513 21.9 Ca 0 0 9.3 31.2 - - 51.72 -20.52
17 .3323 34.14 Qp 0 0 9.3 43.44 59.39 -15.95 - -
18 .3345 16.19 Ca 0 0 9.3 25.49 - - 49.34 -23.85
19 4155 30.63 Qp 0 A 9.3 40.03 57.54 -17.51 - -
20 4155 14.14 Ca 0 A 9.3 23.54 - - 47.54 -24
21 14988 30.52 Qp 0 A 9.3 39.92 56.02 -16.1 - -
22 14988 14.6 Ca 0 A 9.3 24 - - 46.02 -22.02
23 .5798 28.15 Qp 0 A 9.3 37.55 56 -18.45 - -
24 .5843 10.4 Ca 0 A 9.3 19.8 - - 46 -26.2

Qp - Quasi-Peak detector
Ca - CISPR average detection

Note: 13.56MHz is a fundamental frequency of the EUT. Data under the following section
indicates that when the antenna terminal is terminated the fundamental amplitude is lowering
below the limit line.
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
10.2.4. TAG MODE Type B 212 Kbps, Antenna Port Terminated

LINE 1 RESULTS

UL Fremont, CA CE Room 2823 Jul 5 15:32:51
Conducted RFI Uoltage

EUT Config: EUT + Charger
Test Uolt/Freq: 128U/6BHz
Test By: 27927/18172

dBul Line-L! 14dB/

Frequency (MHz)

[Ronge CHiz) REW Ref/Attn  Det Avg Mode Sueep Pts  #ups/Mode Lobel [Ronge cHiz) REU Ref/Attn  Det Avg Mode #5ups/Mode Lobe
1:.15-38 9KC-6eB) 82/18 0p/Co 1s/2. 25Ktz 13,3 VWRIT  LineL

FCC15 CE Class B 15B8kHz-3BMHz Stepping LISN 175765.TST vm4441@ 17 Feb 2822 Rev 9.5 B3 Mar 20823

Worst Emission

Range 1: Line-L1 .15 - 30MHz
Marker Frequency Meter Det L1_LISN.csv C1&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuVv) loss (dB) short cable dBuv dBuvV dBuv (dB)
(dB)

2 .1703 21.38 Ca 0 0 9.4 30.78 - - 54.95 -24.17
4 .2153 18.55 Ca 0 0 9.3 27.85 - - 53 -25.15
6 .258 15.86 Ca 0 0 9.3 25.16 - - 51.5 -26.34
8 .3008 12.45 Ca 0 0 9.3 21.75 - - 50.22 -28.47
10 .3435 9.34 Ca 0 A 9.3 18.74 - - 49.12 -30.38
12 .3829 8.61 Ca 0 A 9.3 18.01 - - 48.22 -30.21
1 .1703 37.79 Qp 0 0 9.4 47.19 64.95 -17.76 - -
3 .2153 34.96 Qp 0 0 9.3 44.26 63 -18.74 - -
5 .258 32.39 Qp 0 0 9.3 41.69 61.5 -19.81 - -
7 .3008 29.35 Qp 0 0 9.3 38.65 60.22 -21.57 - -
9 .3435 26.39 Qp 0 A 9.3 35.79 59.12 -23.33 - -
11 .384 24.72 Qp 0 A 9.3 34.12 58.19 -24.07 - -

Qp - Quasi-Peak detector
Ca - CISPR average detection
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023
LINE 2 RESULTS

UL Fremont, CA CE Room 2823 Jul 5 15:32:51
Conducted RFI Uoltage

EUT Config: EUT + Chorger
Test Uolt/Freq: 12BU/6BHz
Test By: 27927/18172

dBulU Line-L2 14dB/

Frequency (MHzJ

Range (HHz) Ref/Atin  Det fvg Mode Sueep Pts  toups/Mode Lobel Range CHHiz) REW Ref/Atin  Det fvg Mode Pts  toups/fode Lobe

FCC15 CE Class B 15B8kHz-3BMHz Stepping LISN 175765.TST vm4441@ {7 Feb 2822 Rev 9.5 83 Mar 2823

Worst Emission

Range 2: Line-L2 .15 - 30MHz
Marker Frequency Meter Det L2_LISN C2&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)
(MHz) Reading (dB) cable path Limiter with Reading Class B QP (dB) Class B Avg Margin
(dBuVv) loss (dB) short cable dBuv dBuvV dBuv (dB)
(dB)

14 1815 14.6 Ca 0 0 9.4 24 - - 54.42 -30.42
16 2153 18.36 Ca 0 0 9.3 27.66 - - 53 -25.34
18 2738 9.06 Ca 0 0 9.3 18.36 - - 51 -32.64
20 .321 5.47 Ca 0 0 9.3 14.77 - - 49.68 -34.91
22 .3615 4.87 Ca 0 0 9.3 14.17 - - 48.69 -34.52
24 4268 8.44 Ca 0 1 9.3 17.84 - - 47.32 -29.48
13 .1815 35.92 Qp 0 0 9.4 45.32 64.42 -19.1 - -
15 .2153 35.17 Qp 0 0 9.3 44.47 63 -18.53 - -
17 .2738 29.31 Qp 0 0 9.3 38.61 61 -22.39 - -
19 .321 24.96 Qp 0 0 9.3 34.26 59.68 -25.42 - -
21 .3615 24.56 Qp 0 0 9.3 33.86 58.69 -24.83 - -
23 4268 23.58 Qp 0 1 9.3 32.98 57.32 -24.34 - -

Qp - Quasi-Peak detector
Ca - CISPR average detection
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REPORT NO: 14523758-E8V2 DATE: 07/07/2023

11. SETUP PHOTOS

Please refer to 14523758-EP1V1 for setup photos.

END OF TEST REPORT
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