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1. ATTESTATION OF TEST RESULTS

COMPANY NAME: APPLE INC.
1 APPLE PARK WAY
CUPERTINO, CA 95014, U.S.A

EUT DESCRIPTION: SMART PHONE

MODEL: A2848

BRAND: APPLE

SERIAL NUMBER: C07GQUO0010S00003PJ (Conducted)

C07GTH0012C00003PJ (Conducted)
LVMPXQWA46R (Radiated)

SAMPLE RECEIPT DATE: FEBRUARY 14, 2023

DATE TESTED: MARCH 06 — JUNE 26, 2023
APPLICABLE STANDARDS
STANDARD TEST RESULTS
CFR 47 Part 15 Subpart C Complies
ISED RSS-247 Issue 2 Complies
ISED RSS-GEN Issue 5 + AL + A2 Complies

UL Verification Services Inc. tested the above equipment in accordance with the requirements
set forth in the above standards. The test results show that the equipment tested is capable of
demonstrating compliance with the requirements as documented in this report.

The results documented in this report apply only to the tested sample, under the conditions and
modes of operation as described herein. It is the manufacturer's responsibility to assure that
additional production units of this model are manufactured with identical electrical and
mechanical components. All samples tested were in good operating condition throughout the
entire test program. Measurement Uncertainties are published for informational purposes only
and were not taken into account unless noted otherwise.

This document may not be altered or revised in any way unless done so by UL Verification
Services Inc. and all revisions are duly noted in the revisions section. Any alteration of this
document not carried out by UL Verification Services Inc. will constitute fraud and shall nullify
the document. This report must not be used by the client to claim product certification, approval,
or endorsement by A2LA, NIST, any agency of the Federal Government, or any agency of the
U.S. government.
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Approved & Released For
UL Verification Services Inc. By:

Chin Pang

Senior Lab Engineer
Consumer Technology Division
UL Verification Services Inc.

Prepared By:

=, 4

Tony Li

Senior Test Engineer
Consumer Technology Division
UL Verification Services Inc.
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2. TEST SUMMARY

FCC Clause ISED Clause Requirement Result Comment

See Comment Duty Cycle Reporting ANSI C63.10 Section
purposes only 11.6.

) RSS-GEN 6.7 99% OBW Reporting ANSI C63.10 Section
purposes only 6.9.3.

15.247 (a) (2) RSS-247 5.2 (a) |6dB BW Complies None.

15.247 (b) (3) RSS-247 5.4 (d) | Output Power Complies None.

See Comment Average power Reporting Per ANSI C63.10,
purposes only Section 11.9.2.3.2.

15.247 (e) RSS-2475.2 (b) |PSD Complies None.

15.247 (d) RSS-2475.5 Conducted Spurious Emissions Complies None.

15.209, 15.205 E?S'GEN 8.9, Radiated Emissions Complies None.

15.207 RSS-Gen 8.8 AC Mains Conducted Emissions Complies None.

3. TEST METHODOLOGY

The tests documented in this report were performed in accordance with FCC CFR 47 Part 2,
FCC CFR 47 Part 15, ANSI C63.10-2013, KDB 558074 D01 15.247 Meas Guidance v05r02,
KDB 414788 D01 Radiated Test Site v01r01, KDB 662911, RSS-GEN Issue 5 + A1 + A2, and
RSS-247 Issue 2.
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4. FACILITIES AND ACCREDITATION

UL Verification Services Inc.is accredited by A2LA, certification #0751.05, for all testing
performed within the scope of this report. Testing was performed at the locations noted below.

Address o ColriEZn HES
CABID pany Registration
Number

Building 1: 47173 Benicia Street, Fremont, CA 94538,
O

USA
0 Building 2: 47266 Benicia Street, Fremont, CA 94538,

USA US0104 2324A 550739
Building 3: 843 Auburn Court, Fremont, CA 94538 USA
Building 4: 47658 Kato Rd, Fremont, CA 94538 USA
Building 5: 47670 Kato Rd, Fremont, CA 94538 USA

5. DECISION RULES AND MEASUREMENT UNCERTAINTY

5.1. METROLOGICAL TRACEABILITY

All test and measuring equipment utilized to perform the tests documented in this report are
calibrated on a regular basis, with a maximum time between calibrations of one year or the
manufacturers’ recommendation, whichever is less, and where applicable is traceable to
recognized national standards.

5.2. DECISION RULES
The Decision Rule is based on Simple Acceptance in accordance with ISO Guide 98-4:2012

Clause 8.2. (Measurement uncertainty is not taken into account when stating conformity with a
specified requirement.).
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5.3. MEASUREMENT UNCERTAINTY

Where relevant, the following measurement uncertainty levels have been estimated for tests
erformed on the apparatus:

PARAMETER ULas
Conducted Antenna Port Emission Measurement 1.94
Power Spectral Density 2.466
Time Domain Measurements Using SA 3.39
RF Power Measurement Direct Method Using Power Meter 0.450 (Peak), 1.3 (Ave)
Radio Frequency (Spectrum Analyzer) 141.16 Hz
Occupied Bandwidth 1.2%
Worst Case Conducted Disturbance, 9KHz to 0.15 MHz 3.78 dB
Worst Case Conducted Disturbance, 0.15 to 30 MHz 3.40 dB
Worst Case Radiated Disturbance, 9KHz to 30 MHz 2.87 dB
Worst Case Radiated Disturbance, 30 to 1000 MHz 6.01 dB
Worst Case Radiated Disturbance, 1000 to 18000 MHz 4,73 dB
Worst Case Radiated Disturbance, 18000 to 26000 MHz 4.51 dB

Uncertainty figures are valid to a confidence level of 95%.
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6. EQUIPMENT UNDER TEST

6.1. EUT DESCRIPTION

The Apple iPhone is a smartphone with multimedia functions (music, application support, and
video),cellular GSM, GPRS, EGPRS, UMTS, LTE, 5G, IEEE 802.11a/b/g/n/ac/ax, Bluetooth, Ultra-
Wideband, GPS, NFC, NB UNII, 802.15.4, 802.15.4ab-NB and MSS technologies. The rechargeable
battery is not user accessible.

6.2. MAXIMUM OUTPUT POWER
The transmitter has a maximum peak conducted output power as follows:
Antenna Configuration Frequency Mode Output | Output
Range Power | Power
(MHz2) (dBm) | (mW)
High Power 21.32 | 135.52
ANT 4 Low Power 2402 - 2480 BLE 1M 11.36 13.68
High Power 21.75 149.62
Low Power 2404 - 2478 BLE 2M 11.89 | 15.45
High Power 21.32 | 135.52
ANT 3 Low Power 2402 - 2480 BLE 1M 12.94 19.68
High Power 21.85 | 153.11
Low Power 2404- 2478 BLE 2M 13.38 21.78
o bowe| oz-a0 | oeaw | 2o | ZEE
BF, ANT 4+ ANT 31— igh Power 24.03 | 31117
Low Power 2404- 2478 BLE 2M 15.75 37.58
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6.3. DESCRIPTION OF AVAILABLE ANTENNAS

The antenna(s) gain and type, as provided by the manufacturer’ are as follows:
Cable loss is 2.1 dB.

ANT 4 ANT 3
Frequency Range (GHz) (dBi) (dBi)
2.4 -4.0 -1.5

6.4. SOFTWARE AND FIRMWARE
The EUT firmware version installed during testing was 21.1.304.2213
6.5. WORST-CASE CONFIGURATION AND MODE

The EUT was investigated in three orthogonal orientations X, Y and Z on ANT 4, ANT 3 and
2TX Beamforming. It was determined that X (Flatbed) was the worst-case orientation for ANT 4
ANT 3 and 2TX beamforming.

Radiated band edge, harmonic, and spurious emissions from 1GHz to 18GHz were performed
with the EUT was set to transmit at highest power on Low/Middle/High channels.

High Power Beamforming BLE 1Mbps mode is set to maximum power per chain to cover both
SISO and MIMO modes to complies with radiated spurious emissions limits in the restricted
bands between 1GHz and 18GHz low/mid/high channel (except the band edge).

Radiated emissions below 1GHz, 18-26GHz and power line conducted emissions were
performed with the EUT transmits at the channel with the highest output power as worst-case
scenario. There were no emissions found below 30MHz within 20dB of the limit

For below 1GHz tests were performed with EUT connected to AC power adapter as the worst
case; and for above 1GHz, the worst-case configuration reported was tested with EUT only. For
AC line conducted emission, test was investigated with AC power adapter and with laptop.

For simultaneous transmission of multiple channels in the 2.4GHz BLE and 5GHz bands. No
noticeable emission was found.

Note: In the Radiated Plots and emissions data, ANTO=ANT4 and ANT1=ANTS3.
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6.6. DESCRIPTION OF TEST SETUP

SUPPORT TEST EQUIPMENT

Description Manufacturer Model Serial Number FCC ID/ DoC
Laptop Apple Macbook Pro C02VD7SAHV22 BCGA1708
Laptop AC/DC adapter Liteon A1424 NSW25679 DoC
Technology
EUT AC/DC adapter Apple Al1720 C3D8417A7R93KVPAS8 DoC
Conducted Switch Box UL n/a 208281 N/A
10dB Fixed Attenuator, 2 Pasternack
Watts Up to 26.5 GHz Enterprises PE7024-10 236358 N/A
I/O CABLES (RF CONDUCTED TEST)
Cable # of Identical Cable
No. Port Ports Connector Type Cable Type Length (m) Remarks
1 SMA 1 SMA Shielded 0.75 To spectrum
Analyzer
2 Antenna 2 SMA Un-shielded 0.2 o C_onducted
Switch Box
3 USB-C 1 USB-C Shielded 1.0 N/A
4 AC 1 AC Un-shielded 2 N/A
I/O CABLES (RF RADIATED AND AC LINE CONDUCTED TEST)
Cable # of Identical Cable
No. Port Ports Connector Type Cable Type Length (m) Remarks
1 AC 1 AC Un-shielded 2 N/A
2 UsB 1 UsB Shielded 1 N/A

TEST SETUP

The EUT setup is shown as below. Test software exercised the radio card.
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SETUP DIAGRAM FOR CONDUCTED TESTS
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SETUP DIAGRAM FOR RADIATED TESTS Above 1 GHz

Antenna/Amp

Spectrum Analyzer

AC Source
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SETUP DIAGRAM FOR Below 1GHz and AC LINE CONDUCTED TEST

TEST SETUP- AC LINE CONDUCTED: LAPTOP CONFIGURATION
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7. MEASUREMENT METHOD

On Time and Duty Cycle: KDB 558074 D01 v05r02, Section 6.

6 dB BW: ANSI C63.10 Subclause -11.8.1 RBW = DTS BW

Occupied BW (99%): ANSI C63.10-2013 Section 6.9.3

Output Power: ANSI C63.10 Subclause -11.9.1.3 Method PKPM1 Peak-reading power meter

Output Power: ANSI C63.10 Subclause -11.9.2.3.2 Measurement using gated average power
meter.

PSD: ANSI C63.10 Subclause -11.10.2 Method PKPSD (peak PSD)

Radiated emissions restricted frequency bands: ANSI C63.10 Subclause -11.12.1 & Clause 13

Conducted emissions in restricted frequency bands: ANSI C63.10 Subclause -11.12.2

Band-edge: ANSI C63.10 Subclause -11.13.3.2 & Clause 13: Integration method -Peak
detection
Band-edge: ANSI C63.10 Subclause -11.13.3.3 & Clause 13: Integration method -Trace

averaging with continuous transmission at full power

Radiated Band-edge: ANSI C63.10-2013 Section 6.10.5 & 13

AC Power Line Conducted Emissions: ANSI C63.10-2013, Section 6.2.

Radiated emissions non-restricted frequency bands ANSI C63.10 Subclause -11.11 & Clause
13

Radiated Spurious Emissions Below 30MHz: ANSI C63.10-2013 Section 6.4 & 13

NOTE: All conducted antenna port tests for Beamforming applied the same test procedures as
BLE 1Mbps and BLE 2Mbps normal modes.
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REPORT NO:14523740-E2V2
FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

8. TEST AND MEASUREMENT EQUIPMENT

The following test and measurement equipment was utilized for the tests documented in this

report:
Description Manufacturer Model ID Num Cal Due Last Cal
EMI Receiver Rohde & Schwarz ESW44 235670 04/30/2024 04/30/2023
Antenna, Broadband .
Hybrid, 30MHz to 3GHz SunAR rf motion JB3 235174 04/30/2024 04/30/2023
Amplifier, 9KHz to
1GHz. 32dB Sonoma 310N 230310 01/17/2024 01/17/2023
*A”tenz'%aSHGOJE' 1810 ARA MWH-1826/B 172353 06/01/2023 06/01/2022
* -
Antenna. fom 1 ETS Lindgren 3117 80707 04/28/2023 04/28/2022
*RF Filter Box 1-18GHz UL-FR NA 169334 04/15/2023 04/15/2022
EMI Receiver Rohde & Schwarz ESW44 201502 02/29/2024 02/29/2023
Antenna, Horn 1-18GHz ETS Lindgren 3117 226672 01/09/2024 01/09/2023
RF Filter Box, 1-18GHz UL-FR1 NA 171875 11/10/2023 11/10/2022
Antenna, Horn 1-18GHz ETS Lindgren 3117 226673 01/09/2024 01/09/2023
RF F"terlgc;‘c;r%'lsGHz' UL-FR1 RATS 2 226781 04/30/2024 04/30/2023
EMI TEST RECEIVER | Rohde & Schwarz ESW44 169935 02/29/2024 02/29/2023
Antenna, Horn 1-18GHz ETS Lindgren 3117 230300 01/12/2024 01/12/2023
RF Fiter Box, 1-18GHz, UL-FRL Frankenstein 216812 09/17/2023 09/17/2022
Antenna, Passive Loop .
100KHZ to 30MHz ETS-Lindgren EM-6872 PRE0179467(170016) 07/19/2023 07/19/2023
Antenna, Passive Loop | gyectrg-Metrics EM-6871 170014 07/19/2023 07/19/2022
30Hz to 1IMHz
Antenna, Broadband .
Hybrid, 30MHz to 3GHz SunAR rf motion JB3 235174 04/30/2024 04/30/2023
*
Antenna Forn. 1810 ARA MWH-1826/8 172353 06/01/2023 06/01/2022
Amplifier 18-26.5GHz, AMP18G26.5-
+5vdc, 60dB min AMPLICAL 60 171583 02/29/2024 02/29/2023
Amplifier, 9KHz to SONOMA
1GHz. 32dB INSTRUMENT 310 204041 08/24/2023 08/24/2022
Spectrum Analyzer, Keysight E4440A 81311 02/29/2024 02/23/2023
PSA, 3Hz to 26.5GHz Technologies Inc
Spectrum Analyzer, Keysight N9030A 80397 02/28/2024 02/28/2023
PXA, 3Hz to 44GHz Technologies Inc
Spectrum Analyzer, Keysight N9030A 85214 02/28/2024 02/28/2023
PXA, 3Hz to 44GHz Technologies Inc
Spectrum Analyzer, Keysight N9030A-544 87738 02/28/2024 02/28/2023
PXA, 3Hz to 44GHz Technologies Inc
*Conducted Switch Box N/A CSB 221008 06/21/2023 06/21/2022
10dB Fixed Attenuator, Pasternack PE7024-10 236358 Verified/Characterized before use
2 Watts Up to 26.5 GHz Enterprises
10dB Fixed Attenuator, Pasternack PE7024-10 236355 Verified/Characterized before use
2 Watts Up to 26.5 GHz Enterprises
Power Meter, P-series Keysight N1911A 90756 01/31/2024 01/31/2023
single channel Technologies Inc
Power Sensor, P - Keysight N1921A 90389 01/31/2024 01/31/2023
series, 50MHz to Technologies Inc
18GHz, Wideband
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REPORT NO:14523740-E2V2
FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

AC Line Conducted

Description Manufacturer Model ID Num Cal Due Last Cal
EMI Test Receiver 9kHz-7GHz Rohde & Schwarz ESR 93091 02/29/2024 | 02/29/2023
i FCC-LISN-
LISN for Conducted Emissions FISCHER CUSTOM
CISPR-16 COMMUNICATIONS 50/252;3%?\;/—2-01- 175764 01/31/2024 | 01/31/2023
Transient Limiter TE TBFL1 207996 07/15/2023 | 07/15/2022

UL AUTOMATION SOFTWAR

E

Radiated Software UL UL EMC Ver 9.5, May 1, 2023
Conducted Software UL UL EMC 2020.8.16
AC Line Conducted Software UL UL EMC Ver 9.5, Mar 3, 2023

*Testing was completed before equipment calibration date
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REPORT NO:14523740-E2V2
FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

9. ANTENNA PORT TEST RESULTS

9.1. ON TIME AND DUTY CYCLE

LIMITS

None; for reporting purposes only.
PROCEDURE
KDB 558074 Zero-Span Spectrum Analyzer Method.

ON TIME AND DUTY CYCLE RESULTS

Mode ON Time | Period | Duty Cycle Duty Duty Cycle 1/B
B X Cycle Correction Factor | Minimum VBW

(msec) | (msec) (linear) (%) (dB) (kHz)
2.4GHz Band
BLE, 1IMbps 0.08 0.08 1.000 100.00% 0.00 0.010
BLE, 2Mbps 0.08 0.08 1.000 100.00% 0.00 0.010
Note: There are the same DC factor on 1TX and 2TX.
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

DUTY CYCLE PLOTS

BLE 1Mbps BLE 2Mbps
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REPORT NO:14523740-E2V2 DATE: 7/24/2023

FCC ID: BCG-E8435A IC: 579C-E8435A
9.2. 99% BANDWIDTH
LIMITS

None; for reporting purposes only.

RESULTS

Only High Power modes result is reported, it covers all Low Power modes. Only Mid channel
plot is reported to show setting parameter complies with testing method/procedure.
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

9.2.1. HIGH POWER BLE (1Mbps)

ANT 4
Channel Frequency 99% Bandwidth
(MH2z) (MH2z)
Low 2402 1.0506
Middle 2440 1.0562
High 2480 1.0523
MID CHANNEL
ANT 3
Channel Frequency 99% Bandwidth
(MH2z) (MH2z)
Low 2402 1.0580
Middle 2440 1.0601
High 2480 1.0599
MID CHANNEL
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

9.2.2. HIGH POWER BLE TXBF (1Mbps)

Channel|Frequency| 99% Bandwidth | 99% Bandwidth
ANT 4 ANT 3
(MHz) (MHz) (MHz)
Low 2402 1.0522 1.0558
Mid 2440 1.0532 1.0505
High 2480 1.0495 1.0505

Note: Test procedures and setting are same as BLE normal mode.

MID CHANNEL ANT 4 MID CHANNEL ANT 3
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

9.2.3. HIGH POWER BLE (2Mbps)

ANT 4
Channel Frequency 99% Bandwidth
(MH2z) (MH2z)
Low 2404 1.9162
Middle 2440 1.9117
High 2478 1.9043
MID CHANNEL
ANT 3
Channel Frequency 99% Bandwidth
(MH2z) (MH2z)
Low 2404 1.9189
Middle 2440 1.9120
High 2478 1.9087
MID CHANNEL
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

9.2.4. HIGH POWER BLE TXBF (2Mbps)

Channel|Frequency| 99% Bandwidth | 99% Bandwidth
ANT 4 ANT 3
(MHz) (MHz) (MHz)
Low 2404 1.9036 1.8929
Mid 2440 1.8917 1.8930
High 2478 1.8904 1.8920

Note: Test procedures and setting are same as BLE normal mode.

MID CHANNEL ANT 4 MID CHANNEL ANT 3
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

9.3. 6 dB BANDWIDTH

LIMITS

FCC 8§15.407 (e)

RSS-2475.2 (a)

The minimum 6 dB bandwidth shall be at least 500 kHz.

RESULTS

The 6dB bandwidth was measured for the narrowest bandwidth mode, High Power 1Mbps, to
demonstrate compliance with the minimum required bandwidth of 500 kHz. Other modes were
not tested as their bandwidth is greater than the High Power 1Mbps mode, as demonstrated by

the 99% bandwidth measurements performed on all modes.

Only Mid channel plot is reported to show setting parameter complies with testing
method/procedure.
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REPORT NO:14523740-E2V2
FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

9.3.1. HIGH POWER BLE (1Mbps)

ANT 4
Channel Frequency | 6 dB Bandwidth | Minimum Limit
(MH2z) (MH2z) (MH2z)
Low 2402 0.687
Middle 2440 0.723
High 2480 0.720
MID CHANNEL
ANT 3
Channel Frequency | 6 dB Bandwidth | Minimum Limit
(MH2z) (MHZz) (MH2z)
Low 2402 0.753
Middle 2440 0.702
High 2480 0.669
MID CHANNEL
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

9.4. OUTPUT POWER

LIMITS

FCC 815.247 (b) (3)
RSS-247 5.4 (d)
The maximum antenna gain is less than or equal to 6 dBi, therefore the limit is 30 dBm.

TEST PROCEDURE

Measurements perform using a wideband RF power meter.

The power output was measured on the EUT antenna port using SMA cable with 10dB
attenuator connected to a power meter via wideband peak power sensor. Peak output power
was read directly from the power meter.

DIRECTIONAL ANTENNA GAIN

For1 TX:
There is only one transmitter output therefore the directional gain is equal to the antenna gain.

For 2TX:

Tx chains are correlated for power and PSD due to the device supporting Beamforming mode.
The directional gains are as follows:

ANT 4 ANT 3 | Uncorrelated Chains | Correlated Chains
Antenna | Antenna Directional Directional
Band Gain Gain Gain Gain
(GHz) (dBi) (dBi) (dBi) (dBi)
2.4 -4.00 -1.50 -2.57 0.35

DIRECTIONAL GAIN CALCULATION:

ANSI| C63.10-2013 section 14.4.3

Uncorrelated directional gain=10*LOG((10"(Ant1/10)+10"(Ant2/10))/2)
Correlated directional Gain=10*LOG(((10"(Ant1/20)+10"(Ant2/20))"2)/2)

Sample Calculation:
Ant4=-4.0, Ant3=-1.5

Uncorrelated Antenna gain=10log[(10"(-4.0/10)+107(-1.5/10))/2]=-2.57dBi
Correlated Antenna gain=10log[(107(-4.0/20)+10"(-1.5/20))"2)/2]=0.35dBi

RESULTS
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FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

9.4.1. HIGH POWER BLE (1Mbps)

ANT 4
Tested By: 44366
Date: 6/14/2023
Channel Frequency Peak Power Limit Margin
Reading
(MHz) (dBm) (dBm) (dB)
Low 2402 21.32 30 -8.68
Middle 2440 21.23 30 -8.77
High 2480 21.28 30 -8.72
ANT 3
Tested By: 44366
Date: 6/14/2023
Channel Frequency Peak Power Limit Margin
Reading
(MHZz) (dBm) (dBm) (dB)
Low 2402 21.15 30 -8.85
Middle 2440 21.30 30 -8.70
High 2480 21.32 30 -8.68
9.4.2. HIGH POWER BLE TXBF (1Mbps)
ANT 4 + ANT 3
Tested By: 44366
Date: 6/14/2023
Channel Frequency | Output Power | Output Power | Total Power | Limit | Margin
ANT 4 ANT 3
(MHz) (dBm) (dBm) (dBm) (dBm) (dB)
Low 2402 21.32 21.25 24.30 30 -5.70
Middle 2440 21.27 21.43 24.36 30 -5.64
High 2480 21.30 21.18 24.25 30 -5.75
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FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

9.4.3. HIGH POWER BLE (2Mbps)

ANT 4
Tested By: 44366
Date: 6/14/2023
Channel Frequency Peak Power Limit Margin
Reading
(MHz) (dBm) (dBm) (dB)
Low 2404 21.75 30 -8.25
Middle 2440 21.72 30 -8.28
High 2478 21.75 30 -8.25
ANT 3
Tested By: 44366
Date: 6/14/2023
Channel Frequency Peak Power Limit Margin
Reading
(MHZz) (dBm) (dBm) (dB)
Low 2404 21.85 30 -8.15
Middle 2440 21.78 30 -8.22
High 2478 21.85 30 -8.15
9.4.4. HIGH POWER BLE TXBF (2Mbps)
ANT 4 + ANT 3
Tested By: 44366
Date: 6/14/2023
Channel Frequency | Output Power | Output Power | Total Power | Limit | Margin
ANT 4 ANT 3
(MHz) (dBm) (dBm) (dBm) (dBm) (dB)
Low 2404 21.84 21.83 24.85 30 -5.15
Middle 2440 21.86 21.86 24.87 30 -5.13
High 2478 21.90 21.94 24.93 30 -5.07
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FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

9.4.5. LOW POWER BLE (1Mbps)

ANT 4
Tested By: 44366
Date: 6/14/2023
Channel Frequency Peak Power Limit Margin
Reading
(MHz) (dBm) (dBm) (dB)
Low 2402 11.24 30 -18.76
Middle 2440 11.36 30 -18.64
High 2480 11.26 30 -18.74
ANT 3
Tested By: 44366
Date: 6/14/2023
Channel Frequency Peak Power Limit Margin
Reading
(MHz) (dBm) (dBm) (dB)
Low 2402 12.75 30 -17.25
Middle 2440 12.85 30 -17.15
High 2480 12.94 30 -17.06
9.4.6. LOW POWER BLE TXBF (1Mbps)
ANT 4 + ANT 3
Tested By: 44366
Date: 6/14/2023
Channel Frequency | Output Power | Output Power | Total Power | Limit | Margin
ANT 4 ANT 3
(MHz) (dBm) (dBm) (dBm) (dBm) (dB)
Low 2402 11.32 12.69 15.07 30 -14.93
Middle 2440 11.33 12.85 15.17 30 -14.83
High 2480 11.32 12.74 15.10 30 -14.90
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9.4.7. LOW POWER BLE (2Mbps)

ANT 4
Tested By: 44366
Date: 6/14/2023
Channel Frequency Peak Power Limit Margin
Reading
(MHz) (dBm) (dBm) (dB)
Low 2404 11.85 30 -18.15
Middle 2440 11.87 30 -18.13
High 2478 11.89 30 -18.11
ANT 3
Tested By: 44366
Date: 6/14/2023
Channel Frequency Peak Power Limit Margin
Reading
(MHz) (dBm) (dBm) (dB)
Low 2404 13.28 30 -16.72
Middle 2440 13.38 30 -16.62
High 2478 13.29 30 -16.71
9.4.8. LOW POWER BLE TXBF (2Mbps)
ANT 4 + ANT 3
Tested By: 44366
Date: 6/14/2023
Channel Frequency | Output Power | Output Power | Total Power | Limit | Margin
ANT 4 ANT 3
(MHz) (dBm) (dBm) (dBm) (dBm) (dB)
Low 2404 11.87 13.27 15.64 30 -14.36
Middle 2440 11.89 13.36 15.70 30 -14.30
High 2478 11.85 13.47 15.75 30 -14.25
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9.5. AVERAGE POWER

LIMITS

None; for reporting purposes only.

TEST PROCEDURE

Measurements perform using a wideband RF power meter.

The power output was measured on the EUT antenna port using SMA cable with 10dB
attenuator connected to a power meter via wideband average power sensor. Gated average
output power was read directly from power meter.

RESULTS
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9.5.1. HIGH POWER BLE (1Mbps)

ANT 4
Tested By: 44366
Date: 6/14/2023
Channel Frequency AV power
(MHz) (dBm)
Low 2402 20.86
Middle 2440 20.84
High 2480 20.84
ANT 3
Tested By: 44366
Date: 6/14/2023
Channel Frequency AV power
(MHz) (dBm)
Low 2402 20.81
Middle 2440 20.81
High 2480 20.84

9.5.2. HIGH POWER BLE TXBF (1Mbps)

ANT 4 + ANT 3

Tested By: 44366
Date: 6/14/2023
Channel Frequency | Average Power | Average Power | Total Power
ANT 4 ANT 3

(MHz2) (dBm) (dBm) (dBm)
Low 2402 20.96 20.92 23.95
Middle 2440 20.95 20.94 23.96
High 2480 20.91 20.84 23.89
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DATE: 7/24/2023

REPORT NO:14523740-E2V2
IC: 579C-E8435A

FCC ID: BCG-E8435A

9.5.3. HIGH POWER BLE (2Mbps)

ANT 4
Tested By: 44366
Date: 6/14/2023
Channel Frequency AV power
(MH2z) (dBm)
Low 2404 20.83
Middle 2440 20.82
High 2478 20.82
ANT 3
Tested By: 44366
Date: 6/14/2023
Channel Frequency AV power
(MH2) (dBm)
Low 2404 20.91
Middle 2440 20.83
High 2478 20.85

9.5.4. HIGH POWER BLE TXBF (2Mbps)

ANT 4 + ANT 3

Tested By: 44366
Date: 6/14/2023
Channel Frequency | Average Power | Average Power | Total Power
ANT 4 ANT 3
(MHz) (dBm) (dBm) (dBm)
Low 2404 20.92 20.91 23.93
Middle 2440 20.92 20.95 23.95
High 2478 20.91 20.96 23.95
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

9.5.5. LOW POWER BLE (1Mbps)

ANT 4
Tested By: 44366
Date: 6/14/2023
Channel Frequency AV power
(MHz) (dBm)
Low 2402 10.84
Middle 2440 10.88
High 2480 10.81
ANT 3
Tested By: 44366
Date: 6/14/2023
Channel Frequency AV power
(MHz) (dBm)
Low 2402 12.34
Middle 2440 12.38
High 2480 12.45

9.5.6. LOW POWER BLE TXBF (1Mbps)

ANT 4 + ANT 3

Tested By: 44366
Date: 6/14/2023
Channel Frequency | Average Power | Average Power | Total Power
ANT 4 ANT 3

(MHz) (dBm) (dBm) (dBm)
Low 2402 10.86 12.26 14.63
Middle 2440 10.92 12.35 14.70
High 2480 10.92 12.31 14.68
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
IC: 579C-E8435A

FCC ID: BCG-E8435A

9.5.7. LOW POWER BLE (2Mbps)

ANT 4
Tested By: 44366
Date: 6/14/2023
Channel Frequency AV power
(MH2z) (dBm)
Low 2404 10.95
Middle 2440 10.92
High 2478 10.91
ANT 3
Tested By: 44366
Date: 6/14/2023
Channel Frequency AV power
(MH2) (dBm)
Low 2404 12.37
Middle 2440 12.41
High 2478 12.32

9.5.8. LOW POWER BLE TXBF (2Mbps)

ANT 4 + ANT 3

Tested By: 44366
Date: 6/14/2023
Channel Frequency | Average Power | Average Power | Total Power
ANT 4 ANT 3

(MHz) (dBm) (dBm) (dBm)
Low 2404 10.96 12.31 14.70
Middle 2440 10.93 12.42 14.75
High 2478 10.89 12.48 14.77
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9.6. POWER SPECTRAL DENSITY

LIMITS

FCC §15.247 (e)
RSS-247 (5.2) (b)

The power spectral density conducted from the transmitter to the antenna shall not be greater
than 8 dBm in any 3 kHz band during any time interval of continuous transmission.

RESULTS

Only Mid channel plot is reported to show setting parameter complies with testing
method/procedure.

Only High-Power modes result is reported, it covers all Low Power modes

Page 38 of 125

UL VERIFICATION SERVICES INC.
47173 Benicia Street, Fremont, CA 94538; USA TEL:(510) 319-4000 FAX:(510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.



REPORT NO:14523740-E2V2
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DATE: 7/24/2023
IC: 579C-E8435A

9.6.1. HIGH POWER BLE (1Mbps)

ANT 4

Channel | Frequency PSD Limit Margin

(MH2z) (dBm/3kHz) [ (dBm/3kHz) (dB)

Low 2402 3.724 8 -4.28

Middle 2440 3.528 8 -4.47

High 2480 3.536 8 -4.46

MID CHANNEL
ANT 3
Channel | Frequency PSD Limit Margin
(MH2z) (dBm/3kHz) [ (dBm/3kHz) (dB)
Low 2402 3.437 8 -4.56
Middle 2440 3.434 8 -4.57
High 2480 3.511 8 -4.49
MID CHANNEL
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DATE: 7/24/2023
IC: 579C-E8435A

9.6.2. HIGH POWER BLE TXBF (1Mbps)

| Duty Cycle CF (dB)l

0.00 |Inc|uded in Calculations of Corr'd PSD

PSD Results
Channel |Frequency | ANT 4 ANT 3 Total Limit Margin
Meas Meas Corr'd
PSD
(MHZz) (dBm/ (dBm/ (dBm/ (dBm/
3kHz) 3kHz) 3kHz) 3kHz) (dB)
Low 2402 4.400 4.550 7.49 8.0 -0.5
Mid 2440 4.493 4.434 7.47 8.0 -0.5
Hjigh 2480 4.398 4.304 7.36 8.0 -0.6

Note: Test procedures and setting are same as BLE normal mode.

MID CHANNEL ANT 4

MID CHANNEL ANT 3
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BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

9.6.3. HIGH POWER BLE (2Mbps)

ANT 4
Channel | Frequency PSD Limit Margin
(MHz) (dBm/3kHz) [ (dBm/3kHz) (dB)
Low 2404 -1.621 8 -9.62
Middle 2440 -1.697 8 -9.70
High 2478 -1.627 8 -9.63
MID CHANNEL
ANT 3
Channel | Frequency PSD Limit Margin
(MH2z) (dBm/3kHz) [ (dBm/3kHz) (dB)
Low 2404 -1.669 8 -9.67
Middle 2440 -1.535 8 -9.54
High 2478 -1.775 8 -9.78
MID CHANNEL
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9.6.4. HIGH POWER BLE TXBF (2Mbps)

| Duty Cycle CF (dB)|

0.00 |Inc|uded in Calculations of Corr'd PSD

PSD Results
Channel |Frequency | ANT 4 ANT 3 Total Limit Margin
Meas Meas Corr'd
PSD
(MHZz) (dBm/ (dBm/ (dBm/ (dBm/
3kHz) 3kHz) 3kHz) 3kHz) (dB)
Low 2404 -0.862 -0.740 2.21 8.0 -5.8
Mid 2440 -0.749 -0.633 2.32 8.0 5.7
Hjigh 2478 -0.642 | -0.753 2.31 8.0 5.7

Note: Test procedures and setting are same as BLE normal mode.

MID CHANNEL ANT 4

MID CHANNEL ANT 3
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9.7. CONDUCTED SPURIOUS EMISSIONS

LIMITS

FCC §15.247 (d)
RSS-247 5.5

Output power was measured based on the use of a peak measurement, therefore the required
attenuation is 20 dBc.

Note: Test procedures and setting are same as BLE normal mode.

RESULTS
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9.7.1. HIGH POWER BLE (1Mbps)

ANT 4
LOW CHANNEL BANDEDGE OUT-OF-BAND LOW CHANNEL
IN-BAND REFERENCE LEVEL OUT-OF-BAND MID CHANNEL
HIGH CHANNEL BANDEDGE OUT-OF-BAND HIGH CHANNEL
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ANT 3

LOW CHANNEL BANDEDGE

OUT-OF-BAND LOW CHANNEL

IN-BAND REFERENCE LEVEL

OUT-OF-BAND MID CHANNEL

HIGH CHANNEL BANDEDGE

OUT-OF-BAND HIGH CHANNEL
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9.7.2. HIGH POWER BLE TXBF (1Mbps)
Note: Test procedures and setting are same as BLE normal mode.

LOW CHANNEL , BANDEDGE ANT 4 LOW CHANNEL OUT-OF-BAND ANT 4
MID CHANNEL REFERENCE ANT 4 MID CHANNEL OUT-OF-BAND ANT 4
HIGH CHANNEL BANDEDGE ANT 4 HIGH CHANNEL OUT-OF-BAND ANT 4
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LOW CHANNEL , BANDEDGE ANT 3

LOW CHANNEL OUT-OF-BAND ANT 3

MID CHANNEL REFERENCE ANT 3

MID CHANNEL OUT-OF-BAND ANT 3

HIGH CHANNEL REFERENCE ANT 3

HIGH CHANNEL OUT-OF-BAND ANT 3
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9.7.3. HIGH POWER BLE (2Mbps)

ANT 4
LOW CHANNEL BANDEDGE OUT-OF-BAND LOW CHANNEL
IN-BAND REFERENCE LEVEL OUT-OF-BAND MID CHANNEL
HIGH CHANNEL BANDEDGE OUT-OF-BAND HIGH CHANNEL

Page 48 of 125

UL VERIFICATION SERVICES INC.
47173 Benicia Street, Fremont, CA 94538; USA TEL:(510) 319-4000 FAX:(510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.



REPORT NO:14523740-E2V2
FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

ANT 3

LOW CHANNEL BANDEDGE

OUT-OF-BAND LOW CHANNEL

IN-BAND REFERENCE LEVEL

OUT-OF-BAND MID CHANNEL

HIGH CHANNEL BANDEDGE

OUT-OF-BAND HIGH CHANNEL
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9.7.4. HIGH POWER BLE TXBF (2Mbps)
Note: Test procedures and setting are same as BLE normal mode.

LOW CHANNEL , BANDEDGE ANT 4 LOW CHANNEL OUT-OF-BAND ANT 4
MID CHANNEL REFERENCE ANT 4 MID CHANNEL OUT-OF-BAND ANT 4
HIGH CHANNEL BANDEDGE ANT 4 HIGH CHANNEL OUT-OF-BAND ANT 4

Page 50 of 125

UL VERIFICATION SERVICES INC.
47173 Benicia Street, Fremont, CA 94538; USA TEL:(510) 319-4000 FAX:(510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.




REPORT NO:14523740-E2V2
FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

LOW CHANNEL , BANDEDGE ANT 3

LOW CHANNEL OUT-OF-BAND ANT 3

MID CHANNEL REFERENCE ANT 3

MID CHANNEL OUT-OF-BAND ANT 3

HIGH CHANNEL REFERENCE ANT 3

HIGH CHANNEL OUT-OF-BAND ANT 3
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9.7.5. LOW POWER BLE (1Mbps)

ANT 4
LOW CHANNEL BANDEDGE OUT-OF-BAND LOW CHANNEL
IN-BAND REFERENCE LEVEL OUT-OF-BAND MID CHANNEL
HIGH CHANNEL BANDEDGE OUT-OF-BAND HIGH CHANNEL
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ANT 3

LOW CHANNEL BANDEDGE

OUT-OF-BAND LOW CHANNEL

IN-BAND REFERENCE LEVEL

OUT-OF-BAND MID CHANNEL

HIGH CHANNEL BANDEDGE

OUT-OF-BAND HIGH CHANNEL
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9.7.6. LOW POWER BLE TXBF (1Mbps)
Note: Test procedures and setting are same as BLE normal mode.

LOW CHANNEL , BANDEDGE ANT 4 LOW CHANNEL OUT-OF-BAND ANT 4
MID CHANNEL REFERENCE ANT 4 MID CHANNEL OUT-OF-BAND ANT 4
HIGH CHANNEL BANDEDGE ANT 4 HIGH CHANNEL OUT-OF-BAND ANT 4
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LOW CHANNEL , BANDEDGE ANT 3

LOW CHANNEL OUT-OF-BAND ANT 3

MID CHANNEL REFERENCE ANT 3

MID CHANNEL OUT-OF-BAND ANT 3

HIGH CHANNEL REFERENCE ANT 3

HIGH CHANNEL OUT-OF-BAND ANT 3
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9.7.7. LOW POWER BLE (2Mbps)

ANT 4

LOW CHANNEL BANDEDGE

OUT-OF-BAND LOW CHANNEL

IN-BAND REFERENCE LEVEL

OUT-OF-BAND MID CHANNEL

HIGH CHANNEL BANDEDGE

OUT-OF-BAND HIGH CHANNEL
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ANT 3

LOW CHANNEL BANDEDGE

OUT-OF-BAND LOW CHANNEL

IN-BAND REFERENCE LEVEL

OUT-OF-BAND MID CHANNEL

HIGH CHANNEL BANDEDGE

OUT-OF-BAND HIGH CHANNEL
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9.7.8. LOW POWER BLE TXBF (2Mbps)
Note: Test procedures and setting are same as BLE normal mode.

LOW CHANNEL , BANDEDGE ANT 4 LOW CHANNEL OUT-OF-BAND ANT 4
MID CHANNEL REFERENCE ANT 4 MID CHANNEL OUT-OF-BAND ANT 4
HIGH CHANNEL BANDEDGE ANT 4 HIGH CHANNEL OUT-OF-BAND ANT 4
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LOW CHANNEL , BANDEDGE ANT 3

LOW CHANNEL OUT-OF-BAND ANT 3

MID CHANNEL REFERENCE ANT 3

MID CHANNEL OUT-OF-BAND ANT 3

HIGH CHANNEL REFERENCE ANT 3

HIGH CHANNEL OUT-OF-BAND ANT 3
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10. RADIATED TEST RESULTS

10.1.

LIMITS

LIMITS AND PROCEDURE

FCC 815.205 and §15.209

RSS-GEN, Section 8.9 and 8.10.

Frequency Range Field Strength Limit Field Strength Limit
(MHz) (uvim)at3m (dBuV/m) at 3m
0.009-0.490 2400/F(kHz) @ 300 m -
0.490-1.705 24000/F(kHz) @ 30 m -
1.705 - 30 30 @ 30m -
30 - 88 100 40
88 - 216 150 43.5
216 - 960 200 46
Above 960 500 54

TEST PROCEDURE

The EUT is placed on a non-conducting table 80 cm above the ground plane for measurement
below 1GHz; 1.5 m above the ground plane for measurement above 1GHz. The antenna to EUT
distance is 3 meters. The EUT is configured in accordance with ANSI C63.10. The EUT is set to
transmit in a continuous mode.

For measurements below 1 GHz the resolution bandwidth is set to 100 kHz for peak detection
measurements or 120 kHz for quasi-peak detection measurements. Peak detection is used
unless otherwise noted as quasi-peak.

For pre-scans above 1 GHz the resolution bandwidth is set to 1 MHz; the video bandwidth is set
to 30 KHz for peak measurements.

For final measurements above 1 GHz the resolution bandwidth is set to 1 MHz; the video
bandwidth is set to 3 MHz for peak measurements and as applicable for average
measurements.

The spectrum from 1 GHz to 18 GHz is investigated with the transmitter set to the lowest,
middle, and highest channels in each applicable band. Below 1GHz and above 18GHz
emissions, the channel with the highest output power was tested.

The frequency range of interest is monitored at a fixed antenna height and EUT azimuth. The

EUT is rotated through 360 degrees to maximize emissions received. The antenna is scanned

from 1 to 4 meters above the ground plane to further maximize the emission. Measurements are
made with the antenna polarized in both the vertical and the horizontal positions.
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Note: The limits in CFR 47, Part 15, Subpart C, paragraph 15.209(a), are identical to those in
RSS-Gen section 8.9, Table 6, since the measurements are performed in terms of magnetic
field strength and converted to electric field strength levels (as report in the table) using free
space impedance of 377 Ohms. For example, the measurement at frequency X kHz resulted in
a level of Y dBuV/m, which is equivalent to Y-51.5 = Z dBuA/m, which has the same margin, W
dB to the corresponding RSS-Gen Table 6 limit as it has to 15.209(a) limit.

In addition:

KDB 414788 Open Field Site(OFS) and Chamber Correlation Justification

Base on FCC 15.31 (f) (2): measurements may be performed at a distance closer than that
specified in the regulations; however, an attempt should be made to avoid making
measurements in the near field.

OFS and chamber correlation testing had been performed and chamber measured test result is
the worst case test result.

RESULTS
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10.2. TRANSMITTER ABOVE 1 GHz
10.2.1. HIGH POWER BLE (1Mbps)
ANT 4
BANDEDGE (LOW CHANNEL)

HORIZONTAL RESULT

1ZKFRE Chamber B83-RDE-C 2023 Jun 23 0B 20:13
Restricted Baondedge
s Configuration: EUT Only
Mode: LE 1M 2482MHz AntB
Tested By: 28675
185 i 1
. / |
[ea]
S 95 I
=
s 85
5} |
a |
el -
- Peok Limit (dBuU/m)
7!:
X
o
|
— 5
5 6
2
c
N ggl.Average Eimit (dBulim) 2 1 |
5 L |
2 |
A |
45 74 f
B /N 7‘;’.,_,1 | b~/
3!:
2. 31 13 1MHz/ 2.441
Frequency (GHz)
Range (6H2) REW/VB Ref/Attn  Det fivg fode Sucep Pts  foups/lode  Position Ronge (6H2) REN/VEN Ref/Attn  Det fvg fode Sucep Pts  foups/ode  FPosition
1:2.31-2.441 1MC-3d8)/3M 136730 PEAK - Gmsec(futo) 9881 MAXH 198 degs 150 cu H [2:2.31-2.441 1HC-3dB)/10 136/38 EAK 12ms/REW 9081 1/URIT 198 degs 158 cn t
Low CH BE - H.TST jv4323 38 Mar 2823
Marke Frequency Meter Det 226672 ACF Gain/Loss Correcte Average Margin Peak Limit PK Azimut Heigh Polarit
r (GHz) Readin (dB) 3mH (dB) d Limit (dB) (dBuV/m) Margin h t y
[¢] Reading (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m
)
1 *2.39 62 Pk 321 -39.8 54.3 - - 74 -19.7 198 150 H
2 *2.363974 63.64 Pk 32 -39.9 55.74 - - 74 -18.26 198 150 H
3 *2.39 48.77 VALT 321 -39.8 41.07 54 -12.93 - - 198 150 H
4 *2.364483 53.74 VALT 32 -39.9 45.84 54 -8.16 - - 198 150 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VAILT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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VERTICAL RESULT

IZKFRE Chamber B83-RDE-C 2023 Jun 23 pB.27:39
Restricted Baondedge
s Configuration: EUT Only
Mode: LE 1M 2482MHz AntB
Tested By: 28675
185
o
el g5
5]
< s
>
@
o Peak Limit (dBuU/m)
N 75
x
o
I 65
]
a
3 el Aver@ye Limit (OBuUymd 4
2 o
45
3
o
35
2. 31 13 1MHz/ 2.441
Frequency (GHz)
Range (6H2) REW/VB Ref/Attn Dt fivg fode Sueep Pts  foups/lode Position Range () REN/VE Ref/Attn  Det fvg Mode Swcep Pts  foups/lode  FPosition
Low CH BE - U.TST jv4323 3@ Mar 2823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
1 *2.39 59.94 Pk 321 -39.8 52.24 - - 74 -21.76 52 287 \4
2 *2.318559 63.17 Pk 318 -39.96 55.01 - - 74 -18.99 52 287 \4
3 *2.39 48.67 VALT 321 -39.8 40.97 54 -13.03 - - 52 287 \4
4 * 2.389825 48.71 VALT 321 -39.83 40.98 54 -13.02 - - 52 287 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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BANDEDGE (HIGH CHANNEL)

HORIZONTAL RESULT

FRE Chamber ©3-RDE-C 2023 Jun 23 00:34:13
Restricted Bandedge
Configuration: EUT Only

[RS) - Mode: LE 1M 2488MHz Anid
/\ Teeted By: 28675
185 \
|
~ } \
2 |
s 95 |
. |
E
S 85
a)
[ia]
o
- 75 Peak iLimit (dBuld/m)
X
o
I
— 5
5 6
3
: \ 2
i fverdoge Limit CHEU/m)
No55L " p—— L L ’ : SN N—— .
z [P R TR R i Wiy
a
T |
45 / 3
- O - — !
3|:
2.441 12.2MHz/ 2.563
Frequency (GHz>
Range (6Hz) REW/UBH Ref/fttn  Det Avg Mode Suesp P #ups/Mode  Position Range (6Hz) RBU/VBU Ref/fttn  Det fvg Mode Sueep Pts  #Sups/Mode Position
1:2.441-2.563 1MC-38)/3M 136/30 PEAK - 9msec(Auto) 9081 MAXH 78 degs 141 cn H 2:2.441-2.563 1HC-3d8)/10 136738 PERAK 12ms/REW @81 WRIT 78 degs 141 cn
High CH BE - H.TST jv4323 38 Mar 2023
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuVv/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.4835 61.43 Pk 322 39.6 54.03 - - 74 19.97 78 141 H
3 *2.4835 502 VALT 322 39.6 428 54 12 - - 78 141 H
4 *2.483512 50.19 VALT 322 39.6 42.79 54 121 B - 78 141 H
2 2.504049 63.18 Pk 323 39.6 55.88 g - 74 1812 78 141 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

12KFRE Chamber B83-RDE-C 2023 Jun 23 00 :40:83
Restricted Baondedge
s Configuration: EUT Only
Mode: LE 1M 2488MHz AntB
Tested By: 28675
185
o
o g5
=
< s
>
3
@
o Peaki Limit (dBuU/m
~ 7|:
: ’
o
I 65
]
a b
7 oss | Avertige Limit (dlBuU/md
i) H &
>
45) 3
o
3|:
2.441 12 . 2MHz/ 2.563
Frequency (GHz)
Range (6H2) REW/VB Ref/Attn Dt fivg fode Sueep Pts  foups/lode  FPosition Range () REN/VE Ref/Attn  Det fvg Mode Swcep Pts  foups/ode  Position
High CH BE - U.TST jv4323 3@ Mar 26823

Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.4835 61.02 Pk 322 -39.6 53.62 - - 74 -20.38 48 397 \4
3 *2.4835 49.46 VALT 322 -39.6 42.06 54 -11.94 - - 48 397 \4
4 *2.483512 49.45 VALT 322 -39.6 42.05 54 -11.95 - - 48 397 \4
2 2.509132 63.03 Pk 323 -39.59 55.74 - - 74 -18.26 48 397 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

ANT 3
BANDEDGE (LOW CHANNEL)

HORIZONTAL RESULT

~FRE Chamber B83-RDE-C 2023 Jun 23 B1:13:09
Restricted Bandedge

Configuratian: EUT Only
IR S| E— S SO S S B 5 RS N Mode: 2LE. 1M 2482MHz Bnil
Tested By: 28675

Peak Limit (dBuU/m) ‘

Horizontal - Pk (dBuU/m) 18dB/

35
2. 31 13 1MHz/ 2.441
Frequency (GHz)
Range (6Hz) REU/UBU Ref/fttn  Det Avg Mode Sueep Pts  #Sups/Mode Position Range (6Hz) RBU/VBY Ref/fittn  Det fivg Mode Sueep. Pts  #Sups/Mode  Position
1:2.31-2. 441 G382/ 1363 PERK - usectfuta) BB HAKH 193 degs 118 cu K [2:2.31-2.441 MC-38/10 136/3 PR - 12ns/RBU 981 I/RIT 193 degs 118 cn t
Low CH BE - H.TST jv4323 3@ Mar 2823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.39 61.29 Pk 321 -39.8 53.59 - - 74 -20.41 193 118 H
2 *2.388078 63.1 Pk 321 -39.91 55.29 - - 74 -18.71 193 118 H
3 *2.39 48.68 VALT 321 -39.8 40.98 54 -13.02 - - 193 118 H
4 *2.39 48.68 VALT 321 -39.8 40.98 54 -13.02 - - 193 118 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

IZKFRE Chamber B83-RDE-C 2023 Jun 23 B1:19:45
Restricted Baondedge
o Configuration: EUT Only
H Mode: LE 1M 2482MHz Antf
Tested By: 28675
185
o
o g5
=
S 85
>
@
- Peak Limit (dBuU/m)
~ 7|:
X
o
I 65
o
o
5 gl Average Limit (dBuUim) 2
3 @
45
3
o
3|:
2. 31 13 TMHz/ 2.441
Frequency (GHz)
Fonge (6H) REU/E Ref/Attn  Det fvg fode Sueep Fts  foupa/fode FPosition Ronge (6Hz) RBU/UBU Ref/Atin  Det_fivg Mod Sueep Pts  foups/fode Position
Low CH BE - U.TST jv4323 3@ Mar 2823

Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.39 60.94 Pk 321 -39.8 53.24 - - 74 -20.76 320 110 \4
2 *2.368879 63.33 Pk 32 -39.81 55.52 - - 74 -18.48 320 110 \4
3 *2.39 48.64 VALT 321 -39.8 40.94 54 -13.06 - - 320 110 \4
4 *2.39 48.64 VALT 321 -39.8 40.94 54 -13.06 - - 320 110 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2
FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

BANDEDGE (HIGH CHANNEL)

HORIZONTAL RESULT

125FRE Chamber B3-RDE-C 2023 Jun 23 B1:27:19
Restricted Bandedge
- Configuration: EUT Only
" Mode: LE 1M 248BMHz Antf
Tested By: 28675
185
N A
; f
g % )
. |
§ |
> 85 ‘
2 |
[4a]
o
- 75 Peak iLimit (dBuld/m)
X
o
1
— =
5 6
b
5
N BBl ige Limit (dBul/m)
g m\ A W.l [ e wm
I
45 7
- SN S S
3|:
2.441 12 2MHz/ 2.563
Frequency (GHz)
Range (6) REU/EU Ref/Attn  Det fvg fode Sucep Pts  fupa/fode  Position Ronge (6Hz) RBU/VBU Ref/Atin  Det_fvg fod Sueep Pts  fups/fode Position
124412560 NI/ 1B/ PERK - usec(ute) %001 HAIK 205 degs 19 cu B [0:2.441-2.563  INC-3B/18 1368 FERK - 120s/REU 9 VARIT 285 degs 139
High CH BE - H.TST jv4323 38 Mar 2023
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
*2.4835 60.1 Pk 52.7 - - 74 -21.3 05 H
* 2.4835 49.28 VALT 41.88 54 -12.12 - - 05 H
2.526728 63.53 Pk . 56.23 - - 74 -17.77 05 H
4 2.555426 49.02 VALT .4 41.92 54 -12.08 - - 05 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

IZKFRE Chamber B83-RDE-C 2023 Jun 23 B1:34:56
Restricted Baondedge
s Configuration: EUT Only
Mode: LE 1M 2488MHz Ant!
Tested By: 28675
185
o
o g5
=
S 85
>
3
@
S Pecki Limit C(dBulJ/m
: ’
o
I 65
]
o
e | Averige Limi€ CdBuU/m)
5 e
45 3 4
=} o
3|:
2.441 12 . 2MHz/ 2.563
Frequency (GHz)
Range (6H2) REW/VB Ref/Attn Dt fivg fode Sueep Pts  foups/lode  FPosition Range () REN/VE Ref/Attn  Det fvg Mode Swcep Pts  foups/ode  Position
High CH BE - U.TST jv4323 3@ Mar 26823

Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.4835 60.35 Pk 322 -39.6 52.95 - - 74 -21.05 310 325 \4
2 *2.499819 63.23 Pk 323 -39.7 55.83 - - 74 -18.17 310 325 \4
3 *2.4835 49.19 VALT 322 -39.6 41.79 54 -12.21 - - 310 325 \4
4 2.555236 49 VALT 323 -39.4 419 54 -12.1 - - 310 325 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

10.2.2. HIGH POWER BLE TXBF (1Mbps)

BANDEDGE (LOW CHANNEL)

HORIZONTAL RESULT

| 55FRE Chomber B4-RDE-T 2023 Jun 26 15:54:18
Restricted Bandedge
- Config: EUT Only
i Mode: BLEIM 2482Mpe TXBF
Tested by: 27927 \
185 I
[} I
8 o5 (‘
~ |
E
3> 85
J
[ia}
M Peak Limit C(dBuU/m)
X 7l:
o
I
5 65
3
C
N ggl Average Limit (dBuU/m) TS RO TR AR
< e ik ‘
2
45 - - e
3!:
2. 31 13, TMHz/ 2,441
Frequency (GHz)
Range (&) REU/VEU Ref/ftin  Det fvg Mode Sueep Pta  Foups/Mode FPosition [Range (@) REU/VEU Ref/Attn  Det fvg fode Sueep Pta  Foups/fode Position
1:2.31-2.441 1HC-3dB2/3M 136/38 PEAK - Busec(Auto)  B2ER MAXH 327 degs |14 cm H [2:2.31-2.441 H(-3dB)/3M 136738 AUER Pur Avg(RHS)  Busec(futo) 608 1BBTAVG 327 degs H

Low CH BE - H.TST jv4323 38 Mar 20823

Marke Frequency Meter Det 226673 ACF Gain/Loss Correcte Average Margin Peak Limit PK Azimut Heigh Polarit
r (GHz) Readin (dB) 3mH (dB) d Limit (dB) (dBuV/m) Margin h t y
[¢] Reading (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m
)
1 *2.39 59.81 Pk 321 -37.89 54.02 - - 74 -19.98 327 114 H
2 *2.388708 62.09 Pk 321 -37.88 56.31 - - 74 -17.69 327 114 H
3 *2.39 48.66 RMS 321 -37.89 42.87 54 -11.13 - - 327 114 H
4 *2.388348 49.74 RMS 321 -37.87 43.97 54 -10.03 - - 327 114 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO:14523740-E2V2

FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

VERTICAL RESULT

12:FRE Chamber B83-RDE-B 2823 Jun 15  B83:81:24
Restricted Bandedge
s Config: EUT Only
Mode: BLEIM 2482Mhz TXBF
Tested by: 27708 JR
185
~N
g %5
S s
>
3
] Peak Limit (dBuU/m)
g 7l:
x
o
| 65
©
o
7 5el..fverage Limit (dBulymd2 '
Es t
45 4
B 3
3!:
2,31 13. TMHz/ 2.441
Frequency (GHz)
Range (6Hz) REW/VBL Ref/Atin  Det fAvg Mode Sueep Pts  #Sups/Mode Position Range (6Hz) RBI/VBU Ref/fttn  Det fivg Mode Sueep. Pts  #Sups/Mode  Position
BLE{M_2482Mh=_ePA_U_TXBF_Unit18835.DAT jv4323 13 Apr 2823
Marker Frequency Meter Det 230300 DCCF Gain/L Correc Avera Margin Peak PK Azimut Height Polarit
(GHz) Readi ACF (dB) o0ss ted ge (dB) Limit Margin h (cm) y
ng (dB/m) (dB) Readi Limit (dBuV/ (dB) (Degs)
(dBuV) ng (dBuVv/ m)
(dBuv/ m)
m)
1 *2.39 61.04 Pk 32.2 0 -41.2 52.04 - - 74 -21.96 27 325 \
2 * 2.340035 64.3 Pk 32.1 0 -41.2 55.2 - - 74 -18.8 27 325 \
3 *2.39 50.72 RMS 32.2 0 -41.2 41.72 54 -12.28 - - 27 325 Vv
4 * 2.350517 51.86 RMS 32.1 0 -41.25 42.71 54 -11.29 - - 27 325 Vv

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band

Pk - Peak detector
RMS - RMS detection
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REPORT NO:14523740-E2V2
FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

BANDEDGE (HIGH CHANNEL)

HORIZONTAL RESULT

12‘:FRE Chamber B3-RDE-B 2023 Jun 15 B3:11:49
Restricted Bandedge
- Config: EUT Only
i Mode: BLEIM 248BMhz TXBF
’ Tested by: 27768 JR
185 /f\\
w
g o |
3 8 ol
w
To7s ‘ ] mi
* |
: \
5 65
€
2 PAverage Limit (dBul/m)
T 55| AP OMPR T oL 1
2
45 / 4
' A . B " b v v a} i >
3!:
2.441 12.2MHz/ 2.563
Frequency (GHz)
Range (GHz) RBU/UBU Ref/Atin  Det Avg Mode Sueep Pts  #oupa/fode Position [Range (BHz) RBU/VBY Ref/fttn  Det fvg Mode Sueey Pts  #oups/Mode Position
1:2.441-2.563 1MC-3dB)/3M 136/30 K - futo 8088 MAXH 232 degs 147 cu H  [2:2.441-2.563 HC-308)/3M 136739 AUER Pur Avg(RHS) futo feLali[o} 1BETAVG 232 degs 147 cn H
BLE1M_2488Mhz_cPA_H_TXBF_Unit18835.DAT jv4323 13 Apr 20823
Marker Frequency Meter Det 230300 DCCF Gain/L Correc Avera Margin Peak PK Azimut Height Polarit
(GHz) Readi ACF (dB) oss ted ge (dB) Limit Margin h (cm) y
ng (dB/m) (dB) Readi Limit (dBuv/ (dB) (Degs)
(dBuV) ng (dBuV/ m)
(dBuv/ m)
m)
1 * 2.4835 62.14 Pk 32.2 0 -41.15 53.19 - - 74 -20.81 232 147 H
2 *2.48398 64.6 Pk 32.2 0 -41.1 55.7 - - 74 -18.3 232 147 H
3 * 2.4835 52.25 RMS 32.2 0 -41.15 43.3 54 -10.7 - - 232 147 H
4 * 2.498454 52.24 RMS 32.2 0 -41.1 43.34 54 -10.66 - - 232 147 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

1ZKFRE Chamber B3-RDE-B 2823 Jun 15 B3:20:20
Restricted Bandedge
s Config: EUT Only
Mode: BLETM 248dMhz TXBF
Tested by: 27768 JR
1e5
~
8 o5
= f
- J
£ B85 et
> I |
a I
S 75 | ‘\ Peaki Limit (dBul/m)
X ! “
& \
! 65 |
r
u 1
5 i Averdge Limit (dBuU/m) 2
L 550 - . e 1 - . . ) 0
5 i it i il SR T = T e e —
2 i
= 4
4 3 4
35
2.441 12.2MH=z/ 2.563
Frequency (GHz)
Range (6Hz) RELI/UBL Ref/fttn  Det Avg Mode Suesp Pts  #Sups/Mode Position Range (6Hz) REU/VBL Ref/ftin  Det fvg Mode Sueep Pts  #Sups/Mode  Position
1 1M ), 1 i) E L : 0
BLEIM 2488Mh=_=PA_U_TXBF _Unit18835.DAT jv4323 13 Apr 2023
Marker Frequency Meter Det 23030 DCCF Gain/L Correc Avera Margin Peak PK Azimu Height Polarit
(GHz) Readi 0 ACF (dB) 0ss ted ge (dB) Limit Margin th (cm) y
ng (dB/m) (dB) Readi Limit (dBuv/ (dB) (Degs)
(dBuV) ng (dBuVv/ m)
(dBuv/ m)
m)
1 *2.4835 62.39 Pk 32.2 0 -41.15 53.44 - - 74 -20.56 2 346 \Y
3 *2.4835 51.37 RMS 32.2 0 -41.15 42.42 54 -11.58 - - 2 346 \Y
4 2.559111 51.7 RMS 32.3 0 -40.9 43.1 54 -10.9 - - 2 346 \
2 2.562101 64.04 Pk 32.3 0 -40.8 55.54 - - 74 -18.46 2 346 \Y

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

10.2.3. HIGH POWER BLE (2Mbps)
ANT 4

BANDEDGE (LOW CHANNEL)

HORIZONTAL RESULT

| ZKFRE Chamber B3-RDE-C 2023 Jun 23 B0:46:18
Restricted Bandedge
15 Configuration: EUT Only
1 Mode: LE 2M 2484MHz AntB
Tested By: 28675
~
185 yEALl
5 |
S ||
= 9 | \\
2 B
3 85 ...\
F .
- Peak Lim (dBulU/m>
75
X
o
I
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3 ° o
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Average t (dBuUym) 2
E 55 verage Limi uvim Gy AR AN ) N\Wﬂ“ NG AAANR ity
o ! 1 i
45 | |
3
I S S A N N B— -
3|:
2.31 T3 TMHz/ 2.441
Frequency (GHz)
Range (6z) RE/VE Ref/Attn  Det_fivg flode Sueep ts  Fups/lode  Position Range () REN/UB Ref/Attn  Det fvg fode Sweep Pts  foups/liode  Fosition
1:2.31-2.41 -3/ 13630 FERK - useclfuta)  SEB  HAKH 197 cegs 192 cu B [2:2.31-2.441 MC3E/10 136/38 PR - 12ns/REU 9B /RIT 157 degs 192 on H
Low CH BE - H.TST jv4323 3@ Mar 2823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv, (dBuv/m)
*2.39 61.2 Pk 8 -39.8 53.5! - - 74 -20.49 7 H
*2.38508 63.0: Pk 8 -39.81 55. - - 74 -18.68 7 H
*2.39 48.6! VALT 8 -39.8 40. 54 -13.01 - - 7 H
4 *2.39 48.6! VALT 8 -39.8 40. 54 -13.01 7 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

12KFRE Chamber B83-RDE-C 2023 Jun 23 0B 51:48
Restricted Baondedge
o Configuration: EUT Only
H Mode: LE 2M 24B4MHz AntB
Tested By: 28675
185
o
o g5
=
< s
>
@
- Peak Limit (dBuU/m)
~ 7|:
X
o
I 65
o
o -
3 gl fverage Linit (dBuU/m) E
3 ®
45
3
o
3|:
2. 31 13 TMHz/ 2.441
Frequency (GHz)
Fonge (6H) REU/E Ref/Attn  Det fvg fode Sueep Fts  foupa/fode FPosition Ronge (6Hz) RBU/UBU Ref/Atin  Det_fivg Mod Sueep Pts  foups/fode Position
Low CH BE - U.TST jv4323 3@ Mar 2823

Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.39 60.92 Pk 32.1 -39.8 53.22 - - 74 -20.78 61 287 \4
2 *2.388471 63.79 Pk 32.1 -39.95 55.94 - - 74 -18.06 61 287 \4
3 *2.39 48.67 VALT 32.1 -39.8 40.97 54 -13.03 - - 61 287 \4
4 *2.39 48.67 VALT 32.1 -39.8 40.97 54 -13.03 - - 61 287 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2
FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

BANDEDGE (HIGH CHANNEL)

HORIZONTAL RESULT

FRE Chamber B3-RDE-C

2823 Jun 23 88:59:17

Mode:

Restricted Bandedge

Configuration: EUT Only
LE 2M 2478MHz AntB
Tested By: 28675

185 |
: I\
) 'l
85 |
|

75 | | Peak iLimit (dBuld/m)

65

Horizontol - Pk (dBuU/m) 18dB/

5544 e ;‘,.,//‘

MAXH 39 degs 221 cn H

[Range (6H2)
2:2.441-2.563

RBI/VBU
1HE-3d8)/10

Ref/fttn  Det fvg Mode
136/3 PERK 12ns

Sueep
REW

(dBul/m) .
L ‘ L i
45 §
| NN S S
35
2.441 12 2MHz/ 2.563
Frequency (GHz>
Range (&) REU/ Ref/fiin Dot fvg Mode Seeep Pts  Fupa/Mode Position
1:2.441-2.563  NC-3BI/M 136/3 PEAK - Gnsec(futo) 901

Pts
o

Foups/Mode  Position
1/URIT 39 degs 221 cn

High CH BE - H.TST jv4323 38 Mar 2023

Marker Frequency

Meter

Det

226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.4835 64.59 Pk 322 -39.6 57.19 74 -16.81 39 221 H
2 *2.483512 65.51 Pk 322 -39.6 58.11 - - 74 -15.89 39 221 H
3 *2.4835 52.99 VALT 322 -39.6 45.59 54 -8.41 - - 39 221 H
4 *2.483512 529 VALT 322 -39.6 45.5 54 -8.5 39 221 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band

Pk - Peak detector

VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

1ZKFRE Chamber B3-RDE-C 2023 Jun 23 B1:86:12
Restricted Bandedge
- Configuration: EUT Only
' Mode: LE 2M 2478MHz AniB
Tested By: 28675
~
185 \
|
|
@ \
5 |
3 d I
- |
2 |
~ 85 I
= |
3 il
) i .
T Peaki Limit (dBulU/m)
~ 71:
X
o |
I 6’:
o
= 4
E 55 J & Averoge Limit LdBruU/'m‘!
@ w— Mol AN’ FPAVTEN PR iy U il g Ty o g LIS it l‘ L o i e N i T \ "A uy a2k ®
>
45 2
3’:
2.441 12.2MHz/ 2.563
Frequency (GHz)
Range (6Hz) REU/UBU Ref/Atin  Detfivg fode Sveep Pts  foups/fode Position [Fange (6z) REU/VEU Ref/Attn  Det fvg flode Sueep Pts  foupa/liode  FPosition
24412563 INC3BIM 1B/B PEK - Gusec(futa)  SBB1  HAKH 8 dega 37
High CH BE - U.TST jv4323 38 Mar 20823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
*2.4835 63.5 Pk . -39.6 56.1 - - 74 -17.9 0 57 i
*2.483512 63.99 Pk -39.6 56.5! - - 74 -17.41 0 57 i
*2.4835 52.46 VALT -39.6 45.01 54 -8.94 - - 0 56 i
4 *2.483512 52.41 VALT -39.6 45.0 54 -8.99 - 0 56 i

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VAILT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

ANT 3
BANDEDGE (LOW CHANNEL)

HORIZONTAL RESULT

1ZKFRE Chamber B83-RDE-C 2023 Jun 23 01:48:25
Restricted Bandedge
Configuration: EUT Only
115 ......................................................................... Mode: LE 2M 2484MHz Anit
Tested By: 28675
/|
1 @IZ }‘! V‘\
3
= 95
‘e
> 85
3
3
~ Peak Limit (dBuU/m)
7!:
X
o
I
— 5
5 6
3
: |
X 55)...Average Limit (dBulym) 2 1 I
5 s A A o B i A A I
£ J |
45 [I—
.
3|:
2.31 13. IMHz/ 2.441
Frequency (GHz)
Range (6Hz) RELI/UBL Ref/fttn  Det Avg Mode Sueep Pts  #Sups/Mode Position Range (6Hz) RBI/VBU Ref/fttn  Det fivg Mode Sueep Pts  #Sups/Mode Position
1:2.31-2.441 1MC-3dB)/3M 136/30 PEAK - Gusec(Auto) 5081 MAXH 80 degs 154 cn H 2.31-2.441 HC-3dB)/10 136/38 EAK 12ns/REW 9681 1/URIT 808 degs 154 cn H
Low CH BE - H.TST jv4323 38 Mar 2023
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.39 62.41 Pk 321 -39.8 54.71 - - 74 -19.29 80 154 H
2 * 2.344658 63.52 Pk 319 -39.9 55.52 - - 74 -18.48 80 154 H
3 *2.39 48.69 VALT 321 -39.8 40.99 54 -13.01 - - 80 154 H
4 *2.39 48.69 VALT 321 -39.8 40.99 54 -13.01 - - 80 154 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

| ZKFRE Chamber B3-RDE-C 2023 Jun 23 81:57:13
Restricted Bandedge
. Configuration: EUT Only
Mode: LE 2M 2484MHz Antt
Tested By: 28675
185
>
o 95
@
< 85
S
S
@ 5 ,
l Peak Limit (dBulU/m)
o 75
x
o
| 65
o
0
i 55 Q\’Fr‘%iﬁ:’, imit (dBulym> L USSR | S
I o
=3
45
3
o
35
2. 31 13 1MHz/ 2.441
Frequency (GHz)
Ronge (6H2) REW/UBl Ref/Atin Dt fivg fode Sueep Pts  foups/fode  Position [Range (6H2) REU/VB Ref/Attn  Det fvg fode Sucep Pts  foaps/lode  FPosition
Low CH BE - U.TST jv4323 3@ Mar 20823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
1 *2.39 60.97 Pk 321 -39.8 53.27 - - 74 -20.73 59 287 \4
2 *2.31818 63.08 Pk 318 -39.92 54.96 - - 74 -19.04 59 287 \4
3 *2.39 48.65 VALT 321 -39.8 40.95 54 -13.05 - - 59 287 \4
4 * 2.389985 48.66 VALT 321 -39.8 40.96 54 -13.04 - - 59 287 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

BANDEDGE (HIGH CHANNEL)

HORIZONTAL RESULT

| 25FRE Chamber B3-RDE-C 2023 Jun 23 02:04:48
Restricted Bandedge
- Configuration: EUT Only
1 Mode: LE 2M 2478MHz Antl
\ Teeted By: 28675
i
185 i
N .
@ in
8 95 (\
3 85
a)
3
- 75 ) Peak iLimit (dBul/m)
X
o
‘ |
— 5
o 6 |
£ |
5
N / \ | Averédge Limit (EBuU/m)
Nos5L " - e / . " i
C
5 N i ——
4|: /} \ 3
S S S =S S R
3|:
2.441 12.2MH=z/ 2.563
Frequency (GHz>
Range (&) RE/VEU Ref/Attn  Det fvg Modk Sueep Pts  Fupa/fode Pooition Fange (&) REU/UBU Ref/fitn  Det fvg Fode Sueep Pts  Fupafode  Position
1:2.441-2.563 1MC-38)/3M 136/30 PEAK - Omsec(futo) 9081 MAKH 75 degs 185 cn H 2:2.441-2.563 1HC-3d8)/10 136738 PERAK 12ms/REW @81 WRIT 75 degs 165 cn
High CH BE - H.TST jv4323 38 Mar 2823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GH2) Reading (dB) 3mH Reading (dBuV/m) (@8) (dBuv/m) (d8) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.4835 62.18 Pk 322 -39.6 54.78 - - 74 -19.22 75 105 H
3 *2.4835 49.52 VALT 322 -39.6 42.12 54 -11.88 - - 75 105 H
4 *2.483512 49.51 VALT 322 -39.6 42.11 54 -11.89 - - 75 105 H
2 2.536949 62.96 Pk 323 -39.59 55.67 - - 74 -18.33 75 105 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

1ZKFRE Chamber B3-RDE-C 2023 Jun 23 B2:11:56
Restricted Bandedge
s Configuration: EUT Only
Mode: LE 2M 2478MHz Antt!
Tested By: 28675
185
>
o 95
=
< 85
>
3
w
T Peaki Limit (dBulU/m)
o 75
X
o
I 6'2
o
Q
5 s gverbge Limit CdBuU/m)
R fuij
5
4 3 4
o o
3|:
2.441 12.2MHz/ 2.563
Frequency (GHz)
Ronge (M) REW/UBl Ref/Atin Dt fivg fode Sueep Pts  foups/fode  Position [Range (6H2) REU/VB Ref/Attn  Det fvg fode Sucep Pts  foaps/lode  FPosition
High CH BE - U.TST jv4323 38 Mar 20823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
1 *2.4835 60.24 Pk 322 -39.6 52.84 - - 74 -21.16 201 103 \4
2 *2.485816 63.34 Pk 322 -39.62 55.92 - - 74 -18.08 201 103 \4
3 *2.4835 49.22 VALT 322 -39.6 41.82 54 -12.18 - - 201 103 \4
4 2.540976 49.07 VALT 323 -39.5 41.87 54 -12.13 - - 201 103 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

10.2.4. HIGH POWER BLE TXBF (2Mbps)

BANDEDGE (LOW CHANNEL)

HORIZONTAL RESULT

12:"_E’E Chamber B3-RDE-B 2823 Jun 19 21:05:27
Restricted Bandedge
- Config: EUT Only
H Mode: BLEZ2M 2484Mhz TXBF
Tested by: 12501
)

TAl
TERNY
!

. I
. I
[

65 ]
o| _Average Limi® (dBuU/m> l \
|

Horizontal - Pk (dBuU/m) 18dB/

45 4 i
e oo M | o Vi
d u i
3|:
2. 31 13. 1MHz/ 2.441
Frequency (GHz)
Ronge (6Hz) REU/VE Ref/Atin  Detfivg Mods Sweep Pts  Hups/lode Position Farge ) RE/UEU Ref/Atin  Det_fivg Mode Sueep Pts  Hups/fode Position
1:2.312.441 MCIB/M  13/38 PR - futo w08 HAXH 215 degs 235 cu B [2:2.31-2.441 NC3E/M 13630 AR Pur Avg(RIS)  Auto 000 10ETAUG 215 dega 235 cn H
BLE2M_24@4Mhz_cPA_H_TXBF _Unit1@835.DAT jv4323 13 Apr 2023
Marker Frequency Meter Det 230300 ACF Gain/Loss (dB) Corrected ‘Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB/m) Reading (dBuVv/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
*2.3 62.36 Pk . -41. 53.36 - - 74 -20.64 5 H
* 2.328375 63.96 Pk -41. 54.86 - - 74 -19.14 5 H
*2.3 50.48 RMS -41. 41.48 54 -12.52 - - 5 H
4 *2.327835 52.25 RMS -41. 43.15 54 -10.85 5 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

Marker Frequency Meter Det 230300 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB/m) Reading (dBuV/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
2 *2.380831 70.04 Pk 8 -41.13 61.01 - - 74 -12.99 \
4 * 2.380994 58.54 RMS . -41. 49.54 54 -4.46 - - \
1 *2.3 66.41 Pk -41. 57.41 - - 74 -16.59 \
3 *2.3 54.99 RMS -41. 45.99 54 -8.01 - - \
* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

BANDEDGE (HIGH CHANNEL)

HORIZONTAL RESULT

125FRE Chamber B3-RDE-A 20823 Jun 19 22:33:83
Restricted Bondedge
s Config: EUT Only
Mode: BLE2M 2478Mhz TXBF
Tested by: 12581
185
2
@ 95 /
< X/ \
) 85) I i
5
@
S /{ Peot L (dBUV/
eaki Limit (dBUU/m
< 75
a
| /“
5 6% w
2
¢ | \
@ 55 il \ Average Limit (HBUU/m) z
C L ] AWM / i M Gl
]
: )
5
4 ol
35
2.441 12.2MHz/ 2.563
Frequency (GHz)
Ronge () REU/N Ref/Attn et fvg Mods Sueep Pls  Faps/liode Position Ronge (6) REI/EN Ref/ttn  Det_fug flode Sueep Pl Fps/ode Fosition
1:2.4412.563  MC-3BI/M 16/8 PERK - Ensec(iutc) 8080 HAH 52 degs 102 cn H  [2:2.441-2.563 M3/ 136/38  AUER Pur fg(RHS)  Auto 9080 1BTAUG 52 degs H
BLE2M_2478Mhz_ePA_H_TXBF _Unit10835.DAT jv4323 13 Apr 2823
Marker Frequency Meter Det 230300 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB/m) Reading (dBuv/m) (dB) (dBuVv/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 * 2.4835 62.9 Pk . -41.15 53.95 - - 74 -20.05 H
*2.4835 51.15 RMS -41.15 42.2 54 -11.8 - - H
4 2.544531 51.7 RMS -40.95 43.05 54 -10.95 - - H
2 2.548252 63.63 Pk -40.9 55.03 - - 74 -18.97 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

WZRFRE Chamber @3-RDE-A 2023 Jun 189 23:081:48
Restricted Bandedge
~ Config: EUT Only
I Mode: BLEZM 2478Mh= TXBF
Tested by: 12501
185
> \
o 95 \
o |
- |
g5 |
~ 8 I
Dj |
[an)
S s Peaki Limit (dBul/m)
P i
; |
1
8 f
ey | 1 Avercge Limit (dBul/m) 2
5 55y IR P " Yo '™ o AR i = "
NN ' ] - ; —_— —
K ¥ R WW
= 4
4 K 4
o
35
2.441 12.2MHz/ 2.563
Frequency (GHz)
Rorge (@) R Ref/Atin Dot fvg fods Pl Foupe/lode Position Ronge () B/ Ref/fttn Dot fvg Fods Soep Ple ¥oupe/Miode Position
24253 INCIBM  1BB PERK - W MAH 54 dege 162 cn |
BLE2M_2478Mhz_ePA_U_TXBF Unit1@835.0AT jv4323 13 Apr 20823
Marker Frequency Meter Det 230300 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GH2) Reading (dB/m) Reading (dBuv/m) (dB) (dBuv/m) (d8) (Degs) (cm)
(dBuv) (dBuVv/m)
1 * 2.4835 61.72 Pk 32.2 -41.15 52.77 - - 74 -21.23 54 162 \
3 * 2.4835 50.44 RMS 32.2 -41.15 41.49 54 -12.51 - - 54 162 \
4 2.520554 51.79 RMS 32.3 -41 43.09 54 -10.91 - - 54 162 \
2 2.541434 64.35 Pk 32.3 -41 55.65 - - 74 -18.35 54 162 \

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

10.2.5. HARMONICS AND SPURIOUS EMISSIONS

LOW CHANNEL RESULTS

14:C%umber 85-RDE-C 2823 Mor 6 14:18:47
Radiated Emissions 3-Meters
130 Configuration: EUT Onl
< Mode: BLEIM 2482 MHz TxBF
Tested By: 18860
115
3 o8
]
)
s
3 Peak Limit (dBuU/m)
S
3 79
o Avg Limit (dBuU/m)
» 55
c
G
N 4
5 ! e o esPgeamnAn
I 40 - x i 3
£ Bl dponaser "
. N ol
25
18
1 18 18
Frequency (GHz)
Ref/Attn Dst fvg fode Sueep Pt #oups/fods Fosition Ronge (62) REH/UBl Ref/Attn  Det fvg Hode Sueep Pt #oups/fiode  Fosition
/3B 124/28 PERK - ATnsec(Aute) EEB  MAKA 0-360dege H 3:318 MC3B)/30 1842 PERK - I5fineec(huto) 18000 MAKH 0-38dsge H
FCC Parti5C 2.4GHz RSE.TST 25266 6 Mar 2823 Rev 9.5 B7 Feb 2023
14;C%umber B5-RDE-C 2823 Mar 6 14:18:47
Radiated Emissions 3-Meters
- Configuration: EUT Only
= Mode: BLEIM 2482 MHz TxBF
Tested By: 18860
115
~ 1688
o
]
)
2 a5
G Peak Limit CdBuU/m)
3
© 708
T
— Avg Limit (dBuU/m>
o 55
o
H 6
<
2 49 5 WLV scatitll
.
25
18
1 10 8
Frequency (GHzJ
Range () RBU/UBl Ref/Attn  Dst fivg Mods Sueep Fts  f5ups/fods Fosition Range (62) REH/UB Ref/Attn  Dst Avg fode Sueep Pts  #oups/fiods Fosition
FCC Parti5C 2.4GHz RSE.TST 25266 6 Mar 2023 Rev 9.5 B7 Feb 2023

VERTICAL
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REPORT NO:14523740-E2V2
FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

RADIATED EMISSIONS

Marker Frequenc Meter Det 80707 Gain/Loss Corrected Avg Limit Margin Peak PK Azimuth Height Polarity
y Reading ACF (dB) (dB) Reading (dBuV/m) (dB) Limit Margin (Degs) (cm)
(GHz) (dBuv) (dBuv/im) (dBuVv/m) (dB)

2 1.3254 61.76 PK2 .6 -40.96 50.4 - - 74 -23.6 9 i
.32419 50.09 MAv1 .6 -40.! 38.7 54 -15.27 - - 9 i
1 .32706 1.64 PK2 5 -40.95 50.1 - - 74 -23.81 0. H
39: 50.17 MAv1 -40.94 8.7 54 -15.27 - - 0. H
5 .10179 56.98 PK2 . -45.87 46. - - 74 -27.39 i
.10270 45.47 MAv1 5.5 -45. 5. 54 -18.89 - - i
3 .111439 57 PK2 5.5 -45. 46. 74 -27.32 H
11274 45.4 MAv1 5.5 -45. 5. 54 -18.92 - - H
4 624977 58.14 PK2 -43.! 53.3! 74 -20.69 H
.625778 45.78 MAv1 -43.! 40.95 54 -13.05 - - 0. H
6 .674494 57.99 PK2 . -43.4 53.7 74 -20.3 0. i
.673624 45.8 MAv1 . -43.5 41.5 54 -12.5 - - 0. i

PK2 - KDB558074 Method: Maximum Peak
MAv1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

MID CHANNEL RESULTS

14;C%umber‘ B5-RDE-C 2823 Mar 6 15:19:86
Raodiated Emissions 3-Meters
o Configuration: EUT Only
138 Mode: BLEIM 2448 MHz TxBF
Tested By: 18860
115
s 108
5
)
L:
3 Peck Limit (dBuU/m)
5
T 7o
o Avg Limit (dBuU/m>
2 55
c
S
N 3
5 I i O NPl
5 4p gt A
2 [ S g o e
e "
25
18
1 10 8
Frequency (GHzJ
Range () RBU/UBl Ref/Attn  Det fivg Mods Sueep Fts  #5ups/fods Fosition Range (62) REH/UB Raf/Attn  Det Avg Mode ueep Pts  #oups/fiode Fosition
1172 NC-38)/30 124/28 PEAK - ATnsec(Aute) EEBD  MAKA 8-360degs H 5.8 MG/ 1842 PEK - I8ncec (Auto) 18008 MAXH 8-36Bdegs H
FCC Parti5C 2.4GHz RSE.TST 25266 6 Mar 2023 Rev 9.5 B7 Feb 2023
145C%umber“ B5-RDE-C 2023 Maor 6 15:19:86
Radiated Emissions 3-Meters
- Configuration: EUT Only
et Mode: BLEIM 2448 MHz TxBF
Tested By: 18860
115
~ 188
o
5
)
- s
S Peak Limit (dBul/m)
B
8 79
<
- Avg Limit (dBulU/m>
5 55
a
I
6
& 4 a
> 40 o 5 S
e}
25
18
1 1@ 18
Frequency (GHzJ
Range C6Ho) REW/E Ref/Attn  Dst fvg Modk Suesp Fte  foups/focke Fosition Ronge (GH2) RBU/UBI Ref/Atin  Dst fivg Mods Suesp Pte  fSups/fods Fosition
FCC Parti5C 2.4GHz RSE.TST 25266 6 Mar 2823 Rev 9.5 B7 Feb 20823

VERTICAL
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REPORT NO:14523740-E2V2
FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

RADIATED EMISSIONS

Marker Frequency Meter Det 80707 ACF Gain/Loss Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) (dB) Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) dBuV/m)

1 *1.302045 62.37 PK2 29.8 -40.99 51.18 - - 74 -22.82 0 101 H
*1.302056 50.12 MAv1 29.9 -41 39.02 54 -14.98 - - 0 101 H
4 *1.302036 61.66 PK2 29.8 -40.97 50.49 - - 74 -23.51 0 198 \
*1.304109 49.92 MAv1 29.8 -40.98 38.74 54 -15.26 - - 0 198 \
2 6.096863 57.03 PK2 355 -45.9 46.63 - - 74 -27.37 0 101 H
6.096235 45.56 MAv1 5.5 -45. 35.14 54 -18.86 - - 0 0. H
5 6.107544 57.39 PK2 5.5 -45. 47.07 74 -26.93 0 \
6.107341 45.45 MAv1 5.5 -45. 35. 54 -18.88 - - 0 \
6 699959 57.11 PK2 -43. 52.] 74 -21.18 0 \
.700441 45.69 MAv1 -43.4 41 54 -12.61 - - 0 \
4 .710819 56.87 PK2 -43.58 52.4 74 -21.51 0 H
.708025 45.4 MAv1 -43.51 41.0 54 -12.91 - - 0 0. H

PK2 - KDB558074 Method: Maximum Peak
MAV1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO:14523740-E2V2
FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

HIGH CHANNEL RESULTS

14;C%umbar B5-RDE-C 2823 Mar 6 19:86:55
Radiated Emissions 3-Meters
130 Configuration: EUT Only
= Mode: BLE1M 2488MHz TxBF
Tested By: 28590
115
s 108
o
)
z 85
3 Peak Limit (dBuU/m)
3
T 7o
o Avg Limit (dBuU/m>
- 55
c
g
N
z | Ol
5 40 Y 4
T s R R T 3 - g g
s e
25
18
1 1o 8
Frequency (GHzJ
[Renge (GHiz) RBU/BU Ref/Atin D Sueep Pts  #ups/lode Fosition Ronge (Griz) REW/UBl Ref/Atin  Dst fvg Hode ueep Pts  #oups/lode Fosition
11153 HC-380/30k 12428 PEAK ATusec(fute) EHED  HAH 0-30deg= H B NC-3B)/30 18472 FERK - I5nsecfute) 18088 NAXH 0-360dege

FCC Part!5C 2.4GH=z RSE.TST 25266 6 Mar 2823 Rev 3.5 @7 Feb 2023

HORIZONTAL

Chamber B5-RDE-C

2823 Mar 6 19:86:55

Radiated Emissions 3-Meters
Configuration: EUT Only

Mode: BLE1M 2488MHz TxBF
Tested By: 28590

85

Peak Limit (dBuU/m)

708

Avg Limit (dBulU/m>
55

Uertical (dBuU/m) 15dB/

anro

Tl Re—

25

oul
[a]s)

18

1

Frequency (GHzJ

[Range C6Hz) REU/UB Ref/Attn  Det Avg Mode Sueep Pts  #5ups/Mode Fosition

Renge (GHz) RB/UBY Ref/Attn  Det Avg Mode Sueep

oups/lode  Fosition

FCC Part15C 2.4GH= RSE.TST 25266 6 Mar 2823 Rev 3.5 B7 Feb 2823

VERTICAL
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

RADIATED EMISSIONS

Marker Frequency Meter Det 80707 ACF Gain/Loss Corrected Avg Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) (dB) Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *1.439326 61.32 PK2 28.4 -40.67 49.05 - - 74 -24.95 0 199 H
*1.439398 50.12 MAv1 28.4 -40.67 37.85 54 -16.15 - - 0 199 H
2 *1.439697 61.99 PK2 28.4 -40.66 49.73 - - 74 -24.27 0 199 \
*1.439111 49.71 MAv1 28.4 -40.67 37.44 54 -16.56 - - 0 199 \4
3 *4.763463 58.14 PK2 34.2 -48.29 44.05 - - 74 -29.95 0 199 H
*4.763532 46.73 MAv1 34.2 -48.3 32.63 54 -21.37 - - 0 199 H
5 *4.77087 58.52 PK2 34.2 -48.31 44.41 - - 74 -29.59 0 101 \4
*4.77095 46.98 MAv1 34.2 -48.3 32.88 54 -21.12 - - 0 101 \
4 8.569415 56.14 PK2 35.8 -45.74 46.2 - - 74 -27.8 0 199 H
8.568812 44.62 MAv1 35.8 -45.74 34.68 54 -19.32 - - 0 199 H
6 8.608484 56.21 PK2 35.9 -45.77 46.34 74 -27.66 0 199 \4
8.609579 44.65 MAv1 35.9 -45.77 34.78 54 -19.22 - - 0 199 \

PK2 - KDB558074 Method: Maximum Peak
MAv1 - KDB558074 Option 1 Maximum RMS Average
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

10.2.6. LOW POWER BLE (1Mbps)
ANT 4
BANDEDGE (LOW CHANNEL)

HORIZONTAL RESULT

~FRE Chamker B3-RDE-C 2823 Jun 22 19:44:33

Restricted Bandedge

- Configuration: EUT Only
H Mode: LE 1M 24082MHz Antd
Tested By: 28675

. |

a5

75 Peak Limit (dBulU/m) ’

65

5K2 Average Limit (dBuU/m> |
L TIPSO [ PYTF T ETRV PPN VY1 P Py ) (R ORI

Horizontal - Pk (dBuU/m) 18dB/

. |

35

2.31 13.1MHz/ 2.441
Frequency (GHz)

cep ts  foupa/Mode  Fosition Range (GHz) REW/VB Ref/Atin  Det fvg fode Sucep Pts  Foups/llode Position
Gnsec(hute) BB HAIH 336 degs 119 cn H [2:2.31-2.441 HC-36)/18 136/38  FEAK - 1zns/REM 9B I/ARIT 3% degs 119 cn

Range (6Hz) REU/BU Ref/Attn Dot fvg Hode B
1:2.31-2.441 -3/ 13/ PEAC -

Low CH BE - H.TST jv4323 3@ Mar 2823

Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
*2.39 0.74 Pk 3 -39.8 53.04 - - 74 -20.96 6 H
*2.31048 .71 Pk . -39.95 55.56 - - 74 -18.44 6 H
*2.39 48.63 VALT 3 -39.8 40.93 54 -13.07 - - 6 H
4 *2.389927 48.67 VALT 3 -39.81 40.96 54 -13.04 6 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

IZKFRE Chamber B83-RDE-C 2023 Jun 22 19:54:46
Restricted Baondedge
o Configuration: EUT Only
H Mode: LE 1M 24B2MHz AniB
Tested By: 28675
185
N
£ o5 1
] \
2 \
n \
< 85
>
3
@ -
T 75 Peak Limit (dBuU/m)
X
o
I 65
o
o
" =| Average Limit (dBuUymd 2 il
H 5 e : i R s ; L Nobdinaiiod TR T PRTN TN
> n "
45
3
o
3|:
2.31 T3 TMHz/ 2.441
Frequency (GHz)
Fonge (6H) REU/E Ref/Attn  Det fvg fode Sueep Fts  foupa/fode  FPosition Ronge (6Hz) RBU/UBU Ref/Atin  Det_fivg Mod Sueep Pts  foups/fode Position
M 1 i} f i 0 H L 58
Low CH BE - U.TST jv4323 3@ Mar 2823

Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
1 *2.39 60.73 Pk 321 -39.8 53.03 - - 74 -20.97 335 388 \4
2 *2.379752 63.38 Pk 32 -39.82 55.56 - - 74 -18.44 335 388 \4
3 *2.39 48.63 VALT 321 -39.8 40.93 54 -13.07 - - 335 388 \4
4 * 2.389927 48.65 VALT 321 -39.81 40.94 54 -13.06 - - 335 388 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

BANDEDGE (HIGH CHANNEL)

HORIZONTAL RESULT

125FRE Chamber B3-RDE-C 2023 Jun 22 208:09:83
Restricted Bandedge
- Configuration: EUT Only
1 Mode: LE 1M 248@MHz Antd
Tested By: 28675
185
o
g o N
- |\
£
3 85 ( !
ja)
= |
- 75 Peak iLimit (dBuld/m)
X
o
: ‘
— =
5 6
b
5 2
Av L + (dBulU/m)
B
5 n
5 \
4 ) \3 4
S S S — B . S S S
3|:
2.441 12 . 2MHz/ 2.563
Frequency (GHz)
Range (6) REU/EU Ref/Attn  Det fvg fode Sucep Pts  fupa/lfode  Position Ronge (6Hz) RBU/VBU Ref/Atin  Det_fvg fod Sueep Pts  fups/ode Position
|:2.441-2.563 HC-3d8)/3M 136/30 PEAK - msec(futo) 9881 MAXH 75 degs 141 cm H 2:2.441-2.563 1HC-3d8)/10 136/38 PEAK 12ms/REW 9081 1/WRIT 75 degs 141 cn H
High CH BE - H.TST jv4323 38 Mar 2823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuVv/m)
1 *2.4835 59.97 Pk 322 -39.6 52.57 - - 74 -21.43 75 141 H
3 *2.4835 49.13 VALT 322 -39.6 41.73 54 -12.27 - - 75 141 H
2 2.546669 63.94 Pk 323 -39.6 56.64 - - 74 -17.36 75 141 H
4 2.55544 48.99 VALT 323 -39.4 41.89 54 -12.11 - - 75 141 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

~FRE Chamber 83-RDE-C 2023 Jun 22 20:21:58
Restricted Baondedge

o Configuration: EUT Only
T Mode: LE 1M 2488MHz AntB
Tested By: 28675

g5

85

75 Peaki Limit (dBuU/m

DR

Average Limit CdBUU/m)

Uertical - Pk CdBulU/m) 1ddB/

45

oud
[mEs

35

2.441 12 2MHz/ 2.563
Frequency (GHz)

Range (6Hz) REU/UBU Ref/fttn  Det Avg Mode Sueep Pts  #Sups/Mode Position Range (BHz) RBU/VBY Ref/fittn  Det fivg Mode Sueep. Pts  #Sups/Mode Position

High CH BE - U.TST jv4323 3@ Mar 26823

Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
1 *2.4835 60.43 Pk 322 -39.6 53.03 - - 74 -20.97 156 231 \4
3 *2.4835 49.13 VALT 322 -39.6 41.73 54 -12.27 - - 156 231 \4
2 2.526416 63.45 Pk 323 -39.6 56.15 - - 74 -17.85 156 231 \4
4 2.555968 49.01 VALT 323 -39.4 41.91 54 -12.09 - - 156 231 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

ANT 3
BANDEDGE (LOW CHANNEL)

HORIZONTAL RESULT

IZKFRE Chamber B83-RDE-C 2023 Jun 22 21:11:42
Restricted Bandedge
s Configuration: EUT Only
Mode: LE 1M 2482MHz Ant!
Tested By: 28675
185
~
3
= g5
2 il
3 B85
: \
3
— Peak Limit (dBuU/m) /
75
x
o
! I
_ 5
5 6
2
©
i =| Average Limit (dBuU/m) 2
C 5 " o e o T IS T —— A | \\.um‘ bl bbb
£ f‘ \
45) 3 |
S-S N - _
35
2. 31 13 1MHz/ 2.441
Frequency (GHz)
Range (6Hz) REU/UBU Ref/fttn  Det Avg Mode Sueep Pts  #Sups/Mode Position Range (6Hz) RBU/VBY Ref/fittn  Det fivg Mode Sueep. Pts  #Sups/Mode  Position
1:2.31-2. 441 G382/ 1363 PERK - usectfuta) BB HAKH 268 degs 115 cu H  [2:2.31-2.441 MC-38/10 136/3 PR - 12ns/RBU 981 I/WRIT 268 degs 115 cn t
Low CH BE - H.TST jv4323 3@ Mar 2823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuVv/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuVv) (dBuV/m)
1 *2.39 60.81 Pk 321 -39.8 53.11 - - 74 -20.89 260 115 H
2 *2.378166 63.13 Pk 32 -39.9 55.23 - - 74 -18.77 260 115 H
3 *2.39 48.66 VALT 32.1 -39.8 40.96 54 -13.04 - - 260 115 H
4 *2.39 48.66 VALT 32.1 -39.8 40.96 54 -13.04 - - 260 115 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VAILT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

12KFRE Chamber B83-RDE-C 2023 Jun 22 21:30:38
Restricted Baondedge
s Configuration: EUT Only
Mode: LE 1M 2482MHz Ant!
Tested By: 28675
185
o
o g5
=
S 85
>
@
o Peak Limit (dBuU/m)
~ 7|:
X
o
I 65
]
a
7 gsl..fveroge Limit (dBulym) 2
@ o
>
45
4 i3
o 0
3|:
2.31 13 TMHz/ 2.441
Frequency (GHz)
Range (6H2) REW/VB Ref/Attn Dt fivg fode Sueep Pts  foups/lode  FPosition Range () REN/VE Ref/Attn  Det fvg Mode Swcep Pts  foups/lode  FPosition
Low CH BE - U.TST jv4323 3@ Mar 2823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
1 *2.39 61.59 Pk 321 -39.8 53.89 - - 74 -20.11 85 382 \4
2 *2.387685 63.24 Pk 321 -39.9 55.44 - - 74 -18.56 85 382 \4
3 *2.39 48.62 VALT 321 -39.8 40.92 54 -13.08 - - 85 382 \4
4 *2.385342 48.66 VALT 321 -39.83 40.93 54 -13.07 - - 85 382 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

BANDEDGE (HIGH CHANNEL)

HORIZONTAL RESULT

| 5FRE_Chamber B3-RDE-C 2023 Jun 22 21:48:37
Restricted Bandedge
- Configuration: EUT Only
1 Mode: LE 1M 2488MHz Antl
Tested By: 28675
185
N
[ia]
8 95
C -
> 85 ﬂ
ja)
2 A
- 75 I \ Peak (L imit (dBuld/m)
X [ \
o
: ‘
— =
5 6
T
- ‘ \ Averédge Limit (HBUU/m) ) b ) e
¢ Mt isssnmvmssibind st s i AT Bl bt
I / 1
45) \\j 4
— - B i
3|:
2.441 12.2MHz/ 2.563
Frequency (GHz)
Range (6Hz) REBW/UBL Ref/fttn  Det Avg Mode Suesp Pts  #Sups/Mode Position Range (6Hz) RBU/VBl Ref/fittn  Det fivg Mode Sueep. Pts  #Sups/Mode  Position
|:2.441-2.563 HC-3d8)/3M 136/30 PEAK - msec(futo) 9881 MAXH 263 degs 198 cw H  |2:2.441-2.563 1HC-3d8)/10 136/38 PEAK 12ms/REW 9081 1/WRIT 263 degs 198 cn H
High CH BE - H.TST jv4323 38 Mar 2023
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.4835 61.85 Pk 322 39.6 54.45 B - 74 1955 263 198 H
3 *2.4835 49.12 VALT 322 39.6 4172 54 1228 - - 263 198 H
2 2.545002 63.12 Pk 323 39.5 55.92 - - 74 -18.08 263 198 H
4 2.555101 49.03 VALT 323 39.4 41.93 54 12.07 - - 263 198 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

12:FRE Chamber B3-RDE-C 2023 Jun 22 21:58:24
Restricted Bandedge
- Configuration: EUT Only
1 Mode: LE 1M 248@MHz Antl
Tested By: 28675
185
3
=
3 9
A
< 85
= |
2 I
3 || | Peoki Limit cdBv/m:
= 75 fie==lr
X ’ |
o [
l
L 65 ot
g \
Q
- / \ Averoge Limit CdBulU/m) 2
C 550 R TRV N SR TR yr ke , i e e S i F e
o A A . Lt W L ¥ i J .
>
45 3 4
o o
35
2.441 12 . 2MHz/ 2.563
Frequency (GHz)
Ref/Attn  Det fivg flode Sueep Pts  foups/fiode  FPosition Range (62) REN/UBU Ref/Attn  Det fvg fode Sweep Pts  foups/liode FPosition
1%/3 PERK - useclfuta)  9EB  HAKH 116 degs 365 c
High CH BE - U.TST jv4323 38 Mar 20823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuVv/m)
*2.4835 0.74 Pk . -39. 53.34 - - 74 -20.66 65 i
*2.4835 49.1 VALT . -39. 41.79 54 -12.21 - - 65 i
2.527081 .4, Pk . -39. 56.11 - - 74 -17.89 65 i
4 2.55487 49.0. VALT . -39.41 41.9 54 -12.1 - - 65 i

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VAILT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

10.2.7. LOW POWER BLE TXBF (1Mbps)

BANDEDGE (LOW CHANNEL)

HORIZONTAL RESULT

| 5P RE_Chanber B3-RDE-C 2023 Jun 23 02:27:28
Restricted Bandedge
- Configuration: EUT Only
1 Mode: LE 1M 2482MHz TxBF
Tested By: 28675
185
95 /\\
|
85 ‘

i
Peak Limit (dBulU/m) I

T RO ¥ YR VW

Horizontal - Pk (dBulU/m) 18dB/

35
2.31 13 1TMHz/ 2.441
Frequency (GHz)
Range (6Hz) REW/UBL Ref/fttn  Det Avg Mode Sueep Pts  #Sups/Mode Position Range (6Hz) RBU/VBU Ref/fttn  Det fivg Mode Sueep Pts  #Sups/Mode Position
1:2.31-2.441 HC-3B3 /M 136/38 PEAK - Gusec(futa)  SBB1  HAKH 12degs 139 cn B [2:2.31-2.441 MC-38)/18 136/3 PERK - 1zns/RBU 981 I/URIT 12 degs 139 cn H
Low CH BE - H.TST jv4323 3@ Mar 2823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
1 *2.39 61.24 Pk 32.1 -39.8 53.54 - - 74 -20.46 12 139 H
2 *2.341863 63.61 Pk 31.9 -40 55.51 - - 74 -18.49 12 139 H
3 *2.39 48.66 VALT 321 -39.8 40.96 54 -13.04 - - 12 139 H
4 *2.39 48.66 VALT 321 -39.8 40.96 54 -13.04 - - 12 139 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

| ZKFRE Chamber B3-RDE-C 2023 Jun 23 B2:35:35
Restricted Bandedge
- Configuration: EUT Onl
H Mode: LE 1M 2482MHz TxBF
Tested By: 28675
185
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S 75
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5 gl fverage Linit (dBuU/m) 2 )
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45
3
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2. 31 T3, TMHz/ 2.441
Frequency (GHz)
Ronge (6Hz) REW/UG Ref/ittn  Det fvg ode Sucep Pts  foapa/fode Fosition Fange (&) RBU/E Ref/Attn  Det_fvg fode Sueep Pts  foupa/fode Position
Low CH BE - U.TST jv4323 3@ Mar 20823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected ‘Average Limit Margin Peak Limit PK Margin ‘Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
1 *2.39 60.49 Pk 321 -39.8 52.79 - - 74 -21.21 232 382 \4
2 *2.380611 63.56 Pk 321 -39.86 55.8 - - 74 -18.2 232 382 \4
3 *2.39 48.63 VALT 321 -39.8 40.93 54 -13.07 - - 232 382 \4
4 *2.39 48.63 VALT 321 -39.8 40.93 54 -13.07 - - 232 382 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2
FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

BANDEDGE (HIGH CHANNEL)

HORIZONTAL RESULT

| 25FRE Chamber B3-RDE-C 2023 Jun 23 B2:45:31
Restricted Bandedge
- Configuration: EUT Only
" Mode: LE 1M 248BMHz TxBF
Tested By: 28675
185
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: f
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- 75 Peak iLimit (dBuld/m)
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b
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R - |\ averdge Limit (HBLEM) ) ) ) )
: |
45 ) \3 4
[ A SN S |
3|:
2.441 12 2MHz/ 2.563
Frequency (GHz)
Range (6) REU/EU Ref/Attn  Det fvg fode Sucep Pts  fupa/fodke  FPosition Ronge (6Hz) RBU/VBU Ref/Atin  Det_fvg fod Sueep Pts  fups/fode Position
124412560 NI/ 1B/ PERK - usec(ute) %001 HAIK 202 degs 204 cu B [p:2.441-2.563  INC-3B/18 1368 FERK - 12ns/REU 9B VIRIT 212 degs 204 cn F
High CH BE - H.TST jv4323 38 Mar 2023
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuVv/m)
1 *2.4835 61.69 Pk 322 -39.6 54.29 - - 74 -19.71 212 204 H
3 *2.4835 49.19 VALT 322 -39.6 41.79 54 -12.21 - - 212 204 H
2 2.506313 63.3 Pk 323 -39.57 56.03 - - 74 -17.97 212 204 H
4 2.555399 49.01 VALT 323 -39.4 41.91 54 -12.09 - - 212 204 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector

VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

| ZKFRE Chamber B3-RDE-C 2023 Jun 23 B2:56:23
Restricted Bandedge
- Configuration: EUT Only
1 Mode: LE 1M 248@MHz TxBF
Tested By: 28675
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o ( \ Peaki Limit (dBulU/m)
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E \u'u {IINTY AT rl" RAIY TN TIIRR WO, T Fime 1 w ; hw AT 1 I s IR T}
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5] o
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2.441 12 . 2MHz/ 2.563
Frequency (GHz)
Ref/ALtn Dot fivg Mode Sweep Pis  Toupslode  FPosition Range () REU/VEH Ref/Attn Dol fvg Mode Sweep s foups/iode  Position
136/30 PERK - useclfuta)  9EB  HAKH 93 degs 330 cn
High CH BE - U.TST jv4323 38 Mar 20823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
*2.4835 2.56 Pk . -39.6 55.16 - - 74 -18.84 0 i
* 2.486562 4.1 Pk . -39.66 56.65 - - 74 -17.35 0 i
*2.4835 49.2 VALT . -39.6 41.82 54 -12.18 - - 0 i
4 2.555345 49.0. VALT . -39.4 41.91 54 -12.09 - 0 i

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VAILT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

10.2.8. LOW POWER BLE (2Mbps)
ANT 4
BANDEDGE (LOW CHANNEL)

HORIZONTAL RESULT

| Z:FRE Chamber B3-RDE-C 2023 Jun 22 20:32:26
Restricted Bandedge
- Configuration: EUT Only
1 Mode: LE 2M 2484MH= AniB
Tested By: 28675
1e5
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2.31 13, TMH=z/ 2.441
Frequency (GHz)
Range (&) REU/EU Ref/Aitn  Det fug Modk = Pts  Fupa/fode Position Fange @) REU/UBU Ref/iitn  Det fvg Fode Sueep Pts  Fupalfode  Position
1:2.31-2.441 1MC-3dB)/3M 136/30 PEAK - msec(Auto) 9081 MAXH 134 degs 238 cw H  [2:2.31-2.441 MC-3d6)/18 136738 PEAK - 12ns/RBW 908! 1/WRIT 134 degs 238 cn H
Low CH BE — H.TST jv4323 38 Mar 2023
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GH2) Reading (dB) 3mH Reading (dBuv/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.39 60.47 Pk 32.1 -39.8 52.77 - - 74 -21.23 134 230 H
2 *2.36508 63.21 Pk 32 -39.91 55.3 - - 74 -18.7 134 230 H
3 *2.39 48.66 VALT 32.1 -39.8 40.96 54 -13.04 - - 134 230 H
4 *2.39 48.66 VALT 32.1 -39.8 40.96 54 -13.04 - - 134 230 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VAILT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration

Page 104 of 125

UL VERIFICATION SERVICES INC.
47173 Benicia Street, Fremont, CA 94538; USA TEL:(510) 319-4000 FAX:(510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.




REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

12KFRE Chamber B83-RDE-C 2023 Jun 22 20:42: 11
Restricted Baondedge
s Configuration: EUT Only
Mode: LE 2M 2484MHz AntB
Tested By: 28675
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o Peak Limit (dBuU/m)
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?  ssl..fverage Limit (dBulim) 2
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2.31 13 TMHz/ 2.441
Frequency (GHz)
Range (6H2) REW/VB Ref/Attn Dt fivg fode Sueep Pts  foups/lode  Position Range () REN/VE Ref/Attn  Det fvg Mode Swcep Pts  foups/lode  Position
Low CH BE - U.TST jv4323 3@ Mar 2823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuv/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
1 *2.39 61.51 Pk 321 -39.8 53.81 - - 74 -20.19 264 360 \4
2 *2.379883 63.37 Pk 32 -39.81 55.56 - - 74 -18.44 264 360 \4
3 *2.39 48.62 VALT 321 -39.8 40.92 54 -13.08 - - 264 360 \4
4 * 2.389942 48.65 VALT 321 -39.81 40.94 54 -13.06 - - 264 360 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

BANDEDGE (HIGH CHANNEL)

HORIZONTAL RESULT

| 57 RE Chamber 83-RDE-C 2023 Jun 22 28:52:P4
Restricted Bandedge
- Configuration: EUT Only
1 Mode: LE 2M 2478MHz AntB
Tested By: 28675
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X Averdge Limit C(HBUU/m)
5 Wi btk [ St
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35
2.441 12 2MHz/ 2.563
Frequency (GHz>
Range (6Hz) RELI/UBL Ref/fttn  Det Avg Mode Suesp Pts  #Sups/Mode Position Range (6Hz) RBI/VBU Ref/fttn  Det fvg Mode Sueep Pts  #Sups/Mode Position
1:2.441-2.563  NC-3BI/M 136/3 PEAK - Gusec(uto) 9981 HAYH 143 degs 368 ca B [2:2.441-2.563 INC-38)/18  136/38  FERK 12ns/R6l 9081 I/WRIT 143 degs 360 cu H

High CH BE - H.TST jv4323 38 Mar 2023

Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected ‘Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuVv/m)
1 *2.4835 61.18 Pk 322 -39.6 53.78 - - 74 -20.22 143 360 H
3 *2.4835 49.13 VALT 322 -39.6 41.73 54 -12.27 - - 143 360 H
2 2.534387 63.54 Pk 323 -39.54 56.3 - - 74 -17.7 143 360 H
4 2.555684 49.03 VALT 323 -39.4 41.93 54 -12.07 - - 143 360 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

1ZZFRE Chamber B3-RDE-C 2023 Jun 22 21:081:21
Restricted Bandedge
- Configuration: EUT Only
H Mode: LE 2M 2478MHz Antd
Tested By: 28675
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2.441 12.2MHz/ 2.563
Frequency (GHz)
Ronge (6Hz) REW/UG Ref/ittn  Det fvg ode Sucep Pts  foapa/lode FPosition Fange (&) RBU/E Ref/Attn  Det_fvg fode Sueep Pts  foupa/fode Position
1 1HC ), 30 PE e (AL 1 H 86 de 69 )
High CH BE - U.TST jv4323 38 Mar 20823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
*2.4835 .57 Pk . -39.6 54.17 - - 74 -19.83 28 6 i
*2.4835 49.16 VALT . -39.6 41.71 54 -12.24 - - 28 6 i
2.538373 .22 Pk . -39.56 55.91 - - 74 -18.04 28 6 i
4 2.555277 48.99 VALT . -39.4 41.8 54 -12.11 - - 28 6 i

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VAILT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

ANT 3
BANDEDGE (LOW CHANNEL)

HORIZONTAL RESULT

IZKFRE Chamber B83-RDE-C 2023 Jun 22 23:51:32
Restricted Bandedge
Configuratian: EUT Only
IR S| E— JOUE SR SO O SO0 SO S SR Mode: 2LE oM 2484MHz Bnil
Tested By: 28675
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Frequency (GHz)
Range (6Hz) REU/UBU Ref/fttn  Det Avg Mode Sueep Pts  #Sups/Mode Position Range (6Hz) RBU/VBY Ref/fittn  Det fivg Mode Sueep. Pts  #Sups/Mode  Position
1:2.31-2. 441 G382/ 1363 PERK - usectfuta) BB HAKH 263 degs 114 cn H [2:2.31-2.441 MC-38/10 136/3 PR - 12ns/RBU 981 IRIT 263 degs 114 cn t
Low CH BE - H.TST jv4323 3@ Mar 2823
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.39 60.84 Pk 321 -39.8 53.14 - - 74 -20.86 263 114 H
2 * 2.345255 63.15 Pk 319 -39.93 55.12 - - 74 -18.88 263 114 H
3 *2.39 48.64 VALT 321 -39.8 40.94 54 -13.06 - - 263 114 H
4 * 2.389985 48.65 VALT 321 -39.8 40.95 54 -13.05 - - 263 114 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector

VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration

Page 108 of 125

UL VERIFICATION SERVICES INC.

47173 Benicia Street, Fremont, CA 94538; USA TEL:(510) 319-4000 FAX:(510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.




REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

IZKFRE Chamber B83-RDE-C 2023 Jun 22 23:58:508
Restricted Baondedge
o Configuration: EUT Only
H Mode: LE 2M 2484MHz Antf
Tested By: 28675
185
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- Peak Limit (dBuU/m)
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3 gl Average Linit (dBuU/m) 2
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45
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2. 31 13 TMHz/ 2.441
Frequency (GHz)
Fonge (6H) REU/E Ref/Attn  Det fvg fode Sueep Fts  foupa/fode FPosition Ronge (6Hz) RBU/UBU Ref/Atin  Det_fivg Mod Sueep Pts  foups/fode Position
Low CH BE - U.TST jv4323 3@ Mar 2823

Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.39 60.9 Pk 321 -39.8 53.2 - - 74 -20.8 313 109 \4
2 * 2.370902 63.47 Pk 32 -39.9 55.57 - - 74 -18.43 313 109 \4
3 *2.39 48.63 VALT 321 -39.8 40.93 54 -13.07 - - 313 109 \4
4 * 2.385036 48.64 VALT 321 -39.8 40.94 54 -13.06 - - 313 109 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2
FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

BANDEDGE (HIGH CHANNEL)

HORIZONTAL RESULT

FRE Chamber B3-RDE-C

2823 Jun 23

00:06:083

Restricted Bandedge

Configuration: EUT Only
Mode: LE 2M 2478MHz Antl
Tested By: 28675
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Limit C(dBul/m)
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S (N S S z, o
35
2.441 12 2MHz/ 2.563
Frequency (GHz)
Range (GHiz) REU/B Ref/fttn  Det fvg Hode Sucep Pts  fups/ode Position Range (Gtz) REW/VE Ref/Atin Dot fvg Mode Suep Pts  foups/lode Position
1:2.441-2.563  NC-3/M 136/3 PEAK - Gnsec(futo) 98B MAXH %2 degs I13cnH (22,412,563  INC-3B)/10  136/30  FERK - 1zns/RBU 9B I/RIT 262 degs 112 cn b
High CH BE - H.TST jv4323 38 Mar 2023
Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuVv/m)
1 *2.4835 60.97 Pk 322 -39.6 53.57 - - 74 -20.43 262 113 H
3 *2.4835 49.11 VALT 322 -39.6 41.71 54 -12.29 - - 262 112 H
4 2.555386 48.98 VALT 323 -39.4 41.88 54 -12.12 - - 262 112 H
2 2.559439 63.14 Pk 323 -39.5 55.94 - - 74 -18.06 262 113 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

~FRE Chamber 83-RDE-C 2023 Jun 23 Be:14:19
Restricted Baondedge

o Configuration: EUT Only
T Mode: LE 2M 2478MHz Antl
Tested By: 28675

g5

85

75 Peaki Limit (dBuU/m

- ] Averoge Lim2t (dBuU/m)

Uertical - Pk CdBulU/m) 1ddB/

35

2.441 12 2MHz/ 2.563
Frequency (GHz)

Range (6Hz) REU/UBU Ref/fttn  Det Avg Mode Sueep Pts  #Sups/Mode Position Range (BHz) RBU/VBY Ref/fittn  Det fivg Mode Sueep. Pts  #Sups/Mode  Position

High CH BE - U.TST jv4323 3@ Mar 26823

Marker Frequency Meter Det 226672 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB) 3mH Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.4835 60.42 Pk 322 -39.6 53.02 - - 74 -20.98 331 349 \4
2 *2.498572 63.13 Pk 323 -39.66 55.77 - - 74 -18.23 331 349 \4
3 *2.4835 49.09 VALT 322 -39.6 41.69 54 -12.31 - - 331 349 \4
4 2.555399 49.01 VALT 323 -39.4 41.91 54 -12.09 - - 331 349 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
VALT - FHSS: Linear Voltage Average VB=1/Ton where: Ton is transmit duration
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REPORT NO:14523740-E2V2

FCCI

D: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

10.2.9.

BANDEDGE (LOW CHANNEL)

LOW POWER BLE TXBF (2Mbps)

HORIZONTAL RESULT

12:’-_RE Chamber B3-RDE-B 2023 Jun 23 13:38:37
Restricted Bandedge
- Configuration: EUT Only
1 Mode: BLE 2M 24B2MHz TxBF
Tested By: 32894 RB
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2.31 13. 1MH=z/ 2,441
Frequency (GHz)
Ronge (62) REV/VB Ref/Atin  Detfivg Mods Sweep Pts  Hups/lode Position Farge (o) REU/UBU Ref/Atin  Det_fivg Mode Sueep Pts  Hups/ode Position
1:2.31-2.41 M3/ 13/ K - Susec(ut)  EOB8  HAMH 198 degs 178 cu H [2:2.31-2.441 1C-3B)/M 136/ AUER Pur Avg(RNS)  Busec(uto) BOBB  1ETAUG 199 cegs 178 cu H
Low CH BE - H.TST jv4323 13 Apr 20823
Marker Frequency Meter Det 230300 ACF Gain/Loss (dB) Corrected ‘Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB/m) Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.39 61.23 Pk 32.2 -41.2 52.23 74 -21.77 199 178 H
2 *2.371741 64.05 Pk 32.1 -41.2 54.95 - - 74 -19.05 199 178 H
3 *2.39 50.9 RMS 32.2 -41.2 41.9 54 -12.1 - - 199 178 H
4 * 2.346865 519 RMS 32.1 -41.2 42.8 54 -11.2 199 178 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

1ZI:FRE Chamber B3-RDE-B 2023 Jun 23 13:45:44
Restricted Bandedge
- Configuration: EUT On
i Mode: BLE 2M 24B2MHz TxBF
Tested By: 32894 RB
185
o
o g5
=
< 85
>
a M
o Peak Limjit (dBulU/m) A
S \
L ¥
o
I 6|:
2 I
{ 55 Average Limit (dBuUZ/m) ; j \
Dﬂj e o ‘er ] WIM i - 1 Rbiball ;mAA FIFTF AT PPV MM_J'W A:r T YT IR Lt bl Sk Ll ol Adubeatdl ‘H m 1
45 4
i
3|:
2.31 T3, TMHz/ 2. 441
Frequency (GHz)
Ronge (GH2) REVABU Ref/Atin  Detfivg Mode Sueep Pts  Hupslliode Position Fange (&) REU/UBU Ref/Atin  Detfivg Mode Sueep Pts  Hups/ode Position
3-2.441 “3 6/ PERK - Susec(Put) 880 AT 8 degs 162
Low CH BE - U.TST jv4323 13 Apr 20823

Marker Frequency Meter Det 230300 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB/m) Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuV/m)
1 *2.39 62.08 Pk 32.2 -41.2 53.08 - - 74 -20.92 86 162 \4
2 * 2.347569 63.74 Pk 32.1 -41.2 54.64 - - 74 -19.36 86 162 \4
3 *2.39 50.82 RMS 32.2 -41.2 41.82 54 -12.18 - - 86 162 \4
4 *2.384663 51.91 RMS 32.2 -41.2 42.91 54 -11.09 - - 86 162 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection

Page 113 of 125

UL VERIFICATION SERVICES INC.
47173 Benicia Street, Fremont, CA 94538; USA TEL:(510) 319-4000 FAX:(510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.




REPORT NO:14523740-E2V2
FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

BANDEDGE (HIGH CHANNEL)

HORIZONTAL RESULT

IZRFRE Chamber B3-RDE-B 2023 Jun 23 14:25:56
Restricted Bandedge
- Configuration: EUT Only
" Mode: BLE 2M 2478MHz TxBF
Tested By: 32894 RB
185
N
2
© g5
G
> 85 d\
3
[4a]
o
- 75 //\\ Peoki Limit (dBuU/m)
X i
: |
: / !
_ 5 |
- © o
2 |
C
R - j \ Average Limit C(HBuU/m) 2
C 5 Lheai Lokl d e m Gkt el i bl Ll 5 TR TT i
k: b A
f
45 /
) , /
3|:
2.441 12 .2MHz/ 2.563
Frequency (GHz)
Fonge (i) REU/VEW Ref/Attn  Del fivg fode Sueep Pts  fups/fode Position Fonge aHz) REU/U Ref/Attn Dot _fivg fode Sueep Pts  foups/fode Position
124412563 NC-3BVM  16/3B PERK - Busecthuts)  BBEE  MAXH 57 degs BB onH  [p:2.4412.563  MC-3BI/M 136/ AUER Fur Avg(RHS) Bmsec(futo) BOBB  IBATAUS 57 degs 358 ca H
High CH BE - H.TST jv4323 13 Apr 2d@23

Marker Frequency Meter Det 230300 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB/m) Reading (dBuV/m) (dB) (dBuVv/m) (dB) (Degs) (cm)
(dBuv) (dBuVv/m)
1 *2.4835 62.61 Pk 32.2 -41.15 53.66 - - 74 -20.34 57 358 H
3 *2.4835 51.36 RMS 32.2 -41.15 42.41 54 -11.59 - - 57 358 H
2 2.55902 64.01 Pk 32.3 -40.9 55.41 - - 74 -18.59 57 358 H
4 2.559264 51.75 RMS 32.3 -40.9 43.15 54 -10.85 - - 57 358 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band

Pk - Peak detector

RMS - RMS detection
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

VERTICAL RESULT

12:FRE Chambker B83-RDE-B 2023 Jun 23 14:37:12
Restricted Bandedge
Configuration: EUT Onl
15 Mode: BLE 2M 2478MHz TxBF
Tested By: 32894 RB
185
o
o g5
=
e
3 [
2 |
S 5 i) Peaki Limit C(dBul)/m)
x J |
o If
| \
6|:
o |
o { | Wverao L + (dBulU/m) 2
‘; 5[: | | Hver age mit aou m.J
g Ao IR PRI ™y T MR e s Ty ey i
45 4
3
o o
3|:
2.441 12 .2MHz/ 2.563
Frequency (GHz)
Range (@) REU/UEU Ref/Atin  Detfivg Mode Sueep Pts  ¥ups/Mode Position Fange (&) REU/UBU Ref/Attn  Det fvg Mode Sueep Pts  ¥ups/fode Position
441-2.56 S3EM 136 FEAK - Susec(uto) B8 MUK 43 degs 182 cn |
High CH BE - U.TST jv4323 13 fApr 2823

Marker Frequency Meter Det 230300 ACF Gain/Loss (dB) Corrected Average Limit Margin Peak Limit PK Margin Azimuth Height Polarity
(GHz) Reading (dB/m) Reading (dBuV/m) (dB) (dBuV/m) (dB) (Degs) (cm)
(dBuv) (dBuv/m)
1 *2.4835 61.8 Pk 32.2 -41.15 52.85 - - 74 -21.15 243 102 \4
3 *2.4835 50.76 RMS 32.2 -41.15 41.81 54 -12.19 - - 243 102 \4
4 2.515247 51.94 RMS 32.2 -40.92 43.22 54 -10.78 - - 243 102 \4
2 2.550052 63.94 Pk 32.3 -40.9 55.34 - - 74 -18.66 243 102 \4

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
RMS - RMS detection
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

10.3. WORST CASE BELOW 1 GHZ

SPURIOUS EMISSIONS 30 TO 1000 MHz (WORST-CASE CONFIGURATION)

HORIZONTAL

~FRE Chamber B3-RDE-C 2823 May 19 B86:53:86
Radiated Emissions - 3 Meters

9

- Configuration: EUT + Charger
8 Made: BLE Worst Case
Tested By: 32990 JS

75

65

55

45
PR Thmir L tdgav/7m)

3582

9]

MATAY il : i M
W "‘ ‘ ‘ #l .

- \ T \\% MM \'WM

36 188 1008
Frequency (MHz)

RBU/UBN Ref/Atin  Dst fvg Hode Sueep Pts  toups/fode Fosition Range CHHz) RE/UBU Ref/Atin Det fvg Hode Sueep Pts  toups/fode Fosition

BEBI/IM 112718 PERK - Tone/MHz 4000 MAGH B-360degs | 42001600 LI/ 11218 PERK - BOEne/MHz  OBED  MAH B-3hdege

o

Uertical (dBuU/m) 18dB/

FCC Part!15C 308-18@@MH=. TST jv4323 19 Apr 2823

VERTICAL

Page 116 of 125

UL VERIFICATION SERVICES INC.
47173 Benicia Street, Fremont, CA 94538; USA TEL:(510) 319-4000 FAX:(510) 661-0888
This report shall not be reproduced except in full, without the written approval of UL Verification Services Inc.




REPORT NO:14523740-E2V2 DATE: 7/24/2023

FCC ID: BCG-E8435A IC: 579C-E8435A
DATA
Marker Frequency Meter Det 235174 Cbl (dB) Corrected QPk Limit Margin Azimuth Height Polarity
(MHz) Reading ACF (dB) Reading (dBuV/m) (dB) (Degs) (cm)
(dBuv) 10m H (dBuV/m)
4 *170.329 37.62 Pk 17.8 -30.4 25.02 43.52 -18.5 0-360 100 \%
2 30.2126 38.68 Pk 26.7 -31.7 33.68 40 -6.32 0-360 100 \%
30.2797 34.62 Qp 26.6 -31.7 29.52 40 -10.48 96 100 \%
1 78.0799 48.48 Pk 13.6 -31 31.08 40 -8.92 0-360 198 H
3 214.402 45.12 Pk 16.5 -30.2 31.42 43.52 -12.1 0-360 99 H
6 345.519 35.32 Pk 20.2 -29.4 26.12 46.02 -19.9 0-360 99 \%
5 452.833 35.83 Pk 22.9 -29 29.73 46.02 -16.29 0-360 198 H

* - indicates frequency in CFR47 Pt 15 / IC RSS-Restricted Band
Pk - Peak detector
Qp - Quasi-Peak detector
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

10.4. WORST CASE 18-26 GHz

SPURIOUS EMISSIONS 18-26 GHz (WORST-CASE CONFIGURATION)

HORIZONTAL

11:UL FRE Chamber B4-RDE-R 2823 Mar 30 18:52:16

RF Emissions 3 meter
Config: EUT Only

Mode: BLE Worst Case
Tested by: 27927

185

95

85

Peak Limit (dBuU/m)

75

65

ss).fverage Limit dBuU/r

5 5
4 3

MWWmWWWWMWMWWMNWWWMWWW

Horizontal C(dBulUoltsl) 1ddB/

35
25
18 26.5
Frequency (GHz)
Range (6Hz) RE/VBU Ref/fttn  Det fvg Mode Sueep Pts  4Sups/Mode Position Range (BHz) REU/VBY Ref/fttn  Det fivg Mode Sueep. Pts  #Sups/Mode Position
I:16-26.5 38/ 1042 FERK - Jusec(Auto) 18081 HAKH 6-360des
18-26.5GHz Test 3-meter . TST jv4323 22 Feb 26823 Rev 9.5 22 Feb 2023
T ~UL FRE Chamber 84-RDE-R 2023 Mor 30 18:52:16

RF Emissions 3 meter
Config: EUT Only

Mode: BLE Worst Caose
Tested by: 27927

185

95

85

75 Peak Limit (dBuU/m)

65

ss).fverage Limit dBuU/r

Uertical C(dBulUolte) 18dB/

a5 4

35

25

18 26.5
Frequency (GHz)

Range (6Hz) REW/UBU Ref/fittn  Det fvg Mode Sueep Pts  #Sups/Mode Position Range (BHz) REU/VBY Ref/fttn  Det fivg Mode Sueep. Pts  #Sups/Mode Position
2:18-26 S3E /M 18472 PEAK - Jnsec(Auto) 18881 HAXH 0-368degs

18-26.5GHz Test 3-meter TST jv4323 22 Feb 26823 Rev 9.5 22 Feb 2623
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REPORT NO:14523740-E2V2 DATE: 7/24/2023

FCC ID: BCG-E8435A IC: 579C-E8435A
DATA
Marke Frequency Meter Det 17235 17158 Cable Correc Peak PK Avera Margi Azimu Height Polarit
r (GHz) Readi 3 ACF 3 Amp s (dB) ted Limit Margi ge n th (cm) y
ng (dB) - Asse Readi (dBuVv/ n Limit (dB) (Degs)
(dBuv 3mH mbly ng m) (dB) dBuVv/
) (dB) (dBuVv m
olts)
1 19.406277 58 Pk 33.1 -65.4 15.6 41.3 74 -32.7 54 -12.7 0-360 99 H
2 19.44311 57.52 Pk 33.1 -65.3 15.6 40.92 74 -33.08 54 -13.08 0-360 99 \
3 21.628082 57.14 Pk 33.6 -64.8 16.5 42.44 74 -31.56 54 -11.58 0-360 99 H
4 21.727248 58.04 Pk 33.6 -65 16.5 43.14 74 -30.86 54 -10.86 0-360 99 \
5 24.843913 55.47 Pk 34.6 -64.4 17.7 43.37 74 -30.63 54 -10.63 0-360 99 H
6 24.940247 54.24 Pk 34.6 -64.4 17.7 42.14 74 -31.86 54 -11.86 0-360 99 Vv

PK — Peak Detector
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

11. AC POWER LINE CONDUCTED EMISSIONS

LIMITS

FCC §15.207 (a)

RSS-Gen 8.8
. Conducted Limit (dBpV)
Frequency of Emission (MHz) Quasi-peak Average
0.15-0.5 66 to 56 * 56 to 46 *
0.5-5 56 46
5-30 60 50

*Decreases with the logarithm of the frequency.

TEST PROCEDURE

The EUT is placed on a non-conducting table 40 cm from the vertical ground plane and 80 cm
above the horizontal ground plane. The EUT is configured in accordance with ANSI C63.10.

The receiver is set to a resolution bandwidth of 9 kHz. Peak detection is used unless otherwise
noted as quasi-peak or average.

Line conducted data is recorded for both NEUTRAL and HOT lines.

RESULTS
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

11.1. AC Power Line WITH AC/DC ADAPTER

LINE 1 RESULTS

1ZDUL Fremont, CA CE Room 2023 Mar 29 28:58:50
Conducted RFI Uoltage
186 EUT Config: EUT + Charger
Test Uolt/Freq: 128U/6BHz
Mode: BLE Worst Case
Test By: 19819
92
78
~
[sa]
o F [
v 64
P L
O — FCC Pgrt 1 loss B Avg
T
s |
3
3 36f\f3
Jaa]
o 3
2 7
Sol B Y A ﬂvn 5 A -~
. N v 8 9
\\'\»/'AA‘H\W\“Q ) % W f e 11
3 e \vr“\‘ LIl ‘\H Fl‘ L. WV‘?\)‘VW‘ o WA M”/E\V A g""‘-«.—-—"*“‘*%\\
T uf\‘W ! il W e
-6
15 1 [zl 38
Frequency (MHz)
,m Ref/Attn  Det Avg Mode Sueep Fts  #oups/fiode Lobel [Ronge CHiz) [ Ref/Atin Det Avg Mode Sueep Fts  #oups/tode Label
1:.15-38 Ik(-6d8) 82/18 Op/Ca 1s/2. 25kHz. 13.3k  1/URIT Lire-L1
FCCI5 CE Class B 15BkHz-38MHz Stepping LISN 175765.TST vm44418 17 Feb 2022 Rev 9.5 B9 Jan 2023
Range 1: Line-L1 .15 - 30MHz
Marker Frequency Meter Det L1_LISN.csv C1&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)M
(MHz) Reading dB cable path Limiter with Reading Class B QP (dB) Class B Avg argin
(dBuv) loss short cabl dBuv dBuv dBuv (dB)
dB dB
2 .1905 15.16 Ca 0 0 9.4 24.56 - - 54.01 -29.45
4 .6495 9.43 Ca 0 1 9.3 18.83 - - 46 -27.17
6 1.329 3.22 Ca 0 1 9.3 12.62 - - 46 -33.38
8 4.7108 5.3 Ca 0 1 9.3 14.7 - - 46 -31.3
10 6.72 -2.42 Ca 0 2 9.3 7.08 - - 50 -42.92
12 13.56 -3.76 Ca 1 2 9.3 5.84 - - 50 -44.16
1 .1928 32.2 Qp 0 0 9.4 41.6 63.92 -22.32 - -
3 .6473 17.61 Qp 0 1 9.3 27.01 56 -28.99 - -
5 1.329 10.26 Qp 0 1 9.3 19.66 56 -36.34 - -
7 4.7108 15.46 Qp 0 1 9.3 24.86 56 -31.14 - -
9 6.72 4.78 Qp 0 2 9.3 14.28 60 -45.72 - -
11 13.56 2.44 Qp 1 2 9.3 12.04 60 -47.96 - -

Qp - Quasi-Peak detector
Ca - CISPR average detection
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

LINE 2 RESULTS

WZBUL Fremont, CA CE Room 2023 Mor 29 28:58:50
Conducted RFI Uoltage
EUT Config: EUT + Charger
lee Test Uolt/Freq: 128U/6BHz
Mode: BLE Worst Caose
Test By: 19819
92
78
N
w
3 gaT FCC Phrt oss.8.0
N T
Y e — FCC Pprti 15 Class B Avg
v 50
C <
5 k 15,
E 36 S
15
B 4 il 17 I
2215 G Wit 7 e PN
AT T WV 2m T2l
L E 1 \‘]‘ o . i a =Y 23 A
g I Wil JI e g, ZUZ Tl e
[u]
-6
15 1 18 38
Frequency (MHz)
Range (MHz) REW Ref/Attn  Det fivg Hode Sweep Pts #5ups/Mode  Lobel Rnn%e (HHz) RBH Ref/hun Det fvg Mode S‘meap :’Ls #Swps/?"\ude Lt:be\
FCCI5 CE Class B 15BkHz-38MHz Stepping LISN 175765.TST vm44418 17 Feb 2822 Rev 9.5 B9 Jan 2823
Range 2: Line-L2 .15 - 30MHz
Marker Frequency Meter Det L2_LISN C2&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)M
(MHz) Reading dB cable path Limiter with Reading Class B QP (dB) Class B Avg argin
(dBuv) loss short cabl dBuv dBuv dBuv (dB)
dB dBuv
14 .1995 14.94 Ca 0 0 9.4 24.34 - - 53.63 -29.29
16 .6428 8.75 Ca 0 1 9.3 18.15 - - 46 -27.85
18 1.3515 3.31 Ca 0 1 9.3 12.71 - - 46 -33.29
20 4.7108 5.89 Ca 0 1 9.3 15.29 - - 46 -30.71
22 6.7223 -1.56 Ca 0 1 9.3 7.84 - - 50 -42.16
24 13.56 -5.59 Ca 1 2 9.3 4.01 - - 50 -45.99
13 .1928 32.44 Qp 0 0 9.4 41.84 63.92 -22.08 - -
15 .645 19.21 Qp 0 1 9.3 28.61 56 -27.39 - -
17 1.3223 12.39 Qp 0 1 9.3 21.79 56 -34.21 - -
19 4.6748 16.38 Qp 0 1 9.3 25.78 56 -30.22 - -
21 6.7065 6.37 Qp 0 1 9.3 15.77 60 -44.23 - -
23 13.56 .5 Qp 1 2 9.3 10.1 60 -49.9 - -

Qp - Quasi-Peak detector
Ca - CISPR average detection
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REPORT NO:14523740-E2V2

FCC ID: BCG-E8435A

DATE: 7/24/2023
IC: 579C-E8435A

11.2.

AC POWER LINE WITH LAPTOP

LINE 1 RESULTS

SUL Fremont, CA CE Room

2623 Mar 29 21:04:13

126
Conducted RFI Uoltage
EUT Config: EUT + Host
1ee Test Uolt/Freq: 128U/6BHz
Mode: BLE Worst Case
Test By: 19819
92
78
~
[sa]
3z f
v 64
1 P -
O ‘*\& " FCC Phrt loss B Avg
v 50
= 36 =
3
: : -3 . A
) o N ;
A i : dh
-\ Vi AR A\ AN Mo iyt /
8 n A A AR w“‘dw\m ﬂ eyt L A
WY
{AVATR'R
-6
15 1 [zl 38
Frequency (MHz)
,m Ref/Attn  Det Avg Mode Sueep Fts  #oups/fiode Lobel [Ronge CHiz) [ Ref/Atin Det Avg Mode Sueep Fts  #oups/tode Label
1:.15-38 Ik(-6d8) 82/18 Op/Ca 1s/2. 25kHz. 13.3k  1/URIT Lire-L1
FCCI5 CE Class B 15BkHz-38MHz Stepping LISN 175765.TST vm44418 17 Feb 2022 Rev 9.5 B9 Jan 2023
Range 1: Line-L1 .15 - 30MHz
Marker Frequency Meter Det L1_LISN.csv C1&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)M
(MHz) Reading dB cable path Limiter with Reading Class B QP (dB) Class B Avg argin
(dBuv) loss short cabl dBuv dBuv dBuv (dB)
dB dB
2 195 20.41 Ca 0 0 9.4 29.81 - - 53.82 -24.01
4 7733 7.42 Ca 0 1 9.3 16.82 - - 46 -29.18
6 1.4145 4.84 Ca 0 1 9.3 14.24 - - 46 -31.76
8 6.189 16.2 Ca 0 1 9.3 25.6 - - 50 -24.4
10 13.56 -.83 Ca 1 2 9.3 8.77 - - 50 -41.23
12 23.5073 4.36 Ca 2 .3 9.4 14.26 - - 50 -35.74
1 1725 45.04 Qp 0 0 9.4 54.44 64.84 -10.4 - -
3 .7868 17.32 Qp 0 1 9.3 26.72 56 -29.28 - -
5 1.4325 14.71 Qp 0 1 9.3 24.11 56 -31.89 - -
7 6.1958 24.29 Qp 0 1 9.3 33.69 60 -26.31 - -
9 13.56 10.15 Qp 1 2 9.3 19.75 60 -40.25 - -
11 23.5073 9.87 Qp 2 3 9.4 19.77 60 -40.23 - -

Qp - Quasi-Peak detector
Ca - CISPR average detection
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REPORT NO:14523740-E2V2 DATE: 7/24/2023
FCC ID: BCG-E8435A IC: 579C-E8435A

LINE 2 RESULTS

1ZDUL Fremont, CA CE Room 2023 Mar 29 21:84:13
Conducted RFI Uoltage
EUT Config: EUT + Host
e Test Uolt/Freq: 128U/6BHz
Mode: BLE Worst Case
Test By: 19819
92
78
N
s} 1
3 ga I i
N T——
™ F— . FCC Pprt 15 Closs B Avg
v 5@ -
g N
5
3 36 - 19
2 13 17 N
o 15 O, 2B N
EE) . oy s s U B o ' 1 3
14 16,8 % L
h \u
g ? N RN ;Mgﬁwﬁ“
-6
15 1 1@ 308
Freguency (MHz)
Renge (MHz) REW Ref/Atin  Det fvg Mode Suesp Pts #5ups/Mode  Lobel Ronge (MHz) FBM . R:F‘/‘mtn Det fivg HMode . Sme‘e“p Pts . ??wfs/ﬂude Lebel
FCCI5 CE Closs B 15BkHz-38MHz Stepping LISN 175765.TST vmd4418 17 Feb 2022 Rev 9.5 89 Jan 2023
Range 2: Line-L2 .15 - 30MHz
Marker Frequency Meter Det L2_LISN C2&C3 207996 Corrected FCC Part 15 QP Margin FCC Part 15 Av(CISPR)M
(MHz) Reading dB cable path Limiter with Reading Class B QP (dB) Class B Avg argin
(dBuv) loss short cabl dBuv dBuv dBuv (dB)
dB dB
14 .7328 2.41 Ca 0 1 9.3 11.81 - - 46 -34.19
16 1.464 211 Ca 0 1 9.3 11.51 - - 46 -34.49
18 1.86 6.21 Ca 0 1 9.3 15.61 - - 46 -30.39
20 6.18 14.88 Ca 0 1 9.3 24.28 - - 50 -25.72
22 13.56 1.23 Ca 1 2 9.3 10.83 - - 50 -39.17
24 23.5073 3.19 Ca 2 3 9.4 13.09 - - 50 -36.91
13 .7328 18.66 Qp 0 1 9.3 28.06 56 -27.94 - -
15 1.3965 14.51 Qp 0 1 9.3 23.91 56 -32.09 - -
17 1.8161 18.02 Qp 0 1 9.3 27.42 56 -28.58 - -
19 6.1643 24.08 Qp 0 1 9.3 33.48 60 -26.52 - -
21 13.56 9.9 Qp 1 2 9.3 19.5 60 -40.5 - -
23 23.5073 8.11 Qp 2 .3 9.4 18.01 60 -41.99 - -

Qp - Quasi-Peak detector
Ca - CISPR average detection
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12. SETUP PHOTOS

Please refer to setup photos 14523740-EP1V1

END OF TEST REPORT
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