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140:  Back of EUT Facing Phantom LTE 13 50%RB Middle CH23230 
Date: 24/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 1.14mW/g 

Communication System: LTE - Band 13 / 10MHz Channel; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 782 MHz; σ = 0.957 mho/m; εr = 54.5; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Back of EUT Facing Phantom - Middle/Area Scan (111x81x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.875 mW/g 
Back of EUT Facing Phantom - Middle/Zoom Scan (5x5x7) (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 29.5 V/m; Power Drift = -0.027 dB 
Peak SAR (extrapolated) = 2.40 W/kg 
SAR(1 g) = 0.980 mW/g; SAR(10 g) = 0.502 mW/g 

Maximum value of SAR (measured) = 1.14 mW/g 
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141:  Back of EUT Facing Phantom LTE 13 100%RB CH23230 
Date: 24/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 1.28mW/g 

Communication System: LTE - Band 13 / 10MHz Channel; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 782 MHz; σ = 0.957 mho/m; εr = 54.5; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Back of EUT Facing Phantom - Middle/Area Scan (111x81x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.878 mW/g 
Back of EUT Facing Phantom - Middle/Zoom Scan (5x5x7) (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 30.0 V/m; Power Drift = -0.129 dB 
Peak SAR (extrapolated) = 2.34 W/kg 
SAR(1 g) = 1.02 mW/g; SAR(10 g) = 0.506 mW/g 

Maximum value of SAR (measured) = 1.28 mW/g 
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142:  Top of EUT Facing Phantom LTE 13 1RB Low CH23230 
Date: 24/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 0.779mW/g 

Communication System: LTE - Band 13 / 10MHz Channel; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 782 MHz; σ = 0.957 mho/m; εr = 54.5; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Top of EUT Facing Phantom - Mid/Area Scan (61x131x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.975 mW/g 
Top of EUT Facing Phantom - Mid/Zoom Scan (5x5x7) (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm 

Reference Value = 13.2 V/m; Power Drift = 0.175 dB 
Peak SAR (extrapolated) = 1.57 W/kg 
SAR(1 g) = 0.627 mW/g; SAR(10 g) = 0.331 mW/g 

Maximum value of SAR (measured) = 0.779 mW/g 
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143:  Top of EUT Facing Phantom LTE 13 50%RB Middle CH23230 
Date: 24/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 0.791mW/g 

Communication System: LTE - Band 13 / 10MHz Channel; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 782 MHz; σ = 0.957 mho/m; εr = 54.5; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Top of EUT Facing Phantom - Mid/Area Scan (61x131x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.897 mW/g 
Top of EUT Facing Phantom - Mid/Zoom Scan (5x5x7) 2 2 (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 13.7 V/m; Power Drift = 0.159 dB 
Peak SAR (extrapolated) = 1.44 W/kg 
SAR(1 g) = 0.652 mW/g; SAR(10 g) = 0.333 mW/g  

Maximum value of SAR (measured) = 0.791 mW/g 
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144:  Right Hand Side of EUT Facing Phantom LTE 13 1RB Low CH23230 
Date: 24/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 0.155mW/g 

Communication System: LTE - Band 13 / 10MHz Channel; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 782 MHz; σ = 0.957 mho/m; εr = 54.5; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Right Hand Side of EUT Facing Phantom - Mid/Area Scan (61x171x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.126 mW/g 
Right Hand Side of EUT Facing Phantom - Mid/Zoom Scan (5x5x7) 2 2 2 2 (5x5x7)/Cube 0: Measurement grid: 

dx=8mm, dy=8mm, dz=5mm 
Reference Value = 7.21 V/m; Power Drift = -0.026 dB 
Peak SAR (extrapolated) = 0.251 W/kg 
SAR(1 g) = 0.132 mW/g; SAR(10 g) = 0.073 mW/g 

Maximum value of SAR (measured) = 0.155 mW/g 
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145:  Right Hand Side of EUT Facing Phantom LTE 13 50%RB Mid CH23230 
Date: 24/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 0.140mW/g 

Communication System: LTE - Band 13 / 10MHz Channel; Frequency: 782 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 782 MHz; σ = 0.957 mho/m; εr = 54.5; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Right Hand Side of EUT Facing Phantom - Mid/Area Scan (61x171x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.115 mW/g 
Right Hand Side of EUT Facing Phantom - Mid/Zoom Scan (5x5x7) (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 6.80 V/m; Power Drift = -0.125 dB 
Peak SAR (extrapolated) = 0.232 W/kg 
SAR(1 g) = 0.122 mW/g; SAR(10 g) = 0.068 mW/g 

Maximum value of SAR (measured) = 0.140 mW/g 
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146:  Back of EUT Facing Phantom LTE 17 1RB Low CH23790 
Date: 25/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 1.41mW/g 

Communication System: LTE - Band 17 / 10MHz Channel; Frequency: 710 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 710 MHz; σ = 0.913 mho/m; εr = 54.9; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Back of EUT Facing Phantom - Middle/Area Scan (111x81x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.913 mW/g 
Back of EUT Facing Phantom - Middle/Zoom Scan (5x5x7) (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.8 V/m; Power Drift = -0.041 dB 
Peak SAR (extrapolated) = 2.89 W/kg 
SAR(1 g) = 1.13 mW/g; SAR(10 g) = 0.533 mW/g 

Maximum value of SAR (measured) = 1.41 mW/g 
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147:  Back of EUT Facing Phantom LTE 17 1RB Middle CH23780 
Date: 25/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 1.29mW/g 

Communication System: LTE - Band 17 / 10MHz Channel; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 709 MHz; σ = 0.912 mho/m; εr = 54.9; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Back of EUT Facing Phantom - Low/Area Scan (111x81x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.884 mW/g 
Back of EUT Facing Phantom - Low/Zoom Scan (5x5x7) (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 27.2 V/m; Power Drift = -0.019 dB 
Peak SAR (extrapolated) = 2.66 W/kg 
SAR(1 g) = 1.09 mW/g; SAR(10 g) = 0.526 mW/g 

Maximum value of SAR (measured) = 1.29 mW/g 
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148:  Back of EUT Facing Phantom LTE 17 1RB Low CH23800 
Date: 25/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 1.33mW/g 

Communication System: LTE - Band 17 / 10MHz Channel; Frequency: 711 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 711 MHz; σ = 0.914 mho/m; εr = 54.8; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Back of EUT Facing Phantom - High/Area Scan (111x81x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.900 mW/g 
Back of EUT Facing Phantom - High/Zoom Scan (5x5x7) (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 27.1 V/m; Power Drift = -0.041 dB 
Peak SAR (extrapolated) = 2.77 W/kg 
SAR(1 g) = 1.09 mW/g; SAR(10 g) = 0.516 mW/g 

Maximum value of SAR (measured) = 1.33 mW/g 
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149:  Back of EUT Facing Phantom LTE 17 50%RB Low CH23790 
Date: 25/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 1.28mW/g 

Communication System: LTE - Band 17 / 10MHz Channel; Frequency: 710 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 710 MHz; σ = 0.913 mho/m; εr = 54.9; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Back of EUT Facing Phantom - Middle/Area Scan (111x81x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.902 mW/g 
Back of EUT Facing Phantom - Middle/Zoom Scan (5x5x7) (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 26.9 V/m; Power Drift = 0.004 dB 
Peak SAR (extrapolated) = 2.78 W/kg 
SAR(1 g) = 1.11 mW/g; SAR(10 g) = 0.536 mW/g 

Maximum value of SAR (measured) = 1.28 mW/g 
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150:  Back of EUT Facing Phantom LTE 17 50%RB Low CH23780 
Date: 25/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 1.25mW/g 

Communication System: LTE - Band 17 / 10MHz Channel; Frequency: 709 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 709 MHz; σ = 0.912 mho/m; εr = 54.9; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Back of EUT Facing Phantom - Low/Area Scan (111x81x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.902 mW/g 
Back of EUT Facing Phantom - Low/Zoom Scan (5x5x7) (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 27.5 V/m; Power Drift = -0.069 dB 
Peak SAR (extrapolated) = 2.71 W/kg 
SAR(1 g) = 1.09 mW/g; SAR(10 g) = 0.532 mW/g 

Maximum value of SAR (measured) = 1.25 mW/g 
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151:  Back of EUT Facing Phantom LTE 17 50%RB Low CH23800 
Date: 25/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 1.14mW/g 

Communication System: LTE - Band 17 / 10MHz Channel; Frequency: 711 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 711 MHz; σ = 0.914 mho/m; εr = 54.8; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Back of EUT Facing Phantom - High/Area Scan (111x81x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.895 mW/g 
Back of EUT Facing Phantom - High/Zoom Scan (5x5x7) (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 32.1 V/m; Power Drift = 0.018 dB 
Peak SAR (extrapolated) = 2.97 W/kg 
SAR(1 g) = 1.09 mW/g; SAR(10 g) = 0.520 mW/g 

Maximum value of SAR (measured) = 1.14 mW/g 



REPORT NO: UL-SAR-RP10407443JD13A V5.0 Issue Date: 12 September 2014 
 

UL Verification Services Ltd.                                                                                                                      Report. No.: 5.0 
This report shall not be reproduced except in full, without the written approval of UL Verification Services Ltd. 

152:  Back of EUT Facing Phantom LTE 17 100%RB CH23800 
Date: 25/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 1.15mW/g 

Communication System: LTE - Band 17 / 10MHz Channel; Frequency: 711 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 711 MHz; σ = 0.914 mho/m; εr = 54.8; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Back of EUT Facing Phantom - High/Area Scan (111x81x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.896 mW/g 
Back of EUT Facing Phantom - High/Zoom Scan (5x5x7) (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 27.2 V/m; Power Drift = 0.083 dB 
Peak SAR (extrapolated) = 3.00 W/kg 
SAR(1 g) = 1.11 mW/g; SAR(10 g) = 0.529 mW/g 

Maximum value of SAR (measured) = 1.15 mW/g 
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153:  Top of EUT Facing Phantom LTE 17 1RB Low CH23790 
Date: 25/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 0.572mW/g 

Communication System: LTE - Band 17 / 10MHz Channel; Frequency: 710 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 710 MHz; σ = 0.913 mho/m; εr = 54.9; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Top of EUT Facing Phantom - Middle/Area Scan (61x131x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.678 mW/g 
Top of EUT Facing Phantom - Middle/Zoom Scan (5x5x7) (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 22.7 V/m; Power Drift = -0.087 dB 
Peak SAR (extrapolated) = 1.46 W/kg 
SAR(1 g) = 0.478 mW/g; SAR(10 g) = 0.232 mW/g 

Maximum value of SAR (measured) = 0.572 mW/g 
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154:  Top of EUT Facing Phantom LTE 17 50%RB Low CH23790 
Date: 25/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 0.593mW/g 

Communication System: LTE - Band 17 / 10MHz Channel; Frequency: 710 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 710 MHz; σ = 0.913 mho/m; εr = 54.9; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Top of EUT Facing Phantom - Middle/Area Scan (61x131x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.663 mW/g 
Top of EUT Facing Phantom - Middle/Zoom Scan (5x5x7) (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 22.7 V/m; Power Drift = -0.160 dB 
Peak SAR (extrapolated) = 1.47 W/kg 
SAR(1 g) = 0.487 mW/g; SAR(10 g) = 0.232 mW/g 

Maximum value of SAR (measured) = 0.593 mW/g 
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155:  Right Side of EUT Facing Phantom LTE 17 1RB Low CH23790 
Date: 25/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 0.077mW/g 

Communication System: LTE - Band 17 / 10MHz Channel; Frequency: 710 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 710 MHz; σ = 0.913 mho/m; εr = 54.9; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
 
Top of EUT Facing Phantom - Middle/Area Scan (61x171x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.070 mW/g 
Top of EUT Facing Phantom - Middle/Zoom Scan (5x5x7) (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 7.98 V/m; Power Drift = 0.026 dB 
Peak SAR (extrapolated) = 0.133 W/kg 
SAR(1 g) = 0.066 mW/g; SAR(10 g) = 0.036 mW/g 

Maximum value of SAR (measured) = 0.077 mW/g 
 

Note: SAR level measured is very low as equivalent to noise floor. 
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156:  Right Side of EUT Facing Phantom LTE 17 50%RB Low CH23790 
Date: 25/07/2014 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 0.080mW/g 

Communication System: LTE - Band 17 / 10MHz Channel; Frequency: 710 MHz;Duty Cycle: 1:1 
Medium: 750 MHz MSL Medium parameters used (interpolated): f = 710 MHz; σ = 0.913 mho/m; εr = 54.9; ρ = 1000 kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: ET3DV6 - SN1586; ConvF(6.32, 6.32, 6.32); 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE3 Sn450; Calibrated: 31/10/2013 
- Phantom: ELI v5.0; Type: QDOVA002AA; Serial: TP:xxxx 
- Measurement SW: DASY4, V4.7 Build 80; Postprocessing SW: SEMCAD, V1.8 Build 186 
Top of EUT Facing Phantom - Middle/Area Scan (61x171x1): Measurement grid: dx=15mm, dy=15mm 

Maximum value of SAR (interpolated) = 0.074 mW/g 
 
Top of EUT Facing Phantom - Middle/Zoom Scan (5x5x7) (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, 

dz=5mm 
Reference Value = 8.27 V/m; Power Drift = -0.036 dB 
Peak SAR (extrapolated) = 0.135 W/kg 
SAR(1 g) = 0.068 mW/g; SAR(10 g) = 0.037 mW/g 

Maximum value of SAR (measured) = 0.080 mW/g 
  
 

Note: SAR level measured is very low as equivalent to noise floor. 
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157:  Back of EUT Facing Phantom LTE Band 25 1RB Low CH26365 
Date: 24/07/14 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 1.01 W/kg = 0.04 dBW/kg 

Communication System: UID 0, LTE Band 25 (0); Frequency: 1882.5 MHz;Duty Cycle: 1:1 
Medium: 1900 MHz /MSL Medium parameters used (interpolated): f = 1882.5 MHz; σ = 1.531 S/m; εr = 53.555; ρ = 1000 
kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: EX3DV4 - SN3995; ConvF(7.74, 7.74, 7.74); Calibrated: 09/05/14; 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1435; Calibrated: 15/04/14 
- Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVA002AA; Serial: TP:xxxx 
- ; SEMCAD X Version 14.6.10 (7331)  
 
Configuration/Back of EUT Facing Phantom - Low/Area Scan (131x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 

mm 
Maximum value of SAR (interpolated) = 1.01 W/kg 
Configuration/Back of EUT Facing Phantom - Low/Zoom Scan (5x5x7) 2 (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 6.681 V/m; Power Drift = 0.14 dB 
Peak SAR (extrapolated) = 1.74 W/kg 
SAR(1 g) = 0.873 W/kg; SAR(10 g) = 0.387 W/kg 

Maximum value of SAR (measured) = 1.04 W/kg 
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158:  Back of EUT Facing Phantom LTE Band 25 1RB Low CH26140 
Date: 24/07/14 
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 1.08 W/kg = 0.34 dBW/kg 

Communication System: UID 0, LTE Band 25 (0); Frequency: 1860 MHz;Duty Cycle: 1:1 
Medium: 1900 MHz /MSL Medium parameters used (interpolated): f = 1860 MHz; σ = 1.509 S/m; εr = 53.635; ρ = 1000 
kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: EX3DV4 - SN3995; ConvF(7.74, 7.74, 7.74); Calibrated: 09/05/14; 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1435; Calibrated: 15/04/14 
- Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVA002AA; Serial: TP:xxxx 
- ; SEMCAD X Version 14.6.10 (7331)  
Configuration/Back of EUT Facing Phantom - Low/Area Scan (131x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 

mm 
Maximum value of SAR (interpolated) = 1.08 W/kg 
Configuration/Back of EUT Facing Phantom - Low/Zoom Scan (5x5x7) 2 (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 6.651 V/m; Power Drift = 0.11 dB 
Peak SAR (extrapolated) = 1.87 W/kg 
SAR(1 g) = 0.926 W/kg; SAR(10 g) = 0.410 W/kg 

Maximum value of SAR (measured) = 1.09 W/kg 
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159:  Back of EUT Facing Phantom LTE Band 25 1RB Low CH26590 
Date: 24/07/14  
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 1.01 W/kg = 0.06 dBW/kg 

Communication System: UID 0, LTE Band 25 (0); Frequency: 1905 MHz;Duty Cycle: 1:1 
Medium: 1900 MHz /MSL Medium parameters used (interpolated): f = 1905 MHz; σ = 1.554 S/m; εr = 53.475; ρ = 1000 
kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: EX3DV4 - SN3995; ConvF(7.74, 7.74, 7.74); Calibrated: 09/05/14; 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1435; Calibrated: 15/04/14 
- Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVA002AA; Serial: TP:xxxx 
- ; SEMCAD X Version 14.6.10 (7331)  
Configuration/Back of EUT Facing Phantom - Low/Area Scan (131x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 

mm 
Maximum value of SAR (interpolated) = 1.01 W/kg 
Configuration/Back of EUT Facing Phantom - Low/Zoom Scan (5x5x7) 2 (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 6.983 V/m; Power Drift = 0.08 dB 
Peak SAR (extrapolated) = 1.75 W/kg 
SAR(1 g) = 0.875 W/kg; SAR(10 g) = 0.387 W/kg 

Maximum value of SAR (measured) = 1.04 W/kg 
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160:  Back of EUT Facing Phantom LTE Band 25 50% RB Middle CH26365 
Date: 24/07/14  
DUT: A1600; Type: FCC ID: BCGA1600  

  

 0 dB = 1.07 W/kg = 0.28 dBW/kg 

Communication System: UID 0, LTE Band 25 (0); Frequency: 1882.5 MHz;Duty Cycle: 1:1 
Medium: 1900 MHz /MSL Medium parameters used (interpolated): f = 1882.5 MHz; σ = 1.531 S/m; εr = 53.555; ρ = 1000 
kg/m

3
  

Phantom section: Flat Section  
DASY4 Configuration: 
- Probe: EX3DV4 - SN3995; ConvF(7.74, 7.74, 7.74); Calibrated: 09/05/14; 
- Sensor-Surface: 4mm (Mechanical Surface Detection) 
- Electronics: DAE4 Sn1435; Calibrated: 15/04/14 
- Phantom: ELI v5.0 (30deg probe tilt); Type: QDOVA002AA; Serial: TP:xxxx 
- ; SEMCAD X Version 14.6.10 (7331)  
Configuration/Back of EUT Facing Phantom - Low/Area Scan (131x101x1): Interpolated grid: dx=1.500 mm, dy=1.500 

mm 
Maximum value of SAR (interpolated) = 1.07 W/kg 
Configuration/Back of EUT Facing Phantom - Low/Zoom Scan (5x5x7) 2 (5x5x7)/Cube 0: Measurement grid: dx=8mm, 

dy=8mm, dz=5mm 
Reference Value = 6.743 V/m; Power Drift = 0.14 dB 
Peak SAR (extrapolated) = 1.87 W/kg 
SAR(1 g) = 0.929 W/kg; SAR(10 g) = 0.413 W/kg 

Maximum value of SAR (measured) = 1.11 W/kg 
 
  
 
















































































































