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11

1.2

Report Summary

Report Modification Record

Alterations and additions to this report will be issued to the holders of each copy in the form of a
complete document.

Issue

Description of Change

Date of Issue

1

First Issue

04 February 2026

2

Update to section 2.6

25-February-2026

Introduction

Applicant

Manufacturer

EUT/Sample Identification

Test Specification/Issue/Date

Start of Test
Finish of Test

Name of Engineer(s)

Related Document(s)

COMMERCIAL-IN-CONFIDENCE

Table 1

Apple Inc
Apple Inc
Refer to section 1.6

FCC 47 CFR Part 15E: 2024
ISED RSS-248: Issue 3 (2024-10)
ISED RSS-GEN: Issue 5 (2018-04) + A2 (2021-02)

31-October-2025
04-February-2026

Thomas Biddlecombe, George Williams, Obinna Eze,
James Woods, Dulanjan Witharamalage, Zeeshan Zia,
Marius Vasii, Gridi Bilali, loan-Alexandru Bogatu, Zeeshan
Zia, Colin Brain, Babitha Babu

KDB 789033 D02 v02r01

KDB 662911 D01 v02r01

ANSI C63.10 (2020) +Cor.1-2023+C63.10a-2024

KDB 987594 D02 v03
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1.3

Brief Summary of Results

A brief summary of the tests carried out in accordance with FCC 47 CFR Part 15E and ISED RSS-248 and ISED RSS-GEN is shown below.

Specification Clause
Section Test Description Result Comments/Base Standard
Part 15E RSS-248 RSS-GEN
Configuration and Mode: Narrowband
N/T - The device complies with the
- 15.203 - - Antenna Requirement N/T provisions of this section, as it uses
permanently attached integral antennas.
21 15.407 (a) 4.4 6.7 Emission Bandwidth Pass KDB 789033 D02 v02r01
) KDB 789033 D02 v02r01
2.2 15.407 (a) 4.5 6.12 Maximum Conducted Output Power Pass
KDB 662911 D01 v02r01
) ) KDB 789033 D02 v02r01
2.3 15.407 (a) 4.5 - Maximum Conducted Power Spectral Density Pass
KDB 662911 D01 v02r01
ANSI C63.10 (2020) +Cor.1-
2.4 15.407 (b) 46 6.13 Authorised Band Edges Pass 2023+C63.10a-2024
KDB 789033 D02 v02r01
ANSI C63.10 (2020) +Cor.1-
2.5 15.407 (b) 4.6 6.13&8.9 Spurious Radiated Emissions Pass 2023+C63.10a-2024
KDB 789033 D02 v02r01
26 15.407 (b) 46 6.13 Unwanted Emissions within the 5925-7125 Pass KDB 987594 D02 v03
MHz band
2.7 15.407 (d)(6) 4.7 - Contention Based Protocol Pass KDB 987594 D02 v03
2.8 15.407 (d)(10) 4.5.6 - Transmit Power Control Pass KDB 987594 D02 v03

COMMERCIAL-IN-CONFIDENCE
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1.4.1

14.2

Product Information

Technical Description

The equipment under test (EUT) was a portable laptop computer.

Test Modes

Narrowband operation was supported in the following frequency bands:
e US and Canada: 6106-6425 MHz
It supports SISO (Single Input/Single Output) operation on two different cores (Core 0 and Core 1).

It also supports MIMO (Multiple Input/Multiple Output) beamforming operation on (Core 0 + Core 1)
simultaneously.

It operates at two power settings: low power “iPA” and high power “ePA” and uses different output
powers per core dependent on how many cores are used.

The EUT supports Basic Rate (DH5), LE1M/LE2M, HDR4 (4-DHS5), HDRS8 (8-DH5), HDRPS2,
XHDRPS2, HDRPM4/6/8/12/16, XHDRPM4/6/8/12/16, HDRPL8/12/16/24/32,
XHDRPL8/12/16/24/32 and HDT2/3/4/6/8 modes.

After preliminary investigations, conducted tests on the EUT were performed in the
following worst-case modes:

SISO modes (Core 0 and Core 1):

DHS5 - iPA/ePA

LE2M - iPA/ePA

HDR4 (4-DH5) - iPA/ePA
HDRS (8-DH5) - iPA/ePA
HDRPM12 - iPA/ePA
HDRPLS - iPA/ePA
HDT4 - iPA/ePA

HDT6 - iPA/ePA

MIMO modes (Core 0 + Core 1):

DH5 - iPA/ePA

HDR4 (4-DH5) - iPA/ePA
LE2M - iPA/ePA

HDRS8 (8-DH5) - iPA/ePA
HDT4 - iPA/ePA
HDRPM12 - iPA/ePA
HDRPLS - iPA/ePA
HDT6 - iPA/ePA

COMMERCIAL-IN-CONFIDENCE Page 4 of 406
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1.4.

1.4.

1.5

Spurious Radiated Emissions tests were limited to the modes shown below, with the device
configured to operate both cores at maximum output power, as this was deemed to be worst case.

MIMO modes (Core 0 + Core 1):

DH5 - iPA/ePA
LE1M - iPA/ePA
HDT4 - iPA/ePA
HDRS - iPA/ePA
HDRPL16 - iPA/ePA

3 Test Setup

For conducted tests, a conducted test point was provided by the manufacturer via a UFL connector
and cable. The loss of these test cables were known and compensated for in any conducted

measurements.

For all tests, the EUT was put into a continuous transmit test mode with the manufacturer’s test
commands via a script running in the EUTs terminal application. The EUT then transmitted the
required type of modulation/packet type on a static channel selected within the test script.

All testing was performed with the EUT powered via a 120 V AC, 60 Hz source.

4 Antenna Gain Table

Antenna Port Frequency Range (MHz) Peak Gain (dBi) Conducted Cable Loss (dB)
6106 to 6184 1.7 0.71
Core 0 (WF1) 6185 to 6265 1.7 0.71
6266 to 6425 2.9 0.71
6106 to 6184 4.3 0.71
Core 1 (WF2) 6185 to 6265 4.3 0.71
6266 to 6425 5.7 0.71

Deviations from the Standard

No deviations from the applicable test standard were made during testing.

COMMERCIAL-IN-CONFIDENCE
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1.6

Identification of the EUT

The table below details identification of the EUT(s) that have been used to carry out the testing

within this report.

Model: A3426

Serial Number Hardware Version Software Version
MM20HYW2Y6 REV1.0 25D36
MXDF7Q597J REV1.0 25D36
GQGKCOXWKP REV1.0 25D38
FXXVQ1FY4C REV1.0 25D43
FV3YG50JYP REV1.0 25D36
DX95K23Y X2 REV1.0 25D36
MTGGW62YXN REV1.0 25D40a

COMMERCIAL-IN-CONFIDENCE

Table 4
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1.7

EUT Modification Record

The table below details modifications made to the EUT during the test programme.

The modifications incorporated during each test are recorded on the appropriate test pages.

Modification State

Description of Modification still fitted to EUT

Modification Fitted By

Fitted

Model: A3426, Serial Number: MM20HYW2Y6

0 | As supplied by the customer

Not Applicable

| Not Applicable

Model: A3426, Serial Number: MXDF7Q597J

0 | As supplied by the customer

Not Applicable

Not Applicable

Model: A3426, Serial Number: FXXVQ1FY4C

0 | As supplied by the customer

Not Applicable

Not Applicable

Model: A3426, Serial Number: FV3YG50JYP

0 | As supplied by the customer

Not Applicable

Not Applicable

Model: A3426, Serial Number: GQGKCOXWKP

0 | As supplied by the customer

Not Applicable

Not Applicable

Model: A3426, Serial Number: DX95K23YX2

0 | As supplied by the customer

Not Applicable

Not Applicable

Model: A3426, Serial Number: MTGGW62YXN

0 | As supplied by the customer

Not Applicable

Not Applicable

COMMERCIAL-IN-CONFIDENCE
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1.8

Test Location

TUV SUD conducted the following tests at our Octagon House Test Laboratory.

Test Name

Name of Engineer(s)

Accreditation

Configuration and Mode: Narrowband

Thomas Biddlecombe, George

5925-7125 MHz band

Williams

Emission Bandwidth - UKAS
Williams

Maximum Conducted Output Power Th.o.mas Biddlecombe, George UKAS
Williams

Maximum Conducted Power Spectral Density Th.o'mas Biddlecombe, George UKAS
Williams

Unwanted Emissions within the Thomas Biddlecombe, George UKAS

Office Address:

TUV SUD
Octagon House
Concorde Way
Fareham
Hampshire
PO15 5RL
United Kingdom

Table 6

TUV SUD conducted the following tests at our Concorde Park Test Laboratory.

Test Name

Name of Engineer(s)

Accreditation

Configuration and Mode: Narrowband

Maximum Conducted Output Power Obinna Eze, James Woods UKAS

Authorised Band Edges ;L;Ianjan Witharamalage, Zeeshan UKAS
Marius Vasii, Gridi Bilali, loan-

Spurious Radiated Emissions Alexandru Bogatu, Zeeshan Zia, UKAS
Colin Brain

Contention Based Protocol Babitha Babu UKAS

Transmit Power Control; Very Low Power Devices Babitha Babu UKAS

Office Address:

TUV SUD
Concorde Park
Concorde Way
Fareham
Hampshire
PO15 5FG
United Kingdom

COMMERCIAL-IN-CONFIDENCE
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2 Test Details

21 Emission Bandwidth
211 Specification Reference
FCC 47 CFR Part 15E, Clause 15.407 (a)
ISED RSS-248, Clause 4.4
ISED RSS-GEN 6.7
21.2 Equipment Under Test and Modification State
A3426, S/N: FV3YG50JYP - Modification State 0
213 Date of Test
29-December-2025 to 23-January-2026
21.4 Test Method

The test was performed in accordance with KDB 789033, clause C.1 for 26 dB bandwidth and
clause D for 99% occupied bandwidth.

21.5 Environmental Conditions

Ambient Temperature  22.1-23.1 °C
Relative Humidity 40.9 - 52.0 %

COMMERCIAL-IN-CONFIDENCE Page 9 of 406
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21.6 Test Results
Narrowband
Test Configuration
Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: | iPA GFSK (DH5) Duty Cycle (%): | -
Antenna Configuration: | SISO DCCF (dB): | -
Active Port(s): | A (Core 0) Peak Antenna Gain (dBi): | -
Test Frequency 26 dB Bandwidth (MHz) Limit
(MHz) A 5 c 5 (MHz)
6106 1.188 - - - <320.0
6265 1.188 - - - <320.0
6424 1.188 - - - <320.0
6425 1.188 - - - <320.0

Table 8 - 26 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (MHz)
A B C D

6106 0.932 - - - <320.0

6265 0.932 - - - <320.0

6424 0.936 - - - <320.0

6425 0.936 - - - <320.0

COMMERCIAL-IN-CONFIDENCE
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT [Input RF Input Z: 50 O #Atten: 4 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC Corr CCorr RCal Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 M
Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Ll Offsct 26.14 dB AMkr4 1.188 MHz
Scale/Div 10 dB Ref Level -2.86 dBm

Center 6.106000 GHz #Video BW 30 kHz Span 4.000 MHz|
#Res BW 10 kHz #Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.105 500 GHz -33.41 dBm
932 kHz (A) -0.09dB
6.105 344 GHz. -43.07 dBm
1.188 MHz (A) 0.33 dB

£)  Jan 22,20
5:08:06 PM |°

KEYSIGHT [Input RF Input Z: 50 Q #Atten: 4 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC Corr CCorr RCal Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 1
\Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 28.53 dB AMkr4 1.188 MHz|
Scale/Div 10 dB Ref Level -4.47 dBm -0.03 dB

Center 6.265000 GHz #Video BW 30 kHz Span 4.000 MHz|
#Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.264 500 GHz -33.46 dBm
932 kHz (A) -0.20dB
6.264 344 GHz -42.97 dBm
1.188 MHz (A) -0.03dB

e | 5:34:30PM |3

Figure 2 - Core 0 (A) 6265 MHz (CH89) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT [Input RF Input Z: 50 O #Atten: 4 dB PNO: BestWide  #Avg Type: Voltage
R T Coupling: AC CorrCCorrRCal  Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30
Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off

1 Spectrum Ref Ll Offset 28.91 dB AMkr4 1.188 MHz
Scale/Div 10 dB Ref Level 4.09 dBm -0.92 dB

D 1B

Center 6.424000 GHz #Video BW 30 kHz Span 4.000 MHz|
#Res BW 10 kHz #Sweep 1.00 s (1001 pts)

5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.423 496 GHz -34.13 dBm
936 kHz (&) 0.33dB
6.423 344 GHz. -42.38 dBm
1.188 MHz (A) -0.92 dB

? Jan 22, 202
6:27:19 PM

KEYSIGHT [Input RF Input Z: 50 O #Atten: 4 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC Corr CCorr RCal Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 1
\Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 28.90 dB AMkr4 1.188 MHz|
Scale/Div 10 dB Ref Level 4.10 dBm -1.05 dB

Center 6.425000 GHz #Video BW 30 kHz Span 4.000 MHz|
#Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.424 496 GHz -34.21 dBm
936 kHz (A) 0.46 dB
6.424 344 GHz -42.37 dBm
1.188 MHz (A) -1.05dB

e | 6:00:54 PM |3

Figure 4 - Core 0 (A) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration

Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2

Additional Reference(s):

DUT Configuration

Mode: | iPA 11/4 DQPSK (4-DH5) Duty Cycle (%): | -
Antenna Configuration: | SISO DCCF (dB): | -
Active Port(s): | A (Core 0) Peak Antenna Gain (dBi): | -
Test Frequency 26 dB Bandwidth (MHz) Limit
(MHz) A 5 c (MHz)
6106 2.712 - - <320.0
6265 2.696 - - <320.0
6423 2.712 - - <320.0
6425 2.720 - - <320.0
Table 10 - 26 dB Bandwidth Results
Test Frequency 99% Bandwidth (MHz) Limit
(MHz) A 5 c 5 (MHz)
6106 2.344 - - - <320.0
6265 2.352 - - - <320.0
6423 2.344 - - - <320.0
6425 2.328 - - - <320.0

'Spectrum Analyzer 1
Swept SA
KEYSIGHT nput RF

Coupling: AC
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 6.106000 GHz
#Res BW 30 kHz

5 Marker Table v

Mode Trace Scale

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

6.104 608 GHz.

#Atten: 8 dB
Preamp: 8.40 GHz Gate:

Ref Lvi Offset 28.14 dB

off

IF Gain: Low
Sig Track: Off

PNO: BestWide  #Avg Type: Voltage
Avg[Hold: 30/30
Trig: Free Run

Ref Level -0.86 dBm

#Video BW 100 kHz

X Y
6.104 784 GHz.

2.344 MHz (&)

2.712 MHz (&)

£) Jan 23 2026
6:20:47 AM

-27.57 dBm
-1.42dB
-40.43 dBm
2.48dB

Function

M

Table 11 - 99% Bandwidth Results

234

PNNNNN

Function Width

AMKr4 2.712 MHz,

Span 8.000 MHz|

#Sweep 1.00 s (1001 pts)

Function Value

Figure 5 - Core 0 (A) 6106 MHz (CH55) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1

Swept SA

KEYSIGHT |nput: RE

R T Coupling: AC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 6.265000 GHz
#Res BW 30 kHz

5 Marker Table v

Mode Trace Scale
N 1 f
A1 1
N 1
A3 1

(]

(A)

acl?

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

#Atten: 6 dB PNO: Best Wide
Preamp: 8.40 GHz Gate: Off
IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 28.53 dB
Ref Level -0.47 dBm

#Video BW 100 kHz

X Y

6.263 784 GHz. -27.55 dBm
2.352 MHz (&) -1.51dB

6.263 616 GHz. -38.89 dBm
2.696 MHz (A) 0.77 dB

Function

Dec 29, 2025
8:55:52 AM

[12 34
M
PNNNNN
AMkr4 2.696 MHz
0.77 dB|

DL1-11.64 dB

Span 8.000 MHz|
#Sweep 1.00 s (1001 pts)

Function Width Function Value

Figure 6 - Core 0 (A) 6265 MHz (CH89) 26 dB and 99% Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
R T Coupling: AC
\Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 6.423000 GHz

5 Marker Table v

Mode Trace Scale

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

#Atten: 4 dB PNO: Best Wide
Preamp: 8.40 GHz Gate: Off
IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 28.92 dB
Ref Level -4.08 dBm

#Video BW 100 kHz

[1z224
M
PNNNNN

AMkr4 2.712 MHz|
2.33 dB|

DL1- B

Span 8.000 MHz|
#Sweep 1.00 s (1001 pts)

X

6.421 784 GHz.
2.344 MHz (A)

6.421 608 GHz.
2.712 MHz (A)

Jan 23, 202

6:46:46 AM |5

Y Function
-27.22 dBm
-1.73dB
-40.09 dBm
2.33dB

Function Width Function Value

Figure 7 - Core 0 (A) 6423 MHz (CH122) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O #Atten: 6 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC CorrCCorrRCal  Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 M
Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
1 Spectrum

Ref Lvl Offset 28.90 dB AMkr4 2.720 MHz
Scale/Div 10 dB

-0.46 dB

Bm

Center 6.425000 GHz
#Res BW 30 kHz

5 Marker Table v

#Video BW 100 kHz Span 8.000 MHz|

#Sweep 1.00 s (1001 pts)

Mode Trace Scale X Y
6.423 792 GHz -27.30 dBm
2.328 MHz (&) -1.27 dB
6.423 600 GHz. -38.13 dBm
2.720 MHz (A) -0.46 dB

Function Function Width Function Value

? Jan 23, 202
6:42:17 AM

Figure 8 - Core 0 (A) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration

Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2

Additional Reference(s): | -

DUT Configuration

Mode: | iPA 11/4 DQPSK (8-DH5) Duty Cycle (%):

Antenna Configuration: | SISO DCCF (dB):

Active Port(s): | A (Core 0) Peak Antenna Gain (dBi):

Test Frequency 26 dB Bandwidth (MHz) Limit
(MHz) A 5 P b (MHz)
6106 5.310 - - - <320.0
6265 5.310 - - - <320.0
6422 5.295 - - - <320.0
6425 5.310 - - - <320.0

Table 12 - 26 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit
(MHz) A 5 c 5 (MHz)
6106 4.620 - - - <320.0
6265 4.620 - - - <320.0
6422 4.650 - - - <320.0
6425 4.650 - - - <320.0

Table 13 - 99% Bandwidth Results
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Figure 9 - Core 0 (A) 6106 MHz (CH55) 26 dB and 99% Bandwidth
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Figure 11 - Core 0 (A) 6422 MHz (CH121) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
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Figure 12 - Core 0 (A) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration

Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: | iPA 8PSK (HDT4) Duty Cycle (%): | -
Antenna Configuration: | SISO DCCF (dB): | -
Active Port(s): | A (Core 0) Peak Antenna Gain (dBi): | -
Test Frequency 26 dB Bandwidth (MHz) Limit
(MHz) A 5 P b (MHz)
6106 2.832 - - - <320.0
6265 2.832 - - - <320.0
6423 2.832 - - - <320.0
6425 2.832 - - - <320.0
Table 14 - 26 dB Bandwidth Results
Test Frequency 99% Bandwidth (MHz) Limit
(MHz) A 5 c 5 (MHz)
6106 2.368 - - - <320.0
6265 2.368 - - - <320.0
6423 2.368 - - - <320.0
6425 2.368 - - - <320.0

'Spectrum Analyzer 1
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Table 15 - 99% Bandwidth Results
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Figure 13 - Core 0 (A) 6106 MHz (CH55) 26 dB and 99% Bandwidth
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Figure 15 - Core 0 (A) 6423 MHz (CH122) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
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Figure 16 - Core 0 (A) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration

Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2

Additional Reference(s): | -

DUT Configuration

Mode: | iPA 16QAM (HDT6) Duty Cycle (%): | -

Antenna Configuration: | SISO DCCF (dB): | -

Active Port(s): | A (Core 0) Peak Antenna Gain (dBi): | -
Test Frequency 26 dB Bandwidth (MHz) Limit
(MHz) A 5 P b (MHz)
6106 2.816 - - - <320.0
6265 2.816 - - - <320.0
6423 2.816 - - - <320.0
6425 2.816 - - - <320.0

Table 16 - 26 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (MHz)
A B C D

6106 2.400 - - - <320.0

6265 2.400 - - - <320.0

6423 2.400 - - - <320.0

6425 2.400 - - - <320.0

Table 17 - 99% Bandwidth Results
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Figure 17 - Core 0 (A) 6106 MHz (CH55) 26 dB and 99% Bandwidth
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Figure 19 - Core 0 (A) 6423 MHz (CH122) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
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R T - Coupling: AC CorrCCorrRCal  Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30
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Sig Track: Off PNNNNN
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Figure 20 - Core 0 (A) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration

Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2

Additional Reference(s): | -

DUT Configuration

Mode: | iPA 16QAM (HDRPM12) Duty Cycle (%):

Antenna Configuration: | SISO DCCF (dB):

Active Port(s): | A (Core 0) Peak Antenna Gain (dBi):

Test Frequency 26 dB Bandwidth (MHz) Limit
(MHz) A 5 P b (MHz)
6107 5.440 - - - <320.0
6265 5.440 - - - <320.0
6422 5.440 - - - <320.0
6425 5.440 - - - <320.0

Table 18 - 26 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit
(MHz) A 5 c 5 (MHz)
6107 4.720 - - - <320.0
6265 4.720 - - - <320.0
6422 4.720 - - - <320.0
6425 4.720 - - - <320.0

Table 19 - 99% Bandwidth Results
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Figure 21 - Core 0 (A) 6107 MHz (CH56) 26 dB and 99% Bandwidth
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Figure 23 - Core 0 (A) 6422 MHz (CH121) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
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#Res BW 100 kHz #Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale

X Y Function Function Width
6.422 62 GHz -21.17 dBm
4.72 MHz (&) -0.92dB
6.422 26 GHz -32.88 dBm
5.44 MHz (A) 0.31dB

Function Value

? Jan 23, 202
3:09:23 AM

Figure 24 - Core 0 (A) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration

Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2

Additional Reference(s): | -

DUT Configuration

Mode: | iPA QPSK (HDRPLS)

Duty Cycle (%):

Antenna Configuration: | SISO

DCCF (dB):

Active Port(s): | A (Core 0)

Peak Antenna Gain (dBi):

Test Frequency 26 dB Bandwidth (MHz) Limit

(MHz) (MHz)
A B C D

6109 10.800 - - - <320.0

6265 10.800 - - - <320.0

6419 10.800 - - - <320.0

6425 10.770 - - - <320.0

Table 20 - 26 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (MHz)
A B C D

6109 9.450 - - - <320.0

6265 9.480 - - - <320.0

6419 9.450 - - - <320.0

6425 9.480 - - - <320.0

Table 21 - 99% Bandwidth Results
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Center 6.10900 GHz #Video BW 300 kHz

#Res BW 100 kHz
5 Marker Table v

Mode Trace Scale X Y

6.104 26 GHz -20.91 dBm
9.45 MHz (A) -1.02dB
6.103 57 GHz -31.79 dBm
10.80 MHz (A) 0.01dB

£) Jan 23 2026
3:45:22 AM

Function

[12:4
M
PNNNNN

AMKr4 10.80 MHz,
0.01 dB|

DL1 -

Span 30.00 MHz|
#Sweep 1.00 s (1001 pts)

Function Width Function Value

Figure 25 - Core 0 (A) 6109 MHz (CH58) 26 dB and 99% Bandwidth
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Figure 27 - Core 0 (A) 6419 MHz (CH118) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
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X
6.420 23 GHz
9.48 MHz (&)
6.419 60 GHz
10.77 MHz (A)

? Jan 23, 202
3:49:47 AM

Preamp: 8.40 GHz Gate: Off

PNO: Fast #Avg Type: Voltage

Avg|Hold: 30/30

IF Gain: Low Trig: Free Run

Sig Track: Off

Ref Lvi Offset 28.90 dB
Ref Le

#Video BW 300 kHz

Y

-21.55 dBm
-0.87 dB

-32.34 dBm
0.02dB

Function

Function Width

[12 34
M
PNNNNN

AMkr4 10.77 MHz|
0.02 dB|

Bi

Span 30.00 MHz|
#Sweep 1.00 s (1001 pts)

Function Value

Figure 28 - Core 0 (A) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration

Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2

Additional Reference(s): | -

DUT Configuration

Mode: | iPA GFSK (LE 2M) Duty Cycle (%): | -

Antenna Configuration: | SISO DCCF (dB): | -

Active Port(s): | A (Core 0) Peak Antenna Gain (dBi): | -
Test Frequency 26 dB Bandwidth (MHz) Limit
(MHz) A 5 P b (MHz)
6106 2.528 - - - <320.0
6265 2.520 - - - <320.0
6423 2.520 - - - <320.0
6425 2.520 - - - <320.0

Table 22 - 26 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (MHz)
A B C D

6106 2.024 - - - <320.0

6265 2.024 - - - <320.0

6423 2.032 - - - <320.0

6425 2.032 - - - <320.0

Table 23 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA
KEYSIGHT [Input RF Input Z: 50 Q #Atten: 4 dB PNO: BestWide  #Avg Type: Voltage 234
R T - Coupling: AC Corr CCorr RCal Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 1
\Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 28.14 dB AMKr4 2.528 MHz|
Scale/Div 10 dB Ref Level -2.86 dBm -0.89 dB

EietilEE

Center 6.106000 GHz #Video BW 100 kHz Span 8.000 MHz|
#Res BW 30 kHz #Sweep 1.00 s (1001 pts)

5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.104 968 GHz -30.36 dBm
2.024 MHz (&) -0.44 dB
6.104 704 GHz -42.90 dBm
2.528 MHz (A) -0.89dB

£) Jan 23 2026
4:25:17 AM

Figure 29 - Core 0 (A) 6106 MHz (CH55) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT [Input RF Input Z: 50 O #Atten: 4 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC CorrCCorrRCal  Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 M
Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 spectrum Ref Lul Offsct 26,53 dB AMkr4 2.520 MHz
Scale/Div 10 dB Ref Level -4.47 dBm

Center 6.265000 GHz #Video BW 100 kHz Span 8.000 MHz|
#Res BW 30 kHz #Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.263 968 GHz -30.61 dBm
2.024 MHz (&) -0.41dB
6.263 704 GHz. -43.15 dBm
2.520 MHz () 0.39dB

? Jan 23, 202
4:29:47 AM

KEYSIGHT [Input RF Input Z: 50 O #Atten: 4 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC Corr CCorr RCal Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 1
\Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 28.92 dB AMkr4 2.520 MHz|
Scale/Div 10 dB Ref Level 4.08 dBm 0.09 dB|

Center 6.423000 GHz #Video BW 100 kHz Span 8.000 MHz|
#Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.421 960 GHz -31.15 dBm
2.032 MHz (A) 0.36 dB
6.421 704 GHz -42.83 dBm
2.520 MHz (A) 0.09 dB

Jan 23, 202
4:38:40 AM |3

Figure 31 - Core 0 (A) 6423 MHz (CH122) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O #Atten: 4 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC CorrCCorrRCal  Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30
Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run

Sig Track: Off PNNNNN
1 Spectrum

Ref Lvl Offset 28.90 dB AMkr4 2.520 MHz
Scale/Div 10 dB ReflLe 0.13 dB|

DL1-16.81 dB

Center 6.425000 GHz #Video BW 100 kHz Span 8.000 MHz|
#Res BW 30 kHz

#Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X

Y Function Function Width Function Value
6.423 960 GHz -31.47 dBm

2.032 MHz (&) 0.36 dB
6.423 704 GHz. -43.18 dBm
2.520 MHz (A) 0.13dB

? Jan 23, 202
4:34:09 AM

Figure 32 - Core 0 (A) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration
Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: | iPA GFSK (DH5) Duty Cycle (%): | -
Antenna Configuration: | SISO DCCF (dB): | -
Active Port(s): | B (Core 1) Peak Antenna Gain (dBi): | -
Test Frequency 26 dB Bandwidth (MHz) Limit
(MHz) A 5 P b (MHz)
6106 - 1.192 - - <320.0
6265 - 1.188 - - <320.0
6424 - 1.188 - - <320.0
6425 - 1.192 - - <320.0
Table 24 - 26 dB Bandwidth Results
Test Frequency 99% Bandwidth (MHz) Limit
(MHz) A 5 c 5 (MHz)
6106 - 0.932 - - <320.0
6265 - 0.932 - - <320.0
6424 - 0.936 - - <320.0
6425 - 0.936 - - <320.0

Table 25 - 99% Bandwidth Results

'Spectrum Analyzer 1

Swept SA

KEYSIGHT |Input RF

Ce

R T it

s
1 Spectrum
Scale/Div 10 dB

Center 6.106000
#Res BW 10 kHz

5 Marker Table

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

#Atten: 4 dB
Preamp: 8.40 GHz Gate:
IF Gai

oupling: AC
lign: Partial

PNO: BestWide  #Avg Type: Voltage

off
n: Low

Sig Track: Off

Avg[Hold: 30/30
Trig: Free Run

M

234

PNNNNN

Ref Lvi Offset 27.61 dB
Ref Level -5.39 dBm

GHz

v

Mode Trace Scale X Y

6.105 500 GHz.
932 kHz (A)

6.105 344 GHz.
1.192 MHz (A)

£) Jan22 2026
9:31:24 PM

-35.37 dBm

0.11dB

-45.16 dBm

-0.83dB

#Video BW 30 kHz

Function

Function Width

AMKr4 1.192 MHz,

#Sweep 1.00 s (1001 pts)

Function Value

Figure 33 - Core 1 (B) 6106 MHz (CH55) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT [Input RF Input Z: 50 O #Atten: 4 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC CorrCCorrRCal  Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 M
Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Ll Offset 27.96 dB AMkr4 1.188 MHz
Scale/Div 10 dB Ref Level -5.04 dBm -0.02 dB

DL B

Center 6.265000 GHz #Video BW 30 kHz Span 4.000 MHz|
#Res BW 10 kHz #Sweep 1.00 s (1001 pts)

5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.264 500 GHz -35.43 dBm
932 kHz (&) -0.18dB
6.264 344 GHz. -44.98 dBm
1.188 MHz (A) -0.02 dB

? Jan 22, 202
9:57:38 PM

KEYSIGHT [Input RF Input Z: 50 O #Atten: 4 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC Corr CCorr RCal Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 1
\Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 28.54 dB AMkr4 1.188 MHz|
Scale/Div 10 dB Ref Level 4.46 dBm -0.88 dB

Center 6.424000 GHz #Video BW 30 kHz Span 4.000 MHz|
#Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.423 496 GHz -35.94 dBm
936 kHz (A) 0.36 dB
6.423 344 GHz -44.13 dBm
1.188 MHz (A) -0.88 dB

Figure 35 - Core 1 (B) 6424 MHz (CH123) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O #Atten: 4 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC CorrCCorrRCal  Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 M
Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
1 Spectrum

Ref Lvl Offset 28.53 dB AMkr4 1.192 MHz
Scale/Div 10 dB

ReflLe 0.89 dB|

DL2 44.24 dBy

Center 6.425000 GHz
#Res BW 10 kHz

5 Marker Table v

#Video BW 30 kHz Span 4.000 MHz|

#Sweep 1.00 s (1001 pts)

Mode Trace Scale X Y
6.424 496 GHz -36.02 dBm
936 kHz (&) 0.43dB
6.424 340 GHz -46.18 dBm
1.192 MHz (A) 0.89 dB

Function Function Width Function Value

? Jan 22, 202
* | 10:24:02PM

Figure 36 - Core 1 (B) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration

Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2

Additional Reference(s): | -

DUT Configuration

Mode: | iPA 11/4 DQPSK (4-DH5) Duty Cycle (%):

Antenna Configuration: | SISO DCCF (dB):

Active Port(s): | B (Core 1) Peak Antenna Gain (dBi):

Test Frequency 26 dB Bandwidth (MHz) Limit
(MHz) A 5 P b (MHz)
6106 - 2.720 - - <320.0
6265 - 2.720 - - <320.0
6423 - 2.720 - - <320.0
6425 - 2.712 - - <320.0

Table 26 - 26 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (MHz)
A B C D

6106 - 2.328 - - <320.0

6265 - 2.344 - - <320.0

6423 - 2.336 - - <320.0

6425 - 2.336 - - <320.0

Table 27 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA
KEYSIGHT [Input RF Input Z: 50 Q #Atten: 6 dB PNO: BestWide  #Avg Type: Voltage 234
R T - Coupling: AC Corr CCorr RCal Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 1
\Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Ll Offset 27.61 dB AMKr4 2.720 MHz|
Scale/Div 10 dB Ref Level -3.39 dBm -0.06 d

dBm

Center 6.106000 GHz #Video BW 100 kHz Span 8.000 MHz|
#Res BW 30 kHz #Sweep 1.00 s (1001 pts)

5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.104 792 GHz -29.13 dBm
2.328 MHz (&) -1.19dB
6.104 600 GHz -40.01 dBm
2.720 MHz (A) -0.06 dB

£) Jan 23 2026
7:11:16 AM

Figure 37 - Core 1 (B) 6106 MHz (CH55) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1

Swept SA

KEYSIGHT /nput RF Input Z: 50 O
Coupling: AC Corr CCorrRCal

RT G Align: Partial Freq Ref: Int (S)

#Atten: 4 dB PNO: BestWide  #Avg Type: Voltage b3 4
Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30

IF Gain: Low Trig: Free Run

Sig Track: Off PNNNNN
1 Spectrum

Ref Lvl Offset 27.96 dB AMkr4 2.720 MHz
Scale/Div 10 dB Ref Level -3.04 dBm

Center 6.265000 GHz #Video BW 100 kHz Span 8.000 MHz|

#Res BW 30 kHz #Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X Y

6.263 784 GHz -29.11 dBm

2.344 MHz (&) -2.05dB

6.263 600 GHz. -39.88 dBm

2.720 MHz (A) -1.66 dB

Function Function Width Function Value

? Jan 23, 202
7:15:38 AM

KEYSIGHT nput RF Input Z: 50 O #Atten: 4 dB
Coupling: AC Corr CCorr RCal
RT \Align: Partial Freq Ref: Int (S)

PNO: Best Wide
Preamp: 8.40 GHz Gate: Off

IF Gain: Low
Sig Track: Off

4

Avg|Hold: 30/30
Trig: Free Run

PNNNNN
1 Spectrum

#Avg Type: Voltage >
1

Ref Lvi Offset 28.55 dB
Scale/Div 10 dB Ref Level -4.45 dBm

Center 6.423000 GHz #Video BW 100 kHz Span 8.000 MHz|
#Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X

6.421 784 GHz.
2.336 MHz (A)

6.421 600 GHz.
2.720 MHz (A)

Y
-28.63 dBm
-1

Function Function Width Function Value

Jan 23, 202
7:24:31 AM |3

Figure 39 - Core 1 (B) 6423 MHz (CH122) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O #Atten: 6 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC CorrCCorrRCal  Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 M
Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
1 Spectrum

Ref Lvl Offset 28.53 dB AMkr4 2.712 MHz
Scale/Div 10 dB

-0.52 dB

DL1-13.58 dbs

Center 6.425000 GHz
#Res BW 30 kHz

5 Marker Table v

#Video BW 100 kHz Span 8.000 MHz|

#Sweep 1.00 s (1001 pts)

Mode Trace Scale X Y
6.423 784 GHz -29.09 dBm
2.336 MHz (&) -1.23dB
6.423 600 GHz. -39.64 dBm
2.712 MHz (A) -0.52 dB

Function Function Width Function Value

? Jan 23, 202
7:20:12 AM

Figure 40 - Core 1 (B) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration

Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2

Additional Reference(s): | -

DUT Configuration

Mode: | iPA 11/4 DQPSK (8-DH5) Duty Cycle (%):

Antenna Configuration: | SISO DCCF (dB):

Active Port(s): | B (Core 1) Peak Antenna Gain (dBi):

Test Frequency 26 dB Bandwidth (MHz) Limit
(MHz) A 5 P b (MHz)
6106 - 5.310 - - <320.0
6265 - 5.295 - - <320.0
6422 - 5.295 - - <320.0
6425 - 5.310 - - <320.0

Table 28 - 26 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (MHz)
A B C D

6106 - 4.620 - - <320.0

6265 - 4.620 - - <320.0

6422 - 4.620 - - <320.0

6425 - 4.620 - - <320.0

Table 29 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA
KEYSIGHT [Input RF Input Z: 50 Q #Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 234
R T - Coupling: AC Corr CCorr RCal Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 1
\Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Ll Offset 27.61 dB AMKr4 5.310 MHz|
Scale/Div 10 dB Ref Level 0.61 dBm -0.21 dB

Center 6.106000 GHz #Video BW 200 kHz Span 15.00 MHz|
#Res BW 51 kHz #Sweep 1.00 s (1001 pts)

5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.103 630 GHz -28.13 dBm
4.620 MHz (&) 0.34dB
6.103 315 GHz -36.71 dBm
5.310 MHz (A) -0.21dB

£) Jan 23 2026
2:12:12 AM

Figure 41 - Core 1 (B) 6106 MHz (CH55) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1

Swept SA

KEYSIGHT |nput: RE

R T Coupling: AC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 6.265000 GHz
#Res BW 51 kHz

5 Marker Table v

Mode Trace Scale

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

#Atten: 8 dB

X

6.262 630 GHz.
4.620 MHz (&)

6.262 315 GHz.
5.295 MHz (A)

? Jan 23, 202

2:14:24 AM

KEYSIGHT |nput: RF
R T Coupling: AC
\Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 6.422000 GHz

5 Marker Table v

Mode Trace Scale

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

#Atten: 6 dB

X

6.419 630 GHz.
4.620 MHz (A)

6.419 315 GHz.
5.295 MHz (A)

Jan 23, 202
2:18:35AM |3

Preamp: 8.40 GHz Gate: Off

Preamp: 8.40 GHz Gate: Off

PNO: BestWide  #Avg Type: Voltage
Avg|Hold: 30/30
IF Gain: Low Trig: Free Run

Sig Track: Off

Ref Lvi Offset 27.96 dB
Ref Level 0.96 dBm

#Video BW 200 kHz

Y Function
-28.37 dBm
0.35dB
-36.40 dBm
0.28 dB

PNO: BestWide  #Avg Type: Voltage
Avg|Hold: 30/30
IF Gain: Low Trig: Free Run

Sig Track: Off

Ref Lvi Offset 28.55 dB
Ref Level -0.45 dBm

#Video BW 200 kHz

Y Function
-27.98 dBm
0.22dB
-36.21 dBm
-0.02 dB

[12 34
M
PNNNNN
AMkr4 5.295 MHz
0.28 dB|

DL1-10.07 dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Function Width Function Value

[1z224
M

PNNNNN

AMkr4 5.295 MHz|
-0.02 dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Function Width Function Value

Figure 43 - Core 1 (B) 6422 MHz (CH121) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RE

Coupling: AC
RT Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 6.425000 GHz
#Res BW 51 kHz

5 Marker Table v

Mode Trace Scale

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

X

6.422 630 GHz.
4.620 MHz (&)

6.422 315 GHz.
5.310 MHz (A)

? Jan 23, 202
2:16:31 AM

#Atten: 6 dB
Preamp: 8.40 GHz Gate: Off

PNO: BestWide  #Avg Type: Voltage
Avg|Hold: 30/30

IF Gain: Low Trig: Free Run

Sig Track: Off

Ref Lvi Offset 28.53 dB

#Video BW 200 kHz

Y Function
-28.22 dBm
0.28dB
-36.26 dBm
-0.72dB

[12 34
M
PNNNNN

AMkr4 5.310 MHz|
-0.72dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Function Width Function Value

Figure 44 - Core 1 (B) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration

Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: | iPA 8PSK (HDT4) Duty Cycle (%): | -
Antenna Configuration: | SISO DCCF (dB): | -
Active Port(s): | B (Core 1) Peak Antenna Gain (dBi): | -
Test Frequency 26 dB Bandwidth (MHz) Limit
(MHz) A 5 P b (MHz)
6106 - 2.832 - - <320.0
6265 - 2.832 - - <320.0
6423 - 2.832 - - <320.0
6425 - 2.832 - - <320.0
Table 30 - 26 dB Bandwidth Results
Test Frequency 99% Bandwidth (MHz) Limit
(MHz) A 5 c 5 (MHz)
6106 - 2.368 - - <320.0
6265 - 2.368 - - <320.0
6423 - 2.368 - - <320.0
6425 - 2.368 - - <320.0

'Spectrum Analyzer 1
Swept SA
KEYSIGHT nput RF

Coupling: AC
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 6.106000 GHz
#Res BW 51 kHz

5 Marker Table v

Mode Trace Scale

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

#Atten: 6 dB PNO:
Preamp: 8.40 GHz Gate:
IF Gai

Sig Track: Off

Ref Lvi

Table 31 - 99% Bandwidth Results

BestWide #Avg Type: Voltage 234
off AvglHold: 30/30 "
n: Low Trig: Free Run

PNNNNN

Offset 27.61 dB AMKr4 2.832 MHZz

Ref Level -3.39 dBm

M | |

#Video BW 200 kHz

X Y
6.104 776 GHz. -26.

Span 8.000 MHz|
#Sweep 1.00 s (1001 pts)

Function Function Width Function Value

.65 dBm

2.368 MHz (A) -1.15dB

6.104 544 GHz.
2.832 MHz (A)

-43,

£) Jan 23 2026
6:03:56 AM

.76 dBm
0.68 dB

Figure 45 - Core 1 (B) 6106 MHz (CH55) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT [Input RF Input Z: 50 O #Atten: 4 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC CorrCCorrRCal  Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 M
Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 spectrum Ref Lul Offsct 27,96 dB AMkr4 2.832 MHz
Scale/Div 10 dB Ref Level -3.04 dBm

Center 6.265000 GHz #Video BW 200 kHz Span 8.000 MHz|
#Res BW 51 kHz #Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.263 776 GHz -26.82 dBm
2.368 MHz (&) -1.15dB
6.263 544 GHz. -43.75 dBm
2.852 MHz (A) 0.48dB

? Jan 23, 202
6:05:48 AM

KEYSIGHT [Input RF Input Z: 50 O #Atten: 4 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC Corr CCorr RCal Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 1
\Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Ll Offset 28.55 dB AMkr4 2.832 MHz|
Scale/Div 10 dB Ref Level -2.45 dBm 0.28 dB|

e

Center 6.423000 GHz #Video BW 200 kHz Span 8.000 MHz|
#Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.421 776 GHz -26.38 dBm
2.368 MHz (A) -1.18dB
6.421 544 GHz. -43.17 dBm
2.832 MHz (A) 0.28 dB

Jan 23, 202
6:09:36 AM |

Figure 47 - Core 1 (B) 6423 MHz (CH122) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O #Atten: 6 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC CorrCCorrRCal  Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 M
Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
1 Spectrum

Ref Lvl Offset 28.53 dB AMkr4 2.832 MHz
Scale/Div 10 dB

0.30 dB|

BL-16:64-dBn

Center 6.425000 GHz
#Res BW 51 kHz

5 Marker Table v

#Video BW 200 kHz Span 8.000 MHz|

#Sweep 1.00 s (1001 pts)

Mode Trace Scale X Y
6.423 776 GHz -26.45 dBm
2.368 MHz (&) -1.24dB
6.423 544 GHz. -43.27 dBm
2.852 MHz (A) 0.30dB

Function Function Width Function Value

? Jan 23, 202
6:07:42 AM

Figure 48 - Core 1 (B) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration

Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2

Additional Reference(s): | -

DUT Configuration

Mode: | iPA 16QAM (HDT6) Duty Cycle (%): | -

Antenna Configuration: | SISO DCCF (dB): | -

Active Port(s): | B (Core 1) Peak Antenna Gain (dBi): | -
Test Frequency 26 dB Bandwidth (MHz) Limit
(MHz) A 5 P b (MHz)
6106 - 2.816 - - <320.0
6265 - 2.816 - - <320.0
6423 - 2.816 - - <320.0
6425 - 2.816 - - <320.0

Table 32 - 26 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit
(MHz) A 5 c 5 (MHz)
6106 - 2.400 - - <320.0
6265 - 2.400 - - <320.0
6423 - 2.400 - - <320.0
6425 - 2.400 - - <320.0

Table 33 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA
KEYSIGHT nput RF

Coupling: AC
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 6.106000 GHz
#Res BW 51 kHz

5 Marker Table v

Mode Trace Scale

Input Z: 50 O
Corr CCorrRCal

#Atten: 6 dB PNO: BestWide  #Avg Type: Voltage 2 a
Freq Ref: Int (S) !

Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 "
IF Gain: Low Trig: Free Run

Sig Track: Off PNNNNN

AMKr4 2.816 MHz,

Ref Lvi Offset 27.61 dB
Ref Level -3.39 dBm

#Video BW 200 kHz Span 8.000 MHz|

#Sweep 1.00 s (1001 pts)

X Y

6.104 760 GHz. -27.70 dBm
2.400 MHz (&) -0.60dB

6.104 560 GHz. -43.65 dBm
2.816 MHz (A) 0.14dB

Function Function Width Function Value

£) Jan 23 2026

2:47:59 AM

Figure 49 - Core 1 (B) 6106 MHz (CH55) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput RF Input Z 50 0 #Atten: 4 dB
R T Coupling: AC Corr CCorrRCal

PNO: BestWide  [#Avg Type: Voltage 2
Align: Partial Freq Ref: Int (S)

234
Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30
IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
1 Spectrum

Ref Lvl Offset 27.96 dB AMkr4 2.816 MHz
Scale/Div 10 dB Ref Level -3.04 dBm

Center 6.265000 GHz #Video BW 200 kHz Span 8.000 MHz|
#Res BW 51 kHz #Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X Y Function Function Width
6.263 760 GHz

2.400 MHz (&)
6.263 560 GHz.

2.816 MHz (A)

Function Value

? Jan 23, 202
2:49:52 AM

KEYSIGHT nput RF Input Z: 50 O #Atten: 4 dB
Coupling: AC Corr CCorr RCal
RT \Align: Partial Freq Ref: Int (S)

PNO: BestWide  #Avg Type: Voltage 2

4
Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30

IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
1 Spectrum

Ref Lvl Offset 28.55 dB AMkr4 2.816 MHz
Scale/Div 10 dB Ref Level -2.45 dBm -0.42 dB

Center 6.423000 GHz #Video BW 200 kHz Span 8.000 MHz|
#Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X

Y Function Function Width Function Value
6.421 760 GHz -27.54 dBm

2.400 MHz (&) -0.71dB
6.421 560 GHz. -43.07 dBm

2.816 MHz (A) -0.42dB

Jan 23, 202
2:53:49AM |3

Figure 51 - Core 1 (B) 6423 MHz (CH122) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O #Atten: 6 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC CorrCCorrRCal  Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 M
Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
1 Spectrum

Ref Lvl Offset 28.53 dB AMkr4 2.816 MHz
Scale/Div 10 dB

-0.26 dB

BL-16:65-dBn

Center 6.425000 GHz
#Res BW 51 kHz

5 Marker Table v

#Video BW 200 kHz Span 8.000 MHz|

#Sweep 1.00 s (1001 pts)

Mode Trace Scale X Y
6.423 760 GHz -27.90 dBm
2.400 MHz (&) -0.68 dB
6.423 560 GHz. -43.46 dBm
2.816 MHz (A) -0.26 dB

Function Function Width Function Value

? Jan 23, 202
2:51:54 AM

Figure 52 - Core 1 (B) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration

Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2

Additional Reference(s): | -

DUT Configuration

Mode: | iPA 16QAM (HDRPM12) Duty Cycle (%):

Antenna Configuration: | SISO DCCF (dB):

Active Port(s): | B (Core 1) Peak Antenna Gain (dBi):

Test Frequency 26 dB Bandwidth (MHz) Limit
(MHz) A 5 P b (MHz)
6107 - 5.440 - - <320.0
6265 - 5.440 - - <320.0
6422 - 5.440 - - <320.0
6425 - 5.440 - - <320.0

Table 34 - 26 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (MHz)
A B C D

6107 - 4.720 - - <320.0

6265 - 4.700 - - <320.0

6422 - 4.700 - - <320.0

6425 - 4.700 - - <320.0

Table 35 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA
KEYSIGHT [Input RF Input Z: 50 Q #Atten: 12 dB PNO: BestWide  #Avg Type: Voltage 234
R T - Coupling: AC Corr CCorr RCal Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 1
\Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Ll Offset 27.61 dB AMKr4 5.44 MHz|
Scale/Div 10 dB Ref Level 4.61 dBm 0.68 dB|

DL1-7 41 dfr

Center 6.10700 GHz #Video BW 300 kHz Span 20.00 MHz|
#Res BW 100 kHz #Sweep 1.00 s (1001 pts)

5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.104 62 GHz -22.47 dBm
4.72 MHz (A) -0.88dB
6.104 26 GHz -34.16 dBm
5.44 MHz (A) 0.68 dB

£) Jan 23 2026
3:25:18 AM

Figure 53 - Core 1 (B) 6107 MHz (CH56) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT [Input RF Input Z: 50 O #Atten: 6 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC CorrCCorrRCal  Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 M
Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 spectrum Ref Lul Offsct 27,96 dB AMkr4 5.44 MHz
Scale/Div 10 dB Ref Level -1.04 dBm

Center 6.26500 GHz #Video BW 300 kHz Span 20.00 MHz|
#Res BW 100 kHz #Sweep 1.00 s (1001 pts)

5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.262 62 GHz -23.17 dBm
4.70 MHz (&) -0.62dB
6.262 26 GHz -34.74 dBm
5.44 MHz (A) 0.49dB

? Jan 23, 202
3:27:20 AM

KEYSIGHT [Input RF Input Z: 50 O #Atten: 6 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC Corr CCorr RCal Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 1
\Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 Spectrum Ref Ll Offset 28.55 dB AMkrd 5.44 MHz|
Scale/Div 10 dB Ref Level -0.45 dBm 0.34 dB|
DL1-8

Center 6.42200 GHz #Video BW 300 kHz Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X Y Function Function Width Function Value
6.419 62 GHz -23.27 dBm
4.70 MHz (A) -0.76 dB
6.419 26 GHz -35.01 dBm
5.44 MHz (A) 0.34 dB

Jan 23, 202
3:32:52 AM |

Figure 55 - Core 1 (B) 6422 MHz (CH121) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O #Atten: 6 dB PNO: BestWide  #Avg Type: Voltage 234
R T - Coupling: AC CorrCCorrRCal  Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 M
Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
Tp— Ref Lyl Offset 26,53 B AMkr4 5.44 MHz
Scale/Div 10 dB 0.27 dB|

D

Center 6.42500 GHz

#Video BW 300 kHz
#Res BW 100 kHz

Span 20.00 MHz|

#Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X Function Function Width Function Value

Y
6.422 62 GHz -23.31 dBm
4.70 MHz (&) -0.71dB
6.422 26 GHz -34.84 dBm
5.44 MHz (A) 0.27 dB

? Jan 23, 202
3:29:37 AM

Figure 56 - Core 1 (B) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration

Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2

Additional Reference(s): | -

DUT Configuration

Mode: | iPA QPSK (HDRPLS)

Duty Cycle (%):

Antenna Configuration: | SISO

DCCF (dB):

Active Port(s): | B (Core 1)

Peak Antenna Gain (dBi):

Test Frequency 26 dB Bandwidth (MHz) Limit

(MHz) (MHz)
A B C D

6109 - 10.800 - - <320.0

6265 - 10.800 - - <320.0

6419 - 10.800 - - <320.0

6425 - 10.800 - - <320.0

Table 36 - 26 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (MHz)
A B C D

6109 - 9.450 - - <320.0

6265 - 9.450 - - <320.0

6419 - 9.450 - - <320.0

6425 - 9.450 - - <320.0

Table 37 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA
KEYSIGHT [Input RF Input Z: 50 Q #Atten: 12 dB PNO: Fast #Avg Type: Voltage
R T - Coupling: AC Corr CCorr RCal Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30
\Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off

1 E3EETI Ref Lvi Offset 27.61 dB
Scale/Div 10 dB Ref Level 2.61 dBm

Center 6.10900 GHz #Video BW 300 kHz
#Res BW 100 kHz

5 Marker Table v

Mode Trace Scale X Y Function
6.104 26 GHz -22.93 dBm
9.45 MHz (&) -0.95dB
6.103 57 GHz -33.98 dBm
10.80 MHz (A) 0.00dB

£) Jan 23 2026
4:06:13 AM

[12:4
M
PNNNNN
AMkr4 10.80 MHz
0.00 dB|

DL1-7.36 dBy

Span 30.00 MHz|
#Sweep 1.00 s (1001 pts)

Function Width Function Value

Figure 57 - Core 1 (B) 6109 MHz (CH58) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1

Swept SA

KEYSIGHT |nput: RE

R T Coupling: AC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 6.26500 GHz
#Res BW 100 kHz

5 Marker Table v

Mode Trace Scale

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

#Atten: 6 dB

X
6.260 26 GHz
9.45 MHz (&)
6.259 57 GHz
10.80 MHz (A)

? Jan 23, 202

4:08:16 AM

KEYSIGHT |nput: RF
R T Coupling: AC
\Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 6.41900 GHz

5 Marker Table v

Mode Trace Scale

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

#Atten: 8 dB

X
6.414 26 GHz
9.45 MHz (A)
6.413 57 GHz
10.80 MHz (A)

Jan 23, 202
4:12:50 AM |3

Preamp: 8.40 GHz Gate: Off

Preamp: 8.40 GHz Gate: Off

PNO: Fast #Avg Type: Voltage
Avg|Hold: 30/30
IF Gain: Low Trig: Free Run

Sig Track: Off

Ref Lvi Offset 27.96 dB
Ref Level -1.04 dBm

#Video BW 300 kHz

Y Function
-23.09 dBm
-0.92dB
-33.84 dBm
0.01dB

PNO: Fast #Avg Type: Voltage
Avg|Hold: 30/30
IF Gain: Low Trig: Free Run

Sig Track: Off

Ref Lvi Offset 28.57 dB
Ref Level 1.57 dBm

#Video BW 300 kHz

Y Function
-22.95 dBm
-0.98 dB
-34.04 dBm
0.22dB

[12 34
M
PNNNNN

AMkr4 10.80 MHz|

Span 30.00 MHz|
#Sweep 1.00 s (1001 pts)

Function Width Function Value

[1z224
M

PNNNNN

AMkr4 10.80 MHz|
0.22d

Span 30.00 MHz|
#Sweep 1.00 s (1001 pts)

Function Width Function Value

Figure 59 - Core 1 (B) 6419 MHz (CH118) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT /nput RF Input Z: 50 O #Atten: 8 dB
Coupling: AC Corr CCorrRCal
RT G Align: Partial Freq Ref: Int (S)

PNO: Fast #Avg Type: Voltage 3 4
Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30
IF Gain: Low

Trig: Free Run
Sig Track: Off PNNNNN
1 Spectrum

Ref Lvi Offset 28.53 dB
Scale/Div 10 dB

AMkr4 10.80 MHz|
ReflLe 0.24 dB|

Center 6.42500 GHz #Video BW 300 kHz
#Res BW 100 kHz

Span 30.00 MHz|
#Sweep 1.00 s (1001 pts)

5 Marker Table v
Mode Trace Scale

X Y Function Function Width
6.420 26 GHz -22.96 dBm
9.45 MHz (A) -0.96 dB
6.419 57 GHz -34.10 dBm
10.80 MHz (A) 0.24 dB

Function Value

? Jan 23, 202
4:10:33 AM

Figure 60 - Core 1 (B) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration

Frequency Range: | 5.925-6.425 GHz

Band: | U-NII-6

Limit Clause(s): | 15.407(a) (11)

RSS-248 4.4

Test Method(s): | C63.106.9.3
C63.106.9.2

Additional Reference(s): | -

DUT Configuration

Mode: | iPA GFSK (LE 2M)

Duty Cycle (%):

Antenna Configuration: | SISO

DCCF (dB):

Active Port(s): | B (Core 1)

Peak Antenna Gain (dBi):

Test Frequency 26 dB Bandwidth (MHz) Limit

(MHz) (MHz)
A B C D

6106 - 2.528 - - <320.0

6265 - 2.520 - - <320.0

6423 - 2.520 - - <320.0

6425 - 2.520 - - <320.0

Table 38 - 26 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (MHz)
A B C D

6106 - 2.032 - - <320.0

6265 - 2.032 - - <320.0

6423 - 2.032 - - <320.0

6425 - 2.032 - - <320.0

Table 39 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O #Atten: 4 dB

R T

\Align: Partial Freq Ref: Int (S)

1 Spectrum
Scale/Div 10 dB

Center 6.106000 GHz
#Res BW 30 kHz

5 Marker Table v

Mode Trace Scale X
6.104 968 GHz
2.032 MHz (&)
6.104 704 GHz
2.528 MHz (A)

£) Jan 23 2026
5:06:09 AM

PNO: Best Wide

Coupling: AC Corr CCorr RCal Preamp: 8.40 GHz Gate: Off

IF Gain: Low
Sig Track: Off

#Avg Type: Voltage 234
1

Avg[Hold: 30/30
Trig: Free Run
PNNNNN

Ref Lvl Offset 27.61 dB AMKr4 2.528 MHz
Ref Level -5.39 dBm -0.81 dB

#Video BW 100 kHz Span 8.000 MHz|

Y
-32.49 dBm
-0.38dB
-45.02 dBm
-0.81dB

#Sweep 1.00 s (1001 pts)

Function Function Width Function Value

Figure 61 - Core 1 (B) 6106 MHz (CH55) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1

Swept SA

KEYSIGHT |nput: RE

R T Coupling: AC
Align: Partial

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

#Atten: 4 dB PNO: Best Wide
Preamp: 8.40 GHz Gate: Off
IF Gain: Low
Sig Track: Off

#Avg Type: Voltage 234
Avg[Hold: 30/30 "
Trig: Free Run

PNNNNN

1 Spectrum
Scale/Div 10 dB

Center 6.265000 GHz
#Res BW 30 kHz

Ref Lvi Offset 27.96 dB
Ref Level -5.04 dBm

#Video BW 100 kHz

AMkr4 2.520 MHz|
0.41 dB|

Span 8.000 MHz|

#Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X Y
6.263 960 GHz -33.59 dBm
2.032 MHz (&) 0.49dB
6.263 704 GHz. -45.24 dBm
2.520 MHz () 0.41dB

Function Function Width Function Value

? Jan 23, 202
5:10:29 AM

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

#Atten: 4 dB PNO: Best Wide
Preamp: 8.40 GHz Gate: Off
IF Gain: Low
Sig Track: Off

KEYSIGHT |nput: RF
R T Coupling: AC
\Align: Partial

#Avg Type: Voltage 234
AvglHold: 30/30 )
Trig: Free Run

PNNNNN
1 Spectrum
Scale/Div 10 dB

AMkr4 2.520 MHz|
0.29 dB|

Ref Lvi Offset 28.55 dB
Ref Level -4.45 dBm

Center 6.423000 GHz #Video BW 100 kHz Span 8.000 MHz|

#Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X Y
6.421 960 GHz -33.03 dBm
2.032 MHz (A) 0.39dB
6.421 704 GHz -44.78 dBm
2.520 MHz (A) 0.29dB

Function Function Width Function Value

Jan 23, 202
5:19:21 AM |3

Figure 63 - Core 1 (B) 6423 MHz (CH122) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O #Atten: 4 dB PNO: BestWide  #Avg Type: Voltage 234
R T - Coupling: AC CorrCCorrRCal  Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 M
Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
Tp— Ref Lyl Offset 26,53 B AMkr4 2.520 MHz
Scale/Div 10 dB

ReflLe 0.21 dB|

Bt B

DL2 44.54 dB

Center 6.425000 GHz #Video BW 100 kHz Span 8.000 MHz|
#Res BW 30 kHz

#Sweep 1.00 s (1001 pts)
5 Marker Table v

Mode Trace Scale X

Y Function Function Width Function Value
6.423 960 GHz -33.19 dBm

2.032 MHz (&) 0.40dB
6.423 704 GHz. -44.90 dBm
2.520 MHz (A) 0.21dB

? Jan 23, 202
5:15:00 AM

Figure 64 - Core 1 (B) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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Test Configuration

Frequency Range: | 5.925-6.425 GHz Band: | U-NII-5
Limit Clause(s): | 15.407(a) (11) Test Method(s): | C63.106.9.3
RSS-248 4.4 C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: | ePA GFSK (DH5) Duty Cycle (%):
Antenna Configuration: | SISO DCCF (dB):
Active Port(s): | A (Core 0) Peak Antenna Gain (dBi):
Test Frequency 26 dB Bandwidth (MHz) Limit
(MHz) A 5 P b (MHz)
6106 1.188 - - - <320.0
6265 1.188 - - - <320.0
6424 1.192 - - - <320.0
6425 1.192 - - - <320.0
Table 40 - 26 dB Bandwidth Results
Test Frequency 99% Bandwidth (MHz) Limit
(MHz) A 5 c 5 (MHz)
6106 0.932 - - - <320.0
6265 0.936 - - - <320.0
6424 0.932 - - - <320.0
6425 0.932 - - - <320.0

'Spectrum Analyzer 1
Swept SA
KEYSIGHT nput RF

Coupling: AC
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 6.106000 GHz
#Res BW 10 kHz

5 Marker Table v

Mode Trace Scale

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

6.105 344 GHz.

#Atten: 4 dB
Preamp: 8.40 GHz Gate:
IF Gai

Sig Track: Off

off
n: Low

PNO: BestWide  #Avg Type: Voltage

Avg[Hold: 30/30
Trig: Free Run

Ref Lvi Offset 28.14 dB
Ref Level -4.86 dBm

#Video BW 30 kHz

X Y
6.105 500 GHz.

932 kHz (A)

1.188 MHz (A)

-33.48 dBm

-0.05dB
-43.12 dBm
0.14dB

Function

Function Width

Table 41 - 99% Bandwidth Results

[12:4
M
PNNNNN

AMKr4 1.188 MHz,
0.14 dB|

DL1-16.46 dBy

Span 4.000 MHz|
#Sweep 1.00 s (1001 pts)

Function Value

Figure 65 - Core 0 (A) 6106 MHz (CH55) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT [Input RF Input Z: 50 O #Atten: 4 dB PNO: BestWide  #Avg Type: Voltage 234
R T Coupling: AC CorrCCorrRCal  Preamp: 8.40 GHz Gate: Off Avg|Hold: 30/30 M
Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN

1 spectrum Ref Lul Offsct 26,53 dB AMkr4 1.188 MHz
Scale/Div 10 dB Ref Level -4.47 dBm

Center 6.265000 GHz #Video BW 30 kHz Span 4.000 MHz|
#Res BW 10 kHz #Sweep 1.00 s (1001 pts)
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Figure 67 - Core 0 (A) 6424 MHz (CH123) 26 dB and 99% Bandwidth
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'Spectrum Analyzer 1
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Align: Partial Freq Ref: Int (S) IF Gain: Low Trig: Free Run
Sig Track: Off PNNNNN
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Figure 68 - Core 0 (A) 6425 MHz (CH124) 26 dB and 99% Bandwidth
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