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Figure 246 - Core 1 (B) 2402 MHz (CH37) 6 dB Bandwidth 
 

 

Figure 247 - Core 1 (B) 2440 MHz (CH17) 99% Bandwidth 
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Figure 248 - Core 1 (B) 2440 MHz (CH17) 6 dB Bandwidth 
 

 

Figure 249 - Core 1 (B) 2480 MHz (CH39) 99% Bandwidth 
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Figure 250 - Core 1 (B) 2480 MHz (CH39) 6 dB Bandwidth 
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Test Configuration 

Frequency Range: 2400-2483.5 MHz Band: 2.4 GHz 

Limit Clause(s): 15.247 (a)(2) 
RSS-247 6.3.1 (a) 

Test Method(s): C63.10 6.9.3 
C63.10 6.9.2 

Additional Reference(s): - 

 

DUT Configuration 

Mode: FCC+ISEDC iPa Core 1 LE (LELR125K) Duty Cycle (%): - 

Antenna Configuration: SISO DCCF (dB): - 

Active Port(s): B (Core 1) Peak Antenna Gain (dBi): - 

 

Test Frequency 
(MHz) 

6 dB Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2402 - 0.688 - - ≥500.0 

2404 - 0.688 - - ≥500.0 

2480 - 0.684 - - ≥500.0 

Table 35 - 6 dB Bandwidth Results 
 

Test Frequency 
(MHz) 

99% Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2402 - 1.044 - - - 

2404 - 1.044 - - - 

2480 - 1.044 - - - 

Table 36 - 99% Bandwidth Results 
 

 

Figure 251 - Core 1 (B) 2402 MHz (CH78) 99% Bandwidth 
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Figure 252 - Core 1 (B) 2402 MHz (CH78) 6 dB Bandwidth 
 

 

Figure 253 - Core 1 (B) 2404 MHz (CH0) 99% Bandwidth 
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Figure 254 - Core 1 (B) 2404 MHz (CH0) 6 dB Bandwidth 
 

 

Figure 255 - Core 1 (B) 2480 MHz (CH39) 99% Bandwidth 
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Figure 256 - Core 1 (B) 2480 MHz (CH39) 6 dB Bandwidth 
 
  



 

 
 

Document 75967134-14 Issue 02 

COMMERCIAL-IN-CONFIDENCE 

 

 

 

COMMERCIAL-IN-CONFIDENCE Page 158 of 440 

 

Test Configuration 

Frequency Range: 2400-2483.5 MHz Band: 2.4 GHz 

Limit Clause(s): 15.247 (a)(2) 
RSS-247 5.2 (a) 

Test Method(s): C63.10 6.9.3 
C63.10 6.9.2 

Additional Reference(s): - 

 

DUT Configuration 

Mode: FCC+ISEDC iPa Core 2 EDR (2-DH5) Duty Cycle (%): - 

Antenna Configuration: SISO DCCF (dB): - 

Active Port(s): C (Core 2) Peak Antenna Gain (dBi): - 

 

Test Frequency 
(MHz) 

6 dB Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2402 - - 1.080 - ≥500.0 

2441 - - 1.080 - ≥500.0 

2480 - - 1.080 - ≥500.0 

Table 37 - 6 dB Bandwidth Results 
 

Test Frequency 
(MHz) 

99% Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2402 - - 1.184 - - 

2441 - - 1.184 - - 

2480 - - 1.184 - - 

Table 38 - 99% Bandwidth Results 
 

 

Figure 257 - Core 2 (C) 2402 MHz (CH0) 99% Bandwidth 
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Figure 258 - Core 2 (C) 2402 MHz (CH0) 6 dB Bandwidth 
 

 

Figure 259 - Core 2 (C) 2441 MHz (CH39) 99% Bandwidth 
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Figure 260 - Core 2 (C) 2441 MHz (CH39) 6 dB Bandwidth 
 

 

Figure 261 - Core 2 (C) 2480 MHz (CH78) 99% Bandwidth 
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Figure 262 - Core 2 (C) 2480 MHz (CH78) 6 dB Bandwidth 
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Test Configuration 

Frequency Range: 2400-2483.5 MHz Band: 2.4 GHz 

Limit Clause(s): 15.247 (a)(2) 
RSS-247 5.2 (a) 

Test Method(s): C63.10 6.9.3 
C63.10 6.9.2 

Additional Reference(s): - 

 

DUT Configuration 

Mode: FCC+ISEDC iPa Core 2 HDT (HDT4) Duty Cycle (%): - 

Antenna Configuration: SISO DCCF (dB): - 

Active Port(s): C (Core 2) Peak Antenna Gain (dBi): - 

 

Test Frequency 
(MHz) 

6 dB Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2404 - - 2.136 - ≥500.0 

2439 - - 2.136 - ≥500.0 

2474 - - 2.136 - ≥500.0 

Table 39 - 6 dB Bandwidth Results 
 

Test Frequency 
(MHz) 

99% Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2404 - - 2.360 - - 

2439 - - 2.360 - - 

2474 - - 2.360 - - 

Table 40 - 99% Bandwidth Results 
 

 

Figure 263 - Core 2 (C) 2404 MHz (CH2) 99% Bandwidth 
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Figure 264 - Core 2 (C) 2404 MHz (CH2) 6 dB Bandwidth 
 

 

Figure 265 - Core 2 (C) 2439 MHz (CH37) 99% Bandwidth 
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Figure 266 - Core 2 (C) 2439 MHz (CH37) 6 dB Bandwidth 
 

 

Figure 267 - Core 2 (C) 2474 MHz (CH72) 99% Bandwidth 
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Figure 268 - Core 2 (C) 2474 MHz (CH72) 6 dB Bandwidth 
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Test Configuration 

Frequency Range: 2400-2483.5 MHz Band: 2.4 GHz 

Limit Clause(s): 15.247 (a)(2) 
RSS-247 5.2 (a) 

Test Method(s): C63.10 6.9.3 
C63.10 6.9.2 

Additional Reference(s): - 

 

DUT Configuration 

Mode: FCC+ISEDC iPa Core 2 HDR (8-DH5) Duty Cycle (%): - 

Antenna Configuration: SISO DCCF (dB): - 

Active Port(s): C (Core 2) Peak Antenna Gain (dBi): - 

 

Test Frequency 
(MHz) 

6 dB Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2404 - - 0.585 - ≥500.0 

2440 - - 0.570 - ≥500.0 

2476 - - 0.555 - ≥500.0 

Table 41 - 6 dB Bandwidth Results 
 

Test Frequency 
(MHz) 

99% Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2404 - - 4.650 - - 

2440 - - 4.650 - - 

2476 - - 4.650 - - 

Table 42 - 99% Bandwidth Results 
 

 

Figure 269 - Core 2 (C) 2404 MHz (CH2) 99% Bandwidth 
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Figure 270 - Core 2 (C) 2404 MHz (CH2) 6 dB Bandwidth 
 

 

Figure 271 - Core 2 (C) 2440 MHz (CH38) 99% Bandwidth 
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Figure 272 - Core 2 (C) 2440 MHz (CH38) 6 dB Bandwidth 
 

 

Figure 273 - Core 2 (C) 2476 MHz (CH74) 99% Bandwidth 
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Figure 274 - Core 2 (C) 2476 MHz (CH74) 6 dB Bandwidth 
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Test Configuration 

Frequency Range: 2400-2483.5 MHz Band: 2.4 GHz 

Limit Clause(s): 15.247 (a)(2) 
RSS-247 5.2 (a) 

Test Method(s): C63.10 6.9.3 
C63.10 6.9.2 

Additional Reference(s): - 

 

DUT Configuration 

Mode: FCC+ISEDC iPa Core 2 HDRP (HDRPM4) Duty Cycle (%): - 

Antenna Configuration: SISO DCCF (dB): - 

Active Port(s): C (Core 2) Peak Antenna Gain (dBi): - 

 

Test Frequency 
(MHz) 

6 dB Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2404 - - 4.060 - ≥500.0 

2440 - - 4.060 - ≥500.0 

2475 - - 4.040 - ≥500.0 

Table 43 - 6 dB Bandwidth Results 
 

Test Frequency 
(MHz) 

99% Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2404 - - 4.760 - - 

2440 - - 4.760 - - 

2475 - - 4.760 - - 

Table 44 - 99% Bandwidth Results 
 

 

Figure 275 - Core 2 (C) 2404 MHz (CH2) 99% Bandwidth 
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Figure 276 - Core 2 (C) 2404 MHz (CH2) 6 dB Bandwidth 
 

 

Figure 277 - Core 2 (C) 2440 MHz (CH38) 99% Bandwidth 
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Figure 278 - Core 2 (C) 2440 MHz (CH38) 6 dB Bandwidth 
 

 

Figure 279 - Core 2 (C) 2475 MHz (CH73) 99% Bandwidth 
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Figure 280 - Core 2 (C) 2475 MHz (CH73) 6 dB Bandwidth 
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Test Configuration 

Frequency Range: 2400-2483.5 MHz Band: 2.4 GHz 

Limit Clause(s): 15.247 (a)(2) 
RSS-247 5.2 (a) 

Test Method(s): C63.10 6.9.3 
C63.10 6.9.2 

Additional Reference(s): - 

 

DUT Configuration 

Mode: FCC+ISEDC iPa Core 2 LE (LE 1M) Duty Cycle (%): - 

Antenna Configuration: SISO DCCF (dB): - 

Active Port(s): C (Core 2) Peak Antenna Gain (dBi): - 

 

Test Frequency 
(MHz) 

6 dB Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2402 - - 0.672 - ≥500.0 

2440 - - 0.672 - ≥500.0 

2480 - - 0.668 - ≥500.0 

Table 45 - 6 dB Bandwidth Results 
 

Test Frequency 
(MHz) 

99% Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2402 - - 1.016 - - 

2440 - - 1.016 - - 

2480 - - 1.016 - - 

Table 46 - 99% Bandwidth Results 
 

 

Figure 281 - Core 2 (C) 2402 MHz (CH37) 99% Bandwidth 
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Figure 282 - Core 2 (C) 2402 MHz (CH37) 6 dB Bandwidth 
 

 

Figure 283 - Core 2 (C) 2440 MHz (CH17) 99% Bandwidth 
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Figure 284 - Core 2 (C) 2440 MHz (CH17) 6 dB Bandwidth 
 

 

Figure 285 - Core 2 (C) 2480 MHz (CH39) 99% Bandwidth 
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Figure 286 - Core 2 (C) 2480 MHz (CH39) 6 dB Bandwidth 
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Test Configuration 

Frequency Range: 2400-2483.5 MHz Band: 2.4 GHz 

Limit Clause(s): 15.247 (a)(2) 
RSS-247 5.2 (a) 

Test Method(s): C63.10 6.9.3 
C63.10 6.9.2 

Additional Reference(s): - 

 

DUT Configuration 

Mode: FCC+ISEDC iPa Core 0 + Core 1 HDT (HDT4) Duty Cycle (%): - 

Antenna Configuration: Beamforming DCCF (dB): - 

Active Port(s): A+B (Core 0+Core 1) Peak Antenna Gain (dBi): - 

 

Test Frequency 
(MHz) 

6 dB Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2404 2.136 2.136 - - ≥500.0 

2439 2.136 2.136 - - ≥500.0 

2474 2.144 2.144 - - ≥500.0 

Table 47 - 6 dB Bandwidth Results 
 

Test Frequency 
(MHz) 

99% Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2404 2.360 2.360 - - - 

2439 2.360 2.360 - - - 

2474 2.352 2.352 - - - 

Table 48 - 99% Bandwidth Results 
 

 

Figure 287 - Core 0 (A) 2404 MHz (CH2) 99% Bandwidth 
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Figure 288 - Core 0 (A) 2404 MHz (CH2) 6 dB Bandwidth 
 

 

Figure 289 - Core 1 (B) 2404 MHz (CH2) 99% Bandwidth 
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Figure 290 - Core 1 (B) 2404 MHz (CH2) 6 dB Bandwidth 
 

 

Figure 291 - Core 0 (A) 2439 MHz (CH37) 99% Bandwidth 
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Figure 292 - Core 0 (A) 2439 MHz (CH37) 6 dB Bandwidth 
 

 

Figure 293 - Core 1 (B) 2439 MHz (CH37) 99% Bandwidth 
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Figure 294 - Core 1 (B) 2439 MHz (CH37) 6 dB Bandwidth 
 

 

Figure 295 - Core 0 (A) 2474 MHz (CH72) 99% Bandwidth 
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Figure 296 - Core 0 (A) 2474 MHz (CH72) 6 dB Bandwidth 
 

 

Figure 297 - Core 1 (B) 2474 MHz (CH72) 99% Bandwidth 
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Figure 298 - Core 1 (B) 2474 MHz (CH72) 6 dB Bandwidth 
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Test Configuration 

Frequency Range: 2400-2483.5 MHz Band: 2.4 GHz 

Limit Clause(s): 15.247 (a)(2) 
RSS-247 5.2 (a) 

Test Method(s): C63.10 6.9.3 
C63.10 6.9.2 

Additional Reference(s): - 

 

DUT Configuration 

Mode: FCC+ISEDC iPa Core 0 + Core 1 HDR (8-DH5) Duty Cycle (%): - 

Antenna Configuration: Beamforming DCCF (dB): - 

Active Port(s): A+B (Core 0+Core 1) Peak Antenna Gain (dBi): - 

 

Test Frequency 
(MHz) 

6 dB Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2404 0.570 0.555 - - ≥500.0 

2440 0.555 0.585 - - ≥500.0 

2476 0.570 0.570 - - ≥500.0 

Table 49 - 6 dB Bandwidth Results 
 

Test Frequency 
(MHz) 

99% Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2404 4.680 4.665 - - - 

2440 4.665 4.665 - - - 

2476 4.680 4.680 - - - 

Table 50 - 99% Bandwidth Results 
 

 

Figure 299 - Core 0 (A) 2404 MHz (CH2) 99% Bandwidth 
 



 

 
 

Document 75967134-14 Issue 02 

COMMERCIAL-IN-CONFIDENCE 

 

 

 

COMMERCIAL-IN-CONFIDENCE Page 186 of 440 

 

 

Figure 300 - Core 0 (A) 2404 MHz (CH2) 6 dB Bandwidth 
 

 

Figure 301 - Core 1 (B) 2404 MHz (CH2) 99% Bandwidth 
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Figure 302 - Core 1 (B) 2404 MHz (CH2) 6 dB Bandwidth 
 

 

Figure 303 - Core 0 (A) 2440 MHz (CH38) 99% Bandwidth 
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Figure 304 - Core 0 (A) 2440 MHz (CH38) 6 dB Bandwidth 
 

 

Figure 305 - Core 1 (B) 2440 MHz (CH38) 99% Bandwidth 
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Figure 306 - Core 1 (B) 2440 MHz (CH38) 6 dB Bandwidth 
 

 

Figure 307 - Core 0 (A) 2476 MHz (CH74) 99% Bandwidth 
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Figure 308 - Core 0 (A) 2476 MHz (CH74) 6 dB Bandwidth 
 

 

Figure 309 - Core 1 (B) 2476 MHz (CH74) 99% Bandwidth 
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Figure 310 - Core 1 (B) 2476 MHz (CH74) 6 dB Bandwidth 
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Test Configuration 

Frequency Range: 2400-2483.5 MHz Band: 2.4 GHz 

Limit Clause(s): 15.247 (a)(2) 
RSS-247 5.2 (a) 

Test Method(s): C63.10 6.9.3 
C63.10 6.9.2 

Additional Reference(s): - 

 

DUT Configuration 

Mode: FCC+ISEDC iPa Core 0 + Core 1 HDRP (HDRPM4) Duty Cycle (%): - 

Antenna Configuration: Beamforming DCCF (dB): - 

Active Port(s): A+B (Core 0+Core 1) Peak Antenna Gain (dBi): - 

 

Test Frequency 
(MHz) 

6 dB Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2404 3.460 4.060 - - ≥500.0 

2440 4.060 4.060 - - ≥500.0 

2475 3.460 4.040 - - ≥500.0 

Table 51 - 6 dB Bandwidth Results 
 

Test Frequency 
(MHz) 

99% Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2404 4.760 4.760 - - - 

2440 4.760 4.760 - - - 

2475 4.780 4.780 - - - 

Table 52 - 99% Bandwidth Results 
 

 

Figure 311 - Core 0 (A) 2404 MHz (CH2) 99% Bandwidth 
 



 

 
 

Document 75967134-14 Issue 02 

COMMERCIAL-IN-CONFIDENCE 

 

 

 

COMMERCIAL-IN-CONFIDENCE Page 193 of 440 

 

 

Figure 312 - Core 0 (A) 2404 MHz (CH2) 6 dB Bandwidth 
 

 

Figure 313 - Core 1 (B) 2404 MHz (CH2) 99% Bandwidth 
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Figure 314 - Core 1 (B) 2404 MHz (CH2) 6 dB Bandwidth 
 

 

Figure 315 - Core 0 (A) 2440 MHz (CH38) 99% Bandwidth 
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Figure 316 - Core 0 (A) 2440 MHz (CH38) 6 dB Bandwidth 
 

 

Figure 317 - Core 1 (B) 2440 MHz (CH38) 99% Bandwidth 
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Figure 318 - Core 1 (B) 2440 MHz (CH38) 6 dB Bandwidth 
 

 

Figure 319 - Core 0 (A) 2475 MHz (CH73) 99% Bandwidth 
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Figure 320 - Core 0 (A) 2475 MHz (CH73) 6 dB Bandwidth 
 

 

Figure 321 - Core 1 (B) 2475 MHz (CH73) 99% Bandwidth 
 



 

 
 

Document 75967134-14 Issue 02 

COMMERCIAL-IN-CONFIDENCE 

 

 

 

COMMERCIAL-IN-CONFIDENCE Page 198 of 440 

 

 

Figure 322 - Core 1 (B) 2475 MHz (CH73) 6 dB Bandwidth 
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Test Configuration 

Frequency Range: 2400-2483.5 MHz Band: 2.4 GHz 

Limit Clause(s): 15.247 (a)(2) 
RSS-247 5.2 (a) 

Test Method(s): C63.10 6.9.3 
C63.10 6.9.2 

Additional Reference(s): - 

 

DUT Configuration 

Mode: FCC+ISEDC iPa Core 0 + Core 1 LE (LE 1M) Duty Cycle (%): - 

Antenna Configuration: Beamforming DCCF (dB): - 

Active Port(s): A+B (Core 0+Core 1) Peak Antenna Gain (dBi): - 

 

Test Frequency 
(MHz) 

6 dB Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2402 0.672 0.668 - - ≥500.0 

2440 0.672 0.668 - - ≥500.0 

2480 0.668 0.668 - - ≥500.0 

Table 53 - 6 dB Bandwidth Results 
 

Test Frequency 
(MHz) 

99% Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2402 1.012 1.016 - - - 

2440 1.012 1.016 - - - 

2480 1.016 1.016 - - - 

Table 54 - 99% Bandwidth Results 
 

 

Figure 323 - Core 0 (A) 2402 MHz (CH37) 99% Bandwidth 
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Figure 324 - Core 0 (A) 2402 MHz (CH37) 6 dB Bandwidth 
 

 

Figure 325 - Core 1 (B) 2402 MHz (CH37) 99% Bandwidth 
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Figure 326 - Core 1 (B) 2402 MHz (CH37) 6 dB Bandwidth 
 

 

Figure 327 - Core 0 (A) 2440 MHz (CH17) 99% Bandwidth 
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Figure 328 - Core 0 (A) 2440 MHz (CH17) 6 dB Bandwidth 
 

 

Figure 329 - Core 1 (B) 2440 MHz (CH17) 99% Bandwidth 
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Figure 330 - Core 1 (B) 2440 MHz (CH17) 6 dB Bandwidth 
 

 

Figure 331 - Core 0 (A) 2480 MHz (CH39) 99% Bandwidth 
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Figure 332 - Core 0 (A) 2480 MHz (CH39) 6 dB Bandwidth 
 

 

Figure 333 - Core 1 (B) 2480 MHz (CH39) 99% Bandwidth 
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Figure 334 - Core 1 (B) 2480 MHz (CH39) 6 dB Bandwidth 
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Test Configuration 

Frequency Range: 2400-2483.5 MHz Band: 2.4 GHz 

Limit Clause(s): 15.247 (a)(2) 
RSS-247 5.2 (a) 

Test Method(s): C63.10 6.9.3 
C63.10 6.9.2 

Additional Reference(s): - 

 

DUT Configuration 

Mode: FCC+ISEDC iPa Core 0 + Core 1 LE (LELR125K) Duty Cycle (%): - 

Antenna Configuration: Beamforming DCCF (dB): - 

Active Port(s): A+B (Core 0+Core 1) Peak Antenna Gain (dBi): - 

 

Test Frequency 
(MHz) 

6 dB Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2402 0.692 0.688 - - ≥500.0 

2404 0.688 0.688 - - ≥500.0 

2480 0.684 0.688 - - ≥500.0 

Table 55 - 6 dB Bandwidth Results 
 

Test Frequency 
(MHz) 

99% Bandwidth (MHz) Limit 
(kHz) 

A B C D 

2402 1.044 1.044 - - - 

2404 1.044 1.044 - - - 

2480 1.044 1.044 - - - 

Table 56 - 99% Bandwidth Results 
 

 

Figure 335 - Core 0 (A) 2402 MHz (CH78) 99% Bandwidth 
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Figure 336 - Core 0 (A) 2402 MHz (CH78) 6 dB Bandwidth 
 

 

Figure 337 - Core 1 (B) 2402 MHz (CH78) 99% Bandwidth 
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Figure 338 - Core 1 (B) 2402 MHz (CH78) 6 dB Bandwidth 
 

 

Figure 339 - Core 0 (A) 2404 MHz (CH0) 99% Bandwidth 
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