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TUV SU D Digitally signed
SERVICES Zaces on

LIMITED
(U K) Date: 2026.10.06
LIMITED 09:07:16 +01'00'

Test Configuration

Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 6.3.1 (a) C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: | FCC+ISED iPA Core 0 + Core 1 EDR (2-DH5) Duty Cycle (%): | -
Antenna Configuration: | Beamforming DCCF (dB): | -

Active Port(s):

A+B (Core 0+Core 1)

Peak Antenna Gain (dBi): | -

Test Frequency 6 dB Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2402 1.080 1.080 - - 2500.0

2441 1.080 1.080 - - >500.0

2480 1.084 1.076 - - 2500.0

Table 54 - 6 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2402 1.184 1.184 - - -

2441 1.184 1.184 - - -

2480 1.184 1.184 - - -

Table 55 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF

RLT > \Align: Partial

1 Spectrum

Coupling: AC

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Atten: 10 dB
Preamp: Off

Gate: Off
IF Gain: Low

Sig Track: Off

PNO: BestWide  [#Avg Type: Voltage 234
Avg[Hold: 30/30 .
Trig: Free Run

PNNNNN

AMKr2 1.184 MHz,

Scale/Div 10 dB

Center 2.402000 GHz

#Res BW 20 kHz

ol Sep 29, 2026 |
=9 ol | ? 12:58:52 PM | 5

Ref Lvi Offset 22.37 dB
Ref Level 22.37 dBm

#Video BW 100 kHz

-2.11 dB

Span 4.000 MHz|

#Sweep 1.00 s (1001 pts)
V'3
A%

Figure 305 - Core 0 (A) 2402 MHz (CHO0) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT 'é'D“‘IRF AC
oupling:
RLT Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 2.402000 GHz
#Res BW 100 kHz

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

== g-) (g - ? Sep 29, 2026 |

Figure 306 - Core 0 (A)

12:59:33 PM

'Spectrum Analyzer 1
Swept SA

KEYSIGHT l(r:lpul IRF ac
oupling:

RLT > \Align: Partial

1 Spectrum

Scale/Div 10 dB

Center 2.402000 GHz
#Res BW 20 kHz

|9l ?

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Sep 29, 2026 |
1:00:47 PM

Atten: 10 dB PNO: BestWide  #Avg Type: Voltage
Preamp: Off Gate: Off Avg|Hold: 30/30
IF Gain: Low Trig: Free Run
Sig Track: Off

Ref Lvi Offset 22.37 dB
Ref Level 22.37 dBm

#Video BW 300 kHz

Atten: 10 dB PNO: BestWide  #Avg Type: Voltage
Preamp: Off Gate: Off Avg|Hold: 30/30
IF Gain: Low Trig: Free Run
Sig Track: Off

Ref Lvi Offset 22.26 dB
Ref Level 22.26 dBm

MW\

#Video BW 100 kHz

NEEE
M
PNNNNN

AMkr4 1.080 MHz|
-0.10 dB

Span 4.000 MHz|
#Sweep 1.00 s (1001 pts)

2402 MHz (CHO0) 6 dB Bandwidth

[12:4
M
PNNNNN

AMkr2 1.184 MHz|
-1.91dB

Span 4.000 MHz|
#Sweep 1.00 s (1001 pts)

Figure 307 - Core 1 (B) 2402 MHz (CHO) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT 'é'D“‘IRF AC
oupling:
RLT Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 2.402000 GHz
#Res BW 100 kHz

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

== g-) (g - ? Sep 29, 2026 |

Figure 308 - Core 1 (B)

1:01:28 PM

'Spectrum Analyzer 1
Swept SA

KEYSIGHT l(r:lpul IRF ac
oupling:

RLT > \Align: Partial

1 Spectrum

Scale/Div 10 dB

Center 2.441000 GHz
#Res BW 20 kHz

|9l ?

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Sep 29, 2026 |
1:02:54 PM

Atten: 10 dB PNO: BestWide  #Avg Type: Voltage
Preamp: Off Gate: Off Avg|Hold: 30/30
IF Gain: Low Trig: Free Run
Sig Track: Off

Ref Lvi Offset 22.26 dB
Ref Level 22.26 dBm

#Video BW 300 kHz

Atten: 10 dB PNO: BestWide  #Avg Type: Voltage
Preamp: Off Gate: Off Avg|Hold: 30/30
IF Gain: Low Trig: Free Run
Sig Track: Off

Ref Lvi Offset 22.34 dB
Ref Level 22.34 dBm

WMWM.

#Video BW 100 kHz

NEEE
M
PNNNNN

AMkr4 1.080 MHz|
0.05 dB|

Span 4.000 MHz|
#Sweep 1.00 s (1001 pts)

2402 MHz (CHO0) 6 dB Bandwidth

[12:4
M
PNNNNN

AMkr2 1.184 MHz|
-1.93 dB

Span 4.000 MHz|
#Sweep 1.00 s (1001 pts)

Figure 309 - Core 0 (A) 2441 MHz (CH39) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput: RF

Coupling: AC
RLT Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 2.441000 GHz
#Res BW 100 kHz

"o cA?

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Sep 29, 2026 |
1:03:34 PM

Atten: 10 dB

PNO: Best Wide
Preamp: Off

Gate: Off
IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.34 dB
Ref Level 22.34 dBm

#Video BW 300 kHz

NEEE
M

PNNNNN

AMkr4 1.080 MHz|
-0.06 dB

Span 4.000 MHz|
#Sweep 1.00 s (1001 pts)

Figure 310 - Core 0 (A) 2441 MHz (CH39) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF

Coupling: AC
RLT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 2.441000 GHz
#Res BW 20 kHz

|9l ?

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Sep 29, 2026 |
1:04:49 PM

Atten: 10 dB
Preamp: Off

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.35 dB
Ref Level 22.35 dBm

MM.

#Video BW 100 kHz

[12:4
M

PNNNNN

AMkr2 1.184 MHz|
-1.92dB

Span 4.000 MHz|
#Sweep 1.00 s (1001 pts)

Figure 311 - Core 1 (B) 2441 MHz (CH39) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput: RF

Coupling: AC
RLT Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 2.441000 GHz
#Res BW 100 kHz

"o cA?

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Sep 29, 2026 |
1:05:30 PM

Atten: 10 dB

PNO: Best Wide
Preamp: Off

Gate: Off
IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.35 dB
Ref Level 22.35 dBm

#Video BW 300 kHz

NEEE
M

PNNNNN

AMkr4 1.080 MHz|
0.03 dB|

Span 4.000 MHz|
#Sweep 1.00 s (1001 pts)

Figure 312 - Core 1 (B) 2441 MHz (CH39) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF

Coupling: AC
RLT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 2.480000 GHz
#Res BW 20 kHz

|9l ?

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Sep 29, 2026 |
1:06:52 PM

Atten: 10 dB
Preamp: Off

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.36 dB
Ref Level 22.36 dBm

WMM.

#Video BW 100 kHz

[12:4
M

PNNNNN

AMkr2 1.184 MHz|
-1.69 dB

Span 4.000 MHz|
#Sweep 1.00 s (1001 pts)

Figure 313 - Core 0 (A) 2480 MHz (CH78) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput: RF

Coupling: AC
RLT Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 2.480000 GHz
#Res BW 100 kHz

"o cA?

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Sep 29, 2026 |
1:07:33 PM

Atten: 10 dB

PNO: Best Wide
Preamp: Off

Gate: Off
IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.36 dB
Ref Level 22.36 dBm

#Video BW 300 kHz

NEEE
M

PNNNNN

AMkr4 1.084 MHz,
-0.03 dB

Span 4.000 MHz|
#Sweep 1.00 s (1001 pts)

Figure 314 - Core 0 (A) 2480 MHz (CH78) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF

Coupling: AC
RLT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 2.480000 GHz
#Res BW 20 kHz

|9l ?

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Sep 29, 2026 |
1:08:47 PM

Atten: 10 dB
Preamp: Off

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.40 dB
Ref Level 22.40 dBm

WMLMWW\

#Video BW 100 kHz

[12:4
M

PNNNNN

AMkr2 1.184 MHz|
-1.72dB

Span 4.000 MHz|
#Sweep 1.00 s (1001 pts)

Figure 315 - Core 1 (B) 2480 MHz (CH78) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 234
Gate: Off Avg|Hold: 30/30 M

IF Gain: Low Trig: Free Run

Sig Track: Off

Coupling: AC Corr CCorr RCal Preamp: Off
RLT Align: Partial Freq Ref: Int (S)

PNNNNN
1 Spectrum Ref Ll Offset 22.40 dB AMkr4 1.076 MHz
Scale/Div 10 dB Ref Level 22.40 dBm -0.07 dB

Center 2.480000 GHz #Video BW 300 kHz Span 4.000 MHz|
#Res BW 100 kHz

#Sweep 1.00 s (1001 pts)
all Sep 29, 2026 |
| t) (ﬂ - ? 1:09:28 PM

Figure 316 - Core 1 (B) 2480 MHz (CH78) 6 dB Bandwidth
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Test Configuration

Frequency Range:

2400-2483.5 MHz

Band: | 2.4 GHz

Limit Clause(s):

15.247 (a)(2) Test Method(s): | C63.106.9.3

RSS-247 5.2 (a) C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: | FCC+ISED iPA Core 0 + Core 1 HDT (HDT4) Duty Cycle (%): | -
Antenna Configuration: | Beamforming DCCF (dB): | -

Active Port(s): | A+B (Core 0+Core 1)

Peak Antenna Gain (dBi): | -

Test Frequency 6 dB Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2404 2.136 2.136 - - 2500.0

2439 2.144 2.136 - - >500.0

2474 2.152 2.136 - - 2500.0

Table 56 - 6 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2404 2.352 2.360 - - -

2439 2.352 2.360 - - -

2474 2.368 2.360 - - -

Table 57 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF Input Z: 50 Q
2T Coupling: DC Cor CCorr

Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
Preamp: Off Gate: Off Avg|Hold: 30/30 1

\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

1 Spectrum
Scale/Div 10 dB

Center 2.404000 GHz
#Res BW 30 kHz

Ref Lvi Offset 22.46 dB
Ref Level 22.46 dBm

#Video BW 100 kHz

0O M ? s ©®

AMKr2 2.352 MHz,
-1.77 dB

Span 8.000 MHz|

#Sweep ~1.01 s (1001 pts)
V'3
A%

Figure 317 - Core 0 (A) 2404 MHz (CH2) 99% Bandwidth

COMMERCIAL-IN-CONFIDENCE

Page 197 of 465




Document 75967136-14 Issue 01
COMMERCIAL-IN-CONFIDENCE

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 2.404000 GHz
#Res BW 100 kHz

"o cA?

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.46 dB
Ref Level 22.46 dBm

#Video BW 300 kHz

Sep 21, 2026 |
6:01:40 PM

[1]2
M
PNNNNN

AMkr4 2.136 MHz|
-0.38 dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 318 - Core 0 (A) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
R S
1 Spectrum

Scale/Div 10 dB

Center 2.404000 GHz
#Res BW 30 kHz

|9l ?

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.24 dB
Ref Level 23.24 dBm

MVVW\MW

#Video BW 100 kHz

Sep 21, 2026 |
6:03:01 PM

[1]2

M
PNNNNN
AMkr2 2.360 MHz
-2.48 dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 319 - Core 1 (B) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.404000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:03:42 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.24 dB
Ref Level 23.24 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 2.136 MHz|
-0.07 dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 320 - Core 1 (B) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.439000 GHz
#Res BW 30 kHz

|9l ?

Sep 21, 2026 |
6:05:20 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.48 dB
Ref Level 22.48 dBm

WW

#Video BW 100 kHz

[1]2

M
PNNNNN
AMkr2 2.352 MHz
-2.03 dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 321 - Core 0 (A) 2439 MHz (CH37) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
M

PNNNNN
1 Spectrum

Ref Lvl Offset 22.45 dB AMkr4 2.144 MHz
Scale/Div 10 dB

Ref Level 22.48 dBm -0.16 dB

S S R I ¢ oz = Ay A oo g V1.

Center 2.439000 GHz
#Res BW 100 kHz

0O M ?

#Video BW 300 kHz Span 8.000 MHz|

#Sweep ~1.01 s (1001 pts)

Figure 322 - Core 0 (A) 2439 MHz (CH37) 6 dB Bandwidth

'Spectrum Analyzer 1

Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2

2T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 v
\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

Tp— Rof Lyl Offsct 23.31 B AMkr2 2.360 MHz

Scale/Div 10 dB Ref Level 23.31 dBm -2.89dB

WW\M

Center 2.439000 GHz
#Res BW 30 kHz

2O M ? S

#Video BW 100 kHz

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 323 - Core 1 (B) 2439 MHz (CH37) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
M

PNNNNN
1 Spectrum

Ref Lvl Offset 23.31 dB AMkr4 2.136 MHz
Scale/Div 10 dB

Ref Level 23.31 dBm -0.24 dB

S O B B/ = ey g vy T

Center 2.439000 GHz
#Res BW 100 kHz

0O M ? B

#Video BW 300 kHz Span 8.000 MHz|

#Sweep ~1.01 s (1001 pts)

Figure 324 - Core 1 (B) 2439 MHz (CH37) 6 dB Bandwidth

'Spectrum Analyzer 1

Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2

2T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 v
\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

Tp— Rof Lyl Offsct 22.52 B AMkr2 2.368 MHz

Scale/Div 10 dB Ref Level 22.52 dBm -2.18 dB

WW

Center 2.474000 GHz
#Res BW 30 kHz

0O ? B

#Video BW 100 kHz

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 325 - Core 0 (A) 2474 MHz (CH72) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.474000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:10:30 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.52 dB
Ref Level 22.52 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 2.152 MHz|
-0.16 dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 326 - Core 0 (A) 2474 MHz (CH72) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.474000 GHz
#Res BW 30 kHz

|9l ?

Sep 21, 2026 |
6:11:55 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.34 dB
Ref Level 23.34 dBm

WM

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 2.360 MHz|
-2.57 dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 327 - Core 1 (B) 2474 MHz (CH72) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: Best Wide
2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low

#Avg Type: Voltage 3
M
NFE: Adaptive Source: Off Sig Track: Off

AvglHold: 30/30 "
Trig: Free Run
PNNNNN
1 Spectrum Ref Ll Offset 23.34 dB AMkr4 2.136 MHZz
Scale/Div 10 dB Ref Level 23.34 dBm -0.23 dB

Center 2.474000 GHz #Video BW 300 kHz Span 8.000 MHz|
#Res BW 100 kHz

#Sweep ~1.01 s (1001 pts)
all Sep 21, 2026
| t) (ﬂ - ? 6:12:37 PM

Figure 328 - Core 1 (B) 2474 MHz (CH72) 6 dB Bandwidth
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Test Configuration

Frequency Range:

2400-2483.5 MHz

Band: | 2.4 GHz

Limit Clause(s):

15.247 (a)(2)

Test Method(s): | C63.106.9.3

RSS-247 5.2 (a) C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: | FCC+ISED iPA Core 0 + Core 1 HDR (8-DH5) Duty Cycle (%): | -
Antenna Configuration: | Beamforming DCCF (dB): | -

Active Port(s): | A+B (Core 0+Core 1) Peak Antenna Gain (dBi): | -

Test Frequency 6 dB Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2404 0.570 0.570 - - 2500.0

2440 0.945 0.555 - - 2500.0

2476 0.585 0.555 - - 2500.0

Table 58 - 6 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2404 4.665 4.680 - - -

2440 4.665 4.665 - - -

2476 4.665 4.665 - - -

Table 59 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF Input Z: 50 Q
2T Coupling: DC Cor CCorr

Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
Preamp: Off Gate: Off Avg|Hold: 30/30

\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

1 Spectrum
Scale/Div 10 dB

Center 2.404000 GHz
#Res BW 100 kHz

Ref Lvi Offset 22.46 dB
Ref Level 22.46 dBm

#Video BW 300 kHz

RS

AMKr2 4.665 MHz,
-0.52 dB

Span 15.00 MHz|

#Sweep 1.00 s (1001 pts)
V'3
A%

Figure 329 - Core 0 (A) 2404 MHz (CH2) 99% Bandwidth

COMMERCIAL-IN-CONFIDENCE

Page 204 of 465




Document 75967136-14 Issue 01
COMMERCIAL-IN-CONFIDENCE

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.404000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:14:56 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.46 dB
Ref Level 22.46 dBm

G3TR4A3

#Video BW 300 kHz

2
M

PNNNNN

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 330 - Core 0 (A) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.404000 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
6:16:16 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.24 dB
Ref Level 23.24 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.680 MHz|
-0.98 dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 331 - Core 1 (B) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.404000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:16:56 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.24 dB
Ref Level 23.24 dBm

(SR AA3

#Video BW 300 kHz

2
M

PNNNNN

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 332 - Core 1 (B) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.440000 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
6:18:38 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.47 dB
Ref Level 22.47 dBm

MM_

#Video BW 300 kHz

[1]2

M
PNNNNN
AMkr2 4.665 MHz
-0.40 dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 333 - Core 0 (A) 2440 MHz (CH38) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.440000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:19:19 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.47 dB
Ref Level 22.47 dBm

#Video BW 300 kHz

2
M

PNNNNN

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 334 - Core 0 (A) 2440 MHz (CH38) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.440000 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
6:20:42 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.31 dB
Ref Level 23.31 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.665 MHz|
-0.72dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 335 - Core 1 (B) 2440 MHz (CH38) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.440000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:21:23PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.31 dB
Ref Level 23.31 dBm

#Video BW 300 kHz

2
M

PNNNNN

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 336 - Core 1 (B) 2440 MHz (CH38) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.476000 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
6:23:04 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.54 dB
Ref Level 22.54 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.665 MHz|
-0.17 dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 337 - Core 0 (A) 2476 MHz (CH74) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.476000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:23:45 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.54 dB
Ref Level 22.54 dBm

#Video BW 300 kHz

2
M

PNNNNN

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 338 - Core 0 (A) 2476 MHz (CH74) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.476000 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
6:25:08 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.35 dB
Ref Level 23.35 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.665 MHz|
-0.70 dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 339 - Core 1 (B) 2476 MHz (CH74) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: Best Wide
R T -p. COUPiNG DC Corr CCorr Preamp: Off Gate: Off

Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low
NFE: Adaptive Source: Off Sig Track: Off

#Avg Type: Voltage 2
AvglHold: 30/30 "
Trig: Free Run

PNNNNN
. ED Ref Lvl Offset 23.35 dB
Scale/Div 10 dB

Ref Level 23.35 dBm

Center 2.476000 GHz #Video BW 300 kHz Span 15.00 MHz|
#Res BW 100 kHz

#Sweep 1.00 s (1001 pts)
all Sep 21, 2026
| t) (ﬂ - ? 6:25:48 PM

Figure 340 - Core 1 (B) 2476 MHz (CH74) 6 dB Bandwidth
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Test Configuration

Frequency Range:

2400-2483.5 MHz

Band: | 2.4 GHz

Limit Clause(s):

15.247 (a)(2)
RSS-247 5.2 (a)

Test Method(s): | C63.106.9.3

C63.106.9.2

Additional Reference(s):

DUT Configuration

Mode: | FCC+ISED

iPA Core 0 + Core 1 HDRP (HDRPM4)

Duty Cycle (%):

Antenna Configuration: | Beamforming

DCCF (dB):

Active Port(s): | A+B (Core 0+Core 1)

Peak Antenna Gain (dBi):

Test Frequency 6 dB Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2404 3.460 4.060 - - 2500.0

2440 4.080 4.060 - - 2500.0

2475 4.080 4.040 - - 2500.0

Table 60 - 6 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2404 4.760 4.760 - - -

2440 4.760 4.760 - - -

2475 4.780 4.760 - - -

Table 61 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF Input Z: 50 Q
2T Coupling: DC Cor CCorr

Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
Preamp: Off Gate: Off Avg|Hold: 30/30

\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off PNNNNN

1 Spectrum
Scale/Div 10 dB

Center 2.40400 GHz
#Res BW 100 kHz

Ref Lvi Offset 22.46 dB
Ref Level 22.46 dBm

#Video BW 300 kHz

20 M2 TnTe

AMKr2 4.76 MHz|
-0.59 dB

Span 20.00 MHz|

#Sweep 1.00 s (1001 pts)
V'3
A%

Figure 341 - Core 0 (A) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.40400 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 5:48:22 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.46 dB
Ref Level 22.46 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 3.46 MHz|
-0.09 dB

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 342 - Core 0 (A) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.40400 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
5:49:40 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.24 dB
Ref Level 23.24 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.76 MHz|
-0.02 dB

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 343 - Core 1 (B) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
R T -p. COUPiNG DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 "
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off PNNNNN

1 Spectrum

Ref Lvl Offset 23.24 dB AMkr4 4.06 MHz|
Scale/Div 10 dB

Ref Level 23.24 dBm -0.24 dB

[ S R R N WO

Center 2.40400 GHz
#Res BW 100 kHz

0O M2 S

#Video BW 300 kHz Span 20.00 MHz|

#Sweep 1.00 s (1001 pts)

Figure 344 - Core 1 (B) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1

Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2

2T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 v
\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

Tp— Rof Lyl Offsct 22.47 B AMkr2 4.76 MHz

Scale/Div 10 dB Ref Level 22.47 dBm -0.71dB

N o =

Center 2.44000 GHz
#Res BW 100 kHz

0O ? Ee

#Video BW 300 kHz

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 345 - Core 0 (A) 2440 MHz (CH38) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
M

PNNNNN
1 Spectrum

Ref Lvl Offset 22.47 dB AMkr4 4.08 MHz|
Scale/Div 10 dB

Ref Level 22.47 dBm 1.12dB

 Rhn

Center 2.44000 GHz
#Res BW 100 kHz

0O M2 B

#Video BW 300 kHz Span 20.00 MHz|

#Sweep 1.00 s (1001 pts)

Figure 346 - Core 0 (A) 2440 MHz (CH38) 6 dB Bandwidth

'Spectrum Analyzer 1

Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2

2T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 v
\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

Tp— Rof Lyl Offsct 23.31 B AMkr2 4.76 MHz

Scale/Div 10 dB Ref Level 23.31 dBm -0.31dB

Center 2.44000 GHz
#Res BW 100 kHz

0O M? S

#Video BW 300 kHz

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 347 - Core 1 (B) 2440 MHz (CH38) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.31 dB
Ref Level 23.31 dBm

- IR

Center 2.44000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 5:54:53 PM ||

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 4.06 MHz|
0.14 dB|

DL16.47 dBy
D2 047 B

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 348 - Core 1 (B) 2440 MHz (CH38) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.47500 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
5:56:34 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.53 dB
Ref Level 22.53 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.78 MHz|
-0.86 dB

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 349 - Core 0 (A) 2475 MHz (CH73) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
M

PNNNNN
1 Spectrum

Ref Lvl Offset 22.53 dB AMkr4 4.08 MHz|
Scale/Div 10 dB

Ref Level 22.53 dBm

[ S ISP RO

Center 2.47500 GHz
#Res BW 100 kHz

0O ?

#Video BW 300 kHz Span 20.00 MHz|

#Sweep 1.00 s (1001 pts)

Figure 350 - Core 0 (A) 2475 MHz (CH73) 6 dB Bandwidth

'Spectrum Analyzer 1

Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2

2T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 v
\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

Tp— Rof Lyl Offsct 23,34 dB AMkr2 4.76 MHz

Scale/Div 10 dB Ref Level 23.34 dBm -0.07 dB

Center 2.47500 GHz
#Res BW 100 kHz

0O ?

#Video BW 300 kHz

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 351 - Core 1 (B) 2475 MHz (CH73) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: Best Wide
R T -p. COUPiNG DC Corr CCorr Preamp: Off Gate: Off

Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low
NFE: Adaptive Source: Off Sig Track: Off

#Avg Type: Voltage 12
Avg|Hold: 30/30
Trig: Free Run

PNNNNN
1 Spectrum Ref Lvl Offset 23.34 dB AMkr4 4.04 MHz|
Scale/Div 10 dB Ref Level 23.34 dBm 0.86 dB|

Center 2.47500 GHz #Video BW 300 kHz Span 20.00 MHz|
#Res BW 100 kHz

#Sweep 1.00 s (1001 pts)
all Sep 21, 2026
| t) (ﬂ - ? 5:59:20 PM

Figure 352 - Core 1 (B) 2475 MHz (CH73) 6 dB Bandwidth
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Test Configuration

Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 5.2 (a) C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: | FCC+ISED iPA Core 0 + Core 1 LE (LE 1M) Duty Cycle (%): | -
Antenna Configuration: | Beamforming DCCF (dB): | -
Active Port(s): | A+B (Core 0+Core 1) Peak Antenna Gain (dBi): | -
Test Frequency 6 dB Bandwidth (MHz) Limit
(MHz) A 5 c 5 (kHz)
2402 0.672 0.672 - - 2500.0
2440 0.672 0.672 - - 2500.0
2480 0.672 0.668 - - 2500.0

Table 62 - 6 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2402 1.016 1.016 - - -

2440 1.016 1.016 - - -

2480 1.016 1.016 - - -

Table 63 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF
2T Coupling: DC

\Align: Partial
1 Spectrum
Scale/Div 10 dB

Center 2.402000 GHz
#Res BW 20 kHz

doc M

Input Z: 50 O Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
Corr CCorr Preamp: Off Gate: Off Avg|Hold: 30/30

Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

Ref Lvl Offset 22.45 dB AMKr2 1.016 MHz
Ref Level 22.45 dBm -1.10 dB

#Video BW 100 kHz Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

) | sep21,2026 | V3
| e3e07PM S P2

Figure 353 - Core 0 (A) 2402 MHz (CH37) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.402000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:36:48 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.45 dB
Ref Level 22.45 dBm

#Video BW 300 kHz

2
M

PNNNNN

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 354 - Core 0 (A) 2402 MHz (CH37) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.402000 GHz
#Res BW 20 kHz

|9l ?

Sep 21, 2026 |
6:38:06 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.22 dB
Ref Level 23.22 dBm

O

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 1.016 MHz|
-0.86 dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 355 - Core 1 (B) 2402 MHz (CH37) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.402000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:38:47 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.22 dB
Ref Level 23.22 dBm

#Video BW 300 kHz

2
M

PNNNNN

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 356 - Core 1 (B) 2402 MHz (CH37) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.440000 GHz
#Res BW 20 kHz

|9l ?

Sep 21, 2026 |
6:27:25 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.47 dB
Ref Level 22.47 dBm

e

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 1.016 MHz|
-1.12dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 357 - Core 0 (A) 2440 MHz (CH17) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.440000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:28:06 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.47 dB
Ref Level 22.47 dBm

#Video BW 300 kHz

2
M

PNNNNN

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 358 - Core 0 (A) 2440 MHz (CH17) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.440000 GHz
#Res BW 20 kHz

|9l ?

Sep 21, 2026 |
6:29:24 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.31 dB
Ref Level 23.31 dBm

e

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 1.016 MHz|
-0.93 dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 359 - Core 1 (B) 2440 MHz (CH17) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
M

PNNNNN
1 Spectrum

Ref Lvi Offset 23.31 dB
Scale/Div 10 dB

Ref Level 23.31 dBm

—W4A3

Center 2.440000 GHz
#Res BW 100 kHz

0O ? B

#Video BW 300 kHz Span 4.000 MHz|

#Sweep ~1.01 s (1001 pts)

Figure 360 - Core 1 (B) 2440 MHz (CH17) 6 dB Bandwidth

'Spectrum Analyzer 1

Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2

2T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 v
\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

Tp— Rof Lyl Offsct 22,56 0B AMkr2 1.016 MHz

Scale/Div 10 dB Ref Level 22.56 dBm -0.95dB

T

Center 2.480000 GHz
#Res BW 20 kHz

0O M ? B

#Video BW 100 kHz

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 361 - Core 0 (A) 2480 MHz (CH39) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.480000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:32:27 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.56 dB
Ref Level 22.56 dBm

#Video BW 300 kHz

2
M

PNNNNN

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 362 - Core 0 (A) 2480 MHz (CH39) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.480000 GHz
#Res BW 20 kHz

|9l ?

Sep 21, 2026 |
6:33:46 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.37 dB
Ref Level 23.37 dBm

T

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 1.016 MHz|
-0.86 dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 363 - Core 1 (B) 2480 MHz (CH39) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: Best Wide
R T -p. COUPiNG DC Corr CCorr Preamp: Off Gate: Off

Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low
NFE: Adaptive Source: Off Sig Track: Off

#Avg Type: Voltage 2
AvglHold: 30/30 "
Trig: Free Run

PNNNNN
. ED Ref Lvl Offset 23.37 dB
Scale/Div 10 dB Ref Level 23.37 dBm

Center 2.480000 GHz #Video BW 300 kHz Span 4.000 MHz|
#Res BW 100 kHz

#Sweep ~1.01 s (1001 pts)
all Sep 21, 2026
| t) (ﬂ - ? 6:34:27 PM

Figure 364 - Core 1 (B) 2480 MHz (CH39) 6 dB Bandwidth
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Test Configuration

Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 5.2 (a) C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: | FCC+ISED ePA Core 0 EDR (2-DH5) Duty Cycle (%):
Antenna Configuration: | SISO DCCF (dB):

Active Port(s): | A (Core 0) Peak Antenna Gain (dBi):

Test Frequency 6 dB Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2402 1.076 - - - 2500.0

2441 1.076 - - - 2500.0

2480 1.072 - - - 2500.0

Table 64 - 6 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2402 1.180 - - - -

2441 1.180 - - - -

2480 1.180 - - - -

Table 65 - 99% Bandwidth Resul

'Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF

2T Coupling: DC
\Align: Partial

1 Spectrum

Scale/Div 10 dB

Center 2.402000 GHz
#Res BW 20 kHz

fOcA?

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 12 dB PNO: BestWide  #Avg Type: Voltage
Preamp: Off Gate: Off Avg|Hold: 30/30
PW Path: Standard |F Gain: Low Trig: Free Run
Source: Off Sig Track: Off

2

2
M
PN

Ref Lvi Offset 22.45 dB
Ref Level 24.00 dBm

, MQZM

#Video BW 100 kHz

Sep 21, 2026
3:17:07 PM | S

ts

NNNN

AMKr2 1.180 MHz,
-2.45dB

Span 4.000 MHz|

#Sweep ~1.01 s (1001 pts)
V'3
A%

Figure 365 - Core 0 (A) 2402 MHz (CHO) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF Input Z: 50 O

R T Coupling: DC Corr CCorr
Align: Partial Freq Ref: Int (S)

NFE: Adaptive

1 Spectrum

Scale/Div 10 dB

Center 2.402000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 3:18:15 PM ||

Atten: 18 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

Avg|Hold: 30/30

#Avg Type: Voltage 2
Trig: Free Run M

Ref Lvi Offset 22.45 dB
Ref Level 30.00 dBm

1§ 4A3

#Video BW 300 kHz

PNNNNN

AMkr4 1.076 MHz,
0.17 dB|

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 366 - Core 0 (A) 2402 MHz (CHO) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF
R T  p. Couping DC

Input Z: 50 O

Corr CCorr
\Align: Partial Freq Ref: Int (S)

NFE: Adaptive

1 Spectrum
Scale/Div 10 dB

Center 2.441000 GHz
#Res BW 20 kHz

|9l ?

Sep 21, 2026 |
3:19:46 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage 2
AvglHold: 30/30
Trig: Free Run
PNNNNN

Ref Lvi Offset 22.47 dB
Ref Level 22.47 dBm

WW’ oA

#Video BW 100 kHz

AMkr2 1.180 MHz|
-2.23 dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 367 - Core 0 (A) 2441 MHz (CH39) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.441000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 3:20:55 PM ||

Atten: 18 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.47 dB
Ref Level 30.00 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 1.076 MHz,
0.22 dB|

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 368 - Core 0 (A) 2441 MHz (CH39) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.480000 GHz
#Res BW 20 kHz

|9l ?

Sep 21, 2026 |
3:22:31 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.56 dB
Ref Level 22.00 dBm

‘}M\/\AM\WJM’ZM

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 1.180 MHz|
-2.21dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 369 - Core 0 (A) 2480 MHz (CH78) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 18 dB PNO: Best Wide
2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low

#Avg Type: Voltage 3
M
NFE: Adaptive Source: Off Sig Track: Off

AvglHold: 30/30 "
Trig: Free Run
PNNNNN
Tp— Ref Ll Offsct 22,55 dB AMkr4 1.072 MHz
Scale/Div 10 dB Ref Level 30.00 dBm

Center 2.480000 GHz #Video BW 300 kHz Span 4.000 MHz|
#Res BW 100 kHz

#Sweep ~1.01 s (1001 pts)
all Sep 21, 2026
| t) (ﬂ - ? 3:24:47 PM

Figure 370 - Core 0 (A) 2480 MHz (CH78) 6 dB Bandwidth
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Test Configuration

Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 5.2 (a) C63.106.9.2

Additional Reference(s):

DUT Configuration

Mode:

FCC+ISED ePA Core 0 HDT (HDT4)

Duty Cycle (%):

Antenna Configuration: | SISO DCCF (dB):
Active Port(s): | A (Core 0) Peak Antenna Gain (dBi):
Test Frequency 6 dB Bandwidth (MHz) Limit
(MHz) (kHz)
A B C D
2404 2.136 - - - 2500.0
2439 2.136 - - - 2500.0
2474 2.152 - - - 2500.0
Table 66 - 6 dB Bandwidth Results
Test Frequency 99% Bandwidth (MHz) Limit
(MHz) (kHz)
A B C D
2404 2.360 - - - -
2439 2.352 - - - -
2474 2.368 - - - -

Table 67 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF

2T Coupling: DC
\Align: Partial

1 Spectrum

Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int

Center 2.404000 GHz
#Res BW 30 kHz

fOcA?

NFE: Adaptive

Atten: 10 dB
Preamp: Off
S)
Source: Off

Ref Lvi

Ref Level 22.46 dBm

#Video BW 100 kHz

Sep 21, 2026
3:10:06 PM | >

PNO: BestWide  #Avg Type: Voltage
Gate: Off

PW Path: Standard |F Gain: Low
Sig Track: Off

2

M

PNNNNN

Avg[Hold: 30/30
Trig: Free Run

AMKr2 2.360 MHz,
-2.44dB

Offset 22.46 dB

Span 8.000 MHz|

#Sweep ~1.01 s (1001 pts)
V'3
A%

Figure 371 - Core 0 (A) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.404000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 3:10:47 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.46 dB
Ref Level 22.46 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 2.136 MHz|
-0.03 dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 372 - Core 0 (A) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.439000 GHz
#Res BW 30 kHz

|9l ?

Sep 21, 2026 |
3:12:22 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.48 dB
Ref Level 22.48 dBm

AR A

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 2.352 MHz|
-1.75dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 373 - Core 0 (A) 2439 MHz (CH37) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.439000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 3:13:04 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.48 dB
Ref Level 22.48 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 2.136 MHz|
-0.43 dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 374 - Core 0 (A) 2439 MHz (CH37) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.474000 GHz
#Res BW 30 kHz

|9l ?

Sep 21, 2026 |
3:14:44 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.52 dB
Ref Level 22.52 dBm

WV\[‘W

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 2.368 MHz|
-2.16 dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 375 - Core 0 (A) 2474 MHz (CH72) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: Best Wide
2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low

#Avg Type: Voltage 3
M
NFE: Adaptive Source: Off Sig Track: Off

AvglHold: 30/30 "
Trig: Free Run
PNNNNN
1 Spectrum Ref Ll Offset 22.52 dB AMkr4 2.152 MHz
Scale/Div 10 dB Ref Level 22.52 dBm -0.05 dB

Center 2.474000 GHz #Video BW 300 kHz Span 8.000 MHz|
#Res BW 100 kHz

#Sweep ~1.01 s (1001 pts)
all Sep 21, 2026
| t) (ﬂ - ? 3:15:27 PM

Figure 376 - Core 0 (A) 2474 MHz (CH72) 6 dB Bandwidth
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Test Configuration

Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 5.2 (a) C63.106.9.2

Additional Reference(s):

DUT Configuration

Mode:

FCC+ISED ePA Core 0 HDR (8-DH5)

Duty Cycle (%):

Antenna Configuration:

SISO

DCCF (dB):

Active Port(s): | A (Core 0) Peak Antenna Gain (dBi):

Test Frequency 6 dB Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2404 0.555 - - - 2500.0

2440 0.555 - - - 2500.0

2476 0.555 - - - 2500.0

Table 68 - 6 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2404 4.635 - - - -

2440 4.650 - - - -

2476 4.635 - - - -

Table 69 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF

2T Coupling: DC
\Align: Partial

1 Spectrum

Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int

Center 2.404000 GHz
#Res BW 100 kHz

fOcA?

NFE: Adaptive

Atten: 12 dB
Preamp: Off
S)
Source: Off

Ref Lvi

Ref Level 24.00 dBm

#Video BW 300 kHz

Sep 21, 2026
3:30:43 PM | S

PNO: BestWide  #Avg Type: Voltage
Gate: Off

PW Path: Standard |F Gain: Low
Sig Track: Off

2

M

PNNNNN

Avg[Hold: 30/30
Trig: Free Run

AMKr2 4.635 MHz,
-0.05dB

Offset 22.46 dB

Span 15.00 MHz|

#Sweep 1.00 s (1001 pts)
V'3
A%

Figure 377 - Core 0 (A) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off

KEYSIGHT [Input RF Input Z: 50 O Atten: 14 dB PNO: BestWide  #Avg Type: Voltage 2
M

PNNNNN
1 Spectrum Ref Lvi Offset 22.46 dB
Scale/Div 10 dB

Ref Level 26.00 dBm

Center 2.404000 GHz
#Res BW 100 kHz

0O M ? B

#Video BW 300 kHz Span 15.00 MHz|

#Sweep 1.00 s (1001 pts)

Figure 378 - Core 0 (A) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1

Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 12 dB PNO: BestWide  #Avg Type: Voltage 2

2T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 v
\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

Tp— Rof Lyl Offsct 22.47 B AMkr2 4.650 MHz

Scale/Div 10 dB Ref Level 24.00 dBm -0.51dB

Center 2.440000 GHz
#Res BW 100 kHz

0O M ? E

#Video BW 300 kHz

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 379 - Core 0 (A) 2440 MHz (CH38) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF Input Z: 50 O

R T Coupling: DC Corr CCorr
Align: Partial Freq Ref: Int (S)

NFE: Adaptive

1 Spectrum

Scale/Div 10 dB

Atten: 12 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.47 dB
Ref Level 24.00 dBm

R 403

Center 2.440000 GHz
#Res BW 100 kHz

"o cA?

#Video BW 300 kHz

Sep 21, 2026 |
3:38:22 PM

[1]2
M
PNNNNN

AMkr4 555 kHz
-0.77 dB

DL1 14.05 dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 380 - Core 0 (A) 2440 MHz (CH38) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF
R T  p. Couping DC

Input Z: 50 O

Corr CCorr
\Align: Partial Freq Ref: Int (S)

NFE: Adaptive

1 Spectrum
Scale/Div 10 dB

Atten: 14 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.54 dB
Ref Level 26.00 dBm

Center 2.476000 GHz
#Res BW 100 kHz

|9l ?

#Video BW 300 kHz

Sep 21, 2026 |
3:40:10 PM

2
M

PNNNNN

AMkr2 4.635 MHz|
-0.14dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 381 - Core 0 (A) 2476 MHz (CH74) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 12 dB PNO: Best Wide
R T -p. COUPiNG DC Corr CCorr Preamp: Off Gate: Off

Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low
NFE: Adaptive Source: Off Sig Track: Off

#Avg Type: Voltage 2
AvglHold: 30/30 "
Trig: Free Run

PNNNNN
. ED Ref Lvl Offset 22.54 dB
Scale/Div 10 dB Ref Level 24.00 dBm

53403

Center 2.476000 GHz #Video BW 300 kHz Span 15.00 MHz|
#Res BW 100 kHz

#Sweep 1.00 s (1001 pts)
all Sep 21, 202
| t) (ﬂ - ? 3:41:05 PM

Figure 382 - Core 0 (A) 2476 MHz (CH74) 6 dB Bandwidth
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Test Configuration

Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 5.2 (a) C63.106.9.2

Additional Reference(s): | -

DUT Configuration

Mode:

FCC+ISED ePA Core 0 HDRP (HDRPM4)

Duty Cycle (%): | -

Antenna Configuration:

SISO

DCCF (dB): | -

Active Port(s): | A (Core 0) Peak Antenna Gain (dBi): | -

Test Frequency 6 dB Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2404 1.800 - - - 2500.0

2440 4.040 - - - 2500.0

2475 4.060 - - - 2500.0

Table 70 - 6 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2404 4.740 - - - -

2440 4.740 - - - -

2475 4.760 - - - -

Table 71 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF

2T Coupling: DC
\Align: Partial

1 Spectrum

Scale/Div 10 dB

Center 2.40400 GHz
#Res BW 100 kHz

doc M

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
Preamp: Off Gate: Off Avg|Hold: 30/30 1
PW Path: Standard |F Gain: Low Trig: Free Run
Source: Off Sig Track: Off

Ref Lvi Offset 22.46 dB
Ref Level 22.46 dBm

#Video BW 300 kHz

) | sep21,2026 |
& 34243Pm S

PNNNNN

AMKr2 4.74 MHzZ|
0.04 dB|

Span 20.00 MHz|

#Sweep 1.00 s (1001 pts)
V'3
A%

Figure 383 - Core 0 (A) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.40400 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 3:4324 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.46 dB
Ref Level 22.46 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 1.80 MHz|
0.55 dB|

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 384 - Core 0 (A) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.44000 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
3:44:57 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.47 dB
Ref Level 22.47 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.74 MHz|
-0.39dB

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 385 - Core 0 (A) 2440 MHz (CH38) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.44000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 3:45:38 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.47 dB
Ref Level 22.47 dBm

#Video BW 300 kHz

[1]2

M
PNNNNN

AMkr4 4.04 MHz|
0.20 dB|

DL113.81 dB

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 386 - Core 0 (A) 2440 MHz (CH38) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.47500 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
3:47:20 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.53 dB
Ref Level 22.53 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.76 MHz|
-0.65dB

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 387 - Core 0 (A) 2475 MHz (CH73) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: Best Wide
R T -p. COUPiNG DC Corr CCorr Preamp: Off Gate: Off

Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low
NFE: Adaptive Source: Off Sig Track: Off

#Avg Type: Voltage 12
Avg|Hold: 30/30
Trig: Free Run

PNNNNN
1 Spectrum Ref Lvl Offset 22.53 dB AMkr4 4.06 MHz|
Scale/Div 10 dB Ref Level 22.53 dBm 0.06 dB|

(N Y A N | WS

Center 2.47500 GHz #Video BW 300 kHz Span 20.00 MHz|
#Res BW 100 kHz

#Sweep 1.00 s (1001 pts)
all Sep 21, 2026
| t) (ﬂ - ? 3:48:00 PM

Figure 388 - Core 0 (A) 2475 MHz (CH73) 6 dB Bandwidth
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Test Configuration

Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 6.3.1 (a) C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: | FCC+ISED ePA Core 0 HDRP (HDRPM12) Duty Cycle (%):
Antenna Configuration: | SISO DCCF (dB):
Active Port(s): | A (Core 0) Peak Antenna Gain (dBi):
Test Frequency 6 dB Bandwidth (MHz) Limit
(MHz) A 5 c 5 (kHz)
2404 4.060 - - - 2500.0
2440 4.040 - - - 2500.0
2475 4.060 - - - 2500.0
Table 72 - 6 dB Bandwidth Results
Test Frequency 99% Bandwidth (MHz) Limit
(MHz) A 5 c 5 (kHz)
2404 4.700 - - - -
2440 4.700 - - - -
2475 4.700 - - - -

Table 73 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA
KEYSIGHT nput RF

Coupling: AC
RLT \Align: Partial

Input Z: 50 O Atten: 10 dB
Corr CCorr RCal Preamp: Off
Freq Ref: Int (S)

1 Spectrum
Scale/Div 10 dB

Ref Lvi
Ref Leve

PNO: BestWide  [#Avg Type: Voltage 2
Gate: Off 1

IF Gain: Low
Sig Track: Off

AvglHold: 30/30 "
Trig: Free Run

Offset 22.38 dB
el 22.38 dBm

Center 2.40400 GHz
#Res BW 100 kHz

SO ? S ®

#Video BW 300 kHz

PNNNNN

AMKr2 4.70 MHzZ|
-1.00 dB

Span 20.00 MHz|

#Sweep 1.00 s (1001 pts)
V'3
A%

Figure 389 - Core 0 (A) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput: RF

Coupling: AC
RLT Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Atten: 10 dB
Preamp: Off

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

[1]2
M
PNNNNN

4

Ref Lvi Offset 22.38 dB

AMkr4 4.06 MHz|
Ref Level 22.38 dBm

0.16 dB|

s S S -

Center 2.40400 GHz
#Res BW 100 kHz

"o cA?

Figure 390 - Core 0 (A)

Sep 29, 2026 |
9:38:28 PM

'Spectrum Analyzer 1
Swept SA

KEYSIGHT l(r:lpul IRF ac
oupling:

RLT > \Align: Partial

1 Spectrum

Scale/Div 10 dB

Center 2.44000 GHz
#Res BW 100 kHz

|9l ?

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Sep 29, 2026 |
9:39:50 PM

#Video BW 300 kHz Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

2404 MHz (CH2) 6 dB Bandwidth

Atten: 10 dB
Preamp: Off

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

4

[1]2
M
PNNNNN

Ref Lvi Offset 22.34 dB
Ref Level 22.34 dBm

M‘

AMkr2 4.70 MHz|
-1.35dB

#Video BW 300 kHz Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 391 - Core 0 (A) 2440 MHz (CH38) 99% Bandwidth

COMMERCIAL-IN-CONFIDENCE

Page 242 of 465



Document 75967136-14 Issue 01
COMMERCIAL-IN-CONFIDENCE

'Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput: RF

Coupling: AC
RLT Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 2.44000 GHz
#Res BW 100 kHz

"o cA?

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Atten: 10 dB
Preamp: Off

Sep 29, 2026 |
9:40:30 PM

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

2

[12

M
PNNNNN

4

Ref Lvi Offset 22.34 dB
Ref Level 22.34 dBm

AMkr4 4.04 MHz|
0.33 dB|

#Video BW 300 kHz Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 392 - Core 0 (A) 2440 MHz (CH38) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF

Coupling: AC
RLT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 2.47500 GHz
#Res BW 100 kHz

|9l ?

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Atten: 10 dB
Preamp: Off

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

[12:4
M
PNNNNN

Ref Lvi Offset 22.36 dB

AMkr2 4.70 MHz|
Ref Level 22.36 dBm

-0.57 dB

Sep 29, 2026 |
9:41:53 PM

#Video BW 300 kHz Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 393 - Core 0 (A) 2475 MHz (CH73) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput: RF

Coupling: AC
RLT Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O Atten: 10 dB PNO: BestWide  #Avg Type: Voltage
Corr CCorr RCal Preamp: Off Gate: Off Avg|Hold: 30/30
Freq Ref: Int (S) IF Gain: Low Trig: Free Run

Sig Track: Off

Ref Lvi Offset 22.36 dB
Ref Level 22.36 dBm

——— —— —

Center 2.47500 GHz
#Res BW 100 kHz

"o cA?

#Video BW 300 kHz

Sep 29, 2026 | 7
9:42:34 PM

NEEE
M
PNNNNN

AMkr4 4.06 MHz|
-0.42dB

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 394 - Core 0 (A) 2475 MHz (CH73) 6 dB Bandwidth
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Test Configuration

Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 5.2 (a) C63.106.9.2

Additional Reference(s):

DUT Configuration

Mode:

FCC+ISED ePA Core 0 LE (LE 1M)

Duty Cycle (%):

Antenna Configuration: | SISO DCCF (dB):
Active Port(s): | A (Core 0) Peak Antenna Gain (dBi):
Test Frequency 6 dB Bandwidth (MHz) Limit
(MHz) (kHz)
A B C D
2402 0.668 - - - 2500.0
2440 0.668 - - - 2500.0
2480 0.668 - - - 2500.0
Table 74 - 6 dB Bandwidth Results
Test Frequency 99% Bandwidth (MHz) Limit
(MHz) (kHz)
A B C D
2402 1.016 - - - -
2440 1.016 - - - -
2480 1.016 - - - -

Table 75 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF

2T Coupling: DC
\Align: Partial

1 Spectrum

Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int

Center 2.402000 GHz
#Res BW 20 kHz

fOcA?

NFE: Adaptive

Atten: 10 dB
Preamp: Off
S)
Source: Off

Ref Lvi

Ref Level 22.45 dBm

#Video BW 100 kHz

Sep 21, 2026
3:31:57 PM | >/

PNO: BestWide  #Avg Type: Voltage
Gate: Off

PW Path: Standard |F Gain: Low
Sig Track: Off

2

M

PNNNNN

Avg[Hold: 30/30
Trig: Free Run

AMKr2 1.016 MHz,
-1.20 dB

Offset 22.45 dB

Span 4.000 MHz|

#Sweep ~1.01 s (1001 pts)
V'3
A%

Figure 395 - Core 0 (A) 2402 MHz (CH37) 99% Bandwidth
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