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'Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RE
2T Coupling: DC

Align: Partial
1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 16 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage 2
AvglHold: 30/30 "
Trig: Free Run

Ref Lvi Offset 22.45 dB

Ref Level 28.00 dBm

—'W'4A3

Center 2.402000 GHz
#Res BW 100 kHz

"o cA?

#Video BW 300 kHz

Sep 21, 2026 |
3:33:01 PM

PNNNNN

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 396 - Core 0 (A) 2402 MHz (CH37) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF
R T  p. Couping DC

\Align: Partial
1 Spectrum
Scale/Div 10 dB

Center 2.440000 GHz
#Res BW 20 kHz

|9l ?

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

2
M

Ref Lvi Offset 22.47 dB
Ref Level 22.47 dBm

Y

#Video BW 100 kHz

Sep 21, 2026 |
3:26:15 PM

PNNNNN

AMkr2 1.016 MHz|
-1.17 dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 397 - Core 0 (A) 2440 MHz (CH17) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off

KEYSIGHT [Input RF Input Z: 50 O Atten: 16 dB PNO: BestWide  #Avg Type: Voltage 2
M

PNNNNN
1 Spectrum

Ref Lvi Offset 22.47 dB
Scale/Div 10 dB

Ref Level 28.00 dBm

—'W'4A3

Center 2.440000 GHz
#Res BW 100 kHz

0O M ? B

#Video BW 300 kHz Span 4.000 MHz|

#Sweep ~1.01 s (1001 pts)

Figure 398 - Core 0 (A) 2440 MHz (CH17) 6 dB Bandwidth

'Spectrum Analyzer 1

Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2

2T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 v
\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

Tp— Rof Lyl Offsct 22,56 0B AMkr2 1.016 MHz

Scale/Div 10 dB Ref Level 22.56 dBm -1.12dB

RV

Center 2.480000 GHz
#Res BW 20 kHz

0O ? B

#Video BW 100 kHz

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 399 - Core 0 (A) 2480 MHz (CH39) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 16 dB PNO: Best Wide
R T -p. COUPiNG DC Corr CCorr Preamp: Off Gate: Off

Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low
NFE: Adaptive Source: Off Sig Track: Off

#Avg Type: Voltage 2
AvglHold: 30/30 "
Trig: Free Run

PNNNNN
. ED Ref Lvl Offset 22.56 dB
Scale/Div 10 dB Ref Level 28.00 dBm

—Q?WY"lAS

Center 2.480000 GHz #Video BW 300 kHz Span 4.000 MHz|
#Res BW 100 kHz

#Sweep ~1.01 s (1001 pts)
all Sep 21, 202
| t) (ﬂ - ? 3:29:51 PM

Figure 400 - Core 0 (A) 2480 MHz (CH39) 6 dB Bandwidth
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Test Configuration

Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 5.2 (a) C63.106.9.2

Additional Reference(s):

DUT Configuration

Mode: | FCC+IS

ED ePA Core 1 EDR (2-DH5) Duty Cycle (%):

Antenna Configuration: | SISO DCCF (dB):
Active Port(s): | B (Core 1) Peak Antenna Gain (dBi):
Test Frequency 6 dB Bandwidth (MHz) Limit
(MHz) (kHz)
A B C D
2402 - 1.072 - - 2500.0
2441 - 1.080 - - 2500.0
2480 - 1.076 - - 2500.0
Table 76 - 6 dB Bandwidth Results
Test Frequency 99% Bandwidth (MHz) Limit
(MHz) (kHz)
A B C D
2402 - 1.180 - - -
2441 - 1.180 - - -
2480 - 1.180 - - -

Table 77 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF

2T Coupling: DC
\Align: Partial

1 Spectrum

Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int

Center 2.402000 GHz
#Res BW 20 kHz

fOcA?

Figure 401 -

COMMERCIAL-IN-CONFIDENCE

NFE: Adaptive

Sep 21, 2026 [
2:55:07 PM |5/

Atten: 12 dB PNO: BestWide  #Avg Type: Voltage
Preamp: Off Gate: Off Avg|Hold: 30/30
PW Path: Standard |F Gain: Low Trig: Free Run

Sig Track: Off

2

M

PNNNNN

S)
Source: Off
AMKr2 1.180 MHz,

-2.24dB

Ref Lvi Offset 23.22 dB
Ref Level 24.00 dBm

‘Jt;}f“wwozm

#Video BW 100 kHz Span 4.000 MHz|

#Sweep ~1.01 s (1001 pts)

% K
LAY

Core 1 (B) 2402 MHz (CHO) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.402000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 2:56:15 PM ||

Atten: 18 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.22 dB
Ref Level 30.00 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 1.072 MHz|
0.05 dB|

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 402 - Core 1 (B) 2402 MHz (CHO) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.441000 GHz
#Res BW 20 kHz

|9l ?

Sep 21, 2026 |
2:57:46 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.30 dB
Ref Level 23.30 dBm

: WWW’ZA‘I

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 1.180 MHz|
-2.36 dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 403 - Core 1 (B) 2441 MHz (CH39) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.441000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 2:58:56 PM |

Atten: 18 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.30 dB
Ref Level 30.00 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 1.080 MHz|
-0.07 dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 404 - Core 1 (B) 2441 MHz (CH39) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.480000 GHz
#Res BW 20 kHz

|9l ?

Sep 21, 2026 |
3:00:23 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.37 dB
Ref Level 23.37 dBm

: MW’ZM

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 1.180 MHz|
-2.10dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 405 - Core 1 (B) 2480 MHz (CH78) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
R T Coupling: DC Corr CCorr

Align: Partial Freq Ref: Int (S)
NFE: Adaptive
1 Spectrum

Scale/Div 10 dB

Input Z: 50 O

Center 2.480000 GHz

#Res BW 100 kHz
all Sep 21, 2026
| t) (ﬂ - ? 3:01:31 PM

Atten: 18 dB
Preamp: Off
MW Path: Standard |F Gain: Low

Source: Off

PNO: Best Wide

#Avg Type: Voltage 3
Gate: Off M

AvglHold: 30/30 "
Trig: Free Run
Sig Track: Off PNNNNN
Ref Lvi Offset 23.37 dB

Ref Level 30.00 dBm

AMkr4 1.076 MHz,
0.29 dB|

1§ 4A3

#Video BW 300 kHz Span 4.000 MHz|

#Sweep ~1.01 s (1001 pts)

Figure 406 - Core 1 (B) 2480 MHz (CH78) 6 dB Bandwidth
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Test Configuration

Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 5.2 (a) C63.106.9.2

Additional Reference(s):

DUT Configuration

Mode:

FCC+ISED ePA Core 1 HDT (HDT4)

Duty Cycle (%):

Antenna Configuration: | SISO DCCF (dB):
Active Port(s): | B (Core 1) Peak Antenna Gain (dBi):
Test Frequency 6 dB Bandwidth (MHz) Limit
(MHz) (kHz)
A B C D
2404 - 2.136 - - 2500.0
2439 - 2.136 - - 2500.0
2474 - 2.136 - - 2500.0
Table 78 - 6 dB Bandwidth Results
Test Frequency 99% Bandwidth (MHz) Limit
(MHz) (kHz)
A B C D
2404 - 2.360 - - -
2439 - 2.360 - - -
2474 - 2.352 - - -

Table 79 - 99% Bandwidth Results

'Spectrum Analyzer 1

Swept SA

KEYSIGHT nput RF

2T Coupling: DC
\Align: Partial

Input Z: 50 O
Corr CCorr
Freq Ref: Int

NFE: Adaptive

1 Spectrum
Scale/Div 10 dB

Center 2.404000 GHz
#Res BW 30 kHz

Atten: 10 dB
Preamp: Off Gate: Off
(S) PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

Ref Lvi Offset 23.24 dB
Ref Level 23.24 dBm

#Video BW 100 kHz

0O M ? Y ®

PNO: BestWide  #Avg Type: Voltage
Avg[Hold: 30/30
Trig: Free Run

[1]2
M
PNNNNN

AMKr2 2.360 MHz,
-2.42dB

Span 8.000 MHz|

#Sweep ~1.01 s (1001 pts)
V'3
A%

Figure 407 - Core 1 (B) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.404000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 2:48:49 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.24 dB
Ref Level 23.24 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 2.136 MHz|
-0.04 dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 408 - Core 1 (B) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.439000 GHz
#Res BW 30 kHz

|9l ?

Sep 21, 2026 |
2:50:23 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.31 dB
Ref Level 23.31 dBm

WUV\NU\

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 2.360 MHz|
-2.62dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 409 - Core 1 (B) 2439 MHz (CH37) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.439000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 2:51:04 PM |

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.31 dB
Ref Level 23.31 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 2.136 MHz|
-0.41dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 410 - Core 1 (B) 2439 MHz (CH37) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.474000 GHz
#Res BW 30 kHz

|9l ?

Sep 21, 2026 |
2:52:44 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.34 dB
Ref Level 23.34 dBm

WM«’M

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 2.352 MHz|
-1.60 dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 411 - Core 1 (B) 2474 MHz (CH72) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: Best Wide
2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low

#Avg Type: Voltage 2
M
NFE: Adaptive Source: Off Sig Track: Off

Avg|Hold: 30/30
Trig: Free Run
PNNNNN
1 Spectrum Ref Ll Offset 23.34 dB AMkr4 2.136 MHZz
Scale/Div 10 dB Ref Level 23.34 dBm -0.26 dB

[ I RO N ==l aeavoe ¥ 1

Center 2.474000 GHz #Video BW 300 kHz Span 8.000 MHz|
#Res BW 100 kHz

#Sweep ~1.01 s (1001 pts)
all Sep 21, 202
| t) (ﬂ - ? 2:53:28 PM

Figure 412 - Core 1 (B) 2474 MHz (CH72) 6 dB Bandwidth
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Test Configuration

Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 5.2 (a) C63.106.9.2

Additional Reference(s):

DUT Configuration

Mode:

FCC+ISED ePA Core 1 HDR (8-DH5)

Duty Cycle (%):

Antenna Configuration: | SISO DCCF (dB):
Active Port(s): | B (Core 1) Peak Antenna Gain (dBi):
Test Frequency 6 dB Bandwidth (MHz) Limit
(MHz) (kHz)
A B C D
2404 - 0.555 - - >500.0
2440 - 0.555 - - 2500.0
2476 - 0.555 - - >500.0
Table 80 - 6 dB Bandwidth Results
Test Frequency 99% Bandwidth (MHz) Limit
(MHz) (kHz)
A B C D
2404 - 4.650 - - -
2440 - 4.635 - - -
2476 - 4.650 - - -

Table 81 - 99% Bandwidth Results

'Spectrum Analyzer 1

Swept SA

KEYSIGHT nput RF

2T Coupling: DC
\Align: Partial

Input Z: 50 O
Corr CCorr
Freq Ref: Int

NFE: Adaptive

1 Spectrum
Scale/Div 10 dB

Center 2.404000 GHz
#Res BW 100 kHz

Atten: 12 dB
Preamp: Off Gate: Off
(S) PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

Ref Lvi Offset 23.24 dB
Ref Level 24.00 dBm

#Video BW 300 kHz

20 M2 e

PNO: BestWide  #Avg Type: Voltage
Avg[Hold: 30/30
Trig: Free Run

2
M

PNNNNN

AMKr2 4.650 MHz,
-0.50 dB

Span 15.00 MHz|

#Sweep 1.00 s (1001 pts)
V'3
A%

Figure 413 - Core 1 (B) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
M

PNNNNN
1 Spectrum

Ref Lvi Offset 23.24 dB
Scale/Div 10 dB

Ref Level 23.24 dBm

AogdA3

Center 2.404000 GHz
#Res BW 100 kHz

R HER

#Video BW 300 kHz Span 15.00 MHz|

#Sweep 1.00 s (1001 pts)

Figure 414 - Core 1 (B) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1

Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 14 dB PNO: BestWide  #Avg Type: Voltage 2

2T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 v
\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

Tp— Rof Lyl Offsct 23.31 B AMkr2 4.635 MHz

Scale/Div 10 dB Ref Level 26.00 dBm -0.38 dB

Center 2.440000 GHz
#Res BW 100 kHz

RIEEEER

#Video BW 300 kHz

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 415 - Core 1 (B) 2440 MHz (CH38) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 12 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.31 dB
Ref Level 24.00 dBm

e B e B R =7 Y.

Center 2.440000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 2:44:07 PM ||

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 555 kHz
0.26 dB|

DL114.01 dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 416 - Core 1 (B) 2440 MHz (CH38) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.476000 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
2:45:38 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.35 dB
Ref Level 23.35 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.650 MHz|
-0.29 dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 417 - Core 1 (B) 2476 MHz (CH74) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 12 dB PNO: Best Wide
R T -p. COUPiNG DC Corr CCorr Preamp: Off Gate: Off

Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low
NFE: Adaptive Source: Off Sig Track: Off

#Avg Type: Voltage 2
AvglHold: 30/30 "
Trig: Free Run

PNNNNN
. ED Ref Lvl Offset 23.35 dB
Scale/Div 10 dB Ref Level 24.00 dBm

I S D T 5

Center 2.476000 GHz #Video BW 300 kHz Span 15.00 MHz|
#Res BW 100 kHz

#Sweep 1.00 s (1001 pts)
all Sep 21, 2026
| t) (ﬂ - ? 2:46:32 PM

Figure 418 - Core 1 (B) 2476 MHz (CH74) 6 dB Bandwidth
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Test Configuration
Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 5.2 (a) C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: [ FCC+ISED ePA Core 1 HDRP (HDRPM4) Duty Cycle (%): | -
Antenna Configuration: | SISO DCCF (dB): | -
Active Port(s): | B (Core 1) Peak Antenna Gain (dBi): | -
Test Frequency 6 dB Bandwidth (MHz) Limit
(MHz) A 5 c 5 (kHz)
2404 - 4.060 - - 2500.0
2440 - 3.460 - - 2500.0
2475 - 3.440 - - 2500.0
Table 82 - 6 dB Bandwidth Results
Test Frequency 99% Bandwidth (MHz) Limit
(MHz) A 5 c 5 (kHz)
2404 - 4.740 - - -
2440 - 4.740 - - -
2475 - 4.720 - - -

Table 83 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
R T Coupling: DC Corr CCorr Preamp: Off Gate: Off Avg|Hold: 30/30 1

\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off PNNNNN

1 Spectrum Ref Lvl Offset 23.24 dB AMKr2 4.74 MHz|
Scale/Div 10 dB Ref Level 23.24 dBm 0.23 dB|

Center 2.40400 GHz #Video BW 300 kHz Span 20.00 MHz|
#Res BW 100 kHz #Sweep 1.00 s (1001 pts)

adl Sep 21,2026 [ /o V7
Ui el | ? 3:08:12 PM | S LAY

Figure 419 - Core 1 (B) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.40400 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 3:0353 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.24 dB
Ref Level 23.24 dBm

#Video BW 300 kHz

[1]2

M
PNNNNN

AMkr4 4.06 MHz|
0.16 dB|

DL1 B

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 420 - Core 1 (B) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.44000 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
3:05:26 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.31 dB
Ref Level 23.31 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.74 MHz|
-0.38 dB

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 421 - Core 1 (B) 2440 MHz (CH38) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.31 dB
Ref Level 23.31 dBm

[ A (-S| U

Center 2.44000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 3:06:07 PM ||

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 3.46 MHz|
0.51 dB|

DL1

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 422 - Core 1 (B) 2440 MHz (CH38) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.47500 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
3:07:49 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.34 dB
Ref Level 23.34 dBm

ooy

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.72 MHz|
-0.37 dB

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 423 - Core 1 (B) 2475 MHz (CH73) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: Best Wide
R T -p. COUPiNG DC Corr CCorr Preamp: Off Gate: Off

Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low
NFE: Adaptive Source: Off Sig Track: Off

#Avg Type: Voltage 2
Avg|Hold: 30/30 "
Trig: Free Run

PNNNNN
1 spectrum Ref Ll Offset 23.54 B AMkr4 3.44 MHz
Scale/Div 10 dB Ref Level 23.34 dBm

Center 2.47500 GHz #Video BW 300 kHz Span 20.00 MHz|
#Res BW 100 kHz

#Sweep 1.00 s (1001 pts)
all Sep 21, 2026
| t) (ﬂ - ? 3:08:30 PM

Figure 424 - Core 1 (B) 2475 MHz (CH73) 6 dB Bandwidth
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Test Configuration

Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 6.3.1 (a) C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: | FCC+ISED ePA Core 1 HDRP (HDRPM12) Duty Cycle (%):
Antenna Configuration: | SISO DCCF (dB):
Active Port(s): | B (Core 1) Peak Antenna Gain (dBi):
Test Frequency 6 dB Bandwidth (MHz) Limit
(MHz) A 5 c 5 (kHz)
2404 - 4.060 - - 2500.0
2440 - 4.040 - - 2500.0
2475 - 4.060 - - 2500.0
Table 84 - 6 dB Bandwidth Results
Test Frequency 99% Bandwidth (MHz) Limit
(MHz) A 5 c 5 (kHz)
2404 - 4.700 - - -
2440 - 4.700 - - -
2475 - 4.700 - - -

Table 85 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA
KEYSIGHT nput RF

Coupling: AC
RLT \Align: Partial

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Atten: 10 dB
Preamp: Off

PNO: BestWide  [#Avg Type: Voltage 2
Gate: Off 1
IF Gain: Low

AvglHold: 30/30 "
Trig: Free Run

Sig Track: Off PN

4

NNNN

1 Spectrum
Scale/Div 10 dB

Center 2.40400 GHz
#Res BW 100 kHz

fOcA?

Sep 29, 2026 [
9:31:16 PM | >/

Ref Lvi Offset 22.26 dB
Ref Level 22.00 dBm

#Video BW 300 kHz

AMKr2 4.70 MHzZ|
-0.94 dB

Span 20.00 MHz|

#Sweep 1.00 s (1001 pts)
V'3
A%

Figure 425 - Core 1 (B) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput: RF

Coupling: AC
RLT Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Atten: 10 dB
Preamp: Off

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

[1]2
M
PNNNNN

4

Ref Lvi Offset 22.26 dB

AMkr4 4.06 MHz|
Ref Level 22.26 dBm

-0.13 dB

e S S S W—

Center 2.40400 GHz
#Res BW 100 kHz

"o cA?

Figure 426 - Core 1 (B)

Sep 29, 2026 |
9:31:56 PM

'Spectrum Analyzer 1
Swept SA

KEYSIGHT l(r:lpul IRF ac
oupling:

RLT > \Align: Partial

1 Spectrum

Scale/Div 10 dB

Center 2.44000 GHz
#Res BW 100 kHz

|9l ?

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Sep 29, 2026 |
9:33:18 PM

#Video BW 300 kHz Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

2404 MHz (CH2) 6 dB Bandwidth

Atten: 10 dB
Preamp: Off

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

4

[1]2
M
PNNNNN

Ref Lvi Offset 22.35 dB
Ref Level 22.35 dBm

AMkr2 4.70 MHz|
-0.39dB

#Video BW 300 kHz Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 427 - Core 1 (B) 2440 MHz (CH38) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput: RF

Coupling: AC
RLT Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 2.44000 GHz
#Res BW 100 kHz

"o cA?

Input Z: 50 O
Corr CCorrRCal

Preamp:
Freq Ref: Int (S)

Sep 29, 2026 |
9:34:12 PM

Atten: 12 dB

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Off

Ref Lvi Offset 22.35 dB
Ref Level 24.00 dBm

473
I

#Video BW 300 kHz

2

[12

M
PNNNNN

4

AMkr4 4.04 MHz|
0.37 dB|

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 428 - Core 1 (B) 2440 MHz (CH38) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF

Coupling: AC
RLT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 2.47500 GHz
#Res BW 100 kHz

|9l ?

Input Z: 50 O
Corr CCorrRCal
Freq Ref: Int (S)

Atten: 10 dB
Preamp: Off

PNO: Best Wide
Gate: Off

IF Gain: Low
Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.39 dB
Ref Level 22.39 dBm

Sep 29, 2026 |
9:35:35 PM

#Video BW 300 kHz

2
M

4
PNNNNN

AMkr2 4.70 MHz|
-0.71 dB

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 429 - Core 1 (B) 2475 MHz (CH73) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA
KEYSIGHT [Input RF Input Z: 50 Q Aiten: 10 dB PNO: Best Wide

Coupling: AC Corr CCorr RCal Preamp: Off
RLT Align: Partial Freq Ref: Int (S)

#Avg Type: Voltage 234
Gate: Off Avg|Hold: 30/30

IF Gain: Low Trig: Free Run M
Sig Track: Off PNNNNN

1 Spectrum Rer Lvl Offset 22.39 OB AMkr4 4.06 MHz
Scale/Div 10 dB

Ref Level 22.00 dBm

Center 2.47500 GHz #Video BW 300 kHz Span 20.00 MHz|
#Res BW 100 kHz

#Sweep 1.00 s (1001 pts)
all Sep 29, 2026 |
| t) (ﬂ - ? 9:36:24 PM

Figure 430 - Core 1 (B) 2475 MHz (CH73) 6 dB Bandwidth
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Test Configuration

Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 5.2 (a) C63.106.9.2

Additional Reference(s):

DUT Configuration

Mode:

FCC+ISED ePA Core 1 LE (LE 1M)

Duty Cycle (%):

Antenna Configuration: | SISO DCCF (dB):
Active Port(s): | B (Core 1) Peak Antenna Gain (dBi):
Test Frequency 6 dB Bandwidth (MHz) Limit
(MHz) (kHz)
A B C D
2402 - 0.672 - - 2500.0
2440 - 0.672 - - 2500.0
2480 - 0.668 - - 2500.0
Table 86 - 6 dB Bandwidth Results
Test Frequency 99% Bandwidth (MHz) Limit
(MHz) (kHz)
A B C D
2402 - 1.016 - - -
2440 - 1.016 - - -
2480 - 1.016 - - -

Table 87 - 99% Bandwidth Results

'Spectrum Analyzer 1

Swept SA

KEYSIGHT nput RF

2T Coupling: DC
\Align: Partial

Input Z: 50 O
Corr CCorr
Freq Ref: Int

NFE: Adaptive

1 Spectrum
Scale/Div 10 dB

Center 2.402000 GHz
#Res BW 20 kHz

Atten: 10 dB
Preamp: Off

PNO: BestWide  #Avg Type: Voltage
Gate: Off

(S) PW Path: Standard |F Gain: Low

Source: Off

Ref Lvi Offset 23.22 dB
Ref Level 23.22 dBm

TN

#Video BW 100 kHz

w9 ? s ®

Sig Track: Off

[1]2
M
PNNNNN

AMKr2 1.016 MHz,
-1.01 dB

Span 4.000 MHz|

#Sweep ~1.01 s (1001 pts)
V'3
A%

Figure 431 - Core 1 (B) 2402 MHz (CH37) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off

KEYSIGHT [Input RF Input Z: 50 O Atten: 16 dB PNO: BestWide  #Avg Type: Voltage 2
M

PNNNNN
1 Spectrum

Ref Lvi Offset 23.22 dB
Scale/Div 10 dB

Ref Level 28.00 dBm

s

Center 2.402000 GHz
#Res BW 100 kHz

| M ? R

#Video BW 300 kHz Span 4.000 MHz|

#Sweep ~1.01 s (1001 pts)

Figure 432 - Core 1 (B) 2402 MHz (CH37) 6 dB Bandwidth

'Spectrum Analyzer 1

Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2

2T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 v
\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

Tp— Rof Lyl Offsct 23.31 B AMkr2 1.016 MHz

Scale/Div 10 dB Ref Level 23.31 dBm -0.94dB

A

Center 2.440000 GHz
#Res BW 20 kHz

0O M ? B

#Video BW 100 kHz

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 433 - Core 1 (B) 2440 MHz (CH17) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.440000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 2:33:39 PM ||

Atten: 16 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.31 dB
Ref Level 28.00 dBm

#Video BW 300 kHz

2
M

PNNNNN

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 434 - Core 1 (B) 2440 MHz (CH17) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.480000 GHz
#Res BW 20 kHz

|9l ?

Sep 21, 2026 |
2:35:16 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.37 dB
Ref Level 23.37 dBm

T

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 1.016 MHz|
-0.90 dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 435 - Core 1 (B) 2480 MHz (CH39) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 16 dB PNO: Best Wide
R T -p. COUPiNG DC Corr CCorr Preamp: Off Gate: Off

Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low
NFE: Adaptive Source: Off Sig Track: Off

#Avg Type: Voltage 2
AvglHold: 30/30 "
Trig: Free Run

PNNNNN
. ED Ref Lvl Offset 23.37 dB
Scale/Div 10 dB Ref Level 28.00 dBm

Center 2.480000 GHz #Video BW 300 kHz Span 4.000 MHz|
#Res BW 100 kHz

#Sweep ~1.01 s (1001 pts)
all Sep 21, 2026
| t) (ﬂ - ? 2:36:21 PM

Figure 436 - Core 1 (B) 2480 MHz (CH39) 6 dB Bandwidth
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Test Configuration

Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 5.2 (a) C63.106.9.2

Additional Reference(s): | -

DUT Configuration

Mode:

FCC+ISED ePA Core 0 + Core 1 EDR (2-DH5)

Duty Cycle (%):

Antenna Configuration:

Beamforming

DCCF (dB):

Active Port(s):

A+B (Core 0+Core 1)

Peak Antenna Gain (dBi):

Test Frequency 6 dB Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2402 1.072 1.076 - - 2500.0

2441 1.072 1.072 - - >500.0

2480 1.072 1.072 - - 2500.0

Table 88 - 6 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2402 1.180 1.180 - - -

2441 1.180 1.180 - - -

2480 1.180 1.180 - - -

Table 89 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF

Coupling: DC
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Center 2.402000 GHz
#Res BW 20 kHz

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
Preamp: Off Gate: Off Avg|Hold: 30/30 1
PW Path: Standard |F Gain: Low Trig: Free Run
Source: Off Sig Track: Off

Ref Lvi Offset 22.45 dB
Ref Level 22.45 dBm

‘3WM’2A1

#Video BW 100 kHz

0O ? T @

PNNNNN

AMKr2 1.180 MHz,
-2.35dB

Span 4.000 MHz|

#Sweep ~1.01 s (1001 pts)
V'3
A%

Figure 437 - Core 0 (A) 2402 MHz (CHO) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.402000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 7:11:19PM ||

Atten: 14 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.45 dB
Ref Level 26.00 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 1.072 MHz|
-0.08 dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 438 - Core 0 (A) 2402 MHz (CHO) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.402000 GHz
#Res BW 20 kHz

|9l ?

Sep 21, 2026 |
7:12:37 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.22 dB
Ref Level 23.22 dBm

MW’ A1

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 1.180 MHz|
-2.32dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 439 - Core 1 (B) 2402 MHz (CHO0) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT nput RF Input Z: 50 O

R T Coupling: DC Corr CCorr
Align: Partial Freq Ref: Int (S)

NFE: Adaptive

1 Spectrum

Scale/Div 10 dB

Center 2.402000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 7:13:36 PM ||

Atten: 14 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

Avg|Hold: 30/30

#Avg Type: Voltage 2
Trig: Free Run M

Ref Lvi Offset 23.22 dB
Ref Level 26.00 dBm

——1 4 AA3

#Video BW 300 kHz

PNNNNN

AMkr4 1.076 MHz,
0.16 dB|

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 440 - Core 1 (B) 2402 MHz (CHO) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF
R T  p. Couping DC

Input Z: 50 O

Corr CCorr
\Align: Partial Freq Ref: Int (S)

NFE: Adaptive

1 Spectrum
Scale/Div 10 dB

Center 2.441000 GHz
#Res BW 20 kHz

|9l ?

Sep 21, 2026 |
7:15:111 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage 2
AvglHold: 30/30
Trig: Free Run
PNNNNN

Ref Lvi Offset 22.47 dB
Ref Level 22.47 dBm

M‘

#Video BW 100 kHz

AMkr2 1.180 MHz|
-2.36 dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 441 - Core 0 (A) 2441 MHz (CH39) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.441000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 7:16:11 PM ||

Atten: 14 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.47 dB
Ref Level 26.00 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 1.072 MHz|
-0.11 dB|

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 442 - Core 0 (A) 2441 MHz (CH39) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.441000 GHz
#Res BW 20 kHz

|9l ?

Sep 21, 2026 |
7:17:35 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.30 dB
Ref Level 23.30 dBm

J(MWMW’ A

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 1.180 MHz|
-2.34dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 443 - Core 1 (B) 2441 MHz (CH39) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off

KEYSIGHT [Input RF Input Z: 50 O Atten: 14 dB PNO: BestWide  #Avg Type: Voltage 2
M

PNNNNN
1 Spectrum

Ref Lvl Offset 23.30 dB AMkr4 1.072 MHz
Scale/Div 10 dB

Ref Level 26.00 dBm 0.14 dB|

B U e~ po Ny g 101

Center 2.441000 GHz
#Res BW 100 kHz

0O M ?

#Video BW 300 kHz Span 4.000 MHz|

#Sweep ~1.01 s (1001 pts)

Figure 444 - Core 1 (B) 2441 MHz (CH39) 6 dB Bandwidth

'Spectrum Analyzer 1

Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2

2T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 v
\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

Tp— Rof Lyl Offsct 22,56 0B AMkr2 1.180 MHz

Scale/Div 10 dB Ref Level 22.56 dBm -2.22dB

WW’ a1

Center 2.480000 GHz
#Res BW 20 kHz

0O M ? B

#Video BW 100 kHz

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 445 - Core 0 (A) 2480 MHz (CH78) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.480000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 7:21:05 PM ||

Atten: 14 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.56 dB
Ref Level 26.00 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 1.072 MHz|
-0.06 dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 446 - Core 0 (A) 2480 MHz (CH78) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.480000 GHz
#Res BW 20 kHz

|9l ?

Sep 21, 2026 |
7:22:25 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.37 dB
Ref Level 23.37 dBm

WMMQZA‘I

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 1.180 MHz|
-2.06 dB

Span 4.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 447 - Core 1 (B) 2480 MHz (CH78) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 14 dB PNO: Best Wide
2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low

#Avg Type: Voltage 3
M
NFE: Adaptive Source: Off Sig Track: Off

AvglHold: 30/30 "
Trig: Free Run
PNNNNN
1 Spectrum Ref Ll Offset 23.37 dB AMkr4 1.072 MHZz
Scale/Div 10 dB Ref Level 26.00 dBm -0.09 dB

Center 2.480000 GHz #Video BW 300 kHz Span 4.000 MHz|
#Res BW 100 kHz

#Sweep ~1.01 s (1001 pts)
all Sep 21, 2026
| t) (ﬂ - ? 7:23:24 PM

Figure 448 - Core 1 (B) 2480 MHz (CH78) 6 dB Bandwidth
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Test Configuration

Frequency Range:

2400-2483.5 MHz

Band: | 2.4 GHz

Limit Clause(s):

15.247 (a)(2)

Test Method(s): | C63.106.9.3

RSS-247 5.2 (a) C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: | FCC+ISED ePA Core 0 + Core 1 HDT (HDT4) Duty Cycle (%): | -
Antenna Configuration: | Beamforming DCCF (dB): | -

Active Port(s): | A+B (Core 0+Core 1) Peak Antenna Gain (dBi): | -

Test Frequency 6 dB Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2404 2.136 2.136 - - 2500.0

2439 2.144 2.136 - - 2500.0

2474 2.160 2.144 - - 2500.0

Table 90 - 6 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2404 2.352 2.360 - - -

2439 2.352 2.360 - - -

2474 2.368 2.352 - - -

Table 91 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF Input Z: 50 Q
2T Coupling: DC Cor CCorr

Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
Preamp: Off Gate: Off Avg|Hold: 30/30

\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off PNNNNN

1 Spectrum
Scale/Div 10 dB

Center 2.404000 GHz
#Res BW 30 kHz

Ref Lvi Offset 22.46 dB
Ref Level 22.46 dBm

#Video BW 100 kHz

HO M ? e ®

AMKr2 2.352 MHz,
-1.66 dB

Span 8.000 MHz|

#Sweep ~1.01 s (1001 pts)
V'3
A%

Figure 449 - Core 0 (A) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.46 dB
Ref Level 22.46 dBm

#Avg Type: Voltage

[1]2
M
PNNNNN

AMkr4 2.136 MHz|
-0.35dB

[ I BN N = ~ s sasacaes =7 Lo

Center 2.404000 GHz
#Res BW 100 kHz

"o cA?

#Video BW 300 kHz

Sep 21, 2026 |
7:25:42 PM

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 450 - Core 0 (A) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
R S
1 Spectrum

Scale/Div 10 dB

Center 2.404000 GHz
#Res BW 30 kHz

|9l ?

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.24 dB
Ref Level 23.24 dBm

#Video BW 100 kHz

Sep 21, 2026 |
7:27:03 PM

[1]2

M
PNNNNN
AMkr2 2.360 MHz
-2.86 dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 451 - Core 1 (B) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
M

PNNNNN
1 Spectrum

Ref Lvl Offset 23.24 dB AMkr4 2.136 MHz
Scale/Div 10 dB

Ref Level 23.24 dBm -0.17 dB

[ B BN B - = SVl e 2 o

Center 2.404000 GHz
#Res BW 100 kHz

0O M ? T

#Video BW 300 kHz Span 8.000 MHz|

#Sweep ~1.01 s (1001 pts)

Figure 452 - Core 1 (B) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1

Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2

2T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 v
\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

Tp— Rof Lyl Offsct 22.45 B AMkr2 2.352 MHz

Scale/Div 10 dB Ref Level 22.48 dBm -1.77dB

W

Center 2.439000 GHz
#Res BW 30 kHz

|9 M ? B

#Video BW 100 kHz

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 453 - Core 0 (A) 2439 MHz (CH37) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
M

PNNNNN
1 Spectrum

Ref Lvl Offset 22.45 dB AMkr4 2.144 MHz
Scale/Div 10 dB

Ref Level 22.48 dBm -0.15dB

[ I I RS = s e o2 Lo

Center 2.439000 GHz
#Res BW 100 kHz

| M ? T

#Video BW 300 kHz Span 8.000 MHz|

#Sweep ~1.01 s (1001 pts)

Figure 454 - Core 0 (A) 2439 MHz (CH37) 6 dB Bandwidth

'Spectrum Analyzer 1

Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2

2T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 v
\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

Tp— Rof Lyl Offsct 23.31 B AMkr2 2.360 MHz

Scale/Div 10 dB Ref Level 23.31 dBm -3.06 dB

WW

Center 2.439000 GHz
#Res BW 30 kHz

2O M ? B

#Video BW 100 kHz

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 455 - Core 1 (B) 2439 MHz (CH37) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.439000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 7:32:05 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.31 dB
Ref Level 23.31 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 2.136 MHz|
-0.41dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 456 - Core 1 (B) 2439 MHz (CH37) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.474000 GHz
#Res BW 30 kHz

|9l ?

Sep 21, 2026 |
7:33:49 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.52 dB
Ref Level 22.52 dBm

M

#Video BW 100 kHz

2
M

PNNNNN

AMkr2 2.368 MHz|
-2.34dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 457 - Core 0 (A) 2474 MHz (CH72) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

1 Spectrum
Scale/Div 10 dB

Center 2.474000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 7:34:32 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.52 dB
Ref Level 22.52 dBm

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 2.160 MHz|

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 458 - Core 0 (A) 2474 MHz (CH72) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.474000 GHz
#Res BW 30 kHz

|9l ?

Sep 21, 2026 |
7:35:56 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.34 dB
Ref Level 23.34 dBm

#Video BW 100 kHz

[1]2

M
PNNNNN

AMkr2 2.352 MHz|
-1.83 dB

Span 8.000 MHz|
#Sweep ~1.01 s (1001 pts)

Figure 459 - Core 1 (B) 2474 MHz (CH72) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: Best Wide
2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low

#Avg Type: Voltage 3
M
NFE: Adaptive Source: Off Sig Track: Off

AvglHold: 30/30 "
Trig: Free Run
PNNNNN
1 Spectrum Ref Ll Offset 23.34 dB AMkr4 2.144 MHZz
Scale/Div 10 dB Ref Level 23.34 dBm -0.05 dB

[ B N R - = s e =2 1L

Center 2.474000 GHz #Video BW 300 kHz Span 8.000 MHz|
#Res BW 100 kHz

#Sweep ~1.01 s (1001 pts)
all Sep 21, 2026
| t) (ﬂ - ? 7:36:39 PM

Figure 460 - Core 1 (B) 2474 MHz (CH72) 6 dB Bandwidth

COMMERCIAL-IN-CONFIDENCE Page 286 of 465



Document 75967136-14 Issue 01
COMMERCIAL-IN-CONFIDENCE

Test Configuration

Frequency Range:

2400-2483.5 MHz

Band: | 2.4 GHz

Limit Clause(s):

15.247 (a)(2)

Test Method(s): | C63.106.9.3

RSS-247 5.2 (a) C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: | FCC+ISED ePA Core 0 + Core 1 HDR (8-DH5) Duty Cycle (%):
Antenna Configuration: | Beamforming DCCF (dB):

Active Port(s): | A+B (Core 0+Core 1) Peak Antenna Gain (dBi):

Test Frequency 6 dB Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2404 0.555 0.555 - - 2500.0

2440 0.555 0.570 - - 2500.0

2476 0.570 0.585 - - 2500.0

Table 92 - 6 dB Bandwidth Results

Test Frequency 99% Bandwidth (MHz) Limit

(MHz) (kHz)
A B C D

2404 4.635 4.650 - - -

2440 4.650 4.635 - - -

2476 4.635 4.650 - - -

Table 93 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |Input RF Input Z: 50 Q
2T Coupling: DC Cor CCorr

Atten: 14 dB PNO: BestWide  #Avg Type: Voltage 2
Preamp: Off Gate: Off Avg|Hold: 30/30

\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off PNNNNN

1 Spectrum
Scale/Div 10 dB

Center 2.404000 GHz
#Res BW 100 kHz

Ref Lvi Offset 22.46 dB
Ref Level 26.00 dBm

#Video BW 300 kHz

fO M ? T ®

AMKr2 4.635 MHz,
0.02 dB|

Span 15.00 MHz|

#Sweep 1.00 s (1001 pts)
V'3
A%

Figure 461 - Core 0 (A) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 12 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.46 dB
Ref Level 24.00 dBm

—3T4A3

Center 2.404000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:41:31 PM ||

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 555 kHz
-0.18 dB

DL1 14.14 dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 462 - Core 0 (A) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.404000 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
6:43:13 PM

Atten: 16 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.24 dB
Ref Level 28.00 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.650 MHz|
-0.42 dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 463 - Core 1 (B) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

2 T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30
Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off

KEYSIGHT [Input RF Input Z: 50 O Atten: 14 dB PNO: BestWide  #Avg Type: Voltage 2
M

PNNNNN
1 Spectrum

Ref Lvi Offset 23.24 dB
Scale/Div 10 dB

Ref Level 26.00 dBm

3pAN3

Center 2.404000 GHz
#Res BW 100 kHz

R

#Video BW 300 kHz Span 15.00 MHz|

#Sweep 1.00 s (1001 pts)

Figure 464 - Core 1 (B) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1

Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 14 dB PNO: BestWide  #Avg Type: Voltage 2

2T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 v
\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

Tp— Rof Lyl Offsct 22.47 B AMkr2 4.650 MHz

Scale/Div 10 dB Ref Level 26.00 dBm -0.45dB

Center 2.440000 GHz
#Res BW 100 kHz

0O M ? S

#Video BW 300 kHz

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 465 - Core 0 (A) 2440 MHz (CH38) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.440000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:47:01 PM ||

Atten: 14 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.47 dB
Ref Level 26.00 dBm

#Video BW 300 kHz

2
M

PNNNNN

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 466 - Core 0 (A) 2440 MHz (CH38) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.440000 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
6:48:42 PM

Atten: 14 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.31 dB
Ref Level 26.00 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.635 MHz|
-0.39dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 467 - Core 1 (B) 2440 MHz (CH38) 99% Bandwidth

COMMERCIAL-IN-CONFIDENCE

Page 290 of 465



Document 75967136-14 Issue 01
COMMERCIAL-IN-CONFIDENCE

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.31 dB
Ref Level 23.31 dBm

i 403

Center 2.440000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:49:23 PM ||

#Video BW 300 kHz

2
M

PNNNNN

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 468 - Core 1 (B) 2440 MHz (CH38) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.476000 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
6:51:03 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.54 dB
Ref Level 22.00 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.635 MHz|
-0.11 dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 469 - Core 0 (A) 2476 MHz (CH74) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.476000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:52:02 PM ||

Atten: 14 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.54 dB
Ref Level 26.00 dBm

~NTRAA3
(%

#Video BW 300 kHz

2
M

PNNNNN

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 470 - Core 0 (A) 2476 MHz (CH74) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.476000 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
6:53:39 PM

Atten: 12 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.35 dB
Ref Level 24.00 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.650 MHz|
-0.44 dB

Span 15.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 471 - Core 1 (B) 2476 MHz (CH74) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 16 dB PNO: Best Wide
R T -p. COUPiNG DC Corr CCorr Preamp: Off Gate: Off

Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low
NFE: Adaptive Source: Off Sig Track: Off

#Avg Type: Voltage 2
AvglHold: 30/30 "
Trig: Free Run

PNNNNN
. ED Ref Lvl Offset 23.35 dB
Scale/Div 10 dB Ref Level 28.00 dBm

e R e eI
403

Center 2.476000 GHz #Video BW 300 kHz Span 15.00 MHz|
#Res BW 100 kHz

#Sweep 1.00 s (1001 pts)
all Sep 21, 2026
| t) (ﬂ - ? 6:54:42 PM

Figure 472 - Core 1 (B) 2476 MHz (CH74) 6 dB Bandwidth
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Test Configuration
Frequency Range: | 2400-2483.5 MHz Band: | 2.4 GHz
Limit Clause(s): | 15.247 (a)(2) Test Method(s): | C63.106.9.3
RSS-247 5.2 (a) C63.106.9.2
Additional Reference(s): | -
DUT Configuration
Mode: [ FCC+ISED ePA Core 0 + Core 1 HDRP (HDRPM4) Duty Cycle (%):
Antenna Configuration: | Beamforming DCCF (dB):
Active Port(s): | A+B (Core 0+Core 1) Peak Antenna Gain (dBi):
Test Frequency 6 dB Bandwidth (MHz) Limit
(MHz) A 5 c 5 (kHz)
2404 3.000 4.040 - - 2500.0
2440 4.060 3.460 - - 2500.0
2475 4.060 3.460 - - 2500.0
Table 94 - 6 dB Bandwidth Results
Test Frequency 99% Bandwidth (MHz) Limit
(MHz) A 5 c 5 (kHz)
2404 4.740 4.740 - - -
2440 4.740 4.740 - - -
2475 4.740 4.740 - - -

Table 95 - 99% Bandwidth Results

'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2
R T Coupling: DC Corr CCorr Preamp: Off Gate: Off Avg|Hold: 30/30 1

\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off PNNNNN

1 Spectrum Ref Ll Offset 22.46 dB AMKr2 4.74 MHz|
Scale/Div 10 dB Ref Level 22.46 dBm 0.10 dB|

Center 2.40400 GHz #Video BW 300 kHz Span 20.00 MHz|
#Res BW 100 kHz #Sweep 1.00 s (1001 pts)

adl Sep 21,2026 [ /o V7
Ui el | ? 6:56:57 PM | 5 LAY

Figure 473 - Core 0 (A) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.40400 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:57:37 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.46 dB
Ref Level 22.46 dBm

#Video BW 300 kHz

[1]2

M
PNNNNN

AMkr4 3.00 MHz|
-0.25dB

DL1

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 474 - Core 0 (A) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.40400 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
6:58:58 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.24 dB
Ref Level 23.24 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.74 MHz|
0.21 dB|

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 475 - Core 1 (B) 2404 MHz (CH2) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.40400 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 6:59:39 PM ||

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.24 dB
Ref Level 23.24 dBm

#Video BW 300 kHz

[1]2

M
PNNNNN

AMkr4 4.04 MHz|
-0.51 dB

D B

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 476 - Core 1 (B) 2404 MHz (CH2) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.44000 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
7:01:23 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.47 dB
Ref Level 22.47 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.74 MHz|
-0.41dB

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 477 - Core 0 (A) 2440 MHz (CH38) 99% Bandwidth

COMMERCIAL-IN-CONFIDENCE

Page 296 of 465



Document 75967136-14 Issue 01
COMMERCIAL-IN-CONFIDENCE

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |nput: RF
2T Coupling: DC
Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.47 dB
Ref Level 22.47 dBm

S A N SUUN

Center 2.44000 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 7:02:04 PM ||

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 4.06 MHz|
-0.50 dB

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 478 - Core 0 (A) 2440 MHz (CH38) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.44000 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
7:03:27 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.31 dB
Ref Level 23.31 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.74 MHz|
-0.28 dB

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 479 - Core 1 (B) 2440 MHz (CH38) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 8 dB PNO: BestWide  #Avg Type: Voltage 2
R T -p. COUPiNG DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 "

Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low Trig: Free Run
NFE: Adaptive Source: Off Sig Track: Off PNNNNN
Tp— Ref Lul Offset 23.31 dB AMkr4 3.46 MHz
Scale/Div 10 dB Ref Level 20.00 dBm

Center 2.44000 GHz
#Res BW 100 kHz

R

#Video BW 300 kHz Span 20.00 MHz|

#Sweep 1.00 s (1001 pts)

Figure 480 - Core 1 (B) 2440 MHz (CH38) 6 dB Bandwidth

'Spectrum Analyzer 1

Swept SA

KEYSIGHT [Input RF Input Z: 50 Q Atten: 10 dB PNO: BestWide  #Avg Type: Voltage 2

2T Coupling: DC Corr CCorr Preamp: Off Gate: Off AvglHold: 30/30 v
\Align: Partial Freq Ref: Int (S) PW Path: Standard |F Gain: Low Trig: Free Run

NFE: Adaptive Source: Off Sig Track: Off PNNNNN

1 spectrum Ref Lyl Offset 22,53 B AMkr2 4.74 MHz

Scale/Div 10 dB Ref Level 22.53 dBm -0.49dB

Center 2.47500 GHz
#Res BW 100 kHz

0O ? e

#Video BW 300 kHz

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 481 - Core 0 (A) 2475 MHz (CH73) 99% Bandwidth

COMMERCIAL-IN-CONFIDENCE Page 298 of 465



Document 75967136-14 Issue 01
COMMERCIAL-IN-CONFIDENCE

'Spectrum Analyzer 1
Swept SA
KEYSIGHT |nput: RF

Coupling: DC
RT Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

MW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 22.53 dB
Ref Level 22.53 dBm

m

Center 2.47500 GHz

#Res BW 100 kHz

P Sep 21, 2026
i el | ? 7:06:38 PM ||

#Video BW 300 kHz

[1]2
M
PNNNNN

AMkr4 4.06 MHz|
-0.75dB

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 482 - Core 0 (A) 2475 MHz (CH73) 6 dB Bandwidth

'Spectrum Analyzer 1
Swept SA

KEYSIGHT |"DuI‘RF e
Coupling:
RT \Align: Partial

1 Spectrum
Scale/Div 10 dB

Input Z: 50 O
Corr CCorr
Freq Ref: Int (S)
NFE: Adaptive

Center 2.47500 GHz
#Res BW 100 kHz

|9l ?

Sep 21, 2026 |
7:08:02 PM

Atten: 10 dB PNO: Best Wide
Preamp: Off Gate: Off

PW Path: Standard |F Gain: Low
Source: Off Sig Track: Off

#Avg Type: Voltage
Avg|Hold: 30/30
Trig: Free Run

Ref Lvi Offset 23.34 dB
Ref Level 23.34 dBm

#Video BW 300 kHz

2
M

PNNNNN

AMkr2 4.74 MHz|
-0.47 dB

Span 20.00 MHz|
#Sweep 1.00 s (1001 pts)

Figure 483 - Core 1 (B) 2475 MHz (CH73) 99% Bandwidth
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'Spectrum Analyzer 1
Swept SA

KEYSIGHT [Input RF Input Z: 50 O Atten: 10 dB PNO: Best Wide
R T -p. COUPiNG DC Corr CCorr Preamp: Off Gate: Off

Align: Partial Freq Ref: Int (S)  |pW Path: Standard IF Gain: Low
NFE: Adaptive Source: Off Sig Track: Off

#Avg Type: Voltage 12
Avg|Hold: 30/30
Trig: Free Run

PNNNNN
1 Spectrum Ref Lvl Offset 23.34 dB AMkr4 3.46 MHz|
Scale/Div 10 dB Ref Level 23.34 dBm 0.13 dB|

DL1

Center 2.47500 GHz #Video BW 300 kHz Span 20.00 MHz|
#Res BW 100 kHz

#Sweep 1.00 s (1001 pts)
all Sep 21, 2026
| t) (ﬂ - ? 7:08:43 PM

Figure 484 - Core 1 (B) 2475 MHz (CH73) 6 dB Bandwidth
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