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1 Report Summary

1.1 Report Modification Record

Alterations and additions to this report will be issued to the holders of each copy in the form of a
complete document.

Issue

Description of Change

Date of Issue

1

First Issue

10 June 2026

1.2 Introduction

Applicant

Manufacturer

EUT/Sample Identification

Test Specification/Issue/Date

Start of Test
Finish of Test

Name of Engineer(s)

Related Document(s)

COMMERCIAL-IN-CONFIDENCE

Table 1

Apple Inc
Apple Inc
Refer to section 1.6

FCC 47 CFR Part 15B: 2024
ICES-003, Issue 7: 2020
ISED RSS-GEN, Issue 5, A2 (2021-02)

30-April-2026

01-June-2026

Sreemon Jayachandran Nair and Abarajitha Karunakaran
ANSI C63.4: 2014
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1.3 Brief Summary of Results

A brief summary of the tests carried out in accordance with FCC 47 CFR Part 15B, ICES-003 and ISED RSS-GEN is shown below.

Section Specification Clause Test Description Result Comments/Base Standard

Configuration and Mode: AC Powered - Transmitters Idle

2.1 15.107, 3.2.1 and 4.4 Conducted Emissions, AC Power Port Pass ANSI C63.4: 2014

2.2 15.109, 3.2.2 and 4.4 Radiated Emissions Pass ANSI C63.4: 2014

Table 2

COMMERCIAL-IN-CONFIDENCE Page 3 of 20
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14

14

1.4.

1.4.

1.4.

1.5

Product Information

A Technical Description

The equipment under test (EUT) was a desktop computer.

2 EUT Port/Cable Identification
Port Max Cable Length Usage Type Screened
specified
Configuration and Mode: AC Powered - Transmitters Idle
AC Power Port 3m Power AC to DC Power No
adapter with
MagSafe Connector
output
USB Port 1 Tm Power/Data USB Type-C No
USB Port 2 Tm Power/Data USB Type-C No
Audio Jack Port Tm Analogue Audio 3.5 mm Jack No
Output
Table 3
3 Test Configuration
Configuration Description
The EUT was powered from a 120 V 60 Hz AC supply using an AC to DC
power adapter with MagSafe Connector output. PSU Model: A2676
The EUT had the following connections made:
AC Powered

. A mouse was used to terminate USB Port 1.
e A Keyboard was used to terminate USB Port 2.
o A set of headphones was used to terminate the Audio Jack Port.

4 Modes of Operation

Table 4

Mode

Description

Transmitters Idle

The EUT was powered and operating with all internal transmitters disabled.

Deviations from the Standard

Table 5

No deviations from the applicable test standard were made during testing.

COMMERCIAL-IN-CONFIDENCE
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1.6 Identification of the EUT

The table below details identification of the EUT(s) that have been used to carry out the testing within
this report.

Model: A3589

Serial Number Hardware Version Software Version

JR26XY7JXF REV1.0 26A285

Table 6
1.7 EUT Modification Record

The table below details modifications made to the EUT during the test programme.

The modifications incorporated during each test are recorded on the appropriate test pages.

Modification State | Description of Modification still fitted to EUT Modification Fitted By Eﬁ‘tt: dMOd'f'Catm”
Model: A3589, Serial Number: JR26XY7JXF
0 As supplied by the customer Not Applicable Not Applicable
Table 7
1.8 Test Location
TUV SUD conducted the following tests at our Octagon House Test Laboratory.
Test Name Name of Engineer(s) Accreditation
Configuration and Mode: AC Powered - Transmitters Idle
Radiated Emissions Sreem"on Jayachandran Nair and UKAS
Abarajitha Karunakaran
Conducted Disturbance at Mains Terminals Abarajitha Karunakaran UKAS
Table 8
Office Address:
TOV SUD
Octagon House
Concorde Way
Fareham
Hampshire
PO15 5RL

United Kingdom
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2

21

211

215

Test Details

Conducted Emissions, AC Power Port

Specification Reference

FCC 47 CFR Part 15B, ICES-003 and ISED RSS-GEN, Clause 15.107, 3.2.1 and 4.4
Equipment Under Test and Modification State

A3589, S/N: JR26XY7JIXF - Modification State 0

Date of Test

01-June-2026

Test Method

The EUT was setup according to ANSI C63.4, clause 5.2.

The EUT was placed on a non-conductive table 0.8 m above a reference ground plane. A vertical
coupling plane was placed 0.4 m from the EUT boundary.

A Line Impedance Stabilisation Network (LISN) was directly bonded to the ground-plane. The EUT
was located so that the distance between the boundary of the EUT and the closest surface of the LISN
was 0.8 m.

Interconnecting cables that hanged closer than 0.4 m to the ground plane were folded back and forth
in the centre forming a bundle 0.3 m to 0.4 m long.

Input and output cables were terminated with equipment or loads representative of real usage
conditions.

The EUT was configured to give the highest level of emissions within reason of a typical installation as
described by the manufacturer.

A Peak detector pre-scan of the EUT emissions profile was measured across the appropriate
frequency range.

Where all pre-scan peak emissions measured were greater than 20 dB below the CISPR Average test
limit, no final measurements were made in accordance with ANSI C63.4.

Where any pre-scan peak emissions were within 20 dB of the CISPR Average test limit, the six
highest pre-scan emissions seen across the frequency range were measured for at least 15 seconds
using a Peak, Quasi-Peak or CISPR Average detector as appropriate to the test limit being measured
against.

Example Calculation

Quasi-Peak level (dBuV) = Receiver level (dBuV) + Correction Factor (dB)
Margin (dB) = Quasi-Peak level (dBuV) - Limit (dBuV)

CISPR Average level (dBuV) = Receiver level (dBuV) + Correction Factor (dB)
Margin (dB) = CISPR Average level (dBuV) - Limit (dBuV)

COMMERCIAL-IN-CONFIDENCE Page 6 of 20
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2.1.6

21.7

Example Test Setup Diagram

Shielded Enclosure

*  EUT connected to one LISN. Unused LISN measuring port
connectors shall be terminated into 50 Q loads.

»  LISN at least 80 cm from nearest part of EUT chassis.

®  Rear of EUT, including peripherals, shall all be aligned and flush
with rear of tabletop.

e  Rear of tabletop shall be 40 cm removed from a vertical

conducting plane

0.4 meters from vertical

PC running
automated software

X N 0.8 meters
conducting plane that is bonded to the ground plane. ‘V .
e Interconnecting cables that hang closer than 40 cm to the ground e “ “
plane shall be folded back and forth in the center forming a
bundle 30 cm to 40 cm long.
EUT
K )
0.8 meters
LISN
‘ -
Front View
EUT Drive,
Monitoring or
Exercising
Equipment
Power Source
S

Transient
Limiter

Receiver/Spectrum
Analyzer

Environmental Conditions

Ambient Temperature
Relative Humidity
Atmospheric Pressure

Specification Limits

22.2°C
532 %
1011 mbar

Figure 1 - Conducted Emissions Example Test Setup

Required Specification Limits - Class B

Line Under Test Frequ?'\r;lf_iyzg?ange Quasi-P(zaBlL\'l;t)est Limit CISPR Av(zr;ags)Test Limit
0.15t0 0.5 66 to 56" 56 to 46"
AC Power Port 0.5t05 56 46
510 30 60 50

Supplementary information:
Note 1. Decreases with the logarithm of the frequency.

COMMERCIAL-IN-CONFIDENCE
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21.9 Test Results

Results for Configuration and Mode: AC Powered - Transmitters Idle.

This test was performed to the requirements of the Class B limits.

Performance assessment of the EUT made during this test: Pass.

Detailed results are shown below.

Amplitude (dBuV)

Start 0,15 MHz
-10.0

—  Peak Trace

Quasi-Peak Limit |

Average Limit

Stop 30 MHz

Figure 2 - Graphical Results - Live Line

COMMERCIAL-IN-CONFIDENCE

Frequency (MHz) Level (dBuV) Limit (dBuV) Margin (dB) Detector
0.168 36.21 65.00 -28.79 Q-Peak
0.168 23.46 55.00 -31.54 CISPR Avg
0.191 40.52 64.00 -23.48 Q-Peak
0.191 35.48 54.00 -18.52 CISPR Avg
0.213 42.05 63.10 -21.05 Q-Peak
0.213 36.87 53.10 -16.23 CISPR Avg
0.231 37.53 62.40 -24.87 Q-Peak
0.231 29.36 52.40 -23.04 CISPR Avg
0.249 33.04 61.80 -28.76 Q-Peak
0.249 25.94 51.80 -25.86 CISPR Avg
7.193 26.01 60.00 -33.99 Q-Peak
7.193 16.25 50.00 -33.75 CISPR Avg
Table 10

Page 8 of 20




Document 75967127-11 Issue 01
COMMERCIAL-IN-CONFIDENCE

Amplitude (dBuV)
W ow
g &
5 o
«
>
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o
<
.

Start 0,15 MHz
-10.0

Stop 30 MHz

Figure 3 - Graphical Results - Neutral Line
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Frequency (MHz) Level (dBuV) Limit (dBuV) Margin (dB) Detector
0.150 37.84 66.00 -28.16 Q-Peak
0.150 32.05 56.00 -23.95 CISPR Avg
0.172 34.19 64.80 -30.61 Q-Peak
0.172 24.22 54.80 -30.58 CISPR Avg
0.195 39.67 63.80 -24.13 Q-Peak
0.195 32.07 53.80 -21.73 CISPR Avg
0.213 39.67 63.10 -23.43 Q-Peak
0.213 32.75 53.10 -20.35 CISPR Avg
0.231 33.24 62.40 -29.16 Q-Peak
0.231 24.83 52.40 -27.57 CISPR Avg
0.411 32.62 57.60 -24.98 Q-Peak
0.411 21.42 47.60 -26.18 CISPR Avg
Table 11
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2.1.10

Test Location and Test Equipment Used

This test was carried out in EMC Chamber 2.

Calibration Calibration

Instrument Manufacturer Type No TE No | Period .
Expires

(months)
Emissions Software TUV SUD EmX V3.6.1 5125 - Software
Test Receiver Rohde & Schwarz ESW44 5802 12 05-Nov-2026
Transient Limiter Hewlett Packard 11947A 15 12 06-Nov-2026
?‘r;‘:)'e (N-Type to N-Type, | o0 4t Gables 9918-NMNM-7000 | 4617 |12 08-May-2027
Cable Assy 8m (N to N) MWX221-
18GHz Junkosha 08000NMSNMS/B 7051 12 01-July-2026
LISN (CISPR 16, Single | & 4e & Schwarz ESH3-25 1390 |12 05-Feb-2027
Phase)
Thermo Hygro Barometer | R.S Components 1160 7247 12 13-Mar-2027

Table 12

COMMERCIAL-IN-CONFIDENCE
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2.2
2.21

2.2.2

223

224

225

Radiated Emissions

Specification Reference

FCC 47 CFR Part 15B, ICES-003 and ISED RSS-GEN, Clause 15.109, 3.2.2 and 4.4
Equipment Under Test and Modification State

A3589, S/N: JR26XY7JIXF - Modification State 0

Date of Test

30-April-2026 to 01-May-2026

Test Method

The EUT was set up in a semi-anechoic chamber in the centre of a remotely controlled turntable and
placed on a non-conductive table 0.8 m above a reference ground plane.

A Peak detector pre-scan of the EUT emissions profile was measured across the appropriate
frequency range while varying the antenna-to-EUT azimuth and polarisation. Measurements were
made using a 3 m distance between the declared antenna measurement point and the EUT.

Where all pre-scan peak emissions measured were greater than 20 dB below the test limit, no final
measurements were made in accordance with ANSI C63.4.

Where any pre-scan peak emissions were within 20 dB of the test limit, the six highest pre-scan peak
emissions seen across the frequency range were maximised by adjusting antenna height, polarisation

and angle and then measured for at least 15 seconds using a Peak, Quasi-Peak or CISPR Average
detector as appropriate to the test limit being measured against.

Example Calculation

Below 1 GHz:

Quasi-Peak level (dBpV/m) = Receiver level (dBpV) + Correction Factor (dB/m)
Margin (dB) = Quasi-Peak level (dBuyV/m) - Limit (dBuV/m)

Above 1 GHz:

CISPR Average level (dBuV/m) = Receiver level (dBuV) + Correction Factor (dB/m)
Margin (dB) = CISPR Average level (dBuV/m) - Limit (dBuV/m)

Peak level (dBuV/m) = Receiver level (dBuV) + Correction Factor (dB/m)
Margin (dB) = Peak level (dBuV/m) - Limit (dBuV/m)

COMMERCIAL-IN-CONFIDENCE Page 11 of 20
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2.2.6 Example Test Setup Diagram
Semi-anechoic Chamber
Mast
I am EUT
Co Antenna,
| Absorbant Material 0.8m
prmmmeey pmmmeeses ' (Measurements > 1 GHz)
:P '_: RF | 1-4m
F1E-AMD Fiter(s) J{
femmmmmee (R S [
Turntable |
|
|
Mast Control  |--------3 :--{ Tumtable Control |
Remote i ;
Measuring H
Access Spectrum Analyser — A" ¥ p----------
Device Computer
jAntenna is boresighted for measurements > 1 GHz.
i Distance from antenna to EUT is 1 m for measurements > 18 GHz.
Figure 4 - Radiated Emissions Example Test Setup
227 Environmental Conditions
Ambient Temperature  22.2 —-21.4°C
Relative Humidity 30.3-43.3 %
Atmospheric Pressure  1015.0 — 1009.0 mbar
2.2.8 Specification Limits
Required Specification Limits, Field Strength - Class B Test Limit at a 3 m Measurement Distance
Test Limit Test Limit
Frequency Range (MHz) (WV/m) (dBuV/m)
30to 88 100 40.0
88 t0 216 150 43.5
216 to 960 200 46.0
Above 960 500 54.0
Supplementary information:
Note 1. A Quasi-peak detector is to be used for measurements below 1 GHz.
Note 2. A CISPR Average detector is to be used for measurements above 1 GHz.
Note 3. The Peak test limit above 1 GHz is 20 dB higher than the CISPR Average test limit.
Table 13
COMMERCIAL-IN-CONFIDENCE Page 12 of 20
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229 Test Results

Results for Configuration and Mode: AC Powered - Transmitters Idle.
This test was performed to the requirements of the Class B limits.
Performance assessment of the EUT made during this test: Pass.
Detailed results are shown below.

Highest frequency generated or used within the EUT: 6 GHz
Which necessitates an upper frequency test limit of: 30 GHz

Qrk
250 atk v

Level (dBuv/m)

20.0 apk
v
ark
v

Start 30 MHz. Stop 1000 MHz

Figure 5 - 30 MHz to 1 GHz, Quasi-Peak, Horizontal

Frequency (MHz) '(‘:I‘B’S{/ m) '(‘(;rgtv iy |Margin (dB) | Detector Angle (°) Height (cm) |Polarisation
31.858 16.09 40.00 -23.91 Q-Peak 152 369 Horizontal
87.007 23.67 40.00 -16.33 Q-Peak 1 400 Horizontal
552.928 18.43 46.00 -27.57 Q-Peak 215 138 Horizontal
758.754 20.76 46.00 -25.24 Q-Peak 202 197 Horizontal
869.280 22.34 46.00 -23.66 Q-Peak 215 171 Horizontal
955.738 24.54 46.00 -21.46 Q-Peak 257 392 Horizontal
Table 14
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—  Peak Trace

—  Limit

uk |

Level (dBuV/m)

afk
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250 NN\A ‘i ail

10.0

50 r

50

Start 30 MHz Stop 1000 MHz
Figure 6 - 30 MHz to 1 GHz, Quasi-Peak, Vertical
Frequency (MHz) Level Limit Margin (dB) |Detector Angle (°) Height (cm) | Polarisation
quency (dBuV/m) | (dBuV/m) 9 9 9
30.860 18.09 40.00 -21.91 Q-Peak 174 100 Vertical
38.993 22.01 40.00 -17.99 Q-Peak 87 106 Vertical
40.506 25.31 40.00 -14.69 Q-Peak 350 109 Vertical
43.481 23.37 40.00 -16.63 Q-Peak 101 103 Vertical
80.430 6.08 40.00 -33.92 Q-Peak 236 345 Vertical
144.398 24.28 43.50 -19.22 Q-Peak 261 104 Vertical
Table 15
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70.0

Level {dBuV/m)

4z

0.0

<

Start 1000 MHz

av
v

Stop 30000 MHz

-10.0

Figure 7 - 1 GHz to 30 GHz - Peak & CISPR Average, Horizontal

1om

COMMERCIAL-IN-CONFIDENCE

Frequency (MHz) I(':gzl\//m) I('(;r;::wm) Margin (dB) | Detector Angle (°) Height (cm) | Polarisation
1113.000 37.77 74.00 -36.23 Peak 313 197 Horizontal
1113.000 25.46 54.00 -28.54 CISPRAvg |[313 197 Horizontal
1335.500 36.09 74.00 -37.91 Peak 360 210 Horizontal
1335.500 22.95 54.00 -31.05 CISPR Avg | 360 210 Horizontal
7114.500 38.44 74.00 -35.56 Peak 261 260 Horizontal
7114.500 26.89 54.00 -27.11 CISPR Avg | 261 260 Horizontal
21985.960 45.48 83.50 -38.02 Peak 271 100 Horizontal
21985.960 35.29 63.50 -28.21 CISPR Avg | 271 100 Horizontal
24920.299 45.07 83.50 -38.43 Peak 55 100 Horizontal
24920.299 34.11 63.50 -29.39 CISPR Avg |55 100 Horizontal
26086.541 46.58 83.50 -36.92 Peak 120 100 Horizontal
26086.541 35.37 63.50 -28.13 CISPRAvg |120 100 Horizontal
Table 16
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Level {dBuV/m)

70.0

0.0

<
<z
<%

Start 1000 MHz

<%

av a
v v

Stop 30000 MHz

-10.0

Figure 8 - 1 GHz to 30 GHz - Peak & CISPR Average, Vertical

1om
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Frequency (MHz) I(‘(fgﬁl\//m) I(.(ijrgi:v/m) Margin (dB) |Detector Angle (°) Height (cm) | Polarisation
1111.000 29.40 70.00 -40.60 Peak 6 201 Horizontal
1111.000 16.50 50.00 -33.50 CISPRAvg |6 201 Horizontal
1223.000 27.48 70.00 -42.52 Peak 350 273 Horizontal
1223.000 15.77 50.00 -34.23 CISPR Avg |350 273 Horizontal
2813.500 24.88 70.00 -45.12 Peak 5 355 Horizontal
2813.500 12.89 50.00 -37.11 CISPRAvg |5 355 Horizontal
3529.000 26.28 74.00 -47.72 Peak 41 380 Horizontal
3529.000 14.26 54.00 -39.74 CISPRAvg |41 380 Horizontal
3696.000 27.20 74.00 -46.80 Peak 85 271 Horizontal
3696.000 14.51 54.00 -39.49 CISPR Avg (85 271 Horizontal
5503.000 27.13 74.00 -46.87 Peak 153 374 Horizontal
5503.000 15.33 54.00 -38.67 CISPRAvg |153 374 Horizontal
Table 17
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2.210 Test Location and Test Equipment Used

This test was carried out in EMC Chamber 12.

Calibration Calibration

Instrument Manufacturer Type No TE No | Period .

Expires

(months)
3m Semi-Anechoic MVG EMC Chamber 12 | 5621 |36 07-Aug-2026
Chamber
Emissions Software TUV SUD EmX V3.6.1 5125 - Software
Test Receiver Rohde & Schwarz ESW44 5382 12 09-Oct-2026
Tumtable & Mast Maturo Gmbh NCD/498/2799.01 |5612 |- TU
Controller
Tilt Antenna Mast Maturo Gmbh TAM 4.0-P 5613 - TU
Cable (K-Type to K-Type, MWX241- i
2 m) Junkosha 02000KMSKMS/B 5934 12 12-Jun-2026
Cable (2.92 mm(f)-N(m), 2 MWX241-
m) Junkosha 02000KFSNMS/B 6332 12 03-0ct-2026
Cable (N-Type to N-Type, MWX221- R
8 m) Junkosha 08000NMSNMS/B 7054 12 01-Jun-2026
Broadband Pre-Amplifier
(0.5 - 18 GHz) Schwarzbeck BBV 9718 D 5882 12 20-Apr-2027
Pre-Amplifier (18 GHz to |\ 4, NARDA DB02-0447 | 237 12 30-Apr-2026
40 GHz)
Antenna (Bi-Log, 30 MHz
t0 1 GHz) Teseq CBL6111D 5615 24 24-Apr-2027
Antenna (DRG, 1 GHz to
10.5 GHz) Schwarzbeck BBHA9120B 5611 12 14-Sep-2026
Antenna (DRG, 7.5 GHz | gopuarzheck HWRD750 5610 |12 29-Nov-2026
to 18 GHz)
Antenna (DRG, 18 GHz 10 | | iy wicrotek Ltd AM180HA-K-TU2 | 230 24 08-Oct-2026
40 GHz)
Thermo Hygro Barometer | R.S Components 1160 7247 12 13-Mar-2027
Table 18

TU - Traceability Unscheduled

COMMERCIAL-IN-CONFIDENCE
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3 Test Equipment Information
31 General Test Equipment Used
Calibration Calibration
Instrument Manufacturer Type No TE No [ Period .
Expires
(months)
Milliohm Meter VICI 2682132 7012 12 21-May-2026

Table 19

COMMERCIAL-IN-CONFIDENCE
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4 Incident Reports

No incidents reports were raised.
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5 Measurement Uncertainty

For a 95% confidence level, the measurement uncertainties for defined systems are:

Test Name Measurement Uncertainty
Conducted Emissions, AC Power Port 150 kHz to 30 MHz, LISN +3.30 dB
Radiated Emissions 30 MHz to 1 GHz, Bilog Antenna +5.17 dB

1 GHz to 6 GHz, Horn Antenna +5.05 dB
6 GHz to 18 GHz, Horn Antenna +4.94 dB
18 GHz to 40 GHz, Horn Antenna +6.28 dB

Table 20
Worst case error for both Time and Frequency measurement 12 parts in 108.

Measurement Uncertainty Decision Rule

Determination of conformity with the specification limits is based on the decision rule according to IEC
Guide 115:2021, Clause 4.4.3 (Procedure 2). The measurement results are directly compared with the
test limit to determine conformance with the requirements of the standard.

Risk: The uncertainty of measurement about the measured result is negligible with regard to the final
pass/fail decision. The measurement result can be directly compared with the test limit to determine
conformance with the requirement (compare IEC Guide 115). The level of risk to falsely accept and
falsely reject items is further described in ILAC-G8.
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