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Client Element Certiflcate No. 5G-Veri10-1006_Oct25
Morgan HIll, USA

[ CALIBRATION CERTIFICATE

Object 5G Verification Source 10 GHz - SN: 1006/ Hiy 12/06)2025

Callbration procedure(s) QA CAL-45.v6
Calibration procedure for sources in air > 6 GHz

Calibration date QOctober 7, 2025

This calibration certilicate documents the traceability to national standards, which realize the physical units of measurements (SI).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been canducted in the closed laboratory facility: environment temperature (22 +3)°C and humidity < 70%.

Calibration Equipment used {(M&TE critical for calibration)

Primary Standards D Cal Date (Cerlificate No.) Scheduled Cal
Reference Probe SPEAG EUmmWV3 | 8N:9374 26-Aug-25 (No. Eumm_9374_Aug25) Aug-26

DAEdip SN: 1602 06-Nov-24 (No. DAE4ip-1602_Nov24) Nov-25
Sscondary Standards ID Check Dale {In house) Scheduled Check
Signal Generator R&S SMF100A SN: 100184 26-Nov-24 (No. 5G-Source-Cal-IHC-202411) | Nov-25

Power Sensor R&S NRP185-10 SN: 101258 26-Nov-24 (No. 5G-Source-Cal-IHC-202411} | Nov-25

Network Analyzer Keysight EG063A SN: MY54504221 30-Sept-24 (No. 675-CAL18-S4489-5ep24) Sep-26

Name Function Signature

Calibrated by Joanna Uleshal Laboratory Techniclan ! , M
Approved by * Gven Kihn Technical Manager m

lssued: October 7, 2025
This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Accrediled by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service Is one of the slgnatorles to the EA
Multilateral Agreement for the recognition of callbratlon certificates

Glossary

CW Continuous wave

Calibration is Performed According to the Following Standards

« Internal procedure QA CAL-45, Calibration procedure for sources in air above 6 GHz.
+ |EC/IEEE 63195-1, "Assessment of power density of human exposure to radio frequency fields from wireless devices In
close proximity to the head and body (frequency range of 6 GHz to 300 GHz)", May 2022

Methods Applied and Interpretation of Parameters

« Coordinate System: z-axis in the waveguide horn boresight, x-axis is in the direction of the E-field, y-axis normal to the
others in the field scanning plane paralle! to the horn flare and horn flange.

» Measurement Conditions: (1) 10 GHz: The radiated power is the forward power to the horn antenna minus ohmic and
mismatch loss. The forward power is measured prior and after the measurement with a power sensor. During the

measurements, the horn is directly connected to the cable and the antenna chmic and mismatch losses are determined by

far-field measurements. {2) 30, 45, 60 and 90 GHz: The verificalion sources are swilched on for at least 30 minutes.
Absorbers are used around the probe cub and at the ceiling to minimize reflections.
« Horn Positioning: The waveguide horn is mounted vertically on the flange of the waveguide source to allow vertical
positioning of the EUmmW probe during the scan. The plane is parallel to the phantom surface. Probe distance is verified
using mechanical gauges positioned on the flare of the horn.
E-field distribution: The E-field is measured in iwo x-y-planes (10mm, 10mm + A/4) with a vectorial E-field probe. The
E-field value stated as calibration value represents the E-field-maxima and the averaged (1em? and 4cm?) power density
values at 10mm in front of the horn.
Field polarizatior: Above the open horn, linear polarization of the field Is expected. This is verified graphically in the field
representation.

Calibrated Quantity

+ Local peak E-field (V/m) and average of peak spatial components of the poynting vector (W/m?) averaged over the surface

area of 1 cm? and 4cm? at the nominal operational frequency of the verification source. Both sguare and circular averaging

results are listed.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds to a coverage probability of approximately 95%.

Certificate No: 5G-Veri10-1006_Oct25 Page 20of 8




5G Verification Source 10 GHz - SN: 1006

Measurement Conditions

DASY system configuration, as far as not given on page 1.

October 7, 2025

DASY Verslon DASYS Module mmWave V3.2
Phantom 5G Phantom
Distance Horn Aperture - plane 10 mm

Number of measured planes

2 (10mm, 10mm + A/4)

Frequency

10.0 GHz + 10 MHz

Calibration Parameters, 10 GHz

Circular Averaging

Distance Horn 1 " . Avg Power Density
Aperture to Prad Max E-field | Uncertainty Avg ( psPDn+, psPDlol+, psPDMod-) Uncertainty
Measuremant Plane| (™) (Vi) (k=2) (W/m?) (k=2)
1cm? 4cm?
10 mm 93.3 153 1.27 dB 59.8 55,7 1.28 dB
Distance Horn 1 . . Power Density .
Aperture to Prad Max E-field | Uncertainty psPDN+, psPDtot+, psPDmod:+ Uncertainty
Measurement Plane| ™) (Vi) k=2) (Wim2) (k=2)
1cm? 4cm?®
10 mm 93.3 153 1.27 dB 59.5, 59.8, 60.2 55.3, 55.8, 56.1 1.28 dB
Square Averaging
Distance Horn " : . Avg Power Density ;
Aperture to Prad Max E-field | Uncertainly Avg ( psPDn+, psPDiot+, psPDmod+) Uncertainly
Measurement Plane| M%) {Vim) k=2) (Wim2) k=2)
1em? 4¢cm?
10 mm 93.3 153 1.27 dB 59.8 55.6 1.28 dB
Distance Horn 1 . . Power Density .
Aperture to Prad Max E-field | Uncertainty psPDN+, psPDIot+, psPDmods+ Uncerlainty
Measurement Plang| (W) (v/m) (k=2) (W/m2) k=2)
1cm? 4cm?
10 mm 93.3 153 1.27dB 59.5, 59.8, 60.2 55.2, 55.7, 56.0 1.28dB
Max Power Density
Df;i?ffr;lgn Prad’ Max E-field | Uncertainty Masancé\gr Ilz‘sglsl ity Uncertainty
Measurement Plane|  (™™) (vim) ke=2) (Wim?) k=2)
10 mm 93.3 163 1.27 dB 61.0, 61.3,61.7 1.28 dB

1 Assessed ohmic and mismalch loss plus numerical offset: 0.30 dB

Coertificate No: 5G-Veri10-1006_0ct25
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5@G Verification Source 10 GHz - SN: 1006

Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parametiers

Qctober 7, 2025

Impedance, transformed to feed point 49.00-1.2jO

Return Loss -36.3dB

Impedance Measurement Plot

S11 Smith (R+jX) Scale 1.00
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5G Verification Source 10 GHz - SN: 1006

DASY Report
Measurement Report for 5G Verlflcatlon Source 10 GHz, UID 0 -, Channel 100¢0.0 (10000.0 MHz)

Device Under Test Propertles

QOctober 7, 2025

Model, Manufacturer Dimenslons [mm] IME|

DUT Type

5G verlficatlen Source 10 GHz 1000 x 100.0 x 172.0 SN: 1006

Exposure Condltlons

Phantom Sectlon Posltion, Test Distance [mm) Band Group, UID Frequency [MHz], Channel Number

Converslon Factor

5G- 10.0 mm Valldatlon band W, 0-- 10000.0,10000

Hardware Setup

Phantom Medlum Probe, Callbration Date DAE, Calibration Date
mmWave Phantom - Alr - EUmmWY3 - SN9374_F1-55GHz, 2025-08-26 DAE4|p - SN1602, 2024-11-06
Scans Setup Measurement Results
Sensor Surface [mm] . 10.0 Scan Type 5G Scan
MAIA MALA not used Date 2025-10-07
Avg. Area fom?] 1.00

Avg. Type Clrcular Averaging
0sPDn+ [W/m?] 59.5
psPDtot+ w/mé] 50.8
psPDmod+ [W/m?] 60.2
Max{sn} W/m?] 61.0
Max(Stot) (W/m?] 613
Max([Stot]) [W/m?] 61.7
Epmax [VIm] 153
Power Drift [dB) 0.02

sl [LOmm2, cire) [Winn2|
T0

Ceriificate No: 5G-Veri10-1006_0ct25 Page 50f8




5G Verification Source 10 GHz - SN: 1006

DASY Report
Measurement Report for 5G Verlficatlon Source 10 GHz, UID 0 -, Channel 10000.0 (10000.0 MHz)

Device Under Test Propertles

October 7, 2025

Model, Manufacturer Dimeaslons [mm]

IMEI

DUT Type

5G Veriflcatlon Source 10 GHz 100.0 x 100.0 x 172.0

SN: 1006

Exposure CondItlons

Phantom Section Pasttlon, Test Distance [mm) Band Group, UID

Frequency [MHz], Channel Number

Converslon Factor

5G - 10.0 mm Valldatlon band W, 0-- 10000.0,10000

1.0

Hardware Setup
Phantom Medlum Probe, Callbration Data DAE, Callbration Date
mmWave Phantom - Alr - EUmmWY3 - SN9374_F1-55GHz, 2025-08-26 DAE4Ip - SN1602, 2024-11-06
Scans Setup Measurement Results
Sensor Surface [mim] 10.0 Scan Type 56 Scan
MAIA MALA not used Date 2025-10-07
Avg. Area [em?] 4.00

Avg. Type Clrcular Averaging
psPDA+ [W/m?] 55.3
psPDtot+ [W/m?] 55.8
psPDmod+ pW/m?] 56.1
Max{5n) [W/m?) 61.0
Max{Stot} W/m?] 61.3
Max(|Stot]) W/m?) 61.7
Emax [Vim] 153
Power Dr|ft [dB]} 0.02

Cerlificate No: 5G-Veri10-1006_0¢t25 Page 6 of 8




5G Verification Source 10 GHz - SN: 1006

DASY Report
Measurement Report for 5G Verlficatlon Source 10 GHz, UID 0 -, Channel 10000.0 (10000.0 MHz)

Device Under Test Propertles

October 7, 2025

Model, Manufacturer DIimenslons {mm]

IMEl

DUT Type

SG Verificalion Source 10 GHz 100.0 x 100.0 x 172.0

SN: 1006

Exposure Condltions
Phantom Section Positlon, Test Distance [mm] Band Group, UID Frequency [MHz], Channel Number Converslon Factor
5G - 10.0 mm Valldatlon band oW, 0-- 100:04.0,10000

Hardware Setup
Phantom Medium Prabe, Callbration Date DAE, Calbratlon Date

mmWave Phantom - Alr - EUmmWY3 - SN9374_F1-55GHz, 2025-08-26

DAE4Ip - SN1602, 2024-11-06

Scans Setup Measurement Results

Sensor Surface [mm] 10,0 Scan Type 5G Scan
MALA MAIA not used Date 2025-10-07
1.00

Avg. Area [em?]

Avg. Type Square Averaging
psPDA+ (W/m?] 59.5
psPDLoL+ (W/m?] 59.8
psPDmod-+ (W/m2] 60.2
Max(5n) W/m?] 61.0
Max(Ston) tw/m?| 61.3
Max([Stot]) [W/m?] 61.7
Ernay V/m] 153
Power Drift [dB] 0.02

SPOWL [LOrmz, sof [Wnn2]
mn
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5G Verification Source 10 GHz - SN: 1006 Oclober 7, 2025

DASY Report
Measurement Report for 5G Verlflcatlon Source 10 GHz, UID 0 -, Channel 10000.0 (10000.0 MHz)

Device Under Test Propertles

Model, Manufacturer Dimensions (mm] IMEI DUT Type

5G Verlfication Source 10 GHz 1000 x 1000 x 172.0 SN: 1006 -

Exposure Conditlons

Phantom Sectlon Posltlon, Test Distance [mm) Band Group, UID Frequency [MHz], Channel Number Converslon Factor

5G- 10.0 mm Validatlon band W, 0-- 10000,0,10000 1.0

Hardware Setup

Phantom Medium Probe, Caltbration Date DAE, Callbratlon Date
mmWave Phantomn - Alr - EUmmWY3 — SN9374_F1-55GHz, 2025-0B-26 DAEdIp - SN1G02, 2024-11-06
Scans Setup Measurement Results

Sensor Surface [mm] 10.0 Sean Type 5G Scan

MALA MAIA not used Date 2025-10-07
Avg, Area [em?) 4.00
Avg. Type Square Averaging
psPON+ [W/m?) 55.2
psPDtot+ W/m? 55.7
psPDmod+ Wrm?] 56.0
Max(Sn) [w/m?] 61.0
Max(stor) [W/m?] 61.3
Max{|Stot|} [(W/m?] 61.7
Emax [V/M] 153
Power Drift [dB) 0.02
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Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland
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S Schwelzerlscher Kallbrierdlenst

c Service sulsse d'étalonnage
Servizio svizzero di taratura

S Swiss Callbration Service

Accreditation No.: SCS 0108

The Swiss Accreditation Service is one of the signatories to the EA
Multilateral Agreement for the recognition of callbration certlficates

Element
Morgan HIll, USA

Client

Cerlitlcate No.

CLA13-1004_Nov25

[ CALIBRATION CERTIFICATE

Object

Calibration procedure(s)

Callbration date

CLA13 - 8N: 1004

QA CAL-15.vi12
Calibration Procedure for SAR Validation Sources below 700 MHz

November 7, 2025

Calibration Equipment used (M&TE critical for calibration)

\/HN n/21/25

This calibration cerlilicate documents the traceability to national standards, which realize the physical unils of measurements (Sl}.
The measurements and ihe uncerlainties with confldence probability are given on the following pages and are part of the certificate.

All calibralions have been conducted in the closed laboratory facility: environment temperature (22 +3)°C and humidity <70%.

Primary Standards ID Cal Date (Cerlificate No.) Scheduled Cal
Power Sensor R&S NRP-33T SN: 100267 | 29-Oct-25 (No, Part of L1407) Oct-26

Power Sensor R&S NRP18A SN: 101859 | 0B6-Feh-25 (No. 4030A315009541) Feb-26
Spectrum Analyzer R&S F3V40 SN: 101832 | 29-Jan-25 (No. 4030A315009658) Jan-26

3.5mm mismatch combination SN: 1152 24-Mar-25 (No. 217-04293) Mar-26

OGP DAK-12 SN: 1016 16-Sept-25 (No. OCP-DAK12-1016_Sep25) Sep-26

OCP DAK-3.5 SN: 1249 16-Sept-25 (No. OCP-DAK3.5-1249_Sep25) Sep-26
Reference Probe EX3DV4 SN: 3877 06-Jan-25 {No. EX3-3877_dJdan25} Jan-26
DAEdip SN: 1836 04-Sept-25 (No. DAE4ip-1836_Sep25) Sep-26
Secondary Standards ID Check Date (in house) Scheduled Check
ACAD Setup 1 SN: 1000 27-May-25 (No, 675-ACAD_Source_Box-250527) | May-26

Signal Generator R&S5 SMB100A SN: 182081 | 27-May-25 (No. 675-CAL16-54588-250527) May-26
Mismatch; SMA SN: 1102 24-Apr-25 (No. 675-Mismatch_SMA-250424) Apr-26

QCP DAK-12 SN: 1029 27-Feb-25 (No. OCP-DAK12-1028_Feb25) Feb-26

QCP DAK-3.5 SN: 1336 09-Dec-24 (No. OCP-DAK3.5-1336_Dec24) Dec-25

Name
Calibrated by Paulo Pina
Approved by Sven Kilhn

Function

Laboratory Technician

Signature

:
Technical Manager f ﬂ / /M

Issued: November 11, 2025

This catibration certificate shall not be reproduced except in full without written approval of the laboratory.

Certificate No: CLA13-1004_Nov25
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S Schwelzerischer Kallbrierdlenst

c Service sulsse d'étalonnage
Servizlo svizzero di taratura

S Swiss Callbration Service

Calibration Laboratory of
Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accredliation Service is one of the signatories to the EA
Multllateral Agreement for the recognition of callbration certlficates

Glossary

TSL tissue simulating liquid
ConvF  sensitivity in TSL /NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards

» IEC/IEEE 62209-1528,"Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528: Human Models,
Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020,

» KDB 865664, "SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation
- DASY System Handbook

Methods Applied and Interpretation of Parameters

« Measurement Conditions: Further details are available from the Validation Report at the end of the certificate. All figures
stated in the certificate are valid at the frequency indicated.

« Antenna Paramelers with TSL: The source is mounted in a touch configuration below the center marking of the fiat phantormn,

« Return Loss: This parameter is measured with the source positioned under the liquid filled phantom (as described in the
measurement condition clause). The Return Loss ensures low reflected power. No uncertainly required.

+ SAR measured: SAR measured at the stated antenna input power.

» SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna connecior.

« SAR for nominal TSL parameters: The measured TSL parameters are used to calculale the nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds 1o a coverage probability of approximately 95%.

Cerlificate No: CLA13-1004_Noveb Page 2 ot 6




CLA13 -S8N: 1004 November 7, 2025

Measurement Conditions

DASY system configuration, as far as not gi\}en on page 1.

DASY Version DASY8 Module SAR 17.0.2
Extrapolation Advanced Extrapolation

Phantom ELI8 Flat Phantom

EUT Positioning Touch Position

Zoom Scan Resolutlon dx, dy = 6mm, dz = 1.5mm Graded Ratio = 1.5 mm (Z direction)
Frequency 13MHz +1MHz

HSL parameters at 13 MHz

The following parameters and calculations were applied,

Temperalure Permittivity Conductivity
Nominal HSL parameters 22.0°C 55.0 0.75 mho/m
Measured HSL parameters {(22.0 £0.2)°C 52.6 6% 0.72 mho/m 6%
HSL temperature change during test <05°C

SAR result with HSL at 13 MHz

SAR averaged over 1 cm® (1 g) of HSL Condition
SAR for nominal HSL parameters 30 dBm input power 0.585 W/kg +£18.4% (k=2)
SAR averaged over 10 cm? (10 g) of HSL Condition
SAR for nominal HSL parameters 30 dBm input power 0.358 W/kg +18.0% (k=2)

Certificate No: CLA13-1004_Nov25 Page 3 of 6




CLA13 - SN: 1004

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with HSL at 13 MHz

November 7, 2025

Impedance,iransformed to feed point 56.40-1.1j0

Return Loss -24.3 dB

Additional EUT Data

Manufactured by SPEAG

Certificate No: CLA13-1004_Nov25 Page 40t 6




CLA13 - SN: 1004

System Performance Check Report

November 7, 2025

Summary
Dipole Frequency [MHz} TSL Power [dBm)]
CLA13 - SN1004 13 ' HS5L 30

Exposure Condltlons

Phantom Section, TSL  Test Distance [mm]  Band  Group, UID  Frequency [MHz), Channel Number  Conversion Factor  TSL Conductivity [S/m]  TSL Permittivity
Flat 0 W, 0-- 13,6 15.48 0.72 52.6
Hardware Setup
Phantoem TSL, Measured Date Probe, Callbratlon Date DAE, Callbration Date
ELI VB.0O-1 HSL, 2025-11-07 EX3Dv4 - SN3877, 2025-01-06 DAE4Ip 501836, 2025-049-04
Scans Setup Measurement Results
Zopm 5can Zoom Scan
Grid Extents [mm) 30 x30x 30 Date 2025-11-07
Grid Steps [mm] 6.0x6.0x1.5 psSAR1g [W/Kg) 0.585
Senser Surface [mm) 1.4 psSAR10g [W/Kg) 0.358
Graded Grid Yes Power Drift [d&] 0.00
Grading Ratlo 1.5 Power Scallng Disabled
MALA N/A Scaling Factor [dB)
Surface Detectlon VMS + Gp TSL Correctlon Posltive / Negathve
Scan Method Measured

Interpol:

a

2 BAR [AB]

0dB =1.14 W/Kg
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CLA13 - SN: 1004

Impedance Measurement Plot for HSL

November 7, 2025

S11 Smith (R+jX) Scale 1.00
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)
22

</
a
N
N
A

10.00

500l >1 13.000000 MHz -24.297 dB

0.00
-5.00
-10.00
-15.00
-20.00
-25.00
-30.00
-35.00 | S !

|
|
|
|
|

10.00 11.00 12.00 13.00 14.00

16.00
MHz

Cerlificate No: CLA13-1004_Nov25 Page 6 of 6




S Schweizerlscher Kallbrierdienst

c Service sulsse d'étalonnage
Servizlo svizzero dl taratura

S Swiss Callbration Service

Calibration Laboratory of
Schmid & Partner

Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.; SCS 0108
The Swiss Accreditatlon Service Is one of the signatories to the EA
Multllateral Agreement for the recognitfon of callbration certificates

Cllent Element Cerllficate No. D2450V2-855_Nov25 .
Morgan HIll, USA

rCALIBRATION CERTIFICATE

Object D2450V2 - SN: 855 / W |2/ot 2028

Calibration procedure(s) QA CAL-05v13
Calibration Procedure for SAR Validation Sources between 0.7 - 3 GHz

Calibration date November 10, 2025

This calibration certificate documents the Iraceabllity to national standards, which realize the physical units of measurements (SI).
The measurements and the uncertainties with confidence probability are given on the following pages and are part of the certificale.

Al calibrations have been conducted in the closed laboratory facility: environment temperature (22 + 3)°C and humidity < 70%.

Calibration Equipment used (M&TE crilical for callbration}

Primary Standards ID Cal Date (Certiflcate No.} Scheduled Cal
Power Sensor R&S NRP-33T SN: 100967 | 28-Oct-25 (No. Part of L1407) Ocl-26
Power Sensor R&S NRP18A "'SN: 101858 | 08-Feb-25 (No. 4030A315009541) Feb-26
Spectrum Analyzer R&S FSV40 SN: 101832 | 29-Jan-25 (No. 4030A315009658}) Jan-26
3.5mm rismatch combination SN: 1152 24-Mar-25 (No. 217-04293} Mar-26
OCP DAK-12 SN: 1016 16-Sept-25 (No. OCP-DAK12-1016_Sep25) Sep-26
OCP DAK-3.5 SN: 1249 16-Sept-25 (No. OCP-DAK3.5-1249_Sep2b) Sep-26
Reference Probe EX3DV4 SN: 7349 10-Jan-25 (No. EX3-7349_Jan25) Jan-26
DAE4ip SN: 1836 04-Sept-25 (No. DAE4ip-1836_Sep25) Sep-26
Secondary Standards ID Check Date (in houss) ‘ Scheduled Check
AGAD Setup 1 SN: 1000 27-May-25 {No. 675-ACAD_Source_Box-250527) | May-26
Signal Generator R&S SMB100A SN: 182081 | 27-May-25 (No. 675-CAL16-54588-250527) May-26
Mismatch; SMA SN: 1102 24-Apr-25 (No. 675-Mismatch_SMA-250424) Apr-26
OCP DAK-12 SN: 1029 27-Feb-25 (No. OCP-DAK12-1029_Feb25) Feb-26
OCP DAK-3.5 SN: 1336 09-Dec-24 (No. OCP-DAK3.5-1336_Dac24) Dec-25

Name Funection Signature
Calibrated by Paulo Pina Laboratory Technlcian
Approved by Sven Kihn Technleal Manager

Issued: Novamber 10, 2025
This calibration certificate shall not be reproduced except In full without written approval of the laboratory.
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SChfﬂld & Partner M C Servizio svizzero dl taratura

Engineering AG f,/'//:\"\\g S Swiss Callbratlon Service

Zeughaussirasse 43, 8004 Zurich, Switzerland S

Accredited by the Swiss Accredltation Service (SAS) Accreditation No.: SCS 0108

The Swiss Accreditation Service Is one of the slgnatorles to the EA
Muitilateral Agreement for the recognition of callbration certificates

Glossary

TSL tissue simulating liguid
ConvF  sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed‘According to the Following Standards

+ IEC/IEEE 62209-1528,"Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528: Human Models,
Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)", Oclober 2020.

KDB 865664, "SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation
» DASY System Handbook

Methods Applied and Interpretation of Parameters

« Measuremen{ Condilions: Further details are available from the Validation Report at the end of the certificate. All figures
stated in the certificate are valid at the frequency indicated.

» Antenna Parameters with TSL: The dipols is mounted with the spacer to position its feed point exactly below the center

marking of the flat phantom section, with the arms oriented parallel to the body axis.

Feed Point Impedance and Return Loss: These parameters are measured with the dipole positioned under the liquid filled

phantem. The impedance stated is transformed from the measurement at the SMA connector to the feed point. The Return

Loss ensures low reflected power. No uncertainty required.

Elsctrical Delay: One-way delay between the SMA connector and the antenna feed point. No uncertainty required.

+ S5AR measured: SAR measured at the stated antenna input power.

» SAR normalized: SAR as measured, normalized to an input power of 1 W al the antenna connector.

* SAR for nominal TSL parameters: The measured TSL paramsters are used to calculate the nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds to a coverage probability of approximately 95%.

Certificate No: D2450V2-855_Nova5s Page 2 of 6




D2450V2 - SN: 855 November 10, 2025

Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASY8 Mcdule SAR 17.0.2
Extrapoclation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with spacer

Zoom Scan Resolutlon dx, dy = 5mm, dz = 1.5mm Graded Ratio = 1.5 mm (Z directlon)
Frequency 2450MHz +1MHz

HSL parameters at 2450 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Neminal HSL parameters 22.0°C 39.2 1.80 mho/m
Measured HSL parameters (22.0 +0.2)*C 38.3 +6% 1.87 mho/m +£6%
HSL temperature change during test <05°C

SAR result with HSL at 2450 MHz

SAR averaged over 1 cm® (1 ) of HSL Condition
SAR for nominal HSL parameters 24 dBm input power 13.4 W/kg
SAR for nominal HSL parameters normalized to 1W 53.3 Wikg +17.0% (k=2)
SAR averaged over 10 cm?® (10 g) of HSL Condition
SAR for nominal HSL parameters 24 dBm inpul powsr 6.28 W/kg
SAR for nominal HSL parameters ' normalized to 1W 25.0 W/kg £16.5% (k=2)

Cerlificate No: D2450V2-855_Nov25 Page 3 of 6




D2450V2 - SN: 855

Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with HSL at 2450 MHz

November 10, 2025

Impedance 52.30+44i0Q
Return Loss -26.2 dB
General Antenna Parameters and Design
| Electrical Detay (one direction) | 1.157 ns |

After long term use with 100W radiated powaer, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to
the second arm of the dipote. The antenna is therefore short-circuited for DC-signais. On some of the dipoles, small end
caps are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are nol affected by this change. The overall dipcle length is still according
to the Standard. No excessive force must be applied to the dipole arms, because they might bend or the soldered connections

near the feedpoint may be damaged.

Additional EUT Data

Manufactured by

SPEAG

Certificate No: D2450V2-855 Nov25
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D2450V2 - SN: 855

System Performance Check Report

November 10, 2025

Summary
Dipole Frequency [MHz] 5L Power [dBm]
D2450V2 - SN855 2450 HSL 24

Exposure Condltions

Phantom Sectlon, TSL  Test Distance [mm]  Band  Group, UID  Frequency [MHz], Channel Number  Converslen Factor  TSL Conductivity [S/m]  TSL Permittivity
Flat 10 W, 0-- 2450,0 7.06 1.87 383
Hardware Setup
Phantom TSL, Measured Date Frobe, Calibratlon Date DAE, Callbratlon Date
MFP V8.0 Center HSL, 2025-11-10 EX3DV4 - SN7349, 2025-01-10 DAE4Ip Sn1836, 2025-09-04
Scans Setup Measuremeant Results
Zoom Scan Zoom Scan
Grid Extents [mm] 30x 30x30 Date 2025-11-10
Grid Steps [mm] 5.0x5.0x1.5 psSAR1g [W/Kg] 13.4
Sensor Surface [mm) 1.4 psSAR10g (W/Kg] 6,28
Graded Grid Yes Power Drlit [dB] 0.00
Grading Ratio 1.5 Power Scafing Disabled
MALA NiA Scallng Factor {dg)
Surface Detectlon VMS + Gp TSL Correctlon Positive / Negallve
Scan Method Measured

Inteipolated SAR [dB]
0

0 dB = 27.4 W/Kg

Certificate No: D2450V2-855_Nov25
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D2450V2 - SN: 855

Impedance Measurement Plot for HSL

November 10, 2025
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CALIBRATION CERTIFICATE

V/ . (47_/,
Object D5GHZV2 - SN: 1123 ‘ /[ /
Calibration procedure(s) QA CAL-22.v7 g/ % / 2;5’

Calibration Procedure for SAR Validation Sources between 3 - 10 GHz

Calibration date August 6, 2025

This calibration cerlificale documents the lraceabilily to national standards, which realize the physical units of measurements (Sl).
The measurements and the uncertainties with confidence probabilily are given on the following pages and are part of the certificate.

All calibrations have been conducted In the closed laboratory facility: environment temperature (22 +3)°C and humidlty < 70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards ID Cal Date (Certificate No.) Scheduled Cal
Power Sensor R&S NRP-33T SN: 100067 | 30-Apr-25 (No. 1020-300791789) Apr-26
Power Sensor R&S NRP18A SN: 101859 | 06-Feb-25 (No. 4030A315009541) Feb-26
Speclrum Analyzer R&S FSV40 SN: 101832 | 29-Jan-25 (No. 4030A315009658) Jan-26
3.5mm mismatch combination S8N: 1152 24-Mar-25 (No. 217-04293) Mar-26
OCP DAK-12 SN: 1016 24-Sept-24 (No. OCP-DAK12-1016_Sep24) Sep-25
OCP DAK-3.5 SN: 1249 23-Sept-24 (No. OCP-DAK3.5-1249_Sep24) Sep-25
Reference Probe EX3DV4 SN: 7349 10-Jan-25 (No. EX3-7349_Jan25) Jan-26
DAE4ip SN: 1836 17-Apr-25 {No. DAE4ip-1836_Apr25) Apr-26
Becondary Standards ID Check Date {in house) Scheduled Check
ACAD Selup 1 SN: 1000 27-May-25 (No. 675-ACAD_Source_Box-250527) | May-26
Signal Generator R&S SMB100A SN: 182081 | 27-May-25 (No. 675-CAL16-84588-250527) May-26
Mismatch; SMA SN: 1102 24-Apr-25 (No. 675-Mismatch_SMA-250424) Apr-26
OCP DAK-12 SN: 1029 27-Feb-25 (No. OCP-DAK12-1029_Feb?25) Feb-26
OCP DAK-3.5 SN: 1336 09-Dec-24 (No. OCP-DAK3.5-1336_Dec24) Dec-25

Name Function Signature
Calibrated by Paulc Plna Laboratory Technician %
Approved by Sven Kilhn Technical Manager @2\-

Issued: August 6, 2025
This calibration certificate shall not be repreduced except in full without written approval of the laboratory.
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Glossary

TSL tissue simulating liquid
ConvF  sensitivity in TSL/NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards

+ |IEC/IEEE 62209-1528,"Measuremsnt Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528: Human Models, |
Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020. |

» KDB 865664, “"SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation
+ DASY System Handbook

Methods Applied and Interpretation of Parameters ,

» Measurement Conditions: Further details are available from the Validation Report at the end of the certificate. All figures
stated in the certificate are valid at the frequency indicated.

» Anlenna Parameters with TSL: The dipole is mounted with the spacer to position its feed point exactly below the center ;
marking of the fiat phantom section, with the arms oriented parallel 1o the body axis.

+ Feed Point Impedance and Return Loss: These parameters are measured with the dipole pesitioned under the liquid filled
phantom. The impedance stated is transformed from the measurement at the SMA connector to the feed point. The Return
Loss ensures low reflected power, No uncertainty required.

» Electrical Delay: One-way delay between the SMA connector and the antenna feed point. No uncertainty required.

+ SAR measured: SAR measured at the stated antenna input power.

« SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna connector. ;

« SAR for nominal TSL parameters: The measured TSL parameters are used tc calculate the nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertaintly of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds to a coverage probability of approximately 95%.

Certificate No: D5GHzV2-1123_Aug25 Page 2 of 11




D5GHzV2 - SN: 1123 . August 6, 2025

Measurement Conditions

DASY system configuration, as far as not given on page 1.

DASY Version DASYS8 Module SAR 16.4.0

Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with spacer

Zoom Scan Resclution dx, dy = 4mm, dz = 1.4mm Graded Ratio = 1.4 mm (Z direction)
5250MHz +1MHz

Frequenc 5600MHz +1MHz

quency 5750MHz +1MHz

5850MHz +1MHz

HSL parameters at 5250 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal HSL parameters 22,0°C 35.9 4.71 mhe/m
Measured HSL parameters (22.0 £0.2)°C 36.8 6% 4.65 mho/m +6%
HSL temperature change during test <05°C

SAR result with HSL at 5250 MHz

SAR averaged over 1 cm? (1 g) of HSL Condition
SAR for nominal HSL parameters 20 dBm input power 8.02 Wikg
SAR for nominal HSL parameters : normalized to 1W 80.2 W/kg +£19.9% (k=2)
SAR averaged over 10 cm® {10 g) of HSL Condition
SAR for nominal HSL. parameters 20 dBm input power 2.20 W/kg
SAR for nominal HSL parameters normalized to 1W 22.9 Wikg +19.5% (k=2)

Certificate No: DbGHzV2-1123_Aug25 Page 3 of 11




D5GHzV2 - SN: 1123

HSL parameters at 5600 MHz

The following parameters and calculations were applied.

August 6, 2025

Temperature Permittivity Conductivity
Nominal HSL parameters 22.0°C 355 5.07 mho/m
Measured HSL parameters (22.0 £0.2)°C 36.1 +6% 5.02 mho/m +£6%
HSL temperature change during test <05°C
SAR result with HSL at 5600 MHz
SAR averaged over 1 cm3 (1 g) of HSL Condition

SAR for nominal HSL parameters

20 dBm input power

8.21 W/kg

SAR for nominal HSL parameters

normalized to 1W

82.1 Wikg £19.9% (k=2)

SAR averaged over 10 cm® (10 g) of HSL

Condition

SAR for nominal HSL parameters

20 dBm input power

2.35 Wikg

SAR for nominal HSL parameters

normalized to 1W

23.5 Wikg +19.5% (k =2)

HSL parameters at 5750 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal HSL parameters 22.0°C 35.4 5.22 mho/m
Measured HSL parameters (22.0 £0.2)°C 35.9 +6% 5.20 mho/m +6%
HSL temperature change during test <05°C
SAR result with HSL at 5750 MHz
SAR averaged over 1 em® (1 ¢g) of HSL Condition

SAR for nominal HSL parameters

20 dBm input power

7.85 Wikg

SAR for nominal HSL parameters

normalized to 1W

78.5 W/kg £19.8% (k=2)

SAR averaged over 10 ecm? (10 g) of HSL

Condition

SAR for nominal HSL parameters

20 dBm input power

2.23 Wikg

SAR for nominal HSL parameters

normalized to 1W

22.3 Wikg +19.5% (k=2)

Certlificate No; D5GHzV2-1123_Aug25s
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D5GHzV2 - SN: 1123

HSL parameters at 5850 MHz

The following paramelers and calculations were applied.

August 6, 2025

Temperature Permittivity Conductivity
Nominal HSL parameters 22.0°C 35.2 5.32 mho/m
Measured HSL parameters (22.0 20.2)°C 35.8 +6% 5.30 mho/m 6%
HSL temperature change during test <05°C
SAR result with HSL at 5850 MHz
SAR averaged over 1 em? (1 g) of HSL Condition

SAR for nominal HSL parameters

20 dBm input power

8.23 Wikg

SAR for nominal HSL parameters

normalized to 1W

82.3 Wkg £19.9% (k=2)

SAR averaged over 10 cm? (10 g) of HSL

Condition

SAR for nominal HSL parameters

20 dBm input power

2.34 Wikg

SAR for nominal HSL parameters

normalized to 1W

23.4 W/kg £19.5% (k=2)

Certificate No: D5GHzV2-1123_Aug25
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D5GHzV2 - SN: 1123

August 6, 2025

Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with HSL at 5250 MHz

Impedance 496 0-18j0
Return Loss -34.9dB
Antenna Parameters with HSL at 5600 MHz
Impedance 56.6 Q+0.7jQ
Return Loss -24.1 dB
Antenna Parameters with HSL at 5750 MHz
Impedance 56.60Q0+1.0jQ
Return Loss -24.0 dB
Antenna Parameters with HSL at 5850 MHz
Impedance 5740-2.0jQ
Return Loss -22.9dB
General Antenna Parameters and Design
| Electrical Delay (one direction) | 1.204 ns |

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpeint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to
the second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end
caps are added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipele length is still according
to the Standard. No excessive force must be applied to the dipole arms, because they might bend or the soldered conneclions

near the feedpoint may be damaged.

Additional EUT Data

Manufactured by

SPEAG

Certificate No: D5GHzV2-1123_Aug25s

Page 6 of 11




D5GHzv2 - SN: 1123

System Performance Check Report

August 6, 2025

Summary
Dipole Freguency [MHz] TSL Power [dBm]
DSGHzV2 - SN1123 5250 HSL 20

Exposure Conditions

Phantom Section, TSL  Test Distance (mm]  Band Croup, UID  Frequency [MHz], Channel Number  Conversion Factor  TSL Conductivity [S/m]  TSL Permittivity
Flat 10 W, 0—- 5250,0 5.68 4.65 368
Hardware Setup
Phantom TSL, Measured Date Probe, Callbratlon Date DAE, Calibratlen Date
MFP V8.0 Center HSL, 2025-08-06 EX3DV4 - SN7349, 2025-01-10 DAE4Ip Sn1836, 2025-04-17
Scans Setup Measurement Results
Zoom Scan Zoom Scan
Grid £xlents [mm] 22 x22x22 Date 2025-0B-06
Grid Steps [mm] 40x4.0x1.4 psSAR1g [W/Kg] 8.02
Sensor Surface [mm] 1.4 psSAR10g W/Kg) 2.29
Graded Crid Yes Power Drlft [dB] -0.03
Grading Ratlo 1.4 Power Scaling Disabled
MAIA N/A Scallng Factar [dB]
Surface Detectlon VMS + 6p TSL Correctlen Posttive / Negathve
Scan Method Measured

Inlerpofaled SAR [dB)
o]

0dB =32.2 W/Kg

Cerlificate No: D5GHzV2-1123_Aug25
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D5GHzV2 - SN: 1123

System Performance Check Report

August 6, 2025

Summary
Dlpole Frequency [MHz) TsL Power [dBm]
D5GHzVZ - SN1123 5600 HSL 20

Exposure Conditions

Phantom Section, TSL

Test Distance [mm]  Band  Group, UID  Frequency [MHz], Channel Number  Conversion Factor  TSL Conductivity [S/m]

TSL Permittbvity

Fiat 10 W, 0— 5600, 0 5.21 5.02 36.1
Hardware Setup
Phantom TSL, Measured Date Proba, Callbration Date DAE, Callbratlon Date
MFP V8.0 Center HSL, 2025-08-06 EX3DV4 - SN734%, 2025-01-10 DAE4Ip 501836, 2025-04-17
Scans Setup Measurement Results
Zoom Scan Zoom Scan
Grid Extents [mm] 22 x 22 x22 Date 2025-08-06
Grid Steps [mm] 40x40x 1.4 psSARNg (W/Kag) 5.21
Sensor Surface (mm] 1.4 psSAR10g [W/Kg] 2.35
Graded Grid Yes Power Drilt [48] -0.69
Grading Ratlo 14 Power Scaling Dlsabled
MALA NIA Scaling Factor [dB]
Surface Detection VMS + 6p TSL Correction Posltive / Negatlve
Scan Method Measured

Interpolated SAR [di3)
]

-29.0

0 dB = 35.7 W/Kg

Certificate No; D5GHzV2-1123_Aug25
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D5GHzV2 - SN: 1123

System Performance Check Report

August 6, 2025

Summary
Dipole Frequency [MHz) TSL Power [dBm]
DSGHzV2 - SN1123 5750 HSL 20

Exposure Condltlons

Phantom Sectian, TSL

Test DIstance f[mm] Band Group, UID  Frequency [MHz], Channel Number

Conversion Factar  TSL Conductivity [Sfm]  TSL Permitbivity

Flat

10 CW, 0—- 5750,0

5.38 5.20 5.9

Hardware Setup

Phantom

TS, Measured Date Probe, Caltbratlon Dare

DAE, Callbratlon Date

MFP V8.0 Center

HSL, 2025-08-06 EX3IDV4 - 5N7349, 2025-01-10

DAE4lp Sn1826, 2025-04-17

Scans Setup

Measurement Results

2oom Scan Zoom Scan
Grld Extents [mm] 22%22x22 Date 2025-08-06
Grid Steps [mm] 40x40% 1.4 psSAR1g [W/Kg] 7.85
Sensor Surface [mm) Ha psSAR10g [W/Kg] 2.23
Graded Grid Yes Power Drift [dB] 0.00
Gradlng Ratlo 1.4 Power Scaling Disabled
MAIA NtA Scaling Factor [dB)
Surface Detection ¥MS + 6p TSL Correctlon Posltive / Negathve
Sean Method Measured

Interpotated SAR [dB3)
0

0 dB =35.2 W/Kg

Certificate No: D5GHzV2-1123_Aug25
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D5GHzV2 - 5N: 1123

System Performance Check Report

August 6, 2025

Summary
Dipole Frequency [MHz] T5L Power [d8m]
D5GHzv2 - SNI1123 5850 HSL 20

Exposure Condltlons

Phantem Section, TSL  Test Dislance [mm]  Band Group, UID  Frequency [MHz], Channel Number  Converslon Factor  TSL Conductivity [S/m]  TSL Parmittivity
Flat 0 W, 0-- 5850, 0 511 5.30 35.8
Hardware Setup
Phantem TSL, Measured Date Probe, Calibration Date DAE, Callbration Date
MFP V8.0 Center HSL, 2025-08-06 EX3DV4 - 5N7349, 2025-01-10 DAE4|p Sn1836, 2025-04-17
Scans Setup Measurement Results
Zoom Scan Zgem 5can
Grid Extents [mm)] 22x22x%22 Date 2025-08-06
Grid Steps [mm) 40x40x 1.4 psSARTg [W/Kg] 8.23
Sensor Surface [mm] 1.4 psSAR10g [W/Kg) 2.34
Graded Grid Yes Pawer Drift [dB) 0.00
Grading Ratle 1.4 Power Scaling Disabled
MAIA HfA Scaling Factor [dB)
Surface Detection VMS + Bp TSL Correctlon Positlve / Negative
Scan Method Measured

fnterpolalizd SAR [dB]
0

0 d8 = 37.6 W/Kg

Certificate No: D5GHzV2-1123_Aug25
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D5GHzV2 - SN: 1123 August 6, 2025

Impedance Measurement Plot for HSL
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[ CALIBRATION CERTIFICATE

it
Object D5GHzV2 - SN: 1066 \/ '?'W '/l ?/,L?
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Calibration procedure(s) QA CAL-22.v7

Calibration Procedure for SAR Validation Sources between 3 - 10 GHz

Calibration date November 8, 2024

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (Sl).
The measurements and the uncertainties with confidence probability are glven on the following pages and are part of the certificate.

Alt calibrations have been conducted in the closed laboratory facility: environment temperature (22 +3)°C and humidity < 70%,
Calibration Equipment used (M&TE critica! for calibration)

Primary Standards ID Cal Date (Certificate No.) Scheduled Cal
Power Sensor R&S NRP-33T SN 100967 | 28-Mar-24 (No. 217-04038) Mar-25
Power Sensor R&S NRP18A SN. 101859 | 22-Jui-24 (No. 4030A315008547) Jul-25
Spectrum Analyzer R&S FSV40 SN. 101832 | 25-Jan-24 {No. 4030-315007551) Jan-25
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OCP DAK-12 SN: 1016 24-5ep-24 (No, QCP-DAK12-1016_Sep24) Sep-25
OCP DAK-3.5 SN; 1249 23-Sep-24 (No. OCP-DAK3.5-1249 _Sep24) Sep-25
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Secondary Standards ID Check Pate (in house) Scheduled Check
ACAD Source Box SN: 1000 28-May-24 (No. 675-ACAD_Source_Box-240528) | May-25
Signal Gensrator R&S SMB100A SN: 182081 | 28-May-24 (No. 675-CAL16-S4588-240528) May-25
Mismatch; SMA SN: 1102 22-May-24 {No. 675-Mismatch_SMA-240522) May-25
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Glossary

TSL tissue simulating liquid
ConvF  sensitivity in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards

» IEC/IEEE 62209-1528,"Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Davices - Part 1528: Human Models,
Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)*, October 2020.

+ KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz*

Additional Documentation
+ DASY Systam Handbook

Methods Applied and Interpretation of Parameters

* Measurement Conditions: Further details are available from the Validalion Report at the end of the certificate. All figures
stated in the cerlificate are valid at the frequency indicated,

* Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed point exactly below the center
marking of the flat phantom section, with the arms oriented paraliel to the body axis.

* Feed Point Impedance and Return Loss: These paramelers are measured with the dipole positioned under the fiquid filled
phantom. The impedance stated is transformed from the measurement at the SMA connector to the feed point. The Return
Loss ensures low reffected power. No uncertainty required,

* Electrical Delay: One-way delay between the SMA connector and the antenna feed point. No uncertainty required.

*+ SAR measured: SAR measured at the staled antenna input power.

*+ SAR normalized: SAR as measured, normalized to an inpul power of 1 W at the anlenna connector.

*+ 5AR for nominal TSL parameters: The measured TSL parameters are used to calculale the nominal SAR result.

The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the
coverage factor k=2, which for a normal distribution corresponds to a coverage probability of approximately 95%.

Certificate No: D5GHzV2-1066_Nov24 Page 2 of 11




D5GHzV2 - SN: 1066 November 8, 2024

Measurement Conditions

DASY system configuration, as far as not given on page 1,

DASY Version DASYS Module SAR 16.4.0

Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance Dipole Center - TSL 10 mm with spacer

Zoom Scan Resolution dx, dy = 4mm, dz = 1.4mm Graded Ralio = 1.4 mm (Z direction)
5250MHz +1MHz

Freauen 5600MHz +1MHz

quency 5750MHz +1MHz

5850MHz +1MHz

Head TSL parameters at 5250 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.9 4.71 mho/m
Measured Head TSL parameters (22.0 20.2)°C 35.8 6% 4.58 mho/m 6%
Head TSL temperature change during test <0.5°C

SAR result with Head TSL at 5250 MHz

SAR averaged over 1 cm? (1 g) of Head TSL Condition
SAR for nominal Head TSL parameters 20 dBm input power 7.79 Wikg
SAR for nominal Head TSL parameters normalized to 1W 77.9 Wikg £19.9% (k= 2)
SAR averaged over 10 cm?® (10 g) of Head TSL Condition
SAR for nominal Head TSL parameters 20 dBm input power 2.256 W/kg
SAR for nominal Head TSL parameters normalized to 1W 22.5 Wikg +£19.5% (k=2)

Certificate No: D5GHzV2-1066_Nov24 Page 3 of 11




D5GHzV2 - SN: 10686

Head TSL parameters at 5600 MHz

The following parameters and calculations were applied.

November 8, 2024

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.5 5.07 mho/m
Measured Head TSL parameters (22.0 £0.2)°C 35.2 +6% 4.96 mho/m +6%
Head TSL temperature change during test <0.5°C
SAR resuit with Head TSL at 5600 MHz
SAR averaged over 1 cm? {1 g} of Head TSL Condition

SAR for nominal Head TSL paramelers

20 dBm input power

B.18 Wikg

SAR for nominal Head TSL. paramelers

normalized to 1W

81,8 Wikg £19.9% (k =2)

SAR averaged over 10 cm® (10 g) of Head TSL

Condition

SAR for nominal Head TSL parameters

20 dBm input power

2.37 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

23.7 Wikg +£19.5% (k = 2)

Head TSL parameters at 5750 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 354 5.22 mho/m
Measured Head TSL parameters (22.0 £0.2)°C 35.0 +6% 5.12 mho/m +6%
Head TSL temperature change during test <0.5°C
SAR resuit with Head TSL at 5750 MHz
SAR averaged over 1 cm® (1 g) of Head TSL Condition

SAR for nominal Head TSL parameters

20 dBm input power

8.07 Wikg

SAR for nominal Head TSL parameters

normalized to 1W

80.7 W/kg 4:19.9% (k= 2)

SAR averaged over 10 cm® (10 g) of Head TSL

Condition

SAR for nominal Head TSL parameters

20 dBm input power

2.32 Wikg

SAR for nominal Head TSL paramelers

normalized to 1W

23.2 Wikg +19.5% (k =2)

Certificate No: D5GHzV2-1066_Nov24
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D5GHzV2 - SN: 10668 November 8, 2024

Head TSL parameters at 5850 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conductivity
Nominal Head TSL parameters 22.0°C 35.2 5.32 mho/m
Measured Head TSL parameters {22.0 £0.2)°C 34.9 6% 5.21 mho/m +6%
Head TSL temperature change duting test <0.5°C

SAR result with Head TSL at 5850 MHz

SAR averaged over 1 cm® (1 g) of Head TSL Condition
SAR for nominal Head TSL parameters 20 dBm input power 7.74 Wikg
SAR for nominal Head TSL parameters normalized to 1W 77.4 Wikg £19.9% (k=2)
SAR averaged over 10 cm? (10 g) of Head TSL Condition
SAR for nominal Head TSL paramelers 20 dBm input power 2.22 Wikg
SAR for nominal Head TSL parameters normalized to 1W 22,2 Wikg +19.5% (k=2)
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D5GHzV2 - SN: 1066

Appendix (Additional assessments outside the scope of SCS 0108)

Antenna Parameters with Head TSL at 5250 MHz

November 8, 2024

Impedance 4820-23j0
Return Loss -30.6 dB
Antenna Parameters with Head TSL at 5600 MHz
Impedance 57.00-07|Q
Return Loss -23.7 dB
Antenna Parameters with Head TSL at 5750 MHz
impedance 553 0+1.1jQ
Return Loss -25,8 dB
Antenna Parameters with Head TSL at 5850 MHz
Impedance 557 0-386Q
Return Loss -23.9 dB
General Antenna Parameters and Design
[ Electrical Delay {one direction) | 1.196 ns |

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to the
second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end caps are
added to the dipole arms in order to improve matching when loaded according to the position as explained in the
"Measurement Gonditions” paragraph. The SAR data are not affected by this change. The overall dipole iength ts still
according to the Standard. No excessive force must be applied to the dipole arms, because they might bend or the soldered

connections near the feedpoint may be damaged.

Additional EUT Data

Manufactured by

SPEAG

Certificate No: D5GHzV2-1066_Nov24 Page 6 of 11



DBEGHzV2 - SN: 1066

System Performance Check Report

November 8, 2024

Summary
Dipole Freqirency [MHz} TSL Power (dBm)
D5GHzV2 - SN1066 5250 HSL 20

Exposure Condltions

Phantom Sectlon, TSL  Test Distance [mm]  Band  Group, WD  Freauency [MHz], Channe) Number Conversion Factor  TSL Conductlvity [S/m] TSt Permitthrity
Flat 10 oW, 0-- 5250,0 5.39 4.58 358
Hardware Setup
Phantom TSL, Measured Date Probe, Calibration Date DAE, Callbration Date
MFP V8.0 Left HSL, 2024-11-08 EX3DV4 - $N7349, 2024-05-03 DAE4Ip Sn1836, 2024-10-28
Scans Setup Measurement Results
Zoom S¢an Zoom Scan
Grid Extents [mm} 22x22x 22 Date 2024-11-08
Grid Steps [mm] 4.0x40x%x 1.4 ps5ARtg [W/Kgl 7.79
Sensor Suface [mm) 1.4 ps5AR10g [W/Ka} 2.25
Graded Grid Yes Power Drift {dB] 0.03
Grading Ratle 1.4 Power Scallng Dlsabled
MALA N/A Scaling Factor [dB}
Surface Detection All polnts TSL Correction Positive / Negatlve
Scan Method Measured

0dB = 30.9 W/Kg

Certificate No: D5GHzV2-1066_Nov24
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D5GHzV2 - SN: 1066

System Performance Check Report

November 8, 2024

Summary
Dipole frequency [MHz] TS Power [dBm)
D5GH2V2 - SN1066 5600 HsL 20
Exposure Conditlons
Phantom Section, TSL  Test Distance [mm)  Band  Group, LD Frequency {MHz], Chanrel Number Conversion Factor  TSL Conductivity {S/m]  TSL Permlitihvity
Flat W, 0-- 5600, 0 4.93 4,96 35.2
Hardware Setup
Phzntom TSL, Measured Date Probe, Calibration Date DAE, Calibration Date
MFP V8,0 Left HSL, 2024-41-08 EX3DV4 ~ SN7349, 2024-06-03 DAEdIp Sni 836, 2024-10-28
Scans Setup Measurement Results
Zoom Scan Zeom Scan
Grid Extents [mmj 22x22%x22 Date 2024-11-08
Grid Steps (mm] 4.0%x4.0x 1.4 psSAR1g [W/Kg) 8.18
Sensor Surface [mm) 1.4 PsSART0g [WiKg) 2.37
Graded Grid Yes Power Drift [dg] -0.09
Grading Ratio b4 Power Scaling Disabled
MALA N/A Scaling Factor [dB)
Surface Detection All polnts TSL Correctlon Positive / Negatlve
Scan Methed Measured

0 dB = 35.1 W/Kyg

Certificate No: D5GHzV2-1066_Nov24
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D5GHzV2 - SN: 1086

System Performance Check Report

November 8, 2024

Summary
Dipole Frequency (MHz] TSL Power [dBm)
D5GH2Y2 ~ SNH066 5750 H5L 20

Exposure Conditions

Phantom Section, TS Test Dlstance [mm|

Band Group, WD  Frequency {MHz}, Channel Number

Converslon Factor  TSL Conductivity [S/m}  TFSL Permlttivity

Flat 10 W, 0-- $750,0 4,93 5.42 35.0
Hardware Setup
Phantom TSL, Measured Date Probe, Callbtation Date DAE, Calibration Date

MFP V8.0 Left HSL, 2024-11-08

EX3DV4 ~ SN7349, 2024-06-03

DAE4ip Sn1836, 2024-10-28

Scans Setup

Measurement Results

Zoom Scan Zoom Scan
Grid Extents [mm) 22%22% 22 Date 2024-11-08
Grid Steps [mm] 40x4.0x 1.4 psSARTg [W/Kg) 8.07
Sensor Surface [mm) 1.4 psSAR10g [W/Kg] 2.32
Graded Grid Yes Power Drift [d8] 0.00
Grading Ratlo 1.4 Power Scallng Disabled
MAJA N/A Scaling Factor [dB)
Surface Detection All potnts T5L Correction Positive { Negative

Scan Method

Measured

0 dB = 35.6 W/Kg

Certificate No: DEGHzV2-1066_Nov24
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D5GHzV2 - SN: 1066

System Performance Check Report

November 8, 2024

Summary
Dipole Frequency [MHzj TSL Power [dBm]
D5GHZV2 ~ SN1066 3850 H5L 20

Exposure Conditions

Phantom Sectlon, TSL Test Distance [mm]  Band  Group, UiD Frequency [MHz|, Channel Number Converslon Factor  TSL Conductivity [S/m)  TSL Permittivity
Flat 14 Cw, 0-- 585¢, 0 4.96 5.21 34.9
Hardware Setup
Phantom TSk, Measured Date Prabe, Calibration Date DAE, Calibration Date
MFP V8.0 Left HSL, 2024-11-08 EX2DV4 - $N7149, 2024-06-03 DAE4lp Sn1836, 2024-10-28
Scans Setup Measurement Resuits
Zoom Scan Zoom Scan
GHd Extents {mm] 22022 x22 Date 2024-§1-08
Grid Steps [mm) 40x40% 1.4 psSAR g [W/Kg] 7,74
Sensor Surface [mm] 1.4 psSAR1 O0g [W/Ka| 2,22
Graded Grid Yes Power Drift 48] ~0.0%
Grading Ratlo 1.4 Power Scallng Disabled
MALA N/A Scaling Factor [d8]
Surface Detectlon All points T5L Correction Poshiive / Negative
Scan Method Measured

0 dB = 35.0 W/Kg

Gertificate No: D5GHzV2-1066_Nov24
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D5GH=zV2 - SN: 1066 November 8, 2024

Impedance Measurement Plot for Head TSL

S11 Smith {R4]X) Scale 1,00

=1 5250000 GHz 48206 0-2.277 I
=2 5800000 GHz 56.977 0 -0.730 0
=3 5.7300G00 GHz 55309 0 1077 [0
>4 5850000 GHz 55.738 01 -3.624 i

10.00

>1 5.250000 GHz -30,600 dB
5.001 55 5600000 GHz -23.665 dB
>3 5.750000 GHz -25.775 dB
0.00| -2 5.350000 GHz -23.857 dB

-5.00
-10,00
-15.00
-20.00
-25.00
~30.00
-35.00

5.20 5.40 5.60 5.80 6.00
GHz
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ELEMENT MATERIALS TECHNOLOGY

@ element (formerly PCTEST) N
18855 Adams Ct, Morgan Hill, CA 95037 USA i
Tel. +1.408.538.5600 i ACCREDITED

http://www.element.com

Certification of Calibration

Object D5GHzV2 — SN: 1066

Calibration procedure(s) Procedure for Calibration Extension for SAR Dipoles.
Extension Calibration date: November 8, 2025

Description: SAR Validation Dipole at 5250,5600,5750,5850 MHz.

Calibration Equipment used:

Manufacturer Model Description Cal Date |Cal Interval | Cal Due | Serial Number
Agilent 8753ES S-Parameter Vector Network Analyzer 1/6/2025 Annual 1/6/2026 MY40001472
Agilent E4438C ESG Vector Signal Generator 12/8/2024| Annual 12/8/2025| MY42081752

Amplifier Research 1551G6 Amplifier CBT N/A CBT 343972
Anritsu ML2496A Power Meter 2/10/2025| Annual 2/10/2026 1351001
Anritsu MA2411B Pulse Power Sensor 2/10/2025| Annual 2/10/2026 1339027
Anritsu MA2411B Pulse Power Sensor 6/26/2025| Annual 6/26/2026 1339007

Control Company 4040 Therm./ Clock/ Humidity Monitor 1/10/2025| Annual 1/10/2026 160574418

Control Company 4353 Ultra Long Stem Thermometer 7/18/2025| Annual 7/18/2026 200645903

Agilent 85033E 3.5mm Standard Calibration Kit 9/12/2025| Annual 9/12/2026 | MY53402352

Mini-Circuits VLF-6000+ Low Pass Filter DC to 6000 MHz CBT N/A CBT N/A
Narda 4772-3 Attenuator (3dB) CBT N/A CBT 9406
Mini-Circuits ZHDC-16-63-S+ 50-6000MHz Bidirectional Coupler CBT N/A CBT N/A
Pasternack PE5011-1 Torque Wrench 5/29/2025| Biennial 5/29/2027 N/A
SPEAG DAK-3.5 Dielectric Assessment Kit 5/12/2025| Annual 5/12/2026 1070
SPEAG EX3DV4 SAR Probe 1/14/2025 Annual 1/14/2026 7499
SPEAG DAE4 Dasy Data Acquisition Electronics 1/8/2025 Annual 1/8/2026 1465

Measurement Uncertainty = +23% (k=2)

Name Function Signature
Calibrated By: Arturo Oliveros Compliance Engineer A <
Approved By: Greg Snyder Executive VP of J {4 YQ,\
Operations 'y
Object: Date Issued:
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DIPOLE CALIBRATION EXTENSION

Per KDB 865664 D01, calibration intervals of up to three years may be considered for reference dipoles
when it is demonstrated that the SAR target, impedance and return loss of a dipole have remained
stable according to the following requirements:

1. The measured SAR does not deviate more than 10% from the target on the calibration
certificate.
2. The return-loss does not deviate more than 20% from the previous measurement and meets the
required 20dB minimum return-loss requirement.
3. The measurement of real or imaginary parts of impedance does not deviate more than 5Q from
the previous measurement.
The following dipole was checked to pass the above 3 requirements to have 2-year calibration period
from the calibration date:

5250 11/8/2024 | 11/8/2025 1195 3.90 4.16 6.80% 113 119 5.78% 482 51.3 31 23 22 45 -30.6 -30.0 2.00%
5600 11/8/2024 | 11/8/2025 1195 4.09 4.37 6.85% 119 124 4.64% 57.0 525 45 0.7 -4.4 37 -237 -27.0 -13.70%
5750 11/8/2024 | 11/8/2025 1.195 4.04 3.86 -4.34% 1.16 1.10 517% 55.3 52.2 3.1 11 -35 46 -25.8 -229 11.40%
5850 11/8/2024 | 11/8/2025 1195 3.87 4.00 3.36% 111 113 1.80% 55.7 55.9 02 36 13 4.9 -239 -226 5.30%

Object: Date Issued:
D5GHzV2 — SN: 1066 11/8/2025
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Cllent Element
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Ceriificate No. D6.5GHzV2-1019_0ct25

[ CALIBRATION CERTIFICATE

Object D6.5GHzV2 - SN: 1019 vV HN W/26(25

Calibration procedure(s) QA CAL-22.v8
Calibration Procedure for SAR Validation Sources between 3 - 10 GHz

Galibration date October 14, 2025

This calibration certificate decumants the traceability to national standards, which realize the physical units of measurements (Si).
The measurements and the uncertalinties with confidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22 +3)°C and humidity < 70%.

Callbratlon Equipment used (M&TE critical for calibration)

Primary Standards ID Cal Date (Certificate No.) Scheduled Cal
Power Sensor R&S NRP-33T SN: 100967 | 30-Apr-25 (No. 1020-300761789) Apr-26

Power Sensor R&S NRP18A SN: 101859 | 06-Feb-25 (No. 4030A315009541) Feb-28
Spectrum Analyzer R&S FSV40 SN: 101832 | 29-Jan-25 {No. 4030A315009658) Jan-26

3.5mm mismatch combination SN: 1152 24-Mar-25 (No. 217-04293) Mar-26

OCP DAK-12 SN: 1018 16-Sept-25 (No. OCP-DAK12-1016_Sep25) Sop-26

QOCP DAK-3.5 SN: 1249 16-Sept-25 (No. OCP-DAK3.5-1249_Sep25) Sep-26
Reference Probe EX3DV4 SN: 7349 10-Jan-25 (No. EX3-7349_Jan25) Jan-26
DAE4Ip SN: 1836 04-Sept-25 (No. DAE4ip-1836_Sep25) Sep-26
Secondary Standards ID Check Date (in house) Scheduled Check
ACAD Selup 1 SN: 1000 27-May-25 (No. 675-ACAD_Source_Box-250527) | May-28

Signal Generator R&S SMB100A SN: 182081 | 27-May-25 (No. 675-CAL16-S4588-250527) May-26
Mismatch; SMA SN: 1102 24-Apr-25 (No. 675-Mismatch_SMA-250424) Apr-26

OCP DAK-12 SN: 1029 27-Feb-25 (No. OCP-DAK12-1029_Feb?25) Feb-26

OCP DAK-3.5 SN: 1336 09-Dec-24 {No. OCP-DAK3.5-1336_Dac24) Dac-25

Name Function Signature

Calibrated by Paulo Pina Laboralory Technician @é}
Approved by Sven Kahn Tochnical Manager /A /M M

issued: Oclober 14, 2025
This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Glossary

TSL fissue simulating liquid
ConvF  sensitivily in TSL / NORM x,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards

+ 1EC/IEEE 62209-1528,"Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure To
Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices - Part 1528: Human Models,
Instrumentation And Procedures {Frequency Range of 4 MHz to 10 GHz)*, October 2020.

+ KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHz"

Additional Documentation
+ DASY System Handbook

Methods Applied and Interpretation of Parameters

* Measurernent Conditions: Further detalls are available from the Validation Report at the end of the cerfificate. Al figures
stated in the certificate are vaiid at the frequency indicated.

+ Antenna Parameters with TSL: The dipole s mounted with the spacer to position ils feed point exactly below the center
marking of the flat phantom section, with the arms oriented parallel to the body axis.

* Feed Point Impedance and Refurn Loss: These parameters are measured with the dipole positioned under the liquid filled
phantom. The impedance stated is transformed from the measurement at the SMA connector to the feed point. The Return
Loss ensures low reflected power. No uncertalnty required.

* Electrical Delay: One-way delay between the SMA connactor and the antenna feed point. No uncertainty required.

« SAR measured: SAR measured at the stated antenna input power.

« SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna connactor.

* 8AR for nominal TSL parameters: The measured TSL parameters are used to calculate the nominal SAR result.

The reported uncertainty of measuremant is stated as the standard uncertainty of measurement mulliplied by the
coverage factor k=2, which for a normal distribution corresponds to a coverage probability of approximately 95%.

Certificale No: D6.5GHzV2-1019_Qcl25 Page 2 of 7




D6.5GHzV2 - SN: 1019 Oclober 14, 2025

Measurement Conditions

DASY system configuration, as far as not giVen on page 1.

DASY Version DASY8 Module SAR 17.0.2
Extrapolation Advanced Extrapolation

Phantom Modular Flat Phantom

Distance 'Dlpote Center - TSL 5 mm with spacer

Zoom Scan Resoclution dx, dy = 3.4mm, dz = 1.4mm Graded Ratio = 1.4 mm (Z direction)
Frequency 6500MHz £1MHz

HSL parameters at 6500 MHz

The following parameters and calculations were applied.

Temperature Permittivity Conduclivity
Nominal HSL parameters | 22.0°C 345 6.07 mho/m
Measured HSL parameters (22.0 +0.2)°C 34.5 +6% 6.12 mho/m +6%
HSL temperature change during test <0.5°C

SAR result with HSL at 6500 MHz

SAR averaged over 1 cm® (1 g) of HSL Condition
SAR for nominal HSL parameters 20 dBm input power 28.9 Wikg
SAR for nominal HSL parameters normalized to 1W 289 Wikg +24.7% (k= 2)
SAR averaged over 8 cm® (8 g) of HSL Condition
SAR for nominal HSL parameters 20 dBm input power 6.49 Wikg
SAR for nominal HSL parameters ' normalized to 1W 64.9 W/kg £24.4% (k=2)
SAR averaged over 10 cm? {10 g) of HSL Conditlon
SAR for nominal HSL parameters 20 dBm input power 5.36 Wikg
SAR for nominal HSL parameters normalized to 1W 53.6 Wikg £24.4% (k=2)
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DB.5GHzV2 - SN: 1019 October 14, 2025

Appendix (Additional assessments outside the scope of SCS 0108)
Antenna Parameters with HSL at 6500 MHz

Impedance 49.5 0-6.0 jQ

Return Loss 243 dB

APD (Absorbed Power Density)

APD averaged over 1 cm? Condition

APD measured ‘ 20 dBm input power 269 Wikg

APD measured normalized to 1W 2890 W/kg +£29.2% (k=2)
APD averaged over 4 cm® Condition

APD measured 20 dBm input power 130 Wikg

APD measured ' normalized to 1W 1300 W/kg +28.9% (k=2)

*The reported APD values have been derived using the psSAR1g and psSARBSg.
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D6.5GHzV2 - SN: 1019

General Antenna Parameters and Design

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly connected to
the second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some of the dipoles, small end
caps are added to the dipole arms in order to improve matching when loaded according to the position as explained In the
"Measurement Conditions" paragraph. The SAR data are not affected by this change. The overall dipole length is still according
to the Standard. No excessive force must be applied fo the dipole arms, because they might bend or the soldered connections

near the feedpoint may be damaged.

Additional EUT Data

October 14, 2025

Manufactured by

SPEAG

Certificate No: D5.5GHzV2-1019_0QOct26
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D6.6GHzV2 - SN: 1019 QOctober 14, 2025

System Parformance Check Report

Summary
Dipole Frequency [MHz)] TSL Power [dBm])
D6.5GHzV2 - SN1019 6500 HSL 20

Exposure Condltions

Phantom Sectlon, TSL  Test Distance [nm]  Band  Group, UID  Frequency [MHz), Channel Number  Conversion Factor  TSL Conductivity [S/m]  TSL Permittivity

Flat 5 w, 0-~ 6500, 0 5.49 6.12 34.5

Hardware Setup

Phantom TSL, Measured Date Probe, Callbration Date DAE, Calibratlon Date
MFP V8.0 Center HSL, 2025-10-14 EX3DV4 - SN7341, 2025-01-10 DAE4[p Sn1 836, 2025-09-04
Scans Setup ' Measurement Results

Zoom Scan Zoom Scan
Grid Extents [mm] 22x22x22 Date 2025-10-14
Grid Steps [mm) J4x34%1.4 psSAR1g (W/Kg) 28.9
Senser Surface [mm) 1.4 ps5AR10g [W/Kg] 5.36
Graded Grid Yes Power Drift [dB] 0.00
Gradlng Ratlo 1.4 Power Scallng Disabled
MAIA N/A Scaling Fagtor [dB]
Surface Detectlon VMS + 6p TSL Correctlon Posltive / Negative
Scan Method Measured

Inlerpotaled SAR [dB)
0

0dB = 180 W/Kg
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D8.5GHzV2 - SN: 1019 October 14, 2025

Impedance Measurement Plot for HSL

511 Smith (R+jX) Scale 1.00
>1 6.500000 GHz 49.457 Q-6.021 Q
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-15.00
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GHz
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| CALIBRATION CERTIFICATE

Object EX3bV4 - S_N:7551.

Calibration procedure(s) . QA CAL 01 vi0, QA CAL-12.v1 0, QA CAL-14 v7, QA CAL-23 VB
QA CAL-25.v8, QA CAL-48.v2
Calibration procedure for dosimetric E-field probes

36 5/50/202@

Galibration date March 10, 2026

This calibration certilicate documents the traceabllity 1o nallonal standards, which realize the physical units of measurements (S1).
The measurements and the uncertaintles with confldence prebabillty are given on the following pages and are part of the certificate.

All calibratlons have been conducted In the closed laboratory facility: environment temperature (22 +3)°C and humidity < 70%.

Calibration Equipment used (M&TE critloal for calibration)

Primary Standards ID Calibration Date (Certificate No.) Sched. Cal.
Power Sensor R&S NRP40T SN: 101881 | 28-Apr-25 {No. 2025-001450) Apr-26
N-type mismatch combination SN: L1119 26-Mar-25 (No. 217-04292) Mar-26
OCP DAK-12 SN: 1016 16-5ept-25 (No. OCP-DAK12-1016_Sep25) | Sep-26
OCP DAK-3.5 SN: 1249 16-Sept-25 (No. OCP-DAK3.5-1249 Sep25) | Sep-26
Reference Probe EX3DV4 SN: 7349 26-Jan-26 {(No. EX3-7349_Jan26) Jan-27
DAE4 SN: 1301 22-Jan-26 (No. DAE4-1301_Jan2g) Jan-27
Secondary Standards ID Check Dale (in house) Sched, Check
ACAP 2020 Selup 1 SN: L1404 | 01-Oct-25 (No. IHCK_ACAP2020-1_Oct25) | Oct-26
OCP DAK-12 SN: 1029 24-Feb-26 (No. OCP-DAK12-1023_Feb26) Feb-27
QOCP DAK-3.5 . SN: 1326 10-Dec-25 (No. OCP-DAK3.5-1336_Dec25) | Dec-26
Name Function Signature

Calibrated by Henﬂque A[me‘da o0 Laboratory Te"h"‘cia“ H_ﬂ/r\?uoﬂﬂ /4 @Nx 0{01

Approved by SvenKihn b  Techinical Manager Cg? 2

{ssued: March 10, 2026
This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Calibration Laboratory of
Schmid & Partner

Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

S Schweizerlscher Kallbrierdlenst

c Service sulsse d'étalonnage
Servlzio svizzero dl taratura

S Swiss Calibration Service

Accredited by the Swiss Accreditation Service (SAS) Accreditation No.: SCS 0108
The Swiss Accredltation Service Is one of the signatories to the EA
Multllateral Agreement for the recognltion of calibratlon cerliflcates

Glossary

TSL tissue simulating liquid

NORMx,y,z sensitivity in free space

ConvF sensitivity in TSL/ NORMx,y,z

DCP diode compression point

CF crest factor (1/duty_cycle) of the RF signal

A /B, C,D modulation dependent linearizalion parameters

Polarization ¢ ¢ rotation around probe axis

Polarization 2 ¥ rotation around an axis that is in the plane normal to probe axis (at measurement center), i.e,, 8=01is

normal to probe axis

Connector Angle  information used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:
a) IEC/IEEE 62209-1528, “Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure

To Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices — Part 1628: Human
Models, Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020.

b) KDB 865664, "SAR Measurement Requirements for 100 MHz to 6 GHz"

Methods Applied and Interpretation of Parameters:

NORMx,y,z: Assessed for E-field polarization 9 =0 (f < 900MHz in TEM-cell; f > 1800 MHz: R22 waveguide). NORMx,y,z
are only intermediate values, i.e., the uncertainties of NORMx,y,z does not affect the E2-field uncertainty inside TSL (see
below ConvF).

NORM(Ox,y,z = NORMx,y,z * frequency_response {see Frequency Response Chart). This linearization is implemenied in
DASY4 software versions later than 4.2, The uncertainty of the frequency response is included in the stated uncertainty of
ConvF.

DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW signal. DCP
does not depend on frequency nor media.

PAR: PAR is the Peak to Average Ratio thal is not calibrated but determined based on the signal characteristics

Axy.z; Bx,y,z; Cx,y,z; Dxy,z; VRx,yz: A, B, C, D are numerical linearization parameters assessed based on the data of
power sweep for specific modulation signal. The parameters do not depend on frequency nor media. VR is the maximum
calibration range expressed in RMS voltage across the diode.

ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer Standard for

f = B00MHz) and inside waveguide using analytical field distributions based on power measurements for f > 800MHz. The
same setups are used for assessment of the parameters applied for boundary compensation (alpha, depth} of which typical
uncertainty values are given. These parameters are used in DASY4 software to improve probe accuracy close to the
boundary. The sensitivity in TSL corresponds to NORMx,y,z * ConvF whereby the uncerlainty corresponds to that given for
ConvF. A frequency dependent ConvF Is used in DASY version 4.4 and higher which allows extending the validity from
+50 MHz to £100 MHz,

Spherical isotropy (3D devialion from isotropy). in a field of low gradients realized using a flat phantom exposed by a patch
antenna.

Sensor Offset: The sensor offset corresponds 1o the offset of virtual measurement center from the probe tip (on probe axis).

No tolerance required.

Connector Angle: The angle is assessed using the information gained by determining the NORMx (no uncertainty required).
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EX3DV4 - SN:75651 March 10, 2026

Parameters of Probe: EX3DV4 - SN:7551

Basic Calibration Parameters

Sensor X Sensor Y Sensor Z Une (k =2)
Norm (uV/(v/m)2) A 0.58 0.56 0.57 £10.1%
DCP (mv) B 100.1 100.6 95.7 +4.7%

Callbration Results for Modulation Response

uUiD Communication System Name A B (o] D VR Max Max
dB | dB/pV dB mV | dev. | UncE
k=2

0 Continuous Wave X | 0.00 0.00 1.00 | 0.00 | 123.0 | £0.7% | +4.7%
Y| 0.00 0.00 1.00 126.9
Z{ 000 0.00 1.00 123.7

10352 | Pulse (D=10%, T=5ms} X| 152 68.72 17.62 | 10.00 24.0 | £1.1% | £9.6%
Y| 0.87 63.03 15.08 24.0
Z| 058 60.68 14.60 25.0

10353 | Pulse {D=20%, T=5ms) X| 1.4 71.73 17.61 6.99 48.0 | £0.9% | £9.6%
Y| 0.1 66.05 15.09 49.0
Z| 054 63.69 14.64 50.0

10354 | Puise (D=40%, T=5ms) X 1,30 7474 i7.60 | 3.98 96.0 | +1.0% | £9.6%
Y| 075 £9.06 15.09 97.0
Z| 049 66.70 14.68 100.0

10355 | Puilse (D=60%, T=5ms) X| 124 76.50 17.59 | 2.22 | 143.0 | £0.9% | +8.6%
Y| 071 70.82 15.10 145.0
Z| 047 68.46 14.70 150.0

10387 | Random (BW=1MHz, MOD=QPSK) X 1.00 7362 17.56 | 0.00 | 115.0 | £1.8% | £9.6%
Y| 0.80 67.94 15.11 116.0
Z| 027 65.58 14.89 120.0

10388 | Random (BW=10 MHz, MOD=QPSK} X| 277 73.50 17.65 | 0.00 | 123.0 | £1.4% | £9.6%
Y| 1.8 67.82 15.03 125.0
Z 1.24 6b.46 14.24 129.0

10396 | Random (BW=100 kHz, MOD=64QAM) X| 016 72.44 1687 | 1.10 84.0 { £2.2% | £9.6%
Y| 0.10 66.76 15.40 85.0
Z | 0.01 64.40 16.18 88.0

10399 | Random (BW=40 MHz, MOD=64QAM) X| 425 72.44 1765 0.00 | 114.0 | £3.2% | £9.8%
Y| 284 66.76 15.02 116.0
Z| 214 64.40 14.10 120.0

10414 | Random (BW=40 MHz, HIGH PAR} X | 6.08 70.18 17.65 0.00 91.0 | £1.1% | £9.6%
Y{ 4.10 64.50 15.02 93.0
Z]| 3.02 62.14 14.07 97.0

Note: For details on UID parameters see Appendix

The reported uncertainly of measurement is stated as the standard uncertainty of measurement muitiplied by the coverage
factor k=2, which for a narmal distribution corresponds to a coverage probability of approximately 95%.

A The uncertainties of Norm X,Y,Z do nol allect the E-field uncertainty inside TSL (see Page 5).
B |inearization parameter uncertainty for maxImum speciied field strength.
E Uncertainty is determined using the max. deviation from linear response applying rectangular dislribution and is expressed for the square of the fiekd value.

.
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EX3DV4 - SN:7551

Parameters of Probe: EX3DV4 - SN:7551

Sensor Model Parameters

March 10, 2026

Ct c2 o T1 T2 T3 T4 T5 T6
iF iF v msV2 | msv! ms v2 v
X 29.1 212.34 33.99 24.73 0.00 5.10 1.08 0.23 1.01
y 27.8 203.58 34.08 13.82 0.18 5.08 1.52 0.13 1.01
z 19.5 147.60 36.32 18.48 0.00 5.10 0.00 0.14 1.01
Other Probe Parameters
Sansgor Arrangement Triangular
Connector Angle -23.2°
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disabled
Probe Overall Length 337 mm
Probe Body Dlameter 12mm
Tip Length gmm
Tip Diameter 2.5mm
Probe Tip to Sensor X Calibration Point 1mm
Probe Tip to Sensor Y Calibration Point 1mm
Probe Tip to Sensor Z Calibration Peint imm
Recommended Measurement Distance from Surface 1.4mm

Note: Measuremenit distance from surlace can be increased 1o 3—4 mm for an Area Scan job.

Certificate No: EX-7551_Mar26 Page 4 of 20




EX3DV4 - SN:7551 March 10, 2026

Parameters of Probe: EX3DV4 - SN:7551

Calibration Parameter Determined in HSL

f (MHz)© Relative ConductivityF | ConvF X | ConvFY | ConvFZ | Alpha® | Depth® UncH

Permittivity® (S/m) (mm) (k=2)

750 41.9 0.89 9.97 10.09 10.27 0.34 1.27 +11.0%
835 415 0.90 9.38 9.49 9.66 0.34 1.27 +11.0%
1750 40.1 1.37 8.13 8.23 8.37 0.33 1.27 +11.0%
1900 40.0 1.40 7.58 7.67 7.81 0.33 1.27 +11.0%
2300 39.5 1.67 7.23 7.32 7.44 0.32 1,27 +11.0%
2450 39.2 1.80 6.86 6.94 7.06 0.32 1.27 +11.0%
2600 39.0 1.96 6.89 6.98 710 0.32 1.27 +11.0%

 Frequency validity above 300 MHz of 3100 MHz only applies for DASY v4.4 and higher (see Page 2), else it is restricted to 50 MHz. The uncertainty s the
RSS ot the ConvF uncertainty at calibrallon frequency and the unceriainty for the indicated frequency band. Frequency validity below 300 MHz is £10, 25,
40, 50 and 70 MHz for ConvF assessments at 30, 64, 128, 150 and 220 MHz respactively. Validity of ConvF assessed at 6 MHz is 4-3 MHz, and ConvF
assessed at 13 MHz is 9-19 MHz. Above 5 GHz frequency validity can be exlended to +110 MHz.

F The probes are calibrated using tissue simulating fiquids (TSL) that deviate for & and & by less than +5% from the targst values (typically better than +3%)
and are valid for TSL wilh deviations of up to £10% If SAR correction is applied.

G Apha/Deplh are determined during caiibration. SPEAG warrants that the remaining deviation due to the boundary elfect alter compensation is always less
than +1% for irequencles below 3 GHz and balow +2% lor frequencies between 3-6 GHz at any distance larger than hatf the probe lip diameter from the
boundary.

H The stated uncerlalnty is the tolal calibration uncerlainty (k = 2) of Norm-CGonvF. This is equivalent to lhe uncerlainty component wilh the symbol CF in

Tabie 9 of |IEC/IEEE 82209-1528:2020.
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March 10, 2026

EX3DV4 - SN:7551

Frequency Response of E-Field

{TEM-Cell:ifi110 EXX, Wavegulde:R22)
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Uncertainty of Frequency Response of E-field: £6.3% (k
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EX3DV4 - SN:7551

Error [dB]

Receiving Pattern (¢), 9=0°

f=600MHz, TEM, 0° f=1800 MHz, R22, 0°
20° 90°

March 10, 2026
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Uncertainty of Axial Isotropy Assessment: £0.5% (k=2)
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EX3DV4 - SN:7551
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March 10, 2026
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Uncertainty of Linearily Assessment: +0.6% (k=2)
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EX3DV4 - SN:7561

Conversion Factor Assessment

t=1900 MHz, WGLS R22 (H_convF)

SAR [(W/kg)/W]

Z [mm]
—— analytical —s— measured

Deviation from Isotropy in Liquid
Error {¢5,6), f=900MHz

Deviation
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Uncertainty of Spherical Isotropy Assessment: £2.6% (k=2)

March 10, 2026
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EX3DV4 - SN:7551

Appendix: Modulation Calibration Parameters

March 10, 2026

UID | Rev | Communication System Name Group PAR {dB) | UncE k=2

0 Conlinuous Wave CwW 0.00 +4.7
10010 | CAB | Pulse {D=10%, T=100 ms}) Test 10.00 9.6
10011 | CAG | Rel. 99, AMG, QPSK, 5.0 MHz WCDMA 2.81 18.6
10012 | CAB | DSSS, DBPSK, 1.0 Mbps, 92.5% DC WLAN 1.67 +9.6
10013 | CAB | OFDM, BPSK, 6.0 Mbps, 72.1% DC WLAN 9.46 19.8
10021 { DAC | Voice, GMSK, 1 slot(s) GSM 9.38 9.6
10023 | DAC | Data, GSMK, 1 shot(s) GSM 9.57 +8.6
10024 | DAC | Data, GSMK, 2 sbot(s) GSM 6.56 19,6
10025 | DAG | Data, 8PSK, 1 slof(s) GSM 12.62 18.6
10026 | DAC | Dala, 8PSK, 2 slot(s) GSM 9,55 +9.6
10027 | DAC | Data, GSMK, 3 slof(s) GSM 4.80 8.6
10028 | DAC | Datla, GSMK, 4 slol(s) GSM 3.55 9.6
10029 | DAC | Data, 8PSK, 3 slot{s) GSM 7.78 9.6
10030 | CAA | BR, DH1, GFSK Bluetooth 5.30 8.6
i0031 | CAA | BR, DH3, GFSK Bluetooth 1.87 +9.6
10032 | CAA | BR, DH5, GFSK Bluetoolh 1.16 8.6
10033 | CAA | EDR, DH1, pi/4-DQPSK Biuetooth 7.74 8.6
10034 | CAA | EDR, DH3, pif4-DQPSK Bluetooth 4.53 9.6
10035 | CAA | EDR, DH5, pl/4-DQPSK Biustooth 3.83 18.6
10036 | CAA | EDR, DHi, B-DPSK Bluetooth 28.01 +8.6
10037 | CAA | £DR, DH3, 8-DPSK Biuetooth 477 9.6
10038 | CAA | EDR, DH5, 8-DPSK Bluetooth 410 +9.6
10039 | CAB | RC1, 1xRTT CDMA2000 4.67 +9.6
10048 | CAA | Full Slol, GFSK, 1 slof(s} DECT 13.80 19.6
10049 | CAA | Double Slot, GFSK, 2 slol{s) DECT 10,79 +9.6
10056 | CAA | TD-SCDMA, QPSK, 1.6 MHz TD-SCDMA 11.01 9.6
10058 | DAC | Data, 8PSK, 4 slot{s} GSM 6.52 9.6
10059 | CAB | DSSS, DQPSK, 2.0 Mbps, B7.4% DC WLAN 212 9.6
10060 | CAB | HR-DSSS, DQPSK, 5.5 Mbps, 72.7% DC WLAN 2,83 +9.6
10081 | CAB | HR-DSSS, DQPSK, 11.0 Mbps, 57.5% DC WLAN 3.60 +9.6
10062 | CAE | OFDM, BPSK, 6.0 Mbps, 89.1% DG WLAN 2.68 +9.6
10063 | CAE | CFDM, BPSK, 9.0 Mibps, 85.3% DC WLAN 8,63 9.6
10084 | CAE | OFDM, QPSK, 12.0 Mbps, 82.0% DC WLAN 9.09 +9.6
10085 | CAE | OFDM, QPSK, 18.0 Mbps, 76.0% DC WLAN 9.00 +9.6
100686 | CAE | OFDM, 16QAM, 24.0 Mbps, 70.6% DC WLAN 9.38 #9.6
10087 | CAE | OFDM, 160AM, 36.0 Mbps, 62.9% DC WLAN 10,12 9.6
10068 | CAE | OFDM, 64QAM, 46.0 Mbps, 56.6% DC WLAN 10.24 +9.6
10069 | CAE | OFDM, 84QAM, 54.0 Mops, 54.4% DG WLAN 10.56 9.6
10071 | CAB | OFDM, BPSK, 9.0 Mbps, 85,1% DG WLAN 9.83 9.6
10072 | CAB | OFDM, QPSK, 12.0 Mbps, 60.1% DC WLAN 8.62 9.6
10073 | CAB | OFDM, QPSK, 1B.0 Mbps, 53.1% DC WLAN 9.94 0.6
10074 | CAB | OFDM, 160AM, 24.0 Mops, 48.5% DC WLAN 10.30 18.6
10075 | CAB | OFDM, 16QAM, 36.0 Mops, 42.9% DG WLAN 10.77 9.6
10076 | CAB | OFDM, 840AM, 48.0 Mbps, 39.5% DC WLAN 10.94 9.6
10077 | CAB | OFDM, 64QAM, 54.0 Mbps, 38.5% DC WLAN 11.00 +8.6
10081 | CAB | RC3, 1xRTT CDMA2000 3.97 9.6
10097 | GAC | Rel. 5 HSDPA, QPSK, 5.0 MHz WCDMA 3.98 8.6
10008 | CAC | Rel. 8 HSUPA, Subset 2, QPSK, 5.0MHz WCDMA 3.98 0.6
10100 | CAF | 20.0MHz, QPSK, 100% RB LTE-FDD 5.67 18.6
10101 | CAF | 20.0MHz, 16QAM, 100% RB LTE-FDD 6.42 9.8
10102 | CAF | 20.0MHz, 64QAM, 100% RB LTE-FDD 6.60 8.6
10103 | CAH | 20.0MHz, GPSK, UL/DL CFG: 1, 55C: 4, 100% RB |TE-TDD 9.29 +9.6
10104 | CAH | 20.0MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 9.97 +0.6
10105 | CAH | 20.0MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TOD 10.01 19.6
10108 | CAH | 10.0MHz, QPSK, 100% RB LTE-FDD 5.80 +9.6
10109 | CAH | 10.0MHz, 16QAM, 100% RB LTE-FDD 6.43 8.6
10110 | CAH | 5.0 MHz, QPSK, 100% RB LTE-FDD 5,75 9.6
10111 | CAH | 5.0 MHz, 16QAM, 100% RB LTE-FDD 6.44 8.6
10112 | CAH | 10.0MHz, 64QAM, 100% RB LTE-FDD 8.59 +9.6
10113 | GAH | 5.0 MHz, 64QAM, 100% RB LTE-FDD 6.62 9.6
10114 | CAE | HT40 Greenfield, MCS0 (13,5 Mbps), 99.7% DC WLAN 8.10 +9.6
10115 | CAE | HT40 Greenlield, MCS4 (81.0 Mbps), 99.7% DC WLAN 8,46 9.6
10116 | CAE | HT40 Greenfield, MCS7 (135.0 Mbps), 99.7% DC WLAN 8.15 +9.6
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EX3DV4 - SN:7551

March 10, 2026

up Rev | Communlicatlon System Name Group PAR(dB) | UncF k=2
10117 | CAE | HT40 Mixed, MCS0 (13.5 Mbps), 89.7% DC WLAN 8.07 +9.6
10118 | CAE | HT40 Mixed, MCS4 (81.0 Mbps), 99.7% DC WLAN 859 +9.6
10119 | CAE | HT40 Mixed, MGS7 (135.0Mbps}, 99.7% DC WLAN 8.13 +9.6
10140 | CAF | 15.0 MHz, 16QAM, 100% RB LTE-FDD 6.49 496
10141 | CAF | 15.0 MHz, 64QAM, 100% RB LTE-FDD 6.53 196
10142 | CAF | 3.0MHz, QPSK, 100% RB LTE-FDD 573 9.6
10143 | CAF | 3.0MHz, 16QAM, 100% RB LTE-FDD 6.35 96
10144 | CAF | 3.0MHz, B4QAM, 100% RB LTE-FDD 6,65 9.6
10145 | CAG | 1.4MHz, QPSK, 100% RB LTE-FDD 5.76 +9.6
10146 | CAG | 1.4MHz, 16QAM, 100% RB LTE-FDD 6.41 +8.6
10147 | CAG | 1.4MHz, 64QAM, 100% RB L.TE-FDD 6.72 +9.6
101492 | CAF | 20.0 MHz, 16QAM, 50% RB LTE-FDD 6.42 19.6
10150 | CAF | 20.0MHz, 64QAM, 50% RB LTE-FDD 6.560 +9.6
10151 | CAH | 20.0 MHz, QPSK, UL/DL CFG: 1, SSC: 4, 50% RAB LTE-TDD 9.28 +9.6
10152 | CAH | 20.0MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 892 +9.6
10153 | CAH | 20,0 MHz, 64QAM, UL/DL CFG: 1, S5C: 4, 50% RB LTE-TDD 10.05 +9.6
10154 | CAH | 10.0MHz, QPSK, 50% RB LTE-FDD 5.75 +9.6
10155 | CAH | 10.0MHz, 16QAM, 50% RB LTE-FDD 6.43 +8.6
10156 | CAH | 5.0MHz, QPSK, 50% RB LTE-FDD 5.79 19.6
10157 | CAH | 5.0MHz, 16QAM, 50% RB LTE-FDD 6.49 +9.6
10158 | CAH | 10.0MHz, 64QAM, 50% RB LTE-FDD 6.62 9.6
10159 | CAH | 5.0MHz, 64QAM, 50% RB LTE-FDD 6.56 0.6
10160 | CAF | 15.0MHz, QPSK, 50% RB LTE-FDD 5.82 +9.6
10161 | CAF | 15.0MHz, 16QAM, 50% RB LTE-FDD 8.43 9.6
10162 | CAF | 15.0MHz, 64QAM, 50% RB LTE-FDD 6.58 19.6
10166 | CAG | 1.4MHz, QPSK, 50% RB LTE-FDD 5.46 +9.6
10167 | CAG | 1.4MHz, 16QAM, 50% RB LTE-FDD 6.21 +9.6
10168 | CAG | 1.4MHz, 64QAM, 50% RB LTE-FDD 6.7% +9.6
10169 | CAF | 20.0MHz, QPSK, 1 RB LTE-FDD 5.73 186
10170 | CAF | 20.0 MHz, 16QAM, 1 RB LTE-FDD 6.52 196
0171 | AAF | 20.0MHz, B4QAM, 1 RB LTE-FDD 6.49 19.6
10172 | CAH | 20.0 MHz, QPSK, UL/DL CFG: 1, SSC: 4,1 RB LTE-TDD 9.21 +9.6
10173 | CAH | 20.0MHz, 16QAM, UL/DL CFG: 1, SSC: 4, T RB LTE-TDD 8.48 +9.6
10174 | CAH | 20.0MHz, 64QAM, UL/DL CFG: 1, S8C: 4, 1 RB LTE-TDD 10.25 +0.6
10175 | CAH | 10.0MHz, QPSK, 1 RB LTE-FDD 5.72 +9.6
10176 | CAH | 10.0MHz, 16Q0AM, 1 RB LTE-FDD 6.52 +9.6
10177 | CAJ | 5.0MHz, QPSK, 1 RB LTE-FDD 5.73 9.6
10176 | CAH | 5.0 MHz, 16QAM, 1 RB LTE-FDD 6.52 +9.6
10179 | CAH | 10.0MHz, 64QAM, 1 RB LTE-FDD 8.50 0.6
10180 | CAH | 5.0MHz, 64QAM, 1 RB LTE-FDD 6.50 +8.6
10181 | CAF | 15.0MHz, QPSK, 1 RB LTE-FDD 572 +9.6
10182 | CAF | 15.0 MHz, 16QAM, 1 RB LTE-FDD 852 +8.6
10183 | AAE | 15.0 MHz, 64QAM, 1 RB LTE-FDD 6,50 +9.6
10184 | CAF | 3.0MHz, QPSK, 1 RB LTE-FDD 573 +9.6
10185 | CAF | 3.0MHz, 16QAM, 1 RB LTE-FCD 6.51 +9.6
10186 | AAF | 3.0 MHz, 64QAM, 1 RB LTE-FDD 6.50 19.6
10187 | CAG | 1.4MHz, QPSK, 1 RB LTE-FDD 5.73 +8.6
10188 | CAG | 1.4MHz, 16QAM, 1 RB LTE-FDD 6.52 $9.6
10189 | AAG | 1.4MHz, 640AM, 1 RB LTE-FDD 6.50 +9.6
10193 | CAE | HT20 Greenfigld, MCS0 (6.5 Mbps), 99.4% DC WLAN 8.09 +9.6
10194 | CAE | HT20 Greenfield, MCS4 (39.0 Mbps), 99.5% DC WLAN 8.12 19.6
10195 | CAE | HT20 Greenlleld, MCS7 (85.0 Mbps), 29.5% DC WLAN 8.21 +8.6
10196 | CAE | HT20 Mixed, MCSO0 (6.5 Mbps), 99.4% DC WLAN 8.1D +9.6
10197 | CAE | HT20 Mixed, MCS4 (39.0 Mbps), 88.5% DC WLAN 8.13 +9.6
10198 | CAE | HT20 Mixed, MCS7 (65.0 Mbps), 28.5% DC WLAN 8.27 196
10219 | CAE | HT20 Mixed, MCSO (7.2 Mbps), 99.3% DC WLAN 8.03 +9.6
10220 | CAE | HT20 Mixed, MCS4 (43.3 Mbps), 29.4% DC WLAN 8.13 +9.6
10221 { CAE | HT20 Mixed, MCS7 {72.2 Mbps), 28.4% DC WLAN 8.27 +9.8
10222 | CAE | HT40 Mixed, MCS0 (15.0 Mbps}, 89.7% DC WLAN 8.06 +9.6
10223 | CAE | HT40 Mixed, MCS4 (80.0 Mbps), 98.7% DC WLAN B8.48 +9.6
10224 | CAE | HT40 Mixed, MCS7 (150.0 Mbps), 99.7% DC WLAN 8.08 +9.6
10225 | CAC | Rel. 7 HSPA+, 16QAM, 5.0 MHz WCDMA 597 +9.6
10228 | CAC | 1.4 MHz, 16QAM, UL/DL CFG: 1, SSC: 4,1 RB LTE-TDD 9.49 0.6
10227 | CAC | 1.4 MHz, 64QAM, UL/DL CFG: 1, 85C: 4, 1 RB LTE-TDD 10.26 196
10228 | CAC | i.4MHz, QPSK, ULUDLCFG: 1,55C: 4,1 AB LTE-TDD 9.22 +9.6
10229 | CAE | 3.0MHz, 16QAM, UL/DL CFG: 1,55C: 4,1 RB LTE-TDD 9.48 18,6
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10230 | CAE | 3.0MHz, 84QAM, UUDL CFG: 1, SSC: 4,1 RB LTE-TDD 10.25 +9.6
10231 | CAE | 3.0MHz, QPSK, UL/DL CFG: 1, 38C: 4,1 RB LTE-TDD 9.19 +9.8
10232 | CAH | 5.0MHz, 16QAM, UL/DL CFG: 1,8SC: 4,1 RB LTE-TDD 9.48 1+9.6
102323 | CAH | 5.0MHz, 64QAM, UL/DL CFG: 1, SSC: 4,1 RB LTE-TDD 10.25 +9.6
10234 | CAH | 5.0MHz, QPSK, UL/DL CFG:1,55C: 4,1 RB LTE-TDD 9.21 +9.6
10235 | CAH | 10.0MHz, 16QAM, UL/DL CFG: 1, 88C: 4, 1 RB LTE-TDD 9.48 +9.6
10236 | CAH | 10.0MHz, 64QAM, UL/DL CFG: 1, 35C:4, 1 RB LTE-TDD 10.25 +96
10237 | CAH | 10.0MHz, QPSK, UL/DL CFG: 1, SSC: 4, 1 RB LTE-TDD 9.21 +9.6
10238 | CAG | 15.0MHz, 16QAM, UL/OL CFG:1,55C: 4, 1 RB LTE-TDD 9.48 +8.6
10239 | CAG | 15.0MHz, 64QAM, UL/DL CFG: 1, S8C:4, 1 RB LTE-TDD 10.25 2.6
10240 | CAG | 15.0MHz, QPSK, UL/DL CFG:1,55C: 4,1 RB LTE-TOD 9.21 +9.6
10241 | CAC | 1.4 MHz, 16QAM, UL/DL CFG: 1, S5C: 4, 50% RB LTE-TDD 9.82 9.6
10242 | CAC | 1.4 MHz, 64QAM, UL/DL CFG: 1, S8C: 4, 50% RB LTE-TOD 9.86 +9.6
10243 | CAC | 1.4 MHz, QPSK, UL/DL CFG: 1, 58C: 4, 50% RB LTE-TDD 9.46 +9.6
10244 | CAE | 3.0MHz, 16QAM, UL/DL CFG: 1, S5C: 4, 50% RB LTE-TDD 10.06 +9.6
10245 | CAE | 3.0 MHz, 64QAM, UL/DL CFG: 1, $SC: 4, 50% RB LTE-TDD 10.06 +9.6
10246 | CAE | 3.0MHz, QPSK, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 9,30 +9.6
10247 | CAH | 5.0MHz, 16QAM, UL/DL CFG: 1, S8C: 4, 50% RB LTE-TDD 291 106
10248 | CAH | 5.0MHz, 84QAM, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 10.09 +9.6
10248 | CAH | 5.0MHz, QPSK, UL/DL CFG: 1, 85C: 4, 50% RB LTE-TDD g.28 +9.6
10250 | CAH | 10.0 MHz, 16QAM, UL/DL CFG: 1, 8SC: 4, 50% RB LTE-TDD 9.81 +9.6
10251 | CAH | 10.0MHz, B4QAM, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 1047 +9.6
10252 | CAH | 10.0MHz, GPSK, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 9.24 +9.8
10253 | CAG | 15.0MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 9.90 +9.6
10254 | CAG | 15.0MHz, 84QAM, UL/DL CFG: 1, 5SC: 4, 50% RB LTE-TDD 10,14 +8.6
10255 | CAG | 15.0MHz, QPSK, UL/DL CFG: 1, S8C: 4, 50% RB LTE-TDD 9.20 +9.6
10256 | CAG | 1.4MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 9.96 ' 186
10257 | GAC | 1.4MHz, 84QAM, UL/DL CFG: 1, S8C: 4, 100% RB LTE-TDD t0.08 19.6
10258 | CAC | 1.4MHz, QPSK, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 9.34 +0.6
10259 | CAE | 3.0MHz, 16QAM, UL/DL CFG: 1, S5C: 4, 100% RB LTE-TDD 9,98 +9.6
10260 | CAE | 3.0MHz, 64QAM, ULDL CFG: 1, S5C: 4, 100% RB LTE-TDD 9.97 +9.6
10261 | CAE | 3.0 MHz, QPSK, UL/DL CFG: 1, S5C: 4, 100% RB LTE-TDD 9.24 +9.6
10262 | CAH | 5.0 MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 9.83 +9.6
10263 | CAH | 5.0MHz, 64QAM, UL/DL CFG: 1, S5C: 4, 100% RB LTE-TDD 10.16 +3.6
10264 | CAH | 5.0MHz, QPSK, UL/DL CFG: 1, 88C: 4, 100% RB LTE-TDD 9.23 9.6
10265 | CAH | 10.0 MHz, 16QAM, UL/DL CFG: 1, S5C: 4, 100% RB LTE-TDD g.92 19.6
10266 | CAH | 10.0 MHz, 64QAM, UL/DL CFG: 1, 35C: 4, 100% RB LTE-TDD 10.07 +9.6
10267 | CAH | 10.0MHz, QPSK, UL/DL CF@; 1, S8C: 4, 100% RB LTE-TDD 9.30 +9.6
10268 | CAG | 15.0MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 10.06 19.6
10262 | CAG | 15.0MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 10.13 +9.6
10270 | CAG [ 15.0MHz, QPSK, UL/DL GFG: 1, 85C: 4, 100% RB LTE-TDD 958 196
10274 | CAC | Rel. 6 HSUPA Subset 2, beta_d 0, QPSK, 5.0 MHz WCDMA 487 +9.6
10275 | CAC | Rel. 6 HSUPA Subsel 2,beta_d 15, QPSK, 5.0 MHz WCDMA 3.96 +9.6
10280 | AAB | RC1, 8055, Full Irame rale, 1xRTT CDMA2000 391 19.6
10281 | AAB | RC3, SO55, Full frame rate, 1xRTT CDMAZ2000 3.46 +9.6
10292 | AAB | RC3, S0O32, Full frame rate, SCHO disabled, 1xRTT CDMA2000 3.39 +9.6
10283 | AAB | RCS3, 8O3, Fullframe rate, 1xRTT CDMAZ000 3.50 +9.6
10295 | AAB | RC3, SO3, 1/8 frame rate, 1xRTT CDMA2000 12.49 +9.6
10297 | AAE | 20,0 MHz, QPSK, 50% RB LTE-FDD 581 +9.6
10298 | AAE | 3.0MHz, QPSK, 50% RB LTE-FDD 5.72 +9.6
10298 | AAE | 3.0MHz, 16QAM, 50% RB LTE-FDD - 6.39 +0.6
10300 | AAE | 3.0MHz, 64QAM, 50% RB LTE-FDD 6.60 +9.6
10301 | AAA | PUSG, 29:18, QPSK, 5.0 ms, 18 TRAF 8YM . WIMAX i2.03 | +9.6
10302 | AAA | PUSC, 28:18, QPSK, 5.0ms, 15 TRAF SYM WiMAX 12.57 +9.6
10303 | .AAA | PUSC, 31:15, 64QAM, 5.0 ms, 15 TRAF SYM ' © | WiMAX 12.52 +9.6
10304 | AAA | PUSC, 29:18, 840AM, 5.0ms, 18 TRAF SYM WiMAX 11.86 +9.6
10305 | AAA | PUSC, 31:15, 64QAM, 10.0ms, 15 TRAF SYM WiMAX 15.24 +9.6
10306 | AAA | PUSC, 28:18, 64QAM, 10.0ms, 18 TRAF SYM WiMAX 14,67 +9.6
10307 | AAA | PUSC, 29:18, QPSK, 10.0ms, 18 TRAF SYM WiMAX 14.49 +9.6
10308 | AAA | PUSC, 29:18, 160QAM, 10.0ms, 18 TRAF SYM WIMAX 14.46 +9.8
10309 | AAA | AMC 2x3, 29:18, 16QAM, 10.0ms, 18 TRAF SYM WIMAX 14.58 +9.6
10310 | AAA | AMC 2x3, 29:18, QPSK, 10.0ms, 18 TRAF 8¥YM WiMAX 1457 +9.8
10311 | AAE | 15.0MHz, QPSK, 100% RB LTE-FDD 6.06 196
10315 | AAB | DSSS, DBPSK, 1.0 Mbps, 86.0% DC WLAN 1.71 +8.6
10316 | AAB | OFDM, BPSK, 6.0 Mbps, 95.9% DC WLAN 8.36 +9.6
10317 | AAE | OFDM, BPSK, 6.0 Mbps, 95.8% DC WLAN 8.36 £9.6
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10352 | AAA | Pulse (D=10%, T=5ms) Generic 10.00 +8.6
10353 | AAA | Pulse ([D=20%, T=5ms) Ganeric 699 19.6
10354 | AAA | Pulse (D=40%, T=5ms) Generic 3.98 +9.6
10355 | AAA | Pulse (D=60%, T=5ms) Genarig 222 +9.6
10356 | AAA | Pulse (D=B0%, T=Hms) Genaeric 0.97 19.6
10387 | AAA | Random (BW=1 MHz, MOD=QPSK) Generic 510 +8.6
10388 | AAA | Random (BW=10MHz, MOD=QPSK) Generic 5.22 9.6
10396 | AAA | Random (BW=100kHz, MOD=64QAM) Generic 8.27 9.6
10309 | AAA | Random {(BW=40 MHz, MOD=B4QAM)} Generic 6.27 +9.6
10400 | AAF | VHT20, MCS5 (52.0 Mbps), 99.0% DC WLAN 8.37 19.6
0401 | AAF | VHTAD, MCS5 (108.0 Mbps), 86.7% DC WILAN 8.80 19.6
10402 | AAF | VHT80, MCSS5 (234.0 Mbps), 99.0% DC WLAN B.53 +9.6
10403 | AAB | Rew. 0, 1XEV-DO CDMA2000 3.76 +9.6
10404 | AAB | Rewv. A, 1xEV-DO CDMA2000 .77 9.6
10406 | AAB | RC3, S032, Full frame rate, SCHO enabled, 1xRTT GCDMA2000 5.22 1+9.6
10410 | AAH | 10.0MHz, QPSK, UL/DL CFG: 0, S5C: 4,1 RB LTE-TDD 7.82 +9.6
10414 | AAA [ Random (BW=40MHz, HIGH PAR) Generig 8.54 +9.6
10415 | AAA | DSSS5, DBPSK, 1.0 Mbps, 99.8% DC WLAN 1.54 19,6
104168 | AAA | OFDM, BPSK, 6.0 Mbps, 98.9% DC WLAN 8.23 +9.6
10417 | AAD | OFDM, BPSK, 6.0 Mbps, 99.9% DC WLAN 8.23 +9.8
10418 | AAA | OFDM (LTF), BPSK, 6.0 Mbps, 99.8% DG WLAN 8.14 9.6
10419 | AAA | OFDM (STF}, BPSK, 8.0 Mbps, 99.8% DC WLAN 8.19 +89.B
10422 | AAD | HT20 Greenfield, MCS0 (7.2 Mbps), 99.3% DC WLAN B.32 19.6
10423 | AAD | HT20 Greenfield, MCS4 (43.3 Mbps), 99.3% DC WLAN 8.47 +9.6
10424 | AAD | HT20 Greenlielkd, MCS7 (72.2 Mbps), 99.3% DC WLAN 8.40 19.6
10425 | AAD | HT40 Greenfield, MCSO (15.0 Mbps), 99.2% DC WLAN 8.41 +9.6
10426 | AAD | HT40 Greenfieki, MCS4 (80.0 Mbps), 99.2% DC WLAN 8.45 9.6
10427 | AAD | HT40 Greenfield, MCS7 (150.0 Mbps), 98.2% DG WLAN 8.41 19.6
10430 | AAE | 5.0 MHz, 64-QAM, 100% RB LTE-FDD 8.28 +0.6
10431 | AAE | 10.0MHz, 64-QAM, 100% RB LTE-FDD 8.38 +9.6
10432 | AAD | 15.0MHz, 684-QAM, 100% RB LTE-FDD 8.34 +9.6
10433 | AAD | 20.0MHz, 64-QAM, 100% RB LTE-FDD 8.34 +89.6
10434 | AAB | BS Tesl Model 1, 64 DPGH, 64QAM, 5.0 MHz (DL) WCDMA 8.680 +9.6
10435 | AAG | 20.0MHz, QPSK, UL/DL CFG: 0, 8SC:7, 1 RB LTE-TDD 7.82 +9.6
10447 | AAE | 5.0MHz, 64-QAM, 100% RB LTE-FDD 7.56 +0.6
10448 | AAE | 10.0 MHz, 64-QAM, 100% RB LTE-FDD 7.53 +9.6
10449 | AAD | 15.0MHz, 64-QAM, 100% RB LTE-FDD 7.51 +9.6
10450 | AAD | 20.0MHz, 64-QAM, 100% RB LTE-FDD 7.48 +9.6
10451 | AAB | BS Test Modol 1, 84 DPCH, Clipping 44%, 64QAM, 5.0 MHz (DL) WCDMA 7.59 +9.6
10456 | AAD | VHT180, MCSS5 (58.5 Mbps), 99.0% DC WLAN 8.63 +9.6
10457 | AAB | Rel. 5 DC-HSDPA, QPSK, 10.0 MHz WCDMA B.52 9.6
10458 | AAA | Hev. B, 2 carriers, 1xEV-DOD CDMA2000 6.55 +9.6
10459 [ AAA | Rev. B, 3 carlers, 1xEV-DO CDMA2000 8.25 +9.6
10460 | AAB | Rel. 99, AMR, QPSK, 5.0 MHz WCDMA 2,38 3.6
10461 | AAC | 1.4MHz, QPSK, UL/DL CFG: 0, SSC: 7,1 RB LTE-TDD 7.82 +9.6
10462 | AAC | 1.4MHz, 16QAM, UL/DL CFG: 0, SSC:7,1 RB LTE-TDD 8.30 19.6
10463 | AAC | 1.4MHz, 64QAM, UL/DL GFG: 0, S5C: 7,1 RB LTE-TDD 8.56 19.6
10464 | AAD | 3.0MHz, QPSK, UL/DL CFG: 0, 85C:7,1 RB LTE-TDD 7.82 +9.6
10465 | AAD | 3.0MHz, 16QAM, UL/DL CFG: 0, SSC:7,1 RB LTE-TDD 8.32 96
10466 | AAD | 3.0MHz, 64QAM, UL/DL CFG: 0, S8C:7,1 RB LTE-TDD 8.57 +9.6
10467 | AAG | 5.0 MHz, QPSK, UL/DL CFG: 0, 85C:7, 1 AB LTE-TDD 782 +9.6
10468 | AAG | 5.0MHz, 16QAM, UL/DL CFG: 0, SSC: 7,1 RB LTE-TDD 8.32 19.8
10469 | AAG | 5.0 MHz, 640AM, UL/DL CFG: 0, SSC: 7, 1 RB LTE-TDD 8.56 +8.6
10470 | AAG | 10.0MHz, QPSK, UL/DL CFG: 0, SSC: 7,1 RB LTE-TOD 7.82 9.6
10471 | AAG | 10.0MHz, 16QAM, UL/DL CFG: 0, SSC:7, 1 RB LTE-TDD 8.32 8.6
10472 | AAG | 10.0 MHz, 64QAM, UL/DL CFG: 0, SSC: 7, 1 RB LTE-TDD 8.57 8.6
10473 | AAF | 15.0MHz, QPSK, UL/DL CFG: 0, S5C: 7,1 RB LTE-TDD 7.82 +9.6
10474 | AAF | 15.0MHz, 16QAM, UL/DL CFG: 0, SSC: 7,1 RB LTE-TDD 8.32 +9.6
10475 | AAF | 15.0MHz, 84QAM, UL/DL CFG: 0, SSC: 7, 1 RB LTE-TDD 8.57 +9.6
10477 | AAG | 20.0MHz, 16QAM, UL/DL CFG: 0, S5C:7,1 RB LTE-TDD 8,32 9.6
10478 | AAG | 20.0MHz, 64QAM, UL/DL GFG: 0, SSC: 7,1 RB LTE-TDD 8.57 +9.6
10479 | AAC | 1.4 MHz, QPSK, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 7.74 +98.6
10480 | AAC | 1.4 MHz, 16QAM, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TDD 8.18 +9.6
10481 | AAC | 1.4 MHz, 640AM, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TDD 845 +9.6
10482 | AAD | 3.0MHz, QPSK, UL/DL CFG: 0, S8C: 7, 50% RB LTE-TDD 7.1 8.6
10483 | AAD | 3.0MHz, 16QAM, UL/DL CFG: 0, 58C: 7, 50% RB LTE-TDD 8.39 +9.6
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10484 { AAD | 3.0 MHz, 64QAM, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TDD 8.47 +8.6
10485 | AAG | 5.0MHz, QPSK, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TDD 7.59 186
10486 | AAG | 5.0 MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 8.38 +9.6
10487 | AAG | 5.0 MHz, 64QAM, UL/DL CFG: 0, S8C: 7, 50% RB LTE-TOD 860 +9.8
10488 | AAG | 10.0MHz, QPSK, UL/DL CFG: 0, S5G: 7, 50% RB LTE-TED 7.70 +9.6
10489 | AAG | 10.0MHz, 18QAM, UL/DL CFG: 0, S8C: 7, 50% RB LTE-TDD 8.31 +9.6
10490 | AAG | 10.0MHz, 84QAM, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TDD 8,54 +96
10491 | AAF | 15.0MHz, QPSK, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TDD 7.74 +9.6
10492 | AAF | 15.0MHz, 16QAM, UL/DL CFG: 0, 33C:7, 50% RB LTE-TDD 8.41 9.6
10483 | AAF | 15.0MHz, 64QAM, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TDD 855 +9.6
10484 | AAG | 20.0MHz, QPSK, UL/DL CFG: 0, 85C: 7, 50% RB LTE-TDD 7.74 +0.6
10485 | AAG | 20.0MHz, 16QAM, UL/DL CFG: 0, 35C: 7, 50% RB LTE-TDD 8.37 +0.6
10496 | AAG | 20.0MHz, 64QAM, UL/DL CFG: 0, 55C: 7, 50% RB LTE-TDD 854 +9.6
10497 | AAC | 1.4MHz, QPSK, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 7.67 +9.6
10498 | AAC | 1.4MHz, 16QAM, UL/DL CGFG: 0, SSC: 7, 100% RB LTE-TDD 8.40 +9.6
10499 | AAC | 1.4MHz, B4QAM, UL/DL CFG: 0, 88C: 7, 100% RB LTE-TDD 3.68 +8.6
10500 | AAD | 3.0MHz, QPSK, UL/DL CFG: 0, S8C: 7, 100% RB LTE-TDD 7.67 +8.6
10501 | AAD | 3.0MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD B.44 +9.6
10502 | AAD | 3.0MHz, 64QAM, UL/OL CFG: 0, SSC: 7, 100% RB LTE-TDD B.52 +9.6
10503 | AAG | 5.0MHz, QPSK, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 7.72 +9.6
10504 | AAG | 6.0MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.31 +9.6
10505 | AAG | 5.0 MHz, 64QAM, UL/DL GFG: 0, SSC: 7, 100% RB LTE-TOD 8.54 9.6
10506 | AAG | 10.0MHz, QPSK, UL/DL CFG: 0, SSC: 7, 100% RB L.TE-TDD 7.74 19.6
10507 | AAG | 10.0MHz, 16QAM, UL/DL CFG: 0, 88C: 7, 100% RB LTE-TDD 8.36 +8.6
10508 [ AAG | 10,0MHz, 64QAM, UL/DL CFG: 0, SBC: 7, 100% RB LTE-TDD 8.55 9.6
10509 | AAF | 15.0MHz, QPSK, UL/DL CFG: 0, S8C: 7, 100% RB LTE-TDD 7.99 +9.6
10510 | AAF | 15.0MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.49 +9.6
10511 | AAF | 15.0MHz, 640AM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.51 +9.6
10512 | AAG | 20.0MHz, QPSK, UL/DL CFG: 0, 88C: 7, 100% RB LTE-TDD 7.74 +8.6
10513 | AAG | 20.0 MHz, 16QAM, UL/DL GFG: 0, 8SC: 7, 100% RB LTE-TDD 842 +9.6
10514 | AAG | 20.0MHz, 64QAM, UL/OL GFG: 0, SSC: 7, 100% RB LTE-TDD 8.45 19.6
10515 | AAA | DSSS, DQPSK, 2,0 Mbps, 98.0% DC WLAN 1.68 +9.6
10516 | AAA | HR-DSSS, DQPSK, 5.5 Mbps, 98.2% DC WLAN 157 +9.6
10517 | AAA | HR-DSSS, DQPSK, 11.0 Mbps, 99.0% DC WLAN 1.58 +9.6
10518 | AAD | OFDM, BPSK, 9.0 Mbps, 98.9% DC WLAN 8.23 +9.6
10519 | AAD | OFDM, QPSK, 12.0 Mbps, 99.0% DC WLAN 8.39 +9.6
10520 | AAD | OFDM, QPSK, 18.0 Mbps, 99.0% DC WLAN 8.12 +9.6
10521 | AAD | OFDM, 16QAM, 24.0 Mbps, 99.0% DC WLAN 7.97 18.6
10622 | AAD | OFDM, 16QAM, 36.0 Mbps, 99.0% DC WLAN 8.45 +9.6
10523 | AAD | OFDM, 64QAM, 48.0 Mbps, 29.0% DC - WLAN 8.08 +9.6
10524 | AAD | OFDM, 64QAM, 54.0 Mbps, £9.0% DC WLAN 8.27 +9.6
10525 | AAD | VHT20, MCSO0 (6.5 Mbps), 98.9% DC WLAN B.36 +8.6
10526 | AAD | VHT20, MCS1 (13,0 Mbps), 88.0% DC WLAN 8.42 +9.6
10527 | AAD | VHT20, MCS2 (19.5 Mbps), 89.0% DG WLAN 8.21 9.6
10528 | AAD | VHT20, MCS3 (26.0 Mbps), 99.0% DC WLAN 8.36 +9.6
10529 | AAD | VHT20, MCS4 (38.0 Mbps), 99.0% DG WLAN 8.36 196
10531 | AAD | VHT20, MCS6 (58.5 Mbps), 89.0% DC WLAN 8.43 +9.6
10532 | AAD | VHT20, MCS7 (65.0 Mbps), 99.0% DC WLAN 8.29 +9.6
10533 | AAD | VHT20, MCSB (78.0 Mbps), 99.0% DC WLAN 8.38 +9.6
10634 | AAD | VHT40, MCSO0 (13.5 Mbps), 98.8% DO WLAN 8.45 +9.6
10535 | AAD | VHT40, MCS1 (27.0 Mbps), 98.8% DC WLAN 8.45 +9.6
10536 { AAD | VHT40, MCS2 (40.5 Mops), 968.8% DC WLAN 8.32 +0.6
10537 | AAD | VHT40, MCS3 (54.0 Mbps), 98.7% DC WLAN 8.44 9.6
10538 | AAD | VHT40, MCS4 (81.0 Mbps), 98.5% DC WLAN 8.54 +9.6
10540 | AAD | VHT40, MCS6 (121.5 Mbps), 98.3% DC WLAN 8.39 +9.6
10541 | AAD | VHT40, MCS7 (135.0 Mbps), 98.3% DC WLAN 8.46 +9.6
10542 | AAD | VHTA0, MCS8 (162.0 Mbps), 98.1% DC WLAN 8.65 +9.6
10543 | AAD | VHT40, MCS9 (180.0 Mbps), 28.0% DC WLAN 8.65 +9.6
10544 | AAD | VHT80, MCS0 (29.3 Mbps), 99.0% DC WLAN 8.47 +9.6
10545 | AAD | VHT80, MCS1 (58.5 Mbps), 99.0% DC WLAN B.55 +9.6
10546 | AAD | VHT8D, MCS2 (87.8 Mbps), 99.0% DC WLAN 8.35 +9.6
10547 | AAD | VHT80, MCS3 (117.0Mbps), 98.0% DC WLAN 8.49 0.6
10548 | AAD | VHTB0, MCS4 (175.5Mbps), 99.0% DC WLAN 8.37 196
10550 | AAD | VHTBO, MCE6 {263.3 Mbps), 88.0% DC WLAN 8.38 +9.6
10551 | AAD | VHTB0, MCS7 (202.5 Mbps), 99.0% DC WLAN 8.50 +9.6
10552 | AAD | VHTB0, MCS8 (351.0 Mbps), 89.0% DC WLAN 8.42 +8.6
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10553 | AAD | VHTB0, MCSO (380.0 Mbps), 99.0% DC WLAN 845 9.6
10554 [ AAE | VHT160, MCSO0 (58.5 Mbps), 99.0% DC WLAN 848 +9.6
10555 | AAE | VHT160, MCS1 (117.0 Mbps}), 99.0% DC WLAN 8.47 +9.6
10556 | AAE | VHT160, MCS2 (175.5 Mbps), 82.0% DC WLAN 8.50 +9.6
10557 | AAE | VHT160, MCS3 (234.0 Mbps), 99.0% DC WLAN 8.52 +8.6
10558 | AAE | VHT160, MCS4 (351.0 Mbps), 99.0% DC WLAN 8.61 +9.6
10560 | AAE | VHTT60, MCS6 (526.5 Mbps}, 99.0% DC WLAN 8.73 +9.6
10561 | AAE | VHT160, MC37 (585.0 Mbps), 98.0% DG WLAN 8.56 +9.6
10562 | AAE | VHT160, MCSS (702.0 Mbps), 89.0% DC WLAN 8.69 +9.6
10563 | AAE | VHT160, MCS9 (780.0 Mbps), 99.0% DC WLAN 8.77 +9.6
10564 | AAA | OFDM, BPSK, 9.0Mbps, 98.9% DC WLAN 8.25 9.5
10565 | AAA | OFDM, QPSK, 12.0 Mbps, 99.0% DC WLAN 8.45 +9.6
10566 | AAA | OFDM, QPSK, 18.0 Mbps, 99.0% DG WLAN 813 9.8
10567 | AAA | OFDM, 16QAM, 240 Mbps, 89.0% DG WLAN 8.00 +9.6
10568 | AAA | OFDM, 16QAM, 36.0 Mbps, 99.0% DC WLAN 8.37 +9.6
10569 | AAA | OFDM, 64QAM, 48,0 Mbps, 89.0% DC WLAN 8.10 +9.5
10570 | AAA | OFDM, 64QAM, 54.0 Mbps, 89.0% DG WLAN 830 +9.6
10571 | AAA | DSSS, DQPSK, 1.0 Mbps, 90.0% DC WLAN 1.99 +9.6
10672 | AAA | DSSS, DQPSK, 2.0 Mbps, 90.0% DC WLAN 109 19.6
10573 | AAA | HR-DSSS, DQPSK, 5.5 Mbps, 90.1% DC WLAN 1.98 +8.6
10574 | AAA | HR-DSSS, DQPSK, 11.0 Mops, 90.3% DC WLAN 1.8 19.6
10575 | AAA | OFDM, BPSK, 6.0 Mbps, 89.9% DC WLAN 8.59 +9.6
10576 | AAA | OFDM, BPSK, 9.0 Mbps, 88.9% DC WLAN 8.60 +9.6
10577 | AAA | OFDM, QPSK, 12.0 Mbps, 80.0% DC WLAN B.70 19.6
10578 | AAA | OFDM, QPSK, 18.0 Mbps, 90.0% DC WLAN 8.49 +9.6
10579 | AAA | OFDM, 16QAM, 24.0 Mbps, 90.0% DC WLAN 8.36 +9.6
10580 | AAA | OFDM, 16QAM, 36.0 Mbps, 80.0% DC WLAN 8,76 +9.6
10581 | AAA | OFDM, 64QAM, 48.0Mbps, 80.0% DC WLAN 8.35 19.6
10582 | AAA | OFDM, 64QAM, 54.0 Mbps, 90.0% DC WLAN B.67 +9.6
10583 | AAD | OFDM, BPSK, 6.0 Mbps, 89.9% DC WLAN 8.59 +9.6
10584 | AAD | OFDM, BPSK, 9.0 Mbps, 89.9% DC WLAN 8.60 9.6
10585 | AAD | OFDM, QPSK, 12.0 Mbps, 90.0% DC WLAN 870 8.6
10586 | AAD | OFDM, QPSK, 18.0 Mbps, 80.0% DC WLAN 849 +9.6
10587 | AAD | OFDM, 16QAM, 24.0 Mbps, 90.0% DC WLAN 8.36 +9.6
10588 | AAD | OFDM, 16QAM, 36.0 Mbps, 90.0% DC WLAN B.76 +9.6
10583 [ AAD | OFDM, 6400AM, 48.0 Mbps, 90.0% DC WLAN 8.35 +9.6
10590 | AAD | OFDM, 84QAM, 54.0 Mbps, 90.0% DC WLAN 8.67 19.8
10591 | AAD | HT20 Mixed, MCSO0 (6.6 Mbps), 89.8% DC WLAN 8,63 +9.6
10592 | AAD | HT20 Mixed, MCS1 (13.0 Mbps), 90.0% DC WLAN 8.79 +9.5
10593 | AAD | HT20 Mixed, MCS2 (19.5 Mbps), 90.0% DC WLAN 8.64 +9.6
10594 | AAD | HT20 Mixed, MCS3 (26.0 Mbps), 80.0% DC WLAN 8.74 +8.8
10595 | AAD | HT20 Mixed, MC54 (39,0 Mbps), 20.0% DC WLAN 8.74 +9.6
10586 | AAD | HT20 Mixed, MCS5 (52.0 Mbps), 80.0% DC WLAN 8.71 +9.6
10587 | AAD | HT20 Mixed, MCS6 (58.5 Mbps), 20.0% DC WLAN 8.72 +9.6
10598 | AAD | HT20 Mixed, MCS7 (65.0 Mbps), 90.0% DC WLAN 8.50 +9.6
10599 | AAD | HT40 Mixed, MCS0 (13.5Mbps), 89.8% DG WLAN 8.79 +9.6
10600 | AAD | HT40 Mixed, MCS1 (27.0 Mbps), 89.7% DC WLAN 8.88 +9.6
10601 | AAD | HT40 Mixed, MCS2 (40.5 Mbps), B9.6% DC WLAN 8.82 +9.6
10602 | AAD | HT40 Mixed, MCS3 (54.0 Mbps), 88.4% DC WLAN 8.94 19.6
10603 | AAD | HT4D Mixed, MCS4 (81.0 Mbps), 89.2% DC WLAN 9.03 49.6
10604 | AAD | HT40 Mixed, MCSS5 (108.0 Mbps), 88.9% DC WLAN 8.76 +8.6
10605 [ AAD | HT40 Mixed, MCS6 (121.5 Mops), 88.8% DC WLAN 8.87 18.6
10606 | AAD | HT40 Mixed, MCS7 {135.0 Mbps), BB, 7% DC WLAN 8.82 +9.6
10607 | AAD | VHT20, MCSD (6.5 Mbps}, 89.9% DC WLAN 864 1+9.6
10608 | AAD | VHT20, MCS1 (13.0Mbps), 80.0% DC WLAN 8.77 +9.6
10602 | AAD | VHT20, MCS2 (19.5Mbps), 20.0% DC WLAN 8.57 +9.6
10610 | AAD | VHT20, MCS3 (26.0 Mbps), 20.0% DC WLAN 8.78 19.6
10611 | AAD | VHT20, MCS4 (39.0 Mbps), 20.0% DC WLAN 8.70 +9.8
106812 | AAD | VHT20, MCS5 (52.0 Mbps}, 80.0% DC WLAN 8,77 +9.56
10613 | AAD | VHT2D, MCS6 (58.5 Mbps), 80.0% DC WLAN 8.94 +9.6
10614 | AAD | VHT20, MCS7 (65.0 Mbps), 90.0% DC WLAN §.59 +9.6
10815 | AAD | VHT20, MCS8 (78.0 Mbps}), 80.0% DG WLAN 8.82 1+8.6
10616 | AAD | VHT40, MCSD {13.5 Mbps}, 89.8% DC WLAN 8.82 19.6
10617 | AAD | VHT40, MC51 (27.0 Mbps), 89.7% DG WLAN 8.81 +9.6
10618 | AAD | VHT40, MCS2 (40.5 Mbps), 88.6% DC WLAN 8.58 19.6
10619 | AAD | VHT40, MCS3 (54.0 Mbps), 89.4% DC WLAN B.B6 +9.6
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10620 | AAD | VHT40, MCS4 (81.0 Mbps), 89.2% DC WLAN 8.87 +9.6
10621 | AAD | VHT40, MCS5 (108,0 Mbps), 88.9% DC WLAN 8.77 +9.6
10622 | AAD | VHT40, MCS6 (121.5 Mbps), 88.8% DG WLAN 8.68 +9.6
10623 | AAD | VHT40, MCS7 (135.0 Mbps), 88.6% DC WLAN 8.82 +9.6
10624 | AAD | VHT40, MCS8 (162.0 Mbps), 88.4% DC WLAN 8.96 19.6
10625 | AAD | VHTA40, MCS9 (180.0 Mbps), 88.2% DC WLAN 896 +9.6
10626 | AAD | VHT80, MCSO0 (29.3 Mbps), 90.0% DC WLAN 8.83 9.6
10627 | AAD | VHT80, MCS1 (58.5 Mbps), 90.0% DC WLAN 8.68 9.6
10628 | AAD | VHTS80, MCS2 (87.8 Mbps), 80.0% DC WLAN 8.71 +9.6
10629 | AAD | VHT80, MCS3 (117.0 Mbps), 90.0% DC WLAN 8.85 +8.6
10630 [ AAD | VHT80, MCS4 (175.5 Mbps), 90.0% DC WLAN 872 18.6
10631 | AAD | VHT80, MCS5 (234.0 Mbps), 90.0% DC WLAN 8.81 +9.6
10632 | AAD | VHTB0, MCS6 (263.3 Mbps), 90.0% DC WLAN 8,74 9.8
10633 | AAD | VHT80, MCS7 (292.5 Mbps), 80.0% DC WLAN 8.83 +9.6
10634 | AAD | VHT80, MCSB (351.0 Mops), 90.0% DC WLAN 8.80 9.6
10635 | AAD | VHT80, MGS9 (390.0 Mbps), 90.0% DC WLAN 8.81 9.6
10636 | AAE | VHT160, MCSO0 (58.5Mbps), 90.0% DC WLAN 8.83 9.6
10637 | AAE | VHT160, MCS1 (117.0 Mbps), 90.0% DC WLAN 8.79 16.6
10638 | AAE | VHT1860, MCS2 {175.5 Mbps), 90.0% DC WLAN 8.86 +9.8
10639 | AAE | VHT180, MCS3 (234.0 Mbps), 80.0% DG WLAN 8.85 9.6
10640 | AAE | VHT160, MGCS4 (351.0 Mbps), 80.0% DC WLAN 8.98 9.6
10641 | AAE | VHT160, MCS5 (468.0 Mbps), 90.0% DC WLAN 9.08 9.6
10642 | AAE | VHT160, MCS6 (526.5 Mbps), 90.0% DG WLAN 9.06 18.6
10643 | AAE | VHT160, MCS7 (585.0 Mbps), 80.0% DC WLAN 8.89 +9.6
10644 | AAE | VHT160, MCSB (702.0 Mbps), 20.0% DC WLAN 9.05 +9.6
10645 [ AAE | VHT160, MCS9 (780.0 Mbps), 80.0% DG WLAN 9,11 +9.6
10646 | AAH | 5.0MHz, QPSK, UL/DL CFG: 2, 88G:4, 1 RB LTE-TDD 11.96 +9.6
10647 | AAG | 20.0 MHz, QPSK, UL/DL CFG: 2, 358C: 7, 1 RB LTE-TDD 11.86 +9.6
10648 | AAA | RC8, SO75, 1xAdvanced CDMAZ000 3.45 +9.6
10670 | AAA | LE, Test, GFSK Biuetooth 2.19 +9.6
10671 | AAC | ET20, MCSO0 (8.6 Mbps}, 20.0% DC WLAN 8.09 9.6
10672 | AAC | ET20, MCS1 (17.0 Mbps), 90.0% DC WLAN 8.57 9.6
10673 | AAC | ET20, MCS2 (26.0 Mbps}, 90.0% DC WLAN 8.78 19.6
10674 | AAG | ET20, MCS3 (34.0 Mbps), 90.0% DC WLAN 8.74 9.6
10675 | AAC | ET20, MGS4 (52.0 Mbps), 80.0% DC WLAN 8.90 +9.6
10676 | AAC | ET20, MCS5 (69.0 Mbps), $0.0% DC WLAN 877 19.6
10677 | AAC | ET20, MCS6 (77.0Mbps), 90.0% DC WLAN 873 +9.6
10678 | AAC | ET20), MCS7 (86.0 Mbps), 80.0% DC WLAN 8.78 9.6
10678 | AAC | ET20, MCSB (103.0 Mbps), 80.0% DG WLAN 8.689 +9.6
10680 | AAC | ET20, MCS9 (115.0 Mbps), 90.0% DC WLAN 8.80 0.6
10681 | AAG | ET20, MCS10 (122,0 Mbps), 80.0% DC WLAN 8.62 9.6
10682 | AAG | ET20, MCS11 (135.0 Mbps), 90.0% DG WLAN 8.83 9.6
10683 | AAC | ET20, MCSO (8.6 Mbps), 100.0% DC WLAN 8.42 +9.6
10684 | AAC | ET20, MCS1 (17.0 Mbps), 100.0% DC WLAN 8.28 8.6
10685 | AAC | ET20, MCS2 (26.0 Mbps), 100.0% DC WLAN 8.33 +9.6
10686 | AAC | ET20, MCS3 (34.0 Mbps), 100.0% DC WLAN 8.28 +9.6
10687 | AAC | ET20, MCS4 (52.0 Mops), 100.0% DG WLAN 8.45 196
10688 | AAC | ET20, MCSS5 (69.0 Mbps), 100.0% DC WLAN 8.29 +9.6
10689 | AAC | ET20, MGCSS6 (77.0 Mbps), 100.0% DC WLAN 8.55 +9.6
10690 | AAG | ET20, MCS7 (86.0 Mbps), 100.0% DC WLAN 8.29 9.6
10691 | AAC | ET20, MGSB (103.0 Mbps), 100.0% DG WILAN 8.25 9.6
10692 | AAC | ET20, MCS9 (115.0 Mbps), 100.0% DC WLAN 820 +8.6
10693 | AAC | ET20, MCS10 (122.0 Mbps), 100.0% DC WLAN 8.256 19.6
10684 | AAG | ET20, MCS11 (135.0Mbps), 100.0% DC WLAN a.57 +9.6
10685 | AAC | ETA40, MCSO0 (17.2 Mbps), 89.8% DC WLAN 8.78 +9.6
10696 | AAC | ET40, MCS1 (34.0 Mops), 89.8% DC WLAN 8.91 19.6
10697 | AAC | ET40, MCS2 (52.0 Mbps), 89.7% DC WLAN 8,61 19.6
10698 | AAC | ET40, MGS3 (69.0Mbps), 88.7% DC WLAN 8.99 +8.6
10699 | AAC | ET40, MCS4 (102.0 Mbps), 89.9% DC WLAN 8.82 9.6
10700 | AAG | ETA0, MCS5 (138.0 Mbps), 89.8% DC WLAN 8.73 9.6
10701 | AAC | ET40, MCS6 (155.0 Mbps), 89.8% DC WLAN 8.86 9.6
10702 | AAC | ET40, MCS7 (172.0 Mbps), 89.8% DC WLAN 8.70 19.6
10703 | AAC | ET40, MCS8 (207.0 Mbps), 88.8% DC WLAN 8.82 19.6
10704 | AAC | ETA40, MCS® (229.0 Mbps), 88.8% DG WLAN 8.56 +9.6
10705 | AAC | ETA0, MCS10 (258.0 Mbps), 89.8% DC WLAN 8.69 +9.6
10706 | AAC | ET40, MCS11 (267.0 Mbps), 89.8% DC WLAN B.66 +9.6
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10707 | AAC | ET40, MGS0 (17.2 Mbps), 99.8% DC WLAN a.az2 +8.6
10708 | AAC | ET40, MCS1 (34.0Mbps), 99.7% DC WLAN 8.55 +9.6
10702 | AAC | ET40, MCS2 (52.0 Mbps), 99.7% DC WLAN 8.33 +9.6
10710 | AAC | ET40, MCS3 (69.0 Mbps), 88.7% DC WLAN 8.29 +9.6
10711 | AAC | ET40, MCS4 (103.0 Mbps), 99.8% DG WLAN 8.39 +9.6
10712 | AAC | ET40, MCS5 (138.0 Mbps), 89.8% DC WLAN 8.67 +9.6
10713 | AAC | ET40, MCS6 (155.0 Mbps), 99.8% DC WLAN 8.33 +9.6
10714 | AAC | ET40, MCS7 (172.0 Mbps}, 99.8% DC WLAN B.26 +9.6
10715 | AAC | ET40, MCSB (207.0 Mbps), 89.8% DC WLAN 8.45 9.6
10716 | AAC | ET40, MCS9 (229.0 Mbps), 99.8% DG WLAN 8.30 +9.6
10717 | AAC | ET40, MGS10 (258.0 Mbps), 99.8% DC WLAN 8.48 +8.6
10718 | AAC | ET40, MCS11 {267.0 Mbps), 99.8% DC WLAN 8.24 +9.6
10719 | AAC | ET80, MCSO (36.0 Mbps), 90.0% DC WLAN 8.81 +9.8
10720 | AAC | ET80, MCS1 (72.1 Mbps), 90.0% DC WEAN 8.87 +9.6
10721 | AAC | ET80, MGS2 (108.1 Mbps), 90.0% DG WLAN B.78 +9.6
10722 | AAC | ETBO, MCS3 (144.1 Mbps), 20.0% DC WLAN 8.55 +9.6
10723 | AAC | ET80, MCS4 (216.2 Mbps), 90.0% DC WLAN 8.70 19.6
10724 | AAC | ETBO, MCS5 (288,2 Mbps), 20.0% DC WLAN 8.90 +8.6
10725 | AAG | ETB0, MCSGE (324.4 Mbps), 20.0% DC WLAN 8.74 9.6
10726 } AAC | ET80, MCS7 (360.3 Mbps), 90.0% DC WLAN B.72 +8.6
10727 | AAC | ETB0, MCSB {432.4 Mbps), 20.0% DC WLAN 8.66 +9.6
10728 | AAC | ET80, MCS0 (480.4 Mbps), 20.0% DC WLAN 8.65 9.6
10729 | AACG | ETB0, MCS10 {540.4 Mbps), 90.0% DC WLAN 8.64 +3.6
10730 | AAG | ETB0, MCS11 (72.0 Mbps), 20.0% DC WLAN B.67 +0.6
10731 | AAG | ET80, MCSO0 (36,0 Mbps), 100.0% DC WLAN 8.42 9.6
10732 | AAC | ETB0, MCS1 (72.1 Mbps), 100.0% DC WLAN 8,46 +3.6
10733 | AAG | ET80, MCS2 (108.1 Mbps), 100,0% DC WLAN 8.40 +8.6
10734 | AAG | ET80, MCS3 (144.1 Mbps}, 100.0% DC WLAN 8.25 +9.6
10735 | AAC | ETB0, MCS4 (216.2 Mbps), 100.0% DC WLAN 8.33 108
10736 | AAC | ETB0, MCS5 (288.2 Mbps), 100.0% DG WLAN 8.27 19,6
10737 | AAG | ETB0, MCSE (324.4 Mbps), 100.0% DC WLAN B.36 19.6
10738 | AAC | ET80, MCS7 (360.3 Mbps), 100.0% DC WLAN 8.42 +9.6
10739 | AAG | ETBO, MCSB (432.4 Mbps), 100.0% DC WLAN 8.29 +9.6
10740 | AAC | ETBO, MCS3 (480.4 Mbps), 100.0% DC WLAN 8.48 +96
10741 | AAC | ET80, MCS10 (540.4 Mbps), 100.0% DC WLAN 8.40 19.6
D742 [ AAC | ET80, MCS11 (600.5Mbps), 100.0% DC WLAN 8.43 +9.6
10743 | AAC | ET160, MCSO (72.0 Mbps), 88.2% DC WLAN 8.94 +9.6
10744 | AAC | ET160, MCS1 (144.0Mbps), 87.1% DC WLAN 9.16 +9.6
10745 | AAC | ETi60, MCS2 (216.0 Mbps), 87.4% DC WLAN 8.93 +0.6
10746 | AAC | ET160, MCS3 (282.0 Mbps), 87.1% DC WLAN 9.1 +9.6
10747 | AAC | ET160, MCS4 (432.0 Mbps), 87.4% DC WLAN 9.04 +9.6
10748 | AAC | ET180, MCS5 (576.0 Mbps), 86.8% DC WLAN 8.93 9.6
10749 | AAC | ET160, MCS6 (649.0 Mbps), 86.7% DC WLAN 8.90 8.6
10750 | AAC | ET160, MCS7 (721.0 Mbps), 86.7% DC WLAN 8.79 +9.6
10751 | AAC | ET180, MCS8 (865.0 Mbps), B6.3% DC WLAN 8.82 +8.6
10752 | AAC | ET180, MCS9 (961.0 Mbps), 86.3% DC WLAN 8.81 +9.6
10753 | AAC | ET160, MCS10 (1081.0 Mbps), 86.7% DC WLAN 9.00 +9.6
10754 | AAC | ET160, MCS11 (1201.0 Mbps), 86.7% DC WLAN 8.94 +9.6
10755 | AAC | ET160, MCS0 (72.0 Mbps), 98.0% DC WLAN 8.64 +9.6
10756 | AAC | ET160, MCS1 (144.0 Mbps}, 96.8% DC WLAN 8.77 19,6
10757 | AAC | ET160, MCS2 (216.0 Mbps), 97.1% DC WLAN B.77 +9.8
10758 | AAC | ET160, MCS3 (282.0 Mbps), 96.8% DC WLAN 8.59 +8.6
0759 | AAC | ET160, MCS4 (432.0 Mbps), 97.1% DC WLAN 8.58 +9.6
i0760 | AAC | ET160, MCS5 (576.0 Mbps), 96.5% DC WLAN 8.49 18.6
10761 | AAC | ET160, MCS6 (649.0 Mbps), 96.3% DC WLAN 8.68 +9.6
10762 | AAC | ET160, MGS7 (721.0 Mbps), 96.3% DC WLAN 8.49 19.6
10763 | AAC | ET160, MCS8 (865.0 Mbps), 95.9% DC WLAMN 8.53 +9.6
10764 | AAC | ET160, MCS9 (961.0 Mbps), 95.9% DC WLAN 8.54 +9.6
10765 | AAC | ET160, MCS10 (1081.0 Mbps), 86.3% DC WLAN 8.54 9.6
10768 | AAC | ET160, MC311 (1201.0 Mbps), 86.3% DC WLAN 8.51 19.6
10767 | AAG | CP-QFDM, 5.0 MHz, QPSK, 15kHz, 89.8% DC, 1 RB h(G NR FR1 TDD 7.99 +9.6
10768 | AAE | GP-CFDM, 10.0 MHz, QPSK, i15kHz, 100.0% DC, 1 RB 5G MR FR1 TDD 8.01 +9.6
10769 | AAD | CP-OFDM, 15.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.01 +92.6
10770 | AAE | CP-OFDM, 20.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.02 +9.6
10771 | AAD | CP-OFDM, 25,0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.02 +9.5
10772 [ AAE | CP-OFDM, 30.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.23 9.6
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10773 | AAF | CP-OFDM, 40.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.03 +9.6
10774 | AAE | CP-OFDM, 50.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.02 106
10775 | AAF | CP-OFDM, 5.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NRFR1TDD 8.3 +9.6
10776 | AAE | CP-OFDM, 10.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.30 +9.6
10777 | AAC | CP-OFDM, 15.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.30 +9.6
10778 | AAE | CP-OFDM, 20,0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.34 +8.6
1077% | AAC | CP-OFDM, 25.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 842 49,6
10780 | AAE | CP-OFDM, 30.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.38 +9.6
10781 | AAF | GP-OFDM, 40.0 MHz, QP8K, 15 kHz, 100.0% DC, 50% RB 5G NB FR1 TDD 8.38 +8.6
10782 | AAE | CP-OFDM, 50.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.43 +9.6
10783 | AAG | CP-OFDM, 5.0 MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.31 +9.6
10784 | AAE | CP-OFDM, 10.0MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NRFR1TDD 8.29 +0.6
10785 | AAD | CP-OFDM, 15.0 MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.40 19.6
10786 | AAE | CP-OFDM, 20.0 MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.35 +9.6
10787 | AAD | GP-OFDM, 25.0 MHz, QPSK, 16kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.44 +9.6
10788 | AAE | CP-OFDM, 30.0 MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.39 +9.6
10789 | AAF | CP-OFDM, 40,0 MHz, QPSK, 15kHz, 100.0% DG, 100% RB 5G NRFR1 TDD 8.37 +9.6
10780 | AAE | CP-OFDM, 50.0 MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.39 +9.6
10791 | AAG | CP-OFDM, 5.0 MHz, QPSK, 30kHz, 99.9% DC, 1 RB 5G NR FR1 TDD 7.83 +9.6
10792 | AAE | CP-OFDM, 10.0MHz, QPSK, 30kHz, 99.9% DC, 1 RB 5G NR FR1 TDD 7.92 +9.6
10793 | AAD | CP-OFDM, 16.0MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.95 +9.6
10794 | AAE | CP-OFDM, 20.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.82 +9.6
10785 | AAD | CP-CFDM, 25.0 MHz, QPSK, 30kHz, 100.0% DG, 1 RB 5G NR FR1 TDD 7.84 +9.6
10796 | AAE | CP-OFDM, 30.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.82 +9.6
10797 | AAF | CP-CFDM, 40.0 MHz, GPSK, 30kHz, 100.0% DG, 1 AB 5G NR FR1 TDD 8.01 9.6
10798 | AAE | CP-OFDM, 50.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.89 +0.6
10739 | AAF | CP-OFDM, 60.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.93 +9.6
10801 | AAF | CP-OFDM, 80.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.89 8.6
10802 | AAE | CP-QFDM, 90,0 MHz, QPSK, 30kHz, 100.0% DG, 1 RB 5G MR FR1 TDD 787 +9.6
10803 | AAF | CP-OFDM, 100.0MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.93 +9.6
10805 | AAE | CP-OFDM, 10.0 MHz, QPS3K, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.34 +9.8
10806 | AAD | CP-OFDM, 15.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 837 9.6
10809 | AAE | CP-OFDM, 30.0 MHz, QPSK, 30 kHz, 100.0% DC, 60% RB 5G NR FR1 TDD 8.34 +9.6
10810 | AAF | CP-OFDM, 40.0MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.34 +9.6
10812 | AAF | CP-OFDM, 60.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.5 9.6
10817 | AAG | CP-OFDM, 5.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.35 +9.6
10818 | AAE | CP-OFDM, 10.0 MHz, GQPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.34 9.6
10819 | AAD | CP-OFDM, 15.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.33 18.6
10820 | AAE | CP-OFDM, 20,0 MHz, QPSK, 30kHz, 100.0% DG, 100% RB 5G NR FR1 TDD 8.30 +9.6
10821 | AAD | CP-OFDM, 25,0 MHz, QPSK, 30 kHz, 100.0% DG, 100% RB 5G NR FR1 TDD 8.41 19.6
10822 | AAE | CP-OFDM, 30.0 MHz, QPSK, 30kHz, 100.0% DG, 100% RB 5G NR FR1 TDD 8.41 +9.6
10823 | AAF | CP-OFDM, 40.0 MHz, QPSK, 30kHz, 100,0% DG, 100% RB 5G NP FR1 TDD 8.36 +9.6
10824 | AAE | CP-OFDM, 50.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDP 8.39 +0.6
10825 | AAF | CP-OFDM, 60.0 MHz, QPSK, 30kHz, 100.0% DG, 100% RB 5G NR FR1 TDD 8.41 +9.6
10827 | AAF | GP-CFDM, 80.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.42 +9.6
10828 | AAE | CP-OFDM, 0.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.43 19.5
10829 | AAF | CP-OFDM, 100.0MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.40 +9.6
10830 | AAE | CP-OFDM, 10.0 MHz, QPSK, 60kHz, 99.9% DC, 1 RB 5G NR FR1 TDD 7.63 +9.6
10831 | AAD | CP-OFDM, 15.0 MHz, QPSK, 60kHz, 99.9% DG, 1 RB 5G NR FR1 TDD 773 +9.5
10832 | AAE | CP-OFDM, 20.0 MHz, QP8K, 60 kHz, 98.9% DC, 1 RB 5G NR FR1 TDD 7.74 +9.6
10833 | AAD | CP-OFDM, 25.0 MHz, QPSK, 60kHz, 99.9% DG, 1 RB 5G NR FR1 TDD 7.70 +9.6
10834 | AAE | GP-OFDM, 30.0 MHz, QPSK, 60kHz, 100.0% DC, 1 BB 5GNRFR1TDD 7.75 0.8
10835 | AAF | CP-OFDM, 40.0MHz, QPSK, 60kHz, 100.0% DG, 1 RB 5G NR FR1 TDD 7.70 196
10836 | AAE | CP-OFDM, 50.0 MHz, QPSK, 80kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.66 +9.5
10837 | AAF | CP-OFDM, 60.0 MHz, QPSK, 60kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.68 +9.6
10839 | AAF | CP-OFDM, 80.0 MHz, QPSK, 60 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.70 +9.6
10840 | AAE | CP-OFDM, 90.0 MHz, QPSK, 80kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.87 19.6
10841 | AAF | CP-OFDM, 100.0 MHz, QPSK, 60kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.71 +9.6
10843 | AAD | CP-OFDM, 15.0MHz, QPSK, 60 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.49 +9.6
10844 | AAE | CP-OFDM, 20.0MHz, QPSK, 80 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.34 19.6
10846 | AAE | CP-OFDM, 30.0 MHz, QPSK, 60 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.41 +9.6
10854 | AAE | CP-OFDM, 10.0MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.34 +9.6
10855 | AAD | CP-OFDM, 15.0MHz, QPSK, 60kHz, 100.0% DG, 100% RB 5G NR FR1 TDD B.36 8.6
10856 | AAE | CP-OFDM, 20.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.37 9.6
10857 | AAD | CP-OFDM, 25.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.35 +9.8
10858 | AAE | CP-OFDM, 30.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.36 +9.5
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10859 | AAF | CP-OFDM, 40.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.34 18.6
10860 | AAE | CP-OFDM, 50.0MHz, QPSK, 60 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.41 3.6
10861 | AAF | CP-OFDM, 60.0MHz, GPSK, 680 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.40 +9.6
10863 | AAF | CP-OFDM, 80.0 MHz, QPSK, 60 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.41 +9.6
10864 | AAE | CP-OFDM, 90.0 MHz, QPSK, 60 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.37 19.8
10865 | AAF | CP-OFDM, 100.0 MHz, QPSK, 60kHz, 100.0% DG, 100% RB 5G NR FR1 TDD 8.41 +9.8
10866 | AAF | DFT-s-OFDM, 100.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 196
10868 | AAF | DFT-s-OFDM, 100.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.89 19.6
10869 | AAE | DFT-s-QOFDM, 100.0 MHz, QPSK, 120 kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 5.75 +9.6
10870 | AAE | DFT-s-OFDM, 100.0 MHz, QPSK, 120 kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 5.86 +9.6
10871 | AAE | DFT-3-OFDM, 100.0 MHz, 16QAM, 120 kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 5.75 +9.6
10872 | AAE | DFT-s-OFDM, 100.0 MHz, 16QAM, 120 kHz, 100.0% DC, 100% RB | 5G NR FR2 TDD 6.52 +9.6
10873 | AAE | DFT-s-OFDM, 100.0 MHz, 84QAM, 120 kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 6.61 +9.6
10874 | AAE | DFT-s-QOFDM, 100,0 MHz, 64QAM, 120 kHz, 100.0% DC, 100% RB | 5G NR FR2 TDD B.65 +9.6
10875 | AAE | CP-OFDM, 100.0 MHz, QPSK, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 7.78 19.6
10876 | AAE | GP-QFDM, 100,0 MHz, QPSK, 120kHz, 100.0% DG, 100% RB 5G NR FR2 TDD 8.39 +9.6
10877 | AAE | CP-OFDM, 100.0 MHz, 16CtAM, 120 kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 7.495 19.6
10878 | AAE | CP-OFDM, 100.0MHz, 16QAM, 120 kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 8.41 +9.6
10879 | AAE | CP-OFDM, 100.0MHz, 64QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 8.12 9.6
10880 | AAE | CP-OFDM, 100.0 MHz, 64QAM, 120kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 8.38 +8.6
10881 | AAE | DFT-s-OFDM, 50.0 MHz, QPSK, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 5.75 +9.6
10882 | AAE | DFT-s-OFDM, 50.0 MHz, QPSK, 120kHz, 100.0% DG, 100% RB 5G NR FR2 TDD 5.96 9.6
10883 | AAE | DFT-s-OFDM, 50.0 MHz, 16QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 6.57 £9.8
10884 | AAE | DFT-s-OFDM, 50.0 MHz, 16QAM, 120 kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 6.53 +9.8
i0885 | AAE | DFT-s-OFDM, 50.0 MHz, 64QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 6.561 +8.6
10886 | AAE | DFT-s-OFDM, 50.0 MHz, 84QAM, 120kHz, 100.0% DC, 100% RB | 5G NR FR2 TDD 8,85 +9.6
10887 | AAE | CP-OFDM, 50.0MHz, QPSK, 120kHz, 99.9% DC, 1 RB 5G NRFR2 TDD 7.78 +9.6
108588 | AAE | CP-OFDM, 50.0 MHz, QPSK, 120kHz, 100.0% CC, 100% RB 5G NR FR2 TDD 8.35 19.6
108589 { AAE | CP-OFODM, 5800 MHz, 16QAM, 120kHz, 100.0% DC, 1 AB 5G NR FR2 TDD 8.02 +9.6
10890 | AAE | CP-OFDM, 50.0 MHz, 16QAM, 120kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 8.40 +9.6
108381 | AAE | CP-OFDM, 50.0 MHz, 84QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 8.13 +9.6
10892 | AAE | CP-OFDM, 50.0 MHz, 8B4QAM, 120kHz, 100.0% DC, 100% RB bG NR FR2 TDD 8.41 +9.6
10897 | AAE | DFT-s-OFDM, 5.0 MHz, QPSK, 30kHz, 99.8% DC, 1 RB 5G NR FR1TDD 5.66 9.6
10898 | AAC | DFT-s-OFDM, 10.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1TOD 567 9.6
10899 [ AAB | DFT-s-OFDM, 15.0MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.67 18,6
10800 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5 NR FR1 TDD 5.68 9.5
10901 | AAB | DFT-s-OFDM, 25.0MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 +9.6
10902 | AAC { DFT-s-OFDM, 30.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 +9.6
10803 | AAD | DFT-s-OFDM, 40.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 +9.6
10904 | AAC | DFT-s-OFDM, 50.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 +9.6
10905 | AAD | DFT-s-OFDM, 60.0 MHz, GPSK, 30kHz, 100,0% DC, 1 AB 5G NR FR1 TDD 5.68 +9.6
10906 | AAD | DFT-s-OFDM, B0.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 +9.6
10907 | AAE | DFT-s-OFDM, 5.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.78 +9.6
10808 | AAC | DFT-s-OFDM, 10.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 583 106
10908 | AAB | DFT-s-OFDM, 15.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 53 NR FR1 TCD 5.86 +9.6
10910 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 30kHz, 100.0% DG, 50% RB 5G NR FR1 TGD 5.83 +9.6
10911 | AAB | DFT-s-OFDM, 25.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.93 18.6
10812 | AAC | DFT-s-OFDM, 30.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.84 +9.6
10913 | AAD | DFT-s-OFDM, 40.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.84 +9.8
10914 | AAC | DFT-s-OFDM, 50.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 585 9.6
10915 | AAD | DFT-g-OFDM, 60.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.83 +9.6
i0916 | AAD | DFT-s-OFDM, 80.0 MHz, QPSK, 30kHz, 100,0% DC, 50% RB 5G NR FR1 TDD 5,87 +9.6
0917 | AAD | DFT-s-OFDM, 100.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.04 +9.6
10918 | AAE | DFT-s-0OFEM, 5.0MHz, QPSK, 30kHz, 100.0% DG, 100% RB 5G NRFR1TDD 5.86 +9.6
10919 | AAC | DFT-s-OFDM, 10.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.86 +9.6
10920 | AAB | DFT-s-OFDM, 15.0MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.87 +9.6
10921 | AAC | DFT-5-OFDM, 20.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1TDD 5.84 +9.6
10922 | AAB | DFT-s-OFDM, 25.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NRFR1TDD 5.82 +8.6
10923 | AAC | DFTs-OFDM, 30.0MHz, QPSK, 30 kHz, 100.0% DC, 100% RE 5G NR FR1TDD 5.84 +9.6
10924 | AAD | DFT-s-OFDM, 40.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB &G NRFR1TDD 5.84 8.6
100825 | AAG | DFT-s-OFDM, 50.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% R8 5G NR FR1 TDD 5.85 +9.6
10926 | AAD | DFT-s-OFDM, 60.0MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.84 +89.6
10927 | AAD | DFT-s-OFDM, 80.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.94 +9.6
10028 | AAD | DFT-s-OFDM, 5.0 MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5.62 +96
10929 | AAD | DFT-s-OFDM, 10.0 MHz, QPSK, 15%Hz, 1 AB 5G NR FR1 FDD 5.52 +9.6
10930 | AAC | DFT-s-OFDM, 15.0 MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5.52 +9.6
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10931 | AAC | DFI-s-OFDM, 20.0MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 551 +0.6
10832 | AAC | DFEs-OFDM, 26.0MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 551 196
10933 | AAC | DFT-5-OFDM, 30.0 MHz, QPSK, 15kHz, 1 RB 5G NB FR1 FDD 551 +9.6
10934 | AAC | DFT-s-OFDM, 40.0 MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 551 9.6
10935 | AAD | DFT-s-OFDM, 50.0 MHz, QPBK, 15kHz, 1 RB 5G NR FR1 FDD 551 +8.6
10036 | AAD | DFI-s-OFDM, 5.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5,90 +9.6
10937 | AAD | DFT-5-OFDM, 10.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 577 19.6
10938 | AAC | DFT-s-OFDM, 15.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.90 196
10939 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 582 +9.6
10940 | AAC | DFT-s-OFDM, 25.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5,89 +9.6
10841 | AAC | DF I-s-OFDM, 30.0 MHz, QPSK, 16kHz, 50% RB 5G NR FR1 FOD 5,83 9.6
10842 | AAC | DFT-s-OFDM, 40.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.85 +9.6
10843 | AAD | DFT-s-OFDM, 50.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.95 9.6
10944 | AAD | DFT-s-OFDM, 5.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.81 +9.6
70945 | AAD | DFT-s-OFDM, 10.0 MHz, QPSK, 15kHz, 100% RB 5G NA FR1 FOD 5.85 +9.6
10946 | AAC | DFI-5-OFDM, 15.0 MiHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.83 9.6
10947 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.87 +9.6
10048 | AAC | DFT-s-OFDM, 25.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.94 196
10949 | AAC | DFT-5-OFDM, 30.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 587 19.6
10050 | AAC | DFT-s-OFDM, 40.0 MHz, QPSK, 15 kHz, 100% AB 5G NR FR1 FDD 594 196
10951 | AAD | DET-5-OFDM, 50.0 MHz, QPSK, 156kHz, 100% RB 5G NR FR1 FDD 592 +9.6
10878 | AAA | BDR, 1.0MHz, 76.7% DC ULLA 1.16 +9.6
10079 | AAA | HDR4, 2.0MHz, 25.1% DC ULLA 8.58 19.6
10980 | AAA | HDRS, 4.0MHz, 16.5% DC ULLA 10.32 +9.6
10981 | AAA | HDRp4, 2.0 MHz, 89.0% DC ULLA 3.18 +9.6
10982 | AAA | HDRp8, 4.0 MHz, 80,3% DC ULLA 3.43 9.6
11013 | AAB | EHT320, MCS1 (272.0 Mbps), 100.0% DG WLAN 847 +9.6
11014 | AAB | EHT320, MCS2 (408.0 Mbps), 100.0% DC WLAN 8.45 0.6
11015 | AAB | EHT320, MCS3 (544,0 Mbps), 100.0% DC WLAN 8.44 +9.6
11016 | AAB | EHT320, MCS4 (817.0 Mbps), 100.0% DG WLAN 8.44 +9.6
11017 | AAB | EHT320, MGS5 (1089.0 Mbps), 100.0% DC WLAN 8.4 0.6
11018 | AAB | EHT320, MCS6 (1225.0 Mbps), 100.0% DG WLAN 8.40 +9.6
11019 | AAB | EHT320, MCS7 (1361.0 Mbps), 100.0% DC WELAN B.29 9.6
11020 | AAB | EHT320, MCSB (1633.0 Mbps), 100.0% DC WLAN 8.27 196
11021 | AAB | EHT320, MCS9 (1815.0 Mbps), 100.0% DG WLAN B8.46 +9.6
11022 | AAB | EHT320, MCS10 (2042.0 Mbps), 100.0% DC WLAN B.36 9.6
11023 | AAB | EHT320, MCS11 (2269.0 Mbps), 100.0% DC WLAN .09 9.6
11024 | AAB | EHT320, MCS12 (2450.0 Mbps), 100.0% DC WLAN 8.42 +9.6
11025 | AAB | EHT320, MCS13 (2722.0 Mbps), 100.0% DC WLAN 837 £9.6
11026 | AAB | EHT220, MCSD (136.0 Mbps), 100.0% DG WLAN 8.39 +9.6

E Ungertainty is determined using the max. deviation from finear response applying rectangular distribution and is expressed
for the square of the field value.
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L CALIBRATION CERTIFICATE

Object EX3DV4 - SN:7420 VHN 1/26]25

Calibration procedure(s) QA CAL-01.v10, QA CAL-12.v10, QA CAL-14.v7, QA CAL-23.v6,
QA CAL-25.v8, QA CAL-48.v2
Calibration procedure for dosimetric E-field probes

Calibration date October 09, 2025

This calibration certificate documents the traceability to national standards, which realize the physical units of measurements (SI).
The measurements and the uncertainties with confidence probabllity are given on the following pages and are part of the cerlificate.

All calibrations have been conducted in the closed laboratory facllity: environment temperature (22 £3)°C and humidity < 70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards D Callbraticn Date (Certiflcate No.) Sched. Cal.
Power Sensor R&S NRP-33T SN: 100967 | 30-Apr-25 (No. 1020-300791789) Apr-26
N-type mismatch combination SN: L1119 26-Mar-25 (No. 217-04292) Mar-26
OGP DAK-12 SN: 1016 16-Gepl-25 (No. OCP-DAK12-1016_5ep25) | Sep-26
OCP DAK-3.5 SN: 1249 16-Sept-25 (No. OCP-DAK3.5-1249_Sep25) | Sep-26
Reference Probe EX3DV4 SN: 7349 10-Jan-25 (No., EX3-7349_Jan25) Jan-26
DAE4 SN: 1301 07-Nov-24 (No. DAE4-1301_Nov24) Nov-25
Secondary Standards D Check Date (in house) Sched. Check
ACAP 2020 Setup 1 SN: L1404 | 01-Oct-25 (No. IHCK_ACAP2020-i_Ocl25) | Oct-28
OCP DAK-12 SN: 1029 27-Feb-25 (No. OCP-DAK12-1029_Feb25) Feb-26
QCP DAK-3.5 SN: 1336 09-Dec-24 (No. OCP-DAK3,5-1336_Dec24) Dec-25
Name Function Signature

Calibrated by Jeffrey Katzman Laboratory Techniclan

Approved by Sven Kahn Technical Manager " / B M

Issued: Cctober 09, 2025
This calibration certificate shall not be reproduced excep! in full without wrilten approval of the laboratory.
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Glossary
TSL tissue simulating liquid
NORMx,y,z sensitivily in free space
. ConvF sensitivity in TSL / NORMx,y,z
DCP diode compression point
CF crest factor (1/duly_cycle) of the RF signal
ABC,D modulation dependent linearization parameters
Polarization ¢ ¢ totation around probe axis
Polarization 0 # rotation around an axis that is in the plane normal to probe axis (at measurement center), i.e., 9=0is

normal to probe axis
Connector Angle information used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

a) IEC/IEEE 62209-1528, "Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure
To Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices — Part 1528: Human
Models, Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)", Gctober 2020,

b) KDB 865664, "SAR Measurement Requirements for 100 MHz 1o 6 GHz"

Methods Applied and Interpretation of Parameters:

+ NORMx,y,z: Assessed for E-field polarization 9 =0 (f < 900MHz in TEM-cell; f > 1800 MHz: R22 waveguide). NORMx,y,z

are only intermediate values, i.e., the uncertainties of NORMx,y,z does not affect the E2-field uncertainly inside TSL (see

below ConvF).

NORM{fIx, v,z = NORMx,y,z * frequency_response (see Frequency Response Chart). This linearization is implemented in

DASY4 software versions [ater than 4.2, The uncertainty of the frequency response is included in the stated uncertainty of

ConvF.

+ DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW signal. DCGP
does not depend on irequency nor media,

+ PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal characteristics

s Ax,yz; Bx,y,z; Cx.y.z; Dx,y.z; VRx,y,z: A, B, C, D are numerical linearization parameters assessed based on the data of

power sweep for specific modulation signal. The parameters do not depend on frequency nor media. VR is the maximum

calibration range expressed in RMS voltage across the diode.

ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperalure Transfer Standard for

f = B00MHz) and inside waveguide using analytical field distributions based on power measurements for f > 800MHz. The

same selups are used for assessment of the parameters applied for boundary compensalion (alpha, depth) of which typical

uncertainty values are given, These parameters are used in DASY4 software to improve probe accuracy close to the

boundary, The sensitivilty in TSL corresponds to NORMx,y,z * ConvF whereby the uncertainty corresponds to that given for

ConvF, A frequency dependent ConvF is used in DASY version 4.4 and higher which allows extending the validity from
+50MHz to £100 MHz.

« Spherical isotropy (3D deviation from isotropy): in a field of low gradients realized using a flat phantom exposed by a palch
antenna.

+ Sensor Offset. The sensor offsel corresponds to the offset of virtual measurement center from the probe tip (on probe axis).

No tolerance required.

« Connector Angle: The angle is assessed using the information gained by determining the NORMx (no uncertainty required).
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EX3DV4 - SN:7420

Parameters of Probe: EX3DV4 - SN:7420

Basic Calibration Parameters

October 09, 2025

Sensor X Sensor Y Sensor Z Unc (k =2)
Norm (pV/(V/m)2) A 0.51 0.57 0.58 +10.1%
DGP (mV) B 98.9 97.7 94.3 +4.7%
Calibration Results for Modulation Response
uID Communication System Name A B C D VR Max Max
dB | dB/uvV dB | mvV | dev. | UncE
k=2
0 Continuous Wave X | 0.00 0.00 1.00| 0.00 | 127.6 | £1.4% | +4.7%
Y 0.00 0.00 1.00 139.1
Z| 0.00 0.00 1.00 136.3
10352 | Pulse {D=10%, T=5ms) X| 0.76 60.65 13.68 | 10.00 24.0 | +1.5% | +9.6%
Y 0.76 64.07 15.62 25.0
Z 0.69 60.13 13.88 25.0
10353 | Pulse {D=20%, T=5ms}) X| 0.70 63.66 13.64 6.99 48.0 | £1.2% | +9.6%
Yt 069 67.08 15.60 49.0
Z| 083 63.14 13.86 50.0
10354 | Pulse (D=40%, T=bms} X 0.63 66.67 13.61 3.98 95.0 | £1.1% | £9.6%
Y 0.62 70.09 15.58 98.0
Z 0.57 66.15 13.84 100.0
10355 | Pulse (D=60%, T=5ms) X 0.60 68.43 13.59 222 | 142.0 | £1.2% | +9.6%
Y 0.58 71.85 15.56 147.0
d 0.53 67.91 13.83 150.0
10387 | Random (BW=1 MHz, MOD=QPSK) X 0.67 65.55 13.63 0.00 | 115.0 | £1.9% | £9.6%
Y 0.74 68.97 15.62 120.0
‘ Z 0.48 65.03 13.80 123.0
10388 | Random (BW=10MHz, MCD=QPSK) X 1.67 65.44 13.83 0.00 | 124.0 | £1.2% | £9.6%
Y 1.98 68.85 15,78 129.0
4 1.40 64.92 14.01 132.0
10396 | Random (BW=100kHz, MOD=64QAM) X | 0.00 64.38 12.36 0.83 85.0 | £1.5% | +8.6%
Y 0.16 67.79 14.86 88.0
Z| 014 63.86 13.18 90.0
10399 | Random (BW=40 MHz, MOD=64QAM)} X 2562 64.38 13.97 0.00 | 114.0 | £3.2% | £9.6%
Y 3.06 67.79 15.79 120.0
Z 2.22 63.86 14.08 123.0
10414 | Random (BW=40 MHz, HIGH PAR) X | 3.80 62.12 13.98 0.00 94.0 | +1.6% | +92.6%
Y| 4.61 65.53 15.79 949.0
i 3.32 61.60 14,07 102.0

Note: For details on UID parameters see Appendix

The reported uncertainty of measurement is stated as the standard uncertainty of measurement multiplied by the coverage
factor k=2, which for a normal distribution corresponds to a coverage probability of approximately 95%.

A The uncertalnties of Norm X,Y.Z do not affect the E2-field uncertalnty inside TSL (ses Pages 5 and &).

B Linearization parameter unceriainly for maximum specified field strength.

E Uncertainly is determined using the max. devlation from linear response applying rectangular distribution and is expressed for the square of the field value.
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EX3DV4 - SN:7420 October 09, 2025

Parameters of Probe: EX3DV4 - SN:7420

Sensor Model Parameters

c1 C2 a T T2 T3 T4 T5 T8
fF tF y-i msV2 msy-1! ms v-2 v-1
X 41.6 309.41 35.06 . 14.66 0.00 5.01 1.37 0.16 1.00
y 384 290.36 36.15 8.97 0.00 5.03 0.80 0.23 1.01
z 29.4 225.41 37.14 18.35 0.00 510 0.00 0.11 1.01

Other Probe Parameters

Sensor Arrangement Triangular
Connector Angle 35.0°
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disabled
Probe Overall Length 337 mm
Probe Body Diamster 12mm
Tip Length 9mm
Tip Diameter 2.5mm
Probe Tip to Sensor X Calibration Point 1mm
Probe Tip to Sensor Y Calibration Point 1 mm
Probe Tip to Sensor Z Calibration Point - 1mm
Recommended Measurement Distance from Surface 1.4mm

MNote: Measurement dislance from surface can be increased to 3—4 mim for an Area Scan job.
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EX3DV4 - SN:7420 Octeber 09, 2025

Parameters of Probe: EX3DV4 - SN:7420

Calibration Parameter Determined in HSL

f (MHz)¢ Relative Conductivity™ | ConvFX | ConvFY | ConvFZ | Alpha® | Depth® UncH

Permittivity® (S/m) (mm) (k=2)

750 41.9 0.89 9.82 9.00 10.17 0.35 1.27 +11.0%
835 415 0.90 9.58 8.78 9.92 0.35 1.27 +11.0%
1750 40.1 1.37 8.16 7.48 8.45 0.33 1.27 +11.0%
1800 40.0 1.40 7.94 7.28 8.22 0.33 1.27 £11.0%
2300 39.5 1.67 7.58 6.95 7.85 0.33 1.27 +11.0%
2450 39.2 1.80 7.39 6.77 7.65 0.33 1.27 +11.0%
2600 39.0 1.96 7.24 6.64 7.50 0.32 1.27 £11.0%

c Frequency validity above 300 MHz of £100 MHz only applies for DASY v4.4 and higher (see Page 2), else it is restricted to £50 MHz, The uncertalnty Is the
RSS of the ConvF uncertalnty at calibration frequency and the uncertalnty for the Indicated frequency band. Frequency validity below 300 MHz is +10, 25,
40, 50 and 70 MHz for ConvF assessmenls at 30, 64, 128, 150 and 220 #Hz respeclivaly. Validity of ConvF assessed at 6 MHz is 4-9 MHz, and ConvF
assessed at 13MHz Is 9—19 MHz, Above 5 GHz Irequency validity can be extended to +110 MHz.

FThe probes are calibrated using tissue simulaiing liquids (TSL) thal devlate for £ and o by less than £5% from the targel values (typically betler than +3%)
and are valid for TSL with devialions of up to £10% if SAR correction is applied.

G Alpha/Depth are determined durlng calibration, SPEAG warrants that the remaining deviation due 1o the boundary efiect aflter compensation is always less
than +1% for frequencies below 3 GHz and below +£2% for frequencies between 3-6 GHz al any distance larger than half the probe tip diameler [rom the
boundary.

H The stated uncerlainty is the total calibration uncertainty (k = 2) of Norm-ConvF. This is equivalent 1o the uncertainly component with the symbol CF in

Table 9 of IEC/IEEE 62209-1528:2020.
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EX30DV4 - SN:7420

Parameters of Probe: EX3DV4 - SN:7420

Calibration Parameter Determined in HSL

October 09, 2025

f (MHz)® Relative Conductivity® | ConvFX | ConvFY | ConvFZ | Alpha® | Depth® UncH
Permittivity" (S/m) {mm) (k =2)
68500 34.5 6.07 5.70 5.23 5.90 0.20 1.27 +18.6%
8000 32.7 7.84 5.96 5.46 6.17 0.20 1.27 +18.6%

¢ Frequency validity is —600/+700 MHz at 6.5 GHz, 700 MHz at or above 7 GHz, and 150 MHz at 9.85GHz. The uncertainty s the RSS of the ConvF
unceriainty at calibration frequency and the uncertainly for lhe indicated frequency band.
F The probes are calibrated using tissue simulating iqulds (TSL) that deviate for £ and o by less than £10% from the target values (typically belter than +6%)
and are valid for TSL with deviations of up to +10%.
G Alpha/Deptih are delermined during calibration. SPEAG warrants Lhat the remaining devialion due to the boundary eflect aller compensation is always less
than +1% for frequencles below 3 GHz; below +2% for frequencles between 3-6 GHz; and below +4% for frequencies between 6-10 GHz at any dlstance

larger than half the probe tip diameter from the boundary.

H The stated uncertainty s the total calibration uncertainty (k = 2) of Norm-ConvF. This is equivalent to lhe uncertainty component with the symbol CF in

Table 9 of IEC/IEEE 62209-1528:2020.
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EX3DV4 - SN:7420 October 09, 2025

Frequency Response of E-Field
(TEM-Cell:ifl110 EXX, Wavegulde:R22)
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Uncertainty of Frequency Response of E-field: +6.3% (k=2)
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EX3DV4 - SN:7420 : October 09, 2025

Receiving Pattern (¢), 9 =0°
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Uncertainty of Axial Isotropy Assessment: +0.5% (k=2)
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EX3DV4 - SN:7420

Deviation

Conversion Factor Assessment

f=1900 MHz, WGLS R22 (H_convF)
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Uncertainty of Spherical Isotropy Assessment: +2.6% (k=2)

Oclober 09, 2025
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EX3DV4 - SN:7420

Appendix: Modulation Calibration Parameters

Oclober 09, 2025

uiD Rev | Communlcation System Name Group PAR (dB) | UncE k=2

0 Continuous Wave CW 0.00 14.7
10010 | CAB | Pulse {D=10%, T=100ms} Test 10.00 9.6
10011 | CAC | Rel. 99, RMC, QPSK, 5.0MHz WGDMA 2.9 19.6
10012 | CAB | DSSS, DBPSK, 1.0Mbps, 22.5% DC WLAN 1.87 19.6
10013 | CAB | OFDM, BPSK, 6.0 Mbps, 72.1% DC WLAN 9.46 +9.6
10021 | DAC | Voice, GMSK, 1 slot(s) GSM 8.39 +8.6
10023 | DAC | Data, GSMK, 1 slol(s) GSM 9.57 +8.6
10024 | DAC | Data, GSMK, 2 sloi(s) GSM 6.56 +8.6
10025 | DAG | Data, 8PSK, 1 slot(s) GSM 12.62 +9.8
10026 | DAC | Data, 8PSK, 2 slot(s} GSM 9.55 +9.6
10027 | DAC | Data, GSMK, 3 slot(s) QGSsSM 4.80 +9.6
10028 | DAC | Dala, GSMK, 4 sloi{s) GSM 3.55 +9.6
10029 | DAC | Data, BPSK, 3 slot(s) GSM 7.78 +9.6
10030 | CAA | BR, DH1, GFSK Bluetoolh 5.30 +8.6
10031 | CAA | BR, DH3, GFSK Bluetooth 1.87 +8.6
10032 | CAA | BR, DH5, GFSK Bluelcoth 1.16 +9.8
10033 | CAA | EDR, DH1, pid-DQPSK Bluelooth 7.74 +9.8
10034 | CAA | EDR, DH3, pl4-DQPSK Bluetooth 4.53 9.8
10035 | CAA | EDR, DHS5, pi/4-DQPSK Bluetooth 3.83 +9.6
10038 | CAA | EDR, DH1, 8-DPSK Bluetooth 8.01 +9.6
10037 | CAA | EDR, DH3, 8-DPSK Bluetooth 4.77 9.6
10038 | CAA | EDR, DH5, 8-DPSK Bluetooth 410 +9.6
10039 | CAB | RC1, 1xRTT CDMAZ000 4,57 +8.6
10048 | CAA | Full Slot, GFSK, 1 slot(s) DECT 13.80 +9.6
10048 | CAA | Double Slot, GFSK, 2 slot{s) DECT 10.79 +9.6
10056 | CAA | TD-SCDMA, QPSK, 1.6 MHz TD-SCOMA 11.0t +9.6
10058 | DAC | Data, 8PSK, 4 slot(s) GSM 6.52 19.6
10059 | CAB | DSS5, DQPSK, 2.0 Mbps, 87.4% DG WLAN 2,12 19.6
10060 | CAB | HR-DSSS, DQPSK, 5.5 Mbps, 72.7% DC WLAN 2.83 9.6
10061 | CAB | HR-D8SS, DQPSK, 11.0 Mbps, 57.5% DC WLAN 3.60 +96
10062 | CAE | OFDM, BPSK, 6.0 Mbps, 89.1% DC WLAN 8.68 19.6
10063 | CAE | OFDM, BPSK, 9.0 Mbps, 85.3% DC WLAN 8.63 +9.8
10064 | CAE | OFDM, QPSK, 12.0 Mbps, 82.0% DC WLAN 9.00 +9.6
10085 | CAE | OFDM, QPSK, 18.0 Mbps, 76.0% DC WLAN 9.00 19,6
10066 | CAE | OFDM, 16QAM, 24.0 Mbps, 70.6% DC WLAN 9.38 +9.6
100687 | CAE | OFDM, 18QAM, 36.0 Mbps, 62.9% DC WLAN 10.12 19.6
10068 | CAE | OFDM, 64QXAM, 48.0 Mbps, 56.6% DC WLAN 10.24 +9.6
100689 | CAE | OFDM, 64QAM, 54.0 Mbps, 54.4% DC WLAN 10.56 +9.6
10071 | CAB | OFDM, BPSK, 9.0 Mbps, 65.1% DC WLAN 9.83 +8.6
10072 | CAB | OFDM, QPSK, 12.0 Mbps, 60.1% DC WLAN 9.62 +9.6
10073 | CAB | OFDM, QPSK, 18.0 Mbps, 53.1% DC WLAN 9.94 +9.6
10074 | CAB | OFDM, 16QAM, 24.0 Mbps, 48.5% DC WLAN 10.30 +9.6
10075 | CAB | OFDM, 16QAM, 36.0 Mbps, 42.9% DC WLAN 10.77 9.6
10076 | CAB | OFDM, 64QAM, 48.0Mbps, 39.5% DC WLAN 10.94 0.6
10077 | CAB | OFDM, B4QAM, 54.0 Mbps, 38.5% DC WLAN 11.00 9.8
10081 | CAB | RC3, 1xRTT CDMA2000 3.97 196
10097 | CAC | Rel. 5 HSDPA, QPSK, 5.0 MHz WCDMA 3.98 19.6
10098 | CAC | Rel, 6 HSUPA, Subset 2, QPSK, 5.0 MHz WCDMA 3.98 19.6
10100 | CAF | 20.0 MHz, GPSK, 100% RB LTE-FDD 5.67 19.6
10101 | CAF | 20.0 MHz, 16QAM, 100% RB LTE-FDD 6.42 +8.6
10102 | CAF | 20.0 MHz, 64QAM, 100% RB LTE-FDD 6.60 19.6
10103 | CAH | 20.0MHz, QPSK, UL/DL CFG: 1, S8C: 4, 100% RB LTE-TDD 9.29 19.6
10104 | CAH | 20.0MHz, 16QAM, UL/DL CFG: 1, S5C: 4, 100% RB LTE-TDD 9.97 +9.6
10105 | CAH | 20.0MHz, 64QAM, UL/DL CFG: 1, 85C: 4, 100% RB LTE-TDD 10.01 +9.6
10108 | CAH | 10.0MHz, QPSK, 100% RB LTE-FDD 5.80 +9.6
10109 | CAH | 10.0MHz, 16QAM, 100% RB LTE-FOD 6.43 196
10110 | CAH | 5.0 MHz, QPSK, 100% RB LTE-FDD 5.75 19.6
10111 | CAH | 5,0MHz, 16QAM, 100% RB LTE-FDD 6.44 +9.6
10112 | GAH | 10.0MHz, 64QAM, 100% RB LTE-FDD 6.50 19.6
10113 | CAH | 5.0MHz, 64QAM, 100% RB LTE-FDD 6.62 +9.6
10114 | CAE | HTAD Greenlield, MCSO (13.5 Mbps), 89.7% DC WLAN 8.10 19.6
10115 | CAE | HT40 Greenlield, MCS4 (81.0 Mbps), 89.7% DC WLAN 8.46 19.6
10116 | CAE | HT40 Greenfield, MCS7 (135.0 Mbps), 99.7% DC WLAN 8.15 19.6
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EX3DV4 - SN:7420

October 09, 2025

uip Rev | Communlcation System Name Group PAR (dB) | UncF k=2
10117 | CAE | HT40 Mixed, MCS0 (13.5 Mbps), 99.7% DC WLAN 8.07 +8.6
10118 | CAE | HT40 Mixed, MCS4 (81,0 Mops), 99.7% DG WLAN 8.58 +9.6
10119 | CAE | HT40 Mixed, MCS7 (135.0 Mbps), 29.7% DC WLAN 8.13 +9.6
10140 | CAF | 15.0MHz, 16Q3AM, 100% RB LTE-FDD 6.49 +9.6
10141 | CAF | 15.0MHz, 64QAM, 100% RB LTE-FDD 6.53 +9.8
10142 | CAF | 3.0MHz, QPSK, 100% RB LTE-FDD 5.73 +9.6
10143 | CAF | 3.0MHz, 16QAM, 100% RB LTE-FDD 8.35 +8.6
10144 | CAF | 3.0MHz, 84QAM, 100% RB LTE-FDD 6,65 +9.6
10145 | CAG | 1.4MHz, QPSK, 100% RB LTE-FOD 5.76 +9.6
101486 | CAG | 1.4MHz, 16QAM, 100% RB LTE-FOD 6.41 +9.6
10147 | CAG | 1.4 MHz, 64QAM, 100% RB LTE-FDD 6.72 +9.6
10149 | CAF | 20.0 MHz, 16QAM, 50% RB LTE-FDD 6.42 19.6
10150 | CAF | 20.0 MHz, 64QAM, 50% RB LTE-FDD 6.60 196
10151 | CAH | 20.0 MHz, QPSK, UL/DL CFG; 1, SSC: 4, 50% RB LTE-TDD 9.28 19.6
10152 | CAH | 20.0 MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 9.92 18.8
10153 | CAH | 20.0 MHz, 64QAM, UL/DL CFG: 1, S8C: 4, 50% RB LTE-TDD 10.05 +9.6
10154 | CAH | 10.0 MHz, QFSK, 50% RB LTE-FDD b.75 19.6
10155 | CAH | 10.0 MHz, 16QAM, 50% RB LTE-FDD 6.43 19.6
10156 | CAH | 5.0MHz, QPSK, 50% RB LTE-FDD 5.79 +9.6
10157 | CAH | 5.0MHz, 16QAM, 50% RB LTE-FDD 6.49 +9.6
10158 | CAH | 10.0 MHz, 64QAM, 50% RB LTE-FDD 6.62 9.6
10159 | CAH | 5.0 MHz, 64QAM, 50% RB LTE-FDD 6.56 +8.6
10160 | CAF | 15.0MHz, QPSK, 50% RB LTE-FDD 5.82 +9.6
10161 | CAF | 15.0MHz, 16QAM, 50% RB LTE-FDD 6.43 +9.6
10162 | CAF | 15.0MHz, 640QAM, 50% RB LTE-FDD 6.58 +0.6
10166 | CAG | 1.4 MHz, QPSK, 50% RB LTE-FDD 5.46 +9.6
10167 | CAG | 1.4 MHz, 16QAM, 50% RB LTE-FDD 6.21 +9.6
10168 | CAG | 1.4 MHz, 64QAM, 50% RB LTE-FDD 6.79 +9.6
0169 | CAF | 20.0MHz, QPSK, 1 BB LTE-FDD 5.73 +8.6
10170 | CAF | 20.0MHz, 16QAM, 1 RB LTE-FDD 6.52 +9.6
10171 | AAF | 20.0MHz, 64QAM, 1 RB LTE-FDD 6.48 +9.6
10172 | CAH | 20,0 MHz, QPSK, UL/DL CFG: i, S8C: 4, 1 RB LTE-TDD 9.21 +9.6
10173 | CAH | 20.0MHz, 16QAM, UL/DL CGFG: 1, S8C: 4,1 RB LTE-TDD 9.48 +9.6
10174 | CAH | 20.0 MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 1 RB LTE-TDD 10.25 +9.6
10175 | CAH | 10.0MHz, QPSK, 1 RB LTE-FDD 5.72 +8.8
10176 | CAH | 10.0MHz, 16QAM, 1 RB LTE-FDD 6.52 +9.6
10177 | CAJ | 5.0 MHz, OPSK, 1 RB LTE-FDD 573 +9.6
10178 | CAH | 5.0MHz, 16QAM, 1 RB LTE-FDD 6.52 +9.6
10179 | CAH | 10.0 MHz, 640AM, 1 RB LTE-FDD 6.50 +9.6
10180 | CAH | 5.0MHz, 64QAM, 1 RB LTE-FDD 6.50 +8.6
10181 | CAF | 15.0MHz, QPSK, 1 RB LTE-FDD 5.72 9.6
10182 | CAF | 15.0MHz, 16QAM, i RB LTE-FDD 6.52 +9.6
10183 | AAE | 15.0MHz, 64QAM, 1 RB LTE-FDD B.50 19.6
10184 | CAF | 3.0MHz, QPSK, 1 RB LTE-FDD 5.73 +9.6
10185 | CAF | 3.0MHz, 16QAM, 1 RB LTE-FDD 6.51 19.6
10186 | AAF | 3.0MHz, 84QAM, 1 RB LTE-FDD 6.50 £9.6
10187 | CAG | 1.4MHz, QPSK, 1 RB LTE-FDD 5.73 +9.6
10188 | CAG | 1.4MHz, 16QAM, 1 RB LTE-FDD 6.52 19,6
10182 | AAG | 1.4MHz, 64QAM, 1 RB LTE-FDD 6.50 +9.6
10193 | CAE | HT20 Greentield, MCS0 (6.5 Mbps), 99.4% DC WLAN 8.08 +9.6
10194 | CAE | HT20 Greenfield, MCS4 (39.0 Mbps), 99.5% DC WLAN 8.12 9.6
10195 | CAE | HT20 Greenfield, MCS7 {65.0 Mbps), 99.5% DC WLAN 8.21 +8.6
10196 | CAE | HT20 Mixed, MCSO0 (6.5 Mbps), 29.4% DC WLAN 8.10 19.6
10197 | CAE | HT20 Mixed, MCS4 {39.0 Mbps), 99.5% DC WLAN 8.13 +9.6
10198 | CAE | HT20 Mixed, MCS7 (65.0 Mbps), 99.5% DC WLAN 8.27 +9.6
10219 | CAE | HT20 Mixed, MCS0 (7.2 Mbps), 99.3% DC WLAN 8.03 +9.6
10220 | CAE | HT20 Mixed, MCS4 (43.3 Mbps), 99.4% DC WLAN 8.13 +9.6
10221 | CAE | HT20 Mixed, MCS7 (72.2 Mbps), 99.4% DC WLAN 827 +8.6
10222 | CAE | HTA40 Mixed, MCS0 (15.0 Mbps}, 99.7% DC WLAN 8.06 +9.6
10223 | CAE | HT40 Mixed, MCS4 (90.0 Mbps), 99.7% DC WLAN 8.48 +8.6
10224 | CAE | HT40 Mixed, MCS7 (150,0 Mbps), 89.7% DC WLAN 8.08 +9.6
10225 | CAC | Rel. 7 HSPA+, 16QAM, 5.0 MHz WCDMA 5.97 +9.6
10226 | CAC | 1.4MHz, 16QAM, UL/DL CFG: 1, SSC: 4,1 RB LTE-TDD 9.49 +9.6
16227 | CAC | 1.4MHz, 64QAM, UL/DL CFG; 1, SSC:4,1 RB LTE-TDD 10.26 8.6
i0228 | CAC | 1.4MHz, QPSK, UL/DL CFG: 1, SSC: 4,1 RB LTE-TDD 9.22 +9.6
10229 | CAE | 3.0MHz, 16QAM, UL/DL CFG: 1, S8C:4,1 RB LTE-TDD 9.48 19.6
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10230 | CAE | 3.0MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 1 RB LTE-TDD 10.25 +9.6
10231 | CAE | 3.0MHz, QPSK, UL/DL CFG: 1, S5C: 4, 1 RB LTE-TDD 9,19 +9.6
10232 | CAH | 5.0MHz, 16QAM, UL/DL GFG: 1, 8SC: 4, 1 RB LTE-TDD 9.48 +9.6
10233 | CAH | 5.0MHz, 64QAM, UL/DL CFG: 1, S5C: 4,1 RB LTE-TDD 10.25 +8.6
10234 | CAH | 5.0MHz, GPSK, UL/DL CFG: 1, SSC: 4, 1 RB LTE-TDD 9.21 9.6
10235 | CAH | 10.0 MHz, 16GAM, UL/DL CFG: 1, S5C:4, 1 RB LTE-TDD 9.48 19.6
10236 | CAH | 10.0 MHz, 84QAM, UL/DL CFG: 1, SSC: 4,1 RB LTE-TDD 10.25 +9.6
10237 | CAH | 10.0MHz, QPSK, UL/DL CFG: 1, SSC: 4, i RB LTE-TDD 9.21 196
10238 | CAG | 15.0 MHz, 160AM, UL/DL CFG: 1, 88C: 4,1 RB LTE-TDD 0.48 +9.6
10239 | CAG | 15.0MHz, 640QAM, UL/DL CFG: 1, SSC: 4, i RB LTE-TDD 10.25 19.6
10240 | CAG | 15.0MHz, QPSK, UL/DL CFG: 1, SSC: 4,1 RB LTE-TDD 9.21 19.6
10241 | CAC | 1.4MHz, 16QAM, UL/DL CFG: 1, 55C: 4, 50% RB LTE-TCD 9.82 19.6
10242 | CAC | 1.4MHz, B4QAM, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 9.86 9.8
10243 | CAC | 1.4MHz, QPSK, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 9.48 9.6
10244 | CAE | 3.0MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 10.06 +0.6
10245 | CAE | 3.0 MHz, 640AM, UL/DL CFG: 1, S85C: 4, 50% RB LTE-TDD 10.06 9.6
10246 | CAE | 3.0MHz, QPSK, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 2.30 9.6
10247 | CAH | 5.0MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 9.91 +9.6
10248 | CAH | 5.0MHz, 64QAM, UL/DL CFG: 1, 85C: 4, 50% RB LTE-TDD 10.08 +9.6
10248 | CAH | 5.0 MHz, QPSK, UL/DL GFG: 1, S5C: 4, 50% RB LTE-TDD 929 +8.6
0250 | CAH | 10.0 MHz, 16QAM, UL/DL CFG: 1, S5C: 4, 50% RB LTE-TDD 9.81 18,6
10251 | CAH | 10.0 MHz, 64QAM, UL/DL CFG: 1, S3C: 4, 50% RB LTE-TDD 10.17 +89.6
10252 | CAH | 10.0 MHz, QPSK, UL/DL CF@G: 1, S8C: 4, 50% RB LTE-TDD 9.24 +9.6
10253 | CAG | 15.0MHz, 16QAM, UL/DL CFG: 1, S8C: 4, 50% RB LTE-TDD 0.80 +9.6
10254 | CAG | 15.0MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 10.14 +9.6
10255 | CAG | 15.0MHz, QPSK, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 9.20 +8.6
10256 | CAC { 1.4MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 9.96 +0.6
10257 | CAC | 1.4MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 10.08 +9.6
10258 | CAC | 1.4MHz, QPSK, UL/DL GFG: 1, SSC: 4, 100% RB LTE-TDD 9.34 +9.6
10259 | CAE | 3.0MHz, 16QAM, UL/DL CFG: 1, SSC: 4, i00% RB LTE-TDD 9.88 +9.6
10260 | CAE | 3.0MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 9.97 19.6
10261 | CAE | 3.0 MHz, QPSK, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 9.24 +9.6
10262 | CAH | 5.0MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 9.83 +8.6
10263 | CAH | 5.0 MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 10.16 +9.6
10264 | CAH | 5,0MHz, QPSK, UL/DL CFG: 1, 55C: 4, 100% RB LTE-TDD 9.23 +9.8
10285 | CAH | 10.0MHz, 18QAM, UL/DL CFG: 1, 88C: 4, 100% RB LTE-TDD 9.92 196
10266 | CAH | 10.0 MHz, 64QAM, UL/DL CFG: 1, 58C: 4, 100% RB LTE-TDD 10.07 +9.6
10267 | CAH | 10.0MHz, QPSK, UL/DL CFG: 1, 88C: 4, 100% RB LTE-TDD 9.30 196
10268 | CAG | 15.0MHz, 16QAM, UL/DL CFG: 1, 3SC: 4, 100% RB LTE-TDD 10.06 +9.6
10265 | CAG | 15.0MHz, 64QAM, UL/DL CFG: 1, 8SC: 4, 100% RB LTE-TDD 10.13 +9.6
10270 | CAG | 15.0MHz, QPSK, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 9.58 +9.6
10274 | CAC | Rel. 6 HSUPA Subsel 2, bela_d 0, QPSK, 5.0 MHz WCDMA 4.87 +9.6
10275 | CAC | Rel. 6 HSUPA Subset 2,beta_d 15, QPSK, 5.0 MHz WCDMA 3.96 9.6
10280 | AAB | RC1, SOS55, Full frame rate, 1xRTT CDMAZ2000 3.91 19.6
10251 | AAB | RC3, S0O56, Full frame rale, 1xRTT CDMA2000 3.48 9.6
10292 | AAB | RC3, S0O32, Full frame rate, SCHO disablad, 1xRTT CDMAR0D0 3.39 19.6
10293 | AAB | RC3, SO3, Full frame rate, 1xRTT CDMAZ000 3.50 19.6
10295 | AAB | RC3, SO3, 1/8 frame rale, 1xRTT CDMA2000 12.49 19.6
10297 | AAE | 20.0MHz, QPSK, 50% RB LTE-FDD 5.81 +9.6
10298 | AAE | 3.0MHz, QPSK, 50% RB |.TE-FDD 5.72 196
10208 | AAE | 3.0MHz, 16QAM, 50% RB LYE-FDD 6.39 +9.6
10300 | AAE | 3.0MHz, 64QAM, 50% RB LTE-FDD 6.60 9.6
10301 | AAA | PUSC, 29:18, QPSK, 5.0ms, 18 TRAF SYM WIMAX 12,03 106
10302 | AAA | PUSC, 29:18, QPSK, 5.0ms, 15 TRAF SYM WihAX 12.67 9.6
10303 | AAA | PUSC, 31:15, 64QAM, 5.0 ms, 15 TRAF SYM WIMAX 12.52 19.6
10304 | AAA | PUSC, 29:18, 640AM, 5.0 ms, 18 TRAF SYM WiMAX 11.86 19.6
10305 | AAA | PUSC, 31:15, 64QAM, 10.0ms, 15 TRAF SYM WIMAX 15.24 +9.8
10306 | AAA | PUSC, 29:18, B40QAM, 10.0ms, 18 TRAF SYM WIMAX 14.67 19.6
10307 | AAA | PUSC, 29:18, QPSK, 10.0ms, 18 TRAF SYM WIMAX 14,49 +9.6
10308 | AAA | PUSC, 29:18, 16QAM, 10,0 ms, 18 TRAF SYM WiMAX 14.46 9.6
10309 | AAA | AMC 2x3, 29:18, 16QAM, 10,0 ms, 18 TRAF SYM WIMAX 14.58 19.6
10310 | AAA | AMC 2x3, 29:18, QPSK, 10.0ms, 18 TRAF SYM WiMAX 14.57 +9.6
10311 | AAE | 15.0MHz, QPSK, 100% RB LTE-FDD 6.08 +9.6
10315 | AAB | DSSS, DBPSK, 1.0 Mbps, 96.0% DC WLAN 1.71 9.6
10316 | AAB | OFDM, BPSK, 6.0 Mbps, 95.9% DC WLAN 8.38 19.6
10317 | AAE | OFDM, BPSK, 6.0 Mbps, 95.9% DC WLAN 8.36 19.6
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10352 | AAA | Pulse (D=10%, T=5ms) Generic 10.00 19.6
10353 | AAA | Pulse (D=20%, T=5ms) Gieneric 6.99 +9.6
10354 | AAA | Pulse (D=40%, T=5ms) Generic 3.98 19.6
10355 | AAA | Pulse (D=60%, T=5ms) Genaric 222 9.6
10356 | AAA | Pulse (D=80%, T=5ms} Generic 0.97 0,8
10387 | AAA | Random {BW=1MHz, MOD=QPSK) Generic 5.10 +9.6
10388 | AAA | Random (BW=10 MHz, MOD=QPSK) Generic 5.22 +9.6
10396 | AAA | Random (BW=100 kHz, MOD=54QAM) Geoneric 6.27 9.6
10398 | AAA | Random (BW=40 MHz, MOD=64QAM) Generic 6.27 +9.6
10400 | AAF | VHT20, MCS5 (52.0 Mbps), 99.0% DC WLAN 8.37 +9.6
10401 | AAF | VHT40, MCS5 (108.0 Mbps), 96.7% DC WLAN 8.60 +9.6
10402 | AAF | VHTBO, MCS5 (234.0 Mbps), 99.0% DC WLAN 853 +8.6
10403 | AAB | Rev. 0, ixEV-DO CDMA2000 3.76 +9.6
10404 | AAB | Rev. A, 1xEV-DO CDMAZ2000 3.77 +9.6
10406 | AAB | RC3, S032, Full frame rale, SCHD enabled, ixRTT CDMAZ2000 5.22 +9.86
10410 | AAH | 10.0MHz, QPSK, UL/DL CFG: 0, S5C: 4,1 RB LTE-TDD 7.82 9.6
10414 | AAA | Random (BW=40 MHz, HIGH PAR) Generic 8.54 +9.6
10415 | AAA | DSSS, DBPSK, 1.0Mbps, 89.9% DC WLAN 1.54 +9.6
10416 | AAA | OFDM, BPSK, 6.0 Mbps, 99.9% DC WLAN 8.23 +9.6
10417 | AAD | OFDM, BPSK, 6.0 Mbps, 89.9% DC WLAN 8.23 9.6
10418 | AAA | OFDM (LTF), BPSK, 6.0 Mbps, 99.8% DC WLAN 8.14 9.6
10419 | AAA | OFDM (STF), BPSK, 6.0 Mbps, 99.8% DC WLAN 8.19 +9.6
10422 | AAD | HT20 Greenfield, MCS0 (7.2 Mbps), 99.3% DC WLAN 8.32 +9.6
10423 | AAD | HT20 Greenlield, MCS4 (43.3 Mbps), 99.3% DC WLAN 8.47 +9.6
10424 | AAD | HT20 Greenlield, MCS7 (72,2 Mbps), 99.3% DC WLAN 8.40 9.6
10425 | AAD | HT40 Greenlield, MCSO (15.0 Mbps), 99.2% DC WLAN 8.4 19.6
10426 | AAD | HT40 Greenfisld, MCS4 (80.0 Mbps), 98.2% DC WLAN 8.45 9.6
10427 | AAD | HT40 Greenfield, MCS7 (150.0 Mbps}), 99.2% DC WLAN 8.41 19.6
10430 | AAE | 5.0MHz, 64-QAM, 100% RB LTE-FDD 8.28 19.6
10431 | AAE | 10.0MHz, 64-QAM, 100% RB LTE-FDD 8.38 +9.6
10432 | AAD | 15.0MHz, 64-QAM, 100% RB LTE-FDD B.34 +9.6
10433 | AAD | 20.0 MHz, 84-QAM, 100% RB LTE-FDD 8.34 +9.6
10434 | AAB | BS Test Model 1, 64 DPCH, 64QAM, 5.0MHz (DL) WCDMA 8.60 9.6
10435 | AAG | 20.0MHz, QPSK, UL/DLCFG: 0, SSC: 7,1 RB LTE-TDD 7.82 19.6
10447 | AAE | 5.0MHz, 64-QAM, 100% RB LTE-FDD 7.56 9.6
10448 | AAE | 10.0MHz, 64-QAM, 100% RB LTE-FDD 7.53 +9.6
10449 | AAD | 15.0 MHz, 64-QAM, 100% RB LTE-FDD 7.51 0.6
10450 { AAD | 20.0 MHz, 64-QAM, 100% RB LTE-FDD 7.48 9.6
10451 | AAB | BS Test Model 1, 64 DPCH, Clipping 44%, 64QAM, 5.0 MHz (DL) WCDMA 7.59 9.6
10456 | AAD | VHT160, MCS5 (58.5 Mbps), 99.0% DC WLAN 8.63 19.6
10457 | AAB | Rel. 5 DC-HSDPA, QPSK, 10.0 MHz WCDMA 6.62 9.6
10458 | AAA | Rev. B, 2 carriers, 1xEV-DO CDMAZ000 6.55 +8.6
10459 | AAA | Rev. B, 3 carriers, 1xEV-DO CDMA2000 8.25 +9.6
10460 | AAB | Rel. 99, AMR, QPSK, 5.0 MHz WCDMA 2,39 +9.6
10461 | AACG | 1.4MHz, QPSK, UL/DL CFG: 0, 85C:7, 1 RB LTE-TDD 7.82 +9.6
10462 | AAC | 1.4MHz, 16QAM, UL/DL GFG: 0, 85C:7, 1 RB LTE-TDD 8.30 +9.6
104683 | AAC | 1.4MHz, 64QAM, UL/DL CFG: 0, 55C: 7, 1 RB LTE-TDD 8.56 +9.6
10464 | AAD | 3.0MHz, QPSK, UL/DL CFG: 0, SSC:7, 1 RB LTE-TDD 7.82 +8.6
10465 | AAD | 3.0MHz, 16GAM, UL/DL CFG: 0, 85C: 7, 1 RB LTE-TDD 8.32 +9.6
10466 | AAD | 3.0MHz, 64QAM, UL/DL CFG: 0, 8SC:7, 1 RB LTE-TDD 857 +0.6
10467 | AAG | 5.0MHz, OPSK, UL/DL CFG: 0, SSC:7,1 RB LTE-TDD 7.82 +9.6
10468 | AAG | 5.0MHz, 16QAM, UL/DL CFG: 0, 88C: 7,1 RB LTE-TDD 832 +9.6
10469 | AAG | 5.0MHz, 64QAM, UL/DLCFG: 0, SSC: 7, 1 RB LTE-TDD 8.56 +9.6
10470 | AAG | 10.0MHz, QPSK, UL/DL CFG: 0, 8SC:7, 1 RB LTE-TDD 7.82 +9.6
10471 | AAG | 10.0MHz, 160AM, UL/DL CFG: 0, SSC: 7,1 RB LTE-TDD 8.32 +9.6
10472 | AAG | 10.0MHz, 64QAM, UL/DL CFG: 0, SSC: 7, 1 RB LTE-TDD 8.57 +9.6
10473 | AAF | 15.0MHz, QPSK, UL/DL CFG: 0, SSC: 7,1 RB LTE-TDD 7.82 +9.6
10474 | AAF | 15.0MHz, 16QAM, UL/DL CFG: 0, SSC: 7,1 RB LTE-TDD 8.32 9.8
10475 | AAF | 15.0MHz, 64QAM, UL/DL CFG: 0, SSC: 7,1 RB LTE-TDD 8.57 +9.6
10477 | AAG | 20.0MHz, 16QAM, UL/DL CFG: 0, S8C:7,1 RB LTE-TDD 8.32 9.6
10478 | AAG | 20.0MHz, 64QAM, UL/DL CFG: 0,8SC:7,1 RB LTE-TDD 8.57 +9.6
10479 | AAC | 1.4 MHz, QPSK, UL/DL CFG: 0, 88C: 7, 50% RB LTE-TDD 7.74 9.6
10480 | AAG | 1.4 MHz, 16QAM, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TDD 8.18 196
10481 | AAC | 1.4MHz, 64QAM, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 8.45 +9.6
10482 | AAD | 3.0MHz, QPSK, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 7.7 +8.6
10483 | AAD | 3.0MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 8.39 +9.6
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10484 | AAD | 3.0MHz, 64QAM, UL/DL CFG: 0, 8SC: 7, 50% RB LTE-TDD 8.47 18.6
10485 | AAG | 5.0 MHz, QPSK, UL/DL CFG: 0, S5C; 7, 50% RB {TE-TDD 7.59 +9.6
10486 | AAG | 5.0MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 50% RB {TE-TDD 8.38 19.6
10487 | AAG | 5.0 MHz, 64QAM, UL/DL CFG: 0, SSC. 7, 50% RB LTE-TDD 8.60 1+9.6
10488 | AAG | 10.0MHz, QPSK, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TDD 7.70 9.6
10489 | AAG | 10.0MHz, 16QAM, UL/DL. GFG: 0, SSC: 7, 50% RB LTE-TDD 8.1 +9.6
10490 | AAG | 10.0 MHz, 64QAM, UL/DL CFG: 0, S8C: 7, 50% RB LTE-TBD 8.54 19.6
10491 | AAF | 15.0MHz, QPSK, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 7.74 +9.6
10482 | AAF | 15.0MHz, 16GAM, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 8.41 +9.6
10483 | AAF | 15.0MHz, 64QAM, UL/DL. CFG: 0, SSC: 7, 50% RB LTE-TDD 8.55 +9.6
10494 | AAG | 20.0 MHz, QPSK, UL/OL CFG: 0, SS8C: 7, 50% RB LTE-TDD 7.74 +9.6
10495 | AAG | 20.0 MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 8.37 +9.6
10498 | AAG | 20.0 MHz, 64QAM, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 8.54 +9.6
10497 | AAC | 1.4MHz, QPSK, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 7.67 +9.6
10488 | AAC | 1.4MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.40 +9.8
104899 | AAC | 1.4MHz, 64QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.68 1086
10500 | AAD | 3.0MHz, QPSK, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 7.67 +0.6
10501 | AAD | 3.0MHz, 18QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.44 9.8
10502 | AAD | 3.0MHz, 64QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.52 +9.6
10503 | AAG | 5.0MHz, QPSK, UDLU/DL CFG: 0, 8SC: 7, 100% RB LTE-TDD 7.72 +9.6
10504 | AAG | 5.0MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.31 +9.6
10505 | AAG | 5.0 MHz, 64QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.54 +9.6
10506 | AAG | 10.0MHz, QPSK, UL/DL CFG: 0, S5C:7, 100% RB LTE-TDD 7.74 +9.6
10507 | AAG | 10.0 MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD B.36 +9.6
10508 | AAG | 10.0 MHz, 64QAM, UL/DL CFG; 0, SSC: 7, 100% RB LTE-TDD B.55 +9.6
10509 | AAF | 15.0MHz, QPSK, UL/DL CFG: 0, SSC; 7, 100% RB LTE-TDD 7.99 +9.6
10510 | AAF | 15.0MHz, 16QAM, UL/DL CFG: 0, 8SC: 7, 100% RB LTE-TDD B.49 +9.6
10511 | AAF | 15.0 MHz, 64QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.51 +9.6
10512 | AAG | 20.0MHz, QPSK, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 7.74 +9.6
10513 | AAG | 20.0 MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.42 +9.6
10514 | AAG | 20.0 MHz, 64QAM, UL/OL GFG: 0, SSC: 7, 100% RB LTE-TDD 8.45 196
10515 | AAA | DSSS, DQPSK, 2.0 Mbps, 99.0% DC WLAN 1.58 +9.6
10516 | AAA | HR-DSSS, DQPSK, 5.5Mbps, 99.2% DC WLAN 1.57 19.6
10517 | AAA | HR-DSSS, DQPSK, 11.0 Mbps, 89.0% DC WLAN 1.58 +9.6
10518 | AAD | OFDM, BPSK, 9.0 Mbps, 88.9% DC WLAN 8.23 196
10519 | AAD | OFDM, QPSK, 12.0Mbps, 99.0% DC WLAN 8.39 +9.6
16520 | AAD | OFDM, QPSK, 18.0 Mbps, 99.0% DC WLAN 812 19.6
10521 | AAD | OFDM, 16QAM, 24.0 Mbps, 99.0% DC WLAN 7.97 +9.6
10522 | AAD | OFDM, 16QAM, 36.0 Mbps, 9.0% DC WLAN 8.45 +9.6
10523 | AAD | OFDM, 64QAM, 48.0 Mbps, 99.0% DC WLAN 8.08 +9.6
10524 | AAD | OFDM, 640QAM, 54.0Mbps, 99.0% DC WLAN B.27 19.6
10525 | AAD | VHT20, MCSO (6.5 Mbps), 98.8% DC WLAN 8.36 +9.6
10526 | AAD | VHT20, MCS1 (13.0 Mbps), 29.0% DC WLAN B.42 +9.6
10527 | AAD | VHT20, MCS2 (19.5 Mbps), 99.0% DC WLAN 8.21 +9.6
10528 | AAD | VHT20, MCS3 (26.0 Mbps), 99.0% DC WLAN 8.36 +9.6
10529 | AAD | VHT20, MCS54 (39.0 Mbps), 89.0% DC WLAN B.36 8.6
10531 | AAD | VHT20, MCSB (58.5 Mbps), 99.0% DC WLAN 8.43 +9.6
10532 | AAD | VHT20, MCS7 (65.0 Mbps), 99.0% DC WLAN 8.2g +9.6
10533 | AAD | VHT20, MCS8 (78.0 Mbps), 99.0% DC WLAN 8.38 +9.6
10534 | AAD | VHT40, MCS0 (13.5Mbps), 98.9% DC WLAN 8.45 +9.6
10535 | AAD | VHT40, MCS1 (27.0 Mbps), 98.8% DC - WLAN 8.45 +9.6
10536 | AAD | VHT40, MCS2 (40.5 Mbps), 98.8% DC WLAN 8.32 +9.8
10537 | AAD | VHT40, MCS3 (54.0 Mbps), 98.7% DC WLAN 8.44 +9.6
10538 | AAD | VHT40, MCS4 (81.0 Mbps), 98.5% DC WLAN 8.54 +9.6
10540 | AAD | VHT40, MCS6 (121.5 Mbps), 98.3% DC WLAN 8.32 0.6
10541 | AAD | VHT40, MCS7 (135.0 Mbps), 98.3% DC WLAN B.46 +9.6
10542 | AAD | VHT40, MCSB (162.0 Mbps), 98.1% DC WLAN 8.65 +9.6
10543 | AAD | VHT40, MCS9 (180.0 Mbps), 98.0% DC WLAN 8.65 19.6
10544 | AAD | VHTB0, MCSO (29.3 Mbps), 99.0% DC WLAN 8.47 19.6
10545 | AAD | VHTBO, MCS1 (58,5 Mbps), 99.0% DC WLAN B.55 8.6
10546 | AAD | VHT80, MCS2 (87.8 Mbps), 99.0% DC WLAN B.35 18.6
10547 | AAD | VHT8D, MCS3 (117.0 Mbps), 99.0% DC WLAN 8.49 +9.6
10548 | AAD | VHT80, MCS4 (175.5 Mbps), 99.0% DG WLAN 8.37 19.6
10550 | AAD | VHTB0, MCS6 (263.3 Mbps), 89.0% DC WLAN 8.38 +9.6
10551 | AAD | VHT8), MCS7 (292.5 Mbps), 89.0% DC WLAN 8.50 +9.6
10552 | AAD | VHT80, MCSB (351.0 Mbps), 99.0% DC WLAN 8.42 19.6
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10553 | AAD | VHT80, MCS9 (390.0 Mbps), 89.0% DC WLAN 8.45 +9.6
10554 | AAE | VHT160, MCS0 (58.5 Mbps), 99.0% DC WLAN 8.48 +9.6
10555 | AAE | VHT160, MCS1 (117.0 Mbps), 99.0% DC WLAN 8.47 +9.6
10556 | AAE | VHT160, MCS2 (175.5 Mbps), 99.0% DC WLAN 8.50 +9.6
10557 | AAE | VHTi60, MCS3 (234.0 Mbps), 99.0% DC WLAN 8.52 +9.6
10558 | AAE | VHT160, MCS34 (351.0 Mbps), 99.0% DC WLAN 8.61 +9.6
10560 | AAE | VHT160, MCS6 (526.5 Mbps), 99.0% DC WLAN 8,73 +9.6
10561 | AAE | VHT180, MCS7 (585.0 Mbps), 99.0% DC WLAN 8.56 +9.6
10562 | AAE | VHT160, MCSB (702.0 Mbps), 99.0% DC WLAN 8.69 19.6
10563 | AAE | VHT160, MCS9 (780.0 Mbps), 99.0% DC WLAN 8.77 +9.6
10564 | AAA | OFDM, BPSK, 9.0 Mbps, 98.9% DC WLAN 8.25 19.6
10585 | AAA | OFDM, QPSK, 12.0 Mbps, 98.0% DC WLAN B.45 +9.86
10566 | AAA | OFDM, QPSK, 18.0 Mbps, 99.0% DG WLAN 8.13 +9.6
10567 | AAA | OFDM, 16QAM, 24.0 Mbps, 99.0% DC WLAN 8.00 +9.6
10568 | AAA | OFDM, 16QAM, 36.0 Mbps, 99.0% DG WLAN 8.37 9.6
10569 | AAA | OFDM, 64QAM, 48.0 Mbps, 99.0% DC WLAN 8.10 +9.6
10570 | AAA | OFDM, 64QAM, 54.0 Mbps, 99.0% DC WLAN 8.30 +9.6
10571 | AAA | DSSS, DOPSK, 1.0 Mbps, 90.0% DG WLAN 1.89 18.6
10572 | AAA | DSSS, DQPSK, 2.0 Mbps, 90.0% DC WLAN 1.99 +8.6
10573 | AAA | HR-DSSS, DQPSK, 5.5 Mbps, 90.1% DC WLAN 1.98 +9.6
10574 | AAA | HR-DSSS, DQPSK, 11.0 Mbps, 90.3% DG WLAN 1.28 +9.6
10575 | AAA | OFDM, BPSK, 6.0 Mbps, 89.9% DC WLAN 8.59 +9.6
10576 | AAA | OFDM, BPSK, 9.0 Mbps, 89.9% DC WLAN 8.60 +9.6
10577 | AAA | OFDM, QPSK, 12.0 Mbps, 90.0% DC WLAN 8.70 +8.6
10578 | AAA | OFDM, QPSK, 18.0 Mbps, 90.0% DC WLAN 8.49 +8.8
10579 | AAA | OFDM, 16QAM, 24.0 Mbps, 80.0% DC WLAN 8.36 +9.6
10580 | AAA | CFDM, 16QAM, 36.0 Mbps, 20.0% DC WLAN 8.76 +0.6
10581 | AAA | CFDM, 64QAM, 48.0 Mbps, 90.0% DC WLAN 8.35 +9.6
10582 | AAA | OFDM, B4QAM, 54.0 Mbps, 20.0% DC WLAN 8.67 +9.6
10583 | AAD | OFDM, BPSK, 6.0 Mbps, 89.9% DG WLAN 8.59 +9.6
10584 | AAD | OFDM, BPSK, 9.0 Mbps, 89.9% DC WLAN 8.60 9.6
10585 | AAD | OFDM, QPSK, 12.0 Mbps, 90.0% DC WLAN 8.70 +9.6
10686 | AAD | OFDM, QPSK, 18.0 Mbps, 90.0% DC WLAN B.49 +9.6
10687 | AAD | OFDM, 16QAM, 24.0 Mbps, 90.0% DC WLAN 8.36 +9.6
10588 | AAD | OFDM, 16QAM, 36.0 Mbps, 90.0% DC WLAN B.76 +9.6
10588 | AAD | OFDM, 64QAM, 48.0 Mbps, 80.0% DC WLAN 8.35 19,6
10590 | AAD | OFDM, 84QAM, 54.0 Mbps, 90.0% DC WLAN 8.67 +9.6
10591 | AAD | HT20 Mixed, MCS0 (6.5 Mbps), B9.9% DC WLAN 8.83 +9.6
10592 | AAD | HT20 Mixed, MCS1 (13.0 Mbps), 80.0% DC WLAN 8.79 9.6
10583 | AAD | HT20 Mixed, MCS2 (19.5 Mbps), 80,0% DC WLAN 8.64 +8.6
10594 | AAD | HT20 Mixed, MCS3 (26.0 Mbps), 80.0% DC WLAN 8.74 +9.6
§0595 | AAD ( HT20 Mixed, MCS4 (39.0 Mbps), 90.0% DC WLAN 8.74 +9.8
10596 | AAD | HT20 Mixed, MCS5 (52.0 Mbps), 90.0% DC WLAN 8.71 19.86
10597 | AAD | HT20 Mixed, MCSE (58.5 Mbps), 90.0% DC WLAN 872 19.6
10598 | AAD | HT20 Mixed, MCS7 (65.0 Mbps), 90.0% DC WLAN 8.50 19.6
10589 | AAD | HT40 Mixed, MCSO (13.5 Mbps), 89.9% DC WLAN B.79 18.6
10600 | AAD | HT40 Mixed, MCS1 (27.0 Mbps), 89.7% DC WLAN 8.88 +9.6
106801 | AAD | HT40 Mixed, MCS2 (40.5 Mbps), 892.6% DG WLAN B.82 19.6
10802 | AAD | HT40 Mixed, MCS3 (54.0 Mbps), 89.4% DC WLAN 8.94 +0.6
10603 | AAD | HT40 Mixed, MCS4 (81.0 Mbps), 89.2% DC WLAN 9.03 19.6
10604 | AAD | HT40 Mixed, MCS5 (108.0 Mbps), 88,9% DC WLAN 8.76 +9.6
10605 | AAD | HT40 Mixed, MCSB (121.5 Mbps), 88.8% DC WLAN 8.97 +9.8
10606 | AAD | HT40 Mixed, MCS7 (135.0 Mbps), 88.7% DC WLAN 8.82 9.6
10607 | AAD | VHT20, MCS0 (6.5 Mbps), 89.9% DC WLAN 8.64 9.6
10608 | AAD | VHT20, MCS1 (13.0 Mbps), 90.0% DC WLAN 8.77 +9.6
10608 | AAD | VHT20, MCS2 (19.5 Mbps), 90.0% DC WLAN 8.57 19.6
10610 | AAD | VHT20, MCS3 (26.0 Mbps), 90.0% DC WLAN a8.78 +9.8
10611 | AAD | VHT20, MCS4 (39.0 Mbps), 80.0% DC WLAN 8.70 19.6
10612 | AAD | VHT20, MCS5 (52.0 Mbps), 80.0% DC WLAN 8.77 9.6
10613 | AAD | VHT20, MCSE (58.5 Mbps), 90.0% DC WLAN 8.94 +9.6
10614 | AAD | VHT20, MCS7 (65.0 Mbps), 90.0% DC WLAN B.59 +9.6
10615 | AAD | VHT20, MCSB (78.0 Mbps), 80.0% DC WLAN 8.82 +9.6
10616 | AAD { VHT40, MCS0 {13.5 Mbps), 89.9% DC WLAN 8.82 +9.6
10617 | AAD | VHT40, MCS1 (27.0 Mbps), 89.7% DC WLAN 8.81 +9.6
10618 | AAD | VHTA40, MCS2 (40.5 Mbps), 89.6% DG WLAN 8.58 19.6
10619 | AAD | VHT40, MCS3 {54.0 Mbps), B9.4% DC WLAN 8.86 9.6
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10620 | AAD | VHTA40, MCS4 (81.0 Mbps), 88.2% DC WLAN 8.87 +8.6
10621 | AAD | VHTA0, MCS5 (108.0 Mbps), 88.9% DC WLAN 8.77 +8.6
10622 | AAD | VHT40, MCS6 (121.5 Mbps), 88.8% DC WLAN 8.68 +9.6
10623 | AAD | VHT40, MCS7 (135.0 Mbps), 88.6% DC WLAN 8.82 +0.6
10624 | AAD | VHT40, MCS8 (162.0 Mbps), 88.4% DC WLAN 8.96 +9.6
10625 | AAD | VHT40, MCS9 (180.0 Mbps), 88.2% DC WLAN 8.96 +9.6
10626 | AAD | VHTBO0, MCSD (29.3 Mbps), 90.0% DC WLAN 8.83 +9.6
10627 | AAD | VHTB0, MCS1 (58.5 Mbps), 90.0% DC WLAN 8.88 19.6
10628 | AAD | VHT80, MCS2 (87.8 Mbps), 90.0% DC WLAN 8.7 19.6
10629 | AAD | VHTB0, MCS3 (117.0 Mbps), 90.0% DC WLAN 8.85 +9.6
10630 | AAD | VHT80, MCS4 (175.5 Mbps), 90.0% DC WLAN 8.72 +8.6
10631 | AAD | VHTB0, MCS5 (234.0 Mbps), 90.0% DC WLAN 8.81 +9.6
10632 | AAD | VHTB0, MCS6 (263.3 Mbps), 90.0% DC WLAN 8.74 18.6
10633 | AAD | VHTBO, MCS7 (292.5 Mbps), 90.0% DC WLAN 8.83 +9.6
10634 | AAD | VHTS0, MCS8 (351.0 Mbps), 90.0% DC WLAN 8.80 19,6
10635 | AAD | VHT80, MCS9 (390.0 Mbps), 90.0% DC WLAN 8.81 9.6
10636 | AAE | VHT160, MCSO0 (58.5 Mbps), 80.0% DC WLAN 8.83 +9.6
10637 | AAE | VHT1i60, MCS1 {117.0 Mbps), 20.0% DC WLAN 8.79 19.8
10638 | AAE | VHT160, MCS2 (175.5 Mbps), 90.0% DC WLAN B.86 +9.6
10639 | AAE | VHT160, MCS3 (234.0 Mbps), 80.0% DC WLAN 8.85 18,6
10640 | AAE | VHT160, MCS4 (351.0Mbps), 90.0% DC WLAN 8.28 +9.86
10641 | AAE | VHT160, MCS5 (468.0 Mbps), 90.0% DC WLAN 9.06 +0.6
10642 | AAE | VHT160, MCS6 (526.5Mbps), 90.0% DG WLAN 9.06 +9.6
10643 | AAE | VHT160, MCS7 (585.0 Mbps), 90.0% DC WLAN 8.89 +9.6
10644 | AAE | VHT160, MCSS (702.0 Mbps), 90.0% DC WLAN 9.05 +9.6
10645 | AAE | VHT160, MCS9 (780.0 Mbps), 80.0% DC WLAN 9.11 +9.6
10646 | AAH | 5.0MHz, QPSK, UL/DL CFG: 2, SSC: 4, 1 RB LTE-TDD 11.96 +9.6
10647 | AAG | 20.0MHz, QPSK, ULDL CFG: 2, S5C: 7,1 RB LTE-TDD 11.96 +9.6
10648 | AAA | RC8, SO75, 1xAdvanced CDMAZ2000 3.45 +9.6
10670 | AAA | LE, Test, GFSK Blustooth 2.19 +9.6
10671 | AAC | ET20, MCSO0 (8.6 Mbps), 90.0% DC WLAN 9.09 +9.6
10672 | AAC | ET20, MCS1 (17.0 Mbps), 90.0% DC WLAN B.57 +9.6
10673 | AAC | ET20, MCS2 (26.0 Mbps), 90.0% DG WLAN 8.78 +9.6
10674 | AAC | ET20, MCS3 (34.0 Mbps), 90.0% DC WLAN 8.74 +9.6
10675 | AAC | ET20, MCS4 (52.0 Mbps), 90.0% DG WLAN 8.80 +8.6
10676 | AAC | ET20, MCS5 (69.0 Mbps}, 90.0% DC WLAN 8.77 +9.6
10677 | AAG | ET20, MCSB (77.0 Mbps), 90.0% DG WLAN 8.73 +9.6
10678 | AAC | ET20, MCS7 (86.0 Mbps), 90.0% DC WLAN 8.78 +9.6
10679 | AAC | ET20, MCS8 (103.0 Mbps), 90.0% DC WLAN 8.89 +9.6
10680 | AAC | ET20, MCS9 (115.0 Mbps), 90.0% DC WLAN 8.80 +9.6
10681 | AAC | ET20, MCS10 (122.0 Mbps), 90.0% DC WLAN 8.62 +9.6
10682 | AAC | ET20, MCS11 (135.0 Mbps), 80.0% DC WLAN 28.83 +9.6
10683 | AAC | ET20, MCSO (8.8 Mbps), 100.0% DC WLAN 8.42 +9.6
10684 | AAC | ET20, MCS1 (17.0 Mbps), 100.0% DG WLAN 8.26 +9.6
10685 | AAC | ET20, MCS2 {26.0 Mbps), 100.0% DC WLAN 8.33 *9.6
10686 | AAC | ET20, MCS3 (34.0 Mbps), 100.0% DC WLAN B.28 +9.6
10687 | AAC | ET20, MCS4 (52.0 Mbps), 100.0% DC WLAN 8.45 +9.6
10688 | AAC | ET20, MCS5 (69.0 Mbps), 100.0% DC WLAN 8.29 +9.6
10688 | AAC | ET20, MGS6 (77.0 Mbps), 100.0% DC WLAN 8.55 +9.6
10690 | AAC | ET20, MCS7 (86.0 Mbps), 100.0% DC WLAN 8.29 19.6
10691 | AAC | ET20, MCSB (103.0 Mbps), 100.0% DC WLAN 8.25 9.6
10692 | AAC | ET20, MCS9 (115.0 Mbps), 100.0% DC WLAN 8.29 +9.6
10693 | AAC | ET20, MCS10 (122.0 Mbps}), 100.0% DC WLAN 8.25 +9.6
10694 | AAC | ET20, MCS11 {135.0 Mbps), 100.0% DC WLAN 8.57 18.6
10695 | AAG | ET40, MCS0 (17.2Mbps), 80.8% DC WLAN 878 +9.6
10696 | AAC | ET40, MCS1 (34.0 Mbps), 89.8% DC WLAN 8.91 +9.6
10697 | AAC | ET40, MCS2 (52.0 Mbps), 89.7% DC WLAN 8.61 +9.6
10698 | AAC | ET40, MCS3 (69.0 Mbps), 89.7% DC WLAN 8.89 +9.6
10699 | AAC | ET40, MGS4 {103.0 Mbps), 89.8% DC WLAN 8.82 +9.6
10700 | AAC | ET40, MCS5 (138.0 Mbps), 89.8% DC WLAN 8.73 +8.6
10701 | AAC | ET40, MGS6 (155.0 Mbps), 89.8% DG WLAN 8.86 +9.6
10702 | AAC | ET40, MCS7 {172.0 Mbps), 89.8% DC WLAN B.70 +9.6
10703 | AAC | ET40, MCS8 (207.0 Mbps), 89.8% DC WLAN 8.82 +9.6
10704 | AAC | ET40, MCS8 (229.0 Mbps), 89.8% DC WLAN 8.56 +9.6
10705 | AAC | ET40, MCS10 (258.0 Mbps), 89.8% DC WLAN 8.69 +9.6
10706 | AAGC | ET40, MCS11 (267.0 Mbps), 89.8% DG WLAN 8.66 +9.6
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10707 | AAC | ETA0, MCSO0 (17.2 Mbps), 29.8% DC WLAN B.32 +9.6
10708 | AAC | ET40, MCS1 (34.0 Mbps), 99.7% DC WLAN B.65 +9.6
10708 | AAC | ET40, MCS2 (52.0 Mbps), 99.7% DC WLAN B.33 +9.6
10710 | AAC | ET40, MCS3 (69.0 Mbps), 99.7% DC WLAN 8.29 +9.6
10711 | AAC | ET40, MCS4 (103,0 Mbps), 99.8% DG WLAN 8,39 +9.6
10712 | AAC | ET40, MCS5 (138.0 Mbps), 99.8% DC WLAN 8.67 +9.6
10713 | AAC | ET40, MCS6 (155,0 Mbps), 99.8% DC WLAN 8.33 +9.6
10714 | AAC | ET40, MCS7 (172.0 Mbps), 98.8% DC WLAN B.26 +5.6
10715 | AAC | ET40, MCSB (207.0 Mbps), 83.8% DC WLAN B.45 9.6
10716 | AAC | ET40, MCS9 (229.0 Mbps), 99.8% DC WLAN 8.30 +9.6
10717 | AAC | ET40, MCS10 (258.0 Mbps), 89.8% DC WLAN B.48 9.6
10718 | AAC | ET40, MCS11 (267.0 Mbps), 99.8% DC WLAN 8.24 +9.6
10719 | AAG | ET80, MCSO (36.0 Mbps), 20.0% DC WLAN 8.81 +9.6
10720 | AAC | ET80, MCS1 (72.1 Mbps), 90.0% DC WLAN 8.87 +9.6
10721 | AAC | ETBO, MCS2 (108.1 Mbps), 20.0% DC WLAN 8.76 +9.6
10722 | AAC | ETBO, MCS2 (144.1 Mbps), 90.0% DG WLAN 8.55 +9.6
10723 | AAC | ETBD, MCS4 (216.2 Mbps), 90.0% DC WLAN 8.70 +9.6
10724 | AAC | ETBD, MGS5 (288.2 Mbps), 90.0% DG WLAN 8.20 19.6
10725 | AAC | ETB0, MCS6 (324.4 Mbps), 90.0% DG WLAN 8.74 19.6
10726 | AAG | ETBD, MCS7 (360.3 Mbps), 90.0% DC WLAN 8.72 19.6
10727 | AAC | ETBO, MCSB (432.4 Mbps), 90.0% DC WLAN 8.66 19.6
10728 | AAC | ETB0, MCSO {480.4 Mbps), 90.0% DC WLAN 8.65 19.6
10729 | AAC | ET80, MGS10 (540.4 Mbps), 90.0% DC WLAN 8.64 +9.8
10730 | AAC | ETBD, MCS11 (72.0 Mbps), 80.0% DC WLAN a.67 +9.6
10731 | AAC | ET80, MCSO0 (36.0 Mbps), 100.0% DC WLAN 8.42 19.6
10732 | AAC | ETBO, MCS1 (72.1 Mbps), 100.0% DC WLAN 8.46 19.6
10733 | AAC | ET80, MCS2 (108.1 Mbps), 100.0% DC WLAN 8.40 +9.6
10734 | AAC | ETBO, MCS3 (144.1 Mbps), 100.0% DC WLAN 8.25 19.6
10735 | AAC | ET80, MCS4 (216.2 Mbps), 100.0% DC WLAN 8.33 +9.6
10736 | AAC | ETBD, MCS5 (288.2 Mbps), 100.0% DG WLAN 8.27 +9.6
10737 | AAC | ETB0, MCS6 (324.4 Mbps), 100.0% DC WLAN 8.36 +9.6
10738 | AAG | ET80, MCS7 (360.3 Mbps), 100.0% DG WLAN B.42 +9.6
10739 | AAC | ET80, MCS8 (432.4 Mbps}, 100.0% DC WLAN 8.28 +3.6
10740 | AAC | ET80, MCSS (480.4 Mbps}, 100.0% DG WLAN 8.48 +9.6
10741 | AAC | ET80, MCS10 (540.4 Mbps), 100.0% DC WLAN 8.40 +9.6
10742 | AAG | ET80, MGS11 (B00.5 Mbps), 100.0% DC WLAN B.43 +9.6
10743 | AAC | ET160, MCSO (72.0 Mbps), 88.2% DC WLAN 8.94 +9.6
10744 | AAC | ET160, MCS1 (144.0 Mbps), 87.1% DC WLAN 9.16 +9.6
10745 | AAC | ET160, MCS2 (216.0 Mbps), 87.4% DC WLAN 8.93 +9.6
10746 | AAC | ET160, MCS3 (282.0 Mbps), 87.1% DC WLAN 9.11 +9.6
10747 | AAC | ET180, MCS4 {432,0 Mbps), 87.4% DC WLAN 9.04 9.6
10748 | AAC | ET160, MCS5 (576.0 Mbps), 86.8% DC WLAN 8.93 +8.6
10749 | AAC | ET160, MCS6 (649.0 Mbps), 86.7% DC WLAN 8.90 +9.6
10750 | AAC | ET160, MCST (721.0 Mbps), 86.7% DC WLAN 8.79 +9.6
10751 | AAC | ET160, MCSS {865.0 Mbps), 86.3% DC WLAN 8.82 +9.6
10752 | AAC | ET160, MCS9 (961.0 Mbps), 86.3% DC WLAN 8.81 +9.6
10753 | AAC | ET180, MCS10 {1081.0 Mbps), 86.7% DC WLAN 9.00 +9.6
10754 | AAC | ET160, MCS11 (1201.0 Mbps), 86.7% DC WLAN B.94 +9.6
10755 | AAC | ET160, MCSO0 (72.0 Mbps), 88.0% DC WLAN 8.64 +9.6
10756 | AAG | ET180, MCS1 (144.0Mbps), 96.8% DG WLAN 8.77 +9.6
10757 | AAC | ET160, MCS2 (216.0 Mbps), 97.1% DC WLAN 8.77 +9.6
10758 | AAC | ET160, MCS3 (282.0 Mbps), 96.8% DG WLAN B.69 +9.6
10759 | AAC | ETi60, MCS4 (432.0 Mbps), 97.1% DC WLAN 8.58 +9.6
10760 | AAC | ET160, MCS5 (576.0 Mbps), 96.5% DG WLAN 8.49 +9.6
10761 | AAC | ET160, MCSB {649.0 Mbps), 96.3% DC WLAN 8.58 +9.6
10762 | AAC | ET160, MCS7 {721.0 Mbps), 86.3% DC WLAN 8.49 +9.6
10783 | AAC | ET160, MCS8 {865.0 Mbps), 95.9% DC WLAN 8.53 +9.6
10764 | AAC | ET160, MCS9 {961,0 Mbps), 95.9% DC WLAN 8.54 +9.6
10765 | AAC | ET160, MCS10 (1081.0 Mbps), 96.3% DC WLAN 8.54 8.6
10766 | AACG | ET160, MCS11 (1201.0 Mbps), 86.3% DC WLAN 8.51 +9.6
10767 | AAG | CP-OFDM, 5.0MHz, QPSK, 15kHz, 99.9% DC, 1 RB 5G NR FR1 TDD 7.99 +9.6
10768 | AAE | CP-OFDM, 10.0MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FRi TDD 8.01 +9.6
10789 | AAD | CP-OFDM, 15.0MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FRT TDD 8.01 +9.6
10770 | AAE | CP-OFDM, 20.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.02 +9.6
10771 | AAD | CP-OFDM, 25.0 MHz, QPSK, 15kHz, 100.0% DG, 1 RB 5G NR FR1 TDD 8.02 +9.6
10772 | AAE | CP-OFDM, 30.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.23 +9.6
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10773 | AAF | CP-OFDM, 40.0 MHz, QPSK, 15kHe, 100.0% DC, 1 RB 5G NR FR1 TDD 8.03 19.6
10774 | AAE | CP-OFDM, 50.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1TDD 8.02 +8.6
10775 | AAF | CP-OFDM, 5.0MHz, QPSK, 15kHz, 100.0% DG, 50% RB 5G NR FR1 TDD 8.31 +9.6
10776 | AAE | CP-OFDM, 10.0 MHz, QPSK, 15kHz, 100.0% DC, 50% R8 5G NR FR1 TDD 8.30 +9.6
10777 | AAC | CP-OFDM, 15.0MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.30 +9.6
10778 | AAE | CP-OFDM, 20.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.34 9.6
10779 | AAC | CP-OFDM, 25.0 MHz, GPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.42 +9.6
10780 | AAE | CP-OFDM, 30.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.38 +9.6
10781 | AAF | CP-OFDM, 40.0 MHz, QPSK, 15 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.38 19.6
10782 | AAE | CP-OFDM, 50.0MHz, QPSK, 15kHz, 100.0% DG, 50% RB 5G NR FR1TCD 8.43 9.6
10783 | AAG | CP-OFDM, 5.0MHz, QPSK, 15kHz, 100.0% DC, i00% RB 5G NR FR1 TDD 8.1 +9.6
10784 | AAE | CP-OFDM, 10.0MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.29 +9.8
10785 | AAD | CP-OFDM, 15.0 MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.40 +9.6
10786 | AAE | CP-OFDM, 20.0 MHz, QPSK, 15kHz, 100.0% DG, 100% RE 5G NR FR1 TDD B35 +9.6
10787 | AAD | CP-OFDM, 25.0 MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.44 +9.6
10788 | AAE | CP-OFDM, 30.0 MHz, QPSK, 15kHz, 100.0% DC, 100% RB bG NR FR1 TDD 8.39 +9.6
10789 | AAF | CP-OFDM, 40.0 MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD B.37 +9.6
10790 | AAE | GP-OFDM, 50.0 MHz, QFSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.38 +9.6
10791 | AAG | CP-OFDM, 5.0 MHz, QPSK, 30 kHz, 99.9% DC, 1 ARB 5G NR FR1 TDD 7.83 +9.8
10792 | AAE | CP-OFDM, 10.0 MHz, QPSK, 30kHz, 99.9% DC, 1 RB 5G NR FR1 TDD 7.92 +9.6
10793 | AAD | CP-OFDM, 15.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.85 +9.6
10794 | AAE | CP-OFDM, 20.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.82 +0.6
10795 | AAD | CP-OFDM, 25.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.84 +9.6
10796 | AAE | CP-OFDM, 30.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.82 +9.6
10797 | AAF | CP-OFDM, 40.0 MHz, QPSK, 30kHz, 100.0% DC, i RB 5G NR FR1 TDD 8.01 +9.6
10798 | AAE | CP-OFDM, 50.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 AB 5G NR FR1 TDD 7.89 +9.6
10799 | AAF | CP-OFDM, 60.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G MR FR1 TDD 7.93 +9.6
10801 | AAF | CP-OFDM, 80.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.89 +9.6
10802 | AAE | GP-OFDM, 80.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 656G NR FR1 TDD 7.87 +9.6
10803 | AAF | CP-OFDM, 100.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.93 +9.6
10805 | AAE | CP-CFDM, 10.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD B8.34 +9.6
10806 | AAD | CP-OFDM, 15.0MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.37 +9.6
10809 | AAE | CP-OFDM, 30.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.34 +9.6
10810 | AAF | CP-OFDM, 40.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.34 +9.6
10812 | AAF | CP-OFDM, 60.0 MHz, QPSK, 30kHz, 100.0% DG, 50% RB 5G NR FR1 TDD 8.35 19.8
10817 { AAG | CP-OFDM, 5.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.35 19.6
10818 | AAE | CP-OFDM, 10.0 MHz, QPSK, 30kHz, 100.0% DG, 100% RB 5G NR FR1 TDD 8.34 9.6
10819 | AAD | CP-OFDM, 15.0 MHz, QPSK, 30 kHz, 100.0% DG, 100% RB 5G NR FR1 TDD 833 19.6
10820 | AAE | CP-OFDM, 20.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.30 19.6
10821 | AAD | CP-OFDM, 25.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FRi TDD 8.41 +9.6
10822 | AAE | CP-OFDM, 30.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD B.41 +9.6
10823 | AAF | CP-OFDM, 40.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.36 +9.6
10824 | AAE | GP-OFDM, 50.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.39 +0.8
10825 | AAF | CP-OFDM, 80.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.41 +9.6
10827 | AAF | CP-OFDM, 80.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.42 9.6
10828 | AAE | CP-OFDM, 90.0MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.43 19.6
10829 | AAF | CP-OFDM, 100.0 MHz, QPSK, 30kHz, 100,0% DG, 100% RB 5G NR FR1 TDD 8.40 +9.6
10830 | AAE | CP-OFDM, 10.0 MHz, QPSK, 60kHz, 99.9% DC, 1 RB 5G NR FR1 TDD 7.63 19.6
10831 | AAD | CP-OFDM, 15.0 MHz, QPSK, 60kHz, 99,9% DC, 1 RB 5G NR FR1 TDD 773 9.6
10832 | AAE | CP-OFDM, 20.0 MHz, QPSK, 60kHz, 99.9% DC, 1 RB 5G NR FR1 TDD 7.74 +9.6
10833 | AAD | CP-OFDM, 25.0 MHz, QPSK, 60kHz, 89.9% DC, 1 RB 5G NR FR1 TDD 7.70 +9.6
10834 | AAE | CP-OFDM, 30.0 MHz, QPSK, 60kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.75 +9.6
10835 | AAF | CP-OFDM, 40.0 MHz, QPSK, 60kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.70 +9.6
10836 | AAE | CP-OFDM, 50.0 MHz, QPSK, 60kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.66 +8.6
10837 | AAF | CP-OFDM, 60.0 MHz, QPSK, 80kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.68 +9.6
108392 | AAF | CP-OFDM, 80.0MHz, QPSK, 80kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.70 19.6
10840 | AAE | CP-OFDM, 90.0MHz, QPSK, 60kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.67 +9.6
10841 | AAF | CP-OFDM, 100.0 MHz, QPSK, 60kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.1 19.6
10843 | AAD | CP-OFDM, 15.0 MHz, QPSK, 60kHz, 100.0% DC, 50% RB 5G NR FR1 TDD B.49 +9.6.
10844 | AAE | CP-OFDM, 20.0 MHz, QPSK, 60 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.34 19.6
10846 | AAE | CP-OFDM, 30.0MHz, QPSK, 80kHz, 100,0% DC, 50% RB 5G NR FRi TDD 8.41 9.6
10854 | AAE | CP-OFDM, 10.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.34 9.6
10855 | AAD | CP-OFDM, 15.0MHz, QPSK, 60kHz, 100,0% DC, 100% RB 5G NR FR1 TDD 8.36 +9.6
10856 | AAE | CP-OFDM, 20.0 MHz, QPSK, 80kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.37 +9.6
10857 | AAD | CP-OFDM, 25.0 MHz, QPSK, 680 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.35 +9.6
10858 | AAE | CP-OFDM, 30.0MHz, QPSK, 80 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.38 9.6
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10859 | AAF | CP-OFDM, 40.0MHz, QPSK, 60 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.34 +9.6
0860 | AAE | CP-OFDM, 50.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 841 +9.6
10861 | AAF | CP-OFDM, 60,0 MHz, QPSK, 60 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.40 19.6
10863 | AAF | CP-OFDM, 80.0MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1TDD 8.41 8.6
10864 | AAE | CP-OFDM, 0.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD B.37 19.6
10865 | AAF | CP-OFDM, 100.0 MHz, QPSK, 80kHz, 100.0% DC, 100% RB 5G NR FR1 TDD B.41 19,8
10866 | AAF | DFT-s-OFDM, 100.0 MHz, QPSK, 30 kHz, 100.0% DC, t RB 5G NR FR1 TDD 5.68 +9.6
10868 | AAF | DFT-s-OFDM, 100.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.89 +9.6
10869 | AAE | DFT-s-OFDM, 100.0 MHz, QPSK, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 5,75 +9.6
10870 | AAE | DFT-s-OFDM, 100.0 MHz, GPSK, 120kHz, 100.0% DC, 100% RB | 5G NR FR2 TDD 5.86 +9.6
10871 | AAE | DFT-s-OFDM, 100.0 MHz, 16QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 5.75 +9.6
10872 | AAE | DFT-s-OFDM, 100.0 MHz, 16QAM, 120kHz, 100.0% DC, 100% RB | 5G NR FR2 TDD 6.52 +8.6
10873 | AAE | DFT-s-OFDM, 100.0 MHz, 64QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 6.61 +9.6
10874 | AAE | DFT-s-OFDM, 100.0 MHz, 84QAM, 120 kHz, 100.0% DC, 100% RB | 5G NR FR2 TDD 6.65 9.6
10875 | AAE | CP-OFDM, 100.0 MHz, QPSK, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 7.78 +9.6
10876 | AAE | CP-OFDM, 100.0 MHz, OQPSK, 120kHz, 100.0% DG, 100% RB 5G NR FR2 TDD 8.39 196
10877 | AAE | CP-OFDM, 100.0 MHz, 16QAM, 120kHz, 100.0% DG, 1 RB 5G NR FR2 TDD 7.95 +9.6
10878 | AAE | CP-OFDM, 100.0 MHz, 16QAM, 120kHz, 100.0% DC, 100% RB 5G NR FR2 TDD B.41 9.6
10879 | AAE | CP-OFDM, 100.0 MHz, 64QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD B.12 +9.6
10880 | AAE | GP-OFDM, 100.0 MHz, 64QAM, 120 kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 8.38 +8.6
10881 | AAE | DFT-s-OFDM, 50.0 MHz, QPSK, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 5.75 9.6
10882 | AAE | DFT-s-OFDM, 50.0 MHz, QPSK, 120kHz, 100.0% DC, 100% RB8 5G NR FR2 TDD 5.86 +9.6
10883 | AAE | DFT-s-OFDM, 50.0 MHz, 16QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 6.57 +9.6
10884 | AAE | DFT-s-OFDM, 50.0 MHz, 16QAM, 120kHz, 100.0% DC, 100% RB | 5G NR FR2 TDD 6.53 +9.8
10885 | AAE | DFT-s-OFDM, 50,0 MHz, 64QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 6,61 +9.6
10886 | AAE | DFT-5-OFDM, 50.0 MHz, 64QAM, 120 kHz, 100.0% DC, 100% RB | 5G NR FR2 TDD 6.85 +9.6
10887 | AAE | CP-OFDM, 50.0 MHz, QPSK, 120kHz, 99.9% DC, 1 RB 5G NR FR2 TDD 7.78 +9.6
10888 | AAE | CP-OFDM, 50.0 MHz, QPSK, 120 kHz, 100.0% DG, 100% RB 5G NR FR2 TDD 8.35 +9.6
10882 | AAE | CP-OFDM, 50.0 MHz, 16QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 8.02 +9.6
10890 | AAE | GP-OFDM, 50.0 MHz, 16QAM, 120 kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 8.40 +0.6
10831 | AAE | CP-OFDM, 50.0 MHz, 84QAM, 120 kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 8.13 19.6
10892 | AAE | CP-OFDM, 50.0 MHz, 64QAM, 120 kHz, 100.0% DC, 100% RB 5G NR FR2 TDD B.41 +9.6
10897 | AAE | DFT-s-OFDM, 5.0 MHz, QPSK, 30kHz, 99.9% DC, i RB 5G NR FR1 TDD 5.6B 19.6
10888 | AAC | DFT-s-OFDM, 10.0 MHz, QPSK, 30kHz, 100.0% DC, i RB 5G NR FR1 TDD 5.67 19.6
10899 | AAB | DFT-s-OFDM, 15.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.67 19.6
10800 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 19.6
10801 | AAB | DFT-s-OFDM, 25.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 +9.6
10802 | AAC | DFT-s-OFDM, 30,0 MHz, QPSK, 30 kHz, 100.0% DG, 1 RB 5GNRFR1 TDD 5.88 19.6
10903 | AAD | DFT-s-OFDM, 40.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 19.6
10304 | AAC | DFT-s-OFDM, 50.0 MHz, QPSK, 30kHz, 100.0% DC, i BB 5G NR FR1 TDD 5.68 +9.6
10905 | AAD | DFT-s-OFDM, 60.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 9.6
10906 | AAD | DFT-s-OFDM, 80.0MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 9.6
10907 | AAE | DFT-s-QFDM, 5.0 MHz, QPSK, 30kHz, 100.0% DG, 50% RB 5G NR FR1 TDD 5.78 +9.6
10908 | AAC | DFT-s-OFDM, 10.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5,83 +9.6
10909 | AAB | DFT-s-OFDM, 15.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.96 9.6
10910 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.82 9.6
10911 | AAB | DFT-s-OFDM, 25.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FRi TDD 5.93 19.6
10812 | AAG | DFT-s-OFDM, 30.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.84 +9.6
10913 | AAD | DFT-s-OFDM, 40.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.84 19.6
10814 | AAC | DFT-s-OFDM, 50.0 MHz, QPSK, 30kHz, 100.0% DG, 50% RB 5G NR FR1 TDD 5.85 +9.6
10915 | AAD | DFT-s-OFDM, 60.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1TDD 5.83 19.6
10816 | AAD | DFT-5-OFDM, B0.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.87 +9.8
10917 | AAD | DFT-s-OFDM, 100.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.94 8.6
10918 | AAE | DFT-s-0OFDM, 5.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.86 +9.6
10919 | AAC | DFT-s-OFDM, 10.0 MHz, QPSX, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.86 +9.6
10920 | AAB | DFT-s-OFDM, 15.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5CG NR FR1 TDD 5.87 19.6
10921 | AAC | DFT-5-OFDM, 20.0 MHz, QPSK, 30kHz, 100.0% OC, 100% RB 5G NR FR1 TDD 5.84 +9.6
10822 | AAB | DFT-s-OFDM, 25.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.82 9.6
10923 | AAC | DFT-s-OFDM, 30.0 MHz, QPSK, 30kHz, 100.0% DG, 100% RB 5G NR FR1 TDD 5.84 19,5
10924 | AAD | DFT-s-OFDM, 40.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.84 196
10925 | AAC | DFT-s-OFDM, 50.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5,95 19.6
10926 | AAD | DFT-s-OFDM, 60,0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.84 +9.6
10927 | AAD | DFT-s-OFDM, 80.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5,94 19.8
10928 | AAD | DFT-5-OFDM, 5.0 MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5.52 19.6
10929 | AAD | DFT-s-OFDM, 10.0MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5.52 +9.6
10930 | AAC | DFT-s-OFDM, 15.0MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5.52 19.6
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10931 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5.51 +9.6
10932 | AAG | DFT-s-OFDM, 25.0 MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5,51 +9.6
10933 | AAC | DFT-s-OFDM, 30.0MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5.51 +9.6
10934 | AAC | DFT-5-OFDM, 40.0 MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5.51 +9.6
10935 | AAD | DFT-s-OFDM, 50.0 MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FOD 5.51 +9.6
10936 | AAD | DFT-5-OFDM, 5.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.80 19.6
10937 { AAD | DFT-s-OFDM, 10.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.77 +9.6
10038 | AAC | DFT-s-OFDM, 15.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.90 +9.6
10938 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 15 kHz, 50% RB 565G NR FR1 FDD 5.82 19.6
10940 | AAG | DFT-s-OFDM, 25.0 MHz, QPSK, 15 kHz, 50% RB 5G NR FR1 FDD 5.89 9.8
10941 | AAC | DFT-s-OFDM, 30.0 MHz, QPSK, 15kHz, 50% RB 5@ NR FR1 FDD 5.83 9.6
10842 | AAC | DFT-s-OFDM, 40.0MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.85 9.6
10943 | AAD | DFT-s-OFDM, 50.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FOD 5.95 9.8
10944 | AAD | DFT-s-OFDM, 5.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.81 19.6
10945 | AAD | DFT-s-OFDM, 10.0 MHz, QPSK, 15 kHz, 100% RB 5G NR FR1 FDD 5.85 9.6
10946 | AAC | DFT-s-OFDM, 15.0 MHz, QPSK, 15 kHz, 100% RB 5G NR FR1 FDD 5.83 19.6
10947 | AAC | DFT-5-OFDM, 20.0 MHz, QPSK, 15 kHz, 100% RB 5G NR FR1 FDD 5.87 +9.6
10948 | AAC | DFT-s-OFDM, 25,0 MHz, QPSK, 15 kHz, 100% RB 5G NR FR1 FDD 5.94 9.6
10949 [ AAC | DFT-s-OFDM, 30.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.87 +9.6
10950 | AAC | DFT-s-OFDM, 40.0MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.94 +9.6
10951 | AAD | DFT-s-OFDM, 50.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 592 +9.6
10978 | AAA | BDR, 1.0MHz, 76.7% DC ULLA 1.16 +9.6
10979 | AAA | HDR4, 2.0 MHz, 25,1% DC ULLA 8.58 +9.6
10980 | AAA | HDRS, 4.0MHz, 16.5% DC ULLA 10.32 +9.6
10981 | AAA | HDRp4, 2,0 MHz, 89.0% DG ULLA 3.19 +9.6
10982 | AAA | HDRp8, 4.0 MHz, 90.3% DC ULLA 3.43 +9.8
11013 | AAB | EHT320, MCS1 (272,0 Mbps), 100.0% DC WLAN 8.47 +9.6
11014 | AAB | EHT320, MCS2 (408.0 Mbps), 100.0% DC WLAN 8.45 +9.6
11015 | AAB | EHT320, MGS3 (544.0 Mbps), 100.0% DC WLAN 8.44 +9.6
11016 | AAB | EHT320, MCS4 (817.0Mbps), 100.0% DC WLAN 8.44 9.6
11017 | AAB | EHT320, MGS5 (1089.0 Mbps), 100.0% DC WLAN B.41 +9.6
11018 | AAB | EHT320, MCS8 (1225.0 Mbps), 100.0% DC WLAN 8.40 +9.6
11012 | AAB | EHT320, MCS7 (1361.0 Mbps), 100.0% DC WLAN 8.29 +9.6
11020 | AAB | EHT320, MCS8 (1633.0 Mbps), 100.0% DC WLAN 8.27 +9.6
11021 | AAB | EHT320, MCS9 {1815.0Mbps), 100.0% DC WLAN 8.46 +9.8
11022 | AAB | EHT320, MCS10 (2042.0 Mbps), 100,0% DC WLAN 8.36 +9.6
11023 | AAB | EHT320, MCS11 (2269.0 Mbps), 100.0% DC WLAN 8.09 +9.6
11024 | AAB | EHT320, MCS512 (2450.0 Mbps), 100.0% DC WLAN B8.42 +9.6
11025 | AAB | EHT320, MCS13 (2722.0 Mbps), 100.0% DC WLAN 8.37 +9.6
11026 | AAB | EHT320, MCS0 (136.0 Mbps), 100.0% DG WLAN 8.39 +9.6

E Uncertainty is determined using the max. deviation from linear response applying rectangular distribution and is expressed
for the square of the field value.
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Calibration procedure for dosimetric E-field probes

Calibraticn procedure(s)

December 23, 2025

Galibration dale

This calibratlan certificate documents the traceabllity to national standards, which realize the physical units of measurements (S).
The measurements and the uncertaintles with conlidence probability are given on the following pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment temperature (22+3)°C and humldity < 70%.

Calibration Equipment used (M&TE critical for callbration)

Primary Standards ID Calibration Date (Certificata No.) Sched. Cal.
Power Sensor R&S NRP40T SN: 101861 | 29-Apr-25 (No. 2025-001450) Apr-26
N-type mismatch combinatlon SN: L1119 26-Mar-25 (No. 217-04292) Mar-26
OCP DAK-12 SN: 1016 16-Sept-26 (No. OCP-DAK12-1016_Sep25) | Sep-26
OCP DAK-3.5 SN: 1249 16-Sept-25 (No. OCP-DAK3.5-1249_Sep25) | Sep-26
Reference Probe EX3DV4 SN: 7349 10-Jan-25 (No, EX3-7348_Jan25) Jan-26
DAE4 SN: 1301 30-Oc1-25 (No. DAE4-1301_OclI25) Oct-26
Secondary Standards ID Check Date (in house) Sched. Chack
ACAP 2020 Setup 1 SN: L1404 | 01-Oct-25 (No. IHCK_ACAP2020-1_Oct25) | Oct-26
OCP DAK-12 SN: 1020 27-Feb-25 {No. OCP-DAK12-1029_Feb25) Feb-26
OCP DAK-3.5 SN: 1336 10-Dec-25 (No. OCP-DAK3.5-1336_Dec25) | Dec-26

Name Function Signature
Calibrated by Joanna Lieshaj Laboratory Techniclian N7
Approved by Sven Kilhn Technical Manager Z/ DI,

jssued: December 29, 2025
This calibration cerlilicate shall not be reproduced except in full without wrilten approval of the faboratory.
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Glossary

TSL tissue simulating liquid

NORMx,y,z sensitivity in free space

ConvF sensitivity in TSL / NORMx,y,z

DCP diode compression point

CF crest factor (1/duty_cycle) of the RF signal

ABCD medulation dependent linearization parameters

Polarization ¢ ¢ rotation around probe axis

Polarization 9 9 rolation around an axis that is in the plane normal to probe axis (at measurement center), i.e.,, 9=01is

normal to probe axis
Connector Angle  information used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

a) IECNEEE 62209-1528, “Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure
To Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices — Part 1528: Human
Models, Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020.

b) KDB 865664, "SAR Measurement Reguirements for 100 MHz to 8 GHz"

Methods Applied and Interpretation of Parameters:

« NORMYx,y,z: Assessed for E-field polarization =0 (f< 000 MHz in TEM-cell; f> 1800MHz: R22 waveguide). NORMx.y,z

are only intermediate values, i.e., the uncerlainties of NORMx,y,z does not affect the £2_field uncertainty inside TSL (see

below ConvF).

NORM(f)x,v,z = NORMx,y,z * frequency_response (see Frequency Response Chart). This linearization Is implemented in

DASY4 software versions later than 4.2. The uncertainty of the frequency response is included in the stated uncertainty of

ConvF.

+ DCPx,y,z: DCP are numerical linearization parameters assossed based on the data of power sweep with CW signal. DCP
does not depend on frequency nor media.

« PAR: PAR is the Peak to Average Ratio lhat is not calibraled but determined based on the signal characteristics

v Axyiz; Bxyz, Cxy.z; Dxyz; VR yz A, B, C, D are numerical linearization parameters assessed based on the data of

power sweep for specilic modulation signal. The parameters do not depend on frequency nor media. VR is the maximum

calibration range expressed in RMS voltage across the diode.

ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature Transfer Standard for

f < 800MHz) and inside waveguide using analytical field distributions based on power measurements for f > 800MHz, The

same setups are used lor assessment of the parameters applied for boundary compensation (aipha, depth) of which typical

uncertalnty values are given. These parameters are used in DASY4 software to improve probe accuracy close to the

boundary. The sensitivity in TSL corresponds 1o NOAMx,y,z * ConvF whereby the uncertainty corresponds to that given for

ConvF., A frequency dependent ConvF Is used in DASY version 4.4 and higher which allows extending the validity from

+50 MHz to £100 MHz.

Spherical isotropy (3D deviation from isolropy): in a field of low gradients realized using a flat phantom exposed by a patch

antenna.

No tolerance required.

Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the probe tip (on probe axis).

Connector Angle: The angle is assessed using the information gained by determining the NORMx (no uncertainty required).
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EX3DV4 - SN:7480

Parameters of Probe: EX3DV4 - SN:7490

Basic Calibration Parameters

December 23, 2025

Sensor X Sensor Y Sensor Z Unc (k =2)
Norm (uV/(vim)2) A 0.58 0.55 0.57 +£10.1%
DCP (mV) B 102.2 105.1 105.0 +4.7%
Calibration Results for Modulation Response
UID Communicatlon System Name A B [o] D VR Max Max
dB | dB/uv dB | mv | dev. | UncF
k=2
0 Continuous Wave X | 0.00 0.00 1.00 | 0.00 | 126.6 | £+1.8% | +4.7%
Y| 0,00 0.00 1.00 145.3
Z| 0.00 0.00 1.00 127.2
10352 | Pulse {D=10%, T=5ms) X| 031 59.39 14,14 | 10.00 23.0 | +1.9% | £9.6%
Y| 024 60.01 15.56 23.0
Z{ 036 59.91 14.33 23.0
10353 | Pulse (D=20%, T=5ms) X| 0.28 62.40 14.18 6.99 46.0 | £1.7% | +9.6%
Y| 021 63.02 15.66 47.0
Z] 034 62.92 14.38 47.0
10354 | Pulse (D=40%, T=5ms) X| 026 65.41 1423 | 308 | 030 | +1.6% | +96%
Y| 019 £6.03 15.76 93.0
Z| 031 65.93 14,42 294.0
10355 | Pulse (D=60%, T=5ms) X | 025 67.17 14.26 | 2.22 | 139.0 | £1.5% | £+9.6%
Y| 0.16 67.79 15.84 139.0
Z| 030 67.69 14.45 140.0
10387 | Random (BW=1MHz, MOD=QPSK) X | 0.00 80.32 15.43 | 0.26 | 107.0 | £1.7% | +9.6%
Y 0.01 83.39 17.81 107.0
Z| 0.00 64.81 15.60 108.0
10388 | Random (BW=10MHz, MOD=QPSK) X| 067 6417 13.44 | 0.00 | 113.0 [ £2.6% | £9.6%
' Y| 0.45 64.79 14.88 114.0
Z| 070 64.70 13.76 115.0
10396 | Random (BW=100 kHz, MOD=64QAM) X | 0.00 63.11 16.91 | 166 | 81.0 | +3.9% | £9.6%
Y| 0412 63.74 18.94 81.0
Z| 0.00 81.02 16.98 82.0
10399 | Random (BW=40MHz, MOD=64QAM) X| 167 63.12 12.60 | 0.00 | 105.0 | +4.3% | +9.6%
Y 1.57 63.73 13.02 105.0
i 1.73 63.64 13.01 106.0
10414 [ Random {(BW=40MHz, HIGH PAR} X| 2.05 60.85 1251 | 0.00 | 76.0 | £2.2% | £9.6%
Y| 1.80 61.47 12.92 76.0
Z| 209 61.38 12.95 77.0
Note: For details on UID parameters see Appendix
The reported uncertainty of measurement is stated as the standard uncertainty of measurement muitiplied by the coverage
factor k=2, which for a normal distribution corresponds 1o a coverage probability of approximately 95%.

A The uncertainties of Norm X,Y.Z do not ailect the E2-field uncerlainty inside TSL (see Page 5).

B Linearization parameter uncertainty for maximum specified field strenglh.
E Uncerlainty ls determined using lhe max. deviation from finear response applying reclangular distribulion and is expressed for the square of 1ha field value,
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EX3DV4 - SN:7490 December 23, 2025

Parameters of Probe: EX3DV4 - SN:7490

Sensor Model Parameters

c1 c2 @ T T2 T3 T4 T5 6
iF fF v-1 msV-? msv-1 ms V-2 y-1
X 839 66.16 35.08 393 0.00 4.00 0.46 0.00 1.00
y 6.8 50.20 34.31 1.65 0.00 4.90 0.34 0.00 1.00
z 89 65.14 33.94 462 0.00 4.93 0.54 0.00 1.00

Other Probe Parameters

Sensor Arrangement Triangular
Connector Angle 45.7°
Mechanical Surface Detection Mode enabled
Optical Surtace Detection Mode disabled
Probe Overall Length 337 mm
Probe Body Diameter 12mm
Tip Lenglh 9mm
Tip Diameter 25mm
Probe Tip to Sensor X Calibration Point 1mm
Probe Tip to Sensor Y Galibration Point 1mm
Probe Tip to Sensor Z Calibration Point 1mm
Recommended Measurement Distance from Surface 1.4mm

Note: Measurement dislance from surface can be increased to 3—4 mm for an Area Scan job.
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EX3DV4 - SN:7490 December 23, 2025

Parameters of Probe: EX3DV4 - SN:7490

Calibration Parameter Determined in HSL

f (MHZ)¢ Relative Conductivily" | ConvFX | ConvF Y | ConvFZ | Alpha® | Depth® UncH
Permittivity™ (S/m) (mm) (k=2)
750 41.9 0.89 9.54 9.75 10.06 0.33 1.27 +11.0% |/
835 415 0.90 9.37 0.57 9.88 0.33 1.27 +11.0% |/
1450 40.5 1.20 7.89 8.06 8.31 0.32 1.27 +11.0% |/
1750 40,1 1.37 7.82 7.98 8.24 0.32 1.27 +11.0% |/
1900 40.0 1.40 7.48 7.64 7.89 0.32 1.27 +11.0% |/
2300 39.5 1.67 7.23 7.38 7.62 0.31 1.27 +11.0% |/
2450 39.2 1.80 7.01 7.16 7.38 0.31 1.27 £11.0% |/
2600 39.0 1.96 7.36 7.51 7.76 0.31 1.27 +11.0% |/
5250 35.9 4.71 5.24 5.35 5.52 0.28 1.27 +13.1% |/
5600 35.5 5.07 4.77 4.87 5.03 0.26 1.27 £13.1% |/
5750 35.4 5.22 4.92 5.02 5.19 0.25 1.27 +13.1% |/
5850 35.2 5.32 4,69 4.79 4.95 0.24 1.27 £181% |/

C Frequency validity above 300 MHz of £100 MHz only appiies for DASY v4.4 and higher {see Page 2}, else it is Teslricted to 50 MHz. The uncertainty Is the
RSS of the ConvF uncertainty al calibralion Irequency and the uncertainty for the indicated frequency band. Frequency validity below 300 MHz is £10, 25,
40, 50 and 70 MHz for ConvF assassments at 30, 64, 128, 150 and 220 MHz respectively. Validity of ConvF assessed at 5 MHz is 4-9 MHz, and ConvF
assessed al 13 MHz is 9—19 MHz. Above § GHz frequency validity can be exlended to +110MHz.

F The probes are calibraled using tissue simulating liquids [TSL) that deviale for e and o by less than +5% from the target values {typically better than +£3%)
and are valid for TSL wilh davialions of up 1o £10% I SAR correclion is applied.

G ajpha/Deplh are determined during calibration. SPEAG warrants that Ihe remaining devialion due to the boundary ellsct afler compensalion Is always less
than +1% for frequancles below 3 GHz and below £2% for frequencles between 3-6 GHz atany distance largar than half the probe tip diametler from the
boundary.

H The stated uncertainty Is the 1otal calibration uncartainty (k = 2) of Norm-ConvF. This Is equivalent 1o tha uncertalnty component with lhe symbol GF in

Table 9 of IEC/IEEE §2202-1528:2020.
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EX3DV4 - SN:7490

Frequency Response of E-Field

(TEM-Cell:itH10 EXX, Wavegulde:R22)
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EX3DV4 - SN:7490 December 23, 2025

Receiving Pattern (¢), 0 =0°
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Uncertainty of Axial Isotropy Assessment; +0.5% {k=2)
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EX3DV4 - SN:7480

Dynamic Range f(SARps.)
(TEM cell, foyal = 1900MHz)

December 23, 2025
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Conversion Factor Assessment

f=1900 MHz, WGLS R22 (H_convF)

SAR [(W/kg)/W]
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Uncertainty of Spherical Isotropy Assessment: ::2.6% (k=2)

December 23, 2025
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EX3DV4 - SN:7490

Appendix: Modulation Calibration Parameters

December 23, 2025

UID | Rev | Communication System Name Grollp PAR(dB) | UncF k=2

1] Continuous Wave cw 0.00 +4.7
70010 | CAB | Pulse [D=10%, T=100ms) Test 10.00 +9.6
10011 | CAC | Rel. 99, RMC, QPSK, 5.0 MHz WCDMA 291 96
70012 | CAB | DSSS, DBPSK, 1.0Mbps, 92.5% DC WLAN 1.87 +9.6
10013 | CAB | OFDM, BPSK, 6.0Mbps, 72.1% DG WLAN 9.48 19.6
10021 | DAC | Voice, GMSK, 1 shot(s) GSM 9,39 19.6
16023 | DAC | Data, GSMK, 1 slol(s) GSM .57 19.6
10024 | DAC | Data, GSMK, 2 slol(s) GSM 6.56 9.6
10025 | DAC | Dala, BPSK, 1 slot(s) GSM 12.62 19.8
10026 | DAC | Date, BPSK, 2 slol(s) GSM 9.55 19.6
10027 | DAC | Data, GSMK, 3 slot(s) GSM 4.80 +9.6
10028 | DAC | Data, GSMK, 4 slol(s) GSM 3.55 19.6
10029 | DAC | Data, 8PSK, 3 slol(s} GSM 7.78 +0.6
10030 | CAA | BR, DH1, GFSK Bluelooth 5.0 106
10031 | CAA | BR, DH3, GFSK Bluetooth 1.87 +9.6
10032 | CAA | BR, DH5, GFSK Bluetooth 1.16 +8.6
10032 | CAA | EDR, DH1, p¥4-DAPSK Bluelooth 7.74 +9.6
10034 | CAA | EDR, DH3, pi/a-DQPSK Blustooth 4.53 0.6
10035 | CAA | EDR, DH5, pi4-DQPSK Bluetooth 3.83 19.6
10036 | CAA | EDR, DH1, B-DPSK Blustooth 8.01 +8.6
10037 | CAA | EDR, DH3, 8-DPSK Bluetooth 477 +9.8
10038 | CAA | EDR, DH5, B-DPSK Bluetooli 4.10 +8.6
10039 | CAB | RC1, 1xRTT CDMA2000 457 +9.6
10048 | CAA | Full Slol, GFSK, 1 slot(s) DECT 13.80 +9.6
10049 | CAA | Double Slot, GFEK, 2 slol(s) DECT 10.79 19.6
10056 | CAA | TD-SCDMA, QPSK, 1.6MHz TD-SCOMA 11.01 196
10058 | DAGC | Dala, 8PSK, 4 slot{s) GSM 6.52 18.8
10050 | CAB | DSSS, DQPSK, 2.0Mbps, 87.4% DC WLAN 212 +9.6
10060 | GAB | HR-DSSS, DQPSK, 5.5 Mbps, 72.7% BG WLAN 2.83 +9.6
10061 | CAB | HR-DSSS, DQPSK, 11.0Mbps, 67.5% DC WLAN a.60 +9.6
10062 | CAE | OFDM, BPSK, 6.0 Mbps, 89.1% DG WLAN 8.68 0.6
10063 | CAE | OFDM, BPSK, 2.0Mbps, 853% DC WLAN 8.63 19.6
10064 | GAE | OFDM, QPSK, 12.0 Mbps, 82.0% DC WLAN 9.08 +9.6
10065 | CAE | OFDM, QPSK, 18.0 Mbps, 76.0% DC WLAN 9.00 +9.6
70066 | CAE | OFDM, 16QAM, 24.0 Mbps, 70.6% DC WLAN 9.38 +9.6
10067 | CAE | OFDM, 16QAM, 36.0 Mops, 62.9% DG WLAN 10.12 8.6
10068 | CAE | OFDM, 54QAM, 48.0 Mbps, 56.6% DC WLAN 10.24 19.8
10069 | CAE | OFDM, 64QAM, 54.0 Mbps, 54.4% pC WLAN 10.56 +9.6
10071 | CAB | OFDM, BPSK, 9.0 Mbps, 65.1% DC WLAN 9.83 19.6
10072 | CAB | OFDM, QPSK, 12.0 Mbps, 60.1% DG WLAN 9.62 +9.6
10073 | GAB | OFDM, QPSK, 18.0 Mbps, 53.1% DC WLAN 9.94 +9.6
10074 | CAB | OFDM, 16QAM, 24.0 Mops, 4B.5% DC WLAN 10.30 19.6
10075 | CAD | OFDM, 16QAM, 36.0 Mbps, 42.9% DC WLAN 10.77 +8.8
10076 | CAB | OFDM, 64QAM, 48.0 Mbps, 39.5% DG WLAN 10.94 +9.6
10077 | CAB | OFDM, 64QAM, 54.0 Mbps, 38.5% DC WLAN 11.00 +9.6
10081 | GAB | RC3, 1xRTT CDMA2000 3.97 +9.6
10097 | CAC | Rel. 5 HSDPA, GPSK, 5.0 MHz WCDMA 3.98 +9.6
70088 | GAC | Rel. 6 HSUPA, Subset 2, QPSK, 5.0 MHz WCDMA 3.98 19.6
10100 | CAF | 20.0MHz, QPSK, 100% RB LTE-FDD 5.67 +9.6
0101 | CAF | 20.0MHz, 16QAM, 100% RB LTE-FDD 6.42 +9.6
10102 | CAF | 20.0 MHz, B4QAM, 100% RB LTE-FDD 6.60 19.6
10103 | CAH | 20.0MHz, QPSK, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD .29 +9.6
10104 | CAH | 20.0MHz, 18QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 2,97 +9.6
10105 | CAH | 20.0MHz, 64QAM, UL/DL CFG: 1, S5C: 4, 100% RB LTE-TDD 10.01 +9.6
10108 | CAH | 10.0MHz, QPSK, 100% RB LTE-FDD 5.80 +0.6
170109 | CAH | 10.0MHz, 16QAM, 100% RB LTE-FDD 6.43 19.6
10110 | CAH | 5.0MHz, QPSK, 100% RB LTE-FDD 5.75 +9.6
10111 | CAH | 5.0MHz, 16QAM, 100% RB LTE-FDD 6.44 9.6
10112 | CAH | 10.0MHz, 64QAM, 100% RB LTE-FOD 6.59 +9.6
10113 | CAH | 5.0 MHz, B40AM, 100% RB LTE-FDD 6.62 9.6
10114 | CGAE | HT4D Greenfield, MCSD (13.5 Mbps), 99.7% DC WLAN 8.10 +9.6
10115 | CAE | HT40 Greenfield, MCS4 (B1.0Mbps), 99.7% DC WLAN 8.46 19.6
10116 | GAE | HT40 Greonfieid, MCS7 (135.0 Mbps}, 98.7% DC WLAN 8.15 196
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10117 | CAE | HT40 Mixed, MCS0 (13.5 Mbps), 99.7% DC WLAN 8.07 +89.6
10118 | CAE | HT40 Mixed, MCS4 {81.0 Mbps), 99.7% DG WLAN 8.59 9.6
101198 | CAE | HT40 Mixed, MCS7 (135.0 Mbps), 88.7% DC WLAN 8,13 +9.6
10140 | CAF | 15.0MHz, 16QAM, 100% RB LTE-FDD 6.49 +9.6
10141 | CAF | 15.0MHz, 84QAM, 100% RB LTE-FDD 6.53 19.6
10142 | CAF | 3.0MHz, QPSK, 100% RB LTE-FDD 5.73 9.6
10143 | CAF | 3.0MHz, 16QAM, 100% RB LTE-FDD 6.35 19.6
10144 | CAF | 3.0MHz, 640AM, 100% RB LTE-FDD 6.65 +9.6
10145 | CAG | 1.4MHz, QPSK, 100% RB LTE-FDD 5.76 1+98.6
10146 | CAG | 1.4 MHz, 16QAM, 100% RB LTE-FDD 6.41 +9.6
10147 | CAG | 1.4 MHz, 64QAM, 100% RB LTE-FDD 6.72 10.6
10149 | CAF | 20.0MHz, 16QAM, 50% RB LTE-FDD 6.42 +9.6
10150 | CAF | 20.0MHz, 64QAM, 50% RB LTE-FDD 6.60 +9.8
10151 | CAH | 20.0MHz, QPSK, UL/DL CF@G: 1, S5C: 4, 50% RB L TE-TDD 8.28 19,6
10152 | CAH | 20.0MHz, 16QAM, UL/DL CFG: 1, 85C: 4, 50% AB LTE-TDD 9.92 19.6
10153 | CAH | 20.0 MHz, 640QAM, UL/DL CFG: 1, S5C: 4, 50% RB LTE-TDD 10.05 +9.6
10154 | CAH | 10.0MHz, QPSK, 50% RB LTE-FDD 5.75 +9.6
10155 | CAH | 10.0MHz, 16QAM, 50% RB LTE-FDD 6.43 +9.6
10156 | CAH | 5.0MHz, GPSK, 50% RB LTE-FDD 5.79 +8.6
10157 | CAH | 5.0 MHz, 16QAM, 50% RB LTE-FDD 6.49 +9.6
10158 | CAH [ 10.0MHz, 840AM, 50% RB LTE-FDD 6.62 +9.6
10159 | CAH | 5.0MHz, 64QAM, 50% RB LTE-FDD 6.56 +9.6
10160 | CAF | 15.0MHz, QPSK, 50% RB \TE-FDD 5.82 +9.6
10161 | CAF | 15.0MHz, 16QAM, 50% RB LTE-FDD 6.43 +9.6
10162 | CAF | 15.0 MHz, 64QAM, 50% RB LTE-FDD 6.58 19.6
10166 | CAG | 1.4MHz, QPSK, 50% AB LTE-FDD 5.46 +9.6
10167 | CAG | 1.4MHz, 16QAM, 50% RB LTE-FDD 6.21 +9.6
10168 | CAG | 1.4 MHz, 64QAM, 50% RB I'TE-FDD 6.79 +9.6
10169 | CAF | 20.0MHz, QPSK, 1 RB LTE-FDD 573 +0.6
10170 | CAF | 20.0MHz, 16QAM, 1 BB LTE-FDD 6.52 9.6
10171 | AAF | 20.0MHz, 64QAM, 1 RB LTE-FDD 6.49 9.6
10172 | CAH | 20.0MHz, QPSK, UL/DL CFG: 1,55C:4, 1 RB LTE-TDD 9.21 +0.6
10173 | CAH | 20.0MHz, 16QAM, UL/DL CFG: 1, S8C: 4, 1 RB LTE-TDD 8.48 9.6
10174 | CAH | 20.0MHz, 64QAM, UUDL OFG: 1, 85C:4, 1 RB LTE-TDD 10.25 +9.6
10175 | CAH | 10.0MHz, QPSK, 1 RB LTE-FDD 5.72 +9.6
10176 | CAH | 10.0MHz, 16QAM, 1 RB LTE-FDD 6.52 +9.6
10177 | CAJ | 5.0MHz, QPSK, 1 RB LTE-FDD 5.73 +9.6
10178 | CAH | 5.0MHz, 16QAM, 1 RB . LTE-FDD 6.52 +9.6
10179 | CAH | 10.0 MHz, B4QAM, 1 RB LTE-FDD 6.50 +8.6
10180 | CAH | 5.0MHz, 64QAM, 1 RB LTE-FDD 6.50 +9.6
10181 | GAF | 15.0MHz, QPSK, 1 RB LTE-FDD 572 +9.6
10182 | CAF | 15.0MHz, 16QAM, 1 BB LTE-FDD 6.52 +8.6
10183 | AAE | 15.0MHz, 64QAM, 1 RB LTE-FDD 6.50 +9.6
10184 | CAF | 3.0MHz, QPSK, 1 RB LTE-FDD 5.73 +9.6
10185 | CAF | 3.0MHz, 16QAM, 1 RB LTE-FRD 6.51 +9.6
10186 | AAF | 3.0MHz, 64QAM, 1 RB LTE-FDD 6.50 9.6
i0187 | CAG | 1.4MHz, QPSK, 1 RB LTE-FDD 5.73 +9.6
10188 | CAG | 1.4MHz, 16QAM, 1 RB LTE-FDD 8.52 9.8
10180 | AAG | 1.4MHz, 64QAM, 1 RB I TE-FDD 6.50 +9.8
10193 | CAE | HT20 Greenfield, MCS0 (6.5 Mbps), 99.4% DC WLAN 8.09 +8.6
10194 | CAE | HT20 Greenfield, MCS4 (39.0 Mbps), 99.5% DC WLAN g.12 +0.6
10195 | GAE | HT20 Greenfield, MCS7 (65.0 Mbps), 99.5% DC WLAN 8.21 10.6
10196 | CAE | HT20 Mixed, MGSO (6.5 Mbps), 99.4% DC WLAN 8.10 +9.6
10197 | CAE | HT20 Mixed, MCS4 {39.0 Mbps), 99.5% DG WLAN 8.13 +9.6
10198 | CAE | HT20 Mixed, MCS7 {65.0 Mbps), 99.5% DC WLAN 8.27 +9.6
10219 | CAE | HT20 Mixed, MCSO0 (7.2 Mbps), 99.3% DG WLAN B.03 +8.6
10220 | CAE | HT20 Mixed, MCS4 (43.3 Mbps), 99.4% DC WLAN B.13 +9.6
70221 | CAE | HT20 Mixed, MCS7 (72.2 Mbps), 89.4% DC WLAN 8.27 9.6
10222 | CAE | HT40 Mixed, MCSO (15.0 Mbps), 99.7% DC WLAN 8.06 +9.6
10223 | CAE | HT40 Mixed, MCS4 (90.0 Mbps), 89.7% DC WLAN 8.48 19.6
10224 | CAE | HTAD Mixed, MCS7 (150.0 Mbps), 98.7% DC WLAN 8.08 +9.6
10225 | CAC | Rel. 7 HSPA4+, 16QAM, 5.0MHz WCDMA 5.97 +9.6
10226 | GAC | 1.4MHz, 16QAM, UL/DL CFG: 1, 58C: 4,1 AB LTE-TDD 9,49 +9.6
10227 | GAC | 1.4MHz, 64QAM, UL/DL CFG: 1, 55C:4, 1 RB LTE-TDD 10.26 +0.6
10228 | CAC | 1.4MHz, QPSK, UL/DL CFG: 1, S5C: 4, 1 RB LTE-TDD 9.22 19.6
10229 | CAE | 3.0MHz, 160AM, UL/DL. CFG: 1, 8SC: 4,1 RB LTE-TDD 8.48 +9.6
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10230 | CAE | 3.0MHz, 64QAM, UL/DL CFG: 1, S8C: 4,1 RB LTE-TDD 10.25 +9.6
10231 | CAE | 3.0MHz, QPSK, UL/DL CFG: 1, 88C:4, 1 RB LTE-TDD 9.19 9.6
10232 | CAH [ 5.0MHz, 16QAM, UL/DL CFG: 1,5S8C: 4,1 RB LTE-TDD 9.48 +9.6
10233 | CAH | 5.0MHz, 64QAM, UL/DL CFG: 1, S8C: 4, 1 RB LTE-TDD 10.25 +0.6
10234 | CAH | 5.0MHz, QPSK, UL/DL CFG: 1, 85C: 4, 1 RB LTE-TDD 9.21 18,6
10235 | CAH | 10.0MHz, 18QAM, UL/DL CFG: 1, S8C: 4, 1 RB LTE-TDD 9.48 +8.6
10236 | GAH [ 10.0 MHz, 64QAM, UL/DL CFG: 1, 55C: 4,1 RB LTE-TDD 10.256 +9.6
10237 | CAH [ 10.0 MHz, QPSK, UL/DL CFG: 1, S5C: 4,1 RB LTE-TDD 9.21 +9.6
10238 | CAG | 15.0 MHz, 16QAM, UL/DL CFG: 1, 58C: 4,1 RB LTE-TDD 29.48 +9.6
10239 | CAG | 15.0 MHz, B4QAM, UU/DL CFG: 1, 88C: 4, 1 RB LTE-TDD 10.25 +0.6
10240 | CAG | 15.0MHz, QPSK, UL/DL CFG: 1, 88C: 4,1 B LTE-TDD 9.21 19.6
10241 | CAG | 1.4 MHz, 16QAM, UL/DL CFG: 1, S5C: 4, 50% RB LTE-TDD .82 +9.6
10242 | CAC | 1.4 MHz, 64QAM, UL/DL CFG: 1, S5C: 4, 50% AB LTE-TDD 9.86 +9.6
10243 | CAC | 1.4MHz, QPSK, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 8.46 +9.6
10244 | CAE | 3.0MHz, 16QAM, UL/DL CFG: 1, SSG: 4, 50% RB LTE-TDD 10.06 +9.6
10245 | CAE | 3.0 MHz, 84QAM, UL/DL CFGi: 1, 55C: 4, 50% RB LTE-TDD 10.06 19.6
10246 | CAE | 3.0MHz, QPSK, UL/DL CFG: 1, S§C: 4, 50% RB LTE-TDD 930 9.6
10247 | CAH | 5.0MHz, 16QAM, UL/DL CFG: 1, §5C: 4, 50% RB LTE-TDD 9.91 19.6
10248 | CAH | 5.0MHz, 84QAM, UL/DL CFG: 1, 83C: 4, 50% RB LTE-TDD 10.08 +9.6
10249 | CAH | 5.0MHz, QPSK, UL/DL GFG: 1, 8SC.: 4, 50% RB LTE-TDD 9.29 +8.6
10250 | CAH | 10.0MHz, 16QAM, UL/DL CFG: 1, S8C: 4, 50% RB LTE-TDD 9.81 +9.6
10251 | CAH | 10.0 MHz, 64QAM, UL/DL CGFG: 1, SSC: 4, 50% RB \TE-TDD 10,17 396
10252 | CAH [ 10.0MHz, QPSK, UL/DL CFG: 1, S5C. 4, 50% RB LTE-TDD 9.24 196
10253 | CAG | 15.0 MHz, 16QAM, UUDL GFG: 1, S5C: 4, 50% RB LTE-TDD 9.90 +9.6
10254 | CAG | 15.0MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 10.14 +9.6
10255 | CAG | 15.0MHz, QPSK, UL/DL CFG: 1, 85C: 4, 50% RB LTE-TDD 920 +9.6
10256 | CAC | 1.4MHz, 16QAM, UL/DL CFG: 1, S5C: 4, 100% RB LTE-TDD 9.96 +9.8
10257 | CAC | 1.4 MHz, 84QAM, UL/DL CFG: 1, S8C: 4, 100% RB LTE-TDD 10.08 9.6
10258 | CAC | 1.4MHz, QPSK, UL/DL GFG: 1, S58C: 4, 100% RB LTE-TDD 9.34 +9.6
10259 | CAE | 3.0MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 9.98 196
10260 | CAE | 3.0MHz, 64QAM, UL/DL CFG: 1, S5C: 4, 100% RB LTE-TDD 9.97 9.6
10261 | CAE | 3.0MHz, QPSK, UL/DL CFG: 1, 55C: 4, 100% RB LTE-TDD 9.24 +9.6
10262 | CAH | 5.0MHz, 18QAM, ULDL CFG: 1, S8C: 4, 100% RB LTE-TDD 9.83 +9.6
10263 | CAH | 5.0MHz, 64QAM, UL/DL CFG: 1, SSG: 4, 100% RB LTE-TDD 10.16 19.6
10264 | CAH | 5.0MHz, QPSK, UL/DL CFG: 1, S5C: 4, 100% RB LTE-TDD 9.23 +9.6
10265 | CAH | 10.0MHz, 16QAM, UL/DL CFG: 1, S8C: 4, 100% RB LTE-TDD .92 19.6
10266 | CAH | 10.0 MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 10.07 +9.8
10267 | CGAH | 10.0 MHz, QPSK, UL/DL CFG: 1, SSC. 4, 100% RB LTE-TDD 9.30 +9.6
10268 | CAG | 15.0 MHz, 16QAM, UL/DL GFG: 1, S5C: 4, 100% RB LTE-TDD 10.06 +9.6
10269 | CAG | 15.0 MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TOD 10.13 0.6
10270 | CAG | 15.0 MHz, QPSK, UL/DL CFG: 1, S5C: 4, 100% RB LTE-TDD 9.58 +9.6
10274 | CAC | Rel, 8 HSUPA Subset 2, beta_d 0, QPSK, 5.0 MHz WCDMA 487 +9.6
10275 | CAC | Rel. 6 HSUPA Subset 2,beta_d 15, QPSK, 5.0 MHz WCDMA 396 +9.6
10290 | AAB | RG1, SO55, Full frame rate, 1xRTT CDMA2000 a.91 +9.6
10291 | AAB | RGC3, S055, Full frame rate, 1xRTT CDMA2000 3.46 +9.6
10292 | AAB | RC3, 5032, Full frame rate, SCHO disabled, ixRTT CDMA2000 338 9.8
10293 | AAB | RC3, 503, Full frame rale, 1xRTT CDMA2000 3.50 +9.6
10205 | AAB | RC3, 803, 1/8 frame rate, 1xRTT CDMA2000 12.49 9.6
10297 | AAE | 20.0MHz, QPSK, 50% RB LTE-FDD 581 19.6
10298 | AAE | 3.0MHz, QPSK, 50% RB LTE-FDD 5.72 9.6
10299 | AAE | 3.0MHz, 16QAM, 50% RB . LTE-FDD 6.39 196
10300 | AAE | 3.0MHz, 84QAM, 50% RB LTE-FDD 6.60 +9.6
10301 | AAA | PUSG, 29:18, QPSK, 5.0 ms, 18 TRAF SYM WIMAX 12.03 +9.6
10302 | AAA | PUSC, 29:18, QPSK, 5.0ms, 15 TRAF SYM WiAX 12.57 +9.6
10303 | AAA | PUSC, 31:15, 64QAM, 5.0ms, 15 TRAF SYM WIMAX 12.52 +9.6
10304 | AAA | PUSC, 29:18, 64QAM, 5.0ms, 18 TRAF SYM WilMAX 11.86 19.6
10305 | AAA | PUSC, 31:15, 64QAM, 10.0ms, 15 TRAF BYM WiMAX 15.24 +9.6
10306 | AAA | PUSC, 29:18, 84QAM, 10.0ms, 18 TRAF SYM WIMAX 14,67 +9.6
10307 | AAA | PUSC, 29:18, QPSK, 10.0ms, 18 TRAF SYM WIMAX 14.49 9.6
10308 | AAA | PUSC, 28:18, i6QAM, 10.0ms, 18 TRAF 8YM WiMAX 14.46 +9.6
10309 | AAA | AMC 2x3, 28:18, 16QAM, 10.0ms, 18 TRAF SYM WIMAX 14.58 196
10310 | AAA | AMC 2x3, 29:18, QPSK, 10.0ms, 18 TRAF SYM WiMAX 14,57 +9.6
10311 | AAE | 15.0MHz, QPSK, 100% RB LTE-FDD 6.06 19.6
10315 | AAB | DSSS, DBPSK, 1.0 Mbps, 96.0% DC WLAN 1.7 +9.6
10316 | AAB | OFDM, BPSK, 6.0 Mbps, 25.9% DC WLAN 8.36 +9.6
10317 | AAE | OFDM, BPSK, 5.0Mbps, 95.9% DC WLAN 8.36 +9.6
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10484 | AAD [ 3.0MHz, 64QAM, UL/DL CFG: 0, 8S8C: 7, 50% RB LTE-TDD 8.47 +8.6
10485 | AAG | 5.0 MHz, QPSK, UL/DL CFG: 0, S5GC: 7, 50% RB LTE-TDD 7.59 +9.6
10486 | AAG | 5.0 MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 8.38 0.6
10487 | AAG | 6.0MHz, 64QAM, UUDL CFG: 0, SSC: 7, 50% RB LTE-TDD 8.60 +9.6
10488 | AAG | 10,0 MHz, QPSK, UL/DL CFG: 0, 88C: 7, 50% RB LTE-TDD 7.70 19.6
10489 | AAG | 10.0 MHz, 16QAM, UL/DL CFG: 0, 85C: 7, 50% RB LTE-TDD 8.31 +8.6
10490 | AAG | 10.0MHz, B4QAM, UL/DL CFG: 0, SSC:i 7, 50% RB LTE-TDD B.54 +9.6
10491 | AAF | 15.0MHz, QPSK, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TDD 7.74 +8.6
10492 | AAF | 15.0 MHz, 18QAM, UL/DL GFG: 0, 88C: 7, 50% RB LTE-TDD 8.41 0.6
10493 | AAF | 15.0 MHz, B4QAM, UL/DL CFG: 0, S8C: 7, 50% RB LTE-TDD 8.55 +9.6
10494 | AAG | 20.0MHz, QPSK, UL/DL CFG: D, SSC: 7, 50% RB LTE-TDD 7.74 19.6
10495 | AAG | 20.0 MHz, 16QAM, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TDD 8.37 +9.6
10498 | AAG | 20.0MHz, 64QAM, ULDL CFG: 0, S8C; 7, 50% RB LTE-TDD 8.54 9.6
10497 | AAG | 1.4 MHz, QPSK, UL/DL CFG: 0, $8C: 7, 100% RB LTE-TDD 7.67 +8.6
10498 | AAC | 1.4MHz, 18QAM, UL/DL CFG: 0, 85C: 7, 100%: RB LTE-TDD 8.410 +9.6
10499 | AAC | 1.4 MHz, 64QAM, UL/DL GFG: 0, SSC: 7, 100% RB LTE-TDD 8.68 +0.6
10500 | AAD | 3.0MHz, GPSK, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 7.67 +9.6
10501 | AAD | 3.0MHz, 18QAM, ULDL CFG: 0, 88C: 7, 100% RB LTE-TDD B.44 19.8
10502 | AAD | 3.0MHz, 64QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.52 +9.6
10502 | AAG | 5.0 MHz, QPSK, UL/DL. CFG: 0, 85C: 7, 100% RB | TE-TDD 7.72 +9.6
10504 | AAG | 5.0 MHz, 16QAM, UL/DL CFG: 0, S5C: 7, 100% RB LTE-TDD 8.31 +9.6
10505 | AAG | 5.0MHz, 64QAM, UL/DL. CFG: 0, 88C: 7, 100% RB LTE-TDD 8.54 +9.6
10506 | AAG | 10.0MHz, QPSK, UL/DL CFG: 0, S8C: 7, 100% RB LTE-TDD 7.74 19.6
10507 | AAG | 10.0 MHz, 16QAM, UL/DL CFG: 0, 85C: 7, 100% RB LTE-TOD 8.36 +9.6
10508 | AAG | 10.0 MHz, 64QAM, ULDL CFG: 0, SSC: 7, 100%: BB LTE-TDD 8.55 19.6
10509 | AAF | 15.0MHz, QPSK, UL/DL CFG: 0, 8SC: 7, 100% RB LTE-TDD 7.99 +9.6
10510 | AAF | 15.0MHz, 16GAM, UL/DL CFG: 0, $8C: 7, 100% RB LTE-TDD 8.49 +9.6
10511 | AAF | 15.0MHz, 64QAM, UL/DL CFG: 0, SSC:7,100% RB LTE-TDD 8.51 19.6
10612 | AAG | 20.0MHz, QPSK, UL/DL CFG: 0, 85C: 7, 100% RB LTE-TDD 7.74 149.6
10513 | AAG | 20.0 MHz, 16QAM, UL/DL CFG: 0, SS8C: 7, 100% RB LTE-TDD 8.42 +9.6
10514 | ARG | 20.0MHz, 64QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.45 +9.6
10515 | AAA | DSSS, DQPSK, 2.0 Mbps, 99.0% DC WLAN 1.68 +9.6
10516 | AAA | HR-DSSS, DOPSK, 5.5 Mbps, 89.2% DG WLAN 157 +9.6
10517 | ARA | HR-DSSS, DQPSK, 11.0 Mbps, 99.0% DC WLAN 1.58 0.6
10518 | AAD | OFDM, BPSK, 9.0 Mbps, 26.9% DC WLAN 8.23 196
10519 | AAD | OFDM, QPSK, 12.0 Mbps, 99.0% DC WLAN 8.39 +9.6
10520 | AAD | OFDM, QPSK, 18.0 Mbps, 99.0% DC WLAN 812 +9.6
10521 | AAD | OFDM, 16QAM, 24.0 Mbps, 99.0% DG WLAN 7.97 +9.6
10522 | AAD | OFDM, 16QAM, 36.0 Mbps, 99.0% DG WLAN B.45 +9.6
10523 | AAD | OFDM, 64QAM, 48.0 Mops, 99.0% DC WLAN 8.08 +9.6
10524 | AAD | OFDM, 64QAM, 54.0 Mbps, 29.0% DC WLAN 8.27 +0.6
10525 | AAD | YHT20, MCS0 (6.5 Mbps), 88.9% DG WLAN 8.36 19.6
10526 | AAD | VHT20, MCS1 (13.0 Mbps}, 99.0% DC WLAN 8.42 19.6
10527 | AAD | VHT20, MCS2 (19.5 Mbps), 98.0% DG WLAN 8.21 +9.6
10528 | AAD | VHT20, MCS3 (26.0 Mbps), 89.0% DC WLAN 8.36 +9.6
10529 | AAD | VHT20, MCS4 {39.0 Mbps), 99.0% DC WLAN 8.36 +9.6
10531 | AAD | VHT20, MCSE (58.5 Mbps), 99.0% DG WLAN 843 +9.6
10532 | AAD | VHT20, MCS7 (65.0 Mbps), 99.0% DC WLAN 8.29 +9.6
70533 | AAD | YHT20, MCS8 (78.0 Mbps), 99.0% DC WLAN 8.38 +9.6
10534 | AAD | VHTA40, MCS0 (13.5Mbps), 98.8% DC WLAN 8.45 196
10535 | AAD | VHT40, MCS1 (27.0Mbps), 88.8% [pl¢] WLAN 8.45 196
10536 | AAD | VHT4D, MCS2 {40.5 Mbps), 98.8% DC WLAN 8.32 +9.6
10537 | AAD | VHT40, MCS3 {54.0 Mbps), 98.7% DC WLAN 8.44 +9.6
10538 | AAD | VHT40, MCS4 (81.0 Mbps), 98.5% DC WLAN 8,54 396
10540 | AAD | VHT40, MCS6 (121.5Mbps), 98.3% DC WLAN 8.39 +9.6
10541 | AAD | VHT40, MCSY (135.0 Mbps), 98.3% DC WLAN 8.46 +9.6
10542 | AAD | VHT40, MCS8 {162.0 Mbps), 98.1% DG WLAN B.65 +9.6
10543 | AAD | VHT40, MCS8 (180.0 Mbps), 98.0% DG WLAN 8.65 196
10544 | AAD | VHT80, MCSO0 {29.3 Mbps), 99.0% DC WLAN 8.47 1+9.6
10545 | AAD | VHT80, MCS1 {58.5 Mbps), 99.0% DC WLAN B8.55 19.6
10546 | AAD | VHTB0, MCS2 (87.8 Mbps), 98.0% DC WLAN 8.35 +9.6
10547 | AAD | VHTB0, MCS3 (117.0Mbps), 29.0% DO WLAN 8.49 19.6
10548 | AAD | VHT80, MCS4 (175.5 Mbps), 99.0% DC WLAN 8.37 +9.6
10550 | AAD | VHT80, MCS6 (263.3 Mbps), 99.0% DG WLAN 8.38 19.6
10551 | AAD | VHTBO, MCS7 (292.5 Mbps), 98.0% DC WLAN 8.50 +9.6
10852 | AAD | YHT80, MCS8 {351.0 Mbps), 99.0% DC WLAN B6.42 19,8
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10352 | AAA | Pulse (D=10%, T=5ms) Generic 10.00 +0.6
10353 | AAA | Pulse (D=20%, T=5ms} Generic 6.98 19.6
10354 | AAA | Pulse {D=40%, T=5ms} Generic 3.98 +8.6
10355 | AAA | Pulse {D=60%, T=5ns) Genaric 2.22 9.6
10356 | AAA | Pulse (D=80%, T=5bms) Ganeric 0.97 196
10387 | AAA | Random (BW=1MHz, MOD=QPSK) Generlc 5.10 +0.6
10388 | AAA | Random (EBW=10MHz, MOD=QPSK) Generic 5.22 49,6
10396 | AAA | Random (BW=100kHz, MOD=64QAM) Genaric 627 19.6
10389 | AaA | Random (BW=40MHz, MOD=64QAM) Generic 6.27 +9.6
10400 | AAF | VHT20, MCS5 (52.0 Mops), 99.0% DC WLAN 837 +9.6
10401 | AAF | VHT40, MCS5 (108.0 Mbps), 96.7% DC WLAN 8.60 19.6
10402 | AAF | VHT80, MCS5 (234.0 Mbps), 99.0% DG WLAN 8.53 +9.6
10403 | AAB | Rev. 0, 1xEV-DO CDMA2000 3.78 19.6
10404 | AAB Rev. A, 1XEV-DO CDMA2000 a.77 +9.6
10406 | AAB | RC3, 8032, Full frame rate, SCHO enabled, 1xRTT CDMA2000 .22 +9.6
10410 | AAH | 10.0 MHz, QPSK, UL/DL CFG: 0, 55C: 4,1 RB LTE-TDD 7.82 +8.6
10414 | AAA | Random (BW=40MHz, HIGH PAR} Generle 8.54 +9.6
10415 | AAA | DSSS, DBPSK, 1.0 Mbps, 99.9% DC WLAN 1.54 96
10416 | AAA | OFDM, BPSK, 6.0 Mbps, 99.9% DC WLAN 8.23 196
10417 | AAD | OFDM, BPSK, 5.0 Mbps, 99.9% BC WLAN 8.23 19.6
10418 | AAA | OFDM (LTF), BPSK, 6.0 Mbps, §9.8% DC WLAN 8.14 +9.6
10419 | AAA | OFDM (STF), BPSK, 6.0 Mbps, 89.8% DC WLAN 8.19 +9.6
10422 | AAD | HT20 Greenfisld, MCSO0 (7.2 Mbps), 99.3% DC WLAN 8.32 136
10423 | AAD | HT20 Greonfield, MCS4 (43.3 Mbps}, 99.0% DC WLAN B.47 +9.6
10424 | AAD | HT20 Greenfield, MCS7 {72.2 Mbps}, 9%.3% DC WLAN 8.40 18.6
10425 | AAD | HT40 Greenfield, MCSO0 {15.0 Mbps), 99.2% DG WLAN 8.4 +9.6
10426 | AAD | HT40 Greenfield, MCS4 (90.0 Mbps), 89.2% DG WLAN 8.45 +9.6
10427 | AAD | HT40 Greenfiald, MCS7 (150.0 Mbps), 99.2% DC WLAN B.41 +9.6
10430 | AAE | 5.0 MHz, 64-QAM, 100% RB LTE-FDD 8.26 +9.6
10431 | AAE | 10.0MHz, 64-QAM, 100% RB LTE-FDD §.38 +9.6
10432 | AAD | 15.0MHz, 64-QAM, 100% RB LTE-FDD 8.34 9.6
10433 | AAD | 20.0MHz, 64-QAM, 100% RB LTE-FDD 8.34 +9.6
10434 | AAB | BS Test Model 1, 64 DPCH, 64QAM, 5.0 MHz (DL) WCDMA 8.60 $9.6
10435 | AAG | 20.0MHz, QPSK, ULDL. CFG: 0, 58C: 7, 1 RB LTE-TDD 7.82 196
10447 | AAE | 5.0MHz, 64-QAM, 100% RB LTE-FDD 7.56 +9.6
10448 | AAE | 10.0MHz, 64-QAM, 100% RB LTE-FDD 7.53 19.6
10449 | AAD | 15.0MHz, 64-QAM, 100% RB LTE-FDD 7.51 +9.6
10450 | AAD | 20.0MHz, 64-QAM, 100% RB LTE-FDD 7.48 +9.6
10451 | AAB | BS Test Modsl 1, 64 DPCH, Clipping 44%, 84QAM, 5.0 MHz (DL} WCDMA 7.59 +9.8
10456 | AAD | VHT160, MCS5 (58.5 Mbps), 99.0% DG WLAN B.63 +9.6
10457 | AAB | Rel, 5 DG-HSDPA, QPSK, 10.0 MHz WCDMA 6.62 19.8
10458 | AAA | Rev. B, 2 carriers, 1xEV-DO CDMA2000 B.55 +9.6
10459 | AAA | Rev. B, 3 carriers, 1xEV-DO CDMA2000 8.25 +9.6
10460 | AAB | Rel. 99, AMR, QPSK, 5.0 MHz WCDMA 2.39 +9.6
10461 | AAC | 1.4 MHz, QPSK, UL/DL CFG: 0, SEC: 7, 1 RB LTE-TDD 7.82 +9.6
10462 | AAC | 1.4MHz, 16QAM, UL/DL CFG: 0, S8C: 7, 1 RB LTE-TDD 8.30 +9.6
10463 | AAC | 1.4MHz, 64QAM, UL/DL CFG: 0, 58C:7, 1 RB LTE-TDD 8.56 +9.6
10464 | AAD | 3.0MHz, QPSK, U/DL CFG: 0, 88C:7, 1 RB LTE-TOD 7.82 19.6
10465 | AAD | 3.0 MHz, 16QAM, UL/DL CFG: 0, S8C:7, 1 RB LTE-TDD 832 9.6
10466 | AAD | 3.0MHz, B4QAM, UL/DL CFG: 0, 85C:7, 1 RB LTE-TDD 8.57 +9.6
10467 | AAG | 5.0MHz, QPSK, UL/DL CFG: 0, SSC: 7, 1 BB LTE-TDD 782 19.6
10468 | AAG | 5.0MHz, 16QAM, UL/DL CFG: 0, SSC:7,1RB LTE-TDD 8.32 +8.6
10489 | AAG | 5.0MHz, 64QAM, UL/DL CFG: 0, 88C: 7,1 RB LTE-TDD 8.56 19,6
10470 | AAG | 10.0 MHz, QPSK, UL/DL CFG: 0, S8C. 7, 1 RB LTE-TDD 7.82 +9.8
10471 | AAG | 10.0 MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 1 RB LTE-TDD 8.32 +9.6
10472 | AAG | 10.0MHz, 64CAM, UL/DL CFG: 0, SSC: 7, 1 RB LTE-TDD 857 +9.6
10473 | AAF | 15.0MHz, QPSK, UL/DL CFG: 0, S8C:7, 1 RB LTE-TDD 7.82 +9.6
10474 | AAF | 15.0MHz, i6QAM, UL/DL CFG: 0, SSG: 7, 1 BB LTE-TDD 8.32 +9.6
10475 | AAF | 15.0 MHz, 64QAM, UL/DL CFG: 0, 58G:7, 1 RB LTE-TDD 8.57 +a.6
10477 | AAG | 20.0 MHe, 16QAM, UL/DL CFG: 0, SSC:7,1 RB LTE-TDD 832 +9.6
10478 | AAG | 20.0MHz, 64QAM, UL/DL CFG: 0, S5C:7,1 RB LTE-TDD B.57 +9.6
10479 | AAC | 1.4 MHz, QPSK, UL/DL CFG: 0, 3SC: 7, 50% RB LTE-TDD 7.74 +9.6
10480 | AAC | 1.4 MHz, 16QAM, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TOD 8.18 18.6
10481 | AAC | 1.4MHz, 64QAM, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 8.45 +9.6
10482 | AAD | 3.0MHz, QPSK, UL/DL CFQ: 0, S8C: 7, 50% RB LTE-TDD 7.71 19.6
10483 | AAD | 3.0 MHz, 16QAM, UL/DL CFG: 0, S8C: 7, 50% RB LTE-TDD 8.39 +9.6
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10553 | AAD | VHT80, MCS8 (320.0 Mbps), 998.0% DC WLAN 8.45 19.6
10554 | AAE | YHT160, MCSO (58.5 Mbps), 99.0% DG WLAN 8.43 19.6
10555 | AAE | YHT180, MCS1 (117.0 Mbps), 99.0% DC WLAN 8.47 +9.6
10556 | AAE | VHT160, MCS2 (175.5Mbps), 89.0% DC WLAN 8.50 +9.6
10557 | AAE | VHT160, MCS2 (234.0 Mbps), 99.0% DC WLAN 8.52 +8.6
10558 | AAE | VHT160, MCS4 {351.0 Mbps), 99.0% [s]H] WLAN 8.61 +3.6
10560 | AAE | VHT160, MCS6 (526.5 Mbps), 89.0% (3.8 WLAN 8.73 +9.6
10567 | AAE | VHT180, MCS7 (585.0 Mbps), 99.0% DC WLAN 8.56 +9.6
10562 | AAE | VHT180, MCS8 (702.0 Mbps), 99,0% DG WLAN 8.69 +9.6
10563 | AAE | VHT160, MGSS (780.0 Mbps), 29.0% DC WLAN 877 19.6
10564 | AAA | OFDM, BPSK, 8.0 Mbps, 98.9% DC WLAN 8.25 +9.6
10565 | AAA | OFDM, QPSK, 12.0 Mbps, 99.0% DG WLAN B.45 19.6
10566 | AAA | OFDM, QPSK, 1B.0 Mbps, 99.0% DC WLAN 813 +9.6
10567 | AAA | OFDM, 16QAM, 24.0 Mbps, 99.0% DC WLAN 8.00 +9.6
10668 | AAA | OFDM, 16QAM, 36.0 Mbps, 89.0% DC WLAN 8.37 +9.6
10569 | AARA | OFDM, 64QAM, 48.0 Mbps, 89.0% DC WLAN 8.10 +8.6
10570 | AAA | OFDM, 64QAM, 54.0 Mbps, 99.0% DG WLAN .30 +8.6
10571 | AAA | DSSS, DQPSK, 1.0 Mbps, 80.0% DG WLAN 1.99 +9.6
10572 | AAA | DSSS, DQPSK, 2.0 Mbps, 90.0% DC WLAN 1.99 196
10573 | AAA | HR-DSSS, DQPSK, 5.5 Mbps, 80.1% DC WLAN 1.98 +9.6
10574 | AAA | HR-DSSS, DQPSK, 11.0Mbps, 90.3% DG WLAN 1.98 +9.6
10575 | AAA | OFDM, BPSK, 6.0 Mbps, B8.9% DC WLAN 8.59 +9.8
10576 | AAA | OFDM, BPSK, 9.0 Mbps, 89.8% DC WLAN B.60 19.6
10577 | AAA | OFDM, QPSK, 12.0 Mbps, 90.0% DC WLAN 8.70 +0.6
10578 | AAA | OFDM, QPSK, 18.0 Mbps, 90.0% DC WLAN 8,49 19.6
10570 | AAA | OFDM, 16QAM, 24.0 Mbps, 80.0% DC WLAN 8.36 +9.6
10580 | AAA | OFDM, 16QAM, 36.0 Mbps, 90.0% DC WLAN 8.76 +9.6
10581 | AAA | OFDM, 64QAM, 48.0 Mbps, 90.0% DC WLAN 8.35 9.6
10582 | AAA | OFDM, 64QAM, 54.0 Mbps, 80.0% Do WLAN B.67 10.6
10583 | AAD | OFDM, BPSK, 6.0 Mbps, 89.9% DC WLAN 8,59 +9.6
70584 | AAD | OFDM, BPSK, 9.0 Mbps, 83.9% DC WLAN 8.80 +9.6
10585 | AAD | OFDM, QPSK, 12.0 Mbps, 90.0% DG WLAN 8.70 +9.6
10586 | AAD | OFDM, QPSK, 18.0 Mbps, 90.0% DC WLAN 8.49 +9.6
10587 | AAD | OFDM, 16QAM, 24.0 Mops, 80.0% pC WLAN 8.36 +0.6
10588 | AAD | OFDM, 16QAM, 36.0 Mbps, 90.0% DC WLAN 8.76 106
10589 | AAD | OFDM, 64QAM, 48.0 Mbps, 90.0% DG WLAN 8.35 196
10590 | AAD | OFDM, B4QAM, 54.0 Mops, 80.0% 2] WLAN 8.67 +9.6
10591 | AAD | HT20 Mixed, MCSO0 (6.5 Mbps), 89.9% DC WLAN 8,63 +9.6
10502 | AAD | HT20 Mived, MCS1 (13.0 Mbps), 90.0% DC WLAN 8.79 +9.6
10503 | AAD | HT20 Mixed, MCS2 (19.5 Mbps), 90.0% DG WLAN 8.64 +8.6
10594 | AAD | HT20 Mixed, MCS3 (26.0 Mbps), 90.0% DO WLAN B.74 +9.6
10595 | AAD | HT20 Mixed, MCS4 (39.0 Mbps), 90.0% DG WLAN 8.74 19.6
10596 | AAD | HT20 Mixed, MCS5 (52,0 Mbps}, 80.0% DC WLAN B.71 196
10597 | AAD | HT20 Mixed, MCS6 (58.5 Mbps), a0.0% DG WLAN 8.72 +9.6
10508 | AAD | HT20 Mixed, MCS7 (65.0 Mbps), 90.0% DC WLAN 8.50 +9.6
10599 | AAD | HT4D Mixed, MCSO (13,5 hbps), 89.9% DC WLAN 8.79 +9.6
10600 | AAD | HT40 Mixed, MCS1 (27.0 Mbps), B2.7% DC WLAN 8.88 +9.6
10601 | AAD | HT40 Mixed, MCS2 (40.5 Mbps), 89.6% DC WLAN 8.82 19.6
10602 | AAD | HT40 Mixed, MCS3 (54.0 Mbps}, 89.4% DC WLAN 5.04 +9.6
10603 | AAD | HT40 Mixed, MCS4 (81.0 Mbps}, B9,2% DG WLAN 9,03 +9.6
10604 | AAD | HT40 Mixed, MCS5 (108.0 Mbps), 88.9% DC WLAN 8.76 +8.6
10805 | AAD | HT40 Mixed, MCS6 (121.5 Mbps), 89.8% DC WLAN B.97 9.6
10606 | AAD | HT40 Mixed, MCS7 (135.0 Mbps), 88.7% DC WLAN 8.482 +9.6
10607 | AAD | VHT20, MCSO (6.5 Mbps), 89.8% DC WLAN 8.64 10.6
10608 | AAD | VHT20, MCS1 (12.0 Mbps), 80.0% poG WLAN B.77 19.6
10609 | AAD | VHT20, MCS2 (19.5 Mbps), 80.0% DC WLAN 8.57 +9.6
10610 | AAD | VHT20, MCS3 (26.0 Mbps), 90.0% DC WLAN 8.78 +9.6
10611 | AAD | VHT20, MCS4 {30.0 Mbps), 90.0% DC WLAN 8.70 +49.6
10612 | AAD | VHT20, MCS5 (52.0 Mbps), 80.0% DC WLAN 8.77 +9.6
10613 | AAD | VHT20, MCS6 (58.5 Mibps), 90.0% DC WLAN 8.94 196
10614 | AAD | VHT20, MCS7 (65.0 Mbps), 90.0% DC WLAN 8.59 +9.6
10615 | AAD | VHT20, MGSB (78.0 Mbps), 80.0% DG WLAN 8.82 +9.6
10616 | AAD | VHT40, MCS0 (13.5 Mbps), 88.9% DC WLAN 8.82 +8.6
10617 | AAD | VHT4D, MCS1 {27.0 Mbps). 89.7% DC WLAN 8.81 19,5
10618 | AAD | VHT40, MCS2 (40.5Mbps), 89.6% DC WLAN 8.58 +9.6
10618 | AAD | VHT40, MCS3 (54.0 Mbps}, 80.4% DC WLAN g.88 19.6
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10620 | AAD | VHT40, MCS4 (81.0 Mbps), B9.2% DC WLAN 887 +9.6
10621 | AAD | VHT40, MCS5 (108,0 Mbps), 88.8% DC WLAN 877 19.86
10622 | AAD | VHT40, MCS6 {121.5 Mbps), 88.8% DC WLAN 8.68 +8.6
10623 | AAD | VHT40, MCS7 (135.0 Mbps), 88.6% DG WLAN 8.82 196
10624 | AAD | VHT40, MCSB (162.0 Mbps), 88.4% DG WLAN 896 196
10625 | AAD | VHT4D, MCS9 {180.0 Mbps), 88.2% DG WLAN 8.96 +9.6
10626 | AAD | VHT80, MCS0 {29.3 Mbps), 90.0% DC WLAN 8.83 +9.6
10627 | AAD | VHT80, MCS1 (58.5 Mbps), 80.0% DC WLAN B.88 9.6
i0628 | AAD | VHTRO, MCS2 (87.8 Mbps), 80.0% DC WLAN 8.7 +9.6
10829 | AAD | VHT8D, MCS3 (117.0Mbps), 90.0% DO WLAN 8.85 8.6
10630 | AAD | VHTBD, MCS4 (175.5 Mbps), 90.0% DC WLAN 8.72 19.6
10631 | AAD | VHTB0, MCS5 (234.0 Mbps), 80.0% DC WLAN 8.81 +9.6
10632 | AAD | VHT80, MCS6 (263.3 Mbps), 80.0% DC WLAN B.74 9.6
10633 | AAD | VHTBO, MCS7 (292.5 Mbps), 90.0% DC WLAN B.83 +9.6
10634 | AAD | VHT80, MCS8 (351.0 Mbps), 80.0% DC WLAN 8.80 +9.6
10635 | AAD | VHTBQ, MCS9 (380.0 Mbps), 90.0% DC WLAN 8.81 +9.6
10636 | AAE | VHT180, MGSO (58.5 Mbps), 90.0% DC WLAN 8.83 18,6
10637 | AAE | VHT160, MCS1 (117.0 Mbps), 80.0% DG WLAN 8.79 +9.6
10638 | AAE | VHT180, MCS2 (175.5 Mbps), 20.0% DC WLAN 8.86 +9.6
10639 | AAE | VHT160, MCS3 (234.0 Mbps), 80.0% DC WLAN 8.85 +9.6
10640 | AAE | VHT180, MCS4 (351.0 Mbps}, 80.0% DC WLAN 8.98 +9.6
10641 | AAE | YHT160, MCS5 (468.0 Mbps), 90.0% DC WLAN 9.06 9.6
10642 | AAE | VHT160, MCS6 (526.5 Mbps), 90.0% DG WLAN 9.06 +9.6
10643 | AAE | VHT180, MCS7 (585.0 Mbps), 90.0% DG WLAN 8.89 +9.6
10644 | AAE | VHT180, MCS8 {702.0Mbps), 90.0% DC WLAN 9,05 +9.6
10645 | AAE | VHT160, MCS9 (780.0 Mbps), 80.0% DC WLAN 9.11 +9.6
10646 | AAH | 5.0MHz, QPSK, UL/DL CFG: 2, 35C: 4,1 RB LTE-TDD 11.96 +9.6
10647 | AAG | 20.0MHz, QPSK, UL/DL CFG: 2, 55C: 7,1 RB LTE-TDD 1196 +9.6
10648 | AAA | RC8, SO75, 1xAdvanced CDMA2000 345 +9.6
10670 | AAA | LE, Test, GFSK Blueloolh 2.19 +9.6
§0671 | AAC | ET20, MCSO (8.6 Mops), 80.0% DC WLAN 9.09 19.6
i0672 | AAC | ET20, MCS1 (17.0 Mbps}, 80.0% DC WLAN 8.57 +9.6
0673 | AAC | ET20, MCS2 (26.0 Mbps), 80.0% DC WLAN 8.78 +9.6
10674 | AAC | ET20, MCS3 (34.0 Mbps), 80.0% DC WLAN 8.74 +9.6
10675 | AAGC | ET20, MCS4 (52,0 Mbps}, 20.0% DO WLAN 8.90 +9.6
10676 | AAC | ET20, MCS5 (69.0 Mbps), 90.0% DC WLAN 8.77 19.6
10677 | AAC | ET20, MCS6 (77.0 Mbps), 20.0% DC WLAN 8.73 +9.6
10678 | AAC | ET20, MGS7Y (86.0 Mbps), 20.0% DC WLAN 8.78 +9.6
10679 | AAC | ET20, MCS8 (103.0 Mbps), 20.0% DG WLAN 6.68 +9.6
10680 | AAC | ET20, MCS9 (115.0 Mbps), 90.0% DC WLAN 8.80 +9.6
10681 | AAC | ET20, MCS10 (122.0 Mbps}, 80.0% DC WLAN 8.62 9.6
10682 | AAC | ET20, MCS11 (135.0 Mbps), 20.0% DC WLAN 8.83 +9.6
10683 | AAC | ET20, MCSO (8.6 Mbps), 100.0% DC WLAN 8.42 8.6
10684 | AAC | ET20, MCS1 (17.0Mbps), 100.0% DC WLAN 8.26 9.6
10685 | AAC | ET20, MCS2 (26.0 Mbps), 100.0% DC WLAN 8.33 +9.6
10686 | AAC | ET20, MCS3 (34.0Mbps), 100.0% DC WLAN 8.28 9.6
10687 | AAC | ET20, MCS4 (52.0 Mbps), 100.0% DC WLAN 8.45 +9.6
10688 | AAC | ET20, MCS5 (69.0 Mbps), 100.0% DC WLAN 8.29 +9.6
10689 | AAC | ET20, MCSB (77.0Mbps), 100.0% DC WLAN B.55 +9.6
10690 | AAC | ET20, MCS7 (86.0 Mops}, 100.0% DC WLAN 8.29 +9.6
10691 | AAC | ET20, MGS8 (103.0 Mbps), 100.0% DG WLAN 8.25 +9.6
10692 | AACG | ET20, MCS9 {115.0 Mbps), 100.0% DG WLAN 8.2g +9.6
10693 | AAC | ET20, MCS10 {122.0Mbps), 100.0% DC WLAN 8.25 +9.6
10694 | AAC | ET20, MCS11 (135.0Mbps), 100.0% DC WLAN 8.57 +9.6
106895 | AAC | ET40, MCSO (17.2 Mbps), 89.8% DC WLAN 8.78 +0.6
10886 | AAC | ET40, MCS1 (34.0 Mbps), 89.8% DC WLAN 8.91 +9.6
10697 | AAG | ET4D, MCS2 (52.0 Mbps), 89.7% DC WLAN 8.61 +9.6
10698 | AAC | ET40, MCS3 (69.0 Mbps), 89.7% DC WLAN 8.89 9.6
10689 | AAC | ET40, MCS4 (103.0 Mbps), 89.9% DC WLAN 8.82 +9.6
10700 | AAC | ET40, MCS5 (138.0 Mbps), 89.8% DC WLAN 8.73 9.6
10701 | AAC | ET40, MCSE (155.0 Mbps), 89.8% DG WLAN 8.66 +9.6
10702 | AAC | ET40, MCS7 {172.0 Mbps), 89.8% DC WLAN 8.70 +9.6
10703 | AAC | ET40, MCSB (207.0 Mbps), 89.8% DG WLAN B.82 +9.6
10704 | AAC | ET40, MCS@ (229.0 Mbps), 89.8% DC WLAN 8.56 +0.6
10705 | AAC | ET40, MCS10 (258.0 Mbps), 89.8% DC WLAN 8.69 +9.6
10706 | AAC | ET40, MCS11 (267.0 Mbps), B3.6% DC WLAN 8.66 +9.6
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10707 | AAC | ET40, MCSO (17.2 Mbps), 99.8% DC WLAN 8.32 +9.8
10708 | AAC | ET40, MCS1 (34.0 Mbps}, 98.7% DC WLAN 8.55 +8.6
10700 | AAC | ETAD, MCS2 (52.0 Mbps), 99.7% DC WLAN 8.33 19.6
10710 | AAC | ET40, MCS3 (69.0 Mbps), 99.7% DC WLAN 8.29 +9.6
10711 | AACG | ET40, MCS4 (103.0 Mbps), 89.8% DC WLAN 8.39 +9.6
10712 | AAC | ET40, MCS5 (138.0 Mbps), 98.8% DC WLAN 8.67 +9.6
10713 | AAC | ET40, MCSB (155.0 Mbps), 99.8% DC WLAN 8.33 +8.6
10714 | AAC | ET40, MCS7 (172.0 Mbps), 99.8% DC WLAN 8.26 +8.6
10715 | AAC | ET40, MCS8 (207.0 Mbps), 99.8% DC WLAN 8.45 19.6
10716 | AAC | ET40, MCSE (229.0 Mbps), 98.8% DC WLAN 8.30 +8.6
10717 | AAC | ET40, MCS10 (258.0 Mbps), 99.8% DC WLAN 8.48 +9.6
10718 | AAC | ET40, MCS11 (267.0 Mbps), 99.8% DC WLAN 8.24 +9.6
10719 | AAC | ET80, MCS0 (36.0 Mbps), 90.0% DC WLAN 8.81 +9.6
10720 | AAC | ET80, MCS1 (72.1 Mbps), 90.0% DC WLAN 8.87 196
10721 | AAC | ET80, MCS2 {108.1 Mbps), 80.0% DC WLAN 876 +93.6
10722 | AAC | ETB0, MCS3 (144.1 Mbps), 90.0% DC WLAN 8.55 +9.6
10723 | AAC | ETBO, MCS4 (216.2 Mbps), 90.0% DC WLAN 8.70 +9.6
10724 | AAC | ET80, MCS5 (288.2 Mbps), 90.0% DC WLAN 8.90 +9.6
10725 | AAC | ET80, MCS6 (324.4 Mbps), 80.0% DC WLAN 8.74 +9.6
10726 | AAC | ET80, MCS7 (360.3 Mbps), 90.0% DC WLAN 8.72 9.6
10727 | AAC | ET80, MCSE (432.4 Mbps), 80.0% DG WLAN 8.66 +0.6
10728 | AAC | ET80, MCS9 (480.4 Mbps), 90.0% DC WLAN 8.65 +9.6
10729 | AAC | ET80, MCS10 (540.4 Mbps), 20.0% DC WLAN B.64 +9.6
10730 | AAC | ET80, MCS11 {72.0 Mbps), 90.0% DC WLAN 8.67 19.6
10731 | AAC | ETBO, MCSO (36.0 Mbps), 100,0% DC WLAN B8.42 +9.5
10732 | AAC | ET80, MCS1 (72.1 Mbps}, 100.0% DC WLAN 846 +9.6
10733 | AAC | ET80, MCS2 (108.1 Mbps), 100.0% DC WLAN 8.40 +9.6
10734 | AAC | ETBO, MCS3 (144.1 Mbps), 100.0% DG WLAN 8.25 +9.6
10735 | AAC | ET80, MCS4 (216.2 Mbps), 100.0% DC WLAN 8.33 19.6
10736 | AAC | ET80, MCSE (288.2 Mbps), 100.0% DC WLAN 8.27 +9.6
10737 | AAC | ET80, MCS6 (324.4 Mbps), 100.0% DC WLAN 8.36 +9.6
10738 | AAC | ET80, MCS7 (360.3 Mbps), 100.0% DC WLAN 8.42 +9.6
10739 | AAC | ETB0, MCSB (432.4 Mbps), 100.0% DC WLAN 8.20 +9.6
10740 | AAC | ET80, MCS9 (480.4 Mbps), 100.0% DC WLAN 8.48 +9.6
10741 | AAC | ETBO, MCS10 (540.4 Mbps), 100.0% DC WLAN 840 +8.6
10742 | AAC | ETB0, MCS11 (600.5 Mbps), 100.0% DC WLAN B.43 +9.6
10743 | AAC | ET160, MCSO0 (72.0 Mbps), 88.2% DC WLAN 8.94 19.6
10744 | AAC | ET160, MCS1 (144,0 Mbps), 87.1% DC WLAN 9.16 +9.6
10745 | AAC | ET160, MCS2 (216.0 Mbps), B7.4% DC WLAN 8.93 19.6
10746 | AAG | ET160, MCS3 (282.0 Mops), B87.1% DC WLAN 9.1 19.6
10747 | AAC | ET160, MCS4 (432.0 Mbps), 87.4% DG WLAN 9,04 19.6
10748 | AAG | ET160, MCSS5 {576.0 Mbps}), 86.8% DC WLAN 8.03 19.6
10749 | AAG | ET160, MCS6 (649.0 Mbps), 86.7% DC WLAN 8.90 +9.5
10750 | AAC | ET160, MGS7 (721.0 Mbps), 86.7% DC WLAN 8.79 +9.6
10751 | AAC | ET160, MCSB (865.0 Mbps), 86.3% DC WLAN 8.62 +9.6
10752 | AAC | ET160, MCS9 (9561.0 Mbps), 86.3% DC WLAN 8.81 +9.6
10753 | AAC | ET160, MCS10 (1081.0 Mbps), 86.7% DG WLAN 9.00 +0.6
10754 | AAC | ET160, MCS11 (1201.0 Mbps), B&.7% DC WLAN 8.94 +9.6
10755 | AAC | ET160, MCSO (72.0 Mbps), 98.0% DC WLAN B.64 196
10756 | AAC | ET160, MCS1 {144.0 Mops), 96.8% DC WLAN 8.77 +9.6
10757 | AAC | ET160, MCS2 {216.0 Mbps), 87.1% DC WLAN 8.77 +9.6
10758 | AAC | ET160, MCS3 (282.0 Mbps), 96.8% DC WLAN 8.69 +9.6
10759 | AAC | ET160, MCS4 (432.0 Mbps), 97.1% DG WLAN 8.58 +9.6
10760 | AAC | ET180, MCS5 (576.0 Mbps), 96.5% DC WLAN 8.49 19.6
10761 | AAC | ET160, MCS6 (649.0 Mbps), 96.3% DC WLAN 8.58 +8.6
10762 | AAC | ET160, MCS7 (721.0 Mbps), 96.3% DC WLAN 8.49 +9.6
10763 | AAC | ET160, MGSB (865.0 Mbps), 95.9% DC WLAN 8.53 19.6
10764 | AAC | ET160, MCS9 (261.0 Mbps), 25.9% DC WLAN 8.54 +9.6
10765 | AAC | ET160, MCS10 (1081.0 Mbps), 96.3% DC WLAN 8.54 196
10766 | AAC | ET160, MCS11 (1201.0Mbps), 86.3% DC WLAN 8.51 +8.6
10767 | AAG | CP-OFDM, 5.0 MHz, GPSK, 15kHz, 99.9% DC, 1 RB 5G NR FR1 TDD 7.99 9.6
10768 | AAE | CP-OFDM, 10.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.01 +0.6
10769 | AAD | CP-OFDM, 15.0MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NRFR1 TDD 8.01 +9.6
10770 | AAE | CP-OFDM, 20.0 MHz, QPSK, 15kHz, 100.0% oC, 1 AB 5G NR FR1 TDD 8.02 +9.6
10771 | AAD | CP-OFDM, 25.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.02 +8.6
10772 | AAE | CP-OFDM, 30.0 MHz, QPSK, 15kHz, 100.0% PC, 1 RB 5G NR FR1 TOD 8.23 +9.6

Certificate No: EX-7480_Dec25 Page 17 of 20




EX3DV4 - SN:7480

December 23, 2025

UID | Rev | Communication System Name Group PAR(dB) | UncF k=2
10773 | AAF | CP-OFDM, 40.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.03 +9.6
10774 | AAE | CP-OFDM, 50.0 MHz, QPSK, 16 kHz, 100,0% DC, 1 RB 5G NR FR1 TDD 8.02 19.6
107756 | AAF | CP-OFDM, 5.0 MHz, QPSK, 15 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.31 +8.6
10776 | AAE | CP-OFDM, 10.0MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.30 +9.6
10777 | AAC | CP-OFDM, 15.0MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.30 +9.6
10778 | AAE | CP-OFDM, 20.0 MHz, QPSK, 15 kHz, 100.0% DG, 50% RB 5G NRFR1 TDD 834 +9.6
10779 | AAC | CP-OFDM, 25.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.42 1986
10780 | AAE | CP-OFDM, 30.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.38 +9.6
10781 | AAF | CP-OFDM, 40.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.38 +9.6
10782 | AAE | CP-OFDM, 50.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.43 +9.5
10783 | AAG | CP-OFDM, 5.0 MHz, QPSK, 15 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.31 19.6
10764 | AAE | CP-OFDM, 10.0 MHz, OPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.29 +8.6
10785 | AAD | CP-OFDM, 15.0 MHz, QPSK, 15kHz, 100.0% DC, 100% AB 5G NR FR1 TDD 8.40 19.6
10786 | AAE | CP-OFDM, 20.0MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.5 +8.6
10787 | AAD | CP-OFDM, 25.0MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.44 +9.6
10788 | AAE | CP-OFDM, 30.0MHz, QPSK, 15%Hz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.39 +9.6
10789 | AAF | CP-OFDM, 40.0 MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.37 9.6
10790 | AAE | CP-OFDM, 50.0 MHz, QPSK, 15kHz, 100.0% DG, 100% RB 5G NR FR1 TDD 8.39 +9.6
10791 | AAG | CP-OFDM, 5.0MHz, QPSK, 30kHz, 99.9% DC, 1 RB 5G NR FR1 TDD 7.83 +8.6
10792 | AAE | CP-OFDM, 10.0 MHz, QPSK, 30kHz, 99.9% DC, 1 RB 5G NR FR1 TbD 7.92 196
10793 | AAD | CP-OFDM, 15.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 AB 5G NR FR1 TDD 7.95 +9.6
10784 | AAE | CP-OFDM, 20.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.82 +8.6
10795 | AAD | CP-OFDM, 25.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.84 19.6
10796 | AAE | CP-OFDM, 30.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.82 +9.6
10797 | AAF | CP-OFDM, 40.0 MHz, QPSK, 30kHz, 100.0% PC, 1 RB 5G NR FR1 TDD 8.01 +9.6
10798 | AAE | CP-OFDM, 50.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.89 +9.6
10799 | AAF | CP-OFDM, 60.0 MHz, QPSK, 30%Hz, 100.0% DG, 1 RB 5G NA FR1 TDD 7.93 +0.6
10801 | AAF | CP-OFDM, 80.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.89 19.6
10802 | AAE | CP-OFDM, 90.0MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.87 9.6
10803 | AAF | CP-OFDM, 100.0 MHz, QPSK, 30kHz, 100.0% DC, 1 AB 5G NR FR1 TDD 793 +9.6
10805 | AAE | CP-OFDM, 10.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.34 +9.6
10806 | AAD | CP-OFDM, 15.0 MHz, QPSK, 30 kHz, 100.0% DG, 50% RB 5G NR FRi1 TDD B.37 +9.6
10808 | AAE | CP-OFDM, 30.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.34 +9.6
10810 | AAF | CP-OFDM, 40.0 MiHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.34 196
10812 | AAF | CP-OFDM, 60.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.35 +9.6
10817 | AAG | CP-OFDM, 5.0MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD B8.35 +9.6
10818 | AAE | CP-OFDM, 10.0 MHz, QPS¥, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.34 +9.6
10819 | AAD | CP-OFDM, 15.0MHz, QPSK, 30kHz, 100.0% DG, 100% RB 5G NR FR1 TDD 6.33 196
10820 | AAE | CP-OFDM, 20.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.30 +9.6
10821 | AAD | CP-OFDM, 25.0 MHz, QPSK, 30 kHz, 100.0% DG, 100% RB 5G NR FR1 TDD 8.41 +9.6
10822 | AAE | GP-OFDM, 30,0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NA FR1 TDD 8.41 19.6
10823 | AAF | CP-OFDM, 40.0MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TED 8.36 +9.6
10824 | AAE | CP-OFDM, 50.0MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.39 +9.6
10825 | AAF | CP-OFDM, 60.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.41 +9.6
10827 | AAF | CP-OFDM, 80.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD B.42 19.6
10828 | AAE | CP-OFDM, 90.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NRFR1TDD 8.43 +9.6
10820 | AAF | CP-OFDM, 100.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RAB 5G NR FR1 TDD 8.40 +0.6
10830 | AAE | CP-OFDM, 10.0 MHz, QPSK, 60 kHz, 89.9% DC, 1 RB 5G NR FR1 TDD 7.63 +9.6
10831 | AAD | CP-OFDM, 15.0 MHz, QPSK, 60kHz, 99.9% DC, 1 RB 5G NR FR1TDD 7.73 +9.6
10832 | AAE | CP-OFDM, 20.0 MHz, QPSK, 60kHz, 99.9% DC, 1 RB 5G NR FR1TDD 7.74 +9.6
10823 | AAD | CP-OFDM, 25.0 MHz, QPSK, 60kHz, 29.9% DC, 1 RB 5G NR FR1 TDD 7.70 +9.6
10834 | AAE | CP-OFDM, 30.0MHz, QPSK, 60kHz, 100.0% DG, 1 RB 5G NR FR1 TDD 7.75 9.6
10835 | AAF | CP-OFDM, 40.0 MHz, QPSK, 60kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.70 19.6
10836 | AAE | CP-OFDM, 50.0 MHz, QPSK, 60kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.66 +9.6
10837 | AAF | CP-OFDM, 60.0MHz, QPSK, 60 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.68 +9.6
10833 | AAF | CP-OFDM, 80.0 MHz, QPSK, 60 kHz, 100.0% DC, i RB 5G NR FR1 TDD 7.70 +8.6
10840 | AAE | CP-OFDM, 80.0 MHz, QPSK, 80kHz, 100.0% DG, 1 RB 5G NR FR1 TDR 7.67 +0.6
10841 | AAF | GP-OFDM, 100.0 MHz, QPSK, 60kHz, 100.0% DG, 1 RB 5G NR FR1 TOD 7.71 +9.6
10843 | AAD | CP-OFDM, 15.0 MHz, QPSK, 60kHz, 100.0% DC, 50% RB 5G NR FR1 TDD B.4% +3.6
10844 | AAE | CP-OFDM, 20.0 MHz, QPSK, 80kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.34 +9.6
10846 | AAE | CP-OFDM, 30.0 MHz, QPSK, 60kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.4 +9.6
10854 | AAE | CP-OFDM, 10.0 MHz, QPSK, 60 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD B.34 +9.6
10855 | AAD | CP-OFDM, 15.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.36 19,6
10856 | AAE | CP-OFDM, 20.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1TDD 8.37 +9.6
10857 | AAD | CP-OFDM, 25.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.35 +9.8
10858 | AAE | CP-OFDM, 30.0MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.36 +9.6
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10853 | AAF | CP-OFDM, 40.0MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.34 +9.6
10860 | AAE | CP-OFDM, 50.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.41 +9.6
10861 | AAF | CP-OFDM, 60.0 MHz, QPSK, 80kHz, 100.0% DG, 100% RB 5G NR FR1 TDD 8.40 +8.6
10863 | AAF | CP-OFDM, B0.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD B.41 +9.6
10864 | AAE | CP-OFDM, 80.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FA1 TDD 8.37 +8.6
10865 | AAF | CP-OFDM, 100.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.41 +9.6
10866 | AAF | DFT-s-OFDM, 100.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 9.6
10868 | AAE | DFT-s-OFDM, 100.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.89 +9.6
10869 | AAE | DFT-s-OFDM, 100.0 MHz, QPSK, 120%Hz, 100.0% DC, 1 AB 5G NR FR2 TDD 5.756 +9.6
10870 | AAE | DFT-s-OFDM, 100.0 MHz, QPSK, 120 kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 5.86 19.6
10871 | AAE | DFT-s-OFDM, 100.0 MHz, 16QAM, 120kHz, 100.0% DC, 1 RB 5G NR FA2 TDD 5.75 18.6
10872 | AAE | DFT-s-OFDM, 100.0 MHz, 16QAM, 120kHz, 100.0% DG, 100% RB | 5G NR FR2 TDD 6.52 +9.6
10873 | AAE | DFT-s-OFDM, 100.0 MHz, 84QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 6.61 19.6
10874 | AAE | DEL.s-OFDM, 100.0 MHz, 64QAM, 120 kHz, 100.0% DC, 100% RB | 5G NR FR2 TDD 6.65 +9.6
10875 | AAE | CP-OFDM, 100.0 MHz, QPSK, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 7.78 +9.6
10876 | AAE | CP-OFDM, 100.0 MHz, QPSK, 120kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 8.39 9.6
10877 | AAE | CP-OFDM, 100.0 MHz, 16QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 7.85 +8.6
10878 | AAE | CP-OFDM, 100.0 MHz, 16QAM, 120 kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 841 0.6
10879 | AAE | CP-OFDM, 100.0 MHz, 64QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 8.12 9.6
10880 | AAE | CP-OFDM, 100.0 MHz, 640AM, 120kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 8.38 +9.6
10881 | AAE | DFT-s-CFDM, 50.0MHz, QP8K, 120kHz, 100.0% DC, 1 BB 5G NR FR2 TDD 5.75 +9.6
10882 | AAE | DFT-s-OFDM, 50.0MHz, QPSK, 120kHz, 100.0% DC, 100% RB 5@ NR FR2 TDD 5.06 +9.6
10883 | AAE | DFT-5-OFDM, 50.0MHz, 16QAM, 120kHz, 100.0% DC, 1 RB 5G NR FA2 TOD 6.57 +9.6
10884 | AAE | DFT-s-OFDM, 50.0 MHz, 16QAM, 120kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 6.53 +9.6
10885 | AAE | DFT-s-OFDM, 50.0 MHz, 640AM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD G.B1 9.6
10886 | AAE | DFT-s-OFDM, 50.0 MHz, 64QAM, 120%Hz, 100.0% DC, 100% RB 5G NR FR2 TDD 6.65 +9.6
10887 | AAE | CP-OFDM, 50.0 MHz, QPSK, 120 kHz, 89.9% DC, 1 RB 5 MR FR2 TDD 7.78 +9.6
10888 | AAE | CP-OFDM, 50.0 MHz, QPSK, 120 kHz, 100.0% DG, 100% RB 5G NR FR2 TDD 8.35 +9.6
10889 | AAE | CP-OFDM, 50.0 MHz, 16QAM, 120 kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 8.02 9.6
10890 | AAE | GP-OFDM, 50.0 MHz, 16QAM, 120kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 8.40 +8.6
10891 | AAE | CP-OFDM, 50.0 MHz, 64QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 8.13 +9.6
10892 | AAE | CP-OFDM, 50.0 MHz, 64QAM, 120 kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 8.41 +9.6
10897 | AAE | DFT-s-OFDM, 5.0 MHz, QPSK, 30kiHz, 99.9% DC, 1 RB 5G NR FR1 TDD 5.66 19.6
10898 | AAC | DFT-5-CFDM, 10.0 MHz, QPSK, 30kHz, 100.0% DG, 1 RB 5G NR FR1 TDD 5.67 +9.6
10899 | AAB | DFT-s-OFDM, 15.0 MHz, QP5K, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.67 19.6
10800 | AAC | DFT-5-OFDM, 20.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 19.6
10901 | AAB | DFT-s-OFDM, 25.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1TDD 5.68 +9.5
10002 | AAGC | DFT-s-OFDM, 30.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 +9.6
10903 | AAD | DFT-s-OFDM, 40.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 9.6
10904 | AAC | DFT-s-OFDM, 50.0 MHz; QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 +9.6
10905 | AAD | DFT-s-OFDM, 60.0 MHz, QPSK, 30kHz, 100.0% DG, 1 RB 5G NR FR1 TDD 5.68 +8.6
10906 | AAD | DFT-s-OFDM, B0.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 +9.6
10807 | AAE | DFT-s-OFDM, 5.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.78 19.6
10008 | AAG | DFT-s-OFDM, 10.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.93 +9.6
10008 | AAB | DFT-s-OFDM, 15.0 MHz, QPSK, 30 kHz, 100.0% DG, 50% RB 5G NR FR1 TDD 5.96 +9.6
10910 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 30kHz, 100.0% DG, 50% RB 5G NR FR1 TDD 5.83 9.6
10011 | AAB | DFT-s-OFDM, 25.0 MHz, QP5SK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.93 +8.6
10912 | AAC | DFT-s-OFDM, 30.0MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.84 19.6
10913 | AAD | DFT-5-OFDM, 40.0MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 7DD 5.84 +9.6
10074 | AAC | DFT-s-OFDM, 50.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.85 +8.6
10015 | AAD | DFI-5-OFDM, 60.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1TDD 5.83 19.6
10916 | AAD | DFT-s-OFDM, 80.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.87 +9.5
10917 | AAD | DET-s-OFDM, 100.0 MHz, QPSK, 30 kHz, 100.0% DG, 50% RB 5G NRFR1TDD 5.84 +9.6
10018 | AAE | DFT-s-OFDM, 5.0MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TBD 5.86 +9.6
10919 | AAC | DFT-s-OFDM, 10.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NA FR1 TDD 5.86 9.6
10020 | AAB | DFT-s-OFDM, 15.0 MHz, QPSK, 30%Hz, 100.0% DC, 100% RB 5G NR FR1 TDD b.B7 +9.6
10921 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 30%Hz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.84 +8.6
10922 | AAB | DFT-s-OFDM, 25.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 582 19.6
10923 | AAC | DFT-s-OFDM, 30.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.84 +9.6
10024 | AAD | DFI-s-OFDM, 40.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.84 18.6
10025 | AAC | DFT-s-OFDM, 50.0 MHz, QPSK, 30 kHz, 100.0% DC, i00% RB BG NR FR1TDD 5.95 18.6
10926 | AAD | DFT-s-OFDM, 60.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.84 9.6
10927 | AAD | DFT-s-OFDM, 80.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 594 +9.6
10928 | AAD | DFT-s-OFDM, 5.0 MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5.52 19.6
10920 | AAD | DFT-s-OFDM, 10.0MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 552 19.6
10930 | AAC | DFT-s-OFDM, 15.0 MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5.52 19.6
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10931 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5.51 +8.6
10932 | AAC | DFT-s-OFDM, 25.0 MHz, QPSK, 15kHz, 1 KB 5G NR FR1 FDD 551 +9.6
10933 | AAC | DFT-s-OFDM, 30.0 MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5.51 +9.6
10934 | AAC | DFT-5-OFDM, 40.0 MHz, GPSK, 15%Hz, 1 RB 5G NR FR1 FDD 5.51 +8.6
10935 | AAD | DFT-s-OFDM, 50.0 MHz, QP8K, 15%Hz, 1 RB 5G NR FR1 FDD 5.51 +9.6
10936 | AAD | DFT-s-OFDM, 5.0 MHz, QPSK, 15kHz, 50% BB 5G NR FR1 FDD 5.80 +0.6
10937 | AAD | DFT-s-OFDM, 10.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FOD 5.77 9.6
10938 | AAC | DFT-s-OFDM, 15.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 580 19.6
10939 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.82 +9.6
10940 | AAC | DFT-s-OFDM, 25.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.89 19.5
10841 | AAC | DFT-s-OFDM, 30.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.83 19.6
10942 | AAC | DFT-s-OFDM, 40.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.85 +9.6
10943 | AAD | DFT-s-OFDM, 50,0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.95 9.6
10944 | AAD | DFT-s-CFDM, 5.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.81 +9.6
10945 | AAD | DFT-s-OFDM, 10.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.85 +9.6
10946 | AAC | DFT-s-OFDM, 15.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.83 +9.6
10847 | AAC | DFT-s-OFDM, 20.0 MHz, GPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.87 +9.6
10948 | AAC | DFT-s-OFDM, 25.0MHz, QPSK, 15%Hz, 100% RB 5G NR FR1 FDD 5.94 +8.6
10049 | AAC | DFT-s-OFDM, 30.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.87 +9.6
10050 | AAC { DFT-s-OFDM, 40.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.94 +9.6
10951 | AAD | DFT-s-OFDM, 50.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 592 +9.6
10978 | AAA | BDR, 1.0MHz, 76.7% DC ULLA 1.18 +9.6
10979 | AAA | HDR4, 2.0MHz, 25.1% DC ULLA 8.58 19.6
10980 | AAA | HORS, 4.0 MHz, 16.5% DC ULLA 10,32 +9.6
10981 | AAA | HDRp4, 2.0MHz, 88.0% DC ULLA 3.19 +9.6
10982 | AAA | HDRp8, 4.0MHz, 90.3% DC ULLA 3.43 9.6
11013 | AAB | EHT320, MCS1 {272.0 Mbps), 100.0% DC WLAN 8.47 196
11014 | AAB | EHT320, MCS2 {408.0 Mbps), 100.0% DC WLAN 8.45 +9.6
11015 | AAB | EHT320, MCS3 {544.0 Mbps), 100.0% DC WLAN 8.44 +9.6
11016 | AAB | EHT320, MCS4 (817.0Mbps), 100.0% DC WLAN 8.44 +9.6
11017 | AAB | EHT320, MCS5 (1089.0 Mbps), 100.0% DC WLAN 8.41 9.6
11018 | AAB | EHT320, MCS6E (1225.0 Mbps), 100.0% DC WLAN 8.40 +9.6
11019 | AAB | EHT320, MCS7 (1361.0 Mbps), 100.0% DC WLAN B.29 +9.6
11020 | AAB | EHT320, MCSB (1633.0 Mbps), 100.0% DC WLAN 8.27 +9.6
11021 | AAB | EHT320, MC59 (1815.0 Mbps}, 100.0% DC WLAN 8.46 +0.6
11022 | AAB | EHT320, MCS10 (2042.0 Mbps), 100.0% DC WLAN 8.36 9.6
11023 | AAB | EHT320, MCS11 (2269.0 Mbps), 100.0% DC WLAN 8.09 +9.6
11024 | AAB | EHT320, MCS12 (2450.0 Mbps), 100.0% DC WLAN 8.42 +9.6
11025 | AAB | EHT320, MCS13 (2722.0 Mbps), 100.0% DC WLAN 8.37 +9.6
i1026 | AAB | EHT320, MCSO (136.0 Mbps), 100.0% DC WLAN 8.39 +9.6

E Uncertainty is determined using the max. deviation from linear response applying rectangular distribution and is expressed

for the square of the field value.
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Glossary

TSL tissue simulating liquid

NORMXx,y,z sensitivity in free space

ConvF sensitivity in TSL/ NORMx,y,z

DCP diode compression point

CF crest factor (1/duly_cycle} of the RF signal

ABC,D modulation dependent linearization parameters

Pelarization ¢ « rotation around probe axis

Polarization @ # rotation around an axis that is in the plane normal to probe axis {at measurement center), i.e., #=0s

normal to probe axis
Connector Angle  information used in DASY system lo align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standatds:

a) |EC/IEEE 62208-1528, "Measurement Procedure For The Assessment Of Specific Absorption Rate Of Human Exposure
To Radio Frequency Fields From Hand-Held And Body-Worn Wireless Communication Devices — Part 1528: Human
Models, Instrumentation And Procedures (Frequency Range of 4 MHz to 10 GHz)", October 2020.

b} KDB 865664, "SAR Measurement Requirements for 100 MHz to 6 GHz"

Methods Applied and Interpretation of Parameters:

« NORMx,y,z: Assessed for E-field polarization & =0 (f <900 MHz in TEM-cell; f > 1800MHz: R22 waveguide). NORMx,y,z
are only intermediate values, .., Ihe uncertainties of NORMx,y,z does not affect the E2-field uncertainty inside TSL (see
below ConvF).

« NORM(f)x,y,z = NORMX.y,z * frequency_response (see Frequency Response Chart). This linearization is implemented in
DASY4 soflware versions later than 4.2, The uncertainty of the frequency response is included in the stated uncertainty of
ConvF.

« DCPx,y,z: DCP are numerical linearization parameters assessed based on the data of power sweep with CW signal. DCP
does not depend on frequency nor media.

« PAR: PAR is the Peak to Average Ralio that is nol calibrated but determined based on the signal characteristics

s Ax,yz; Bx,y,z; Cx,y.z; Dxy,z; VRxyz: A B, C, D are numerical linearization parameters assessed based on the data of

power sweep for specific modulation signal. The parameters do not depend on frequency nor media. VR Is the maximum

calibration range expressed in RMS voltage across the diode.

ConvF and Boundary Effect Paramelers: Assessed in flat phantom using E-field (or Temperalure Transfer Standard for

f < B00OMH2) and inside waveguide using analytical field distributions based on power measurements for f > 800MHz. The

same setups are used for assessment of the parameters applied for boundary compensation (alpha, deplh) of which typical

uncertainly values are given. These parameters are used in DASY4 software to improve probe accuracy close to the

boundary. The sensitivity in TSL corresponds to NORMx.y.z * ConvF whereby the uncertainty corresponds te that given for

ConvF. A frequency dependent ConvF Is used in DASY version 4.4 and higher which allows extending the validity from
+50 MHz to £100 MHz.

Spherical isotropy (3D deviation from isotropy): in a field of low gradients realized using a flat phantom exposed by a palch
antenna.

No tolerance required.

Sensor Offset: The sensor offset corresponds to the offset of virtual measurement center from the probe tip (on probe axis).

Conneclor Angle: The angle is assessed using 1the information gafned by determining the NORMx (no uncertainly required).
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EX3DV4 - SN:7782

Parameters of Probe: EX3DV4 - SN:7782

Basic Calibration Parameters

September 15, 2025

‘Sensor X SensorY Sensor Z Unc (k =2)
Norm (pVi{vim)2) A 0.66 0.59 0.60 +£10.1%
DCP (mV) B 105.5 106.4 108.4 +4.7%
Calibration Results for Modulation Response
ulD Communication System Name A B C D VR Max Max
dB | dB/pV d8 | mV | dev. | UncE
k=2
[i] Continuous Wave X | 0,00 0.00 1.00 [ 0.00 | 122.0 | £1.0% | +4.7%
Y| 0.00 0.00 1.00 145.3
Z 0.00 0.00 1.00 i41.8
10352 | Pulse (D=10%, T=bms) X 0.23 59.86 14,84 | 10.00 230 | £2.0% | +9.6%
Y| 0.19 59,33 15.01 24.0
Z 0.26 60.92 15.08 23.0
10353 | Pulse {D=20%, T=5ms) X 0.21 62.87 14.97 6.99 470 | £1.6% | £9.6%
Y 0.17 62.34 15.06 47.0
zZ 0.24 63.93 15.11 47.0
10354 | Pulse {D=40%, T=5ms) X 0.19 65.88 15.01 3.98 93,0 | £1.3% | +8.6%
Y 0.15 65.35 15,12 95.0
Z| 0.23 66.94 15,14 83.0
10355 | Pulse (D=60%, T=5ms)} X 0.19 67.65 1504 | 2.22 | 140.0 | £1.2% | +9.6%
Y| 0613 67.11 15.16 142.0
Z| o0.21 68.70 15.16 140.0
10387 | Random (BW=1MHz, MOD=QPSK) X 0.01 81.78 16.32 0,38 | 107.0 | £1.2% | +9.6%
Y 0.00 64.23 16.60 109.0
d 0.01 65.82 16.20 107.0
10388 | Random (BW=10MHz, MOD=QPSK}) X 0.57 64.65 14,18 0.00 | 114.0 | £2.9% [ +9.6%
Y| 051 64.11 14.13 115.0
) Z 0.69 65.71 14.36 114.0
10396 | Random (BW=100 kHz, MOD=64CQAM) X| 0.00 63.59 17657 | 153 | 82.0 | +2.9% | £9.6%
Y 0.07 81.22 17.89 84.0
Z 0.00 82.68 17.41 83.0
10399 | Random (BW=40 MHz, MOD=64QAM) X 1.64 63.59 13.11 0.00 | 105.0 | +4.3% | £9.6%
Y 1.59 63.06 12.75 107.0
Z 1.81 64.65 13.63 106.0
10414 | Random (BW=40 MHz, HIGH PAR) X 1.96 61.33 13.03 0.00 76.0 | £2.6% | £9.6%
Y 1.87 60.79 12.65 77.0
Z 2.21 62.38 13.57 76.0

Note: For detalls on UID parameters see Appendix

The reported unceriainty of measurement is stated as the standard uncertainty of measurement muitiplied by the coverage
factor k=2, which for a normal distribulion corresponds to a coverage probabilily of approximately 95%.

A The uncertainties of Norm X.Y,Z do not alfect the E2-field uncertainty inside TSL (see Page 5).
B | inearization parameler uncertainty for maximum specified field strength.
E Uncertainty is determined using the max. devialion from linear response applying reclangular diskribution and s expressed lor ihe square of the field value.

Certificate No: EX-7782_8Sep25 Page 3 of 20




EX3DV4 - SN:7782 September 15, 2025

Parameters of Probe: EX3DV4 - SN:7782

Sensor Model Parameters

Cc1 c2 o T1 T2 T3 T4 TS5 T6
F fF y-1 ms V-2 msV-1 ms y-2 y-1
X 7.9 58.24 34.47 3.4 0.00 4.90 0.34 0.04 1.00
y 7.8 56.79 34.23 3.68 0.00 4.90 0.62 0.00 1.00
z 8.8 63.43 33.49 2.60 0.00 493 0.82 0.00 1.00

Other Probe Parameters

Sensor Arrangement Triangular
Connector Angle 79.5°
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disabled
Probe Overall Length ' 337 mm
Probe Body Diameter 12mm
Tip Length 9mm
Tip Diameter . 2.5mm
Probe Tip to Sensor X Calibration Point imm
Probe Tip to Sensor Y Calibration Point fmm
Prabe Tip to Sensor Z Calibration Point Imm
Recommended Measurement Distance from Surface 1.4mm

Note: Measuremenl dislance from surface can be increased to 3—4 mm for an Area Scan job.
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EX3DV4 - SN:7782 September 15, 2026

Parameters of Probe: EX3DV4 - SN:7782

Calibration Parameter Determined in HSL

f (MHz)© Relative Conductivity® | ConvFX | ConvFY | ConvFZ | Alpha® | Depth@® UncH
Permittivity® (S/m) {mm) (k=2)
6 55.0 0.75 17.74 14.80 16.14 0.00 125 | +13.3%
13 55.0 0.75 18.49 15.42 16.82 0.00 125 | +13.3%
750 41.9 0.89 9.41 8.15 8.19 0.38 127 | +11.0%
835 415 0.90 9.32 8.07 8.11 0.38 127 | +11.0%
1750 40.1 1.37 8.05 6.97 7.01 0.37 127 | £11.0%
1900 40.0 1.40 7.85 6.79 6.83 0.37 127 | £11.0%
2300 39.5 1.67 7.59 6.57 6.61 0.36 127 | +11.0%
2450 39.2 1.80 7.27 6.30 6.33 0.36 127 | +11.0%
2600 39.0 1.96 7.30 6.32 6.35 0.36 127 | +11.0%

C Frequency validity above 300 MHz of 4100 MHz only appiies for DASY v4.4 and higher (see Page 2), else il is restricted to 50 MHz. The uncertalnty is the
ASS of the ConvF uncerlainty al calibration frequency and 1he uncertainty for the indicated frequency band. Frequency validity below 300 MHz is +10, 25,
40, 50 and 70 MHz for GonvF assessmenls at 30, 64, 128, 150 and 220 MHz respeclively. Validity of ConvF assessed at 6 MHz is 4-8MHz, and ConvF
assessed at 13 MHz is 9-19 MHz. Above 5 GHz frequency validity can be exlended lo +110 MHz.

F The probes are calibrated using lissue simulaling liquids (TSL) that deviate for £ and o by less than 5% from the larget values (typically beller lhan +3%)
and are valid for TSL wilh devialions of up 1o £10% If SAR correction is applied. N

G Alpha/Deplh are determined during calibration. SPEAG warrants that the remalning deviallon dus to the boundary eflect after compensation is always less
than +£1% for frequencles below 2 GHz and below +2% for frequencles between 3-6 GHz al any distance larger than hall the probe tip dlameter {rom the
boundary.

H The slaled uncertainly is the tofal calibration uncertainty (k =2) of Norm.ConvF. This Is equivalenl o the uncartainty component with the symbol GF in

Table 9 of IEC/IEEE 62209-15628:2020.
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September 15, 2025

EX3DV4 - SN:7782

Frequency Response of E-Field

(TEM-Cell:ifi110 EXX, Wavegulde:R22)
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EX3DV4 - SN:7782 September 15, 2025

Error [dB]

Receiving Pattern (¢), 9 =0°

f=600 MHz, TEM, 0° f=1800 MHz, R22, 0°
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Uncertainty of Axial Isotropy Assessment; £0.5% (k=2)
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EX3DV4 - SN:7782
Dynamic Range f(SARys,)
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September 15, 2025

Uncertainly of Linearity Assessment: +0,.6% (k=2)
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EX3DV4 - SN:7782 September 15, 2025

Conversion Factor Assessment

{=1900 MHz, WGLS R22 (H_convF)

T
|
i
i

SAR [(W/kg)/W)
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z [mm]

—— analytical ——measured

Deviation from Isotropy in Liquid
Error (¢,0), {=900MHz

Deviation

270 aieH
315
X [deq] 3600

4 08 -06 04 02 0 02 04 06 08 1
Uncertainty of Spherical Isotropy Assessment: £2.6% (k=2)

Certificate No: EX-7782_Sep25 Page 9 of 20




EX3DV4 - SN:7782

Appendix: Modulation Calibration Parameters

September 15, 2025

UID | Rev | Communlcation System Name Group PAR(dB) [ UncE k=2

0 Contlinuous Wave cw 0.00 +4.7
10010 | CAB | Puise (D=10%, T=100 ms) Test 10.00 +9.6
10011 | CAC | Rel. 99, RMC, QPSK, 5.0 MHz WCDMA 2.91 +9.6
10012 | CAB | DSSS, DBPSK, 1.0 Mbps, 92.5% DC WLAN 1.87 196
10013 | CAB | OFDM, BPSK, 6.0 Mbps, 72.1% DG WLAN 9.46 +9.6
10021 | DAC | Voice, GMSK, 1 shot(s) GSM 9.39 +9.6
10023 | DAC | Dala, GSMK, 1 slol(s} GSM 957 +9.6
10024 | DAC | Data, GSMK, 2 slol{s) GSM 6.56 +9.6
10025 | DAC | Dala, BPSK, 1 slot(s) GSM 12.62 +9.6
10026 | DAG | Data, BPSK, 2 slol(s) GSM 9.55 +9.6
10027 | DAC | Data, GSMK, 3 slot(s) GSM 4.80 +9.6
10028 | DAC | Data, GSMK, 4 slot(s) GSM 355 9.6
10029 | DAC | Data, BPSK, 3 slot{s) GSM 7.78 +9.6
10030 | CAA | BR, DHi, GFSK Bluelooth 5.30 +9.6
10031 | CAA | BR, DH3, GFSK Bluetooth 1,87 +0.6
10032 | CAA | BR, DH5, GFSK Biuetoolh 1.16 +9.6
10033 | CAA | EDR, DH1, pi/4-DQPSK Bluetoolh 7.74 +9.6
10034 | CGAA | EDR, DH3, pi/4-DQPSK Bluetooth 4.53 +9.6
10035 | CAA | EDR, DHS5, pt4-DQPSK Bluetooth 383 +9.6
10036 | CAA | EDR, DH1, 8-DPSK Bluetocth 8.01 +9.6
10037 | CAA | EDR, DH3, B-DPSK Bluetooth 4.77 +9.6
10038 | CAA | EDR, DH5, 8-DPSK Bluetooth 4,10 +9.6
10039 | CAB | RC1, 1xRTT CDMA2000 457 +9.6
10048 | CAA | Full Slol, GFSK, 1 slot(s) DECT 13.80 1+9.6
10049 | CAA | Double Siot, GFSK, 2 slot(s) DECT 10.79 19.6
10056 | CGAA | TD-SCDMA, QPSK, 1.6MHz TD-SCDMA 11.01 +8.6
10058 | DAC | Dala, BPSK, 4 slot(s) GSM 6.52 19.6
10059 | CAB | DSSS, DQPSK, 2.0 Mbps, 87.4% DG WLAN 212 19.6
10060 | CAB | HR-DSSS, DQPSK, 5.5 Mbps, 72.7% DC WLAN 283 +8.6
10061 | CAB | HR-DSSS, DQPSK, 11.0 Mbps, 57.5% DC WLAN 3.60 19.6
10062 | CAE | CFDM, BPSK, 6.0 Mbps, 89.1% DC WLAN . B.68 +9.6
10063 | CAE | OFDM, BPSK, 8.0 Mbps, 85.3% DC WLAN 8.63 19.6
10064 | CAE | OFDM, QPSK, 12.0 Mbps, 82.0% DC WLAN 9.09 +9.6
10065 | CAE | OFDM, QPSK, 18.0 Mbps, 76.0% DC WLAN 9.00 +9.6
10066 | CAE | OFDM, 16QAM, 24,0 Mbps, 70.6% DC WLAN 9.38 +9.6
10067 | CAE | OFDM, 16QAM, 36.0 Mbps, 62.9% DC WLAN 10.12 +8.6
10068 | CAE | OFDM, 64QAM, 48.0 Mbps, 56.6% DC WLAN 10.24 +9.6
10069 | CAE | OFDM, 84QAM, 54,0 Mbps, 54.4% DG WLAN 10.56 96
10071 | CAB | OFDM, BPSK, 9.0 Mbps, 65.1% DC WLAN 8.83 +9.6
10072 | CAB | OFDM, QPSK, 12.0 Mbps, 60.1% DC WLAN 9.62 +0.6
10073 | CAB | OFDM, QPSK, 18.0 Mbps, 53.1% DC WLAN 9.94 +9.6
10074 | CAB | OFDM, 16QAM, 24.0 Mbps, 48.5% DC WLAN 10.30 +9.6
10075 | CAB | OFDM, 16QAM, 36.0 Mbps, 42.9% DC WLAN 10.77 19.6
10076 | CAB | OFDM, 64QAM, 48.0 Mbps, 39.5% DC WLAN 10.94 +9.6
10077 | CAB | OFDM, 64QAM, 54.0 Mbps, 38.5% DC WLAN 11.00 9.8
10081 | CAB | RGC3, 1xRTT CDMAZ2000 3.97 +9.6
10087 | CAC | Rel. 5 HSDPA, QPSK, 5.0MHz WCDMA 3.98 +9.6
10088 | CAC | Rel. 6 HSUPA, Subset 2, QPSK, 5.0 MHz WCDMA 3.98 19.6
10100 | CAF | 20.0 MHz, QPSK, 100% RB LTE-FDD 5.67 +8.6
10101 | CAF | 20.0MHz, 16QAM, 100% RB LTE-FDD B.42 +9.6
10102 | CAF | 20.0MHz, 64QAM, 100% RB LTE-FDD 6.60 +8.6
10103 | CAH | 20.0MHz, QPSK, UL/DL CFG: 1, 8SC: 4, 100% RB LTE-TDD 9.29 +0.6
10104 | CAH | 20.0MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 9.97 +8.6
10105 | CAH | 20.0 MHz, 640AM, UL/DL CFG: 1, SS5C: 4, 100% RB LTE-TDD 10,01 +9.6
10108 | CAH | 10.0MHz, QPSK, 100% RB LTE-FDD 5.80 19.6
10108 | CAH (| 10.0 MHz, 1680AM, 100% RB LTE-FDD 6.43 +9.6
10110 | CAH | 5.0MHz, QPSK, 100% RB LTE-FDD 5.75 +9.6
10111 | CAH | 5.0MHz, 16QAM, 100% RB LTE-FDD 6.44 +9.6
10112 | CAH | 10.0 MHz, B4QAM, 100% RB LFE-FDD 6.59 +9.6
10113 | CAH | 5.0MHz, 84QAM, 100% RB LTE-FDD 6.62 196
10114 | GAE | HT40 Greenfield, MGS0 {13.5 Mbps), 99,7% DG WLAN 8.10 19.6
10115 | CAE | HT40 Greenfiek!, MCS4 (81.0 Mbps), 99.7% DC WLAN 8.46 19.6
10116 | CAE | HT40 Greenfield, MCS7 (135.0 Mbps), 88.7% DG WLAN 8.15 +0.6
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10117 | CAE | HT40 Mixed, MCS0 (13.5 Mbps), 99.7% DC WLAN 8.07 +9.6
10118 { CAE | HT40 Mixed, MCS4 (81.0 Mbps), 99.7% DC WLAN 8.59 +8.6
10119 | CAE | HT40 Mixed, MCS7 (135.0 Mbps), 99.7% DC WLAN 8.13 +9.6
10140 | CAF | 15.0 MHz, 16QAM, 100% RB LTE-FDD 6.49 +9.6
10141 | CAF | 15.0MHz, 64QAM, 100% RB LTE-FDD 6,53 +9.6
10142 | CAF | 3.0 MHz, QPSK, 100% RB LTE-FDD 5.73 +9.6
10143 | CAF | 3.0MHz, 16QAM, 100% RB LTE-FDD 6.35 9.6
10144 | CAF | 3.0MHz, 64QAM, 100% RB LTE-FDD 6.65 9.6
10145 | CAG | 1.4MHz, QPSK, 100% RB LTE-FDD 576 +9.6
10146 | CAG | 1.4MHz, 16QAM, 100% RB LTE-FDD 6.41 +0.6
10147 | CAG | 1.4MHz, 64QAM, 100% RB LTE-FDD 6.72 $9.6
10149 | CAF | 20.0 MHz, 16QAM, 50% RB LTE-FDD 6.42 +9.6
10150 | CAF | 20.0MHz, 64QAM, 50% RB LTE-FDD 6.60 +9.6
10151 | CAH | 20.0MHz, QPSK, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TOD 9.28 +9.6
0152 | CAH | 20.0MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 9,92 +9.6
10153 | CAH | 20.0MHz, B4QAM, UL/DL CFG: 1, S5C: 4, 50% RB |TE-TDD 10.05 +8.6
10154 | CAH | 10.0MHz, QPSK, 50% RB LTE-FDD 5.75 +9.6
10155 | CAH | 10.0MHz, 16QAM, 50°% RB LTE-FDD 6.43 198.6
10156 | CAH | 5.0 MHz, QPSK, 504 RB LTE-FDD 5.79 +8.6
10157 | CAH | 5.0 MHz, 16QAM, 50% RB LTE-FDD 649 +8.6
10158 | CAH | 10.0MHz, 64QAM, 50% RB LTE-FDD 6.62 +9.6
10159 | CAH | 5.0 MHz, 84QAM, 50% RB LTE-FDD 6.56 +9.6
10160 | CAF | 15.0 MHz, QPSK, 50% RB LTE-FDD 582 8.6
10161 | CAF | 15.0MHz, 16QAM, 50% RB L.TE-FDD 6.43 +9.6
10162 | CAF | 15.0MHz, 64QAM, 50% RB LTE-FDD 6.58 +9.6
10166 | CAG | 1.4MHz, QPSK, 50°% RB LTE-FDD 5.46 196
10167 | CAG | 1.4MHz, 16QAM, b0% RB LTE-FDD 6.21 +9.6
10168 | CAG | 1.4MHz, 64QAM, 50% RB LTE-FDD 5.79 +9.6
10169 | CAF | 20.0MHz, QPSK, 1 RB LTE-FDD 5.73 +9.6
10170 | CAF | 20.0MHz, 16QAM, 1 RB LTE-FDD 6.52 9.6
10171 | AAF | 20.0MHz, 64QAM, 1 RB LTE-FDD 6.49 19.6
10172 | CAH | 20.0MHz, QPSK, UL/DL CFG: 1, 88C: 4,1 RB LTE-TDD 9.21 +9.6
10173 | CAH | 20.0MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 1 RB LTE-TDD 9.48 +9.6
10174 | CAH | 20.0MHz, 64QAM, ULYDL CFG: 1, SSG: 4, 1 RB LTE-TDD 10.25 +9.6
10175 | CAH | 10.0MHz, QPSK, 1 AB LTE-FDD 572 +9.6
10176 | CGAH | 10.0MHz, 16QAM, 1 RB LTE-FDD 6.52 +9.6
10177 | CAJ | 5.0MHz, QPSK, 1 RB LTE-FDD 573 +3.6
10178 | CAH | 5.0MHz, 16QAM, 1 RB LTE-FDD 6,52 +9.6
10179 | CAH | 10.0MHz, 64QAM, 1 RB LTE-FDD 6.50 +9.6
10180 | CAH | 5.0MHz, 64QAM, 1 RB - LTE-FDD 8.50 +9.6
10181 | CGAF | 15.0MHz, QPSK, 1 RB LTE-FDD 5.72 196
10182 | CAF | 15.0MHz, 160AM, 1 RB LTE-FDD B8.52 +0.6
10183 | AAE | 15.0MHz, 64QAM, 1 RB LTE-FDD 6.50 +8.6
10184 | CAF | 3.0MHz, QPSK, 1 RB LTE-FDD 5.73 18.6
10185 | CAF | 3.0 MHz, 16QAM, 1 RB LTE-FDD 6.51 +8.6
10186 | AAF | 3.0MHz, 64QAM, 1 RB LTE-FDD 6.50 9.6
10187 | CAG | 1.4MHz, QPSK, 1 RB LTE-FDD 5.73 +9.6
10188 | CAG | 1.4 MHz, 16QAM, 1 RB LTE-FDD 6.52 19.6
16189 | AAG | 1.4 MHz, 84QAM, 1 RB LTE-FDD 8.50 +9.6
10193 | CAE | HT20 Greenfield, MCSO0 (6.5 Mbps), 99.4% DC WLAN 8.08 9.6
10194 | CAE | HT20 Greenlield, MCS4 (39.0 Mbps), 99.5% DC WLAN 8.12 19.6
10185 | CGAE | HT20 Greentield, MCS7 (65.0 Mbps), 89.5% DC WLAN 8.21 +9.6
10196 | CAE | HT20 Mixed, MCSO0 (6.5 Mbps), 99.4% DC WLAN 8.10 196
10197 | CAE | HT20 Mixed, MCS54 (39.0 Mbps), 99.5% DC WLAN 8.13 9.6
10188 | CAE | HT20 Mixed, MCS7 (65.0 Mbps), 99.5% DC WLAN B.27 9.6
10219 | CAE | HT20 Mixed, MCS0 (7.2 Mbps), 99.3% DC WLAN 8.03 +9.6
10220 | CAE | HT20 Mixed, MCS4 {43.3 Mbps), 89.4% DC WLAN 8.13 +9.6
10221 | CAE | HT20 Mixed, MCS7 (72.2 Mbps), 99.4% DC WLAN 8.27 19.6
10222 | CAE | HT40 Mixed, MCS0 (15.0 Mbps), 29.7% DC WLAN 8.06 +9.6
10223 | CAE | HT40 Mixed, MCS4 (20.0 Mbps), 99.7% DC WLAN 8.48 +9.6
10224 | CAE | HT40 Mixed, MGS7 (150.0 Mbps), 99.79% DC WLAN 8.08 +9.6
10225 | CAC | Rel. 7 HSPA+, 16QAM, 5.0 MHz WCDMA .97 9.6
10226 | CAC | 1.4MHz, 16QAM, UL/DL CFG: 1, S5C: 4,1 RB LTE-TDD .49 19.6
10227 | GAC | 1.4MHz, 84QAM, UL/DL CFG: 1, SSC: 4, 1 AB LTE-TDD 10.26 9.6
10228 | CAC | 1.4MHz, QPSK, UL/DL CFG: 1, S5C: 4, 1 RB LTE-TDD 9.22 +8.6
10229 | CAE | 3.0MHz, 16QAM, UL/DL CFG: 1, S5C: 4, 1 RB LTE-TOD 9.48 9.6
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10230 | CAE | 3.0MHz, 64QAM, UL/DL CFG: 1, S5C: 4, 1 RB LTE-TDD 10.25 19.6
10231 | CAE | 3.0MHz, QPSK, UL/DL CFG: ¥, S8C: 4,1 RB LTE-TDD 9.19 +9.6
10232 | CAH | 5.0MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 1 RB LTE-TDD 948 +9.6
10233 | CAH | 5.0MHz, 64QAM, UL/DL CFG: 1, 85C: 4,1 RB LTE-TOD 10.25 9.6
10234 | CAH | 5.0MHz, QPSK, UL/DL CFG:; 1, S5C: 4,1 RAB LTE-TDD a.21 +8.6
10235 | CAH | 10.0 MHz, 18QAM, UL/DL CFG: 1, S5C: 4, 1 RB LTE-TDD 8.48 +9.6
10236 | CAH | 10.0 MHz, 64QAM, UL/DL CFG: 1, 5SC: 4, 1 RB LTE-TDD 10.25 +9.6
10237 | CAH | 10.0MHz, QPSK, UL/DL CFG: 1, S8C: 4,1 RB LTE-TDD 9.21 +9.6
10238 | CAG | 16.0MHz, 16QAM, UL/DL CFG: 1, SS8C: 4, 1 RB LTE-TDD 9.48 +0.6
10239 | CAG | 15.0MHz, 64QAM, UL/DL CFG: 1, 55C: 4,1 RB LTE-TDD 10.25 +9.6
10240 | CAG | 15.0MHz, QPSK, UL/DL CFG: 1, 3SC: 4,1 RB LTE-TDD 9.21 +8.6
10241 | CAC | 1.4MHz, 16QAM, UL/DL CFG: 1, S5C: 4, 50% RB LTE-TDD 9.82 9.6
10242 | CAC | 1.4MHz, 64QAM, UL/DL CFG: 1, S5C: 4, 50% RB LTE-TDD 9.86 +9.8
10243 | CAC | 1.4MHz, QPSK, UL/DL CFG: 1, §8C: 4, 50% RB LTE-TDD 9.46 +9.6
10244 | CAE | 3.0MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 10.06 19.6
10245 | CAE [ 3.0 MHgz, 64QAM, UL/DL CF@G: 1, 8SC: 4, 50% RB LTE-TDD 10.06 19.6
10246 | CAE | 3.0MHz, QPSK, UL/DL CFG: 1, 8SC: 4, 50% BB | LTE-TDD 9.30 +9.6
10247 | CAH | 5.0MHz, 16QAM, UL/DL CFG: 1, 5SC: 4, 50% RB LTE-TDD 8.81 ' +9.6
10248 | CAH | 5.0MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 10.09 186
10249 | CAH | 5.0MHz, QPSK, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 9.29 9.6
10250 | CAH | 10.0 MHz, 16QAM, UL/DL CFG: 1, SSG: 4, 50% RB LTE-TDD 9.81 +9.6
10251 | CAH | 10.0 MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 1017 +9.6
10252 | CAH | 10.0 MHz, QPSK, UL/DL CFG: 1, S5C: 4, 50% RB LTE-TDD 9.24 +9.6
10253 | CAG | 15.0MHz, 1BQAM, UL/DL CFG: 1, SSC: 4, 50% RB LTE-TDD 9.20 +8.6
10254 | CAG | 15.0MHz, 64QAM, ULDL CFG: 1, S5C: 4, 50% RB LTE-TDD 10.14 +9.6
10255 | CAG | 15.0MHz, QPSK, UL/DL CF(3: 1, 55C: 4, 50% RB LTE-TDD 9.20 +9.6
10256 | CAC | 1.4MHz, 16QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 9.96 +9.6
10257 | CAC | 1.4MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 10.08 196
10258 | CAC | 1.4MHz, QPSK, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 9.34 106
10259 | CAE | 3.0 MHz, 16QAM, UL/DL CFG: 1, S8C: 4, 100% RB LTE-TDD 0.98 +9.6
10260 | CAE | 3.0MHz, 64QAM, UL/DL CFG: 1, S5C: 4, 100% RB LTE-TDD 9.97 +9.6
10261 | CAE | 3.0MHz, QPSK, UL/DL CF@G: 1, S$8C: 4, 100% RB LTE-TDD .24 9.6
10262 | CAH | 5.0MHz, 16QAM, UL/DL GFG: 1, SSG: 4, 100% RB LTE-TDD 9.83 +9.6
10263 | CAH | 5.0MHz, 640AM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 10.16 9.6
10264 | CAH | 5,0MHz, QPSK, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 9.23 +9.6
10265 | CAH | 10.0 MHz, 16QAM, UL/DL CFG: t, 55C: 4, 100% RB LTE-TOD 2.82 +8.6
10266 | CAH | 10.0 MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 10.07 19.6
10267 | CAH | 10.0MHz, QPSK, UL/DL CFG: 1, S8C: 4, 100% RB LTE-TOD 9.30 +9.6
10268 | CAG | 15.0MHz, 16QAM, UL/DL CFG: 1, S5C: 4, 100% RB LTE-TDD 10,06 +9.6
10269 | CAG | 15.0MHz, 64QAM, UL/DL CFG: 1, SSC: 4, 100% RB LTE-TDD 10.13 18,6
10270 | CAG | 15.0MHz, QPSK, UL/DL GFG: 1, 55C: 4, 100% HB LTE-TDD 9.58 +9.8
10274 | CAC | Rel. 6 HSUPA Subset 2, beta_d 0, QPSK, 5.0 MHz WCDMA 4,87 +9.6
10275 | CAGC | Rel. 6 HSUPA Subset 2,beta d 15, QPSK, 5.0 MHz WCDMA 3.96 $9.6
10280 | AAB | RC1, 5055, Full frame rate, 1xRTT CDMA2000 3N +9.6
10291 | AAB | RC3, SOE5, Full frame rate, 1xRTT CDMAZ000 3.46 +9.6
10292 | AAB | RC3, 8032, Full frame rate, SCHO disabled, 1xRTT CDMAZ2000 3.39 +9.6
10293 | AAB | RC3, SO3, Full frama rate, 1xRTT CDMA2000 2350 +9.6
10295 | AAB | RC3, S03, 1/8 frame rate, 1xATT CDMAZ2000 12.49 +9.6
10297 | AAE | 20.0 MHz, QPSK, 50% RB LTE-FDD 581 +9.6
10208 | AAE | 3.0MHz, QPSK, 50% RB LTE-FDD 5.72 196
10289 | AAE | 3.0MHz, 16QAM, 50% RB LTE-FDD 6.39 +9.6
10300 | AAE | 3.0MHz, 64QAM, 50% RB LTE-FDD 6.60 +8.6
10301 | AAA | PUSC, 29:18, QPSK, 5.0ms, 18 TRAF SYM WIMAX 12.03 +9.6
10302 | AAA | PUSC, 29:18, QPSK, 5.0ms, 15 TRAF SYM WIMAX 12,57 9.6
10303 | AAA | PUSG, 31:15, 64QAM, 5.0 ms, 15 TRAF SYM WiMAX 12.52 +9.6
10304 | AAA | PUSC, 29:18, B4QAM, 5.0 ms, 18 TRAF SYM WIMAX 11.86 +9.6
10305 | AAA | PUSC, 31:15, 640AM, 10.0ms, 15 TRAF SYM WIMAX 15.24 +9.6
10306 | AAA | PUSC, 29:18, 64QAM, 10.0ms, 18 TRAF SYM WIMAX 14.67 +9.6
10307 | AAA | PUSC, 29:18, QPSK, 10.0ms, 1B TRAF SYM WiIMAX 14.49 19.6
10308 | AAA | PUSC, 29:18, 16QAM, 10.0ms, 18 TRAF SYM WiMAX 14.46 +9.6
10309 | AAA | AMC 2x3, 20:18, 16QAM, 10.0 ms, 18 TRAF SYM WHAAX 14.58 +8.6
10310 | AAA | AMC 213, 29:18, QPSK, 10.0ms, 18 TRAF SYM WiMAX 14.67 +9.6
10311 | AAE | 15.0 MHz, QPSK, 100% RB LTE-FDD 6.06 +9.6
10315 | AAB | DSSS, DBPSK, 1.0 Mbps, 96.0% DC WLAN 1.71 19,6
10316 | AAB | OFDM, BPSK, 6.0 Mbps, 95.9% DC WLAN 8.36 +9.6
10317 | AAE | OFDM, BPSK, 6.0 Mbps, 95.9% DC WLAN 8.36 18.6
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10352 | AAA | Puise {D=10%, T=5ms) Generic 10.00 +0.6
10353 | AAA | Pulse {D=20%, T=5ms) Generic 6,99 196
10354 | AAA | Pulse (D=40%, T=5ms) Generic 3.98 +9.6
10355 [ AAA [ Pulse (D=60%, T=5ms) Generic 2,22 8.6
10356 | AAA | Pulse (D=B0%, T=5ms) Generic 0.97 19,6
10387 | AAA | Random (BW=1 MHz, MCD=QPSK) Generic 5.10 +9.6
10388 | AAA | Random {BW=10 MHz, MOD=QPSK) Genaric 5.22 19.6
10396 | AAA | Random (BW=100kHz, MOD=64QAM) Generic 6.27 19.6
10399 | AAA | Random (BW=40MHz, MOD=64QAM) Generic 6.27 +9.6
10400 | AAF | VHT20, MOS5 (52.0 Mbps), 99.0% DG WLAN 8.37 9.6
10401 | AAF | VHT40, MCS5 (108,0 Mbps}, 86.7% DC WLAN 8.60 +9.6
10402 | AAF | VHTB0, MCS5 (234.0 Mbps), 98.0% DG WLAN 8.53 +9.6
10403 | AAB | Rewv. 0, 1xEV-DO CDMA2000 3.76 19.6
10404 | AAB | Rev. A, 1xEV-DO CDMA2000 3.77 +9.6
10406 | AAB | RC3, S032, Full frame rate, SCHO enabled, 1xRTT CDMA2000 5.22 9.6
10410 | AAH | 10.0MHz, QPSK, UL/DL CFG: 0, SSC: 4,1 RB LTE-TDD 7.82 19.6
10414 | AAA | Random (BW=40¥Hz, HIGH PAR) Generic 8.54 9.6
10415 | AAA | DSSS, DBPSK, 1,0 Mbps, 99.9% DO WLAN 1.54 +9.6
10416 | AAA | OFDM, BPSK, 6.0 Mbps, 99.9% DC WLAN 8.23 10.6
10417 | AAD | OFDM, BPSK, 6.0 Mbps, 99.9% DC WLAN 823 +0.6
10418 | AAA | OFDM (LTF), BPSK, 6.0 Mbps, 99.8% DC WLAN 8.14 49.6
10419 | AAA | OFDM (STF), BPSK, 6.0 Mbps, 99.8% DG WLAN 819 9.6
10422 | AAD | HT20 Greenfield, MCS0 (7.2 Mbps), 99.3% DC WLAN 8.32 18.6
10423 | AAD | HT20 Greenfield, MCS4 (43.3 Mbps), 99.3% DC WLAN 847 +9.6
10424 | AAD | HT20 Greenfiekd, MCS7 (72.2 Mbps), $9.3% DC WLAN 8.40 +9.6
10425 | AAD | HT40 Greenfield, MCS0 (15.0 Mbps), 99.2% DC WLAN 8.41 +9.6
10426 | AAD | HT40 Greenfield, MCS4 (20.0 Mbps), 98.2% DC WLAN 8.45 +9.6
10427 | AAD | HT40 Greenfield, MCS7 (150.0 Mbps), 99.2% DG WLAN 8.41 19.6
10430 | AAE | 5.0MHz, B4-QAM, 100% RB LTE-FDD 8.28 +9.6
10431 | AAE | 10,0 MHz, 64-QAM, 100% RB LTE-FDD 8.38 +9.6
10432 | AAD | 15.0MHz, 64-QAM, 100% RB LTE-FDD 8.34 8.6
10433 | AAD | 20.0MHz, 84-QAM, 100% RB LTE-FDD 834 +9.6
10434 | AAB | BS Test Modol 1, 64 DPCH, 64QAM, 5.0MHz (DL) WCDMA B.60 +9.6
10435 | AAG | 20.0MHz, QPSK, UL/DL CFG: 0, S8C: 7,1 RB LTE-TDD 7.82 +9.6
10447 | AAE | 5.0MHz, 64-QAM, 100% RB LTE-FDD 7.56 19.6
10448 | AAE | 10.0MHz, 64-CAM, 100% RB LTE-FDD 7.53 +9.6
10448 | AAD | 15.0MHz, 64-QAM, 100% RB LTE-FDD 751 +9.6
10450 t AAD | 20.0 MHz, 64-QAM, 100% RB LTE-FDD 7.48 +9.6
10451 | AAB | BS Test Model 1, 64 DPCH, Clipping 44%, 640AM, 5.0 MHz (DL) WCDMA 7.59 +8.6
10456 | AAD | VHT160, MCS5 (58.5 Mbps), 99.0% DC WLAN 8.63 1+9.6
10457 | AAB | Rel 5§ DC-HSDPA, QPSK, 10.0 MHz WCDMA 6.62 +96
10458 | AAA | Rev. B, 2 carriers, 1XEV-DO CDMAZ2000 6.55 +9.6
10459 | AAA | Rev. B, 3 carriers, 1XEV-DO CDMA2000 8.25 8.6
10460 | AAB | Rel. 89, AMR, QPSK, 5.0MHz WCDMA 2.39 +9.6
10461 | AAC | 1.4MHz, QPSK, UL/DL CFG: 0, 85C: 7,1 RB LTE-TCD 7.82 +8.6
10462 | AAC | 1.4MHz, 16QAM, UL/DL CFG: 0, 85C:7, 1 RB LTE-TDD 8.30 9.6
10463 | AAC | 1.4MHz, 64QAM, UL/DL CFG: D, SSC: 7,1 RB LTE-TDD 8.56 +9.6
10464 | AAD | 3.0MHz, QPSK, UL/DL CFG: 0, §SC:7, 1 RB LTE-TDD 7.82 19.6
10465 | AAD | 3.0MHz, 16QAM, UL/DL CFG: 0, S5C: 7,1 RB LTE-TDD 832 +9.6
10466 | AAD | 3.0 MHz, 64QAM, UL/DL CFG: 0, SSC:7, 1 RB LTE-TDD 857 +9.6
10467 | AAG | 5.0MHz, QPSK, UL/DL CFG: 0, SSC:7,1 RB LTE-TDD 7.82 +9.8
10468 | AAG | 5.0 MHz, 16QAM, UL/DL CFG: 0, SSC: 7,1 RB LTE-TDD 8.32 0.6
10469 | AAG | 5.0MHz, 64QAM, UL/DL CFG: 0, 55C:7, 1 RB LTE-TDD 8.56 19.6
10470 | AAG | 10.0MHz, QPSK, UL/DL CFG: 0, S5C: 7,1 RB LTE-TDD 7.82 8.8
10471 | AAG | 10.0MHz, 16QAM, UL/DL CFG: 0, S8C:7, 1 RB LTE-TDD 8.32 19.8
10472 | AAG | 10.0 MHz, 64QAM, UL/DL CFG: 0, S8C:7,1 RB LTE-TDD 8.57 +9.6
10473 | AAF | 15.0 MHz, QPSK, UL/DL CFG: 0, SSC: 7,1 RB LTE-TDD 7.82 +9.6
10474 | AAF | 15.0MHz, 16QAM, UL/DL CFG: 0, 85C:7, 1 RB LTE-TDD B.32 196
10475 | AAF | 15.0MHz, 64QAM, UL/DL CFG: 0, 55C: 7,1 RB LYE-TDD 8.57 8.6
10477 | AAG | 20.0MHz, 16QAM, UL/DL CFG: 0, S5C: 7,1 RB LTE-TDD B.32 +9.6
10478 | AAG | 20.0 MHz, 84QAM, UL/DL CFG: 0, SSC:7, 1 RB LTE-TDD 8.57 +9.6
10479 | AAC | 1.4MHz, QPSK, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TDD 7.74 19.6
10480 | AAC | 1.4 MHz, 16QAM, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TDD 8.18 +9.6
10481 | AAC | 1.4 MHz, 64QAM, UL/DL CFG: 0, 85C: 7, 50% RB LTE-TDD 8.45 +9.6
10482 | AAD | 3.0MHz, QPSK, UL/DL CFG: 0, SSC: 7, 50% HAB LTE-TDD 7.1 +9.6
10483 | AAD | 3.0 MHz, 16QAM, UL/DL CFG: 0, 55C: 7, 50% RB LTE-TDD 8.39 9.6
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10484 | AAD | 3.0 MHz, 64QAM, UL/DL CFG: 0, 88C: 7, 50% RB LTE-TDD 8.47 +9.6
10485 | AAG | 5.0 MHz, QPSK, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 7.59 19.6
10486 | AAG | 5.0 MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 8.38 +9.6
10487 | AAG | 5.0 MHz, 64QAM, UL/DL CFG: 0, 85C: 7, 50% RB LTE-TDD B.60 +9.6
10488 | AAG | 10.0 MHz, QPSK, UL/DL CFG: 0, 8SC: 7, 50% RB LTE-TDD 7.70 19.6
10489 | AAG | 10.0MHz, 16QAM, UL/DL CFG: 0, 88C: 7, 50% RB LTE-TDD 8.31 +9.6
10490 | AAG | 10.0MHz, 64QAM, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 8.54 196
10491 | AAF | 15.0MHz, QPSK, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 7.74 8.6
10492 | AAF | 15.0MHz, 16QAM, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TDD B.41 +9.6
10483 | AAF | 15.0 MHz, 64QAM, UL/DL CFG: 0, S8C: 7, 50% RB LTE-TDD 8.55 +9.6
10484 | AAG | 20.0MHz, QPSK, UL/DL CFG: 0, S5C: 7, 50% RB LTE-TDD 7.74 19.6
10495 | AAG | 20.0 MHz, 18QAM, UL/DL CFG: 0, S50 7, 50% RB LTE-TOD 8.37 +8.6
10486 | AAG | 20.0 MHz, 64QAM, UL/DL CFG: 0, SSC: 7, 50% RB LTE-TDD 8.54 19.6
10497 | AAC | 1.4MHz, QPSK, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 7.67 +9.6
10498 | AAC | 1.4MHz, 16GAM, UL/OL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.40 +9.6
10499 | AAC | 1.4MHz, B4QAM, UL/DL CFG: 0, 5SC: 7, 100% RB LTE-TDD 8.68 +9.6
10500 | AAD { 3.0MHz, GPSK, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 7.67 +9.6
10501 | AAD | 3.0MHz, 16QAM, UL/DL CFG:; 0, SSC: 7, 100% RB LTE-TDD 8.44 +9.6
10502 | AAD | 3.0MHz, 64CAM, UL/DL CFG: 0, 58C: 7, 100% RB LTE-TDD 8.52 +9.6
10503 | AAG | 5.0MHz, QPSK, UL/DL CFG: 0, S8C: 7, 100% RB LTE-TDD 7.72 +8.6
10504 | AAG | 5.0MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.31 +9.6
10505 | AAG | 5.0 MHz, 64QAM, UL/DL CFG: 0, 8SC: 7, 100% RB LTE-TDD 8.54 +9.6
10506 | AAG | 10.0MHz, QPSK, UL/DL CFG: D, S8C: 7, 100% RB LTE-TDD 7.74 +9.6
10507 | AAG | 10.0 MHz, 16QAM, UL/DL CFG: 0, S5C: 7, 100% RB LTE-TDD 8.36 +0.6
10508 [ AAG | 10.0 MHz, 84QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD B.55 +9.6
10509 | AAF | 15.0 MHz, QPSK, UL/DL CFG: 0, 85C: 7, 100% RB LTE-TDD 7.99 +9.6
10510 | AAF | 15.0MHz, 16QAM, UL/DL CFG: 0, S8C: 7, 100% RB LTE-TDD 8.4% +9.6
10511 | AAF | 15.0MHz, 64QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 8.51 19.6
10512 | AAG | 20.0MHz, QPSK, UL/DL CFG: 0, SSC: 7, 100% RB ITE-TDD 7.74 18.6
10513 | AAG | 20.0 MHz, 16QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD 842 +9.6
10514 | AAG | 20.0 MHz, 64QAM, UL/DL CFG: 0, SSC: 7, 100% RB LTE-TDD B8.45 19.6
10515 | AAA | DSSS, DQPSK, 2.0 Mbps, 99.0% DC WLAN 1.58 +9.6
10516 | AAA | HR-DSSS, DQPSK, 5.5 Mbps, 99.2% DC WLAN 157 +0.6
10517 | AAA | HB-DSSS, DQPSK, 11.0 Mbps, 99.0% DC WLAN 1.58 +9.6
10518 | AAD | OFDM, BPSK, 9.0 Mbps, 98.9% DC WLAN 8.23 +9.6
10518 | AAD | OFDM, QPSK, 12.0 Mbps, 99.0% DC WLAN 8.39 +9.6
10520 | AAD | OFDM, QPSK, 18.0 Mbps, 99.0% DC WLAN 8.12 +9.6
10521 | AAD | OFDM, 16QAM, 24.0 Mbps, 99.0% DC WLAN 7.97 +9.6
10622 | AAD | OFDM, 16QAM, 36.0 Mbps, 99.0% DC WLAN 8.45 +9.6
10623 | AAD | OFDM, 64QAM, 48.0 Mbps, 99.0% DC WLAN 8.08 +9.5
10624 | AAD | OFDM, 64QAM, 54.0 Mbps, 99.0% DG WLAN B.27 19.6
10525 | AAD | VHT20, MCSO (6.5 Mbps), 38,9% DC WLAN B.36 +9.6
10526 | AAD | VHT20, MCS1 {13.0 Mbps), 99.0% DC WLAN 8.42 18.6
10527 | AAD | VHT20, MCS2 (19.5 Mbps), 99.0% DC WLAN 8.21 19.6
10528 | AAD | VHT20, MCS3 (26.0 Mbps), 98.0% DC WLAN 8.36 +0.6
10529 | AAD | VHT20, MCS54 (39.0 Mbps), 29.0% DC WLARN 8.36 +9.6
10531 | AAD | VHT20, MCS6 (58.5 Mbps), 98.0% DC WLAN 8.43 +9.6
10532 | AAD | VHT20, MCS7 (65.0 Mbps), 39.0% DC WLAN 8.29 +9.6
10533 | AAD | VHT20, MCS8 (78.0 Mbps), 98.0% DC WLAN 8.28 19.6
10534 | AAD | VHT40, MCSO0 (13.5 Mbps), 98.9% DC WLAN 8.45 +9.6
10535 | AAD | VHT40, MCS1 (27.0Mbps), 98.6% DC WLAN 8.45 9.6
10536 | AAD | VHT40, MCS2 (40.5Mbps), 98.8% DC WLAN 8.32 +9.6
10537 | AAD | VHT40, MCS3 (54.0 Mbps), 98.7% DG WLAN 8.44 +9.6
10538 | AAD | VHT40, MCS4 (81.0 Mbps), 88.5% DC WLAN 8.54 +9.6
10540 | AAD | VHT40, MCS6 (121.5Mbps), 98.3% DC WLAN B.39 +9.6
10541 | AAD | VHT40, MCSY (135.0 Mbps}, 98.3% DC WLAN 8.46 +9.6
10542 | AAD | VHT40, MCSB (162.0 Mbps), 98.1% DC WLAN 8.65 +9.6
10543 | AAD | VHT40, MCS9 (180.0 Mbps), 98.0% DC WLAN 8.65 +9.6
10544 | AAD | VHTBO, MCS0 (29.3 Mbps), 99.0% DC WLAN 847 +9.6
10545 | AAD | VHT80, MCS1 (58.5 Mbps), 99.0% DC WLAN 8.55 19.6
10546 | AAD | VHT80, MCS2 (87.8 Mbps), 28.0% DC WLAN 8.35 +9.6
10547 | AAD | VHT80, MCS3 (117.0 Mbps), 99.0% DC WEAN 8.49 +0.6
10548 | AAD | VHTB0, MCS4 (175.5 Mbps), 99.0% DC WLAN 8,37 0.6
10550 | AAD | VHTBO, MCSE (263.3 Mbps), 99.0% DC WLAN 8.38 +9.6
10551 | AAD | VHTBO, MCS7 (292.5 Mbps), 89.0% DC WLAN 8.50 196
10552 | AAD | VHT80, MCSB (351.0 Mbps), 99.0% DC WLAN 8.42 +9.6
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10553 | AAD | VHT80, MCS9 {390.0 Mbps), 99.0% DC WLAN 8.45 +9.6
10554 | AAE | VHT160, MCSO (58.5 Mbps), 89.0% DC WLAN 8.48 9.6
10555 | AAE | VHT160, MCS1 [117.0 Mbps), 99.0% DC WLAN .47 +9.6
10656 | AAE | VHT160, MCS2 (175.5 Mbps), 89.0% DC WLAN 8.50 +8.6
105657 | AAE | VHT160, MCS3 (234.0 Mbps), 99.0% DC WLAN 8.52 8.6
10558 | AAE | VHT160, MCS4 (351.0 Mbps), 99.0% DC WLAN 8.61 +9.6
10560 | AAE | VHT160, MCS6 {526.5 Mbps), 99.0% DC WLAN 8.73 9.6
10561 | AAE | VHT160, MCS7 (585.0 Mbps), 89.0% DC WLAN 8.56 +9.6
10562 | AAE | VHT160, MCS8 (702.0 Mbps), 99.0% DC WLAN 8.69 +9.6
10563 | AAE | VHT160, MCS9 (780.0 Mbps), 99.0% DC WLAN 8.77 +9.6
10564 | AAA | OFDM, BPSK, 9.0 Mbps, 98.9% DC WLAN 8.25 19.6
10565 | AAA | OFDM, QPSK, 12.0 Mbps, 99.0% DC WLAN 8.45 +9.6
10566 | AAA | OFDM, QPSK, 18.0 Mbps, 99.0% DC WLAN 8.13 8.6
10567 | AAA | OFDM, 16QAM, 24.0 Mbps, 99.0% DC WLAN 8.00 +9.6
10568 | AAA | OFDM, 16QAM, 36.0 Mbps, 89.0% DG WLAN 8.37 0.6
10569 | AAA | OFDM, 64QAM, 48.0 Mbps, 99.0% DC WLAN 8.10 +9.6
10570 | AAA | OFDM, B4QAM, 54.0 Mbps, 89.0% DC WLAN 2.30 +9.6
10571 | AAA | DSSS, DQPSK, 1.0 Mbps, 90.0% DC WLAN 1,69 196
10572 | AAA | DSSS, DQPSK, 2.0 Mbps, 80.0% DC WLAN 1.98 +9.6
10573 | AAA | HR-DSSS, DQPSK, 5.5 Mbps, 90.1% DC WLAN 1.98 +9.6
10574 | AAA | HR-DSSS, DQPSK, 11.0 Mbps, 80.3% DC WLAN 1.98 9.6
10675 | AAA | OFDM, BPSK, 6.0 Mbps, 89.9% DC WLAN 8.59 +9.8
10576 | AAA | OFDM, BPSK, 9.0 Mbps, 88.9% DC WLAN 8.60 +8.6
10577 | AAA | OFDM, QPSK, 12.0 Mbps, 90.0% DC WLAN 8.70 +9.6
10578 | AAA | OFDM, QPSK, 18.0 Mbps, 90.0% DC WLAN 8.49 +9.6
10579 | AAA | OFDM, 16QAM, 24.0 Mbps, 90.0% DC WLAN 8.36 196
10580 | AAA | OFDM, 16QAM, 36.0 Mbps, 90.0% DC WLAN 8.76 +9.6
10581 | AAA | OFDM, 64QAM, 48.0 Mbps, 90.0% DC WLAN 8.35 +9.6
10582 | AAA | OFDM, 640QAM, 54.0 Mbps, 80.0% DC WLAN 8.67 +9.8
10583 | AAD | OFDM, BPSK, 6.0 Mbps; 83.9% DC WLAN 8.59 9.6
10584 | AAD | OFDM, BPSK, 9.0 Mbps, 88.9% DC WLAN 8.60 19.6
10585 | AAD | OFDM, QPSK, 12.0 Mbps, 80.0% DC WLAN 870 +9.6
10586 | AAD | OFDM, QPSK, 16.0 Mbps, 80.0% DC WLAN 8.49 +9.6
10587 | AAD | OFDM, 16QAM, 24.0 Mbps, 90.0% DC WLAN 8.36 +9.6
10588 | AAD | OFDM, 16QAM, 36.0 Mbps, 80.0% DC WLAN 8.76 +0.6
10589 | AAD | OFDM, B4QAM, 48.0 Mbps, 90.0% DC WLAN 8.35 9.6
10580 | AAD | OFDM, 64QAM, 54.0Mbps, 80.0% DC WLAN 8.67 +9.6
10591 | AAD | HT20 Mixed, MCSO (6.5 Mbps), 89.9% DC WLAN 8.63 9.8
10592 | AAD | HT20 Mixed, MC51 (13.0 Mbps), 80.0% DG WLAN 8.79 +9.6
10593 | AAD | HT20 Mixed, MCS2 (19.5 Mops}, 80.0% DC WLAN 8.64 +9.6
10594 | AAD | HT20 Mixed, MCS3 (26,0 Mbps}, 96.0% DC WLAN 8.74 +9.6
10595 | AAD | HT20 Mixed, MCS4 (39.0 Mbps), 90.0% DC WLAN 8.74 +9.6
10696 | AAD | HT20 Mixed, MCS5 {52.0 Mbps), 90.0% DC WLAN 871 +8.6
10597 | AAD | HT20 Mixed, MCS6 {(58.5 Mbps), 90.0% DC WLAN 8.72 19.6
10508 | AAD | HT20 Mixed, MCS7 (65.0 Mbps), 80.0% DC WLAN 8.50 +9.6
10599 | AAD | HT4D Mixed, MCSO0 (12.5 Mbps), 89.9% DC WLAN 879 +9.6
10600 | AAD | HT40 Mixed, MCS1 {27.0 Mbps), 89.7% DC WLAN 8.88 +96
10601 | AAD | HT40 Mixed, MCS2 (40.5 Mbps), 89.6% DC WLAN 8.82 19.6
10602 | AAD | HT40 Mixed, MCS3 (54.0 Mbps), 89.4% DC WLAN 8.94 9.6
10603 | AAD | HT40 Mixed, MCS4 (81.0Mbps), 89.2% DC WLAN 9.03 +9.6
10604 | AAD | HT40 Mixed, MCS5 (108.0 Mbps), 88.9% DC WLAN B8.76 +9.6
10605 | AAD | HT40 Mixed, MCS6 (121.5Mbps), 88.8% DC WLAN 8.97 +9.6
10606 | AAD | HT4D Mixed, MCS7 (135.0 Mbps), 88.7% DC WLAN 8.82 +9.6
10607 | AAD | VHT20, MCS0 (6.5 Mbps), 83.9% DC WLAN 8.64 +9.6
10608 | AAD | VHT20, MCS1 (13.0 Mbps), 80.0% DC WLAN 8.77 +9.6
10609 | AAD | VHT20, MCS2 (19.5Mbps), 90.0% DC WLAN 8.57 8.6
10610 | AAD | VHT20, MCB3 (26.0 Mbps), 90.0% DC WLAN 8.78 +0.6
10611 | AAD | VHT20, MCS4 (39.0 Mbps), 90.0% DC WLAN 8.70 +9.6
10612 | AAD | VHT20, MCS5 (52.0 Mbps), 90.0% DC WLAN 8.77 +9.6
10613 | AAD | VHT20, MCS6 (58.5 Mbps), 80.0% DC WLAN 8.94 19.6
10614 | AAD | VHT20, MCS7 {65.0 Mbps), 80.0% DC WLAN 8.59 +9.6
10615 | AAD | VHT20, MCSB (78.0 Mbps), 80.0% DC WLAN 8.82 +8.6
10616 | AAD | VHTA40, MGSO0 (13.5 Mbps), 89.9% DC WLAN 8.82 +9.6
10617 | AAD | VHT40, MCS1 (27.0 Mbps), 89.7% DC WLAN 8.81 +9.6
10618 | AAD | VHT40, MCS2 (40.5 Mbps), 89.6% DC WLAN 8.58 19.6
10619 | AAD | VHT40, MCS3 (54.0 Mbps), 89.4% DC WLAN 8.86 +9.6
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10620 | AAD | VHT40, MCS4 (81.0 Mbps), 89.2% DC WLAN 8.87 +9.6
10621 | AAD | VHT40, MCS5 (108.0 Mbps), 88.9% DC WLAN 8.77 198.6
10622 | AAD | VHT40, MCS6 (121,5Mbps), 88.8% DC WLAN 8.68 +9.6
10623 | AAD | VHT40, MCS7 (135.0Mbps), 88.6% DC WLAN 8.82 +9.6
10624 | AAD | VHT40, MCS8 (162.0 Mbps), 88,4% DC WLAN 8.96 19.6
10625 | AAD | VHT40, MCS9 (180.0 Mbps), 88.2% DC WLAN 8.96 +3.6
10626 | AAD | VHTB0, MCS50 (29.3 Mbps), 90.0% DC WLAN 8.83 +9.6
10627 | AAD | VHT80, MCS1 (58.5 Mbps), 90.0% DC WLAN 8.88 19.6
10628 | AAD | VHTB0, MCS2 (87.8 Mbps), 20.0% DC WLAN 8.71 +9.6
10629 | AAD | VHTB0, MCS3 (117.0Mbps), 80.0% DC WLAN 8.85 9.6
10630 | AAD | VHTBO, MCS4 (175.5Mbps), 80.0% DC WLAN 8.72 19.6
10631 | AAD | VHTB0, MCS5 (234.0 Mbps), 80.0% DC WLAN 8.61 +9.6
10632 | AAD | VHTBO, MCS6 (263.3 Mbps), 90.0% DC WLAN 8.74 +9.B6
10633 | AAD | VHT80, MCS7 (292.5 Mbps), 90.0% DC WLAN 8.83 +9.6
10634 | AAD | VHTBO, MCSB (351.0 Mbps}, 20.0% DC WLAN 8.80 +9.6
10635 | AAD | VHT80, MCS9 (390.0 Mbps), 80.0% DC WLAN 8.81 +9.6
10636 | AAE | VHT160, MCSO0 (58.5 Mbps), 80.0% DC WLAN 8.83 +9.6
10637 | AAE | VHT160, MCS1 (117.0 Mbps), 80.0% DG WLAN 8.79 +8.6
10638 | AAE | VHT160, MCS2 (175.5 Mbps}, 90.0% DC WLAN 8.86 +9.6
10639 | AAE | VHT160, MCS3 (234.0 Mbps), 80.0% DC WLAN 8.85 +9.6
10640 | AAE | VHT160, MCS4 (351.0 Mbps), 90.0% DC WLAN 8.98 +9.6
10641 | AAE | VHT160, MCS5 (466.0 Mbps), 20.0% DC WLAN 9.086 +9.6
10642 | AAE | VHT160, MCS6 (526.5 Mbps), 20.0% DC WLAN 9.06 9.6
10643 | AAE | VHT160, MCS7 (585.0 Mbps), 90.0% DC WLAN 8.89 +9.6
10644 | AAE | VHT160, MCS8 (702.0 Mbps), 80.0% DC WLAN 9.05 +9.6
10645 | AAE | VHT160, MCSS (780.0 Mbps), 90.0% DC WLAN 9.11 196
10646 | AAH | 5.0MHz, QPSK, UL/DL CFG: 2, SSC: 4,1 RB LTE-TDD 11.96 8.6
10647 | AAG | 20.0MHz, QPSK, UL/DL CFG: 2, 55C:7,1 RB LTE-TDD 11.96 18.6
10648 | AAA | RC8, SO75, 1xAdvanced CDMAZ2000 3.45 +9.6
10670 | AAA | LE, Test, GFSK Blugiooth 2.1¢ 19.6
10671 | AAC | ET20, MCSO (8.6 Mbps), 20.0% DC WLAN 9.09 19.6
10672 | AAC | ET20, MCS1 (17.0 Mbps), 50.0% DC WLAN 8.57 +9.6
10673 | AAC | ET20, MCS2 (26.0 Mbps), 90.0% DC WLAN 8.78 +9.6
10674 | AAC | ET20, MCS3 (34.0 Mbps), 20.0% DC WLAN 8.74 9.6
10675 | AAC | ET20, MCS4 (52.0 Mbps), 20.0% DC WLAN 8.90 +9.6
10676 | AAC | ET20, MCS5 (69.0 Mbps), 20.0% DC WLAM 8.77 196
10677 | AAC | ET20, MCS6 (77.0 Mbps), 80.0% DC WLAN 8.73 +9.6
10678 | AAC | ET20, MCS7 (86.0 Mbps), 90.0% DC WLAN 878 9.6
10679 | AAC | ET20, MCS6 (103.0 Mbps), 20.0% DC WLAN 8.89 +9.6
10680 | AAC | ET20, MCS9 (115.0 Mbps), 80.0% DC WLAN 8.80 +9.6
10681 | AAG | ET20, MCS10 (122.0 Mbps), 80.0% DC WLAN 8.62 +9.6
10682 | AAC | ET20, MCS11 (135.0 Mbps}), 20.0% DC WLAN 8.83 +9.6
10683 | AAC | ET20, MCSO (8.6 Mbps), 100.0% DG WLAN 842 +9.6
10684 | AAC | ET20, MCS1 {17.0 Mbps), 100.0% DC WLAN 8.26 18.6
10685 | AAC | ET20, MCS2 (26.0 Mbps), 100.0% DC WLAN 8.33 +9.6
10686 | AAC | ET20, MCS3 (34.0 Mbps), 100.0% DC WLAN 8.28 +9.6
10687 | AAC | ET20, MCS4 (52.0 Mbps), 100.0% DG WLAN 8.45 +9.6
10688 | AAC | ET20, MCS5 (69.0 Mbps), 100.0% DC WLAN 8.29 +9.6
10689 | AAC | ET20, MCSS8 (77.0 Mbps), 100.0% DC WLAN 855 +9.6
10690 | AAC | ET20, MCS7 (86,0 Mbps), 100.0% DC WLAN 8.29 +0.6
10691 | AAC [ ET20, MCS8 (103.0 Mbps), 100.0% DC WLAN 8.25 0.6
10692 | AAC | ET20, MCS® (115.0 Mbps), 100.0% DC WLAN 8.29 +8.6
10693 | AAC | ET20, MCS10 (122.0 Mbps), 100.0% DC WLAN 8.25 +9.8
10694 | AAC | ET20, MCS11 (135.0Mbps), 100.0% DC WLAN 857 +9.6
10695 | AAC | ET40, MCSO (17.2 Mbps), 89.8% DC WLAN 8,78 +8.6
10696 | AAC | ET40, MCS1 (34.0 Mbps}, 89.8% DC WLAN 8.91 +9.6
10697 | AAC | ET40, MCS2 (52.0 Mbps}, 89.7% DC WLAN 8.61 +9.6
10698 | AAC | ET40, MCS3 (69.0 Mbps), 88.7% DC WLAN 8.89 +9.6
10699 | AAC | ET40, MCS4 (103.0 Mbps), 89.9% DC WLAN 8.82 +9.6
10700 | AAC | ET40, MCS5 (138.0 Mbps), 89.8% DC WLAN 8.73 18.6
10701 | AAC | ET40, MCS6 {155.0 Mbps), 82.8% DC WLAN 8.86 +9.6
10702 | AAC | ET40, MCS7 (172.0 Mbps), 89.8% DC WLAN 8.70 +9.6
10703 | AAC | ET40, MCS8 (207.0 Mbps), 89.8% DC WLAN 8.82 19.6
10704 | AAC | ET40, MCSO (229.0 Mbps), 89.8% DC WLAN 8.56 +9.6
10705 | AAC | ET40, MCS10 (258.0 Mbps), 89.8% DG WLAN 8.69 106
10706 | AAC | ET40, MCS11 (267.0 Mbps}, 89.8% DC WLAN 8.66 +9.6
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10707 | AAC | ET40, MCSO0 (17.2Mbps), 99.8% DC WLAN 832 19.6
10708 | AAC | ET40, MCS1 (34.0 Mbps), 99.7% DC WLAN 8.55 +9.6
10700 | AAC | ET40, MCS2 (52,0 Mbps), 99.7% DC WLAN 833 +9.6
10710 | AAC | ET40, MCS3 (69.0 Mbps), 99.7% DC WLAN - 8.29 +9.6
10711 | AAC | ET40, MCS4 (103.0 Mbps), 89.8% DC WLAN 8.39 +9.6
10712 | AAC | ET40, MCSS5 (138.0 Mbps), 99.8% DC WLAN 8.67 9.6
10713 | AAC | ET40, MCS8 {155.0 Mbps), 99.8% DC WLAN 8.33 +9.6
10714 | AAC | ET40, MCS7 (172.0 Mbps), 99.8% DC WLAN 8.26 +9.6
10715 | AAC | ET40, MCS8 (207.0 Mbps), 99.8% DC WLAN 8.45 +9.6
10716 | AAG | ET40, MCS9 {229,0 Mbps}, 99.8% DC WLAN 8.30 +9.6
10717 | AAG | ET40, MCS10 (258.0 Mbps), 29.8% DC WLAN 8.48 +9.6
10718 | AAC | ET40, MCS11 {267.0 Mbps), 29.8% DC WLAN 8.24 19.6
10719 | AAC | ET80, MCSD (36.0 Mbps}), 80.0% DC WLAN 8.81 +9.6
10720 | AAC | ET80, MCS1 (72.1 Mbps), 90.0% DC WLAN 8.87 +9.6
10721 | AAC | ETBO, MCS2 (108.1 Mbps), 80.0% DC WLAN 8.76 +9.6
10722 | AAC | ETB0, MCS3 {144.1 Mbps), 80.0% DC WLAN 8.56 +9.6
10723 | AAC | ETB0, MCS4 (216.2 Mibps), 80.0% DC WLAN B8.70 +9.6
10724 | AAC | ETBO, MCS5 (288.2 Mbps), 80.0% DC WILAN 8.90 +9.6
10725 | AAC | ET80, MCSE (324.4 Mbps), 80.0% DC WLAN 8.74 19.6
10726 | AAC | ET80, MCS7 (360.3 Mbps), 80.0% DC WLAN B.72 +9.6
10727 | AAC | ET80, MCSB (432.4 Mbps), 80.0% DC WLAN 8.66 9.6
10728 | AAC | ET80, MCS9 (480.4 Mbps), 90.0% DC WLAN 8.65 +9.6
10729 | AAC | ET80, MCS10 (540.4 Mbps), 90.0% DC WLAN 8.64 +9.6
10730 | AAC | ETBO, MCS11 (72.0 Mobps), 90.0% DC WLAN 867 +9.6
10731 | AAG | ET80, MCSO (36.0 Mbps), 100.0% DC WLAN 8.42 +9.6
10732 | AAC | ET80, MCS1 (72.1 Mbps), 100.0% DC WLAN 8.46 +8.6
10733 | AAC | ET80, MCS2 (108.1 Mbps), 100.0% DC WLAN 8.40 +9.6
10734 | AAC | ET80, MCS3 (144.1 Mbps), 100.0% DC WLAN 8.25 +9.6
10735 | AAC | ET80, MCS4 (216.2 Mbps), 100.0% DC WLAN 8.33 +9.6
10736 | AAC | ETBO, MCS5 (288,2 Mbps}, 100.0% DC WLAN 8.27 +9.6
10737 | AAC | ETB0, MCS6 {324.4 Mbps), 100.0% DG WLAN 8.36 +9.6
10738 | AAC | ETB0, MCS7 {360.3 Mbps), 100.0% DC WLAN 842 +9.6
10739 | AAC | ETBO, MCSB (432.4 Mbps}, 100.0% DC WLAN B.29 +9.6
10740 | AAC | ETB0, MCSS (480.4 Mbps), 100.0% DC WLAN 8.48 +9.6
10741 | AAC | ET80, MCS10 {540.4 Mbps), 100.0% DC WLAN B.40 +9.6
10742 | AAC | ET80, MCS11 {600.5 Mbps), 100.0% DC WLAN 8.43 +9.6
10743 | AAC | ET160, MCS0 {72.0 Mbps), 88.2% DC WLAN 8.94 19.6
10744 | AAC | ET160, MCS1 (144.0Mbps}, 87.1% DC WLAN 9.16 +9.6
10745 | AAC | ET160, MCS2 (216.0 Mbps), 87.4% DC WLAN 893 +9.6
10746 | AAC | ET160, MCS3 (282.0 Mbps), 87.1% DC WLAN 9.11 +9.6
10747 | AAC | ET160, MCS4 (432.0 Mbps), B7.4% DC WLAN 9.04 +8.6
10748 | AAC | ET160, MCS5 (576.0 Mbps), 86.8% DC WLAN 8,93 9.6
10749 | AAC | ET180, MCS6 (649.0 Mbps), 86.7% DC WLAN 8.90 +9.6
10750 | AAC | ET180, MCS7 (721.0 Mbps), 86.7% DG WLAN 8.79 +9.6
10751 | AAC | ET160, MCSB (865.0 Mops), 86.3% DC WLAN 8.82 +9.6
10752 | AAC | ET160, MCSB (961.0 Mbps), 86.3% DC WLAN 8.81 9.6
10753 | AAC | ET160, MCS10 (1081.0Mbps), B6.7% DC WLAN 9.00 +9.6
10754 | AAC | ET180, MCS11 (1201.0 Mbps), 86.7% DC WLAN 8.94 +9.6
10765 | AAC | ET160, MCS0 (72.0 Mbps), 98.0% DC WLAN 8.64 9.6
10756 | AAC | ET160, MCS1 {144.0Mbps), 86.8% DC WLAN 8.77 +9.6
10757 | AAG | ET1860, MCS2 (216.0 Mbps), 87.1% DC WLAN 8.77 +9.6
10758 | AAC | ET160, MCS3 (282.0 Mbps}), 96.8% DC WLAN 8.69 +9.6
10759 | AAC | ET160, MCS54 {(432.0 Mbps}, 97.1% DC WLAN 8.58 +9.6
10760 | AAC | ET160, MCS5 (576.0 Mbps}, 96.5% DC WLAN 8.49 9.6
10761 | AAC | ET160, MCS6 (649.0 Mbps), 96.3% DC WLAN 8.58 +9.6
10762 | AAC | ET160, MCS7 (721.0 Mbps), 96.3% DC WLAN 8.49 +9.6
10763 | AAC | ET160, MCSB (865.0 Mbps), 85.9% DC WLAN 8.53 10.6
10764 | AAC | ET180, MGS9 (961.0 Mbps), 95.9% DC WLAN 8.54 +9.6
10765 | AAC | ET160, MCS10 (1081.0Mbps), 96.3% DC WLAN 8.54 +9.6
10766 | AAC | ET160, MCS11 (1201.0 Mbps), 96.3% DG WLAN 8.51 +9.6
10767 | AAG | CP-OFDM, 5.0 MHz, QPSK, 15kHz, 99.8% DC, 1 RB 5G NR FR1 TDD 7.98 +9.6
107688 | AAE | CP-OFDM, 10.0MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.01 +9.6
10769 | AAD | CP-OFDM, 15.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB | 5G NR FR1 TDD 8.01 +9.6
10770 | AAE | CP-OFDM, 20.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.02 +9.6
10771 | AAD | CP-CFDM, 25.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.02 +9.6
10772 | AAE | CP-OFDM, 30.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD B.23 +9.6
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i0773 | AAF | CP-OFDM, 40.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD B.03 +8.6
10774 | AAE | CP-OFDM, 50.0 MHz, QPSK, 15kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.02 196
107756 | AAF | CP-OFDM, 5.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 65G NR FR1 TDD 8.31 +9.6
10776 | AAE | CP-OFDM, 10.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8,30 +9.6
10777 | AAC | CP-OFDM, 15.0MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.30 +9.8
10778 | AAE | CP-OFDM, 20,0 MHz, QPSK, 15kHz, 100.0% DC, §0% RB 5G NR FR1 TDD 8.34 +9.6
10779 | AAC | CP-OFDM, 25.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.42 +9.6
10780 | AAE | CP-OFDM, 30.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TPD 8.38 +9.6
10781 | AAF | CP-OFDM, 40.0 MHz, QPSK, 15%Hz, 100.0% DG, 50% RB 5G NR FR1 TDD 8.38 +9.6
10782 | AAE | CP-OFDM, 50.0 MHz, QPSK, 15kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.43 +9.6
10783 | AAG | CP-CFDM, 5.0MHz, QPSK, 15kHz, 100.0% DG, 100% RB 5G NR FR1 TDD 8.31 +9.6
10784 | AAE | CP-OFDM, 10.0MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.29 +9.6
10785 | AAD | CP-OFDM, 15.0 MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.40 +9.6
10786 | AAE | CP-OFDM, 20.0 MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.35 +9.6
10787 | AAD | CP-OFDM, 25.0 MHz, QPSK, 15kHz, 100,0% DC, 100% RB 5G NR FR1 TDD 8.44 +9.6
10788 | AAE | CP-OFDM, 30.0 MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.39 +9.6
10789 | AAF | CP-OFDM, 40.0 MHz, QPSK, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.37 +9.6
10780 | AAE | CP-OFDM, 50.0 MHz, QPSY, 15kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.32 +8.6
10791 | AAG | CP-OFDM, 5.0 MHz, QPSK, 30kHz, 98.8% DC, 1 RB 5G NR FR1 TDD 7.83 +9.6
10792 | AAE | CP-OFDM, 10.0 MHz, QPSK, 30kHz, 99.9% DC, 1 RB 5G NR FR1 TDD 7.92 +9.6
10793 | AAD | CP-OFDM, 15.0MHz, QPSK, 30kHz, 100.0% D¢, 1 RB 5G NR FR1 TDD 7.95 +9.6
10794 | AAE | CP-OFDM, 20.0MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.82 8.6
10795 | AAD | CP-OFDM, 25.0MHz, QPSK, 230kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.84 +9.6
10796 | AAE | CP-OFDM, 30.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.82 +9.6
10797 | AAF | CP-OFDM, 40.0MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 8.01 19.6
10798 | AAE | CP-OFDM, 50.0 MHz, QIPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.89 +9.6
10799 | AAF | CP-OFDM, 60.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB §G NR FR1 TDD 7.93 +9.6
10801 | AAF | CP-OFDM, 80.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.89 +9.6
10802 | AAE | CP-OFDM, 90.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.87 +8.6
10803 | AAF | CP-OFDM, 100.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.93 +9.6
10805 | AAE | CP-OFDM, 10.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.34 +9.6
10806 | AAD | CP-OFDM, 15.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD B8.37 +9.6
10809 | AAE | CP-OFDM, 30.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.34 +9.6
10810 | AAF | CP-OFDM, 40.0 MHz, QPSK, 30kHz, 100.0% DG, 50% RB 5G NR FR1 TDD 8.34 +0.6
10812 | AAF | CP-OFDM, 60.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.35 19.6
10817 | AAG | CP-OFDM, 5.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.35 +9.6
10818 | AAE | CP-OFDM, 10.0MHz, QPSK, 30kHz, 100,0% DG, 100% RB 5G NR FR1TDD 8.94 +9.6
10819 | AAD | CP-OFDM, 15.0MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TPD 8.33 +9.6
10820 | AAE | CP-OFDM, 20.0MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.20 +9.6
10821 | AAD | CP-OFDM, 25.0 MHz, QFSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.41 196
10822 | AAE | CP-OFDM, 30.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.41 +9.6
10823 | AAF | CP-OFDM, 40.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8,36 19.6
10824 | AAE | CP-OFDM, 50.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.39 +9.8
10825 | AAF ( CP-OFDM, 60.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.41 +9.6
10827 | AAF | CP-OFDM, 80.0 MHz, QPSK, 30kHz, 100.0% DG, 100% RB 5G NR FR1 TDD B.42 +9.8
10828 | AAE | CP-OFDM, 20.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.43 +9.6
10828 | AAF | CP-OFDM, 100.0 MHz, QPSK, 30kHz, 100.0% DG, 100% RB 5G NR FRt TDD 8.40 +9.6
10830 | AAE | CP-OFDM, 10.0MHz, QPSK, 80kHz, 89.8% DC, 1 RB 5G NR FR1 TDD 7.63 19.6
10831 | AAD | CP-OFDM, 15,0 MHz, QPSK, 60kHz, 29.9% DC, 1 RB 5G NR FR1 TDD 7.78 +9.6
10832 | AAE | CP-OFDM, 20.0MHz, QPSK, 80kHz, 99.9% DC, 1 RB 5G NR FR1 TDD 7.74 +9.6
10833 | AAD | CP-OFDM, 25.0 MHz, QPSK, 60 kHz, 99.9% DC, 1 RB 5G NR FR1 TDD 7.70 +9.6
10834 | AAE | CP-OFDM, 30.0MHz, QPSK, 60 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.75 +9.6
10835 | AAF | CP-OFDM, 40.0MHz, QPSK, 60kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.70 +9.6
10836 | AAE | CP-OFDM, 50.0 MHz, QPSK, 60kMz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.66 18.6
10837 | AAF | CP-OFDM, 60.0 MHz, QPSK, 60kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.68 9.6
10839 | AAF | CP-OFDM, 80.0 MHz, QPSK, 60kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.70 +9.6
10840 | AAE | CP-OFDM, 80.0 MHz, QPSK, 60kHz, 100,0% DC, 1 RB 5G NR FR1 TDD 7.67 +9.6
10841 | AAF | CP-OFDM, 100.0 MHz, QPSK, 60kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 7.1 +9.6
10843 | AAD | CP-OFDM, 15.0 MHz, QPSK, 60 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.49 196
10844 | AAE | CP-QFDM, 20.0 MHz, QPSK, 60 kHz, 100.0% DC, 50% RB 5G NRFR1TDD 8.34 +9.6
10846 | AAE | CP-OFDM, 30.0 MHz, QPSK, 60 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 8.41 9.6
10854 | AAE | CP-OFDM, 10.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.34 +9.6
10855 | AAD | CP-OFDM, 15.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.36 +9.6
10856 | AAE | CP-OFDM, 20.0 MHz, QFSK, 80 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.37 19.6
10857 | AAD | CP-OFDM, 25.0 MHz, QPSK, 60 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.35 +9.6
10858 | AAE | CP-OFDM, 30.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 836 196
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10859 | AAF | CP-OFDM, 40.0MHz, QPSK, 60kHz, 100.0% DC, 100% R8 5G NR FR1 TDD 8.34 +8.6
10860 | AAE | CP-OFDM, 50.0 MHz, QPSK, 80kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.41 +9.6
10861 | AAF | CP-OFDM, 60.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.40 +9.6
10863 | AAF | CP-OFDM, 80.0 MHz, QPSK, 60kHz, 100.0% DG, 100% RB 5G NR FR1 TDD 8.41 9.6
10864 | AAE | CP-OFDM, 80.0 MHz, QPSK, 60kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 8.37 +9.6
10865 | AAF | CP-OFDM, 100.0 MHz, QPSK, 60kHz, 100.0% DC, 100% R8 5G NR FR1 TDD 8.41 19.6
10866 | AAF | DFT-s-OFDM, 100,0 MHz, QPSX, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 +9.6
10868 | AAF | DFT-s-OFDM, 100.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.89 +9.6
10869 | AAE | DFT-s-OFDM, 100.0 MHz, QPSK, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 5.75 8.6
10870 | AAE | DFT-s-OFDM, 100.0 MHz, QPSK, 120kHz, 100.0% DC, 100% RB | 5G NR FR2 TDD 5.86 +9.6
10871 | AAE | DFT-s-OFDM, 100.0 MHz, 16QAM, 120kHz, 100.0% DC, i RB 5G NR FR2 TDD 5.75 19.6
10872 | AAE | DFT-s-OFDM, 100.0 MHz, 16QAM, 120kHz, 100.0% DC, 100% RB | 5G NR FR2 TDD 652 $9.6
10873 | AAE | DFT-s-OFDM, 100.0 MHz, 64QAM, 120 kHz, 100.0% DC, 1 RB 5G NR FR2 TBD 6.51 +9.6
10874 | AAE | DFT-s-OFDM, 100.0 MHz, 64QAM, 120 kHz, 100,0% DC, 100% BB | 5G NR FR2 TDD 6.65 9.6
10875 | AAE | CP-OFDM, 100.0 MHz, QPSK, 120kHz, 100.0% DC, 1 RB 6G NR FR2 TDD 7.78 +9.6
10876 | AAE | CP-OFDM, 100.0 MHz, QPSK, 120 kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 8.39 +9.6
10877 | AAE | CP-OFDM, 100.0MHz, 16QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 7.95 +9.6
10878 | AAE | CP-OFDM, 100.0MHz, 16QAM, 120kHz, 100.0% DG, 100% RB 5G NR FR2 TDD 8.41 +9.6
10879 | AAE | CP-OFDM, 100.0MHz, 64QAM, 120kHz, 100.0% DC, i RB 5G NB FR2 TDD 8.12 19.6
10880 | AAE | CP-OFDM, 100.0 MHz, 64QAM, 120 kHz, 100.0% DC, 100% RB 5G NR FR2 TDD B.38 +9.6
10881 | AAE | DFT-s-OFDM, 50.0 MHz, QPSK, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 5.75 +9.6
10882 | AAE | DFT-s-OFDM, 50.0 MHz, QPSK, 120kHz, 100.0% DG, 100% RB 5G NR FR2 TDD 5.96 19.6
10883 | AAE | DFT-s-OFDM, 50.0 MHz, 16QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 6.57 +9.6
10884 | AAE | DFT-5-OFDM, 50.0 MHz, 16QAM, 120kHz, 100.0% DC, 100% RE | 5G NR FR2 TDD 6.53 +9.6
10885 | AAE | DFT-s-OFDM, 50.0 MHz, 64QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD B.61 19.6
10B86 | AAE | DFT-s-OFDM, 50.0 MHz, 64QAM, 120kHz, 100.0% DG, 100% RB | 5G NR FR2 TDD 6.65 +9.6
10887 [ AAE | CP-OFDM, 50.0MHz, QPSK, 120kHz, 99.9% DC, 1 RB 5G NR FR2 TCD 7.78 +9.6
10888 | AAE | CP-OFDM, 50.0MHz, QPSK, 120 kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 835 +9.6
10889 | AAE | CP-OFDM, 50.0MHz, 16QAM, 120kHz, 100.0% DC, 1 RB 5G NRFR2 TDD 8.02 +9.6
10890 | AAE | CP-OFDM, 50.0 MHz, 16QAM, 120 kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 8.40 +9.6
10891 | AAE | CP-OFDM, 50.0MHz, 64QAM, 120kHz, 100.0% DC, 1 RB 5G NR FR2 TDD 8.13 +9.6
10802 | AAE | CP-OFDM, 50.0 MHz, 64QAM, 120kHz, 100.0% DC, 100% RB 5G NR FR2 TDD 8.41 +9.6
10897 | AAE | DFT-s-OFDM, 5.0 MHz, QPSK, 30kHz, 99.9% DC, 1 RB 5G NR FR1 TDD 5.66 +9.6
10888 | AAC | DFT-s-CFDM, 10.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.67 +9.6
10899 | AAB | DFT-s-OFDM, 15.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.67 +9.6
10800 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 +9.6
10901 | AAB | DFT-5-OFDM, 25.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 +9.6
10802 | AAC | DFT-s-OFDM, 30.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RE 5G NR FR1 TDD 5.68 9.6
10903 | AAD | DFT-s-OFDM, 40.0 MHz, QPSK, 30 kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 568 +9.6
10804 | AAC | DFT-s-OFDM, 50.0MHz, QPSK, 30 kHz, 100.0% OC, 1 RB 5G NR FR1 TDD 5.68 +9.6
10905 | AAD | DFT-s-OFDM, 60,0 MHz, QPSK, 30%Hz, 100.0% DC, 1 AB 5G NR FR1 TDD 5.68 +8.6
10906 | AAD | DFT-s-OFDM, B0.0 MHz, QPSK, 30kHz, 100.0% DC, 1 RB 5G NR FR1 TDD 5.68 8.6
10907 | AAE | DFT-s-OFDM, 5.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1TDD 5.78 +9.6
10908 | AAC | DFT-s-OFDM, 10.0 MHz, QPSK, 30kHz, 100.0% DG, 50% RB 5G NR FR1 TDD 5.93 +9.6
10209 | AAB | DFT-s-OFDM, 16.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.96 +9.6
10910 | AAC | DFT-s-OFDM, 20,0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.83 +9.6
10011 | AAB | DFT-5-OFDM, 25.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5,93 +8.6
10912 | AAC | DFT-s-OFDM, 30.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.84 19.6
10913 | AAD | DFT-s-OFDM, 40.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.84 +9.6
10914 | AAC | DFT-s-OFDM, 50.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 585 +9.6
10915 | AAD | DFT-s-OFDM, 80.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.83 +9.6
10916 | AAD | DFT-s-OFDM, 80.0 MHz, QPSK, 30 kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 587 +9.6
10817 | AAD | DFT-s-OFDM, 100.0 MHz, QPSK, 30kHz, 100.0% DC, 50% RB 5G NR FR1 TDD 5.94 +9.6
10918 | AAE | DFT-5-OFDM, 5.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.86 9.6
10919 | AAC | DFT-s-OFDM, 10.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 6G NR FR1TDD 5.86 +9.6
10920 | AAB | DFT-s-OFDM, 15.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.87 +9.6
10921 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 504 9.6
10022 | AAB | DFT-s-OFDM, 25.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.82 +9.6
10923 | AAC | DFT-s-OFDM, 30.0 MHz, QPSK, 30kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.84 +9.6
10924 | AAD | DFT-5-OFDM, 40.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.84 +9.6
10925 | AAC | DFT-s-OFDM, 50.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.95 +9.6
10926 | AAD | DFT-s-OFDM, 60.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% RB 5G NR FR1 TDD 5.84 9.6
10927 | AAD | DFT-s-OFDM, B0.0 MHz, QPSK, 30 kHz, 100.0% DC, 100% AB 5G NR FR1 TDD 594 +9.6
10928 | AAD | DFT-s-OFDM, 5.0 MHz, QPSK, 15kHz, 1 AB 5G NR FR1 FDD 552 18.6
10922 | AAD | DFT-s-OFDM, 10.0MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 552 +9.6
10930 | AAC | DFT-s-OFDM, 15.0MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5.52 8.6
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10931 | AAC | DFT-s-OFDM, 20.0MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5.51 6.6
10932 | AAC | DFT-s-OFDM, 25.0MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 5.51 196
10833 | AAC | DFT-s-OFDM, 30.0MHz, QPSK, 15kHz, 1 BB 5G NR FR1 FDD 5.51 +9.6
10934 | AAC | DFT-s-OFDM, 40.0MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 551 +9.6
10935 | AAD | DFT-s-OFDM, 50.0 MHz, QPSK, 15kHz, 1 RB 5G NR FR1 FDD 551 196
10936 | AAD | DFT-s-OFDM, 5.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.90 +9.6
10937 | AAD | DFT-s-OFDM, 10.0MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.77 19.6
10938 | AAC | DFT-s-CFDM, 15.0 MHz, QPSK, 15 kHz, 50% RB 5G NR FR1 FDD 5.90 19.6
10038 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 16kHz, 50% RB 5G NR FR1 FDD 582 +9.6
10940 | AAC | DFT-s-OFDM, 25.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.89 +9.6
10941 [ AAC | DFT-s-OFDM, 30.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.83 +9.6
10942 | AAC | DFT-s-OFDM, 40.0 MHz; QPSK, 15 kHz, 50% AB 5G NR FR1 FDD 5.85 19.6
10943 | AAD | DFT-s-OFDM, 50.0 MHz, QPSK, 15kHz, 50% RB 5G NR FR1 FDD 5.95 +9.6
10844 | AAD | DFT-s-OFDM, 5.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.81 +9.6
10945 | AAD | DFT-s-OFDM, 10.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.85 9.6
10946 | AAC | DFT-s-OFDM, 15.0 MHz, QPSK, 15kHz, 100% R8 5G NR FR1 FDD 5.83 9.6
10947 | AAC | DFT-s-OFDM, 20.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.87 196
10948 | AAC | DFT-s-OFDM, 25.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.94 +9.6
10949 | AAC | DFT-s-OFDM, 30.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.87 9.6
10950 | AAC | DFT-s-OFDM, 40.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.94 +9.6
10951 | AAD | DFT-s-OFDM, 50.0 MHz, QPSK, 15kHz, 100% RB 5G NR FR1 FDD 5.92 +9.6
10978 | AAA | BDR, 1.0 MHz, 76.7% DC ULLA 1.18 +9.6
10679 | AAA | HDR4, 2.0MHz, 25.1% DC uLLA 8.58 198
10880 | AAA | HDRS, 4.0MHz, 16.5% DC ULLA 10.32 +9.6
10981 | AAA | HDRpd, 2.0 MHz, 89.0% DC ULLA 3.19 9.6
10982 | AAA | HDRp8, 4.0MHz, 80.3% DC ULLA 3.43 +9.6
11013 | AAB | EHT320, MCS1 (272.0 Mbps), 100.0% DC WLAN 8.47 +9.6
11014 | AAB | EHT320, MCS2 (408.0 Mbps), 100.0% DC WLAN 8.45 196
11015 | AAB | EHT320, MCS3 {544.0 Mbps), 100.0% DC WLAN 8.44 +9.6
11016 | AAB | EHT320, MCS4 (817.0 Mbps), 100.0% DC WLAN 8.44 +9.6
11017 | AAB | EHT320, MCS5 (1089.0 Mbps}, 100.0% DG WLAN §.41 +9.6
11018 | AAB | EHT320, MCS6 (1225.0 Mbps), 100.0% DC WLAN 8.40 +9.6
11019 | AAB | EHT320, MCS7 (1361.0 Mbps), 100.0% DC WLAN 8.29 9.6
11020 | AAB | EHT320, MCSB (1833.0 Mbps), 100.0% DG WLAN 8.27 +9.6
11021 | AAB | EHT320, MCS9 (1815.0 Mbps), 100.0% DC WLAN B.46 +9.6
11022 | AAB | EHT320, MCS10 (2042.0 Mbps), 100.0% DC WLAN 8.38 +9.6
11023 | AAB | EHT320, MCS11 (2269.0 Mbps), 100.0% DC WLAN 8.08 9.6
11024 | AAB | EHT320, MCS12 (2450.0 Mbps), 100.0% DG WLAN 8.42 9.6
11025 | AAB | EHT320, MCS13 (2722,0 Mbps), 100.0% DC WLAN 8.37 +9.6
11026 | AAB | EHT320, MCS0 (136.0 Mbps), 100.0% DC WLAN 8.39 9.6

E Uncertainty is determined using the max, deviation from linear response applying rectangular distribution and is expressed

for the square of the field value.
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