@ clement

MEASUREMENT REPORT
FCC PART 15.407 / ISED RSS-247 UNII 5 GHz 802.11a/n/ac/ax/be (OFDM)

Applicant Name:
Apple Inc.

One Apple Park Way
Cupertino, CA 95014
United States

Date of Testing:

04/23/2026 - 07/02/2026
Test Report Issue Date:

9/10/2026
Test Site/Location:

Element Materials Technology, Morgan Hill, CA, USA

Test Report Serial No.:
1C2604030025-09-R5.BCG

FCC ID: BCGA3595
IC: 579C-A3595
APPLICANT: Apple Inc.
Application Type: Certification
Model/HVIN: A3595

EUT Type: Tablet Device

Frequency Range:
Modulation Type:
FCC Classification:
FCC Rule Part(s):
ISED Specification:

Test Procedure(s):

5180 — 5825 MHz
OFDM

Unlicensed National Information Infrastructure (UNII)

Part 15 Subpart E (15.407)
RSS-247 Issue 4
ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to

C63.10a-2024, KDB 789033 D02 v02r01

KDB 662911 D01 v02r01

This equipment has been shown to be capable of compliance with the applicable technical standards as indicated in the measurement
report and was tested in accordance with the measurement procedures specified in ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 +

Errata to C63.10a-2024 and KDB 789033 D02 v02r01. Test results reported herein relate only to the item(s) tested.

| attest to the accuracy of data. All measurements reported herein were performed by me or were made under my supervision and are
correct to the best of my knowledge and belief. | assume full responsibility for the completeness of these measurements and vouch for the
qualifications of all persons taking them.

7

v
R] Ortanez

VP - Connected Technologies

N REDITED)

CERT #2041.02

FCC ID: BCGA3595
IC: 579C-A3595

MEASUREMENT REPORT
(CERTIFICATION)

Test Dates:

04/23/2026 - 07/02/2026

EUT Type:
Tablet Device

Approved by:
Technical Manager

Test Report S/N:
1C2604030025-09-R5.BCG

This report is Blockchain Verified. To verify the report authenticity, please visit
https://www.blockchain-verified.com or by clicking on the Blockchain logo.

Page 1 of 267

V 12.0 03/03/2026

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
permission in writing from Element Materials Technology. If you have any questions about this or have an enquiry about obtaining additional rights to this report or assembly of contents thereof,

please contact ct.info@element.com.


https://www.blockchain-verified.com/
https://www.blockchain-verified.com/

@ clement

Revision Summary

Revision Date Comments Revised By
- 07/14/2026 Initial Release WKR010037
R1 07/24/2026 Addressed comments in sections 7.2, 7.3 and 7.4 WKRO007358
R2 08/25/2026 Addressed comments in sections 7.2 and 7.6 WKRO007358
R3 08/26/2026 Addressed comments in sections 7.4, 7.6 WKR010037
R4 08/27/2026 Addressed comments in sections 7.2, 7.4 WKR010037
R5 9/3/2026 Adressed comments in sections 7.4, 7.6 and 7.7 WKR005796
FCC ID: BCGA3595 MEASUREMENT REPORT | Test Dates: EUT Type: Approved by:
IC: 579C-A3595 (CERTIFICATION) 04/23/2026 - 07/02/2026 Tablet Device Technical Manager

Test Report S/N:
1C2604030025-09-R5.BCG

This report is Blockchain Verified. To verify the report authenticity, please visit
https://www.blockchain-verified.com or by clicking on the Blockchain logo.

L o

Page 2 of 267

V 12.0 03/03/2026

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
permission in writing from Element Materials Technology. If you have any questions about this or have an enquiry about obtaining additional rights to this report or assembly of contents thereof,
please contact ct.info@element.com.



https://www.blockchain-verified.com/
https://www.blockchain-verified.com/

@ clement

TABLE OF CONTENTS

1.0 L I (10 10 1T OSSPSR 6
1.1 1ol o] o= T T T OSSO PO O PP UP R OPPPPTOPPPPRIN 6
1.2 Element Materials TEChNOIOgy TeSt LOCAION .......ccccuiiiiiiiii ittt et e et bae e e 6
1.3 Test FaCility / ACCTEAITATIONS ..........iiiiiiie ettt ettt e e bt e e ettt e e bb et e e bb et e aabe e e e nbe e e e nb e e e nabeeeaanteee s 6
2.0 PRODUCT INFORMATION ...ttt ettt ettt etttk e e bt et e et et o2t e eoa e e et e e e et e b e e 1a bt et e e Sa et e eh et ee bt e b et em e e e ne b e e neeeneeenteennbeenneeenteas
21 Equipment Description ..
2.2 (Do Tt = ToT=T o111 =T PP SPRRN
2.3 P g1 (=T gL aT= T B T=t T o]y o} T o PSP SPRRN
2.4 Test Support Equipment .
2.5 TSt CONTIGUIATION ...ttt e e h e e et e e ettt e e eab e e e ettt e e st e e e e eab e e e e be e e e eate e e e sab e e e sbeeeeeaenes
2.6 SOftWAre @nd FIMMWATE ... ...ttt oottt e e e ettt eeee e e e e eeteeeeae e e nnbeeeeaeeeaamsnseeeeeeeaannseseeaaeaeaannneeeaaaeann
2.7 EMI Suppression Device(S)/MOTIfICAtIONS. ...........uiiiiiiiiie ettt ettt e st e e e e e s e saaeeeeane 13
3.0 DESCRIPTION OF TESTS ... eitiiieititatee ittt estee et estee et e ssee e teesseeeaeeam et e seeeamseeaa et eaeeees et e st e am e e e s et enseeaa et ameeeem et e aaeeamseeaneeenteennseeneeanteenneeans 14
3.1 LA =10 [o T T oo =Y [ = OSSP UUSTSERRE 14
3.2 P O (g TN @) o 0 Tox (=T N =1 0171 o] =SS SURPSSRR 14
3.3 =T L= (= To l = 4TI TS (o] o1 PSP PPP ST UPPPUPPTRt
3.4 Environmental Conditions
4.0 ANTENNA REQUIREMENTS ... ittt ittt ettt sttt a e et e ee e e et e em e et e e es et e et e am et e e e e em e e e em e e emse e s e e emeeeameeeneeemeeenneeenneennes 16
5.0 MEASUREMENT UNCERTAINTY ..ttt ettt ettt ettt ettt et e st e e e e es e e sa e e et et et e mt e e emeeemee e emeeeaaeeamseeneeemteenmneeneeanteenneeans 17
6.0 TEST EQUIPMENT CALIBRATION DATA .. eeteeititte ettt ettt ettt ettt e e e sttt e e h bt e e ettt e e ambe e e e aab e e e eabeeeeambe e e e nbeeeemteeeeanneeeeanbeeesnseeaesnnees 18
7.0 LTSI S 10 S SRS 19
7.1 T80T 4= oYU SU PRI 19
7.2 26 dB & 99% BandWidthi....... ..o et e e b et e e b bt e e bt e e e be e e e e nbb e e e abe e e e beeeeannees 20
7.3 (S| = T 2= TaTo 1N To o SRR PPRR 33
7.4 Transmitter Output Power and MaxX EIRP ..........cooiiiii ettt et e e 43
7.5 Maximum POWET SPECITAI DENSILY .........uiiiiiiiieiiii ettt ettt e ekt e e e bt e e st e e e ettt e e e sbe e e e sabeeeseneeeanes 68
7.6 Radiated Spurious EmMISSIONS — ADOVE 1 GHZ.......coouiiiiiiiiiiiii ettt et 125
7.7 Radiated Spurious EmiSSIONs — BEIOW 1 GHZ .......oouiiiiiiiie ettt e e e e e e beeeaennee s 247
7.8 AC Line-Conducted Emissions
8.0 L0 L TS [ PR
FCC ID: BCGA3595 MEASUREMENT REPORT | Test Dates: EUT Type: Approved by:
IC: 579C-A3595 (CERTIFICATION) 04/23/2026 - 07/02/2026 Tablet Device Technical Manager
Test Report S/N: =| This report is Blockchain Verified. To verify the report authenticity, please visit Page 3 of 267
1C2604030025-09-R5.BCG L https://www.blockchain-verified.com or by clicking on the Blockchain logo.

V 12.0 03/03/2026

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
permission in writing from Element Materials Technology. If you have any questions about this or have an enquiry about obtaining additional rights to this report or assembly of contents thereof,
please contact ct.info@element.com.



https://www.blockchain-verified.com/
https://www.blockchain-verified.com/

@ clement

MEASUREMENT REPORT

IC: 579C-A3595

(CERTIFICATION)

04/23/2026 - 07/02/2026

Tablet Device

SISO CDD/SDM Primary CDD/SDM Diversity
Channel Tx Antenna WF5T Antenna WF5B Antenna WF8 Summed Summed
UNII Band | Bandwidth Mode Frequency
(MHz) (MHz) Max. Power|Max. Power(Max. Power|Max. Power|Max. Power|Max. Power|Max. Power|Max. Power|Max. Power|Max. Power
(mW) (dBm) (mW) (dBm) (mW) (dBm) (mW) (dBm) (mW) (dBm)
1 802.11a/n  [5180 - 5240| 117.490 20.70 88.920 19.49 85.704 19.33 132.434 21.22 133.045 21.24
2A 20 802.11a/n  |5260 - 5320| 117.490 20.70 84.918 19.29 88.308 19.46 124.738 20.96 123.310 20.91
2C 802.11a/n  |5500 - 5720| 115.611 20.63 88.105 19.45 86.696 19.38 129.122 21.11 131.826 21.20
3 802.11a/n |5745 - 5825| 108.893 20.37 87.700 19.43 87.700 19.43 174.985 22.43 175.388 22.44
1 802.11n 5190 - 5230 113.763 20.56 89.125 19.50 86.896 19.39 168.267 22.26 160.325 22.05
2A 802.11n 5270 - 5310| 115.878 20.64 84.723 19.28 86.696 19.38 165.577 22.19 162.181 22.10
2C 40 802.11n 5510 - 5710 117.220 20.69 85.507 19.32 86.298 19.36 169.434 22.29 174.985 22.43
3 802.11n 5755 - 5795| 112.202 20.50 88.716 19.48 82.414 19.16 169.434 22.29 167.109 22.23
1 802.11ac 5210 31.046 14.92 29.040 14.63 31.046 14.92 43.251 16.36 43.551 16.39
2A 80 802.11ac 5290 44.259 16.46 35.075 15.45 34.834 15.42 53.088 17.25 51.880 17.15
2C 802.11ac  [5530 - 5690| 108.393 20.35 87.297 19.41 88.920 19.49 162.930 22.12 164.816 2217
3 802.11ac 5775 79.433 19.00 71.614 18.55 72.611 18.61 149.279 21.74 157.398 21.97
1 160 802.11ac 5250 25.003 13.98 23.496 13.71 24.322 13.86 43.752 16.41 43.251 16.36
2C 802.11ac 5570 18.408 12.65 17.579 12.45 18.578 12.69 35.237 15.47 36.559 15.63
1 802.11be (SU)|5180 - 5240| 115.611 20.63 89.125 19.50 85.507 19.32 131.522 21.19 132.739 21.23
2A 20 802.11be (SU)|5260 - 5320| 116.145 20.65 84.140 19.25 86.298 19.36 131.826 21.20 132.739 21.23
2C 802.11be (SU)|5500 - 5720 114.815 20.60 84.723 19.28 84.723 19.28 131.522 21.19 131.826 21.20
3 802.11be (SU)|5745 - 5825| 107.647 20.32 86.896 19.39 88.512 19.47 171.396 22.34 171.002 22.33
1 802.11be (SU)|5190 - 5230| 114.288 20.58 80.353 19.05 85.901 19.34 164.437 22.16 161.436 22.08
2A 0 802.11be (SU)|5270 - 5310 93.111 19.69 85.507 19.32 87.297 19.41 165.959 22.20 161.436 22.08
2C 802.11be (SU)|5510 - 5710| 110.662 20.44 86.497 19.37 85.310 19.31 175.792 22.45 175.792 22.45
3 802.11be (SU)|5755 - 5795| 111.686 20.48 88.105 19.45 81.846 19.13 173.380 22.39 172.584 22.37
1 802.11be (SU) 5210 24.946 13.97 23.496 13.71 22.542 13.53 44.055 16.44 44.157 16.45
2A 80 802.11be (SU) 5290 37.584 15.75 31.189 14.94 29.854 14.75 53.951 17.32 52.723 17.22
2C 802.11be (SU)|5530 - 5690| 116.413 20.66 82.794 19.18 83.368 19.21 169.824 22.30 172.187 22.36
3 802.11be (SU) 5775 63.533 18.03 69.024 18.39 69.343 18.41 114.815 20.60 114.288 20.58
1 160 802.11be (SU) 5250 24.946 13.97 23.714 13.75 24.604 13.91 44.259 16.46 43.853 16.42
2C 802.11be (SU) 5570 18.450 12.66 17.579 12.45 16.711 12.23 34.674 15.40 34.674 15.40
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SISO CDD/SDM Primary CDD/SDM Diversity
Channel Tx Antenna WF5T Antenna WF5B Antenna WF8 Summed Summed
UNII Band | Bandwidth Mode Frequency
(MHz) (MHz) Max. Power|Max. Power(Max. Power|Max. Power|Max. Power|Max. Power|Max. Power|Max. Power|Max. Power|Max. Power
(mW) (dBm) (mWw) (dBm) (mW) (dBm) (mW) (dBm) (mW) (dBm)
1 802.11a/n [5180 - 5240| 46.452 16.67 47.643 16.78 48.084 16.82 47.206 16.74 47.098 16.73
2A 20 802.11a/n  |5260 - 5320| 116.681 20.67 84.918 19.29 87.498 19.42 120.781 20.82 119.674 20.78
2C 802.11a/n  |5500 - 5720| 115.611 20.63 88.105 19.45 86.497 19.37 129.122 21.11 131.826 21.20
3 802.11a/n |5745 - 5825| 108.393 20.35 87.498 19.42 87.096 19.40 174.985 22.43 175.388 22.44
1 802.11n 5190 - 5230 67.298 18.28 63.680 18.04 64.269 18.08 66.834 18.25 65.013 18.13
2A 802.11n 5270 - 5310| 115.878 20.64 84.723 19.28 86.696 19.38 165.577 22.19 162.181 22.10
2C 40 802.11n 5510 - 5710 116.950 20.68 85.507 19.32 86.298 19.36 169.434 22.29 170.608 22.32
3 802.11n 5755 - 5795| 112.202 20.50 88.716 19.48 82.224 19.15 169.434 22.29 167.109 22.23
1 802.11ac 5210 30.903 14.90 30.832 14.89 30.903 14.90 42.364 16.27 42.170 16.25
2A 80 802.11ac 5290 44.259 16.46 35.075 15.45 34.754 15.41 53.088 17.25 51.880 17.15
2C 802.11ac  [5530 - 5690| 108.143 20.34 86.896 19.39 88.920 19.49 162.930 22.12 164.816 2217
3 802.11ac 5775 79.433 19.00 71.614 18.55 72.611 18.61 149.279 21.74 157.398 21.97
1 160 802.11ac 5250 24.774 13.94 22.491 13.52 24.378 13.87 42.073 16.24 41.495 16.18
2C 802.11ac 5570 18.408 12.65 17.579 12.45 18.578 12.69 35.237 15.47 36.559 15.63
1 802.11be (SU)|5180 - 5240| 48.195 16.83 50.003 16.99 45.604 16.59 47.424 16.76 48.865 16.89
2A 20 802.11be (SU)|5260 - 5320| 114.551 20.59 83.368 19.21 86.099 19.35 128.825 21.10 130.617 21.16
2C 802.11be (SU)|5500 - 5720 114.815 20.60 83.946 19.24 84.723 19.28 131.522 21.19 131.220 21.18
3 802.11be (SU)|5745 - 5825| 107.647 20.32 86.298 19.36 88.105 19.45 168.267 22.26 164.437 22.16
1 802.11be (SU)|5190 - 5230| 67.143 18.27 65.013 18.13 64.269 18.08 67.920 18.32 65.615 18.17
2A 0 802.11be (SU)|5270 - 5310 93.111 19.69 85.507 19.32 87.297 19.41 165.959 22.20 161.436 22.08
2C 802.11be (SU)|5510 - 5710| 110.662 20.44 86.497 19.37 82.985 19.19 174.181 22.41 175.792 22.45
3 802.11be (SU)|5755 - 5795| 111.173 20.46 88.105 19.45 81.658 19.12 173.380 22.39 172.584 22.37
1 802.11be (SU) 5210 23.714 13.75 25.061 13.99 25.119 14.00 42.954 16.33 43.053 16.34
2A 80 802.11be (SU) 5290 37.584 15.75 31.189 14.94 29.854 14.75 53.951 17.32 52.723 17.22
2C 802.11be (SU)|5530 - 5690| 115.878 20.64 82.794 19.18 80.910 19.08 169.824 22.30 171.791 22.35
3 802.11be (SU) 5775 63.533 18.03 69.024 18.39 69.343 18.41 114.815 20.60 114.288 20.58
1 160 802.11be (SU) 5250 23.335 13.68 22.439 13.51 24.491 13.89 44.259 16.46 43.853 16.42
2C 802.11be (SU) 5570 18.454 12.66 17.559 12.45 16.696 12.23 42.658 16.30 38.726 15.88
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1.0 INTRODUCTION

1.1 Scope

Measurement and determination of electromagnetic emissions (EMC) of radio frequency devices including
intentional and/or unintentional radiators for compliance with the technical rules and regulations of the Federal
Communications Commission and the Innovation, Science and Economic Development Canada.

1.2 Element Materials Technology Test Location

These measurement tests were conducted at the Element Materials Technology facility located at 18855 Adams
Court, Morgan Hill, CA 95037. The measurement facility is compliant with the test site requirements specified in
ANSI C63.4-2014 and KDB 414788 D01 v01r01.

1.3 Test Facility / Accreditations
Measurements were performed at Element Materials Technology located in Morgan Hill, CA 95037, U.S.A.

e Element Materials Technology is an ISO 17025-2017 accredited test facility under the American Association
for Laboratory Accreditation (A2LA) with Certificate number 2041.02 for Specific Absorption Rate (SAR),
Hearing Aid Compatibility (HAC) testing, where applicable, and Electromagnetic Compatibility (EMC) testing for
FCC and Innovation, Science, and Economic Development Canada rules.

e Element Washington DC LLC TCB is a Telecommunication Certification Body (TCB) accredited to ISO/IEC
17065-2012 by A2LA (Certificate number 2041.03) in all scopes of FCC Rules and ISED Standards (RSS).

o Element Materials Technology facility is a registered test laboratory with the site description on file with ISED
(Wireless Test Lab number 22831) and FCC (Designation Number US1163).

e Element Washington DC LLC is a Recognized U.S. Certification Assessment Body (CAB # US0110) for ISED
Canada as designated by NIST under the U.S. and Canada Mutual Recognition Agreements (MRAs).
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2.0 PRODUCT INFORMATION

21 Equipment Description

The Equipment Under Test (EUT) is the Apple Tablet Device FCC ID: BCGA3595 and IC: 579C-A3595. The test
data contained in this report pertains only to the emissions due to the EUT’s UNII 802.11a/n/ac/ax/(SU)/be(SU)
transmitter.

Test Device Serial No.: CF56QJFHKP, DO7K2MK6MX, LC7WJ2KYTJ, HOHHS60001S0001D9D,
H9HHS60007X0001D9C

2.2 Device Capabilities

This device contains the following capabilities:

802.11b/g/n/ax/be WLAN, 802.11a/n/ac/ax/be UNII (5 GHz and 6 GHz), 802.15.4, Bluetooth (1x, EDR, LE, HDR,
HDT, BTCS), Narrowband (NB) UNII (5 GHz and 6 GHz), WPT.

This device supports BT Beamforming

This device supports channel puncturing and channel bandwidth reduction.
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Band 1 Band 2A Band 2C Band 3
Ch. | Frequency (MHz) Ch. | Frequency (MHz) Ch. | Frequency (MHz) Ch. | Frequency (MHz)
36 5180 52 5260 100 5500 149 5745
42 5210 56 5280 116 5580 157 5785
48 5240 64 5320 144 5720 165 5825
Table 2-1. 802.11a/n/ac/ax/be (20 MHz BW) Frequency / Channel Operations
Band 1 Band 2A Band 2C Band 3
Frequency Frequency Frequency Frequency
Ch. (MHz) Ch. (MHz) Ch. (MHz) Ch. (MHz)
38 5190 54 5270 102 5510 151 5755
46 5230 62 5310 110 5550 159 5795
142 5710
Table 2-2. 802.11n/ac/ax/be (40 MHz BW) Frequency / Channel Operations
Band 1 Band 2A Band 2C Band 3
Ch. | Frequency (MHz) Ch. | Frequency (MHz) Ch. | Frequency (MHz) Ch. | Frequency (MHz)
42 5210 58 5290 106 5530 155 5775
138 5690

Table 2-3. 802.11ac/ax/be (80 MHz BW) Frequency / Channel Operations

Band 1 Band 2A Band 2C
Ch. | Frequency (MHz) Ch. Frequency (MHz) Ch. | Frequency (MHz)
50 5250 50 5250 114 5570

Table 2-4. 802.11ac/ax/be (160 MHz BW) Frequency / Channel Operations
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5 GHz NIl operation is possible in 20 MHz, and 40 MHz, 80 MHz, and 160 MHz channel bandwidths. The maximum
achievable duty cycles for all modes were determined based on measurements performed on a spectrum analyzer
in zero-span mode with RBW = 8 MHz, VBW = 50 MHz, and detector = peak per the guidance of Section B)2)b)
KDB 789033 D02 v02r01 and ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024. The RBW
and VBW were both greater than 50/T, where T is the minimum transmission duration, and the number of sweep
points across T was greater than 100. The duty cycles are as follows:

Duty Cycle [%]
802.11 Mode/Band Antenna WF5T Antenna WF5B Antenna WF8 CDD/SDM Primary CDD/SDM Diversity
D”"E,/f]”"'e DCCF [dB] D”“{.,/f]yc'e DCCF [dB] D”“{.,/f]yc'e DCCF [dB] D“‘{,/f]“'e DCCF [dB] D““{,,/S]W'e DCCF [dB]
(Low Dota Rate) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
(Mid Data Rate) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
(High Data Rate) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
Low (D*;Z‘Qate) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
M ggjgate) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
(High g';EgOI%ate) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
Low (D';I:‘Qate) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
o gg:?gate) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
(High (DHaTt;‘OF{ate) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
Lo HT %(Qte) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
(e T BR(;{E) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
(Hia %’:tlsé’;te) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
(Lij,(\é;‘t?ggt)e) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
(hj‘;(g:t?ggge) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
(H?gh(\g;gg?te) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
;’fﬁ“ga(g”g;g; 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
mggggg‘;gg; 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
(ﬁgiUD);Engg) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
?Lecg\?/UD)a(tEaHI;r;g; 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
l(’,\‘jl(slgaig‘:g)) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
(ﬁgiuga(g'g;‘g) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
35;3%);;“;;2; 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
?ﬁﬁi@aﬁg'@g; 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
(ﬁg“ga(fa“;:g) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
2?&,3“&?:;;?3 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
b(iﬁ,Ué;;EaH;;ZO)) 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000 100.000 0.000
‘zﬁfjﬁ%ﬁ:;ﬁ;’; 100.000 0.000 97.432 0.113 100.000 0.000 100.000 0.000 100.000 0.000

Table 2-4. Measured Duty Cycles

CDD/SDM Primary = Antenna WF5T + Antenna WF5B
CDD/SDM Diversity = Antenna WF5T + Antenna WF8
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The device employs MIMO technology. Below are the possible configurations.

— ] SISO CDD SDM STBC
WRITF e WF5T WF5B WF8 WF5T WF5B WF8 WF5T WF5B WF8 WF5T WF5B WF8
11a v v v v v v x x x x x x
11n
(20 MHz) v v v v v v v v v v v v
11a x(SU)
(20 MH2) v v v v v v v v v v v v
11be(SU)
(20 MH2) v v v v v v v v v v v v
11n
(40 MHz) v v v v v v v v v v v v
11ax(SU)
(40 MHz) v v v v v v v v v v v v
5 11be(SU)
Ghiz (40 MH2) v v v v v v v v v v v v
11ac
(80 MH2) v v v v v v v v v v v v
11ax(SU)
(80 MHz) v v v v v v v v v v v v
11be(SU)
(80 NiHz) v v v v v v v v v v v v
11ac
(160 MHz) v v v v v v v v v v v v
11ax(SU)
(160 MHz) v v v v v v v v v v v v
11be(SU)
(160 MHz) v v v v v v v v v v v v
Table 2-5. WIFI Configurations
v'= Support ; * = NOT Support
SISO = Single Input Single Output
SDM = Spatial Diversity Multiplexing — MIMO function
CDD = Cyclic Delay Diversity - 2Tx Function
STBC = Space-Time Block Coding — 2Tx Function
The device supports the following data rates (shown in Mbps):
802.11a . OFDM (802.11ax/be)
oM UG ;przta'z: 20 MHz 40 MHz 80 MHz 160 MHz
HE EHT 0.8us Gl | 1.6ps Gl | 3.2us Gl | 0.8us Gl | 1.6us Gl | 3.2us Gl | 0.8us Gl | 1.6us Gl | 3.2us Gl | 0.8us Gl | 1.6us Gl | 3.2ps Gl
6 0 0 1 8.6 8.1 7.3 17.2 16.3 14.6 36 34 30.6 72.1 68.1 61.3
9 1 1 1 17.2 16.3 14.6 34.4 32.5 29.3 72.1 68.1 61.3 144.1 136.1 122.5 Low Rate
12 2 2 1 25.8 24.4 21.9 51.6 48.8 43.9 108.1 102.1 91.9 216.2 204.2 183.8
18 3 3 1 34.4 32.5 29.3 68.8 65 58.5 144.1 136.1 122.5 288.2 272.2 245 Mid Rate
24 4 4 1 51.6 48.8 43.9 103.2 97.5 87.8 216.2 204.2 183.8 432.4 408.3 367.5
36 & 5 1 68.8 65 58.5 137.6 130 117 288.2 272.2 245 576.5 544.4 490
48 6 6 1 77.4 73.1 65.8 154.9 146.3 131.6 324.3 306.3 275.6 648.5 612.5 551.3
54 7 7 1 86 81.3 73.1 172.1 162.5 146.3 360.3 340.3 306.3 720.6 680.6 612.5
- - 8 1 103.2 97.5 87.8 206.5 195 175.5 432.4 408.3 367.5 864.7 816.7 735 High Rate
- - 9 1 114.7 108.3 97.5 229.4 216.7 195 480.4 453.7 408.3 960.8 907.4 816.7
- 10 1 129 121.9 109.7 258.1 243.8 219.4 540.4 510.4 459.4 1080.9 1020.8 918.8
- - 11 1 143.4 135.4 121.9 286.8 270.8 243.8 600.5 567.1 510.4 1201 1134.3 1020.8
6 0 0 2 17.2 16.3 14.6 34.4 32.5 29.3 72.1 68.1 61.3 144.1 136.1 122.5
9 1 1 2 34.4 32.5 29.3 68.8 65 58.5 144.1 136.1 122.5 288.2 272.2 245 Low Rate
12 2 2 2 51.6 48.8 43.9 103.2 97.5 87.8 216.2 204.2 183.8 432.4 408.3 367.5
18 3 3 2 68.8 65 58.5 137.6 130 117 288.2 272.2 245 576.5 544.4 490 Mid Rate
24 4 4 2 103.2 97.5 87.8 206.5 195 175.5 432.4 408.3 367.5 864.7 816.7 735
36 5 5 2 137.6 130 117 275.3 260 234 576.5 544.4 490 1152.9 1088.9 980
48 6 6 2 154.9 146.3 131.6 309.7 292.5 263.3 648.5 612.5 551.3 1297.1 1225 1102.5
54 7 7 2 172.1 162.5 146.3 344.1 325 292.5 720.6 680.6 612.5 1441.2 1361.1 1225
- 8 8 2 206.5 195 175.5 412.9 390 351 864.7 816.7 735 1729.4 1633.3 1470 |HighRate
- 9 9 2 229.4 216.7 195 458.8 433.3 390 960.8 907.4 816.7 1921.6 1814.8 1633.3
- 10 10 2 258.1 243.8 219.4 516.2 487.5 438.8 1080.9 1020.8 918.8 2161.8 2041.7 1837.5
- 11 11 2 286.8 270.8 243.8 573.5 541.7 487.5 1201 1134.3 1020.8 2402 2268.5 2041.7
Table 2-6. Supported Data Rates
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This device supports simultaneous transmission operations, which allows multiple transmitters to transmit

simultaneously on the same antenna. The table below shows all configurations possible.

Ant WF8 Config 1 v x x x x
Ant WF8 Config 2 4 x x v x
Ant WF8 Config 3 v x x x v
Ant WF8 Config 4 x 4 x v x
Ant WF8 Config 5 x v x x x
Ant WF8 Config 6 x v x x v
Ant WF8 Config 7 x x 4 v x
Ant WF8 Config 8 x x v x x
Ant WF8 Config 9 x x v x v

v = Support; * = Not Support

Note:

Table 2-7. Simultaneous Transmission Configurations

All the above simultaneous transmission configurations have been tested and the worst-case configuration was

found to be Config 1.
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2.3 Antenna Description

Following antenna gains provided by manufacturer were used for the testing. The validity of the calculated results
is based on the accuracy of the information provided.

Antenna Gain (dBi)

Frequency [GHz]
Antenna WFS5T Antenna WF5B Antenna WF8
5.150 — 5.250 3.6 34 -5.7
5.250 — 5.350 5.1 45 -4.8
5.470 - 5.725 4.5 4.1 0.5
5.725 - 5.850 3.7 27 2.1

Table 2-8. Highest Antenna Gain

24 Test Support Equipment

1 Apple MacBook Pro Model:  A2141 S/N: CO2H604EQO5D
w/AC/DC Adapter Model: A2166 S/N: C4H042705ZNPMOWAG

2 Apple USB-C Cable Model:  Spartan S/N: GXK1336018XKTR024

3 USB-C Cable Model:  A2795 S/N: DWH80115BK826GV19
w/ AC Adapter Model:  A2305 S/N: C4H95160004PFAF4V

4 Apple Pencil Model:  A2538 S/N: KI26TCFXIW

5 DC Power Supply Model:  KPS3010D S/N: N/A

Table 2-9. Test Support Equipment List
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25 Test Configuration

The EUT was tested per the guidance of ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024
and KDB 789033 D02 v02r01. ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024 was used
to reference the appropriate EUT setup for radiated spurious emissions testing and AC line conducted testing. See
Sections 3.2 for AC line conducted emissions test setups, 3.3 for radiated emissions test setups, and 7.2, 7.3, 7.4,
and 7.5 for antenna port conducted emissions test setups.

There are two vendors of the WiFi/Bluetooth radio modules, variant 1 and variant 2. Both radio modules have the
same mechanical outline, same on-board antenna matching circuit, identical antenna structure, and are built and
tested to conform to the same specifications and to operate within the same tolerances. The worst case
configuration was found between the two variants. The EUT was also investigated with and without charger.

For emissions from 1 GHz — 18 GHz, low, mid, and high channels were tested with highest power and worst case
configuration. The emissions below 1 GHz and above 18 GHz were tested with the highest transmitting power and
the worst case channel were reported.

The EUT was manipulated through three orthogonal planes of X-orientation (flatbed), Y-orientation (landscape),
and Z-orientation (portrait) during the testing. Only the worst case emissions were reported in this test report.

For AC line conducted and radiated test below 1 GHz, following configuration were investigated and EUT
powered by AC/DC was the worst case.

- EUT powered by AC/DC adaptor via USB-C cable with wire charger

- EUT powered by host PC via USB-C cable with wire charger

For 802.11ax/be (OFDMA) test result, see separate UNII 802.11ax/be (OFDMA) report, 1C2604030025-10.BCG.
802.11be-mode test data provided in this report covers 802.11ax as target powers are identical.

802.11n HT20/40, 11ax/be(SU) HE20/40/80/160 and 11ac VHT80/160 2TX CDD/SDM mode test data provided in
this report also covers 2TX STBC mode.

802.11ac VHT20 and VHT40 mode are different from 802.11n HT20 and HT40 only in control messages and have
the same power settings.

The data rates have been categorized into three groups: low, middle, and high data rates (see Table 2-6). All three
groups have been investigated, and only the worst-case data rate has been reported.

All possible simultaneous transmission configurations have been investigated and the worst case config has been
reported.

Description Bluetooth UNII
Antenna Antenna WF8 Antenna WF8
Channel 78 36
Operating Frequency (MHz) 2480 5180
Mode/Modulation GFSK ePA 802.11be(SU)

Table 2-10. Worst Case Simultaneous Transmission Configuration

2.6 Software and Firmware

The test was conducted with firmware version 24A301 installed on the EUT.

2.7 EMI Suppression Device(s)/Modifications

No EMI suppression device(s) were added and/or no modifications were made during testing.
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3.0 DESCRIPTION OF TESTS

3.1 Evaluation Procedure

The measurement procedures described in the American National Standard of Procedures for Compliance Testing
of Unlicensed Wireless Devices (ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024) and
the guidance provided in KDB 789033 D02 v02r01 were used in the measurement of the EUT.

Deviation from measurement ProCedUre...........coiiiiiiiiii i e rr e None
3.2 AC Line Conducted Emissions

The line-conducted facility is located inside a 7 m x 3.66 m x 2.7 m shielded enclosure. The shielded enclosure is
manufactured by AP Americas. The shielding effectiveness of the shielded room is in accordance with MIL-Std-285
or NSA 65-6. A 1 m x 1.5 m wooden table 80 cm high is placed 40cm away from the vertical wall and 80 cm away
from the sidewall of the shielded room. Two 10 kHz-30 MHz, 50 Q/50 uH Line-Impedance Stabilization Networks
(LISNSs) are bonded to the shielded room floor. Power to the LISNs is filtered by external high-current high-insertion
loss power line filters. The external power line filter is EPCOS 2X60A Power Line Filter (100 dB Attenuation, 14
kHz-18 GHz) and the two EPCOs 2X48A filters (100 dB Minimum Insertion Loss, 14 kHz - 10 GHz). These filters
attenuate ambient signal noise from entering the measurement lines. These filters are also bonded to the shielded
enclosure.

The EUT is powered from one LISN and the support equipment is powered from the second LISN. If the EUT is a
DC-powered device, power will be derived from the source power supply it normally will be powered from and this
supply line(s) will be connected to the second LISN. All interconnecting cables more than 1 meter were shortened
to a 1 meter length by non-inductive bundling (serpentine fashion) and draped over the back edge of the test table.
All cables were at least 40 cm above the horizontal reference ground plane. Power cables for support equipment
were routed down to the second LISN while ensuring that that cables were not draped over the second LISN.

Sufficient time for the EUT, support equipment, and test equipment was allowed in order for them to warm up to
their normal operating condition. The RF output of the LISN was connected to the spectrum analyzer and
exploratory measurements were made to determine the frequencies producing the maximum emission from the
EUT. The spectrum was scanned from 150kHz to 30 MHz with a spectrum analyzer. The detector function was set
to peak mode for exploratory measurements while the bandwidth of the analyzer was set to 10 kHz. The EUT,
support equipment, and interconnecting cables were arranged and manipulated to maximize each emission. Once
the worst case emissions have been identified, the one EUT cable configuration/arrangement and mode of
operation that produced these emissions is used for final measurements on the same test site. The analyzer is set
to CISPR quasi-peak and average detectors with a 9 kHz resolution bandwidth for final measurements.

Line conducted emissions test results are shown in Section 7.8. Automated test software was used to perform the
AC line conducted emissions testing. Automated measurement software utilized is Rohde & Schwarz EMC32,
Version 10.50.40.
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3.3 Radiated Emissions

The radiated test facilities consisted of an indoor 3 meter semi-anechoic chamber used for final measurements and
exploratory measurements, when necessary. The measurement area is contained within the semi-anechoic
chamber which is shielded from any ambient interference. The test site inside the chamber is a 6 m x 5.2 m elliptical,
obstruction-free area in accordance with Figure 5.7 of Clause 5 in ANSI C63.4-2014. Absorbers are arranged on
the floor between the turn table and the antenna mast in such a way so as to maximize the reduction of reflections
for measurements above 1 GHz. An 80 cm tall test table made of Styrodur is placed on top of the turn table. For
measurements above 1 GHz, an additional Styrodur pedestal is placed on top of the test table to bring the total
table height to 1.5 m.

Per KDB 414788, radiated emission test sites other than open-field test sites (e.g., shielded anechoic chambers),
may be employed for emission measurements below 30 MHz if characterized so that the measurements correspond
to those obtained at an open-field test site. To determine test site equivalency, a reference sample transmitting at
149 kHz was measured on an open field test site (asphalt with no ground plane) and then measured in the 3 m
semi-anechoic chamber. A calibrated 60 cm loop antenna was used while the reference device was rotated through
the X, Y and Z axis in order to capture the worst case level. A maximum deviation of 2.77 dB at 149 kHz was
measured when comparing the 3 meter semi-anechoic chamber to the open field site.

For all measurements, the spectrum was scanned through all EUT azimuths and from 1 to 4 meter receive antenna
height using a broadband antenna from 30 MHz up to the upper frequency shown in 15.33 depending on the highest
frequency generated or used in the device or on which the device operates or tunes. For frequencies above 1 GHz,
linearly polarized double ridge horn antennas were used. For frequencies below 30 MHz, a calibrated loop antenna
was used. When exploratory measurements were necessary, they were performed at 1 meter test distance inside
the semi-anechoic chamber using broadband antennas, broadband amplifiers, and spectrum analyzers to
determine the frequencies and modes producing the maximum emissions. Sufficient time for the EUT, support
equipment, and test equipment was allowed in order for them to warm up to their normal operating condition. The
test set-up was placed on top of the 1 x 1.5 meter table. The EUT, support equipment, and interconnecting cables
were arranged and manipulated to maximize each emission. Appropriate precaution was taken to ensure that all
emissions from the EUT were maximized and investigated. The system configuration, mode of operation, turntable
azimuth, and receive antenna height was noted for each frequency found.

Final measurements were made in the semi-anechoic chamber using calibrated, linearly polarized broadband and
horn antennas. The test setup was configured to the setup that produced the worst case emissions. The spectrum
analyzer was set to investigate all frequencies required for testing to compare the highest radiated disturbances
with respect to the specified limits. The turntable containing the EUT was rotated through 360 degrees and the
height of the receive antenna was varied 1 to 4 meters and stopped at the azimuth and height producing the
maximum emission. Each emission was maximized by changing the orientation of the EUT through three orthogonal
planes and changing the polarity of the receive antenna, whichever produced the worst-case emissions.

3.4 Environmental Conditions

The temperature is controlled within range of 15°C to 35°C. The relative humidity is controlled within range of 10%
to 75%. The atmospheric pressure is monitored within the range 86-106 kPa (860-1060 mbar).
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4.0 ANTENNA REQUIREMENTS

Excerpt from §15.203 of the FCC Rules/Regulations:
“An intentional radiator antenna shall be designed to ensure that no antenna other than that furnished by the
responsible party can be used with the device. The use of a permanently attached antenna or of an antenna that
uses a unique coupling to the intentional radiator shall be considered sufficient to comply with the provisions of this

section.”

e The antennas of the EUT are permanently attached.

e There are no provisions for connection to an external antenna.

Conclusion:

The EUT complies with the requirement of §15.203.
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5.0 MEASUREMENT UNCERTAINTY

The measurement uncertainties shown below were calculated in accordance with the requirements of
ANSI C63.23-2012. All measurement uncertainty values are shown with a coverage factor of k = 2 to indicate a
95% level of confidence. The measurement uncertainty shown below meets or exceeds the Ucisrr measurement
uncertainty values specified in CISPR 16-4-2 and, thus, can be compared directly to specified limits to determine

compliance.

Contribution Expanded Uncertainty (+dB)
Conducted Bench Top Measurements 2.00
Line Conducted Disturbance 1.88
Radiated Disturbance (<30 MHz) 4.24
Radiated Disturbance (30 MHz - 1
4.96
GHz)
Radiated Disturbance (1 - 18 GHz) 5.18
Radiated Disturbance (>18 GHz) 5.18
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6.0

TEST EQUIPMENT CALIBRATION D

Test Equipment Calibration is traceable to the National Institute of Standards and Technology (NIST).
Measurements antennas used during testing were calibrated in accordance with the requirements of ANSI C63.5-
2017.

Manufacturer Model Description Cal Date Cal Interval Cal Due Serial Number
Agilent N9020A MXA Signal Analyzer 7/7/2025 Biennial 7/7/2027 MY56470202
Anritsu ML2496A Power Meter 4/6/2026 Annual 4/6/2027 1306009
Anritsu MA2411B Pulse Power Sensor 10/14/2025 Annual 10/14/2026 1726262
Anritsu MA2411B Pulse Power Sensor 7/3/2025 Annual 7/3/2026 1726261

ATM 180-442-KF 20 dB Nominal Gain Horn Antenna 3/31/2026 Annual 3/31/2027 T058601-02
ETS-Lindgren 3117 Double Ridged Guide Horn (1-18 GHz) 4/21/2026 Annual 4/21/2027 218555

Fairview Microwave/MCL | FMCA1975-36/BW-K10-2W44+ 30 MHz-40 GHz RF Cable/Attenuator * 6/10/2026 Annual 6/10/2027 -

Keysight Technology N9040B UXA Signal Analyzer 9/8/2025 Annual 9/8/2026 MY61320121
Rohde & Schwarz TS-PR18 Pre-Amplifier (1 GHz - 18 GHz) 8/6/2025 Annual 8/6/2026 101639
Rohde & Schwarz FSwW43 Spectrum Analyzer 2 Hz to 43 GHz 8/5/2025 Annual 8/5/2026 104093
Rohde & Schwarz ESW44 EMI Test Receiver 2 Hz to 44 GHz 5/20/2026 Annual 5/20/2027 101570
Rohde & Schwarz TS-PR8 Pre-Amplifier (30 MHz - 8 GHz) 10/14/2025 Annual 10/14/2026 102328
Rohde & Schwarz TS-PR1840 Pre-Amplifier (18 GHz - 40 GHz) 7/3/2025 Annual 7/3/2026 100057
Rohde & Schwarz HFH2-72 Loop Antenna 6/26/2025 Annual 6/26/2026 100519
Rohde & Schwarz ENV216 Two-Line V-Network 8/18/2025 Annual 8/18/2026 101363
Schwarzbeck VULB 9162 Bilog Antenna (30 MHz - 6 GHz) 7/17/2025 Annual 7/17/2026 00302

Table 6-1. Test Equipment List
Note:

1. For equipment listed above that has a calibration date or calibration due date that falls within the test date
range, care was taken to ensure that this equipment was used after the calibration date and before the
calibration due date.

2. *denotes passive equipment that have been internally verified/calibrated.
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7.0 TEST RESULTS
71 Summary
Company Name: Apple Inc.
FCC ID: BCGA3595
IC: 579C-A3595
FCC Classification: Unlicensed National Information Infrastructure (UNII)
FCC Part RSS i L Test Test
Section(s) Section(s) Test Description Test Limit Condition | Result Reference
15.407 RSS-Gen [5.1] 26 dB Bandwidth N/A N/A Section 7.2
15.407(e) RSS-247 [7.3.4.2] | 6 dB Bandwidth >500 kHz(5725-5850 MHz) PASS Section 7.3
2.1049 RSS-Gen [5.1] Occupied Bandwidth N/A CONDUCTED N/A Section 7.2
15.407 (a.1.iv) RSS-247 [7.3.1.2], Maximum conducted powers must
@ '2) @ 3') e [7.3.2.2], [7.3.3.2], | Transmitter Output Power | meet the limits detailed in 15.407 (a) PASS Section 7.4
“eh s [7.3.4.3] (RSS-247 [7.3])
. RSS-247 . Maximum power spectral density must
(1 35'24)023')1 V)| 73.1.2], [7.3.2.2), '\S"a;‘g:;{“ngg‘l’fr meet the limits detailed in 15.407 (a) PASS | Section7.5
“eh s [7.3.3.2], [7.3.4.3] P y (RSS-247 [7.3])
See DFS Test
Dynamic Frequency Report
15.407(h) RSS-247 [7.3.6] Selection See DFS Test Report PASS (10260403002
5-08.BCG)
15.407(b.1), (2) RSS-247 Undesirable emissions must meet the
(3)' @) © k1 17.3.1.3], [7.3.2.3], | Undesirable Emissions limits detailed in 15.407(b) (RSS-247 RADIATED PASS | Section 7.6
: [7.3.3.3], [7.3.4.4] [7.3])
General Field Strength . . .
15.205, L - Emissions in restricted bands must .
15.407(b.1), (2), | RSS-Gen [7.4.3] :m‘tgézzfézcggifgggs meet the radiated limits detailed in PASS Sec“f? 7.6,
(3), (4) Limi 15.209 (RSS-Gen [7.4.3)) :
imits)
AC Conducted
i < FCC 15.207 (RSS-Gen [7.4.2]) LINE .
15.207 RSS-Gen [7.4.2] ’\Eﬁﬂfsmns 150 kHz — 30 limits CONDUCTED PASS Section 7.8
Table 7-1. Summary of Test Results
Notes:

1) All channels, modes, and modulations/data rates were investigated among all UNII bands. The test results
shown in the following sections represent the worst case emissions.
2) The analyzer plots shown in this section were all taken with a correction table loaded into the analyzer. The
correction table was used to account for the losses of the cables and attenuators used as part of the system to
connect the EUT to the analyzer at all frequencies of interest.
3) All antenna port conducted emissions testing was performed on a test bench with the antenna port of the EUT

connected to the spectrum analyzer through calibrated cables and attenuators.

4) For conducted spurious emissions, automated test software was used to measure emissions and capture the
corresponding plots necessary to show compliance. The measurement software utilized is Element “Conducted
Automation,” Version 1.5.0.

5) For radiated testing, automated test software was used to measure emissions and capture the corresponding
plots necessary to show compliance. The measurement software utilized is Element “Chamber Automation,”

Version 3.6.1.
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7.2 26 dB & 99% Bandwidth

Test Overview and Limit

The bandwidth at 26 dB down from the highest in-band spectral density is measured with a spectrum analyzer
connected to the antenna terminal while the EUT is operating at its maximum duty cycle, at its maximum power
control level, as defined in ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024 and KDB
789033 D02 v02r01, and at the appropriate frequencies. The spectrum analyzer’s bandwidth measurement function
is configured to measure the 26 dB bandwidth.

The 26 dB bandwidth is used to determine the conducted power limits for the FCC. The 99% OBW bandwidth
is used to determine the conducted power limits for the ISED.

Test Procedure Used

ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024 — Section 12.5.2
KDB 789033 D02 v02r01 — Section C

Test Settings
1. The signal analyzers’ automatic bandwidth measurement capability was used to perform the 26 dB
bandwidth measurement. The “X” dB bandwidth parameter was set to X = 26. The automatic bandwidth
measurement function also has the capability of simultaneously measuring the 99% occupied bandwidth.
The bandwidth measurement was not influenced by any intermediate power nulls in the fundamental
emission.
2. RBW =in the range of 1% to 5% of the emission bandwidth
3. VBW >3 x RBW
4. Detector = Peak
5

Trace mode = max hold

Test Setup

The EUT and measurement equipment were set up as shown in the diagram below.

;E".' Attenuator EUT

I @EEccees SR &

Figure 7-1. Test Instrument & Measurement Setup

Test Notes

1. All data rates, antenna configurations, and channels (low, mid, and high) were investigated. Tabular data is
provided, and only the worst-case plots for each bandwidth have been reported.
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7.21 Antenna WF5T 26 dB & 99% Bandwidth Measurements

10/
Frequency Channel 802.11 Data Rate Oc::::: ;ea(:lziv/iédth Measured 26 dB
[MHz] MODE Bandwidth [MHz]
[MHz]

5180 36 a 36Mbps 17.88 22.04
5200 40 a 36Mbps 17.87 22.13
5240 48 a 36Mbps 17.86 21.75
5180 36 n (20 MHz) MCS3 17.86 22.07
5200 40 n (20 MHz) MCS3 17.86 21.85
5240 48 n (20 MHz) MCS5 17.87 22.09
- 5180 36 be (SU) (20 MHz) MCS5 19.06 22.65
'g 5200 40 be (SU) (20 MHz) MCS5 19.05 22.44
@ 5240 48 be (SU) (20 MHz) MCS3 19.05 22.20
5190 38 n (40 MHz) MCS5 36.67 43.28
5230 46 n (40 MHz) MCS3 36.64 43.84
5190 38 be (SU) (40 MHz) MCSO 38.11 44.64
5230 46 be (SU) (40 MHz) MCSO 38.08 43.79
5210 42 ac (80 MHz) MCSO 75.90 81.82
5210 42 be (SU) (80 MHz) MCS5 77.53 82.44
= o 5250 50 ac (160 MHz) MCSO 155.40 302.27
8 - 5250 50 be (SU) (160 MHz) MCS5 156.63 230.95
5260 52 a 18Mbps 17.88 22.44
5300 60 a 36Mbps 17.86 22.17
5320 64 a 36Mbps 17.85 22.06
5260 52 n (20 MHz) MCS3 17.86 22.37
5300 60 n (20 MHz) MCS5 17.86 22.01
5320 64 n (20 MHz) MCS3 17.86 21.78
ﬁ 5260 52 be (SU) (20 MHz) MCS3 19.04 22.69
T 5300 60 be (SU) (20 MHz) MCS3 19.03 22.54
a 5320 64 be (SU) (20 MHz) MCS5 19.06 22.49
5270 54 n (40 MHz) MCS5 36.63 44.04
5310 62 n (40 MHz) MCS3 36.67 43.56
5270 54 be (SU) (40 MHz) MCS5 38.08 43.35
5310 62 be (SU) (40 MHz) MCSO 38.07 44.16
5290 58 ac (80 MHz) MCS3 75.94 81.42
5290 58 be (SU) (80 MHz) MCS5 77.46 82.25
5500 100 a 18Mbps 17.90 22.60
5580 116 a 36Mbps 17.88 22.17
5720 144 a 36Mbps 17.88 22.03
5500 100 n (20 MHz) MCS5 17.87 22.25
5580 116 n (20 MHz) MCS3 17.89 21.63
5720 144 n (20 MHz) MCS5 17.87 22.24
5500 100 be (SU) (20 MHz) MCS5 19.08 22.70
5580 116 be (SU) (20 MHz) MCS3 19.04 22.33
5720 144 be (SU) (20 MHz) MCSO 19.05 23.66
5510 102 n (40 MHz) MCS5 36.69 43.82
8 5550 110 n (40 MHz) MCS5 36.66 43.32
'g 5710 142 n (40 MHz) MCS3 36.66 43.67
P 5510 102 be (SU) (40 MHz) MCSO 38.04 44.67
5550 110 be (SU) (40 MHz) MCSO 38.05 44.73
5710 142 be (SU) (40 MHz) MCSO 38.08 44.42
5530 106 ac (80 MHz) MCS3 76.01 81.29
5610 122 ac (80 MHz) MCSO 75.98 83.60
5690 138 ac (80 MHz) MCS3 75.97 81.18
5530 106 be (SU) (80 MHz) MCSO 77.58 82.70
5610 122 be (SU) (80 MHz) MCSO 77.51 82.45
5690 138 be (SU) (80 MHz) MCS5 77.51 82.54
5570 114 ac (160 MHz) MCSO 155.97 282.45
5570 114 be (SU) (160 MHz) MCSO 156.64 280.42

Table 7-2. Conducted Bandwidth Measurements Antenna WF5T
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Measured 99%
Frequency Channel 802.11 Data Rate Occupied Bandwidth

[MHz] MODE

[MHz]
5745 149 a 36Mbps 18.34
5785 157 a 36Mbps 18.37
5825 165 a 36Mbps 18.39
5745 149 n (20 MHz) MCS3 18.37
5785 157 n (20 MHz) MCS3 18.37
5825 165 n (20 MHz) MCS5 18.35
5745 149 be (SU) (20 MHz) MCS5 19.26
5785 157 be (SU) (20 MHz) MCS5 19.30
5825 165 be (SU) (20 MHz) MCS3 19.30
5755 151 n (40 MHz) MCS3 37.38
5795 159 n (40 MHz) MCS3 37.41
5755 151 be (SU) (40 MHz) MCS5 38.45
5795 159 be (SU) (40 MHz) MCS5 38.60
5775 155 ac (80 MHz) MCSO 76.25
5775 155 be (SU) (80 MHz) MCS5 78.07

Table 7-3. Conducted Bandwidth Measurements UNII3 Antenna WF5T
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= Keysight Spectrum Analyzer - Occupied BW

R T RF \C

Ref 25.00 dBm

Center 5.58000 GHz
#Res BW 270 kHz

Occupied Bandwidth

| SENSE:INT| SOURCE OFF | ALIGN AUTO [12:16:45 PMMay 08, 2026

Center Freq: 5.580000000 GHz
—»— Irig: Free Run Avg|Hold: 100/100
#Atten: 24 dB

Radio Std: None

Span 60.00 MHz

#/BW 1.1 MHz Sweep 1ms

Total Power 27.8 dBm

17.887 MHz

Transmit Freq Error
x dB Bandwidth

-46.738 kHz
21.63 MHz x dB

% of OBW Power 99.00 %

-26.00 dB

MSG

STATUS

Trace/Detector

Clear Write

Plot 7-1 26 dB BW & 99% OBW WF5T (20 MHz BW 802.11n - Ch.116)

s Keysight Spectrum Analyzer - Occupied BW

CORREC

Ref 25.00 dBm

Center $.19000 GHz
#Res BW 510 kHz

Occupied Bandwidth

[ SENSE:INT| SOURCE OFF | ALIGN AUTO [10:38:47 AM May 08, 2026

Center Freq: 5.190000000 GHz
Trig: Free Run Avg|Hold: 100/100
#Atten: 24 dB

Radio Std: None

Span 120.0 MHz|
#/BW 2 MHz Sweep 1ms

Total Power 28.3 dBm

36.672 MH=z

Transmit Freq Error
x dB Bandwidth

MSG

-39.475 kHz
43.28 MHz x dB

% of OBW Power 99.00 %

-26.00 dB

Trace/Detector

Clear Write

STATUS

Plot 7-2 26 dB BW & 99% OBW WF5T (40 MHz BW 802.11n - Ch.38)
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= Keysight Spectrum Analyzer - Occupied BW

R T RF \C

CORREC | SENSE:INT| SOURCE OFF |

ALIGN AUTO

[12:44:52 PMMay 08, 2026

Center Freq: 5.690000000 GHz
—w—- Irig: Free Run
#Atten: 24 dB

Ref 25.00 dBm

Center 5.6900 GHz

#Res BW 910 kHz #VBW 4 MHz

Occupied Bandwidth Total Power

75.968 MH=z
-142.14 kHz
81.18 MHz

Transmit Freq Error
x dB Bandwidth

% of OBW Power
x dB

Radio Std: None

AvglHold: 100/100

Span 240.0 MHz
Sweep 1ms

27.8 dBm

99.00 %
-26.00 dB

MSG

STATUS

Trace/Detector

Clear Write

Plot 7-3 26 dB BW & 99% OBW WF5T (80 MHz BW 802.11ac - Ch.138)

s Keysight Spectrum Analyzer - Occupied BW

CORREC | SENSE:INT| SOURCE OFF |

ALIGN AUTO

[11:10:12 AM May 08, 2026

Center Freq: 5.250000000 GHz
Trig: Free Run
#Atten: 24 dB

Ref 25.00 dBm

Center $.2500 GHz

VBW 50 MHz

Occupied Bandwidth Total Power

156.63 MHz

-146.13 kHz
231.0 MHz

Transmit Freq Error
x dB Bandwidth

% of OBW Power
x dB

MSG

Radio Std: None

Avg|Hold:>100/100

Span 480.0 MHz|
Sweep 1ms

29.7 dBm

99.00 %
-26.00 dB

Trace/Detector

Clear Write

STATUS

Plot 7-4 26 dB BW & 99% OBW WF5T (160 MHz BW 802.11ac - Ch.50)
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7.2.2

Antenna WF5B 26 dB & 99% Bandwidth Measurements

10/
Frequency Channel 802.11 Data Rate Oc:::?:; ::a(:izivfdth Measured 26 dB
[MHz] MODE Bandwidth [MHz]
[MHz]

5180 36 a 36Mbps 17.89 21.96
5200 40 a 18Mbps 17.86 22.31
5240 48 a 18Mbps 17.88 22.23
5180 36 n (20 MHz) MCS5 17.88 21.90
5200 40 n (20 MHz) MCS3 17.89 21.62
5240 48 n (20 MHz) MCS3 17.90 22.03
- 5180 36 be (SU) (20 MHz) MCS3 19.05 22.44
'g 5200 40 be (SU) (20 MHz) MCS3 19.11 22.39
@ 5240 48 be (SU) (20 MHz) MCS3 19.06 22.15
5190 38 n (40 MHz) MCS5 36.69 43.47
5230 46 n (40 MHz) MCS5 36.68 43.10
5190 38 be (SU) (40 MHz) MCS5 38.14 44,05
5230 46 be (SU) (40 MHz) MCS3 38.12 43.67
5210 42 ac (80 MHz) MCS5 76.05 81.25
5210 42 be (SU) (80 MHz) MCS5 77.51 82.56
= o 5250 50 ac (160 MHz) MCSO 155.02 281.05
8- 5250 50 be (SU) (160 MHz) MCS5 156.59 164.65
5260 52 a 36Mbps 17.86 22.18
5300 60 a 18Mbps 17.87 22.20
5320 64 a 36Mbps 17.91 22.28
5260 52 n (20 MHz) MCS3 17.89 22.11
5300 60 n (20 MHz) MCS3 17.87 22.05
5320 64 n (20 MHz) MCS3 17.88 22.14
§ 5260 52 be (SU) (20 MHz) MCS3 19.13 22.38
T 5300 60 be (SU) (20 MHz) MCS3 19.07 21.91
P 5320 64 be (SU) (20 MHz) MCS3 19.04 22.14
5270 54 n (40 MHz) MCS5 36.66 43.41
5310 62 n (40 MHz) MCS5 36.72 42.87
5270 54 be (SU) (40 MHz) MCS5 38.06 43.64
5310 62 be (SU) (40 MHz) MCSO 38.13 44,05
5290 58 ac (80 MHz) MCS5 75.96 81.24
5290 58 be (SU) (80 MHz) MCSO 77.47 82.38
5500 100 a 18Mbps 17.89 22.21
5580 116 a 18Mbps 17.88 22.45
5720 144 a 18Mbps 17.87 22.19
5500 100 n (20 MHz) MCS5 17.87 21.96
5580 116 n (20 MHz) MCS3 17.88 22.36
5720 144 n (20 MHz) MCS3 17.88 22.20
5500 100 be (SU) (20 MHz) MCS3 19.05 22.66
5580 116 be (SU) (20 MHz) MCS3 19.05 22.47
5720 144 be (SU) (20 MHz) MCS3 19.07 22.35
5510 102 n (40 MHz) MCS3 36.70 43.51
8 5550 110 n (40 MHz) MCS3 36.63 43.18
'g 5710 142 n (40 MHz) MCS5 36.59 43.47
@ 5510 102 be (SU) (40 MHz) MCS3 38.11 43.77
5550 110 be (SU) (40 MHz) MCS5 38.04 44.01
5710 142 be (SU) (40 MHz) MCSO 38.07 44.22
5530 106 ac (80 MHz) MCS5 76.00 81.17
5610 122 ac (80 MHz) MCS3 75.96 81.26
5690 138 ac (80 MHz) MCS3 76.01 81.29
5530 106 be (SU) (80 MHz) MCSO 77.62 82.15
5610 122 be (SU) (80 MHz) MCS3 77.45 82.21
5690 138 be (SU) (80 MHz) MCSO 77.51 82.17
5570 114 ac (160 MHz) MCSO 155.37 304.54
5570 114 be (SU) (160 MHz) MCS5 156.45 164.53
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Measured 99%
Frequency Channel 802.11 Data Rate Occupied Bandwidth

[MHz] MODE

[MHz]
5745 149 a 18Mbps 18.37
5785 157 36Mbps 18.31
5825 165 36Mbps 18.41
5745 149 n (20 MHz) MCS5 18.30
5785 157 n (20 MHz) MCS5 18.33
5825 165 n (20 MHz) MCS3 18.34
5745 149 be (SU) (20 MHz) MCS3 19.23
5785 157 be (SU) (20 MHz) MCS3 19.29
5825 165 be (SU) (20 MHz) MCS3 19.26
5755 151 n (40 MHz) MCS3 37.32
5795 159 n (40 MHz) MCS5 37.36
5755 151 be (SU) (40 MHz) MCS3 38.48
5795 159 be (SU) (40 MHz) MCS3 38.46
5775 155 ac (80 MHz) MCSO 76.23
5775 155 be (SU) (80 MHz) MCS3 78.12
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= Keysight Spectrum Analyzer - Occupied BW

RF \C
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Center 5.20000 GHz
#Res BW 270 kHz

Occupied Bandwidth

| SENSE:INT| SOURCE OFF | ALIGN AUTO |09:51:07 AM May 09, 2026

Center Freq: 5.200000000 GHz
—»— Irig: Free Run Avg|Hold: 100/100
#Atten: 24 dB

Radio Std: None

Span 60.00 MHz

#/BW 1.1 MHz Sweep 1ms

Total Power 26.5 dBm

17.889 MHz

Transmit Freq Error
x dB Bandwidth

-17.420 kHz
21.62 MHz

% of OBW Power
x dB

99.00 %
-26.00 dB

MSG

STATUS

Trace/Detector

Clear Write
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= Keysight Spectrum Analyzer - Occupied BW

RF \C

CORREC | SENSE:INT| SOURCE OFF |

ALIGN AUTO

[12:17:27 PMMay 09, 2026

Center Freq: 5.530000000 GHz
—w—- Irig: Free Run
#Atten: 24 dB

Ref 25.00 dBm

Center 5.5300 GHz

#Res BW 910 kHz #VBW 4 MHz

Occupied Bandwidth Total Power

76.002 MHz
-136.99 kHz
81.17 MHz

Transmit Freq Error
x dB Bandwidth

% of OBW Power
x dB

Radio Std: None

AvglHold: 100/100

Span 240.0 MHz
Sweep 1ms

27.0 dBm

99.00 %
-26.00 dB

MSG

STATUS

Trace/Detector

Clear Write

Plot 7-7 26 dB BW & 99% OBW WF5B (80 MHz BW 802.11ac - Ch.106)
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#Atten: 24 dB

Ref 25.00 dBm
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156.45 MHz

-201.81 kHz
164.5 MHz

Transmit Freq Error
x dB Bandwidth

% of OBW Power
x dB

MSG

Radio Std: None

AvglHold: 100/100

Span 480.0 MHz|
Sweep 1ms

28.2 dBm

99.00 %
-26.00 dB
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Plot 7-8 26 dB BW & 99% OBW WF5B (160 MHz BW 802.11be (SU) - Ch.114)
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7.2.3 Antenna WF8 26 dB & 99% Bandwidth Measurements
10,
Frequency Channel 802.11 Data Rate Oc:::?:; ::a(:izivfdth Measured 26 dB
[MHz] MODE Bandwidth [MHz]
[MHz]

5180 36 a 36Mbps 17.89 22.33
5200 40 a 18Mbps 17.88 22.23
5240 48 a 36Mbps 17.89 22.16
5180 36 n (20 MHz) MCS3 17.89 21.92
5200 40 n (20 MHz) MCS5 17.88 21.86
5240 48 n (20 MHz) MCS3 17.91 22.01
- 5180 36 be (SU) (20 MHz) MCS3 19.08 22.31
'g 5200 40 be (SU) (20 MHz) MCS5 19.08 22.35
@ 5240 48 be (SU) (20 MHz) MCS5 19.11 22.52
5190 38 n (40 MHz) MCS3 36.72 43.66
5230 46 n (40 MHz) MCS3 36.72 42.95
5190 38 be (SU) (40 MHz) MCSO 38.09 44.35
5230 46 be (SU) (40 MHz) MCS5 38.12 43.96
5210 42 ac (80 MHz) MCS5 76.09 81.21
5210 42 be (SU) (80 MHz) MCSO 77.65 82.71
= o 5250 50 ac (160 MHz) MCSO 155.13 302.84
8- 5250 50 be (SU) (160 MHz) MCS5 157.24 273.43
5260 52 a 18Mbps 17.92 22.17
5300 60 a 18Mbps 17.89 22.12
5320 64 a 18Mbps 17.89 22.45
5260 52 n (20 MHz) MCS5 17.91 22.04
5300 60 n (20 MHz) MCS5 17.89 22.08
5320 64 n (20 MHz) MCS5 17.90 21.92
g 5260 52 be (SU) (20 MHz) MCS5 19.07 22.42
T 5300 60 be (SU) (20 MHz) MCS3 19.11 22.52
P 5320 64 be (SU) (20 MHz) MCS5 19.07 22.52
5270 54 n (40 MHz) MCS5 36.70 43.20
5310 62 n (40 MHz) MCS3 36.77 43.33
5270 54 be (SU) (40 MHz) MCS5 38.07 43.90
5310 62 be (SU) (40 MHz) MCS5 38.12 43.64
5290 58 ac (80 MHz) MCS3 76.03 81.50
5290 58 be (SU) (80 MHz) MCSO 77.56 82.71
5500 100 a 36Mbps 17.87 22.31
5580 116 a 18Mbps 17.88 22.18
5720 144 a 36Mbps 17.90 22.41
5500 100 n (20 MHz) MCS3 17.88 21.78
5580 116 n (20 MHz) MCS3 17.88 22.02
5720 144 n (20 MHz) MCS5 17.87 21.73
5500 100 be (SU) (20 MHz) MCS3 19.05 22.33
5580 116 be (SU) (20 MHz) MCS5 19.04 22.41
5720 144 be (SU) (20 MHz) MCS5 19.09 22.40
5510 102 n (40 MHz) MCS5 36.64 43.62
8 5550 110 n (40 MHz) MCS5 36.64 43.01
'g 5710 142 n (40 MHz) MCS5 36.70 43.32
@ 5510 102 be (SU) (40 MHz) MCSO 38.13 44.12
5550 110 be (SU) (40 MHz) MCS5 38.03 43.62
5710 142 be (SU) (40 MHz) MCS3 38.04 44.16
5530 106 ac (80 MHz) MCS5 75.96 81.15
5610 122 ac (80 MHz) MCS3 75.93 81.02
5690 138 ac (80 MHz) MCS5 76.02 81.23
5530 106 be (SU) (80 MHz) MCS5 77.57 82.39
5610 122 be (SU) (80 MHz) MCSO 77.47 82.55
5690 138 be (SU) (80 MHz) MCS5 77.56 82.64
5570 114 ac (160 MHz) MCSO 154.97 301.19
5570 114 be (SU) (160 MHz) MCS5 156.48 164.49
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Measured 99%
Frequency Channel 802.11 Data Rate Occupied Bandwidth

[MHz] MODE

[MHz]
5745 149 a 36Mbps 18.37
5785 157 36Mbps 18.33
5825 165 36Mbps 18.33
5745 149 n (20 MHz) MCS3 18.35
5785 157 n (20 MHz) MCS3 18.27
5825 165 n (20 MHz) MCS5 18.31
5745 149 be (SU) (20 MHz) MCS5 19.27
5785 157 be (SU) (20 MHz) MCS3 19.27
5825 165 be (SU) (20 MHz) MCS3 19.23
5755 151 n (40 MHz) MCS5 37.44
5795 159 n (40 MHz) MCS5 37.40
5755 151 be (SU) (40 MHz) MCS5 38.44
5795 159 be (SU) (40 MHz) MCS3 38.48
5775 155 ac (80 MHz) MCSO 76.36
5775 155 be (SU) (80 MHz) MCSO 78.12
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w Keysight Spectrum Analyzer - Occupied BW

R T | RE [S0Q  AC | CORREC | [ SENSE:INT] [ [11:58:40 PMMay 11, 2026

Center Freq: 5.720000000 GHz Radio Std: None
Trig: Free Run Avg|Held: 100/100

——
#FGain:Low #Atten: 24 dB Radio Device: BTS

Center 5.72 GHz
# 270 kHz #/BW 1.1 MHz Sweep 1ms

Occupied Bandwidth Total Power 27.3 dBm

17.867 MHz

Transmit Freq Error -25.515 kHz % of OBW Power 99.00 %
x dB Bandwidth 21.73 MHz x dB -26.00 dB

===

TracelDetector

Clear Write

STATUS

Plot 7-9 26 dB BW & 99% OBW WF8 (20 MHz BW 802.11n - Ch.144)

— Keysight Spectrum Analyzer - Occupied BW

R T | RE [ 50 AC | CORREC | [ SENSE:INT] [ [10:12:38 PM May 11,2026

Center Freq: 5.230000000 GHz Radic Std: None
—w— Trig: Free Run Avg|Held: 100/100
#IFGain:Low #Atten: 24 dB Radio Device: BTS

10 dBidiv Ref 25.00 dBm

#Res BW 510 kHz #/BW 2.2 MHz Sweep 1ms

Occupied Bandwidth Total Power 25.9 dBm
36.725 MHz

Transmit Freq Error -47.733 kHz % of OBW Power 99.00 %
x dB Bandwidth 42.95 MHz x dB -26.00 dB

STATUS

===
TracelDetector

Clear Write

Plot 7-10 26 dB BW & 99% OBW WF8 (40 MHz BW 802.11n - Ch.46)
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w Keysight Spectrum Analyzer - Occupied BW

R T | RE [S0Q  AC | CORREC | [ SENSE:INT] [ [12:21:52 AM May 12, 2026

Center Freq: 5.610000000 GHz Radio Std: None
Trig: Free Run Avg|Held: 100/100

——
#FGain:Low #Atten: 24 dB Radio Device: BTS

Center 5.61 GHz
#Res BW 910 kHz #VBW 4 MHz

Occupied Bandwidth Total Power 25.7 dBm
75932 MH=z

Transmit Freq Error -112.44 kHz % of OBW Power 99.00 %

x dB Bandwidth 81.02 MHz x dB -26.00 dB

===

TracelDetector

Clear Write

STATUS

Plot 7-11 26 dB BW & 99% OBW WF8 (80 MHz BW 802.11ac - Ch.122)

— Keysight Spectrum Analyzer - Occupied BW

R T | RE [ 50 AC | CORREC | [ SENSE:INT] [ [01:12:08 AM May 12, 2026

Center Freq: 5.570000000 GHz Radic Std: None
—w— Trig: Free Run Avg|Held: 100/100
#Atten: 24 dB

#FGain:Low Radio Device: BTS

10 dBidiv Ref 25.00 dBm

#/BW 8 MHz Sweep 1ms

Occupied Bandwidth Total Power 27.0 dBm
156.48 MHz

Transmit Freq Error -206.62 kHz % of OBW Power 99.00 %
x dB Bandwidth 164.5 MHz x dB -26.00 dB

STATUS

===
TracelDetector

Clear Write

s
Average
|
Max Hold
..
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)
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Auto Man

Plot 7-12 26 dB BW & 99% OBW WF8 (160 MHz BW 802.11be (SU) - Ch.114)
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7.3 6 dB Bandwidth

Test Overview and Limit

The bandwidth at 6 dB down from the highest in-band spectral density is measured with a spectrum analyzer
connected to the antenna terminal while the EUT is operating at its maximum duty cycle, at its maximum power
control level, as defined in ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024 and KDB
789033 D02 v02r01, and at the appropriate frequencies. The spectrum analyzer’s bandwidth measurement function
is configured to measure the 6 dB bandwidth.

In the 5.725 — 5.850 GHz band, the 6 dB bandwidth must be = 500 kHz.

Test Procedure Used

ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024 — Section 12.5.1
KDB 789033 D02 v02r01 — Section C

Test Settings
1. The signal analyzers’ automatic bandwidth measurement capability was used to perform the 6 dB
bandwidth measurement. The “X” dB bandwidth parameter was set to X = 6. The bandwidth measurement
was not influenced by any intermediate power nulls in the fundamental emission.
2. RBW =100 kHz
3. VBW >3 x RBW
4. Detector = Peak
5. Trace mode = max hold
6. Sweep = auto couple
Test Setup

The EUT and measurement equipment were set up as shown in the diagram below.

soo0BED *

UR o g S
e S . -gc’ ‘ Attenuator EUT

Figure 7-2. Test Instrument & Measurement Setup
Test Notes

1. All data rates, antenna configurations, and channels (low, mid, and high) were evaluated, with tabular data
provided. Only the worst-case plots for each bandwidth are reported, corresponding to the narrowest 6 dB
bandwidth.
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7.3.1  Antenna WF5T 6 dB Bandwidth Measurements
Frequency Channel 802.11 P Measured 6 dB Minimum 6 dB Pass / Fail

[MHz] MODE Bandwidth [MHz] Bandwidth [MHz]

5745 149 a 6Mbps 17.62 0.50 Pass
5785 157 a 6Mbps 17.63 0.50 Pass
5825 165 a 6Mbps 17.63 0.50 Pass
5745 149 n (20 MHz) MCSO 17.62 0.50 Pass
5785 157 n (20 MHz) MCSO 17.63 0.50 Pass
5825 165 n (20 MHz) MCSO 17.62 0.50 Pass
5745 149 be (SU) (20 MHz) MCSO 19.04 0.50 Pass
5785 157 be (SU) (20 MHz) MCS0 19.05 0.50 Pass
5825 165 be (SU) (20 MHz) MCS0 19.01 0.50 Pass
5755 151 n (40 MHz) MCSO 36.46 0.50 Pass
5795 159 n (40 MHz) MCSO 36.46 0.50 Pass
5755 151 be (SU) (40 MHz) MCS5 38.25 0.50 Pass
5795 159 be (SU) (40 MHz) MCS0 38.22 0.50 Pass
5775 155 ac (80 MHz) MCSO 76.43 0.50 Pass
5775 155 be (SU) (80 MHz) MCS5 78.32 0.50 Pass
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s Keysight Spectrum Analyzer - Occupied BW

R T

RF

Ref 25.00 dBm

Center 5.74500 GHz
#Res BW 100 kHz

Occupied Bandwidth
17.692 MHz

Transmit Freq Error
x dB Bandwidth

MSG

| SENSE:INT[ SOURCE OFF |

ALIGN AUTO |Dl:33:21 PMMay 08, 2026

-38.112 kHz
17.62 MHz x dB

Center Freq: 5.745000000 GHz
—p— Trig: Free Run
#Atten: 24 dB

#/BW 300 kHz

Total Power

% of OBW Power

Radio Std: None

Avg|Hold: 100/100

Radio Device: BTS

Span 60.00 MHz
Sweep 5.8 ms

26.9 dBm

99.00 %
-6.00 dB

STATUS

Trace/Detector

Clear Write

Average

Max Hold

Min Hold

Plot 7-13 6 dB OBW Antenna WF5T (20 MHz BW 802.11a - Ch.149)

. Keysight Spectrum Analyzer - Occupied BW

CORREC

#IFGain:Low

Ref 25.00 dBm
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Occupied Bandwidth
36.270 MHz

Transmit Freq Error
x dB Bandwidth
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ALIGN AUTO [01:53:18 PMMay 08, 2026

-50.237 kHz
36.46 MHz x dB

Center Freq: 5§.755000000 GHz
—— 1rig: Free Run
#Atten: 24 dB

#VBW 300 kHz

Total Power

% of OBW Power

Radio Std: None

AvglHold: 1001100

Radio Device: BTS

Span 120.0 MHz
Sweep 11.53ms

27.3 dBm

99.00 %
-6.00 dB

)

Trace/Detector

MSG

ISTATUS

Clear Write

Average

Max Hold

Plot 7-14 6 dB OBW Antenna WF5T (40 MHz BW 802.11n - Ch.151)
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7.3.2 Antenna WF5B 6 dB Bandwidth Measurements

Frequency Channel 802.11 P Measured 6 dB Minimum 6 dB pass / Fail
[MHz] MODE Bandwidth [MHz] Bandwidth [MHz]
5745 149 a 6Mbps 17.63 0.50 Pass
5785 157 a 6Mbps 17.63 0.50 Pass
5825 165 a 6Mbps 17.63 0.50 Pass
5745 149 n (20 MHz) MCSO 17.63 0.50 Pass
5785 157 n (20 MHz) MCSO 17.64 0.50 Pass
5825 165 n (20 MHz) MCSO 17.63 0.50 Pass
» 5745 149 be (SU) (20 MHz) MCSO 19.07 0.50 Pass
?i- 5785 157 be (SU) (20 MHz) MCSO 19.08 0.50 Pass
o 5825 165 be (SU) (20 MHz) MCS0 19.08 0.50 Pass
5755 151 n (40 MHz) MCSO 36.47 0.50 Pass
5795 159 n (40 MHz) MCSO 36.46 0.50 Pass
5755 151 be (SU) (40 MHz) MCSO 38.19 0.50 Pass
5795 159 be (SU) (40 MHz) MCSO 38.23 0.50 Pass
5775 155 ac (80 MHz) MCSO 76.44 0.50 Pass
5775 155 be (SU) (80 MHz) MCSO 78.33 0.50 Pass
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7.3.3 Antenna WF8 6 dB Bandwidth Measurements

Frequency Channel 802.11 P Measured 6 dB Minimum 6 dB pass / Fail
[MHz] MODE Bandwidth [MHz] Bandwidth [MHz]
5745 149 a 6Mbps 17.62 0.50 Pass
5785 157 a 6Mbps 17.63 0.50 Pass
5825 165 a 6Mbps 17.65 0.50 Pass
5745 149 n (20 MHz) MCSO 17.64 0.50 Pass
5785 157 n (20 MHz) MCSO 17.64 0.50 Pass
5825 165 n (20 MHz) MCSO 17.64 0.50 Pass
» 5745 149 be (SU) (20 MHz) MCSO 19.03 0.50 Pass
?i- 5785 157 be (SU) (20 MHz) MCSO 19.03 0.50 Pass
o 5825 165 be (SU) (20 MHz) MCSO 19.03 0.50 Pass
5755 151 n (40 MHz) MCSO 36.45 0.50 Pass
5795 159 n (40 MHz) MCSO 36.47 0.50 Pass
5755 151 be (SU) (40 MHz) MCSO 38.23 0.50 Pass
5795 159 be (SU) (40 MHz) MCSO 38.24 0.50 Pass
5775 155 ac (80 MHz) MCSO 76.47 0.50 Pass
5775 155 be (SU) (80 MHz) MCSO 78.35 0.50 Pass
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7.4 Transmitter Output Power and Max EIRP

Test Overview and Limits

A transmitter antenna terminal of the EUT is connected to the input of an RF pulse power sensor. Measurement is
made using a broadband average power meter while the EUT is operating at its maximum duty cycle, at its
maximum power control level, as defined in ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-
2024 and KDB 789033 D02 v02r01, and at the appropriate frequencies. B is the 99% OBW per ISED RSS-247 and
26 dB BW is per FCC 15.407.

In the 5.15 — 5.25 GHz band, the maximum permissible conducted output power is 250 mW (23.98 dBm). The
maximum e.i.r.p. shall not exceed the lesser of 200 mW or 10 + 10 log1o(B), dBm.

In the 5.25 — 5.35 GHz band, the maximum permissible conducted output power is the lesser of 250 mW (23.98
dBm) or 11 dBm + 10log10(B). The maximum e.i.r.p. shall not exceed the lesser of 1.0 W or 17 + 10 log1(B), dBm.

In the 5.47 — 5.725 GHz band, the maximum permissible conducted output power is the lesser of 250 mW (23.98
dBm) or 11 dBm + 10log10(B). The maximum e.i.r.p. shall not exceed the lesser of 1.0 W or 17 + 10 log1(B), dBm.

In the 5.725 — 5.850 GHz band, the maximum permissible conducted output power is 1W (30 dBm). The maximum
e.i.r.p. is 36 dBm.

Test Procedure Used

ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024 — Section 12.4.3.2 Method PM-G

KDB 789033 D02 v02r01 — Section E)3)b) Method PM-G

ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024 — Section 14.4 Measure-and-Sum
Technique

KDB 662911 v02r01 — Section E)1) Measure-and-Sum Technique

Test Settings

Average power measurements were performed only when the EUT was transmitting at its maximum power
control level using a broadband power meter with a pulse sensor. The power meter implemented triggering and
gating capabilities which were set up such that power measurements were recorded only during the ON time of
the transmitter. The trace was averaged over 100 traces to obtain the final measured average power.

Test Setup

The EUT and measurement equipment were set up as shown in the diagram below.

==l 1 Q
'~:‘E‘;E - . EUT
Aol e [ enuator
<o)~ - ; ————))
=l .

Figure 7-3. Test Instrument & Measurement Setup

Test Notes

1. This device operates under these frequencies only under the control of a certified master device and does not
support active scanning on these channels. This device does not transmit any beacons or initiate any
transmissions in UNII Bands 2A or 2C.

2. For MIMO output power measurements, uncorrelated directional gain was applied to both CDD and SDM
EIRP calculations.
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7.41

FCC Antenna WF5T Output Power Measurements

Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin

[dBm] [dB]
5180 36 6Mbps 18.65 23.98 -5.33
5200 40 6Mbps 19.57 23.98 -4.41
5240 48 6Mbps 20.70 23.98 -3.28
5260 52 36Mbps 20.68 23.98 -3.30
5300 60 6Mbps 19.68 23.98 -4.30
5320 64 6Mbps 18.14 23.98 -5.84
5500 100 6Mbps 18.63 23.98 -5.35
5520 104 6Mbps 19.94 23.98 -4.04
5540 108 6Mbps 20.62 23.98 -3.36
5580 116 36Mbps 20.60 23.98 -3.38
5660 132 18Mbps 20.52 23.98 -3.46
5680 136 18Mbps 19.90 23.98 -4.08
5700 140 6Mbps 18.35 23.98 -5.63
5720 144 6Mbps 20.35 23.98 -3.63
5745 149 36Mbps 20.37 30.00 -9.64
5785 157 36Mbps 20.28 30.00 -9.73
5825 165 18Mbps 20.27 30.00 -9.73

Table 7-8. FCC Antenna WF5T 20 MHz BW 802

.11a (UNII) Conducted Output Power

Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin

[dBm] [dB]
5180 36 MCS0 18.57 23.98 -5.41
5200 40 MCS3 19.56 23.98 -4.42
5240 48 MCS0 20.69 23.98 -3.29
5260 52 MCS3 20.70 23.98 -3.28
5300 60 MCS5 19.68 23.98 -4.30
5320 64 MCS0 18.11 23.98 -5.87
5500 100 MCS0 18.62 23.98 -5.36
5520 104 MCS0 19.93 23.98 -4.05
5540 108 MCS0 20.63 23.98 -3.35
5580 116 MCS5 20.57 23.98 -3.41
5660 132 MCS3 20.53 23.98 -3.45
5680 136 MCS0 19.87 23.98 -4.11
5700 140 MCS0 18.32 23.98 -5.66
5720 144 MCS5 20.35 23.98 -3.63
5745 149 MCS5 20.37 30.00 -9.63
5785 157 MCS5 20.28 30.00 -9.72
5825 165 MCS5 20.26 30.00 -9.74

Table 7-9. FCC Antenna WF5T 20 MHz BW 802.11n (UNII) Conducted Output Power
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Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin

[dBm] [dB]
5180 36 MCSO0 17.07 23.98 -6.91
5200 40 MCS3 19.54 23.98 -4.44
5240 48 MCS0 20.63 23.98 -3.35
5260 52 MCS3 20.65 23.98 -3.33
5300 60 MCS0 19.61 23.98 -4.37
5320 64 MCS0 17.06 23.98 -6.92
5500 100 MCS0 16.55 23.98 -7.43
5520 104 MCS0 19.84 23.98 -4.14
5540 108 MCS0 20.60 23.98 -3.38
5580 116 MCS3 20.32 23.98 -3.66
5660 132 MCS3 20.45 23.98 -3.53
5680 136 MCSO0 19.82 23.98 -4.16
5700 140 MCS0 17.26 23.98 -6.72
5720 144 MCSO0 20.58 23.98 -3.40
5745 149 MCSO0 20.32 30.00 -9.68
5785 157 MCS5 20.26 30.00 -9.74
5825 165 MCS0 20.22 30.00 -9.78

Table 7-10. FCC Antenna WF5T 20 MHz BW 802.11be (SU) (UNIl) Conducted Output Power

Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin

[dBm] [dB]
5190 38 MCSO0 15.46 23.98 -8.52
5230 46 MCS0 20.56 23.98 -3.42
5270 54 MCS0 20.64 23.98 -3.34
5310 62 MCS3 15.72 23.98 -8.26
5510 102 MCS0 14.73 23.98 -9.25
5550 110 MCS0 18.93 23.98 -5.05
5590 118 MCS3 20.69 23.98 -3.29
5630 126 MCS0 20.67 23.98 -3.31
5670 134 MCS0 19.60 23.98 -4.38
5710 142 MCS0 20.61 23.98 -3.37
5755 151 MCS0 20.50 30.00 -9.50
5795 159 MCS0 20.43 30.00 -9.57

Table 7-11. FCC Antenna WF5T 40 MHz BW 802.11n (UNII) Conducted Output Power
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Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
[dBm] [dB]
5190 38 MCS0 15.03 23.98 -8.95
5230 46 MCS3 20.58 23.98 -3.40
5270 54 MCS0 19.69 23.98 -4.29
5310 62 MCS0 15.76 23.98 -8.22
5510 102 MCS3 14.82 23.98 -9.16
5550 110 MCS0 18.95 23.98 -5.03
5590 118 MCS3 20.44 23.98 -3.54
5630 126 MCS0 20.44 23.98 -3.54
5670 134 MCS0 19.63 23.98 -4.35
5710 142 MCS5 20.34 23.98 -3.64
5755 151 MCS3 20.48 30.00 -9.52
5795 159 MCS5 20.42 30.00 -9.59
Table 7-12. FCC Antenna WF5T 40 MHz BW 802.11be (SU) (UNII) Conducted Output Power
Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
[dBm] [dB]
5210 42 MCS0 14.92 23.98 -9.06
5290 58 MCS0 16.46 23.98 -7.52
5530 106 MCS0 14.39 23.98 -9.59
5610 122 MCS0 20.18 23.98 -3.80
5690 138 MCS3 20.35 23.98 -3.63
5775 155 MCS0 19.00 30.00 -11.00
Table 7-13. FCC Antenna WF5T 80 MHz BW 802.11ac (UNII) Conducted Output Power
Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
[dBm] [dB]
5210 42 MCS3 13.97 23.98 -10.01
5290 58 MCS0 15.75 23.98 -8.23
5530 106 MCS0 13.89 23.98 -10.09
5610 122 MCS0 19.30 23.98 -4.68
5690 138 MCS3 20.66 23.98 -3.32
5775 155 MCS0 18.03 30.00 -11.97

Table 7-14. FCC Antenna WF5T 80 MHz BW 802.11be (SU) (UNII) Conducted Output Power

N Conducted Conducted Conducted
E g Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
£3 [dBm] [dB]
L3 5250 50 MCS0 13.98 23.98 -10.00
® 5570 114 MCS0 12.65 23.98 -11.33
Table 7-15. FCC Antenna WF5T 160 MHz BW 802.11ac (UNIl) Conducted Output Power
o Conducted Conducted Conducted
E £ Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
c: [dBm] [dB]
z 3 5250 50 MCS0 13.97 23.98 -10.01
® 5570 114 MCSO0 12.66 23.98 -11.32
Table 7-16. FCC Antenna WF5T 160 MHz BW 802.11be (SU) (UNII) Conducted Output Power
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7.4.2 ISED Antenna WF5T Output Power and Max EIRP Measurement

Cond: d Cond d
Freq [MHz] Channel Data Rate Cagancied Power Limit | PowerMargin | Ant.Gain [dBi] |Max e.i.r.p. [dBm]| 23X &:-r-P- Limit | -e.ir.p. Margin
Power [dBm] [dBm] [dB]
[dBm] [dB]
5180 36 6Mbps 15.35 - 5 3.60 18.95 23.01 -4.06
5200 40 6Mbps 16.08 = 5 3.60 19.68 23.01 -3.33
5240 48 6Mbps 16.19 = - 3.60 19.79 23.01 -3.22
5260 52 6Mbps 20.67 23.98 -3.31 510 2577 30.00 -4.23
5300 60 6Mbps 19.68 23.98 -4.30 5.10 2478 30.00 5.22
5320 64 6Mbps 18.14 23.98 -5.84 5.10 23.24 30.00 -6.76
5500 100 6Mbps 18.63 23.98 -5.35 4.50 2313 30.00 -6.88
5520 104 6Mbps 19.94 23.98 -4.04 4.50 24.44 30.00 -5.56
5540 108 6Mbps 20.62 23.98 -3.36 4.50 2512 30.00 -4.88
5580 116 6Mbps 2055 23.98 343 4.50 25.05 30.00 -4.95
5660 132 6Mbps 2048 23.98 -3.50 4.50 24.98 30.00 5.02
5680 136 6Mbps 19.89 23.98 -4.09 4.50 24.39 30.00 -5.61
5700 140 6Mbps 18.35 23.98 -5.63 4.50 22.85 30.00 7.15
5720 144 6Mbps 20.35 23.98 -3.63 4.50 24.85 30.00 5.15
5745 149 6Mbps 20.35 30.00 -9.65 3.70 24.05 = S
5785 157 6Mbps 20.27 30.00 -9.73 3.70 23.97 = 5
5825 165 6Mbps 20.26 30.00 -9.74 3.70 23.96 = 5
Table 7-17. ISED Antenna WF5T 20 MHz BW 802.11a (UNII) Conducted Output Power and Max EIRP
C d d Ci d d . PR . "
Freq [MHz] Channel Data Rate Conducted Power Limit Power Margin Ant. Gain [dBi] |Max e.i.r.p. [dBm] Lbreien: Mmd|| el kg
Power [dBm] [dBm] [dB]
[dBm] [dB]
5180 36 MCS5 16.06 = S 3.60 19.66 23.01 -3.35
5200 40 MCS0 16.55 = 5 3.60 20.15 23.01 2.86
5240 48 MCS0 16.67 - - 3.60 20.27 23.01 2.75
5260 52 MCS0 2067 23.98 -3.31 510 2577 30.00 423
5300 60 MCS0 19.63 23.98 -4.35 5.10 2473 30.00 -5.27
5320 64 MCS0 18.11 23.98 -5.87 5.10 23.21 30.00 -6.79
5500 100 MCS0 18.62 23.98 -5.36 4.50 23.12 30.00 -6.88
5520 104 MCS0 19.93 23.98 -4.05 4.50 24.43 30.00 -5.57
5540 108 MCSO0 20.63 23.98 -3.35 4.50 2513 30.00 -4.87
5580 116 MCS0 20.56 23.98 -3.42 4.50 25.06 30.00 -4.94
5660 132 MCS0 2049 23.98 -3.49 4.50 24.99 30.00 -5.01
5680 136 MCS0 19.87 23.98 411 4.50 24.37 30.00 -5.63
5700 140 MCSO0 18.32 23.98 -5.66 4.50 22.82 30.00 7.18
5720 144 MCS0 20.33 23.98 -3.65 4.50 24.83 30.00 5.17
5745 149 MCS0 20.34 30.00 -9.66 3.70 24.04 = 5
5785 157 MCS0 20.26 30.00 -9.74 3.70 23.96 = 5
5825 165 MCS0 2023 30.00 9.78 3.70 23.93 = 5
Table 7-18. ISED Antenna WF5T 20 MHz BW 802.11n (UNII) Conducted Output Power and Max EIRP
C d d Ci | | . .. 5 .
Freq [MHz] Channel Data Rate Copdncted Power Limit Power Margin Ant. Gain [dBi] |Max e.i.r.p. [dBm] LErQRs LD G B
Power [dBm] [dBm] [dB]
[dBm] [dB]
5180 36 MCS0 15.85 = - 3.60 19.45 23.01 -3.56
5200 40 MCS3 16.83 = 5 3.60 2043 23.01 2.59
5240 48 MCS0 16.44 = S 3.60 20.04 23.01 2.97
5260 52 MCS0 20.59 23.98 -3.39 5.10 25.69 30.00 -4.31
5300 60 MCS0 19.61 23.98 -4.37 5.10 24.71 30.00 -5.29
5320 64 MCS0 17.06 23.98 -6.92 510 2216 30.00 7.84
5500 100 MCS0 16.55 23.98 743 4.50 21.05 30.00 -8.95
5520 104 MCSO0 19.84 23.98 414 4.50 24.34 30.00 -5.66
5540 108 MCS0 20.60 23.98 3.38 4.50 2510 30.00 -4.90
5580 116 MCS0 20.30 23.98 -3.68 4.50 24.80 30.00 -5.20
5660 132 MCSO0 20.44 23.98 -3.54 4.50 24.94 30.00 -5.06
5680 136 MCS0 19.82 23.98 -4.16 4.50 24.32 30.00 -5.68
5700 140 MCSO0 17.26 23.98 6.72 4.50 21.76 30.00 -8.24
5720 144 MCS0 20.58 23.98 -3.40 4.50 25.08 30.00 -4.92
5745 149 MCS0 20.32 30.00 -9.68 3.70 24.02 = S
5785 157 MCS0 20.24 30.00 -9.76 3.70 23.94 = 5
5825 165 MCS0 20.22 30.00 -9.78 3.70 23.92 = 5
Table 7-19. ISED Antenna WF5T 20 MHz BW 802.11be (SU) (UNII) Conducted Output Power and Max EIRP
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C Cond N

Freq [MHz] Channel Data Rate CE U] Power Limit Power Margin Ant. Gain [dBi] [Max e.i.r.p. [dBm] LER QI MMMl |- @ Lk
Power [dBm] [dBm] [dB]
[dBm] [dB]
5190 38 MCS0 15.39 - - 3.60 18.99 23.01 -4.02
5230 46 MCS3 18.28 - - 3.60 21.88 23.01 -1.13
5270 54 MCS0 20.64 23.98 -3.34 5.10 25.74 30.00 -4.26
5310 62 MCS0 15.69 23.98 -8.29 5.10 20.79 30.00 -9.21
5510 102 MCS0 14.73 23.98 -9.25 4.50 19.23 30.00 -10.77
5550 110 MCS0 18.93 23.98 -5.05 4.50 23.43 30.00 -6.57
5590 118 MCS0 20.68 23.98 -3.30 4.50 25.18 30.00 -4.82
5630 126 MCS0 20.67 23.98 -3.31 4.50 25.17 30.00 -4.83
5670 134 MCS0 19.60 23.98 -4.38 4.50 24.10 30.00 -5.90
5710 142 MCSO0 20.61 23.98 -3.37 4.50 25.11 30.00 -4.90
5755 151 MCS0 20.50 30.00 -9.50 3.70 24.20 - -
5795 159 MCS0 20.43 30.00 -9.57 3.70 24.13 - -
Table 7-20. ISED Antenna WF5T 40 MHz BW 802.11n (UNII) Conducted Output Power and Max EIRP
Cond d Cond d 1 Tt N q
Freq [MHz] Channel Data Rate Copducied Power Limit | Power Margin | Ant. Gain [dBi] |Max e.i.r.p. [dBmj| V12X &:i-F:P- Limit | - e.i.r.p. Margin
Power [dBm] [dBm] [dB]
[dBm] [dB]
5190 38 MCS3 14.72 - - 3.60 18.32 23.01 -4.69
5230 46 MCS0 18.27 - - 3.60 21.87 23.01 -1.14
5270 54 MCS0 19.69 23.98 -4.29 5.10 24.79 30.00 -5.21
5310 62 MCSO0 15.76 23.98 -8.22 5.10 20.86 30.00 -9.15
5510 102 MCS0 14.76 23.98 -9.22 4.50 19.26 30.00 -10.74
5550 110 MCS0 18.95 23.98 -5.03 4.50 23.45 30.00 -6.56
5590 118 MCS0 20.40 23.98 -3.58 4.50 24.90 30.00 -5.10
5630 126 MCS0 20.44 23.98 -3.54 4.50 24.94 30.00 -5.06
5670 134 MCS0 19.63 23.98 -4.35 4.50 24.13 30.00 -5.87
5710 142 MCS0 20.30 23.98 -3.68 4.50 24.80 30.00 -5.21
5755 151 MCS0 20.46 30.00 -9.54 3.70 24.16 - -
5795 159 MCS0 20.40 30.00 -9.60 3.70 24.10 - -
Table 7-21. ISED Antenna WF5T 40 MHz BW 802.11be (SU) (UNII) Conducted Output Power and Max EIRP
C d d Ci | | . P . o
Freq [MHz] Channel Data Rate Conaucted Power Limit Power Margin Ant. Gain [dBi] |Max e.i.r.p. [dBm] LI EING)|- G, LT
Power [dBm] [dBm] [dB]
[dBm] [dB]
5210 42 MCSO0 14.90 2 3 3.60 18.50 23.01 451
5290 58 MCS0 16.46 23.98 752 510 2156 30.00 8.44
5530 106 MCS0 14.39 23.98 -9.59 4.50 18.89 30.00 -11.11
5610 122 MCS0 20.18 23.98 -3.80 4.50 24.68 30.00 -5.32
5690 138 MCS0 20.34 23.98 -3.64 4.50 24.84 30.00 -5.16
5775 155 MCS0 19.00 30.00 -11.00 3.70 22.70

Table 7-22. ISED Antenna WF5T

80 MHz BW 802.11ac (UNII) Conducted Output Powe

r and Max EIRP

Cond 9 Cond . ) . ) -
Freq [MHz] Channel Data Rate Cit Power Limit Power Margin Ant. Gain [dBi] |Max e.i.r.p. [dBm] LERQIH, Ml |- @il LEln
Power [dBm] [dBm] [dB]
[dBm] [dB]
5210 42 MCS3 13.75 - - 3.60 17.35 23.01 -5.66
5290 58 MCS0 15.75 23.98 -8.23 5.10 20.85 30.00 -9.15
5530 106 MCS0 13.89 23.98 -10.09 4.50 18.39 30.00 -11.61
5610 122 MCS0 19.30 23.98 -4.68 4.50 23.80 30.00 -6.20
5690 138 MCS0 20.64 23.98 -3.34 4.50 25.14 30.00 -4.86
5775 155 MCS0 18.03 30.00 -11.97 3.70 21.73 - -
Table 7-23. ISED Antenna WF5T 80 MHz BW 802.11be (SU) (UNII) Conducted Output Power and Max EIRP
E Conducted Conducted Conducted M; i M i i.r.p. Margi
Sz ondu L N . . ax e.i.r.p. ax e.i.r.p. e.i.r.p. Margin
§ g Freq [MHz] Channel Data Rate Power [dBm] Pov[vdeBr"I;:lImlt Powe[(rigllargln Ant. Gain [dBi] [dBm] Limit [4Bm] [dB]
~ T
f: é 5250 50 MCSO0 13.94 23.98 -10.04 5.10 19.04 23.01 -3.97
Ly 5570 114 MCSO0 12.65 23.98 -11.33 4.50 17.15 30.00 -12.85
Table 7-24. ISED Antenna WF5T 160 MHz BW 802.11ac (UNII) Conducted Output Power and Max EIRP
& Conducted Cond! d Cond d M . M N o Margi
iy ondu L . . . ax e.i.r.p. ax e.i.r.p. e.i.r.p. Margin
2% Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin | Ant. Gain [dBi] [dBm] Limit [dBm] [dB]
EE [dBm] [dB]
N
‘:‘; 5 5250 50 MCS0 13.68 23.98 -10.30 5.10 18.78 23.01 -4.23
hid 5570 114 MCS0 12.66 23.98 -11.32 4.50 17.16 30.00 -12.84
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7.4.3

FCC Antenna WF5B Output Power Measurements

Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
[dBm] [dB]
5180 36 6Mbps 18.20 23.98 -5.78
5200 40 18Mbps 19.47 23.98 -4.51
5240 48 18Mbps 19.49 23.98 -4.49
5260 52 6Mbps 19.26 23.98 -4.72
5300 60 6Mbps 19.25 23.98 -4.73
5320 64 6Mbps 18.23 23.98 -5.75
5500 100 6Mbps 18.98 23.98 -5.00
5520 104 18Mbps 19.44 23.98 -4.54
5540 108 36Mbps 19.23 23.98 -4.75
5580 116 36Mbps 19.12 23.98 -4.86
5660 132 6Mbps 19.36 23.98 -4.62
5680 136 6Mbps 19.45 23.98 -4.53
5700 140 6Mbps 18.04 23.98 -5.94
5720 144 6Mbps 19.22 23.98 -4.76
5745 149 18Mbps 19.42 30.00 -10.58
5785 157 6Mbps 19.42 30.00 -10.58
5825 165 36Mbps 19.39 30.00 -10.61

Table 7-26. FCC Antenna WF5B 20 MHz BW 802.11a (UNII) Cond

ucted Output Power

Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
[dBm] [dB]
5180 36 MCS0 18.21 23.98 -5.77
5200 40 MCS5 19.49 23.98 -4.49
5240 48 MCS3 19.49 23.98 -4.49
5260 52 MCS3 19.25 23.98 -4.73
5300 60 MCS0 19.29 23.98 -4.69
5320 64 MCS0 18.20 23.98 -5.78
5500 100 MCS0 18.98 23.98 -5.00
5520 104 MCS3 19.25 23.98 -4.73
5540 108 MCS5 19.23 23.98 -4.75
5580 116 MCS3 19.14 23.98 -4.84
5660 132 MCS0 19.19 23.98 -4.79
5680 136 MCS0 19.19 23.98 -4.79
5700 140 MCS0 18.09 23.98 -5.89
5720 144 MCS3 19.23 23.98 -4.75
5745 149 MCS3 19.43 30.00 -10.57
5785 157 MCS0 19.41 30.00 -10.59
5825 165 MCS0 19.39 30.00 -10.62

Table 7-27. FCC Antenna WF5B 20 MHz BW 802.11n (UNII) Conducted Output Power
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Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin

[dBm] [dB]
5180 36 MCS0 17.47 23.98 -6.51
5200 40 MCS3 19.48 23.98 -4.50
5240 48 MCS5 19.50 23.98 -4.48
5260 52 MCS3 19.21 23.98 -4.77
5300 60 MCS5 19.25 23.98 -4.73
5320 64 MCS3 17.49 23.98 -6.49
5500 100 MCS0 17.00 23.98 -6.98
5520 104 MCS3 19.18 23.98 -4.80
5540 108 MCS5 19.28 23.98 -4.70
5580 116 MCS5 19.15 23.98 -4.83
5660 132 MCS5 19.14 23.98 -4.84
5680 136 MCS3 19.20 23.98 -4.78
5700 140 MCS0 17.02 23.98 -6.96
5720 144 MCS5 19.17 23.98 -4.81
5745 149 MCS5 19.38 30.00 -10.62
5785 157 MCS5 19.39 30.00 -10.61
5825 165 MCS3 19.39 30.00 -10.61

Table 7-28. FCC Antenna WF5B 20 MHz BW 802.11be (SU) (UNII) Conducted Output Power
Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin

[dBm] [dB]
5190 38 MCSO0 15.51 23.98 -8.47
5230 46 MCS0 19.50 23.98 -4.48
5270 54 MCS0 19.28 23.98 -4.70
5310 62 MCS3 15.80 23.98 -8.18
5510 102 MCS0 14.80 23.98 -9.18
5550 110 MCS0 19.31 23.98 -4.67
5590 118 MCS0 19.25 23.98 -4.73
5630 126 MCS0 19.32 23.98 -4.66
5670 134 MCS0 19.18 23.98 -4.80
5710 142 MCS5 19.18 23.98 -4.80
5755 151 MCS0 19.48 30.00 -10.53
5795 159 MCS0 19.46 30.00 -10.54

Table 7-29. FCC Antenna WF5B 40 MHz BW 802.11n (UNII) Conducted Output Power

FCC ID: BCGA3595
IC: 579C-A3595

MEASUREMENT REPORT
(CERTIFICATION)

Test Dates:
04/23/2026 - 07/02/2026

EUT Type:
Tablet Device

Approved by:
Technical Manager

Test Report S/N:
1C2604030025-09-R5.BCG

This report is Blockchain Verified. To verify the report authenticity, please visit
https://www.blockchain-verified.com or by clicking on the Blockchain logo.

Page 50 of 267

V 12.0 03/03/2026

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
permission in writing from Element Materials Technology. If you have any questions about this or have an enquiry about obtaining additional rights to this report or assembly of contents thereof,

please contact ct.info@element.com.



https://www.blockchain-verified.com/
https://www.blockchain-verified.com/

@ clement

Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
[dBm] [dB]
5190 38 MCS0 15.07 23.98 -8.91
5230 46 MCS5 19.05 23.98 -4.93
5270 54 MCS0 19.32 23.98 -4.66
5310 62 MCS3 15.83 23.98 -8.15
5510 102 MCS0 14.91 23.98 -9.07
5550 110 MCS0 19.32 23.98 -4.66
5590 118 MCS0 19.24 23.98 -4.74
5630 126 MCS0 19.37 23.98 -4.61
5670 134 MCS0 19.14 23.98 -4.84
5710 142 MCS0 19.16 23.98 -4.82
5755 151 MCS0 19.45 30.00 -10.55
5795 159 MCS5 19.44 30.00 -10.56
Table 7-30. FCC Antenna WF5B 40 MHz BW 802.11be (SU) (UNII) Conducted Output Power
Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
[dBm] [dB]
5210 42 MCS0 14.63 23.98 -9.35
5290 58 MCS0 15.45 23.98 -8.53
5530 106 MCS0 14.49 23.98 -9.49
5610 122 MCS3 19.32 23.98 -4.66
5690 138 MCS3 19.41 23.98 -4.57
5775 155 MCS0 18.55 30.00 -11.45
Table 7-31. FCC Antenna WF5B 80 MHz BW 802.11ac (UNII) Conducted Output Power
Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
[dBm] [dB]
5210 42 MCS0 13.71 23.98 -10.27
5290 58 MCS0 14.94 23.98 -9.04
5530 106 MCS0 13.81 23.98 -10.17
5610 122 MCS0 19.13 23.98 -4.85
5690 138 MCS0 19.18 23.98 -4.80
5775 155 MCS0 18.39 30.00 -11.61

Table 7-32. FCC Antenna WF5B 80 MHz BW 802.11be (SU) (UNII) Conducted Output Power

8 Conducted Conducted Conducted

E £ Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin

ez [dBm] [dB]

z 8 5250 50 MCSO 13.71 23.98 -10.27

s 5570 114 MCS0 12.45 23.98 -11.53
Table 7-33. FCC Antenna WF5B 160 MHz BW 802.11ac (UNII) Conducted Output Power

N Conducted Conducted Conducted

E £ Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin

<2 [dBm] [dB]

z 3 5250 50 MCS0 13.75 23.98 -10.23

D 5570 114 MCSO0 12.45 23.98 -11.53

Table 7-34. FCC Antenna WF5B 160 MHz BW 802.11be (SU) (UNII) Conducted Output Power
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7.44 ISED Antenna WF5B Output Power and Max EIRP Measurements

Cond: d Cond d
Freq [MHz] Channel Data Rate Cagancied Power Limit | PowerMargin | Ant.Gain [dBi] |Max e.i.r.p. [dBm]| 23X &:-r-P- Limit | -e.ir.p. Margin
Power [dBm] [dBm] [dB]
[dBm] [dB]
5180 36 18Mbps 16.00 = . 3.40 19.40 23.01 -3.61
5200 40 36Mbps 16.51 = 5 3.40 19.91 23.01 -3.10
5240 48 36Mbps 16.53 = - 3.40 19.93 23.01 -3.08
5260 52 6Mbps 19.26 23.98 472 4.50 23.76 30.00 6.24
5300 60 6Mbps 19.25 23.98 473 4.50 23.75 30.00 -6.25
5320 64 6Mbps 18.23 23.98 -5.75 4.50 2273 30.00 7.27
5500 100 6Mbps 18.98 23.98 -5.00 410 23.08 30.00 -6.92
5520 104 6Mbps 19.42 23.98 -4.56 410 23.52 30.00 -6.48
5540 108 6Mbps 19.03 23.98 -4.95 410 2313 30.00 -6.87
5580 116 6Mbps 19.10 23.98 -4.88 410 23.20 30.00 -6.80
5660 132 6Mbps 19.36 23.98 -4.62 410 23.46 30.00 -6.54
5680 136 6Mbps 19.45 23.98 -4.53 410 23.55 30.00 -6.45
5700 140 6Mbps 18.04 23.98 -5.94 410 2214 30.00 7.86
5720 144 6Mbps 19.22 23.98 -4.76 410 23.32 30.00 -6.68
5745 149 6Mbps 19.38 30.00 -10.62 2.70 22.08 = S
5785 157 6Mbps 19.42 30.00 -10.58 2.70 2212 = 5
5825 165 6Mbps 19.39 30.00 -10.62 2.70 22.09 = 5
Table 7-35. ISED Antenna WF5B 20 MHz BW 802.11a (UNIl) Conducted Output Power and Max EIRP
Cond d Cond d - P o o
Freq [MHz] Channel Data Rate Gegaucied Power Limit Power Margin Ant. Gain [dBi] |Max e.i.r.p. [dBm] L R @l LEe
Power [dBm] [dBm] [dB]
[dBm] [dB]
5180 36 MCS0 16.03 = S 3.40 19.43 23.01 -3.58
5200 40 MCS3 16.73 = 5 3.40 20.13 23.01 2.88
5240 48 MCS5 16.78 - - 3.40 20.18 23.01 -2.83
5260 52 MCS0 19.24 23.98 474 4.50 2374 30.00 -6.26
5300 60 MCS0 19.29 23.98 -4.69 4.50 23.79 30.00 -6.21
5320 64 MCS0 18.20 23.98 5.78 4.50 22.70 30.00 7.31
5500 100 MCS0 18.98 23.98 -5.00 410 23.08 30.00 -6.92
5520 104 MCS0 19.24 23.98 -4.74 410 23.34 30.00 -6.66
5540 108 MCSO0 19.22 23.98 -4.76 410 23.32 30.00 -6.68
5580 116 MCS0 19.11 23.98 -4.87 410 23.21 30.00 -6.79
5660 132 MCS0 19.19 23.98 479 410 23.29 30.00 -6.71
5680 136 MCS0 19.19 23.98 -4.79 410 23.29 30.00 6.71
5700 140 MCSO0 18.09 23.98 -5.89 410 2219 30.00 7.81
5720 144 MCS0 19.20 23.98 478 410 23.30 30.00 -6.70
5745 149 MCS0 19.42 30.00 -10.58 2.70 2212 = 5
5785 157 MCS0 19.41 30.00 -10.59 2.70 2211 z 5
5825 165 MCS0 19.39 30.00 -10.62 2.70 22.09 = 5
Table 7-36. ISED Antenna WF5B 20 MHz BW 802.11n (UNII) Conducted Output Power and Max EIRP
Conducted Cond i 5 S 5 q
Freq [MHz] Channel Data Rate Copdncted Power Limit Power Margin Ant. Gain [dBi] |Max e.i.r.p. [dBm] LErQRs LD G B
Power [dBm] [dBm] [dB]
[dBm] [dB]
5180 36 MCS0 15.80 = - 3.40 19.20 23.01 -3.81
5200 40 MCS0 16.99 = 5 3.40 20.39 23.01 2.62
5240 48 MCS0 16.55 = S 3.40 19.95 23.01 -3.07
5260 52 MCS0 19.12 23.98 -4.86 4.50 23.62 30.00 -6.38
5300 60 MCS0 19.21 23.98 -4.77 4.50 23.71 30.00 -6.29
5320 64 MCS0 17.46 23.98 -6.52 4.50 21.96 30.00 -8.04
5500 100 MCS0 17.00 23.98 -6.98 410 21.10 30.00 -8.90
5520 104 MCSO0 19.11 23.98 -4.87 410 23.21 30.00 6.79
5540 108 MCS0 19.24 23.98 474 410 23.34 30.00 -6.66
5580 116 MCS0 19.11 23.98 -4.87 4.10 23.21 30.00 -6.79
5660 132 MCSO0 19.11 23.98 -4.87 410 23.21 30.00 -6.79
5680 136 MCS0 19.19 23.98 479 410 23.29 30.00 6.71
5700 140 MCSO0 17.02 23.98 -6.96 410 2112 30.00 -8.89
5720 144 MCS0 19.15 23.98 -4.83 4.10 23.25 30.00 -6.75
5745 149 MCS0 19.35 30.00 -10.65 2.70 22.05 = S
5785 157 MCS0 19.36 30.00 -10.64 2.70 22.06 = 5
5825 165 MCS0 19.34 30.00 -10.66 2.70 22.04 = 5
Table 7-37. ISED Antenna WF5B 20 MHz BW 802.11be (SU) (UNII) Conducted Output Power and Max EIRP
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Conducted Cond i
Freq [MHz] Channel Data Rate CE U] Power Limit Power Margin Ant. Gain [dBi] [Max e.i.r.p. [dBm] LER QI MMMl |- @ Lk
Power [dBm] [dBm] [dB]
[dBm] [dB]
5190 38 MCS0 15.50 - - 3.40 18.90 23.01 -4.12
5230 46 MCS3 18.04 - - 3.40 21.44 23.01 -1.57
5270 54 MCS0 19.28 23.98 -4.70 4.50 23.78 30.00 -6.22
5310 62 MCS0 15.80 23.98 -8.18 4.50 20.30 30.00 -9.70
5510 102 MCS0 14.80 23.98 -9.18 4.10 18.90 30.00 -11.10
5550 110 MCS0 19.31 23.98 -4.67 4.10 23.41 30.00 -6.59
5590 118 MCS0 19.25 23.98 -4.73 4.10 23.35 30.00 -6.65
5630 126 MCS0 19.32 23.98 -4.66 4.10 23.42 30.00 -6.59
5670 134 MCS0 19.18 23.98 -4.80 4.10 23.28 30.00 -6.73
5710 142 MCS0 19.12 23.98 -4.86 4.10 23.22 30.00 -6.78
5755 151 MCS0 19.48 30.00 -10.53 2.70 22.18 - -
5795 159 MCS0 19.46 30.00 -10.54 2.70 22.16 - -
Table 7-38. ISED Antenna WF5B 40 MHz BW 802.11n (UNII) Conducted Output Power and Max EIRP
Cond d Cond d 5 S B a
Freq [MHz] Channel Data Rate Copducied Power Limit | Power Margin | Ant. Gain [dBi] |Max e.i.r.p. [dBmj| V12X &:i-F:P- Limit | - e.i.r.p. Margin
Power [dBm] [dBm] [dB]
[dBm] [dB]
5190 38 MCS0 15.08 - - 3.40 18.48 23.01 -4.53
5230 46 MCS0 18.13 - - 3.40 21.53 23.01 -1.49
5270 54 MCS0 19.32 23.98 -4.66 4.50 23.82 30.00 -6.18
5310 62 MCSO0 15.83 23.98 -8.15 4.50 20.33 30.00 -9.67
5510 102 MCS0 14.91 23.98 -9.07 4.10 19.01 30.00 -10.99
5550 110 MCS0 19.32 23.98 -4.66 4.10 23.42 30.00 -6.58
5590 118 MCS0 19.24 23.98 -4.74 4.10 23.34 30.00 -6.66
5630 126 MCS0 19.37 23.98 -4.61 4.10 23.47 30.00 -6.53
5670 134 MCS0 19.14 23.98 -4.84 4.10 23.24 30.00 -6.76
5710 142 MCS0 19.16 23.98 -4.82 4.10 23.26 30.00 -6.74
5755 151 MCS0 19.45 30.00 -10.55 2.70 22.15 - -
5795 159 MCS0 19.42 30.00 -10.58 2.70 22.12 - -
Table 7-39. ISED Antenna WF5B 40 MHz BW 802.11be (SU) (UNII) Conducted Output Power and Max EIRP
C d d Ci | | . P . o
Freq [MHz] Channel Data Rate copducted Power Limit Power Margin Ant. Gain [dBi] |Max e.i.r.p. [dBm] LEFSQIRs LD QIR LEED
Power [dBm] [dBm] [dB]
[dBm] [dB]
5210 42 MCS0 14.89 B B 3.40 18.29 23.01 472
5290 58 MCS0 15.45 23.98 -8.53 4.50 19.95 30.00 -10.05
5530 106 MCS0 14.49 23.98 -9.49 4.10 18.59 30.00 -11.41
5610 122 MCS0 19.31 23.98 -4.67 4.10 23.41 30.00 -6.59
5690 138 MCS0 19.39 23.98 459 4.10 23.49 30.00 6.51
5775 155 MCS0 18.55 30.00 -11.45 2.70 21.25 - -
Table 7-40. ISED Antenna WF5B 80 MHz BW 802.11ac (UNII) Conducted Output Power and Max EIRP
C di d Ci | i . P . "
Freq [MHz] Channel Data Rate Copdicted Power Limit Power Margin Ant. Gain [dBi] |Max e.i.r.p. [dBm] Rlaxe L pinidpetipiiaan
Power [dBm] [dBm] [dB]
[dBm] [dB]
5210 42 MCS0 13.99 = 5 3.40 17.39 23.01 5.62
5290 58 MCS0 14.94 23.98 -9.04 4.50 19.44 30.00 -10.56
5530 106 MCS0 13.81 23.98 -10.17 4.10 17.91 30.00 -12.09
5610 122 MCS0 19.13 23.98 -4.85 4.10 23.23 30.00 -6.77
5690 138 MCS0 19.18 23.98 -4.80 4.10 23.28 30.00 -6.73
5775 155 MCS0 18.39 30.00 -11.61 2.70 21.09 - -
Table 7-41. ISED Antenna WF5B 80 MHz BW 802.11be (SU) (UNII) Conducted Output Power and Max EIRP
g = Conducted Cond g J Conauct J. q . Max e.i.r.p. Max e.i.r.p. e.i.r.p. Margin
s Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin | Ant. Gain [dBi] [dBm] Limit [4Bm] [dB]
=3 [dBm] [dB]
2:: é 5250 50 MCS0 13.52 23.98 -10.46 4.50 18.02 23.01 -4.99
Ly 5570 114 MCSO0 12.45 23.98 -11.53 4.10 16.55 30.00 -13.45
Table 7-42. ISED Antenna WF5B 160 MHz BW 802.11ac (UNII) Conducted Output Power and Max EIRP
2 _ Cond d Conducted . . . .
; £ Freq [MHz] Channel Data Rate Pg‘:v'::“[:";:‘] Power Limit | Power Margin | Ant. Gain [dBi] Ma;’;'n"';'p' m:"‘l te[;;;:i e""";('ﬂ’:]a'g'"
=93 [dBm] [dB]
g 5 5250 50 MCS0 13.51 23.98 -10.47 4.50 18.01 23.01 -5.00
hid 5570 114 MCS0 12.45 23.98 -11.53 4.10 16.55 30.00 -13.46
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7.4.5

FCC Antenna WF8 Output Power Measurements

Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
[dBm] [dB]
5180 36 6Mbps 18.29 23.98 -5.69
5200 40 6Mbps 19.32 23.98 -4.66
5240 48 18Mbps 19.31 23.98 -4.67
5260 52 36Mbps 19.35 23.98 -4.63
5300 60 18Mbps 19.42 23.98 -4.56
5320 64 6Mbps 18.03 23.98 -5.95
5500 100 6Mbps 18.71 23.98 -5.27
5520 104 18Mbps 19.33 23.98 -4.65
5540 108 6Mbps 19.30 23.98 -4.68
5580 116 18Mbps 19.33 23.98 -4.65
5660 132 6Mbps 19.20 23.98 -4.78
5680 136 18Mbps 19.16 23.98 -4.82
5700 140 6Mbps 18.32 23.98 -5.66
5720 144 18Mbps 19.38 23.98 -4.60
5745 149 36Mbps 19.17 30.00 -10.83
5785 157 36Mbps 19.03 30.00 -10.97
5825 165 36Mbps 19.43 30.00 -10.57

Table 7-44. FCC Antenna WF8 20 MHz BW 802

.11a (UNII) Conducted Output Power

Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
[dBm] [dB]
5180 36 MCS0 18.30 23.98 -5.68
5200 40 MCS0 19.33 23.98 -4.65
5240 48 MCS5 19.32 23.98 -4.66
5260 52 MCS5 19.30 23.98 -4.68
5300 60 MCS5 19.46 23.98 -4.52
5320 64 MCS0 18.03 23.98 -5.95
5500 100 MCS0 18.78 23.98 -5.20
5520 104 MCS3 19.29 23.98 -4.69
5540 108 MCS3 19.32 23.98 -4.66
5580 116 MCS5 19.37 23.98 -4.61
5660 132 MCS0 19.18 23.98 -4.80
5680 136 MCS3 19.15 23.98 -4.83
5700 140 MCS0 18.28 23.98 -5.70
5720 144 MCS3 19.38 23.98 -4.60
5745 149 MCS3 19.21 30.00 -10.79
5785 157 MCS3 19.05 30.00 -10.95
5825 165 MCS0 19.43 30.00 -10.57

Table 7-45. FCC Antenna WF8 20 MHz BW 802.11n (UNIl) Conducted Output Power
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Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
[dBm] [dB]
5180 36 MCS0 17.03 23.98 -6.95
5200 40 MCS3 19.25 23.98 -4.73
5240 48 MCS0 19.32 23.98 -4.66
5260 52 MCS3 19.33 23.98 -4.65
5300 60 MCS5 19.36 23.98 -4.62
5320 64 MCS3 17.01 23.98 -6.97
5500 100 MCS0 16.75 23.98 -7.23
5520 104 MCS3 19.28 23.98 -4.70
5540 108 MCSO0 19.28 23.98 -4.70
5580 116 MCS3 19.05 23.98 -4.93
5660 132 MCS3 19.11 23.98 -4.87
5680 136 MCS3 19.11 23.98 -4.87
5700 140 MCS0 17.30 23.98 -6.68
5720 144 MCS3 19.07 23.98 -4.91
5745 149 MCS3 19.14 30.00 -10.86
5785 157 MCS3 19.47 30.00 -10.53
5825 165 MCS3 19.46 30.00 -10.54

Table 7-46. FCC Antenna WF8 20 MHz BW 802.11

be (SU) (UNII) Conducted Output Power

Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
[dBm] [dB]
5190 38 MCSO0 15.51 23.98 -8.47
5230 46 MCS0 19.39 23.98 -4.59
5270 54 MCS0 19.38 23.98 -4.60
5310 62 MCS0 15.89 23.98 -8.09
5510 102 MCS0 14.89 23.98 -9.09
5550 110 MCS0 19.36 23.98 -4.62
5590 118 MCS3 19.36 23.98 -4.62
5630 126 MCS0 19.12 23.98 -4.86
5670 134 MCS0 19.18 23.98 -4.80
5710 142 MCS0 19.20 23.98 -4.78
5755 151 MCS3 19.16 30.00 -10.84
5795 159 MCS0 19.11 30.00 -10.89

Table 7-47. FCC Antenna WF8 40 MHz BW 802.11n (UNII) Conducted Output Power
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Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
[dBm] [dB]
5190 38 MCS0 15.03 23.98 -8.95
5230 46 MCS5 19.34 23.98 -4.64
5270 54 MCS0 19.41 23.98 -4.57
5310 62 MCS0 15.85 23.98 -8.13
5510 102 MCS0 14.86 23.98 -9.12
5550 110 MCS0 19.02 23.98 -4.96
5590 118 MCS3 19.31 23.98 -4.67
5630 126 MCS5 19.26 23.98 -4.72
5670 134 MCS0 19.12 23.98 -4.86
5710 142 MCS5 19.20 23.98 -4.78
5755 151 MCS3 19.13 30.00 -10.88
5795 159 MCS5 19.07 30.00 -10.93
Table 7-48. FCC Antenna WF8 40 MHz BW 802.11be (SU) (UNII) Conducted Output Power
Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
[dBm] [dB]
5210 42 MCS0 14.92 23.98 -9.06
5290 58 MCS3 15.42 23.98 -8.56
5530 106 MCS0 14.37 23.98 -9.61
5610 122 MCS0 19.03 23.98 -4.95
5690 138 MCS0 19.49 23.98 -4.49
5775 155 MCS0 18.61 30.00 -11.40
Table 7-49. FCC Antenna WF8 80 MHz BW 802.11ac (UNII) Conducted Output Power
Conducted Conducted Conducted
Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin
[dBm] [dB]
5210 42 MCS3 13.53 23.98 -10.45
5290 58 MCS0 14.75 23.98 -9.23
5530 106 MCS0 13.89 23.98 -10.09
5610 122 MCS0 19.08 23.98 -4.90
5690 138 MCS5 19.21 23.98 -4.77
5775 155 MCS0 18.41 30.00 -11.59

Table 7-50. FCC Antenna WF8 80 MHz BW 802.11

be (SU) (UNII) Conducted Output Power

8 Conducted Conducted Conducted

E £ Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin

c3 [dBm] [dB]

z 8 5250 50 MCSO 13.86 23.98 -10.12

@ 5570 114 MCSO0 12.69 23.98 -11.29
Table 7-51. FCC Antenna WF8 160 MHz BW 802.11ac (UNII) Conducted Output Power

& Conducted Conducted Conducted

E g Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin

g% [dBm] [dB]

zs 5250 50 MCS0 13.91 23.98 -10.07

® 5570 114 MCSO0 12.23 23.98 -11.75

Table 7-52. FCC Antenna WF8 160 MHz BW 802.11be (SU) (UNII) Conducted Output Power

FCC ID: BCGA3595
IC: 579C-A3595

MEASUREMENT REPORT
(CERTIFICATION)

Test Dates:
04/23/2026 - 07/02/2026

EUT Type:
Tablet Device

Approved by:
Technical Manager

Test Report S/N:
1C2604030025-09-R5.BCG

This report is Blockchain Verified. To verify the report authenticity, please visit
https://www.blockchain-verified.com or by clicking on the Blockchain logo.

Page 56 of 267

V 12.0 03/03/2026

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
permission in writing from Element Materials Technology. If you have any questions about this or have an enquiry about obtaining additional rights to this report or assembly of contents thereof,

please contact ct.info@element.com.



https://www.blockchain-verified.com/
https://www.blockchain-verified.com/

@ clement

7.4.6 ISED Antenna WF8 Output Power and Max EIRP Measurements

Cond: d Cond d
Freq [MHz] Channel Data Rate Cagancied Power Limit | PowerMargin | Ant.Gain [dBi] |Max e.i.r.p. [dBm]| 23X &:-r-P- Limit | -e.ir.p. Margin
Power [dBm] [dBm] [dB]
[dBm] [dB]
5180 36 36Mbps 15.57 = 5 5.70 9.87 23.01 13.14
5200 40 6Mbps 16.58 = 5 5.70 10.88 23.01 1214
5240 48 36Mbps 16.34 = - -5.70 10.64 23.01 12.37
5260 52 6Mbps 19.31 23.98 -4.67 -4.80 14,51 30.00 -15.49
5300 60 6Mbps 19.42 23.98 -4.56 -4.80 14.62 30.00 -15.38
5320 64 6Mbps 18.03 23.98 -5.95 -4.80 13.23 30.00 16.77
5500 100 6Mbps 18.71 23.98 -5.27 0.50 19.21 30.00 -10.79
5520 104 6Mbps 19.29 23.98 -4.69 0.50 19.79 30.00 -10.21
5540 108 6Mbps 19.30 23.98 -4.68 0.50 19.80 30.00 -10.21
5580 116 6Mbps 19.26 23.98 472 0.50 19.76 30.00 10.24
5660 132 6Mbps 19.20 23.98 478 0.50 19.70 30.00 -10.30
5680 136 6Mbps 19.15 23.98 -4.83 0.50 19.65 30.00 -10.35
5700 140 6Mbps 18.32 23.98 -5.66 0.50 18.82 30.00 11.18
5720 144 6Mbps 19.32 23.98 -4.66 0.50 19.82 30.00 -10.18
5745 149 6Mbps 19.13 30.00 -10.87 2.10 21.23 = S
5785 157 6Mbps 19.00 30.00 -11.00 2.10 21.10 = 5
5825 165 6Mbps 19.40 30.00 -10.61 2.10 21.50 = 5
Table 7-53. ISED Antenna WF8 20 MHz BW 802.11a (UNII) Conducted Output Power and Max EIRP
Cond d Cond d " P o o
Freq [MHz] Channel Data Rate Gegaucied Power Limit Power Margin Ant. Gain [dBi] |Max e.i.r.p. [dBm] L R @l LEe
Power [dBm] [dBm] [dB]
[dBm] [dB]
5180 36 MCS5 16.03 = S -5.70 10.33 23.01 -12.68
5200 40 MCS0 16.58 = 5 5.70 10.88 23.01 1213
5240 48 MCS3 16.82 - - -5.70 11.12 23.01 -11.89
5260 52 MCS0 19.27 23.98 471 -4.80 14.47 30.00 15.53
5300 60 MCS0 19.42 23.98 -4.56 -4.80 14.62 30.00 -15.38
5320 64 MCS0 18.03 23.98 -5.95 -4.80 13.23 30.00 16.77
5500 100 MCS0 18.78 23.98 -5.20 0.50 19.28 30.00 -10.72
5520 104 MCS0 19.29 23.98 -4.69 0.50 19.79 30.00 -10.21
5540 108 MCSO0 19.25 23.98 473 0.50 19.75 30.00 -10.25
5580 116 MCS0 19.31 23.98 -4.67 0.50 19.81 30.00 -10.20
5660 132 MCS0 19.18 23.98 -4.80 0.50 19.68 30.00 -10.32
5680 136 MCS0 19.14 23.98 -4.84 0.50 19.64 30.00 -10.36
5700 140 MCSO0 18.28 23.98 5.70 0.50 18.78 30.00 11.22
5720 144 MCS0 19.37 23.98 -4.61 0.50 19.87 30.00 -10.13
5745 149 MCS0 19.19 30.00 -10.81 2.10 21.29 = 5
5785 157 MCS0 19.02 30.00 -10.98 2.10 21.12 z 5
5825 165 MCS0 19.43 30.00 10,57 210 2153 = 5
Table 7-54. ISED Antenna WF8 20 MHz BW 802.11n (UNII) Conducted Output Power and Max EIRP
C d d Ci | | . .. 5 .
Freq [MHz] Channel Data Rate Copdncted Power Limit Power Margin Ant. Gain [dBi] |Max e.i.r.p. [dBm] LErQRs LD G B
Power [dBm] [dBm] [dB]
[dBm] [dB]
5180 36 MCS3 15.80 = - -5.70 10.10 23.01 -12.91
5200 40 MCS3 16.58 = 5 5.70 10.88 23.01 12.13
5240 48 MCS0 16.59 = S 5.70 10.89 23.01 12,12
5260 52 MCS0 19.22 23.98 -4.76 -4.80 14.42 30.00 -15.58
5300 60 MCS0 19.35 23.98 -4.63 -4.80 14.55 30.00 -15.45
5320 64 MCS0 17.01 23.98 -6.97 -4.80 12.21 30.00 17.79
5500 100 MCS0 16.75 23.98 7.23 0.50 17.25 30.00 12.75
5520 104 MCSO0 19.17 23.98 ~4.81 0.50 19.67 30.00 -10.33
5540 108 MCS0 19.28 23.98 470 0.50 19.78 30.00 10.22
5580 116 MCS0 19.01 23.98 -4.97 0.50 19.51 30.00 -10.50
5660 132 MCSO0 19.10 23.98 -4.88 0.50 19.60 30.00 -10.40
5680 136 MCS0 19.07 23.98 -4.91 0.50 19.57 30.00 -10.43
5700 140 MCSO0 17.30 23.98 -6.68 0.50 17.80 30.00 12.21
5720 144 MCS0 19.05 23.98 -4.93 0.50 19.55 30.00 -10.45
5745 149 MCS0 19.09 30.00 -10.91 210 2119 = S
5785 157 MCS0 19.45 30.00 -10.55 2.10 2155 = 5
5825 165 MCS0 19.42 30.00 -10.58 2.10 21.52 = 5
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Condi d Cond |
Freq [MHz] Channel Data Rate CE U] Power Limit Power Margin Ant. Gain [dBi] [Max e.i.r.p. [dBm] LER QI MMMl |- @ Lk
Power [dBm] [dBm] [dB]
[dBm] [dB]

5190 38 MCS0 15.46 - - -5.70 9.76 23.01 -13.25
5230 46 MCS3 18.08 - - -5.70 12.38 23.01 -10.63
5270 54 MCS0 19.38 23.98 -4.60 -4.80 14.58 30.00 -15.42
5310 62 MCS0 15.89 23.98 -8.09 -4.80 11.09 30.00 -18.91
5510 102 MCS0 14.89 23.98 -9.09 0.50 15.39 30.00 -14.61
5550 110 MCS0 19.36 23.98 -4.62 0.50 19.86 30.00 -10.14
5590 118 MCS0 19.32 23.98 -4.66 0.50 19.82 30.00 -10.18
5630 126 MCS0 19.12 23.98 -4.86 0.50 19.62 30.00 -10.38
5670 134 MCS0 19.18 23.98 -4.80 0.50 19.68 30.00 -10.32
5710 142 MCSO0 19.20 23.98 -4.78 0.50 19.70 30.00 -10.30
5755 151 MCS0 19.15 30.00 -10.86 2.10 21.25 - -

5795 159 MCS0 19.11 30.00 -10.89 2.10 21.21 -

Table 7-56. ISED Antenna WF8 40 MHz BW 802.11n (UNIl) Conducted Output Power and Max EIRP

Cond: d Cond d
Freq [MHz] Channel Data Rate Copducied Power Limit | Power Margin | Ant. Gain [dBi] |Max e.i.r.p. [dBmj| V12X &:i-F:P- Limit | - e.i.r.p. Margin
Power [dBm] [dBm] [dB]
[dBm] [dB]

5190 38 MCS0 15.00 - - 5.70 9.30 23.01 13.71
5230 16 MCS3 18.08 - - 5.70 12.38 23.01 1063
5270 54 MCS0 19.41 23.98 457 ~4.80 14.61 30.00 ~15.40
5310 62 MCSO 15.85 23.98 513 4.80 11.05 30.00 18.95
5510 102 MCS0 14.86 23.98 912 0.50 15.36 30.00 14.64
5550 110 MCS0 19.02 23.98 4.96 0.50 19.52 30.00 1048
5590 118 MCS0 19.04 23.98 4,94 0.50 19.54 30.00 10.47
5630 126 MCSO 19.10 23.98 488 0.50 19.60 30.00 10,40
5670 134 MCS0 19.12 23.98 4.86 0.50 19.62 30.00 1038
5710 142 MCS0 19.19 23.98 479 0.50 19.69 30.00 10,31
5755 151 MCS0 19.12 30.00 -10.88 2.10 21.22 - -
5795 159 MCS0 19.07 30.00 10.93 2.10 2117 E

Table 7-57. ISED Antenna WF8 40 MHz BW 802.11be (SU) (UNII) Conducted Output Power and Max EIRP

Condi d Cond |
Freq [MHz] Channel Data Rate CEE e Power Limit Power Margin Ant. Gain [dBi] [Max e.i.r.p. [dBm] LEESQHe, (MMM |- @i, LD
Power [dBm] [dBm] [dB]
[dBm] [dB]

5210 42 MCS0 14.90 - - -5.70 9.20 23.01 -13.81
5290 58 MCS0 15.41 23.98 -8.57 -4.80 10.61 30.00 -19.39
5530 106 MCS0 14.37 23.98 -9.61 0.50 14.87 30.00 -15.13
5610 122 MCS0 19.03 23.98 -4.95 0.50 19.53 30.00 -10.47
5690 138 MCS0 19.49 23.98 -4.49 0.50 19.99 30.00 -10.01
5775 155 MCS0 18.61 30.00 -11.40 2.10 20.71 - -

Table 7-58. ISED Antenna WF8 80 MHz BW 802.11ac (UNIl) Conducted Output Power and Max EIRP

Cond d Cond! i
Freq [MHz] Channel Data Rate Cit Power Limit Power Margin Ant. Gain [dBi] |Max e.i.r.p. [dBm] LERQIH, Ml |- @il LEln
Power [dBm] [dBm] [dB]
[dBm] [dB]

5210 42 MCS0 14.00 - - -5.70 8.30 23.01 -14.71
5290 58 MCS0 14.75 23.98 -9.23 -4.80 9.95 30.00 -20.05
5530 106 MCS0 13.89 23.98 -10.09 0.50 14.39 30.00 -15.61
5610 122 MCS0 19.08 23.98 -4.90 0.50 19.58 30.00 -10.43
5690 138 MCS0 19.01 23.98 -4.97 0.50 19.51 30.00 -10.49
5775 155 MCS0 18.41 30.00 -11.59 2.10 20.51 -

Table 7-59. ISED Antenna WF8 80 MHz BW 802.11be (SU) (UNII) Conducted Output Power and Max EIRP

N Cond q Conducted
I . . . "
= Conducted i n q . Max e.i.r.p. Max e.i.r.p. e.i.r.p. Margin
s Freq [MHz] Channel Data Rate Power [dBm] Power Limit Power Margin | Ant. Gain [dBi] [dBm] Limit [4Bm] [dB]

=3 [dBm] [dB]

f: 5 5250 50 MCSO0 13.87 23.98 -10.11 -4.80 9.07 23.01 -13.94

Ly 5570 114 MCSO0 12.69 23.98 -11.29 0.50 13.19 30.00 -16.81

Table 7-60. ISED Antenna WF8 160 MHz BW 802.11ac (UNII) Conducted Output Power and Max EIRP

N C\n d d Cc 4, d

I . . . .

ST Conducted P . . . Max e.i.r.p. Max e.i.r.p. e.i.r.p. Margin
= Fi MH. h, 1 D: P Li P M. Ant. Bi

S2E req [MHz] Channe| ata Rate Power [dBm] ower Limit ower Margin t. Gain [dBi] [dBm] Limit [dBm] [dB]

EE [dBm] [dB]

g 5 5250 50 MCS0 13.89 23.98 -10.09 -4.80 9.09 23.01 -13.92

hid 5570 114 MCS0 12.23 23.98 -11.75 0.50 12.73 30.00 -17.27

Table 7-61. ISED Antenna WF8 160 MHz BW 802.11be (SU) (UNII) Conducted Output Power and Max EIRP
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7.4.7 FCC CDD Primary Output Power Measurements
Conducted Conducted
Freq [MHz] Channel Mode Data Rate I RO EET] Power Limit Power Margin
Antenna WF5T | Antenna WF5B Summed [dBm] [dB]
5180 36 CDD 6Mbps 16.90 16.69 19.80 23.98 -4.18
5200 40 CDD 18Mbps 17.44 17.48 20.47 23.98 -3.51
5240 48 CDD 18Mbps 17.34 17.44 20.40 23.98 -3.58
5260 52 CDD 36Mbps 15.90 15.77 18.84 23.98 -5.14
5300 60 CDD 6Mbps 15.93 15.92 18.93 23.98 -5.05
5320 64 CDD 36Mbps 15.32 15.13 18.24 23.98 -5.74
5500 100 CDD 6Mbps 15.87 15.97 18.93 23.98 -5.05
5520 104 CDD 6Mbps 16.11 16.52 19.33 23.98 -4.65
5540 108 CDD 36Mbps 16.34 16.56 19.46 23.98 -4.52
5580 116 CDD 6Mbps 16.53 16.23 19.39 23.98 -4.59
5660 132 CDD 6Mbps 16.47 16.40 19.45 23.98 -4.53
5680 136 CDD 6Mbps 15.58 15.97 18.79 23.98 -5.19
5700 140 CDD 6Mbps 15.54 15.99 18.78 23.98 -5.20
5720 144 CDD 18Mbps 16.49 16.30 19.41 23.98 -4.57
5745 149 CDD 36Mbps 19.36 19.09 22.24 30.00 -7.76
5785 157 CDD 6Mbps 19.43 19.08 22.27 30.00 -7.73
5825 165 CDD 6Mbps 19.36 19.47 22.43 30.00 -7.57
Table 7-62. FCC CDD Primary 20 MHz BW 802.11a (UNII) Conducted Output Power
Conducted Conducted
Freq [MHz] Channel Mode Data Rate e EE] (RO (1] Power Limit Power Margin
Antenna WF5T | Antenna WF5B Summed [dBm] [dB]
5180 36 CDD MCS3 16.56 16.97 19.78 23.98 -4.20
5200 40 SDM MCS0 17.54 17.69 20.63 23.98 -3.35
5240 48 SDM MCS5 18.21 18.21 21.22 23.98 -2.76
5260 52 SDM MCS3 17.97 17.92 20.96 23.98 -3.02
5300 60 SDM MCS0 17.18 16.74 19.97 23.98 -4.01
5320 64 SDM MCS3 16.58 16.74 19.67 23.98 -4.31
5500 100 SDM MCS0 16.63 16.75 19.70 23.98 -4.28
5520 104 SDM MCS0 17.13 17.51 20.33 23.98 -3.65
5540 108 SDM MCS0 17.62 17.53 20.59 23.98 -3.39
5580 116 SDM MCS3 17.82 17.98 20.91 23.98 -3.07
5660 132 SDM MCS0 18.22 17.98 21.11 23.98 -2.87
5680 136 SDM MCS3 17.28 17.27 20.28 23.98 -3.70
5700 140 CDD MCS0 15.78 15.80 18.80 23.98 -5.18
5720 144 SDM MCS3 17.64 17.95 20.81 23.98 -3.17
5745 149 CDD MCS3 19.12 19.37 22.26 30.00 -7.74
5785 157 CDD MCS0 19.07 19.35 22.22 30.00 -7.78
5825 165 CDD MCS0 19.07 19.34 22.21 30.00 -7.79
Table 7-63. FCC CDD/SDM Primary 20 MHz BW 802.11n (UNII) Conducted Output Power
Conducted Conducted
Freq [MHz] Channel Mode Data Rate T RO I Power Limit Power Margin
Antenna WF5T | Antenna WF5B Summed [dBm] [dB]
5180 36 CDD MCS0 16.58 16.88 19.74 23.98 -4.24
5200 40 CDD MCS0 17.55 17.67 20.62 23.98 -3.36
5240 48 SDM MCS0 18.40 17.95 21.19 23.98 -2.79
5260 52 SDM MCS3 18.17 18.21 21.20 23.98 -2.78
5300 60 SDM MCS3 16.65 16.72 19.70 23.98 -4.28
5320 64 SDM MCS0 16.55 16.69 19.63 23.98 -4.35
5500 100 SDM MCS0 16.60 16.67 19.64 23.98 -4.34
5520 104 SDM MCS0 17.26 17.23 20.25 23.98 -3.73
5540 108 SDM MCS0 17.59 17.52 20.56 23.98 -3.42
5580 116 SDM MCS0 18.08 18.18 21.14 23.98 -2.84
5660 132 SDM MCS0 17.97 18.39 21.19 23.98 -2.79
5680 136 SDM MCS0 17.29 17.22 20.26 23.98 -3.72
5700 140 SDM MCS3 15.76 15.76 18.77 23.98 -5.21
5720 144 SDM MCS3 17.89 18.18 21.05 23.98 -2.93
5745 149 CDD MCS3 19.34 19.32 22.34 30.00 -7.66
5785 157 CDD MCS3 19.26 19.31 22.30 30.00 -7.70
5825 165 CDD MCS5 19.24 19.27 22.27 30.00 -7.73
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Conducted Conducted
Freq [MHz] Channel Mode Data Rate (e nEer] (R (RIS Power Limit Power Margin

Antenna WF5T | Antenna WF5B Summed [dBm] [dB]
5190 38 CDD MCS0 14.52 14.44 17.49 23.98 -6.49
5230 46 CDD MCS0 19.03 19.46 22.26 23.98 -1.72
5270 54 SDM MCS0 19.11 19.25 22.19 23.98 -1.79
5310 62 CDD MCSO0 14.96 14.71 17.85 23.98 -6.13
5510 102 CDD MCS0 14.78 14.84 17.82 23.98 -6.16
5550 110 SDM MCS0 18.90 18.94 21.93 23.98 -2.05
5590 118 SDM MCS3 19.17 19.18 22.19 23.98 -1.79
5630 126 SDM MCS0 19.40 19.17 22.29 23.98 -1.69
5670 134 CDD MCS0 18.53 18.28 21.42 23.98 -2.56
5710 142 CDD MCS5 19.49 19.03 22.28 23.98 -1.70
5755 151 CDD MCS0 19.17 19.38 22.29 30.00 -7.71
5795 159 CDD MCS3 19.07 19.36 22.23 30.00 -7.77

Table 7-65. FCC CDD/SDM Primary 40 MHz BW 802.11n (UNIl) Conducted Output Power
Conducted Conducted
Freq [MHz] Channel Mode Data Rate T R Power Limit Power Margin

Antenna WF5T | Antenna WF5B Summed [dBm] [dB]
5190 38 CDD MCS3 13.94 13.99 16.97 23.98 -7.01
5230 46 CDD MCS3 19.08 19.23 22.16 23.98 -1.82
5270 54 SDM MCS0 19.10 19.27 22.20 23.98 -1.78
5310 62 CDD MCS3 14.00 13.55 16.79 23.98 -7.19
5510 102 CDD MCS0 14.20 14.60 17.42 23.98 -6.56
5550 110 SDM MCS0 18.90 18.96 21.94 23.98 -2.04
5590 118 SDM MCS3 19.43 19.46 22.45 23.98 -1.53
5630 126 SDM MCS0 19.46 19.34 22.41 23.98 -1.57
5670 134 CDD MCS0 18.54 18.33 21.44 23.98 -2.54
5710 142 CDD MCS0 19.27 19.34 22.32 23.98 -1.66
5755 151 CDD MCS0 19.40 19.36 22.39 30.00 -7.61
5795 159 CDD MCS0 19.31 19.35 22.34 30.00 -7.66

Table 7-66. FCC CDD/SDM Primary 40 MHz BW 802.11be (SU) (UNII) Conducted

Output Power

Conducted Conducted
Freq [MHz] Channel Mode Data Rate I RO ] Power Limit Power Margin
Antenna WF5T | Antenna WF5B Summed [dBm] [dB]
5210 42 CDD MCS0 13.33 13.37 16.36 23.98 -7.62
5290 58 CDD MCS0 14.14 14.34 17.25 23.98 -6.73
5530 106 CDD MCS0 13.38 13.40 16.40 23.98 -7.58
5610 122 CDD MCS0 18.97 18.97 21.98 23.98 -2.00
5690 138 CDD MCS0 19.18 19.04 22.12 23.98 -1.86
5775 155 CDD MCS0 18.95 18.51 21.74 30.00 -8.26
Table 7-67. FCC CDD Primary 80 MHz BW 802.11ac (UNIl) Conducted Output Power
Conducted Conducted
Freq [MHz] Channel Mode Data Rate I (RO (I Power Limit Power Margin
Antenna WF5T | Antenna WF5B Summed [dBm] [dB]
5210 42 CDD MCS0 13.41 13.45 16.44 23.98 -7.54
5290 58 CDD MCS0 14.18 14.44 17.32 23.98 -6.66
5530 106 CDD MCS0 13.60 13.49 16.56 23.98 -7.42
5610 122 CDD MCS0 18.54 18.56 21.56 23.98 -2.42
5690 138 CDD MCS0 19.48 19.10 22.30 23.98 -1.68
5775 155 CDD MCS0 17.56 17.63 20.60 30.00 -9.40
Table 7-68. FCC CDD Primary 80 MHz BW 802.11be (SU) (UNII) Conducted Output Power
N Conducted Conducted
E § Freq [MHz] Channel Mode Data Rate T R ) Power Limit Power Margin
2z Antenna WF5T | Antenna WF5B Summed [dBm] [dB]
g é 5250 50 CDD MCS0 13.38 13.42 16.41 23.98 -7.57
o 5570 114 CDD MCS0 12.57 12.34 15.47 23.98 -8.51
Table 7-69. FCC CDD Primary 160 MHz BW 802.11ac (UNIl) Conducted Output Power
N Conducted Conducted
% g Freq [MHz] Channel Mode Data Rate I R ] Power Limit Power Margin
£ Antenna WF5T | Antenna WF5B Summed [dBm] [dB]
g § 5250 50 CDD MCS0 13.45 13.44 16.46 23.98 -7.52
o 5570 114 CDD MCS0 12.40 12.39 15.40 23.98 -8.58
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7.4.8 ISED CDD/SDM Primary Output Power and Max EIRP Measurements

Conducted Conducted
Freq [MHz] Channel Mode Data Rate et = ROy (Tt Power Limit | Power Margin D";“."’"" ANt | ylax e.ir.p. [dBm)| M3X &-1F-P: Limit | - e.i.r.p. Margin
ain [dBi] [dBm] [dB]
Antenna ANT5T | Antenna ANT5B Summed [dBm] [dB]

5180 36 CDD 6Mbps 9.85 951 12.69 - - 3.50 16.19 23.01 6.82
5200 40 CDD 6Mbps 10.04 10.50 13.28 - 3.50 16.78 23.01 6.23
5240 48 CcDD 18Mbps 10.15 10.31 13.24 = - 3.50 16.74 23.01 6.27
5260 52 CDD 6Mbps 15.88 15.73 18.82 23.98 5.16 4.81 23.63 30.00 6.37
5300 60 CDD 6Mbps 15.93 15.92 18.93 23.98 -5.05 4.81 23.74 30.00 6.26
5320 64 CDD 6Mbps 15.29 15.13 18.22 23.98 5.76 4.81 23.03 30.00 6.97
5500 100 CDD 6Mbps 15.87 15.97 18.93 23.98 -5.05 4.30 23.23 30.00 6.77
5520 104 CDD 6Mbps 16.11 16.52 19.33 23.98 -4.65 4.30 2363 30.00 6.37
5540 108 CDD 6Mbps 16.31 16.56 19.45 23.98 -4.53 4.30 23.75 30.00 6.25
5580 116 CDD 6Mbps 16.53 16.23 19.39 23.98 -4.59 4.30 23.69 30.00 6.31
5660 132 CDD 6Mbps 16.47 16.40 19.45 23.98 -4.53 4.30 23.75 30.00 6.25
5680 136 CDD 6Mbps 15.58 15.97 18.79 23.98 519 4.30 23.09 30.00 6.91
5700 140 CDD 6Mbps 15.54 15.99 18.78 23.98 5.20 4.30 23.08 30.00 6.92
5720 144 CDD 6Mbps 16.48 16.30 19.40 23.98 -4.58 4.30 23.70 30.00 6.30
5745 149 CcDD 6Mbps 19.37 19.05 2222 30.00 7.78 3.23 25.45 - -
5785 157 CDD 6Mbps 19.43 19.08 2227 30.00 773 3.23 25.50 -
5825 165 CDD 6Mbps 19.36 19.47 2243 30.00 757 3.23 25.66 -

Table 7-71. ISED CDD Primary 20 MHz BW 802.11a (UNII) Conducted Ou

tput Power and Max EIRP

Conducted

Conducted

Freq [MHz] Channel Mode Data Rate Conducted Power [dBm] Power Limit Power Margin Directional Ant. Max e.i.r.p. Max e.i.r.p. Limit| e.i.r.p. Margin
Gain [dBI] [dBm] [dBm] [dB]
Antenna ANTST | Antenna ANTSB | Summed [dBm] [dB]
5180 36 SDM MCS0 12.62 12.52 15.58 = = 3.50 19.08 23.01 -3.93
5200 40 SDM MCS3 13.52 13.29 16.42 = = 3.50 19.92 23.01 -3.09
5240 48 SDM MCS5 13.67 13.79 16.74 - - 3.50 20.24 23.01 =2.77
5260 52 SDM MCS0 17.70 17.92 20.82 23.98 -3.16 4.81 25.63 30.00 -4.37
5300 60 SDM MCS0 17.18 16.74 19.97 23.98 -4.01 4.81 24.78 30.00 -5.22
5320 64 SDM MCS0 16.56 16.73 19.65 23.98 -4.33 4.81 24.46 30.00 -5.54
5500 100 SDM MCS0 16.63 16.75 19.70 23.98 -4.28 4.30 24.00 30.00 -6.00
5520 104 SDM MCS0 17.13 17.51 20.33 23.98 -3.65 4.30 24.63 30.00 -5.37
5540 108 SDM MCS0 17.62 17.53 20.59 23.98 -3.39 4.30 24.89 30.00 -5.11
5580 116 SDM MCS0 17.81 17.89 20.86 23.98 -3.12 4.30 25.16 30.00 -4.84
5660 132 SDM MCS0 18.22 17.98 21.11 23.98 -2.87 4.30 25.41 30.00 -4.59
5680 136 SDM MCS0 16.81 17.26 20.05 23.98 -3.93 4.30 24.35 30.00 -5.65
5700 140 CDD MCS0 15.78 15.80 18.80 23.98 -5.18 4.30 23.10 30.00 -6.90
5720 144 SDM MCS0 17.63 17.94 20.80 23.98 -3.18 4.30 25.10 30.00 -4.90
5745 149 CbD MCS0 19.10 19.38 22.25 30.00 -1.75 3.23 25.48 = e
5785 157 CDD MCS0 19.07 19.35 22.22 30.00 -7.78 3.23 25.45 - -
5825 165 CDD MCS0 19.07 19.34 22.21 30.00 -1.79 3.23 25.44 - -

Table 7-72. ISED

CDD/SDM Primary 20 MHz BW 802.11n (UNII) Conducted Output Power and Max EIRP

Conducted Conducted S H q [ 5 "
Freq [MHz] Channel Mode Data Rate Conducted Power [dBm] Power Limit Power Margin Directional Ant. Max e.i.r.p. Max e.i.r.p. Limit| e.i.r.p. Margin
Gain [dBI] [dBm] [dBm] [dB]
Antenna ANT5T | Antenna ANT5B Summed [dBm] [@B]

5180 36 SDM MCS0 12.78 12.89 15.85 = = 3.50 19.35 23.01 -3.66
5200 40 SDM MCS5 13.75 13.76 16.76 = = 3.50 20.26 23.01 -2.75
5240 48 SDM MCS0 13.60 13.78 16.70 - - 3.50 20.20 23.01 -2.81
5260 52 SDM MCS0 18.08 18.11 21.10 23.98 -2.88 4.81 25.91 30.00 -4.09
5300 60 SDM MCS0 16.63 16.67 19.66 23.98 -4.32 4.81 24.47 30.00 -5.53
5320 64 SDM MCS0 16.55 16.69 19.63 23.98 -4.35 4.81 24.44 30.00 -5.56
5500 100 SDM MCS0 16.60 16.67 19.64 23.98 -4.34 4.30 23.94 30.00 -6.06
5520 104 SDM MCS0 17.26 17.23 20.25 23.98 -3.73 4.30 24.55 30.00 -5.45
5540 108 SDM MCS0 17.59 17.52 20.56 23.98 -3.42 4.30 24.86 30.00 -5.14
5580 116 SDM MCS0 18.08 18.18 21.14 23.98 -2.84 4.30 25.44 30.00 -4.56
5660 132 SDM MCS0 17.97 18.39 21.19 23.98 =2.79 4.30 25.49 30.00 -4.51
5680 136 SDM MCS0 17.29 17.22 20.26 23.98 -3.72 4.30 24.56 30.00 -5.44
5700 140 SDM MCS0 15.78 15.73 18.76 23.98 -5.22 4.30 23.06 30.00 -6.94
5720 144 SDM MCSo 17.86 18.17 21.03 23.98 -2.95 4.30 25.33 30.00 -4.67
5745 149 CDbD MCS0 19.06 19.30 22.19 30.00 -7.81 3.23 25.42 - -
5785 157 CDD MCS0 19.04 19.30 22.18 30.00 -7.82 3.23 25.41 - -
5825 165 CDD MCS0 19.21 19.29 22.26 30.00 -7.74 3.23 25.49 -
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Conducted Conducted S f q [ N .
Freq [MHz] Channel Mode Data Rate Conducted Power [dBm] Power Limit Power Margin Dlrect_lonal Ant. Max e.i.r.p. Max e.i.r.p. Limit| e.i.r.p. Margin
Gain [dBi] [dBm] [dBm] [dB]
Antenna ANTST | Antenna ANT5B Summed [dBm] [dB]

5190 38 SDM MCS3 14.18 14.48 17.34 = = 3.50 20.84 23.01 -2.17
5230 46 SDM MCS0 15.24 15.24 18.25 = = 3.50 21.75 23.01 -1.26
5270 54 SDM MCS0 19.11 19.25 22.19 23.98 -1.79 4.81 27.00 30.00 -3.00
5310 62 CDD MCS0 14.96 14.71 17.85 23.98 -6.13 4.81 22.66 30.00 -7.34
5510 102 CDD MCS0 14.78 14.84 17.82 23.98 -6.16 4.30 2212 30.00 -7.88
5550 110 SDM MCS0 18.90 18.94 21.93 23.98 -2.05 4.30 26.23 30.00 -3.77
5590 118 SDM MCS0 19.17 19.16 2217 23.98 -1.81 4.30 26.47 30.00 -3.53
5630 126 SDM MCS0 19.40 19.17 22.29 23.98 -1.69 4.30 26.59 30.00 -3.41
5670 134 CDD MCS0 18.53 18.28 21.42 23.98 -2.56 4.30 25.72 30.00 -4.28
5710 142 CbD MCSo 19.01 19.09 22.06 23.98 -1.92 4.30 26.36 30.00 -3.64
5755 151 CDbD MCS0 19.17 19.38 22.29 30.00 =771 3.23 25.52 - -
5795 159 CDbD MCS0 19.05 19.37 22.22 30.00 -7.78 3.23 25.45 -

Table 7-74. ISED CDD/SDM Primary 40 MHz BW 802.11n (UNII) Conducted

Output Power and Méx EIRP

Conducted Conducted S f q [ N .
Freq [MHz] Channel Mode Data Rate Conducted Power [dBm] Power Limit Power Margin Dlrect_lonal Ant. Max e.i.r.p. Max e.i.r.p. Limit| e.i.r.p. Margin
Gain [dBi] [dBm] [dBm] [dB]
Antenna ANTST | Antenna ANT5B Summed [dBm] dB]

5190 38 SDM MCS0 13.93 13.73 16.84 - - 3.50 20.34 23.01 -2.67
5230 46 SDM MCS0 15.33 15.29 18.32 = = 3.50 21.82 23.01 -1.19
5270 54 SDM MCS0 19.10 19.27 22.20 23.98 -1.78 4.81 27.01 30.00 -2.99
5310 62 CDD MCS0 13.98 13.51 16.76 23.98 -7.22 4.81 21.57 30.00 -8.43
5510 102 CDD MCS0 14.20 14.60 17.42 23.98 -6.56 4.30 21.72 30.00 -8.28
5550 110 SDM MCS0 18.90 18.96 21.94 23.98 -2.04 4.30 26.24 30.00 -3.76
5590 118 SDM MCS0 19.16 19.42 22.30 23.98 -1.68 4.30 26.60 30.00 -3.40
5630 126 SDM MCS0 19.46 19.34 22.41 23.98 -1.57 4.30 26.71 30.00 -3.29
5670 134 CDD MCS0 18.54 18.33 21.44 23.98 -2.54 4.30 25.74 30.00 -4.26
5710 142 CbD MCSo 19.27 19.34 22.32 23.98 -1.66 4.30 26.62 30.00 -3.38
5755 151 CDbD MCS0 19.40 19.36 22.39 30.00 -7.61 3.23 25.62 - -
5795 159 CDbD MCS0 19.31 19.35 22.34 30.00 -7.66 3.23 25.57

Table 7-75. ISED CDD/SDM Primary

ed Output Power and Max EIRP

Conducted

Conducted

Freq [MHz] Channel Mode Data Rate Conducted Power [dBm] Power Limit Power Margin Directional Ant. " p. [dBm] Max e.i.r.p. Limit [ e.i.r.p. Margin
Gain [dBi] [dBm] [dB]
Antenna ANT5T | Antenna ANT5B Summed [dBm] [dB]

5210 42 CcDD MCS0 13.12 13.39 16.27 - - 3.50 19.77 23.01 3.24

5290 58 CDD MCS0 14.14 14.34 17.25 23.98 6.73 4.81 22.06 30.00 7.94

5530 106 CcDD MCS0 13.38 13.40 16.40 23.98 -7.58 4.30 20.70 30.00 -9.30

5610 122 CDD MCS0 18.97 18.97 21.98 23.98 -2.00 4.30 26.28 30.00 3.72

5690 138 CDD MCS0 19.18 19.04 22.12 23.98 -1.86 4.30 26.42 30.00 -3.58

5775 155 CDD MCS0 18.95 18.51 2174 30.00 -8.26 3.23 24.97 = -

Table 7-76. ISED CDD Primary 80 MHz BW 802.11ac (UNIl) Conducted Output Power and

Max EIRP

o
R
=5

Conducted Conducted
Freq [MHz] Channel Mode Data Rate e CEE] e [ PowerLimit | Power Margin | Directional Ant. p. [dBm]| MaX e.r.p- Limit | e.ir.p. Margin
Gain [dBi] [dBm] 48]
Antenna ANT5T | Antenna ANT5B Summed [dBm] [dB]
2 cDD MCS0 13.23 1341 16.33 - - 350 19.83 23,01 318
5290 58 cDD MCSO 14.18 1444 17.32 25.98 6.66 481 2213 30.00 787
5530 106 CDD MCSO 13.60 13.49 16.56 2398 742 430 2086 30.00 914
5610 122 cDD MCSO0 18.54 18.56 2156 23.98 242 430 25386 30.00 414
5690 138 CDD MCSO 19.48 19.10 2230 2398 168 430 2660 30.00 340
5775 155 cDD MCS0 17,56 17.63 2060 30.00 9.40 3.23 2383 - -

Table 7-77. ISED CDD Primary 80 MHz BW 802.11be (SU) (UNII) Conducted

Output Power and Max EIRP

Conducted

Conducted

N
ES Conducted Power [dBm!

=Z Freq [MHz] Channel Mode Data Rate [dBm] Power Limit | Power Margin Dlrect'lonal .Ant. Max e.i.r.p. N.Iax. e.irp. | e.i.rp. Margin
23 Gain [dBi] [dBm] Limit [dBm] [dB]
=93 Antenna ANTS5T [ Antenna ANT5B|  Summed [dBm] dB]

N

g 5 5250 50 CDD MCS0 13.11 13.34 16.24 23.98 -7.74 4.81 21.05 23.01 -1.96

o 5570 114 CDD MCS0 12.57 12.34 15.47 23.98 -8.51 4.30 19.77 30.00 -10.23

Table 7-78. ISED CDD Primary 160 MHz BW 802.11ac (UNIl) Conducted O

utput Power and

Max EIRP

Conducted

Conducted

N
E Conducted Power [dBm irecti i i i
= Freq [MHz] Channel Mode Data Rate t ] Power Limit | Power Margin D|rec1_|ona| _I'\"" LESOUHREY N_Iax_ P QIRELLLIED
82 Gain [dBi] [dBm] Limit [dBm]

= Antenna ANTST [ Antenna ANT5B|  Summed [dBm] [dB]

N

o & 5250 50 CDD MCS0 13.45 13.44 16.46 23.98 -7.52 4.81 21.27 23.01 -1.74

© 5570 114 CDD MCS0 1317 13.40 16.30 23.98 -7.68 4.30 20.60 30.00 -9.40

Table 7-79. ISED CDD Primary 160 MHz BW 802.11be (SU) (UNII) Conducted Output Power and Max EIRP
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749 FCC CDD Diversity Output Power Measurements
Conducted Conducted
Freq [MHz] Channel Mode Data Rate I RO EET] Power Limit Power Margin
Antenna WF5T | Antenna WF8 Summed [dBm] [dB]
5180 36 CDD 6Mbps 16.90 16.53 19.73 23.98 -4.25
5200 40 CDD 18Mbps 17.44 17.47 20.47 23.98 -3.51
5240 48 CDD 18Mbps 17.34 17.25 20.30 23.98 -3.68
5260 52 CDD 18Mbps 15.88 16.04 18.97 23.98 -5.01
5300 60 CDD 36Mbps 15.94 15.87 18.91 23.98 -5.07
5320 64 CDD 6Mbps 15.29 15.10 18.21 23.98 -5.77
5500 100 CDD 6Mbps 15.87 15.59 18.75 23.98 -5.23
5520 104 CDD 6Mbps 16.11 16.38 19.26 23.98 -4.72
5540 108 CDD 18Mbps 16.34 16.36 19.36 23.98 -4.62
5580 116 CDD 6Mbps 16.53 16.35 19.45 23.98 -4.53
5660 132 CDD 6Mbps 16.47 16.03 19.27 23.98 -4.71
5680 136 CDD 36Mbps 15.56 15.80 18.69 23.98 -5.29
5700 140 CDD 6Mbps 15.54 15.88 18.72 23.98 -5.26
5720 144 CDD 6Mbps 16.48 16.31 19.41 23.98 -4.57
5745 149 CDD 36Mbps 19.36 19.50 22.44 30.00 -7.56
5785 157 CDD 6Mbps 19.43 19.44 22.44 30.00 -7.56
5825 165 CDD 6Mbps 19.36 19.32 22.35 30.00 -7.65
Table 7-80. FCC CDD Diversity 20 MHz BW 802.11a (UNII) Conducted Output Power
Conducted Conducted
Freq [MHz] Channel Mode Data Rate e EE] (RO (1] Power Limit Power Margin
Antenna WF5T | Antenna WF8 Summed [dBm] [dB]
5180 36 CDD MCS0 16.55 16.78 19.68 23.98 -4.30
5200 40 SDM MCS5 17.53 17.56 20.56 23.98 -3.42
5240 48 SDM MCS0 18.19 18.26 21.24 23.98 -2.74
5260 52 SDM MCS3 17.97 17.83 20.91 23.98 -3.07
5300 60 SDM MCS0 17.18 16.92 20.06 23.98 -3.92
5320 64 SDM MCS0 16.56 16.76 19.67 23.98 -4.31
5500 100 SDM MCS0 16.63 16.76 19.70 23.98 -4.28
5520 104 SDM MCS0 17.13 17.12 20.14 23.98 -3.84
5540 108 SDM MCS0 17.62 17.61 20.63 23.98 -3.35
5580 116 SDM MCS3 17.82 17.86 20.85 23.98 -3.13
5660 132 SDM MCS0 18.22 18.17 21.20 23.98 -2.78
5680 136 SDM MCS3 17.28 17.30 20.30 23.98 -3.68
5700 140 CDD MCS0 15.78 16.17 18.99 23.98 -4.99
5720 144 SDM MCS0 17.63 17.82 20.74 23.98 -3.24
5745 149 CDD MCS0 19.10 19.06 22.09 30.00 -7.91
5785 157 CDD MCS0 19.07 19.43 22.27 30.00 -7.73
5825 165 CDD MCS0 19.07 19.37 22.23 30.00 -7.77
Table 7-81. FCC CDD/SDM Diversity 20 MHz BW 802.11n (UNII) Conducted Output Power
Conducted Conducted
Freq [MHz] Channel Mode Data Rate T RO I Power Limit Power Margin
Antenna WF5T | Antenna WF8 Summed [dBm] [dB]
5180 36 CDD MCS0 16.58 16.73 19.67 23.98 -4.31
5200 40 CDD MCS0 17.55 17.27 20.42 23.98 -3.56
5240 48 SDM MCS0 18.40 18.04 21.23 23.98 -2.75
5260 52 SDM MCS3 18.17 18.28 21.23 23.98 -2.75
5300 60 SDM MCS3 16.65 16.87 19.77 23.98 -4.21
5320 64 SDM MCS0 16.55 16.74 19.65 23.98 -4.33
5500 100 SDM MCS0 16.60 16.66 19.64 23.98 -4.34
5520 104 SDM MCS0 17.26 17.40 20.34 23.98 -3.64
5540 108 SDM MCS3 17.57 17.59 20.59 23.98 -3.39
5580 116 SDM MCS3 18.08 18.30 21.20 23.98 -2.78
5660 132 SDM MCS0 17.97 17.98 20.98 23.98 -3.00
5680 136 SDM MCS0 17.29 17.47 20.39 23.98 -3.59
5700 140 SDM MCS3 15.76 16.12 18.96 23.98 -5.02
5720 144 SDM MCS3 17.89 18.26 21.09 23.98 -2.89
5745 149 CDD MCS3 19.34 19.31 22.33 30.00 -7.67
5785 157 CDD MCS3 19.26 19.17 22.23 30.00 -7.77
5825 165 CDD MCS3 19.21 19.11 22.17 30.00 -7.83

Table 7-82. FCC CDD/SDM Diversity 20 MHz BW 802.11be (SU) (UNII) Conducted Output Power
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Conducted Conducted
Freq [MHz] Channel Mode Data Rate (e nEer] (R (RIS Power Limit Power Margin

Antenna WF5T | Antenna WF8 Summed [dBm] [dB]
5190 38 CDD MCS0 14.52 14.45 17.50 23.98 -6.48
5230 46 CDD MCS0 19.03 19.05 22.05 23.98 -1.93
5270 54 SDM MCS0 19.11 19.06 22.10 23.98 -1.88
5310 62 CDD MCSO0 14.96 14.76 17.87 23.98 -6.11
5510 102 CDD MCS0 14.78 14.84 17.82 23.98 -6.16
5550 110 SDM MCS0 18.90 18.70 21.81 23.98 -2.17
5590 118 SDM MCS3 19.17 19.49 22.34 23.98 -1.64
5630 126 SDM MCS0 19.40 19.18 22.30 23.98 -1.68
5670 134 CDD MCS0 18.53 18.24 21.40 23.98 -2.58
5710 142 CDD MCS5 19.49 19.35 22.43 23.98 -1.55
5755 151 CDD MCS0 19.17 19.27 22.23 30.00 -7.77
5795 159 CDD MCS3 19.07 19.20 22.14 30.00 -7.86

Table 7-83. FCC CDD/SDM Diversity 40 MHz BW 802.11n (UNIl) Conducted Output Power
Conducted Conducted
Freq [MHz] Channel Mode Data Rate (S I R (] Power Limit Power Margin

Antenna WF5T | Antenna WF8 Summed [dBm] [dB]
5190 38 CDD MCS0 13.92 13.99 16.97 23.98 -7.01
5230 46 CDD MCS3 19.08 19.06 22.08 23.98 -1.90
5270 54 SDM MCS0 19.10 19.05 22.08 23.98 -1.90
5310 62 CDD MCS3 14.00 13.55 16.79 23.98 -7.19
5510 102 CDD MCS0 14.20 14.64 17.44 23.98 -6.54
5550 110 SDM MCS0 18.90 18.74 21.83 23.98 -2.15
5590 118 SDM MCS3 19.43 19.46 22.45 23.98 -1.53
5630 126 SDM MCS0 19.46 19.41 22.45 23.98 -1.53
5670 134 CDD MCS0 18.54 18.28 21.42 23.98 -2.56
5710 142 CDD MCS3 19.29 19.35 22.33 23.98 -1.65
5755 151 CDD MCS0 19.40 19.32 22.37 30.00 -7.63
5795 159 CDD MCS3 19.31 19.22 22.28 30.00 -7.72

Table 7-84. FCC CDD/SDM Diversity 40 MHz BW 802.11be (SU) (UNII) Conducted Output Power

Conducted Conducted
Freq [MHz] Channel Mode Data Rate (e rEer] (R (RIS Power Limit Power Margin
Antenna WF5T | Antenna WF8 Summed [dBm] [dB]
5210 42 CDD MCS0 13.33 13.42 16.39 23.98 -7.59
5290 58 CDD MCS0 14.14 14.14 17.15 23.98 -6.83
5530 106 CDD MCS0 13.38 13.31 16.36 23.98 -7.62
5610 122 CDD MCS0 18.97 18.96 21.97 23.98 -2.01
5690 138 CDD MCS0 19.18 19.14 2217 23.98 -1.81
5775 155 CDD MCS0 18.95 18.98 21.97 30.00 -8.03
Table 7-85. FCC CDD Diversity 80 MHz BW 802.11ac (UNII) Conducted Output Power
Conducted Conducted
Freq [MHz] Channel Mode Data Rate LI T Clu] Power Limit Power Margin
Antenna WF5T | Antenna WF8 Summed [dBm] [dB]
5210 42 CDD MCS0 13.41 13.48 16.45 23.98 -7.53
5290 58 CDD MCS0 14.18 14.25 17.22 23.98 -6.76
5530 106 CDD MCS0 13.60 13.38 16.50 23.98 -7.48
5610 122 CDD MCS0 18.54 18.54 21.55 23.98 -2.43
5690 138 CDD MCS5 19.48 19.21 22.36 23.98 -1.62
5775 155 CDD MCS0 17.56 17.59 20.58 30.00 -9.42
Table 7-86. FCC CDD Diversity 80 MHz BW 802.11be (SU) (UNII) Conducted Output Power
N Conducted Conducted
% '::; Freq [MHz] Channel Mode Data Rate S (R Y Power Limit Power Margin
€3 Antenna WF5T Antenna WF8 Summed [dBm] [dB]
g § 5250 50 CDD MCS0 13.38 13.32 16.36 23.98 -7.62
® 5570 114 CDD MCS0 12.57 12.68 15.63 23.98 -8.35
Table 7-87. FCC CDD Diversity 160 MHz BW 802.11ac (UNII) Conducted Output Power
N Conducted Conducted
g '::; Freq [MHz] Channel Mode Data Rate I (R LT Power Limit Power Margin
£3 Antenna WF5T | Antenna WF8 Summed [dBm] [dB]
g § 5250 50 CDD MCS0 13.45 13.36 16.42 23.98 -7.56
® 5570 114 CDD MCS0 12.40 12.39 15.40 23.98 -8.58

Table 7-88. FCC CDD Diversity 160 MHz BW 802.11be (SU) (UNII) Conducted Output Power

FCC ID: BCGA3595
IC: 579C-A3595

MEASUREMENT REPORT

(CERTIFICATION)

Test Dates:

04/23/2026 - 07/02/2026

EUT Type:
Tablet Device

Approved by:
Technical Manager

Test Report S/N:
1C2604030025-09-R5.BCG

This report is Blockchain Verified. To verify the report authenticity, please visit
https://www.blockchain-verified.com or by clicking on the Blockchain logo.

Page 64 of 267

V 12.0 03/03/2026

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
permission in writing from Element Materials Technology. If you have any questions about this or have an enquiry about obtaining additional rights to this report or assembly of contents thereof,
please contact ct.info@element.com.



https://www.blockchain-verified.com/
https://www.blockchain-verified.com/

@ clement

7.4.10 ISED CDD/SDM Diversity Output Power and Max EIRP Measurements

eELTET channel Mode Data Rate Conducted Power [dBm] Piz:‘::‘f::’" Pfx:f;ﬁ" Directional Ant. | Max e.irp. | Maxe.irp. | e.irp.Margin
Gain [dBi] [dBm] Limit [dBm] [dB]
Antenna WFST | Antenna WF8 | Summed [dBm] [dB]
5180 36 CcDbb 6Mbps 9.85 9.48 12.68 - - 107 1375 23.01 926
5200 40 cob 18Mbps 10.06 1029 13.19 E 2 107 14.26 23.01 875
5240 8 Cob 18Mbps 10.15 10.30 13.24 E - 107 1231 23.01 870
5260 52 cob GMbps 15.88 16.01 18.9 2398 502 251 2147 30.00 853
5300 60 Cbb 6Mbps 1593 15.61 18.79 23.98 519 251 21.30 30.00 870
5320 64 CoD GMbps 1529 15.10 1821 23.98 577 251 2072 30.00 928
5500 100 Ccob 6Mbps 15.87 1559 18.75 23.98 523 2.9 21.70 30.00 8.30
5520 104 S5} GMbps 1611 1638 19.26 23.98 272 295 2221 30.00 779
5540 108 ) 6Mbps 1631 16.36 19.35 23.98 463 2.95 22.30 30.00 770
5580 116 CDbb 6Mbps 1653 16.35 19.45 23.98 453 2.95 22.40 30.00 7.60
5660 132 CDD GMbps 16.47 16.03 19.27 23.98 271 2.95 222 30.00 778
5680 136 CDD 6Mbps 1558 15.55 18.57 23.98 541 2.95 21.52 30.00 5.48
5700 140 CDD 6Mbps 1554 15.88 18.72 23.98 526 2.95 21.67 30.00 833
5720 144 ) GMbps 16.48 16.31 19.41 23.98 457 2.95 22.36 30.00 764
5745 129 Ccob 6Mbps 19.37 19.47 22.43 30.00 757 2.97 25.40 , ,
5785 157 CDbb 6Mbps 1943 19.44 244 30.00 7.56 297 2541 - -
5625 165 CoD GMbps 1936 19.32 22.35 30.00 765 2.97 2532 - -

Table 7-89. ISED

CDD Diversity 20 MHz BW 802.11a (UN

Il) Conducted Output Power and

Max EIRP

. channel Mode Data Rate Conducted Power [dBm] Piz;‘:r“f:fn‘:' P:v‘l’::’:::;n Directional Ant. | ~ Max e.i.r.p. fax e.lr.p. | e.irp. Margin
Gain [dBi] [dBm] Limit [dBm] [dB]
Antenna WF5T | Antenna WF8 Summed [dBm] [dB]
5180 36 SDM MCS0 12.62 12.94 15.79 - - 1.07 16.86 23.01 -6.15
5200 40 SDM MCS5 13.52 13.54 16.54 - - 1.07 17.61 23.01 -5.40
5240 48 SDM MCS5 13.67 13.77 16.73 - - 1.07 17.80 23.01 -5.21
5260 52 SDM MCS0 17.70 17.84 20.78 23.98 -3.20 2.51 23.29 30.00 -6.71
5300 60 SDM MCS0 17.18 16.92 20.06 23.98 -3.92 2.51 22.57 30.00 -7.43
5320 64 SDM MCS0 16.56 16.76 19.67 23.98 -4.31 2.51 22.18 30.00 -7.82
5500 100 SDM MCS0 16.63 16.76 19.70 23.98 -4.28 2.95 22.65 30.00 -7.35
5520 104 SDM MCS0 17.13 17.12 20.14 23.98 -3.84 2.95 23.09 30.00 -6.91
5540 108 SDM MCS0 17.62 17.61 20.63 23.98 -3.35 2.95 23.58 30.00 -6.42
5580 116 SDM MCS0 17.81 17.83 20.83 23.98 -3.15 2.95 23.78 30.00 -6.22
5660 132 SDM MCS0 18.22 18.17 21.20 23.98 -2.78 2.95 24.15 30.00 -5.85
5680 136 SDM MCS0 16.81 17.26 20.05 23.98 -3.93 2.95 23.00 30.00 -7.00
5700 140 CDD MCS0 15.78 16.17 18.99 23.98 -4.99 2.95 21.94 30.00 -8.06
5720 144 SDM MCS0 17.63 17.82 20.74 23.98 -3.24 2.95 23.69 30.00 -6.31
5745 149 CDD MCS0 19.10 19.06 22.09 30.00 -7.91 2.97 25.06 - -
5785 157 CDD MCS0 19.07 19.43 22.27 30.00 -7.73 297 25.24 - -
5825 165 CDD MCS0 19.07 19.37 22.23 30.00 -7.77 2.97 25.20 - -

Table 7-90. ISED

CDD/SDM Diversity 20 MHz BW 802.11n (UNII) Conducted

Output Power and Max EIRP

T — s R Conducted Power [dBm] Pi:;‘::‘fr“‘:t P:::f:n‘:‘:;“ Directional Ant. | ~ Max e.i.r.p. Max e.irp. | e.lr.p. Margin
Gain [dBi] [dBm] Limit [dBm] [dB]
Antenna WF5T | Antenna WF8 Summed [dBm] [dB]
5180 36 SDM MCS3 12.84 12,94 15.90 5 5 1.07 16.97 23.01 6.04
5200 40 SDM MCS3 13.75 14.00 16.89 = = 1.07 17.96 23.01 5.05
5240 48 SDM MCS3 13.61 13.76 16.70 B 5 1.07 17.77 2301 5.24
5260 52 SDM MCS0 18.08 18.23 21.16 23.98 282 251 23.67 30.00 6.33
5300 60 SDM MCS0 16.63 16.67 19.76 25.98 422 2.51 2227 30.00 773
5320 64 SDM MCS0 16.55 16.74 19.65 23.98 433 2.51 22.16 30.00 784
5500 100 SDM MCS0 16.60 16.66 19.64 23.98 434 2.9 2259 30.00 741
5520 104 SDM MCS0 17.26 17.40 2034 25.98 3.64 2.95 25.29 30.00 6.71
5540 108 SDM MCSO 17.59 17.56 2058 25.98 3.40 2.95 25,53 30.00 6.47
5580 116 SDM MCS0 18.08 18.27 2118 25.98 2.80 2.95 2413 30.00 5.87
5660 132 SDM MCS0 17.97 17.98 2098 23.98 -3.00 2.95 23.93 30.00 6.07
5680 136 SDM MCS0 17.29 17.47 20.39 23.98 -3.59 2.95 2334 30.00 6.66
5700 140 SDM MCS0 15.78 16.07 18.94 23.98 5.04 295 21.89 30.00 811
5720 144 SDM MCS0 17.86 18.25 21.07 23.98 291 2.95 24.02 30.00 5.98
5745 149 CDD MCS0 19.06 19.24 22.16 30.00 7.84 2.97 2513 = 2
5785 157 cDD MCS0 19.04 19.12 22.09 30.00 7.91 2.97 25.06 5 5
5825 165 cDD MCS0 19.21 19.10 22.16 30.00 7.84 297 2513 5
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Conducted Conducted PN q p q q
Freq [MHz] Channel Mode Data Rate e R (EEn] Power Limit | Power Margin D|rec1_|ona| A"t' Maxie e M.a’f P eepiMaton
Gain [dBi] [dBm] Limit [dBm] [dB]
Antenna WF5T | Antenna WF8 Summed [dBm] [dB]
5190 38 SDM MCS0 14.43 14.66 17.56 = = 1.07 18.63 23.01 -4.38
5230 46 SDM MCS0 15.24 14.99 18.13 - - 1.07 19.20 23.01 -3.81
5270 54 SDM MCS0 19.11 19.06 22.10 23.98 -1.88 2.51 24.61 30.00 -5.39
5310 62 CDD MCS0 14.96 14.76 17.87 23.98 -6.11 2.51 20.38 30.00 -9.62
5510 102 CDD MCS0 14.78 14.84 17.82 23.98 -6.16 2.95 20.77 30.00 -9.23
5550 110 SDM MCS0 18.90 18.70 21.81 23.98 -2.17 2.95 24.76 30.00 -5.24
5590 118 SDM MCS0 19.17 19.45 22.32 23.98 -1.66 2.95 25.27 30.00 -4.73
5630 126 SDM MCS0 19.40 19.18 22.30 23.98 -1.68 2.95 25.25 30.00 -4.75
5670 134 CDD MCS0 18.53 18.24 21.40 23.98 -2.58 2.95 24.35 30.00 -5.65
5710 142 CDD MCS0 19.01 19.33 22.18 23.98 -1.80 2.95 25.13 30.00 -4.87
5755 151 CDD MCS0 19.17 19.27 22.23 30.00 -7.77 2.97 25.20 = =
5795 159 CDD MCS0 19.05 19.19 22.13 30.00 -7.87 2.97 25.10 - -
Table 7-92. ISED CDD/SDM Diversity 40 MHz BW 802.11n (UNII) Conducted Output Power and Max EIRP
Freq [MHz] Channel Mode Data Rate Conducted Power [dBm] Piz;‘::’f:::‘ P:‘::'d";lc:;“ Dlren'lonal .Ant. Max e.i.r.p. N.Iax. e.i.rp. e.i.r.p. Margin
Gain [dBi] [dBm] Limit [dBm] [dB]
Antenna WF5T | Antenna WF8 Summed [dBm] dB]
5190 38 SDM MCS0 13.93 13.94 16.94 - - 1.07 18.01 23.01 -5.00
5230 46 SDM MCS0 15.33 14.99 18.17 - - 1.07 19.24 23.01 -3.77
5270 54 SDM MCS0 19.10 19.05 22.08 23.98 -1.90 2.51 24.59 30.00 -5.41
5310 62 CDD MCS0 13.98 13.55 16.78 23.98 -7.20 2.51 19.29 30.00 -10.71
5510 102 CDD MCS0 14.20 14.64 17.44 23.98 -6.54 2.95 20.39 30.00 -9.61
5550 110 SDM MCS0 18.90 18.74 21.83 23.98 -2.15 2.95 24.78 30.00 -5.22
5590 118 SDM MCS0 19.16 19.47 22.33 23.98 -1.65 2.95 25.28 30.00 4.72
5630 126 SDM MCS0 19.46 19.41 22.45 23.98 -1.53 2.95 25.40 30.00 -4.60
5670 134 CDD MCS0 18.54 18.28 21.42 23.98 -2.56 2.95 24.37 30.00 -5.63
5710 142 CDD MCS0 19.27 19.35 22.32 23.98 -1.66 2.95 25.27 30.00 -4.73
5755 151 CDD MCS0 19.40 19.32 22.37 30.00 -7.63 2.97 25.34 - -
5795 159 CDD MCS0 19.31 19.19 22.26 30.00 -7.74 2.97 25.23

Table 7-93. ISED CD

D/SDM Diversity

40 MHz BW 802.11be (SU) (UNII)

Conducted Output Powe

r and Max EIRP

Conducted Conducted L N "
Freq [MHz] Channel Mode Data Rate eI R ] Power Limit Power Margin Dlrecl_lonal A"" LY i N‘Iax e EpIMargin
Gain [dBi] [dBm] Limit [dBm] [dB]
Antenna WF5T | Antenna WF8 Summed [dBm] [dB]
5210 42 CDD MCS0 13.12 13.35 16.25 = = 1.07 17.32 23.01 -5.69
5290 58 CDD MCS0 14.14 14.14 17.15 23.98 -6.83 2.51 19.66 30.00 -10.34
5530 106 CDD MCS0 13.38 13.31 16.36 23.98 -7.62 2.95 19.31 30.00 -10.69
5610 122 CDD MCS0 18.97 18.96 21.97 23.98 -2.01 2.95 24.92 30.00 -5.08
5690 138 CDD MCSO 19.18 19.14 2217 23.98 .81 2.95 2512 30.00 .88
5775 155 CDD MCS0 18.95 18.98 21.97 30.00 -8.03 2.97 24.94 - -
Table 7-94. ISED CDD Diversity 80 MHz BW 802.11ac (UNIl) Conducted Output Power and Max EIRP
Conducted Conducted N A A i
Freq [MHz] Channel Mode Data Rate Conducted Power [dBm] e [l Power Margin Dlrect.nonal f’-\nt. Max e.i.r.p. N.Iax. P e.i.r.p. Margin
Gain [dBi] [dBm] Limit [dBm] [dB]
Antenna WF5T | Antenna WF8 Summed [dBm] dB]
5210 42 CDD MCS0 13.23 13.43 16.34 - - 1.07 17.41 23.01 -5.60
5290 58 CDD MCS0 14.18 14.25 17.22 23.98 -6.76 2.51 19.73 30.00 -10.27
5530 106 CDD MCS0 13.60 13.38 16.50 23.98 -7.48 2.95 19.45 30.00 -10.55
5610 122 CDD MCS0 18.54 18.54 21.55 23.98 -2.43 2.95 24.50 30.00 -5.50
5690 138 CDD MCS0 19.48 19.19 22.35 23.98 -1.63 2.95 25.30 30.00 -4.70
5775 155 CDD MCS0 17.56 17.59 20.58 30.00 -9.42 2.97 23.55 - -
Table 7-95. ISED CDD Diversity 80 MHz BW 802.11be (SU) (UNII) Conducted Output Power and Max EIRP
2 _ Conducted Conducted
=g Freq [MHz] Channel Mode Data Rate Conducted Power [dBm] Power Limit | Power Margin Directional Ant. | Max e.i.r.p. Max e.i.rp. | e.ir.p. Margin
8 2 Gain [dBi] [dBm] Limit [dBm] [dB]
25 Antenna WF5T | Antenna WF8 Summed [dBm] dB]
N
5 § 5250 50 CDD MCS0 13.11 13.24 16.18 23.98 -7.80 2.51 18.69 23.01 -4.32
b 5570 114 CDD MCS0 12.57 12.68 15.63 23.98 -8.35 2.95 18.58 30.00 -11.42
Table 7-96. ISED CDD Diversity 160 MHz BW 802.11ac (UNII) Conducted Output Power and Max EIRP
2 _ Conducted Conducted
e Freq [MHz] Channel Mode Data Rate Conducted Power [dBm] Power Limit | Power Margin Dlren!onal f’-\nt. Max e.i.r.p. N.Iax. e.irp. | e.i.r.p. Margin
232 Gain [dBi] [dBm] Limit [dBm] [dB]
c3 Antenna WF5T | Antenna WF8 Summed [dBm] dB]
N
& § 5250 50 CDD MCS0 13.45 13.36 16.42 23.98 -7.56 2.51 18.93 23.01 -4.08
il 5570 114 CDD MCS0 12.40 13.30 15.88 23.98 -8.10 2.95 18.83 30.00 -11.17
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7.4.11 Sum and Directional Gain Calculation
Per ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024 and KDB 662911 v02r01 Section
E)1), the conducted powers at WF5T and WF5B were first measured separately during CDD/SDM transmission
as shown in the section above. The measured values were then summed in linear power units then converted
back to dBm.
Per ANSI C63.10:2020 + Cor. 1:2023 + C63.10a:2024 + Errata to C63.10a:2024 Section 14.6.3, the directional
correlated gain is calculated using the following formula, where GN is the gain of the nth antenna and NANT, the
total number of antennas used.
Per ANSI C63.10-2020+Cor. 1-2023+C63.10a-2024 + Errata to C63.10a-2024 Section 14.6.3, the uncorrelated
directional gain is calculated using the following formula, where Gn is the gain of the nth antenna and Nanrt, the
total number of antennas used.

Directional gain = 10 log[(10%"10 + 10G210 + | + 10©N/10) / NanT] dBi
Sample CDD/SDM Primary Calculation:

At 5180 MHz in 802.11a (20 MHz BW) mode, the average conducted output power was measured to be 9.85 dBm
for WF5T and 9.51 dBm for WF5B.

WF5T + WF5B = CDD/SDM Primary
(9.85 dBm + 9.51 dBm) = (9.66 mW + 8.93 mW) = 18.59 mW = 12.69 dBm
Sample e.i.r.p Calculation:

At 5180 MHz in 802.11a (20 MHz BW) mode, the average CDD/SDM conducted power was calculated to be 12.69
dBm with directional gain of 3.5 dBi.

e.i.r.p. (dBm) = Conducted Power (dBm) + Ant gain (dBi)

12.69 dBm + 3.5 dBi =16.19 dBm
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7.5 Maximum Power Spectral Density

Test Overview and Limit

The spectrum analyzer was connected to the antenna terminal while the EUT was operating at its maximum duty cycle, at its
maximum power control level, as defined in ANSI C63.10:2020 + Cor. 1:2023 + C63.10a:2024 + Errata to C63.10a:2024 and
KDB 789033 D02 v02r01, and at the appropriate frequencies. Method SA-1, as defined in ANSI C63.10:2020 + Cor. 1:2023 +
C63.10a:2024 + Errata to C63.10a:2024 and KDB 789033 D02 v02r01, was used to measure the power spectral density.

In the 5.15 — 5.25 GHz, 5.25 — 5.35 GHz, 5.47 — 5.725 GHz bands, the maximum permissible power spectral density is
11dBm/MHz.

In the 5.15 — 5.25 GHz band, the e.i.r.p. spectral density shall not exceed 10 dBm in any 1 MHz band.
In the 5.725 — 5.850 GHz band, the maximum permissible power spectral density is 30 dBm/500 kHz.

Test Procedure Used

ANSI C63.10:2020 + Cor. 1:2023 + C63.10a:2024 + Errata to C63.10a:2024 — Section 12.4.2.2

KDB 789033 D02 v02r01 — Section F

ANSI C63.10:2020 + Cor. 1:2023 + C63.10a:2024 + Errata to C63.10a:2024 — Section 14.5.2.2 Measure-and-Sum Technique
KDB 662911 v02r01 — Section E)2) Measure-and-Sum Technique

Test Settings

Analyzer was set to the center frequency of the UNII channel under investigation
Set span to encompass the entire 99% OBW of the signal

RBW =1 MHz for U-NII 1, U-NII 2A, U-NII 2C; 500 kHz for U-NII 3

VBW = 3 MHz for U-NII 1, U-NII 2A, U-NII 2C; = 3 x RBW for U-NII 3

Number of sweep points > 2 x (span/RBW)

Detector = power averaging (RMS)
Trigger was set to free run for all modes

1
2
3
4
5
6. Sweep time = auto
7
8
9. Trace was averaged over 100 sweeps
1

0. The peak search function of the spectrum analyzer was used to find the peak of the spectrum.

Test Setup

The EUT and measurement equipment were set up as shown in the diagram below.

Attenuator EUT

Figure 7-4. Test Instrument & Measurement Setup
Test Notes

1. All data rates and channels (low, mid, and high) were investigated, and tabular data provided. Only worst-
case plots for each bandwidth are reported.

2. The duty cycle correction factor (DCCF) has been applied as an amplitude offset in the spectrum analyzer
to ensure the required correction is accurately reflected in the measured Power Spectral Density (PSD).
The offset value is indicated on each PSD plot.
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7.51  Antenna WF5T Power Spectral Density Measurements
Frequency | Channel 802.11 Data Rate Meas;er::itl’yower M;);:st:tv;er Margin
[MHz] Bo MODE [dBm/MHz] [dBm/MH:z] [aB]
5180 36 a 6Mbps 5.47 11.00 5.53
5200 40 a 36Mbps 6.31 11.00 -4.69
5240 48 a 36Mbps 7.20 11.00 -3.80
5180 36 n (20 MHz) MCS0 5.25 11.00 -5.75
5200 40 n (20 MHz) MCS5 6.35 11.00 -4.65
5240 48 n (20 MHz) MCS5 7.21 11.00 -3.79
- 5180 36 be (SU) (20MHz) | MCS0 3.41 11.00 7.59
2 5200 40 be (SU) (20MHz) | MCS3 6.04 11.00 -4.96
@ 5240 48 be (SU) (20 MHz) | MCS0 6.97 11.00 -4.03
5190 38 n (40 MHz) MCSO0 -0.58 11.00 -11.58
5230 46 n (40 MHz) MCS3 4.24 11.00 6.76
5190 38 be (SU) (40 MHz) MCSO -1.33 11.00 -12.33
5230 46 be (SU) (40 MHz) | MCS5 3.93 11.00 7.07
5210 42 ac (80 MHz) MCSO0 -4.68 11.00 -15.68
5210 42 be (SU) (B0 MHz) | MCS3 -5.76 11.00 -16.76
T o 5250 50 ac (160 MHz) MCS0 -8.30 11.00 -19.30
8~ 5250 50 be (SU) (160 MHz) | MCSO -8.19 11.00 -19.19
5260 52 a 36Mbps 7.58 11.00 -3.43
5300 60 a 36Mbps 6.56 11.00 -4.44
5320 64 a 6Mbps 5.13 11.00 -5.87
5260 52 n (20 MHz) MCS3 7.59 11.00 -3.42
5300 60 n (20 MHz) MCS0 6.58 11.00 -4.42
5320 64 n (20 MHz) MCSO0 5.15 11.00 -5.85
g 5260 52 be (SU) (20MHz) | MCS3 7.29 11.00 3.71
T 5300 60 be (SU) (20MHz) | MCS3 6.23 11.00 -4.77
a 5320 64 be (SU) (20 MHz) | MCS3 3.87 11.00 7.13
5270 54 n (40 MHz) MCSO 4.79 11.00 -6.21
5310 62 n (40 MHz) MCSO -0.07 11.00 -11.07
5270 54 be (SU) (40 MHz) |  MCSO 3.52 11.00 -7.48
5310 62 be (SU) (40 MHz) | MCSO -0.36 11.00 -11.36
5290 58 ac (80 MHz) MCS3 -2.61 11.00 -13.61
5290 58 be (SU) (80 MHz) | MCS0 -3.50 11.00 -14.50
5500 100 a 6Mbps 5.64 11.00 5.36
5580 116 a 36Mbps 7.72 11.00 -3.28
5720 144 a 6Mbps 7.51 11.00 -3.49
5500 100 n (20 MHz) MCS0 5.68 11.00 -5.32
5580 116 n (20 MHz) MCS0 7.69 11.00 -3.31
5720 144 n (20 MHz) MCS0 7.46 11.00 -3.54
5500 100 be (SU) (20MHz) | MCS0 3.06 11.00 7.94
5580 116 be (SU) (20 MHz) MCSO 6.85 11.00 -4.16
5720 144 be (SU) (20MHz) | MCS0 7.13 11.00 -3.87
5510 102 n (40 MHz) MCS0 -1.11 11.00 -12.11
5550 110 n (40 MHz) MCS0 2.88 11.00 -8.12
5590 118 n (40 MHz) MCS0 4.95 11.00 -6.05
Q 5670 134 n (40 MHz) MCS0 3.69 11.00 7.31
'g 5710 142 n (40 MHz) MCS3 4.63 11.00 -6.37
& 5510 102 be (SU) (40 MHz) | MCS3 -1.46 11.00 -12.46
5550 110 be (SU) (40 MHz) | MCSO 2.33 11.00 -8.67
5590 118 be (SU) (40 MHz) | MCS5 4.39 11.00 -6.61
5670 134 be (SU) (40 MHz) | MCS0 3.14 11.00 -7.86
5710 142 be (SU) (40 MHz) MCSO 4.13 11.00 -6.87
5530 106 ac (80 MHz) MCS0 -4.67 11.00 -15.67
5610 122 ac (80 MHz) MCS0 1.44 11.00 -9.56
5690 138 ac (80 MHz) MCS0 1.18 11.00 -9.82
5530 106 be (SU) (80 MHz) | MCSO0 5.28 11.00 -16.28
5610 122 be (SU) (80 MHz) | MCSO0 0.30 11.00 -10.70
5690 138 be (SU) (80 MHz) MCS3 1.38 11.00 -9.62
5570 114 ac (160 MHz) MCS0 -9.05 11.00 -20.05
5570 114 be (SU) (160 MHz) | MCSO -9.18 11.00 -20.18
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Measured Power | Max Permissible .
Frequency 802.11 . . Margin
[MHz] Channel MODE Data Rate Density Power Density [dB]
[dBm/500 kHz] [dBm/500 kHz]

5745 149 36Mbps 4.51 30.0 -25.5
5785 157 6Mbps 4.42 30.0 -25.6
5825 165 a 36Mbps 4.40 30.0 -25.6
5745 149 n (20 MHz) MCS5 4.50 30.0 -25.5
5785 157 n (20 MHz) MCS5 4.40 30.0 -25.6
5825 165 n (20 MHz) MCS3 4.39 30.0 -25.6
5745 149 be (SU) (20 MHz) MCSO 4.18 30.0 -25.8
5785 157 be (SU) (20 MHz) MCS3 4.08 30.0 -25.9
5825 165 be (SU) (20 MHz) MCS3 4.07 30.0 -25.9
5755 151 n (40 MHz) MCS3 1.51 30.0 -28.5
5795 159 n (40 MHz) MCS3 1.54 30.0 -28.5
5755 151 be (SU) (40 MHz) MCS3 1.26 30.0 -28.7
5795 159 be (SU) (40 MHz) MCS3 1.28 30.0 -28.7
5775 155 ac (80 MHz) MCSO -3.07 30.0 -33.1
5775 155 be (SU) (80 MHz) MCSO -4.04 30.0 -34.0

Table 7-99. Band 3 Power Spectral Density Measurements Antenna WF5T
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. ISED Max

Measured Antenna |e.i.r.p. Power . .
Frequency Channel 802.11 ) ) . e.i.r.p. Power | Margin

[MHz] No. MODE Data Rate |Power Density Ga|f1 Density Density [dB]

[dBm/MHz] [dBi] [dBm/MHz] [dBm/MHz]

5180 36 a 6Mbps 2.49 3.60 6.09 10.0 -3.91

5200 40 a 6Mbps 3.24 3.60 6.84 10.0 -3.16

5240 48 a 6Mbps 3.08 3.60 6.68 10.0 -3.32

5180 36 n (20 MHz) MCS5 3.17 3.60 6.77 10.0 -3.23

5200 40 n (20 MHz) MCS3 3.67 3.60 7.27 10.0 -2.74

5240 48 n (20 MHz) MCSO 3.54 3.60 7.14 10.0 -2.86

- 5180 36 be (SU) (20 MHz) MCS3 2.58 3.60 6.18 10.0 -3.82
E 5200 40 be (SU) (20 MHz) MCS3 3.65 3.60 7.25 10.0 -2.75
(2 5240 48 be (SU) (20 MHz) MCSO 3.05 3.60 6.65 10.0 -3.35
5190 38 n (40 MHz) MCSO -0.28 3.60 3.32 10.0 -6.68

5230 46 n (40 MHz) MCS3 2.23 3.60 5.83 10.0 -4.17

5190 38 be (SU) (40 MHz) MCSO -1.21 3.60 2.39 10.0 -7.61

5230 46 be (SU) (40 MHz) MCSO 2.05 3.60 5.65 10.0 -4.35

5210 42 ac (80 MHz) MCSO -4.21 3.60 -0.61 10.0 -10.61

5210 42 be (SU) (80 MHz) MCS3 -5.50 3.60 -1.90 10.0 -11.90

= o 5250 50 ac (160 MHz) MCSO -7.90 5.10 -2.80 10.0 -12.80
8- 5250 50 be (SU) (160 MHz) MCSO -8.20 5.10 -3.10 10.0 -13.10

Table 7-100. ISED Band 1 e.i.r.p. Power Spectral Density Measurements Antenna WF5T

FCC ID: BCGA3595
IC: 579C-A3595
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7.5.2 Antenna WF5B Power Spectral Density Measurements
Frequency | Channel 802.11 Data Rate Meas;er::itl’yower M;);:st;:;er Margin
[MHz] Bo MODE [dBm/MHz] [dBm/MH:z] [aB]
5180 36 a 6Mbps 5.24 11.00 5.76
5200 40 a 6Mbps 6.69 11.00 -4.31
5240 48 a 36Mbps 6.68 11.00 -4.32
5180 36 n (20 MHz) MCS0 5.35 11.00 -5.65
5200 40 n (20 MHz) MCS3 6.69 11.00 -4.31
5240 48 n (20 MHz) MCS5 6.69 11.00 -4.31
- 5180 36 be (SU) (20MHz) | MCS0 4.29 11.00 6.71
2 5200 40 be (SU) (20MHz) | MCS3 6.36 11.00 -4.64
@ 5240 48 be (SU) (20 MHz) | MCS0 6.38 11.00 -4.62
5190 38 n (40 MHz) MCSO0 -0.21 11.00 -11.21
5230 46 n (40 MHz) MCS3 3.71 11.00 7.29
5190 38 be (SU) (40 MHz) MCSO -0.98 11.00 -11.98
5230 46 be (SU) (40 MHz) | MCSO 3.03 11.00 7.97
5210 42 ac (80 MHz) MCSO0 -4.14 11.00 -15.14
5210 42 be (SU) (80 MHz) | MCS0 -5.36 11.00 -16.36
T o 5250 50 ac (160 MHz) MCS0 7.97 11.00 -18.97
8~ 5250 50 be (SU) (160 MHz) | MCSO -7.99 11.00 -18.99
5260 52 a 36Mbps 6.46 11.00 -4.54
5300 60 a 36Mbps 6.44 11.00 -4.56
5320 64 a 6Mbps 5.52 11.00 -5.49
5260 52 n (20 MHz) MCS5 6.45 11.00 -4.55
5300 60 n (20 MHz) MCs3 6.44 11.00 -4.56
5320 64 n (20 MHz) MCSO0 5.53 11.00 -5.48
g 5260 52 be (SU) (20MHz) | MCS5 6.24 11.00 -4.76
T 5300 60 be (SU) (20MHz) | MCS3 6.22 11.00 -4.78
a 5320 64 be (SU) (20 MHz) | MCS3 4.52 11.00 -6.48
5270 54 n (40 MHz) MCSO 3.56 11.00 -7.44
5310 62 n (40 MHz) MCs3 0.03 11.00 -10.97
5270 54 be (SU) (40 MHz) |  MCSO 3.39 11.00 -7.61
5310 62 be (SU) (40 MHz) | MCSO -0.15 11.00 -11.15
5290 58 ac (80 MHz) MCS0 -3.39 11.00 -14.39
5290 58 be (SU) (80 MHz) | MCS0 -3.90 11.00 -14.90
5500 100 a 6Mbps 6.13 11.00 -4.87
5580 116 a 36Mbps 6.58 11.00 -4.42
5720 144 a 36Mbps 6.56 11.00 -4.44
5500 100 n (20 MHz) MCS0 6.25 11.00 -4.75
5580 116 n (20 MHz) MCS5 6.55 11.00 -4.45
5720 144 n (20 MHz) MCS5 6.56 11.00 -4.44
5500 100 be (SU) (20MHz) | MCS0 3.93 11.00 7.07
5580 116 be (SU) (20 MHz) MCS5 6.27 11.00 -4.73
5720 144 be (SU) (20MHz) | MCS0 6.31 11.00 -4.69
5510 102 n (40 MHz) MCS0 -0.76 11.00 -11.76
5550 110 n (40 MHz) MCS0 3.56 11.00 -7.44
5590 118 n (40 MHz) MCS0 3.78 11.00 7.22
Q 5670 134 n (40 MHz) MCSO 3.47 11.00 -7.53
'g 5710 142 n (40 MHz) MCS3 3.51 11.00 -7.49
& 5510 102 be (SU) (40 MHz) | MCSO -0.95 11.00 -11.95
5550 110 be (SU) (40 MHz) | MCSO 3.34 11.00 -7.67
5590 118 be (SU) (40 MHz) | MCS3 3.58 11.00 7.42
5670 134 be (SU) (40 MHz) | MCS0 3.30 11.00 -7.70
5710 142 be (SU) (40 MHz) MCSO 3.27 11.00 -7.73
5530 106 ac (80 MHz) MCS0 -4.25 11.00 -15.25
5610 122 ac (80 MHz) MCs3 0.75 11.00 -10.25
5690 138 ac (80 MHz) MCS3 0.56 11.00 -10.44
5530 106 be (SU) (80 MHz) | MCSO0 -5.02 11.00 -16.02
5610 122 be (SU) (B0 MHz) | MCS3 0.50 11.00 -10.50
5690 138 be (SU) (80 MHz) MCSO 0.26 11.00 -10.74
5570 114 ac (160 MHz) MCs3 -9.03 11.00 -20.03
5570 114 be (SU) (160 MHz) | MCSO -9.16 11.00 -20.16

Table 7-101. Bands 1, 2A, 2C Power Spectral Density Measurements Antenna WF5B
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Measured Power | Max Permissible .
Frequency 802.11 . . Margin
[MHz] Channel MODE Data Rate Density Power Density [dB]
[dBm/500 kHz] [dBm/500 kHz]

5745 149 a 18Mbps 3.79 30.0 -26.2
5785 157 a 36Mbps 3.78 30.0 -26.2
5825 165 a 36Mbps 3.78 30.0 -26.2
5745 149 n (20 MHz) MCS3 3.86 30.0 -26.1
5785 157 n (20 MHz) MCS5 3.79 30.0 -26.2
5825 165 n (20 MHz) MCS3 3.80 30.0 -26.2
5745 149 be (SU) (20 MHz) MCS3 3.59 30.0 -26.4
5785 157 be (SU) (20 MHz) MCS5 3.55 30.0 -26.4
5825 165 be (SU) (20 MHz) MCS5 3.56 30.0 -26.4
5755 151 n (40 MHz) MCSO 0.89 30.0 -29.1
5795 159 n (40 MHz) MCS5 0.82 30.0 -29.2
5755 151 be (SU) (40 MHz) MCSO 0.71 30.0 -29.3
5795 159 be (SU) (40 MHz) MCS5 0.63 30.0 -29.4
5775 155 ac (80 MHz) MCSO0 -3.15 30.0 -33.1
5775 155 be (SU) (80 MHz) MCSO -3.42 30.0 -33.4

Table 7-102. Band 3 Power Spectral Density Measurements Antenna WF5B
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. ISED Max

Measured Antenna |e.i.r.p. Power . .
Frequency Channel 802.11 ) ) . e.i.r.p. Power | Margin

[MHz] No. MODE Data Rate |Power Density Ga|f1 Density Density [dB]

[dBm/MHz] [dBi] [dBm/MHz] [dBm/MHz]

5180 36 a 6Mbps 3.17 3.40 6.57 10.0 -3.43

5200 40 a 18Mbps 3.75 3.40 7.15 10.0 -2.85

5240 48 a 18Mbps 3.77 3.40 7.17 10.0 -2.83

5180 36 n (20 MHz) MCS5 3.14 3.40 6.54 10.0 -3.46

5200 40 n (20 MHz) MCS3 3.97 3.40 7.37 10.0 -2.63

5240 48 n (20 MHz) MCS3 3.92 3.40 7.32 10.0 -2.68

- 5180 36 be (SU) (20 MHz) MCS5 2.66 3.40 6.06 10.0 -3.94
E 5200 40 be (SU) (20 MHz) MCSO 3.94 3.40 7.34 10.0 -2.66
(2 5240 48 be (SU) (20 MHz) MCSO 3.40 3.40 6.80 10.0 -3.20
5190 38 n (40 MHz) MCSO -0.21 3.40 3.19 10.0 -6.81

5230 46 n (40 MHz) MCS3 2.25 3.40 5.65 10.0 -4.35

5190 38 be (SU) (40 MHz) MCSO -0.98 3.40 2.42 10.0 -7.58

5230 46 be (SU) (40 MHz) MCS5 2.04 3.40 5.44 10.0 -4.56
5210 42 ac (80 MHz) MCSO -3.95 3.40 -0.55 10.0 -10.55
5210 42 be (SU) (80 MHz) MCSO -5.04 3.40 -1.64 10.0 -11.64
= o 5250 50 ac (160 MHz) MCSO -8.21 4.50 -3.71 10.0 -13.71
8- 5250 50 be (SU) (160 MHz) MCSO -8.27 4.50 -3.77 10.0 -13.77

Table 7-103. ISED Band 1 e.i.r.p. Power Spectral Density Measurements Antenna WF5B
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7.5.3 Antenna WF8 Power Spectral Density Measurements
Frequency | Channel 802.11 P y— Meas[;ler::i:ower M;);:;:;er Margin
[MHz] No. MODE [dBm/MHz] [dBm/MHz] [aB]
5180 36 a 6Mbps 5.42 11.00 -5.58
5200 40 a 18Mbps 6.40 11.00 -4.60
5240 48 a 18Mbps 6.46 11.00 -4.54
5180 36 n (20 MHz) MCS0 5.44 11.00 -5.56
5200 40 n (20 MHz) MCS0 6.39 11.00 -4.61
5240 48 n (20 MHz) MCS0 6.43 11.00 -4.58
- 5180 36 be (SU) (20 MHz) MCS0 3.70 11.00 -7.30
2 5200 40 be (SU) (20 MHz) MCS0 6.05 11.00 -4.95
@ 5240 48 be (SU) (20 MHz) MCS0 6.09 11.00 -4.91
5190 38 n (40 MHz) MCS0 -0.38 11.00 -11.38
5230 46 n (40 MHz) MCS0 3.30 11.00 -7.70
5190 38 be (SU) (40 MHz) MCS0 -1.20 11.00 -12.20
5230 46 be (SU) (40 MHz) MCS0 2.96 11.00 -8.04
5210 42 ac (80 MHz) MCS0 -4.25 11.00 -15.25
5210 42 be (SU) (80 MHz) MCS0 -5.90 11.00 -16.90
Tao 5250 50 ac (160 MHz) MCS0 7.93 11.00 -18.93
3 - 5250 50 be (SU) (160 MHz) | MCS0 -8.18 11.00 -19.18
5260 52 a 36Mbps 6.32 11.00 -4.68
5300 60 a 36Mbps 6.33 11.00 -4.67
5320 64 a 6Mbps 5.18 11.00 -5.82
5260 52 n (20 MHz) MCS5 6.39 11.00 -4.61
5300 60 n (20 MHz) MCS5 6.37 11.00 -4.63
5320 64 n (20 MHz) MCS0 5.27 11.00 -5.73
g 5260 52 be (SU) (20 MHz) MCS5 6.14 11.00 -4.86
T 5300 60 be (SU) (20 MHz) MCS5 6.13 11.00 -4.87
@ 5320 64 be (SU) (20 MHz) MCS3 3.96 11.00 -7.04
5270 54 n (40 MHz) MCS0 3.41 11.00 -7.59
5310 62 n (40 MHz) MCS3 -0.11 11.00 1111
5270 54 be (SU) (40 MHz) MCS0 3.21 11.00 7.79
5310 62 be (SU) (40 MHz) MCSO -0.27 11.00 -11.27
5290 58 ac (80 MHz) MCS0 -3.63 11.00 -14.63
5290 58 be (SU) (80 MHz) MCSO0 -4.46 11.00 -15.46
5500 100 a 6Mbps 5.94 11.00 -5.06
5580 116 a 36Mbps 6.58 11.00 -4.42
5720 144 a 6Mbps 6.57 11.00 -4.43
5500 100 n (20 MHz) MCS0 5.98 11.00 -5.02
5580 116 n (20 MHz) MCSO 6.53 11.00 -4.47
5720 144 n (20 MHz) MCS3 6.43 11.00 -4.57
5500 100 be (SU) (20 MHz) MCS0 3.75 11.00 -7.26
5580 116 be (SU) (20 MHz) MCS0 6.06 11.00 -4.94
5720 144 be (SU) (20 MHz) MCS0 5.98 11.00 -5.02
5510 102 n (40 MHz) MCS0 -0.88 11.00 -11.88
5550 110 n (40 MHz) MCSO 3.44 11.00 -7.56
5590 118 n (40 MHz) MCS5 3.59 11.00 -7.41
Q 5670 134 n (40 MHz) MCS0 3.31 11.00 -7.69
o 5710 142 n (40 MHz) MCS5 3.32 11.00 -7.68
@ 5510 102 be (SU) (40 MHz) MCS0 -1.00 11.00 -12.00
5550 110 be (SU) (40 MHz) MCS0 2.99 11.00 -8.01
5590 118 be (SU) (40 MHz) MCS3 3.35 11.00 -7.65
5670 134 be (SU) (40 MHz) MCSO0 3.10 11.00 -7.90
5710 142 be (SU) (40 MHz) MCS0 3.04 11.00 -7.96
5530 106 ac (80 MHz) MCS0 -4.61 11.00 -15.61
5610 122 ac (80 MHz) MCS5 0.22 11.00 -10.78
5690 138 ac (80 MHz) MCS0 0.44 11.00 -10.56
5530 106 be (SU) (80 MHz) MCS0 -5.28 11.00 -16.28
5610 122 be (SU) (80 MHz) MCS0 0.06 11.00 -10.94
5690 138 be (SU) (80 MHz) MCS5 -0.08 11.00 -11.08
5570 114 ac (160 MHz) MCS0 -9.04 11.00 -20.04
5570 114 be (SU) (160 MHz) | MCS0 9.77 11.00 20.77
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Measured Power | Max Permissible .
Frequency 802.11 . . Margin
[MHz] Channel MODE Data Rate Density Power Density [dB]
[dBm/500 kHz] [dBm/500 kHz]

5745 149 a 36Mbps 3.10 30.0 -26.9
5785 157 a 36Mbps 2.97 30.0 -27.0
5825 165 a 36Mbps 3.54 30.0 -26.5
5745 149 n (20 MHz) MCS3 3.10 30.0 -26.9
5785 157 n (20 MHz) MCS5 2.97 30.0 -27.0
5825 165 n (20 MHz) MCS5 3.50 30.0 -26.5
5745 149 be (SU) (20 MHz) MCS3 2.75 30.0 -27.3
5785 157 be (SU) (20 MHz) MCSO 3.06 30.0 -26.9
5825 165 be (SU) (20 MHz) MCSO 3.15 30.0 -26.9
5755 151 n (40 MHz) MCSO 0.04 30.0 -30.0
5795 159 n (40 MHz) MCS3 -0.03 30.0 -30.0
5755 151 be (SU) (40 MHz) MCSO -0.31 30.0 -30.3
5795 159 be (SU) (40 MHz) MCS5 -0.31 30.0 -30.3
5775 155 ac (80 MHz) MCSO -3.59 30.0 -33.6
5775 155 be (SU) (80 MHz) MCSO -3.90 30.0 -33.9
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. ISED Max

Measured Antenna |e.i.r.p. Power . .
Frequency Channel 802.11 ) ) . e.i.r.p. Power | Margin

[MHz] No. MODE Data Rate |Power Density Ga|f1 Density Density [dB]

[dBm/MHz] [dBi] [dBm/MHz] [dBm/MHz]

5180 36 a 6Mbps 2.85 -5.70 -2.85 10.0 -12.85
5200 40 a 6Mbps 3.90 -5.70 -1.80 10.0 -11.80
5240 48 a 36Mbps 3.60 -5.70 -2.10 10.0 -12.10
5180 36 n (20 MHz) MCS3 3.35 -5.70 -2.35 10.0 -12.35
5200 40 n (20 MHz) MCS5 3.88 -5.70 -1.82 10.0 -11.82
5240 48 n (20 MHz) MCS3 4.06 -5.70 -1.64 10.0 -11.64
- 5180 36 be (SU) (20 MHz) MCS3 2.78 -5.70 -2.92 10.0 -12.92
E 5200 40 be (SU) (20 MHz) MCSO 3.59 -5.70 -2.11 10.0 -12.11
(2 5240 48 be (SU) (20 MHz) MCSO 3.53 -5.70 -2.17 10.0 -12.17
5190 38 n (40 MHz) MCSO -0.16 -5.70 -5.86 10.0 -15.86
5230 46 n (40 MHz) MCS3 2.23 -5.70 -3.47 10.0 -13.47
5190 38 be (SU) (40 MHz) MCSO -0.88 -5.70 -6.58 10.0 -16.58
5230 46 be (SU) (40 MHz) MCS3 2.03 -5.70 -3.67 10.0 -13.67
5210 42 ac (80 MHz) MCSO -4.00 -5.70 -9.70 10.0 -19.70
5210 42 be (SU) (80 MHz) MCSO -5.06 -5.70 -10.76 10.0 -20.76
= o 5250 50 ac (160 MHz) MCSO -7.83 -4.80 -12.63 10.0 -22.63
8- 5250 50 be (SU) (160 MHz) MCSO -7.90 -4.80 -12.70 10.0 -22.70

Table 7-106. ISED Band 1 e.i.r.p. Power Spectral Density Measurements Antenna WF8
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7.54 Summed CDD/SDM Primary Power Spectral Density Measurements
Antenna WF5T | Antenna WF5B

Summed Power Max Power ;

Frequency [ Channel 802.11 Measured Power |Measured Power . 3 Margin
Mode Data Rate 3 . Density Density
[MHz] No. MODE Density Density [dBm/MHz] [dBm/MHz] [dB]
[dBm/MHz] [dBm/MHz]

5180 36 a CDD 36Mbps 3.31 4.13 6.75 11.00 -4.25

5200 40 a CDD 18Mbps 4.39 5.01 7.72 11.00 -3.28

5240 48 a CDD 6Mbps 4.77 5.47 8.14 11.00 -2.86

5180 36 n (20 MHz) CDD MCS5 3.31 4.17 6.77 11.00 -4.23

5200 40 n (20 MHz) SDM MCS3 4.39 5.03 7.74 11.00 -3.26

5240 48 n (20 MHz) SDM MCS5 4.76 5.52 8.17 11.00 -2.83

- 5180 36 be (SU) (20 MHz) CDD MCS0 2.99 3.86 6.46 11.00 -4.54
g 5200 40 be (SU) (20 MHz) CDD MCSO 4.11 4.75 7.45 11.00 -3.55
a 5240 48 be (SU) (20 MHz) SDM MCS3 4.71 4.99 7.86 11.00 -3.14
5190 38 n (40 MHz) CDD MCSO -1.60 -1.23 1.60 11.00 -9.40

5230 46 n (40 MHz) CDD MCSO 2.70 3.78 6.28 11.00 -4.72
5190 38 be (SU) (40 MHz) CDD MCS3 -2.43 -1.93 0.84 11.00 -10.16

5230 46 be (SU) (40 MHz) CDD MCSO 2.53 3.39 5.99 11.00 -5.01
5210 42 ac (80 MHz) CDD MCSO -5.98 -5.53 -2.74 11.00 -13.74
5210 42 be (SU) (80 MHz) CDD MCSO -6.08 -5.58 -2.81 11.00 -13.81
2 o8 5250 50 ac (160 MHz) CDD MCSO -8.69 -8.17 -5.41 11.00 -16.41
8- 5250 50 be (SU) (160 MHz) CDD MCSO -8.74 -8.20 -5.45 11.00 -16.45
5260 52 a CDD 6Mbps 4.28 3.94 7.13 11.00 -3.87

5300 60 a CDD 18Mbps 4.11 3.89 7.01 11.00 -3.99

5320 64 a CDD 36Mbps 3.66 3.17 6.43 11.00 -4.57

5260 52 n (20 MHz) SDM MCS5 4.68 5.42 8.08 11.00 -2.92

5300 60 n (20 MHz) SDM MCSO0 3.85 4.13 7.00 11.00 -4.00

5320 64 n (20 MHz) SDM MCS3 3.42 4.15 6.81 11.00 -4.19

g 5260 52 be (SU) (20 MHz) SDM MCS3 4.64 5.39 8.04 11.00 -2.96
= 5300 60 be (SU) (20 MHz) SDM MCS5 3.05 3.84 6.48 11.00 -4.52
a 5320 64 be (SU) (20 MHz) SDM MCSO 3.17 3.83 6.52 11.00 -4.48
5270 54 n (40 MHz) SDM MCS0 3.02 3.70 6.39 11.00 -4.61

5310 62 n (40 MHz) CDD MCSO -1.10 -0.97 1.97 11.00 -9.03

5270 54 be (SU) (40 MHz) SDM MCSO 2.80 3.54 6.19 11.00 -4.81
5310 62 be (SU) (40 MHz) CDD MCS3 -2.37 -2.38 0.64 11.00 -10.36
5290 58 ac (80 MHz) CDD MCSO -5.15 -4.38 -1.74 11.00 -12.74
5290 58 be (SU) (80 MHz) CDD MCSO -5.19 -4.28 -1.70 11.00 -12.70

5500 100 a CDD 6Mbps 4.08 3.82 6.96 11.00 -4.04

5580 116 a CDD 36Mbps 4.95 4.28 7.64 11.00 -3.36

5720 144 a CDD 36Mbps 4.78 4.17 7.49 11.00 -3.51

5500 100 n (20 MHz) SDM MCSO 3.47 4.10 6.81 11.00 -4.19

5580 116 n (20 MHz) SDM MCSO 4.85 5.32 8.10 11.00 -2.90

5720 144 n (20 MHz) SDM MCSO 4.68 5.46 8.09 11.00 -2.91

5500 100 be (SU) (20 MHz) SDM MCSO 3.17 3.55 6.37 11.00 -4.63

5580 116 be (SU) (20 MHz) SDM MCS5 4.80 5.20 8.01 11.00 -2.99

5720 144 be (SU) (20 MHz) SDM MCS3 4.66 5.28 7.99 11.00 -3.01

5510 102 n (40 MHz) CDD MCSO -1.30 -0.91 1.91 11.00 -9.09

5550 110 n (40 MHz) SDM MCSO 2.74 3.18 5.97 11.00 -5.03

5590 118 n (40 MHz) SDM MCS0 3.20 3.57 6.40 11.00 -4.60

Q 5670 134 n (40 MHz) CDD MCS0 2.56 2.58 5.58 11.00 -5.42
e 5710 142 n (40 MHz) CDD MCS5 3.47 3.37 6.43 11.00 -4.57
@ 5510 102 be (SU) (40 MHz) CDD MCSO -2.01 -1.34 1.35 11.00 -9.65
5550 110 be (SU) (40 MHz) SDM MCSO 2.57 2.95 5.77 11.00 -5.23

5590 118 be (SU) (40 MHz) SDM MCS3 3.22 3.63 6.44 11.00 -4.56

5670 134 be (SU) (40 MHz) CDD MCSO 2.39 2.43 5.42 11.00 -5.58

5710 142 be (SU) (40 MHz) CDD MCSO 3.06 3.44 6.27 11.00 -4.73
5530 106 ac (80 MHz) CDD MCSO -5.83 -5.41 -2.60 11.00 -13.60

5610 122 ac (80 MHz) CDD MCSO 0.05 0.36 3.22 11.00 -7.78

5690 138 ac (80 MHz) CDD MCS3 -0.10 0.24 3.08 11.00 -7.92
5530 106 be (SU) (80 MHz) CDD MCSO -5.62 -5.49 -2.54 11.00 -13.54

5610 122 be (SU) (80 MHz) CDD MCSO -0.44 -0.22 2.68 11.00 -8.32

5690 138 be (SU) (80 MHz) CDD MCS3 0.11 0.03 3.08 11.00 -7.92
5570 114 ac (160 MHz) CDD MCSO -9.25 -9.27 -6.25 11.00 -17.25
5570 114 be (SU) (160 MHz) CDD MCSO -9.54 -9.39 -6.46 11.00 -17.46

Table 7-107. Bands 1, 2A, 2C CDD/SDM Primary Power Spectral Density Measurements
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Antenna WF5T | Antenna WF5B | Summed Power | Max Permissible .
Frequency 802.11 . ) . ) Margin
Channel Mode Data Rate | Power Density | Power Density Density Power Density
[MHz] MODE [dB]
[dBm/500kHz] | [dBm/500kHz] | [dBm/500kHz] | [dBm/500 kHz]
5745 149 a CDD 36Mbps 3.32 3.72 6.54 30.0 -23.46
5785 157 a CDD 36Mbps 3.17 3.67 6.44 30.0 -23.56
5825 165 a CDD 6Mbps 3.13 3.63 6.40 30.0 -23.60
5745 149 n (20 MHz) CDD MCS3 3.32 3.68 6.51 30.0 -23.49
5785 157 n (20 MHz) CDD MCS5 3.18 3.65 6.43 30.0 -23.57
5825 165 n (20 MHz) CDD MCS3 3.14 3.65 6.41 30.0 -23.59
© 5745 149 be (SU) (20 MHz) CDD MCS3 3.29 3.40 6.35 30.0 -23.65
g 5785 157 be (SU) (20 MHz) CDD MCS3 3.12 3.39 6.27 30.0 -23.73
(4 5825 165 be (SU) (20 MHz) CDD MCS3 3.14 3.32 6.24 30.0 -23.76
5755 151 n (40 MHz) CDD MCSO 0.21 0.71 3.48 30.0 -26.52
5795 159 n (40 MHz) CDD MCS3 0.19 0.56 3.39 30.0 -26.61
5755 151 be (SU) (40 MHz) CDD MCSO 0.34 0.51 3.44 30.0 -26.56
5795 159 be (SU) (40 MHz) CDD MCS3 0.27 0.36 3.32 30.0 -26.68
5775 155 ac (80 MHz) CDD MCSO -3.07 -3.41 -0.23 30.0 -30.23
5775 155 be (SU) (80 MHz) CDD MCSO0 -4.50 -4.49 -1.48 30.0 -31.48
Table 7-108. Band 3 Power Spectral Density Measurements CDD Primary
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