
 Test Report No.: GETEC-E3-03-022 

FCC Class B Class II Permissive Change 

 
 
� Test Mode: 1280*1024 / 60Hz (Analog) 
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EUT Type: 30” LCD Monitor 

FCC ID : BEJL3000A 



 Test Report No.: GETEC-E3-03-022 

FCC Class B Class II Permissive Change 

 
 

� Test Mode: 1024*768 / 75Hz (Analog) 
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< Neutral line > 

 
 

 

EUT Type: 30” LCD Monitor 

FCC ID : BEJL3000A 



 Test Report No.: GETEC-E3-03-022 

FCC Class B Class II Permissive Change 

 
 

� Test Mode: 1024*768 / 75Hz (Digital) 
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EUT Type: 30” LCD Monitor 

FCC ID : BEJL3000A 



 Test Report No.: GETEC-E3-03-022 

FCC Class B Class II Permissive Change 

 
 

� Test Mode: 800*600 / 85Hz (Analog) 
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EUT Type: 30” LCD Monitor 

FCC ID : BEJL3000A 



 Test Report No.: GETEC-E3-03-022 

FCC Class B Class II Permissive Change 

 
 

� Test Mode: 640*480 / 85Hz (Analog) 
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< Neutral line > 

 
 

 

EUT Type: 30” LCD Monitor 

FCC ID : BEJL3000A 




