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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

WiFi 2.4G/ Bluetooth
Test SKU: SKU #1 (with INPAQ Antenna)

Date: 10/31/2023
Test Laboratory: Audix SAR Lab
P13 802.11b CH11 2462MHz Screen Aux
DUT: 17Z90SP

Communication System: UID 0, WIFI 2.4G 802.11B (0); Frequency: 2462 MHz;Duty Cycle:1:1
Medium parameters used: f = 2462 MHz; ¢ = 1.775 S/m; g = 39.98; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:

Probe: EX3DV4 - SN3855; ConvF(7.95, 8.18, 8.57) (@ 2462 MHz; Calibrated: 9/20/2023
Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0

Electronics: DAE4 Sn1337; Calibrated: 3/31/2023

Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170

e DASYS5252.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (6x14x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (measured) = 0.510 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.556 V/m; Power Drift = 0.45 dB

Peak SAR (extrapolated) = 0.940 W/kg

SAR(1 g) = 0.478 W/kg; SAR(10 g) = 0.206 W/kg

Smallest distance from peaks to all points 3 dB below = 8.6 mm

Ratio of SAR at M2 to SAR at M1 =53.1%

Maximum value of SAR (measured) = 0.679 W/kg

Wikg
0.679

0.543

0.407

0.272

0.136

0.00022

File Number: C1M2310118 Report Number: EM-SR230099

This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 10/31/2023
Test Laboratory: Audix_SAR Lab
P1 802.11b CH12 2467MHz Screen Aux
DUT: 17Z90SP

Communication System: UID 0, WIFI 2.4G 802.11B (0); Frequency: 2467 MHz;Duty Cycle:1:1
Medium parameters used: f = 2467 MHz; 6 = 1.78 S/m; ¢, = 39.978; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:

Probe: EX3DV4 - SN3855; ConvF(7.95, 8.18, 8.57) @ 2467 MHz; Calibrated: 9/20/2023
Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0

Electronics: DAE4 Sn1337; Calibrated: 3/31/2023

Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170

DASY52 52.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (6x14x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (measured) = 0.466 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.884 V/m; Power Drift = 0.31 dB

Peak SAR (extrapolated) = 1.11 W/kg

SAR(1 g) = 0.551 W/kg; SAR(10 g) = 0.247 W/kg

Smallest distance from peaks to all points 3 dB below = 8.4 mm

Ratio of SAR at M2 to SAR at M1 = 53.6%

Maximum value of SAR (measured) = 0.885 W/kg

Wikg
0.885

0.708

0.531

0.355

0.178

0.00108

File Number: C1M2310118 Report Number: EM-SR230099

This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 10/31/2023
Test Laboratory: Audix SAR Lab
P21 802.11b CH12 2467MHz Bottom Aux
DUT: 17Z90SP

Communication System: UID 0, WIFI 2.4G 802.11B (0); Frequency: 2467 MHz;Duty Cycle:1:1
Medium parameters used: f = 2467 MHz; ¢ = 1.78 S/m; ¢ = 39.978; p = 1000 kg/m?
Phantom section: Flat Section

DASY Configuration:

Probe: EX3DV4 - SN3855; ConvF(7.95, 8.18, 8.57) @ 2467 MHz; Calibrated: 9/20/2023
Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0

Electronics: DAE4 Sn1337; Calibrated: 3/31/2023

Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170

o DASYS5252.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (6x14x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (measured) = 0.101 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.035 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 0.287 W/kg

SAR(1 g) = 0.058 W/kg; SAR(10 g) = 0.018 W/kg

Smallest distance from peaks to all points 3 dB below = 8.8 mm

Ratio of SAR at M2 to SAR at M1 =38.2%

Maximum value of SAR (measured) = 0.0790 W/kg

Wikg
0.079

0.063

0.047

0.032

0.016

File Number: C1M2310118 Report Number: EM-SR230099

This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 10/31/2023
Test Laboratory: Audix_SAR Lab
P14 802.11b CH11 2462MHz Screen Main
DUT: 17Z90SP

Communication System: UID 0, WIFI 2.4G 802.11B (0); Frequency: 2462 MHz;Duty Cycle:1:1
Medium parameters used: f = 2462 MHz; ¢ = 1.775 S/m; £ =39.98; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:
o Probe: EX3DV4 - SN3855; ConvF(7.95, 8.18, 8.57) @ 2462 MHz; Calibrated: 9/20/2023
o Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0
o Electronics: DAE4 Sn1337; Calibrated: 3/31/2023
o Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170
e DASY5252.10.4(1527). SEMCAD X 14.6.14(7483)

Area Scan (6x14x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (measured) = 0.369 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.886 V/m; Power Drift = 0.86 dB

Peak SAR (extrapolated) = 0.734 W/kg

SAR(1 g) = 0.377 W/kg; SAR(10 g) = 0.167 W/kg

Smallest distance from peaks to all points 3 dB below = 9.3 mm

Ratio of SAR at M2 to SAR at M1 =59.2%

Maximum value of SAR (measured) = 0.564 W/kg

Wikg
0.564

0.451

0.339

0.226

0.114

0.00149

File Number: C1M2310118 Report Number: EM-SR230099
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 10/31/2023

Test Laboratory: Audix_SAR Lab

P2 802.11b CH12 2467MHz Screen Main
DUT: 17290SP

Communication System: UID 0, WIFI 2.4G 802.11B (0); Frequency: 2467 MHz:Duty Cycle:1:1
Medium parameters used: f = 2467 MHz: ¢ = 1.78 S/m; g = 39.978; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:

Probe: EX3DV4 - SN3855; ConvF(7.95. 8.18, 8.57) (@ 2467 MHz: Calibrated: 9/20/2023
Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0

Electronics: DAE4 Sn1337; Calibrated: 3/31/2023

Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170

DASY52 52.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (6x14x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (measured) = 0.779 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 2.255 V/m; Power Drift = 0.17 dB

Peak SAR (extrapolated) = 1.57 W/kg

SAR(1 g) = 0.753 W/kg; SAR(10 g) = 0.317 W/kg

Smallest distance from peaks to all points 3 dB below = 8.8 mm

Ratio of SAR at M2 to SAR at M1 =56.3%

Maximum value of SAR (measured) = 1.09 W/kg

Wikg
1.090

0.872

0.654

0.436

0.218

File Number: C1M2310118 Report Number: EM-SR230099
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 10/31/2023
Test Laboratory: Audix_SAR Lab
P22 802.11b CH12 2467MHz Bottom Main
DUT: 17Z90SP

Communication System: UID 0, WIFI 2.4G 802.11B (0); Frequency: 2467 MHz;Duty Cycle:1:1
Medium parameters used: f = 2467 MHz; ¢ = 1.78 S/m; e, = 39.978; p = 1000 kg/m?
Phantom section: Flat Section

DASY Configuration:

o Probe: EX3DV4 - SN3855; ConvF(7.95, 8.18, 8.57) (@, 2467 MHz; Calibrated: 9/20/2023
Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0

Electronics: DAE4 Sn1337; Calibrated: 3/31/2023

Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170

DASY52 52.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (6x14x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (measured) = 0.0774 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.251 V/m; Power Drift = 0.08 dB

Peak SAR (extrapolated) = 0.269 W/kg

SAR(1 g) = 0.047 W/kg; SAR(10 g) = 0.020 W/kg

Smallest distance from peaks to all points 3 dB below = 9.3 mm

Ratio of SAR at M2 to SAR at M1 =52.9%

Maximum value of SAR (measured) = 0.0832 W/kg

Wikg
0.083

0.067

0.050

0.033

0.017

0.000234

File Number: C1M2310118 Report Number: EM-SR230099
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 10/31/2023
Test Laboratory: Audix SAR Lab
P15 BT CH78 2480MHz Screen
DUT: 17Z90SP

Communication System: UID 0, BT (0); Frequency: 2480 MHz:Duty Cycle:1:1.2
Medium parameters used: f=2480 MHz; 6 =1.79 S/m; & =39.968; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:

e Probe: EX3DV4 - SN3855; ConvF(7.95, 8.18, 8.57) @) 2480 MHz; Calibrated: 9/20/2023
Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0

Electronics: DAE4 Sn1337; Calibrated: 3/31/2023

Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA: Serial: 1170

DASY52 52.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (6x14x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (measured) = 0.0247 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=Smm
Reference Value = 0.7412 V/m; Power Drift = 0.13 dB

Peak SAR (extrapolated) = 0.103 W/kg

SAR( g) = 0.048 W/kg; SAR(10 g) = 0.021 W/kg

Smallest distance from peaks to all points 3 dB below: Larger than measurement grid
Ratio of SAR at M2 to SAR at M1 = 54.8%

Maximum value of SAR (measured) = 0.0739 W/kg

Wikg
0.074

0.059

0.044

0.030

0.015

File Number: C1M2310118 Report Number: EM-SR230099
This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 10/31/2023
Test Laboratory: Audix SAR Lab
P25 BT CH78 2480MHz Bottom
DUT: 17Z90SP

Communication System: UID 0, BT (0); Frequency: 2480 MHz:Duty Cycle:1:1.2
Medium parameters used: f=2480 MHz; 6 =1.79 S/m; & =39.968; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:

e Probe: EX3DV4 - SN3855; ConvF(7.95, 8.18, 8.57) @) 2480 MHz; Calibrated: 9/20/2023
Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0

Electronics: DAE4 Sn1337; Calibrated: 3/31/2023

Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA: Serial: 1170

DASY52 52.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (6x14x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (measured) = 0.0511 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=Smm
Reference Value = 0.1866 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 0.0670 W/kg

SAR( g) = 0.015 W/kg; SAR(10 g) = 0.00358 W/kg

Smallest distance from peaks to all points 3 dB below: Larger than measurement grid
Ratio of SAR at M2 to SAR at M1 =34.4%

Maximum value of SAR (measured) = 0.0472 W/kg

Wikg
0.047

0.038

0.028

0.019

0.00944

File Number: C1M2310118 Report Number: EM-SR230099

This test report may be reproduced in full only. The document may only be updated by Audix Technology
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Test SKU: SKU #1 (with LUXSHARE-ICT Antenna)

Date: 10/27/2023
Test Laboratory: Audix SAR Lab
P1 802.11b CH12 2467MHz Screen Aux
DUT: 17Z90SP

Communication System: UID 0, WIFI 2.4G 802.11B (0); Frequency: 2467 MHz:Duty Cycle:1:1
Medium parameters used: = 2467 MHz: ¢ = 1.78 S/m; g = 40.044; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:
o Probe: EX3DV4 - SN3855; ConvF(7.95, 8.18, 8.57) @) 2467 MHz; Calibrated: 9/20/2023
¢ Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0
o Electronics: DAE4 Sn1337; Calibrated: 3/31/2023
o Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170
e DASY5252.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (6x14x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (measured) = 0.555 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.743 V/m; Power Drift = 0.25 dB

Peak SAR (extrapolated) = 0.886 W/kg

SAR( g) = 0.420 W/kg; SAR(10 g) = 0.175 W/kg

Smallest distance from peaks to all points 3 dB below = 9.4 mm

Ratio of SAR at M2 to SAR at M1 =51.8%

Maximum value of SAR (measured) = 0.678 W/kg

Wikg
0.678

I 0.542

0.407

0.271

0.136

File Number: C1M2310118 Report Number: EM-SR230099

This test report may be reproduced in full only. The document may only be updated by Audix Technology
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 10/27/2023
Test Laboratory: Audix SAR Lab
P21 802.11b CH12 2467MHz Bottom Aux
DUT: 17Z90SP

Communication System: UID 0, WIFI 2.4G 802.11B (0); Frequency: 2467 MHz:Duty Cycle:1:1
Medium parameters used: = 2467 MHz: ¢ = 1.78 S/m; g = 40.044; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:
o Probe: EX3DV4 - SN3855; ConvF(7.95, 8.18, 8.57) @) 2467 MHz; Calibrated: 9/20/2023
¢ Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0
o Electronics: DAE4 Sn1337; Calibrated: 3/31/2023
o Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170
e DASY5252.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (6x9x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (measured) = 0.172 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 0.7589 V/m; Power Drift = 0.09 dB

Peak SAR (extrapolated) = 0.364 W/kg

SAR( g) =0.113 W/kg; SAR(10 g) = 0.049 W/kg

Smallest distance from peaks to all points 3 dB below = 8.8 mm

Ratio of SAR at M2 to SAR at M1 = 55.4%

Maximum value of SAR (measured) = 0.273 W/kg

Wikg
0.273

I 0.218

0.164

0.109

0.055

File Number: C1M2310118 Report Number: EM-SR230099

This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 10/27/2023
Test Laboratory: Audix SAR Lab
P2 802.11b CH12 2467MHz Screen Main
DUT: 17Z90SP

Communication System: UID 0, WIFI 2.4G 802.11B (0); Frequency: 2467 MHz:Duty Cycle:1:1
Medium parameters used: = 2467 MHz: ¢ = 1.78 S/m; g = 40.044; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:
o Probe: EX3DV4 - SN3855; ConvF(7.95, 8.18, 8.57) (@, 2467 MHz; Calibrated: 9/20/2023
¢ Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0
o Electronics: DAE4 Sn1337; Calibrated: 3/31/2023
o Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170
e DASY5252.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (6x14x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (measured) = 0.560 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 2.599 V/m; Power Drift = 0.35 dB

Peak SAR (extrapolated) = 1.16 W/kg

SAR( g) = 0.551 W/kg; SAR(10 g) = 0.238 W/kg

Smallest distance from peaks to all points 3 dB below = 8.4 mm

Ratio of SAR at M2 to SAR at M1 = 52.4%

Maximum value of SAR (measured) = 0.833 W/kg

Wikg
0.833

0.667

0.500

0.334

0.167

0.000593

File Number: C1M2310118 Report Number: EM-SR230099

This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 10/27/2023
Test Laboratory: Audix SAR Lab
P22 802.11b CH12 2467MHz Bottom Main
DUT: 17Z90SP

Communication System: UID 0, WIFI 2.4G 802.11B (0); Frequency: 2467 MHz:Duty Cycle:1:1
Medium parameters used: = 2467 MHz: ¢ = 1.78 S/m; g = 40.044; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:
o Probe: EX3DV4 - SN3855; ConvF(7.95, 8.18, 8.57) @) 2467 MHz; Calibrated: 9/20/2023
¢ Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0
o Electronics: DAE4 Sn1337; Calibrated: 3/31/2023
o Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170
e DASY5252.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (6x9x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (measured) = 0.361 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 1.279 V/m; Power Drift = 0.10 dB

Peak SAR (extrapolated) = 0.822 W/kg

SAR( g) = 0.243 W/kg; SAR(10 g) = 0.110 W/kg

Smallest distance from peaks to all points 3 dB below = 9.2 mm

Ratio of SAR at M2 to SAR at M1 =50.1%

Maximum value of SAR (measured) = 0.607 W/kg

Wikg
0.607

I 0.486

0.364

0.243

0.122

0.000732

File Number: C1M2310118 Report Number: EM-SR230099

This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 10/27/2023
Test Laboratory: Audix SAR Lab
P15 BT CH78 2480MHz Screen
DUT: 17Z90SP

Communication System: UID 0, BT (0); Frequency: 2480 MHz;Duty Cycle:1:1.3
Medium parameters used: f=2480 MHz: ¢ = 1.79 S/m; g _=40.033; p = 1000 kg/m>
Phantom section: Flat Section

DASY Configuration:
o Probe: EX3DV4 - SN3855; ConvF(7.95, 8.18, 8.57) (@), 2480 MHz; Calibrated: 9/20/2023
¢ Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0
o Electronics: DAE4 Sn1337; Calibrated: 3/31/2023
o Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170
e DASY5252.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (6x14x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (measured) = 0.0810 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 0.5755 V/m; Power Drift = 0.03 dB

Peak SAR (extrapolated) = 0.110 W/kg

SAR( g) = 0.050 W/kg; SAR(10 g) = 0.015 W/kg

Smallest distance from peaks to all points 3 dB below: Larger than measurement grid
Ratio of SAR at M2 to SAR at M1 =49.6%

Maximum value of SAR (measured) = 0.0675 W/kg

Wikg
0.068

0.054

0.041

0.027

0.014

File Number: C1M2310118 Report Number: EM-SR230099

This test report may be reproduced in full only. The document may only be updated by Audix Technology
Corp. personnel. Any changes will be noted in the Document History section of the report.
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 10/27/2023
Test Laboratory: Audix SAR Lab
P25 BT CH78 2480MHz Bottom
DUT: 17Z90SP

Communication System: UID 0, BT (0); Frequency: 2480 MHz;Duty Cycle:1:1.3
Medium parameters used: f=2480 MHz: ¢ = 1.79 S/m; g _=40.033; p = 1000 kg/m>
Phantom section: Flat Section

DASY Configuration:
o Probe: EX3DV4 - SN3855; ConvF(7.95, 8.18, 8.57) (@), 2480 MHz; Calibrated: 9/20/2023
¢ Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0
o Electronics: DAE4 Sn1337; Calibrated: 3/31/2023
o Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170
e DASY5252.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (6x14x1): Measurement grid: dx=20mm, dy=20mm
Maximum value of SAR (measured) = 0.0699 W/kg

Zoom Scan (5x5x7)/Cube 0: Measurement grid: dx=8mm, dy=8mm, dz=5mm
Reference Value = 0.8241 V/m; Power Drift = 0.00 dB

Peak SAR (extrapolated) = 0.209 W/kg

SAR( g) = 0.065 W/kg; SAR(10 g) = 0.024 W/kg

Smallest distance from peaks to all points 3 dB below = 8.6 mm

Ratio of SAR at M2 to SAR at M1 = 58.9%

Maximum value of SAR (measured) = 0.0959 W/kg

Wikg
0.096

0.077

0.058

0.038

0.019
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

WiFi 5G
Test SKU: SKU #1 (with INPAQ Antenna)

Date: 11/1/2023

Test Laboratory: Audix SAR Lab

P9 802.11a CH64 5320MHz Screen Aux
DUT: 17Z90SP

Communication System: UID 0, WIFI 5G 802.11a (0); Frequency: 5320 MHz;Duty Cycle:1:1
Medium parameters used: f= 5320 MHz: 6 = 4.72 S/m; & = 36.623; p = 1000 kg/m?
Phantom section: Flat Section

DASY Configuration:

e Probe: EX3DV4 - SN3855; ConvF(5.27, 5.58, 5.79) (@, 5320 MHz; Calibrated: 9/20/2023
Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0

Electronics: DAE4 Sn1337; Calibrated: 3/31/2023

Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170

DASY52 52.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (9x13x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.715 W/kg

Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.855 V/m; Power Drift = 0.43 dB

Peak SAR (extrapolated) =2.67 W/kg

SAR( g) = 0.531 W/kg; SAR(10 g) = 0.150 W/kg

Smallest distance from peaks to all points 3 dB below = 4.8 mm

Ratio of SAR at M2 to SAR at M1 = 53%

Maximum value of SAR (measured) = 1.18 W/kg

Wikg
1.180

I 0.944
0.708

0.472

0.236
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 11/1/2023
Test Laboratory: Audix_SAR Lab
P10 802.11a CH64 5320MHz Screen Main
DUT: 17Z90SP

Communication System: UID 0, WIFI 5G 802.11a (0); Frequency: 5320 MHz;Duty Cycle:1:1
Medium parameters used: f = 5320 MHz; 6 =4.72 S/m; ¢ = 36.623; p = 1000 kg/m?
Phantom section: Flat Section

DASY Configuration:
e Probe: EX3DV4 - SN3855; ConvF(5.27, 5.58, 5.79) (@ 5320 MHz; Calibrated: 9/20/2023
o Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0
o Electronics: DAE4 Sn1337; Calibrated: 3/31/2023
¢ Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA: Serial: 1170
e DASY5252.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (9x13x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.569 W/kg

Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 2.097 V/m; Power Drift = 0.32 dB

Peak SAR (extrapolated) = 1.38 W/kg

SAR(1 g) = 0.292 W/kg; SAR(10 g) = 0.078 W/kg

Smallest distance from peaks to all points 3 dB below = 5.6 mm

Ratio of SAR at M2 to SAR at M1 = 50.4%

Maximum value of SAR (measured) = 0.582 W/kg

Wikg
0.582

0.466
0.349
0.233

0.116
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 12/25/2023
Test Laboratory: Audix_SAR Lab
P11 802.11a CH140 S700MHz Screen Aux
DUT: 17Z90SP

Communication System: UID 0, WIFI 5G 802.11a (0); Frequency: 5700 MHz;Duty Cycle:1:1
Medium parameters used: f = 5700 MHz; 6 = 5.39 S/m; ¢ =36.018; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:

o Probe: EX3DV4 - SN3855; ConvF(4.62, 4.94, 5.21) (@ 5700 MHz; Calibrated: 9/20/2023
Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0

Electronics: DAE4 Sn1337; Calibrated: 3/31/2023

Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170

DASY52 52.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (9x13x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.589 W/kg

Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.857 V/m; Power Drift =-0.41 dB

Peak SAR (extrapolated) = 2.99 W/kg

SAR(1 g) = 0.621 W/kg; SAR(10 g) = 0.150 W/kg

Smallest distance from peaks to all points 3 dB below = 7.2 mm

Ratio of SAR at M2 to SAR at M1 = 53.7%

Maximum value of SAR (measured) = 1.43 W/kg

Wikg
1.430

I 1.144
0.858
0.572

0.286
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 12/25/2023

Test Laboratory: Audix_SAR Lab

PS 802.11a CH144 5720MHz Screen Aux
DUT: 17Z90SP

Communication System: UID 0, WIFI 5G 802.11a (0); Frequency: 5720 MHz;Duty Cycle:1:1
Medium parameters used: f= 5720 MHz; 6 = 5.415 S/m; ¢, = 35.986; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:

o Probe: EX3DV4 - SN3855; ConvF(4.69, 5.04, 5.24) @ 5720 MHz; Calibrated: 9/20/2023
Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0

Electronics: DAE4 Sn1337; Calibrated: 3/31/2023

Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170

DASY52 52.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (11x11x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 1.39 W/kg

Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.483 V/m: Power Drift = 0.53 dB

Peak SAR (extrapolated) = 2.98 W/kg

SAR(1 g) =0.700 W/kg; SAR(10 g) = 0.195 W/kg

Smallest distance from peaks to all points 3 dB below = 5.6 mm

Ratio of SAR at M2 to SAR at M1 = 54.5%

Maximum value of SAR (measured) = 1.43 W/kg

Wikg
1.430

1.144

0.858

0.572

0.286
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 12/25/2023

Test Laboratory: Audix SAR Lab
P12 802.11a CH140 5700MHz Screen Main
DUT: 17Z90SP

Communication System: UID 0, WIFI 5G 802.11a (0); Frequency: 5700 MHz;Duty Cycle:1:1
Medium parameters used: f= 5700 MHz; ¢ = 5.39 S/m; e, =36.018; p = 1000 kg/m3
Phantom section: Flat Section

DASY Configuration:

o Probe: EX3DV4 - SN3855; ConvF(4.62, 4.94, 5.21) (@ 5700 MHz; Calibrated: 9/20/2023
Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0

Electronics: DAE4 Sn1337; Calibrated: 3/31/2023

Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170

DASY52 52.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (11x15x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.237 W/kg

Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 1.5840 V/m; Power Drift = -0.23 dB

Peak SAR (extrapolated) = 2.46 W/kg

SAR(1 g) = 0.580 W/kg; SAR(10 g) = 0.154 W/kg

Smallest distance from peaks to all points 3 dB below = 6.4 mm

Ratio of SAR at M2 to SAR at M1 = 53.6%

Maximum value of SAR (measured) = 1.25 W/kg

Wikg
1.250

1.000

0.750

0.500

0.250
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Audix Technology Corp. Tel: +886 2 26099301
No. 491, Zhongfu Rd., Linkou Dist., Fax: +886 2 26099303
New Taipei City244,Taiwan

Date: 12/25/2023

Test Laboratory: Audix SAR Lab

P6 802.11a CH144 5720MHz Screen Main
DUT: 17Z90SP

Communication System: UID 0, WIFI 5G 802.11a (0); Frequency: 5720 MHz;Duty Cycle:1:1
Medium parameters used: f= 5720 MHz; ¢ = 5.415 S/m; &= 35.986; p = 1000 kg/m?
Phantom section: Flat Section

DASY Configuration:

o Probe: EX3DV4 - SN3855; ConvF(4.69, 5.04, 5.24) (@ 5720 MHz; Calibrated: 9/20/2023
o Sensor-Surface: 2mm (Mechanical Surface Detection), z= 1.0, 31.0

o Electronics: DAE4 Sn1337; Calibrated: 3/31/2023

o Phantom: ELI V5.0 (20deg probe tilt); Type: QD OVA 002 AA; Serial: 1170

e DASY5252.10.4(1527); SEMCAD X 14.6.14(7483)

Area Scan (9x25x1): Measurement grid: dx=10mm, dy=10mm
Maximum value of SAR (measured) = 0.220 W/kg

Zoom Scan (7x7x12)/Cube 0: Measurement grid: dx=4mm, dy=4mm, dz=2mm
Reference Value = 2.041 V/m; Power Drift = 0.28 dB

Peak SAR (extrapolated) =2.53 W/kg

SAR( g) = 0.551 W/kg; SAR(10 g) = 0.152 W/kg

Smallest distance from peaks to all points 3 dB below = 5.6 mm

Ratio of SAR at M2 to SAR at M1 = 53.4%

Maximum value of SAR (measured) = 1.18 W/kg

Wikg
1.180

' 0.944
0.708
0.472

0.236
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