BCM92070MD REF6 Module 2.4GHz Logarithmic Meander PCB
Antenna Data

Features

Logarithmic meander PCB antenna

2.4-2.5 GHz Frequency Range

VSWR better than 2:1 across range
Measured Efficiency > 55 %

Typical Gain 1.75 DBI across frequency range

Location of the test:

Broadcom Corp

CTS Lindgren Chamber
8570 Criterion Drive,

Suite 154

Colorado Springs, CO 80920

Antenna module
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2407

269518

1.23194

408712

263518

53,7629
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-2.5E29

1.64823
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-2.5623

55,4256
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-2.47922
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-2.47322

565032

1.64215

2422

243733

169173

412905

243733

57.05816

169173

2427

-2.40011

1.72343

412353

-2.40011

57.5425

1.72948

2432

23277

1.73442

41212

23277

5851

1.73442

2437

23017

1.80261

410432

23017

5B.8613

1.80261

2442

223149

1.84344

4.03034

223143

598206

1.84944

2447

219384

1.85262

404645

213384

E0.2415

1.85262

2452

218308

1.83068

401374

-2.18306

E0.4914

1.83068

2457

213426

1.86743

400174
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Antenna parameters over the frequency ranges

Azimuthal

Elevation

Pattern orientation

2462

215105

1.80706

3.95811

2151058

£0.939

1.80706

2467

210477

1.84064

394541

210477

E1.5918

1.84064

2472

-2.09116

1.84317

3.93433

203116

£1.7851

1.84317

2477

214784

1.77976

39276

214784

£0.984

1.775976



