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APPENDIX F
: RF EXPOSURE EVALUATION

EUT Type: HOUSEHOLD DUAL FUEL RANGE
FCC ID.: BEJT55143E
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According to KDB 447498 D01 General RF Exposure Guidance v06.

1. SAR test exclusion threshold: IH Function

Result: The IH hotplate is an ISM device intended for induction heating and does not perform

any communication transmissions; therefore, it is not subject to SAR exclusion requirements.

2. Output power into antenna & RF exposure evaluation distance

WLAN (2.4G)
Operating Frequency Prediction distance Power Density Limits
(MHz) (cm) (mW/cm?) (mW/cm?)
2412 ~2462 20.0 0.028 1.0
Note:

- The power density Pd (5th column) at a distance of 20 cm calculated from the friis transmission formula is far
below the limit of 1 mW/cm?

- This equipment complies with FCC radiation exposure limits set forth for an uncontrolled environment.

- This equipment should be installed and operated with minimum 20 cm between the radiator and your body.

- The antenna gain of this transmitter is less than 6 dBi and must not be collocated or operating in conjunction
with any other antenna or transmitter unless authorized to do so by the FCC.

Conclusion: No SAR is required.

3. Simultaneous transmission of RF Exposure test exclusion for worst case configuration.

. Power Density Limits
RF Function (mW/cm2) (mW/cm2)
WLAN (2.4G) 0.028 1.0

Confirm the sum result of individual MPEs ratio is < 1.0;
=0.028<1.0

So, this device meets the KDB447498 D01 v06 section 7.2 requirement of “Simultaneous transmission
MPE test exclusion”.
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