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1. INTRODUCTION

On July 10, 2003, the Federal Communications Commission (FCC) adopted new rules requiring wireless
manufacturers and service providers to provide digital wireless phones that are compatible with hearing
aids. The FCC has modified the exemption for wireless phones under the Hearing Aid Compatibility Act of
1998 (HAC Act) in WT Docket 01-309 RM-8658" to extend the benefits of wireless telecommunications to
individuals with hearing disabilities. These benefits encompass business, social and emergency
communications, which increase the value of the wireless network for everyone. An estimated more than
10% of the population in the United States show signs of hearing impairment and of that fraction, almost
80% use hearing aids. Approximately 500 million people worldwide suffer from hearing loss.

Compatibility Tests Involved:

The standard calls for wireless communications devices to be measured for:

RF Electric-field emissions

= RF Magnetic-field emissions

= T-coil mode, magnetic-signal strength in the audio band

T-coil mode, magnetic-signal frequency response through the audio band
T-coil mode, magnetic-signal and noise articulation index

The hearing aid must be measured for:
=  RF immunity in microphone mode
=  RF immunity in T-coil mode

In the following tests and results, this report includes the evaluation for a wireless communications device.

Figure 1-1 Hearing Aid in-vitu

! FCC Rule & Order, WT Docket 01-309 RM-8658
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2. TEST SITE LOCATION

2.1 INTRODUCTION

The map at the right shows the location of the PCTEST
LABORATORY in Columbia, Maryland. It is in proximity to
the FCC Laboratory, the Baltimore-Washington
International (BWI) airport, the city of Baltimore and
Washington, DC (See Figure 2).

These measurement tests were conducted at the PCTEST
Engineering Laboratory, Inc. facility in New Concept
Business Park, Guilford Industrial Park, Columbia,
Maryland. The site address is 6660-B Dobbin Road,
Columbia, MD 21045. The test site is one of the highest
points in the Columbia area with an elevation of 390 feet
above mean sea level. The site coordinates are 39° 11'15” s
N latitude and 76° 49’ 38” W longitude. The facility is 1.5 Figure 2-1

miles North of the FCC laboratory, and the ambient signal Map of the Greater Baltimore and Metropolitan
and ambient signal strength are approximately equal to Washinaton N € area

those of the FCC laboratory. There are no FM or TV transmitters within 15 miles of the site. The detailed
description of the measurement facility was found to be in compliance with the requirements of § 2.948
according to ANSI C63.4 on January 27, 2006 and Industry Canada.

2.2 Test Facility / Accreditations:

Measurements were performed at an independent accredited PCTEST Engineering Lab located in

Columbia, MD 21045, U.S.A.

e PCTEST Lab is accredited to ISO 17025-2005 by the American Association for
Laboratory Accreditation (A2LA) in Specific Absorption Rate (SAR) testing,
Hearing-Aid Compatibility (HAC), CTIA Test Plans, and wireless testing for FCC
and Industry Canada Rules.

e PCTEST Lab is accredited to ISO 17025 by U.S. National Institute of Standards
and Technology (NIST) under the National Voluntary Laboratory Accreditation
Program (NVLAP Lab code: 100431-0) in EMC, FCC and Telecommunications.

e PCTEST facility is an FCC registered (PCTEST Reg. No. 90864) test facility with
the site description report on file and has met all the requirements specified in
Section 2.948 of the FCC Rules and Industry Canada (IC-2451).

e PCTEST Lab is a recognized U.S. Conformity Assessment Body (CAB) in EMC
and R&TTE (n.b. 0982) under the U.S.-EU Mutual Recognition Agreement
(MRA).

il e PCTEST TCB is a Telecommunication Certification Body (TCB) accredited to

P et ISO/IEC Guide 65 by the American National Standards Institute (ANSI) in all

. scopes of FCC Rules and all Industry Canada Standards (RSS).

e PCTEST facility is an IC registered (IC-2451) test laboratory with the site
description on file at Industry Canada.

e PCTEST is a CTIA Authorized Test Laboratory (CATL) for AMPS and CDMA,
and EvDO mobile phones.

e PCTEST is a CTIA Authorized Test Laboratory (CATL) for Over-the-Air (OTA)
Antenna Performance testing for AMPS, CDMA, GSM, GPRS, EGPRS, UMTS
(W-CDMA), CDMA 1xEVDO Data, CDMA 1xRTT Data.
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3. EUT DESCRIPTION

LG

FCC ID: BEJVX9600

Manufacturer: LG Electronics USA
1000 Sylvan Avenue
Englewood Cliffs, NJ 07632
United States

Trade Name: LGE

Model(s): VX9600

Serial Number: 1

Tx Frequencies: 824.70 - 848.31 MHz (Cellular CDMA)

1851.25 - 1908.75 MHz (PCS CDMA)

Antenna Configurations: Internal Antenna

Maximum Conducted
Power (EMC/SAR): 24.21 dBm (CDMA), 24.83 dBm (PCS)

Maximum Conducted
Power (HAC): 24.0 dBm (CDMA), 24.8 dBm (PCS)

HAC Test Configurations: CDMA, 1013, 384, 777, BT Off
PCS, 25, 600, 1175, BT Off

FCC Classification: Licensed Transmitter Held to Ear (PCE)
EUT Type: Cellular/PCS CDMA Phone with Bluetooth and EvDO

See Key Features list for more detailed information.
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4
l.

: ANSI/IEEE C63.19 PERFORMANCE CATEGORIES

RF EMISSIONS

The ANSI Standard presents performance requirements for acceptable interoperability of hearing aids
with wireless communications devices. When these parameters are met, a hearing aid operates
acceptably in close proximity to a wireless communications device.

Category

Telephone RF Parameters

E-field emissions

H-field emissions

Near field Category Cw CW
dB(V/m) dB(A/m)
| f < 960 MHz |
| M1 | 56t061+05xAWF ||  561010.6+05XAWF |
| M2 | 51t056+05xAWF | 06t056+05XAWF |
| M3 | 461051+05xAWF |  —4.41006+05XAWF |
| M4 I <46+ 0.5 x AWF | <—4.4+05x AWF |
| f > 960 MHz |
| M1 | 46t1051+05xAWF |  —44100.6+05XAWF |
| M2 | 411046+05xAWF | 941044 +05XAWF |
| M3 | 361041+05xAWF | -14410-9.4+0.5X AWF |
| M4 | <36 + 0.5 x AWF | <—14.4+0.5 X AWF |

Table 4-1

Hearing aid and WD near-field categories as defined in

ANSI C63.19-2007

ARTICULATION WEIGHTING FACTOR (AWF)

Articulation
Standard Technology Weighing Factor
| TUTIPU3GPP |  UMTS (WCDMA) | 0 |
| TIAEIANS-2000 || CDMA I 0 |
| iDEN" | TDMA (22and 11 Hz) | 0 |
| J-STD-007 | GSM(217Hz) | 5 |

Table 4-2

Articulation Weighting Factors

FCC ID: BEJVX9600
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5. SYSTEM SPECIFICATIONS

ER3DV6 E-Field Probe Description

Construction: One dipole parallel, two dipoles normal to probe axis
Built-in shielding against static charges
Calibration: In air from 100 MHz to 3.0 GHz
(absolute accuracy +6.0%, k=2)
Frequency: 100 MHz to > 6 GHz;
Linearity: £ 0.2 dB (100 MHz to 3 GHz)
Directivity + 0.2 dB in air (rotation around probe axis) -~
+ 0.4 dB in air (rotation normal to probe axis) . Figure 5-1
Dynamic Range 2 V/mto > 1000 V/m E—fleIdPFr:)eb(:space

(M3 or better device readings fall well below diode
compression point)
Linearity: +0.2dB
Dimensions Overall length: 330 mm (Tip: 16 mm)
Tip diameter: 8 mm (Body: 12 mm)
Distance from probe tip to dipole centers: 2.5 mm

H3DV6 H-Field Probe Description
Construction: Three concentric loop sensors with 3.8 mm loop diameters

Resistively loaded detector diodes for linear response
Built-in shielding against static charges

Frequency: 200 MHz to 3 GHz (absolute accuracy + 6.0%, k=2);
Output linearized
Directivity: + 0.25 dB (spherical isotropy error)
Dynamic Range: 10 mA/mto2 A/mat1 GHz i
(M3 or better device readings fall well below diode Figure 5-2
compression point) H-Field Free-space
Dimensions: Overall length: 330 mm (Tip: 40 mm) Probe

Tip diameter: 6 mm (Body: 12 mm)
Distance from probe tip to dipole centers: 3 mm

E-Field < 10% at 3 GHz (for plane wave)
Interference:

Probe Tip Description

HAC field measurements take place in the close near field with high gradients. Increasing the measuring
distance from the source will generally decrease the measured field values (in case of the validation
dipole approx. 10% per mm).

Magnetic field sensors are measuring the integral of the H-field across their sensor area surrounded by
the loop. They are calibrated in a precise, homogeneous field. When measuring a gradient field, the result
will be very close to the field in the center of the loop which is equivalent to the value of a homogeneous
field equivalent to the center value. But it will be different from the field at the border of the loop.
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Consequently, two sensors with different loop diameters - both calibrated ideally - would give different
results when measuring from the edge of the probe sensor elements. The behavior for electrically small
E-field sensors is equivalent.

The magnetic field loops of the H3D probes are concentric, with the center 3mm from the tip for H3DV6.
Their radius is 1.9mm.

The electric field probes have a more irregular internal geometry because it is physically not possible to
have the 3 orthogonal sensors situated with the same center. The effect of the different sensor centers is
accounted for in the HAC uncertainty budget ("sensor displacement"). Their geometric center is at 2.5mm
from the tip, and the element ends are 1.1mm closer to the tip.

Connector Plan

ER3D ET3D/ES3ID/EX3D
/& %\
[ + 4
| |
\u

\

N4

(seen from back) (seen from front)

The antistatic shielding inside the probe is connected to the probe connector case.

Instrumentation Chain
Equation 1
Conversion of Connector Voltage u; to E-Field E;

E = % ui+ (i« CF)(DCP)
/ Norm; +ConvF

whereby

Er electric field in Vim

Ui voltage of channel | at the connector in u
Normy sensitivity of channel i in p\/(W/m)*

ConvF: enhancement factor in liquid (ConvF=1 for Air)
DCF: dicde compression point in pV

CF: signal crest factor (peak power/average power)

Conditions of Calibration

Felas for Offset

Iilezcurepasrt

(40547 Tt V ot
1n0ka B el T

 — . "
! 4 .
r .
— Y - )
;ﬁ L~ Difterercial Arplifier
- Hh(-'..j E'..j (Bim Currens ¢ 100 £4)
= =
2 g

Please note:
* alower input impedance of the amplifier will result in different sensitivity factors Norm;, and DCP
* larger bias currents will cause higher offset
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Probe Response to Frequency

The E-field sensors have inherently a very flat frequency response. They are calibrated with a number of
frequencies resulting in a common calibration factor, with the frequency behavior documented in the

calibration certificate (See also below).
Frequency Response of E-Field
(TEM-Cell:ifi110 EXX, Waveguide R22)

T T

— -—

Frequancy response [normalized)
s 2 :

or

08—

0s | ‘ . - -+
o 500 1000 1500 2000 2500 000

.
—y —8—TEM —~#—R22
_— ——TEM ——RZ2
Uncertainty of Frequency Responss of E-fleld: £ 6.3% (k=2)

Figure 5-3 E-Field Probe Frequency Response

H-field sensors have a frequency dependent sensitivity which is evaluated for a series of frequencies also
visible in the probe calibration certificate. The calibration factors result from a fitting algorithm. The proper
conversion is calculated by the DASY4 software depending on the frequency setting in the procedure.
See below for H-field frequency response:

Frequency Response of H-Field
(TEM-Cell:ifi110, Waveguide R22)

Fraquency response (normalized)

| — —-TEM w2 |
| —= ——TEM  -W-R2Z |

Uncertainty of Frequency Response of E-fleld: £ 6.3% (k=2)

Figure 5-4 H-Field Probe Frequency Response

FCC ID: BEJVX9600
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Conversion to Peak

Peak is defined as Peak Envelope Power. All raw measurements from the HAC measurement system are
RMS values. The DASY4 system incorporates the crest factor of the signal in the computation of the RMS
values (See Equation 1). Although the software also has capability to estimate the peak field by applying
a square root of crest factor value to the readings, the probe modulation factor was applied manually
instead per C63.19 in the measurement tables in this report. The equation to convert the raw
measurements in the data tables are:

Peak Field = 20-log (Raw - PMF)

Where:

Peak Field = Peak field (in dBV/m or dBA/m)
Raw = Raw field measurement from the measurement system (in V/m or A/m).
PMF = Probe Modulation Factor (in linear units).

SPEAG Robotic System

E-field and H-field measurements are performed using the DASY4 automated dosimetric assessment
system. The DASY4 is made by Schmid & Partner Engineering AG (SPEAG) in Zurich, Switzerland
and consists of high precision robotics system (Staubli), robot controller, Pentium 4 computer, near-
field probe, probe alignment sensor, and the HAC phantom. The robot is a six-axis industrial robot
performing precise movements to position the probe to the location (points) of maximum
electromagnetic field (EMF).

Figure 5-5
SPEAG Robotic System

System Hardware

A cell controller system contains the power supply, robot controller, teach pendant (Joystick), and a
remote control used to drive the robot motors. The PC consists of the Gateway Pentium 4 2.53 GHz
computer with Windows XP system and RF Measurement Software DASY4 v4.5 (with HAC
Extension), A/D interface card, monitor, mouse, and keyboard. The Staubli Robot is connected to the
cell controller to allow software manipulation of the robot. A data acquisition electronic (DAE) circuit
that performs the signal amplification, signal multiplexing, AD-conversion, offset measurements,
mechanical surface detection, collision detection, etc. is connected to the Electro-optical coupler
(EOC). The EOC performs the conversion from the optical into digital electric signal of the DAE and
transfers data to the PC plug-in card.
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System Electronics

The DAE consists of a highly sensitive electrometer-grade preamplifier with auto-zeroing, a channel
and gain-switching multiplexer, a fast 16 bit AD-converter and a command decoder and control logic
unit. Transmission to the PC-card is accomplished through an optical downlink for data and status
information and an optical uplink for commands and clock lines. The mechanical probe mounting
device includes two different sensor systems for frontal and sidewise probe contacts. They are also
used for mechanical surface detection and probe collision detection. The robot uses its own controller
with a built in VME-bus computer.

| Iy — |
S
J o (0
- Figure 5-6

SPEAG Robotic System Diagram

DASY4 Instrumentation Chain

The first step of the evaluation is a linearization of the filtered input signal to account for the
compression characteristics of the detector diode. The compensation depends on the input
signal, the diode type and the DC-transmission factor from the diode to the evaluation electronics.
If the exciting field is pulsed, the crest factor of the signal must be known to correctly compensate
for peak power. The formula for each channel can be given as:

‘[- — [_.':_ + Uz . i

depy
with V] = compensated signal of channel 1 (i=xw %
U = mput signal of channel 1 i1i=xw 2
cf = crest factor of exciting field (DASY parameter)
depy = diode compression point (DASY parameter)
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From the compensated input signals the primary field data for each channel ean be evaluated:

with 1}
Norm;

Convl”
E?:'_-Ii

f
E;
H;

. / Vi
E — fieldprobes : E; = 11." Norm ComiE
i B 4 2
H — fieldprobes : H, = -»f‘[_ 0 +”.1:f+e::_;f
= compensated signal of channel i i=x v 2
= sensor sensitivity of channel 1 (i=x1v 7

uV/(V/m)? for E-field Probes

= sensitivity enhancement in solution
= sensor sensitivity factors for H-field probes

carrier frequency [GHz]
electric field strength of channel 1 in V/m

= magnetic field strength of channel i in A/m

The RSS value of the field components gives the total field strength (Hermitian magnitude):

E2+EL 4+ E?

Eto.‘ = 1\|.

The primary field data are used to calculate the derived field units.

The measurement/integration time per point, as specified by the system manufacturer is >500

ms.

The signal response time is evaluated as the time required by the system to reach 90% of the
expected final value after an on/off switch of the power source with an integration time of 500 ms
and a probe response time of <5 ms. In the current implementation, DASY4 waits longer than 100
ms after having reached the grid point before starting a measurement, i.e., the response time
uncertainty is negligible.

If the device under test does not emit a CW signal, the integration time applied to measure the
electric field at a specific point may introduce additional uncertainties due to the discretization.
The tolerances for the different systems had the worst-case of 2.6%.

FCC ID: BEJVX9600
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6. TEST PROCEDURE

I. RF EMISSIONS

+« Confirm proper
operation of probes and
instrumentation

¢ Position WD

Configure WD Tx
Operation

Per Section 4.3.1.2.2 (1-3)
1

¢ Initialize field probe and
take first reading
+ Scan Area

Per Section 4.3.1.2.2 (4-6)

- J'. Rescan for E or H-Field,
Identify exclusion area and as needed
then identify and record ‘
maximum reading for Per Section 4.3.1.2.2 (11)
remaining area in V/m or
.illlm E

Per Section 4.3.1.2.2 (7-9)

)

.--""'\-\.\_L
-~ ",
.-"Ff- -

o H“*-,_\
= i
.~ BothE & H Field M“H,H Nao
<. Scanned? f_f,x*
-~
RH‘H P
o ~
-
H“‘H

l/"’ Ves

Identify & Record Category

Per Section 4.3.1.2.2 (10) &
¥

-
Y

Figure 6-1
WD Near-Field Emissions Flow Chart
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Test Setup

SemxScm

Test — i

Dist:

Reference .
Plane

\Cenm Line h{e:mr{

Plane

. Figure 6-3
Figure 6-2 HAC Phantom

E/H-Field Emissions Test Setup Diagram (See Test

Photographs for actual WD scan grid overlay)

RF Emissions Test Procedure:

The following illustrate a typical RF emissions test scan over a wireless communications device:

1.

Proper operation of the field probe, probe measurement system, other instrumentation, and the
positioning system was confirmed.

WD is positioned in its intended test position, acoustic output point of the device perpendicular to
the field probe.

The WD operation for maximum rated RF output power was configured and confirmed with the
base station simulator, at the test channel and other normal operating parameters as intended for
the test. The battery was ensured to be fully charged before each test.

The center sub-grid was centered over the center of the acoustic output (also audio band
magnetic output, if applicable). The WD audio output was positioned tangent (as physically
possible) to the measurement plane.

A surface calibration was performed before each setup change to ensure repeatable spacing and
proper maintenance of the measurement plane using the HAC Phantom.

The measurement system measured the field strength at the reference location.

Measurements at 2mm or 5mm increments in the 5 x 5 cm region were performed at a distance
15 mm from the center point of the probe measurement element to the WD. A 360° rotation about
the azimuth axis at the maximum interpolated position was measured. For the worst-case
condition, the peak reading from this rotation was used in re-evaluating the HAC category.

The system performed a drift evaluation by measuring the field at the reference location.

Steps 1-8 were done for both the E and H-Field measurements.
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7. SYSTEM CHECK

|. System Check Parameters

The input signal was an un-modulated continuous wave. The following points were taken into
consideration in performing this check:

e Average Input Power P = 100mW RMS (20dBm RMS) after adjustment for return loss

»  The test fixture must meet the 2 wavelength separation criterion

*  The proper measurement of the 1 cm probe to dipole separation, which is measured from top surface
of the dipole to the calibration reference point of the sensor, defined by the probe manufacturer is
shown in the following diagram:

E-field probe
Housing

Center point of

the probe
P lcm

elements
l Top surface of dipole
Dipole
arm Center of dipole

Figure 7-1
Separation Distance from Dipole to Field Probe

RF power was recorded using both an average reading meter and a peak reading meter. Readings of the
probe are provided by the measurement system.

To assure proper operation of the near-field measurement probe the input power to the dipole shall be
commensurate with the full rated output power of the wireless device (e.g. - for a cellular phone wireless
device the average peak antenna input power will be on the order of 100mW (i.e. - 20dBm) RMS after
adjustment for any mismatch.

[I. Validation Procedure

A dipole antenna meeting the requirements given in C63.19 was placed in the position normally occupied
by the WD.

The length of the dipole was scanned with both E-field and H-field probes and the maximum values for
each were recorded.

Measurement of CW

Using the near-field measurement system, scan the antenna over the radiating dipole and record the
greatest field reading observed. Due to the nature of E-fields about free-space dipoles, the two E-field
peaks measured over the dipole are averaged to compensate for non-parallelity of the setup (

see manufacturer method on dipole calibration certificates, page 2). Field strength measurements shall be
made only when the probe is stationary.
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RF power was recorded using both an average and a peak power reading meter.

Output Power Meter Output Power Meter

Sgnd ~ Directiond Coupler / Sgd Directiond Coupler
Ganerator Anplifier - Genardtor Anplifier e —\

R;;Zg;a Power Meter
Figure 7-2 Faene
9 Figure 7-3

Setup for Desired Output Power to Dipole Setup to Dipole

Using this setup configuration, the signal generator was adjusted for the desired output power (100mW)
at a specified frequency. The reference power from the coupled port of the directional coupler is
recorded. Next, the output cable is connected to the reference dipole, as shown in Figure 7-3.

The input signal level was adjusted until the reference power from the coupled port of the directional
coupler was the same as previously recorded, to compensate for the impedance mismatch between the
output cable and the reference dipole. To assure proper operation of the near-field measurement probe
the input power to the reference dipole was verified to the full rated output power of the wireless device.
The dipole was secured in a holder in a manner to meet the 20 dB reflection. The near-field measurement
probe was positioned over the dipole. The antenna was scanned over the appropriate sized area to cover
the dipole from end to end. SPEAG uses 2D interpolation algorithms between the measured points.
Please see below two dimensional plots showing that the interpolated values interpolate smoothly
between 5mm steps for a free-space RF dipole:

L |- ‘fl{r' lll'
14 ~ LY
Figure 7-4 Figure 7-5
2-D Raw Data from scan along dipole axis 2-D Interpolated points from scan along dipole axis
il Inpelied H (.20
Iy | | Iy
Figure 7-6 Figure 7-7

2-D Raw Data from scan along transverse axis  2-D Interpolated points from scan along transverse axis

lll. System Check Results
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Validation Results

RF

Signal Generator

e F Amiplifier

Frequency Input E-field Tqrget %
(MHz) Power Result Field Deviation
(dBm) (V/m) (V/m)
835 20.0 171.2 164.7 3.9%
1880 20.0 134.2 136.3 -1.5%
Frequency Input H-field Tqrget %
(MH2) Power Result Field Deviation
(dBm) (A/m) (A/m)
835 20.0 0.482 0.448 7.6%
1880 20.0 0.438 0.463 -5.4%
Electric: Field Magnetic Field

Proke Probe

1 cm to top edge of
+ dipole element

Dipole

—‘ Dwal Directional Coupler

RF
Power Meter

Figure 7-8
System Check Setup
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8. MODULATION FACTOR

A calibration was made of the modulation response of the probe and its instrumentation chain. This
calibration was performed with the field probe, attached to its instrumentation. The response of the probe
system to a CW field at the frequency of interest is compared to its response to a modulated signal with
equal peak amplitude to that of a CW signal. The field level of the test signals are ensured to be more
than 10 dB above the ambient level and the noise floor of the instrumentation being used. The ratio of the
CW reading to that taken with a modulated reading was applied to the DUT measurements.

All voice modes for this device have been investigated in this section of the report. According to the FCC
3G Measurement Procedures, May 2006 for RF Emissions, variations in peak field and power readings.

This was done using the following procedure:

1. The probe was illuminated with a CW signal at the intended measurement frequency and
wireless device power.

2. The probe was positioned at the field maxima over the dipole antenna (determined after an
area scan over the dipole) illuminated with the CW signal.

3. The reading of the probe measurement system of the CW signal at the maximum point was
recorded.

4. Using a Spectrum Analyzer, the modulated signal adjusted with the same peak level of the
CW signal was determined.

5. The probe measurement system reading was recorded with the modulated signal. The
appropriate system crest factors for the modulation type were configured in the software to
the system measurements.

6. The ratio of the CW reading to modulated signal reading is the probe modulation factor (PMF)
for the modulation and field probe combination. This was repeated for 80% AM.

7. Steps 1-6 were repeated at all frequency bands and for both E and H field probes.

The modulation factors obtained were applied to readings taken of the actual wireless device, in order to
obtain an accurate peak field reading using the formula:

Peak = 20 - log (Raw - PMF)

This method correlates well with the modulation using the DUT in the alternative substitution method. See

below for correlation of signal:
Aghari Freq/Channel Aot Freq/Channel
. I

Ch Freq LB GHz Trig Froe

Trig Fres

ChFraq 156 Gz Center Freg|
\\\\\ r 1.53000000 (5l

Start Freg|
1 ATES000 GHz]

Stop Freq)
1,251 50000 iz

Fta

Frag Offset]
Hz || 8000006 W

Freq Offset
BERRINREE Hz

Corter Ghiz S
|fes Ex 38 kiiz VB 380 kHz Swsep & ms (401 pre

Signal Track] Signal Trach
Channel Power Pawer Spectral Density |, ai Channel Power Power Spectral Dengity ||, ~'"* T45E

24.48 dBn /2.0008 MHz -3853 din/hz oo 24.45 dBn /2.0000 HHz -38.56 dBn/Hz [[To ]
Los [t Log Lin|

Figure 8-1 Figure 8-2
Signal Generator Modulated Signal Wireless Device Modulated Signall
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Modulation Factors:

. ) E-Field H-Field
f (MHz) Protocol E(-V':/'neql)d I-i(flﬁl)d Modulation Modulation
Factor Factor
835 AM 179.20 0.5245 1.503 1.336
835 CDMA* 272.70 0.8348 0.988 0.839
835 CwW 269.40 0.7008
1880 AM 136.90 0.5584 1.449 1.222
1880 CDMA* 199.60 1.0190 0.993 0.670
1880 cw 198.30 0.6825
: E-Field
f (MHz) Protocol g Modulation
(V/m)
Factor
1880 CDMA / SO3| 96.86 2.956
1880 Cw 286.36
Figure 8-3

Modulation Factors

FCC 3G Note: “CDMA*” represents worst-case mode, while “CDMA/SO3” represents RC1/SO3 mode.

CW and Modulated Signal Zero-Span plots:
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Figure 8-4 Zero-Span Plots
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9. FCC 3G MEASUREMENTS

Sample pre-testing of the various modes were performed at the worst case probe location as part of
subset testing justification. See below for measured conducted power for applicable device modes:

l. Handset Capabilities™:

*See Device Capabilities attachment for applicable device modes and powers.

Wireless

Base Station Simulator «—RF Connector——» .
Device

Figure 9-1
Power Measurement Setup

[I. Worst-Case Probe Location Measurements

Below are RC/SO mode investigation results of the device at the worst-case (maximum) field point
location. The worst-case RC/SO was used for HAC testing.

Table 9-1
Handset 3G mode variation on RF Emissions
Time Avg Peak Field FCC Limit IASE

Mode Channel Backlight RC/SO Scan Center| Battery Field (Vim) (dBV/m) @BV/m) M?dR;IN RESULT

PCS 600 off SO3/RC1 [ Acoustic Standard 16.92 34.0 41.0 M4

PCS 600 off SO3/RC3 | Acoustic | Standard 47.45 33.5 41.0 M4

PCS 600 off SO3/RC4 | Acoustic Standard 47.62 33.5 41.0 M4

PCS 600 off SO55/RC3 | Acoustic Standard 47.82 33.5 41.0 M4

PCS 600 off SO55/RC1| Acoustic | Standard 47.03 33.4 41.0 M4

PCS 600 off SO2/RC1 | Acoustic Standard 47.14 33.4 41.0 M4

PCS 600 off SO2/RC3 Acoustic Standard 47.16 33.4 41.0 M4

PCS 600 off SO9/RC2 | Acoustic Standard 47.45 33.5 41.0 M4

PCS 600 off SO9/RC5 Acoustic Standard 47.18 33.4 41.0 M4
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10. OVERALL MEASUREMENT SUMMARY

BEJVX9600
VX9600
1

|. E-FIELD EMISSIONS:

Table 10-1
HAC Data Summary for E-field

Conducted " . Ao FCC Excl

Band Channel Backlight RC/SO Scan Center| Battery Power at BS Tlme L3 (el (At IFS(D (il MARGIN RESULT |Blocks per

Field (V/m) (dBV/m) (dBV/m)
(dBm) (dB) 4.4
E-field Emissions
CDMA 1013 off SO55/RC3| Acoustic | Standard 23.93 72.71 37.1 51.0 M4 none
CDMA 384 off SO55/RC3 | Acoustic Standard 24.00 81.18 38.1 51.0 M4 none
CDMA 777 off SO55/RC3 | Acoustic | Standard 23.98 75.93 37.5 51.0 M4 none
PCS 25 off SO55/RC3 | Acoustic Standard 24.80 48.84 33.7 41.0 M4 none
PCS 600 off SO55/RC3 | Acoustic Standard 24.80 53.73 34.5 41.0 M4 none
PCS 1175 off SO55/RC3 | Acoustic Standard 24.68 46.38 33.3 41.0 M4 none
In Holster:

Conducted . . - FCC Excl

Band Channel Backlight RC/SO Scan Center| Battery Power at BS Tlme ) PEEK At B (L MARGIN RESULT |Blocks per

Field (v/im) | (dBV/m) (dBV/m)
(dBm) (dB) 44
E-field Emissions

CDMA 1013 off SO55/RC3 | Acoustic Standard 23.93 57.92 35.2 51.0 M4 none
CDMA 384 off SO55/RC3 | Acoustic | Standard 24.00 64.71 36.1 51.0 M4 none
CDMA 777 off SO55/RC3 | Acoustic Standard 23.98 56.42 34.9 51.0 M4 none
PCS 25 off SO55/RC3| Acoustic | Standard 24.80 48.27 33.6 41.0 M4 none
PCS 600 off SO55/RC3 | Acoustic Standard 24.80 42.57 32.5 41.0 M4 none
PCS 1175 off SO55/RC3 | Acoustic Standard 24.68 39.81 31.9 41.0 M4 none

Figure 10-1
Sample E-field Scan Overlay
(See Test Setup Photographs for actual WD overlay)

Note: Worst-case measurement evaluated for worst-case 1/8 rate gating condition in RC1/SO3; Mute=Yes
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BEJVX9600
VX9600
1

Il. H-FIELD EMISSIONS:

Table 10-2
HAC Data Summary for H-field
Conducted . . L FCC Excl
Mode Channel Backlight RC/SO  [Scan Center| Battery Power at BS Time Avg. Peak Field Aol MARGIN RESULT [Blocks per
Field (A/m) | (dBA/m) (dBA/m)
(dBm) (dB) 44
H-field Emissions
CDMA 1013 off SO55/RC3 | Acoustic Standard 23.93 0.1601 -17.4 0.6 M4 none
CDMA 384 off SO55/RC3 | Acoustic Standard 24.00 0.1769 -16.6 0.6 M4 none
CDMA 777 off SOS55/RC3| Acoustic | Standard 23.98 0.1691 -17.0 0.6 M4 none
PCS 25 off SO55/RC3 | Acoustic Standard 24.80 0.1336 -21.0 -9.4 M4 none
PCS 600 off SO55/RC3 | Acoustic Standard 24.80 0.1429 -20.4 -9.4 M4 none
PCS 1175 off SOS55/RC3| Acoustic | Standard 24.68 0.1189 -22.0 -9.4 M4 none
In Holster:
Conducted 5 . - FCC Excl
Mode Channel Backlight RC/SO Scan Center| Battery Power at BS Tlme (e etk (FICIE AGE MG MARGIN RESULT [Blocks per
Field (A/m) | (dBA/m) (dBA/m)
(dBm) (dB) 4.4
H-field Emissions
CDMA 1013 off SO55/RC3 | Acoustic Standard 23.93 0.1417 -18.5 0.6 M4 none
CDMA 384 off SO55/RC3 [ Acoustic [ Standard 24.00 0.1446 -18.3 0.6 M4 none
CDMA 777 off SO55/RC3 | Acoustic [ Standard 23.98 0.1392 -18.6 0.6 M4 none
PCS 25 off SO55/RC3 | Acoustic Standard 24.80 0.1436 -20.3 -9.4 M4 none
PCS 600 off SO55/RC3 [ Acoustic [ Standard 24.80 0.1202 -21.9 -9.4 M4 none
PCS 1175 off SO55/RC3 [ Acoustic [ Standard 24.68 0.1024 -23.3 -9.4 M4 none
Figure 10-2
Sample H-field Scan Overlay
(See Test Setup Photographs for actual WD overlay)
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BEJVX9600
VX9600
1

lll. Worst-case Configuration Evaluation

Table 10-3
Peak Reading 360° Probe Rotation at Azimuth axis
Conducted ; . A FCC
Mode Channel Backlight RC/SO Scan Center| Power at BS ';r.lerT: ?/\/Ir?'n Pza;\;:sld F(;g\ll';r:m MARGIN RESULT
(dBm) ield (V/m) | ( ) ( ) @B)
Probe Rotation at Worst-case
PCS 600 | off |so55/RC3| Acoustc |  24.80 54.16 34.6 41.0 M4
E(roll)
52.7V/im+0.22 dB;

100
80+
80
70+
60—

1= ,:\*/.___.__‘\ . I P R
3 50 -
40+
30
20+
10+

OZ\I\I\I\II\III\I\\II\\I\III\I
0 50 100 150 200 250 300 350
Deg
Figure 10-3
Worst-Case Probe Rotation about Azimuth axis
* Note: Location of probe rotation is shown in Figure 10-1 or Figure 10-2
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11. EQUIPMENT LIST

Manufacturer Model Description Cal Date |Cal Interval | Cal Due | Serial Number
Agilent 8648D (9kHz-4GHz) Signal Generator 10/11/2007 Biennial 10/11/2009 | 3613A00315
Agilent E4407B ESA Spectrum Analyzer 3/13/2008 Annual 3/13/2009 | US39210313
Agilent E4432B ESG-D Series Signal Generator 8/18/2008 Annual 8/18/2009 | US40053896
Agilent E5515C Wireless Communications Test Set 6/8/2007 Biennial 6/8/2009 GB46110872
Agilent E5515C Wireless Communications Test Set 6/8/2007 Biennial 6/8/2009 GB46310798
Agilent E5515C Wireless Communications Test Set 9/10/2008 Biennial 9/10/2010 | GB41450275

Rohde & Schwarz | CMU200 Base Station Simulator 5/29/2008 Annual 5/29/2009 | 836371/0079
Rohde & Schwarz | CMU200 Base Station Simulator 7/23/2008 Annual 7/23/2009 109892
Rohde & Schwarz NRVD Dual Channel Power Meter 8/20/2008 Biennial 8/20/2010 101695
Rohde & Schwarz NRVS Single Channel Power Meter 7/3/2007 Biennial 7/3/2009 835360/0079
Rohde & Schwarz | NRV-Z32 Peak Power Sensor (100uW-2W) 12/21/2006 Biennial 12/21/2008 100155
Rohde & Schwarz | NRV-Z33 Peak Power Sensor (1ImW-20W) 12/5/2008 Biennial 12/5/2010 100004
Rohde & Schwarz | NRV-Z53 Power Sensor 7/3/2007 Biennial 7/3/2009 846076/0007
SPEAG CD1880V3 Freespace 1880 MHz Dipole 1/16/2007 Biennial 1/16/2009 1002
SPEAG CD1880V3 Freespace 1880 MHz Dipole 3/11/2008 Biennial 3/11/2010 1064
SPEAG CD2450V3 Freespace 2450 MHz Dipole 7/17/2008 Biennial 7/17/2010 1062
SPEAG CD835V3 Freespace 835 MHz Dipole 7/16/2008 Biennial 7/16/2010 1082
SPEAG CD835V3 Freespace 835 MHz Dipole 1/16/2007 Biennial 1/16/2009 1003
SPEAG DAE3 Dasy Data Acquisition Electronics 10/17/2008 Annual 10/17/2009 455
SPEAG DAE4 Dasy Data Acquisition Electronics 6/26/2008 Annual 6/26/2009 704
SPEAG DAE4 Dasy Data Acquisition Electronics 8/25/2008 Annual 8/25/2009 665
SPEAG DAE4 Dasy Data Acquisition Electronics 1/30/2008 Annual 1/30/2009 649
SPEAG ER3DV6 Freespace E-field Probe 7/17/2008 Annual 7/17/2009 2353
SPEAG ER3DV6 Freespace E-field Probe 10/15/2008 Annual 10/15/2009 2335
SPEAG ER3DV6 Freespace E-field Probe 1/28/2008 Annual 1/28/2009 2332
SPEAG H3DV6 Freespace H-field Probe 7/17/2008 Annual 7/17/2009 6207
SPEAG H3DV6 Freespace H-field Probe 10/15/2008 Annual 10/15/2009 6170
SPEAG H3DV6 Freespace H-field Probe 1/28/2008 Annual 1/28/2009 6180
SPEAG CD700V3 Freespace 700MHz Dipole 7/17/2008 Biennial 7/17/2010 1003
SPEAG DAE4 Dasy Data Acquisition Electronics 7/30/2008 Annual 7/30/2009 859
Table 11-1

Equipment List

*Calibration traceable to the National Institute of Standards and Technology (NIST).
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12. MEASUREMENT UNCERTAINTY

Wireless Communications Device Near-Field Measurement
Uncertainty Estimation
Uncertainty Component I(Ddaé? Data Type |Prob. Dist.] Divisor [Ci (E)|Ci(H)] Unc. (dB) | Notes/Comments
Measurement System
RF System Reflections 0.50 Tolerance N 1.00 1 1 0.50 Refl. <-20 dB
Field Probe Calibration 0.21 Tolerance N 1.00 1 1 0.21
Field Probe Isotropy 0.01 Tolerance N 1.00 1 1 0.01
Field Probe Frequency Response 0.135 Tolerance N 1.00 1 1 0.14
Field Probe Linearity 0.013 Tolerance N 1.00 1 1 0.01
Probe Modulation Factor 0.270 Accuracy R 1.73 1 1 0.16
Boundary Effects 0.105 Accuracy R 1.73 1 1 0.06 |*
Probe Positioning Accuracy 0.20 Accuracy R 1.73 1 ]0.670 0.12 |*
Probe Positioner 0.050 Accuracy R 1.73 1 ]0.670 0.03 |*
Extrapolation/Interpolation 0.045 Tolerance R 1.73 1 1 0.03 *
Resolution to 2mm error 0.210 Tolerance N 1.00 1 1 0.21
System Detection Limit 0.05 Tolerance R 1.73 1 1 0.03 *
Readout Electronics 0.015 Tolerance N 1.00 1 1 0.02 *
Integration Time 0.11 Tolerance R 1.73 1 1 0.06 *
Response Time 0.033 Tolerance R 1.73 1 1 0.02 *
Phantom Thickness 0.10 Tolerance R 1.73 1 1 0.06 *
System Repeatability (Field x 2=power) 0.17 Tolerance N 1.00 1 1 0.17
Test Sample Related
Device Positioning Vertical 0.2 Tolerance R 1.73 1 1 0.12 *
Device Positioning Lateral 0.045 Tolerance R 1.73 1 1 0.03 *
Device Holder and Phantom 0.1 Tolerance R 1.73 1 1 0.06 |*
Power Drift 0.21 Tolerance R 1.73 1 1 0.12
Combined Standard Uncertainty (k=1) 0.66 16.5%
Expanded Uncertainty [95% confidence] (k=2) 1.33 32.3%
Expanded Uncertainty [95% confidence] on Field 0.66 16.2%
Table 12-1
Uncertainty Estimation Table
Notes:

1. Test equipments are calibrated according to techniques outlined in NIS81, NIS3003 and NIST Tech Note 1297. All
equipments have traceability according to NIST. Measurement Uncertainties are defined in further detail in NIS 81
and NIST Tech Note 1297 and UKAS M3003.

2. *Uncertainty specifications from Schmidt & Partner Engineering AG (not site specific)

Measurement uncertainty reflects the quality and accuracy of a measured result as compared to the true value. Such
statements are generally required when stating results of measurements so that it is clear to the intended audience
that the results may differ when reproduced by different facilities. Measurement results vary due to the measurement
uncertainty of the instrumentation, measurement technique, and test engineer. Most uncertainties are calculated
using the tolerances of the instrumentation used in the measurement, the measurement setup variability, and the
technique used in performing the test. While not generally included, the variability of the equipment under test also
figures into the overall measurement uncertainty. Another component of the overall uncertainty is based on the
variability of repeated measurements (so-called Type A uncertainty). This may mean that the Hearing Aid immunity
tests may have to be repeated by taking down the test setup and resetting it up so that there are a statistically
significant number of repeat measurements to identify the measurement uncertainty. By combining the repeat
measurement results with that of the instrumentation chain using the technique contained in NIS 81 and NIS 3003,
the overall measurement uncertainty was estimated.
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13. TEST DATA

See following Attached Pages for Test Data.
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z\PETEST

PCTEST Hearing-Aid Compatibility Facility

DUT: Dipole 1880 MHz

Type: D1880V3
Serial: 1064

Communication System: CW; Frequency: 1880 MHz;
Measurement Standard: DASY4 {High Precision Assessment)
DASY4 Configuration:

* Prabe: ER3DVE - SN2E3; Calibrated: 7/17/2008
& Sensor-Surface: Omm (Fix Surface)

® Clectronics: DAE4 Sn704; Calibrated: 6/26/2008
& Phantormn: HAC Test Arch with Caill; Type: S0 HAC PO1 BA;
® [easurement SW: DASY4, W47 Builld 71;

1880MHz, 100mW/20dBm/Hearing Aid Compatibility Test (41x181x1):

Measurement grid: dx=5mm, dy=5mm
Probe Modulation Factor = 1.00
Reference Value = 144.7 \Vim; Power Drift = -0.093 dB
Average value of Total (interpolated) = 134.2 Vim

Date: 12/11/2008

dB
0.000
-1.34
=
-2.68
-4.01
-5.35
-6.69
0dB =137.2V/m
PCTEST 2008
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\PETEST

PCTEST Hearing-Aid Com patibility Facility

DUT: HAC Dipole 835 MHz

Type: CDB35V3
Serial: 1082

Measurement Standard: DASY4 {High Precision Assessment)
DASY4 Configuration

& Probe. ER3DVE - SN2353, Calibrated: 7/19/2008

® Sensor-Surface: Omm (Fix Surface)

& Clectronics: DAE4 5n704; Calibrated: 8/26/2008

* Phantomn: HAC Test Arch with Coill; Type: 5D HAC FO1 BA,
® [ileasurement SW: DASY4, V4.7 Build71;

835MHz, 100mW/20dBm/Hearing Aid Compatibility Test (41x361x1):

Measurement grid: dx=5mm, dy=5mm
Probe Modulation Factor = 1.00
Reference Value = 116.3 V/m; Power Drift =-0.055 dB
Average value of Total (interpolated) = 171.2 Vfm

Date: 12112008

>
0dB =181.1V/m
PCTEST 2008
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Date: 12/11/2008

7\ PETEST

PCTEST Hearing-Aid Com patibility Facility

DUT: Dipole 1880 MHz

Type: D1880V3
Serial: 1064

Measurement Standard: DASY 4 (High Precision Assessment]
DASY4 Configuration

* Probe H3DVE - SNG207; Calibrated: 7472008

® Sensor-Surface: Omm (Fix Surface)

® Clectronics: DAE4 Sn704; Calibrated: 6/26/2008

& Phantom: HAC Test Arch with Coll; Type: S0 HACZ PO1 BA,
® [Measurement SW: DASY4, V4.7 Build 71;

1880MHz, 100mW/20dBm/Hearing Aid Compatibility Test (41x181x1):

Measurement grid: dx=5mm, dy=5mm
Probe Modulation Factor = 1.00
Reference Value = 0.449 A/m; Power Drift =-0.120 dB
Maximum value of Total (interpolated) = 0.438 A/fm

dB
0.000

-3.06

-6.12

-9.18 i

-12.2

-15.3

0 dB = 0.438A/m

PCTEST 2008
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Date: 12112008

\PETEST

PCTEST Hearing-Aid Com patibility Facility

DUT: HAC Dipole 835 MHz

Type: CDB35V3
Serial: 1082

- RAL M =+
835 MHz

Y. 039 e,

Measurement Standard: DASY4 {High Precision Assessment)
DASY4 Configuration

& Probe. H3DVE - SME207, Calibrated. ¥/17/2008

® Sensor-Surface: Omm (Fix Surface)

& Clectronics: DAE4 5n704; Calibrated: 8/26/2008

* Phantomn: HAC Test Arch with Coill; Type: 5D HAC FO1 BA,
® [ileasurement SW: DASY4, V4.7 Build71;

835MHz, 100mW/20dBm/Hearing Aid Compatibility Test (41x361x1):

Measurement grid: dx=5mm, dy=5mm
Probe Modulation Factor = 1.00
Reference Value = 0.484 A/m; Power Drift =-0.078 dB
Maximum value of Total (interpolated) = 0.482 Afm

dB
I 0.000
-4_34 AT .
-8.68
-13.0
-17.4
-21.7
0 dB = 0.482A/m
PCTEST 2008
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_/\IPCTES T

PCTEST Hearing-Aid Compatibility Facility
DUT: VX9600

Type: Cellular/fPCS CDMA Phone with BT
Serial: 1
Backlight off
Duty Cycle: 1:1

Measurement Standard: DASY4 (High Precision Assessment)
DASY4 Configuration

& Probe ER30WE - SM2353; Calibraled 7/17/2008

& Sensor-Surface: (Fix Surface)

® Clectronics: DAE4 Sn704; Calibrated: 6/26/2008

# Phantom: HAC Test Arch with Coll, Type: S0 HAC PO1 BA,
& [ieasurement SW: DASY4, V4.7 Build 71,

Mid.ch CDMA/Hearing Aid Compatibility Test (101x101x1):

Measurement grid: dx=5mm, dy=5mm
Maximurm value of peak Total field = 80.2 V/m
Probe Modulation Factor = 0.988
Reference Value = 982.1 Vfm; Power Drift =-0.066 dB

Hearing Aid Near-Field Category: M4 (AWF 0 dB)

Peak E-field in W/m

Grid 1| Grid 2| Grid 3
66.5 80.2 |80.1
Grid 4/ Grid 5| Grid 6
64.3 |80.1 |80.0
Grid 7| Grid 8 Grid 9
60.6 |76.5 |76.2

dB

0.000

-1.43

-2.86

-4.28

-5.71

714

0 dB = 80.2v/m

Date: 12/15/2008
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N PETEST
PCTEST Hearing-Aid Com patibility Facility
DUT: VX9600

Type: Cellular/PCS CDMA Phone with BT
Serial: 1
Backlight off
Duty Cycle: 1:1

Measurement Standard: DASY 4 (High Precision Assessment)
DASY4 Configuration

¢ Probe. ER30WE - SN2353, Calibrated: 7/17/2008

® Sensor-Surface: (Fix Surface)

® Clectronics: DAE4 3n704; Calibrated: 6/28/2008

* Phantom: HAC Test Arch with Call, Type: S0 HAC FO1 BA,
® [deasuremnent SW: DASY4, V4.7 Build 71,

Mid.ch/Hearing Aid Compatibility Test (101x101x1):

Measurement grid: dx=5mm, dy=5mm
Maximum value of peak Total field = 53.4 Vim
Probe Modulation Factor = 0.993
Reference Value = 37.1 V/m; Power Drift =-0.129 dB

Hearing Aid Near-Field Category: M4 (AWF 0 dB)

Peak E-field in V/m
Grid 1Grid 2/Grid 3
32.2 |53.2 534
Grid 4 |Grid 5Grid 6
24.2 |47.1 48.0
Grid 7 |Grid 8/Grid 9
32.0 (32.5 341

dB
0.000

E -2.38
-4.76

-
- Il. ..

-9.52

-11.9
0 dB = 53.4Vim

Date: 12/15/2008
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f/\IPCTE.ST'

PCTEST Hearing-Aid Compatibility Facility

DUT: VX9600

Type: Cellular/PCS CDMA Phone with BT
Serial: 1
Backiight off
Duty Cycle: 1.1

Ieasurement Standard: DASY4 (High Precision Assessment)
DASY4 Configuration

Probe: H3DYE - SNG207; Calibrated: 741712008
Sensor-Surface: [Fix Surface)

Electronics: DAE4 Sn704; Calibrated: 6262008

Phantom: HAC Test Arch with Coil; Type: SD HAC P01 BA;
Measurement SW: DASY4, ¥4.7 Build 71;

Mid.ch CDMA/Hearing Aid Compatibility Test (101x101x1):

Measurement grid: dx=5mm, dy=5mm
Maximum value of peak Total field = 0.148 A/m
Probe Modulation Factor = 0.839
Reference Value = 0.100 A/m; Power Drift =0.131 dB
Hearing Aid Near-Field Category: M4 (AWF 0 dB)

Peak H-field in A/m

Grid 1 |Grid 2 |Grid 3
0.134/0.100(0.063
Grid 4 |Grid 5 | Grid 6
0.142|0.107(0.072
Grid 7 | Grid 8 | Grid 9
10.148/0.114/0.078

dB
0.000

-2.56

-5.12

-7.68

-10.2

-12.8
0 dB =0.148A/m

Date: 12/15/2008
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Date: 12/15/2008

7\ PCTEST

PCTEST Hearing-Aid Compatibility Facility

DUT: VX9600
Type: CellularfPCS CDMA Phone with BT
Setial: 1
Backlight off
Duty Cycle: 1:1

Ieasurement Standard: DASY4 (High Precision Assessment]
DASY4 Configuration

& Probe; HIDVE - SNE207; Calibrated: 7/417/2008

® Sersor-Surface: [Fix Surface)

* Flectronics: DAR4 SniDd; Calibrated: 626/2008

® Phantom: HAG Test Archwith Coil; Type: SD HAC FO1 BA;
® Neasurement S DASY4 W4 7 Buld 71

Mid.ch/Hearing Aid Compatibility Test (101x101x1):

Measurement grid: dx=5mm, dy=5mm
Maximum value of peak Total field = 0.096 A/m
Probe Modulation Factor =0.670
Reference Value = 0.123 A/m; Power Drift =-0.119 dB
Hearing Aid Near-Field Category: M4 (AWF 0 dB)

Peak H-field in A/m

Grid 1 | Grid 2 |Grid 3
0.096/0.087(0.070
Grid4 | Grid 5 |Grid 6
0.082/0.081|0.077

Grid 7 | Grid 8 | Grid 9
0.078/0.080(0.078

dB
0.000

-1.47

-2.93

-5.86

-7.33
0dB =0.096A/m

PCTEST 2008
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14. CALIBRATION CERTIFICATES

The following pages include the probe calibration used to evaluate HAC for the DUT.
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Calibration Laboratory of &
Schmid & Partner TR
Engineering AG 5@&

Zaughausstrasse 43, 8004 Zurich, Switzeriand R

o

AN, S Schweizorischer Kalibriardienst

c Servica suizza d'élalonnage
Servizio svizzera di taralura

s Swiss Callbration Service

n

Accradild by the Swiss Accreditatizn Service (SAS) Acersditation No.. SCS 108
The Swiss Accraditation Service is one of the signatories to the EA

Multilateral Adreemont for the recognition of calibratien cenificates

Gliant e T Cortificate ho: ER3-2353 Jul08
CALIBRATION CERTIFICATE _
bject 'ER3DV6 - SN:2353

QA CAL-02.v5
(Calibration procedure for E-field probes optimized for close near fisld
evaluations in air

Calibration procedune(s)

Calibiration date:

July 17, 2008

Cordiian of the cailrated item |0 Tolerance

Thia calibration certificate dosurments the tracaakility to netional slandards, which realize the phisical Lnits of measurerments L=l
The measuremeants and the uncartginties with cenfidence probabiity ara given an the loligwing peges ard aw part of the eedificate.

Al calibrations have boen conductad in the clasad laberatory facility; enviranment emperatura (22 £ 3)7C and humidity < 70%.

Calibration Equipment used (METE critizal far calizration)

| Frimary Stantards D& Cal Dale (Cerlificata Mo.) Scheduled Celibration
Fower meter £44198 GB41243874 A-Agr-U8 (Mo, 217-007E8) Apr-09

Fower gonsor E44128, M4 1455277 1-Apr-08 (No. 217-007ES) Apr-09

FPower sansar E4d128 My 4 ASB0RT A-Apr-08 (Mo, 217-00788) Apr-03

Reference 3 d5 Attenuator SN: 55054 (3c) 1-Jul-Of (Na. 217-00835) Juk-oa

Reference 20 dB Altonuatr SN: SE066 (208 31-Mer-0B (Mo, #17-00787) Apr

Refersnce 30 dB Altanuator SN: 85129 (300) 1-Jul-08 (Ko, 217-RBEE) Jurga

Reference Probe ER30VE 3N: 2323 20ct-07 (No. ER3-2328_0ckd?) Cot0g

DAE4 SH: G622 24-Apr 06 [MNo, DAEA-654_Aprid) Apr-0rd

Secondary Standards D& Chack Date (In heuse) Schaduled Chack

RF ganarator HP 88480 US3642001700 A4-4L0-89 {in nouse check Qot-07) In bousa check: Ocl-0%
Matworlc Analyzar HF 8753E U53T38058E 18-021-01 [in house check Ost-07) Iy b ek Sel-08

MNamwe Fungicn Sigreature

Galibrated by; Kata Pokavic Technical Manager 2 /{?’; ;
Appraved by ik Kuster Quallty Menagar s

Issued: July 17, 2008

| Thiss calibration certificate shall not e raproduced excepl in full wilhcul wrillen appraval of the [abaratary.

Certificate No! ER3-2353_JulQB
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Calibration Laboratory of
Schmid & Partnsr
Engineering AG

Zaughausaicasse 43, 004 Zurich, Switzeriznd

S Schwelzerischar Kalibrierdlens|
Service susae o élalonnage

¢ Sarviele evlzzara dl tarature

5 Bwis b Callbration Sorvice

o bad By the i e Ancreditation Servies JGA8) Accreditation Ho: SCE 108
The Bwiss Acoroditation Senvee B ong of the signaloriag to the £A
MuyltiLrlaral Agrasmant for 1he reco pnition of calibrativa cedlific ales

Glassary:

NORMx,y,z sensitivily in free space

noE diode compression poim

Folarlzation ¢ o rotation around probe axis

Folarization & & rotation around an axis that is in the plane narmal to prabe axis (at

measurement center), i.e., & = 0 is narmal to praba axis
Connector Angle  information used in DASY system fa align probe sensor X to the robot
coordinate systern

Calibrationh s Performed According to the Following Standards:
a} |EEE Sid 1309-2005, * IEEE Standard for calibration of electromagnetic field sensars and
probes, exaluding antannas, from 9 kHz to 40 GHz, Decembsr 2005,

Methods Applied and interpretation of Parameters:
«  NORMzxy.z: Assessed for E-fimld polarization § = 0 for XY sensors and & = 90 for Z sensor
{f = 900 MHz in TEM-cell; f > 1800 MHz: R22 wavaguide),

»  NORM{Tx.y.z = NORMxY.2 * fraquency respanse (see Frequency Response Chart).

s  DCPxy,z: DCP are numerical lineasization parameters assessad based on the data of
power sweep {na unceriainty required). DCP does not depend on frequency.

» Spherical isotropy (30 deviation from isotropy): in & locally homaogeneous field realized
using an open waveguide seiun.

»  Sensor Offsef: The sensor offsel corresponds to the offset of virtual measurement center
from the probe tip {on probe axie). No tolerance required.

«  Connector Angie: Tha angle is assessad using the information gained by determining the
NORMzx (no uncertainty required).

Certifizate No: ER3-2353 JulCE Page 2 cfd
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ER3DVE SN:2353 July 17, 2008

Probe ER3DVO6

SN:2353

Manufactured: March 8, 2005
Last calibrated: July 19, 2007
Recalibrated: July 17, 2008

Calibrated for DASY Systems

{Note: nor-compalible willh DASYZ system!)

Cerifcate Mot FR3-2383_JulDd P 3 of ¢
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ERIDVE SN:2353 July A7, 2008

DASY - Parameters of Probe: ER3DV6 SN:2353

Sensitivity in Free Space [uVi(V/m}4] Cicde Compression”
NormX 1.54 £ 10.1 % (k=2) DGR X 80 mv
MNormY 1.74 £ 10.1 % {k=2) DCorPY 9z mv
NarmZ 1.86 £ 10.1 % {k=2) DCP Z 91 mv

Freguency Correction

X 0.0

Y LR ]

£ 0.0
Sensor Offset (Proba Tip to Sensor Genter)

X 2.5 mm

Y 2.5 mm

Z 2.5 mm
Connector Angla 228 °

Tie roportad uncertainty of measurement is stated as the standard uncertainty of |
measurement muhiplied by the coverage factor k=2, which for a normal distribution
corresponds to 3 coverage probability of approximately 95%.

* pUrmestcal |INEarEatGn JEFRERE WG L bly 1oL Segun s

Cerlificate No: ER32353 _Juid8 IFage 4 of O

FCC ID: BEJVX9600
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ER3DVSE EN:2353

Frequency Response of E-Field
(TEM-Cell:ifi1 10 EXX, Waveguide R22)

July 17,

2008

Frequency response (nomalized)

i
I
i
;
1000 1500 2000 2560 0
£ [MH]
—9—TEM —-R22

L TeTEM @Rz |

Unceriainty of Frequency Respanse of E-fiald: & 6.3% (k=2)

Cerifivate Mo: BR3-2353_JU08

Page 5ol D
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ER3DVE 8N:2353 July 17, 2008

Receiving Pattern (¢}, $ = 0°

! f= 600 MHz, TEM ifi110EXX f = 2500 MHz, WG R22

1

D ey ey w7 mOmtot X Y -2 Ot
- i : :
Cetticale Mo ER3-Z353_JuiCe Pageeal 8
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ER3DVE SN:2353 Juky 17, 2008

Receiving Pattern (¢), 8 = 0°

—— Mz
. =100 MM
—— 600 MHz
== 1850 WHz
TR 2500 MR

3G 120 160 2403 ]

Uncertainty of Axial lestropy Assessment:  0.5% (k=2)

Receiving Pattern {¢), & = 90°

—o— 30 MHz

& - 10D MHE
Rl B B MHz
5 R 180 MWHz
iy { el 2600 MHz
4] 120 180 240 0
Ly
Uncertainty of Axial Isotrapy Assessment: & 0.6% (k=2)
Carlifloame Mot ER2-2363_A 08 Page7Tala
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ER3DV6 SN:2353 July 7, 2008

Dynamic Range f(E-field)
{Waveguide R22, f = 1800 MHz)

1.E+08
1.E+03

1E4D4

LE+03 1

Sensor Voitage [uv]

Y W

.40

1.E+00 | IR B P
A [+] 1010y ':_'lﬂ[]';
! E Vim]

[y
=
g
[*TH
A
o S (- HE
1 10 E [WmE 100 1002
Uncertainty of Linearily Assassment: ¥ D.e6% {k=2)
Cenificate o ERA-2363_Juldd Pags b ot ¥
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ER3DV6 BN:2353 July 17, 2008

Deviation from Isotropy in Air
Error (¢, 9), f=900 MHz

Error [dB]

S |
W -1 00-0&N B-080--0.60 B-0.60-0.40 (A0 0.20 B-0.20-000 '
0000020 B0.20-0.40 _BEI.‘I-U-U.EQ__ _1 B0.60-0.50 WO.a0-1.00

Uncertainty of Spherical Isotropy Assessment:  2.6% (k=2)

Cerlificale Mo: ER3-2353_Julld Paga 9ol &
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Calibration Laboratory of
Schrnid & Partner

Engineering AG
Zoughausstrasse 43, 8004 Zurich, Switzerland

-1 Schwalzerischer Kalibrierdisnst
Earvice suisse d'élalonnage

c Sarvizio svizzera di faralura

S swiss Calikration Service

Ancredited by the Swiss Accreditation Service (SAS) Accraditation No.: SCS 103
The Swiss Accraditation Service is ane of the signatories to the EA

Multilateral Agreement for the recognition of calibration certificates

clem PCTest = e R Certificate No: H3-6207_Jul08
|[CALIBRATION CERTIFICATE
Chject H3DV6 - SN:6207
Galibration procedure(s) QA CAL-03vE
Calibration procedure for H-field prabes optimized for close near field
‘evaluations in air
Calibration date: July 17, 2008

Condition of the caliorated item '.lrl 'ﬁ‘iﬁl‘ﬂhu&

This calbration canificate docurnents the traceakbility to national slancards, which realize the physical units af measurements [S1)
The measuremente and the unzersindes with confidence probahility are clven on the following peges and are part of the cerilicma,

Al calibrations have been conduetad |n the clased laborabary facilily. environ mant femparatues (22 + 3°C and humidity < 70%.

Calisration Equipment used (MATE critizal for calsbralion)

Prirmary Slandards D# Cal Data {Cartiticate ho.) Schaduled Caligraticn
Power meter E44159E ER4 1283874 1-Apr-08 (Mo 217-007&8) Aprd
Power sanent E44128 MYA14952TT 1-Apr-08 (Mo 217-00766) Aped
Powsr sansor E43124 MYV4 1408087 1-Apr08 (ho. 217-00760) Apr-E
Raferanos 3 dR Abanustor SN: 26064 (3} A=Jul0 (Mo, 21 7-D0853) Jul-08
farenoo 20 dB Mienuater SN: SE066 (20b) A1-Mar-08 (Mo, 217-00767) Apr-d
Reference 30 40 Attenuator BNz 261209 (300) A-Jul08 (No. 217-00858) Jul-0B
Referance Frobe HIDVE SN:G1A2 2-00t-07 (Mo, H3-6182_Oci0T] Ock-08
DAE4 S 654 24-Apr-08 (Na. DAE-6532_Api0d) Apr03
| Secondary Standards & Chack Data (in house) Schadubad Check
RF genamior HP BE4EC LUS3642001700 A4afun-98 (in house check Oct-07) In housa check: Ocl-J%
Metwark Anabyzer HP 8753E LISATISIEES 18-Qet-01 (in hausa chack Ozt-07) In housz check: Ocl-03
Mara Furiztion
Calirated by: Katja Pokowic Technical Manager
Approvan by Niels Kuster Cuality Manager

Iggued: July 17, 200

This calibration centificate shall nat be reproduced excepl in full withoul witlan appraval of the (sboeatory.

Certificale No: H3-8207_Julls
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Calibration Laboratory of
Schmid & Pariner

Engineering AG
Zaughaugatresge 43, 8004 Zurkch, Switzerian

8 Schwelzericher Kalibricsdlanst

I Senvice ruisse d'etaion nage
Servizo svismere di Wratura

5 Swlss Galibratlon Sarvica

iearedilad by tha e Avcrecilalion Serdee 1543 pecreditatian No.: SCS 108
The Swiss Aceradliatkon Servica | ane of the sigrateries to the EA
Muitllataral Agreement for the racoun ilon of callbralion cermificates

Glossary:

MORMx. .= sensltivity in fres space

ey dipde compression peint

Pofarization ¢ w rotation around probe axis

Polarization & 4 rotation arsund an axis that is in the plang normat to probe axis (at

measuremant center), i.e., 9 = { is nomal fo probe axis
Connector Angls  information used in DASY system to align probs sensor X to the rebot
cogrdinate system

Calibration is Performed According to the Following Standards:
a) IEEE Std 1308-2005, " IEEE Standard for calibration of electromagnetic field sensors and
probes, excluding antennas, from 9 kHz to 40 GHz", December 2005.

Methods Applied and Interpretation of Parameters:
o XY, Z_aflata2: Assessed for E-field polarization & = 90 for XY sensorsand & = & for 2
sansar (fF= 900 MHz in TEM-cell; f = 1800 MHz: R22 waveguide).

o XY.Z(0 alalaz=XY 7 alatal- frequency responss (see Frequency Responge Chart).

s DOPx.v,z: DCP are numerical inearization parameters assessed based on the data of
power sweep (No uncertainty reguired}, DCP does nod depend on frequency.

«  Spherical isotropy (3D deviation from isotropy): in a locally homogeneous field realized
uging an open wavequide setup.

»  Sensor Offset: The sensor offset corresponds to the offsel of vidual measurement center
from the probé tip (on probs axis), No tolerance required,

+ Connecior Angle: The angle is assessed using the information gained by determining the
X _alataz (no uncertainly neguired).
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H3DV6 SN:6207

July 17, 2003

Probe H3DV6

SN:6207

Manufactured: June 12, 2006
Last calibrated: July 19, 2007
Recalibrated: July 17, 2008

Calibrated for DASY Systems

[Nete: nan-compalible witn DASYZ gyslem!)
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H3DVE SN:G20T

July 17, 2008

DASY - Parameters of Probe: H3DV6 SN:6207

Sensitivity in Free Space [A/m / v(uV)]

X
Y
Ed

al al

ZA12E03
2.385E-03
2.072E-03

Diode Compression’

DCP X
oopy
norz

Saensor Offset

X
Y
Z

B3 mv
B85 my
B85 my

Connector Angle

g2

QOB9E-S  1.503E-4 5.1 % (k=2)
4.763E-4 23264+ 51 % (k=2)
412765 1.75BE-4 £ 5.1 % (k=2)

(Prote Tip o Sensor Canter}

3.0 mm
3.0 mm
3.0 mm

57

;ﬁi_é reported uncertainty of measurement is stated as the standard uncertainty of
f:measurement muitiplied by the coverage factar k=2, which for a normal distribution
‘gorresponds to a coverage probability of approximately $5%,

" munnorcal linserizalion parsmigten Wk iy ok requirsc

Coertificatg ke F3-E207_Julds Page n ol @
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H3V6 SN:6207 July 17, 2008

Frequency Response of H-Field
(TEM-Cell:ifi110 EXX, Waveguide R22)

Frequency response (normalized)

g
! | i
! i
i i _ !
i ! |
! i H H i
H 0 a00 1000 1500 2000 2300 LI IH] ;
1{MHz]
: P—ay wo-TEM BRIz |
— —a—TEM —f i 2 :
Uncertainty of Frequency Response af E-fiekd: £ 6.3% (k=2)
Cedificalc Noo H3-B2 37 _JuitH] Page ot d
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H3DV6 SN:6207

f = 600 MHz, TEM iHfi110EXX i

—a—¥ —a—-Y -7 '—Q—‘Tm!

July 17, 2008

Receiving Pattern (¢), 9 = 90°

f= 2500 MHz, WG R22

Receiving Pattern (¢), 3 =0°

Cerdificate Mo: H3-6207_Jul08

f = 600 MHz, TEM ifi110EXX !

| f = 2500 MHz, WG R22
|
|
|
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H3DVE SN. 6207 July 17, 2008

Receiving Pattern (¢), 3 = 90°

: To—atHe
- —E—800 MH
E, =T MHE
N —&— 1B00 Mz |

w —A 200 M2

1 ¥ LE] 14 25 31

tncertainly of Axial lsotropy Assessment: +0.5% (k=2}

Receiving Pattern ($), 3 =0°

| —o— 330 MHE
I B | @600 MHZ
LS —e— 501 b
g ~B- 1500 MHz

(1]

A ARl

0 Ga T 180 24ik N

Uncertainty of Axiat lsoiropy Assessment: £ 0.5% (k=3)

Crilfivale No H3-6207 _ JUiiE FPage Tof 9
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H3DV6 SN:6207

Dynamic Range f(H-field)

(Waveguide R22, f= 1800 MHz)

1.E+06 -
1.E#0S -

1.E404

1.E403

Sensor Voltage [uV]

1E+02 |

1E+01 ——

H [A/m] at 1800 MHz

B XY com -7 ——Z corr

Error [dB]
o

o . P
0.001 0.0

01
H [Afm] at 1800 MHz

Uncertainty of Linearity Assessment: £ 0.6% (k=2)
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Calibration Laboratory of

Schmid & Partner
Engineering AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

Accredited by the Swiss Accreditation Service (SAS)

The Swiss Accreditation

Schwelzerischer Kalibrierdienst
Service suizse d'étalonnage
Servizio svirzero di taratura
Swiss Calibration Service

Aecreditation No.: SCS 108
Service is ane of the signatories to the EA

Multilaleral Agrecment for the recognition of calibration certificates

PC Test

Client

Gertificate No: CD835V3-1082_Jul08

Object

| Calibration procedura{s)

Calibration date:

Condition of the calixrated iam

This calibration certficate dacuments the traceability to national standards, which realize the physical units of measuremants {&1).
All caliaraticns have been conducted in the closed laboratary facility: environment temperature (22 2 3)90 and humidty < 7%

Calibraticn Equipment used (METE crilical lor calibration)

CDB835V3 - SN: 1082

QA CAL-20.v4
Calibration procedure for dipoles in air

|CALIBRATION CERTIFICATE |

July 16, 2008

In Tolerance

This calibration certificate

Primary Standards lioe Cal Date (Certificate Mo.) EScheduled Calioration
Powier meter EPM-4424 GBaTIan7d 0d-0ct-DF (Mo. 217-00736) Oct-08

Power sensar HP GIR1A LIS37202783 (4-0ct-07 (No. 217-00736) Qect-08

Probe ERZDVE S5M: 2336 31-Dec-07 {Mo, CRI-2136_Cecd?) Dec-08

Probe H3WE SM: 6068 31-Dec-07 {Mo. H3-5085_-Decl?) [ec-08

CAE4 SM: 781 2-0ct-07 (Mo, DAE4-781_Octd7) Oct-08

Secondary Stendards 10 & Check Date [in houss) Schaduled Cheack
Power mater EPWM-447 9B GB42420191 11-May-05 {in house chack Qcl-07) In house check: Oct-08
Power sensor HF 84824 USE7205507 11-May-05 {in house check Ocl 07) In house chock: Ogt-08
Power sensor HP 8482H JI18A09450 UE-Jan-L2 (in house check Oet-0y) In house check: Oct-08
hetwork Analvzer HP 8733E US37390565 18-Qct-01 {in housa chack Cct-07) In heuse check: Oct-08
FF goneorator E44338 MY 41310381 2E-Mow-04 i1 house chack Oet-07) In house check: Ock-04

Hame Function Signature
Calibrated by: Claudio Laubler Laboratary Technirian
Approvad by: Fin Bamhaott Tachnical Direclor 7 ﬁg’g M
i3

lzsued: Juy 23, 2008

shall hot e repreduged cxeopt in full without written approval of the laboratory.

Cerfiticata No: CLE35V3-1082_JuloB
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Galibration Laboratory of
Schmid & Partner
Enginearing AG

Zeughausstrasse 43, 8004 Zurich, Switzerland

g Schweizerischer Kalibrierdienst

c Service siigse o Stalennage
Servizie svizzero di taratura

5 swiss Calibration Service

Accrecited by the Bwiss Accraditation Service (SAS) Fecreditation Mo, SCS 108
The Swiss Accreditatlon Service is one of the signatories to the EA
Ltultilateral Agrosmant for the recognition of catibration certificates

Reoforences

1 ANGI-CE3,19-2006
Americar Mationgl Standard for Mathods of Measarament of Compatlgliily balvwesn Wirstess
Cemmunications Devieas and Mearing Aids.

ffethods Applisd and Interpretation of Parameters:

s Coordinale System: y-axis is in the direction of the dipolz arms. z-axis is trom the basis of fhe antenna
{moLnted zn tha tabla) iovwards s fead paint between the dwa dipole arms. w-axis is narmal 1o the ather
axes. I eoincidence with standard [1], the measurcmcrt planes (probe scrsor contar) ate selectod o be ot
a cislance of 10 mm aboeva the tof: edge of the dipoie arms.

o Magsurement Conoftions: Fusther details are available f-om the hardecpizs at the ond of the certificate. All
figures statac in the ceriticate are valid at the trequarcy ind cated. Ihe tarward powear to the cipale
ronnacton is sal with a calibratod power metar caonnaected and monitored with an auxiliary powsr meter
connectod to a dircctional cougler. Whlg the digole undge teal ia connectad, the forward power is adjusted to
e same fevel,

s Artenna Positioning. The dipole is mounted an a HAC Test Arch phaniom using the matcaing dipole
pasitioner with the arms Forizontal and the teeding cable coming from the floor, The measurements are
performad n a shielded room with absorbers around the setup to reduce the reflections,

It b vorifind bafero the mounting of the dipole tnder the Test Arch phantom, that s arms are perfectly in a
fine, 11 i nslalled e the HAG dipelks positicner wilh its arms parallel befow the distestric reference wire and
aple to mova alastically inverical direction wtholt changing its ralative pasition 10 $e tp canter of the Tast
Arch phantom. The verbca distance to the probe is adjveled after dipole mounting with & 2A5Y4 Surfzes
Cheek job, Before the maasurement. the distancs batwaan phantam saraes and proba Up iz varifisd. Tha
proper measurament distance is selectad by cheosing the matching section of -he HAC Test Arch phatom
with the proper device reterence point (upper surface of the dipote] and t1e matching grid reference pomt ip
af the probe) considering the probe sensor offset. The vertical distance to the probe is essential for the
ACCUracy.

v Feed Pontimpodancs and Retuen Loss: These paramatars are measured using a HP 8733E Vecor
Network Analyzer. The imocdance is specified at the SMA connestor of the dipole. The influsncs of
retlectizns was el runating by applying the averagmng Tunction while moving the dipole i the air, atleast
Them away from any obstacles.

o C-field diskitriurion: E field is measured in the x-y-plane with an isotropic ERZD-field probe with 180 m\
forward power Lo the antenna leed point. In accordance with |1), the scan area is 20mm widz, its length
exceeds ths dipole arm length (180 or 90mem). The sensor center is 10 mm ({in z) above the top of the dipole
arms. Fweo 30 maama are available near the enc of the dipole arms. Assuming the digole arms are perfectly
in one line, the average of these two rmaxima (i1 subgrid £ and subgrid 8] is determined 1o compensale for
ary non-parallelity to the measuremen: plane as well as the sensor displacement. Tha E-fie d valus stated
ws calibralion valle remesents the maximum of the interpoiated 30--Held, 10mm above the dipole surfaca,

v H-field distitotion: H-fiefd is measurad with an isotropic H-Tield probe with 100m\W forward power ta the
antenna -eed poin, in the x=-y-plane, The scan area and senscr distance is equ valent i the E-flield scan.
The maximum of the field is ava lable at the center (subgrid 5) above the feed pont. The Hlield vale stated
ag calibration valle represents the maximurm of the interpolated H-field, 10mm above the dipole surface at
the feead acinl,
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1 Measurement Congitions

ASY system configuration, as far as nat given 01 page 1. R
DASY Versian DASY4 | V4.7 BT '
DASY PP Verslan SEMCAD { V18 Bidd :

Phantom

S0 HAG FO1 BA, #1070 ¢

HAC Test Arch
i Distance Dipole Top - Probe 10 mm
; Center » i

iz, By =5 mm

grea = 20 x 180 e

Scan resolution

Frequency 835 MHz = 1 MHz
“Forward pawrer at dipcle ’ - . _
conneclor 20:d d?m- 1o L
Input power drift =145 ds
2 Maximum Field values
H-field 10 mm abeve dipole surface canditicn interpoiated maximum

Maxinum measusd
Uncertainty for H-flield measurement 8 2% (k=2)

00 MW forward power

0.448 Afm

E-field 10 mm above dipale surface condition 1 Interpoiated maximum
Maximir maasured above high end- 100 v Tarward power 17068 Vim
Wlaxim.am measured above low 2nd 100 mW farward power 1887 Wim
{ Averaged rFaximum above arm 100 mVY Torward power 164.7 Vim
Uncartaingy for E-fietd modsurgment 12.8% (k=2}
3 Appendix
3.1 Antenna Parameters
[Frequency _ ReturnLoss HImpedance

T 14.0dB

{d25-pitoronm

(521+ja2}0hm

gOMHy
S60 MHz

({860 -]15.9) Ohin
(454456

j O

3.2 Antenna Deaign and Handling

o 11188 £ 12

The calibration dipole has a symimeiitc geomelry with a buillsiv two sth matching neawark, whish leads o the

enhanzcd sandwidth.

The dipole & bullt of standard semirgid coaxia cable, The inlzmal matening ling is open ended. The antenna is

therefore cpen for DO signets.

o not apqly fores to dipole arrrs, as they ars liable 1o banc, The soidered conngctions nzar the feedpaint may be
damaged. Aller excesslve mechanical siress or overhenting, check the impedance charactarist s to ensure that the

internal matching nelwaork is rat affected.

After fong term use will 408 raciated power, only a slight warrring of the dipole nea- the feedpoint can be

rmeasured.

Ceriticaiz Me: GDRISVE-1062  Jultd

Page 3ol &

FCC ID: BEJVX9600

HAC (RF EMISSIONS) TEST REPORT

@G

Reviewed by:
Quality Manager

HAC Filename: Test Dates:
0812101723.BEJ December 11-15, 2008

EUT Type:

Cellular/PCS CDMA Phone with Bluetooth and EvDO

Page 55 of 74

© 2008 PCTEST Engineering Laboratory, Inc.

REV 7.2
07/22/08



3.3 Measurement Sheeis

3.3.1 Return Loss and Swith Chart

16 Jul 2885 16:83:i@

CHI 521 LOG 5 db/ REF -15 dB ’ 21-26.439 dB  §35.900 BED “Hz
! { : { |
4 | | | |
o 1 F—i—]—"—“ CHL Markers
| i | | 1 1:-16.892 de
e | | | 1 | | 200,068 [Hz
| | | 3-16.012 0B
1 | | 900,088 MH
I ] 1 420670 A
| | | | | 958,088 MHz
fivg | | |
15 | | | | S 16,750 B
| 1 i 960,089 MHz
. | i
CHZ) 514 4 U F$ 252431 6 433984 52713 pH 235,800 B0 MHz
Del CHZ Markers
13 42533 o
[aiTad -11.643 0
892,088 MHz
53.95% ¢
15,879 &
982,068 FHz
%o “ 333524
= 952,080 rHz
= d:; Ed"\ @
86 o
T TR umr Iz
START 33%.802 B8 Mz =g 5TOF 1 335.900 000 MH«
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3.3.2 DASY4 H-field result
Dated Time: 13072008 134848

Tesl Laboratory: SPEAG Lah 2
DUT: HAC-Dipole 835 MHz; Type: DE3IFV3I; Serial: 1082
Communication System: CW; Freg S35 MHe Duly Cyele: 141
Medium parameters used: o =0 mhofm, 5= 1 p=1 kg,.’ma
Phintem section: RF Seclion
Measurement Standard: DASY4 {High Precision Asscssment)
DASYA Conliguralion:

s Probe; HE3DWVG - SNODOT, Calibrated: 31, 12,2007

*»  Sensor-Surface: (Fix Surface)

»  Electronies: DAE4 Sn78 [, Calibrated: 02,10 2007

*  Phaniom: HAC Test Arch with AMOC; Type: S HAC PO1 BA; Secial: 1070

+  Measurament SWeDASYS V4T Build 715 Postprocessing 5W: SEMCATL V1.8 Build 184

H Scan - measurement distance from the probe sensor center to CDS35 Dipole = 10mm/Heaving Aid Compatibility Test
{dlxdnlxl):

Measurement grid: dx=5mm, dy=smm

Maximum value of peak Toal field = 0448 Afm

Probe Moedulation Factor = |00

Device Reference Point: 0.000, 0.000, «5.30 mm

Reference Value = 0476 Adm; Power Drift = 00014 dB

Hearing Aid Near-Field Category: M4 (AW 0 dB)

Peak [-fielkl m Afn

Cirid | Cirid 2 Cirid 3
0374 10,394 0370
M4 i B M4

Crrid 4 Grid 5 Cirid &

0427 0,448 0A4Z0
M4 M4 M4

Crrid T Grrid 8 Grid 9
0.384 0.403 0.374

M Md Md
a0
0.000
426 .m
|
il
052
SEA] |
17.0 m
=23
1dB =0.4484/m
Certiicata No: CLE35V3E-1082_Juldg Fage 5ot 6
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3.3.3 DASY4 E-flield result
Date/Time: 16072008 14:38:38
Test Lahoralory: SPEAG Lab 2

DUT: HAC-Dipole 835 MHz; Type: D83SV3; Serial: 1082
Communication System: CW; Frequencey: 835 MHe: Duly Cycle:
Medium parameters used: ¢ = 0 mho/m, &, = 1; p= {0 Ir.g.fm"
Phantom section: RF Scclion
Measurement Standard: DASY4 (Iligh Precision Assessment)
DASY4 Configuration:

e Probe; ER3DVG - SNZ2336; ConvF(L, 1, 1) Calibrated: 31 12,2007

o Sensor-Surface: (Fix Surlace)

+  Elcctronics: DAE4 Sn781; Calibiptec: 02.10,2007

®  Phantom: HAC Test Arch with AMCC; Type: SD HAC PU1 BA; Serial; 1070

»  Measurement SW: DASY4, V47 Build 71 Postprocessing SW: SEMCAD, VIS Build 184

E Scan - measurement distance from the probe sensor center to CD83S Dipole = 10mm/Hearing Aid Compatibility Test
(41x361x1):

Measurement grid; di=5mm, dy=5mm

Maximum value of peak Total fiele = 170.6 Vim

Probe Modulation Pactor = 100

Devize Reference Foint: 0,000, 00,000, -5.30 mm

Reference Value = 112.4 ¥/m; Power Drift = 0,000 B

Hearing Aid Near-Field Category: M4 {AWF 0 dB)

Peuk E-lield in Vim

Giried | Ciridl 2 Grid 3
154.4 158.7 154.6
N4 M4 M4

Ciriel 4 Girid 5 Cirnd &

811 828 79.9
i C] 14 M4

Grid 7 Grid & Grid 9
163.7 1706 162.6
M4 4 M4

a8
c.ogo

2 {14

-T2

OdB =170.6%m

Certficate No: GDA35Y3-1082_JulDd Page 6 of 6
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Calibration Laboratory of L,

AN g Schweizerischor Kalibrigrdienst
Schrmid & Pariner SN Service sulsse o étilcnnace
Engineering AG % C gervizic wvizzero o taraturn
Zoughausstrosse 43, 8004 Zurich, Switzerland o S Swiss Calibration Service
T

Bccrodited by the Swiss Accreditation Service (SAS)
The Swiss Accreditation Service is one of the signatories to the 24
Multilateral Agresrmant for the recognition of calibration certificates

PC Test

Acereditation Ne.: SCS 108

Cliont

Certificate No: CD18B0V3-1064_Mar08

CALIBRATION CERTIFICATE

Usject CD1880V3 - SN: 1064

Gabbrabion proceduno(s) QA CAL-20.v4

Calibration procedure for dipoles in air

Calbraticn dala: March 11, 2008

Conddon of tha calbeated tem |0 Tolerance

This calibration cenificata documents the traceability ‘o raSonal stangands, which roaliz tho piysical unis of measwrements (5I)
All calibrations hava bian contducied n the clased laboratory faciily: anvirenmant lemparatuee (22 & 35°C and humidity < T0%.

Calieation Spuipmaen! used (MATE ceitival o caklialion)

This caligration cariificate shall nol be reprodaced exsept i full without wr flon appeoval of the laboratory.

Primary Stomndonds [ 1] C:_ﬂ_@lilg I'C:lil:ml_i_-f: b:,r C_&-lljlﬂi'.n-No'I- Scheduled Caliration

Power mater ERV-3424 GBS 480714 04-0c107 (METAS, No. 217-00738) Cete

Power sensor HP BA51A USATE92TES 04-0ct07 (METAS, No. 217-00736) Oct-08

Poobe ERIOVE M FEIE 31.Dec07 (SPEAG, No. SR3.2335_Dwcl) (D=0

Pricie HADYE SH: 6065 A -Durc-0F (SPEAG, No. H3-8085 D7) D=0

DAE4 SH: T8N 206107 (SPEAG, No. DAE4-T8*_OcK7) Oct-08

Secondary Standonds (-1 B Clwac Dabe (in osa) _ Schesuled Check

Powet meter EPM-44198 B2 17-May-05 (SPEAG, in house chick Oct07) I house ehock: Nov-08

Powgt sensor HP BAEZA USATR0EE07 17-Mnye015 (SPEAG, in howsi chck Oet07) I howsa ehock: Nov-08

Powet sensor HP B4EZH TBAGMSD OlJan0? (BFEAG, ir house sheck CEtOT) In howse check: Naw-00

Metwork Analyzer HP 87535 JS3TI055 150ct01 (SPEAG, in house check OCt07) In Ivowsa check: Nav-09
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Calibration Laboratory of &

' B \\\:f_r'/;’/.} Schuclzetlscher Kalbrierd lenst
Schmid & Partnar “I“":__——f’ = Servlca suissc d'élalonnage
Engineering AG o . ekt Servizio svlzzero dl taratura
Zeughausstrasse 43, 8004 Zuvich, Switzerland ‘z;_’,?\\\\‘\\\ Suiss Callbratlon Service
!
Accredited by the Swiss Accreditation Service {SAS) Accreditatian Ne.. SCS 108

The Swiss Acoreditation Servica is one of the signatories to the EA
Tultilaceral Agreemant for the recognition of cakibration cerkificates

References

[1] AMSI-C63.19-2006
Arnerican Mational Standard for Mathods of Measurement of Comgatibility between ¥iralsss
Commurications Devices and Hearing Aids.

Methods Applied and Interpretation of Parameters:

»  Coordinate Swsiem: y-axis is in the direction of the dipie arms. z-axis is from the basés of the antenna
‘mounted on the tablg) towards its feed point hatween te two dipele arms. x-axis is normal to the other
axas. In coincidence with standard [1], the messurement pianes (probs sensor cenfor) ars selected to
2@ al & disgtance of 1€ mm shave the op edpe of the dipcle arms.

v feasurement Condiiions: Further deteils are avallahlz from the hardoop es at the end of e verlificale.
Al figures stated in the certificate are valid at the frequency indicaied, The farward power to the dipole
zonnecter 5 eat with a calibrated power netar zonnected and monitored with an auxiltary power meter
connected to a directional couplzr. While the dipole uncer tast is connectad, tha Torward power ig
adjuzted o the same leval,

s Antenna Positioning: The dipale ls mourted on a HAC ~ast Arch phanlom using the malehing dipale
positionet with tha arms hosizonta and the feeding cable coming from the flcor. The maasurerrents ara
parfermad in a shiglded room wih absorbers aroard the setup to -educe the Teflecticns.

It iz verified bafore lhe mournding of the dipole Lndar tie Test Arch ghantam, that its arms are porfactly
in a fine. tis Installed on the HAC dipole pasttionar with its arms paralie! below the dislectic reference
wie and able to move glastically in vertical direction without changing its relative position to the too
center of the Test Arsh phasam. The vertical distance to the srobe is adjusted affer dipole mounting
with & DASYY Surfacs Check job. Bafore the measurerient the distance botwean prantam suriace and
prihe tip is verified. The proper measurement distznce is selected by choesing the malshing section of
thi HAC Test Arch chantem with the praoper device reference point (upper surface of the dipole) and te
mateh ng grid reference zaint (te of the archa) considerieg tha prabe sensor off=et. The vertica!
distance tc the probe is essential for the accuracy,

o eed Poimt Impedance and Return Loss: These paramotors are maasurad using a HP B753E Vector
newwork Analyzer, The Impadarce is spec fied at the SMA connecler of the dipale. The influence of
re’lectong was eliminating by applving the ave-aging function while mev ng the dipole in the air, at least
7Com away from any obstacles,

«  Efigld distribution: E field is measurad in the sey-plane with an isotropic ER3C-field probs with 100 mvw
forward power to the antenna feed point. In accordance with {13, the sean area i Z0mm wida, its lengih
exceeds the gipele anm length 180 ar #0mm). The sensor senter is 10 1 Jin 2y sbove the top o the
dipole arms, Two 3D maxima are avaitable rear the end of tha dipole arms, Assuming tha dipole arms
ara perfectly in one ling, t1e average of these twa maxima {in subgrid 2 and subyeid §) is determinad to
compensate [or any non-parallality to 1he measurament plane es well as the sensor displacement, The
E-fleld value starad as calibration valuz represents the rmaxinrum of the inite:pelated 30-E-f eld, 10mm
above the dipoke surfacs,

e H-fisld disivipution: H-fisld is megsured with an isciropic H-fied probe with 100myY fonvard power to the
arenna faed point, in the x-y-plane. The scan ares and sensor distance is equivalent (1 The B-fiekd
scan. Tle maximum of the field is availztle at the center (subarid 5] ebove the fesd peint, The H ficld
value stated &s calibration vaiue rapresents the meximum of the Interpo ated H-field, 10mm above the
dipole surface at tha feed point.
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1. Measurament Conditions

PASY syslem configuration, as laras not civenonasage 1.
DASY Version NASY4 Wi 7 BEt

| DASY PP Version o SEMCAD V1.6B176
Phantom HAG Test Arch " SIHAG POt BA, #1070
Distance Dipole Top - Probe Center 1C mra ]

_gt-;;;n‘;esolution de, dy=5mm ares == 203{95mn;

Freguency 1880 MHz - 1 MHz

Forward power at dipole connector 20,0 dBr = 100myY

Input power driff = 0056 dB _
. Maximum Field values

H-field 10 mm above dipo!e surface condition

Interpalated maximum

Maximurs maasired

100 M forward power

0.463 Afm

condition

!

Efield 10 mm ah.-n;v\:a“dipole surface Interpolated maximum ¢
hr-ﬂaxlmum measured above ighed | ‘i(]{) W farward power '8-3.6-:,”.;'}1:; )

Wlaximum measured\';&;ue R 100 iy farveard po\r;f;;” T35 Yim

Averaged meninum above arm S Mmo Y forward power 136.3 Wn; S

Uncertainty for k-fiale measurement: 12.8% (k=21

3. Appendix

3.1 Antenna Paramgters

| Impedance

{475 +7.6)0m

{ 4%.4 + [6.9) Ohm
{5 .8+j8.8) Ohm

Frequency Return Loss
T710MHe 21.5dB
1880 MHz . 20.9 dB8
1800 MH= 21146 .
1950 MHzZ 26,0 dB
faeOMHz - 251 db3

{948 -j2130m

[44.9 4 j1.1) Chm

3.2 Antenna Dasign and Handling

The callbration d pale has a symimelric geomealry wilh @ buill-in lwe stub matching network, which lzacs 1o the

enhanzed bandwidth.

The dipale is built of standard samirigid zoaxial cable. The intarnal matening line is open ended. The antenna g

tharefore apen far DG signals,

Do nat anply force to dipole a-ms, as they are liadle ta bend. 1He soldered cannections near the fzedpoint may
b damagod, After excessive mechanical stress ar averhesting, check the imgedance charactaristios 10 ansura
thal lhe mlamal matching neteark is nat affacted,

Afte- long o use with 40W radiated powar, onty 2 slight warming of the dipele near the fearpaint can ba

MisEsured.
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3.3 Measurement Sheets

3.3.1 Return Loss and Smith Chart

12 Mar 20805 18:52:32

EHD s11  LOG 5 dB/ REF -18 B 2-28,948 dB 1 550,888 638 HHz
*
~— -
Cor \\‘ [
iy
162
CH2 514 1 U FS 249,410 8 5.9355 & TSE.4ERH 1 880,009 V98 M-z
A
Del CHZ Mar:ers
13 47,580 5
Cor / E,/—H““\ L 7.8457 @
| 1.71E88 GHz
| (% HSLIFE e
1 ] 58456 o
I L] | 1.98E808 GHz
L \k_,/ 195680 GHz
58 44,669 4
: / 1.8E96 n
\‘\x;___._ﬂ/ 2.68000 Gz
CEMTER 1 820,838 838 MHz SPAH 4 BEE.000 000 M4z
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3.3.2 DASY4 H-Field Result

Daate/Time: 11,03,2008 15:035:42

Test Laboratory: SPEAG Labk 2

DUT: HAC Dipole 1880 MIz; Type: CD1880V3; Serial: 1064
Communication System: CW; Frequency: T80 Mz Duty Cyele: 1:1
Medium paramelers used: o= 0 mhofm, g = |; p= 1 kg/m’
Phantom zection: H Dipole Section
Measurement Standard: DASY4 (High Precision Assessment)
DASY4 Conhguration:

*  Probe: H3DWV6 - SNoDES; Calibrated: 31.12.2007

+  Senser-Surface: (Fix Surface)

+  Electronics: DAEL Sn78 | Calibrated: 020102007

*  Phanwom: HAC Test Arch with Coil, Type SD HAC FOI BA: Serial: 1070

+ Measurzient 3W, DASY S, V4.7 Build 61; Postprocessing SW: SEMCAD, V1.8 Build 176

E Scan - Sensor Center 10mm above CD1S80V3 Dipole/Hearing Aid Compatibility Test (d1x181x1):
Measurement grid: dx=5mm, dy=5mm

Maximum value ol peak Total field = 0463 Afm

Probe Modulation Factor = 1.00

Device Relerence Point: GO0, G000, 254,77 mm

Reference Value = 0,400 &/m; Power Dirift = 0.001 dB

Hearing Aid Near-Field Category: M2 (AWF 0 dB)

Peak H-fiald in Afm

Cirial 1 Cirid 2 Giriel 3
0.400 0.421 0.402
M2 M2 M2
Grid 4 Grid 5 Girid 6
0.440 0.463 0.443
M2 M2 M2
Grid 7 Crid 8 Grid ¥
.z 0.427 0.407
M2 M2 M2

UdB = 0463 Am
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3.3.2 DASY4 E-Field Result
Date/Time:; 032008 16:23:45

Test Laboratory: SPEAG Lab 2

DUT: HAC Dipole 1880 MHz; Type: CD1880V3; Serial: 1064
Communication System: CW; Fraquency: 1880 MHz; Duty Cyele: 1:1
Medium paramelers used: = 0 mho/m, g = 15 p= 1000 kg/m’
Phantom scetion: E Dipolz Section
Measurement Standard: DASY4 (High Precision Assessment)
DASY4 Configuralion:

s Probe: ER3DVE - SN2336: ConvE(L 1, 1 Calibrated: 31122007

o Scnsor-Svrface: (Fix Surface)

¢ Electronics: DAES Sn781; Calibrated: UZ, 10,2007

o Phantom: HAC Test Arch with Coil; Type: S HAC PO1 BA; Serial: 1070

o Measurement 5% DASY4, V4.7 Build 61; Pusiprocessing SW, SEMCAD, V1.8 Build 176

F Scan - Sensor Center 10mm above CD1880V3 Dipole/Hearing Aid Compatibility Test (41x181x1):
Measurement grich; dx=5Smm, dy=3mm

Maxinwm value of peak Total field = 136.6 Vim

Probe Modulation Factor = 1.00

Device Reference Point: 0.000, (L0040, 354.7 mm

Reference Value = 151.7 Vim; Power Drift = 0.009 dB

Icaring Aid Near-Tield Category: M2 {AWF 0 dB)

Peak E field in ¥/m

Crid 1 Grid 2 Grid 2
133.1 136.6 132.0

M2 M2 M2
Girid 4 Grid 5 Grid 6
88.2 90.1 86.1
M3 M3 M3

Giridl 7 Girid & Grid @
128.9 1359 1328
M2 M2 M2

4.61
b4
0HdB = 136.6V/m
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4 Additional Maasuramenis

4.1 Measurement Conditions

DAEY cystermn configuralicn, as far as ool given an [age 1.
"DASY Version ) DASY4 V1.7 B61
DASY PP Version - SEMGAD V188176
 Phantom HAG Test Arch 50 HAC P01 BA, #1070
Dist;ﬁr_:"e Dipcle Top - Probe Center ’ 1C .
: Sean resolution ] e Uz, dy =5 mm - arga =20 % 30 mm

1730 MHz = 1 WiHz

Forward gower at dipole connector

20,0 dBrm — 100

{nput power drift = D08 cB
4.2 Maximum Field vaiues
H-field 10 mm above dipale surface eehditlon Interpolated maximwn
Iaximum measured 100 W farward pawer 0.487 Aim
Uncertainty for H-fiels rmeasusement 8.9% (k=2) o
E-field 18 mm above dipoie surface condition Interpotated maximum
Muaxirmam measure:d abowe high end 100 mW farward power 145.6 V/m
Maxirmam maasurad above low 2nd 100 My farward gowar 146.1 Yim
Avaraged meximum abave arm 100 MWy foruard power 146.4 ¥im
Urcertainly for E-field measurement 12.8% (k=2}
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4.31 DASY4 H-Field Result

Test Laboratory: SPEAG Lab 2

DUT: HAC Dipole 1880 MHz; Type: CDISB0V3; Serial: 1064

Cuonumunication Systen: CW,; Frequency: 1730 MHz; Duty Cycle: 111
Medium paramerers used: o = 0 mho/m, &= 1, p=1 kg/m’
Phantom section: H Dipole Scction
Mceasurement Standard: DASY4 (High Precizion Assessment)
DASY 4 Configuration:

o Probe: HADW6 - SNaDES: Calibrated: 31.12.2007

e Sensor-Surface: (Fix Surface)
e Electronics: DAE4 Sn7R1; Calibrated: 02.10.2007
¢  Phantom: HAC Test Arch with Coil; Type: SD HAC P01 BA; Sedal: 1070

e Measurzment SW: DASY4, V4.7 Build 61; Poslprocessing SW: SEMCAD, V1.2 Build 176

E Scan - Sensor Center 10mm above CIMSS0V 3 Dipole @ 1730 MHz/Hearing Ald Compatibility Test (41x181x1):

Measuremenl grid: dx=5mm, dy=3mm
Maximum value of peak Total field = 0.4587 Afm
Probe Modulation Factor = 1,00
Device Belerence Point: C.000, 0.000, 354.7 mm
Reference Value = 0,318 Adm; Power Difi = 0,005 ¢B
Hearing Aid Near-Field Category: M2 (AWF 0 dI¥)

Peak 1-feld in Afm

Grid | |Grid2 | Grid 3
0.403  |0.424  |0.406
M2 M2 M2
Grid4 |Grid5 | Grid 6
0.458  |0487  |0466
M2 M2 M2
Grid 7 |Grid8  |Grid 9
0405 [0433  [0412
M2 M2 M2

1dB = 1.463Am
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4.3.2 DASY4 E-Field Result

Tesl Luberatory: SPEAG Lab 2

DUT: HAC Dipole 1880 MHz; Type: CD1880V3; Serial: 1064

Cummunication Systzm: CW, Frequency: 1880 MHz; Duty Cycle: 111
Medium parameters used: = 0 mhofm, £ = 1; p= 10 kg/m”
Phantam section: E Dipole Section
Measurcment Standard; DASY4 (High Precision Assessment)

DASY 4 Configuration:
¢ Probe: ER3DVEG - SN2336; ConvE(1, 1, 13 Calibrated: 31,12,2007

o Sensor-Surface: (Fix Surface)
e Electronics: DAE4 Sn781; Calibrated: 02.10.2007

o Phantom: HAC Test Arch with Coil; Type: SD HAC POl BA; Serial: 1070
o Measwrement SW: DASYS, W47 Duild 61; Postprecessing SW, SEMCAD, ¥ 1.8 Build (76

Date/Time: 11032008 16:23:45

E Scan - Sensor Center 10mm above CDI880V3 Dipole @ 1730 MHz/earing Ald Compatibility Test (41x181x1):
Measurcment grid: dx=Smm, dy=Smm
Waximuom value of peak Total field = 146.6 Vim
Probe Maodulation Factor = 1.00

Device Reference Point: 0,000, 0,000, 354.7 mm
Reference Yalue = 1625 Vin, Power Drift = 0,013 dB
Hearing Aid Mear-Field Category: M2 (AWF 0 dI})

Peak L-liell in Viim

Grid | Grid 2 Grid 3
142.6 146.6 141.7
M2 M2 M2
Grid « Grid 3 Grid 4
9.8 102.1 97.7
M3 M3 M3
Grid 7 Crid & Grid 9
138.8 146.1 142.6
M2 M2 M2
a0
o
1.54
&by
AR
Rld
e | b
0 dB = 136.46%/m
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15. CONCLUSION

The measurements indicate that the wireless communications device complies with the HAC limits
specified in accordance with the ANSI C63.19 Standard and FCC WT Docket No. 01-309 RM-8658.
Precise laboratory measures were taken to assure repeatability of the tests. The tested device complies
with the requirements in respect to all parameters specific to the test. The test results and statements
relate only to the item(s) tested.

Please note that the M-rating for this equipment only represents the field interference possible against a
hypothetical and typical hearing aid. The measurement system and techniques presented in this
evaluation are proposed in the ANSI standard as a means of best approximating wireless device
compatibility with a hearing-aid. The literature is under continual re-construction.
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