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| Keysight Spectrum Analyzer - Occupied BW
RL RF

CORREC [ SENSE:INT] SOURCE OFF |
Center Freq: 5.500000000 GHz
—— 1rig: Free Run Avg|Hold: 100/100

#Atten: 20 dB

ALIGN AUTO [07:56:23 PM Apr21, 2022

Radio Std: None

#IFGain:Low Radio Device: BTS

#Res BW 360 kHz VBW 4 MHz

Total Power 27.8 dBm

Occupied Bandwidth

19.465 MHz
37.715 kHz
39.29 MHz

% of OBW Power
x dB

99.00 %
-26.00 dB

Transmit Freq Error
x dB Bandwidth

IM SG STATUS

Tracel/Detector

Clear Write

Plot 7-84. 26dB Bandwidth Plot SISO ANT2 (20MHz BW 802.11ax — 242 Tones (UNII Band 2C) — Ch. 100)

|_ Keysight Spectrum Analyzer - Occupied BW
RL RF 50 Q AC

CORREC | SENSE:INT[ SOURCE OFF |
Center Freq: 5.600000000 GHz
. 1rig: Free Run Avg|Hold: 100/100

#Atten: 20 dB

ALIGN AUTO ‘D?:Sﬁ:ﬁ} PM Apr21, 2022

Radic Std: None

#IFGain:Low Radic Device: BTS

Center 5.6 GHz

#Res BW 390 kHz VBW 4 MHz

Total Power 27.7 dBm

Occupied Bandwidth

19.531 MHz
28.127 kHz
44.73 MHz

% of OBW Power
x dB

99.00 %
-26.00 dB

Transmit Freq Error
x dB Bandwidth

IMSG STATUS

B
Average

e iaeeees|
Max Hold
—
Min Hold
e
Detector

Peak»

Auto Man

=S =

TracelDetector

Clear Write

Plot 7-85. 26dB Bandwidth Plot SISO ANT2 (20MHz BW 802.11ax — 242 Tones (UNII Band 2C) — Ch. 120)
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| Keysight Spectrum Analyzer - Occupied BW
RL RE 500 AC

CORREC [ SENSE:INT] SOURCE OFF |
Center Freq: 5.720000000 GHz
—— 1rig: Free Run Avg|Hold: 100/100

#Atten: 20 dB

ALIGN AUTO [07:57:18 PM Apr21, 2022

Radio Std: None

#IFGain:Low Radio Device: BTS

#Res BW 390 kHz VBW 4 MHz

Total Power 28.0 dBm

Occupied Bandwidth

19.423 MHz
38.408 kHz
42.08 MHz

% of OBW Power
x dB

99.00 %
-26.00 dB

Transmit Freq Error
x dB Bandwidth

IM SG STATUS

Tracel/Detector

Clear Write

Plot 7-86. 26dB Bandwidth Plot SISO ANT2 (20MHz BW 802.11ax — 242 Tones (UNII Band 2C) — Ch. 144)

|_ Keysight Spectrum Analyzer - Occupied BW
RL

CORREC | SENSE:INT[ SOURCE OFF |
Center Freq: 5510000000 GHz
. 1rig: Free Run Avg|Hold: 100/100

#Atten: 20 dB

ALIGN AUTO ‘DE:DZ:EZ PM Apr21, 2022

Radic Std: None

#IFGain:Low Radic Device: BTS

Center 5.51 GHz

#Res BW 430 kHz VBW 4 MHz

Total Power 24.8 dBm

Occupied Bandwidth

38.140 MHz
80.720 kHz
43.90 MHz

% of OBW Power
x dB

99.00 %
-26.00 dB

Transmit Freq Error
x dB Bandwidth

IMSG STATUS
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TracelDetector

Clear Write
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Plot 7-87. 26dB Bandwidth Plot SISO ANT2 (40MHz BW 802.11ax — 484 Tones (UNII Band 2C) — Ch. 102)
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| Keysight Spectrum Analyzer - Occupied BW

RL RF 500  AC CORREC [ SENSE:INT] SOURCE OFF | ALIGN AUTO [08:03:17 PM Apr21, 2022

Center Freq: 5.590000000 GHz Radic Std: None
—— 1rig: Free Run Avg|Hold: 100/100
#Atten: 20 dB

#IFGain:Low Radio Device: BTS

#Res BW 820 kHz VBW 8 MHz

Occupied Bandwidth Total Power 27.8 dBm
38.967 MHz

Transmit Freq Error 164.56 kHz % of OBW Power 99.00 %

x dB Bandwidth 77.44 MHz x dB -26.00 dB

Tracel/Detector

Clear Write

IM SG STATUS

Plot 7-88. 26dB Bandwidth Plot SISO ANT2 (40MHz BW 802.11ax — 484 Tones (UNII Band 2C) — Ch. 118)

| Keysight Spectrum Analyzer - Occupied BW

RL RF 500 AC CORREC ‘ EEI‘JEE:IHT‘ SOURCE OFF ‘ ALIGN AUTO ‘DE:D}:EE PM Apr21, 2022

Center Freq: 5.710000000 GHz Radic Std: None
—p 1rig: Free Run Avg|Held: 100/100
#Atten: 20 dB

#IFGain:Low Radic Device: BTS

ol A N
S IO e | A N N N 1. V5 YV O
M_-I----I-‘M

Center 5.71 GHz
#Res BW 620 kHz VBW 6 MHz

Occupied Bandwidth Total Power 27.2 dBm
38.370 MHz

Transmit Freq Error 95.991 kHz % of OBW Power 99.00 %
x dB Bandwidth 64.65 MHz x dB -26.00 dB

o]l & ns

TracelDetector
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IM SG STATUS

Plot 7-89. 26dB Bandwidth Plot SISO ANT2 (40MHz BW 802.11ax — 484 Tones (UNII Band 2C) — Ch. 142)
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| Keysight Spectrum Analyzer - Occupied BW

RL RF 500 AC CORREC [ SENSE:INT] SOURCE OFF | ALTGN AUTO |08:15:29 PM Apr25, 2022

Center Freq: 5.530000000 GHz Radic Std: None
. 1rig: Free Run Avg|Hold: 100/100
#Atten: 20 dB

#IFGain:Low Radic Device: BTS

Center 5.53 GHz
#Res BW 910 kHz VBW 8 MHz

Occupied Bandwidth Total Power 25.0 dBm
77.628 MHz

Transmit Freq Error -123.78 kHz % of OBW Power 99.00 %

x dB Bandwidth 86.86 MHz x dB -26.00 dB

TracelDetector

Clear Write

IM SG STATUS

Plot 7-90. 26dB Bandwidth Plot SISO ANT2 (80MHz BW 802.11ax — 996 Tones (UNII Band 2C) — Ch. 106)

I_ Keysight Spectrum Analyzer - Occupied BW

RL RF 500  AC CORREC [ SENSE:INT] SOURCE OFF | ALIGN AUTO [08:16:28 PM Apr25, 2022

Center Freq: 5.610000000 GHz Radic Std: None
—— 1rig: Free Run Avg|Hold: 100/100
#Atten: 20 dB

#IFGain:Low Radio Device: BTS

1LD dBrdiv Ref 20.00 dBm

VBW 8 MHz

Occupied Bandwidth Total Power 27.5 dBm
78.001 MHz

Transmit Freq Error -109.45 kHz % of OBW Power 99.00 %

x dB Bandwidth 115.3 MHz x dB -26.00 dB
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Tracel/Detector

Clear Write
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Average
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Plot 7-91. 26dB Bandwidth Plot SISO ANT2 (80MHz BW 802.11ax — 996 Tones (UNII Band 2C) — Ch. 122)
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| Keysight Spectrum Analyzer - Occupied BW
RL RF 500 AC

ALIGN AUTO [08:16:55 PM Apr25, 2022

Radic Std: None

CORREC [ SENSE:INT] SOURCE OFF |
Center Freq: 5.690000000 GHz
—— 1rig: Free Run Avg|Hold: 100/100

#Atten: 20 dB

#IFGain:Low Radio Device: BTS

Ref 20.00 dBm

VBW 8 MHz

Total Power 27.5 dBm

Occupied Bandwidth
77.971 MHz
-71.638 kHz
105.9 MHz

% of OBW Power
x dB

99.00 %
-26.00 dB

Transmit Freq Error
x dB Bandwidth

Tracel/Detector

Clear Write

T
Average
i
Max Hold
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Min Hold
e
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Peak»

Auto Man
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Plot 7-92. 26dB Bandwidth Plot SISO ANT2 (80MHz BW 802.11ax — 996 Tones (UNIl Band 2C) — Ch

.138)

MEASUREMENT REPORT

FCC ID: C3K1997 (CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:
1M2204040049-16-R2.C3K

Test Dates:
3/14/2022-8/18/2022

EUT Type:
Portable Computing Device

Page 68 of 309

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical,
written permission from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or
ct.info@element.com.

V 9.0 02/01/2019
including photocopying and microfilm, without
assembly of contents thereof, please contact




@ clement

7.3 6dB Bandwidth Measurement — 802.11ax OFDMA
§15.407 (e); RSS-Gen [6.7]

Test Overview and Limit

The bandwidth at 6dB down from the highest in-band spectral density is measured with a spectrum analyzer
connected to the antenna terminal while the EUT is operating at its maximum duty cycle, at its maximum power
control level, as defined in ANSI C63.10-2013 and KDB 789033 D02 v02r01, and at the appropriate frequencies.
The spectrum analyzer’s bandwidth measurement function is configured to measure the 6dB bandwidth.

In the 5.725 — 5.850GHz band, the 6dB bandwidth must be 2 500 kHz.

Test Procedure Used

ANSI C63.10-2013 — Section 6.9.2
KDB 789033 D02 v02r01 — Section C

Test Settings

1. The signal analyzers’ automatic bandwidth measurement capability was used to perform the 6dB bandwidth
measurement. The “X” dB bandwidth parameter was set to X = 6. The automatic bandwidth measurement
function also has the capability of simultaneously measuring the 99% occupied bandwidth. The bandwidth
measurement was not influenced by any intermediate power nulls in the fundamental emission.

2. RBW =100 kHz

3. VBW >3 x RBW
4. Detector = Peak
5. Trace mode = max hold

6. Sweep = auto couple

Test Setup

The EUT and measurement equipment were set up as shown in the diagram below.

EUT

Figure 7-2. Test Instrument & Measurement Setup
Test Notes

The 6dB Bandwidth measurement for each channel was measured with the RU index showing the highest
conducted power.
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SISO Antenna-1 6 dB Bandwidth Measurements (26 Tones)

Measured 6dB
Frequency | Channel 802.11 Mode Tones Data Rate Bandwidth

[MHZz] No. [Mbps] [MHzZ]

5745 149 ax (20MHz) 26T MCSO0 2.09

- 5785 157 ax (20MHz) 26T MCSO0 2.15
o 5825 165 ax (20MHz) 26T MCSO0 2.12
& 5755 151 ax (40MHz) 26T MCSO0 2.17
5795 159 ax (40MHz) 26T MCSO0 2.20

5775 155 ax (80MHz) 26T MCSO0 2.28

Table 7-6. Conducted Bandwidth Measurements SISO ANT1 (26 Tones)
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| Keysight Spectrum Analyzer - Occupied BW

RL RF 500  AC CORREC [ SENSE:INT] SOURCE OFF | ALIGN AUTO [06:33:04 PM Apr21, 2022

Center Freq: 5.745000000 GHz Radic Std: None
Trig: Free Run Avg|Hold: 100/100

—_—
#IFGain:Low #Atten: 20 dB Radio Device: BTS

#Res BW 100 kHz #VBW 300 kHz Sweep 4.8 ms

Occupied Bandwidth Total Power 29.1 dBm
18.424 MHz

Transmit Freq Error -604.66 kHz % of OBW Power 99.00 %

x dB Bandwidth 2.094 MHz x dB -6.00 dB

Tracel/Detector

Clear Write

IM SG STATUS

Plot 7-93. 6dB Bandwidth Plot SISO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 149)

|_ Keysight Spectrum Analyzer - Occupied BW

RL RF 500 AC CORREC ‘ EEI‘JEE:IHT‘ SOURCE OFF ‘ ALIGN AUTO ‘DE:33:44 PM Apr21, 2022

Center Freq: 5.785000000 GHz Radic Std: None
NFE . Trig: FreeRun Avg|Hold:>100/100

#FGain:Low " #Atten: 20 dB Radic Device: BTS

Ref 20. 00 dBm

-l---
----IIIHIMWIWII---
-I-ITM--
---HWWM_

Center 5.785 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 4.8 ms

Occupied Bandwidth Total Power 28.9 dBm
18.456 MHz

Transmit Freq Error -585.82 kHz % of OBW Power 99.00 %

x dB Bandwidth 2.151 MHz x dB -6.00 dB

=S =

TracelDetector

Clear Write

B
Average

e iaeeees|
Max Hold
PR
Min Hold
e
Detector

Peak»
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IMSG STATUS

Plot 7-94. 6dB Bandwidth Plot SISO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 157)
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|_ Keysight Spectrum Ana\yzar Occupied BW

RL 500  AC CORREC [ SENSE:INT] SOURCE OFF | ALIGN AUTO [06:35:03 PM Apr21, 2022

Center Freq: 5.825000000 GHz Radic Std: None
] Trig: Free Run Avg|Hold:>100/100
#IFGain:Low #Atten: 20 dB

Radio Device: BTS

#Res BW 100 kHz #VBW 300 kHz Sweep 4.8 ms

Occupied Bandwidth Total Power 29.0 dBm
18.389 MHz

Transmit Freq Error -574.42 kHz % of OBW Power 99.00 %

x dB Bandwidth 2.124 MHz x dB -6.00 dB

Tracel/Detector

Clear Write

IM SG STATUS

Plot 7-95. 6dB Bandwidth Plot SISO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 165)

| Keysight Spectrum Analyzer - Occupied BW

RL RF 500 AC CORREC ‘ EEI‘JEE:IHT‘ SOURCE OFF ‘ ALIGN AUTO ‘DE:44:13 PM Apr21, 2022

Center Freq: 5.755000000 GHz Radic Std: None
. Trig: FreeRun Avg|Held:>100/100

#FGain:Low " #Atten: 20 dB Radic Device: BTS

[N N = A AN R
EEEERENTTIVIYITTNTRTINTIVIR I
: 0 T O N
, ---”I'J--"--I_--
-IWWFIWWI----I‘EWWM_
POl N R T
il | --m

Center 5.755 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 9.6 ms

Occupied Bandwidth Total Power 29.5 dBm
37.635 MHz

Transmit Freq Error 613.38 kHz % of OBW Power 99.00 %
x dB Bandwidth 2.166 MHz x dB -6.00 dB

o]l & ns

TracelDetector

Clear Write

e |
Average
B
Max Hold
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Min Hold

| s |
Detector|

Peak»

Auto Man

IM SG STATUS

Plot 7-96. 6dB Bandwidth Plot SISO ANT1 (40MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 151)
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| Keysight Spectrum Analyzer - Occupied BW

RL RF 500  AC CORREC [ SENSE:INT] SOURCE OFF | ALIGN AUTO [06:44:57 PM Apr21, 2022

Center Freq: 5.795000000 GHz Radic Std: None
.1 Trig: Free Run Avg|Hold:>100/100

#IFGain:Low ™ #Atten: 20dB Radio Device: BTS

#Res BW 100 kHz #VBW 300 kHz Sweep 9.6 ms

Occupied Bandwidth Total Power 29.2 dBm
37.740 MHz

Transmit Freq Error -473.88 kHz % of OBW Power 99.00 %

x dB Bandwidth 2.201 MHz x dB -6.00 dB

Tracel/Detector

Clear Write

IM SG STATUS

Plot 7-97. 6dB Bandwidth Plot SISO ANT1 (40MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 159)

|_ Keysight Spectrum Analyzer - Occupied BW

RL RF 500 AC CORREC ‘ EEI‘JEE:IHT‘ SOURCE OFF ‘ ALIGN AUTO ‘DE:EZ:S] PM Apr21, 2022

Center Freq: 5.775000000 GHz Radic Std: None
NFE . Trig: FreeRun Avg|Hold:>100/100

#FGain:Low " #Atten: 20 dB Radic Device: BTS

Ref 20.00 dBm

g I N | Y I | N N
A I I v s it e E N
NN I L (L' LI D I N

. _‘WMWI----IMWF

1 . I N S S | ™
- r ]

1 A A N | A N N
! 4 [ [ [ 1 ]
Center 5.775 GHz Span 200 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 19.13 ms

Occupied Bandwidth Total Power 30.5 dBm

75.556 MHz
Transmit Freq Error 11.475 kHz % of OBW Power 99.00 %
x dB Bandwidth 2.277 MHz x dB -6.00 dB

=S =

TracelDetector

Clear Write

B
Average

e iaeeees|
Max Hold
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IMSG STATUS

Plot 7-98. 6dB Bandwidth Plot SISO ANT1 (80MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 155)
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SISO Antenna-1 6 dB Bandwidth Measurements (Full Tones)

Frequency | Chmnel | g5 11 g | Tanes | PREe | MEilin”

[MHz]

5745 149 ax (20MHz) 242T MCSO0 18.95

5785 157 ax (20MHz) 242T MCSO0 19.14

2 5825 165 ax (20MHz) 2427 MCSO0 19.04
§ 5755 151 ax (40MHz) 4841 MCSO0 38.21
5795 159 ax (40MHz) 484T MCSO0 38.14

5775 155 ax (80MHz) 996T MCSO 78.25

Table 7-7. Conducted Bandwidth Measurements SISO ANTL1 (Full Tones)
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| Keysight Spectrum Analyzer - Occupied BW

RL

RF 500  AC CORREC [ SENSE:INT] SOURCE OFF | ALIGN AUTO [08:19:29 PM Apr21, 2022

#Res BW 100 kHz

Occupied Bandwidth
19.068 MHz

Transmit Freq Error

x dB Bandwidth

Center Freq: 5.745000000 GHz

#/BW 300 kHz

Total Power

-29.535 kHz % of OBW Power

18.95 MHz x dB

—— 1rig: Free Run Avg|Hold: 100/100
#IFGain:Low #Atten: 20 dB

Radio Std: None Tracel/Detector

Radio Device: BTS

Clear Write

Sweep 4.8 ms

26.9 dBm

99.00 %
-6.00 dB

IMSG

STATUS

Plot 7-99. 6dB Bandwidth Plot SISO ANT1 (20MHz BW 802.11ax — 242 Tones (UNIl Band 3) — Ch. 149)

|== Keysight Spectrum Analyzer - Occupied BW

B[R =

RL

RF 500 AC CORREC ‘ EEI‘JEE:IHT‘ SOURCE OFF ‘ ALIGN AUTO ‘I]E:ZI]:24 PM Apr21, 2022

#IFGain:Low

Center Freq: 5.785000000 GHz

—p 1rig: Free Run Avg|Held: 100/100

#Atten: 20 dB

TracelDetector

Radio Std: None

Radio Device: BTS

Occupied Bandwidth
19.185 MHz

Transmit Freq Error

x dB Bandwidth

#/BW 300 kHz

Total Power

-33.875 kHz % of OBW Power

19.14 MHz x dB

Clear Write

Sweep 4.8 ms

T

Average

i

Max Hold

e |

Min Hold

27.7 dBm |
Detector

Peakh

Auto Man

Plot 7-100. 6dB Bandwidth Plot SISO ANT1 (20MHz BW 802.11ax — 242 Tones (UNIl Band 3) — Ch. 157)
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| Keysight Spectrum Analyzer - Occupied BW

RL RF 500 AC CORREC [ SENSE:INT] SOURCE OFF | ALTGN AUTO |08:20:46 PM Apr21, 2022

Center Freq: 5.825000000 GHz Radic Std: None
. 1rig: Free Run Avg|Hold: 100/100
#Atten: 20 dB

#IFGain:Low Radic Device: BTS

TracelDetector

Center 5.825 GHz
#Res BW 100 kHz #/BW 300 kHz Sweep 4.8ms

Occupied Bandwidth Total Power 27.5 dBm
19.147 MHz

Transmit Freq Error -11.399 kHz % of OBW Power 99.00 %

x dB Bandwidth 19.04 MHz x dB -6.00 dB

Clear Write

IM SG STATUS

Plot 7-101. 6dB Bandwidth Plot SISO ANT1 (20MHz BW 802.11ax — 242 Tones

(UNII Band 3) — Ch. 165)

I_ Keysight Spectrum Analyzer - Occupied BW

=SSR

RL RF 500  AC CORREC [ SENSE:INT] SOURCE OFF | ALIGN AUTO [08:24:42 PM Apr21, 2022

Center Freq: 5.755000000 GHz Radic Std: None
—— 1rig: Free Run Avg|Hold: 100/100
#Atten: 20 dB

#IFGain:Low Radio Device: BTS

Tracel/Detector

#Res BW 100 kHz #VBW 300 kHz Sweep 9.6 ms

Occupied Bandwidth Total Power 28.9 dBm
38.327 MHz

Transmit Freq Error -26.460 kHz % of OBW Power 99.00 %

x dB Bandwidth 38.21 MHz x dB -6.00 dB
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Plot 7-102. 6dB Bandwidth Plot SISO ANT1 (40MHz BW 802.11ax — 484 Tones

(UNII Band 3) — Ch. 151)
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| Keysight Spectrum Analyzer - Occupied BW
RL RF 500  AC CORREC [ SENSE:INT] SOURCE OFF | ALIGN AUTO [08:24:59 PM Apr21, 2022
Center Freq: 5.795000000 GHz Radic Std: None
—— 1rig: Free Run Avg|Hold: 100/100
#IFGain:Low #Atten: 20 dB

Radio Device: BTS

#Res BW 100 kHz #VBW 300 kHz Sweep 9.6 ms

Occupied Bandwidth Total Power 28.7 dBm
38.261 MHz

Transmit Freq Error 928 Hz % of OBW Power 99.00 %

x dB Bandwidth 38.14 MHz x dB -6.00 dB

Tracel/Detector

Clear Write

IM SG STATUS

Plot 7-103. 6dB Bandwidth Plot SISO ANT1 (40MHz BW 802.11ax — 484 Tones (UNII Band 3) — Ch. 159)

|_ Keysight Spectrum Analyzer - Occupied BW
RL RE 500 AC CORREC | SENSE:INT| SOURCE OFF | ALIGN AUTO | 08:21:23 PM Apr25, 2022

Center Freq: 5.775000000 GHz Radic Std: None

. 1rig: Free Run Avg|Hold: 100/100

#Atten: 20 dB

#IFGain:Low Radic Device: BTS

Center 5.775 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 19.13 ms

Occupied Bandwidth Total Power 27.5 dBm
77.889 MHz

Transmit Freq Error -105.86 kHz % of OBW Power 99.00 %

x dB Bandwidth 78.25 MHz x dB -6.00 dB
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SISO Antenna-2 6dB Bandwidth Measurements (26 Tones)

Measured 6dB
Frequency | Channel 802.11 Mode Tones Data Rate Bandwidth

[MHZz] No. [Mbps] [MHzZ]

5745 149 ax (20MHz) 26T MCSO0 2.14

o 5785 157 ax (20MHz) 26T MCSO0 2.09
o 5825 165 ax (20MHz) 26T MCSO0 2.14
= 5755 151 ax (40MHz) 26T MCSO0 2.19
5795 159 ax (40MHz) 26T MCSO0 2.21

5775 155 ax (80MHz) 26T MCSO0 2.31

Table 7-8. Conducted Bandwidth Measurements SISO ANT2 (26 Tones)
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| Keysight Spectrum Analyzer - Occupied BW

RL RF 500  AC COl

#IF

#Res BW 100 kHz

Occupied Bandwidth

RREC [ SENSE:INT] SOURCE OFF | ALIGN AUTO [05:18:40 PM Apr21, 2022

Center Freq: 5.745000000 GHz

GainiLow | #Atten: 20 dB

#/BW 300 kHz

Total Power

18.494 MHz

Transmit Freq Error
x dB Bandwidth

-584.79 kHz % of OBW Power
2.140 MHz x dB

Radio Std: None

.1 Trig: Free Run Avg|Hold:>100/100

Radio Device: BTS

Sweep 4.8 ms

28.4 dBm

99.00 %
-6.00 dB

Tracel/Detector

Clear Write

IMSG

STATUS

Plot 7-105. 6dB Bandwidth Plot SISO ANT2 (20MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 149)

|_ Keysight Spectrum Analyzer - Occupied BW

#IF

Center 5.785 GHz
#Res BW 100 kHz
Occupied Bandwidth
18.0
Transmit Freq Error
x dB Bandwidth

RL RF 500 AC CORREC ‘ EEI‘JEE:IHT‘ SOURCE OFF ‘ ALIGN AUTO ‘DE:Z] :15PM Apr21, 2022

Center Freq: 5.785000000 GHz

Gain:low _ #Atten: 20 dB

#VBW 300 kHz

Total Power

80 MHz

606.99 kHz % of OBW Power
2.090 MHz x dB

Radic Std: None

, ) Trig: FreeRun Avg|Hold:>100/100

Radic Device: BTS

Sweep 4.8 ms

28.6 dBm

99.00 %
-6.00 dB
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| Keysight Spectrum Analyzer - Occupied BW
RL RF 500 AC | CORREC [ SENSE:INT| SOURCE OFF | ALIGN AUTO __[05:22:56 PM Apr21, 2022

Center Freq: 5.825000000 GHz Radic Std: None
] Trig: Free Run Avg|Hold:>100/100
#IFGain:Low #Atten: 20 dB Radio Device: BTS

#Res BW 100 kHz #VBW 300 kHz Sweep 4.8 ms

Occupied Bandwidth Total Power 28.6 dBm
18.432 MHz

Transmit Freq Error -598.25 kHz % of OBW Power 99.00 %
x dB Bandwidth 2.140 MHz x dB -6.00 dB

Tracel/Detector

Clear Write

IM SG STATUS

Plot 7-107. 6dB Bandwidth Plot SISO ANT2 (20MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 165)

| Keysight Spectrum Analyzer - Occupied BW
RL RE 500 AC CORREC | SENSE:INT| SOURCE OFF | ALIGN AUTO | 05:32:46 PM Apr21, 2022

Center Freq: 5.755000000 GHz Radic Std: None

) Trig: Free Run Avg|Held:>100/100

#IFGain:Low #Atten: 20 dB

Radic Device: BTS
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Center 5.755 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 9.6 ms

Occupied Bandwidth Total Power 29.0 dBm
37.703 MHz

Transmit Freq Error -477.87 kHz % of OBW Power 99.00 %
x dB Bandwidth 2.193 MHz x dB -6.00 dB

IM SG STATUS
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| Keysight Spectrum Analyzer - Occupied BW

RL RF 500  AC CORREC [ SENSE:INT] SOURCE OFF | ALIGN AUTO [05:34:21 PM Apr21, 2022

Center Freq: 5.795000000 GHz Radic Std: None
.1 Trig: Free Run Avg|Hold:>100/100

#IFGain:Low ™ #Atten: 20dB Radio Device: BTS

#Res BW 100 kHz #VBW 300 kHz Sweep 9.6 ms

Occupied Bandwidth Total Power 28.7 dBm
37.770 MHz

Transmit Freq Error -466.57 kHz % of OBW Power 99.00 %

x dB Bandwidth 2.209 MHz x dB -6.00 dB

Tracel/Detector

Clear Write

IM SG STATUS

Plot 7-109. 6dB Bandwidth Plot SISO ANT2 (40MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 159)

|_ Keysight Spectrum Analyzer - Occupied BW

RL RF 500 AC CORREC ‘ EEI‘JEE:IHT‘ SOURCE OFF ‘ ALIGN AUTO ‘D5:41 :17 PM Apr21, 2022

Center Freq: 5.775000000 GHz Radic Std: None
NFE . Trig: FreeRun Avg|Hold:>100/100

#FGain:Low " #Atten: 20 dB Radic Device: BTS

Ref 20.00 dBm
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Center 5.775 GHz Span 200 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 19.13 ms

Occupied Bandwidth Total Power 29.5 dBm

77.203 MHz
Transmit Freq Error -834.04 kHz % of OBW Power 99.00 %
x dB Bandwidth 2.311 MHz x dB -6.00 dB
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Plot 7-110. 6dB Bandwidth Plot SISO ANT2 (80MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 155)
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SISO Antenna-2 6dB Bandwidth Measurements (Full Tones)

Frequency | Chamel | g0y 11 e | Tones | PRAe | MGl

[MHz]

5745 149 ax (20MHz) 2427 MCSO0 19.00

5785 157 ax (20MHz) 2427 MCSO0 19.10

_c; 5825 165 ax (20MHz) 2427 MCSO0 18.98
§ 5755 151 ax (40MHz) 484T MCSO0 38.08
5795 159 ax (40MHz) 484T MCSO0 38.16

5775 155 ax (80MHz) 996T MCSO 78.27

Table 7-9. Conducted Bandwidth Measurements SISO ANT2 (Full Tones)
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| Keysight Spectrum Analyzer - Occupied BW

RL RF 500  AC CORREC [ SENSE:INT] SOURCE OFF | ALIGN AUTO [07:57:48 PM Apr21, 2022

Center Freq: 5.745000000 GHz Radic Std: None
Trig: Free Run Avg|Hold: 100/100

—_—
#IFGain:Low #Atten: 20 dB Radio Device: BTS

#Res BW 100 kHz #VBW 300 kHz Sweep 4.8 ms

Occupied Bandwidth Total Power 26.2 dBm
19.029 MHz

Transmit Freq Error -13.995 kHz % of OBW Power 99.00 %

x dB Bandwidth 19.00 MHz x dB -6.00 dB

Tracel/Detector

Clear Write

IM SG STATUS

Plot 7-111. 6dB Bandwidth Plot SISO ANT2 (20MHz BW 802.11ax — 242 Tones (UNII Band 3) — Ch. 149)

|_ Keysight Spectrum Analyzer - Occupied BW

RL RF 500 AC CORREC ‘ EEI‘JEE:IHT‘ SOURCE OFF ‘ ALIGN AUTO ‘D?:ES:I] PM Apr21, 2022

Center Freq: 5.785000000 GHz Radic Std: None
. 1rig: Free Run Avg|Hold: 100/100
#Atten: 20 dB

#IFGain:Low Radic Device: BTS
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Center 5.785 GHz Span 50 MHz
#Res BW 100 kHz #VBW 300 kHz Sweep 4.8 ms

Occupied Bandwidth Total Power 27.2 dBm
19.165 MHz

Transmit Freq Error -14.429 kHz % of OBW Power 99.00 %

x dB Bandwidth 19.10 MHz x dB -6.00 dB
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| Keysight Spectrum Analyzer - Occupied BW

RL RF 500  AC CORREC [ SENSE:INT] SOURCE OFF | ALIGN AUTO [07:58:40 PM Apr21, 2022

Center Freq: 5.825000000 GHz Radic Std: None
—— 1rig: Free Run Avg|Hold: 100/100
#IFGain:Low #Atten: 20 dB Radio Device: BTS

.......

#Res BW 100 kHz #VBW 300 kHz Sweep 4.8 ms

Occupied Bandwidth Total Power 27.3 dBm
19.189 MHz

Transmit Freq Error -36.927 kHz % of OBW Power 99.00 %
x dB Bandwidth 18.98 MHz x dB -6.00 dB

Tracel/Detector

Clear Write

IM SG STATUS

Plot 7-113. 6dB Bandwidth Plot SISO ANT2 (20MHz BW 802.11ax — 242 Tones (UNII Band 3) — Ch. 165)

| Keysight Spectrum Analyzer - Occupied BW

RL RF 500 AC CORREC ‘ EEI‘JEE:IHT‘ SOURCE OFF ‘ ALIGN AUTO ‘DE:DE:E} PM Apr21, 2022

Center Freq: 5.755000000 GHz Radic Std: None
—p 1rig: Free Run Avg|Held: 100/100
#Atten: 20 dB

#IFGain:Low Radic Device: BTS
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Center 5.755 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 9.6 ms

Occupied Bandwidth Total Power 28.0 dBm
38.172 MHz

Transmit Freq Error 8.750 kHz % of OBW Power 99.00 %
x dB Bandwidth 38.08 MHz x dB -6.00 dB
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| Keysight Spectrum Analyzer - Occupied BW

RL RF 500  AC CORREC [ SENSE:INT] SOURCE OFF | ALIGN AUTO [08:07:53 PM Apr21, 2022

Center Freq: 5.795000000 GHz Radic Std: None
Trig: Free Run Avg|Hold: 100/100

—_—
#IFGain:Low #Atten: 20 dB Radio Device: BTS

#Res BW 100 kHz #VBW 300 kHz Sweep 9.6 ms

Occupied Bandwidth Total Power 28.0 dBm
38.129 MHz

Transmit Freq Error -27.306 kHz % of OBW Power 99.00 %

x dB Bandwidth 38.16 MHz x dB -6.00 dB

Tracel/Detector

Clear Write

IM SG STATUS

Plot 7-115. 6dB Bandwidth Plot SISO ANT2 (40MHz BW 802.11ax — 484 Tones (UNII Band 3) — Ch. 159)

|_ Keysight Spectrum Analyzer - Occupied BW

RL RF 500 AC CORREC ‘ EEI‘JEE:IHT‘ SOURCE OFF ‘ ALIGN AUTO ‘DE:17:42 PM Apr25, 2022

Center Freq: 5.775000000 GHz Radic Std: None
. 1rig: Free Run Avg|Hold: 100/100
#Atten: 20 dB

#IFGain:Low Radic Device: BTS
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Center 5.775 GHz
#Res BW 100 kHz #VBW 300 kHz Sweep 19.13 ms

Occupied Bandwidth Total Power 27.1 dBm
77.783 MHz

Transmit Freq Error -109.81 kHz % of OBW Power 99.00 %

x dB Bandwidth 78.27 MHz x dB -6.00 dB
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Plot 7-116. 6dB Bandwidth Plot SISO ANT2 (80MHz BW 802.11ax — 996 Tones (UNII Band 3) — Ch. 155)

MEASUREMENT REPORT

FCC ID: C3K1997 (CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N: Test Dates: EUT Type:
1M2204040049-16-R2.C3K 3/14/2022-8/18/2022 Portable Computing Device

Page 85 of 309

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical

V 9.0 02/01/2019
including photocopying and microfilm, without

written permission from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact

ct.info@element.com.




@ clement

7.4 UNII Output Power Measurement — 802.11ax OFDMA
15.407(a.1.iv) §15.407(a.2) §15.407(a.3

Test Overview and Limits

A transmitter antenna terminal of the EUT is connected to the input of an RF pulse power sensor. Measurement is
made using a broadband average power meter while the EUT is operating at its maximum duty cycle, at its
maximum power control level, as defined in ANSI C63.10-2013 and KDB 789033 D02 v02r01, and at the appropriate
frequencies.

In the 5.15 — 5.25GHz band, the maximum permissible conducted output power is 250mW (23.98dBm).

In the 5.25 — 5.35GHz band, the maximum permissible conducted output power is the lesser of 250mW
(23.98dBm) or 11 dBm + 10log10(26dB BW) = 11 dBm + 10l0og10(33.46) = 26.25dBm.

In the 5.47 — 5.725GHz band, the maximum permissible conducted output power is the lesser of 250mW
(23.98dBm) or 11 dBm + 10log10(26dB BW) = 11 dBm + 10l0og10(31.71) = 26.01dBm.

In the 5.725 — 5.850GHz band, the maximum permissible conducted output power is 1W (30dBm). The
maximum e.i.r.p. is 36 dBm.

Test Procedure Used

ANSI C63.10-2013 — Section 12.3.3.2 Method PM-G

KDB 789033 D02 v02r01 — Section E)3)b) Method PM-G

ANSI C63.10-2013 — Section 14.2 Measure-and-Sum Technique
KDB 662911 v02r01 — Section E)1) Measure-and-Sum Technique

Test Settings
Average power measurements were performed only when the EUT was transmitting at its maximum power
control level using a broadband power meter with a pulse sensor. The power meter implemented triggering
and gating capabilities which were set up such that power measurements were recorded only during the

ON time of the transmitter. The trace was averaged over 100 traces to obtain the final measured average
power.

Test Setup

The EUT and measurement equipment were set up as shown in the diagram below.

P —
‘é??! - '5 s ), { EUT |

Figure 7-3. Test Instrument & Measurement Setup
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SISO Antenna-1 Conducted Output Power Measurements (26 Tones)

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones Power Limit Power
0 4 8 [dBm] Margin [dB]
5180 36 AVG 26T 11.18 11.36 11.25 23.98 -12.62
5200 40 AVG 26T 11.10 11.27 11.16 23.98 -12.71
5240 48 AVG 26T 11.17 11.30 11.20 23.98 -12.68
5260 52 AVG 26T 11.48 11.08 11.49 23.47 -11.98
5280 56 AVG 26T 11.42 11.05 11.44 23.47 -12.03
5320 64 AVG 26T 11.21 11.22 11.15 23.47 -12.25
5500 100 AVG 26T 10.42 10.45 10.39 22.80 -12.35
5600 120 AVG 26T 10.92 11.05 10.83 22.80 -11.75
5720 144 AVG 26T 10.29 10.44 10.62 22.80 -12.18
5745 149 AVG 26T 19.98 19.60 19.95 30.00 -10.02
5785 157 AVG 26T 19.84 19.50 19.83 30.00 -10.16
5825 165 AVG 26T 19.93 19.46 19.87 30.00 -10.07
Table 7-10. SISO ANT1 20MHz BW (UNII) Maximum Conducted Output Power (26 Tones)
Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones RU Index Power Limit Power
0 8 17 [dBm] Margin [dB]
5190 38 AVG 26T 10.97 10.84 11.07 23.98 -12.91
5230 46 AVG 26T 11.07 10.84 11.06 23.98 -12.91
5270 54 AVG 26T 11.04 11.42 11.01 23.47 -12.05
5310 62 AVG 26T 11.14 11.04 11.11 23.47 -12.33
5510 102 AVG 26T 10.98 11.11 11.10 22.80 -11.69
5590 118 AVG 26T 11.30 10.93 11.09 22.80 -11.50
5710 142 AVG 26T 11.44 11.06 10.99 22.80 -11.36
5755 151 AVG 26T 19.62 19.84 19.86 30.00 -10.14
5795 159 AVG 26T 19.96 19.75 19.93 30.00 -10.04

Table 7-11. SISO ANT1 40MHz BW (UNII) Maximum Conducted Output Power (26 Tones)
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Conducted | Conducted .
Freq [MHz] | Channel | Detector | Tones RU Index Power Limit Power An[tdg]aln
0 18 36 [dBm] Margin [dB]
5210 42 AVG 26T 11.09 11.13 11.37 23.98 -12.61 0.60
5290 58 AVG 26T 11.42 11.31 11.35 23.47 -12.05 0.50
5530 106 AVG 26T 10.78 11.40 11.18 22.80 -11.40 3.30
5610 122 AVG 26T 11.22 11.34 11.04 22.80 -11.46 3.30
5690 138 AVG 26T 11.03 11.33 11.05 22.80 -11.47 3.30
5775 155 AVG 26T 19.73 19.94 19.44 30.00 -10.06 3.60
Table 7-12. SISO ANT1 80MHz BW (UNII) Maximum Conducted Output Power (26 Tones)
N Freq Avg Conducted Power (dBm) Conducted Conducted
I ; Band [MHZ] Channel | Tones RU Index Power Limit Power
== 0 18 36 [dBm] | Margin [dB]
8 1 5250 50 26T 11.01 11.12 11.27 23.98 -12.71
2C 5570 114 26T 11.18 11.16 11.21 22.80 -11.59
Table 7-13. SISO ANT1 160MHz (L) BW (UNII) Maximum Conducted Output Power (26 Tones)
N e Avg Conducted Power (dBm) Conducted | Conducted
I ; Band [MHZ] Channel | Tones RU Index Power Limit Power
g = 0 18 36 [dBm] | Margin [dB]
S 1 5250 50 26T 9.86 9.98 9.58 23.98 -14.00
2C 5570 114 26T 10.95 11.26 11.08 22.80 -11.54

Table 7-14. SISO ANT1 160MHz (U) BW (UNII) Maximum Conducted Output Power (26 Tones)
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@ clement

SISO Antenna-1 Conducted Output Power Measurements (52 Tones)

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones Power Limit Power
37 39 40 [dBm] Margin [dB]
5180 36 AVG 52T 12.94 12.69 12.90 23.98 -11.04
5200 40 AVG 52T 12.85 12.64 12.91 23.98 -11.07
5240 48 AVG 52T 12.84 12.65 12.78 23.98 -11.14
5260 52 AVG 52T 12.90 12.75 12.92 23.47 -10.55
5280 56 AVG 52T 12.86 12.56 12.88 23.47 -10.59
5320 64 AVG 52T 12.82 12.60 12.79 23.47 -10.65
5500 100 AVG 52T 12.99 12.66 12.81 22.80 -9.81
5600 120 AVG 52T 12.92 12.60 12.83 22.80 -9.88
5720 144 AVG 52T 12.88 12.68 12.90 22.80 -9.90
5745 149 AVG 52T 19.89 19.58 19.78 30.00 -10.11
5785 157 AVG 52T 19.70 19.53 19.74 30.00 -10.26
5825 165 AVG 52T 19.83 19.62 19.59 30.00 -10.17
Table 7-15. SISO ANT1 20MHz BW (UNII) Maximum Conducted Output Power (52 Tones)
Conducted | Conducted
RU Index _
Freq [MHz] | Channel | Detector | Tones Power Limit Power
37 40 44 [dBm] Margin [dB]
5190 38 AVG 52T 12.85 12.64 12.92 23.98 -11.06
5230 46 AVG 52T 12.96 12.74 12.76 23.98 -11.02
5270 54 AVG 52T 12.87 12.66 12.83 23.47 -10.60
5310 62 AVG 52T 12.86 12.85 12.96 23.47 -10.51
5510 102 AVG 52T 12.72 12.92 12.77 22.80 -9.88
5590 118 AVG 52T 12.75 12.95 12.87 22.80 -9.85
5710 142 AVG 52T 12.90 12.67 12.74 22.80 -9.90
5755 151 AVG 52T 19.62 19.89 19.99 30.00 -10.01
5795 159 AVG 52T 19.94 19.81 19.91 30.00 -10.06

Table 7-16. SISO ANT1 40MHz BW (UNII) Maximum Conducted Output Power (52 Tones)
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@ clement

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones Power Limit Power
37 44 52 [dBm] Margin [dB]
5210 42 AVG 52T 12.92 12.63 12.55 23.98 -11.06
5290 58 AVG 52T 12.50 12.45 12.54 23.47 -10.93
5530 106 AVG 52T 12.71 12.72 12.69 22.80 -10.08
5610 122 AVG 52T 12.77 12.93 12.92 22.80 -9.87
5690 138 AVG 52T 12.97 12.76 12.72 22.80 -9.83
5775 155 AVG 52T 19.69 19.93 19.95 30.00 -10.05

Table 7-17. SISO ANT1 80MHz BW (UNII) Maximum Conducted Output Power (52 Tones)

N Fre Avg Conducted Power (dBm) Conducted Conducted
I ; Band [MHg] Channel | Tones RU Index Power Limit Power
== 37 44 52 [dBm] | Margin [dB]
© 1 5250 50 52T 12.46 12.88 12.42 23.98 -11.10
2C 5570 114 52T 12.71 12.91 12.73 22.80 -9.89
Table 7-18. SISO ANT1 160MHz (L) BW (UNII) Maximum Conducted Output Power (52 Tones)
N Fre Avg Conducted Power (dBm) Conducted | Conducted
I Band [MHg] Channel | Tones RU Index Power Limit Power
== 3 2 5 [dBm] | Margin [dB]
8 1 5250 50 52T 12.57 12.65 12.80 23.98 -11.18
2C 5570 114 52T 12.53 12.92 12.52 22.80 -9.88

Table 7-19. SISO ANT1 160MHz (U) BW (UNII) Maximum Conducted Output Power (52 Tones)
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@ clement

SISO Antenna-1 Conducted Output Power

Measurements (106 Tones)

RU Index Conducfce(.j Conducted
Freq [MHz] | Channel | Detector | Tones Power Limit Power

53 54 [dBm] Margin [dB]
5180 36 AVG 106T 16.59 16.54 23.98 -7.39
5200 40 AVG 106T 16.52 16.54 23.98 -7.44
5240 48 AVG 106T 16.42 16.44 23.98 -7.54
5260 52 AVG 106T 15.74 15.76 23.47 -7.71
5280 56 AVG 106T 15.72 15.73 23.47 -7.74
5320 64 AVG 106T 15.96 15.97 23.47 -7.50
5500 100 AVG 106T 15.96 15.89 22.80 -6.84
5600 120 AVG 106T 15.68 15.53 22.80 -7.12
5720 144 AVG 106T 15.71 15.64 22.80 -7.09
5745 149 AVG 106T 19.64 19.80 30.00 -10.20
5785 157 AVG 106T 19.89 19.72 30.00 -10.11
5825 165 AVG 106T 19.74 19.90 30.00 -10.10

Table 7-20. SISO ANT1 20MHz BW (UNII) Maximum Conducted Output Power (106 Tones)

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones Power Limit Power
53 54 56 [dBm] Margin [dB]
5190 38 AVG 106T 16.74 16.51 16.78 23.98 -7.20
5230 46 AVG 106T 16.81 16.70 16.73 23.98 -7.17
5270 54 AVG 106T 15.84 15.60 15.79 23.47 -7.63
5310 62 AVG 106T 15.91 15.92 15.96 23.47 -7.51
5510 102 AVG 106T 15.57 15.97 15.87 22.80 -6.83
5590 118 AVG 106T 15.93 15.78 15.63 22.80 -6.87
5710 142 AVG 106T 15.94 15.67 15.72 22.80 -6.86
5755 151 AVG 106T 19.68 19.98 19.97 30.00 -10.02
5795 159 AVG 106T 19.99 19.89 19.98 30.00 -10.01

Table 7-21. SISO ANT1 40MHz BW (UNII) Maximum Conducted Output Power (106 Tones)
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@ clement

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones Power Limit Power
53 56 60 [dBm] Margin [dB]
5210 42 AVG 106T 16.59 16.61 16.68 23.98 -7.30
5290 58 AVG 106T 15.68 15.69 15.82 23.47 -7.65
5530 106 AVG 106T 15.51 15.79 15.77 22.80 -7.01
5610 122 AVG 106T 15.96 15.50 15.60 22.80 -6.84
5690 138 AVG 106T 15.83 15.90 15.74 22.80 -6.90
5775 155 AVG 106T 19.75 19.91 19.97 30.00 -10.03

Table 7-22. SISO ANT1 80MHz BW (UNII) Maximum Conducted Output Power (106 Tones)

N Freq Avg Conducted Power (dBm) ConducFec_i Conducted
I ; Band [MHZ] Channel | Tones RU Index Power Limit quer
== 53 56 60 [dBm] | Margin [dB]
8 1 5250 50 106T 16.80 16.85 16.90 23.98 -7.08
2C 5570 114 106T 15.71 15.77 15.56 22.80 -7.03

Table 7-23. SISO A

NT1 160MHz (L) BW (UNII) Maximum Conducted Output

Power (106 Tones)

N i Avg Conducted Power (dBm) Conducted | Conducted
T Band [MHg] Channel | Tones RU Index Power Limit Power
== 5 56 60 | [d8Bml | Margin [de]
8 1 5250 50 106T 15.69 15.93 15.87 23.98 -8.05
2C 5570 114 106T 15.49 15.97 15.56 22.80 -6.83

Table 7-24. SISO ANT1 160MHz (U) BW (UNII) Maximum Conducted Output Power (106 Tones)
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@ clement

SISO Antenna-1 Conducted Output Power Measurements (242 Tones)

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector [ Tones Power Limit Power
61 [dBm] Margin [dB]
5180 36 AVG 242T 17.78 23.98 -6.20
5200 40 AVG 242T 17.78 23.98 -6.20
5240 48 AVG 2427 17.33 23.98 -6.65
5260 52 AVG 2427 20.15 23.47 -3.32
5280 56 AVG 242T 20.22 23.47 -3.25
5320 64 AVG 242T 19.48 23.47 -3.99
5500 100 AVG 2427 17.62 22.80 -5.18
5600 120 AVG 2427 19.75 22.80 -3.05
5720 144 AVG 242T 19.59 22.80 -3.21
5745 149 AVG 2427 19.98 30.00 -10.02
5785 157 AVG 242T 20.60 30.00 -9.40
5825 165 AVG 242T 20.58 30.00 -9.42

Table 7-25. SISO ANT1 20MHz BW (UNII) Maximum Conducted Output Power (242 Tones)

RU Index Conducted | Conducted
Freg [MHz] [ Channel | Detector | Tones Power Limit Power
61 62 [dBm] Margin [dB]
5190 38 AVG 242T 17.11 17.17 23.98 -6.81
5230 46 AVG 242T 17.23 17.41 23.98 -6.57
5270 54 AVG 242T 20.30 20.30 23.47 -3.17
5310 62 AVG 242T 20.46 19.45 23.47 -3.01
5510 102 AVG 242T 16.44 19.87 22.80 -2.93
5590 118 AVG 242T 19.84 19.67 22.80 -2.96
5710 142 AVG 242T 16.80 19.51 22.80 -3.29
5755 151 AVG 242T 19.96 20.87 30.00 -9.13
5795 159 AVG 242T 20.98 20.86 30.00 -9.02

Table 7-26. SISO ANT1 40MHz BW (UNII) Maximum Conducted Output Power (242 Tones)
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@ clement

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones Power Limit Power
61 62 64 [dBm] Margin [dB]
5210 42 AVG 242T 17.37 17.31 17.57 23.98 -6.41
5290 58 AVG 242T 20.17 20.18 19.32 23.47 -3.29
5530 106 AVG 242T 17.78 19.42 19.70 22.80 -3.10
5610 122 AVG 242T 19.53 19.50 19.81 22.80 -2.99
5690 138 AVG 242T 19.43 19.82 19.65 22.80 -2.98
5775 155 AVG 242T 19.74 20.95 20.94 30.00 -9.05

Table 7-27. SISO ANT1 80MHz BW (UNII) Maximum Conducted Output Power (242 Tones)

N Freq Avg Conducted Power (dBm) ConducFec_i Conducted
I ; Band [MHZ] Channel | Tones RU Index Power Limit quer
== 61 62 64 [dBm] | Margin [dB]
8 1 5250 50 242T 17.07 17.27 17.41 23.98 -6.57
2C 5570 114 242T 19.86 19.79 19.75 22.80 -2.94

Table 7-28. SISO A

NT1 160MHz (L) BW (UNII) Maximum Conducted Output

Power (242 Tones)

N i Avg Conducted Power (dBm) Conducted | Conducted
T Band [MHg] Channel | Tones RU Index Power Limit Power
= % 61 62 64 [dBm] | Margin [dB]
8 1 5250 50 242T 20.34 20.44 20.43 23.98 -3.54
2C 5570 114 242T 19.60 19.98 19.54 22.80 -2.82

Table 7-29. SISO ANT1 160MHz (U) BW (UNII) Maximum Conducted Output Power (242 Tones)
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@ clement

SISO Antenna-1 Conducted Output Power Measurements (484 Tones)

RU Index Conducf[ec_i Conducted
Freq [MHz] | Channel | Detector [ Tones Power Limit Power
65 [dBm] Margin [dB]
5190 38 AVG 484T 16.34 23.98 -7.64
5230 46 AVG 484T 16.72 23.98 -7.26
5270 54 AVG 484T 19.65 23.47 -3.82
5310 62 AVG 4841 15.43 23.47 -8.04
5510 102 AVG 484T 16.45 22.80 -6.35
5590 118 AVG 484T 19.69 22.80 -3.11
5710 142 AVG 4841 19.71 22.80 -3.09
5755 151 AVG 4841 20.99 30.00 -9.01
5795 159 AVG 4847 18.75 30.00 -11.25

Table 7-30. SISO ANT1 40MHz BW (UNII) Maximum Conducted Output Power (484 Tones)

RU Index ConducFeq Conducted Ant. Gain
Freq [MHz] [ Channel | Detector | Tones Power Limit Power [dBi]
65 66 [dBm] Margin [dB]
5210 42 AVG 484T 15.97 16.88 23.98 -7.10 0.60
5290 58 AVG 4841 19.73 15.97 23.47 -3.74 0.50
5530 106 AVG 484T 16.35 17.77 22.80 -5.03 3.30
5610 122 AVG 484T 19.68 19.69 22.80 -3.11 3.30
5690 138 AVG 4841 19.80 19.59 22.80 -3.00 3.30
5775 155 AVG 484T 20.64 18.75 30.00 -9.36 3.60

Table 7-31. SISO ANT1 80MHz BW (UNII) Maximum Conducted Output Power (484 Tones)

N Fre Avg Conducted Power (dBm) Conducted | Conducted
I Band [MHg] Channel | Tones RU Index Power Limit Power
E c
= 65 66 [dBm] Margin [dB]
8 1 5250 50 484T 16.41 16.41 23.98 -7.57
2C 5570 114 484T 16.48 17.62 22.80 -5.18
Table 7-32. SISO ANT1 160MHz (L) BW (UNII) Maximum Conducted Output Power (484 Tones)
N Fre Avg Conducted Power (dBm) Conducted | Conducted
% = Band [MHg] Channel | Tones RU Index Power Limit Power
S o 65 66 [dBm] Margin [dB]
S 1 5250 50 4841 18.47 15.97 23.98 -5.51
2C 5570 114 484T 19.74 19.22 22.80 -3.06

Table 7-33. SISO ANT1 160MHz (U) BW (UNII) Maximum Conducted Output Power (484 Tones)
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@ clement

SISO Antenna-1 Conducted Output Power Measurements (996 Tones)

RU Index Conducf[e(.J Conducted
Freq [MHz] | Channel | Detector [ Tones Power Limit Power
67 [dBm] Margin [dB]
5210 42 AVG 996T 16.84 23.98 -7.14
5290 58 AVG 996T 16.04 23.47 -7.43
5530 106 AVG 996T 16.15 22.80 -6.65
5610 122 AVG 996T 19.96 22.80 -2.84
5690 138 AVG 996T 19.54 22.80 -3.26
5775 155 AVG 996T 19.97 30.00 -10.03

Table 7-34. SISO ANT1 80MHz BW (UNII) Maximum Conducted Output Power (996 Tones)

Avg Conducted

N Freq Power (dBm) Conducfcet'j Conducted

I Band [MHZ] Channel | Tones RU Index Power Limit Power

S = [dBm] | Margin [dB]

o m 67

8 1 5250 50 996T 16.22 23.98 -7.76
2C 5570 114 996T 16.39 22.80 -6.41

Table 7-35. SISO ANT1 160MHz (L) BW (UNII) Maximum Conducte

d Output Power (996 Tones)

Avg Conducted

N Freq Power (dBm) Conducted | Conducted
L = Band [MHZ] Channel | Tones RU Index Power Limit Power
C§> = = [dBm] | Margin [dB]
8 1 5250 50 996T 16.08 23.98 -7.90
2C 5570 114 996T 19.55 22.80 -3.25

Table 7-36. SISO ANT1 160MHz (U) BW (UNIIl) Maximum Conducte

d Output Power (996 Tones)

Avg Conducted

N Ereq Power (dBm) Conducted | Conducted
L = Band [MHZ] Channel | Tones RU Index Power Limit Power
CE) = o8 [dBm] Margin [dB]
= 1 | 5250 50 996 T2 16.44 23.98 7.54
2C 5570 114 996 Tx2 16.05 22.80 -6.75

Table 7-37. SISO ANT1 160MHz BW (UNII) Maximum Conducted Output Power (2x996 Tones)
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@ clement

SISO Antenna-2 Conducted Output Power Measurements (26 Tones)

Conducted | Conducted

Freq [MHz] | Channel | Detector | Tones RU Index Power Limit Power
0 4 8 [dBm] Margin [dB]
5180 36 AVG 26T 11.26 10.93 11.41 23.98 -12.57
5200 40 AVG 26T 11.22 10.84 11.33 23.98 -12.65
5240 48 AVG 26T 11.26 11.06 11.43 23.98 -12.55
5260 52 AVG 26T 11.29 11.47 11.48 23.47 -11.99
5280 56 AVG 26T 11.27 10.87 11.43 23.47 -12.04
5320 64 AVG 26T 11.47 11.02 11.44 23.47 -12.00
5500 100 AVG 26T 10.93 10.95 10.91 22.80 -11.85
5600 120 AVG 26T 11.45 11.49 11.28 22.80 -11.31
5720 144 AVG 26T 10.66 10.59 10.47 22.80 -12.14
5745 149 AVG 26T 19.69 19.81 19.66 30.00 -10.19
5785 157 AVG 26T 19.57 19.66 19.97 30.00 -10.03
5825 165 AVG 26T 19.98 19.69 19.66 30.00 -10.02

Table 7-38. SISO ANT2 20MHz BW (UNII) Maximum Conducted Output Power (26 Tones)

Conducted | Conducted

Freq [MHz] | Channel | Detector | Tones RU Index Power Limit Power
0 8 17 [dBm] Margin [dB]
5190 38 AVG 26T 11.06 10.97 11.23 23.98 -12.75
5230 46 AVG 26T 11.13 11.08 11.40 23.98 -12.58
5270 54 AVG 26T 11.48 11.27 11.42 23.47 -11.99
5310 62 AVG 26T 11.28 11.23 11.48 23.47 -11.99
5510 102 AVG 26T 10.99 11.07 11.18 22.80 -11.62
5590 118 AVG 26T 11.33 11.10 11.25 22.80 -11.47
5710 142 AVG 26T 11.01 10.73 10.95 22.80 -11.79
5755 151 AVG 26T 19.75 19.54 19.60 30.00 -10.25
5795 159 AVG 26T 19.81 19.58 19.77 30.00 -10.19

Table 7-39. SISO ANT2 40MHz BW (UNII) Maximum Conducted Output Power (26 Tones)
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@ clement

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones Power Limit Power
0 18 36 [dBm] Margin [dB]
5210 42 AVG 26T 11.18 11.26 11.23 23.98 -12.72
5290 58 AVG 26T 11.29 11.17 11.48 23.47 -11.99
5530 106 AVG 26T 10.89 10.97 11.31 22.80 -11.49
5610 122 AVG 26T 11.12 10.93 11.25 22.80 -11.55
5690 138 AVG 26T 11.08 10.88 10.92 22.80 -11.72
5775 155 AVG 26T 19.79 19.68 19.79 30.00 -10.21

Table 7-40. SISO ANT2 80MHz BW (UNII) Maximum Conducted Output Power (26 Tones)

= Freq Avg Conducted Power (dBm) Conducted Conducted
I Band Channel | Tones RU Index Power Limit |Power Margin
== (] 0 15 3 [dBrm] [dB]
8 1 5250 50 26T 10.90 11.01 11.17 23.98 -12.81

2C 5570 114 26T 10.87 11.16 11.36 22.80 -11.44

Table 7-41. SISO ANT2 160MHz (L) BW (UNII) Maximum Conducted Output Power (26 Tones)

N = Avg Conducted Power (dBm) Conduc.tec'i Conducted'
T Band Channel | Tones RU Index Power Limit |Power Margin
== izl 0 18 % [dB [d8]
S 1 5250 50 26T 10.58 10.37 10.56 23.98 -13.40

2C 5570 114 26T 11.03 10.99 11.03 22.80 -11.77

Table 7-42. SISO ANT2 160MHz (U) BW (UNII) Maximum Conducted Output Power (26 Tones)
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@ clement

SISO Antenna-2 Conducted Output Power Measurements (52 Tones)

Conducted | Conducted

Freq [MHz] | Channel | Detector | Tones RU Index Power Limit Power
37 39 40 [dBm] Margin [dB]
5180 36 AVG 52T 12.97 12.98 12.41 23.98 -11.00
5200 40 AVG 52T 12.93 12.83 12.98 23.98 -11.00
5240 48 AVG 52T 12.90 12.77 12.92 23.98 -11.06
5260 52 AVG 52T 12.90 12.78 12.99 23.47 -10.48
5280 56 AVG 52T 12.89 12.75 12.98 23.47 -10.49
5320 64 AVG 52T 12.60 12.50 12.75 23.47 -10.72
5500 100 AVG 52T 12.58 12.90 12.51 22.80 -9.90
5600 120 AVG 52T 12.82 12.55 12.73 22.80 -9.98
5720 144 AVG 52T 12.90 12.65 12.86 22.80 -9.90
5745 149 AVG 52T 19.92 19.62 19.71 30.00 -10.08
5785 157 AVG 52T 19.60 19.88 19.59 30.00 -10.12
5825 165 AVG 52T 19.58 19.96 19.57 30.00 -10.04

Table 7-43. SISO ANT2 20MHz BW (UNII) Maximum Conducted Output Power (52 Tones)

Conducted | Conducted

Freq [MHz] | Channel | Detector | Tones RU Index Power Limit Power
37 40 44 [dBm] Margin [dB]
5190 38 AVG 52T 12.93 12.91 12.72 23.98 -11.05
5230 46 AVG 52T 12.97 12.53 12.63 23.98 -11.01
5270 54 AVG 52T 12.75 12.60 12.76 23.47 -10.71
5310 62 AVG 52T 12.50 12.52 12.68 23.47 -10.79
5510 102 AVG 52T 12.97 12.72 12.93 22.80 -9.83
5590 118 AVG 52T 12.75 12.50 12.58 22.80 -10.05
5710 142 AVG 52T 12.82 12.69 12.66 22.80 -9.98
5755 151 AVG 52T 19.80 19.63 19.70 30.00 -10.20
5795 159 AVG 52T 19.61 19.98 19.56 30.00 -10.02

Table 7-44. SISO ANT2 40MHz BW (UNII) Maximum Conducted Output Power (52 Tones)

MEASUREMENT REPORT Approved by:
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(CERTIFICATION) Technical Manager
Test Report S/N: Test Dates: EUT Type:
) ) Page 99 of 309
1M2204040049-16-R2.C3K | 3/14/2022-8/18/2022 Portable Computing Device

V 9.0 02/01/2019
Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
written permission from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact
ct.info@element.com.



@ clement

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones Power Limit Power
37 44 52 [dBm] Margin [dB]
5210 42 AVG 52T 12.59 12.94 12.61 23.98 -11.04
5290 58 AVG 52T 12.95 12.82 12.67 23.47 -10.52
5530 106 AVG 52T 12.96 12.76 12.75 22.80 -9.84
5610 122 AVG 52T 12.79 12.54 12.76 22.80 -10.01
5690 138 AVG 52T 12.88 12.70 12.80 22.80 -9.92
5775 155 AVG 52T 19.87 19.70 19.72 30.00 -10.13

Table 7-45. SISO ANT2 80MHz BW (UNII) Maximum Conducted Output Power (52 Tones)

= Freq Avg Conducted Power (dBm) Conducted Conducted
I Band Channel | Tones RU Index Power Limit |Power Margin
= % (MHz] 37 44 52 [dBm] [dB]
8 1 5250 50 52T 12.89 12.97 12.86 23.98 -11.01

2C 5570 114 52T 12.88 12.62 12.49 22.80 -9.92

Table 7-46. SISO ANT2 160MHz (L) BW (UNII) Maximum Conducted Output Power (52 Tones)

N = Avg Conducted Power (dBm) Conduc.tec'i Conducted'
T Band Channel | Tones RU Index Power Limit |Power Margin
== (el 37 2 52 [dBm] [d8]
S 1 5250 50 52T 12.84 12.94 12.85 23.98 -11.04

2C 5570 114 52T 12.96 12.89 12.64 22.80 -9.84

Table 7-47. SISO ANT2 160MHz (U) BW (UNII) Maximum Conducted Output Power (52 Tones)
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@ clement

SISO Antenna-2 Conducted Output Power Measurements (106 Tones)

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones Power Limit Power

53 54 [dBm] Margin [dB]
5180 36 AVG 106T 16.79 16.88 23.98 -7.10
5200 40 AVG 106T 16.72 16.85 23.98 -7.13
5240 48 AVG 106T 16.75 16.73 23.98 -7.23
5260 52 AVG 106T 15.85 15.90 23.47 -7.57
5280 56 AVG 106T 15.77 15.90 23.47 -7.57
5320 64 AVG 106T 15.87 15.98 23.47 -7.49
5500 100 AVG 106T 15.56 15.54 22.80 -7.24
5600 120 AVG 106T 15.53 15.52 22.80 -7.27
5720 144 AVG 106T 15.87 15.77 22.80 -6.93
5745 149 AVG 106T 19.93 19.90 30.00 -10.07
5785 157 AVG 106T 19.60 19.68 30.00 -10.32
5825 165 AVG 106T 19.66 19.66 30.00 -10.34

Table 7-48. SISO ANT2 20MHz BW (UNII) Maximum Conducted Output Power (106 Tones)

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones Power Limit Power
53 54 56 [dBm] Margin [dB]
5190 38 AVG 106T 16.90 16.79 16.90 23.98 -7.08
5230 46 AVG 106T 16.83 16.73 16.88 23.98 -7.10
5270 54 AVG 106T 15.74 15.54 15.80 23.47 -7.67
5310 62 AVG 106T 15.47 15.52 15.75 23.47 -7.72
5510 102 AVG 106T 15.94 15.79 15.82 22.80 -6.86
5590 118 AVG 106T 15.60 15.99 15.47 22.80 -6.81
5710 142 AVG 106T 15.67 15.62 15.58 22.80 -7.13
5755 151 AVG 106T 19.82 19.69 19.75 30.00 -10.18
5795 159 AVG 106T 19.62 19.47 19.61 30.00 -10.38

Table 7-49. SISO ANT2 40MHz BW (UNII) Maximum Conducted Output Power (106 Tones)

FCC ID: C3K1997

MEASUREMENT REPORT
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@ clement

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones Power Limit Power
53 56 60 [dBm] Margin [dB]
5210 42 AVG 106T 16.34 16.40 16.70 23.98 -7.28
5290 58 AVG 106T 15.72 15.69 15.98 23.47 -7.49
5530 106 AVG 106T 15.89 15.74 15.68 22.80 -6.91
5610 122 AVG 106T 15.61 15.42 15.73 22.80 -7.07
5690 138 AVG 106T 15.80 15.59 15.62 22.80 -7.00
5775 155 AVG 106T 19.83 19.71 19.71 30.00 -10.17

Table 7-50. SISO ANT2 80MHz BW (UNII) Maximum Conducted Output Power (106 Tones)

= Freq Avg Conducted Power (dBm) Conducted Conducted
I Band Channel | Tones RU Index Power Limit |Power Margin
= % (MHz] 53 56 60 [dBm] [dB]
8 1 5250 50 106T 16.73 16.95 16.73 23.98 -7.03

2C 5570 114 106T 15.63 15.87 15.72 22.80 -6.93

Table 7-51. SISO ANT2 160MHz (L) BW (UNII) Maximum Conducted Output Power (106 Tones)

N = Avg Conducted Power (dBm) Conduc.tec'i Conducted'
T Band Channel | Tones RU Index Power Limit |Power Margin
== i 5 56 & [dBm [d8]
o m
S 1 5250 50 106T 15.85 15.90 15.90 23.98 -8.08

2C 5570 114 106T 15.67 15.52 15.97 22.80 -6.83

Table 7-52. SISO ANT2 160MHz (U) BW (UNII) Maximum Conducted Output Power (106 Tones)
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@ clement

SISO Antenna-2 Conducted Output Power Measurements (242 Tones)

RU Index Conducted | Conducted
Freg [MHz] | Channel | Detector | Tones Power Limit Power

61 [dBm] Margin [dB]
5180 36 AVG 242T 17.61 23.98 -6.37
5200 40 AVG 242T 17.59 23.98 -6.39
5240 48 AVG 242T 17.85 23.98 -6.13
5260 52 AVG 242T 20.30 23.47 -3.17
5280 56 AVG 242T 20.23 23.47 -3.24
5320 64 AVG 242T 19.30 23.47 -4.17
5500 100 AVG 242T 17.63 22.80 -5.17
5600 120 AVG 242T 19.56 22.80 -3.24
5720 144 AVG 242T 19.67 22.80 -3.13
5745 149 AVG 242T 19.79 30.00 -10.21
5785 157 AVG 242T 20.68 30.00 -9.32
5825 165 AVG 242T 20.61 30.00 -9.39

Table 7-53. SISO ANT2 20MHz BW (UNII) Maximum Conducted Output Power (242 Tones)

RU Index Conducted | Conducted
Freg [MHz] | Channel | Detector | Tones Power Limit Power
61 62 [dBm] Margin [dB]
5190 38 AVG 242T 17.11 17.17 23.98 -6.81
5230 46 AVG 242T 17.21 17.47 23.98 -6.51
5270 54 AVG 2427 19.98 19.98 23.47 -3.49
5310 62 AVG 2427 20.41 19.48 23.47 -3.06
5510 102 AVG 242T 17.72 19.99 22.80 -2.81
5590 118 AVG 2427 19.69 19.60 22.80 -3.11
5710 142 AVG 2427 16.82 19.73 22.80 -3.07
5755 151 AVG 242T 19.50 20.45 30.00 -9.55
5795 159 AVG 2427 20.86 20.87 30.00 -9.13

Table 7-54. SISO ANT2 40MHz BW (UNII) Maximum Conducted Output Power (242 Tones)
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@ clement

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones Power Limit Power
61 62 64 [dBm] Margin [dB]
5210 42 AVG 2421 17.28 17.35 17.76 23.98 -6.22
5290 58 AVG 2421 20.29 20.28 19.11 23.47 -3.18
5530 106 AVG 2421 17.81 19.95 19.81 22.80 -2.85
5610 122 AVG 2421 19.88 19.77 19.67 22.80 -2.92
5690 138 AVG 2421 19.82 19.81 19.80 22.80 -2.98
5775 155 AVG 2421 19.76 20.75 20.71 30.00 -9.25

Table 7-55. SISO ANT2 80MHz BW (UNII) Maximum Conducted Output Power (242 Tones)

= Freq Avg Conducted Power (dBm) Conducted Conducted
I Band Channel | Tones RU Index Power Limit |Power Margin
= % (MHz] 61 62 64 [dBm] [dB]
8 1 5250 50 242T 17.37 17.71 17.97 23.98 -6.01

2C 5570 114 242T 19.78 19.81 19.83 22.80 -2.97

Table 7-56. SISO ANT2 160MHz (L) BW (UNII) Maximum Conducted Output Power (242 Tones)

N = Avg Conducted Power (dBm) Conduc.tec'i Conducted'
T Band Channel | Tones RU Index Power Limit |Power Margin
== izl 61 62 64 [dBm [d8]
o m
S 1 5250 50 2427 20.44 20.38 20.01 23.98 -3.54

2C 5570 114 242T 19.78 19.62 19.81 22.80 -2.99

Table 7-57. SISO ANT2 160MHz (U) BW (UNII) Maximum Conducted Output Power (242 Tones)
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@ clement

SISO Antenna-2 Conducted Output Power Measurements (484 Tones)

RU Index ConducFeq Conducted
Freg [MHz] | Channel | Detector | Tones Power Limit Power
65 [dBm] Margin [dB]
5190 38 AVG 484T 16.22 23.98 -7.76
5230 46 AVG 484T 16.99 23.98 -6.99
5270 54 AVG 484T 19.91 23.47 -3.56
5310 62 AVG 484T 15.04 23.47 -8.43
5510 102 AVG 484T 16.08 22.80 -6.72
5590 118 AVG 484T 19.97 22.80 -2.83
5710 142 AVG 484T 19.75 22.80 -3.05
5755 151 AVG 484T 20.82 30.00 -9.18
5795 159 AVG 484T 18.62 30.00 -11.38

Table 7-58. SISO ANT2 40MHz BW (UNII) Maximum Conducted Output Power (484 Tones)

RU Index Conducted | Conducted
Freg [MHz] | Channel | Detector | Tones Power Limit Power
65 66 [dBm] Margin [dB]
5210 42 AVG 484T 16.45 16.82 23.98 -7.16
5290 58 AVG 484T 19.46 15.74 23.47 -4.01
5530 106 AVG 484T 16.15 17.75 22.80 -5.05
5610 122 AVG 484T 19.84 19.82 22.80 -2.96
5690 138 AVG 484T 19.67 19.94 22.80 -2.86
5775 155 AVG 4841 20.57 18.59 30.00 -9.43

Table 7-59. SISO ANT2 80MHz BW (UNII) Maximum Conducted Output Power (484 Tones)

N Fre Avg Conducted Power (dBm) Conducted Conducted
L = Band [MHg] Channel | Tones RU Index Power Limit |Power Margin
=
= 65 6 [dBm] [dB]
8 1 5250 50 484T 16.46 16.50 23.98 -7.48

2C 5570 114 484T 16.32 17.23 22.80 -5.57

Table 7-60. SISO ANT2 160MHz (L) BW (U

NII) Maximum Conducted Ou

tput Power (484 Tones)

N Freq Avg Conducted Power (dBm) Conducted | Conducted
I Band Channel | Tones RU Index Power Limit |Power Margin
S = [MHZ] [dBm] [dB]
o m 65 66
8 1 5250 50 484T 18.27 15.80 23.98 -5.71

2C 5570 114 484T 19.43 19.62 22.80 -3.18

Table 7-61. SISO ANT2 160MHz (U) BW (UNII) Maximum Conducted Output Power (484 Tones)
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@ clement

SISO Antenna-2 Conducted Output Power Measurements (996 Tones)

RU Index Conducted | Conducted
Freq [MHz] [ Channel [ Detector [ Tones Power Limit Power
67 [dBm] Margin [dB]
5210 42 AVG 996T 16.48 23.98 -7.50
5290 58 AVG 996T 16.13 23.47 -7.34
5530 106 AVG 996T 15.98 22.80 -6.82
5610 122 AVG 996T 19.56 22.80 -3.24
5690 138 AVG 996T 19.77 22.80 -3.03
5775 155 AVG 996T 19.75 30.00 -10.25

Table 7-62. SISO ANT2 80MHz BW (UNII) Maximum Conducted Output Power (996 Tones)

Avg Conducted

N Freq Power (dBm) Conducf[e(.j Conducted.
I > Band [MHZ] Channel | Tones RU Index Power Limit |Power Margin
=
S o 67 [dBm] [dB]
S 1 5250 50 996T 16.42 23.98 -7.56

2C 5570 114 996T 16.08 22.80 -6.72

Table 7-63. SISO ANT2 160MHz (L) BW (UNII) Maximum Conducted Output Pow

er (996 Tones)

Avg Conducted

N e Power (dBm) Conducted | Conducted
L > Band [MHZ] Channel | Tones RU Index Power Limit |Power Margin
g = = [dBm] [dB]
S 1 5250 50 996T 15.96 23.98 -8.02

2C 5570 114 996T 19.62 22.80 -3.18

Table 7-64. SISO ANT2 160MHz (U) BW (UNII) M

aximum Conducted Output Power (996 Tones)

Avg Conducted

N Freq Power (dBm) Conducted | Conducted
L = Band [MHZ] Channel | Tones RU Index Power Limit |Power Margin
g 2 = [dBm] [dB]
8 1 5250 50 996Tx2 16.25 23.98 -7.73

2C 5570 114 996Tx2 16.49 22.80 -6.31

Table 7-65. SISO ANT2 160MHz BW (UNII) Maximum Conducted Output Power (2x996 Tones)

FCC ID: C3K1997
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Approved by:
Technical Manager

Test Report S/N: Test Dates:

1M2204040049-16-R2.C3K

3/14/2022-8/18/2022

EUT Ty,

pe:

Portable Computing Device

Page 106 of 309

ct.info@element.com.

V 9.0 02/01/2019
Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
written permission from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact
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MIMO Maximum Conducted Output Power Measurements (26 Tones)

RU Index Conducted | Conducted
Freq [MHz] | Channel |Detector | Tones 0 4 8 Power Limit Power
ANT1 ANT2 MIMO ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] Margin [dB]
5180 36 AVG 26T 8.95 8.25 11.62 10.16 9.71 12.95 9.34 8.76 12.07 23.98 -11.03
5200 40 AVG 26T 9.01 8.35 11.70 10.05 9.69 12.88 9.07 8.49 11.80 23.98 -11.10
5240 48 AVG 26T 9.25 8.61 11.95 10.14 9.77 12.97 9.29 8.75 12.04 23.98 -11.01
5260 52 AVG 26T 9.93 9.75 12.85 9.87 9.69 12.79 9.89 9.83 12.87 23.47 -10.60
5280 56 AVG 26T 9.91 9.74 12.84 9.73 9.71 12.73 9.76 9.79 12.79 23.47 -10.63
5320 64 AVG 26T 10.12 9.69 12.92 9.91 9.51 12.72 9.94 9.89 12.93 23.47 -10.54
5500 100 AVG 26T 10.32 10.03 13.19 9.99 9.83 12.92 10.17 10.09 13.14 22.80 -9.61
5600 120 AVG 26T 10.42 9.87 13.16 10.03 9.63 12.84 10.11 10.02 13.08 22.80 -9.64
5720 144 AVG 26T 10.08 9.56 12.84 9.93 9.69 12.82 10.04 10.06 13.06 22.80 -9.74
5745 149 AVG 26T 19.98 19.69 22.85 19.60 19.81 22.72 19.95 19.66 22.82 30.00 -7.15
5785 157 AVG 26T 19.84 19.57 22.72 19.50 19.66 22.59 19.83 19.97 22.91 30.00 -7.09
5825 165 AVG 26T 19.93 19.98 22.97 19.46 19.69 22.59 19.87 19.66 22.78 30.00 -7.03
Table 7-66. MIMO 20MHz BW (UNII) Maximum Conducted Output Power (26 Tones)
RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones 0 8 17 Power Limit Power
ANT1 ANT2 MIMO ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] Margin [dB]
5190 38 AVG 26T 8.74 8.15 11.47 8.71 8.02 11.39 8.97 8.31 11.66 23.98 -12.32
5230 46 AVG 26T 9.11 8.38 11.77 8.93 8.30 11.64 9.20 8.58 11.91 23.98 -12.07
5270 54 AVG 26T 9.69 9.49 12.60 9.63 9.37 12.51 9.88 9.57 12.74 23.47 -10.73
5310 62 AVG 26T 9.95 9.41 12.70 9.76 9.25 12.52 9.96 9.53 12.76 23.47 -10.71
5510 102 AVG 26T 10.25 9.79 13.04 9.99 9.47 12.75 9.99 9.63 12.82 22.80 -9.76
5590 118 AVG 26T 10.44 9.81 13.15 10.03 9.44 12.76 10.01 9.55 12.80 22.80 -9.65
5710 142 AVG 26T 9.97 9.51 12.76 9.76 9.14 12.47 9.85 9.24 12.57 22.80 -10.04
5755 151 AVG 26T 19.62 19.75 22.70 19.84 19.54 22.70 19.86 19.60 22.74 30.00 -7.26
5795 159 AVG 26T 19.96 19.81 22.90 19.75 19.58 22.68 19.93 19.77 22.86 30.00 -7.10
Table 7-67. MIMO 40MHz BW (UNII) Maximum Conducted Output Power (26 Tones)
RU Index Conducted | Conducted
Freq [MHz] [ Channel |Detector [ Tones 0 18 36 Power Limit Power
ANT1 ANT2 MIMO ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] Margin [dB]
5210 42 AVG 26T 8.83 8.11 11.50 8.99 8.29 11.66 9.19 8.64 11.93 23.98 -12.05
5290 58 AVG 26T 9.81 9.38 12.61 9.86 9.44 12.67 9.89 9.44 12.68 23.47 -10.79
5530 106 AVG 26T 10.45 9.89 13.19 10.13 9.55 12.86 10.17 9.56 12.89 22.80 -9.61
5610 122 AVG 26T 10.61 9.86 13.26 10.11 9.52 12.84 10.08 9.55 12.83 22.80 -9.54
5690 138 AVG 26T 10.26 9.77 13.03 9.94 9.32 12.65 9.96 9.35 12.68 22.80 -9.77
5775 155 AVG 26T 19.73 19.79 22.77 19.94 19.68 22.82 19.44 19.79 22.63 30.00 -7.18
Table 7-68. MIMO 80MHz BW (UNII) Maximum Conducted Output Power (26 Tones)
Average Conducted Power (dBm) Conducted Conducted
[mj] Channel | Tones RU Index: 0 RU Index: 18 RU Index: 36 Power Limit [Power Margin
ANT1 ANT2 MIMO ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] [dB]
5250 50 26T 9.77 9.11 12.46 8.79 8.22 11.52 8.92 8.48 11.72 23.98 -11.52
5570 114 26T 9.89 9.19 12.56 8.59 8.12 11.37 9.06 8.63 11.86 22.80 -10.24
Table 7-69. MIMO 160MHz (L) BW (UNII) Maximum Conducted Output Power (26 Tones)
Average Conducted Power (dBm) Conducted Conducted
['J:g] Channel | Tones RU Index: O RU Index: 18 RU Index: 36 Power Limit [Power Margin
ANT1 ANT2 MIMO ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] [dB]
5250 50 26T 8.39 9.24 11.85 8.57 9.37 12.00 8.26 9.11 11.72 23.98 -11.98
5570 114 26T 10.73 10.19 13.48 10.47 10 13.25 9.94 9.42 12.70 22.80 -9.32

Table 7-70. MIMO 160MHz (U) BW (UNII) Maximum Conducted Output Power (26 Tones)
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MIMO Conducted Output Power Measurements (52 Tones)

RU Index Conducted | Conducted
Freq [MHz] | Channel |Detector | Tones 37 39 40 Power Limit Power
ANT1 ANT2 MIMO ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] Margin [dB]
5180 36 AVG 52T 12.01 11.80 14.92 11.86 11.61 14.75 12.10 11.86 14.99 23.98 -8.99
5200 40 AVG 52T 12.06 11.62 14.86 11.84 11.57 14.72 12.04 11.82 14.94 23.98 -9.04
5240 48 AVG 52T 12.06 11.83 14.96 11.84 11.62 14.74 11.53 11.33 14.44 23.98 -9.02
5260 52 AVG 52T 12.05 11.82 14.95 11.89 11.72 14.82 12.01 11.96 15.00 23.47 -8.47
5280 56 AVG 52T 12.04 11.75 14.91 11.92 11.73 14.84 12.09 11.86 14.99 23.47 -8.48
5320 64 AVG 52T 12.16 11.75 14.97 12.02 11.42 14.74 12.11 11.81 14.97 23.47 -8.50
5500 100 AVG 52T 11.77 11.32 14.56 11.81 11.49 14.66 11.81 11.47 14.65 22.80 -8.14
5600 120 AVG 52T 11.83 11.29 14.58 11.79 11.11 14.47 11.86 11.22 14.56 22.80 -8.22
5720 144 AVG 52T 11.53 10.99 14.28 11.61 11.21 14.42 11.61 11.03 14.34 22.80 -8.38
5745 149 AVG 52T 19.89 19.92 22.92 19.58 19.62 22.61 19.78 19.71 22.76 30.00 -7.08
5785 157 AVG 52T 19.70 19.60 22.66 19.53 19.88 22.72 19.74 19.59 22.68 30.00 -7.28
5825 165 AVG 52T 19.83 19.58 22.72 19.62 19.96 22.80 19.59 19.57 22.59 30.00 -7.20
Table 7-71. MIMO 20MHz BW (UNII) Maximum Conducted Output Power (52 Tones)
RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones 37 40 44 Power Limit Power
ANT1 ANT2 MIMO ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] Margin [dB]
5190 38 AVG 52T 12.03 11.71 14.88 11.93 11.54 14.75 11.66 11.35 14.52 23.98 -9.10
5230 46 AVG 52T 12.07 11.81 14.95 12.02 11.75 14.90 11.74 11.44 14.60 23.98 -9.03
5270 54 AVG 52T 12.08 11.81 14.96 11.97 11.69 14.84 11.98 11.67 14.84 23.47 -8.51
5310 62 AVG 52T 12.21 11.74 14.99 12.11 11.59 14.87 12.07 11.59 14.85 23.47 -8.48
5510 102 AVG 52T 11.92 11.38 14.67 12.03 11.15 14.62 12.21 11.75 15.00 22.80 -7.80
5590 118 AVG 52T 11.77 11.21 14.51 11.73 11.13 14.45 11.72 11.14 14.45 22.80 -8.29
5710 142 AVG 52T 11.66 11.13 14.41 11.39 10.81 14.12 11.41 10.81 14.13 22.80 -8.39
5755 151 AVG 52T 19.62 19.80 22.72 19.89 19.63 22.77 19.99 19.70 22.86 30.00 -7.14
5795 159 AVG 52T 19.94 19.61 22.79 19.81 19.98 22.91 19.91 19.56 22.75 30.00 -7.09
Table 7-72. MIMO 40MHz BW (UNII) Maximum Conducted Output Power (52 Tones)
RU Index Conducted | Conducted
Freq [MHz] [ Channel |Detector [ Tones 37 44 52 Power Limit Power
ANT1 ANT2 MIMO ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] Margin [dB]
5210 42 AVG 52T 11.61 11.04 14.34 11.62 11.11 14.38 11.81 11.59 14.71 23.98 -9.27
5290 58 AVG 52T 11.58 11.09 14.35 11.57 11.06 14.33 11.80 11.31 14.57 23.47 -8.90
5530 106 AVG 52T 12.14 11.36 14.78 11.86 11.15 14.53 11.64 11.06 14.37 22.80 -8.02
5610 122 AVG 52T 12.26 11.45 14.88 11.71 11.13 14.44 11.73 11.02 14.40 22.80 -7.92
5690 138 AVG 52T 11.85 11.35 14.62 11.58 10.94 14.28 11.55 10.81 14.21 22.80 -8.18
5775 155 AVG 52T 19.69 19.87 22.79 19.93 19.70 22.83 19.95 19.72 22.85 30.00 -7.15
Table 7-73. MIMO 80MHz BW (UNII) Maximum Conducted Output Power (52 Tones)
Average Conducted Power (dBm) Conducted Conducted
[mj] Channel | Tones RU Index: 37 RU Index: 44 RU Index: 52 Power Limit [Power Margin
ANT1 ANT2 MIMO ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] [dB]
5250 50 52T 11.45 10.92 14.20 12.05 11.53 14.81 11.76 11.35 14.57 23.98 -9.17
5570 114 52T 12.06 11.12 14.63 12.28 11.43 14.89 11.96 11.31 14.66 22.80 -7.91
Table 7-74. MIMO 80MHz (L) BW (UNIIl) Maximum Conducted Output Power (52 Tones)
Average Conducted Power (dBm) Conducted Conducted
['J:g] Channel | Tones RU Index: 37 RU Index: 44 RU Index: 52 Power Limit [Power Margin
ANT1 ANT2 MIMO ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] [dB]
5250 50 52T 11.58 11.45 14.53 11.71 11.54 14.64 11.45 11.27 14.37 23.98 -9.34
5570 114 52T 11.91 11.27 14.61 11.49 11.09 14.30 10.99 10.51 13.77 22.80 -8.19

Table 7-75. MIMO 1600MHz (U) BW (UNII) Maximum Conducted Output Power (52 Tones)
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MIMO Conducted Output Power Measurements (106 Tones)

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones 53 54 Power Limit Power
ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] | Margin [dB]
5180 36 AVG 106T 14.51 14.37 17.45 14.54 14.42 17.49 23.98 -6.49
5200 40 AVG 106T 14.47 14.80 17.65 14.51 14.31 17.42 23.98 -6.33
5240 48 AVG 106T 14.57 14.38 17.49 14.54 14.44 17.50 23.98 -6.48
5260 52 AVG 106T 14.53 14.39 17.47 14.57 14.45 17.52 23.47 -5.95
5280 56 AVG 106T 14.55 14.39 17.48 14.57 14.43 17.51 23.47 -5.96
5320 64 AVG 106T 14.71 14.28 17.51 14.67 14.31 17.50 23.47 -5.96
5500 100 AVG 106T 14.79 14.45 17.63 14.73 14.41 17.58 22.80 -5.17
5600 120 AVG 106T 14.67 14.28 17.49 14.51 14.23 17.38 22.80 =5:31"
5720 144 AVG 106T 14.54 13.91 17.25 14.49 13.87 17.20 22.80 -5.55
5745 149 AVG 106T 19.64 19.93 22.80 19.80 19.90 22.86 30.00 -7.14
5785 157 AVG 106T 19.89 19.60 22.76 19.72 19.68 22.71 30.00 -7.24
5825 165 AVG 106T 19.74 19.66 22.71 19.90 19.66 22.79 30.00 -7.21
Table 7-76. MIMO 20MHz BW (UNII) Maximum Conducted Output Power (106 Tones)
RU Index Conducted | Conducted
Freq [MHz] [ Channel |Detector | Tones 58 54 56 Power Limit Power
ANTL ANT2 MIMO ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] Margin [dB]
5190 38 AVG 106T 14.48 14.35 17.43 14.45 14.24 17.36 14.44 14.32 17.39 23.98 -6.55
5230 46 AVG 106T 14.62 14.37 17.51 14.44 14.32 17.39 14.47 14.31 17.40 23.98 -6.47
5270 54 AVG 106T 14.53 14.41 17.48 14.49 14.26 17.39 14.67 14.49 17.59 23.47 -5.88
5310 62 AVG 106T 14.77 14.27 17.54 14.65 14.18 17.43 14.79 14.35 17.59 23.47 -5.88
5510 102 AVG 106T 14.92 14.49 17.72 14.73 14.32 17.54 14.74 14.37 17.57 22.80 -5.08
5590 118 AVG 106T 14.84 14.42 17.65 14.61 14.23 17.43 14.49 14.23 17.37 22.80 5.15
5710 142 AVG 106T 14.68 14.10 17.41 14.51 13.84 17.20 14.45 13.87 17.18 22.80 -5.39
5755 151 AVG 106T 19.68 19.82 22.76 19.98 19.69 22.85 19.97 19.75 22.87 30.00 -7.13
5795 159 AVG 106T 19.99 19.62 22.82 19.89 19.47 22.70 19.98 19.61 22.81 30.00 -7.18
Table 7-77. MIMO 40MHz BW (UNII) Maximum Conducted Output Power (106 Tones)
RU Index Conducted | Conducted
Freq [MHz] [ Channel |Detector [ Tones 53 56 60 Power Limit Power
ANT1 ANT2 MIMO ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] Margin [dB]
5210 42 AVG 106T 14.62 14.19 17.42 14.60 14.27 17.45 14.77 14.63 17.71 23.98 -6.27
5290 58 AVG 106T 14.56 14.24 17.41 14.54 14.24 17.40 14.52 14.26 17.40 23.47 -6.06
5530 106 AVG 106T 15.08 14.48 17.80 14.81 14.26 17.55 14.79 14.27 17.55 22.80 -5.00
5610 122 AVG 106T 14.96 14.39 17.69 14.54 14.12 17.35 14.53 14.13 17.34 22.80 -5.11
5690 138 AVG 106T 14.81 14.29 17.57 14.60 13.92 17.28 14.59 13.92 17.28 22.80 -5.23
5775 155 AVG 106T 19.75 19.83 22.80 19.91 19.71 22.82 19.97 19.71 22.85 30.00 -7.15
Table 7-78. MIMO 80MHz BW (UNII) Maximum Conducted Output Power (106 Tones)
Average Conducted Power (dBm) Conducted Conducted
['Jsg] Channel | Tones RU Index: 53 RU Index: 56 RU Index: 60 Power Limit [Power Margin
ANT1 ANT2 MIMO ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] [dB]
5250 50 106T 14.58 14.11 17.36 14.99 14.63 17.82 14.64 14.36 17.51 23.98 -6.16
5570 114 106T 14.88 14.27 17.60 15.02 14.45 17.75 14.7 14.36 17.54 22.80 =5:05)
Table 7-79. MIMO 160MHz (L) BW (UNII) Maximum Conducted Output Power (106 Tones)
5 Average Conducted Power (dBm) Conducted Conducted
[N::g] Channel | Tones RU Index: 53 RU Index: 56 RU Index: 60 Power Limit [Power Margin
ANT1 ANT2 MIMO ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] [dB]
5250 50 106T 14.56 14.55 17.57 14.66 14.63 17.66 14.38 14.42 17.41 23.98 -6.32
5570 114 106T 14.92 14.75 17.85 14.92 14.74 17.84 14.46 14.17 17.33 22.80 -4.95

Table 7-80. MIMO 160MHz (U) BW (UNII) Maximum Conducted Output Power (106 Tones)
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MIMO Conducted Output Power Measurements (242 Tones)

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones 61 Power Limit Power
ANT1 ANT2 MIMO [dBm] Margin [dB]
5180 36 AVG 242T 17.05 16.91 19.99 23.98 -3.99
5200 40 AVG 242T 17.03 16.85 19.95 23.98 -4.03
5240 48 AVG 242T 17.04 16.92 19.99 23.98 -3.99
5260 52 AVG 242T 17.22 17.06 20.15 23.47 -3.32
5280 56 AVG 242T 17.22 17.06 20.15 23.47 -3.32
5320 64 AVG 242T 17.45 17.04 20.26 23.47 -3.21
5500 100 AVG 242T 17.58 17.09 20.35 22.80 -2.45
5600 120 AVG 242T 17.62 16.98 20.32 22.80 -2.48
5720 144 AVG 242T 17.36 16.65 20.03 22.80 -2.77
5745 149 AVG 242T 19.98 19.79 22.90 30.00 -7.10
5785 157 AVG 242T 20.60 20.68 23.65 30.00 -6.35
5825 165 AVG 242T 20.58 20.61 23.61 30.00 -6.39
Table 7-81. MIMO 20MHz BW (UNII) Maximum Conducted Output Power (242 Tones)
RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones 61 62 Power Limit Power
ANT1 ANT2 MIMO ANT1 ANT2 MIMO [dBm] Margin [dB]
5190 38 AVG 242T 17.72 17.32 20.53 17.84 17.48 20.67 23.98 -3.31
5230 46 AVG 242T 17.66 17.45 20.57 17.82 17.54 20.69 23.98 -3.29
5270 54 AVG 2421 17.85 17.49 20.68 17.92 17.57 20.76 23.47 -2.71
5310 62 AVG 242T 18.07 17.46 20.79 18.04 17.51 20.79 23.47 -2.68
5510 102 AVG 242T 18.20 17.57 20.91 18.10 17.49 20.82 22.80 -1.89
5590 118 AVG 242T 18.32 17.31 20.85 18.11 17.43 20.79 22.80 -1.95
5710 142 AVG 2421 17.35 16.45 19.93 17.03 16.47 19.77 22.80 -2.87
5755 151 AVG 242T 19.96 19.50 22.75 20.87 20.45 23.68 30.00 -6.32
5795 159 AVG 242T 20.98 20.86 23.93 20.86 20.87 23.88 30.00 -6.07
Table 7-82. MIMO 40MHz BW (UNII) Maximum Conducted Output Power (242 Tones)
RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones 61 62 64 Power Limit Power
ANTL ANT2 MIMO ANTL ANT2 MIMO ANTL ANT2 MIMO [dBm]  |Margin [dB]
5210 42 AVG 24217 17.15 16.79 19.98 17.17 16.80 20.00 17.28 17.18 20.24 23.98 -3.74
5290 58 AVG 24217 17.86 17.49 20.69 17.24 16.90 20.08 17.42 17.15 20.30 23.47 -2.78
5530 106 AVG 242T 17.87 17.17 20.54 17.71 16.98 20.37 17.49 16.87 20.20 22.80 -2.26
5610 122 AVG 242T 17.96 17.13 20.58 17.69 16.95 20.35 17.62 16.76 20.22 22.80 -2.22
5690 138 AVG 242T 17.65 16.99 20.34 17.53 16.76 20.17 17.44 16.53 20.02 22.80 -2.46
5775 155 AVG 242T 19.74 19.76 22.76 20.95 20.75 23.86 20.94 20.71 23.84 30.00 -6.14
Table 7-83. MIMO 80MHz BW (UNII) Maximum Conducted Output Power (242 Tones)
N - Average Conducted Power (dBm) Conducted Conducted
I ; Band [MHE] Channel | Tones RU Index: 61 RU Index: 62 RU Index: 64 Power Limit [Power Margin
g &a ANTL ANT2 MIMO ANTL ANT2 MIMO ANT1 ANT2 MIMO [dBm] [dB]
© 1 5250 50 242T 17.39 16.87 20.15 17.71 17.19 20.47 17.86 17.52 20.70 23.98 -3.28
2C | 5570 114 2427 18.11 17.1 20.64 18.21 17.17 20.73 17.92 17.07 20.53 22.80 -2.07
Table 7-84. MIMO 160MHz (L) BW (UNII) Maximum Conducted Output Power (242 Tones)
Average Conducted Power (dBm) Conducted Conducted
g Channel | Tones RU Index: 61 RU Index: 62 RU Index: 64 Power Limit [Power Margin
[MHz]
ANT1 ANT2 MIMO ANTL ANT2 MIMO ANT1 ANT2 MIMO [dBm] [dB]
5250 50 2421 17.29 17.30 20.31 17.36 17.36 20.37 17.20 17.22 20.22 23.98 -3.61
5570 114 2421 17.74 16.96 20.38 17.53 16.85 20.21 17.1 16.34 19.75 22.80 -2.42

Table 7-85. MIMO 160MHz (U) BW (UNII) Maximum Conducted Output Power (242 Tones)
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MIMO Conducted Output Power Measurements (484 Tones)

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones 65 Power Limit Power
ANT1 ANT2 MIMO [dBm] Margin [dB]
5190 38 AVG 484T 16.34 16.22 19.29 23.98 -4.69
5230 46 AVG 484T 16.72 16.99 19.87 23.98 -4.11
5270 54 AVG 484T 19.65 19.91 22.79 23.47 -0.68
5310 62 AVG 484T 15.43 15.04 18.25 23.47 -5.22
5510 102 AVG 484T 16.45 16.08 19.28 22.80 -3.52
5590 118 AVG 484T 19.59 19.87 22.74 22.80 -0.06
5710 142 AVG 484T 19.71 19.75 22.74 22.80 -0.06
5755 151 AVG 484T 20.99 20.82 23.92 30.00 -6.08
5795 159 AVG 484T 18.75 18.62 21.70 30.00 -8.30
Table 7-86. MIMO 40MHz BW (UNII) Maximum Conducted Output Power (484 Tones)
RU Index Conducted Conducted
Freq [MHz] | Channel | Detector | Tones 65 66 Power Limit | Power Margin
ANTL ANT2 MIMO ANT1 ANT2 MIMO [dBm] [dB]
5210 42 AVG 4841 16.23 15.77 19.02 16.88 16.82 19.86 23.98 -4.12
5290 58 AVG 4841 19.73 19.46 22.61 16.47 15.45 19.00 23.47 -0.86
5530 106 AVG 4841 16.35 16.15 19.26 17.77 17.75 20.77 22.80 -2.03
5610 122 AVG 4841 19.68 19.84 22,77 19.69 19.82 22.77 22.80 -0.03
5690 138 AVG 4841 19.80 19.77 22.80 19.59 19.94 22.78 22.80 -0.02
5775 155 AVG 4841 20.64 20.57 23.62 18.75 18.59 21.68 30.00 -6.38
Table 7-87. MIMO 80MHz BW (UNII) Maximum Conducted Output Power (484 Tones)
N = Average Conducted Power (dBm) Conducted Conducted
g Band ['\;:g] Channel | Tones RU Index: 65 RU Index: 66 Povs;eé Limit Powe;g/largin
o ANT1 ANT2 MIMO ANT1 ANT2 MIMO et [dB]
8 1 5250 50 484T 16.41 16.46 19.45 16.41 16.50 19.47 23.98 -4.51
2C 5570 114 484T 16.48 16.32 19.41 17.62 17.23 20.44 22.80 -2.36
Table 7-88. MIMO 80MHz (L) BW (UNII) Maximum Conducted Output Power (484 Tones)
~ . Average Conducted Power (dBm) Conducted Conducted
g Band [MHg] Channel | Tones RU Index: 65 RU Index: 66 Powdeé Limit Powe(rjg/largin
S ANTL ANT2 MIMO ANT1 ANT2 MIMO eI I3k
8 1 5250 50 484T 18.47 18.27 21.38 15.97 15.8 18.90 23.98 -2.60
2C 5570 114 484T 19.74 19.43 22.60 19.22 19.62 22.43 22.80 -0.20

Table 7-89. MIMO 160MHz (U) BW (UNII) Maximum Conducted Output Power (484 Tones)
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MIMO Conducted Output Power Measurements (996 Tones)

RU Index Conducted | Conducted
Freq [MHz] | Channel | Detector | Tones 67 Power Limit Power
ANT1 ANT2 MIMO [dBm] | Margin [dB]
5210 42 AVG 996T 16.64 16.28 19.47 23.98 -4.51
5290 58 AVG 996T 16.04 16.13 19.10 23.47 -4.37
5530 106 AVG 996T 16.15 15.98 19.08 22.80 -3.72
5610 122 AVG 996T 19.96 19.56 22.77 22.80 -0.03
5690 138 AVG 996T 19.54 19.77 22.67 22.80 -0.13
5775 155 AVG 996T 19.97 19.75 22.87 30.00 -7.13
Table 7-90. MIMO 80MHz BW (UNII) Maximum Conducted Output Power (996 Tones)
N Freq Average Conducted Power (dBm) Conduc.tec.i Conducted.
L Band Channel | Tones RU Index: 67 Power Limit |Power Margin
S =S [MHz] [dBm] [dB]
o m ANT1 ANT2 MIMO
S 1 5250 50 996T 16.22 16.42 19.33 23.98 -4.65
2C 5570 114 996T 16.39 16.08 19.25 22.80 -3.55
Table 7-91. MIMO 80MHz (L) BW (UNII) Maximum Conducted Output Power (996 Tones)
N Freq Average Conducted Power (dBm) Conduc.tec-i Conducted.
I Band Channel | Tones RU Index: 67 Power Limit |Power Margin
S = [MHZ] [dBm] [dB]
o m ANT1 ANT2 MIMO
8 1 5250 50 996T 16.08 15.96 19.03 23.98 -4.95
2C 5570 114 996T 19.55 19.62 22.60 22.80 -0.20
Table 7-92. MIMO 160MHz (U) BW (UNII) Maximum Conducted Output Power (996 Tones)
N Freq Average Conducted Power (dBm) Conduc_te(_i Conducted.
I Band Channel | Tones RU Index: 68 Power Limit |Power Margin
S = [MHZ] [dBm] [dB]
om ANT1 ANT2 MIMO
S 1 5250 50 996T 16.44 16.25 19.36 23.98 -4.62
2C 5570 114 996T 16.05 16.49 19.29 22.80 -3.51

Table 7-93. MIMO 160MHz BW (UNII) Maximum Conducted Output Power (2x996 Tones)
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Note:

Per ANSI C63.10-2013 and KDB 662911 v02r01 Section E)1), the conducted powers at Antenna 1 and
Antenna 2 were first measured separately during MIMO transmission as shown in the section above. The
measured values were then summed in linear power units then converted back to dBm.

Per ANSI C63.10-2013 Section 14.4.3, the directional gain is calculated using the following formula, where Gn is
the gain of the nth antenna and Nant, the total number of antennas used.

Directional gain = 10 log[(10%¥20 + 106220 + . + 106¥20)2 | Nant] dBi
Sample MIMO Calculation:

At 5180MHz in 802.11n (20MHz BW) mode, the average conducted output power was measured to be 18.04 dBm
for Antenna 1 and 17.71 dBm for Antenna 2.

Antenna 1 + Antenna 2 = MIMO

(18.04 dBm + 17.71 dBm) = (63.68 mW + 59.02 mW) = 122.70 mW = 20.89 dBm
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7.5 Maximum Power Spectral Density — 802.11ax OFDMA

15.407(a.1.iv) 815.407(a.2) §15.407(a.3

Test Overview and Limit

The spectrum analyzer was connected to the antenna terminal while the EUT was operating at its maximum duty
cycle, at its maximum power control level, as defined in ANSI C63.10-2013 and KDB 789033 D02 v02r01, and at
the appropriate frequencies. Method SA-1, as defined in ANSI C63.10-2013 and KDB 789033 D02 v02r01, was
used to measure the power spectral density.

In the 5.15 — 5.25GHz, 5.25 — 5.35GHz, 5.47 — 5.725GHz bands, the maximum permissible power spectral
density is 11dBm/MHz.

In the 5.725 — 5.850GHz band, the maximum permissible power spectral density is 30dBm/500kHz.

Test Procedure Used

ANSI C63.10-2013 — Section 12.3.2.2
KDB 789033 D02 v02r01 — Section F
ANSI C63.10-2013 — Section 14.3.2.2 Measure-and-Sum Technique
KDB 662911 v02r01 — Section E)2) Measure-and-Sum Technique

Test Settings

© © N o g bk~ N PE

Sweep time = auto

Analyzer was set to the center frequency of the UNII channel under investigation
Span was set to encompass the entire emission bandwidth of the signal

RBW = 1MHz

VBW = 3MHz

Number of sweep points > 2 x (span/RBW)

Detector = power averaging (RMS)
Trigger was set to free run for all modes

Trace was averaged over 100 sweeps

10. The peak search function of the spectrum analyzer was used to find the peak of the spectrum.

Test Setup

The EUT and measurement equipment were set up as shown in the diagram below.

—
=
=
»
-

Test Notes

s seet Sa——— EUT

Figure 7-4. Test Instrument & Measurement Setup

The power spectral density for each channel was measured with the RU index showing the highest conducted

power
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SISO Antenna-1 Power Spectral Density Measurements (26 Tones)

Frequency | Channel Data Rate Measured. Max quer Margin
[MHz] No. 802.11 Mode | Tones [Mbps] Power Density Density [dB]
[dBm] [dBm/MHz]

5180 36 ax (20MHz) 26T MCSO 7.43 11.0 -3.57

5200 40 ax (20MHz) 26T MCSO0 7.58 11.0 -3.42

; 5240 48 ax (20MHz) 26T MCSO0 7.83 11.0 -3.18
§ 5190 38 ax (40MHz) 26T MCSO 8.61 11.0 -2.39
5230 46 ax (40MHz) 26T MCSO0 8.77 11.0 -2.24

5210 42 ax (80MHz) 26T MCSO 7.53 11.0 -3.47

g 5250 50 ax (160MHz) L 26T MCSO0 7.48 11.0 -3.52
3 = 5250 50 ax (160MHz) U 26T MCSO 7.21 11.0 -3.79
5260 52 ax (20MHz) 26T MCSO 9.59 11.0 -1.41

< 5280 56 ax (20MHz) 26T MCSO0 9.60 11.0 -1.40
_‘; 5320 64 ax (20MHz) 26T MCSO0 8.51 11.0 -2.49
§ 5270 54 ax (40MHz) 26T MCSO0 9.33 11.0 -1.67
5310 62 ax (40MHz) 26T MCSO0 9.73 11.0 -1.27

5290 58 ax (80MHz) 26T MCSO0 8.90 11.0 -2.10

5500 100 ax (20MHz) 26T MCSO 9.52 11.0 -1.49

5600 120 ax (20MHz) 26T MCSO0 8.91 11.0 -2.09

5720 144 ax (20MHz) 26T MCSO0 9.26 11.0 -1.74

5510 102 ax (40MHz) 26T MCSO0 10.54 11.0 -0.46

Q 5590 118 ax (40MHz) 26T MCSO0 10.07 11.0 -0.93
2 5710 142 ax (40MHz) 26T MCSO0 9.78 11.0 -1.22
a 5530 106 ax (80MHz) 26T MCSO0 10.11 11.0 -0.89
5610 122 ax (80MHz) 26T MCSO0 10.41 11.0 -0.59

5690 138 ax (80MHz) 26T MCSO0 9.85 11.0 -1.15

5570 114 ax (160MHz) L 26T MCSO0 8.24 11.0 -2.76

5570 114 ax (160MHz) U 26T MCSO0 7.20 11.0 -3.80

Table 7-94. Bands 1, 2A, 2C Conducted Power Spectral Density Measurements SISO ANT1 (26 Tones)
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ww Keysight Spectrum Analyzer - Swept SA
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Plot 7-117. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 1) — Ch. 36)

ww Keysight Spectrum Analyzer - Swept SA
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Plot 7-118. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 1) — Ch. 40)
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ww Keysight Spectrum Analyzer - Swept SA
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Plot 7-119. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 1) — Ch. 48)
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Plot 7-120. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — 26 Tones (UNIl Band 1) — Ch. 38)
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ww Keysight Spectrum Analyzer - Swept SA
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Plot 7-121. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — 26 Tones (UNIl Band 1) — Ch. 46)
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Plot 7-122. Power Spectral Density Plot SISO ANT1 (80MHz BW 802.11ax — 26 Tones (UNIl Band 1) — Ch. 42)
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ww Keysight Spectrum Analyzer - Swept SA
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Plot 7-123. Power Spectral Density Plot SISO ANT1 (160MHz [L] BW 802.11ax — 26 Tones (UNIl Band 1/2A) — Ch. 50)
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Plot 7-124. Power Spectral Density Plot SISO ANT1 (160MHz [U] BW 802.11ax — 26 Tones (UNII Band 1/2A) — Ch. 50)
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| Keysight Spectrum Analyzer - Swept 54
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Plot 7-125. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 2A) — Ch. 52)
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Plot 7-126. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 2A) — Ch. 56)
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Keysight Spectrum Analyzer - Swept SA
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Plot 7-127. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 2A) — Ch. 64)
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RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 06:39:28 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast () Trig: Free Run
IFGain:Low Atten: 30 dB

CenterFreq
5.270000000 GHz

StartFreq
5.220000000 GHz

Stop Freq
5.320000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Center 5.27000 GHz Span 100.0 MHz [ Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-128. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — 26 Tones (UNIl Band 2A) — Ch. 54)
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|_ Keysight Spectrum Analyzer - Swept SA
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Plot 7-129. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — 26 Tones (UNIl Band 2A) — Ch. 62)
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Plot 7-130. Power Spectral Density Plot SISO ANT1 (80MHz BW 802.11ax — 26 Tones (UNIl Band 2A) — Ch. 58)
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Keysight Spectrum Analyzer - Swept 54
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Plot 7-131. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 100)
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Plot 7-132. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 120)
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Keysight Spectrum Analyzer - Swept 54
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Plot 7-133. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 144)
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Plot 7-134. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 102)
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Keysight Spectrum Analyzer - Swept 54
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO \06:42:2] PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

CenterFreq
5.590000000 GHz

StartFreq
5.540000000 GHz

Stop Freq
5.640000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.59000 GHz . Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-135. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 118)

Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 06:43:21 PM
#Avg Type: RMS TRACE
PNO: Fast ) Trig: Free Run TYPE|
IFGain:Low Atten: 30 dB

5.710000000 GHz

5.660000000 GHz

--mmmmm--- 5.760000000 GHz
| N L U i O

h CF Step
i 10.000000 MHz
Auto Man

Freq Offset

0Hz
EEE——||
Scale Type

Center 5.71000 GHz Span 100.0 MHz |55 Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-136. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 142)
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Keysight Spectrum Analyzer - Swept 54
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO \06:48:24 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

CenterFreq
5.530000000 GHz

StartFreq
5.430000000 GHz

Stop Freq
5.630000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.5300 GHz . Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-137. Power Spectral Density Plot SISO ANT1 (80MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 106)

Keysight Spectrum Analyzer - Swept SA
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 06:49:32 PM
#Avg Type: RMS TRACE
PNO: Fast ~#— 1rig: FreeRun TYPE
IFGain:Low Atten: 30 dB 3y

Mkr1 5.607 8 GHz
10.41 dBm

5.610000000 GHz

5.510000000 GHz

Stop Freq
5.710000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
EEE——||
Scale Type

Center 5.6100 GHz Span 200.0 MHz |5 Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-138. Power Spectral Density Plot SISO ANT1 (80MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 122)
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|_ Keysight Spectrum Analyzer - Swept SA
RL [ RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALTGN AUTO | 06:50:30 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

10 dBidlv Ref 20.00 dBm

CenterFreq
5.690000000 GHz

StartFreq
5.590000000 GHz

Stop Freq
5.790000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
et |
Scale Type

Center 5.6900 GHz . Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |

Plot 7-139. Power Spectral Density Plot SISO ANT1 (80MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 138)

| Keysight Spectrum Analyzer Swept SA =R
RF [500 DC CORREC [ SENSE:INT ALIGN AUTO
#Avg Type: RMS
PNO: Fast —»— 1rig: Free Run Avg|Hold: 100/100
IFGain:Low Atten: 30 dB

1LD gBIdlv Ref 20.00 dBm

Center Freq
5570000000 GHz

StartFreq
5.370000000 GHz

Stop Freq
5770000000 GHz
I' I

CF Step
40.000000 MHz
Auto Man

|
Freq Offset

0Hz
||
Scale Type

Center 5.5700 GHz Span 400.0 MHz |55 Lin

#Res BW 1.0 MHz #VEW 3.0 MHz* Sweep 1.000 ms (1001 pts |

Plot 7-140. Power Spectral Density Plot SISO ANT1 (160MHz [L] BW 802.11ax — 26 Tones (UNII Band 2C) — Ch. 114)
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ww Keysight Spectrum Analyzer - Swept SA

RF AC CORREC

NFE

Ref 20.00 dBm

MSG

PNO: Fast ~#— 1rig: Free Run
IFGain:Low

| SENSE:INT] | ALIGN

AUTO

|D9:27:56 PMJul 20,2022

Atten: 30 dB

#VBW 3.0 MHz*

#Avg Type: RMS
Avg|Hold: 100/100

Mkr1 5.609 2 GHz

STATUS

7.203 dBm

Span 400.0 MHz

Sweep 1.000 ms (1001 pts)

Frequency

Auto Tune

Center Freq
5.570000000 GHz

StartFreq
5.370000000 GHz

Stop Freq
5.770000000 GHz

CF Step
40.000000 MHz
Man

Freq Offset

Scale Type

Log Lin

Plot 7-141. Power Spectral Density Plot SISO ANT1 (160MHz [U] BW 802.11ax — 26 Tones (UNII Band 2C) — Ch. 114)
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Max

Frequenc Channel Data Rate [Measured Power| Permissible | Margin

[l(\]/IHz] ’ No. 802.11 Mode | Tones [Mbps] Density [dBm] Power [dg]

Density

5745 149 ax (20MHz) 26T MCSO0 15.18 30.00 -14.82
- 5785 157 ax (20MHz) 26T MCSO0 15.08 30.00 -14.92
g 5825 165 ax (20MHz) 26T MCSO0 14.70 30.00 -15.30
g 5755 151 ax (40MHz) 26T MCSO0 14.79 30.00 -15.21
5795 159 ax (40MHz) 26T MCSO0 14.81 30.00 -15.19
5775 155 ax (80MHz) 26T MCSO0 14.61 30.00 -15.39

Table 7-95. Band 3 Conducted Power Spectral Density Measurements SISO ANT1 (26 Tones)

FCC ID: C3K1997

MEASUREMENT REPORT
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| Keysight Spectrum Analyzer - Swept 54
RL | RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALIGN AUTO | 06:33:12 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, 1rig: FreeRun
IFGain:Low Atten: 30 dB

Center Freq
5.745000000 GHz

StartFreq
5.720000000 GHz

Stop Freq
6.770000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset
0Hz

)|
Scale Type

Center 5.74500 GHz Span 50.00 MHz [ Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) _
E STATUS

Plot 7-142. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 149)

Keysight Spectrum Analyzer - Swept 54
RL RE 10 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 06:34:17 PM A
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 30 dB

5.785000000 GHz

5.760000000 GHz

StopFreq
5.810000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset
0Hz

|
Scale Type

Center 5.78500 GHz p K Log Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-143. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 157)
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|_ Keysight Spectrum Analyzer - Swept SA
RL [ RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALTGN AUTO | 06:35:00 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

10 dBidlv Ref 20.00 dBm
CenterFreq

5.825000000 GHz

StartFreq
5.800000000 GHz

Stop Freq
5.850000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.82500 GHz X Log Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |

Plot 7-144. Power Spectral Density Plot SISO ANT1 (20 MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 165)

|_ Keysight Spectrum Analyzer - Swept SA

RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 06:44:21 PM
#Avg Type: RMS TRACE
PNO: Fast ) Trig: Free Run TYPE|
IFGain:Low Atten: 30 dB

1LD ngdlv Ref 20.00 dBm

5.755000000 GHz

AT ll_--
l"l‘ | Stop Freq

| 5.805000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
EEE——||
Scale Type

Center 5.75500 GHz Span 100.0 MHz |55 Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |

Plot 7-145. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 151)

MEASUREMENT REPORT Approved by:
FCC ID: C3K1997
(CERTIFICATION) Technical Manager
Test Report S/N: Test Dates: EUT Type:
. . Page 131 of 309
1M2204040049-16-R2.C3K 3/14/2022-8/18/2022 Portable Computing Device

V 9.0 02/01/2019
Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
written permission from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact
ct.info@element.com.



@ clement

Keysight Spectrum Analyzer - Swept 54
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO \06:45:06 PM
#Avg Type: RMS

PNO: Fast (4} Trig: Free Run
IFGain:Low Atten: 30 dB

Mkr1 5.777 2 GHz
14.81 dBm

Center Freq
5.795000000 GHz

StartFreq
5.745000000 GHz

Stop Freq
6.845000000 GHz

CF Step
10.000000 MHz
Auto Man

||
Freq Offset

0Hz
—————
Scale Type

Center 5.79500 GHz Span 100.0 MHz [ Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts
wsa | |

Plot 7-146. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — 26 Tones (UNIlI Band 3) — Ch. 159)

| Keysight Spectrum Analyzer - Swept 54 [
RL__ | _RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALIGN AUTO | 06:53:07 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast (4} Trig: Free Run
IFGain:Low Atten: 30 dB

Center Freq
5.775000000 GHz

StartFreq
§.675000000 GHz

Stop Freq
6.875000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.7750 GHz ) Log Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-147. Power Spectral Density Plot SISO ANT1 (80MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 155)
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SISO Antenna-1 Power Spectral Density Measurements (Full Tones)

Frequency | Chanel | g 11 poge | Tones | DetaRate Messured power| S | vl
[dBm/MHZ]

5180 36 ax (20MHz) 242T MCSO0 5.95 11.0 -5.05

5200 40 ax (20MHz) 2427 MCSO 6.10 11.0 -4.90

.: 5240 48 ax (20MHz) 242T MCSO 5.52 11.0 -5.48

§ 5190 38 ax (40MHz) 484T MCSO0 2.49 11.0 -8.51

5230 46 ax (40MHz) 484T MCSO0 2.77 11.0 -8.23

5210 42 ax (80MHz) 996T MCSO -0.63 11.0 -11.63

Band 1/2A 5250 50 ax (160MHz) 996T MCSO0 -7.15 11.0 -18.15

5260 52 ax (20MHz) 2427 MCSO0 9.93 11.0 -1.07

5280 56 ax (20MHz) 242T MCSO 9.78 11.0 -1.22

§ 5320 64 ax (20MHz) 242T MCSO0 9.65 11.0 -1.35

§ 5270 54 ax (40MHz) 484T MCS0 5.38 11.0 -5.62

5310 62 ax (40MHz) 484T MCSO0 3.73 11.0 -7.27

5290 58 ax (80MHz) 996T MCSO0 0.11 11.0 -10.89

5500 100 ax (20MHz) 242T MCSO 9.79 11.0 -1.21

5600 120 ax (20MHz) 242T MCSO0 9.48 11.0 -1.52

5720 144 ax (20MHz) 2427 MCSO 9.54 11.0 -1.46

5510 102 ax (40MHz) 484T MCSO 3.88 11.0 -7.13

5 5590 118 ax (40MHz) 484T MCSO0 5.34 11.0 -5.67

§ 5710 142 ax (40MHz) 484T MCS0 5.30 11.0 -5.71

5530 106 ax (80MHz) 996T MCSO -1.03 11.0 -12.03

5610 122 ax (80MHz) 996T MCSO0 2.06 11.0 -8.94

5690 138 ax (80MHz) 996T MCSO0 1.63 11.0 -9.37

5570 114 ax (160MHz) 996T MCSO -7.28 11.0 -18.28

Table 7-96. Bands 1, 2A, 2C Conducted Power Spectral Density Measurements SISO ANT1 (Full Tones)
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| Keysight Spectrum Analyzer - Swept 54
RL | RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALIGN AUTO | 08:15:36 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, 1rig: FreeRun
IFGain:Low Atten: 30 dB

10 dBidlv Ref 20.00 dBm

Center Freq
5.180000000 GHz

StartFreq
5.155000000 GHz

Stop Freq
6.205000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.18000 GHz Span 50.00 MHz Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) _l
STATUS

Plot 7-148. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — Full Tones (UNIlI Band 1) — Ch. 36)

|_ Keysight Spectrum Analyzer - 5weptSA
RL RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALIGN AUTO | 08:15:58 PM Ay
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 30 dB

1LD ngdlv Ref 20.00 dBm

5.200000000 GHz

5.175000000 GHz

StopFreq
5.225000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset
0Hz

|
Scale Type

Center 5.20000 GHz p K Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |

Plot 7-149. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — Full Tones (UNIlI Band 1) — Ch. 40)
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Keysight Spectrum Analyzer - Swept SA

RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO

08:16:18 PM

#Avg Type: RMS
PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 30 dB

Center 5.24000 GHz

#Res BW 1.0 MHz #VBW 3.0 MHz

p .
Sweep 1.000 ms (1001 pts
MSG

Auto

|
Freq Offset

anm———
Scale Type

Log

5.240000000 GHz

5.215000000 GHz

CF Step
5.000000 MHz

StopFreq
5.265000000 GHz

Man

0Hz

Lin

Plot 7-150. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — Full Tones (UNIlI Band 1) — Ch. 48)

Keysight Spectrum Analyzer - Swept SA

=

RF 500 AC

CORREC

PNO: Fast ()
IFGain:Low

SENSE:INT| SOURCE OFF ALIGN AUTO

08:21:50 PM Apr21, 2022

#Avg Type: RMS

Trig: Free Run
Atten: 30 dB

CenterFreq
5.190000000 GHz

StartFreq
5.140000000 GHz

Stop Freq
5.240000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Log Lin

Center 5.19000 GHz

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.

IMSG

Span 100.0 MHz

000 ms (1001 pts) |

Plot 7-151. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — Full Tones (UNIl Band 1) — Ch. 38)

FCC ID: C3K1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-16-R2.C3K

Test Dates:
3/14/2022-8/18/2022

EUT Type:
Portable Computing Device

Page 135 of 309

V 9.0 02/01/2019

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
written permission from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact

ct.info@element.com.



@ clement

Keysight Spectrum Analyzer - Swept 54
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO \08:22:14 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

CenterFreq
5.230000000 GHz

StartFreq
5.180000000 GHz

Stop Freq
§.280000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.23000 GHz . Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-152. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — Full Tones (UNIlI Band 1) — Ch. 46)

Keysight Spectrum Analyzer - Swept SA
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 08:18:31 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 26 dB

5.210000000 GHz

5.110000000 GHz

Stop Freq
5.310000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
EEE——||
Scale Type

Center 5.2100 GHz Span 200.0 MHz |5 Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-153. Power Spectral Density Plot SISO ANT1 (80MHz BW 802.11ax — Full Tones (UNIl Band 1) — Ch. 42)
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| eysight Spectrum Analyzer - Swept 54
| RF 50Q DC CORREC SENSE:INT)| ALIGN AUTO [04:09:17 PMJul 21, 2022
#Avg Type: RMS
PNO: Fast —»— 1rig: Free Run Avg|Hold: 100/100
IFGain:Low Atten: 30 dB

Mkr1 5.284 4 GHz
-7.147 dBm

Center Freq
5.250000000 GHz

StartFreq
5.050000000 GHz

Stop Freq
6.450000000 GHz

CF Step
40.000000 MHz
Auto Man

Freq Offset
0 Hz

Center $.2500 GHz Span 400.0 MHz

#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-154. Power Spectral Density Plot SISO ANT1 (160MHz BW 802.11ax — Full Tones (UNIl Band 1/2A) — Ch. 50)

| Keysight Spectrum Analyzer - Swept SA e
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO __ |08:16:53 PM
#Avg Type: RMS TRACE
Cy ) ig: TYPE]

PNO: Fast L, 1rig: FreeRun
IFGain:Low Atten: 30 dB DET

Mkr1 5.268 75 GHz
9.93 dBm

Center Freq
5.260000000 GHz

StartFreq
§.235000000 GHz

Stop Freq
6.285000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
et |
Scale Type

Center 5.26000 GHz Span 50.00 MHz [ Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
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Plot 7-155. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — Full Tones (UNIl Band 2A) — Ch. 52)
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Keysight Spectrum Analyzer - Swept 54
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO \08:17:25 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

CenterFreq
5.280000000 GHz

StartFreq
5.255000000 GHz

Stop Freq
5.305000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.28000 GHz X Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-156. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — Full Tones (UNIl Band 2A) — Ch. 56)
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Plot 7-157. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — Full Tones (UNIl Band 2A) — Ch. 64)
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Plot 7-158. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — Full Tones (UNIl Band 2A) — Ch. 54)
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Plot 7-159. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — Full Tones (UNIl Band 2A) — Ch. 62)
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Plot 7-160. Power Spectral Density Plot SISO ANT1 (80MHz BW 802.11ax — Full Tones (UNIl Band 2A) — Ch. 58)
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Plot 7-161. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 100)
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Keysight Spectrum Analyzer - Swept 54
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO \08:18:48 PM Apr21, 2022
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Plot 7-162. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 120)

Keysight Spectrum Analyzer - Swept SA
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Plot 7-163. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 144)
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Keysight Spectrum Analyzer - Swept 54
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Plot 7-164. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 102)
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Plot 7-165. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 118)
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Keysight Spectrum Analyzer - Swept 54
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO \08:24:26 PM Apr21, 2022
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Plot 7-166. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 142)

Keysight Spectrum Analyzer - Swept SA
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Plot 7-167. Power Spectral Density Plot SISO ANT1 (80MHz BW 802.11ax — Full Tones (UNIlI Band 2C) — Ch. 106)
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Plot 7-168. Power Spectral Density Plot SISO ANT1 (80MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 122)

Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 08:20:57 PM
#Avg Type: RMS TRACE
PNO: Fast ) Trig: Free Run TYPE|
IFGain:Low Atten: 26 dB

5.690000000 GHz

5.590000000 GHz

Stop Freq
5.790000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset
0Hz

|
Scale Type

Center 5.6900 GHz Span 200.0 MHz |5 Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-169. Power Spectral Density Plot SISO ANT1 (80MHz BW 802.11ax — Full Tones (UNIlI Band 2C) — Ch. 138)
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Plot 7-170. Power Spectral Density Plot SISO ANT1 (160MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 114)
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