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Max

Frequenc Channel Data Rate [Measured Power| Permissible | Margin

[l(\]/IHz] ’ No. 802.11 Mode | Tones [Mbps] Density [dBm] Power [dg]

Density

5745 149 ax (20MHz) 242T MCSO0 6.90 30.00 -23.10
- 5785 157 ax (20MHz) 242T MCSO0 6.68 30.00 -23.32
g 5825 165 ax (20MHz) 242T MCSO0 6.49 30.00 -23.51
g 5755 151 ax (40MHz) 484T MCSO0 4.47 30.00 -25.53
5795 159 ax (40MHz) 484T MCSO0 4.24 30.00 -25.76
5775 155 ax (80MHz) 996T MCSO0 -0.76 30.00 -30.76

Table 7-97. Band 3 Conducted Power Spectral Density Measurements SISO ANT1 (Full Tones)
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| Keysight Spectrum Analyzer - Swept 54
RL | RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALIGN AUTO | 08:20:05 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, 1rig: FreeRun
IFGain:Low Atten: 30 dB

Center Freq
5.745000000 GHz

StartFreq
5.720000000 GHz

Stop Freq
6.770000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.74500 GHz Span 50.00 MHz [ Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) _
E STATUS

Plot 7-171. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — Full Tones (UNIl Band 3) — Ch. 149)

Keysight Spectrum Analyzer - Swept 54
RL RE 10 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 08:20:30 PM A
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 30 dB

Mkr1 5.793 70 GHz
6.68 dBm

5.785000000 GHz

5.760000000 GHz

StopFreq
5.810000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Center 5.78500 GHz p K Log Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-172. Power Spectral Density Plot SISO ANT1 (20MHz BW 802.11ax — Full Tones (UNIl Band 3) — Ch. 157)
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Keysight Spectrum Analyzer - Swept 54
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO \DE:ZD:SB PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

CenterFreq
5.825000000 GHz

StartFreq
5.800000000 GHz

Stop Freq
5.850000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.82500 GHz X Log Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-173. Power Spectral Density Plot SISO ANT1 (20 MHz BW 802.11ax — Full Tones (UNIl Band 3) — Ch. 165)

Keysight Spectrum Analyzer - Swept SA
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 08:24:47 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 30 dB

5.755000000 GHz

5.705000000 GHz

Stop Freq
5.805000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
EEE——||
Scale Type

Center 5.75500 GHz Span 100.0 MHz |55 Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-174. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — Full Tones (UNIl Band 3) — Ch. 151)
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Keysight Spectrum Analyzer - Swept 54
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 08:25:05 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 30 dB

5.795000000 GHz

5.745000000 GHz

StopFreq
5.845000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
anm———
Scale Type

Center 5.79500 GHz Span 100.0 MHz |58 Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
MSG

Plot 7-175. Power Spectral Density Plot SISO ANT1 (40MHz BW 802.11ax — Full Tones (UNIl Band 3) — Ch. 159)

=

Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 08:21:35 PM Apr 25, 2022
#Avg Type: RMS

PNO: Fast () Trig: Free Run
IFGain:Low Atten: 26 dB

CenterFreq
5.775000000 GHz

StartFreq
5.675000000 GHz

Stop Freq
5875000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Center 5.7750 GHz Span 200.0 MHz [ Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-176. Power Spectral Density Plot SISO ANT1 (80MHz BW 802.11ax — Full Tones (UNIl Band 3) — Ch. 155)
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SISO Antenna-2 Power Spectral Density Measurements (26 Tones)

Frequency | Channel Data Rate Measured. Max quer Margin
[MHz] No. 802.11 Mode Tones [Mbps] Power Density Density [dB]
[dBm] [dBm/MHz]

5180 36 ax (20MHz) 26T MCSO0 8.67 11.0 -2.33

5200 40 ax (20MHz) 26T MCSO0 8.42 11.0 -2.59

: 5240 48 ax (20MHz) 26T MCSO 8.50 11.0 -2.50
§ 5190 38 ax (40MHz) 26T MCSO0 8.40 11.0 -2.60
5230 46 ax (40MHz) 26T MCSO0 8.34 11.0 -2.66

5210 42 ax (80MHz) 26T MCSO0 8.91 11.0 -2.10

g 5250 50 ax (160MHz) L 26T MCSO0 7.31 11.0 -3.69
@ = 5250 50 ax (160MHz) U 26T MCSO0 8.22 11.0 -2.78
5260 52 ax (20MHz) 26T MCSO0 9.27 11.0 -1.73

< 5280 56 ax (20MHz) 26T MCSO0 9.13 11.0 -1.87
_‘;‘ 5320 64 ax (20MHz) 26T MCSO0 9.30 11.0 -1.70
§ 5270 54 ax (40MHz) 26T MCSO0 8.57 11.0 -2.43
5310 62 ax (40MHz) 26T MCSO0 8.63 11.0 -2.37

5290 58 ax (80MHz) 26T MCSO0 8.48 11.0 -2.52

5500 100 ax (20MHz) 26T MCSO0 8.64 11.0 -2.36

5600 120 ax (20MHz) 26T MCSO0 8.59 11.0 -2.41

5720 144 ax (20MHz) 26T MCSO0 9.69 11.0 -1.31

5510 102 ax (40MHz) 26T MCSO0 9.22 11.0 -1.78

Q 5590 118 ax (40MHz) 26T MCSO0 9.42 11.0 -1.58
= 5710 142 ax (40MHz) 26T MCSO0 8.86 11.0 -2.14
@ 5530 106 ax (80MHz) 26T MCSO0 9.30 11.0 -1.70
5610 122 ax (80MHz) 26T MCSO0 9.47 11.0 -1.53

5690 138 ax (80MHz) 26T MCSO0 8.92 11.0 -2.08

5570 114 ax (160MHz) L 26T MCSO0 7.75 11.0 -3.26

5570 114 ax (160MHz) U 26T MCSO0 8.45 11.0 -2.56

Table 7-98. Conducted Power Spectral Density Measurements SISO ANT2 (26 Tones)
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| eysight Spectrum Analyzer - Swept 54
L RF S0Q  AC CORREC SENSE:INT)| [12:39:26 PM Aug 18, 2022
#Avg Type:RMS
PNO: Fast —»— 1rig: Free Run Avgl|Hold: --/100
IFGain:Low Atten: 30 dB

Center Freq
5.180000000 GHz

StartFreq
5.155000000 GHz

Stop Freq
5.205000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

O Hz
B —
Scale Type

Center 5.18000 GHz p X Log

#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-177. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — 26 Tones (UNIl Band 1) — Ch. 36)

| Keysight Spectrum Analyzer - Swept SA =R =
E RF AC CORREC SENSE:INT]

#Avg Type:RMS
PNO: Fast ~»— 1rig: FreeRun Avg|Held: 100/100
IFGain:Low Atten: 30 dB

Center Freq
5.200000000 GHz

StartFreq
5.175000000 GHz

Stop Freq
6.225000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset
0 Hz

i |
Scale Type

Center 5.20000 GHz Span 50.00 MHz |5 Lin

#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 1.000 ms (1001 pts
sG] |

Plot 7-178. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — 26 Tones (UNIl Band 1) — Ch. 40)
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eysight Spectrum Analyzer - Swept SA
€ RE 500 AC CORREC SENSE:INT| [12:46:30 PM
#Avg Type:RMS TRACE
PNO: Fast ~»— 1rig: FreeRun Avg|Hold: 100/100 TYPE

IFGain:Low Atten: 30 dB

==

Mkr1 5.248 20 GHz

5.240000000 GHz

5.215000000 GHz

Stop Freq
5.265000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0 Hz
|||
Scale Type

Center 5.24000 GHz p Log Lin
#Res BW 1.0 MHz #VBW 3.0 MHz*

IMSG

Plot 7-179. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — 26 Tones (UNIl Band 1) — Ch. 48)

| Keysiaht Spectrum Analyzer - Swept 5
| L RF 500 AC | CORREC SENSE:INT]

#Avg Type:RMS
PNO: Fast —»— 1rig: Free Run Avg|Hold: 100/100
IFGain:Low Atten: 30 dB

5.190000000 GHz

5.140000000 GHz

Stop Freq
5.240000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0 Hz
| |
Scale Type

Center 5.19000 GHz Span 100.0 MHz |5 Lin

#Res BW 1.0 MHz #/BW 3.0 MHz* Sweep 1.000 ms (1001 pts)
sc| |

Plot 7-180. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — 26 Tones (UNIl Band 1) — Ch. 38)
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| Keysight Spectrum Analyzer - Swept SA

L RF 500 AC CORREC SENSE:INT|

[12:49:21 PMAug 18, 2022

PNO: Fast —»— 1rig: Free Run
IFGain:Low Atten: 30 dB

Center 5.23000 GHz
#Res BW 1.0 MHz

IMSG

#VBW 3.0 MHz*

#Avg Type:RMS
Avgl|Hold: 100/100

Center Freq
5230000000 GHz

StartFreq
6.180000000 GHz

Stop Freq
5.280000000 GHz

CF Step
10.000000 MHz
Auto Man

|
Freq Offset

0 Hz
|||
Scale Type

Span 100.0 MHz |5 Lin

Sweep 1.000 ms (1001 pts) —l

Plot 7-181. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — 26 Tones (UNIl Band 1) — Ch. 46)

=R

| Keysiaht Spectrum Analyzer - Swept 5
SENSE:INT]

E RF 500 AC CORREC

PNO: Fast ~»— 1rig: FreeRun
IFGain:Low Atten: 30 dB

Center $.2100 GHz
#Res BW 1.0 MHz

IMSG

#VBW 3.0 MHz*

#Avg Type:RMS
Avg|Hold: 100/100

Mkr1 5.207 8 GHz
8.905 dBm

Center Freq
5.210000000 GHz

StartFreq
5.110000000 GHz

Stop Freq
5.310000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset
0 Hz

Vi |
Scale Type

Span 200.0 MHz |5 Lin

Sweep 1.000 ms (1001 pts |

Plot 7-182. Power Spectral Density Plot SISO ANT2 (80MHz BW 802.11ax — 26 Tones (UNIl Band 1) — Ch. 42)
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|= Keysight spectrum Analyzer - Swept SA
RF | 50Q DC CORREC | SENSE:INT] | ALIGN AUTO [05:00:10 PMJul 21, 2022
#Avg Type: RMS
Trig: Free Run Avg|Held: 100/100
Atten: 30 dB

PNO: Fast —»—
IFGain:Low

10 dBIdw Ref 20.00 dBm
Center Freq

5.260000000 GHz

StartFreq
5.050000000 GHz

Stop Freq
5.450000000 GHz

CF Step
40.000000 MHz
Auto Man

| |
Freq Offset
0Hz

|
Scale Type

Span 400.0 MHz |5 Lin

Center 5.2500 GHz X
#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 1.000 ms (1001 pts) |

Plot 7-183. Power Spectral Density Plot SISO ANT2 (160MHz [L] BW 802.11ax — 26 Tones (UNII Band 1/2A)
=R =R

—Ch. 50)

| Keysight spectrum Analyzer - Swept SA
RE [509 DC CORREC [ SENSE:INT] [ ALIGN AUTO _ [05:16:32 PMJul 21, 2022
#Avg Type: RMS
PNO: Fast —»— 1rig: Free Run Avg|Hold: 100/100
IFGain:Low Atten: 30 dB
Mkr1 5.252 0 GHz
8.219 dBm

1Lo gBIdlv Ref 20.00 dBm
Center Freq

5.260000000 GHz

StartFreq
5.050000000 GHz

Stop Freq
5.450000000 GHz

CF Step
40.000000 MHz
Auto Man

| e |
Freq Offset

0Hz
||

Scale Type

Log Lin

Center 5.2500 GHz Span 400.0 MHz
#Res BW 1.0 MHz #VEW 3.0 MHz* Sweep 1.000 ms (1001 pts) |

Plot 7-184. Power Spectral Density Plot SISO ANT2 (160MHz [U] BW 802.11ax — 26 Tones (UNII Band 1/2A) — Ch. 50)
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| Keysight Spectrum Analyzer - Swept 54
RL |

RF 500 AC

Center $.26000 GHz
#Res BW 1.0 MHz

IMSG

CORREC

PNO: Fast (]
IFGain:Low

SENSE:INT| SOURCE OFF ALIGN AUTO
#Avg Type: RMS

[05:14:22 PM Apr21, 2022

y Trig: Free Run
Atten: 26 dB

Span 50.00 MHz
#VBW 3.0 MHz

Auto

Log

5.260000000 GHz

5.235000000 GHz

5.285000000 GHz

Center Freq

StartFreq

Stop Freq

CF Step
5.000000 MHz
Man

Freq Offset
0Hz

Scale Type

Lin

Sweep 1.000 ms (1001 pts) _
STATUS

Plot 7-185. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — 26 Tones (UNIl Band 2A) — Ch. 52)

| Keysight Spectrum Analyzer - Swept SA

RF 500 AC

Center 5.28000 GHz
#Res BW 1.0 MHz

IMSG

CORREC

PNO: Fast (]
IFGain:Low

SENSE:INT| SOURCE OFF ALIGN AUTO
#Avg Type: RMS

[05:15:07 PM

y Trig: Free Run
Atten: 26 dB

5.2

5.2

53

Auto

#VBW 3.0 MHz Sweep 1.000 ms (1001 pts

Log

=R

CenterFreq
80000000 GHz

StartFreq
55000000 GHz

Stop Freq
05000000 GHz

CF Step
5.000000 MHz
Man

Freq Offset
0Hz

Scale Type

Lin

Plot 7-186. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — 26 Tones (UNIl Band 2A) — Ch. 56)
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Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 05:15:56 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 26 dB

CenterFreq
5.320000000 GHz

StartFreq
5.295000000 GHz

Stop Freq
5.345000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Lin

Center 5.32000 GHz p Log
#Res BW 1.0 MHz #VBW 3.0 MHz

IMSG

Plot 7-187. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — 26 Tones (UNIl Band 2A) — Ch. 64)

=

Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 05:28:35 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast () Trig: Free Run
IFGain:Low Atten: 30 dB

CenterFreq
5.270000000 GHz

StartFreq
5.220000000 GHz

Stop Freq
5.320000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Center 5.27000 GHz Span 100.0 MHz [ Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-188. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — 26 Tones (UNIl Band 2A) — Ch. 54)
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Keysight Spectrum Analyzer - Swept 54
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO \05:29:23 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

CenterFreq
5.310000000 GHz

StartFreq
5.260000000 GHz

Stop Freq
§.360000000 GHz

M Trw Tl j
L . crsie
iy m— 10.000000 MHz
|

Freq Offset

0Hz
)|
Scale Type

Center 5.31000 GHz . Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-189. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — 26 Tones (UNIl Band 2A) — Ch. 62)

Keysight Spectrum Analyzer - Swept SA

RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 05:37:51 PM

#Avg Type: RMS TRACE
_ iere TYPE]|

PNO: Fast ) Trig: Free Run

IFGain:Low Atten: 30 dB 3y

Mkr1 5.328 2 GHz
8.48 dBm

5.290000000 GHz

5.190000000 GHz

Stop Freq
5.390000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
EEE——||
Scale Type

Center 5.2900 GHz Span 200.0 MHz |5 Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-190. Power Spectral Density Plot SISO ANT2 (80MHz BW 802.11ax — 26 Tones (UNIl Band 2A) — Ch. 58)
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Keysight Spectrum Analyzer - Swept 54
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 05:16:42 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 26 dB

5.500000000 GHz

5.475000000 GHz

StopFreq
5.525000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
anm———
Scale Type

Center 5.50000 GHz p K Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
MSG

Plot 7-191. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 100)

=

Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 05:17:27 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast () Trig: Free Run
IFGain:Low Atten: 26 dB

CenterFreq
5.600000000 GHz

StartFreq
5.575000000 GHz

Stop Freq
5.625000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Center 5.60000 GHz Span 50.00 MHz [ Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-192. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 120)
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Keysight Spectrum Analyzer - Swept 54
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 05:18:11 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 26 dB

5.720000000 GHz

5.695000000 GHz

StopFreq
5.745000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
anm———
Scale Type

Center 5.72000 GHz p K Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
MSG

Plot 7-193. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 144)

=

Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 05:30:19 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast () Trig: Free Run
IFGain:Low Atten: 30 dB

CenterFreq
5.510000000 GHz

StartFreq
5.460000000 GHz

Stop Freq
5.560000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Center 5.51000 GHz Span 100.0 MHz [ Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-194. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 102)
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Keysight Spectrum Analyzer - Swept 54
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO \DS:E]:DS PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

CenterFreq
5.590000000 GHz

StartFreq
5.540000000 GHz

Stop Freq
5.640000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.59000 GHz . Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-195. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 118)

Keysight Spectrum Analyzer - Swept SA
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 05:31:57 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 30 dB

5.710000000 GHz

5.660000000 GHz

Stop Freq
5.760000000 GHz

CF Step
10.000000 MHz
Auto Man

j |
Freq Offset
0Hz

|
Scale Type

Center 5.71000 GHz Span 100.0 MHz |55 Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-196. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 142)
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|_ Keysight Spectrum Analyzer - Swept SA
RL [ RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALTGN AUTO | 05:38:41 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

10 dBidlv Ref 20.00 dBm
CenterFreq

5.530000000 GHz

StartFreq
5.430000000 GHz

Stop Freq
5.630000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.5300 GHz . Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |

Plot 7-197. Power Spectral Density Plot SISO ANT2 (80MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 106)

|_ Keysight Spectrum Analyzer - Swept SA
RL RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALIGN AUTO __ |05:39:42 PM
#Avg Type: RMS TRACE
_ iere TYPE]|

PNO: Fast ) Trig: Free Run
IFGain:Low Atten: 30 dB 3y

Mkr1 5.607 6 GHz
jo gsmw Ref 20.00 dBm 9.47 dBm

5.610000000 GHz

5.510000000 GHz

Stop Freq
5.710000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
EEE——||
Scale Type

Center 5.6100 GHz Span 200.0 MHz |5 Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |

Plot 7-198. Power Spectral Density Plot SISO ANT2 (80MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 122)

MEASUREMENT REPORT Approved by:
FCC ID: C3K1997
(CERTIFICATION) Technical Manager
Test Report S/N: Test Dates: EUT Type:
. . Page 161 of 309
1M2204040049-16-R2.C3K 3/14/2022-8/18/2022 Portable Computing Device

V 9.0 02/01/2019
Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
written permission from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact
ct.info@element.com.



@ clement

Keysight Spectrum Analyzer - Swept 54
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO \05:40:30 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

CenterFreq
5.690000000 GHz

StartFreq
5.590000000 GHz

Stop Freq
5.790000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
et |
Scale Type

Center 5.6900 GHz . Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-199. Power Spectral Density Plot SISO ANT2 (80MHz BW 802.11ax — 26 Tones (UNIl Band 2C) — Ch. 138)

|- Keysight Spectrum Analyzer - Swept SA =R
RF [500 DC CORREC [ SENSE:INT ALIGN AUTO
#Avg Type: RMS
PNO: Fast —»— 1rig: Free Run Avg|Hold: 100/100
IFGain:Low Atten: 30 dB

Mkr1 5.492 0 GHz
7.745 dBm

Center Freq
5570000000 GHz

StartFreq
5.370000000 GHz

Stop Freq
5770000000 GHz

CF Step

B

B S
I
| |

0Hz

|
Scale Type

Center 5.5700 GHz Span 400.0 MHz |55 Lin

#Res BW 1.0 MHz #VEW 3.0 MHz* Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-200. Power Spectral Density Plot SISO ANT2 (160MHz [L] BW 802.11ax — 26 Tones (UNII Band 2C) — Ch. 114)
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element

m Analyzer - Swept SA

RF [ CORREC | SENSE:INT] | ALIGN AUTO
#Avg Type: RMS
PNO: Fast —»— 1rig: Free Run Avg|Hold: 100/100
IFGain:Low Atten: 30 dB
Mkr1 5.571 6 GHz
8.445 dBm

| Keysight Spectru
"

Ref 20.00 dBm

5.770000000 GHz

CF Step
40.000000 MHz

Auto Man
||
Freq Offset
0Hz

|
Scale Type

Lin

Log

Center 5.5700 GHz Span 400.0 MHz
#Res BW 1.0 MHz #VEBW 3.0 MHz* Sweep 1.000 ms (1001 pts) |

Plot 7-201. Power Spectral Density Plot SISO ANT2 (160MHz [U] BW 802.11ax — 26 Tones (UNII Band 2C) — Ch. 114)
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Max

Frequenc Channel Data Rate [Measured Power | Permissible | Margin

[l?/lHZ] ’ No. 072G .20 RIS [Mbps] Density [dBm] Power [dg]

Density

5745 149 ax (20MHz) 26T MCSO0 14.87 30.00 -15.13
- 5785 157 ax (20MHz) 26T MCSO0 14.85 30.00 -15.16
o 5825 165 ax (20MHz) 26T MCSO0 14.67 30.00 -15.33
g 5755 151 ax (40MHz) 26T MCSO0 14.37 30.00 -15.63
5795 159 ax (40MHz) 26T MCSO0 14.18 30.00 -15.82
5775 155 ax (80MHz) 26T MCSO0 14.48 30.00 -15.52

Table 7-99. Band 3 Conducted Power Spectral Density Measurements SISO ANT2 (26 Tones)
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| Keysight Spectrum Analyzer - Swept 54
RL | RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALIGN AUTO  |05:19:48 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, 1rig: FreeRun
IFGain:Low Atten: 30 dB

Center Freq
5.745000000 GHz

StartFreq
5.720000000 GHz

Stop Freq
6.770000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset
0Hz

)|
Scale Type

Center 5.74500 GHz Span 50.00 MHz [ Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) _
E STATUS

Plot 7-202. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 149)

Keysight Spectrum Analyzer - Swept 54
RL RE 10 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 05:21:56 PM A&
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 30 dB

5.785000000 GHz

5.760000000 GHz

StopFreq
5.810000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset
0Hz

|
Scale Type

Center 5.78500 GHz p K Log Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-203. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 157)
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|_ Keysight Spectrum Analyzer - Swept SA
RL [ RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALTGN AUTO  |05:23:03 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

10 dBidlv Ref 20.00 dBm

CenterFreq
5.825000000 GHz

StartFreq
5.800000000 GHz

Stop Freq
5.850000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset
0Hz

)|
Scale Type

Center 5.82500 GHz X Log Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |

Plot 7-204. Power Spectral Density Plot SISO ANT2 (20 MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 165)

|_ Keysight Spectrum Analyzer - Swept SA

RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 05:33:40 PM
#Avg Type: RMS TRACE
PNO: Fast ) Trig: Free Run TYPE|
IFGain:Low Atten: 30 dB

1LD ngdlv Ref 20.00 dBm

5.755000000 GHz

5.705000000 GHz

Stop Freq
5.805000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
EEE——||
Scale Type

Center 5.75500 GHz Span 100.0 MHz |55 Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |

Plot 7-205. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 151)
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Keysight Spectrum Analyzer - Swept 54
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 05:34:30 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 30 dB

5.795000000 GHz

5.745000000 GHz

StopFreq
5.845000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
anm———
Scale Type

Center 5.79500 GHz Span 100.0 MHz |58 Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
MSG

Plot 7-206. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — 26 Tones (UNIl Band 3) — Ch. 159)

=

Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 05:41:34 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast () Trig: Free Run
IFGain:Low Atten: 30 dB

CenterFreq
5.775000000 GHz

StartFreq
5.675000000 GHz

Stop Freq
5875000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Center 5.7750 GHz Span 200.0 MHz [ Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-207. Power Spectral Density Plot SISO ANT2 (80MHz BW 802.11ax — 26 Tones (UNIlI Band 3) — Ch. 155)
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SISO Antenna-2 Power Spectral Density Measurements (Full Tones)

Frequency | Chael | ooy 11 yode | Tones | DataRale. |Measured power| Yoo JUF' | Mergi
[dBm/MHz]

5180 36 ax (20MHz) 242T MCS0 5.86 11.0 -5.14

5200 40 ax (20MHz) 242T MCSO0 5.85 11.0 -5.16

. 5240 48 ax (20MHz) 2427 MCSO0 5.93 11.0 -5.07

§ 5190 38 ax (40MHz) 484T MCSO0 2.58 11.0 -8.42

5230 46 ax (40MHz) 484T MCS0 2.53 11.0 -8.47

5210 42 ax (80MHz) 996T MCSO0 -1.32 11.0 -12.32

Band 1/2A 5250 50 ax (160MHz) 996T MCSO0 -7.18 11.0 -18.18

5260 52 ax (20MHz) 242T MCSO0 9.81 11.0 -1.19

5280 56 ax (20MHz) 2421 MCSO0 9.60 11.0 -1.40

§ 5320 64 ax (20MHz) 242T MCSO0 9.35 11.0 -1.65

g 5270 54 ax (40MHz) 484T MCS0 5.71 11.0 -5.30

5310 62 ax (40MHz) 484T MCSO0 3.51 11.0 -7.49

5290 58 ax (80MHz) 996T MCSO0 0.12 11.0 -10.88

5500 100 ax (20MHz) 242T MCSO0 8.83 11.0 -2.17

5600 120 ax (20MHz) 2421 MCSO0 8.89 11.0 -2.11

5720 144 ax (20MHz) 242T MCSO0 8.99 11.0 -2.01

5510 102 ax (40MHz) 484T MCS0 3.11 11.0 -7.89

5 5590 118 ax (40MHz) 484T MCSO0 5.24 11.0 -5.76

§ 5710 142 ax (40MHz) 484T MCS0 4.94 11.0 -6.06

5530 106 ax (80MHz) 996T MCSO0 -0.85 11.0 -11.85

5610 122 ax (80MHz) 996T MCSO0 1.39 11.0 -9.61

5690 138 ax (80MHz) 996T MCSO0 1.37 11.0 -9.63

5570 114 ax (160MHz) 996T MCSO -7.79 11.0 -18.79

Table 7-100. Conducted Power Spectral Density Measurements SISO ANT2 (Full Tones)
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| Keysight Spectrum Analyzer - Swept 54
RL | RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALIGN AUTO  [07:51:00 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, 1rig: FreeRun
IFGain:Low Atten: 30 dB

Center Freq
5.180000000 GHz

StartFreq
5.155000000 GHz

Stop Freq
6.205000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.18000 GHz Span 50.00 MHz [ Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) _
E STATUS

Plot 7-208. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — Full Tones (UNIl Band 1) — Ch. 36)

|_ Keysight Spectrum Analyzer - Swept SA
RL RF ) € AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 07:51:25 PM A

#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 30 dB

5.200000000 GHz

5.175000000 GHz

StopFreq
5.225000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Center 5.20000 GHz p K Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-209. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — Full Tones (UNIl Band 1) — Ch. 40)
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' Keysight Spectrum Analyzer - Swept SA
jLxi RL RF AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 07:52:05FPM
Center Freq 5.240000000 GHz #Avg Type: RMS

NFE PNQ: Fast L, 11g:FreeRun
IFGain:Low Atten: 30 dB

5.240000000 GHz

5.215000000 GHz

StopFreq
5.265000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
anm———
Scale Type

Center 5.24000 GHz p . Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
MSG

Plot 7-210. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — Full Tones (UNIlI Band 1) — Ch. 48)

=

Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 08:00:55 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast () Trig: Free Run
IFGain:Low Atten: 30 dB

CenterFreq
5.190000000 GHz

StartFreq
5.140000000 GHz

Stop Freq
5.240000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Center 5.19000 GHz Span 100.0 MHz [ Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-211. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — Full Tones (UNIl Band 1) — Ch. 38)
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Keysight Spectrum Analyzer - Swept 54
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO \DE:D]:ZQ PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

CenterFreq
5.230000000 GHz

StartFreq
5.180000000 GHz

Stop Freq
§.280000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.23000 GHz . Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-212. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — Full Tones (UNIl Band 1) — Ch. 46)

Keysight Spectrum Analyzer - Swept SA
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 08:14:15 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 26 dB

5.210000000 GHz

5.110000000 GHz

Stop Freq
5.310000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
EEE——||
Scale Type

Center 5.2100 GHz Span 200.0 MHz |5 Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-213. Power Spectral Density Plot SISO ANT2 (80MHz BW 802.11ax — Full Tones (UNIl Band 1) — Ch. 42)
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| Keysight Spectrum Analyzer - Swept 54
RF 50Q DC CORREC SENSE:INT| ALIGN AUTO [04:52:05 PMJul 21, 2022
#Avg Type: RMS
PNO: Fast —»— 1rig: Free Run Avg|Hold: 100/100
IFGain:Low Atten: 30 dB

Mkr1 5.267 6 GHz
-7.178 dBm

Center Freq
5.250000000 GHz

StartFreq
5.050000000 GHz

Stop Freq
6.450000000 GHz

CF Step
40.000000 MHz
Auto Man

Freq Offset
0 Hz

Center $.2500 GHz Span 400.0 MHz

#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-214. Power Spectral Density Plot SISO ANT2 (160MHz BW 802.11ax — Full Tones (UNIl Band 1/2A) — Ch. 50)

I_ Keysight Spectrum Analyzer - Swept SA
RL RF 500  AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO [07:52:44 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast (4} Trig: Free Run
IFGain:Low Atten: 30 dB

Mkr1 5.254 15 GHz
9.81 dBm

Center Freq
5.260000000 GHz

StartFreq
6.235000000 GHz

Stop Freq
6.285000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
et |
Scale Type

Center 5.26000 GHz Span 50.00 MHz [ Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts
sc| |

Plot 7-215. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — Full Tones (UNIl Band 2A) — Ch. 52)
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| Keysight Spectrum Analyzer - Swept 54
RL | RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALIGN AUTO  |07:55:36 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, 1rig: FreeRun
IFGain:Low Atten: 30 dB

Center Freq
5.280000000 GHz

StartFreq
5.255000000 GHz

Stop Freq
6.305000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.28000 GHz Span 50.00 MHz [ Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) _
E STATUS

Plot 7-216. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — Full Tones (UNIl Band 2A) — Ch. 56)

=

Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 07:56:01 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast () Trig: Free Run
IFGain:Low Atten: 30 dB

CenterFreq
5.320000000 GHz

StartFreq
5.295000000 GHz

Stop Freq
5.345000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Center 5.32000 GHz Span 50.00 MHz [ Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-217. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — Full Tones (UNIl Band 2A) — Ch. 64)
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| Keysight Spectrum Analyzer - Swept 54

RL

RF 500 AC

Center $.27000 GHz
#Res BW 1.0 MHz

IMSG

CORREC

PNO: Fast (]
IFGain:Low

SENSE:INT| SOURCE OFF ALIGN AUTO
#Avg Type: RMS

[08:02:02 PM Apr21, 2022

y Trig: Free Run
Atten: 30 dB

10.000000 MHz

Auto

Span 100.0 MHz
#VBW 3.0 MHz

Log

5.220000000 GHz

5.320000000 GHz

Center Freq
5270000000 GHz

StartFreq

Stop Freq

CF Step
Man

Freq Offset
0Hz

Scale Type

Lin

Sweep 1.000 ms (1001 pts) _
STATUS

Plot 7-218. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — Full Tones (UNIl Band 2A) — Ch. 54)

| Keysight Spectrum Analyzer - Swept SA

RL

RF 500 AC

Center $.31000 GHz
#Res BW 1.0 MHz

IMSG

CORREC

PNO: Fast (]
IFGain:Low

SENSE:INT| SOURCE OFF ALIGN AUTO
#Avg Type: RMS

[08:02:29 PM

y Trig: Free Run
Atten: 30 dB

Mkr1 5.318 8 GHz
3.51 dBm

#VBW 3.0 MHz Sweep 1.000 ms (1001 pts

Auto

Log

5.260000000 GHz

5.360000000 GHz

10.000000 MHz

=R

CenterFreq
5.310000000 GHz

StartFreq

Stop Freq

CF Step

Man

Freq Offset
0Hz

Scale Type

Lin

Plot 7-219. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — Full Tones (UNIl Band 2A) — Ch. 62)
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Keysight Spectrum Analyzer - Swept SA

RL

RF 500 AC

PNO: Fast )
IFGain:Low

Center 5.2900 GHz
#Res BW 1.0 MHz

IMSG

CORREC

SENSE:INT| SOURCE OFF ALIGN AUTO

08:14:53 PM

#Avg Type: RMS
Trig: Free Run
Atten: 26 dB

Mkr1 5.317 6 GHz

#VBW 3.0 MHz

TRACE!
TYPE]|

0.12 dBm

5.290000000 GHz

5.190000000 GHz

StopFreq
5.390000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
anm———
Scale Type

Lin

Span 200.0 MHz |

Sweep 1.000 ms (1001 pts |

Plot 7-220. Power Spectral Density Plot SISO ANT2 (80MHz BW 802.11ax — Full Tones (UNIl Band 2A) — Ch. 58)

Keysight Spectrum Analyzer - Swept SA

=

RL

RF 500 AC

Center 5.50000 GHz
#Res BW 1.0 MHz

IMSG

CORREC

PNO: Fast ()
IFGain:Low

SENSE:INT| SOURCE OFF ALIGN AUTO

07:56:31 PM Apr21, 2022

#Avg Type: RMS

Trig: Free Run
Atten: 30 dB

#VBW 3.0 MHz Sweep 1.

CenterFreq
5.500000000 GHz

StartFreq
5.475000000 GHz

Stop Freq
5.525000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Span 50.00 MHz |54 Lin

000 ms (1001 pts) |

Plot 7-221. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 100)
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Keysight Spectrum Analyzer - Swept 54
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO \07:56:58 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

CenterFreq
5.600000000 GHz

StartFreq
5.575000000 GHz

Stop Freq
§.625000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.60000 GHz X Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-222. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 120)

Keysight Spectrum Analyzer - Swept SA
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 07:57:23 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 30 dB

5.720000000 GHz

5.695000000 GHz

Stop Freq
5.745000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset
0Hz

|
Scale Type

Center 5.72000 GHz p X Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-223. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 144)
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Keysight Spectrum Analyzer - Swept 54
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 08:02:59 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 30 dB

5.510000000 GHz

5.460000000 GHz

StopFreq
5.560000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
anm———
Scale Type

Center 5.51000 GHz Span 100.0 MHz |58 Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
MSG

Plot 7-224. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 102)

=

Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 08:03:31 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast () Trig: Free Run
IFGain:Low Atten: 30 dB

CenterFreq
5.590000000 GHz

StartFreq
5.540000000 GHz

Stop Freq
5.640000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Center 5.59000 GHz Span 100.0 MHz [ Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-225. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 118)
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Keysight Spectrum Analyzer - Swept 54
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO \DE:DS:ES PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

CenterFreq
5.710000000 GHz

StartFreq
5.660000000 GHz

Stop Freq
5.760000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.71000 GHz . Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-226. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 142)

Keysight Spectrum Analyzer - Swept SA
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 08:15:37 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 26 dB

10 dBidiv. ~ Ref 15.00 dBm
Log

5.530000000 GHz

5.430000000 GHz

Stop Freq
5.630000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset
0Hz

|
Scale Type

Center 5.5300 GHz Span 200.0 MHz |5 Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-227. Power Spectral Density Plot SISO ANT2 (80MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 106)

. m
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|_ Keysight Spectrum Analyzer - Swept SA
RL [ RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALTGN AUTO | 08:16:34 PM Apr25, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 26 dB

10 dBidlv Ref 15.00 dBm

CenterFreq
5.610000000 GHz

StartFreq
5.510000000 GHz

Stop Freq
56.710000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.6100 GHz . Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |

Plot 7-228. Power Spectral Density Plot SISO ANT2 (80MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 122)

|_ Keysight Spectrum Analyzer - Swept SA
RL RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALIGN AUTO __ [08:17:1BPM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 26 dB

1LD ngdlv Ref 15.00 dBm

5.690000000 GHz

5.590000000 GHz

Stop Freq
5.790000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
EEE——||
Scale Type

Center 5.6900 GHz Span 200.0 MHz |5 Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |

Plot 7-229. Power Spectral Density Plot SISO ANT2 (80MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 138)
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element

[ ALIGN AUTO

[04:47:43 PMJul 21, 2022

|_ Keysight Spectrum Analyzer - 5weptSA

10 dBidiv
Leg

CORREC

PNO: Fast
IFGain:Low

Ref 20.00 dBm

Center 5.5700 GHz
#Res BW 1.0 MHz

SENSE:INT]

—— Trig: Free Run
Atten: 30 dB

#V/BW 3.0 MHz*

#Avg Type:RMS
Avg|Hold: 100/100

Mkr1

Sweep 1.

STATUS

5.585 2 GHz
-7.785 dBm

Center Freq
5.570000000 GHz

StartFreq
5.370000000 GHz

Stop Freq
6.770000000 GHz

CF Step
40.000000 MHz
Auto Man

||
Freq Offset
0 Hz

Scale Type

Span 400.0 MHz |5
000 ms (1001 pis) —|

Plot 7-230. Power Spectral Density Plot SISO ANT2 (160MHz BW 802.11ax — Full Tones (UNIl Band 2C) — Ch. 114)
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@ clement

Max
Frequenc Channel Data Rate [Measured Power | Permissible | Margin
[l?/lHZ] ’ No. 072G .20 RIS [Mbps] Density [dBm] Power [dg]
Density

5745 149 ax (20MHz) 242T MCSO0 5.12 30.00 -24.88

- 5785 157 ax (20MHz) 242T MCSO 6.27 30.00 -23.73
o 5825 165 ax (20MHz) 242T MCSO0 6.03 30.00 -23.97
g 5755 151 ax (40MHz) 484T MCSO0 3.36 30.00 -26.64
5795 159 ax (40MHz) 484T MCSO0 3.22 30.00 -26.78

5775 155 ax (80MHz) 996T MCSO0 -1.22 30.00 -31.22

Table 7-101. Band 3 Conducted Power Spectral Density Measurements SISO ANT2 (Full Tones)
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| Keysight Spectrum Analyzer - Swept 54
RL | RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALIGN AUTO | 07:57:54 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, 1rig: FreeRun
IFGain:Low Atten: 30 dB

Center Freq
5.745000000 GHz

StartFreq
5.720000000 GHz

Stop Freq
6.770000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.74500 GHz Span 50.00 MHz [ Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) _
E STATUS

Plot 7-231. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — Full Tones (UNIl Band 3) — Ch. 149)

Keysight Spectrum Analyzer - Swept 54
RL RE 10 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 07:58:18 PM A
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 30 dB

5.785000000 GHz

5.760000000 GHz

StopFreq
5.810000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Center 5.78500 GHz p K Log Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-232. Power Spectral Density Plot SISO ANT2 (20MHz BW 802.11ax — Full Tones (UNIl Band 3) — Ch. 157)
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|_ Keysight Spectrum Analyzer - Swept SA
RL [ RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALTGN AUTO __|07:59:05 PM Apr21, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 30 dB

10 dBidlv Ref 20.00 dBm

CenterFreq
5.825000000 GHz

StartFreq
5.800000000 GHz

Stop Freq
5.850000000 GHz

CF Step
5.000000 MHz
Auto Man

Freq Offset

0Hz
)|
Scale Type

Center 5.82500 GHz X Log Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |

Plot 7-233. Power Spectral Density Plot SISO ANT2 (20 MHz BW 802.11ax — Full Tones (UNIl Band 3) — Ch. 165)

|_ Keysight Spectrum Analyzer - Swept SA
RL RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALIGN AUTO | 08:07:38 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 30 dB

1LD ngdlv Ref 20.00 dBm

5.755000000 GHz

5.705000000 GHz

Stop Freq
5.805000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
EEE——||
Scale Type

Center 5.75500 GHz Span 100.0 MHz |55 Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |

Plot 7-234. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — Full Tones (UNIl Band 3) — Ch. 151)
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Keysight Spectrum Analyzer - Swept 54
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 08:07:58 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 30 dB

5.795000000 GHz

5.745000000 GHz

StopFreq
5.845000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
anm———
Scale Type

Center 5.79500 GHz Span 100.0 MHz |58 Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
MSG

Plot 7-235. Power Spectral Density Plot SISO ANT2 (40MHz BW 802.11ax — Full Tones (UNIl Band 3) — Ch. 159)

=

Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 08:17:48 PM Apr 25, 2022
#Avg Type: RMS

PNO: Fast () Trig: Free Run
IFGain:Low Atten: 26 dB

CenterFreq
5.775000000 GHz

StartFreq
5.675000000 GHz

Stop Freq
5875000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0Hz
|
Scale Type

Center 5.7750 GHz Span 200.0 MHz [ Lin

#Res BW 510 kHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-236. Power Spectral Density Plot SISO ANT2 (80MHz BW 802.11ax — Full Tones (UNIl Band 3) — Ch. 155)
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Summed MIMO Power Spectral Density Measurements (26 Tones)

Frequency | Channel Data Rate | _ Antenna-l Antenna-2 Summed Max Power Margin

[MHz] No. 802.11 Mode | Tones [Mbps] Power Density | Power Density MIMQ Power Density [dB]

[dBm] [dBm] Density [dBm] | [dBm/MHz]

5180 36 ax (20MHz) 26T MCSO0 6.40 5.93 9.18 11.00 -1.82

5200 40 ax (20MHz) 26T MCSO0 6.41 6.12 9.28 11.00 -1.72

; 5240 48 ax (20MHz) 26T MCSO0 6.86 6.03 9.48 11.00 -1.52
§ 5190 38 ax (40MHz) 26T MCSO0 5.96 6.28 9.13 11.00 -1.87
5230 46 ax (40MHz) 26T MCSO0 6.65 6.41 9.54 11.00 -1.46

5210 42 ax (80MHz) 26T MCSO0 6.19 6.19 9.20 11.00 -1.80

e LA 5250 50 ax (160MHz) L 26T MCSO0 4.97 6.29 8.69 11.00 -2.31
5250 50 ax (160MHz) U 26T MCSO0 4.47 5.16 7.84 11.00 -3.16

5260 52 ax (20MHz) 26T MCSO0 7.45 7.02 10.25 11.00 -0.75

5280 56 ax (20MHz) 26T MCSO0 7.10 7.36 10.24 11.00 -0.76

i 5320 64 ax (20MHz) 26T MCSO0 7.38 7.28 10.34 11.00 -0.66
g 5270 54 ax (40MHz) 26T MCSO0 7.33 7.07 10.21 11.00 -0.79
- 5310 62 ax (40MHz) 26T MCSO0 7.56 6.89 10.25 11.00 -0.75
5290 58 ax (80MHz) 26T MCSO0 7.16 7.05 10.12 11.00 -0.88

5500 100 ax (20MHz) 26T MCSO0 7.62 7.34 10.49 11.00 -0.51

5600 120 ax (20MHz) 26T MCSO0 6.99 6.87 9.94 11.00 -1.06

5720 144 ax (20MHz) 26T MCSO0 7.19 6.91 10.06 11.00 -0.94

5510 102 ax (40MHz) 26T MCSO0 7.90 6.99 10.48 11.00 -0.52

Q 5590 118 ax (40MHz) 26T MCSO0 7.60 6.54 10.11 11.00 -0.89
2 5710 142 ax (40MHz) 26T MCSO0 7.16 6.64 9.92 11.00 -1.08
S 5530 106 ax (80MHz) 26T MCSO0 7.71 6.75 10.27 11.00 -0.73
5610 122 ax (80MHz) 26T MCSO0 7.60 6.57 10.13 11.00 -0.87

5690 138 ax (80MHz) 26T MCSO0 7.22 6.40 9.84 11.00 -1.16

5570 114 ax (160MHz) L 26T MCSO0 6.13 5.20 8.70 11.00 -2.30

5570 114 ax (160MHz) U 26T MCSO0 5.87 5.30 8.60 11.00 -2.40

Table 7-102. Bands 1, 2A, 2C MIMO Conducted Power Spectral Density Measurements MIMO (26 Tones)
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ww Keysight Spectrum Analyzer - Swept SA
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#Avg Type: RMS Frequency
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IFGain:Low Atten: 30 dB
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#Res BW 1.0 MHz #VBW 3.0 MHz* Sweep 1.000 ms (1001 pts)

MSG STATUS

Plot 7-237. Power Spectral Density Plot MIMO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 1) — Ch. 36)

w Keysight Spectrum Analyzer - Swept SA
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Plot 7-238. Power Spectral Density Plot MIMO ANT1 (20MHz BW 802.11ax — 26 Tones (UNII Band 1) — Ch. 40)
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e Keysight Spectrum Analyzer - Swept SA [
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#Avg Type: RMS . Frequency
NFE PNO: Fast ~—»— Trig: FreeRun Avg|Hoeld: 100/100

IFGain:Low Atten: 30 dB
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MSG STATUS

Plot 7-239. Power Spectral Density Plot MIMO ANT1 (20MHz BW 802.11ax — 26 Tones (UNIl Band 1) — Ch. 48)

s Keysight Spectrum Analyzer - Swept SA ==
RF 500 AC CORREC [ SENSE:INT] [ ALIGN AUTO  [09:04:07 PMJul 20, 2022
#Avg Type: RMS 4 Frequency
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IFGain:Low Atten: 30 dB

Auto Tune
1Lo ngdlv Ref 20.00 dBm

Center Freq
5.190000000 GHz

StartFreq
5.140000000 GHz

Stop Freq
5.240000000 GHz

ﬁ|

CF Ste
10.000000 MHz
uto Man

|>

Freq Offset

o
I
N

Scale Type

-
o
w

Lin

Center 5.19000 GHz Span 100.0 MHz
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Plot 7-240. Power Spectral Density Plot MIMO ANT1 (40MHz BW 802.11ax — 26 Tones (UNII Band 1) — Ch. 38)
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ww Keysight Spectrum Analyzer - Swept SA
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[ SENSE:INT] [ ALIGN AUTO  [09:04:30 PMJul 20, 2022
#Avg Type: RMS Frequency
PNO: Fast ~—»— Trig: FreeRun Avg|Held: 100/100
IFGain:Low Atten: 30 dB

Auto Tune
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Center Freq
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Stop Freq
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MSG STATUS

Plot 7-241. Power Spectral Density Plot MIMO ANT1 (40MHz BW 802.11ax — 26 Tones (UNIl Band 1) — Ch. 46)
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Plot 7-242. Power Spectral Density Plot MIMO ANT1 (80MHz BW 802.11ax — 26 Tones (UNII Band 1) — Ch. 42)
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ww Keysight Spectrum Analyzer - Swept SA
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[ SENSE:INT] [ ALIGN AUTO  [09:08:39 PMJul 20, 2022
#Avg Type: RMS Frequency
PNO: Fast ~—»— Trig: FreeRun Avg|Held: 100/100
IFGain:Low Atten: 30 dB

Mkr1 5.210 8 GHz Auto Tune
4.965 dBm

Center Freq
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Stop Freq
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Plot 7-243. Power Spectral Density Plot MIMO ANT1 (160MHz [L] BW 802.11ax — 26 Tones (UNII Band 1/2A) — Ch. 50)

ww Keysight Spectrum Analyzer - Swept SA
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[ SENSE:INT] [ ALIGN AUTO  [09:10:58 PMJ
#Avg Type: RMS 4 Frequency
PNO: Fast ~—»— Trig: FreeRun Avg|Held: 100/100
IFGain:Low Atten: 30 dB
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Plot 7-244. Power Spectral Density Plot MIMO ANT1 (160MHz [U] BW 802.11ax — 26 Tones (UNIl Band 1/2A) — Ch. 50)
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| Keysight Spectrum Analyzer - Swept 54
RL | RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALIGN AUTO  [09:14:31 PM Apr26, 2022
#Avg Type: RMS

PNO: Fast L, 1rig: FreeRun
IFGain:Low Atten: 26 dB
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5260000000 GHz

StartFreq
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Plot 7-245. Power Spectral Density Plot MIMO ANT1 (20MHz BW 802.11ax — 26 Tones (UNII Band 2A) — Ch. 52)

| Keysight Spectrum Analyzer - Swept SA [E=R=R
RL | RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALIGN AUTO _ [09:15:02PM
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Plot 7-246. Power Spectral Density Plot MIMO ANT1 (20MHz BW 802.11ax — 26 Tones (UNII Band 2A) — Ch. 56)
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Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 09:16:00 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 26 dB

CenterFreq
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Plot 7-247. Power Spectral Density Plot MIMO ANT1 (20MHz BW 802.11ax — 26 Tones (UNII Band 2A) — Ch. 64)
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Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 07:39:52 PM Apr 26, 2022
#Avg Type: RMS

PNO: Fast () Trig: Free Run
IFGain:Low Atten: 26 dB

CenterFreq
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StartFreq
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#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-248. Power Spectral Density Plot MIMO ANT1 (40MHz BW 802.11ax — 26 Tones (UNII Band 2A) — Ch. 54)
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Keysight Spectrum Analyzer - Swept SA
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SENSE:INT| SOURCE OFF ALTGN AUTO

[07:40:11 PM Apr26, 2022
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Plot 7-249. Power Spectral Density Plot MIMO ANT1 (40MHz BW 802.11ax — 26 Tones (UNII Band 2A) — Ch. 62)

Keysight Spectrum Analyzer - Swept SA

RL RF 500 AC CORREC

SENSE:INT| SOURCE OFF ALIGN AUTO

07:44:34 PM
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Plot 7-250. Power Spectral Density Plot MIMO ANT1 (80MHz BW 802.11ax — 26 Tones (UNII Band 2A) — Ch. 58)
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Keysight Spectrum Analyzer - Swept 54
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 09:16:52 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 26 dB
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StopFreq
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CF Step
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Freq Offset
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#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
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Plot 7-251. Power Spectral Density Plot MIMO ANT1 (20MHz BW 802.11ax — 26 Tones (UNII Band 2C) — Ch. 100)
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Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 09:17:39 PM Apr 26, 2022
#Avg Type: RMS

PNO: Fast () Trig: Free Run
IFGain:Low Atten: 26 dB

CenterFreq
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StartFreq
5.575000000 GHz

Stop Freq
5.625000000 GHz

CF Step
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#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-252. Power Spectral Density Plot MIMO ANT1 (20MHz BW 802.11ax — 26 Tones (UNII Band 2C) — Ch. 120)
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Keysight Spectrum Analyzer - Swept 54
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 09:18:29 PM
#Avg Type: RMS

PNO: Fast L, 171g: FreeRun
IFGain:Low Atten: 26 dB

5.720000000 GHz

5.695000000 GHz

StopFreq
5.745000000 GHz

CF Step
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Freq Offset
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Center 5.72000 GHz p K Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
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Plot 7-253. Power Spectral Density Plot MIMO ANT1 (20MHz BW 802.11ax — 26 Tones (UNII Band 2C) — Ch. 144)
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Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 07:40:27 PM Apr 26, 2022
#Avg Type: RMS

PNO: Fast () Trig: Free Run
IFGain:Low Atten: 26 dB

CenterFreq
5.510000000 GHz

StartFreq
5.460000000 GHz

Stop Freq
5.560000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset
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|
Scale Type

Center 5.51000 GHz Span 100.0 MHz [ Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-254. Power Spectral Density Plot MIMO ANT1 (40MHz BW 802.11ax — 26 Tones (UNII Band 2C) — Ch. 102)
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Keysight Spectrum Analyzer - Swept 54
RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO \07:40:42 PM Apr26, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 26 dB

CenterFreq
5.590000000 GHz

StartFreq
5.540000000 GHz

Stop Freq
5.640000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset
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Scale Type

Center 5.59000 GHz . Log Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts) |
IMSG

Plot 7-255. Power Spectral Density Plot MIMO ANT1 (40MHz BW 802.11ax — 26 Tones (UNII Band 2C) — Ch. 118)

Keysight Spectrum Analyzer - Swept SA
RL RE 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO 07:41:01 PM
#Avg Type: RMS TRACE
PNO: Fast ) Trig: Free Run TYPE|
IFGain:Low Atten: 26 dB

5.710000000 GHz

5.660000000 GHz

Stop Freq
5.760000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset
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EEE——||
Scale Type

Center 5.71000 GHz Span 100.0 MHz |55 Lin

#Res BW 1.0 MHz #VBW 3.0 MHz Sweep 1.000 ms (1001 pts |
IMSG

Plot 7-256. Power Spectral Density Plot MIMO ANT1 (40MHz BW 802.11ax — 26 Tones (UNII Band 2C) — Ch. 142)
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|_ Keysight Spectrum Analyzer - Swept SA
RL [ RF 500 AC | CORREC SENSE:INT| SOURCE OFF ALTGN AUTO | 07:44:52 PM Apr 26, 2022
#Avg Type: RMS

PNO: Fast L, Irig: FreeRun
IFGain:Low Atten: 26 dB

10 dBidlv Ref 15.00 dBm

CenterFreq
5.530000000 GHz

StartFreq
5.430000000 GHz

Stop Freq
5.630000000 GHz

CF Step
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