@ clement

MEASUREMENT REPORT
FCC PART 15.247 /| ISED RSS-247 WLAN OFDMA

Applicant Name:
Microsoft Corporation
One Microsoft Way
Redmond, WA 98052
United States

Date of Testing:

3/14/2022-7/1/2022
Test Report Issue Date:

7/11/2022

Test Site/Location:
Element lab., Columbia, MD, USA
Test Report Serial No.:

1M2204040049-14-R1.C3K

FCC ID:
IC:
APPLICANT:

C3K1997
3048A-1997
Microsoft Corporation

Application Type:
Model/HVIN:

EUT Type:
Frequency Range:
Modulation Type:
FCC Classification:
FCC Rule Part(s):
ISED Specification:
Test Procedure(s):

Certification

1997

Portable Computing Device
2412 — 2472MHz
CCK/DSSS/OFDMA

Digital Transmission System (DTS)

Part 15 Subpart C (15.247)
RSS-247 Issue 2

ANSI C63.10-2013, KDB 558074 D01 v05r02,

KDB 662911 D01 v02r01

This equipment has been shown to be capable of compliance with the applicable technical standards as indicated in the measurement
report and was tested in accordance with the measurement procedures specified in ANSI C63.10-2013 and KDB 558074 D01 v05r02. Test
results reported herein relate only to the item(s) tested.

Note: This revised Test Report (S/N: 1M2204040049-14-R1.C3K) supersedes and replaces the previously issued test report on the same
subject device for the same type of testing as indicated. Please discard or destroy the previously issued test report(s) and dispose of it

accordingly.

| attest to the accuracy of data. All measurements reported herein were performed by me or were made under my supervision and are
correct to the best of my knowledge and belief. | assume full responsibility for the completeness of these measurements and vouch for the
qualifications of all persons taking them.

RJ Ortanez

Executive Vice President

lACCREDITEDl

CERT #2041.01

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:
1M2204040049-14-R1.C3K

Test Dates:
3/14/2022-7/31/2022

EUT Type:
Portable Computing Device

Page 1 of 213

V9.0 02/01/2019

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
written permission from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact

ct.info@element.com.




@ clement

TABLE OF CONTENTS

1.0 INTRODUCTION ...ttt ettt e e e o4 e e et et e e e s e s b e et e e e e e e e s b e b e et e e e e e e s s s b e b e et e e e e e e annbnene et e e e e s annnrrreeas 4
1.1 Yoo ] o1 PP PPPPPPPPPPPRPIOE 4
1.2 EI@MENT TESE LOCALION.......eiiiitiiiiie ittt sttt e st et e e st s et e e s e e st e e sne s e beenaneean 4
1.3 TeSt FACIlity / ACCIEAIATIONS ... .cii ittt e e et e e e e e sttt ea e e e s s atba et aaeeessstbaeeeaeeessstbaneeaeeessnnse 4
2.0 PRODUCT INFORMATION ...ttt ettt e e e s e s b e e et e e e s s s s b e e et e aeeesaasbbb e et e e e e e e sannnreeeeeeeeas 5
2.1 [l (01 oL a1 0 A D= o o o 11 [ o ISP PRST PP 5
2.2 (Do OF=T o = o] 11T P PRSTRPPP 5
2.3 LI L Oe a0 ilo U1 =1 o ] o PP PSR UPPRRTN 8
2.4 Y aLe=T e Eo W D=2 ol ] o] o TP 8
25 SOfWAIE BN FINMWAIE .....eeiiieeie ettt e ekt e e e st e e s e e ok et e e e st e e s ann e e e st r e e e e annn e e e nnneeesnnneee s 8
2.6 EMI Suppression DeViCe(S)/MOTIfICALIONS .......co ettt e e et e e e e e e e ee e e e e e e annraeeeas 8
3.0 DESCRIPTION OF TESTS ...ttt ittt ettt ettt ettt ettt ettt ettt ettt et et et et et et et et e e et et et e e e e e e et e e e e e e e e e aaaaaaaaaaaaaas 9
3.1 EVAIUALION PrOCEUUIE ......oeiiiiiiie ettt et e et ekt e e e st e e e s et e s sm et e e an s ne e e s mn e e e s nnnneeeannneeenans 9
3.2 RAAIALE EIMISSIONS ...ttt ettt e st e e st e e e s bt e et e e s r e s et e e sr e s e neenaneean 9
3.3 ENVIroNmMeNtal CONGITIONS. ........oiiiiiiii ittt e st et e e st s e sre e s esneean 9
4.0 ANTENNA REQUIREMENTS ... .ottt ettt e e e s e e e e e e e s s s bbb e et e e e e e e ssnber e e e e e e e e s annnrenees 10
5.0 MEASUREMENT UNCERTAINTY ..ttt ettt e ettt e e e e e s ae et e e e s s e san b b e s e e e e e e e sannnreneeeeeeas 11
6.0 TEST EQUIPMENT CALIBRATION DATA ...ttt ettt ettt e et e e e e s e e e e e e e e s s snnnrereeeee s 12
T.0  TEST RESULTS. ...ttt ettt e e e a4 et e e e e e e 1 s R e e et e e e e e e s s bbb ee et e e e s e e aa s b b e et e e e e e s s nnbnnneeeenean 13
7.1 STU ] 0] 0=V YRR PPPPPPPPPPPIR 13
7.2 6dB Bandwidth MEASUIEIMENT .........ciuiiiiiiiiie ettt et sb et e b e reeere e e 14
7.3 OULPUL POWET IMBASUIEIMENT. ...etttttttttetetetettteteeeeeeeseseeeseseseseseseseses e e e st s as e s e s e s e s e s e s e s et et s st s e s ettt et et et et et et et esesesesenasananannnn 32
7.4 POWET SPECIIAI DENSILY ..eiieiiiiiiiieii ettt e ettt e e e e et e e e e e s s et b tb e et e e e s sasbebeeeaeeeeasssbaeeeeeseannnsaaees 57
7.5 Conducted Emissions at the Band EAQE ..........oiiiiiiiiiiiiii ettt ettt e e e e et e e e e e e s sntbaaeaaeeesanees 76
7.6 CoNAUCEEd SPUIIOUS EMUISSIONS.......eiiieeiiiiiiiiii e e e ettt ee e e e e e et b et e e e e e e aatbe et e aeeaaantbeeeaaaeaaaantaeeeeaaeasaantbeeeeaaeasannnes 112
7.7 Radiated Spurious Emission Measurements — AbOVE 1 GHZ.........oooiiiiiiiii i 138
7.7.1 SISO Antenna-1 Radiated Spurious EmMiSSioN MEASUIEMENLS ........cuuuiiiiiiriiiiiieeiiie ettt 141
7.7.2 SISO Antenna-2 Radiated Spurious EmISSion MEASUIMEIMENTS .........cciieiiiiiiiiiiiie e iiieie e e e e e e e e e e rr e e e e e e sanreeeeas 147
7.7.3 MIMO Radiated Spurious EMiSSioN MEASUIEIMENES ..........cccuiiiiiiiiiiiiieiiiiie e sibe e 153
7.7.4 SISO Antenna-1 Radiated Restricted Band Edge Measurements 20MHZ...........coccuuriiieeeiiiiiiiiinee e ssiiieeeee e e seiennees 159
7.7.5 SISO Antenna-1 Radiated Restricted Band Edge Measurements 40MHZ ............oocuiiiiiiiiiiiiiiiiiee e 169
7.7.6 SISO Antenna-2 Radiated Restricted Band Edge Measurements 20MHZ ............oocuiiiiiiiiiiiiiiiieeee e 177
7.7.7 SISO Antenna-2 Radiated Restricted Band Edge Measurements 40MHZ...........cocciuviiieeeiiiiiiiiiee e ssiininee e e e ssiennees 187
7.7.8 MIMO Radiated Restricted Band Edge Measurements — 20MHz
7.7.9 MIMO Radiated Restricted Band Edge Measurements — 40MHz
8.0 CONCLUSION ...ttt ettt ettt ettt ettt ettt ettt ettt ettt et ettt et et ettt et et et e e et e e e e e e e e e e e e e e e aaaeaaaaaaaaaaaaaaaaaaaaans
FCC ID: C3K1997 MEASUREMENT REPORT Approved by:
IC: 3048A-1997 (CERTIFICATION) Technical Manager
Test Report S/N: Test Dates: EUT Type:
1M2204040049-14-R1.C3K 3/14/2022-7/31/2022 Portable Computing Device Page 2 of 213

V9.0 02/01/2019

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
written permission from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact
ct.info@element.com.




@ clement

MEASUREMENT REPORT

ANTL ANT2 MIMO
Avg Conducted Peak Conducted Avg Conducted Peak Ct Avg Conducted Peak Conducted
Tx Frequency
Mode Tones
[MHz] Max. Power | Max. Power | Max. Power | Max. Power | Max Power | Max Power | Max. Power | Max. Power | Max Power | Max Power | Max Power | Max. Power
(mw) (dBm) (mw) (dBm) (mw) (dBm) (mw) (dBm) (mw) (dBm) (mw) (dBm)
802.11ax OFDMA 26T 2412 - 2472 122.462 20.88 467.735 26.70 117.761 20.71 500.035 26.99 240.436 23.81 912.011 29.60
802.11ax OFDMA 52T 2412 - 2472 124.451 20.95 475.335 26.77 125.603 20.99 479.733 26.81 247.478 23.94 955.069 29.80
802.11ax OFDMA 106T 2412 - 2472 124.738 20.96 474.242 26.76 122.462 20.88 495.450 26.95 247.200 23.93 969.692 29.87
802.11ax OFDMA 242T 2412 - 2472 123.027 20.90 472.063 26.74 120.226 20.80 441.570 26.45 243.253 23.86 913.633 29.61
802.11ax OFDMA 484T 2422 - 2462 61.944 17.92 279.254 24.46 60.117 17.79 305.492 24.85 122.180 20.87 584.790 27.67
EUT Overview
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1.1 Scope

Measurement and determination of electromagnetic emissions (EMC) of radio frequency devices including
intentional and/or unintentional radiators for compliance with the technical rules and regulations of the Federal
Communications Commission and the Innovation, Science and Economic Development Canada.

1.2 Element Test Location

These measurement tests were conducted at the Element laboratory located at 7185 Oakland Mills Road,
Columbia, MD 21046. The measurement facility is compliant with the test site requirements specified in ANSI C63.4-
2014.

1.3 Test Facility / Accreditations
Measurements were performed at Element lab located in Columbia, MD 21046, U.S.A.

e Element Washington DC LLC is an ISO 17025-2017 accredited test facility under the American Association for
Laboratory Accreditation (A2LA) with Certificate number 2041.01 for Specific Absorption Rate (SAR), Hearing
Aid Compatibility (HAC) testing, where applicable, and Electromagnetic Compatibility (EMC) testing for FCC
and Innovation, Science, and Economic Development Canada rules.

e Element Washington DC LLC TCB is a Telecommunication Certification Body (TCB) accredited to ISO/IEC
17065-2012 by A2LA (Certificate number 2041.03) in all scopes of FCC Rules and ISED Standards (RSS).

¢ Element Washington DC LLC facility is a registered (2451B) test laboratory with the site description on file with
ISED.

o Element Washington DC LLC is a Recognized U.S. Certification Assessment Body (CAB # US0110) for ISED
Canada as designated by NIST under the U.S. and Canada Mutual Recognition Agreements (MRAS).
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2.0 PRODUCT INFORMATION

2.1  Equipment Description

The Equipment Under Test (EUT) is the Microsoft Corporation Portable Computing Device FCC ID: C3K1997.
The test data contained in this report pertains only to the emissions due to the EUT’'s WLAN (DTS) transmitter.

Test Device Serial No.: JC220, H3220, JW220, HN220
2.2  Device Capabilities

This device contains the following capabilities:

850/1900 WCDMA/HSPA, Multi-band LTE, Multi-band 56 NR (FR1 and FR2), 802.11b/g/n/ax WLAN,
802.11a/n/ac/ax UNII (5,6GHz), Bluetooth (1x, EDR, LE)

Ch. Frequency (MHz) Ch. Frequency (MHz)

1 2412 8 2447
2 2417 9 2452
3 2422 10 2457
4 2427 11 2462
5 2432 12 2467
6 2437 13 2472
7 2442

Table 2-1. Frequency/ Channel Operations

Note: The maximum achievable duty cycles for all modes were determined based on measurements performed on
a spectrum analyzer in zero-span mode with RBW = 8MHz, VBW = 50MHz, and detector = peak per the guidance
of Section 6.0 b) of ANSI C63.10-2013 and KDB 558074 D01 v05r02. The RBW and VBW were both greater than
50/T, where T is the minimum transmission duration, and the number of sweep points across T was greater than
100. The duty cycles are as follows:
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Bandwidth
Mode Antenna Tone Duty Cycle
[MHz]
26T 98.9
802.11ax 1 52T 99.0
DTSRU 106T 99.1
242T 99.2
20

26T 99.1
802.11ax ) 52T 98.8
DTSRU 106T 99.2
242T 99.2
26T 98.9

802.11 .
@ | MiMo cpD 20 22T 98.8
DTSRU 106T 98.8
242T 98.6
26T 98.9
802.11ax 1 15026TT g:;

DTSRU -
242T 99.0
484T 97.6

40

26T 98.9
802.11ax , 1502; ggcl’

DTSRU .
242T 98.9
484T 97.6
26T 98.9
802.11ax 1\ vocop| 40 fozeTT g:.:

DTSRU -
242T 98.6
484T 99.1

Table 2-2. Measured Duty Cycles

The device employs MIMO technology. Below are the possible configurations.

WiFi Configurations

SISO

SDM

CDD

ANT1

ANT2

ANT1

ANT2

ANT1

ANT2

2.4GHz

1lax

v

v

v

v

Table 2-3. Frequency / Channel Operations

v'= Support ; * = NOT Support

SISO = Single Input Single Output
SDM = Spatial Diversity Multiplexing — MIMO function
CDD = Cyclic Delay Diversity - 2Tx Function
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This device supports simultaneous transmission operation, which allows for two SISO channels to operate
independent of one another in the 2.4GHz and 5GHz bands simultaneously on each antenna. The following tables
show the worst case configurations determined during testing. The data for these configurations is contained in the

UNII test report.

Configuration 1; ANT1 transmitting in 2.4GHz mode and ANT2 in 5GHz mode

Description 2.4 GHz Emission 5 GHz Emission
Antenna 1 2
Channel 11 120
Operating Frequency (MHz) 2462 5600

Data Rate (Mbps) 1 6

Mode b a

Table 2-4. Config-1 (ANT1 2.4GHz & ANT2 5GHz)

Configuration 2: ANT1 transmitting in 5GHz mode and ANT2 in 2.4GHz mode

Description 2.4 GHz Emission 5 GHz Emission
Antenna 2 1
Channel 11 120
Operating Frequency (MHz) 2462 5600

Data Rate (Mbps) 1 6

Mode b a

Table 2-5. Config-2 (ANT1 5GHz & ANT2 2.4GHz)

Configuration 3: ANT1 transmitting in 2.4GHz mode and ANT2 in 6GHz mode

Description 2.4 GHz Emission 6 GHz Emission
Antenna 1 2
Channel 11 2
Operating Frequency (MHz) 2462 5935

Data Rate (Mbps) 1 6

Mode b a

Table 2-6. Config-3 (ANT1 2.4GHz & ANT2 6GHz)

Configuration 4: ANT1 transmitting in 6GHz mode and ANT2 in 2.4GHz mode

Description 2.4 GHz Emission 6 GHz Emission
Antenna 2 1
Channel 11 2
Operating Frequency (MHz) 2462 5935

Data Rate (Mbps) 1 6

Mode b a

Table 2-7. Config-4 (ANT1 6GHz & ANT2 2.4GHz)
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Configuration 5: ANT1 and ANT2 both transmitting in 2.4GHz and 5GHz modes simultaneously

Description 2.4 GHz Emission 5 GHz Emission
Antenna 1,2 1,2
Channel 11 120
Operating Frequency (MHz) 2462 5600

Data Rate (Mbps) 1 6

Mode b a

Table 2-8. Config-5 (ANT1 MIMO & ANT2 MIMO)

Configuration 6: ANT1 and ANT2 both transmitting in 2.4GHz and 6GHz modes simultaneously

2.3

Description 2.4 GHz Emission 6 GHz Emission
Antenna 1,2 1,2
Channel 11 2
Operating Frequency (MHz) 2462 5935

Data Rate (Mbps) 1 6

Mode b a

Table 2-9. Config-6 (ANT1 MIMO & ANT2 MIMO)

Test Configuration

The EUT was tested per the guidance of KDB 558074 D01 v05r02. ANSI C63.10-2013 was used to reference the
appropriate EUT setup for radiated spurious emissions testing. See Sections 3.3 for radiated emissions test setups,
and 7.2, 7.3, 7.4, 7.5, and 7.6 for antenna port conducted emissions test setups.

This device supports open and closed configurations. Multiple angles are tested and the worst case radiated
emissions data is shown in the report.

2.4  Antenna Description

Following antenna was used for the testing.

Frequency [GHZ]
2.4

Antenna 1 Gain [dBI] Antenna 2 Gain [dBi]

1.40 1.60
Table 2-10. Antenna Peak Gain

MIMO Gain [dBi]
4.51

25 Software and Firmware

The test was conducted with software/firmware version 1.426.0 installed on the EUT.

2.6  EMI Suppression Device(s)/Modifications

No EMI suppression device(s) were added and/or no modifications were made during testing.
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3.1 Evaluation Procedure

The measurement procedures described in the American National Standard of Procedures for Compliance Testing
of Unlicensed Wireless Devices (ANSI C63.10-2013) and the guidance provided in KDB 558074 D01 v05r02 were
used in the measurement of the EUT.

Deviation from measurement ProOCEAUIE. ... ... ...t e e e et e e et e e e e e e e e e eneanes None

3.2 Radiated Emissions

The radiated test facilities consisted of an indoor 3 meter semi-anechoic chamber used for final measurements and
exploratory measurements, when necessary. The measurement area is contained within the semi-anechoic
chamber which is shielded from any ambient interference. The test site inside the chamber is a 6m x 5.2m elliptical,
obstruction-free area in accordance with Figure 5.7 of Clause 5 in ANSI C63.4-2014. Absorbers are arranged on
the floor between the turn table and the antenna mast in such a way so as to maximize the reduction of reflections
for measurements above 1GHz. An 80cm tall test table made of Styrodur is placed on top of the turn table. For
measurements above 1GHz, an additional Styrodur pedestal is placed on top of the test table to bring the total table
height to 1.5m.

For all measurements, the spectrum was scanned through all EUT azimuths and from 1 to 4 meter receive antenna
height using a broadband antenna from 30MHz up to the upper frequency shown in 15.33 depending on the highest
frequency generated or used in the device or on which the device operates or tunes. For frequencies above 1GHz,
linearly polarized double ridge horn antennas were used. For frequencies below 30MHz, a calibrated loop antenna
was used. When exploratory measurements were necessary, they were performed at 1 meter test distance inside
the semi-anechoic chamber using broadband antennas, broadband amplifiers, and spectrum analyzers to
determine the frequencies and modes producing the maximum emissions. Sufficient time for the EUT, support
equipment, and test equipment was allowed in order for them to warm up to their normal operating condition. The
test set-up was placed on top of the 1 x 1.5 meter table. The EUT, support equipment, and interconnecting cables
were arranged and manipulated to maximize each emission. Appropriate precaution was taken to ensure that all
emissions from the EUT were maximized and investigated. The system configuration, mode of operation, turntable
azimuth, and receive antenna height was noted for each frequency found.

Final measurements were made in the semi-anechoic chamber using calibrated, linearly polarized broadband and
horn antennas. The test setup was configured to the setup that produced the worst case emissions. The spectrum
analyzer was set to investigate all frequencies required for testing to compare the highest radiated disturbances
with respect to the specified limits. The turntable containing the EUT was rotated through 360 degrees and the
height of the receive antenna was varied 1 to 4 meters and stopped at the azimuth and height producing the
maximum emission. Each emission was maximized by changing the orientation of the EUT through three orthogonal
planes and changing the polarity of the receive antenna, whichever produced the worst-case emissions.

All radiated measurements are performed in a chamber that meets the site requirements per ANSI C63.4-2014.

Additionally, radiated emissions below 30MHz are also validated on an Open Area Test Site to assert correlation
with the chamber measurements per the requirements of KDB 474788 D01 v01r01.

3.3 Environmental Conditions

The temperature is controlled within range of 15°C to 35°C. The relative humidity is controlled within range of 10%
to 75%. The atmospheric pressure is monitored within the range 86-106kPa (860-1060mbar).
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Excerpt from §15.203 of the FCC Rules/Regulations:

“An intentional radiator antenna shall be designed to ensure that no antenna other than that furnished by the
responsible party can be used with the device. The use of a permanently attached antenna or of an antenna that
uses a unigue coupling to the intentional radiator shall be considered sufficient to comply with the provisions of this
section.”

e The antennas of the EUT are permanently attached.

e There are no provisions for connections to an external antenna.

Conclusion:

The EUT unit complies with the requirement of §15.203.
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The measurement uncertainties shown below were calculated in accordance with the requirements of
ANSI C63.10-2013. All measurement uncertainty values are shown with a coverage factor of k = 2 to indicate a
95% level of confidence. The measurement uncertainty shown below meets or exceeds the Ucispr measurement
uncertainty values specified in CISPR 16-4-2 and, thus, can be compared directly to specified limits to determine

compliance.
Contribution Expanded Uncertainty (£dB)
Conducted Bench Top
1.13
Measurements
Line Conducted Disturbance 3.09
Radiated Disturbance (<1GHz) 4.98
Radiated Disturbance (>1GHz) 5.07
Radiated Disturbance (>18GHz) 5.09
FCC ID: C3K1997 MEASUREMENT REPORT Approved by:
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Test Equipment Calibration is traceable to the National Institute of Standards and Technology (NIST).
Measurements antennas used during testing were calibrated in accordance to the requirements of ANSI C63.5-
2017.

Manufacturer Model Description Cal Date | Cal Interval | Cal Due | Serial Number
- WL25-1 Conducted Cable Set (25GHz) 12/19/2021 Annual 12/19/2022 WL25-1
- WL25-2 Conducted Cable Set (25GHz) 12/19/2022 Annual 12/19/2022 WL25-2
- WL40-1 Conducted Cable Set (40GHz) 12/19/2022 Annual 12/19/2022 WL40-1
- ETS-001 EMC Cable and Switch System 12/9/2021 Annual 12/9/2022 ETS-001
- ETS-002 EMC Cable and Switch System 3/10/2022 Annual 3/10/2023 ETS-002
- AP1-002 EMC Cable and Switch System 3/9/2022 Annual 3/9/2023 AP1-002
- AP2-001 EMC Cable and Switch System 1/4/2022 Annual 1/4/2023 AP2-001
- AP2-002 EMC Cable and Switch System 3/11/2022 Annual 3/11/2023 AP2-002
Agilent N9038A MXE EMI Receiver 1/21/2022 Annual 1/21/2023 | MY51210133
Agilent N9020A MXA Signal Analyzer 3/4/2022 Annual 3/4/2023 US46470561
Agilent N9030A PXA Signal Analyzer (44GHz) 7/21/2021 Annual 7/21/2022 MY49430494
Emco 3116 Horn Antenna (18 - 40GHz) 7/20/2021 Biennial 7/20/2022 9203-2178
ETS-Lindgren 3117 Horn Antenna (1 - 18GHz) 4/20/2021 Biennial 4/20/2023 9203-2178
ETS-Lindgren 3816/2NM Line Impedance Stabilization Network 7/9/2020 Biennial 7/9/2022 114451
Keysight Technologies N9030A PXA Signal Analyzer (3Hz-26.5GHz) 2/14/2022 Annual 2/14/2023 | MY54490576
Keysight Technologies N9030A PXA Signal Analyzer (3Hz-44GHz) 2/14/2022 Annual 2/14/2023 | MY52350166
Keysight Technologies N9020A MXA Signal Analyzer 3/15/2022 Annual 3/15/2023 | MY54500644
Pasternack NMLC-2 Line Conducted Emissions Cable (NM) 12/19/2021 Annual 12/19/2022 NMLC-2
Rohde & Schwarz ESU26 EMI Test Receiver (26.5GHz) 8/3/2021 Annual 8/3/2022 100342
Rohde & Schwarz ESU40 EMI Test Receiver (40GHz) 7/25/2021 Annual 7/25/2022 100348
Sunol DRH-118 Horn Antenna (1-18GHz) 2/14/2022 Biennial 2/14/2024 A050307
Sunol JBS Bi-Log Antenna (30M - 5GHz) 7/27/2020 Biennial 7/27/2022 A051107

Table 6-1. Annual Test Equipment Calibration Schedule

Note:

For equipment listed above that has a calibration date or calibration due date that falls within the test date range,
care was taken to ensure that this equipment was used after the calibration date and before the calibration due
date.
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7.1 Summary

Microsoft Corporation

Company Name:
FCC ID: C3K1997
IC: 3048A-1997

FCC Classification: Digital Transmission System (DTS)

FCC Part RSS - A Test Test
Section(s) Section(s) Test Description Test Limit Sonehilen Result Reference
15.247(a)(2) | RSS-247 [5.2] 6dB Bandwidth > 500kHz PASS | Section 7.2
15.247(b)(3) | RSS-247 [5.4] ;m;“mer Output <1 Watt PASS | Sections 7.3
} Equivalent Isotropically .
N/A RSS-247 [540)] | Radiated Power (e.ir. 0y | <4 Wats CONDUCTED PASS | Sections 7.3
Transmitter Power }
15.247(e) RSS-247 [5.2] Spectral Density < 8dBm / 3kHz Band PASS | Section 7.4
Band Edge / Sections 7.5,
15.247(d) RSS-247 [5.5] Out-of-Band Emissions | = 20dBe PASS 26
General Field Strength Emissions in restricted
15.205 Limits (Restricted Bands | bands must meet the .
15.209 RSS-Gen [8.9] and Radiated Emission radiated limits detailed in RADIATED PASS Section 7.7
Limits) 15.209 (RSS-Gen [8.9])
Table 7-1. Summary of Test Results

Notes:

1) All modes of operation and data rates were investigated. The test results shown in the following sections
represent the worst case emissions.

2) The analyzer plots shown in this section were all taken with a correction table loaded into the analyzer. The
correction table was used to account for the losses of the cables and attenuators used as part of the system to
connect the EUT to the analyzer at all frequencies of interest.

3) All antenna port conducted emissions testing was performed on a test bench with the antenna port of the EUT
connected to the spectrum analyzer through calibrated cables and attenuators.

4) For conducted spurious emissions, automated test software was used to measure emissions and capture the
corresponding plots necessary to show compliance. The measurement software utilized is PCTEST “WLAN
Automation,” Version 3.5.

5) For radiated band edge, automated test software was used to measure emissions and capture the
corresponding plots necessary to show compliance. The measurement software utilized is PCTEST “Chamber
Automation,” Version 1.3.1.

6) 802.1lax OFDMA testing was performed for all signal tone configurations as specified by the 802.11ax

standard. Worst case results are determined and reported per the guidance provided at the October 2018 TCB
Workshop.
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7.2 6dB Bandwidth Measurement
15.247(a.2); RSS-247 [5.2

Test Overview and Limit

The bandwidth at 6dB down from the highest in-band spectral density is measured with a spectrum analyzer
connected to the transmitter antenna terminal of the EUT while the EUT is operating at its maximum duty cycle, at
maximum power, and at the appropriate frequencies. All data rates were investigated and the worst case
configuration results are reported in this section.

The minimum permissible 6dB bandwidth is 500 kHz.

Test Procedure Used

ANSI C63.10-2013 — Section 11.8.2 Option 2
KDB 558074 D01 v05r02 — Section 8.2

Test Settings

1. The signal analyzer’s automatic bandwidth measurement capability was used to perform the 6dB bandwidth
measurement. The “X” dB bandwidth parameter was set to X = 6. The bandwidth measurement was not
influenced by any intermediate power nulls in the fundamental emission.

2. RBW = 100kHz

3. VBW 23 x RBW

4. Detector = Peak

5. Trace mode = max hold
6. Sweep = auto couple

7. The trace was allowed to stabilize

Test Setup

The EUT and measurement equipment were set up as shown in the diagram below.

Il

i ehbblbE *

EUT

Heal = e N e

Figure 7-1. Test Instrument & Measurement Setup
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Test Notes

1. Based on preliminary measurements, it was determined that, of all the tone configurations, the 26T
configuration produced the worst case 6dB Bandwidth measurement. Only the worst case data is
included in this section.

2. The 6dB bandwidth for each channel was measured with the RU index showing the highest conducted

power.
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SISO Antenna-1 6 dB Bandwidth Measurements

Frequency Data Rate Measu.red Minimgm

[MHZ] Channel No. | 802.11 Mode Tones [Mbps] Bandwidth Bandwidth
[MHZ] [MHZ]
2412 1 ax 26T MCSO0 2.152 0.500
2437 6 ax 26T MCSO0 2.127 0.500
2462 11 ax 26T MCSO0 2.141 0.500
2412 1 ax 242T MCSO0 19.07 0.500
2437 6 ax 242T MCSO0 19.07 0.500
2462 11 ax 242T MCSO0 19.06 0.500

Table 7-2. Conducted Bandwidth Measurements SISO ANT1 20MHz BW

' Keysight Spectrum Analyzer - Occupied BW

CORREC [ SENSE:INT] [
Center Freq: 2.412000000 GHz

wp Trig: Free Run Avg|Hold: 100/100
#Atten: 30 dB

ALIGN AUTO ‘lﬂ:IS:DS PMMar 31,2022

Radio Std: None

Frequency

#IFGain:Low Radio Device: BTS

Ref 25.00 dBm

Center Freq
2.412000000 GHz

Center 2.41200 GHz
#Res BW 100 kHz

Span 50.00 MHz|

VBW 1 MHz Sweep 4.667 ms

Total Power 29.5 dBm

Occupied Bandwidth
18.402 MHz

-553.53 kHz % of OBW Power
2.152 MHz x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

(3 STATUS

Plot 7-1. 6dB Bandwidth Plot SISO ANT1 (802.11ax 20MHz OFDMA — 26 Tones — Ch. 1)

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:
1M2204040049-14-R1.C3K

Test Dates:
3/14/2022-7/31/2022

EUT Type:
Portable Computing Device

Page 16 of 213

V9.0 02/01/2019

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
written permission from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact

ct.info@element.com.




@ clement

' Keysight Spectrum Analyzer - Occupied BW

CORREC

#IFGain:Low

[ SENSE:INT] [ ALIGN AUTQ

| 06:56:55 PMMar 31,2022

wp Trig: Free Run

Center Freq: 2.437000000 GHz
Avg|Hold: 100/100
#Atten: 30 dB

Radio Std: None Frequency

Radio Device: BTS

Ref 25.00 dBm

Center Freq
2.437000000 GHz

Center 2.43700 GHz
#Res BW 100 kHz

Span 50.00 MHz|

VBW 1 MHz Sweep 4.667 ms

Total Power 30.5 dBm

Occupied Bandwidth

18.414 MHz
533.78 kHz
2.127 MHz

% of OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

| MSG

STATUS

Plot 7-2. 6dB Bandwidth Plot SISO ANT1 (802.11ax 20MHz OFDMA — 26 Tones — Ch. 6)

' Keysight Spectrum Analyzer - Occupied BW ==
CORREC [ SENSE:INT] |

Center Freq: 2.462000000 GHz

. Trig: Free Run Avg|Hold: 100/100

#Atten: 30 dB Radic Device: BTS

ALIGN AUTO [07:06:31 PMMar 31,2022

Radic Std: None

Frequency

#IFGain:Low

Ref 25.00 dBm

Center Freq
2462000000 GHz

Center 2.46200 GHz
#Res BW 100 kHz

Span 50.00 MHz|

VBW 1 MHz Sweep 4.667 ms|

Total Power 5.80 dBm

Occupied Bandwidth

18.438 MHz
534.64 kHz
2.141 MHz

% of OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

IMSG STATUS

Plot 7-3. 6dB Bandwidth Plot SISO ANT1 (802.11ax 20MHz OFDMA — 26 Tones — Ch. 11)
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' Keysight Spectrum Analyzer - Occupied BW

CORREC

#IFGain:Low

[ SENSE:INT] [ ALIGN AUTQ

|07:13:45 PMMar 31,2022

wp Trig: Free Run

Center Freq: 2.412000000 GHz
Avg|Hold: 100/100
#Atten: 30 dB

Frequency

Radio Std: None

Radio Device: BTS

Ref 25.00 dBm

Center 2.41200 GHz
#Res BW 100 kHz

Occupied Bandwidth

VBW 1 MHz

Total Power

18.994 MHz

Transmit Freq Error
x dB Bandwidth

-5.045 kHz
19.07 MHz

% of OBW Power
x dB

Center Freq
2.412000000 GHz

Span 50.00 MHz|

25.3 dBm

| MSG

STATUS

Plot 7-4. 6dB Bandwidth Plot SISO ANT1 (802.11ax 20MHz OFDMA — 242 Tones — Ch. 1)

' Keysight Spectrum Analyzer - Occupied BW

CORREC

#IFGain:Low

[ SENSE:INT] [ ALIGN AUTQ

|07:17:38 PMMar 31,2022

wp Trig: Free Run

Center Freq: 2.437000000 GHz
Avg|Hold: 100/100
#Atten: 30 dB

Radio Std: None Frequency

Radio Device: BTS

Ref 25.00 dBm

Center 2.43700 GHz
#Res BW 100 kHz

Occupied Bandwidth

VBW 1 MHz

Total Power

19.052 MHz

Transmit Freq Error
x dB Bandwidth

-3.331 kHz
19.07 MHz

% of OBW Power
x dB

Center Freq
2.437000000 GHz

Span 50.00 MHz|

28.7 dBm

| MSG

STATUS

Plot 7-5. 6dB Bandwidth Plot SISO ANT1 (802.11ax 20MHz OFDMA — 242 Tones — Ch. 6)
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e Keysight Spectrum Analyzer - Occupied BW

[-= 5]

CORREC

#IFGain:Low

[ SENSE:INT] [ ALIGN AUTC _ [07:20:28 PMMar 31,2022

Center Freq: 2.462000000 GHz Radio Std: None Frequency

wp Trig: Free Run Avg|Hold: 100/100

#Atten: 30 dB Radio Device: BTS

Ref 25.00 dBm

Center 2.46200 GHz
#Res BW 100 kHz

Occupied Bandwidth
19.002 MHz

Transmit Freq Error
x dB Bandwidth

-27.538 kHz
19.06 MHz x dB

Center Freq
2.462000000 GHz

Span 50.00 MHz|
VBW 1 MHz

Total Power 26.6 dBm

% of OBW Power

STATUS

Plot 7-6. 6dB Bandwidth Plot SISO ANT1 (802.11ax 20MHz OFDMA — 242 Tones — Ch. 11)
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Frequency Data Rate Measured Minimgm

[MHZ] Channel No. | 802.11 Mode Tones [Mbps] Bandwidth Bandwidth
[MHZz] [MHZz]
2422 3 ax 26T MCSO0 2.205 0.500
2442 7 ax 26T MCSO0 2.157 0.500
2462 11 ax 26T MCSO0 2.192 0.500
2422 3 ax 4841 MCSO0 38.12 0.500
2442 7 ax 4841 MCSO0 38.08 0.500
2462 11 ax 484T MCSO0 37.53 0.500

Table 7-3. Conducted Bandwidth Measurements SISO ANT1 40MHz BW

s Keysight Spectrum Analyzer - Occupied BW =N =R
RL RF 50 C CORREC [ sENSE:INT] [ ALIGN AUTO  [12:21:06 AM Apro05, 2022
Center Freq: 2.422000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100
#Atten: 30 dB Radio Device: BTS

Ref 25.00 dBm

Center Freq
2.422000000 GHz

Center 2.42200 GHz Span 100.0 MHz
#Res BW 100 kHz VBW 1 MHz Sweep 9.267 ms

Occupied Bandwidth Total Power 31.0 dBm
36.587 MHz

Transmit Freq Error 155.47 kHz % of OBW Power 99.00 %

x dB Bandwidth 2.205 MHz x dB -6.00 dB

MSG STATUS

Plot 7-7. 6dB Bandwidth Plot SISO ANT1 (802.11ax 40MHz OFDMA — 26 Tones — Ch. 3)
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a Keysight Spectrum Analyzer - Occupied BW.

RL RF C CORREC

Ref 25.00 dBm

Center 2.44200 GHz
#Res BW 100 kHz

Occupied Bandwidth

Transmit Freq Error 568.6

x dB Bandwidth

—— Trig: Free Run

2.157 MHz

[ sENSE:INT] [ ALIGN AUTO  [12:27:05 AM Apro05, 2022

Center Freq: 2.442000000 GHz Radic Std: None
Avg|Hold: 100/100

#Atten: 30 dB Radio Device: BTS

Span 100.0 MHz
VBW 1 MHz Sweep 9.267 ms

Total Power 30.6 dBm

37.601 MHz

99.00 %
-6.00 dB

6 kHz % of OBW Power

x dB

MSG

STATUS

Frequency

CFstep

Freq Offset
0 Hz

Plot 7-8. 6dB Bandwidth Plot SISO ANT1 (802.11ax 40MHz OFDMA — 26 Tones — Ch. 7)

. Keysight Spectrum Analyzer - Occupied BW

RL RF

AC CORREC

#FGain:Low

[ SENSE:INT] ALIGN AUTO  [12:30:36 AM Apr05, 2022

Center Freq: 2.462000000 GHz Radic Std: None
wp Trig: Free Run Avg|Held: 100/100

#Atten: 30 dB Radio Device: BTS

Ref 15.00 dBm

Center 2.46200 GHz
#Res BW 100 kHz

Occupied Bandwidth

492.1

Transmit Freq Error
x dB Bandwidth

(o] -5 e

Frequency

Center Freq

2.462000000 GHz

Span 100.0 MHz
VBW 1 MHz Sweep 9.267 ms

Total Power 6.21 dBm

2.192 MHz

37.779 MHz

99.00 %
-6.00 dB

8 kHz % of OBW Power

x dB

MSG

STATUS

Plot 7-9. 6dB Bandwidth Plot SISO ANT1 (802.11ax 40MHz OFDMA — 26 Tones — Ch.

11)
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' Keysight Spectrum Analyzer - Occupied BW

CORREC

#IFGain:Low

[ SENSE:INT] [ ALIGN AUTQ

|10:30:55 PMMar 31,2022

wp Trig: Free Run

Center Freq: 2.422000000 GHz
Avg|Hold: 100/100
#Atten: 30 dB

Frequency

Radio Std: None

Radio Device: BTS

Ref 25.00 dBm

Center 2.42200 GHz
#Res BW 100 kHz

Occupied Bandwidth

VBW 1 MHz

Total Power 239

37.843 MHz

Transmit Freq Error
x dB Bandwidth

41.889 kHz
38.12 MHz

% of OBW Power
x dB

Center Freq
2.422000000 GHz

Span 100.0 MHz|
Sweep 9.267 ms

dBm

| MSG

STATUS

Plot 7-10. 6dB Bandwidth Plot SISO ANT1 (802.11ax 40MHz OFDMA — 484 Tones — Ch. 3)

' Keysight Spectrum Analyzer - Occupied BW

CORREC

#IFGain:Low

[ SENSE:INT] [ ALIGN AUTQ

|10:35:32 PMMar 31,2022

wp Trig: Free Run

Center Freq: 2.442000000 GHz
Avg|Hold: 100/100
#Atten: 30 dB

Radio Std: None Frequency

Radio Device: BTS

Ref 25.00 dBm

Center 2.44200 GHz
#Res BW 100 kHz

Occupied Bandwidth

VBW 1 MHz

Total Power 28.1

37.918 MHz

Transmit Freq Error
x dB Bandwidth

8.968 kHz
38.08 MHz

% of OBW Power
x dB

Center Freq
2.442000000 GHz

Span 100.0 MHz|
Sweep 9.267 ms

dBm

| MSG

STATUS

Plot 7-11. 6dB Bandwidth Plot SISO ANT1 (802.11ax 40MHz OFDMA — 484 Tones — Ch. 7)
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e Keysight Spectrum Analyzer - Occupied BW

[-= 5]

CORREC

SENSE:INT] [

ALIGN AUTO

‘ 10:39:01 PMMar 31,2022

Center Freq: 2.462000000 GHz

wp Trig: Free Run
#Atten: 30 dB

#IFGain:Low

Avg|Hold: 1001100

Radio Std: None

Frequency

Radio Device: BTS

Ref 25.00 dBm

Center 2.46200 GHz
#Res BW 100 kHz

Occupied Bandwidth
37.742 MHz
-104.89 kHz
37.53 MHz

Transmit Freq Error
x dB Bandwidth

VBW 1 MHz

Total Power

% of OBW Power
x dB

STATUS

Center Freq
2.462000000 GHz

Span 100.0 MHz|

17.2 dBm

Plot 7-12. 6dB Bandwidth Plot SISO ANT1 (802.11ax 40MHz OFDMA - 484 Tones — Ch. 11)
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SISO Antenna-2 6 dB Bandwidth Measurements

Frequency Data Rate Measu.red Minimgm

[MHZ] Channel No. | 802.11 Mode Tones [Mbps] Bandwidth Bandwidth
[MHZ] [MHZ]
2412 1 ax 26T MCSO0 2.117 0.500
2437 6 ax 26T MCSO0 15.83 0.500
2462 11 ax 26T MCSO0 2.158 0.500
2412 1 ax 242T MCSO0 19.08 0.500
2437 6 ax 242T MCSO0 19.05 0.500
2462 11 ax 242T MCSO0 19.06 0.500

Table 7-4. Conducted Bandwidth Measurements SISO ANT2 20MHz BW

' Keysight Spectrum Analyzer - Occupied BW

CORREC [ SENSE:INT] [
Center Freq: 2.412000000 GHz

wp Trig: Free Run Avg|Hold: 100/100
#Atten: 30 dB

ALIGN AUTO ‘D8:42:31 PMMar 31,2022

Radio Std: None

Frequency

#IFGain:Low Radio Device: BTS

Ref 25.00 dBm

Center Freq
2.412000000 GHz

Center 2.41200 GHz
#Res BW 100 kHz

Span 50.00 MHz|

VBW 1 MHz Sweep 4.667 ms

Total Power 29.4 dBm

Occupied Bandwidth
18.413 MHz

-559.06 kHz % of OBW Power
2.117 MHz x dB

99.00 %
-6.00 dB

Transmit Freq Error
x dB Bandwidth

(3 STATUS

Plot 7-13. 6dB Bandwidth Plot SISO ANT2 (802.11ax 20MHz OFDMA - 26 Tones — Ch. 1)
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' Keysight Spectrum Analyzer - Occupied BW

CORREC

#IFGain:Low

[ SENSE:INT] [ ALIGN AUTQ

|08:45:36 PMMar 31,2022

wp Trig: Free Run

Center Freq: 2.437000000 GHz
Avg|Hold: 100/100
#Atten: 30 dB

Radio Std: None Frequency

Radio Device: BTS

Ref 25.00 dBm

Center Freq
2.437000000 GHz

Center 2.43700 GHz
#Res BW 100 kHz

Span 50.00 MHz|

VBW 1 MHz Sweep 4.667 ms

Total Power 30.5 dBm

Occupied Bandwidth

18.257 MHz
590.45 kHz
15.83 MHz

% of OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

| MSG

STATUS

Plot 7-14. 6dB Bandwidth Plot SISO ANT2 (802.11ax 20MHz OFDMA - 26 Tones — Ch. 6)

' Keysight Spectrum Analyzer - Occupied BW ==
CORREC [ SENSE:INT] |

Center Freq: 2.462000000 GHz

. Trig: Free Run Avg|Hold: 100/100

#Atten: 30 dB Radic Device: BTS

ALIGN AUTO [08:48:50 PMMar 31,2022

Radic Std: None

Frequency

#IFGain:Low

Ref 20.00 dBm

Center Freq
2462000000 GHz

Center 2.46200 GHz
#Res BW 100 kHz

Span 50.00 MHz|

VBW 1 MHz Sweep 4.667 ms|

Total Power 5.67 dBm

Occupied Bandwidth
18.369 MHz
-636.99 kHz
2.158 MHz

% of OBW Power
x dB

Transmit Freq Error
x dB Bandwidth

IMSG STATUS

Plot 7-15. 6dB Bandwidth Plot SISO ANT2 (802.11ax 20MHz OFDMA — 26 Tones — Ch. 11)
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' Keysight Spectrum Analyzer - Occupied BW

CORREC

#IFGain:Low

[ SENSE:INT] [ ALIGN AUTQ

|09:05:10 PMMar 31,2022

wp Trig: Free Run

Center Freq: 2.412000000 GHz
Avg|Hold: 100/100
#Atten: 30 dB

Frequency

Radio Std: None

Radio Device: BTS

Ref 25.00 dBm

Center 2.41200 GHz
#Res BW 100 kHz

Occupied Bandwidth

VBW 1 MHz

Total Power

18.987 MHz

Transmit Freq Error
x dB Bandwidth

-7.471 kHz
19.08 MHz x dB

% of OBW Power

Center Freq
2.412000000 GHz

Span 50.00 MHz|
Sweep 4.667 ms

25.7 dBm

| MSG

STATUS

Plot 7-16. 6dB Bandwidth Plot SISO ANT2 (802.11ax 20MHz OFDMA — 242 Tones — Ch. 1)

' Keysight Spectrum Analyzer - Occupied BW

CORREC

#IFGain:Low

[ SENSE:INT] [ ALIGN AUTQ

|09:10:10 PMMar 31,2022

wp Trig: Free Run

Center Freq: 2.437000000 GHz
Avg|Hold:>100/100
#Atten: 30 dB

Radio Std: None Frequency

Radio Device: BTS

Ref 25.00 dBm

Center 2.43700 GHz
#Res BW 100 kHz

Occupied Bandwidth

VBW 1 MHz

Total Power

Center Freq
2.437000000 GHz

Span 50.00 MHz|

29.0 dBm

19.108 MHz

-5.041 kHz
19.05 MHz

Transmit Freq Error
x dB Bandwidth

% of OBW Power
x dB

| MSG

STATUS

Plot 7-17. 6dB Bandwidth Plot SISO ANT2 (802.11ax 20MHz OFDMA — 242 Tones — Ch. 6)
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e Keysight Spectrum Analyzer - Occupied BW

[-= 5]

CORREC

SENSE:INT] [

ALIGN AUTO

‘ 09:13:06 PMMar 31,2022

Center Freq: 2.462000000 GHz

wp Trig: Free Run
#Atten: 30 dB

#IFGain:Low

Avg|Hold: 1001100

Radio Std: None

Frequency

Radio Device: BTS

Ref 25.00 dBm

Center 2.46200 GHz
#Res BW 100 kHz

Occupied Bandwidth
18.993 MHz
-27.002 kHz
19.06 MHz

Transmit Freq Error
x dB Bandwidth

VBW 1 MHz

Total Power

% of OBW Power
x dB

STATUS

Center Freq
2.462000000 GHz

Span 50.00 MHz|

26.4 dBm

Plot 7-18. 6dB Bandwidth Plot SISO ANT2 (802.11ax 20MHz OFDMA - 242 Tones — Ch. 11)
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Frequency Data Rate Measured Minimgm

[MHZ] Channel No. | 802.11 Mode Tones [Mbps] Bandwidth Bandwidth
[MHZz] [MHZz]
2422 3 ax 26T MCSO0 2.185 0.500
2442 7 ax 26T MCSO0 2.173 0.500
2462 11 ax 26T MCSO0 2.183 0.500
2422 3 ax 4841 MCSO0 38.04 0.500
2442 7 ax 4841 MCSO0 38.10 0.500
2462 11 ax 484T MCSO0 38.12 0.500

Table 7-5. Conducted Bandwidth Measurements SISO ANT2 40MHz BW

s Keysight Spectrum Analyzer - Occupied BW =N =R
RL RF 50 C CORREC [ sENSE:INT] [ ALIGN AUTO  [12:55:05 AM Apro05, 2022
Center Freq: 2.422000000 GHz Radio Std: None Frequency
Trig: Free Run Avg|Hold: 100/100
#Atten: 30 dB Radio Device: BTS

Ref 25.00 dBm

Center Freq
2.422000000 GHz

Center 2.42200 GHz Span 100.0 MHz
#Res BW 100 kHz VBW 1 MHz Sweep 9.267 ms

Occupied Bandwidth Total Power 30.6 dBm

36.488 MHz

Transmit Freq Error 142.73 kHz % of OBW Power 99.00 %
x dB Bandwidth 2.185 MHz x dB -6.00 dB

MSG STATUS

Plot 7-19. 6dB Bandwidth Plot SISO ANT2 (802.11ax 40MHz OFDMA — 26 Tones — Ch. 3)
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a Keysight Spectrum Analyzer - Occupied BW.

RL

RF

C CORREC [
Center Freq: 2.442000000 GHz

SENSE:INT|

[ ALIGN AUTO  [12:57:35 AM Apro05, 2022

—— Trig: Free Run
#Atten: 30 dB

Radio Std: None
Avg|Hold: 100/100
Radio Device: BTS

Ref 25.00 dBm

Center 2.44200 GHz
#Res BW 100 kHz

Occupied Bandwidth
36.511 MHz

Transmit Freq Error
x dB Bandwidth

56.915 kHz
2.173 MHz

Span 100.0 MHz

VBW 1 MHz Sweep 9.267 ms

Total Power 30.9 dBm

99.00 %
-6.00 dB

% of OBW Power
x dB

MSG

STATUS

Frequency

CFstep

Freq Offset
0 Hz

Plot

7-20. 6dB Bandwidth Plot SISO ANT2 (802.11ax 40MHz OFDMA — 26 Tones — Ch. 7)

. Keysight Spectrum Analyzer - Occupied BW

RL RF AC CORREC

ALIGN AUTO bl:D5:14 AM Apr0s, 2022

[ SENSE:INT]

C

#FGain:Low

wp Trig: Free Run
#Atten: 30 dB

enter Freq: 2.462000000 GHz Radic Std: None
Avg[Hold: 100/100

Radio Device: BTS

Ref 15.00 dBm

Center 2.46200 GHz

Span 100.0 MHz

#Res BW 100 kHz

Occupied Bandwidth

VBW 1 MHz

Total Power

Sweep 9.267 ms

5.52 dBm

37.628 MHz

Transmit Freq Error
x dB Bandwidth

-595.16 kHz
2.183 MHz

99.00 %
-6.00 dB

% of OBW Power
x dB

(o] -5 e

Amptd/Y Scale

RefValue
15.00 dBm

Attenuation
[30 dB]

Scale/Div
10.0 dB

MSG

STATUS

Plot 7-21. 6dB Bandwidth Plot SISO ANT2 (802.11ax 40MHz OFDMA — 26 Tones — Ch. 11)
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' Keysight Spectrum Analyzer - Occupied BW

CORREC

#IFGain:Low

[ SENSE:INT] [ ALIGN AUTO _ [10:49:03 PMMar 31,2022

wp Trig: Free Run

Center Freq: 2.422000000 GHz
Avg|Hold: 100/100

Radio Std: None

#Atten: 30 dB Radio Device: BTS

Ref 25.00 dBm

Center 2.42200 GHz
#Res BW 100 kHz

Occupied Bandwidth

Span 100.0 MHz|
VBW 1 MHz

Total Power 24.3 dBm

37.814 MHz

Transmit Freq Error
x dB Bandwidth

11.545 kHz
38.04 MHz

% of OBW Power
x dB

| MSG

STATUS

Frequency

Center Freq
2.422000000 GHz

Plot 7-22. 6dB Bandwidth Plot SISO ANT2 (802.11ax 40MHz OFDMA — 484 Tones — Ch. 3)

' Keysight Spectrum Analyzer - Occupied BW

CORREC

#IFGain:Low

[ SENSE:INT] [ ALIGN AUTO  [10:51:49 PMMar 31,2022

wp Trig: Free Run

Center Freq: 2.442000000 GHz
Avg|Hold: 100/100

Radio Std: None

#Atten: 30 dB Radio Device: BTS

Ref 25.00 dBm

Center 2.44200 GHz
#Res BW 100 kHz

Occupied Bandwidth

Span 100.0 MHz|
VBW 1 MHz Sweep 9.267 ms

Total Power 28.4 dBm

37.996 MHz

Transmit Freq Error
x dB Bandwidth

818 kHz
38.10 MHz

% of OBW Power
x dB

| MSG

STATUS

Marker Function

Plot 7-23. 6dB Bandwidth Plot SISO ANT2 (802.11ax 40MHz OFDMA — 484 Tones — Ch. 7)
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e Keysight Spectrum Analyzer - Occupied BW

[-= 5]

CORREC

SENSE:INT] [

ALIGN AUTO

‘ 10:54:10 PMMar 31,2022

Center Freq: 2.462000000 GHz

wp Trig: Free Run
#Atten: 30 dB

#IFGain:Low

Avg|Hold: 1001100

Radio Std: None

Frequency

Radio Device: BTS

Ref 25.00 dBm

Center 2.46200 GHz
#Res BW 100 kHz

Occupied Bandwidth
37.819 MHz
-710.737 kHz
38.12 MHz

Transmit Freq Error
x dB Bandwidth

VBW 1 MHz

Total Power

% of OBW Power
x dB

STATUS

Center Freq
2.462000000 GHz

Span 100.0 MHz|

17.3 dBm

Plot 7-24. 6dB Bandwidth Plot SISO ANT2 (802.11ax 40MHz OFDMA - 484 Tones — Ch. 11)
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7.3  Output Power Measurement
§15.247(b.3); RSS-247 [5.4]

Test Overview and Limits

A transmitter antenna terminal of EUT is connected to the input of an RF power sensor. Measurement is made
using a broadband power meter capable of making peak and average measurements while the EUT is operating at
its maximum duty cycle, at maximum power, and at the appropriate frequencies.

The maximum permissible conducted output power is 1 Watt.

The maximum permissible e.i.r.p. is 4 Watts.

Test Procedure Used

ANSI C63.10-2013 — Section 11.9.1.3 PKPM1 Peak Power Method

KDB 558074 D01 v05r02 — Section 8.3.1.3 PKPM1 Peak-reading Power Meter Method
ANSI C63.10-2013 — Section 11.9.2.3.2 Method AVGPM-G

KDB 558074 D01 v05r02 — Section 8.3.2.3 Measurement using a Power Meter (PM)
ANSI C63.10-2013 — Section 14.2 Measure-and-Sum Technique

KDB 662911 D01 v02r01 — Section E)1) Measure-and-Sum Technique

Test Settings

Method PKPM1 (Peak Power Measurement)

Peak power measurements were performed only when the EUT was transmitting at its maximum power
control level using a broadband power meter with a pulse sensor. The pulse sensor employs a VBW =
50MHz so this method was only used for signals whose DTS bandwidth was less than or equal to 50MHz.

Method AVGPM-G (Average Power Measurement)

Average power measurements were performed only when the EUT was transmitting at its maximum power
control level using a broadband power meter with a pulse sensor. The power meter implemented triggering
and gating capabilities which were set up such that power measurements were recorded only during the
ON time of the transmitter. The trace was averaged over 100 traces to obtain the final measured average
power.

Test Setup

The EUT and measurement equipment were set up as shown in the diagrams below.

Anntsy

=
lsrs
iy

EUT

= —

Figure 7-2. Test Instrument & Measurement Setup for Power Meter Measurements

Test Notes
None
FCC ID: C3K1997 MEASUREMENT REPORT Approved by:
IC: 3048A-1997 (CERTIFICATION) Technical Manager
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2.4GHz

Conducted ConducFeq Conducted Ant. Gain | Max e.ir.p. | Max e..r.p. ciirp,
Freq [MHz] | Channel [ Tones |RU Index|Detector | Powers |Power Limit Po_wer [dBi] [dBm] Limit [dBm] | Margin [dB]
(dBm) [dBm] Margin [dB]
0 AVG 17.13 30.00 -12.87 1.40 18.53 36.02 -17.49
PEAK 25.86 30.00 -4.14 1.40 27.26 36.02 -8.76
2412 1 26T 2 AVG 16.95 30.00 -13.05 1.40 18.35 36.02 -17.67
PEAK 25.75 30.00 -4.25 1.40 27.15 36.02 -8.87
8 AVG 17.05 30.00 -12.95 1.40 18.45 36.02 -17.57
PEAK 25.80 30.00 -4.20 1.40 27.20 36.02 -8.82
0 AVG 17.06 30.00 -12.94 1.40 18.46 36.02 -17.56
PEAK 25.48 30.00 -4.52 1.40 26.88 36.02 -9.14
2417 2 26T 2 AVG 17.29 30.00 -12.71 1.40 18.69 36.02 -17.33
PEAK 25.58 30.00 -4.42 1.40 26.98 36.02 -9.04
8 AVG 17.48 30.00 -12.52 1.40 18.88 36.02 -17.14
PEAK 25.62 30.00 -4.38 1.40 27.02 36.02 -9.00
0 AVG 17.28 30.00 -12.72 1.40 18.68 36.02 -17.34
PEAK 25.29 30.00 -4.71 1.40 26.69 36.02 -9.33
2429 3 26T 4 AVG 17.17 30.00 -12.83 1.40 18.57 36.02 -17.45
PEAK 25.20 30.00 -4.80 1.40 26.60 36.02 -9.42
8 AVG 17.04 30.00 -12.96 1.40 18.44 36.02 -17.58
PEAK 25.56 30.00 -4.44 1.40 26.96 36.02 -9.06
0 AVG 20.73 30.00 -9.27 1.40 22.13 36.02 -13.89
PEAK 26.99 30.00 -3.01 1.40 28.39 36.02 -7.63
2497 4 26T 4 AVG 20.78 30.00 -9.22 1.40 22.18 36.02 -13.84
PEAK 26.93 30.00 -3.07 1.40 28.33 36.02 -7.69
8 AVG 20.84 30.00 -9.16 1.40 22.24 36.02 -13.78
PEAK 26.81 30.00 -3.19 1.40 28.21 36.02 -7.81
0 AVG 20.59 30.00 -9.41 1.40 21.99 36.02 -14.03
PEAK 26.45 30.00 -3.55 1.40 27.85 36.02 -8.17
2437 6 26T 2 AVG 20.79 30.00 -9.21 1.40 22.19 36.02 -13.83
PEAK 26.54 30.00 -3.46 1.40 27.94 36.02 -8.08
8 AVG 20.88 30.00 -9.12 1.40 22.28 36.02 -13.74
PEAK 26.70 30.00 -3.30 1.40 28.10 36.02 -7.92
0 AVG 20.85 30.00 -9.15 1.40 22.25 36.02 =137
PEAK 26.78 30.00 -3.22 1.40 28.18 36.02 -7.84
2447 8 26T 4 AVG 20.78 30.00 -9.22 1.40 22.18 36.02 -13.84
PEAK 26.70 30.00 -3.30 1.40 28.10 36.02 -7.92
8 AVG 20.80 30.00 -9.20 1.40 22.20 36.02 -13.82
PEAK 26.72 30.00 -3.28 1.40 28.12 36.02 -7.90
0 AVG 19.15 30.00 -10.85 1.40 20.55 36.02 -15.47
PEAK 26.62 30.00 -3.38 1.40 28.02 36.02 -8.00
2450 9 26T 4 AVG 19.12 30.00 -10.88 1.40 20.52 36.02 -15.50
PEAK 26.55 30.00 -3.45 1.40 27.95 36.02 -8.07
s AVG 19.39 30.00 -10.61 1.40 20.79 36.02 -15.23
PEAK 26.56 30.00 -3.44 1.40 27.96 36.02 -8.06
0 AVG 14.30 30.00 -15.70 1.40 15.70 36.02 -20.32
PEAK 21.54 30.00 -8.46 1.40 22.94 36.02 -13.08
2457 10 26T 2 AVG 13.95 30.00 -16.05 1.40 15.35 36.02 -20.67
PEAK 21.14 30.00 -8.86 1.40 22.54 36.02 -13.48
8 AVG 14.22 30.00 -15.78 1.40 15.62 36.02 -20.40
PEAK 21.27 30.00 -8.73 1.40 22.67 36.02 -13.35
0 AVG -3.81 30.00 -33.81 1.40 -2.41 36.02 -38.43
PEAK 4.51 30.00 -25.49 1.40 5.91 36.02 -30.11
2462 11 26T 2 AVG -3.89 30.00 -33.89 1.40 -2.49 36.02 -38.51
PEAK 3.75 30.00 -26.25 1.40 5.15 36.02 -30.87
8 AVG -3.76 30.00 -33.76 1.40 -2.36 36.02 -38.38
PEAK 3.59 30.00 -26.41 1.40 4.99 36.02 -31.03
0 AVG =878 30.00 =587 1.40 -2.39 36.02 -38.41
PEAK 4.29 30.00 -25.71 1.40 5.69 36.02 -30.33
2467 12 26T 4 AVG -3.62 30.00 -33.62 1.40 -2.22 36.02 -38.24
PEAK 4.17 30.00 -25.83 1.40 5.57 36.02 -30.45
s AVG -3.58 30.00 -33.58 1.40 -2.18 36.02 -38.20
PEAK 4.15 30.00 -25.85 1.40 5.55 36.02 -30.47
0 AVG -3.85 30.00 -33.85 1.40 -2.45 36.02 -38.47
PEAK 3.71 30.00 -26.29 1.40 5.11 36.02 -30.91
2472 13 26T 4 AVG -3.74 30.00 -33.74 1.40 -2.34 36.02 -38.36
PEAK 4.03 30.00 -25.97 1.40 5.43 36.02 -30.59
8 AVG -3.56 30.00 -33.56 1.40 -2.16 36.02 -38.18
PEAK 4.10 30.00 -25.90 1.40 5.50 36.02 -30.52

Table 7-6. Conducted Output Power Measurements SISO ANT1 (26 Tones) — 20MHz
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CehElEEE Conduc_ter_! Celilieie Ant. Gain | Max e.i.r.p. | Max e.i.r.p. e.i.r.p.
Freq [MHz] | Channel | Tones |RU Index|Detector | Powers [Power Limit quer [dBi] [dBm] Limit [dBm] | Margin [dB]
(dBm) [dBm] Margin [dB]

37 AVG 17.20 30.00 -12.80 1.40 18.60 36.02 -17.42

PEAK 25.90 30.00 -4.10 1.40 27.30 36.02 -8.72

2412 1 50T 38 AVG 17.15 30.00 -12.85 1.40 18.55 36.02 -17.47

PEAK 25.06 30.00 -4.94 1.40 26.46 36.02 -9.56

40 AVG 17.40 30.00 -12.60 1.40 18.80 36.02 -17.22

PEAK 26.25 30.00 -3.75 1.40 27.65 36.02 -8.37

37 AVG 17.41 30.00 -12.59 1.40 18.81 36.02 -17.21

PEAK 23.61 30.00 -6.39 1.40 25.01 36.02 -11.01

2417 2 50T 38 AVG 17.32 30.00 -12.68 1.40 18.72 36.02 -17.30

PEAK 23.43 30.00 -6.57 1.40 24.83 36.02 -11.19

20 AVG 17.31 30.00 -12.69 1.40 18.71 36.02 -17.31

PEAK 23.39 30.00 -6.61 1.40 24.79 36.02 -11.23

a7 AVG 17.15 30.00 -12.85 1.40 18.55 36.02 -17.47

PEAK 22.76 30.00 -7.24 1.40 24.16 36.02 -11.86

2492 3 50T a8 AVG 17.49 30.00 -12.51 1.40 18.89 36.02 17313

PEAK 23.20 30.00 -6.80 1.40 24.60 36.02 -11.42

20 AVG 17.15 30.00 -12.85 1.40 18.55 36.02 -17.47

PEAK 23.10 30.00 -6.90 1.40 24.50 36.02 -11.52

37 AVG 20.56 30.00 -9.44 1.40 21.96 36.02 -14.06

PEAK 26.52 30.00 -3.48 1.40 27.92 36.02 -8.10

2427 4 50T a8 AVG 20.55 30.00 -9.45 1.40 21.95 36.02 -14.07

PEAK 26.58 30.00 -3.42 1.40 27.98 36.02 -8.04

20 AVG 20.69 30.00 -9.31 1.40 22.09 36.02 -13.93

PEAK 26.60 30.00 -3.40 1.40 28.00 36.02 -8.02

37 AVG 20.95 30.00 -9.05 1.40 22.35 36.02 -13.67

PEAK 26.67 30.00 -3.33 1.40 28.07 36.02 -7.95

2437 6 50T 38 AVG 20.71 30.00 -9.29 1.40 22.11 36.02 -13.91

PEAK 26.65 30.00 -3.35 1.40 28.05 36.02 -7.97

20 AVG 20.73 30.00 -9.27 1.40 22.13 36.02 -13.89

N PEAK 26.77 30.00 -3.23 1.40 28.17 36.02 -7.85

I 37 AVG 20.75 30.00 -9.25 1.40 22.15 36.02 -13.87

(D PEAK 26.75 30.00 -3.25 1.40 28.15 36.02 -7.87

ﬂ: AVG 20.61 30.00 -9.39 1.40 22.01 36.02 -14.01
2447 8 52T 38

N PEAK 26.72 30.00 -3.28 1.40 28.12 36.02 -7.90

20 AVG 20.66 30.00 -9.34 1.40 22.06 36.02 -13.96

PEAK 26.70 30.00 -3.30 1.40 28.10 36.02 -7.92

a7 AVG 19.25 30.00 -10.75 1.40 20.65 36.02 515537

PEAK 26.45 30.00 -3.55 1.40 27.85 36.02 -8.17

2452 9 50T 28 AVG 19.01 30.00 -10.99 1.40 20.41 36.02 -15.61

PEAK 26.12 30.00 -3.88 1.40 27.52 36.02 -8.50

20 AVG 19.17 30.00 -10.83 1.40 20.57 36.02 -15.45

PEAK 26.32 30.00 -3.68 1.40 27.72 36.02 -8.30

a7 AVG 13.35 30.00 -16.65 1.40 14.75 36.02 -21.27

PEAK 20.80 30.00 -9.20 1.40 22.20 36.02 -13.82

2457 10 50T a8 AVG 13.05 30.00 -16.95 1.40 14.45 36.02 -21.57

PEAK 19.75 30.00 -10.25 1.40 21.15 36.02 -14.87

20 AVG 13.26 30.00 -16.74 1.40 14.66 36.02 -21.36

PEAK 20.22 30.00 -9.78 1.40 21.62 36.02 -14.40

37 AVG 0.21 30.00 -29.79 1.40 1.61 36.02 -34.41

PEAK 7.51 30.00 -22.49 1.40 8.91 36.02 -27.11

2462 11 50T 38 AVG 0.02 30.00 -29.98 1.40 1.42 36.02 -34.60

PEAK 7.45 30.00 -22.55 1.40 8.85 36.02 -27.17

40 AVG -0.09 30.00 -30.09 1.40 1.31 36.02 -34.71

PEAK 7.35 30.00 -22.65 1.40 8.75 36.02 -27.27

37 AVG 0.14 30.00 -29.86 1.40 1.54 36.02 -34.48

PEAK 7.55 30.00 -22.45 1.40 8.95 36.02 -27.07

2467 12 50T 38 AVG -0.39 30.00 -30.39 1.40 1.01 36.02 -35.01

PEAK 7.20 30.00 -22.80 1.40 8.60 36.02 -27.42

40 AVG -0.45 30.00 -30.45 1.40 0.95 36.02 -35.07

PEAK 7.12 30.00 -22.88 1.40 8.52 36.02 -27.50

37 AVG 0.22 30.00 -29.78 1.40 1.62 36.02 -34.40

PEAK 7.72 30.00 -22.28 1.40 9.12 36.02 -26.90

2472 13 50T 38 AVG -0.15 30.00 -30.15 1.40 1.25 36.02 -34.77

PEAK 7.35 30.00 -22.65 1.40 8.75 36.02 -27.27

20 AVG 0.22 30.00 -29.78 1.40 1.62 36.02 -34.40

PEAK 7.95 30.00 -22.05 1.40 9.35 36.02 -26.67

Table 7-7. Conducted Output Power Measurements SISO ANT1 (52 Tones) — 20MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:

3/14/2022-7/31/2022

EUT Type:
Portable Computing Device
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(Sl ConducFe(_j e Ant. Gain | Max e.i.r.p. | Max e.i.r.p. e.i.r.p.
Freq [MHz] [ Channel | Tones |RU Index|Detector | Powers |Power Limit| Power [dBi] [dBm] Limit [dBm] | Margin [dB]
(dBm) [dBm] Margin [dB]

53 AVG 17.19 30.00 -12.81 1.40 18.59 36.02 -17.43

2412 1 106T PEAK 24.36 30.00 -5.64 1.40 25.76 36.02 -10.26

54 AVG 17.40 30.00 -12.60 1.40 18.80 36.02 -17.22

PEAK 24.51 30.00 -5.49 1.40 25.91 36.02 -10.11

53 AVG 17.35 30.00 -12.65 1.40 18.75 36.02 -17.27

2417 2 106T PEAK 23.09 30.00 -6.91 1.40 24.49 36.02 -11.53

54 AVG 17.30 30.00 -12.70 1.40 18.70 36.02 -17.32

PEAK 22.96 30.00 -7.04 1.40 24.36 36.02 -11.66

53 AVG 17.30 30.00 -12.70 1.40 18.70 36.02 -17.32

2422 3 106T PEAK 22.63 30.00 -7.37 1.40 24.03 36.02 -11.99

54 AVG 17.28 30.00 -12.72 1.40 18.68 36.02 -17.34

PEAK 23.18 30.00 -6.82 1.40 24.58 36.02 -11.44

53 AVG 20.72 30.00 -9.28 1.40 22,12 36.02 -13.90

2427 4 106T PEAK 26.11 30.00 -3.89 1.40 27.51 36.02 -8.51

54 AVG 20.68 30.00 -9.32 1.40 22.08 36.02 -13.94

PEAK 26.17 30.00 -3.83 1.40 27.57 36.02 -8.45

53 AVG 20.96 30.00 -9.04 1.40 22.36 36.02 -13.66

2437 6 106T PEAK 26.76 30.00 -3.24 1.40 28.16 36.02 -7.86

N 54 AVG 20.47 30.00 -9.53 1.40 21.87 36.02 -14.15

I PEAK 26.72 30.00 -3.28 1.40 28.12 36.02 -7.90

O 53 AVG 20.65 30.00 -9.35 1.40 22.05 36.02 -13.97

ﬁ: PEAK 26.71 30.00 -3.29 1.40 28.11 36.02 -7.91
2447 8 106T

N 54 AVG 20.61 30.00 -9.39 1.40 22.01 36.02 -14.01

PEAK 26.75 30.00 -3.25 1.40 28.15 36.02 -7.87

53 AVG 19.29 30.00 -10.71 1.40 20.69 36.02 -15.33

2452 9 106T PEAK 25.02 30.00 -4.98 1.40 26.42 36.02 -9.60

54 AVG 19.45 30.00 -10.55 1.40 20.85 36.02 -15.17

PEAK 25.15 30.00 -4.85 1.40 26.55 36.02 -9.47

53 AVG [3185) 30.00 -16.65 1.40 14.75 36.02 -21.27

2457 10 106T PEAK 20.43 30.00 -9.57 1.40 21.83 36.02 -14.19

54 AVG 13.45 30.00 -16.55 1.40 14.85 36.02 -21.17

PEAK 20.34 30.00 -9.66 1.40 21.74 36.02 -14.28

53 AVG 0.25 30.00 -29.75 1.40 1.65 36.02 -34.37

2462 11 106T PEAK 7.38 30.00 -22.62 1.40 8.78 36.02 -27.24

54 AVG 0.45 30.00 -29.55 1.40 1.85 36.02 -34.17

PEAK 7.56 30.00 -22.44 1.40 8.96 36.02 -27.06

53 AVG 0.14 30.00 -29.86 1.40 1.54 36.02 -34.48

2467 12 106T PEAK 7.32 30.00 -22.68 1.40 8.72 36.02 -27.30

54 AVG 0.08 30.00 -29.92 1.40 1.48 36.02 -34.54

PEAK 7.31 30.00 -22.69 1.40 8.71 36.02 -27.31

53 AVG 0.45 30.00 -29.55 1.40 1.85 36.02 -34.17

2472 13 106T PEAK 7.52 30.00 -22.48 1.40 8.92 36.02 -27.10

54 AVG 0.25 30.00 -29.75 1.40 1.65 36.02 -34.37

PEAK 6.85 30.00 -23.15 1.40 8.25 36.02 -27.77

Table 7-8. Conducted Output Power Measurements SISO ANT1 (106 Tones) — 20MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:
3/14/2022-7/31/2022

EUT Type:

Portable Computing Device
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e ConducFe(_j S Ant. Gain | Max e.i.r.p. | Max e.i.r.p. e.i.r.p.
Freq [MHz] [ Channel | Tones |RU Index|Detector | Powers |Power Limit quer [dBi] [dBm] Limit [dBm] | Margin [dB]
(dBm) [dBm] Margin [dB]
2412 1 24T 61 AVG 1555 30.00 -14.45 1.40 16.95 36.02 -19.07
PEAK 21.99 30.00 -8.01 1.40 23.39 36.02 -12.63
2417 2 2497 61 AVG 17.65 30.00 -12.35 1.40 19.05 36.02 -16.97
PEAK 24.44 30.00 -5.56 1.40 25.84 36.02 -10.18
2422 3 2497 61 AVG 19.29 30.00 -10.71 1.40 20.69 36.02 -15.33
PEAK 25.85 30.00 -4.15 1.40 27.25 36.02 -8.77
B [T | o e | w pAetmmlow pos e pan [ s
Q[ = | o [ | o T o e e T o T o
N 2452 9 2427 61 AVG 20.82 30.00 -9.18 1.40 22.22 36.02 -13.80
PEAK 26.18 30.00 -3.82 1.40 27.58 36.02 -8.44
2457 10 2497 61 AVG 18.69 30.00 -11.31 1.40 20.09 36.02 -15.93
PEAK 25.74 30.00 -4.26 1.40 27.14 36.02 -8.88
2462 1 2407 61 AVG 17.54 30.00 -12.46 1.40 18.94 36.02 -17.08
PEAK 24.49 30.00 -5.51 1.40 25.89 36.02 -10.13
2467 12 2497 61 AVG 14.60 30.00 -15.40 1.40 16.00 36.02 -20.02
PEAK 21.09 30.00 -8.91 1.40 22.49 36.02 -13.53
2472 13 24T 61 AVG 4.61 30.00 -25.39 1.40 6.01 36.02 -30.01
PEAK 11.23 30.00 -18.77 1.40 12.63 36.02 -23.39
Table 7-9. Conducted Output Power Measurements SISO ANT1 (242 Tones) — 20MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:
3/14/2022-7/31/2022

EUT Type:

Portable Computing Device
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Conducted | Conducted | Conducted mte. @t | ez i MGl Al
Freqg [MHz] | Channel | Tones |RU Index|Detector | Powers | Power Limit Power [&Bi] [dB‘r{l]-p. Limit [dBrrrJﬂ Marl i.n.’[J(.iB]
(dBm) [dBm] |Margin [dB] 9
0 AVG 17.15 30.00 -12.85 1.60 18.75 36.02 -17.27
PEAK 25.89 30.00 -4.11 1.60 27.49 36.02 -8.53
2412 1 26T 4 AVG 17.02 30.00 -12.98 1.60 18.62 36.02 -17.40
PEAK 25.84 30.00 -4.16 1.60 27.44 36.02 -8.58
8 AVG 17.25 30.00 -12.75 1.60 18.85 36.02 -17.17
PEAK 26.22 30.00 -3.78 1.60 27.82 36.02 -8.20
0 AVG 17.13 30.00 -12.87 1.60 18.73 36.02 -17.29
PEAK 25.53 30.00 -4.47 1.60 27.13 36.02 -8.89
2417 2 26T 4 AVG 17.07 30.00 -12.93 1.60 18.67 36.02 -17.35
PEAK 25.39 30.00 -4.61 1.60 26.99 36.02 -9.03
8 AVG 17.37 30.00 -12.63 1.60 18.97 36.02 -17.05
PEAK 25.80 30.00 -4.20 1.60 27.40 36.02 -8.62
0 AVG 17.31 30.00 -12.69 1.60 18.91 36.02 -17.11
PEAK 25.26 30.00 -4.74 1.60 26.86 36.02 -9.16
2422 3 26T 4 AVG 17.22 30.00 -12.78 1.60 18.82 36.02 -17.20
PEAK 25.35 30.00 -4.65 1.60 26.95 36.02 -9.07
8 AVG 17.02 30.00 -12.98 1.60 18.62 36.02 -17.40
PEAK 25.32 30.00 -4.68 1.60 26.92 36.02 -9.10
0 AVG 20.57 30.00 -9.43 1.60 22.17 36.02 -13.85
PEAK 26.62 30.00 -3.38 1.60 28.22 36.02 -7.80
2497 4 26T 4 AVG 20.70 30.00 -9.30 1.60 22.30 36.02 -13.72
PEAK 26.58 30.00 -3.42 1.60 28.18 36.02 -7.84
s AVG 20.67 30.00 -9.33 1.60 22.27 36.02 -13.75
PEAK 26.41 30.00 -3.59 1.60 28.01 36.02 -8.01
0 AVG 20.63 30.00 -9.37 1.60 22.23 36.02 -13.79
PEAK 26.56 30.00 -3.44 1.60 28.16 36.02 -7.86
2437 6 26T 4 AVG 20.67 30.00 -9.33 1.60 22.27 36.02 -13.75
PEAK 26.53 30.00 -3.47 1.60 28.13 36.02 -7.89
N 8 AVG 20.71 30.00 -9.29 1.60 22.31 36.02 -13.71
I PEAK 26.47 30.00 -3.53 1.60 28.07 36.02 -7.95
o 0 AVG 20.69 30.00 -9.31 1.60 22.29 36.02 -13.73
< PEAK 26.58 30.00 -3.42 1.60 28.18 36.02 -7.84
(\i 2447 8 26T 4 AVG 20.72 30.00 -9.28 1.60 22.32 36.02 -13.70
PEAK 26.68 30.00 -3.32 1.60 28.28 36.02 -7.74
8 AVG 20.59 30.00 -9.41 1.60 22.19 36.02 -13.83
PEAK 26.48 30.00 -3.52 1.60 28.08 36.02 -7.94
0 AVG 19.88 30.00 -10.12 1.60 21.48 36.02 -14.54
PEAK 26.99 30.00 -3.01 1.60 28.59 36.02 -7.43
2452 9 26T 4 AVG 19.25 30.00 -10.75 1.60 20.85 36.02 -15.17
PEAK 26.30 30.00 -3.70 1.60 27.90 36.02 -8.12
8 AVG 19.55 30.00 -10.45 1.60 21.15 36.02 -14.87
PEAK 26.99 30.00 -3.01 1.60 28.59 36.02 -7.43
0 AVG 14.73 30.00 -15.27 1.60 16.33 36.02 -19.69
PEAK 22.07 30.00 -7.93 1.60 23.67 36.02 -12.35
2457 10 26T 4 AVG 14.26 30.00 -15.74 1.60 15.86 36.02 -20.16
PEAK 21.65 30.00 -8.35 1.60 23.25 36.02 -12.77
8 AVG 14.36 30.00 -15.64 1.60 15.96 36.02 -20.06
PEAK 21.70 30.00 -8.30 1.60 23.30 36.02 -12.72
0 AVG -3.59 30.00 -33.59 1.60 -1.99 36.02 -38.01
PEAK 4.40 30.00 -25.60 1.60 6.00 36.02 -30.02
2462 11 26T 4 AVG -3.72 30.00 -33.72 1.60 -2.12 36.02 -38.14
PEAK 4.36 30.00 -25.64 1.60 5.96 36.02 -30.06
8 AVG -3.64 30.00 -33.64 1.60 -2.04 36.02 -38.06
PEAK 3.91 30.00 -26.09 1.60 5.51 36.02 -30.51
0 AVG -3.64 30.00 -33.64 1.60 -2.04 36.02 -38.06
PEAK 3.98 30.00 -26.02 1.60 5.58 36.02 -30.44
2467 12 26T 4 AVG -3.52 30.00 -33.52 1.60 -1.92 36.02 -37.94
PEAK 4.33 30.00 -25.67 1.60 5.93 36.02 -30.09
s AVG -3.59 30.00 -33.59 1.60 -1.99 36.02 -38.01
PEAK 4.63 30.00 -25.37 1.60 6.23 36.02 -29.79
0 AVG -3.93 30.00 -33.93 1.60 -2.33 36.02 -38.35
PEAK 3.88 30.00 -26.12 1.60 5.48 36.02 -30.54
2472 13 26T 4 AVG -3.66 30.00 -33.66 1.60 -2.06 36.02 -38.08
PEAK 4.61 30.00 -25.39 1.60 6.21 36.02 -29.81
8 AVG -3.94 30.00 -33.94 1.60 -2.34 36.02 -38.36
PEAK 4.05 30.00 -25.95 1.60 5.65 36.02 -30.37
Table 7-10. Conducted Output Power Measurements SISO ANT2 (26 Tones) — 20MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:
3/14/2022-7/31/2022

EUT Type:

Portable Computing Device
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2.4GHz

Ciitlizied Conduc_tet_j Celitlizied Ant. Gain | Max e.i.r.p. [ Max e.i.r.p. e.i.r.p.
Freq [MHz] | Channel | Tones |RU Index|Detector | Powers Power Limit quer [dB] [dBm] Limit [dBm] | Margin [dB]
(dBm) [dBm] Margin [dB]
37 AVG 17.25 30.00 -12.75 1.60 18.85 36.02 -17.17
PEAK 25.32 30.00 -4.68 1.60 26.92 36.02 -9.10
2412 1 50T 38 AVG 17.15 30.00 -12.85 1.60 18.75 36.02 -17.27
PEAK 25.00 30.00 -5.00 1.60 26.60 36.02 -9.42
20 AVG 17.20 30.00 -12.80 1.60 18.80 36.02 -17.22
PEAK 25.17 30.00 -4.83 1.60 26.77 36.02 -9.25
37 AVG 17.40 30.00 -12.60 1.60 19.00 36.02 -17.02
PEAK 23.77 30.00 -6.23 1.60 25.37 36.02 -10.65
2417 P 50T 38 AVG 17.23 30.00 -12.77 1.60 18.83 36.02 -17.19
PEAK 23.14 30.00 -6.86 1.60 24.74 36.02 -11.28
20 AVG 17.26 30.00 -12.74 1.60 18.86 36.02 -17.16
PEAK 23.21 30.00 -6.79 1.60 24.81 36.02 -11.21
37 AVG 17.31 30.00 -12.69 1.60 18.91 36.02 -17.11
PEAK 23.63 30.00 -6.37 1.60 25.23 36.02 -10.79
2499 3 50T 38 AVG 17.48 30.00 -12.52 1.60 19.08 36.02 -16.94
PEAK 23.66 30.00 -6.34 1.60 25.26 36.02 -10.76
20 AVG 17.43 30.00 -12.57 1.60 19.03 36.02 -16.99
PEAK 23.03 30.00 -6.97 1.60 24.63 36.02 -11.39
37 AVG 20.47 30.00 -9.53 1.60 22.07 36.02 -13.95
PEAK 26.09 30.00 -3.91 1.60 27.69 36.02 -8.33
2427 4 50T 38 AVG 20.35 30.00 -9.65 1.60 21.95 36.02 -14.07
PEAK 26.27 30.00 -3.73 1.60 27.87 36.02 -8.15
20 AVG 20.64 30.00 -9.36 1.60 22.24 36.02 -13.78
PEAK 26.58 30.00 -3.42 1.60 28.18 36.02 -7.84
37 AVG 20.90 30.00 -9.10 1.60 22.50 36.02 -13.52
PEAK 26.70 30.00 -3.30 1.60 28.30 36.02 -7.72
2437 6 50T 38 AVG 20.96 30.00 -9.04 1.60 22.56 36.02 -13.46
PEAK 26.62 30.00 -3.38 1.60 28.22 36.02 -7.80
20 AVG 20.99 30.00 -9.01 1.60 22.59 36.02 -13.43
PEAK 26.81 30.00 -3.19 1.60 28.41 36.02 -7.61
37 AVG 20.89 30.00 -9.11 1.60 22.49 36.02 -13.53
PEAK 26.78 30.00 -3.22 1.60 28.38 36.02 -7.64
2447 8 52T 38 AVG 20.81 30.00 -9.19 1.60 22.41 36.02 -13.61
PEAK 26.70 30.00 -3.30 1.60 28.30 36.02 -7.72
0 AVG 20.78 30.00 -9.22 1.60 22.38 36.02 -13.64
PEAK 26.75 30.00 -3.25 1.60 28.35 36.02 -7.67
37 AVG 19.67 30.00 -10.33 1.60 21.27 36.02 -14.75
PEAK 26.75 30.00 -3.25 1.60 28.35 36.02 -7.67
2450 9 50T 38 AVG 19.52 30.00 -10.48 1.60 21.12 36.02 -14.90
PEAK 26.55 30.00 -3.45 1.60 28.15 36.02 -7.87
20 AVG 19.68 30.00 -10.32 1.60 21.28 36.02 -14.74
PEAK 26.48 30.00 -3.52 1.60 28.08 36.02 -7.94
37 AVG 13.84 30.00 -16.16 1.60 15.44 36.02 -20.58
PEAK 20.94 30.00 -9.06 1.60 22.54 36.02 -13.48
2457 10 50T 38 AVG 13.45 30.00 -16.55 1.60 15.05 36.02 -20.97
PEAK 20.05 30.00 -9.95 1.60 21.65 36.02 -14.37
20 AVG 13.55 30.00 -16.45 1.60 15.15 36.02 -20.87
PEAK 20.35 30.00 -9.65 1.60 21.95 36.02 -14.07
37 AVG 0.33 30.00 -29.67 1.60 1.93 36.02 -34.09
PEAK 7.86 30.00 -22.14 1.60 9.46 36.02 -26.56
2462 1 50T 38 AVG 0.05 30.00 -29.95 1.60 1.65 36.02 -34.37
PEAK 7.23 30.00 -22.77 1.60 8.83 36.02 -27.19
20 AVG 0.01 30.00 -29.99 1.60 1.61 36.02 -34.41
PEAK 7.33 30.00 -22.67 1.60 8.93 36.02 -27.09
37 AVG 0.39 30.00 -29.61 1.60 1.99 36.02 -34.03
PEAK 7.62 30.00 -22.38 1.60 9.22 36.02 -26.80
2467 12 50T 38 AVG -0.15 30.00 -30.15 1.60 1.45 36.02 -34.57
PEAK 7.25 30.00 -22.75 1.60 8.85 36.02 -27.17
20 AVG -0.22 30.00 -30.22 1.60 1.38 36.02 -34.64
PEAK 7.21 30.00 -22.79 1.60 8.81 36.02 -27.21
37 AVG 0.23 30.00 -29.77 1.60 1.83 36.02 -34.19
PEAK 7.40 30.00 -22.60 1.60 9.00 36.02 -27.02
2472 13 50T 38 AVG -0.07 30.00 -30.07 1.60 1.53 36.02 -34.49
PEAK 7.16 30.00 -22.84 1.60 8.76 36.02 -27.26
20 AVG 0.45 30.00 -29.55 1.60 2.05 36.02 -33.97
PEAK 8.10 30.00 -21.90 1.60 9.70 36.02 -26.32

Table 7-11. Conducted Output Power Measurements SISO ANT2 (52 Tones) — 20MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:

3/14/2022-7/31/2022

EUT Type:

Portable Computing Device
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@ clement

Conducted | Conducted | Conducted Ant. Gain | Max e.ir Max e.i.r eir
Freg [MHz] | Channel | Tones |RU Index|Detector | Powers | Power Limit Power [&Bi] [dB'nlq].p' Limit [dBr‘:\] Mar. in.’[JcliB]
(dBm) [dBm]  |Margin [dB] g

53 AVG 17.15 30.00 -12.85 1.60 18.75 36.02 -17.27

2412 1 106T PEAK 24.37 30.00 -5.63 1.60 25.97 36.02 -10.05

54 AVG 17.33 30.00 -12.67 1.60 18.93 36.02 -17.09

PEAK 24.56 30.00 -5.44 1.60 26.16 36.02 -9.86

53 AVG 17.42 30.00 -12.58 1.60 19.02 36.02 -17.00

2417 2 106T PEAK 23.02 30.00 -6.98 1.60 24.62 36.02 -11.40

54 AVG 17.13 30.00 -12.87 1.60 18.73 36.02 -17.29

PEAK 22.88 30.00 -7.12 1.60 24.48 36.02 -11.54

53 AVG 17.35 30.00 -12.65 1.60 18.95 36.02 -17.07

2492 3 106T PEAK 22.95 30.00 -7.05 1.60 24.55 36.02 -11.47

54 AVG 17.30 30.00 -12.70 1.60 18.90 36.02 -17.12

PEAK 22.86 30.00 -7.14 1.60 24.46 36.02 -11.56

53 AVG 20.60 30.00 -9.40 1.60 22.20 36.02 -13.82

2427 4 106T PEAK 26.30 30.00 -3.70 1.60 27.90 36.02 -8.12

54 AVG 20.68 30.00 -9.32 1.60 22.28 36.02 -13.74

PEAK 26.04 30.00 -3.96 1.60 27.64 36.02 -8.38

53 AVG 20.88 30.00 -9.12 1.60 22.48 36.02 -13.54

2437 6 106T PEAK 26.95 30.00 -3.05 1.60 28.55 36.02 -7.47

N 54 AVG 20.71 30.00 -9.29 1.60 22.31 36.02 -13.71

I PEAK 26.66 30.00 -3.34 1.60 28.26 36.02 -7.76

(D 53 AVG 20.81 30.00 -9.19 1.60 22.41 36.02 -13.61

q: PEAK 26.80 30.00 -3.20 1.60 28.40 36.02 -7.62
2447 8 106T

AN 54 AVG 20.72 30.00 -9.29 1.60 22.32 36.02 -13.70

PEAK 26.78 30.00 -3.34 1.60 28.38 36.02 -7.64

53 AVG 19.72 30.00 -10.28 1.60 21.32 36.02 -14.70

2452 9 106T PEAK 25.89 30.00 -4.11 1.60 27.49 36.02 -8.53

54 AVG 19.59 30.00 -10.41 1.60 21.19 36.02 -14.83

PEAK 25.48 30.00 -4.52 1.60 27.08 36.02 -8.94

53 AVG 13.74 30.00 -16.26 1.60 15.34 36.02 -20.68

2457 10 106T PEAK 20.99 30.00 -9.01 1.60 22.59 36.02 -13.43

54 AVG 13.59 30.00 -16.41 1.60 15.19 36.02 -20.83

PEAK 20.76 30.00 -9.24 1.60 22.36 36.02 -13.66

53 AVG 0.51 30.00 -29.49 1.60 2.11 36.02 -33.91

2462 1 106T PEAK 7.62 30.00 -22.38 1.60 9.22 36.02 -26.80

54 AVG 0.62 30.00 -29.38 1.60 2.22 36.02 -33.80

PEAK 7.85 30.00 -22.15 1.60 9.45 36.02 -26.57

53 AVG 0.22 30.00 -29.78 1.60 1.82 36.02 -34.20

2467 12 106T PEAK 7.39 30.00 -22.61 1.60 8.99 36.02 -27.03

54 AVG 0.18 30.00 -29.82 1.60 1.78 36.02 -34.24

PEAK 7.35 30.00 -22.65 1.60 8.95 36.02 -27.07

53 AVG 0.65 30.00 -29.35 1.60 2.25 36.02 -33.77

2472 13 106T PEAK 7.61 30.00 -22.39 1.60 9.21 36.02 -26.81

54 AVG 0.17 30.00 -29.83 1.60 1.77 36.02 -34.25

PEAK 6.75 30.00 -23.25 1.60 8.35 36.02 -27.67

Table 7-12. Conducted Output Power Measurements SISO ANT2 (106 Tones) — 20MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:
3/14/2022-7/31/2022

EUT Type:
Portable Computing Device
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@ clement

Conducted | Conducted | Conducted Ant. Gain | Max e.ir Max e.i.r Afg
Freq [MHz] | Channel | Tones |RU Index|Detector | Powers Power Limit Power [&Bi] [dB.rr.1].p. Limit [dBl'?'I] Mar. in.?c.iB]
(dBm) [dBm]  |Margin [dB] g
2412 1 2497 61 AVG 15.95 30.00 -14.05 1.60 17.55 36.02 -18.47
PEAK 22.68 30.00 -7.32 1.60 24.28 36.02 -11.74
2417 2 24T 61 AVG 17.95 30.00 -12.05 1.60 19.55 36.02 -16.47
PEAK 24.68 30.00 -5.32 1.60 26.28 36.02 -9.74
2492 3 249T 61 AVG 19.35 30.00 -10.65 1.60 20.95 36.02 -15.07
PEAK 25.95 30.00 -4.05 1.60 27.55 36.02 -8.47
N 2497 4 2497 61 AVG 20.77 30.00 -9.23 1.60 22.37 36.02 -13.65
I PEAK 26.27 30.00 -3.73 1.60 27.87 36.02 -8.15
(D 2437 6 20T 61 AVG 20.80 30.00 -9.20 1.60 22.40 36.02 -13.62
ﬁ: PEAK 26.45 30.00 -3.55 1.60 28.05 36.02 -7.97
(q\] - B
2452 9 2497 61 AVG 20.69 30.00 9.31 1.60 22.29 36.02 13.73
PEAK 26.22 30.00 -3.78 1.60 27.82 36.02 -8.20
2457 10 2497 61 AVG 18.75 30.00 -11.25 1.60 20.35 36.02 -15.67
PEAK 25.70 30.00 -4.30 1.60 27.30 36.02 -8.72
2462 1 24T 61 AVG 17.75 30.00 -12.25 1.60 19.35 36.02 -16.67
PEAK 24.61 30.00 -5.39 1.60 26.21 36.02 -9.81
2467 12 2497 61 AVG 14.47 30.00 -15.53 1.60 16.07 36.02 -19.95
PEAK 20.94 30.00 -9.06 1.60 22.54 36.02 -13.48
2472 13 2497 61 AVG 4.67 30.00 -25.33 1.60 6.27 36.02 -29.75
PEAK 11.19 30.00 -18.81 1.60 12.79 36.02 -23.23

Table 7-13. Conducted Output Power Measurements SISO ANT2 (242 Tones) — 20MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:
3/14/2022-7/31/2022

EUT Type:
Portable Computing Device
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@ clement

Conducted Power [dBm] Conducted | Conducted | Directional f g .
Freq [MHz] | Channel | Tones |RU Index | Detector Power Power Ant. Gain MBS Gk N_Iax. e.L.r-p. &.r.p.
Limit [dBm]| Margin [dB] |  [dBi] I || CIEEEE] (|G (R
ANT1 ANT2 MIMO 9
o AVG 17.13 17.15 20.15 30.00 -9.85 4.51 24.66 36.02 -11.36
PEAK 25.86 25.89 28.89 30.00 -1.11 4.51 33.40 36.02 -2.62
AVG 16.95 17.02 20.00 30.00 -10.00 4.51 24.51 36.02 -11.51
2412 1 26T 4
PEAK 25.75 25.84 28.81 30.00 -1.19 4.51 33.32 36.02 -2.70
8 AVG 17.05 17.25 20.16 30.00 -9.84 4.51 24.67 36.02 -11.35
PEAK 25.80 26.22 29.03 30.00 -0.97 4.51 33.54 36.02 -2.48
o AVG 17.06 17.13 20.11 30.00 -9.89 4.51 24.62 36.02 -11.40
PEAK 25.48 25.53 28.52 30.00 -1.48 4.51 33.03 36.02 -2.99
2417 2 26T 2 AVG 17.29 17.07 20.19 30.00 -9.81 4.51 24.70 36.02 -11.32
PEAK 25.58 25.39 28.50 30.00 -1.50 4.51 33.01 36.02 -3.01
8 AVG 17.48 17.37 20.44 30.00 -9.56 4.51 24.95 36.02 -11.07
PEAK 25.62 25.80 28.72 30.00 -1.28 4.51 33.23 36.02 -2.79
o AVG 17.28 17.31 20.31 30.00 -9.69 4.51 24.82 36.02 -11.20
PEAK 25.29 25.26 28.29 30.00 -1.71 4.51 32.80 36.02 -3.22
2422 3 26T 2 AVG 17.17 17.22 20.21 30.00 -9.79 4.51 24.72 36.02 -11.30
PEAK 25.20 25.35 28.29 30.00 -1.71 4.51 32.80 36.02 -3.22
8 AVG 17.04 17.02 20.04 30.00 -9.96 4.51 24.55 36.02 -11.47
PEAK 25.56 25.32 28.45 30.00 -1.55 4.51 32.96 36.02 -3.06
o AVG 20.73 20.57 23.66 30.00 -6.34 4.51 28.17 36.02 -7.85
PEAK 26.99 26.62 29.82 30.00 -0.18 4.51 34.33 36.02 -1.69
2497 4 26T " AVG 20.78 20.70 23.75 30.00 -6.25 4.51 28.26 36.02 -7.76
PEAK 26.93 26.58 29.77 30.00 -0.23 4.51 34.28 36.02 -1.74
8 AVG 20.84 20.67 23.77 30.00 -6.23 4.51 28.28 36.02 -7.74
PEAK 26.81 26.41 29.62 30.00 -0.38 4.51 34.14 36.02 -1.88
0 AVG 20.59 20.63 23.62 30.00 -6.38 4.51 28.13 36.02 -7.89
PEAK 26.45 26.56 29.52 30.00 -0.48 4.51 34.03 36.02 -1.99
AVG 20.79 20.67 23.74 30.00 -6.26 4.51 28.25 36.02 -7.77
2437 6 26T 4
PEAK 26.54 26.53 29.55 30.00 -0.45 4.51 34.06 36.02 -1.96
8 AVG 20.88 20.71 23.81 30.00 -6.19 4.51 28.32 36.02 -7.70
N PEAK 26.70 26.47 29.60 30.00 -0.40 4.51 34.11 36.02 -1.91
I @ AVG 20.85 20.69 23.78 30.00 -6.22 4.51 28.29 36.02 -7.73
o PEAK 26.78 26.58 29.69 30.00 -0.31 4.51 34.20 36.02 -1.82
< AVG 20.78 20.72 23.76 30.00 -6.24 4.51 28.27 36.02 -7.75
1 2447 8 26T 4
AN PEAK 26.70 26.68 29.70 30.00 -0.30 4.51 34.21 36.02 -1.81
3 AVG 20.80 20.59 23.71 30.00 -6.29 4.51 28.22 36.02 -7.80
PEAK 26.72 26.48 29.61 30.00 -0.39 4.51 34.12 36.02 -1.90
o AVG 18.78 19.46 22.14 30.00 -7.86 4.51 26.65 36.02 -9.37
PEAK 26.22 26.59 29.42 30.00 -0.58 4.51 33.93 36.02 -2.09
AVG 18.72 18.98 21.86 30.00 -8.14 4.51 26.37 36.02 -9.65
2452 9 26T 4
PEAK 26.23 26.02 29.14 30.00 -0.86 4.51 33.65 36.02 -2.37
8 AVG 18.85 19.17 22.02 30.00 -7.98 4.51 26.53 36.02 -9.49
PEAK 26.40 26.45 29.44 30.00 -0.56 4.51 33.95 36.02 -2.07
0 AVG 13.69 13.85 16.78 30.00 -13.22 4.51 21.29 36.02 -14.73
PEAK 20.69 21.15 23.94 30.00 -6.06 4.51 28.45 36.02 -7.57
AVG 12.99 13.35 16.18 30.00 -13.82 4.51 20.69 36.02 -16.33
2457 10 26T 4
PEAK 20.91 20.78 23.86 30.00 -6.14 4.51 28.37 36.02 -7.65
8 AVG 13.35 13.20 16.29 30.00 -13.71 4.51 20.80 36.02 -15.22
PEAK 20.78 20.80 23.80 30.00 -6.20 4.51 28.31 36.02 -7.71
0 AVG -3.81 -3.59 -0.69 30.00 -30.69 4.51 3.82 36.02 -32.20
PEAK 4.51 4.40 7.47 30.00 -22.53 4.51 11.98 36.02 -24.04
AVG -3.89 -3.72 -0.79 30.00 -30.79 4.51 3.72 36.02 -32.30
2462 11 26T 4
PEAK 3.75 4.36 7.08 30.00 -22.92 4.51 11.59 36.02 -24.43
8 AVG -3.76 -3.64 -0.69 30.00 -30.69 4.51 3.82 36.02 -32.20
PEAK 3.59 3.91 6.76 30.00 -23.24 4.51 11.27 36.02 -24.75
0 AVG =379 -3.64 -0.70 30.00 -30.70 4.51 3.81 36.02 -32.21
PEAK 4.29 3.98 7.15 30.00 -22.85 4.51 11.66 36.02 -24.36
AVG -3.62 -3.52 -0.56 30.00 -30.56 4.51 3.95 36.02 -32.07
2467 12 26T 4
PEAK 4.17 4.33 7.26 30.00 -22.74 4.51 11.77 36.02 -24.25
8 AVG :3:58 53159 -0.57 30.00 -30.57 4.51 3.94 36.02 -32.08
PEAK 4.15 4.63 7.41 30.00 -22.59 4.51 11.92 36.02 -24.10
@ AVG -3.85 -3.93 -0.88 30.00 -30.88 4.51 3.63 36.02 -32.39
PEAK 3.71 3.88 6.81 30.00 -23.19 4.51 11.32 36.02 -24.70
AVG -3.74 -3.66 -0.69 30.00 -30.69 4.51 3.82 36.02 -32.20
2472 13 26T 4
PEAK 4.03 4.61 7.34 30.00 -22.66 4.51 11.85 36.02 -24.17
8 AVG -3.56 -3.94 -0.74 30.00 -30.74 4.51 3.78 36.02 -32.25
PEAK 4.10 4.05 7.09 30.00 -22.91 4.51 11.60 36.02 -24.42

Table 7-14. Conducted Output Power Measurements MIMO (26 Tones) — 20MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:

3/14/2022-7/31/2022

EUT Type:
Portable Computing Device
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@ clement

Conducted | Conducted | Directional . . .
Freq [MHz] | Channel | Tones |RU Index | Detector Conducted Power [dBm] Power Power Ant. Gain RS Gk, N_Iax. e-.L.r.p. e.|:r.p.
ANT1 ANT2 MIMO  |Limit [dBm]) Margin [dB] [dBi] [dBm] | Limit [dBm] | Margin [dB]
37 AVG 17.20 17.25 20.24 30.00 -9.76 4.51 24.75 36.02 -11.27
PEAK 25.90 25.32 28.63 30.00 -1.37 4.51 33.14 36.02 -2.88
AVG 17.15 17.15 20.16 30.00 -9.84 4.51 24.67 36.02 -11.35
2412 1 52T 38
PEAK 25.06 25.00 28.04 30.00 -1.96 4.51 32.55 36.02 -3.47
20 AVG 17.40 17.20 20.31 30.00 -9.69 4.51 24.82 36.02 -11.20
PEAK 26.25 25.17 28.75 30.00 -1.25 4.51 33.26 36.02 -2.76
a7 AVG 17.41 17.40 20.42 30.00 -9.58 4.51 24.93 36.02 -11.09
PEAK 23.61 23.77 26.70 30.00 -3.30 4.51 31.21 36.02 -4.81
2417 2 50T a8 AVG 17.32 17.23 20.29 30.00 -9.71 4.51 24.80 36.02 -11.22
PEAK 23.43 23.14 26.30 30.00 -3.70 4.51 30.81 36.02 -5.21
20 AVG 17.15 17.26 20.22 30.00 -9.78 4.51 24.73 36.02 -11.29
PEAK 23.10 23.21 26.17 30.00 -3.83 4.51 30.68 36.02 -5.34
a7 AVG 17.15 17.31 20.24 30.00 -9.76 4.51 24.75 36.02 -11.27
PEAK 22.76 23.63 26.23 30.00 -3.77 4.51 30.74 36.02 -5.28
2422 3 50T a8 AVG 17.49 17.46 20.49 30.00 -9.51 4.51 25.00 36.02 -11.02
PEAK 23.20 23.66 26.45 30.00 -3.55 4.51 30.96 36.02 -5.06
20 AVG 17.15 17.43 20.30 30.00 -9.70 4.51 24.81 36.02 -11.21
PEAK 23.10 23.03 26.08 30.00 -3.92 4.51 30.59 36.02 -5.43
a7 AVG 20.56 20.47 23.53 30.00 -6.47 4.51 28.04 36.02 -7.98
PEAK 26.52 26.09 29.32 30.00 -0.68 4.51 33.83 36.02 -2.19
2497 2 50T a8 AVG 20.55 20.35 23.46 30.00 -6.54 4.51 27.97 36.02 -8.05
PEAK 26.58 26.27 29.44 30.00 -0.56 4.51 33.95 36.02 -2.07
20 AVG 20.69 20.64 23.68 30.00 -6.32 4.51 28.19 36.02 -7.83
PEAK 26.60 26.58 29.60 30.00 -0.40 4.51 34.11 36.02 -1.91
37 AVG 20.95 20.90 23.94 30.00 -6.06 4.51 28.45 36.02 -71.57
PEAK 26.67 26.70 29.70 30.00 -0.30 4.51 34.21 36.02 -1.81
AVG 20.71 20.96 23.85 30.00 -6.15 4.51 28.36 36.02 -7.66
2437 6 52T 38
PEAK 26.65 26.62 29.65 30.00 -0.35 4.51 34.16 36.02 -1.86
40 AVG 20.73 20.99 23.87 30.00 -6.13 4.51 28.38 36.02 -7.64
N PEAK 26.77 26.81 29.80 30.00 -0.20 4.51 34.31 36.02 -1.71
T o AVG 20.75 20.89 23.83 30.00 -6.17 4.51 28.34 36.02 -7.68
o PEAK 26.75 26.78 29.78 30.00 -0.22 4.51 34.29 36.02 -1.73
< 2447 8 50T a8 AVG 20.61 20.81 23.72 30.00 -6.28 4.51 28.23 36.02 -7.79
<\i PEAK 26.72 26.70 29.72 30.00 -0.28 4.51 34.23 36.02 -1.79
20 AVG 20.66 20.78 23.73 30.00 -6.27 4.51 28.24 36.02 -7.78
PEAK 26.70 26.75 29.74 30.00 -0.26 4.51 34.25 36.02 -1.77
AVG 19.25 19.45 22.36 30.00 -7.64 4.51 26.87 36.02 -9.15
st PEAK 26.45 26.55 29.51 30.00 -0.49 4.51 34.02 36.02 -2.00
AVG 19.01 19.48 22.26 30.00 -7.74 4.51 26.77 36.02 59:25
2452 9 52T 38
PEAK 26.12 26.49 29.32 30.00 -0.68 4.51 33.83 36.02 -2.19
AVG 19.17 19.49 22.34 30.00 -7.66 4.51 26.85 36.02 -9.17
40 PEAK 26.32 26.47 29.41 30.00 -0.59 4.51 33.92 36.02 -2.10
37 AVG 13.35 13.84 16.61 30.00 513139 4.51 21.12 36.02 -14.90
PEAK 20.80 20.94 23.88 30.00 -6.12 4.51 28.39 36.02 -7.63
AVG 13.05 13.45 16.26 30.00 -13.74 4.51 20.78 36.02 -15.24
2457 10 52T 38
PEAK 19.75 20.05 22.91 30.00 -7.09 4.51 27.42 36.02 -8.60
AVG 13.26 13.55 16.42 30.00 -13.58 4.51 20.93 36.02 -15.09
= PEAK 20.22 20.35 23.30 30.00 -6.70 4.51 27.81 36.02 -8.21
AVG 0.21 0.33 3.28 30.00 -26.72 4.51 7.79 36.02 -28.23
7 PEAK 7.51 7.86 10.70 30.00 -19.30 4.51 15.21 36.02 -20.81
AVG 0.02 0.05 3.05 30.00 -26.95 4.51 7.56 36.02 -28.46
2462 11 52T 38
PEAK 7.45 7.23 10.35 30.00 -19.65 4.51 14.86 36.02 -21.16
AVG -0.09 0.01 2.97 30.00 -27.03 4.51 7.48 36.02 -28.54
40 PEAK 7.35 7.33 10.35 30.00 -19.65 4.51 14.86 36.02 -21.16
AVG 0.14 0.39 3.28 30.00 -26.72 4.51 7.79 36.02 -28.23
=/ PEAK 7.55 7.62 10.60 30.00 -19.40 4.51 15.11 36.02 -20.91
AVG -0.39 -0.15 2.74 30.00 -27.26 4.51 7.25 36.02 -28.77
2467 12 52T 38
PEAK 7.20 7.25 10.24 30.00 -19.76 4.51 14.75 36.02 -21.27
AVG -0.45 -0.22 2.68 30.00 -27.32 4.51 7.19 36.02 -28.83
Y PEAK 7.12 7.21 10.18 30.00 -19.82 4.51 14.69 36.02 -21.33
AVG 0.22 0.23 3.24 30.00 -26.76 4.51 7.75 36.02 -28.27
=l PEAK 7.72 7.40 10.57 30.00 -19.43 4.51 15.08 36.02 -20.94
AVG -0.15 -0.07 2.90 30.00 -27.10 4.51 7.41 36.02 -28.61
2472 13 52T 38
PEAK 7.35 7.16 10.27 30.00 -19.73 4.51 14.78 36.02 -21.24
AVG 0.22 0.45 3:35 30.00 -26.65 4.51 7.86 36.02 -28.16
2 PEAK 7.95 8.10 11.04 30.00 -18.96 4.51 15.55 36.02 -20.47

Table 7-15. Conducted Output Power Measurements MIMO (52 Tones) — 20MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:

3/14/2022-7/31/2022

EUT Type:
Portable Computing Device
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Conducted | Conducted | Directional
Conducted Power [dBm i i i
Freq [MHz] | Channel | Tones [RU Index | Detector [ ! Power Power Ant. Gain Ma[z:;.]r.p. I’illl::te[dll;nﬁ] Maer.li;Tt.iB]
ANT1 ANT2 MIMO  [Limit [dBm]| Margin [dB] [dBi] Y
53 AVG 17.19 17.15 20.18 30.00 -9.82 4.51 24.69 36.02 -11.33
PEAK 24.36 24.37 27.38 30.00 -2.62 4.51 31.89 36.02 -4.13
2412 1 106T
54 AVG 17.40 17.33 20.38 30.00 -9.62 4.51 24.89 36.02 -11.13
PEAK 24.51 24.56 27.55 30.00 -2.45 4.51 32.06 36.02 -3.96
53 AVG 17.35 17.42 20.40 30.00 -9.60 4.51 24.91 36.02 -11.11
2417 2 106T PEAK 23.09 23.02 26.07 30.00 -3.93 4.51 30.58 36.02 -5.44
54 AVG 17.30 17.13 20.23 30.00 9.77 4.51 24.74 36.02 -11.28
PEAK 22.96 22.88 25.93 30.00 -4.07 4.51 30.44 36.02 -5.58
53 AVG 17.30 17.35 20.34 30.00 -9.66 4.51 24.85 36.02 -11.17
2422 3 106T PEAK 22.63 22.95 25.80 30.00 -4.20 4.51 30.31 36.02 -5.71
54 AVG 17.28 17.30 20.30 30.00 -9.70 4.51 24.81 36.02 -11.21
PEAK 23.18 22.86 26.03 30.00 -3.97 4.51 30.54 36.02 -5.48
53 AVG 20.72 20.60 23.67 30.00 -6.33 4.51 28.18 36.02 -7.84
2427 2 106T PEAK 26.11 26.30 29.22 30.00 -0.78 4.51 33.73 36.02 -2.29
54 AVG 20.68 20.68 23.69 30.00 -6.31 4.51 28.20 36.02 -7.82
PEAK 26.17 26.04 29.12 30.00 -0.88 4.51 33.63 36.02 -2.39
53 AVG 20.96 20.88 23.93 30.00 -6.07 4.51 28.44 36.02 -7.58
PEAK 26.76 26.95 29.87 30.00 -0.13 4.51 34.38 36.02 -1.64
2437 6 106T
N 54 AVG 20.47 20.71 23.60 30.00 -6.40 4.51 28.11 36.02 -7.91
T PEAK 26.72 26.66 29.70 30.00 -0.30 4.51 34.21 36.02 -1.81
O 53 AVG 20.65 20.81 23.74 30.00 -6.26 4.51 28.25 36.02 -1.77
<t 2447 8 106T PEAK 26.71 26.80 29.77 30.00 -0.23 4.51 34.28 36.02 -1.74
(\i 54 AVG 20.61 20.72 23.68 30.00 -6.32 4.51 28.19 36.02 -7.83
PEAK 26.75 26.78 29.78 30.00 -0.22 4.51 34.29 36.02 -1.73
53 AVG 18.78 19.43 22.13 30.00 -7.87 4.51 26.64 36.02 -9.38
PEAK 24.67 25.38 28.05 30.00 -1.95 4.51 32.56 36.02 -3.46
2452 9 106T
54 AVG 18.99 19.15 22.08 30.00 -7.92 4.51 26.59 36.02 -9.43
PEAK 25.15 25.15 28.16 30.00 -1.84 4.51 32.67 36.02 -3.35
53 AVG 13.35 13.74 16.56 30.00 -13.44 4.51 21.07 36.02 -14.95
PEAK 20.43 20.99 23.73 30.00 -6.27 4.51 28.24 36.02 -7.78
2457 10 106T
o AVG 13.45 13.59 16.53 30.00 -13.47 4.51 21.04 36.02 -14.98
PEAK 20.34 20.76 23.57 30.00 -6.43 4.51 28.08 36.02 -7.94
53 AVG 0.25 0.51 3:39 30.00 -26.61 4.51 7.90 36.02 -28.12
PEAK 7.38 7.62 10.51 30.00 -19.49 4.51 15.02 36.02 -21.00
2462 11 106T
0 AVG 0.45 0.62 3.55 30.00 -26.45 4.51 8.06 36.02 -27.96
PEAK 7.56 7.85 10.72 30.00 -19.28 4.51 15.23 36.02 -20.79
53 AVG 0.14 0.22 3.19 30.00 -26.81 4.51 7.70 36.02 -28.32
PEAK 7.32 7.39 10.37 30.00 -19.63 4.51 14.88 36.02 -21.14
2467 12 106T
54 AVG 0.08 0.18 3.14 30.00 -26.86 4.51 7.65 36.02 -28.37
PEAK 7.31 7.35 10.34 30.00 -19.66 4.51 14.85 36.02 -21.17
= AVG 0.45 0.65 3.56 30.00 -26.44 4.51 8.07 36.02 -27.95
PEAK 7.52 7.61 10.58 30.00 -19.42 4.51 15.09 36.02 -20.93
2472 13 106T
54 AVG 0.25 0.17 3.22 30.00 -26.78 4.51 7.73 36.02 -28.29
PEAK 6.85 6.75 9.81 30.00 -20.19 4.51 14.32 36.02 -21.70
Table 7-16. Conducted Output Power Measurements MIMO (106 Tones) — 20MHz
Conducted | Conducted | Directional
Conducted Power [dBm i i i
Freq [MHz] [ Channel | Tones [RU Index | Detector [ ! Power Power Ant. Gain Ma[xdg*]r.p. I’Y::(lte[c;E:n':] Maer‘lil;chliB]
ANT1 ANT2 MIMO  |Limit [dBm]| Margin [dB] [dBi] e
AVG 15.55 15.95 18.76 30.00 -11.24 4.51 23.28 36.02 -12.74
2412 1 242T 61
PEAK 21.99 22.68 25.36 30.00 -4.64 4.51 29.87 36.02 -6.15
AVG 17.65 17.95 20.81 30.00 -9.19 4.51 25.32 36.02 -10.70
2417 2 242T 61
PEAK 24.44 24.68 27.57 30.00 -2.43 4.51 32.08 36.02 -3.94
AVG 19.29 19.35 22828 30.00 -7.67 4.51 26.84 36.02 -9.18
2422 3 24217 61
PEAK 25.85 25.95 28.91 30.00 -1.09 4.51 33.42 36.02 -2.60
N AVG 20.74 20.77 23.77 30.00 -6.23 4.51 28.28 36.02 -7.74
2427 4 242T 61
T PEAK 26.35 26.27 29.32 30.00 -0.68 4.51 33.83 36.02 -2.19
o AVG 20.90 20.80 23.86 30.00 -6.14 4.51 28.37 36.02 -7.65
<t 2437 6 242T 61
3 PEAK 26.74 26.45 29.61 30.00 -0.39 4.51 34.12 36.02 -1.90
AN AVG 18.69 18.75 21.73 30.00 -8.27 4.51 26.24 36.02 -9.78
2452 9 2427 61
PEAK 25.74 25.70 28.73 30.00 -1.27 4.51 33.24 36.02 -2.78
AVG 18.69 18.75 21.73 30.00 -8.27 4.51 26.24 36.02 -9.78
2457 10 242T 61
PEAK 25.74 25.70 28.73 30.00 -1.27 4.51 33.24 36.02 -2.78
AVG 17.54 17.75 20.66 30.00 -9.34 4.51 25.17 36.02 -10.85
2462 11 242T 61
PEAK 24.49 24.61 27.56 30.00 -2.44 4.51 32.07 36.02 -3.95
AVG 14.60 14.47 17.55 30.00 -12.45 4.51 22.06 36.02 -13.96
2467 12 2427 61
PEAK 21.09 20.94 24.03 30.00 -5.97 4.51 28.54 36.02 -7.48
AVG 4.61 4.67 7.65 30.00 -22.35 4.51 12.16 36.02 -23.86
2472 13 2427 61
PEAK 11.23 11.19 14.22 30.00 -15.78 4.51 18.73 36.02 -17.29
Table 7-17. Conducted Output Power Measurements MIMO (242 Tones) — 20MHz
FCC ID: C3K1997 MEASUREMENT REPORT Approved by:
IC: 3048A-1997 (CERT|F|CAT|ON) Technical Manager
Test Report S/N: Test Dates: EUT Type:
) ) Page 43 of 213
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Conducted | Conducted | Conducted Ant. Gain | Max e.ir Max e.i.r eir
Freq [MHz] | Channel | Tones [RU Index| Detector Powers Power Limit Power [fiiBi] [dB.n.1].p. Limit [dBnF:] Mar. i.n.'[)t.iB]
(dBm) [dBm] | Margin [dB] g
0 AVG 16.76 30.00 -13.24 1.40 18.16 36.02 -17.86
PEAK 24.97 30.00 -5.03 1.40 26.37 36.02 -9.65
2422 3 26T s AVG 17.16 30.00 -12.84 1.40 18.56 36.02 -17.46
PEAK 25.21 30.00 -4.79 1.40 26.61 36.02 -9.41
17 AVG 16.92 30.00 -13.08 1.40 18.32 36.02 =17:70
PEAK 25.10 30.00 -4.90 1.40 26.50 36.02 -9.52
0 AVG 20.95 30.00 -9.05 1.40 22.35 36.02 -13.67
PEAK 26.75 30.00 -3.25 1.40 28.15 36.02 -7.87
2497 4 26T s AVG 20.57 30.00 -9.43 1.40 21.97 36.02 -14.05
PEAK 26.59 30.00 -3.41 1.40 27.99 36.02 -8.03
17 AVG 20.62 30.00 -9.38 1.40 22.02 36.02 -14.00
PEAK 26.58 30.00 -3.42 1.40 27.98 36.02 -8.04
0 AVG 20.76 30.00 -9.24 1.40 22.16 36.02 -13.86
PEAK 26.90 30.00 -3.10 1.40 28.30 36.02 -7.72
2442 7 26T s AVG 20.72 30.00 -9.28 1.40 22.12 36.02 -13.90
PEAK 26.55 30.00 -3.45 1.40 27.95 36.02 -8.07
N 17 AVG 20.77 30.00 -9.23 1.40 22.17 36.02 -13.85
T PEAK 26.70 30.00 -3.30 1.40 28.10 36.02 -7.92
(D 0 AVG 20.42 30.00 -9.58 1.40 21.82 36.02 -14.20
<t PEAK 26.48 30.00 -3.52 1.40 27.88 36.02 -8.14
(\i 2447 s 26T s AVG 20.90 30.00 -9.10 1.40 22.30 36.02 -13.72
PEAK 26.59 30.00 -3.41 1.40 27.99 36.02 -8.03
17 AVG 20.77 30.00 -9.23 1.40 22.17 36.02 -13.85
PEAK 26.67 30.00 -3.33 1.40 28.07 36.02 -7.95
0 AVG 19.26 30.00 -10.74 1.40 20.66 36.02 -15.36
PEAK 26.25 30.00 -3.75 1.40 27.65 36.02 -8.37
2452 9 26T 8 AVG 19.11 30.00 -10.89 1.40 20.51 36.02 -15.51
PEAK 26.10 30.00 -3.90 1.40 27.50 36.02 -8.52
17 AVG 18.68 30.00 -11.32 1.40 20.08 36.02 -15.94
PEAK 25.74 30.00 -4.26 1.40 27.14 36.02 -8.88
0 AVG 14.15 30.00 -15.86 1.40 15.55 36.02 -20.48
PEAK 22.32 30.00 -7.68 1.40 23.72 36.02 -12.30
2457 10 26T 8 AVG 13.95 30.00 -16.05 1.40 15.35 36.02 -20.67
PEAK 22.02 30.00 -7.98 1.40 23.42 36.02 -12.60
17 AVG 13.98 30.00 -16.02 1.40 15.38 36.02 -20.64
PEAK 21.86 30.00 -8.14 1.40 23.26 36.02 -12.76
0 AVG -3.76 30.00 -33.76 1.40 -2.36 36.02 -38.38
PEAK 4.02 30.00 -25.98 1.40 5.42 36.02 -30.60
2462 1 26T 8 AVG -3.73 30.00 -33.73 1.40 -2.33 36.02 -38.35
PEAK 3.91 30.00 -26.09 1.40 5.31 36.02 -30.71
17 AVG -3.61 30.00 -33.61 1.40 -2.21 36.02 -38.23
PEAK 3.96 30.00 -26.04 1.40 5.36 36.02 -30.66

Table 7-18. Conducted Output Power Measurements SISO ANT1 (26 Tones) — 40MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:

3/14/2022-7/31/2022

EUT Type:

Portable Computing Device
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Canlieiz: Conduc?e(_i el Ant. Gain | Max e.i.r.p. [ Max e.i.r.p. e.i.r.p.
Freq [MHz] | Channel | Tones [RU Index| Detector Powers Power Limit quer [dBi] [dBm] Limit [dBm] | Margin [dB]
(dBm) [dBm] Margin [dB]

a7 AVG 16.94 30.00 -13.06 1.40 18.34 36.02 -17.68

PEAK 24.91 30.00 -5.09 1.40 26.31 36.02 -9.71

2422 3 50T 20 AVG 17.12 30.00 -12.88 1.40 18.52 36.02 -17.50

PEAK 25.05 30.00 -4.95 1.40 26.45 36.02 -9.57

s AVG 16.99 30.00 -13.01 1.40 18.39 36.02 -17.63

PEAK 24.98 30.00 -5.02 1.40 26.38 36.02 -9.64

a7 AVG 20.70 30.00 -9.30 1.40 22.10 36.02 -13.92

PEAK 26.68 30.00 -3.32 1.40 28.08 36.02 -7.94

2427 4 50T 20 AVG 20.51 30.00 -9.49 1.40 21.91 36.02 -14.11

PEAK 26.16 30.00 -3.84 1.40 27.56 36.02 -8.46

44 AVG 20.66 30.00 -9.34 1.40 22.06 36.02 -13.96

PEAK 26.67 30.00 -3.33 1.40 28.07 36.02 -7.95

a7 AVG 20.80 30.00 -9.20 1.40 22.20 36.02 -13.82

PEAK 27.05 30.00 -2.95 1.40 28.45 36.02 -7.57

2442 7 50T 20 AVG 20.68 30.00 -9.32 1.40 22.08 36.02 -13.94

PEAK 26.69 30.00 -3.31 1.40 28.09 36.02 -7.93

s AVG 20.82 30.00 -9.18 1.40 22.22 36.02 -13.80

N PEAK 26.86 30.00 -3.14 1.40 28.26 36.02 -7.76

I a7 AVG 20.71 30.00 -9.29 1.40 22.11 36.02 -13.91

(.') PEAK 26.30 30.00 -3.70 1.40 27.70 36.02 -8.32

q: AVG 20.49 30.00 9151 1.40 21.89 36.02 -14.13
2447 8 52T 40

N PEAK 26.68 30.00 -3.32 1.40 28.08 36.02 -7.94

s AVG 20.93 30.00 -9.07 1.40 22.33 36.02 -13.69

PEAK 26.87 30.00 -3.13 1.40 28.27 36.02 -7.75

a7 AVG 19.22 30.00 -10.78 1.40 20.62 36.02 -15.40

PEAK 26.32 30.00 -3.68 1.40 27.72 36.02 -8.30

2452 9 50T 40 AVG 19.51 30.00 -10.49 1.40 20.91 36.02 =l 3Ll

PEAK 26.50 30.00 -3.50 1.40 27.90 36.02 -8.12

a AVG 19.41 30.00 -10.59 1.40 20.81 36.02 -15.21

PEAK 26.41 30.00 -3.59 1.40 27.81 36.02 -8.21

a7 AVG 13.05 30.00 -16.95 1.40 14.45 36.02 -21.57

PEAK 20.68 30.00 -9.32 1.40 22.08 36.02 -13.94

2457 10 50T 40 AVG 13.45 30.00 =16.55 1.40 14.85 36.02 =21.17

PEAK 21.44 30.00 -8.56 1.40 22.84 36.02 -13.18

44 AVG 13.15 30.00 -16.85 1.40 14.55 36.02 -21.47

PEAK 21.32 30.00 -8.68 1.40 22.72 36.02 -13.30

a7 AVG 0.20 30.00 -29.80 1.40 1.60 36.02 -34.42

PEAK 7.97 30.00 -22.03 1.40 9.37 36.02 -26.65

2462 11 507 40 AVG 0.82 30.00 -29.18 1.40 2.22 36.02 -33.80

PEAK 8.47 30.00 -21.53 1.40 9.87 36.02 -26.15

s AVG 0.05 30.00 -29.95 1.40 1.45 36.02 -34.57

PEAK 8.34 30.00 -21.66 1.40 9.74 36.02 -26.28

Table 7-19. Conducted Output Power Measurements SISO ANT1 (52 Tones) — 40MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:

3/14/2022-7/31/2022

EUT Type:
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Canlieiz: Conduc?e(_i el Ant. Gain | Max e.i.r.p. [ Max e.i.r.p. e.i.r.p.
Freq [MHz] | Channel | Tones [RU Index| Detector Powers Power Limit quer [dBi] [dBm] Limit [dBm] | Margin [dB]
(dBm) [dBm] Margin [dB]

53 AVG 16.96 30.00 -13.04 1.40 18.36 36.02 -17.66

PEAK 24.99 30.00 -5.01 1.40 26.39 36.02 -9.63

299 3 106T 54 AVG 17.01 30.00 -12.99 1.40 18.41 36.02 -17.61

PEAK 25.08 30.00 -4.92 1.40 26.48 36.02 -9.54

56 AVG 17.24 30.00 -12.76 1.40 18.64 36.02 -17.38

PEAK 25.12 30.00 -4.88 1.40 26.52 36.02 -9.50

53 AVG 20.73 30.00 -9.27 1.40 22.13 36.02 -13.89

PEAK 26.80 30.00 -3.20 1.40 28.20 36.02 -7.82

2427 4 106T 54 AVG 20.93 30.00 -9.07 1.40 22.33 36.02 -13.69

PEAK 26.77 30.00 -3.23 1.40 28.17 36.02 -7.85

56 AVG 20.81 30.00 -9.19 1.40 22.21 36.02 -13.81

PEAK 26.52 30.00 -3.48 1.40 27.92 36.02 -8.10

53 AVG 20.94 30.00 -9.06 1.40 22.34 36.02 -13.68

PEAK 26.85 30.00 -3.15 1.40 28.25 36.02 -7.77

2442 7 106T 54 AVG 20.93 30.00 -9.07 1.40 22.33 36.02 -13.69

PEAK 26.72 30.00 -3.28 1.40 28.12 36.02 -7.90

56 AVG 20.83 30.00 -9.17 1.40 22.23 36.02 -13.79

N PEAK 26.95 30.00 -3.05 1.40 28.35 36.02 -7.67

I 53 AVG 20.72 30.00 -9.28 1.40 22.12 36.02 -13.90

(.') PEAK 26.73 30.00 -3.27 1.40 28.13 36.02 -7.89

q: AVG 20.61 30.00 -9.39 1.40 22.01 36.02 -14.01
2447 8 106T 54

N PEAK 26.60 30.00 -3.40 1.40 28.00 36.02 -8.02

56 AVG 20.46 30.00 -9.54 1.40 21.86 36.02 -14.16

PEAK 26.29 30.00 -3.71 1.40 27.69 36.02 -8.33

53 AVG 19.50 30.00 -10.50 1.40 20.90 36.02 -15.12

PEAK 26.41 30.00 -3.59 1.40 27.81 36.02 -8.21

2452 9 106T 54 AVG 18.96 30.00 -11.04 1.40 20.36 36.02 -15.66

PEAK 26.02 30.00 -3.98 1.40 27.42 36.02 -8.60

56 AVG 18.86 30.00 -11.14 1.40 20.26 36.02 -15.76

PEAK 25.94 30.00 -4.06 1.40 27.34 36.02 -8.68

53 AVG 13.21 30.00 -16.79 1.40 14.61 36.02 -21.41

PEAK 21.69 30.00 -8.31 1.40 23.09 36.02 -12.93

2457 10 106T 54 AVG 13.30 30.00 -16.70 1.40 14.70 36.02 -21.32

PEAK 21.20 30.00 -8.80 1.40 22.60 36.02 -13.42

56 AVG 13.14 30.00 -16.86 1.40 14.54 36.02 -21.48

PEAK 21.18 30.00 -8.82 1.40 22.58 36.02 -13.44

53 AVG 0.18 30.00 -29.82 1.40 1.58 36.02 -34.44

PEAK 7.84 30.00 -22.16 1.40 9.24 36.02 -26.78

2462 1 106T 54 AVG 0.74 30.00 -29.26 1.40 2.14 36.02 -33.88

PEAK 8.32 30.00 -21.68 1.40 9.72 36.02 -26.30

56 AVG 0.15 30.00 -29.85 1.40 1.55 36.02 -34.47

PEAK 7.95 30.00 -22.05 1.40 9.35 36.02 -26.67

Table 7-20. Conducted Output Power Measurements SISO ANT1 (106 Tones) — 40MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:
3/14/2022-7/31/2022

EUT Type:

Portable Computing Device
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Conducted | Conducted | Conducted Ant. Gain | Max e.ir Max e.i.r eir
Freq [MHz] | Channel | Tones |RU Index| Detector Powers Power Limit Power [t.JBi] [dB.rr.1].p. Limit [dBnﬂ] Mar. i.n.l[Jt.jB]
(dBm) [dBm] | Margin [dB] g

61 AVG 15.00 30.00 -15.00 1.40 16.40 36.02 -19.62

2422 3 24T PEAK 23.80 30.00 -6.20 1.40 25.20 36.02 -10.82

62 AVG 15.23 30.00 -14.77 1.40 16.63 36.02 -19.39

PEAK 23.72 30.00 -6.28 1.40 25.12 36.02 -10.90

61 AVG 16.12 30.00 -13.88 1.40 17.52 36.02 -18.50

2497 4 2497 PEAK 24.32 30.00 -5.68 1.40 25.72 36.02 -10.30

62 AVG 16.65 30.00 -13.35 1.40 18.05 36.02 -17.97

PEAK 24.62 30.00 -5.38 1.40 26.02 36.02 -10.00

61 AVG 17.00 30.00 -13.00 1.40 18.40 36.02 -17.62

2432 5 2497 PEAK 25.02 30.00 -4.98 1.40 26.42 36.02 -9.60

62 AVG 17.12 30.00 -12.88 1.40 18.52 36.02 -17.50

PEAK 25.12 30.00 -4.88 1.40 26.52 36.02 -9.50

61 AVG 17.50 30.00 -12.50 1.40 18.90 36.02 -17.12

2437 6 2497 PEAK 25.38 30.00 -4.62 1.40 26.78 36.02 -9.24

N 62 AVG 17.97 30.00 -12.03 1.40 19.37 36.02 -16.65

I PEAK 25.78 30.00 -4.22 1.40 27.18 36.02 -8.84

(D 61 AVG 17.62 30.00 -12.38 1.40 19.02 36.02 -17.00

q: PEAK 25.45 30.00 -4.55 1.40 26.85 36.02 -9.17
2442 7 242T

(V] 62 AVG 17.56 30.00 -12.44 1.40 18.96 36.02 -17.06

PEAK 25.42 30.00 -4.58 1.40 26.82 36.02 -9.20

61 AVG 17.55 30.00 -12.45 1.40 18.95 36.02 -17.07

2447 s 2497 PEAK 25.27 30.00 -4.73 1.40 26.67 36.02 -9.35

62 AVG 17.79 30.00 -12.21 1.40 19.19 36.02 -16.83

PEAK 25.55 30.00 -4.45 1.40 26.95 36.02 -9.07

61 AVG 17.12 30.00 -12.88 1.40 18.52 36.02 -17.50

2452 9 29T PEAK 25.25 30.00 -4.75 1.40 26.65 36.02 -9.37

62 AVG 16.89 30.00 -13.11 1.40 18.29 36.02 -17.73

PEAK 25.00 30.00 -5.00 1.40 26.40 36.02 -9.62

61 AVG 15.68 30.00 -14.32 1.40 17.08 36.02 -18.94

2457 10 2497 PEAK 22.75 30.00 -7.25 1.40 24.15 36.02 -11.87

62 AVG 15.74 30.00 -14.26 1.40 17.14 36.02 -18.88

PEAK 23.55 30.00 -6.45 1.40 24.95 36.02 -11.07

61 AVG 4.72 30.00 -25.28 1.40 6.12 36.02 -29.90

2462 1 2497 PEAK 12.69 30.00 -17.31 1.40 14.09 36.02 -21.93

62 AVG 4.07 30.00 -25.93 1.40 5.47 36.02 -30.55

PEAK 11.95 30.00 -18.05 1.40 13.35 36.02 -22.67

Table 7-21. Conducted Output Power Measurements SISO ANT1 (242 Tones) — 40MHz
Conducted | Conducted | Conducted Ant. Gain | Max e.ir Max e.i.r eir
Freq [MHz] | Channel | Tones |RU Index| Detector Powers Power Limit Power [t.JBi] [dB.rr.1].p. Limit [dBnF:] Mar. i.n.l[)t.JB]
(dBm) [dBm] | Margin [dB] Y

2422 3 2847 65 AVG 15.45 30.00 -14.55 1.40 16.85 36.02 -19.17

PEAK 22.75 30.00 -7.25 1.40 24.15 36.02 -11.87

2497 4 2847 65 AVG 15.95 30.00 -14.05 1.40 17.35 36.02 -18.67

PEAK 23.22 30.00 -6.78 1.40 24.62 36.02 -11.40

2432 5 4847 65 AVG 16.65 30.00 -13.35 1.40 18.05 36.02 -17.97

jl\:l PEAK 23.79 30.00 -6.21 1.40 25.19 36.02 -10.83

2437 6 2847 65 AVG 17.80 30.00 -12.20 1.40 19.20 36.02 -16.82

(Q'D PEAK 24.29 30.00 -5.71 1.40 25.69 36.02 -10.33

L 2442 7 a84T 65 AVG 16.99 30.00 -13.01 1.40 18.39 36.02 -17.63

(Q\| PEAK 24.46 30.00 -5.54 1.40 25.86 36.02 -10.16

2447 8 484T 65 AVG 17.92 30.00 -12.08 1.40 19.32 36.02 -16.70

PEAK 24.40 30.00 -5.60 1.40 25.80 36.02 -10.22

2452 9 a84T 65 AVG 16.69 30.00 -13.31 1.40 18.09 36.02 -17.93

PEAK 23.93 30.00 -6.07 1.40 25.33 36.02 -10.69

2457 10 a84T 65 AVG 15.65 30.00 -14.35 1.40 17.05 36.02 -18.97

PEAK 22.89 30.00 -7.11 1.40 24.29 36.02 -11.73

2462 11 2847 65 AVG 4.12 30.00 -25.88 1.40 5.52 36.02 -30.50

PEAK 11.44 30.00 -18.56 1.40 12.84 36.02 -23.18

Table 7-22. Conducted Output Power Measurements SISO ANT1 (484 Tones) — 40MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:
3/14/2022-7/31/2022

EUT Type:

Portable Computing Device
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Conducted | Conducted | Conducted Ant. Gain | Max e.ir Max e.ir eir
Freq [MHz] [ Channel | Tones |RU Index| Detector Powers Power Limit Power [&Bi] [dB.n.'n].p. Limit [dBr?'n] Mar. in.l[)c.iB]
(dBm) [dBm] | Margin [dB] g
0 AVG 16.94 30.00 -13.06 1.60 18.54 36.02 -17.48
PEAK 24.79 30.00 -5.21 1.60 26.39 36.02 -9.63
2422 3 26T 8 AVG 17.36 30.00 -12.64 1.60 18.96 36.02 -17.06
PEAK 25.42 30.00 -4.58 1.60 27.02 36.02 -9.00
17 AVG 17.32 30.00 -12.68 1.60 18.92 36.02 -17.10
PEAK 25.39 30.00 -4.61 1.60 26.99 36.02 -9.03
0 AVG 20.95 30.00 -9.05 1.60 22.55 36.02 -13.47
PEAK 26.75 30.00 -3.25 1.60 28.35 36.02 -7.67
2497 4 26T 8 AVG 20.57 30.00 -9.43 1.60 22.17 36.02 -13.85
PEAK 26.59 30.00 -3.41 1.60 28.19 36.02 -7.83
17 AVG 20.62 30.00 -9.38 1.60 22.22 36.02 -13.80
PEAK 26.58 30.00 -3.42 1.60 28.18 36.02 -7.84
0 AVG 20.94 30.00 -9.06 1.60 22.54 36.02 -13.48
PEAK 26.84 30.00 -3.16 1.60 28.44 36.02 -7.58
2442 7 26T 8 AVG 20.96 30.00 -9.04 1.60 22.56 36.02 -13.46
PEAK 26.33 30.00 -3.67 1.60 27.93 36.02 -8.09
N 17 AVG 20.75 30.00 -9.25 1.60 22.35 36.02 -13.67
T PEAK 26.84 30.00 -3.16 1.60 28.44 36.02 -7.58
(D 0 AVG 20.43 30.00 -9.57 1.60 22.03 36.02 -13.99
<t PEAK 25.95 30.00 -4.05 1.60 27.55 36.02 -8.47
(\i 2447 3 26T 8 AVG 20.82 30.00 -9.18 1.60 22.42 36.02 -13.60
PEAK 26.64 30.00 -3.36 1.60 28.24 36.02 -7.78
17 AVG 20.32 30.00 -9.68 1.60 21.92 36.02 -14.10
PEAK 26.64 30.00 -3.36 1.60 28.24 36.02 -7.78
0 AVG 19.85 30.00 -10.15 1.60 21.45 36.02 -14.57
PEAK 26.30 30.00 -3.70 1.60 27.90 36.02 -8.12
2452 9 26T 8 AVG 19.01 30.00 -10.99 1.60 20.61 36.02 -15.41
PEAK 26.07 30.00 -3.93 1.60 27.67 36.02 -8.35
17 AVG 18.89 30.00 -11.11 1.60 20.49 36.02 -15.53
PEAK 25.86 30.00 -4.14 1.60 27.46 36.02 -8.56
0 AVG 14.85 30.00 -15.15 1.60 16.45 36.02 -19.57
PEAK 22.75 30.00 -7.25 1.60 24.35 36.02 -11.67
2457 10 26T 8 AVG 14.16 30.00 -15.84 1.60 15.76 36.02 -20.26
PEAK 22.20 30.00 -7.80 1.60 23.80 36.02 -12.22
17 AVG 14.51 30.00 -15.49 1.60 16.11 36.02 -19.91
PEAK 21.93 30.00 -8.07 1.60 23.53 36.02 -12.49
0 AVG -3.58 30.00 -33.58 1.60 -1.98 36.02 -38.00
PEAK 3.97 30.00 -26.03 1.60 5.57 36.02 -30.45
2462 11 26T 8 AVG -3.65 30.00 -33.65 1.60 -2.05 36.02 -38.07
PEAK 3.48 30.00 -26.52 1.60 5.08 36.02 -30.94
17 AVG -3.91 30.00 -33.91 1.60 -2.31 36.02 -38.33
PEAK 4.37 30.00 -25.63 1.60 5.97 36.02 -30.05

Table 7-23. Conducted Output Power Measurements SISO ANT2 (26 Tones) — 40MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:

3/14/2022-7/31/2022

EUT Type:

Portable Computing Device
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Conducted Conduc_tet_i Conducted Ant. Gain |Max e.i.r.p.| Max e.i.r.p. e.i.r.p.
Freq [MHz] | Channel | Tones |RU Index| Detector Powers Power Limit quer [dBi] [dBm] Limit [dBm] | Margin [dB]
(dBm) [dBm] Margin [dB]

a7 AVG 17.05 30.00 -12.95 1.60 18.65 36.02 -17.37

PEAK 25.07 30.00 -4.93 1.60 26.67 36.02 -9.35

2422 3 50T 0 AVG 17.45 30.00 -12.55 1.60 19.05 36.02 -16.97

PEAK 25.51 30.00 -4.49 1.60 27.11 36.02 -8.91

2 AVG 17.40 30.00 -12.60 1.60 19.00 36.02 -17.02

PEAK 25.47 30.00 -4.53 1.60 27.07 36.02 -8.95

a7 AVG 20.91 30.00 -9.09 1.60 22.51 36.02 -13.51

PEAK 26.48 30.00 -3.52 1.60 28.08 36.02 -7.94

2427 4 50T 20 AVG 20.76 30.00 -9.24 1.60 22.36 36.02 -13.66

PEAK 27.07 30.00 -2.93 1.60 28.67 36.02 -7.35

a4 AVG 20.99 30.00 -9.01 1.60 22.59 36.02 -13.43

PEAK 27.06 30.00 -2.94 1.60 28.66 36.02 -7.36

37 AVG 20.99 30.00 -9.01 1.60 22.59 36.02 -13.43

PEAK 26.81 30.00 -3.19 1.60 28.41 36.02 -7.61

2442 7 50T 0 AVG 20.56 30.00 -9.44 1.60 22.16 36.02 -13.86

PEAK 26.28 30.00 -3.72 1.60 27.88 36.02 -8.14

24 AVG 20.78 30.00 -9.22 1.60 22.38 36.02 -13.64

N PEAK 26.77 30.00 -3.23 1.60 28.37 36.02 -7.65

I 37 AVG 20.57 30.00 -9.43 1.60 22.17 36.02 -13.85

O PEAK 26.26 30.00 -3.74 1.60 27.86 36.02 -8.16

q: AVG 20.79 30.00 -9.21 1.60 22.39 36.02 -13.63
2447 8 52T 40

AN PEAK 26.77 30.00 -3.23 1.60 28.37 36.02 -7.65

a AVG 20.54 30.00 -9.46 1.60 22.14 36.02 -13.88

PEAK 26.60 30.00 -3.40 1.60 28.20 36.02 -7.82

a7 AVG 19.98 30.00 -10.02 1.60 21.58 36.02 -14.44

PEAK 26.85 30.00 -3.15 1.60 28.45 36.02 -7.57

2452 9 50T 0 AVG 19.70 30.00 -10.30 1.60 21.30 36.02 -14.72

PEAK 26.75 30.00 -3.25 1.60 28.35 36.02 -7.67

2 AVG 19.47 30.00 -10.53 1.60 21.07 36.02 -14.95

PEAK 26.63 30.00 -3.37 1.60 28.23 36.02 -7.79

a7 AVG 13.45 30.00 -16.55 1.60 15.05 36.02 -20.97

PEAK 21.34 30.00 -8.66 1.60 22.94 36.02 -13.08

2457 10 50T 20 AVG 13.59 30.00 -16.41 1.60 15.19 36.02 -20.83

PEAK 21.68 30.00 -8.32 1.60 23.28 36.02 -12.74

24 AVG 13.43 30.00 -16.57 1.60 15.03 36.02 -20.99

PEAK 21.62 30.00 -8.38 1.60 23.22 36.02 -12.80

37 AVG 0.36 30.00 -29.64 1.60 1.96 36.02 -34.06

PEAK 8.55 30.00 -21.45 1.60 10.15 36.02 -25.87

2462 11 50T 0 AVG 0.77 30.00 -29.23 1.60 2.37 36.02 -33.65

PEAK 8.75 30.00 -21.25 1.60 10.35 36.02 -25.67

24 AVG 0.29 30.00 -29.71 1.60 1.89 36.02 -34.13

PEAK 7.69 30.00 -22.31 1.60 9.29 36.02 -26.73

Table 7-24. Conducted Output Power Measurements SISO ANT2 (52 Tones) — 40MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:

3/14/2022-7/31/2022

EUT Type:

Portable Computing Device
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@ clement

Conducted Conduc_tet_i Conducted Ant. Gain |Max e.i.r.p.| Max e.i.r.p. e.i.r.p.
Freq [MHz] | Channel | Tones |RU Index| Detector Powers Power Limit quer [dBi] [dBm] Limit [dBm] | Margin [dB]
(dBm) [dBm] Margin [dB]
53 AVG 17.24 30.00 -12.76 1.60 18.84 36.02 -17.18
PEAK 25.44 30.00 -4.56 1.60 27.04 36.02 -8.98
2422 3 106T 54 AVG 17.39 30.00 -12.61 1.60 18.99 36.02 -17.03
PEAK 25.57 30.00 -4.43 1.60 27.17 36.02 -8.85
56 AVG 17.49 30.00 -12.51 1.60 19.09 36.02 -16.93
PEAK 25.86 30.00 -4.14 1.60 27.46 36.02 -8.56
53 AVG 20.55 30.00 -9.45 1.60 22.15 36.02 -13.87
PEAK 26.57 30.00 -3.43 1.60 28.17 36.02 -7.85
2427 4 106T 54 AVG 20.77 30.00 -9.23 1.60 22.37 36.02 -13.65
PEAK 26.40 30.00 -3.60 1.60 28.00 36.02 -8.02
56 AVG 20.68 30.00 -9.32 1.60 22.28 36.02 -13.74
PEAK 26.58 30.00 -3.42 1.60 28.18 36.02 -7.84
53 AVG 20.58 30.00 -9.42 1.60 22.18 36.02 -13.84
PEAK 26.76 30.00 -3.24 1.60 28.36 36.02 -7.66
2442 7 106T 54 AVG 20.65 30.00 -9.35 1.60 22.25 36.02 -13.77
PEAK 26.35 30.00 -3.65 1.60 27.95 36.02 -8.07
56 AVG 20.81 30.00 -9.19 1.60 22.41 36.02 -13.61
N PEAK 26.89 30.00 -3.11 1.60 28.49 36.02 -7.53
I 53 AVG 20.72 30.00 -9.28 1.60 22.32 36.02 -13.70
O PEAK 26.39 30.00 -3.61 1.60 27.99 36.02 -8.03
q: 2447 3 106T 54 AVG 20.47 30.00 -9.53 1.60 22.07 36.02 -13.95
AN PEAK 26.45 30.00 -3.55 1.60 28.05 36.02 -7.97
56 AVG 20.53 30.00 -9.47 1.60 22.13 36.02 -13.89
PEAK 26.17 30.00 -3.83 1.60 27.77 36.02 -8.25
53 AVG 19.85 30.00 -10.15 1.60 21.45 36.02 -14.57
PEAK 26.86 30.00 -3.14 1.60 28.46 36.02 -7.56
2452 9 106T 54 AVG 19.26 30.00 -10.74 1.60 20.86 36.02 -15.16
PEAK 26.31 30.00 -3.69 1.60 27.91 36.02 -8.11
56 AVG 19.31 30.00 -10.69 1.60 20.91 36.02 -15.11
PEAK 26.43 30.00 -3.57 1.60 28.03 36.02 -7.99
53 AVG 13.55 30.00 -16.45 1.60 15.15 36.02 -20.87
PEAK 21.79 30.00 -8.21 1.60 23.39 36.02 -12.63
2457 10 106T 54 AVG 13.62 30.00 -16.38 1.60 15.22 36.02 -20.80
PEAK 21.82 30.00 -8.18 1.60 23.42 36.02 -12.60
56 AVG 13.49 30.00 -16.51 1.60 15.09 36.02 -20.93
PEAK 21.73 30.00 -8.27 1.60 23.33 36.02 -12.69
53 AVG 0.42 30.00 -29.58 1.60 2.02 36.02 -34.00
PEAK 8.41 30.00 -21.59 1.60 10.01 36.02 -26.01
2462 11 106T 54 AVG 0.81 30.00 -29.19 1.60 2.41 36.02 -33.61
PEAK 8.45 30.00 -21.55 1.60 10.05 36.02 -25.97
56 AVG 0.31 30.00 -29.69 1.60 1.91 36.02 -34.11
PEAK 8.23 30.00 -21.77 1.60 9.83 36.02 -26.19

Table 7-25. Conducted Output Power Measurements SISO ANT2 (106 Tones) — 40MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:
3/14/2022-7/31/2022

EUT Type:

Portable Computing Device
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Conducted | Conducted | Conducted Ant. Gain | Max e.ir Max e.ir eir
Freg [MHz] [ Channel | Tones |RU Index| Detector Powers Power Limit Power [dBi] [dB.n.1].p. Limit [dBna] Mar. in.r[)(.iB]
(dBm) [dBm] | Margin [dB] g

61 AVG 15.17 30.00 -14.83 1.60 16.77 36.02 -19.25

2499 3 2497 PEAK 23.68 30.00 -6.32 1.60 25.28 36.02 -10.74

62 AVG 15.35 30.00 -14.65 1.60 16.95 36.02 -19.07

PEAK 23.75 30.00 -6.25 1.60 25.35 36.02 -10.67

61 AVG 16.26 30.00 -13.74 1.60 17.86 36.02 -18.16

2497 4 2497 PEAK 24.48 30.00 -5.52 1.60 26.08 36.02 -9.94

62 AVG 16.85 30.00 -13.15 1.60 18.45 36.02 -17.57

PEAK 24.87 30.00 -5.13 1.60 26.47 36.02 -9.55

61 AVG 17.15 30.00 -12.85 1.60 18.75 36.02 -17.27

2432 5 2497 PEAK 25.20 30.00 -4.80 1.60 26.80 36.02 -9.22

62 AVG 17.49 30.00 -12.51 1.60 19.09 36.02 -16.93

PEAK 25.49 30.00 -4.51 1.60 27.09 36.02 -8.93

61 AVG 17.81 30.00 -12.19 1.60 19.41 36.02 -16.61

2437 6 2497 PEAK 25.64 30.00 -4.36 1.60 27.24 36.02 -8.78

N 62 AVG 17.95 30.00 -12.05 1.60 19.55 36.02 -16.47

I PEAK 25.71 30.00 -4.29 1.60 27.31 36.02 -8.71

(D 61 AVG 17.95 30.00 -12.05 1.60 19.55 36.02 -16.47

ﬂ: PEAK 25.78 30.00 -4.22 1.60 27.38 36.02 -8.64

2442 7 242T

N 62 AVG 17.88 30.00 -12.12 1.60 19.48 36.02 -16.54

PEAK 25.69 30.00 -4.31 1.60 27.29 36.02 -8.73

61 AVG 17.97 30.00 -12.03 1.60 19.57 36.02 -16.45

2447 8 2497 PEAK 25.69 30.00 -4.31 1.60 27.29 36.02 -8.73

62 AVG 17.56 30.00 -12.44 1.60 19.16 36.02 -16.86

PEAK 25.22 30.00 -4.78 1.60 26.82 36.02 -9.20

61 AVG 17.48 30.00 -12.52 1.60 19.08 36.02 -16.94

2452 9 2497 PEAK 25.49 30.00 -4.51 1.60 27.09 36.02 -8.93

62 AVG 17.14 30.00 -12.86 1.60 18.74 36.02 -17.28

PEAK 25.08 30.00 -4.92 1.60 26.68 36.02 -9.34

61 AVG 15.96 30.00 -14.04 1.60 17.56 36.02 -18.46

2457 10 24T PEAK 23.15 30.00 -6.85 1.60 24.75 36.02 -11.27

62 AVG 16.06 30.00 -13.94 1.60 17.66 36.02 -18.36

PEAK 24.16 30.00 -5.84 1.60 25.76 36.02 -10.26

61 AVG 4.85 30.00 -25.15 1.60 6.45 36.02 -29.57

2462 1 24T PEAK 12.74 30.00 -17.26 1.60 14.34 36.02 -21.68

62 AVG 4.35 30.00 -25.65 1.60 5.95 36.02 -30.07

PEAK 12.10 30.00 -17.90 1.60 13.70 36.02 -22.32

Table 7-26. Conducted Output Power Measurements SISO ANT2 (242 Tones) — 40MHz
Conducted Conducted | Conducted Ant. Gain | Max e.ir Max e.ir eir
Freq [MHz] | Channel | Tones |RU Index| Detector Powers Power Limit Power [aBi] [dB.I’T.l].p. Limit [.d.B.r‘r)\j Mar. in'F[)(.jB]
(dBm) [dBm] | Margin [dB] g

2422 3 284T 65 AVG 15.85 30.00 -14.15 1.60 17.45 36.02 -18.57

PEAK 23.06 30.00 -6.94 1.60 24.66 36.02 -11.36

2497 4 284T 65 AVG 16.35 30.00 -13.65 1.60 17.95 36.02 -18.07

PEAK 23.55 30.00 -6.45 1.60 25.15 36.02 -10.87

2432 5 484T 65 AVG 17.09 30.00 -12.91 1.60 18.69 36.02 -17.33

:Il\:J PEAK 23.99 30.00 -6.01 1.60 25.59 36.02 -10.43

2437 6 2847 65 AVG 17.70 30.00 -12.30 1.60 19.30 36.02 -16.72

(D PEAK 24.15 30.00 -5.85 1.60 25.75 36.02 -10.27

ﬂ: AVG 17.45 30.00 -12.55 1.60 19.05 36.02 -16.97
2442 7 484T 65

(qV} PEAK 24.85 30.00 -5.15 1.60 26.45 36.02 -9.57

2447 P 2847 65 AVG 17.79 30.00 -12.21 1.60 19.39 36.02 -16.63

PEAK 24.21 30.00 -5.79 1.60 25.81 36.02 -10.21

2452 9 284T 65 AVG 17.01 30.00 -12.99 1.60 18.61 36.02 -17.41

PEAK 24.43 30.00 -5.57 1.60 26.03 36.02 -9.99

2457 10 484T 65 AVG 15.98 30.00 -14.02 1.60 17.58 36.02 -18.44

PEAK 23.24 30.00 -6.76 1.60 24.84 36.02 -11.18

2462 11 284T 65 AVG 4.36 30.00 -25.64 1.60 5.96 36.02 -30.06

PEAK 11.66 30.00 -18.34 1.60 13.26 36.02 -22.76

Table 7-27. Conducted Output Power Measurements SISO ANT2 (484 Tones) — 40MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:
3/14/2022-7/31/2022

EUT Type:

Portable Computing Device
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E E Max A
Freq Conducted Power [dBm] Conduc?ed. Conducted Dlrectlor_lal Max BAE. e.i.rp.
[MHz] Channel | Tones [RU Index | Detector Power Limit Power Ant. Gain e.i.r.p. Limit Margin
ANT1 | ANT2 | MIMO [dBm] Margin [dB] [dBi] [dBm] | ey [dB]
0 AVG 16.76 16.94 19.86 30.00 -10.14 4.51 24.37 36.02 -11.65
PEAK 24.97 24.79 27.89 30.00 -2.11 4.51 32.40 36.02 -3.62
AVG 17.16 17.36 20.27 30.00 -9.73 4.51 24.78 36.02 -11.24
2422 3 26T 4
PEAK 25.21 25.42 28.33 30.00 -1.67 4.51 32.84 36.02 -3.18
g AVG 16.92 17.32 20.13 30.00 -9.87 4.51 24.65 36.02 -11.37
PEAK 25.10 25.39 28.26 30.00 -1.74 4.51 32.77 36.02 -3.25
a AVG 20.95 20.95 23.96 30.00 -6.04 4.51 28.47 36.02 =755
PEAK 26.75 26.75 29.76 30.00 -0.24 4.51 34.27 36.02 -1.75
AVG 20.57 20.57 23.58 30.00 -6.42 4.51 28.09 36.02 =793
2427 4 26T 4
PEAK 26.59 26.59 29.60 30.00 -0.40 4.51 34.11 36.02 -1.91
3 AVG 20.62 20.62 23.63 30.00 -6.37 4.51 28.14 36.02 -7.88
PEAK 26.58 26.58 29.59 30.00 -0.41 4.51 34.10 36.02 -1.92
0 AVG 20.76 20.94 23.86 30.00 -6.14 4.51 28.37 36.02 -7.65
PEAK 26.90 26.84 29.88 30.00 -0.12 4.51 34.39 36.02 -1.63
AVG 20.72 20.96 23.85 30.00 -6.15 4.51 28.36 36.02 -7.66
2442 7 26T 4
PEAK 26.55 26.33 29.45 30.00 -0.55 4.51 33.96 36.02 -2.06
8 AVG 20.77 20.75 23.77 30.00 -6.23 4.51 28.28 36.02 -1.74
N PEAK 26.70 26.84 29.78 30.00 -0.22 4.51 34.29 36.02 -1.73
I 0 AVG 20.42 20.43 23.44 30.00 -6.56 4.51 27.95 36.02 -8.07
(D PEAK 26.48 25.95 29.23 30.00 -0.77 4.51 33.74 36.02 -2.28
< AVG 20.90 20.82 23.87 30.00 -6.13 4.51 28.38 36.02 -7.64
A 2447 8 26T 4
AN PEAK 26.59 26.64 29.63 30.00 -0.37 4.51 34.14 36.02 -1.88
8 AVG 20.77 20.32 23.56 30.00 -6.44 4.51 28.07 36.02 =795
PEAK 26.67 26.64 29.67 30.00 -0.33 4.51 34.18 36.02 -1.84
0 AVG 19.26 19.49 22.39 30.00 -7.61 4.51 26.90 36.02 -9.12
PEAK 26.25 26.30 29.29 30.00 -0.71 451 33.80 36.02 -2.22
AVG 19.11 19.01 22.07 30.00 -7.93 4.51 26.58 36.02 -9.44
2452 9 26T 4
PEAK 26.10 26.07 29.10 30.00 -0.90 4.51 33.61 36.02 -2.41
8 AVG 18.68 18.89 21.80 30.00 -8.20 4.51 26.31 36.02 -9.71
PEAK 25.74 25.86 28.81 30.00 -1.19 4.51 33.32 36.02 -2.70
0 AVG 13.25 13.85 16.57 30.00 -13.43 4.51 21.08 36.02 -14.94
PEAK 21.78 22.42 25.12 30.00 -4.88 4.51 29.63 36.02 -6.39
AVG 13.05 13.25 16.16 30.00 -13.84 4.51 20.67 36.02 -15.35
2457 10 26T 4
PEAK 21.12 21.32 24.23 30.00 -5.77 4.51 28.74 36.02 -7.28
8 AVG 13.01 13.62 16.34 30.00 -13.66 4.51 20.85 36.02 -15.17
PEAK 21.02 21.05 24.05 30.00 -5.95 4.51 28.56 36.02 -7.46
0 AVG -3.76 -3.58 -0.66 30.00 -30.66 4.51 3.85 36.02 -32.17
PEAK 4.02 3.97 7.01 30.00 -22.99 4.51 11.52 36.02 -24.50
AVG -3.73 -3.65 -0.68 30.00 -30.68 4.51 3.83 36.02 -32.19
2462 11 26T 4
PEAK 3.91 3.48 6.71 30.00 -23.29 4.51 11.22 36.02 -24.80
2 AVG -3.61 -3.91 -0.75 30.00 -30.75 4.51 3.76 36.02 -32.26
PEAK 3.96 4.37 7.18 30.00 -22.82 4.51 11.69 36.02 -24.33
Table 7-28. Conducted Output Power Measurements MIMO (26 Tones) — 40MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT
(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:
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Test Dates:

3/14/2022-7/31/2022

EUT Type:

Portable Computing Device
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5 a Max A
Freq Conducted Power [dBm] Conduc?edl Conducted Dlrectlor'\al Max BA5p. e.l.r.P.
[MHz] Channel | Tones |[RU Index | Detector Power Limit Power Ant. Gain e.i.r.p. Limit Margin
ANT1 | ANT2 | MIMO [dBm] Margin [dB] [dBi] [dBml | Rm [dB]
o AVG 16.94 17.05 20.01 30.00 -9.99 4.51 24.52 36.02 -11.50
PEAK 24.91 25.07 28.00 30.00 -2.00 4.51 32.51 36.02 -3.51
AVG 17.12 17.45 20.30 30.00 -9.70 4.51 24.81 36.02 -11.21
2422 3 52T 40
PEAK 25.05 25.51 28.30 30.00 -1.70 4.51 32.81 36.02 -3.21
m AVG 16.99 17.40 20.21 30.00 -9.79 4.51 24.72 36.02 -11.30
PEAK 24.98 25.47 28.24 30.00 -1.76 4.51 32.75 36.02 -3.27
o AVG 20.70 20.91 23.82 30.00 -6.18 4.51 28.33 36.02 -7.69
PEAK 26.68 26.48 29.59 30.00 -0.41 4.51 34.10 36.02 -1.92
AVG 20.51 20.76 23.65 30.00 -6.35 4.51 28.16 36.02 -7.86
2427 4 52T 40
PEAK 26.16 27.07 29.65 30.00 -0.35 4.51 34.16 36.02 -1.86
o AVG 20.66 20.99 23.84 30.00 -6.16 4.51 28.35 36.02 -1.67
PEAK 26.67 27.06 29.88 30.00 -0.12 4.51 34.39 36.02 -1.63
a7 AVG 20.80 20.99 23.91 30.00 -6.09 4.51 28.42 36.02 -7.60
PEAK 27.05 26.81 29.94 30.00 -0.06 4.51 34.45 36.02 -1.57
AVG 20.68 20.56 23.63 30.00 -6.37 4.51 28.14 36.02 -7.88
2442 7 52T 40
PEAK 26.69 26.28 29.50 30.00 -0.50 4.51 34.01 36.02 -2.01
m AVG 20.82 20.78 23.81 30.00 -6.19 4.51 28.32 36.02 -7.70
N PEAK 26.86 26.77 29.83 30.00 -0.17 4.51 34.34 36.02 -1.68
I 37 AVG 20.71 20.57 23.65 30.00 -6.35 4.51 28.16 36.02 -7.86
O PEAK 26.30 26.26 29.29 30.00 -0.71 4.51 33.80 36.02 -2.22
< AVG 20.49 20.79 23.65 30.00 -6.35 4.51 28.16 36.02 -7.86
i 2447 8 52T 40
AN PEAK 26.68 26.77 29.74 30.00 -0.26 4.51 34.25 36.02 -1.77
“ AVG 20.93 20.54 23.75 30.00 -6.25 4.51 28.26 36.02 -7.76
PEAK 26.87 26.60 29.75 30.00 -0.25 4.51 34.26 36.02 -1.76
37 AVG 18.82 19.18 22.01 30.00 -7.99 4.51 26.52 36.02 -9.50
PEAK 25.84 25.98 28.92 30.00 -1.08 4.51 33.43 36.02 -2.59
AVG 18.87 19.11 22.00 30.00 -8.00 4.51 26.51 36.02 -9.51
2452 9 52T 40
PEAK 25.78 26.02 28.91 30.00 -1.09 4.51 33.42 36.02 -2.60
“ AVG 18.99 19.12 22.07 30.00 -7.93 4.51 26.58 36.02 -9.44
PEAK 26.00 26.22 29.12 30.00 -0.88 4.51 33.63 36.02 -2.39
37 AVG 13.05 13.45 16.26 30.00 -13.74 4.51 20.78 36.02 -15.24
PEAK 20.68 21.34 24.03 30.00 -5.97 4.51 28.54 36.02 -7.48
AVG 13.45 13.59 16.53 30.00 -13.47 4.51 21.04 36.02 -14.98
2457 10 52T 40
PEAK 21.44 21.68 24.57 30.00 -5.43 4.51 29.08 36.02 -6.94
a“ AVG 13.15 13.43 16.30 30.00 -13.70 4.51 20.81 36.02 -15.21
PEAK 21.32 21.62 24.48 30.00 -5.52 4.51 28.99 36.02 -7.03
37 AVG 0.20 0.36 3.29 30.00 -26.71 4.51 7.80 36.02 -28.22
PEAK 7.97 8.55 11.28 30.00 -18.72 4.51 15.79 36.02 -20.23
AVG 0.82 0.77 3.81 30.00 -26.19 4.51 8.32 36.02 -27.70
2462 11 52T 40
PEAK 8.47 8.75 11.62 30.00 -18.38 4.51 16.13 36.02 -19.89
o AVG 0.05 0.29 3.18 30.00 -26.82 4.51 7.69 36.02 -28.33
PEAK 8.34 7.69 11.04 30.00 -18.96 4.51 15.55 36.02 -20.47
Table 7-29. Conducted Output Power Measurements MIMO (52 Tones) — 40MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT

(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:

3/14/2022-7/31/2022

EUT Type:
Portable Computing Device

Page 53 of 213

V9.0 02/01/2019

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
written permission from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact

ct.info@element.com.




@ clement

5 a Max A
Freq Conducted Power [dBm] Conduc?edl Conducted Dlrectlor'\al Max BA5p. e.l.r.P.
[MHz] Channel | Tones |[RU Index | Detector Power Limit Power Ant. Gain e.i.r.p. Limit Margin
ANT1 | ANT2 | MIMO [dBm] Margin [dB] [dBi] [dBml | Rm [dB]
&= AVG 16.96 17.24 20.11 30.00 -9.89 4.51 24.62 36.02 -11.40
PEAK 24.99 25.44 28.23 30.00 -1.77 4.51 32.74 36.02 -3.28
AVG 17.01 17.39 20.21 30.00 -9.79 4.51 24.73 36.02 -11.30
2422 3 106T 54
PEAK 25.08 25.57 28.34 30.00 -1.66 4.51 32.85 36.02 -3.17
% AVG 17.24 17.49 20.38 30.00 -9.62 4.51 24.89 36.02 -11°93
PEAK 25.12 25.86 28.52 30.00 -1.48 4.51 33.03 36.02 -2.99
o AVG 20.73 20.55 23.65 30.00 -6.35 4.51 28.16 36.02 -7.86
PEAK 26.80 26.57 29.70 30.00 -0.30 4.51 34.21 36.02 -1.81
AVG 20.93 20.77 23.86 30.00 -6.14 4.51 28.37 36.02 -7.65
2427 4 106T 54
PEAK 26.77 26.40 29.60 30.00 -0.40 4.51 34.11 36.02 -1.91
56 AVG 20.81 20.68 23.76 30.00 -6.24 4.51 28.27 36.02 -71.75
PEAK 26.52 26.58 29.56 30.00 -0.44 4.51 34.07 36.02 -1.95
53 AVG 20.94 20.58 23.77 30.00 -6.23 4.51 28.28 36.02 -1.74
PEAK 26.85 26.76 29.82 30.00 -0.18 4.51 34.33 36.02 -1.69
AVG 20.93 20.65 23.80 30.00 -6.20 4.51 28.31 36.02 -7.71
2442 7 106T 54
PEAK 26.72 26.35 29.55 30.00 -0.45 4.51 34.06 36.02 -1.96
56 AVG 20.83 20.81 23.83 30.00 -6.17 4.51 28.34 36.02 -7.68
N PEAK 26.95 26.89 29.93 30.00 -0.07 4.51 34.44 36.02 -1.58
I 53 AVG 20.72 20.72 23.73 30.00 -6.27 4.51 28.24 36.02 -7.78
O PEAK 26.73 26.39 29.57 30.00 -0.43 4.51 34.08 36.02 -1.94
< AVG 20.61 20.47 23.55 30.00 -6.45 4.51 28.06 36.02 -7.96
i 2447 8 106T 54
AN PEAK 26.60 26.45 29.54 30.00 -0.46 4.51 34.05 36.02 -1.97
56 AVG 20.46 20.53 23.51 30.00 -6.49 4.51 28.02 36.02 -8.00
PEAK 26.29 26.17 29.24 30.00 -0.76 4.51 33.75 36.02 -2.27
53 AVG 18.87 19.26 22.08 30.00 -7.92 4.51 26.59 36.02 -9.43
PEAK 26.11 26.55 29.35 30.00 -0.65 4.51 33.86 36.02 -2.16
AVG 18.96 19.26 22.12 30.00 -7.88 4.51 26.63 36.02 -9.39
2452 9 106T 54
PEAK 26.02 26.31 29.18 30.00 -0.82 4.51 33.69 36.02 -2.33
56 AVG 18.86 19.31 22.10 30.00 -7.90 4.51 26.61 36.02 -9.41
PEAK 25.94 26.43 29.20 30.00 -0.80 4.51 33.71 36.02 -2.31
53 AVG 13.21 13.55 16.39 30.00 -13.61 4.51 20.90 36.02 -15.12
PEAK 21.69 21.79 24.75 30.00 -5.25 4.51 29.26 36.02 -6.76
AVG 13.30 13.62 16.47 30.00 -13.53 4.51 20.98 36.02 -15.04
2457 10 106T 54
PEAK 21.20 21.82 24.53 30.00 -5.47 4.51 29.04 36.02 -6.98
56 AVG 13.14 13.49 16.33 30.00 -13.67 4.51 20.84 36.02 -15.18
PEAK 21.18 21.73 24.47 30.00 -5.53 4.51 28.98 36.02 -7.04
53 AVG 0.18 0.42 3.31 30.00 -26.69 4.51 7.82 36.02 -28.20
PEAK 7.84 8.41 11.14 30.00 -18.86 4.51 15.66 36.02 -20.37
AVG 0.74 0.81 3.79 30.00 -26.21 4.51 8.30 36.02 -27.72
2462 11 106T 54
PEAK 8.32 8.45 11.40 30.00 -18.60 4.51 15.91 36.02 -20.11
o AVG 0.15 0.31 3.24 30.00 -26.76 4.51 7.75 36.02 -28.27
PEAK 7.95 8.23 11.10 30.00 -18.90 4.51 15.61 36.02 -20.41

Table 7-30. Conducted Output Power Measurements MIMO (106 Tones) — 40MHz

FCC ID: C3K1997
IC: 3048A-1997

MEASUREMENT REPORT

(CERTIFICATION)

Approved by:
Technical Manager

Test Report S/N:

1M2204040049-14-R1.C3K

Test Dates:

3/14/2022-7/31/2022

EUT Type:
Portable Computing Device
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Conducted Power [dBm] Contlieier || @oelisie] | Eliesitei] Max e.i.r Max e.i.r e.i.r
Freq [MHz] | Channel | Tones |RU Index| Detector Power Limit Power Ant. Gain [dBlrr.1]lp. Limit [dBr‘;] Maréin.'[)t.iB]
ANT1 ANT2 MIMO [dBm] Margin [dB] [dBi]
61 AVG 15.00 15.17 18.10 30.00 -11.90 4.51 22.61 36.02 -13.41
2422 3 2497 PEAK 23.80 23.68 26.75 30.00 -3.25 4.51 31.26 36.02 -4.76
62 AVG 15.23 15.35 18.30 30.00 -11.70 4.51 22.81 36.02 -13.21
PEAK 23.72 23.75 26.75 30.00 -3.25 4.51 31.26 36.02 -4.76
61 AVG 16.12 16.26 19.20 30.00 -10.80 4.51 23.71 36.02 -12.31
2497 2 2497 PEAK 24.32 24.48 27.41 30.00 -2.59 4.51 31.92 36.02 -4.10
62 AVG 16.65 16.85 19.76 30.00 -10.24 4.51 24.27 36.02 -11.75
PEAK 24.62 24.87 27.76 30.00 -2.24 4.51 32.27 36.02 -3.75
61 AVG 17.00 17.15 20.09 30.00 -9.91 4.51 24.60 36.02 -11.42
2430 5 2427 PEAK 25.02 25.20 28.12 30.00 -1.88 4.51 32.63 36.02 -3.39
62 AVG 17.12 17.49 20.32 30.00 -9.68 4.51 24.83 36.02 -11.19
PEAK 25.12 25.49 28.32 30.00 -1.68 4.51 32.83 36.02 -3.19
61 AVG 17.50 17.81 20.67 30.00 -9.33 4.51 25.18 36.02 -10.84
PEAK 25.38 25.64 28.52 30.00 -1.48 4.51 33.03 36.02 -2.99
2437 6 2421
N 62 AVG 17.97 17.95 20.97 30.00 -9.03 4.51 25.48 36.02 -10.54
T PEAK 25.78 25.71 28.76 30.00 -1.24 4.51 33.27 36.02 -2.75
(D 61 AVG 17.62 17.95 20.80 30.00 -9.20 4.51 25.31 36.02 -10.71
q: 2442 7 2497 PEAK 25.45 25.78 28.63 30.00 -1.37 4.51 33.14 36.02 -2.88
N 62 AVG 17.56 17.88 20.73 30.00 =9:27 4.51 25.24 36.02 -10.78
PEAK 25.42 25.69 28.57 30.00 -1.43 4.51 33.08 36.02 -2.94
61 AVG 57255] 17.97 20.78 30.00 -9.22 4.51 25.29 36.02 -10.73
2447 8 2427 PEAK 25.27 25.69 28.50 30.00 -1.50 4.51 33.01 36.02 -3.01
62 AVG 17.79 17.56 20.69 30.00 -9.31 4.51 25.20 36.02 -10.82
PEAK 25.55 25.22 28.40 30.00 -1.60 4.51 32.91 36.02 -3.11
61 AVG 17.12 17.48 20.31 30.00 -9.69 4.51 24.82 36.02 -11.20
2452 9 2497 PEAK 25.25 25.49 28.38 30.00 -1.62 4.51 32.89 36.02 -3.13
62 AVG 16.89 17.14 20.03 30.00 -9.97 4.51 24.54 36.02 -11.48
PEAK 25.00 25.08 28.05 30.00 -1.95 4.51 32.56 36.02 -3.46
61 AVG 15.68 15.96 18.83 30.00 -11.17 4.51 23.34 36.02 -12.68
2457 10 240T PEAK 22.75 23.15 25.96 30.00 -4.04 4.51 30.48 36.02 -5.54
@ AVG 15.74 16.06 18.91 30.00 -11.09 4.51 23.42 36.02 -12.60
PEAK 23.55 24.16 26.88 30.00 -3.12 4.51 31.39 36.02 -4.63
61 AVG 4.72 4.85 7.80 30.00 -22.20 4.51 12.31 36.02 -23.71
2462 1 22T PEAK 12.69 12.74 15.73 30.00 -14.27 4.51 20.24 36.02 -15.78
62 AVG 4.07 4.35 7.22 30.00 -22.78 4.51 11.73 36.02 -24.29
PEAK 11.95 12.10 15.04 30.00 -14.96 4.51 19.55 36.02 -16.47
Table 7-31. Conducted Output Power Measurements MIMO (242 Tones) — 40MHz
Conducted | Conducted | Directional . . .
ted P B
Freq [MHz] | Channel | Tones [RU Index| Detector Gt et (Fewer (RLE) Power Limit Power Ant. Gain Ma[);;.rlT.];.p. I'_\:I::I(tiéérz] Mafgll:;'[)dB]
ANTL ANT2 MIMO [dBm] Margin [dB] [dBi]
2499 3 2847 65 AVG 15.45 15.85 18.66 30.00 -11.34 4.51 23.18 36.02 -12.84
PEAK 22.75 23.06 25.92 30.00 -4.08 4.51 30.43 36.02 -5.59
2497 4 284T 65 AVG 15.95 16.35 19.16 30.00 -10.84 4.51 23.68 36.02 -12.34
PEAK 23.22 23.55 26.40 30.00 -3.60 4.51 30.91 36.02 -5.11
2432 5 284T 65 AVG 16.65 17.09 19.89 30.00 -10.11 4.51 24.40 36.02 -11.62
E PEAK 23.79 23.99 26.90 30.00 -3.10 4.51 31.41 36.02 -4.61
2437 6 284T 65 AVG 17.80 17.70 20.76 30.00 -9.24 4.51 25.27 36.02 -10.75
(D PEAK 24.29 24.15 27.23 30.00 -2.77 4.51 31.74 36.02 -4.28
q: AVG 16.99 17.45 20.24 30.00 -9.76 4.51 24.75 36.02 -11.27
2442 7 484T 65
N PEAK 24.46 24.85 27.67 30.00 -2.33 4.51 32.18 36.02 -3.84
2447 s 2847 65 AVG 17.92 17.79 20.87 30.00 -9.13 4.51 25.38 36.02 -10.64
PEAK 24.40 24.21 27.32 30.00 -2.68 4.51 31.83 36.02 -4.19
2452 9 284T 65 AVG 16.69 17.01 19.86 30.00 -10.14 4.51 24.37 36.02 -11.65
PEAK 23.93 24.43 27.20 30.00 -2.80 4.51 31.71 36.02 -4.31
2457 10 484T 65 AVG 15.65 15.98 18.83 30.00 -11.17 4.51 23.34 36.02 -12.68
PEAK 22.89 23.24 26.08 30.00 -3.92 4.51 30.59 36.02 -5.43
2462 1 2847 65 AVG 4.12 4.36 7.25 30.00 -22.75 4.51 11.76 36.02 -24.26
PEAK 11.44 11.66 14.56 30.00 -15.44 4.51 19.07 36.02 -16.95
Table 7-32. Conducted Output Power Measurements MIMO (484 Tones) — 40MHz
FCC ID: C3K1997 MEASUREMENT REPORT Approved by:
IC: 3048A-1997 (CERT|F|CAT|ON) Technical Manager
Test Report S/N: Test Dates: EUT Type:
. ) Page 55 of 213
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Note:

Per ANSI C63.10-2013 and KDB 662911 D01 v02r01 Section E)1), the conducted powers at Antenna 1 and
Antenna 2 were first measured separately during MIMO transmission as shown in the section above. The
measured values were then summed in linear power units then converted back to dBm.

Sample MIMO Calculation:

At 2412MHz the average conducted output power was measured to be 20.56 dBm for Antenna 1 and 20.47 dBm
for Antenna 2.

Antenna 1 + Antenna 2 = MIMO
(20.56 dBm + 20.47 dBm) = (113.76 mW + 111.43 mW) = 225.19 mW = 23.53 dBm
Sample e.i.r.p. Calculation:

At 2412MHz in 802.11g (20MHz BW) mode, the average MIMO conducted power was calculated to be 20.25 dBm
with directional gain of 4.51 dBi.

e.i.r.p. (dBm) =Conducted Power (dBm) + Ant gain (dBi)

20.25 dBm + 4.51 dBi = 24.76 dBm
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7.4  Power Spectral Density
15.247(e); RSS-247 [5.2

Test Overview and Limit

The peak power density is measured with a spectrum analyzer connected to the antenna terminal of the EUT while
the EUT is operating at its maximum duty cycle, at maximum power, and at the appropriate frequencies. All data
rates, tones configurations, and RU indices were investigated and the worst case configuration results are reported
in this section.

The maximum permissible power spectral density is 8 dBm in any 3 kHz band.

Test Procedure Used

ANSI C63.10-2013 — Section 11.10.2 Method PKPSD

KDB 558074 D01 v05r02 — Section 8.4 DTS Maximum Power Spectral Density level in the fundamental emission
ANSI C63.10-2013 — Section 14.3.2.2 Measure-and-Sum Technique

KDB 662911 D01 v02r01 — Section E)2) Measure-and-Sum Technique

Test Settings
1. Analyzer was set to the center frequency of the DTS channel under investigation
2. Span = 1.5 times the DTS channel bandwidth
3. RBW =3kHz
4. VBW =1MHz
5. Detector = peak
6. Sweep time = auto couple
7. Trace mode = max hold

8. Trace was allowed to stabilize

Test Setup

The EUT and measurement equipment were set up as shown in the diagram below.

EUT

I

|

Figure 7-3. Test Instrument & Measurement Setup
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Test Notes

1. Based on preliminary measurements, it was determined that, of all of the tone configurations, the 26T
configuration produced the worst case power spectral density measurement for partial loaded case.

Therefore, only the 26 Tone configuration and 242 Tone data is included in this section.

2. The power spectral density for each channel was measured with the RU index showing the highest

conducted power.
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SISO Antenna-1 Power Spectral Density Measurements

Measured Power | Maximum Permissible
Frequency | cpannel No. | 802.11 Mode Tones Data Rate Spectral Density | Power Density [dBm /| Margin [dB] [ Pass/ Fail
[MHz] [Mbps]
[dBm] 3kHz]

2412 1 ax 26T MCS0 3.47 8.00 -4.53 Pass
2437 6 ax 26T MCS0 3.59 8.00 -4.41 Pass
2462 11 ax 26T MCS0 -20.62 8.00 -28.62 Pass
2412 1 ax 242T MCS0 -6.73 8.00 -14.73 Pass
2437 6 ax 242T MCS0 -3.12 8.00 -11.12 Pass
2462 11 ax 2427 MCS0 -5.00 8.00 -13.00 Pass

Table 7-33. Conducted Power Density Measurements SISO ANT1 — 20MHz
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Plot 7-25. Power Spectral Density Plot SISO ANT1 (802.11ax OFDMA — 26 Tones — Ch. 1) — 20MHz
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Plot 7-27. Power Spectral Density Plot SISO ANT1 (802.11ax OFDMA — 26 Tones — Ch. 11) — 20MHz
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Plot 7-28.

s Keysight Spectrum Analyzer - Swept SA
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s Keysight Spectrum Analyzer - Swept SA
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Frequency Data Rate Measured Pow_er Maximum Pgrmissible _ _

[MHz] Channel No. | 802.11 Mode Tones [Mbps] Spectral Density | Power Density [dBm /| Margin [dB] [ Pass / Fail
[dBm] 3kHz]

2422 3 ax 26T MCSO0 4.94 8.00 -3.06 Pass
2442 7 ax 26T MCSO0 3.94 8.00 -4.06 Pass
2462 11 ax 26T MCSO0 -20.75 8.00 -28.75 Pass
2422 3 ax 484T MCSO0 -12.33 8.00 -20.33 Pass
2442 7 ax 484T MCSO0 -8.39 8.00 -16.39 Pass
2462 11 ax 484T MCSO0 -18.75 8.00 -26.75 Pass

Table 7-34. Conducted Power Density Measurements SISO ANT1 — 40MHz
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Plot 7-32.
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SISO Antenna-2 Power Spectral Density Measurements

Measured Power | Maximum Permissible
Frequency | cpannel No. | 802.11 Mode Tones Data Rate Spectral Density | Power Density [dBm /| Margin [dB] [ Pass/ Fail
[MHz] [Mbps]
[dBm] 3kHz]

2412 1 ax 26T MCS0 3.61 8.00 -4.39 Pass
2437 6 ax 26T MCS0 3.95 8.00 -4.06 Pass
2462 11 ax 26T MCS0 -19.72 8.00 -27.72 Pass
2412 1 ax 242T MCS0 -7.02 8.00 -15.02 Pass
2437 6 ax 242T MCS0 -4.05 8.00 -12.05 Pass
2462 11 ax 2427 MCS0 -5.22 8.00 -13.22 Pass

Table 7-35. Conducted Power Density Measurements SISO ANT2 — 20MHz
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Frequency Data Rate Measured Pow_er Maximum Pgrmissible _ _

[MHz] Channel No. | 802.11 Mode Tones [Mbps] Spectral Density | Power Density [dBm /| Margin [dB] [ Pass / Fail
[dBm] 3kHz]

2422 3 ax 26T MCSO0 4.19 8.00 -3.81 Pass
2442 7 ax 26T MCSO0 4.11 8.00 -3.89 Pass
2462 11 ax 26T MCSO0 -20.12 8.00 -28.12 Pass
2422 3 ax 484T MCSO0 -11.46 8.00 -19.46 Pass
2442 7 ax 484T MCSO0 -7.20 8.00 -15.20 Pass
2462 11 ax 484T MCSO0 -19.04 8.00 -27.04 Pass

Table 7-36. Conducted Power Density Measurements SISO ANT2 — 40MHz
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MIMO Power Spectral Density Measurements

Frequency Data Rate ANT 1 Power ANT 2 Power Summed MIMO | Maximum Pgrmissible _ _

[MHZ] Channel No. | 802.11 Mode Tones [Mbps] Spectral Density | Spectral Density Powe_r Spectral | Power Density [dBm / | Margin [dB] | Pass / Fail
[dBm] [dBm] Density [dBm] 3kHz]
2412 1 ax 26T MCSO 3.47 3.61 6.55 8.00 -1.45 Pass
2437 6 ax 26T MCS0 3.59 3.95 6.78 8.00 -1.22 Pass
2462 11 ax 26T MCSO -20.62 -19.72 -17.13 8.00 -25.13 Pass
2412 1 ax 242T MCS0 -6.73 -7.02 -3.86 8.00 -11.86 Pass
2437 6 ax 242T MCSO -3.12 -4.05 -0.55 8.00 -8.55 Pass
2462 11 ax 2427 MCSO -5.00 -5.22 -2.10 8.00 -10.10 Pass
Table 7-37.MIMO Conducted Power Density Measurements— 20MHz
ANT 1 Power ANT 2 Power Summed MIMO | Maximum Permissible

Frequency Data Rate . 5 5 A "

[MHz] Channel No. | 802.11 Mode Tones [Mbps] Spectral Density | Spectral Density Powe_r Spectral | Power Density [dBm / | Margin [dB] | Pass / Fail
[dBm] [dBm] Density [dBm] 3kHz]
2412 1 ax 26T MCS0 4.94 4.19 7.59 8.00 -0.41 Pass
2437 6 ax 26T MCS0 3.94 4.11 7.03 8.00 -0.97 Pass
2462 11 ax 26T MCSO -20.75 -20.12 -17.41 8.00 -25.41 Pass
2412 1 ax 2427 MCSO -12.33 -11.46 -8.86 8.00 -16.86 Pass
2437 6 ax 2427 MCS0 -8.39 -7.20 -4.74 8.00 -12.74 Pass
2462 11 ax 2427 MCSO -18.75 -19.04 -15.88 8.00 -23.88 Pass
Table 7-38.MIMO Conducted Power Density Measurements— 40MHz
Note:

Per ANSI C63.10-2013 Section 14.3.2.2 and KDB 662911 D01 v02r01 Section E)2), the power spectral density at
Antenna 1 and Antenna 2 were first measured separately as shown in the section above. The measured values

were then summed in linear power units then converted back to dBm.

Sample MIMO Calculation:

At 2412MHz the average conducted power spectral density was measured to be -2.13 dBm for Antenna 1 and
-0.74 dBm for Antenna 2.

(-2.13 dBm + -0.74 dBm) = (0.61 mW + 0.84 mW) = 1.46 mW = 1.63 dBm

Antenna 1 + Antenna 2 = MIMO
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7.5 Conducted Emissions at the Band Edge
15.247(d); RSS-247 [5.5

Test Overview and Limit

All out of band emissions are measured with a spectrum analyzer connected to the antenna terminal of the EUT
while the EUT is operating at its maximum duty cycle, at maximum power, and at the appropriate frequencies. All
data rates, tone configurations, and RU indices were investigated to determine the worst case configuration. For
the following out of band conducted emissions plots at the band edge, the EUT was set to a data rate of MCSO in
802.11ax mode as this setting produced the worst-case emissions.

The limit for out-of-band spurious emissions at the band edge is 30dB below the fundamental emission
level, as determined from the in-band power measurement of the DTS channel performed in a 100kHz
bandwidth per the PSD procedure (Section 7.4).

Test Procedure Used

ANSI C63.10-2013 — Section 11.11.3
KDB 558074 D01 v05r02 — Section 8.7.2

Test Settings
1. Start and stop frequency were set such that the band edge would be placed in the center of the plot
2. Span was set large enough so as to capture all out of band emissions near the band edge
3. RBW = 100kHz
4. VBW = 1MHz
5. Detector = Peak
6. Number of sweep points = 2 x Span/RBW
7. Trace mode = max hold
8. Sweep time = auto couple
9. The trace was allowed to stabilize

Test Setup

The EUT and measurement equipment were set up as shown in the diagram below.

'!1_l;§.\ilﬁlil|2

L
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g' b

)]
g
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EUT

Figure 7-4. Test Instrument & Measurement Setup

Test Notes
None
FCC ID: C3K1997 MEASUREMENT REPORT Approved by:
IC: 3048A-1997 (CERTIFICATION) Technical Manager
Test Report S/N: Test Dates: EUT Type:
) ) Page 76 of 213
1M2204040049-14-R1.C3K 3/14/2022-7/31/2022 Portable Computing Device

V9.0 02/01/2019
Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
written permission from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact
ct.info@element.com.



@ clement

SISO Antenna-1 Conducted Emissions at the Band Edge
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