@ element

. Keysight Spectrum Analyzer - Swept SA

RL RF 500 AC CORREC

SENSE:INT| SOURCE OFF

ALIGN AUTO [07:10:47 AMDec 31, 2025

PNO: Fast —#—
IFGain:Low

PASS

10 dBidiv. Ref 10.00 dBm
Log

i
.

Center 6.1050 GHz
#Res BW 4 MHz

MSG

#VBW 30 MHZz*

Trig: Free Run
#Atten: 20 dB

#Avg Type: RMS
Avg|Hold: 100/100

Mkr1 6.103 4 GHz
-10.918 dBm

Span 1.600 GHz

Sweep 2.667 ms (1001 pts) _
STATUS

[E=E =

Auto Tune

Center Freq
6.105000000 GHz

StartFreq
5.305000000 GHz

Stop Freq
6.905000000 GHz

CF Step
160.000000 MHz
Auto Man

Freq Offset

0 Hz
|
Scale Type

Log Lin

Plot 7-105. In Band Emissions Plot MIMO ANT1 (320MHz 802.11be (26 Tones) (UNIl Band 5) — Ch.

o Keysight Spectrum Analyzer - Swept SA

RL 500 AC CORREC

SENSE:INT| SOURCE OFF

ALIGN AUTO ‘ 08:31:40 AMJan 06, 2026

PNO: Fast —»— 1rig: Free Run
#Atten: 10 dB

PASS

IFGain:Low

10 dB/div  Ref -2.00 dBm
Log

e

Center 6.17500 GHz

#Res BW 470 kHz #/BW 5.0 MHz*

MSG

#Avg Type: RMS
Avg|Hold: 100/100

Mkr1 6.167 9 GHz
-17.166 dBm

Span 100.0 MHz

=R

Frequency

Auto Tune

Center Freq
6.175000000 GHz

StartFreq
6.125000000 GHz

Stop Freq
6.225000000 GHz
e |

CF Step
10.000000 MHz
Auto Man

)|
Freq Offset

0 Hz
e ——
Scale Type

Log Lin

Sweep 1.000 ms (1001 pts) |

31) - LPI

Plot 7-106. In Band Emissions Plot MIMO ANT1 (20MHz 802.11be (106+26 Tones) (UNIl Band 5) — Ch. 45) - LPI
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@ element

. Keysight Spectrum Analyzer - Swept SA

RL RF 500 AC CORREC

SENSE:INT| SOURCE OFF

ALIGN AUTO [08:38:41 AMJan 06, 2026

PNO: Fast —#—
IFGain:Low

PASS

10 dBlidiv. Ref -2.00 dBm
Log

il I

Center 6.1450 GHz
#Res BW 1.8 MHz

MSG

Trig: Free Run
#Atten: 10 dB

#Avg Type: RMS
Avg|Hold: 100/100

Mkr1 6.169 8 GHz
-11.238 dBm

Span 400.0 MHz

[E=E =

Auto Tune

Center Freq
6.145000000 GHz

StartFreq
5.945000000 GHz

Stop Freq
6.345000000 GHz

CF Step
40.000000 MHz
Auto Man

Freq Offset

0 Hz
|
Scale Type

Log Lin

Sweep 1.000 ms (1001 pts) |

500 AC CORREC

SENSE:INT| SOURCE OFF

ALIGN AUTO ‘ 08:48:28 AMJan 06, 2026

PNO: Fast —»— 1rig: Free Run
#Atten: 10 dB

IFGain:Low

Center 6.1850 GHz
#Res BW 3.0 MHz

MSG

#V/BW 50 MHz*

#Avg Type: RMS
Avg|Hold: 100/100

Span 800.0 MHz

=R

Frequency

Auto Tune

Center Freq
6.185000000 GHz

StartFreq
5.785000000 GHz

Stop Freq
6585000000 GHz
|

CF Step
80.000000 MHz
Auto Man

Freq Offset

0 Hz
s |
Scale Type

Log Lin

Sweep 1.000 ms (1001 pts) |

Plot 7-108. In Band Emissions Plot MIMO ANT1 (160MHz 802.11be (996+484 Tones) (UNIl Band 5) — Ch. 47) - LPI

FCC ID: C3K2076
IC: 3048A-2076

MEASUREMENT REPORT | CLASS Il
PERMISSIVE CHANGE

Approved by:
Technical Manager

Test Report S/N:

1M2511240098-12-R3.C3K

Test Dates:
12/16/2025 - 03/11/2026

EUT Type:
Portable Computing Device

Page 103 of 154

© 2026 ELEMENT

V 11.3 5/14/2025

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
permission in writing from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact

ct.inffo@element.com.




@ element

. Keysight Spectrum Analyzer - Swept SA

RL RF 500 AC

PASS

10 dBidiv. Ref 0.00 dBm
Log

]
.

Center 6.1050 GHz
#Res BW 3.0 MHz

MSG

CORREC

PNO: Fast —#—
IFGain:Low

SENSE:INT| SOURCE OFF

ALIGN AUTO [09:29:00 AMJan 06, 2026

#VBW 30 MHZz*

Trig: Free Run
#Atten: 10 dB

#Avg Type: RMS
Avg|Hold: 100/100

Mkr1 6.095 4 GHz
-13.432 dBm

Span 1.600 GHz

Sweep 2.667 ms (1001 pts) _
STATUS

[E=E =

Auto Tune

Center Freq
6.105000000 GHz

StartFreq
5.305000000 GHz

Stop Freq
6.905000000 GHz

CF Step
160.000000 MHz
Auto Man

Freq Offset

0 Hz
|
Scale Type

Log Lin

Plot 7-109. In Band Emissions Plot MIMO ANT1 (320MHz 802.11be (3*996+484 Tones) (UNIl Band 5) — Ch. 31) LPI

o Keysight Spectrum Analyzer - Swept SA

RL 500 AC

PASS

Center 6.17500 GHz
#Res BW 470 kHz

MSG

CORREC

PNO: Fast —»— 1rig: Free Run
#Atten: 26 dB

IFGain

:Low

SENSE:INT| SOURCE OFF

ALIGN AUTO ‘ 04:45:26 AM Dec 30, 2025

#/BW 5.0 MHz*

#Avg Type: RMS
Avg|Hold: 100/100

Mkr1 6.174 3 GHz
2.423 dBm

Span 100.0 MHz

=R

Frequency

Auto Tune

Center Freq
6.175000000 GHz

StartFreq
6.125000000 GHz

Stop Freq
6.225000000 GHz
e |

CF Step
10.000000 MHz
Auto Man

Freq Offset

0 Hz

e ——
Scale Type

Log Lin

Sweep 1.000 ms (1001 pts) |

Plot 7-110. In Band Emissions Plot MIMO ANT1 (20MHz 802.11ax/be (26 Tones) (UNIl Band 5) — Ch. 45) - SP

FCC ID: C3K2076
IC: 3048A-2076

MEASUREMENT REPORT | CLASS Il
PERMISSIVE CHANGE

Approved by:
Technical Manager

Test Report S/N:

1M2511240098-12-R3.C3K

Test Dates:

12/16/2025 - 03/11/2026

EUT Type:
Portable Computing Device

Page 104 of 154

© 2026 ELEMENT

V 11.3 5/14/2025

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
permission in writing from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact

ct.inffo@element.com.




@ element

. Keysight Spectrum Analyzer - Swept SA

[E=E =

RL RF 500 AC CORREC

PASS

10 didiv. Ref 14.00 dBm
Log
Trace 1P

Center 6.1650 GHz
#Res BW 910 kHz

#VBW 8.0 MHz*

PNO: Fast —#—
IFGain:Low

SENSE:INT| SOURCE OFF

ALIGN AUTO [05:12:14 AM Dec 30, 2025

Trig: Free Run
#Atten: 26 dB

#Avg Type: RMS
Avg|Hold: 100/100

Auto Tune

Center Freq
6.165000000 GHz

StartFreq
6.065000000 GHz

Stop Freq
6.265000000 GHz
s

CF Step
20.000000 MHz
Auto Man

|
Freq Offset

0 Hz
|
Scale Type

Mkr1 6.164 4 GHz
3.545 dBm

Span 200.0 MHz

000 ms (1001 pts) _l

Sweep 1.

STATUS

Plot 7-111. In Band Emissions Plot MIMO ANT1 (40MHz 802.11ax/be (26 Tones) (UNIl Band 5) —

o Keysight Spectrum Analyzer - Swept SA

=R

RL RF 500 AC CORREC

PASS

10 gB.‘dIV Ref 14.00 dBm

Center 6.1450 GHz
#Res BW 1.8 MHz

#V/BW 8.0 MHz*

IFGain:

SENSE:INT| SOURCE OFF

ALIGN AUTO ‘ 05:45:33 AMDec 30, 2025

PNO: Fast —»— 1rig: Free Run
#Atten: 26 dB

Low

#Avg Type: RMS Frequency

AvglHold: 100/100

Auto Tune

Center Freq
6.145000000 GHz

StartFreq
5.945000000 GHz

Stop Freq
6.345000000 GHz
e |

CF Step
40.000000 MHz
Auto Man

)|
Freq Offset

0 Hz

e ——
Scale Type

Log Lin

Span 400.0 MHz
Sweep 1

.000 ms (1001 pts) |

Plot 7-112. In Band Emissions Plot MIMO ANT1 (80MHz 802.11ax/be (26 Tones) (UNIl Band 5) —

Ch.

Ch. 43) - SP

39) - SP
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element

. Keysight Spectrum Analyzer - Swept SA

RL RF 500 AC CORREC

SENSE:INT| SOURCE OFF

ALIGN AUTO [06:07:28 AM Dec 30, 2025

PNO: Fast —#—
IFGain:Low

PASS

Center 6.1850 GHz
#Res BW 3.0 MHz

MSG

Trig: Free Run
#Atten: 26 dB

#Avg Type: RMS
Avg|Hold: 100/100

Mkr1 6.183 4 GHz
6.940 dBm

Span 800.0 MHz

[E=E =

Auto Tune

Center Freq
6.185000000 GHz

StartFreq
5.785000000 GHz

Stop Freq
6.585000000 GHz

CF Step
80.000000 MHz
Auto Man

Freq Offset

0 Hz
|
Scale Type

Log Lin

Sweep 1.000 ms (1001 pts) |

500 AC CORREC

SENSE:INT| SOURCE OFF

ALIGN AUTO

‘ 06:17:11 AMDec 30, 2025

PNO: Fast —»— 1rig: Free Run
#Atten: 26 dB

IFGain:Low

Center 6.1050 GHz

#Res BW 4 MHz #V/BW 50 MHz*

MSG

#Avg Type: RMS
Avg|Hold: 100/100

Mkr1 6.103 4 GHz
7.120 dBm

Span 1.600 GHz

=R

Frequency

Auto Tune

Center Freq
6.105000000 GHz

StartFreq
5.305000000 GHz

Stop Freq
6.905000000 GHz
|

CF Step
160.000000 MHz
Auto Man

Freq Offset

0 Hz
s |
Scale Type

Log Lin

Sweep 2.667 ms (1001 pts) |

Plot 7-114. In Band Emissions Plot MIMO ANT1 (320MHz 802.11be (26 Tones) (UNIl Band 5) — Ch. 31) - SP
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@ element

. Keysight Spectrum Analyzer - Swept SA

RL RF

PASS

10 dBldiv
Log

race 1P

500 AC CORREC

PNO: Fast —#—
IFGain:Low

Ref 14.00 dBm

Center 6.17500 GHz
#Res BW 470 kHz

MSG

SENSE:INT| SOURCE OFF ALIGN AUTO [07:58:44 AM Dec 30, 2025

#Avg Type: RMS
Trig: Free Run Avg|Hoeld: 100/100

#Atten: 26 dB

Span 100.0 MHz

[E=E =

Auto Tune

Center Freq
6.175000000 GHz

StartFreq
6.125000000 GHz

Stop Freq
6.225000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0 Hz
|
Scale Type

Log Lin

Sweep 1.000 ms (1001 pts) |

. Keysight Spectrum Analyzer - Swept SA

[ -7 ]

PASS

RL RF

CORREC

500 AC

PNO: Fast —#—

IFGain:Low

Center 6.1430 GHz

#Res BW 1.8 MHz

MSG

#VBW 8.0 MHz*

SENSE:INT| SOURCE OFF ALIGN AUTO [08:02:55 AM
#Avg Type: RMS

Avg|Hold: 1001100

Trig: Free Run
#Atten: 26 dB

Span 400.0 MHz

Sweep 1.000 ms (1001 pts |

Frequency

Auto Tune

Center Freq
6.145000000 GHz

StartFreq
5.945000000 GHz

Stop Freq
6.345000000 GHz

CF Step
40.000000 MHz
Auto Man

Freq Offset

0 Hz
|
Scale Type

Log Lin

Plot 7-116. In Band Emissions Plot MIMO ANT1 (80MHz 802.11be (484+242 Tones) (UNIl Band 5) — Ch. 39) - SP
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@ element

. Keysight Spectrum Analyzer - Swept SA

RL RF 500 AC CORREC

SENSE:INT| SOURCE OFF

ALIGN AUTO [08:07:44 AM Dec 30, 2025

PNO: Fast —#—
IFGain:Low

PASS

10 dBidiv. Ref 14.00 dBm
Log

race 1P
-

Center 6.1850 GHz
#Res BW 3.0 MHz

MSG

#VBW 30 MHZz*

Trig: Free Run
#Atten: 26 dB

#Avg Type: RMS
Avg|Hold:>100/100

Span 800.0 MHz

Sweep 1.000 ms (1001 pts) _
STATUS

[E=E =

Auto Tune

Center Freq
6.185000000 GHz

StartFreq
5.785000000 GHz

Stop Freq
6.585000000 GHz

CF Step
80.000000 MHz
Auto Man

Freq Offset

0 Hz
|
Scale Type

Log Lin

Plot 7-117. In Band Emissions Plot MIMO ANT1 (160MHz 802.11be (996+484 Tones) (UNIl Band 5) — Ch. 47) - SP

e Keysight Spectrum Analyzer - Swept SA

RL 500 AC

CORREC

SENSE:INT| SOURCE OFF

ALIGN AUTO ‘ 07:38:47 AMDec 31, 2025

PNO: Fast —»—
IFGain:Low

PASS

Center 6.17500 GHz
#Res BW 470 kHz

MSG

#/BW 5.0 MHz*

Trig: Free Run
#Atten: 20 dB

#Avg Type: RMS
Avg|Hold: 100/100

Mkr1 6.178 4 GHz
-17.262 dBm

Span 100.0 MHz

=

Auto Tune

Center Freq
6.175000000 GHz

StartFreq
6.125000000 GHz

Stop Freq
6.225000000 GHz
e |

CF Step
10.000000 MHz
Auto Man

Freq Offset

0 Hz

e ——
Scale Type

Lin

Sweep 1.000 ms (1001 pts; |

Log

Plot 7-118. In Band Emissions Plot MIMO ANT1 (20MHz 802.11ax/be (Full Tones) (UNIl Band 5) — Ch. 45) - LPI
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@ element

. Keysight Spectrum Analyzer - Swept SA

RL RF 500 AC CORREC

SENSE:INT| SOURCE OFF

ALIGN AUTO [08:26:21 AMDec 31, 2025

PNO: Fast —#—
IFGain:Low

PASS

10 dBidiv. Ref 8.00 dBm
Log

Center 6.1650 GHz
#Res BW 910 kHz

MSG

#VBW 8.0 MHz*

Trig: Free Run
#Atten: 20 dB

#Avg Type: RMS
Avg|Hold: 100/100

Mkr1 6.183 0 GHz
-14.549 dBm

Span 200.0 MHz

Sweep 1.000 ms (1001 pts) _
STATUS

[E=E =

Auto Tune

Center Freq
6.165000000 GHz

StartFreq
6.065000000 GHz

Stop Freq
6.265000000 GHz

CF Step
20.000000 MHz
Auto Man

Freq Offset

0 Hz
|
Scale Type

Log Lin

Plot 7-119. In Band Emissions Plot MIMO ANT1 (40MHz 802.11ax/be (Full Tones) (UNIl Band 5) — Ch. 43) - LPI

o Keysight Spectrum Analyzer - Swept SA

RL 500 AC CORREC

SENSE:INT| SOURCE OFF

ALIGN AUTO ‘DS:S}:lD AMDec 31, 2025

PNO: Fast —»— 1rig: Free Run
#Atten: 20 dB

PASS

IFGain:Low

Center 6.1450 GHz

#Res BW 1.8 MHz #V/BW 8.0 MHz*

MSG

#Avg Type: RMS
Avg|Hold: 100/100

Span 400.0 MHz

=R

Frequency

Auto Tune

Center Freq
6.145000000 GHz

StartFreq
5.945000000 GHz

Stop Freq
6.345000000 GHz
e |

CF Step
40.000000 MHz
Auto Man

)|
Freq Offset

0 Hz
e ——
Scale Type

Log Lin

Sweep 1.000 ms (1001 pts) |

Plot 7-120. In Band Emissions Plot MIMO ANT1 (80MHz 802.11ax/be (Full Tones) (UNIl Band 5) — Ch. 39) - LPI
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@ element

. Keysight Spectrum Analyzer - Swept SA

RL RF 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO
#Avg Type: RMS

Avg|Hold: 1001100

[ 06:50:49 AMJan 05, 2026

Trig: Free Run
#Atten: 10 dB

PNO: Fast —#—
IFGain:Low

PASS

Mkr1 6.180 2 GHz
E%gBJdiv Ref -2.00 dBm -9.072 dBm

Trace 1P

Center 6.1850 GHz
#Res BW 3.0 MHz

MSG

Span 800.0 MHz
#VBW 50 MHz*

Sweep 1.000 ms (1001 pts) _
STATUS

[E=E =

Auto Tune

Center Freq
6.185000000 GHz

StartFreq
5.785000000 GHz

Stop Freq
6.585000000 GHz
s

CF Step
80.000000 MHz
Auto Man

Freq Offset
0 Hz

|
Scale Type

Log Lin

Plot 7-121.

o Keysight Spectrum Analyzer - Swept SA

RL 500 AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO

#Avg Type: RMS
Avg|Hold: 100/100

‘ 09:23:40 AMJan 05, 2026

PNO: Fast —»— 1rig: Free Run

ﬁ IFGain:Low #Atten: 10 dB

Mkr1 6.113 0 GHz
-8.233 dBm

Center 6.1050 GHz
#Res BW 4 MHz

MSG

AVBW 50 MHz? Span 1.600 GHz
z

=R

Frequency

Auto Tune

Center Freq
6.105000000 GHz

StartFreq
5.305000000 GHz

Stop Freq
6.905000000 GHz
e |

CF Step
160.000000 MHz
Auto Man

)|
Freq Offset

0 Hz

e ——
Scale Type

Log Lin

Sweep 2.667 ms (1001 pts) |

Plot 7-122. In Band Emissions Plot MIMO ANT1 (320MHz 802.11be (Full Tones) (UNII Band 5) — Ch.

In Band Emissions Plot MIMO ANT1 (160MHz 802.11ax/be (Full Tones) (UNIl Band 5) — Ch. 47) - LPI

31) - LPI
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@ element

. Keysight Spectrum Analyzer - Swept SA
RL RF 500  AC

CORREC SENSE:INT| SOURCE OFF ALIGN AUTO
#Avg Type: RMS

Avg|Hold: 1001100

[06:34:49 AMDec 30, 2025

Trig: Free Run
#Atten: 26 dB

PNO: Fast —#—
IFGain:Low

PASS

10 dBidiv. Ref 14.00 dBm
Log

race 1P

Center 6.17500 GHz
#Res BW 470 kHz

MSG

Span 100.0 MHz
#VBW 5.0 MHz*

Sweep 1.000 ms (1001 pts) _
STATUS

[E=E =

Auto Tune

Center Freq
6.175000000 GHz

StartFreq
6.125000000 GHz

Stop Freq
6.225000000 GHz

CF Step
10.000000 MHz
Auto Man

Freq Offset

0 Hz
|
Scale Type

Log Lin

Plot 7-123. In Band Emissions Plot MIMO ANT1 (20MHz 802.11ax/be (Full Tones) (UNIl Band 5) — Ch. 45) - SP

o Keysight Spectrum Analyzer - Swept SA
RL AC

50 Q CORREC SENSE:INT| SOURCE OFF ALIGN AUTO
#Avg Type: RMS

AvglHold: 100/100

‘ 06:54:14 AMDec 30, 2025

PNO: Fast —»— 1rig: Free Run

ﬁ IFGain:Low #Atten: 26 dB

Mkr1 6.155 4 GHz
2.692 dBm

Center 6.1650 GHz
#Res BW 910 kHz

AVBW 2.0 MH* Span 200.0 MHz
X z

MSG

=R

Frequency

Auto Tune

Center Freq
6.165000000 GHz

StartFreq
6.065000000 GHz

Stop Freq
6.265000000 GHz
e |

CF Step
20.000000 MHz
Auto Man

Freq Offset

0 Hz

e ——
Scale Type

Log Lin

Sweep 1.000 ms (1001 pts) |

Plot 7-124. In Band Emissions Plot MIMO ANT1 (40MHz 802.11ax/be (Full Tones) (UNIl Band 5) — Ch. 43) — SP
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@ element

' Keysight Spectrum Analyzer - Swept SA ==

RL RF 509 AC | CORREC | SENSE:INT] SOURCE OFF | ALIGN AUTO [07:07:57 AMDec 30, 2025
#Avg Type: RMS Frequency

- Trig: Free Run Avg|Hold:>100/100
PNO: Fast ~—#—
ﬁ IFGain:Low #Atten: 26 dB

Mkr1 6.190 6 GHz Auto Tune
(0 geidiv__Ref 14.00 dBm 0y G |

ol
N ——

Center Freq
6.185000000 GHz

StartFreq
5.785000000 GHz

Stop Freq
6.585000000 GHz

CF Step
80.000000 MHz
Auto Man

Freq Offset
0Hz

Center 6.1850 GHz Span 800.0 MHz

#Res BW 3.0 MHz #VBW 50 MHz* Sweep 1.000 ms (1001 pts) |
MSG

Plot 7-125. In Band Emissions Plot MIMO ANT1 (160MHz 802.11ax/be (Full Tones) (UNIl Band 5) — Ch. 47) - SP

' Keysight Spectrum Analyzer - Swept SA ==
RL RF 50Q AC CORREC SENSE:INT| SOURCE OFF ALIGN AUTO  |07:27:18 AM Dec 30, 2025
#Avg Type: RMS Frequency
PNO: Fast —»— 1rig: Free Run Avg|Hold: 100/100
PASS IFGain:Low #Atten: 26 dB

Mkr1 6.113 0 GHz Auto Tune
10 dBidiv Ref 16.00 dBm 2 026 dBm |

Center Freq
6.105000000 GHz

StartFreq
5.305000000 GHz

Stop Freq
6.905000000 GHz
[EEEE——|

CF Step
160.000000 MHz
Auto Man

Freq Offset
0Hz

Center 6.1050 GHz Span 1.600 GHz

#Res BW 4 MHz #VBW 50 MHz* Sweep 2.667 ms (1001 pts) |

Plot 7-126. In Band Emissions Plot MIMO ANT1 (320MHz 802.11be (Full Tones) (UNIl Band 5) — Ch. 31) - SP
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@ element

' Keysight Spectrum Analyzer - Swept SA ===

RL RF 5090 AC [ CORREC | SENSE:INT] SOURCE OFF | ALIGN AUTO __ [07:35:45 AM Dec 30, 2025
#Avg Type: RMS 2 Frequency

- Trig: Free Run Avg|Hold:>100/100
PNO: Fast ~—»—
ﬁ IFGain:Low #Atten: 26 dB

Mkr1 6.171 1 GHz Auto Tune
1o gBidiv__Ref 14.00 dBm o 507 do |

Trace 1P
21 CenterFreq
oo — 6.175000000 GHz
L LT (.
6.125000000 GHz
Essne————

Stop Freq
6.225000000 GHz
i |

CF Step
10.000000 MHz
Auto Man

Freq Offset

0 Hz
i |
Scale Type

Center 6.17500 GHz Span 100.0 MHz | Lin

#Res BW 470 kHz Sweep 1.000 ms (1001 pts) |
MSG

o Keysight Spectrum Analyzer - Swept SA =R
RL RF 509 AC [ CORREC [ SENSE:INT] SOURCE OFF | ALIGN AUTO
#Avg Type: RMS Frequency
= Trig: Free Run Avg|Hold: 100/100
PNO: Fast ~—#—
PASS IFGain:Low #Atten: 26 dB

Auto Tune

Center Freq
6.175000000 GHz

StartFreq
6.125000000 GHz

Stop Freq
6.225000000 GHz
|

CF Step
10.000000 MHz
Auto Man

Freq Offset

0Hz
EEE——
Scale Type

Center 6.17500 GHz Span 100.0 MHz |52 Lin

#Res BW 470 kHz #VBW 5.0 MHz* Sweep 1.000 ms (1001 pts) |
MSG

Plot 7-128. In Band Emissions Plot MIMO ANT1 (20MHz 802.11ax/be (106 + 26 Tones) (UNII Band 5) — Ch. 45) - MRU
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@ element

=l )

Auto Tune

Center Freq
6.145000000 GHz

StartFreq
5.945000000 GHz

Stop Freq
6.345000000 GHz

CF Step
40.000000 MHz
Auto Man

Freq Offset
0Hz

— Keysight Spectrum Analyzer - Swept SA
RL | RF 500 AC |

CORREC

SENSE:INT] SOURCE OFF | ALIGN AUTO [08:02:55 AMDec 30, 2025
#Avg Type: RMS 4
Avg|Hold: 100/100

Trig: Free Run
#Atten: 26 dB

PNO: Fast —#—
IFGain:Low

PASS

Mkr1 6.178 2 GHz
EggBidiv Ref 14.00 dBm 3.927 dBm

Nl N (A I

Center 6.1450 GHz
#Res BW 1.8 MHz

MSG

Span 400.0 MHz

Sweep 1.000 ms (1001 pts) |

=
Frequency

. Keysight Spectrum Analyzer - Swept SA
RL | RF

SENSE:INT] SOURCE OFF | ALIGN AUTO
#Avg Type: RMS
Avg|Hold:>100/100

[08:07:44 AMDec 30, 2025

Trig: Free Run
#Atten: 26 dB

PNO: Fast —#—

PASS IFGain:Low

Auto Tune

Center Freq
6.185000000 GHz

StartFreq
5.785000000 GHz

Stop Freq
6.585000000 GHz

CF Step
80.000000 MHz
Auto Man

Freq Offset
0Hz

Mkr1 6.191 4 GHz

EggBidiv Ref 14.00 dBm 2.311 dBm

Nl I N TR

- N

Center 6.1850 GHz
#Res BW 3.0 MHz

MSG

Span 800.0 MHz

Sweep 1.000 ms (1001 pts) |

Plot 7-130. In Band Emissions Plot MIMO ANT1 (160MHz 802.11ax/be (996 + 484 Tones) (UNIl Band 5) — Ch. 47) - MRU
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@ element

7.5.2 MIMO Antenna-2 In-Band Emission Measurements

s Keysight Spectrum Analyzer - Swept SA |
L RF AC CORREC [ SENSEINT] [ ALIGN AUTO  [05:56:17 PMDec 30, 2025
#Avg Type: RMS
PNO: Fast ~—»— 1rig: FreeRun Avg|Hold: 100/100
PASS IFGain:Low #Atten: 20 dB

[

Frequency

Auto Tune

Center Freq
6.175000000 GHz

StartFreq
6.125000000 GHz

Stop Freq
6.225000000 GHz

-u|

CF Ste
10.000000 MHz
uto Man
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FreqOffset
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N

Scale Type

Center 6.17500 GHz Span 100.0 MHz |5 Lin
#Res BW 470 kHz #VBW 5.0 MHz* Sweep 1.000 ms (1001 pts)

MSG STATUS

Plot 7-131. In Band Emissions Plot MIMO ANT2 (20MHz 802.11ax/be (26 Tones) (UNIl Band 5) — Ch. 45) - LPI

e Keysight Spectrum Analyze =] -
L RF AC CORREC [ SENSE:INT] [ ALIGN AUTO  |06:41:11 PMDec 30, 2025
#Avg Type: RMS
PNO: Fast —»— 1rig: Free Run Avg|Hold: 100/100
PASS IFGain:Low #Atten: 20 dB

Frequency

Auto Tune

10 dBidiv. - Ref 22.24 dBm
Log

Trace 1P
Center Freq
6.165000000 GHz

StartFreq
6.065000000 GHz

Stop Freq
6.265000000 GHz

-°|
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20.000000 MHz
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Freq Offset
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Lin

Center 6.1650 GHz Span 200.0 MHz
#Res BW 910 kHz #VBW 8.0 MHz*

MSG STATUS

Plot 7-132. In Band Emissions Plot MIMO ANT2 (40MHz 802.11ax/be (26 Tones) (UNIl Band 5) — Ch. 43) - LPI
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@ element

s Keysight Spectrum Analyzer - Swept SA

L RF AC CORREC [ SENSE:INT]

[ ALIGN AUTO

‘ 12:57:06 PMDec 31, 2025

PNO: Fast —— 1rig: Free Run

PASS IFGain:Low #Atten: 20 dB

Center 6.1450 GHz
#Res BW 1.8 MHz

MSG

#VBW 8.0 MHz*

#Avg Type: RMS
Avg|Hold: 100/100

Span 400.0 MHz

Sweep 1.000 ms (1001 pts)

STATUS

Frequency

0

Auto Tune

Center Freq
6.145000000 GHz

StartFreq
5.945000000 GHz

Stop Freq
6.345000000 GHz

-°|

CF Ste
40.000000 MHz
uto Man

|b

Freq Offset
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Log Lin

Plot 7-133. In Band Emissions Plot MIMO ANT2 (80MHz 802.11ax/be (26 Tones) (UNIl Band 5) — Ch. 39) - LPI

. Keysight Spectrum Analyzer - Swept SA

CORREC [ SENSEINT]

[ ALIGN AUTO

Trig: Free Run
#Atten: 18 dB

PNO: Fast —»—

PASS IFGain:Low

10 dBidiv. Ref 19.27 dBm
Log

i
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#Avg Type: RMS
Avg|Hold: 100/100

Mkr1 6.182 6 GHz
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Stop Freq
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FreqOffset
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Plot 7-134. In Band Emissions Plot MIMO ANT2 (160MHz 802.11ax/be (26 Tones) (UNIl Band 5) — Ch. 47) - LPI
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@ element

e Keysight Spectrum Analyzer - Swept SA
L RF AC CORREC [ SENSE:INT] [ ALIGN AUTO  |04:11:30 PMDec 31, 2025
#Avg Type: RMS
PNO: Fast —— 1rig: Free Run Avg|Hold: 100/100
PASS IFGain:Low #Atten: 20 dB

Frequency

0

Mkr1 6.101 8 GHz Auto Tune
-10.254 dBm

Center Freq
6.105000000 GHz

StartFreq
5.305000000 GHz

Stop Freq
6.905000000 GHz

-°|

CF Ste
160.000000 MHz
uto Man

|b

Freq Offset

o
I
N

Scale Type

Center 6.1050 GHz Span 1.600 GHz |k Lin
#Res BW 4 MHz #VBW 50 MHz* Sweep 2.667 ms (1001 pts)

MSG STATUS

Plot 7-135. In Band Emissions Plot MIMO ANT2 (320MHz 802.11be (26 Tones) (UNIl Band 5) — Ch. 31) - LPI

'— Keysight Spectrum Analyzer - Swept SA ==
A CORREC SENSE:INT] ALIGN AUTO [ 05:33:07 PMJ
#Avg Type: RMS TRACE Frequency
PNO: Fast ~—»— 1rig: FreeRun Avg|Hold:>100/100 TYPE]
& IFGain:Low #Atten: 10 dB

Mkr1 6.168 6 GHz Auto Tune
[0 gl Ref 12.24 dBm e oms dim

Trace 1P
Center Freq
6.175000000 GHz

StartFreq
6.125000000 GHz

Stop Freq
6.225000000 GHz

CF Ste
10.000000 MHz
uto Man
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FreqOffset
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N
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Lin
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o
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Span 100.0 MHz
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STATUS

Plot 7-136. In Band Emissions Plot MIMO ANT2 (20MHz 802.11be (106+26 Tones) (UNIl Band 5) — Ch. 45) - LPI
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@ element

Plot 7-137.

s Keysight Spectrum Analyzer - Swept SA

L
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RF AC CORREC

Center 6.1450 GHz
#Res BW 1.8 MHz

MSG

PNO: Fast —— 1rig: Free Run

IFGain:| #Atten: 10 dB

[ SENSE:INT]

‘ ALIGN AUTO ‘ 05:40:09 PMJan 06, 2026

Low

#VBW 8.0 MHz*

#Avg Type: RMS
Avg|Hold: 100/100

Span 400.0 MHz
Sweep 1.000 ms (1001 pts)
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0

Auto Tune
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5.945000000 GHz

Stop Freq
6.345000000 GHz
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40.000000 MHz
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Freq Offset
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In Band Emissions Plot MIMO ANT2 (80MHz 802.11be (484+242 Tones) (UNIl Band 5) — Ch. 39) - LPI

. Keysight Spectrum Analyzer - Swept SA

PASS

10 dBldiv
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Ref 12.24 dBm
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IFGain:Low

SENSE:INT|

[ ALIGN AUTO  [05:49:55 PM]
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Trig: Free Run
#Atten: 10 dB
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#Avg Type: RMS
Avg|Hold: 100/100
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Plot 7-138. In Band Emissions Plot MIMO ANT2 (160MHz 802.11be (996+484 Tones) (UNIl Band 5) — Ch. 47) - LPI
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@ element

w Keysight Spectrum Analyzer - Swept SA
L RF AC CORREC [

SENSE:INT] [ ALIGN AUTO
#Avg Type: RMS

AvglHold: 100/100

‘ 06:29:37 PMJan 06, 2026

PNO: Fast —— 1rig: Free Run

PASS IFGain:Low #Atten: 10 dB

Mkr1 6.077 8 GHz
-12.319 dBm

Center 6.1050 GHz
#Res BW 3.0 MHz

MSG

Span 1.600 GHz

#VBW 50 MHz* Sweep 2.667 ms (1001 pts)

STATUS

Frequency
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Auto Tune

Center Freq
6.105000000 GHz

StartFreq
5.305000000 GHz

Stop Freq
6.905000000 GHz
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160.000000 MHz
uto Man

|b

Freq Offset
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Plot 7-139. In Band Emissions Plot MIMO ANT2 (320MHz 802.11be (3*996+484 Tones) (UNIl Band 5) — Ch. 31) LPI

. Keysight Spectrum Analyzer - Swept SA
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-°|

CF Ste
10.000000 MHz
uto Man

|:l‘b

FreqOffset

o
I
N

Scale Type

-
o
«

Lin

Plot 7-140. In Band Emissions Plot MIMO ANT2 (20MHz 802.11ax/be (26 Tones) (UNIl Band 5) — Ch. 45) - SP
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@ element

e Keysight Spectrum Analyzer - Swept SA
L RF AC CORREC [ SENSE:INT] [ ALIGN AUTO  |02:11:43 PMDec 30, 2025
#Avg Type: RMS
PNO: Fast —— 1rig: Free Run Avg|Hold: 100/100
PASS IFGain:Low #Atten: 26 dB

Frequency

0

Mkr1 6.163 8 GHz Auto Tune
3.348 dBm

Center Freq
6.165000000 GHz

StartFreq
6.065000000 GHz

Stop Freq
6.265000000 GHz
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CF Ste
20.000000 MHz
uto Man
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Freq Offset
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Center 6.1650 GHz Span 200.0 MHz |55 Lin
#Res BW 910 kHz #VBW 8.0 MHz* Sweep 1.000 ms (1001 pts)

STATUS

Plot 7-141. In Band Emissions Plot MIMO ANT2 (40MHz 802.11ax/be (26 Tones) (UNIl Band 5) — Ch. 43) - SP
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. Keysight Spectrum Analyzer - Swept SA
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Plot 7-142. In Band Emissions Plot MIMO ANT2 (80MHz 802.11ax/be (26 Tones) (UNIl Band 5) — Ch. 39) - SP
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@ element

e Keysight Spectrum Analyzer - Swept SA
L RF AC CORREC [ SENSE:INT] [ ALIGN AUTO  |03:07:02 PM Dec 30, 2025
#Avg Type: RMS
PNO: Fast —— 1rig: Free Run Avg|Hold: 100/100
PASS IFGain:Low #Atten: 26 dB

Frequency

0

Mkr1 6.182 6 GHz Auto Tune
6.030 dBm

Center Freq
6.185000000 GHz

StartFreq
5.785000000 GHz

Stop Freq
6.585000000 GHz
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#Res BW 3.0 MHz #VBW 30 MHZz* Sweep 1.000 ms (1001 pts)

MSG STATUS

Plot 7-143. In Band Emissions Plot MIMO ANT2 (160MHz 802.11ax/be (26 Tones) (UNIl Band 5) — Ch. 47) - SP

e Keysight Spectrum Analyzer - Swept SA ===
A CORREC [ SENSEINT] [ ALIGN AUTO
#Avg Type: RMS Frequency
5 Trig: Free Run Avg|Hold: 100/100
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PASS IFGain:low #Atten: 26 dB

Mkr1 6.103 4 GHz Auto Tune
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Trace 1P
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@ element

e Keysight Spectrum Analyzer - Swept SA
L RF AC CORREC [ SENSE:INT] [ ALIGN AUTO | 04:58:10 PM Dec 30, 2025
#Avg Type: RMS
PNO: Fast —— 1rig: Free Run Avg|Hold: 100/100
PASS IFGain:Low #Atten: 26 dB
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Mkr1 6.167 9 GHz Auto Tune
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Plot 7-145. In Band Emissions Plot MIMO ANT2 (20MHz 802.11be (106+26 Tones) (UNIl Band 5) — Ch. 45) - SP

s Keysight Spectrum Analyzer - Swept SA ===
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@ element

e Keysight Spectrum Analyzer - Swept SA |
L RF AC CORREC [ SENSE:INT] [ ALIGN AUTO  |05:26:15 PM Dec 31, 2025
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7.6 Radiated Emission Measurements

Test Overview and Limit

All out of band radiated spurious emissions are measured with a spectrum analyzer connected to a receive antenna
while the EUT is operating at its maximum duty cycle, at its maximum power control level, as defined in
ANSI C63.10:2020, and at the appropriate frequencies. All channels, modes (e.g. 802.11ax, 802.11be
(20/40/80/160/320MHz), and modulations/data rates were investigated among all UNII bands. Only the radiated
emissions of the configuration that produced the worst case emissions are reported in this section.

For transmitters operating within the 5.925-7.125 GHz band: Any emissions outside of the 5.925-7.125 GHz
band must not exceed an e.i.r.p. of =27 dBm/MHz. Emissions found in a restricted band are subject to the
limits of 15.209 as shown in the table below.

Frequency Field Strength Measured Distance
[pVim] [Meters]
0.009 — 0.490 MHz 2400/F (kHz) 300
0.490 — 1.705 MHz 24000/F (kHz) 30
1.705 - 30.00 MHz 30 30
30.00 — 88.00 MHz 100 3
88.00 — 216.0 MHz 150 3
216.0 — 960.0 MHz 200 3
Above 960.0 MHz 500 3

Table 7-48. Radiated Limits

Test Procedures Used

ANSI C63.10:2020 — Sections 12.7.7.2, 12.7.6, 12.7.5

Test Settings — Above 1GHz

Average Field Strength Measurements (Method AD — Average Detection)

1. Analyzer center frequency was set to the frequency of the radiated spurious emission of interest.
2. RBW =1MHz
3. VBW =3MHz
4. Detector = power average (RMS)
5. Number of measurement points = 1001 (Number of points must be > 2 x span/RBW)
6. Sweep time = auto
7. Trace (RMS) averaging was performed over at least 100 traces.
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Peak Field Strength Measurements

Analyzer center frequency was set to the frequency of the radiated spurious emission of interest.
RBW = 1MHz
VBW = 3MHz

Detector = peak
Sweep time = auto couple

Trace mode = max hold

N o o s~ w D=

Trace was allowed to stabilize.

Test Settings — Below 1GHz

Quasi-Peak Field Strength Measurements

1. Analyzer center frequency was set to the frequency of the radiated spurious emission of interest.
2. RBW = 120kHz (for emissions from 30MHz — 1GHz)
3. Detector = quasi-peak
4. Sweep time = auto couple
5. Trace mode = max hold
6. Trace was allowed to stabilize.
Test Setup

The EUT and measurement equipment were set up as shown in the diagram below.

~EUT
g
| furntabla
n&T anienna mast
1
| 3 |
| n |
Figure 7-5. Radiated Test Setup < 30MHz
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Imto 4m
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L
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| o \
Figure 7-6. Radiated Test Setup < 1GHz
bore sight
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Figure 7-7. Radiated Test Setup > 1GHz
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Test Notes

1.

10.

All spurious emissions lying in restricted bands specified in §15.205 are below the limit shown in §15.209.
All spurious emissions that do not lie in a restricted band are subject to an average limit of -27dBm/MHz.
At 3 meters, the field strength limit in dBuV/m can be determined by adding a “conversion” factor of 95.2dB
to the EIRP limit of -27dBm/MHz to obtain the limit for out of band spurious emissions of 68.2dBuV/m.

All spurious emissions that do not lie in a restricted band are subject to a peak limit not to exceed 20dB of
the average limit [68.2dBuV/m]. If a peak measurement passes the average limit, it was determined no
further investigation is necessary.

The antenna is manipulated through typical positions, polarity, and length during the tests. The EUT is
manipulated through three orthogonal planes.

This unit was tested with its standard battery.

The spectrum is measured from 9kHz to the 10th harmonic of the fundamental frequency of the transmitter
using CISPR quasi peak detector below 1GHz. Above 1 GHz, average and peak measurements were taken
using linearly polarized horn antennas. The worst-case emissions are reported, however emissions whose
levels were not within 20dB of the respective limits were not reported.

Emissions below 18GHz were measured at a 3-meter test distance while emissions above 18GHz were
measured at a 1-meter test distance with the application of a distance correction factor.

The wide spectrum spurious emissions plots shown on the following pages are used only for the purpose
of emission identification. Any emissions found to be within 20dB of the limit are fully investigated and the
results are shown in this section.

The "-" shown in the following RSE tables are used to denote a noise floor measurement.

For radiated measurements, emissions were investigated for the fully-loaded RU configuration and for all
of the partially-loaded RU configurations. Among all of the available partially-loaded RU configurations, only
the configuration with the worst case emissions is reported.

In this section, plots showing measurements shown as "channel power" are recorded using the integration
methods described in Section 11.12.3.2 of ANSI C63.10:2020 for average and peak measurements as
allowed per Section 12.7.4.4.1. Also, the average measurements include the duty cycle correction factor

shown in Section 2.2 of this report.

Sample Calculations

Determining Spurious Emissions Levels

o Field Strength Level (gsuvim) = Analyzer Level (gsm) + 107 + AFCL [aB/m]
o AFCL [g8/m} = Antenna Factor [ds/m} + Cable Loss 4]
o Margin g = Field Strength Level (gsuvim — Limit jg8uvim]

Radiated Band Edge Measurement Offset

o The amplitude offset shown in the radiated restricted band edge plots was calculated using the formula:

Offset (dB) = (Antenna Factor + Cable Loss + Attenuator) — Preamplifier Gain
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7.6.1 MIMO Radiated Spurious Emission Measurements (26 Tones)

Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
Horizontal SWT: 85.0ms
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Plot 7-160. Radiated Spurious Plot 1GHz — 18GHz MIMO (802.11ax — UNII Band 5 Ch. 45)
Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
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Plot 7-161. Radiated Spurious Plot 1GHz — 18GHz MIMO (802.11ax — UNIl Band 6 Ch. 105)
Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
Horizontal SWT: 85.0ms
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Plot 7-162. Radiated Spurious Plot 1GHz — 18GHz MIMO (802.11ax — UNII Band 7 Ch. 149)
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Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
Horizontal SWT: 85.0ms
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Plot 7-163. Radiated Spurious Plot 1GHz — 18GHz MIMO (802.11ax — U Band 8 Ch. 209)
Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
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Plot 7-164. Radiated Spurious Plot 18GHz - 26.5GHz (802.11ax)
Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
Horizontal SWT: 23.4ms
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Plot 7-165. Radiated Spurious Plot 26.5GHz - 40GHz (802.11ax)
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7.6.1.1 MIMO Radiated Spurious Emission Measurements (26 Tones)

Test o
Mode | Antenna |UNIIBand | Channel c::::“_e' RU Index | Restricted F’m‘:fz'i"y Detector |Ant. Pol. [H/V] H:i;m':n] T,{’m."" L:J';'{::;] l:;/c"';] c?::n:‘t?:n Fi?:;i:’,‘;’;‘;“‘ ld;:";i;m] Margin [dB]
[MHz] [degree] Factor [dB]
* 11870.00 Average H - -77.73 9.41 000 38.68 53.98 -15.30
* 11870.00 Peak H - -75.76 9.41 0.00 40.65 73.98 -33.33
* 17805.00 Average H - -77.23 16.76 000 46.53 53.98 -7.45
2 5935 4 * 17805.00 Peak H - 7511 16.76 000 48.65 73.98 -25.33
* 23740.00 Average H - -65.09 402 -9.54 36.40 53.98 17.58
* 23740.00 Peak H - -54.60 402 -9.54 46.88 73.98 -27.10
29675.00 Peak H - -54.80 501 -9.54 47.67 68.20 -20.53
* 12350.00 Average H - -77.99 978 000 38.79 53.98 1519
* 12350.00 Peak H - -75.94 978 0.00 4084 73.98 -33.14
802.11ax | MIMO 5
* 18525.00 Average H - -65.12 1.00 -9.54 3333 53.98 -20.65
45 6175 4
* 18525.00 Peak H - 5442 1.00 -9.54 44,03 73.98 -29.95
24700.00 Peak H - -55.33 423 -9.54 46.37 68.20 -21.83
30875.00 Peak H - -55.20 566 -9.54 47.92 68.20 -20.28
12830.00 Peak H 203 32 -66.28 10.40 000 51.12 68.20 17.08
* 19245.00 Average H - -64.27 174 -9.54 3493 53.98 -19.05
93 6415 4 * 19245.00 Peak H - -54.26 174 -9.54 44.94 73.98 -29.04
25660.00 Peak H - -54.95 469 -9.54 47.20 68.20 -21.00
32075.00 Peak H - - -54.96 647 -9.54 48.97 68.20 -19.23
Table 7-49. Radiated Measurements MIMO (26 Tones) — UNII Band 5
:e“l Frequenc) Antenna Jumiabic Analyzer AFCL SR Field Strength Limit
Mode Antenna [UNIIBand | Channel c;::e RU Index | Restricted m'l:illy Detector  |Ant. Pol. [H/V] Height [cm] Azimuth Level [dBm] [dB/m] Correction I dBuV/r';g]‘ [dBuV/m] Margin [dB]
[MHz] [degree] Factor [dB]
12870.00 Peak H 364 95 -66.15 1056 0.00 51.41 68.20 -16.79
* 19305.00 Average H - -65.01 165 -9.54 3410 53.98 -19.88
97 6435 4 * 19305.00 Peak H - -54.28 165 -9.54 44.83 73.98 -29.15
25740.00 Peak H - 5512 47 -9.54 47.05 68.20 21.15
32175.00 Peak H - -54.09 6.76 -9.54 50.13 68.20 -18.07
12950.00 Peak H 364 92 -65.48 10.59 0.00 52.11 68.20 -16.09
* 19425.00 Average H - -65.27 176 -9.54 33.95 53.98 -20.03
802.11ax | MIMO 6 105 6475 4 * 19425.00 Peak H - -54.67 176 -9.54 4455 73.98 -29.43
25900.00 Peak H - -54.69 478 -9.54 47.55 68.20 -20.65
32375.00 Peak H - 5474 6.56 -9.54 49.29 68.20 -18.91
13030.00 Peak H 137 107 -65.47 10.85 000 52.38 68.20 -15.82
* 19545.00 Average H - 6549 189 -9.54 33.86 53.98 2012
113 6515 4 * 19545.00 Peak H - -54.88 189 -9.54 4447 73.98 -29.51
26060.00 Peak H - -54.39 492 -9.54 47.99 68.20 -20.21
32575.00 Peak H - - -54.29 6.76 -9.54 49.93 68.20 18.27
Table 7-50. Radiated Measurements MIMO (26 Tones) — UNII Band 6
Test o
Mode Antenna [UNIIBand | Channel Ct::;el RU Index | Restricted Frml:zicy Detector  |Ant. Pol. [H/V] H:i;ﬁ“[’:nl 1:‘;::1? LeA::IIIVdIBe;] [:BFICHI"] Cl:)rls:::l.i::n FiT::Bﬁ:‘/E;g]‘h [d;:\';i/tm] Margin [dB]
[MHz] [degree] Factor [dB]
13070.00 Peak H - -65.93 10.74 000 51.81 68.20 -16.39
* 19605.00 Average H - -64.73 220 -9.54 3493 53.98 -19.05
17 6535 4 * 19605.00 Peak H - -53.87 220 -9.54 4579 73.98 -28.19
26140.00 Peak H - 5414 498 -9.54 48.30 68.20 -19.90
32675.00 Peak H - -54.41 714 -9.54 50.18 68.20 -18.02
* 13390.00 Average H - -77.58 11.04 000 4046 53.98 1352
* 13390.00 Peak H - -65.34 11.04 000 52.70 73.98 -21.28
* 20085.00 Average H - 6511 207 -9.54 3442 53.98 19.56
802.11ax | MIMO 7 149 6695 4
* 20085.00 Peak H - -54.50 2,07 -9.54 4502 73.98 -28.96
26780.00 Peak H - -55.11 518 -9.54 47.53 68.20 -20.67
33475.00 Peak H - -54.46 8.48 -9.54 51.49 68.20 16,71
13750.00 Peak H - -65.79 11.51 000 5272 68.20 -15.48
* 20625.00 Average H - -65.64 236 -9.54 34.18 53.98 -19.80
185 6875 4 * 20625.00 Peak H - -54.99 236 -9.54 4483 73.98 29.15
27500.00 Peak H - -54.96 500 -9.54 47.50 68.20 -20.70
34375.00 Peak H - -54.96 9.46 -9.54 51.96 68.20 16.24
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MO (26 Ton
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Test o
Mode Antenna |UNII Band | Channel Ct::;el RU Index | Restricted Fr([e;l:zicy Detector  [Ant. Pol. [H/V] H:i;‘:l'i't:nl .I:I::?UT L:\:‘:I'[ydzBe;] [:BFIC"I"] C?;s:::l‘i::n FiT:fBﬁ:?n“ﬁ‘h I d;:xiltm] Margin [dB]
[MHz] [degree] Factor [dB]
13790.00 Peak H - - -65.27 11.38 0.00 53.11 68.20 -15.09
* 20685.00 Average H - - -65.42 233 -9.54 3437 53.98 -19.61
189 6895 4 * 20685.00 Peak H - - -54.19 233 -9.54 45.61 73.98 -28.37
27580.00 Peak H - - -55.60 533 -9.54 47.19 68.20 -21.01
34475.00 Peak H - - -55.24 9.33 -9.54 51.55 68.20 -16.65
13990.00 Peak H - - -65.94 11.63 0.00 52.69 68.20 -15.51
* 20985.00 Average H - - -65.07 283 -9.54 3522 53.98 -18.76
802.11ax MIMO 8 209 6995 4 * 20985.00 Peak H - -54.98 283 -9.54 45.31 73.98 -28.67
27980.00 Peak H - - -54.89 530 -9.54 47.87 68.20 -20.33
34975.00 Peak H - - -54.28 9.79 -9.54 52.96 68.20 -15.24
14230.00 Peak H - - -65.57 12.35 0.00 53.78 68.20 -14.42
* 21345.00 Average H - - -65.23 285 -9.54 35.08 53.98 -18.90
233 7115 4 * 21345.00 Peak H - - -54.52 285 -9.54 45.78 73.98 -28.20
28460.00 Peak H - - -54.94 5.34 -9.54 47.86 68.20 -20.34
35575.00 Peak H - -53.84 9.53 -9.54 53.15 68.20 -15.05

Table 7-52. Radiated Measurements MIMO (26 Tones) — UNII Band 8
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7.6.2

MIMO Radiated Spurious Emission Measurements (242 Tones)

Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
Horizontal SWT: 85.0ms
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Plot 7-166. Radiated Spurious Plot 1GHz — 18GHz MIMO (802.11ax — UNII Band 5 Ch. 45)
Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
Horizontal SWT: 85.0ms
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Plot 7-167. Radiated Spurious Plot 1GHz — 18GHz MIMO (802.11ax — UNII Band 6 Ch. 105)
Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
Horizontal SWT: 85.0ms
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Plot 7-168. Radiated Spurious Plot 1GHz — 18GHz MIMO (802.11ax — UNII Band 7 Ch. 149)
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Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
Horizontal SWT: 85.0ms
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Plot 7-169. Radiated Spurious Plot 1GHz — 18GHz MIMO (802.11ax — U Band 8 Ch. 209)
Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
Horizontal SWT: 14.7ms
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Plot 7-170. Radiated Spurious Plot 18GHz - 26.5GHz (802.11ax)
Trace: MaxHold RBW: 1 MHz
Detector: Peak VBW: 3 MHz
Horizontal SWT: 23.4ms
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Plot 7-171. Radiated Spurious Plot 26.5GHz - 40GHz (802.11ax)
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7.6.2.1 MIMO Radiated Spurious Emission Measurements (242 Tones)

Test o
Mode | Antenna |UNIIBand | Channel c::::“_e' RU Index | Restricted F’m‘:fz'i"y Detector |Ant. Pol. [H/V] H:i;m':n] T,{’m."" L:J';'{::;] l:;/c"';] c?::n:‘t?:n Fi?:;i:’,‘;’;‘;“‘ ld;:";i;m] Margin [dB]
[MHz] [degree] Factor [dB]
* 11870.00 Average H - -77.81 9.41 000 38.60 53.98 -15.38
* 11870.00 Peak H - -65.44 9.41 0.00 5097 73.98 -23.01
* 17805.00 Average H - 77.25 16.76 000 46.51 53.98 -7.47
2 5935 61 * 17805.00 Peak H - 7542 16.76 000 48.34 73.98 -25.64
* 23740.00 Average H - 6531 402 -9.54 3617 53.98 17.80
* 23740.00 Peak H - 5437 402 -9.54 4712 73.98 -26.86
29675.00 Peak H - -55.49 501 -9.54 46.97 68.20 -21.23
* 12350.00 Average H 284 105 -76.65 978 000 4013 53.98 -13.85
* 12350.00 Peak H 280 84 -65.23 978 0.00 51.55 73.98 2243
802.11ax | MIMO 5
* 18525.00 Average H - -64.73 1.00 -9.54 3373 53.98 -20.25
45 6175 61
* 18525.00 Peak H - -54.41 1.00 -9.54 44,05 73.98 -29.93
24700.00 Peak H - -54.87 423 -9.54 46.83 68.20 -21.37
30875.00 Peak H - -55.29 566 -9.54 47.83 68.20 2037
12830.00 Peak H 142 82 -65.25 10.40 000 52.15 68.20 -16.05
* 19245.00 Average H - -64.68 174 -9.54 3452 53.98 -19.46
93 6415 61 * 19245.00 Peak H - -54.93 174 -9.54 44.27 73.98 29.71
25660.00 Peak H - -54.85 469 -9.54 47.30 68.20 -20.90
32075.00 Peak H - - -55.21 647 -9.54 4872 68.20 -19.48
Table 7-53. Radiated Measurements MIMO (242 Tones) — UNII Band 5
:e“l Frequenc) Antenna Jumiabic Analyzer AFCL SR Field Strength Limit
Mode Antenna [UNIIBand | Channel c;::e RU Index | Restricted m'l:illy Detector  |Ant. Pol. [H/V] Height [cm] Azimuth Level [dBm] [dB/m] Correction I dBuV/r';g]‘ [dBuV/m] Margin [dB]
[MHz] [degree] Factor [dB]
12870.00 Peak H 209 304 -66.34 1056 0.00 5122 68.20 -16.98
* 19305.00 Average H - -65.00 165 -9.54 3411 53.98 -19.87
97 6435 61 * 19305.00 Peak H - -55.05 165 -9.54 44.06 73.98 -29.92
25740.00 Peak H - -54.90 47 -9.54 47.27 68.20 2093
32175.00 Peak H - -54.63 6.76 -9.54 49.59 68.20 -18.61
12950.00 Peak H 245 68 -65.98 10.59 0.00 51.61 68.20 -16.59
* 19425.00 Average H - -65.06 176 -9.54 3416 53.98 -19.81
802.11ax | MIMO 6 105 6475 61 * 19425.00 Peak H - -55.06 176 -9.54 4416 73.98 -29.82
25900.00 Peak H - -54.28 478 -9.54 47.96 68.20 -20.24
32375.00 Peak H - -55.45 6.56 -9.54 48.57 68.20 -19.63
13030.00 Peak H 335 45 -65.25 10.85 000 52.60 68.20 -15.60
* 19545.00 Average H - -65.34 189 -9.54 34.02 53.98 19.96
113 6515 61 * 19545.00 Peak H - 5417 189 -9.54 4519 73.98 -28.79
26060.00 Peak H - -55.22 492 -9.54 4717 68.20 -21.03
32575.00 Peak H - - -54.88 6.76 -9.54 49.33 68.20 -18.87
Table 7-54. Radiated Measurements MIMO (242 Tones) — UNII Band 6
Test o
Mode Antenna [UNIIBand | Channel Ct::;el RU Index | Restricted Frml:zicy Detector  |Ant. Pol. [H/V] H:i;ﬁ“[’:nl 1:‘;::1? LeA::IIIVdIBe;] [:BFICHI"] Cl:)rls:::l.i::n FiT::Bﬁ:‘/E;g]‘h [d;:\';i/tm] Margin [dB]
[MHz] [degree] Factor [dB]
13070.00 Peak H - -65.56 10.74 000 52.18 68.20 -16.02
* 19605.00 Average H - -64.47 220 -9.54 3519 53.98 -18.79
17 6535 61 * 19605.00 Peak H - -54.38 220 -9.54 4528 73.98 -28.70
26140.00 Peak H - -54.82 498 -9.54 47.61 68.20 -20.59
32675.00 Peak H - -54.72 714 -9.54 49.87 68.20 -18.33
* 13390.00 Average H - -77.61 11.04 000 4043 53.98 13,55
* 13390.00 Peak H - -65.55 11.04 000 52.49 73.98 -21.49
* 20085.00 Average H - -64.90 207 -9.54 3463 53.98 19.35
802.11ax | MIMO 7 149 6695 61
* 20085.00 Peak H - 5475 2,07 -9.54 4478 73.98 -29.20
26780.00 Peak H - -55.07 518 -9.54 47.57 68.20 -20.63
33475.00 Peak H - -54.84 8.48 -9.54 51.11 68.20 17.09
13750.00 Peak H - -66.04 11.51 000 52.47 68.20 -15.73
* 20625.00 Average H - -65.43 236 -9.54 34.39 53.98 -19.59
185 6875 61 * 20625.00 Peak H - -54.27 236 -9.54 4555 73.98 -28.43
27500.00 Peak H - -54.44 500 -9.54 48.03 68.20 2017
34375.00 Peak H - -54.60 9.46 -9.54 5233 68.20 1587

Table 7-55. Radiated Measurements MIM
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Test o
Mode Antenna |UNII Band | Channel Ct::;el RU Index | Restricted Fr([e;l:zicy Detector  [Ant. Pol. [H/V] H:i;‘:l'i't:nl .I:I::?UT L:\:‘:I'[ydzBe;] [:BFIC"I"] C?;s:::l‘i::n FiT:fBﬁ:?n“ﬁ‘h I d;:xiltm] Margin [dB]
[MHz] [degree] Factor [dB]
13790.00 Peak H - -65.59 11.38 0.00 52.79 68.20 -15.41
* 20685.00 Average H - -65.09 233 -9.54 3471 53.98 -19.27
189 6895 61 * 20685.00 Peak H - -55.03 233 -9.54 4476 73.98 -29.22
27580.00 Peak H - -55.29 533 -9.54 47.50 68.20 -20.70
34475.00 Peak H - -54.32 9.33 -9.54 52.46 68.20 -15.74
13990.00 Peak H - -65.92 11.63 0.00 5271 68.20 -15.49
* 20985.00 Average H - -65.01 283 -9.54 3528 53.98 -18.70
802.11ax MIMO 8 209 6995 61 * 20985.00 Peak H - -54.84 283 -9.54 4545 73.98 -28.53
27980.00 Peak H - -54.29 530 -9.54 48.47 68.20 -19.73
34975.00 Peak H - -54.31 9.79 -9.54 52.94 68.20 -15.26
14230.00 Peak H - -65.23 12.35 0.00 54.12 68.20 -14.08
* 21345.00 Average H - -65.24 285 -9.54 35.06 53.98 -18.92
233 7115 61 * 21345.00 Peak H - -55.44 285 -9.54 44.86 73.98 -29.12
28460.00 Peak H - -55.15 5.34 -9.54 47.65 68.20 -20.55
35575.00 Peak H - -53.68 9.53 -9.54 53.31 68.20 -14.89
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7.6.3

Worst Case Mode:
Worst Case Transfer Rate:
RU Index

Distance of Measurements:
Operating Frequency:
Channel:

Trace: Average

Detector; RMS
Offset: 18.5 dB
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Plot 7-172. Radiated Lower Band Edge Plot MIMO
(Average — UNII Band 5 — 106T)

Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
RU Index 54
Distance of Measurements: 3 Meters
Operating Frequency: 7115MHz
Channel: 233
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Plot 7-174. Radiated Upper Band Edge Plot MIMO
(Average — UNII Band 8 — 106T)

MIMO Radiated Band Edge Measurements (20MHz BW - Partial Tone — 106T)
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Plot 7-173. Radiated Lower Band Edge Plot MIMO
(Peak — UNII Band 5 — 106T)

Trace: MaxHold RB!
Detector: Peak VB!
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Plot 7-175. Radiated Upper Band Edge Plot MIMO
(Peak — UNII Band 8 — 106T)
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@ clement

7.6.4

MIMO Radiated Band Edge Measurements (20MHz BW — MRU - 106+26T)

Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
RU Index 82
Distance of Measurements: 3 Meters
Operating Frequency: 5935MHz
Channel: 2
Trace: Average RBW: 100 kHz Ch | P Trace: MaxHold RBW: 100 kHz Ch | P
PASS  grecoriif  ymwoeui 65.03 aBuvim PASS  fetecoieak  yow:ieoil 7743 aByvim
_ 120 120
E E
= >
g 100 % 100
2 60 ko
u 7, L R
40 j-wees UL (N R I I N | R S S R -
5885.0 5893.9 5902.8 5911.7 5820.6 59294 5938.3 5947.2  5956.1 5865.0 5885.0 58939 5902.8 5911.7 5920.6 59294 59383 5947.2  5956.1 5965.0

Plot 7-176. Radiated Lower Band Edge Plot MIMO

Frequency (MHz)

(Average — UNII Band 5 — 106+26T)

Worst Case Mode:

Worst Case Transfer Rate:

RU Index

Distance of Measurements:

Operating Frequency:
Channel:

Trace: Average

802.11be

Frequency (MHz)

Plot 7-177. Radiated Lower Band Edge Plot MIMO
(Peak — UNII Band 5 — 106+26T)
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Plot 7-178. Radiated Upper Band Edge Plot MIMO
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(Average — UNII Band 8 — 106+26T)

Trace: MaxHold
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Plot 7-179. Radiated Upper Band Edge Plot MIMO
(Peak — UNII Band 8 — 106+26T)
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7.6.5 MIMO Radiated Band Edge Measurements (20MHz BW - Full Tone — 242T)

Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
RU Index 61
Distance of Measurements: 3 Meters
Operating Frequency: 5935MHz
Channel: 2
Trace: Average RBW: 100 kHz Ch | P Trace: MaxHold RBW: 100 kHz Ch | P
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Frequency (MHz)

Plot 7-180. Radiated Lower Band Edge Plot MIMO

(Average — UNII Band 5 — 242T)

Frequency (MHz)
Plot 7-181. Radiated Lower Band Edge Plot MIMO
(Peak — UNII Band 5 - 242T)

Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
RU Index 61
Distance of Measurements: 3 Meters
Operating Frequency: 7115MHz
Channel: 233
Trace: Average  RBW: 100 kHz Ch | P Trace: MaxHold ~ RBW: 100 kHz Ch 1 P
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Plot 7-182. Radiated Upper Band Edge Plot MIMO
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Plot 7-183. Radiated Upper Band Edge Plot MIMO
(Peak — UNII Band 8 — 242T)
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7.6.6 MIMO Radiated Band Edge Measurements (40MHz BW — Full Tone — 484T)

Worst Case Mode:

802.11be

Worst Case Transfer Rate: MCSO0

RU Index 65
Distance of Measurements: 3 Meters
Operating Frequency: 5965MHz
Channel: 3
Trace: Average RBW: 1 MHz 5920.68 MHz Trace: MaxHold RBW: z 5920.68 MHz
PASS  Geeariiy  yowjui 26,14 dBLVIM PASS  Gaeagifeal it juii, 70-94 ABLVIm
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Plot 7-184. Radiated Lower Band Edge Plot MIMO
(Average — UNII Band 5 — 484T)

Worst Case Mode:

Frequency (MHz)

802.11be

Worst Case Transfer Rate: MCSO0

RU Index 65
Distance of Measurements: 3 Meters
Operating Frequency: 7085MHz
Channel: 227

Frequency (MHz)
Plot 7-185. Radiated Lower Band Edge Plot MIMO
(Peak — UNII Band 5 — 484T)

Trace: Average RBW: 1 MHz 7160.04 MHz Trace: MaxHald RBW: 1 MHz 7188.36 MHz
Detector; RMS VBIW: 3 MH : Detector: Peak VBIW: 3 MH :
PASS Offset: 1.6 db SWT: 1.01 ms 49.94 dBuv/m PASS Offset: 21,7 dB SWT: 1.01 ms 61.4 dBpV/m
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Plot 7-186. Radiated Upper Band Edge Plot MIMO
(Average — UNIl Band 8 — 484T)
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Plot 7-187. Radiated Upper Band Edge Plot MIMO
(Peak — UNII Band 8 — 484T)

FCC ID: C3K2076
IC: 3048A-2076

MEASUREMENT REPORT | CLASS Il

Approved by:

PERMISSIVE CHANGE Technical Manager

Test Report S/N:
1M2511240098-12-R3.C3K

Test Dates:
12/16/2025 - 03/11/2026

EUT Type:
Portable Computing Device

Page 145 of 154

© 2026 ELEMENT

V 11.3 5/14/2025

Unless otherwise specified, no part of this report may be reproduced or utilized in any part, form or by any means, electronic or mechanical, including photocopying and microfilm, without
permission in writing from Element. If you have any questions about this or have an inquiry about obtaining additional rights to this report or assembly of contents thereof, please contact

ct.inffo@element.com.
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7.6.7 MIMO Radiated Band Edge Measurements (80MHz BW — Full Tone — 996T)

Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
RU Index 67
Distance of Measurements: 3 Meters
Operating Frequency: 5985MHz
Channel: 7
Trace: Average RBW: 1 MHz 5924.68 MH
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Frequency (MHz)
Plot 7-188. Radiated Lower Band Edge Plot MIMO
(Average — UNII Band 5 — 996T)

Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
RU Index 67
Distance of Measurements: 3 Meters
Operating Frequency: 7025MHz
Channel: 215
Trace: Average RBW: 1 MHz 7273.8 MH
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Plot 7-190. Radiated Upper Band Edge Plot MIMO
(Average — UNIl Band 8 — 996T)
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Plot 7-189. Radiated Lower Band Edge Plot MIMO
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Trace: MaxHold RBW: 1 MHz 7269 MHz
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Plot 7-191. Radiated Upper Band Edge Plot MIMO

(Peak — UNII Band 8 — 996T)
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7.6.8 MIMO Radiated Band Edge Measurements (80MHz BW — MRU — 484+242T)

Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
RU Index 93
Distance of Measurements: 3 Meters
Operating Frequency: 5985MHz
hannel: 7
Trace: Average RBW: 1 MHz 5923.72 MH Trace: MaxHold RBW: 1 MHz 5918.6 MH
PASS  gamecorile oot 59.08 dByivim PASS  gaeconfesl oot 76.28 dBV/m
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Frequency (MHz) Frequency (MHz)
Plot 7-192. Radiated Lower Band Edge Plot MIMO Plot 7-193. Radiated Lower Band Edge Plot MIMO
(Average — UNII Band 5 — 484+242T) (Peak — UNII Band 5 — 484+242T)
Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
RU Index 90
Distance of Measurements: 3 Meters
Operating Frequency: 7025MHz
Channel: 215
Trace: Average RBW: 1 MHz 7170.12 MH: Trace: MaxHold RBW: 1 MHz 7170.76 MH:
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Plot 7-194. Radiated Upper Band Edge Plot MIMO Plot 7-195. Radiated Upper Band Edge Plot MIMO
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7.6.9
Worst Case Mode: 802.11be

Worst Case Transfer Rate: MCSO0

RU Index 68

Distance of Measurements: 3 Meters
Operating Frequency: 6025MHz
Channel: 15
Trace: Average RBW: 1 MHz 5887.88 MH
PASS  gecopifl  vow il 25,57 dBlIVim
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Plot 7-196. Radiated Lower Band Edge Plot MIMO
(Average — UNII Band 5 — 2x996T)

Field Strength (dBuV/m)

Worst Case Mode: 802.11be

Worst Case Transfer Rate: MCSO0

RU Index 68

Distance of Measurements: 3 Meters
Operating Frequency: 6985MHz
Channel: 207
Trace: Average RBW: 1 MHz 7363.08 MH
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Plot 7-198. Radiated Upper Band Edge Plot MIMO
(Average — UNIl Band 8 — 2x996T)

MIMO Radiated Band Edge Measurements (160MHz BW — Full Tone — 2x996T)

Trace: MaxHold RBW: 1 MHz 5893 MHz
Detector: Peak VBW: 3 MHz
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Plot 7-197. Radiated Lower Band Edge Plot MIMO
(Peak — UNII Band 5 — 2x996T)
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Plot 7-199. Radiated Upper Band Edge Plot MIMO
(Peak — UNII Band 8 — 2x996T)
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7.6.10

Worst Case Mode: 802.11be
Worst Case Transfer Rate: MCSO0
RU Index 1094
Distance of Measurements: 3 Meters
Operating Frequency: 6025MHz
Channel: 15

Trace: Average RBW: 1 MHz 5897.48 MHz
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Plot 7-200. Radiated Lower Band Edge Plot MIMO
(Average — UNII Band 5 — 996+484T)

Worst Case Mode: 802.11be

Worst Case Transfer Rate: MCSO0

RU Index 95

Distance of Measurements: 3 Meters
Operating Frequency: 6985MHz
Channel: 207
Trace: Average RBW: 1 MHz 7371.4 MH
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Plot 7-202. Radiated Upper Band Edge Plot MIMO
(Average — UNII Band 8 — 996+484T)

MIMO Radiated Band Edge Measurements (160MHz BW — MRU - 996+484T)
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Plot 7-201. Radiated Lower Band Edge Plot MIMO
(Peak — UNII Band 5 — 996+484T)
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Detectar: Peak VBW: 3 MHz :
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Plot 7-203. Radiated Upper Band Edge Plot MIMO
(Peak — UNII Band 8 — 996+484T)
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7.6.11 MIMO Radiated Band Edge Measurements (320MHz BW - Full Tone — 4*996T)

Worst Case Mode: 802.11ax
Worst Case Transfer Rate: MCSO0
RU Index 69
Distance of Measurements: 3 Meters
Operating Frequency: 6025MHz
Channel: 15
Trace: Average RBW: 1 MHz 5800.2 MH Trace: MaxHold RBW: 1 MHz 5787.72 MH
PASS GiecrW  vhieimi: 31.55 0BuVIm PASS  Citecmbesl  vhieiMH: 86.38 dBUVIm
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Plot 7-204. Radiated Lower Band Edge Plot MIMO Plot 7-205. Radiated Lower Band Edge Plot MIMO

(Average — UNII Band 5 — 4*996T) (Peak — UNII Band 5 — 4*996T)
Worst Case Mode: 802.11ax
Worst Case Transfer Rate: MCSO0
RU Index 69
Distance of Measurements: 3 Meters
Operating Frequency: 6985MHz
Channel: 207
Trace: Average RBW: 1 MHz 7334.28 MH Trace: MaxHold RBW: 1 MHz 7245 MH
PASS gicepfy  WiWe. 5021 dsuvim PASS gt @¥/ME, 6212 dsivim
130

_ 1201 120

E E

3 = 110

2 1001 8

= = 100

] 2 g0

o 801 o

@a n 80 |

2 w0 m g /

|/ 2 IR p— . Lo
12;5.0 67517 68563 69650 70717 71783 72850 73917 74983 7605.0 P e . e R P R TR v

Frequency (MHz) Frequency (MHz)

Plot 7-206. Radiated Upper Band Edge Plot MIMO Plot 7-207. Radiated Upper Band Edge Plot MIMO
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7.6.12 MIMO Radiated Band Edge Measurements (320MHz BW — MRU - 3*996+484T)

Worst Case Mode: 802.11ax
Worst Case Transfer Rate: MCSO0
RU Index 10105
Distance of Measurements: 3 Meters
Operating Frequency: 6025MHz
Channel: 15
Trace: Average RBW: 1 MHz 5822.28 MH Trace: MaxHold RBW: 1 MHz 5807.88 MH
PASS GuecrWlf  vhieimi: 34°01 6BuVIm PASS  Ciecmtesl  vhieiMH: 70.08 6BuVIm
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Plot 7-208. Radiated Lower Band Edge Plot MIMO Plot 7-209. Radiated Lower Band Edge Plot MIMO
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(Average — UNII Band 5 — 3*996+484T) (Peak — UNII Band 5 — 3*996+484T)
Worst Case Mode: 802.11ax
Worst Case Transfer Rate: MCSO0
RU Index 1106
Distance of Measurements: 3 Meters
Operating Frequency: 6985MHz
Channel: 207
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The data collected relate only the item(s) tested and show that the Microsoft Corporation Portable Computing
Device FCC ID: C3K2076, IC:3048A-2076 is in compliance with FCC Part Subpart E (15.407) of the FCC rules for
operation as a Dual Client Device. After additional testing it is concluded that the component change detailed in the

FCC Change Document does not meaningfully affect compliance.
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9 APPENDIX A - DATA REFERENCING SPOT-CHECKS

Overview

The spot-check data presented in this section was measured on the variant model following the guidance of the
FCC’s Data Referencing guidance in KDB 484596 D01 v03. Each spot-check test on the EUT was performed using
the same procedure and setting that were used to perform the test on the corresponding reference device. For the
worst-case RSE data, the measurement is determined by an actual emission and not by noise floor.

All test cases were performed to verify the variant EUT is still in compliance with the spot-checked results to the

reference device and was performed using the guidance of ANSI C63.10:2020.

Notes

Each spot check test on the EUT was performed using the same procedure and setting that were used to perform

the test on the corresponding reference device.

Conducted Spot-Checks — 2076

Average Conducted Power (dBm)
RU Index Dir. Ant. Gain Max e.i.r.p e.i.r.p Limit e.i.r.p Margin
Band | Freq [MHz] | Channel Tones 61 [dBi] [dBm] [dBm] [dB]
ANT1 ANT2 MIMO
5 6175 45 242T -1.37 -1.59 1.53 9.24 10.77 24.00 -13.23
6 6475 105 242T -2.29 -1.96 0.89 8.07 8.96 24.00 -15.04
7 6695 149 2427 -1.21 -1.44 1.69 7.23 8.91 24.00 -15.09
8 6995 209 24217 -1.32 -1.19 1.76 7.40 9.15 24.00 -14.85
Table 9-1. Conducted Output Power Measurements (Spot-check) — LPI
Average Conducted Power (dBm) G
RU Index Dir. Ant. Gain Max e.i.r.p e.i.r.p Limit e.i.r.p Margin
Band | Freq [MHz] | Channel Tones 61 [dBi] [dBm] [dBm] [dB]
ANT1 ANT2 MIMO
5 6175 45 242T 18.02 17.33 20.70 9.24 29.93 30.00 -0.07
7 6695 149 2421 17.94 17.62 20.79 7.23 28.02 30.00 -1.98
Table 9-2. Conducted Output Power Measurements (Spot-check) - SP
Radiated Spot-Checks — 2076
cl;rae:r:el Frequency Antenna fupntable Analyzer AFCL etace Field Strength Limit
Mode Antenna |UNIIBand | Channel RU Index Detector  (Ant. Pol. [H/V] 3 Azimuth Correction Margin [dB]
l:;:(l.l [MHz] Height [cm] [aae] Level [dBm] [dB/m] Factor [dB] [dBpv/m] [dBpV/m]
802.11ax | MIMO 5 45 6175 61 12350.00 Average H - - -77.81 939 0.00 38.58 5398 -15.40
Table 9-3. RSE Measurements (Spot-check)
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Worst Case Mode: 802.11ax
Worst Case Transfer Rate: MCSO0
Distance of Measurements: 3 Meters

Operating Frequency: 5935MHz
Channel: 2
Trace: Av_era 5 RBW; 100 kHz Channel Power
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Plot 9-1. Radiated Lower Band Edge Plot MIMO
(Average — UNII Band 5)

Results
i e Max
FCCRules Test Item Test Case Units Limit R i anc McdeLy [poevtaricn Deviation Pass/Fail
2085 C2PC 2076 C2PC (dB) (dB)
2.1046, 15.407(a)(8) Conducted Output Power Mid Channel Each UNII Band - 802.11be 242T dBm N/A 21.38 207 -068 1 PASS
21.03 20.79 -0.24 1 PASS
141 1.53 0.12 1 PASS
2.1046, 15.407(a)(8) Conducted Output Power Mid Channel Each UNII Band - 802.11be 242T dBm N/A 0.86 0.89 0.03 1 PASS
1.55 1.69 0.14 1 PASS
1.62 1.76 0.14 1 PASS
15.209 Radiated Spurious Emissions 802.11ax MIMO 242 Tone - Ch.45 - Average - 12350 MHz dBuV/m 53.98 40.13 41.27 1.14 3 PASS
15.209 Radiated Band Edge Emissions 802.11be MIMO 106 Tone RU 53 Ch.2 - Average dBuv/m 68.2 66.40 66.64 0.24 3 PASS
Table 9-4. Summary of Spot-checks
- END OF TEST REPORT -
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