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RF Exposure Evaluation 
 
 
 

FCC ID : CHQ7250T 

APPLICANT : RHINE ELECTRONIC CO., LTD. 

 

Product : Transmitter 

Model No. : UC7250T 

Brand Name : RHINE 

FCC Rule Part(s): : Part 2.1093 (Portable) 

Received Date : April 25, 2023 

 
 

 
 
 

Tested By : 
 

  ( Fran Chen ) 

Reviewed By : 
 

  ( Paddy Chen ) 

Approved By : 
 

  ( Chenz Ker) 

The test results relate only to the samples tested. 

The test results shown in the test report are traceable to the national/international standards through the 
calibration of the equipment and evaluated measurement uncertainty herein. 

The test report shall not be reproduced except in full without the written approval of MRT Technology (Taiwan) 
Co., Ltd. 
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1. PRODUCT INFORMATION 

1.1. Equipment Description 

 

 

 

 

 

 

 

  

Product Name Transmitter 

Model No. UC7250T 

Frequency Range 433.92MHz 

Type of modulation ASK 

Antenna Type Integral Antenna 
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2. RF Exposure Evaluation 

2.1. FCC Limits 

 

According to FCC KDB 447498 D04V01 - SAR-Based Exemption 

 

This method shall only be used at separation distances from 0.5 cm to 40 cm and at 

frequencies from 0.3 GHz to 6 GHz (inclusive). Pth is given by Formula . 

 

and f is in GHz, d is the separation distance (cm), and ERP20cm is per Formula.  

 

 

The example values shown as below are for illustration only. 

 

 

Note: when 10-g extremity SAR applies, SAR test exemption may be considered by 

applying a factor of 2.5 to the SAR-based exemption thresholds. 



Report No.: 2304TW5401-U2 

 

Page Number: 5 of 5 

 

2.2. Test Result of RF Exposure Evaluation 

 

 

Mode 

Frequency  

Band  

(MHz) 

E-field 

(dBuV/m) 

EIRP 

(mW) 

SAR Test 

Exclusion 

Threshold 

(mW) 

433.92MHz 433.92 73.51 0.0067 22 

 
 

So, this device can complies the SAR test exclusion. 

 
 

The End 


