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History of this test report

Report No. Version Description Issue Date

FR591512A 01 Initial issue of report Dec. 26, 2025

Revised Appendix C

FR391512A 02 This report is an updated version, replacing the | Jan.07,2026
report issued on Dec. 26, 2025
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Summary of Test Result

Report Ref Std. Result

Clause Clause Test tems (PASS/FAIL) Remark
3.1 15.247(a)(1) Number of Channels Pass -
3.2 15.247(a)(1) Hopping Channel Separation Pass -
3.3 15.247(a)(1) Dwell Time of Each Channel Pass -
3.4 15.247(a)(1) 20dB Bandwidth Pass -
3.4 2.1049 99% Occupied Bandwidth Pass -

15.247(b)(1)
3.5 15.247(b)(4) Peak Output Power Pass
3.6 15.247(d) Conducted Band Edges Pass -
3.7 15.247(d) Conducted Spurious Emission Pass -
Radiated Band Edges and

3.8 15.247(d) Radiated Spurious Emission Pass i
3.9 15.207 AC Conducted Emission Pass -
3.10 15.203 Antenna Requirement Pass -

Conformity Assessment Condition:

1. The test results (PASS/FAIL) with all measurement uncertainty excluded are presented against the
regulation limits or in accordance with the requirements stipulated by the applicant/manufacturer who
shall bear all the risks of non-compliance that may potentially occur if measurement uncertainty is taken
into account.

2.  The measurement uncertainty please refer to each test result in the section “Measurement Uncertainty”.

Disclaimer:

The product specifications of the EUT presented in the test report that may affect the test assessments are

declared by the manufacturer who shall take full responsibility for the authenticity.

Reviewed by: Wei Chen

Report Producer: Yuri Huang
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1 General Description
1.1 Product Feature of Equipment Under Test

Product Feature

General Specs
Bluetooth, Wi-Fi 2.4GHz 802.11b/g/n/ac/ax, Wi-Fi 5GHz 802.11a/n/ac/ax, Wi-Fi 6GHz 802. 11a/ax,
and Co-location

Antenna Type
WLAN: Dipole Antenna
Bluetooth: Dipole Antenna

Antenna information

2400 MHz ~ 2483.5 MHz Peak Gain (dBi) ‘ 2.96

Remark: The EUT's information above is declared by manufacturer. Please refer to Disclaimer in report

summary.

1.2 Modification of EUT

No modifications made to the EUT during the testing.

1.3 Testing Location

The test location is accredited based on TAF code 1190 and 3786 designated by NCC (National

Communication Commission).

Test Site Sporton International Inc. EMC & Wireless Communications Laboratory

No.52, Huaya 1st Rd., Guishan Dist.,
Taoyuan City 333, Taiwan (R.O.C.)

Test Site Location

Test Site Sporton International Inc. Wensan Laboratory

No.58, Aly. 75, Ln. 564, Wenhua 3rd, Rd., Guishan Dist.,
Taoyuan City 333010, Taiwan (R.O.C.)

FCC designation No.: TW1190 and TW3786
Note:
1. The test site complies with ANSI C63.4 2014 requirement.

Test Site Location

2. The Conducted test item subcontracted to Sporton International Inc. Wensan Laboratory.
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1.4 Applicable Standards

According to the specifications declared by the manufacturer, the EUT must comply with the
requirements of the following standards:

+ FCC KDB Publication No. 558074 D01 15.247 Meas Guidance v05r02

+ FCC KDB 414788 D01 Radiated Test Site v01r01

+ FCC KDB 662911 D01 Multiple Transmitter Output v02r01.

¢+ FCC Part 15 Subpart C §15.247

+ ANSI C63.10-2020

Remark:

1. All the test items were validated and recorded in accordance with the standards without any
modification during the testing.

2. The TAF code is not including all the FCC KDB listed without accreditation.

3. This EUT has also been tested and complied with the requirements of FCC Part 15, Subpart B,
recorded in a separate test report.
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2 Test Configuration of Equipment Under Test

2.1 Carrier Frequency Channel

Frequency Band Channel (Il:\;i:l) Channel &‘:1) Channel (I:\;I':‘l)
0 2402 27 2429 54 2456
1 2403 28 2430 55 2457
2 2404 29 2431 56 2458
3 2405 30 2432 57 2459
4 2406 31 2433 58 2460
5 2407 32 2434 59 2461
6 2408 33 2435 60 2462
7 2409 34 2436 61 2463
8 2410 35 2437 62 2464
9 2411 36 2438 63 2465
10 2412 37 2439 64 2466
11 2413 38 2440 65 2467
12 2414 39 2441 66 2468

2400-2483.5 MHz 13 2415 40 2442 67 2469
14 2416 41 2443 68 2470
15 2417 42 2444 69 2471
16 2418 43 2445 70 2472
17 2419 44 2446 71 2473
18 2420 45 2447 72 2474
19 2421 46 2448 73 2475
20 2422 47 2449 74 2476
21 2423 48 2450 75 2477
22 2424 49 2451 76 2478
23 2425 50 2452 77 2479
24 2426 51 2453 78 2480
25 2427 52 2454 - -
26 2428 53 2455 - -
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2.2 Test Mode

a. The EUT has been associated with peripherals and configuration operated in a manner tended to
maximize its emission characteristics in a typical application. Frequency range investigated:
conduction emission (150 kHz to 30 MHz), radiation emission (9 kHz to the 10th harmonic of the
highest fundamental frequency or to 40 GHz, whichever is lower). For radiated measurement, the
measured emission level of the EUT was maximized by rotating the EUT on a turntable, adjusting
the orientation of the EUT and EUT antenna in three orthogonal axis (X: flat, Y: portrait, Z:
landscape), and adjusting the measurement antenna orientation, following C63.10 exploratory test
procedures and only the worst plane, and the worst mode of radiated spurious emissions is

Bluetooth 1Mbps mode, and recorded in this report.

b. AC power line Conducted Emission was tested under maximum output power.

The following summary table is showing all test modes to demonstrate in compliance with the standard.

Summary table of Test Cases

Test Iltem Data Rate / Modulation
Bluetooth BR 1Mbps Bluetooth EDR 2Mbps Bluetooth EDR 3Mbps
GFSK 7 14-DQPSK 8-DPSK
Conducted

Mode 1: CHOO_2402 MHz | Mode 4: CHOO_2402 MHz | Mode 7: CHO0_2402 MHz
TestCases |/ 1o 2. CH39 2441 MHz | Mode 5: CH39_2441 MHz | Mode 8: CH39_2441 MHz
Mode 3: CH78_2480 MHz | Mode 6: CH78_2480 MHz | Mode 9: CH78_2480 MHz

AC Conducted

Emission

Mode 1 :WLAN 2.4G Link + BT Link + DC 3.3V with Power supply

Remark:

1. For Radiated Test Cases, the worst mode data rate 1Mbps was reported only since the highest
RF output power in the preliminary tests. The conducted spurious emissions and conducted
band edge measurement for other data rates were not worse than 1Mbps, and no other
significantly frequencies found in conducted spurious emission.

2. The detailed Radiated test modes are shown in Appendix C.
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2.3 Connection Diagram of Test System

Earphone ‘

System

Simulator AP router Motebook GPS Station Earphone
Power EUT
Source Notebook

/

WLAN AP

Monior ‘

For detail, please refer to test mode configuration and setup pholographs for each test item.

This example is connection diagram of EUT test configurations.,

2.4 Support Unit used in test configuration and system

Item [Equipment Brand Name |Model Name FCC ID Data Cable Power Cord

1. |WLANAP ASUS RT-AC66U MSQ-RTAC66U |N/A Unshielded,1.8m

2. |WLANAP ASUS GT-AXE11000 |MSQ-RTAJFO0 [N/A Unshielded,1.8m
ACI/P :

3. |Notebook Dell Latitude 3420  [FCC DoC N/A ggsgfpldfd‘ 1.2m
Shielded, 1.8m

4. |Mobile Phone Apple A1586 BCG-E2816A N/A N/A

5. |DC Power Supply |GW Instek GEU810960 FCC DoC N/A Unshielded,1.8m

6. |DC Power Supply |GW Instek GPE2323 NA N/A Unshielded,1.8m

TEL : 886-3-327-3456 Page Number 1 9 of 27
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2.5

2.6

EUT Operation Test Setup

The RF test items, utility “Terminal” was installed in Notebook which was programmed in order to make
the EUT get into the engineering modes to provide channel selection, power level, data rate and the

application type and for continuous transmitting signals.

Measurement Results Explanation Example

For all conducted test items:

The offset level is set in the spectrum analyzer to compensate the RF cable loss and attenuator factor
between EUT conducted output port and spectrum analyzer. With the offset compensation, the

spectrum analyzer reading level is exactly the EUT RF output level.

Example:
The spectrum analyzer offset is derived from RF cable loss and attenuator factor.
Offset = RF cable loss + attenuator factor.

Following shows an offset computation example with cable loss 4.2 dB and 10 dB attenuator.

Offset(dB) = RF cable loss(dB) + attenuator factor(dB).
=4.2+10=14.2 (dB)
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3 Test Result
3.1 Number of Channel Measurement

3.1.1 Limits of Number of Hopping Frequency

Frequency hopping systems in the 2400-2483.5 MHz band shall use at least 15 channels.

3.1.2 Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.1.3 Test Procedure

1. The testing follows ANSI C63.10 clause 7.8.3.

2. The RF output of EUT is connected to the spectrum analyzer by RF cable and attenuator. The

path loss is compensated to the results for each measurement.

Set the maximum power setting and enable the EUT to transmit continuously.

4. Enable the EUT hopping function.

5. Use the following spectrum analyzer settings: Span = the frequency band of operation;

RBW = 300 kHz; VBW > RBW; Sweep = No faster than coupled (auto) time; Detector function =

peak; Trace = max hold.

6. The number of hopping frequency used is defined as the number of total channel.

7. Record the measurement data derived from spectrum analyzer.

3.1.4Test Setup

Spectrum Analyzer EUT

3.1.5Test Result of Number of Hopping Frequency

Please refer to Appendix A.

TEL : 886-3-327-3456 Page Number
FAX : 886-3-328-4978 Issue Date
Report Template No.: BU5-TRLP0002BT Version 2.11 Report Version

1 11 of 27
: Jan. 07, 2026
1 02



swanranas. FCC RADIO TEST REPORT Report No. : FR591512A

3.2 Hopping Channel Separation Measurement

3.2.1Limit of Hopping Channel Separation

Frequency hopping systems operating in the 2400-2483.5 MHz band may have hopping channel
carrier frequencies that are separated by 25 kHz or two-thirds of the 20 dB bandwidth of the hopping

channel, whichever is greater.

3.2.2 Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.2.3Test Procedures

1. The testing follows ANSI C63.10 clause 7.8.2.

2. The RF output of EUT is connected to the spectrum analyzer by RF cable and attenuator. The
path loss is compensated to the results for each measurement.

3. Set the maximum power setting and enable the EUT to transmit continuously.

4. Enable the EUT hopping function.

5. Use the following spectrum analyzer settings:
Span = wide enough to capture the peaks of two adjacent channels;
RBW = 300 kHz; VBW > RBW; Sweep = No faster than coupled (auto) time; Detector function =
peak; Trace = max hold.

6. Measure and record the results in the test report.

3.2.4Test Setup

Spectrum Analyzer EUT
3.2.5Test Result of Hopping Channel Separation
Please refer to Appendix A.
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3.3 Dwell Time Measurement
3.3.1Limit of Dwell Time

The average time of occupancy on any channel shall not be greater than 0.4 seconds within a period

of 0.4 seconds multiplied by the number of hopping channels employed.

3.3.2Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.3.3Test Procedures

1. The testing follows ANSI C63.10 clause 7.8.4.

2. The RF output of EUT is connected to the spectrum analyzer by RF cable and attenuator. The
path loss is compensated to the results for each measurement.

3.  Set the maximum power setting and enable the EUT to transmit continuously.

4.  Enable the EUT hopping function.

5. Use the following spectrum analyzer settings: Span = zero span, centered on a hopping
channel; RBW = 1 MHz; VBW > RBW; Sweep = as necessary to capture the entire dwell time
per hopping channel; Detector function = peak; Trace = max hold.

6. Measure and record the results in the test report.

3.3.4Test Setup

Spectrum Analyzer EUT
3.3.5Test Result of Dwell Time
Please refer to Appendix A.
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3.4 20dB and 99% Bandwidth Measurement
3.4.1 Limit of 20dB and 99% Bandwidth

Reporting only

3.4.2 Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.4.3 Test Procedures

1. The testing follows ANSI C63.10 clause 6.9.2 and 6.9.3.

2. The RF output of EUT is connected to the spectrum analyzer by RF cable and attenuator. The
path loss is compensated to the results for each measurement.

3. Set the maximum power setting and enable the EUT to transmit continuously.

4. Use the following spectrum analyzer settings for 20 dB Bandwidth measurement.
Span = approximately 2 to 5 times the 20 dB bandwidth, centered on a hopping channel;
RBW > 1% of the 20 dB bandwidth, VBW > 3 * RBW; Sweep = auto; Detector function = peak;
Trace = max hold.

5. Use the following spectrum analyzer settings for 99 % Bandwidth measurement.
Span = approximately 1.5 to 5 times the 99% bandwidth, centered on a hopping channel;
RBW > 1-5% of the 99% bandwidth, VBW > 3 * RBW; Sweep = auto; Detector function = peak;
Trace = max hold.

6. Measure and record the results in the test report.

3.4.4Test Setup

e )

Spectrum Analyzer EUT
3.4.5Test Result of 20dB Bandwidth
Please refer to Appendix A.
3.4.6 Test Result of 99% Occupied Bandwidth
Please refer to Appendix A.
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3.5 Output Power Measurement
3.5.1Limit of Output Power

The maximum peak conducted output power of the intentional radiator shall not exceed the following:
For frequency hopping systems operating in the 2400-2483.5 MHz band employing at least 75
non-overlapping hopping channels, and all frequency hopping systems in the 5725-5850 MHz band:
1 watt. For all other frequency hopping systems in the 2400-2483.5 MHz band 0.125 watts.

If directional gain of transmitting antennas is greater than 6 dBi, the power shall be reduced by the

same level in dB comparing to gain minus 6 dBi.

3.5.2Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.5.3Test Procedures

1. The testing follows ANSI C63.10 clause 7.8.5.

2. The RF output of EUT is connected to the power meter by RF cable and attenuator. The path
loss is compensated to the results for each measurement.

3. Set the maximum power setting and enable the EUT to transmit continuously.

4. Measure the conducted output power with cable loss and record the results in the test report.

5. Measure and record the results in the test report.

3.5.4Test Setup

Power Meter EUT

3.5.5 Test Result of Peak Output Power

Please refer to Appendix A.

3.5.6 Test Result of Average Output Power (Reporting Only)

Please refer to Appendix A.
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3.6 Conducted Band Edges Measurement
3.6.1Limit of Band Edges

In any 100 kHz bandwidth outside the intentional radiation frequency band, the radio frequency power
shall be at least 20 dB below the highest level of the radiated power. In addition, radiated emissions

which fall in the restricted bands must also comply with the radiated emission limits.

3.6.2 Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.6.3 Test Procedures

=

The testing follows ANSI C63.10 clause 6.10.

n

Set the maximum power setting and enable the EUT to transmit continuously.

3. Set RBW =100 kHz, VBW = 300 kHz. Band edge emissions must be at least 20 dB down from
the highest emission level within the authorized band as measured with a 100 kHz RBW. The
attenuation shall be 30 dB instead of 20 dB when RMS conducted output power procedure is
used.

4.  Enable hopping function of the EUT and then repeat step 2 and 3.

5.  Measure and record the results in the test report.

3.6.4Test Setup

Spectrum Analyzer EUT

3.6.5Test Result of Conducted Band Edges

Please refer to Appendix A.

3.6.6 Test Result of Conducted Hopping Mode Band Edges

Please refer to Appendix A.
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3.7 Conducted Spurious Emission Measurement

3.7.1Limit of Spurious Emission Measurement

In any 100 kHz bandwidth outside the intentional radiation frequency band, the radio frequency power
shall be at least 20 dB below the highest level of the radiated power. In addition, radiated emissions

which fall in the restricted bands must also comply with the radiated emission limits.

3.7.2Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.7.3 Test Procedure

1. The testing follows ANSI C63.10 clause 7.8.7.

2. The RF output of EUT is connected to the spectrum analyzer by RF cable and attenuator. The
path loss is compensated to the results for each measurement.

3. Set the maximum power setting and enable the EUT to transmit continuously.

4. Set RBW =100 kHz, VBW = 300 kHz, scan up through 10th harmonic. All harmonics / spurious
must be at least 20 dB down from the highest emission level within the authorized band as
measured with a 100 kHz RBW.

5. Measure and record the results in the test report.

6. The RF fundamental frequency should be excluded against the limit line in the operating

frequency band.

3.7.4Test Setup

Spectrum Analyzer EUT

3.7.5 Test Result of Conducted Spurious Emission

Please refer to Appendix A.
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3.8 Radiated Band Edges and Spurious Emission Measurement
3.8.1Limit of Radiated Band Edges and Spurious Emission

In any 100 kHz bandwidth outside the intentional radiator frequency band, all harmonics / spurious
must be at least 20 dB below the highest emission level within the authorized band. In addition,

radiated emissions which fall in the restricted bands must also comply with the limits as below.

Frequency Field Strength Measurement Distance
(MHz) (microvolts/meter) (meters)
0.009 — 0.490 2400/F(kHz) 300
0.490 — 1.705 24000/F(kHz) 30
1.705 - 30.0 30 30
30-88 100 3
88 — 216 150 3
216 - 960 200 3
Above 960 500 3

3.8.2Measuring Instruments

Please refer to the measuring equipment list in this test report.
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3.8.3Test Procedures

1. The EUT is placed on a turntable with 0.8 meter for frequency below 1 GHz and 1.5 meter for
frequency above 1 GHz respectively above ground.

2. The EUT is set 3 meters away from the receiving antenna, which is mounted on the top of a
variable height antenna tower.

3.  For each suspected emission, the EUT is arranged to its worst case and then tune the Antenna
tower (from 1 m to 4 m) and turntable (from O degree to 360 degrees) to find the maximum
reading. A pre-amp and a high pass filter are used for the test in order to get better signal level
to comply with the guidelines.

Set the maximum power setting and enable the EUT to transmit continuously.
Use the following spectrum analyzer settings:
(1) Span shall wide enough to fully capture the emission being measured;
(2) Set RBW =100 kHz for f <1 GHz, RBW = 1 MHz for f>1 GHz ; VBW > RBW; Sweep =
auto; Detector function = peak; Trace = max hold for peak
(3) For average measurement: use duty cycle correction factor method per 15.35(c).
Duty cycle = On time/100 milliseconds
On time = N1*L1+N2*La+...+Nn-1*LNn-1+Nn*Ln
Where N1 is number of type 1 pulses, L: is length of type 1 pulses, etc.
Average Emission Level = Peak Emission Level + 20*log (Duty cycle)

6. Corrected Reading: Antenna Factor + Cable Loss + Read Level - Preamp Factor = Level

7. Radiated testing below 1 GHz is performed by adjusting the antenna tower from 1 m to 4 m and
by rotating the turn table from 0 degree to 360 degrees to find the peak maximum hold reading.
When there is no suspected emission found and the emission level is with at least 6 dB margin
against QP limit line, the position is marked as “-*.

8. Radiated testing above 1 GHz is performed by adjusting the antenna tower from 1 m to 4 m and
by rotating the turn table from 0 degree to 360 degrees to find the peak maximum hold reading
for scanning all frequencies. When there is no suspected emission found and the harmonic

emission level is with at least 6 dB margin against average limit line, the position is marked as

“ o

Note: The average levels are calculated from the peak level corrected with duty cycle correction factor
(-24.79dB) derived from 20log (dwell time/100ms). This correction is only for signals that hop with the
fundamental signal, such as band-edge and harmonic. Other spurious signals that are independent of

the hopping signal would not use this correction.
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3.8.4 Test Setup

For radiated test below 30MHz

i | RX Antenna
- 3m -

Metal Full Soldered Ground Plane

= ..

Spectrum Analyzer / Receiver

For radiated test from 30MHz to 1GHz

RX Antenna

Metal Full Soldered Ground Plane

Spectrum Analyzer [ Receiver

For radiated test from 1GHz to 18GHz
RX Antenna

o 3m —_—
_____ EUT ; !
= = :
]
1.5m :
'
Metal Full Soldered Ground Plane
oo
Spectrum Analyzer / Receiver
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For radiated test above 18GHz

RX Antenna

Metal Full Soldered Ground Plane

= .

Spectrum Analyzer / Receiver

3.8.5 Test Results of Radiated Spurious Emissions (9 kHz ~ 30 MHz)

The low frequency, which starts from 9 kHz to 30 MHz, is pre-scanned and the result which is 20 dB
lower than the limit line is not reported.

There is adequate comparison measurement of both open-field test site and alternative test site -
semi-Anechoic chamber according to 414788 D01 Radiated Test Site v01r01, and the result comes

out very similar.

3.8.6 Test Result of Radiated Spurious at Band Edges

Please refer to Appendix C.

3.8.7Duty Cycle

Please refer to Appendix D.

3.8.8 Test Result of Radiated Spurious Emission (30MHz ~ 10" Harmonic)

Please refer to Appendix C.
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3.9 AC Conducted Emission Measurement
3.9.1Limit of AC Conducted Emission

For equipment that is designed to be connected to the public utility (AC) power line, the radio frequency
voltage that is conducted back onto the AC power line on any frequency or frequencies within the band
150 kHz to 30 MHz shall not exceed the limits in the following table.

Conducted limit (dBuV)
Frequency of emission (MHz)
Quasi-peak Average
0.15-0.5 66 to 56* 56 to 46*
0.5-5 56 46
5-30 60 50

*Decreases with the logarithm of the frequency.

3.9.2 Measuring Instruments

Please refer to the measuring equipment list in this test report.

3.9.3Test Procedures

1. The EUT is placed 0.4 meter away from the conducting wall of the shielding room, and is kept at

least 80 centimeters from any other grounded conducting surface.

2. Connect EUT to the power mains through a line impedance stabilization network (LISN).
3. All the support units are connecting to the other LISN.
4. The LISN provides 50 ohm coupling impedance for the measuring instrument.
5. The FCC states that a 50 ohm, 50 microhenry LISN shall be used.
6. Both Line and Neutral shall be tested in order to find out the maximum conducted emission.
7. The frequency range from 150 kHz to 30 MHz is scanned.
8. Set the test-receiver system to Peak Detect Function and specified bandwidth (IF Bandwidth =9
kHz) with Maximum Hold Mode. Then measurement is also conducted by Average Detector and
Quasi-Peak Detector Function respectively.
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3.9.4Test Setup

e e o A BT T Y e e T O S S £ e S R e I
| |
| |
| Rear of EUT to be flushed !
I with rear of table top I
I 1
| |
I |
| e |
l wa EUT l
I : I l 80 e to
I Receiver | ground
I 500 RF Cable 80cm : plane
' |
| |
| 2 I
| 5
| 2 .3|ﬂ' :
|
| AC :
| AMH |
| ALISH) |
I |
| " s | -
' - | -
I - - Bonded to horizontal l - 4
4 round plane -
S A, aticihod s T U . . v
AMH = Artificial mains network (LISH)
AE = Associated equipment
EUT = Equipment under test
ISH = Impedance stabilization network
3.9.5Test Result of AC Conducted Emission
Please refer to Appendix B.
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3.10Antenna Requirements
3.10.1 Standard Applicable

An intentional radiator shall be designed to ensure that no antenna other than that furnished by the
responsible party shall be used with the device. The use of a permanently attached antenna or of an
antenna that uses a unique coupling to the intentional radiator shall be considered sufficient to comply
with the provisions of this section. The manufacturer may design the unit so that a broken antenna can
be replaced by the user, but the use of a standard antenna jack or electrical connector is prohibited.
This requirement does not apply to carrier current devices or to devices operated under the provisions
of § 15.211, 15.213, 15.217, 15.219, 15.221, or § 15.236. Further, this requirement does not apply to
intentional radiators that must be professionally installed, such as perimeter protection systems and
some field disturbance sensors, or to other intentional radiators which, in accordance with § 15.31(d),
must be measured at the installation site. However, the installer shall be responsible for ensuring that

the proper antenna is employed so that the limits in this part are not exceeded.

3.10.2 Antenna Anti-Replacement Construction

Antenna permanently attached.
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4 List of Measuring Equipment

Instrument | Brand Name Model No. Serial No. |Characteristics Calg)ar:i:ion Test Date Due Date Remark
Agozmer ChainTek | APC-1000W N/A N/A N/A Oct. 08, 2025 N/A fggg;cﬂ%‘
FE{Z';GTISZ: gg:\‘/’vzé ESR3 102388 N/A Dec. 10, 2024 | Oct. 08, 2025 | Dec. 09, 2025 ?ggg;cﬂ%‘
Hygrometer | TECPEL DTM-303A | TP210031 N/A Jun. 26, 2025 | Oct. 08, 2025 | Jun. 25, 2026 fggggcﬂi’g
LISN gg:\?vzé ENV216 100081 N/A Jul. 25,2025 | Oct. 08, 2025 | Jul. 24, 2026 fggg;cﬂ%l
Software monde & EMC32 N/A N/A N/A Oct. 08, 2025 N/A %’gggcﬂi’g
Pulse Limiter SCHV&RZBE VTSD§5G1'F 00691 N/A Jul. 29,2025 | Oct. 08, 2025 | Jul. 28, 2026 %’gg‘;cﬂ‘;’;
LISN Cable MVE RG-400 MQTZ:OBZSO N/A Oct. 15, 2024 | Oct. 08, 2025 | Oct. 14, 2025 (ngg;c:?(r;
Hygrometer | TECPEL DTM-303A | TP201996 N/A Nov. 01, 2024 c(chCt.t.oozs..22002255~ Oct. 31, 2025 (CTOrngﬁ((;
Power Meter | Agilent E4416A | GB41292344 N/A Jun. 13, 2025 %(:é.t.OOZé.22002255~ Jun. 12, 2026 (CTOFT(‘)’;_C:;‘;
Power Sensor | Agilent E9327A | US40441548 | 50MHz~18GHz | Jun. 13, 2025 %Cé.t.OOZé-ZZOOZZS; Jun. 12, 2026 goﬁgg_ﬂi‘;
Aifl;ir gg:@ié FSV40 101566 | 10Hz~40GHz |Aug. 29, 2025 cz)ccti.oozé-zzoozzsg Aug. 28, 2026 (CTOJ(‘)’;_T}I%‘;
Swioh Sonol| g instument | ETF-1405-0 Ecz;%c;?g)w N/A Feb. 10, 2025 | o 02 29257 Fety 09, 2026 (CTOFT(‘)’;_C:S(‘;
Software Sporton \Eg r\:/s\ll ::i;__;:.%%l? N/A o tﬁ;’:‘gzscﬁi . N/A %Cct i_°023;_22002255~ N/A (CT°|_'|"S;_T:‘:(C)'
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Instrument | Manufacturer| Model No. Serial No. [Characteristics Calg)ar:i:ion Test Date Due Date Remark
Bilog Antenna | TESEQ o%gléo?ﬁi;?)ﬁu 35419 8 03 | 30MHz~1GHz | Apr. 21,2025 %’;'123’1"2200225; Apr. 20,2026 (Og{gg‘g;if’:\()
3‘;’:&2{;‘;22 ETS-Lindgren | 3117 00075962 | 1GHz ~ 18GHz | Nov. 28,2024 %:;_1231"2200225; Nov. 27,2025 (oig:ig;iﬂv)
Loop Antenna gg:\?vzé HFH2-22 100315 | 9 kHz~30 MHz | Mar. 06,2025 %’;_123’1"2200225; Mar. 05,2026 (Og{ggig;if’:\()
Preamplifier | MITEQ ﬁ“é'g&?;ﬂ%},o 1590075 | 1GHz~18GHz | Apr. 18,2025 %’;'123’1"2200225; Apr. 17,2026 (Og{ggig;if’:\()
Preamplifier | COM-POWER| PA-103A 161241 | 10MHz~1GHz | Sep. 30,2025 %’;'123’1"2200225; Sep. 29,2026 (oig:ig;iﬂv)
Preamplifier |  Agilent 8449B | 3008A02362 | 1GHZz~26.5GHz | Mar. 22,2025 %12_1231"2200225; Mar. 21,2026 (O?ng:ig;iﬂv)
Preamplifier | EMEC EM18G40G | 060873 18-40GHz | Aug. 08,2025 %Céi_1231"22002255~ Aug. 07,2026 (Og{ggig;if’:\()
SA‘I’EI:;;“: Agilent N9O30A  |MY52350276| 3Hz~44GHz | Mar. 28,2025 %3;_1231"2200225; Mar. 27,2026 (Og{ggig;if’:\()
MY28655/4 i,
RF Cable gﬁﬁiir\f SUC1%':LEX migggﬁ 3?2":;;0 Feb. 20,2025 %Ccti.1231”22002255~ Feb. 19,2026 (O?ng:'g;'j_?\()
RF Cable gﬂﬁii; SUC1OO';"EX mgiggfﬁ 9kHz to 30MHz | Feb. 20,2025 %3;_1231"2200225; Feb. 19,2026 (Og{ggig;if’:\()
RF Cable | Hooene | SUCOEEEX 15320781126 | 30MHz~18GHzZ | Sep. 13,2025 %cti.1231',22002255~ Sep. 12,2026 (O?ng:ig;ij_?\()
RF Cable gﬁﬁiir\f SUC1%Z"EX MY2858/2 | 18GHz~40GHz | Feb. 20,2025 %Ccti.1231”22002255~ Feb. 19,2026 (O?ng:ig;ij_?\()
RF Cable gﬂﬁii; SUC%;LEX 801606/2 | 9KHz ~40GHz | Apr. 23,2025 %Céi_1231"22002255~ Apr. 22,2026 (o?g:ig;iﬁv)
Controller EMEC EM1000 N/A CO”mst Ant N/A %Céi_ 1231"2200225; N/A (ggﬂgﬁf’:\()
Controller MF MF-7802 N/A C°”ttarg'lgum N/A %3;.1231"2200225; N/A (ggﬂgﬁf’:\()
AntennaMast| EMEC  |AM-BS4500E|  Na | Boresighimast N/A %3;.1231"2200225; N/A (O?nggig;i_o}:‘w
TunTable | ChainTek |Chaintek 3000  N/A 0~360 Degree N/A Cé)c;i.1231”22002255~ N/A (O?nggig;i_o}:‘w
Software Audix E3 N/A N/A N/A C(’)C;_1231"22002255~ N/A (O?nggig;‘f’:\()
Uffgg:rta TECPEL TR-32  |HE17XB2495 N/A Feb. 24,2025 %3;_1231"2200225; Feb. 23,2026 (Oigﬂgﬁf’:\()
SH';:ri';:n';'or” SCHV&RZBE BBHA 9170 00991 | 18GHz~40GHz | May. 29,2025 %3;.123’1"2200225; May. 28,2026 (ggﬂgﬁf’:\()
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5 Measurement Uncertainty

Uncertainty of Conducted Emission Measurement (150 kHz ~ 30 MHz)

Measuring Uncertainty for a Level of Confidence 3.7dB
of 95% (U = 2Uc(y)) )

Uncertainty of Radiated Emission Measurement (30 MHz ~ 1000 MHz)

Measuring Uncertainty for a Level of Confidence
of 95% (U = 2Uc(y))

6.3 dB

Uncertainty of Radiated Emission Measurement (1000 MHz ~ 6000 MHz)

Measuring Uncertainty for a Level of Confidence 4.7 dB
of 95% (U = 2Uc(y)) )

Uncertainty of Radiated Emission Measurement (6000 MHz ~ 18000 MHz)

Measuring Uncertainty for a Level of Confidence
of 95% (U = 2Uc(y))

5.5dB

Uncertainty of Radiated Emission Measurement (18000 MHz ~ 40000 MHz)

Measuring Uncertainty for a Level of Confidence 4.9 dB
of 95% (U = 2Uc(y)) )
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Appendix A. Test Result of Conducted Test Items

[Test Engineer:] Willy Chang [Temperature: [ 21~25 °C
[Test Date: [ 2025/10/2~2025/10/3 [Relative Humidity: [ 51~54 %
TEST RESULTS DATA
20dB and 99% Occupied Bandwidth and Hopping Channel Separation
999 Hopping Channel | Hopping Channel
(] . .
Mod. Data NTx| CH. Freq. | 20db BW Bandwidth Separation Separation Pass/Fail
Rate (MHz) | (MHz) (MH2) Measurement Measurement
(MHz) Limit (MHz)
DH [1Mbps| 1 0 2402 0.961 0.888 0.999 0.6404 Pass
DH [1Mbps| 1 39 [ 2441 0.957 0.888 0.994 0.6382 Pass
DH [1Mbps| 1 78 | 2480 0.955 0.884 0.990 0.6364 Pass
2DH [2Mbps]| 1 0 2402 1.348 1.182 1.003 0.8988 Pass
2DH [2Mbps]| 1 39 [ 2441 1.350 1.186 1.003 0.9002 Pass
2DH [2Mbps]| 1 78 | 2480 1.353 1.188 1.007 0.9018 Pass
3DH [3Mbps| 1 0 2402 1.309 1.175 1.003 0.8728 Pass
3DH [3Mbps| 1 39 [ 2441 1.325 1.179 1.003 0.8830 Pass
3DH [3Mbps| 1 78 | 2480 1.334 1.181 1.003 0.8892 Pass
TEST RESULTS DATA
Dwell Time
Hops Over| Package Dwell
Mod. Hopping Channel Occu.panc Trqnsfer Time Limits Pass/Fail
Number Rate y Time Time (sec)
(sec)
(hops) (msec)
3DH5 79 106.670 2.89 0.31 0.4 Pass
3DH5 (AFH) 20 53.330 2.89 0.15 0.4 Pass
TEST RESULTS DATA
Peak Power Table
Peak Power Power Limit Test
DH Sl e (dBm) (dBm) Result
0 1 11.33 20.97 Pass
DH1 39 1 11.48 20.97 Pass
78 1 11.35 20.97 Pass
0 1 10.03 20.97 Pass
2DH1 [ 39 1 10.11 20.97 Pass
78 1 10.16 20.97 Pass
0 1 10.06 20.97 Pass
3DH1 [ 39 1 10.15 20.97 Pass
78 1 10.21 20.97 Pass
TEST RESULTS DATA
Average Power Table
(Reporting Only)
Average Power Duty Factor
DH | CH. |NTX (dBm) (aB)
0 1 10.40 5.24
DH1 39 1 10.71 5.24
78 1 10.42 5.24
0 1 7.41 5.15
2DH1 | 39 1 7.77 5.15
78 1 8.00 5.15
0 1 7.43 5.15
3DH1 [ 39 1 7.79 5.15
78 1 8.01 5.15
TEST RESULTS DATA
Number of Hopping Frequency
Adaptive
Number of Hopping Frequency Limits .
(Channel) Hopping (Channel) Pass/Fail
(Channel)
79 20 >15 Pass
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INumber of Hopping Frequency|

Number of Hopping Channel Plot

Channel 00 - 39

Spectrum “.PJ Spectrum “.PJ
Ref Level 30.00 d8m  Offset 24.53 0B @ RBW 200 kHz Ref Level 30.00 d8m  Offset 24.53 0B @ RBW 200 kHz

fo Att 20 dB @ SWT 5ms @ VBW 300 kHz  Mode Sweep |= Att 20 dB & SWT Sms @ VBW 300 kHz Mode Sweep

@ 1Pk Max @ 1Pk Max

20 d 20 d

10 d)

A D O T FORN TRRE R [ S O R AR

B
qa "y !
z(/ o -20 di WJ
0 dBm -30 dBém
Ly

-4nd Lu
-50 dem

<50 dBm
60 -60 de
Start 2.4 GHz 691 & SlE 2.441 GHz Start 2.441 GHz 691 & SIuE 2.4835 GHz
Marker Marker
[ [ EECEREE™
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Hopping Channel Separation|
<1Mbps>

Channel Separation Plot on Channel 00 - 01

Channel Separation Plot on Channel 39 - 40

Spectrum 2 Spectrum 2
Ref Level 30.00 d8m  Offset 24.53 0B @ RBW 200 kHz RefLevel 30.00 dém  Offset 24.32 0B w RBW 300 kHz
s att 20 d8 @ SWT 5ms @ VBW 300 kiz  Mode Sweep o Att 20 dB @ SWT 5ms @ VBW 300 kiz _Mode Sweep
[® 17k Max [® 17k Max
M1[1] 10.91 dBm)| M1[1] 10.75 dBm)|
P, 2.40217440 GHz| P, 2.44116570 GHz|
20 D2[1] 0.12 dB 20 D2[1] 0.00 dB
M D2 998.55 kHz 1 oo 994.21 kHz
10 d8 = = = =T — 10 d8 = = =1 =
- et h /'- -\\ r g ™
0 dBm — S RN 0 dBm — S e
— T 7 T
-10 dB - -10 dew" —
20d 20d
-30 de -30 de
-40 dBm -40 dBm
-50 de -50 de
-60 dBr -60 dBr
GCF 2.4025 GHz 691 pts Span 3.0 MHz GCF 2.4415 GHz 691 pts Span 3.0 MHz
Markar Markar
Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result | Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result |
ML 1 2.4021744 GHz 10.91 dBm ML 1 2.4411657 GHz 10.75 dBm
D2 M1 1 998.55 kHz 0.12 d@ D2 M1 1 994.21 kHz -0.00 d@

Channel Separation Plot on Channel 77 - 78

ctrum k2

Ref Level 30.00 d8m Offset 24,45 d& @ RBW 3200 kHz
po Att 20 08 & SWT 5ms @ VBW 300 kHz
[@ 17k Max

Mode Sweep

M1[1] 10.94 dBm
2.47916140 GHz
D2[1] 0.01dB
989.87 kHz|

20 de

10 dB S S—— e

0dem — e

10 daur? -
T -

20 d

-30 d

-40 dBm

-50 d

60 dBrr

CF 2.4795 GHz

Marker

Type | Ref | Trc |
ML 1

691 pts Span 3.0 MHz

X-value |
2.4791614 GHz
989.87 kz

¥-value |
10.94 dBm
0.01 db

Function | Function Result |

pz| M1 1
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<2Mbps>

Channel Separation Plot on Channel 00 - 01

Channel Separation Plot on Channel 39 - 40

Spectrum 2 Spectrum 2
RefLevel 30.00 dém  Offset 24.53 0B w RBW 300 kHz RefLevel 30.00 dém  Offset 24.32 0B w RBW 300 kHz
s att 20 d8 @ SWT 5ms @ VBW 300 kiz  Mode Sweep o Att 20 dB @ SWT 5ms @ VBW 300 kdz _Mode Sweep
@ 1Pk Max @ 1Pk Max
M1[1] 7.56 dBm)| M1[1] 7.67 dBm)|
P, 2.40217440 GHz| P, 2.44116140 GHz|
20 D2[1] 0.03 dB 20 D2[1] 0.00 dB
N 1.00289 MHz . 1.00289 MHz
10 de _;._ 10 de I_,_
e ————] ——— 1" T P R B —_—— B RN
008 = = 008 F— =
y . A N
-10;, = < -10 df <
/ \ v N\
#20 d 20 df
-30 de -30 de
-40 dBm -40 dBm
-50 de -50 de
60 dBr 60 dBr
CF 2.4025 GHz 691 pts Span 3.0 MHz CF 2.4415 GHz 691 pts Span 3.0 MHz
Marker Marker
Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result | Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result |
ML 1 2.4021744 GHz 7.56 dbm ML 1 2.4411614 GHz 7.67 dbm
D2 M1 1 1.00289 MHz 0.03 de D2 M1 1 1.00289 MHz -0.00 d@
[ il NRARRED e L il [

Channel Separation Plot on Channel 77 - 78

ctrum

(=)

Ref Level 30.00 dBm
po Att 20 d8

Offset 24,45 db & RBW 300 kHz

- SWT 5 ms & VBW 300 kHz  Mode Sweep

[@ 17k Max

M1[1]

D2[1]

7.86 dBm)|
2.47914830 GHz|
0.02 dB|

1.00724 MHz

0 dg

-10 o

50 d

-30 d

40 dBrr

-50 d

60 dBrr

CF 2.4795 GHz

691 pts

Span 3.0 MHz

Markar

X-value | ¥-value | _Function |

Function Result |

Type | Ref | Trc |
ML 1

pz| M1 1

2.4791483 GHz
1.00724 MHz

7.86 dBm
0.03 dB
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<3Mbps>

Channel Separation Plot on Channel 00 - 01 Channel Separation Plot on Channel 39 - 40

Spectrum 2 Spectrum 2
RefLevel 30.00 dém  Offset 24.53 0B w RBW 300 kHz RefLevel 30.00 dém  Offset 24.32 0B w RBW 300 kHz
s att 20 d8 @ SWT 5ms @ VBW 300 kiz  Mode Sweep o Att 20 dB @ SWT 5ms @ VBW 300 kdz _Mode Sweep
@ 1Pk Max @ 1Pk Max
M1[1] 7.49 dBm)| M1[1] 7.64 dBm)|
P, 2.40217000 GHz| P, 2.44116570 GHz|
20 D2[1] 0.00 dB 20 D2[1] 0.05 dB
Wi 1.00289 MHz M1 1.00289 MHz
10d —— I S P—— S 10d — P— 2 T PR — -
- — . I e 5 .
0 dB r— = 0 db _ -
v . A .
-10 df - -10 B "
/ . ,'
#20 d 2 20 d
-30 de -30 de
-40 dBm -40 dBm
-50 de -50 de
60 dBr 60 dBr
CF 2.4025 GHz 691 pts Span 3.0 MHz CF 2.4415 GHz 691 pts Span 3.0 MHz
Marker Marker
Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result | Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result |
ML 1 2.40217 GHz 7.49 dbm ML 1 2.4411657 GHz 7.64 dbm
D2 M1 1 1.00289 MHz 0.00 d@ D2 M1 1 1.00289 MHz 0.05 d@
[ il ] [ [ il ] [T

Channel Separation Plot on Channel 77 - 78

ctrum “.?J
RefLevel 30.00 dBm  Offset 24.45 0B @ RBW 300 kHz
o Att 20 dB @ SWT Sms ® VBW 300 kiz__Made Sweep
@ 1Pk Max
M1[1] 7.87 dBm|
P 2.47915270 GHz
20 D2[1] 0.03 dB|
M1 1.00289 MHz|
04 — e
0dB = e
-10 df ~
7 N
s N
L0 di
-30 df
-40 dBm
<50 d
60 dBr
CF 2.4795 GHz 691 pts Span 3.0 MHz
Marker
Type | Ref | Trc | X-value | ¥-value | _Function | Function Result |
ML 1 2.4791527 GHz 7.87 dbm
p2| M1 1 1.00289 MHz 0.03 di
[ )i ) [Tl
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swanranas. FCC RADIO TEST REPORT Report No. : FR591512A

Dwell Time

Package Transfer Time Plot

Spectrum &
Ref Level 30,00 dém  Offset 25.21 d w RBW 1 MHz
o Att 20 dB @ SWT 15ms @ VBW 1 MHz
SGL
@ 1Pk Max
[1] il
20 d
[1]
bk
0 dBm
-10 df
-20
-30 dl
w Wb il Aoy
50
-60
CF 2.402 GHz 3001 pts 1.5ms/
Marker
Type | Ref | Trc | X-value | Y-valug |__Function | Function Result |
11 1 7.07 ms 7.06 dBm
D2 M| 1 2,885 ms 0.36 dB.
pal M1 1 3.75 ms 0.02 dB.
N ve

1 In normal mode, hopping rate is 1600 hops/s with 6 slots in 79
hopping channels. With channel hopping rate (1600 /6 / 79) in
Occupancy Time Limit (0.4 x 79) (s),Hops Over Occupancy
Time comes to (1600 /6 / 79) x (0.4 x 79) = 106.67 hops.

2 In AFH mode, hopping rate is 800 hops/s with 6 slots in 20
hopping channels. With channel hopping rate (800 / 6 / 20) in
Occupancy Time Limit (0.4 x 20) (s), Hops Over Occupancy
Time comes to (800 /6 / 20) x (0.4 x 20) = 53.33 hops.

3 Dwell Time(s) = Hops Over Occupancy Time (hops) x
Package Transfer Time
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SPORTON LAB.

FCC RADIO TEST REPORT Report No. : FR591512A

20dB Bandwidth|

<1Mbps>

20 dB Bandwidth Plot in Channel 00

20 dB Bandwidth Plot in Channel 39

Spectrum u‘? J Spectrum u‘?
Ref Level 30.00 d8m  Offset 24.53 0B & RBW 30 kHz Ref Level 30.00 d8m  Offset 24,32 dB @ RBW 30 kHz
s att 208 @ SWT 101 ms @ VBW 100 kiz  Mode Sweep o Att 2008 @ SWT_ 10.1ms @ VBW 100 kiz _Mode Sweep
(@ 17K view (@ 17K view
M1[1] 12.65 dBm)| M1[1] 12.85 dBm)|
P, 2.401566200 GHz| P, 2.440559900 GHz|
20 D2[1] 0.13 dB 20 D2[1] 0.15 dB
960.600 kHz 957.300 kHz
10 d Pp—— 10 de "
53 dBr oy 1 D1 7,205 d8n N
V=TSR S
oo o \\ oo hY
L
10 df v ™ 10 df SV ),
= D2 -12 647 dBm T 2 - 07 -12.795 B o -
/ (1 o
-20 df i b 20 df / s
o~ [ P -
a0 di Al a0 di el '
<40 dem at g 40 dem W""
Pong,of | it i T
-60 dBr -60 dBr
GCF 2.402 GHz 10001 pts Span 3.0 MHz CF 2.441 GHz 10001 pts Span 3.0 MHz
Markar Markar
Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result | Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result |
ML 1 24015662 GHz -12.65 dBm ML 1 2.4405599 GHz -12.85 dBm
D2 M1 1 960.6 kHz -0.13 d@ pz| M1 1 9573 kHz -0.15 a8
[ Measuring... [ P [ Measuring... m e

20 dB Bandwidth Plot in Channel 78

Spectrum u‘?
Ref Level 30.00 d8m  Offset 24,45 0B @ RBW 30 kHz
o att 2008 @ SWT_ 10.1ms @ VBW 100 kiz _Mode Sweep
@17k view
M1[1] 12.72 dBm)|
o 2.479553600 GHz|
20 D2[1] 0.18 dB|
954.600 kHz
1od D1 7,409 d
3 darr - —
. [T,
pa N
-10 df my "\‘(\n‘
0% 12501 BB T v\.ﬁ;
20 d kil
] \v\
o .
-0 dBm A‘\‘M
- '
iy A
i
-60 dBr
GCF 2.8 GHz 10001 pts Span 3.0 MHz
Markar
Type | Ref | Trc | X-value | ¥-value | _Function | Function Result |
ML 1 2.4795536 GHz -12.72 dém
p2| M1 1 954.6 kHz -0.18 d@
r a0 TET0r0t
L L Measuring... "] 235403
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR59

1512A

<2Mbps>

20 dB Bandwidth Plot in Channel 00

20 dB Bandwidth Plot in Channel 39

Spectrum u‘? Spectrum u‘?
Ref Level 30.00 d8m  Offset 24.53 0B & RBW 30 kHz Ref Level 30.00 d8m  Offset 24,32 dB @ RBW 30 kHz
I+ Att 20 B @ SWT 10.1 ms @ VBW 100 kHz  Mode Sweep }o Att 20 dB @ SWT 10.1ms & VBW 100 kHz  Mode Sweep
(@ 17K view (@ 17K view
M1[1] 16.41 dBm)| M1[1] 16.31 dBm)|
P, 2.401341200 GHz| P, 2.440335200 GHz|
20 D2[1] 0.04 dB 20 D2[1] 0.13 dB
1.348200 MHz 1.350300 MHz
10 de 10 de
D1 3628 d8m D1 3790 d8m
0 db -m"\.;v Y \[M 0 db W"\ﬂ" \'"'"V'\ .
b \ N VT
-10d -10d
D2 -16.372 L z-x-.»lu*bw‘l" L
20d A 20d J LY
I o 1
-30d \\ R Wa‘ \
[, ’\' rv-r‘ W L/'\/ \m\'
P AV e o o T Tun Ui
40 dBm oL v 40 dBm
-50 de -50 de
-60 dBr -60 dBr
GCF 2.402 GHz 10001 pts Span 3.0 MHz CF 2.441 GHz 10001 pts Span 3.0 MHz
Markar Markar
Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result | Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result |
[ 1 2.4013412 GHz -16.41 dBm [ 1 2.4403352 GHz -16.31 dBm
pz| M1 1 1.3482 MHz -0.04 dB pz| M1 1 1.3503 MHz -0.13 dB

Measuring... ]

Measuring...

20 dB Bandwidth Plot in Channel 78

Spectrum

(=)

Ref Level 30.00 dBm Offset 24,45 db @ RBW 30 kHz

po Att 20 dB @ SWT 10.1ms & VBW 100 kHz  Mode Sweep
[@ 17k view
M1[1] 16.00 dBm
. 2.479328900 GHz
20 D2[1] 0.19 dB
1.352700 MHz
10d
D1 4130 dBm T
0B ‘ ey =
A A,
-10d — ]
02 15 870 e i
20 d

R S

-40 dBm
<50 d
60 dBr
CF 2.48 GHz 10001 pts Span 3.0 MHz
Marker
Type | Ref | Trc | X-value | ¥-value | _Function | Function Result |
ML 1 2.479328% GHz -16.09 dBm
p2| M1 1 1.3527 MHz 0.19 d@
[ il Measuring... e Vg 4
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swanranas. FCC RADIO TEST REPORT Report No. : FR591512A

<3Mbps>

20 dB Bandwidth Plot in Channel 00 20 dB Bandwidth Plot in Channel 39

Spectrum u‘? Spectrum u‘?
Ref Level 30.00 ddm  Offset 24.53 dB @ RBW 30 kHz Ref Level 30.00 dgm  Offset 24.32 dB @ RBW 30 kHz
I+ Att 20 B @ SWT 10.1 ms @ VBW 100 kHz  Mode Sweep }o Att 20 dB @ SWT 10.1ms & VBW 100 kHz  Mode Sweep
(@ 17k View (@ 17k View
M1[1] 16.30 dBm| M1[1] 16.25 dBm)|
o 2.401367000 GHz| o 2.440347200 GHz|
20 D2(1] 0.06 dB| 20 D2(1] 0.01 de|
1.309200 MHz| 1.324500 MHz|
10 di 10 di
D1 3,789 dam
0 db ’\M‘_ 0 db J\VM‘ [Py
RV ﬂm.,v»-mf W\
10 df ey 10 df
- - = o
g2 . L2
-20 d '\\ 20d EY
A \
\ T X m
pAlA ey 0 dom e A
50 df -50 d
-60 B -60 B
CF 2.402 GHz 10001 pts Span 3.0 MHz CF 2.441 GHz 10001 pts Span 3.0 MHz
Marker Marker
Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result | Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result |
L 1 2,401367 GHz -16.30 dBm L 1 2.4403472 GHz -16.25 dbm
Dz M1 1 1.3092 MHz -0.06 dB Dz M1 1 1.3245 MHz -0.01 dB
[ Measuring... [ N [ Measuring... N

20 dB Bandwidth Plot in Channel 78

Ref Level 30.00 dBm Offset 24,45 db @ RBW 30 kHz

po Att 20 dB @ SWT 10.1ms & VBW 100 kHz  Mode Sweep
[@ 17k view

M1[1) 16.01 dBm
o 9333700 GHz
20 D2[1] 0.08 dBy

1.333800 MHz2
10 df
D1 4.08
0 dg Y
\'\MV"'\‘

_10 d A
20 d Y

[P N 7 AN

-40 dBm

<50 d

60 dBr

CF 2.48 GHz 10001 pts Span 3.0 MHz

Marker

Type | Ref | Trc | X-value | ¥-value | _Function | Function Result |
ML 1 2.4793337 GHz -16.01 dém
p2| M1 1 1.3338 MHz 0.08 d8

Measuring...

a0 CATeT
e sl 7
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR591512A

99% Occupied Bandwidth|
<1Mbps>

99% Occupied Bandwidth on Channel 00

99% Occupied Bandwidth on Channel 39

Spectrum “.PJ Spectrum Ea
Ref Level 30.00 d8m  Offset 24.53 0B & RBW 30 kHz Ref Level 30.00 d8m  Offset 24,32 dB @ RBW 30 kHz
I att 208 @ SWT 101 ms @ VBW 100 kiz  Mode Sweep o Att 2008 @ SWT_ 10.1ms @ VBW 100 kiz _Mode Sweep
@ 1Pk View @ 1Pk View
M1[1] 7.30 dBm)| M1[1] 7.25 dBm)|
. 2.401996000 GHz| . 2.440989600 GHz|
20 Occ Bw B887.511248875 kHz 20 Occ Bw 888.311168883 kHz
I M.
10 d 10 d
. P S
. ;"\/\) A v IV |
1
N v \ _ 7 \'\/\
'\/‘\/\N A . i /_Vf\/\r- -
-0 d v\,\" -0 d
-20 de
ha Y
-40 dam -40 dam
0 d 0 d
60 de 60 de
CF 2.402 GHz 10001 pts Span 2.0 MHz CF 2.441 GHz 10001 pts Span 2.0 MHz
Marker Marker
Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result | Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result |
ML 1 2,401996 GHz 7.30 dBm ML 1 2.4409896 GHz 7.25 dém
TL 1 2.401586441 GHz -9.41 dbm Occ Bw 887.511248875 kHz TL 1 2.440579642 GHz -9.52 dBm Occ Bw 886.311168883 kHz
T2 1 2402473953 GHz -11.46 dBm T2 1 2.441467953 GHz -11.16 dBm
[ il NRARRED e [

99% Occupied Bandwidth on Channel 78

ctrum

=

RefLevel 30,00 dém  Offset 24.45 B w RBW 30 kHz
o Att 2008 @ SWT_ 10.1ms @ VBW 100 kiz _Mode Sweep
[@ 1Pk view
M1[1] 7.43 dBm|
. 2.479984000 GHz|
20 Occ Bw 884.111588841 kHz
10d -
,r\f/\-./“\,,n
0 dB i VAL -
Tl P Ta
) ”(V_\/v’\t\ i
-10 7 M\,«
-20 de
/../ =
30 g ha
S
-40 dBm
50 d
60 de
CF 2.48 GHz 10001 pts Span 2.0 MHz
Marker
Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result |
ML 1 2,479584 GHz 7.43 dbm
1 1 2479575442 GHz -9.48 dBm Occ Bw 884,111588841 kHz
T2 1 2.480459554 GHz -11.12 dBm
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR591512A

<2Mbps>

99% Occupied Bandwidth on Channel 00

99% Occupied Bandwidth on Channel 39

Spectrum 2 Spectrum 2
RefLevel 30.00 dém  Offset 24.53 0B w RBW 30 kHz RefLevel 30.00 dém  Offset 24.32 0B w RBW 30 kHz
o att 208 @ SWT  10.1ms @ VBW 100 kiz  Mode Sweep o Att 20 dB @ SWT  10.1ms @ VBW 100 kiz__ Mode Sweep
@ 1Pk View @ 1Pk View
M1[1] 3.63 dBm)| M1[1] 3.79 dBm)|
. 2.402024200 GHz| . 2.441016000 GHz|
20 Occ Bw 1.182481752 MHz| 20 Occ Bw 1.185881412 MHz|
10 df T od 1
0dB ,""}\’ Y 7 0dB ‘r‘\,"—/\x X
- ;
S =N WY Ward NN 1 L v | |
-10d /4 \‘\ -10 d 7
-20 de \ -20 de /J
a0 d r ] N
i e | L
-40 dBm -40 dBm
50 o 50 o
60 de 60 de
CF 2.402 GHz 10001 pts Span 2.0 MHz CF 2.441 GHz 10001 pts Span 2.0 MHz
Marker Marker
Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result | Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result |
ML 2.4020242 GHz 3.63 dBm ML 1 2,441016 GHz 3.79 dBm
L 1 2.401413859 GHz -11.59 dBm Occ Bw 1.182481752 MHz L 1 2.44040486 GHz -11.40 dBm Occ Bw 1.185881412 MHz
T2 1 2.4D250634 GHz -10.08 dBm T2 1 2.441500741 GHz -10.30 dBm
[ il NRARRED e L il ) [T

99% Occupied Bandwidth on Channel 78

ctrum

Ref Level 30.00 d8m
po Att

[@ 17k view

(=)

Offset 24,45 db @ RBW 30 kHz

20 dB & SWT 10.1ms & VBW 100 kHz  Mode Sweep

M1[1] 4.07 dEm|
2.480011200 GHz

1.188081192 MHz

20 d

Occ By

_ v iy ‘”"‘L/\\g

40 dBm

50 d

-60 d

CF 2.48 GHz

Marker

Type | Ref | Trc |
ML

10001 pts Span 2.0 MHz

X-value 1

2.4800112 GHz
2.47939786 GHz
2.480585941 GHz

¥-value |
4.07 dBm

-11.16 dbm

-10.54 dBm

Function | Function Result |

T1 1
T2 1

Occ Bw 1.188081192 MHz
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR591512A

<3Mbps>

99% Occupied Bandwidth on Channel 00

99% Occupied Bandwidth on Channel 39

Spectrum 2 Spectrum 2
RefLevel 30.00 dém  Offset 24.53 0B w RBW 30 kHz RefLevel 30.00 dém  Offset 24.32 0B w RBW 30 kHz
o att 208 @ SWT  10.1ms @ VBW 100 kiz  Mode Sweep o Att 20 dB @ SWT  10.1ms @ VBW 100 kiz__ Mode Sweep
@ 1Pk View @ 1Pk View
M1[1] 3.64 dBm)| M1[1] 3.75 dBm)|
. 2.402022600 GHz| . 2.441017400 GHz|
20 Occ Bw 1.175282472 MHz| 20 Occ Bw 1.178682132 MHz|
10 d 10 d Tl
X, X,
0dB v, o APV 0dB o — S i
,r«"‘""’w —\/‘\v,/\. G A LAy s
-10 d = -10 d
-20 de f -20 de
20 df - 20 df
K 5 K &
amarn
40 dfim -40 dBm
50 o 50 o
60 de 60 de
CF 2.402 GHz 10001 pts Span 2.0 MHz CF 2.441 GHz 10001 pts Span 2.0 MHz
Marker Marker
Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result | Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result |
ML 2.4020226 GHz 3.64 dBm ML 1 2.4410174 GHz 3.75 dBm
L 1 2.401435056 GHz -10.66 dBm Occ Bw 1.175282472 MHz L 1 2.440427257 GHz -10.60 dBm Occ Bw 1.178682132 MHz
T2 1 2.402610339 GHz -9.60 dBm T2 1 2.441605039 GHz -9.42 dBm
[ il NRARRED e [

99% Occupied Bandwidth on Channel 78

ctrum “.?J
RefLevel 30.00 dBm _ Offset 24.45 0B @ RBW 30 iz

po Att 20 08 & SWT 10.1 ms & VBW 100 kHz
[@ 17k view

Mode Sweep

M1[1) +.04 dBm|
; 2.480008400 GHz
=0 Occ Bw 1.180681932 MHz

0dB o, {-/""\/w
NM«MJ
-10 df >

"\/‘“\»m«\ﬁ b

50 d

-60 d

CF 2.48 GHz

Marker

Type | Ref | Trc |
ML 1

10001 pts Span 2.0 MHz

X-value 1

2.4300084 GHz
2.479420058 GHz
2.48080074 GHz

¥-value |
4.04 0Bm

~10.39 dbm
-9.04 dBm

Function | Function Result |

T1 1

Occ Bw
T2 1

1.180681932 MHz
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swanranas. FCC RADIO TEST REPORT Report No. : FR591512A

<1Mbps>

Low Band Edge Plot on Channel 00 High Band Edge Plot on Channel 78

Spectrum - Spectrum 2
Ref Level 30.00 d8m  Offset 24.53 0B & RBW 100 kHz Ref Level 30.00 d8m  Offset 24,45 0B w RBW 100 kHz
I+ Att 20 B @ SWT 5ms @ VBW 300 kHz  Mode Sweep }o Att 20 dB @ SWT 5ms @ VBW 300 kHz  Mode Sweep
(@ 17K view (@ 17K view
M1[1] 12.92 dBm M1[1] 12.79 dBm
2.3954810 GHz| 2.4858770 GHz|
20 dBm 20 dBm
Fodem——01 10511 der [ardem—rt
I‘l
0db ¢ 0db
b
“A0dET———D02 -2.43% dBn - =torth derm
f |
|
-20 de -20 de
/ )
/ | / \
-30 df f -30d N
I \\ '\
-40 dBm I - ; -40 ditfn - -
IWIITRIV TRYE P SRRy ;w\ufw (T RPSPIRTAY SN ¥ "l g e A saning L !mle Dy ST AR T R T R P e
-0 d -0 d
60 d 60 d
r‘1 F1
Start 2.39 GHz 691 pts Stop 2.405 GHz Start 2.4775 GHz 691 pts Stop 2.4945 GHz
Markar Markar
Type | Raf | Trc | X-value 1 ¥-valus |__Function | Function Result | Type | Raf | Trc | X-value 1 ¥-valus |__Function | Function Result |
[ 1 2.395481 GHz -42.92 dBm [ 1 2.4B5677 GHz -42.79 dBm
L JL J [ | EECEEEENT
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swanranas. FCC RADIO TEST REPORT Report No. : FR591512A

<2Mbps>

Low Band Edge Plot on Channel 00 High Band Edge Plot on Channel 78

Spectrum 2 Spectrum 2
Ref Level 30.00 d8m  Offset 24.53 0B & RBW 100 kHz Ref Level 30.00 d8m  Offset 24,45 0B w RBW 100 kHz
I+ Att 20 B @ SWT 5ms @ VBW 300 kHz  Mode Sweep }o Att 20 dB @ SWT 5ms @ VBW 300 kHz  Mode Sweep
(@ 17K view (@ 17K view
M1[1] 11.09 dBm M1[1] 11.74 dBm
2.3998010 GHz| 2.4900590 GHz|
20 dBm 20 dBm
10 d 10 d +
D1 6,363 dBm 0 3m
A
0db ! \\ 0db
i
od / ! od |
2 { 1 593 dBnr
3 | T -
-20 de T -20 de I T
X J \ | oy | l
30d ; 30 df \J
‘l’ W { \{
M1 ) M1
-40 dBm ~40 dam
y X
Ao U PPN TP FUPE I S i A, - [N VY S IS IO FPRTUTTN [ S AR A
-0 d -0 d
60 d 60 d
r‘1 F1
Start 2.39 GHz 691 pts Stop 2.405 GHz Start 2.4775 GHz 691 pts Stop 2.4945 GHz
Markar Markar
Type | Raf | Trc | X-value 1 ¥-valus |__Function | Function Result | Type | Raf | Trc | X-value 1 ¥-valus |__Function | Function Result |
[ 1 2.399801 GHz -41.00 dBm [ 1 2.490059 GHz -41.74 dém
L JL J [ ERREERE N
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swanranas. FCC RADIO TEST REPORT Report No. : FR591512A

<3Mbps>

Low Band Edge Plot on Channel 00 High Band Edge Plot on Channel 78
Spectrum 2 Spectrum -
RefLevel 30.00 dém  Offset 24.53 0B w RBW 100 kHz RefLevel 30.00 dBm  Offset 24.45 0B w RBW 100 kHz
I+ Att 20 B @ SWT 5ms @ VBW 300 kHz  Mode Sweep }o Att 20 dB @ SWT 5ms @ VBW 300 kHz  Mode Sweep
[@ 1Pk View [@ 1Pk View
M1[1] 39.32 dBm)| M1[1] 42.27 dBm
2.3994750 GHz| 2.4874520 GHz|
20 dBm 20 dBm
10 d 10 d |
D1 6,579 dBm o am
L
0db - - 0db \
[ [
-10 d 1 -10 d I +
D2 -13.021 dBn f 1 D2 -12.656 dBn
|
20 d - \‘ 20 d
] | j'v\‘ | A
-30 d = -30 df —t
e | S Y W\ i |
! h 4 { d | M1
-40 dBm =T — -0 dam L2
SRR NP YR PO RSO Yt NPT T IS WL AT T e LTI SR FET IPRTSPI MO 1 [ EONPR W GO ST HU Y PAPSSETIL TN S
50 d 50 d
-0 d -0 d
"‘1 F1
Start 2.99 GHz 691 pts Stop 2.405 GHz Start 2.4775 GHz 691 pts Stop 2.4935 GHz
Markar Markar
Type | Raf | Trc | X-value 1 ¥-valus |__Function | Function Result | Type | Raf | Trc | X-value 1 ¥-valus |__Function | Function Result |
ML 1 2,399475 GHz 39,32 dBm ML 1 2,487452 GHz ~42.27 dBm
- — -
L JL J [ | EECEEEENT L I J [ | EECEEEENT
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swanranas. FCC RADIO TEST REPORT Report No. : FR591512A

Hopping Mode Band Edges|
<1Mbps>

Hopping Mode Low Band Edge Plot Hopping Mode High Band Edge Plot
Spectrum “.PJ Spectrum “.PJ
Ref Level 30.00 dBm Offset 24,53 dB & RBW 100 kHz Ref Level 30.00 dBm Offset 24,45 di & RBW 100 kHz
lo Att 20 dB & SWT 5ms @ VBW 300 kHz  Mode Sweep po Att 20 dB & SWT 5 ms & VBW 300 kHz  Mode Sweep
|@ 1Pk View |@ 1Pk View
M1[1] 41.93 dBm M1[1] 42.33 dBm
2.3922900 GHz| 2.4854340 GHz|
20 dém 20 dém
odsm=——01 10.530 d&n w7 " W"?L 10.623 dBn
‘ ] JJ L P dr \| [ 1
0db f dbip—t /
AR T 7 VT 7
J \I,IJ 1 IJ W )N "\‘
=tOus=——===02 -0.461 dBm '’ =10 D2 -\U. 77 dBm
|
-20 d Jl’ -20 d T
-30 df + -30 df t
[
-40 dBm - ‘[fl -40 dBm ot i
WESURFIETS VYN FRU FIFPURTRSY! SESRETYY,| SRR FITN B SN ) () I 1. VUVPITR N O . BUNIPRITS WIS R SRS PYY FIRPR FYSPTPASEN (e
50 d 50 d
-6 df 60 df
"‘1 F1
Start 2.39 GHz 691 pts Stop 2.405 GHz Start 2.4775 GHz 691 pts Stop 2.4945 GHz
Markar Markar
Type | Raf | Trc | X-value 1 ¥-valus |__Function | Function Result | Type | Raf | Trc | X-value 1 ¥-valus |__Function | Function Result |
1 2.39229 GHz -41.93 dBm 1 2 485434 GHz -42.33 dBm
[ il ] [ [ il ] [
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SPORTON LAB.

FCC RADIO TEST REPORT Report No. : FR591512A

<2Mbps>

Hopping Mode Low Band Edge Plot Hopping Mode High Band Edge Plot
Spectrum - Spectrum -
Ref Level 30.00 dBm Offset 24,53 dB & RBW 100 kHz Ref Level 30.00 dBm Offset 24,45 di & RBW 100 kHz
be Att 20 dB @ SWT 5ms @ VBW 300 kHz  Mode Sweep po Att 20 dB @ SWT 5ms @ VBW 300 kHz  Mode Sweep
@ 1Pk View @ 1Pk View
M1[1] 10.26 dBm M1[1] 12.24 dBm
2.3995190 GHz 2.4881160 GHz
20 dém 20 dém
10 d 10 d
D1 WL, ¥ 7 A
A RO [
o P | AT PEll o
i |
-10 ﬂ -10 e L
D2 -13.23 " D2 -13.086 dB
20 di - -20 d !
|
i bl i LN
-30 . -30
T |
M1 A | M.
-40 dBm -l | -40 dBm T 2
SR RTR Y COWRR PN PITN KRV SPOL AP 7P IRPRRTIPE ST PTS (TP T LIPRRT) BRPYE T AR TSI YT PP 1 .L-,..A, TP VTR CIFFSIWPITY ST
=50 df =50 df
60 df 60 df
F1 F1
Start 2.39 GHz 691 pts Stop 2.405 GHz Start 2.4775 GHz 691 pts Stop 2.4945 GHz
Markar Markar
Type | Raf | Trc | X-value 1 ¥-valus |__Function | Function Result | Type | Raf | Trc | X-value 1 ¥-valus |__Function | Function Result |
M1 1 2369519 GHz -40.26 dBm M1 1 2 488116 GHz -42.24 dBm
L )y U e L )y HRAHRR e

Page Number

1 A2-16 of 20




SPORTON LAB.

FCC RADIO TEST REPORT Report No. : FR591512A

<3Mbps>

Hopping Mode Low Band Edge Plot Hopping Mode High Band Edge Plot
Spectrum - Spectrum -
RefLevel 30.00 dém  Offset 24.53 0B w RBW 100 kHz RefLevel 30.00 dBm  Offset 24.45 0B w RBW 100 kHz
I+ Att 20 B @ SWT 5ms @ VBW 300 kHz  Mode Sweep }o Att 20 dB @ SWT 5ms @ VBW 300 kHz  Mode Sweep
|@ 1Pk View |@ 1Pk View
M1[1] 10.91 dBm M1[1] 42.52 dBm
2.3996490 GHz| 2.4852130 GHz|
20 dBm 20 dBm
10 d | 10 d o
D1 6.804 der r . D1 7.296 dEm
ST T S
0 vl LANAY: L, e
10 d L -1 d
D2 -13.196 dbs J,} D2 -12.704 dBr
-20 de -20 de l
/ L i
30d h -30d Wy
i | M M1
-40 dBm T -40 dBm
o) DN SV DPPSTIUUUT WU R | - LTI WSV FSUY S GPUN AU S PRI P ——
50 d 50 d
60 d -0 d
r‘1 F1
Start 2.99 GHz 691 pts Stop 2.405 GHz Start 2.4775 GHz 691 pts Stop 2.4935 GHz
Markar Markar
Type | Raf | Trc | X-value 1 ¥-valus |__Function | Function Result | Type | Raf | Trc | X-value 1 ¥-valus |__Function | Function Result |
ML 1 2,390640 GHz ~40.91 dBm ML 1 2,485213 GHz ~42.52 dBm
L )i [Ty L )i (IR
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR591512A

IConducted Spurious Emission|
<1Mbps>

CSE Plot on Low Ch between 30MHz ~ 1 GHz

CSE Plot on Low Ch between 1GHz ~ 26.5GHz

o e
Ref Level 30.00 dBm  Offset 24.53 GB = RBW 100 kHz Ref Level 30.00 dem  Dffset 24 53 0B = RBW 100 kHz
o Att 20d8  SWT  30.1ms @ VBW 300kH: Mode Sweep o Att 20ds  SWT  255ms @ VBW 300kH: Mode Swesp
(@ 1Pk View @ 1Pk view
[ZFTEY] +0.53 dBm| M1 566 dBm|
923.7770 MHz o 2.402030 GHz
20 20 mM2[1] 26.02 dBm)|
15.636090 GHz
10 d
0 dém
15 2 -10.323 dBr
-20
30
; A NN A s
60
“50
Start 1.0 GHz 30001 pts Stop 26.5 GHz
Start 90.0 MHz 30001 pts Stop 1.0 GHz Marker
Marker Type | Ref | Tre | X-value | v-value | Function | Function Result
Type | Ref | Trc | X-value Y-value |__Function | Function Result | ML 1 2.40203 GHz 9.68 dBm
1 T 523.777 MRz ~43.53 aBrm iz 1 15.63609 GHz -36.02 dBm
L JL J EEREREN T L JL ] [EEEEEEE o)

CSE Plot on Mid. Ch between 30MHz ~ 1 GHz

Ref Level 30,00 dem  Offset 24,32 dB e RBW 100 kHZ Ref Level 30.00 dem  Offset 2432 ob = RBW 100 kHz
= ALt 20 dB SWT 30.1 ms & VBW 300 kHz Mode Sweep = Att 20 dB BWT 255 ms & VBW 300 kHz Mode Sweep
[@1Pk view [ 17k view
ZETES] 12,90 dBm MI[1] dBm|
200 MHz, o ) GHz,
20 =0 mMz2[1] a7.46 dBm)|
M1 15.699840 GHZ|
104 110,11 |\
0 dim Dc |
& Dz -9.882 dBm
20 -20
-320
30 d [
40
MW o
60
60 d
Start 1.0 GHZ 30001 pts Stop 26.5 GHZ
Start 50.0 Mz 30001 pts Stop 1.0 Gz Marker
Marker Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result
Type | Ref | Tre| X-value | Y-valug |_Function | Function Result | ML 1 2.44113 GHz 10.12 dém
1 T 703,62 MHz 4250 dBm 1z 1 15.69984 GHz -37.46 dBm
L JU ] [EERRER ) L JL J HRREREED e

CSE Plot on High Ch between 30MHz ~ 1 GHz

CSE Plot on High Ch between 1GHz ~ 26.5GHz

Spec ¥ = Spe =
Ref Level 30.00 dBm  Offset 2445 OB = RBW 100 kHz Ref Level 30.00 dom  Dffset 24 45 0B = RBW 100 kHz
o Att 20dB  SWT  30.1ms @ VBW 300kH: Mode Sweep o Att 20ds  SWT  255ms @ VBW 300kH: Mode Swesp
(@ 1Pk View @ 1Pk view
[ZFTEY] +2.92 dBm| M1 560 dBm|
927.3010 MHz o 2.480230 GHz
20 20 mM2[1] a2 dBm
T 15.591040 GHz
10 d 10 day . 4
0 dem o
10 dBm=—tr .11 ooo B -1n -
20 20
-a0
30 d [
-4
-40
sl —— Apbrrs i) .
60
60
Starl 1.0 GHz 30001 pts Stop 26.5 GHz
Start 50.0 MHz [0001 pts Stop 1.0 GHz Marker
Marker Type | Ref | Tre | X-value | v-value | Function | Function Result
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | ML 1 2.48023 GHz 8.80 dBm
M1 T 527.301 MHZ ~42.92 a8 iz 1 15.59104 GHz -37.32 dBm
L TU WRRR e I
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SPORTON LAB.

FCC RADIO TEST REPORT Report No. : FR591512A

<2Mbps>

CSE Plot on Low Ch between 30MHz ~ 1 GHz

CSE Plot on Low Ch between 1GHz ~ 26.5GHz

Ref Level 30.00 dBm  Offset 24.53 GB = RBW 100 kHz Ref Level 30.00 dem  Dffset 24 53 0B = RBW 100 kHz
o Att 20d8  SWT  30.1ms @ VBW 300kH: Mode Sweep o Att 20ds  SWT  255ms @ VBW 300kH: Mode Swesp
(@ 1Pk View @ 1Pk view
[ZFTEY] +2.20 dBm| M1 .08 db
984.3670 MHz o 2.402030 GHz
20 20 mM2[1] 47.04 dBm)|
15.602940 GHz
d 10 dm
10 i
0 dem o
10 o
10d D2 -13.922
- ao 2 -1 B
20 20
-30 dy
30 ™
a0
-40
60
“50
Start 1.0 GHz 30001 pts Stop 26.5 GHz
Start 90.0 MHz 30001 pts Stop 1.0 GHz Marker
Marker Type | Ref | Tre | X-value | v-value | Function | Function Result
Type | Ref | Trc | X-value Y-value |__Function | Function Result | ML 1 2.40203 GHz 6.08 dBm
1 T 584.357 MAz —42.29 a8 iz 1 15.50294 GHz -37.04 dBm
L il J [ EEEEREE) L JL J [ EEEEEEE )

CSE Plot on Mid. Ch between 30MHz ~ 1 GHz

CSE Plot on Mid. Ch between 1GHz ~ 26.5GHz

Ref Level 30,00 dem  Offset 24,32 dB e RBW 100 kHZ Ref Level 30.00 dem  Offset 2432 ob = RBW 100 kHz
l=_at 20d8 _ SWT 301 ms @ VBW 300 kHz _ Mode Sweep = _att 20 dB  SWT 255 ms e VBW 300 kHz _Made Sweep
[@1Pk view [ 17k view
CETES] 12.88 dBm MI[1] 5.81dBm|
932.3120 MH?| o 2.441130 GHz|
20 =0 mMz2[1] 26.42 dBm)|
040 GHz
10 d 10 dmart
D1
0 dim Dc
10 d -1
20 -z0
30 -
30 df T
40
-40
[l st oo e s de i e T T A ] o
60
60 d
Start 1.0 GHZ 30001 pts Stop 26.5 GHZ
Start 50.0 Mz 30001 pts Stop 1.0 Gz Marker
Marker Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result
Type | Ref | Tre| X-value | Y-valug |_Function | Function Result | ML 1 2.44113 GHz 5.681 dém
1 T 532,312 MHz 4260 dBm 1z 1 15.52304 GHz -35.42 dBm
L JU ] LD e L JL J [TTERERE)

CSE Plot on High Ch between 1GHz ~ 26.5GHz

o G
Ref Level 30.00 dBm  Offset 2445 OB = RBW 100 kHz Ref Level 30.00 dom  Dffset 24 45 0B = RBW 100 kHz
o Att 20dB  SWT  30.1ms @ VBW 300kH: Mode Sweep o Att 20ds  SWT  255ms @ VBW 300kH: Mode Swesp
(@ 1Pk View @ 1Pk view
[ZFTEY] +2.87 dBm| M1 &40 dBm|
747.9400 MHz o 2.480230 GHz
20 20 mM2[1] a7.41 dBm)|
15.656490 GHz
10d 10 debf-
0 dém
10 df
Z -13.523 dBr
-20
30 d [
-40 L
60
60
Starl 1.0 GHz 30001 pts Stop 26.5 GHz
Start 50.0 MHz [0001 pts Stop 1.0 GHz Marker
Marker Type | Ref | Trc | X-value Y-value | _Function | Function Result
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | ML 1 2.48023 GHz 6.48 dBm
1 T 747.34 FHZ ~42.87 aBm iz 1 15.65649 GHz -37.41 dBm
L il J el e L JL J EEEEREE )
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<3Mbps>

CSE Plot on Low Ch between 30MHz ~ 1 GHz

CSE Plot on Low Ch between 1GHz ~ 26.5GHz

Ref Level 30.00 dBm  Offset 24.53 GB = RBW 100 kHz Ref Level 30.00 dem  Dffset 24 53 0B = RBW 100 kHz
o At 20d8  SWT 301 ms @ VBW 300kHz Mode Sweep = Att 208 SWT  255ms @ VBW 300 kHz _Mode Sweep
(@171 view (@17 view
M1l 33,15 dBm| M1
917.7950 MHz o 2
20 20 mM2[1]
15.610590 GHz
10 d 10 dam
r 1
0 dem o
10d -
Dz 142 dBm '
20 20
-30 dy
30
-40 . a0
e e e I I e
60
“50
Start 1.0 GHz 30001 pts Stop 26.5 GHz
Start 90.0 MHz 30001 pts Stop 1.0 GHz Marker
Marker Type | Ref | Tre | X-value | v¥-value | Function | Function Result
Type | Ref | Trc | X-value Y-value |__Function | Function Result | ML 1 2.40203 GHz 5.56 dBm
1 T 517.795 MRz ~43.15 a8 iz 1 15.51059 GHz -37.45 dBm
L JU )| [T EEEEEEE) L JL J [EEEEEEE o)

CSE Plot on Mid. Ch between 30MHz ~ 1 GHz

CSE Plot on Mid. Ch between 1GHz ~ 26.5GHz

Ref Level 30,00 dem  Offset 24,32 dB e RBW 100 kHZ Ref Level 30.00 dem  Offset 2432 ob = RBW 100 kHz
l=_at 20d8 _ SWT 301 ms @ VBW 300 kHz _ Mode Sweep = _att 20 dB  SWT 255 ms e VBW 300 kHz _Made Sweep
[@1Pk view [ 17k view
CETES] 15,10 dBm EIEy] 6.52 dBm|
£73.3060 MH?| o 2.441130 GHz|
20 =0 mMz2[1] 26.68 dBm)|
92740 GHz
10 d 10 défy
0 dim Dc
10 d
10 d dBn
0 dBrm 3.490 dim
20 -20
-320
30 d
0
w1
-40
USRS PR RO A% FRRPAOD e e bk et anan it
60
60 d
Start 1.0 GHZ 30001 pts Stop 26.5 GHZ
Start 50.0 Mz 30001 pts Stop 1.0 Gz Marker
Marker Type | Ref | Trc | X-value 1 ¥-value |__Function | Function Result
Type | Ref | Tre| X-value | Y-valug |_Function | Function Result | ML 1 2.44113 GHz 6.52 dBm
1 T 73,306 MHz 4310 dBm 1z 1 15.59274 GHz -35.56 dBm
L JU ] [T EEEEREE) L JL J EERRRE )

CSE Plot on High Ch between 30MHz ~ 1 GHz

(=]

Ref Level 30.00 dBm
fo At

Offset 2445 ab = RBW 100 kHz
20de  SWT

=

Ref Level 30.00 dém  Offset 2445 ob @ RBW 100 kHz

30.1 ms @ VBW 300 kHz _Mode Sweep = Att 208 SWT  255ms @ VBW 300 kHz _Mode Sweep
(@171 view (@17 view
M1l dim ™M1 .76 dBm|
748.6650 MHz o 2.480
20 20 mM2[1]
15.630990 GHz
10 d 10 di
6761 di-w
0 dem o
10d - Dz -13.299 db
20 20
-a0
30 d
" -40
-40
mwmm 0
60
60
Starl 1.0 GHz 30001 pts Stop 26.5 GHz
Start 50.0 MHz [0001 pts Stop 1.0 GHz Marker
Marker Type | Ref | Trc | X-value Y-value | _Function | Function Result
Type | Ref | Trc | X-value | Y-value |__Function | Function Result | ML 1 2.48023 GHz 6.76 dBm
1 T 748.655 MHZ ~43.35 aBrm iz 1 15.63099 GHz -36.57 dBm
[ T ] TR W6 I
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swanranas. FCC RADIO TEST REPORT Report No. : FR591512A

Appendix B. AC Conducted Emission Test Results

Temperature : 23~26C
Relative Humidity : (45~55%

Test Engineer : |Calvin Wang
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Report No. FR4D1714-12A
CO05-HY 10/8/2025

EUT Information
Report NO : 591512
Test Mode : Mode 1
Test Voltage : 120Vac/60Hz
Phase : Line

Full Spectrum

1001

60-\ ll-(( ISED-OP LimifatMain Ports

Level in dBuV

0 } } } —+—— } } } } —+—— }
150k 30040000 8001M 2M  3M 4M5M6 8 10M 20M 30M
Frequency in Hz

Final Result

Frequency QuasiPeak | CAverage Limit Margin Line Filter | Corr.
(MHz) (dBuv) (dBuV) (dBuV) (dB) (dB)
0.152250 18.33 55.88 3755 | L1 OFF 19.8
0.152250 20.67 65.88 4521 | L1 OFF 19.8
0.231000 14.39 52.41 38.02 | L1 OFF 19.8
0.231000 16.10 62.41 46.31 | L1 OFF 19.8
0.588750 13.01 46.00 3299 | L1 OFF 19.8
0.588750 14.34 56.00 41.66 | L1 OFF 19.8
2.384250 13.89 46.00 32.11 | L1 OFF 19.8
2.384250 15.11 56.00 40.89 | L1 OFF 19.8
13.769250 15.36 50.00 3464 | L1 OFF 20.2
13.769250 17.03 60.00 4297 | L1 OFF 20.2
23.068500 18.70 50.00 31.30 | L1 OFF 19.9
23.068500 22.19 60.00 37.81 | L1 OFF 19.9
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Report No. FR4D1714-12A
CO05-HY 10/8/2025

EUT Information

Report NO : 591512
Test Mode : Mode 1
Test Voltage : 120Vac/60Hz
Phase : Neutral

Full Spectrum

1001

60-\ ll-(( ISED-OP LimifatMain Ports

Level in dBuV
(6)]
Q

0 } } } —+—— } } } } —+—— }
150k 30040000 8001M 2M  3M 4M5M6 8 10M 20M 30M
Frequency in Hz

Final Result

Frequency QuasiPeak | CAverage Limit Margin Line Filter | Corr.
(MHz) (dBuv) (dBuV) (dBuV) (dB) (dB)
0.152250 18.22 55.88 37.66 | N OFF 19.8
0.152250 20.45 65.88 4543 | N OFF 19.8
0.287250 13.77 50.60 36.83 | N OFF 19.8
0.287250 15.39 60.60 4521 | N OFF 19.8
0.692250 12.97 46.00 33.03 | N OFF 19.8
0.692250 14.08 56.00 4192 | N OFF 19.8
4.326000 15.01 46.00 30.99 | N OFF 19.9
4.326000 16.30 56.00 39.70 | N OFF 19.9
13.353000 16.06 50.00 3394 | N OFF 20.2
13.353000 18.31 60.00 41.69 | N OFF 20.2
23.219250 18.75 50.00 31.25 | N OFF 20.0
23.219250 22.48 60.00 3752 | N OFF 20.0
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samanas. FCC RADIO TEST REPORT Report No. : FR591512A

Appendix C.Radiated Spurious Emission Test Data

Temperature : 20.8~28.1°C

Test Engineer : Jesse Wang, Stan Hsieh, Ken Wu

Relative Humidity : [54.6~66.8%

Note symbol

-L Low channel location

-R | High channel location
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samanas. FCC RADIO TEST REPORT Report No. : FR591512A

C1l. Radiated Spurious Emission Test Modes

Band Data
Mode Antenna Modulation Channel Frequency RU | Remark
(MHz) Rate
Mode 1 2400-2483.5 1 Bluetooth BR_GFSK 00 2402 1Mbps - -
Mode 2 2400-2483.5 1 Bluetooth BR_GFSK 39 2441 1Mbps - -
Mode 3 2400-2483.5 1 Bluetooth BR_GFSK 78 2480 1Mbps - -
Mode 23 2400-2483.5 1 Bluetooth BR_GFSK 78 2480 1Mbps - SHF
Mode 24 2400-2483.5 1 Bluetooth BR_GFSK 78 2480 1Mbps - LF

Page Number : C2 of C19




SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR591512A

C2. Summary of each worse mode

Freq. Level Limit Margin Peak
Mode Modulation Ch. Pol. Result = RU Remark
(MHz) (dBuV/m) | (dBuV/m) | (dB) Avg.
Bluetooth BR_GFSK | 00 | 2366.76 46.43 74.00 -27.57 H Peak | Pass - Band Edge
1
Bluetooth BR_GFSK | 00 | 4804.00 42.56 74.00 -31.44 V | Peak @ Pass - Harmonic
Bluetooth BR_GFSK | 39 | 2498.64 48.07 74.00 -25.93 H Peak | Pass - | Band Edge
2
Bluetooth BR_GFSK | 39 | 7323.00 44.75 74.00 -29.25 V | Peak @ Pass - Harmonic
Bluetooth BR_GFSK | 78 | 2483.56 53.60 74.00 -20.40 V | Peak @ Pass - | Band Edge
3
Bluetooth BR_GFSK | 78 | 7440.00 48.96 74.00 -25.04 V | Peak @ Pass - Harmonic
23 SHF 78 | 24972.00 38.35 74.00 -35.65 V | Peak | Pass - SHF
24 LF 78 30.00 31.93 40.00 -8.07 V | Peak | Pass - LF
Page Number : C3 of C19
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Report No. : FR591512A

Pol. Horizontal Fundamental
3 oLevel (dBuVim) Date: 20251018 - Level [dBVim) Date: 20251018
1225 12251
105 105
75 875
/ PEAK T4,
0, 00
52 1 MAH 52.
A B A vy disinail A
A . ot ol Sl HAWW"I'W me " ST, C
kLY kLY
17! 17!
Peak
2210 23284 23652 23836 2102 1000 1400, 1800, 2200, 2600. 3000
Frequency (MHz) Frequency (MHz)
Site * B3CHET-HY Site + B3CHET-HY
Condition: PEAK BE_74 3m HF_ANT_@0875962 HORIZONTAL Condition: PEAK 74 3m HF_ANT_0@A75962 HORIZONTAL
+ RBHW:1080.000kHz VBW:3000,B08kHz SWT:Auto + RBW:1000.00KkHz VBl:3000. 60BkHz SWT:Auto
Linit Read  Ant Cable Preamp  Aux  APos  Thos Linit Read  Ant Cable Preamp  Aux  APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark Freq Level Line Margin Level Factor Loss Factor Factor Remark
Pz dBuV/m dBu/m  dB dBwv dB/m dB B A8 deg Mz dBul/m dBuV/m B dBwV dB/m A8 dB A8 deg
1 266,76 46.43 74,00 -27.57 40.77 32.00 8,32 34.66 .00 388 133 Peak 1 2402.00 102.89 ---- 97.08 32.18 B8.38 34.67 .08 388 133 Peak
2 2366.76 21.64 54.00 -32.36 -- - -- -- -- - -- AVERAGE 2 - - - - - - -~ Average
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FCC RADIO TEST REPORT

Report No. : FR591512A

Pol. Vertical Fundamental
3 oLevel (dBuVim) Date: 20251018 - Level [dBVim) Date: 20251018
1225 12251
105 105
75 875
r PEAK T4,
o, 700
* \ w‘f & b A o, AR g ot
w T - SRPTRIRIY S ey
17! 17!
Peak
2210 23284 23468 23652 23836 2102 1000 1400, 1800, 2200, 2600. 3000
Frequency (Whz) Frequency (k)
Site * B3CHET-HY Site + B3CHET-HY
Condition: PEAK BE_74 3m HF_ANT_@@B75962 VERTICAL Condition: PEAK 74 3m HF_ANT 8@A75962 VERTICAL
+ REHW:1080.000kHz VBW:3000,B08kHz SWT:Auto + RBW:1000.000KkHz VB:3000.B0BkHZ SWT:Auto
Linit Read  Ant Cable Preamp  Aux  APos  Thos Linit Read  Ant Cable Preamp  Aux  APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark Freq Level Line Margin Level Factor Loss Factor Factor Remark
Pz dBuV/m dBu/m  dB dBwv dB/m dB B A8 deg Mz dBul/m dBuV/m B dBwV dB/m A8 0B dB o deg
1 267,13 46,31 74,00 -27.69 40.65 32.00 8,32 .66 .00 100 38 Peak 1 2402.00 103.98 ---- 98.17 32.16 B8.38 34.67 .08 180 33 Peak
2 2367.13 21.52 54.00 -32.48 -- - -- -- -- - -- AVERAGE 2 - - - - -

- == Average

Page Number

: C5 of C19




SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR591512A

Pol. Horizontal Vertica
1 Level(dBuim) Date: 20251018 1 Level{dBuVim) Date: 2025-10-18
1225 125
875 85
PEAK 74 PEAK 74
700 00,
5. AVG_54 R AVG_54
| A M . -
s 1 MWWMM""“‘“‘ wharor i 1WLW’”W" st el bt
a6 ) 380!
Peak
115 115
Avg
3000 6000, 9000 12000. 15000, 18000 3000 6000. 9000. 12000. 15000, 18000
Frequency {MHz) Frequency (MHz)
Site + B3CHA7-HY Site + B3CHe7-HY
Condition: PEAK 74 3m HF_ANT 08075962 HORIZONTAL Condition: PEAK 74 3m HF_ANT 075962 VERTICAL
Linit Read  Ant Cable Preamp Aux APos  TPos Linit Read  Ant Cable Preamp  Aux APos  TPos
Freq Llevel Line Margin Level Factor Loss Factor Factor Remark Freq level Line Margin Level Factor Loss Factor Factor Remark
Mz dBuV/m dBui/m B dBw/ dB/m dB A8 dB m deg Mz dBuV/m dBuV/m  dB dBw/ B/ dB B dB  m  deg
1 4B04.08 41.62 74.00 -32.38 52.75 34.29 11.93 58.41 1.6 - -- Peak 1 4884.08 42.56 74.00 -31.44 53.69 34.29 11.93 58.41 1.66 - -- Peak
2 43pd.00 16.83 S0 -7 - - - - e - - fverage 1 43400 1777 540 -8B - - - - - - - fverage
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Report No. : FR591512A

Pol. Horizontal Vertical
Date: 20254048 Date: 20254048
! 49Le\vel{imu\!!ln) i 49Lt}\rel{iiﬂu\mn)
1225 1225
5 15
00 00
14.47G
25 TG 24 o G 54
~14.5G
A Bl 30 e
Vg
{15 115
1470 1476, 14482, 14488, 14, 14500 1410 1476, 14482, 14488, 144, 14500
Frequency (MHz) Frequency (MHz)
Site @ O3CHOT-HY Site : O3CHAT-HY
Condition: AVG 54 3n HF ANT 0R875062 HORTZONTAL Condition: AVG 54 3n HF AT 00875062 VERTICAL
Date: 20254048 Date: 20254048
! 49Le\vel{imu\!!ln) i 49Lt}\rel{iiﬂu\mn)
1225 1225
5 15
00 00
17.7G
25 TG 24 o G 54
~18G
A Bl %0 .
Vg
{15 115
1700 17760, 17820, 17880, 17040, 18000 1700 17760, 17820, 17880, 17840, 16000
Frequency (MHz) Frequency (MHz)
Site @ O3CHOT-HY Site : O3CHAT-HY
Condition: AVG 54 3n HF ANT 0R875062 HORTZONTAL Condition: AVG 54 3n HF AT 00875062 VERTICAL
Page Number : C7 of C19
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FCC RADIO TEST REPORT

Report No. : FR591512A

Pol. Horizontal Fundamental
3 oLevel (dBuVim) Date: 20251018 - Level [dBVim) Date: 20251018
1225 125
105, 105, 1
7.5 875
’ PEAK T4,
0 700
52, y J/ 52! .
Suiee e lind e e s U R0 b P P " '
kLY kLY
17. 17!
Peak
20 23362 24 23886 1148 4 1000 1400, 1800, 2200, 2600. 3000
Frequency (MHz) Frequency (MHz)
Site * B3CHRT-HY Site + B3CHET-HY
Condition: PEAK_BE_74 3m HF_ANT 00075952 HORIZONTAL Condition: PEAK_74 3m HF_ANT_0@A75962 HORIZONTAL
+ RBi:1000.000kHz VBW:3000.000kHz SWT:Auto + RBW:1000.00KkHz VBl:3000. 60BkHz SWT:Auto
Limit Read  Ant Cable Preamp  Aux  APos  Thos Linit Read  Ant Cable Preamp  Aux  APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark Freq Level Line Margin Level Factor Loss Factor Factor Remark
Mz dBuv/m dBuV/m 0B BV dB/m  dB A8 dB  om  deg Pz dBul/m dBuV/m B dBWV  dB/m @ dB o deg
1 2387.68 48.06 74.80 -25.94 42,27 310 8.36 3467 080 371 145 Peak 1 2441.00 102.28 ---- 96.30 32.20 B8.45 34.67 .08 371 145 Peak
2 DBBLEE 23.27 54.80 -30.73 - - - - - - -~ AVERAGE 2 - - - - - Auerage

Page Number
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FCC RADIO TEST REPORT

Report No. : FR591512A

Pol. Horizontal Fundamental

- Level (dBuVim) Date: 20251018

1225

B7.5

\‘ PEAK_BE 74

70

a 1

17

Peak Blank
2144 24528 2646 1764 24882 2500
Frequency (MHz)

Site + B3CHAT-HY
Condition: PEAK BE_74 3m HF_ANT_@0875962 HORIZONTAL
+ REHW:1080.000kHz VBW:3000, B0BkHZ SWT:Auto

Linit Read  Ant Cable Preamp

Aux  APos  TPos

Freq Level Line Margin Level Factor Loss Factor Factor

PHz dBuV/m dBuv/m  dB dBuv dB/m  dB dB

1 249864 43.07 74.00 -25.03 41.62 3150 B.54 34.68 @.00 371 145 Peak

2 2498.64 23.28 54.00 -30.72 - - - -
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SPORTON LAB.

FCC RADIO TEST REPORT

Report No. : FR591512A

Pol. Vertical Fundamental

3 oLevel (dBuVim) Date: 20251018 - Level [dBVim) Date: 20251018
1225 12251

106, 105, 1

10 10!

7.5 875

{ PEAK T4,

0, 00

52, /l 5.

1 b
beyt. e ‘M.,NI mumu'"M Mt AL

340 3,

17. 17!

Peak
20 23362 24 23886 1148 14 1000 1400, 1800, 2200, 2600. 3000
Frequency (MHz) Frequency (MHz)
Site * B3CHRT-HY Site + B3CHET-HY
Condition: PEAK BE_74 3m HF_ANT 08075962 VERTICAL Condition: PEAK 74 3m HF_ANT 8@A75962 VERTICAL
+ RBW:1000.000kHz VBW:3000.000kHz SWT:Auto + RBW:1000.000KkHz VB:3000.B0BkHZ SWT:Auto
Limit Read  Ant Cable Preamp  Aux  APos  Thos Linit Read  Ant Cable Preamp  Aux  APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark Freq Level Line Margin Level Factor Loss Factor Factor Remark
Mz dBuv/m dBuV/m 0B BV dB/m  dB A8 dB  om  deg Mz dBul/m dBuV/m B dBwV dB/m A8 0B dB o deg
1 2385.33 45,78 74,00 -28.22 40.00 32,10 8.35 3467 0.00 126 42 Peak 1 2441.00 105.38 ---- 99.40 32.20 B8.45 34.67 .08 126 42 Peak
2 2385.33 20.99 54.00 -33.01 - - - - -- - -- AVERAGE 2 - - - - -

- == - Average
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Pol.

Vertical Fundamental
- Level (dBuVim) Date: 20251018
1225
105, \
875
} PEAK BE 74
70, |
i, MN
(T S AR
3,
1
Peak Blank
44 4528 U546 764 4882 2500
Frequency (MHz)
Site + B3CHAT-HY
Condition: PEAK BE_74 3m HF_ANT_@@875962 VERTICAL
+ RBW:1000.000kHz VBW: 3008, B0BkHz SHT:Auto
Linit Read  Ant Cable Preamp  Aux APos  TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark
PHz dBuV/m dBuv/m  dB dBuv dB/m  dB  d8 B on deg
1 2495.58 46.70 74.80 -27.30 49.28 32.56 8.54 34.68 0.0 126 12 Peak
2 2495.58 21.91 54.00 -32.89 -- - - -- -- - -- AVERAGE
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Pol. Horizontal Vertical
Lot dBuvim) Date: 2025-10-18 - Level dBuvim) Date: 2025-10-18
1225 1225
1050, 1050,
875 815
PEAK 74 PEAK 74
00 00
5 AVG_54) 52 AVG_54]
e ] 3 |
“’“""”‘”""’JWW i o it T e e e
350! 365.0!
Peak 175 115
Avg
3000 6000. 000. 12000 15000, 18000 3000 6000, 9000, 12000 15000, 18000
Frequency (MHz) Frequency (MHz)
Site + B3CHA7-HY Site + B3CHe7-HY
Condition: PEAK 74 3m HF_ANT 98075062 HORIZONTAL Condition: PEAK 74 3m HF_ANT 08075062 VERTICAL
Linit Read  Ant (able Preamp Aux APos  TPos Linit Read  Ant Cable Preamp  Aux APos  TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark Freq Level Line Margin Level Factor Loss Factor Factor Remark
Mz dBuv/m dBuv/m  dB dBuw dB/m B B dB m deg Mz dBuv/m dBuv/m  dB dBuy dB/fm B B dB  m deg
1 4832.08 42.41 74.00 -31.59 53.44 3428 12.63 8.5 @.99 - -- Peak 1 4882.08 42.69 74.08 -31.91 53.12 34.28 12.63 8.5 @.99 - - Peak
2 4882.00 17.62 54.80 -36.38 - - - - - - -- Average 2 4882.00 17.39 54.00 -36.70 - - - - - - -- Average
3 7323.08 43.53 74.00 -30.47 49.66 35.70 14.71 5778 116 - -- Peak 3732308 44.75 74.00 -29.25 50.88 35.7@ 14.71 5778 116 - - Peak
4 73308 18.74 54.80 -35.26 - - - - - - -~ Average 4 732308 19.96 54.00 -34.04 - - - - - - -- Average
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Pol. Horizontal Vertical
Date: 20254048 Date: 20254048
! 59Le\'el{mnmn) i 59Ltz\ml{imll\mn)
1225 1225
05 875
100 00
14.47G
25 TG 24 o G 54
~14.5G
A % N N I -
Vg
115 115
141 14476, 14482, 14488, 149, 14500 1410 14476, 14482, 14488, 1440, 14500
Frequency (MHz) Frequency (MHz)
Site @ O3CHOT-HY Site : O3CHAT-HY
Condition: AVG 54 3n HF ANT 0R875062 HORTZONTAL Condition: AVG 54 3n HF AT 00875062 VERTICAL
Date: 20254048 Date: 20254048
! 59Le\'el{mnmn) i 59Ltz\ml{imll\mn)
1225 1225
05 875
100 00
17.7G
25 TG 24 o G 54
~18G
A kLl i
Vg
115 115
17700 11760, 17820, 17880, 17940, 18000 11700 11760, 17820, 17880, 17940, 18000
Frequency (MHz) Frequency (MHz)
Site @ O3CHOT-HY Site : O3CHAT-HY
Condition: AVG 54 3n HF ANT 0R875062 HORTZONTAL Condition: AVG 54 3n HF AT 00875062 VERTICAL
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Pol. Horizontal Fundamental
3 oLevel (dBuVim) Date: 20251018 - Level [dBVim) Date: 20251018
1225 12251
105 105 1
W.‘\ 875
%’i PEAK BE 74 PEAK_T4
o, 700
1
52! i 1 52,
v i s R PP e e a I et
36 ki3
17! 17!
Peak
2480 2484, 1488, 2492, 2496, 2500 1000 1400, 1800. 2200, 2600, 3000
Frequency (MHz) Frequency (MHz)
Site * B3CHAT-HY Site + B3CHE7-HY
Condition: PEAK BE_74 3m HF_ANT_@0875962 HORIZONTAL Condition: PEAK 74 3m HF_ANT_0@A75962 HORIZONTAL
+ RBW:1000.000kHz VBW: 3008, B0BkHz SHT:Auto + RBW:1000.000kHz VB:3000.60BkHZ SWT:Auto
Linit Read  Ant Cable Preamp  Aux  APos  Thos Linit Read  Ant Cable Preamp  Aux  APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark Freq Level Line Margin Level Factor Loss Factor Factor Remark
PHz dBuV/mdBui/m  dB BV dB/m A8 B B on  deg dw dB/m &8 dB 4B on  deg
1 2489.82 47.62 74.00 -26.33 41.27 32.50 8.53 34.68 .08 362 137 Peak 1 9.90 3248 .51 34.68 0.08 362 137 Peak
2 2489.82 22.83 54.00 -31.17 -- - - -- -- - -- AVERAGE 2 - - - - - - -~ Average
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Pol. Vertical Fundamental
3 oLevel (dBuVim) Date: 20251018 - Level [dBVim) Date: 20251018
1225 12251
105 105 1
10! \ 10!
75 875
N PEAK BE 74 PEAK_T4
o, ! 700
1
52! 5 b I DTN
ok ‘ —— i
N WWWMW
3,
17! 17!
Peak
2480 2484, 1488, 2492, 2496, 2500 1000 1400, 1800. 2200, 2600, 3000
Frequency (MHz) Frequency (MHz)
Site * B3CHAT-HY Site + B3CHE7-HY
Condition: PEAK BE_74 3m HF_ANT_@@875962 VERTICAL Condition: PEAK 74 3m HF_ANT 8@A75962 VERTICAL
+ REHW:1080.000kHz VBW:3000, B0BkHZ SWT:Auto + RBW:1000.000kHz VB:3000.60BkHZ SWT:Auto
Linit Read  Ant Cable Preamp  Aux  APos  Thos Linit Read  Ant Cable Preamp  Aux  APos TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark Freq Level Line Margin Level Factor Loss Factor Factor Remark
Pz dBuV/m dBu/m  dB dBwv dB/m dB B A8 deg Mz dBul/m dBuV/m B dBwV dB/m A8 0B dB o deg
1 2483.56 53.60 74.00 -20.40 47.32 32.44 8.5 34.68 @.00 100 44 Peak 1 . g ---- 16034 3248 B.51 3468 0.0 189 44 Peak
2 M483.56 28.81 54.00 -25.19 .- - - - -- == -- AVERAGE 2 248080 BLTB ------ ----e- - - - e- 0 e- e - Auerage
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Pol. Horizontal Vertical
Lot dBuvim) Date: 2025-10-18 - Level dBuvim) Date: 2025-10-18
1225 1225
1050, 1050,
875 815
PEAK 74 PEAK 74
00 00
5 AVG_54) 52 AVG_54]
3 " tor v 1 bt A e
ennr v 9 Y A R ekt
350! 365.0!
Peak 175 115
Avg
3000 6000, 9000. 12000 15000, 18000 3000 6000, 9000, 12000, 15000, 18000
Frequency (MHz) Frequency (MHz)
Site + B3CHA7-HY Site + B3CHe7-HY
Condition: PEAK 74 3m HF_ANT 98075062 HORIZONTAL Condition: PEAK 74 3m HF_ANT 08075062 VERTICAL
Linit Read  Ant (able Preamp Aux APos  TPos Linit Read  Ant Cable Preamp  Aux APos  TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark Freq Level Line Margin Level Factor Loss Factor Factor Remark
Mz dBuv/m dBuv/m  dB dBuw dB/m B B dB m deg Mz dBuv/m dBuv/m  dB dBuy dB/fm B B dB  m deg
1 4960.08 43.79 74.00 -30.21 54.49 3.3 1214 S8.88 0.2  -- -- Peak 1 4960.00 44.50 74.00 -29.41 55.29 34.32 12,14 5B.88 .92 247 360 Peak
2 4968.00 19.60 54.80 -35.00 - - - - - - -- Average 2 4960.00 19.89 54.00 -34.20 - - - - - - -- Average
3 7440.08 43.16 74.00 -30.84 49.39 35.70 14.87 57.91 L1l - -- Peak 3 7440.00 48.95 74.00 -25.84 55.19 35.70 14.87 57.91 111 180 276 Peak
4 744008 18.37 54.80 -35.63 - - - - - - -~ Average 4 7Mp.e8 24.17 54.00 -29.83 - - - - - - -- Average
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Pol. Horizontal Vertical
Date: 20254048 Date: 20254048
! 59Le\'el{mnmn) i 59Ltz\ml{imll\mn)
1225 1225
05 875
100 00
14.47G
25 TG 24 o G 54
~14.5G
A H U [ e O S VR
Vg
115 115
141 14476, 14482, 14488, 149, 14500 1410 1476, 14482, 14488, 1440, 14500
Frequency (MHz) Frequency (MHz)
Site @ O3CHOT-HY Site : O3CHAT-HY
Condition: AVG 54 3n HF ANT 0R875062 HORTZONTAL Condition: AVG 54 3n HF AT 00875062 VERTICAL
Date: 20254048 Date: 20254048
! 59Le\'el{mnmn) i 59Ltz\ml{imll\mn)
1225 1225
05 875
100 00
17.7G
25 TG 24 o G 54
~18G
A B0 i
Vg
115 115
17700 AT760. 17820, 17880, 17940, 18000 11700 11760, 17820, 17880, 17940, 18000
Frequency (MHz) Frequency (MHz)
Site @ O3CHOT-HY Site : O3CHAT-HY
Condition: AVG 54 3n HF ANT 0R875062 HORTZONTAL Condition: AVG 54 3n HF AT 00875062 VERTICAL
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Pol. Horizontal Vertical
. LeveldBulim) Date: 20251018 . LoveldBuVim) Date: 2025-10-18
1225 1225
1050 1050
875 85
PEAK_T4] PEAK_74)
700 0.0,
AVG_54) AVG_54
525 525
1
]M - s " e, " o Iy " A ity L ][ll B irige A " ikl b T A My
Peak 115 115
18000 19400, 20800, 22200, 23600, 25000 18000 19400, 20800, 22200, 23600, 25000
Frequency (MHz) Frequency (MHz)
Site + B3CHA7-HY Site + B3CHe7-HY
Condition: PEAK 74 1m SHF-EHF_9178251 HORIZONTAL Condition: PEAK 74 Im SHF-EHF 9178251 VERTICAL
Linit Read  Ant (able Preamp  Aux APos  TPos Linit Read  Ant Cable Preamp  Aux APos  TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark Freq Level Line Margin Level Factor Loss Factor Factor Remark
Mz dBuV/m dBuV/m B dBw dB/m  dB  dB A8 om  deg Mz dBuV/m dBuV/m  dB B dB/m A8 dB A8 om  deg
1 21941.08 37.80 74.00 -36.20 51.65 38.86 17.43 59.80 -9.54 - -- Peak 1 2497208 38.35 74.0@ -35.65 47.26 39.280 18.75 57.30 -9.54 - -- Peak
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Pol. Horizontal Vertical
Level (dBuVIm) Date: 20251013 Level (dBuVIm) Date: 20251018
0. 0.
60. 60.
ap ap
0 = 0 =
— —
wo—1 wo—1
00 o it 00 i (e
i, et
9 3 N zo3 ey g
2, | Rl 2, )
200 e 200 4
QP/ 1001w 100
Peak 30 24 18, 12, 806. 1000 30 24 18 612, 806. 1000
Frequency (MHz) Frequency (MHz)
Site + B3CHET-HY Site + B3CHET-HY
Condition: QP 3m Bilog 35419 HORIZONTAL Condition: QP 3m Bilog 35419 VERTICAL
Linit Read  Ant Cable Preamp  Aux APos  TPos Linit Read  Ant Cable Preamp  Aux APos  TPos
Freq Level Line Margin Level Factor Loss Factor Factor Remark Freq Level Line Margin Level Factor Loss Factor Factor Remark
PHz dBuV/m dBuV/m  dB BV dB/m B dB B o deg PHz dBuV/m dBuV/m  dB dBV dB/m B dB dB o deg
1 30.6e 20.19 40.00 -19.81 25.48 23.68 1.82 29.99 .00 - -- Peak 1 30.6e 31.93 4e.ee -8.67 37.22 23.68 1.82 29.99 6.00 - -- Peak
2 9111 20.83 43.50 -22.67 34.12 14.94 1.71 29.94 o0.00 - -- Peak 2 91.11 24.28 43.58 -19.22 37.57 14.94 1.71 29.94 0.00 - -- Peak
3 152.22 22.59 43.50 -28.91 33.28 16.97 2.13 29.34 @.@@ - -- Peak 3 153.19 23.78 43.58 -19.72 34.51 16.91 2.19 29.33 ©.80 - -- Peak
4 24,80 27.34 46.00 -18.66 38.89 15.72 2.63 29.9% 0.08 - -- Peak 4 22400 23.27 46.08 -22.73 34.82 1572 2.63 19.90 0.0 - -- Peak
5 743.92 28.06 46.80 -17.94 2478 28.21 470 29.63 0.00 - -- Peak 5 B38.38 28.23 46.80 -17.77 23.89 20.28 5.86 29.20 .00 - -- Peak
6 958.29 29.58 46.80 -16.5 21.99 30.87 5.35 28.71 0.8 - -~ Peak 6 951.50 28.82 46.80 -17.13 21.55 30.69 5.33 28.75 .08 - -~ Peak
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Appendix D. Duty Cycle Plots

DHS5 on time (One Pulse) Plot on Channel 39 on time (Count Pulses) Plot on Channel 39
e i e - Sy T S
Marker 3 A 3.75000 ms ) BT RS et (RS Marker 1 42.2667 ms ‘
PNO: Wide =~ Trig: Free Run AvgHeld: 11 PNO: Wide —e- Trig:Free Run AvgHeld: 11
IF Gain:lL ow #Asten: 10 dB . - s&htl”mf’ IF Gain:Low #Amten: 10 dB

Ref 106.99 dBpV 3 Ref 106.99 dBpV

— - SRS R S " ~ S — - 1
' ¢ ;
‘Center 2.441000000 GHz Sp
IRes BW 1.0 MHz #VBW 1.0 MHz Sweep 10.00 ms (3001 pts)
SoT el s smuy
A On 001 dB
m

Center 2.441000000 GHz Span 0 Hz
Res BW 1.0 MHz #VBW 1.0 MHz Sweep 100.0 ms (3001 pts)
STATUS

Note:

1. Worst case Duty cycle = on time/100 milliseconds =2 * 2.88 / 100 = 5.76 %
2. Worst case Duty cycle correction factor = 20*log(Duty cycle) = -24.79 dB
3.  DH5 has the highest duty cycle worst case and is reported.

Duty Cycle Correction Factor Consideration for AFH mode:
Bluetooth normal hopping rate is 1600Hz and reduced to 800Hz in AFH mode; due to the reduced number of
hopping frequencies, with the same packet configuration the dwell time in each channel frequency within
100msec period is longer in AFH mode than normal mode.
In AFH mode, the minimum hopping frequencies are 20, to get the longest dwell time DH5 packet is observed;
the on time period to have DHS5 packet completing one hopping sequence is
2.88 ms x 20 channels = 57.6 ms
There cannot be 2 complete hopping sequences within 100ms period, considering the random hopping
behavior, maximum 2 hops can be possibly observed within the period. [100 ms / 57.6 ms ] = 2 hops
Thus, the maximum possible ON time:
2.88msx2=5.76ms
Worst case Duty Cycle Correction factor, which is derived from the maximum possible ON time,
20 x log(5.76 ms/100 ms) = -24.79 dB
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