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Statement for RF Exposure

Statement No.

15977069H

Customer

Optex Co Ltd

Description of EUT

MMwave Motion/Presence Sensor

Model Number of EUT

VECTERA T(US) Black

FCCID DC9-VCMMWRM
Issue Date April 21, 2026
Approver o

I)

UpMetnl o

Ryota Yamanaka
Engineer

The Information provided from the customer is as follows;
- Customer, Description of Equipment, Model Number of Equipment
The laboratory is exempted from liability of any results affected from the above information.

[FCC rule]

8§1.1310 Radiofrequency radiation exposure limits.
The criteria listed in table 1 shall be used to evaluate the environmental impact of human exposure to
radiofrequency (RF) radiation as specified in 8§1.1307(b), except in the case of portable devices which
shall be evaluated according to the provisions of §2.1093 of this chapter.

Table 1—Limits for Maximum Permissible Exposure (MPE)

Frequency range |Electric field strength |Magnetic field strength [Power density |Averaging time
(MHz) (V/m) (A/m) (mW/cm?) (minutes)
(A) Limits for Occupational/Controlled Exposures

0.3-3.0 614 1.63 *(100) 6

3.0-30 1842/t 4.89/f *(900/f2) 6

30—-300 61.4 0.163 1.0 6
300-1500 /300 6
1500-100,000 5 6

(B) Limits for General Population/Uncontrolled Exposure

0.3-1.34 614 1.63 *(100) 30
1.34-30 824/f 2.19/f *(180/f2) 30
30—-300 27.5 0.073 0.2 30
300-1500 f/1500 30
1500-100,000 1.0 30

f = frequency in MHz
* = Plane-wave equivalent power density
Note 1 to Table 1: Occupational/controlled limits apply in situations in which persons are exposed as a
consequence of their employment provided those persons are fully aware of the potential for exposure
and can exercise control over their exposure. Limits for occupational/controlled exposure also apply in
situations when an individual is transient through a location where occupational/controlled limits apply

provided he or she is made aware of the potential for exposure.

Note 2 to Table 1: General population/uncontrolled exposures apply in situations in which the general
public may be exposed, or in which persons that are exposed as a consequence of their employment may
not be fully aware of the potential for exposure or can not exercise control over their exposure.
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[Results]
mm wave Radar part
Mode Frequency Average | Separation Power Density
EIRP* Distance Result Limit
[GHz] [MW] [cm] [mW/cm?] | [mwWicm?]
Average Power 60.6 20.00 20 0.004 1

Calculating formula:
Power Density = Average EIRP / (4 * Pi * Separation Distance " 2)

*Average EIRP (Timed Average) was referred to in the “Operational Description” included in the application materials.

WLAN 2.4 GHz band part

Pth (mW) 3060 @8m) | 2050
Conducted P
f (GHZ) 2.462 onducted Fower e wy | 112.20
ERP 59 cm (MW) 3060 Antenna Gain (dBi) 3.26
d (cm) 20.0 EIRP (@Bm) 23.76
@m) | 2.6z
ERP
(MW) | 14521

The Maximum time-averaged power or ERP whichewer greater is 145.3 mW.
(Rounded up to two decimals place)

Bluetooth (LE) part

Pth (mW) 3060 (dBm) 10.00
Conducted P
f (GHz) 548 onducted Fower o w) 10.00
ERP 59 cm (MW) 3060 Antenna Gain (dBi) 3.26
d (cm) 20.0 EIRP (dBm) 13.26
(dBm) 11.12
ERP
(mW) 12.94

The Maximum time-averaged power or ERP whichewer greater is 13 mW.
(Rounded up to two decimals place)

Transmitters used in mobile exposure conditions for simultaneous transmission operations
according to KDB447498 D04.

Value is calculated using the following formula according to the Code of Federal Regulation title 47
section 1.1307(b)(3)(ii)(B).

a b a
P; ERP; Evaluated,,
+ + —— <
Pen,i ERP, ; Exposure Limit,
i=1 j=1 k=1

[mm wave Radar part and WLAN 2.4 GHZ]
0.004 / 1 + 1453/ 3060 = 0.0040 + 0.0475= 0.0515<1

[mMm wave Radar part and Bluetooth (LE) part]
0.004 / 1 + 13.0/ 3060 = 0.0040 + 0.0042 = 0.0082 <1

Thank you for your attention to this matter.

End of Statement
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