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1.

1.1.

General Information

Applicant

Shure Incorporated
5800 West Touhy Avenue, Niles, IL 60714-4608, USA

1.2.

Manufacturer

Shure Incorporated
5800 West Touhy Avenue, Niles, IL 60714-4608, USA

1.3. Testing Facility
X Test Site — MRT Suzhou Laboratory
Laboratory Location (Suzhou - Wuzhong)
D8 Building, No.2 Tian’edang Rd., Wuzhong Economic Development Zone, Suzhou, China
Laboratory Location (Suzhou - SIP)
4b Building, Liando U Valley, No.200 Xingpu Rd., Shengpu Town, Suzhou Industrial Park, China
Laboratory Accreditations
A2LA: 3628.01 CNAS: L10551
FCC: CN1166 ISED: CNOOO1
VCCI: [IR-20025 [1G-20034 []c-20020 [1T-20020
[]R-20141 [1G-20134 []c-20103 []T-20104
] Test Site — MRT Shenzhen Laboratory
Laboratory Location (Shenzhen)
1G, Building A, Junxiangda Building, Zhongshanyuan Road West, Nanshan District, Shenzhen, China
Laboratory Accreditations
A2LA: 3628.02 CNAS: L10551
FCC: CN1284 ISED: CNO105
] Test Site — MRT Taiwan Laboratory

Laboratory Location (Taiwan)

No. 38, Fuxing 2nd Rd., Guishan Dist., Taoyuan City 333, Taiwan (R.O.C.)

Laboratory Accreditations

TAF: L3261-190725
FCC: 291082, TW3261 ISED: TW3261
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1.4. Product Information

Product Name

Wireless lavalier microphone

Regulatory Model Number

SC7LW

EUT Identification No.

20230320Sample#05

Radio Specification

Bluetooth v5.3 single mode and Proprietary Mode

Antenna Information

Refer to section 1.6

EUT Type

Portable Device

Exposure Category

General Population/Uncontrolled Exposure

Accessory

Rechargeable Li-ion Battery
1#

Manufacturer: VARTA
Model No.: CP1454 A4X
3.7V, 110mAh

Rechargeable Li-ion Battery
2#

Manufacturer: VDL
Model No.: 1454H
3.85V, 105mAh

Note: The information of EUT was provided by the manufacturer, and the accuracy of the information shall be

the responsibility of the manufacturer.

15.

Radio Specification under Test

Radio Frequency

BLE 1Mbps: 2402 ~ 2480MHz
BLE 2Mbps: 2404 ~ 2478MHz
Proprietary Mode 2Mbps: 2404 ~ 2478MHz
Proprietary Mode 1Mhps: 2402 ~ 2480MHz

Channel Number

BLE 1Mbps: 40

BLE 2Mbps: 37

Proprietary Mode 2Mbps: 24
Proprietary Mode 1Mbps: 3

Type of Modulation

1Mbps & 2Mbps (GFSK)

1.6. Antennas Details

Operating Condition

Bluetooth LE / Proprietary Mode (1Tx, 1RX)

Antenna Type

Loop Antenna

Simultaneously

Transmitting Scenarios

N/A
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2.  Summary of Test Result

2.1. Test Standards

No. | Identity Document Title
1 47 CFR Part 2.1093 Radiofrequency radiation exposure evaluation: portable devices
2 IEEE 1528-2013 IEEE Recommended Practice for Determining the Peak Spatial-Average

Specific Absorption Rate (SAR) in the Human Head from Wireless

Communications Devices: Measurement Techniques

3 IEEE C95.1-2005 IEEE Standard for Safety Levels with Respect to Human Exposure to
Radio Frequency Electromagnetic Fields, 3 kHz to 300 GHz

4 KDB 447498 D01 v06 General RF Exposure Guidance

5 KDB 865664 D01 v01r04 SAR Measurement 100 MHz to 6 GHz

6 KDB 865664 D02 v01r02 RF Exposure Reporting

2.2. Environment Condition

Ambient Temperature 20.5°C~24.0°C
Temperature of Simulant 20.0°C~23.5°C
Relative Humidity 38%RH ~55%RH

2.3. RF Exposure Limits

Human Exposure Basic restrictions for electric, magnetic and

electromagnetic fields. (Unit in mW/g or W/kg)

Spatial Peak SAR! (Head and Body) 1.60
Spatial Average SAR? (Whole Body) 0.08
Spatial Peak SAR? (Arms and Legs) 4.00

Notes:

1. The Spatial Peak value of the SAR averaged over any 1gram of tissue (defined as a tissue volume in the
shape of a cube) and over the appropriate averaging time.

2. The Spatial Average value of the SAR averaged over the whole body.

3. The Spatial Peak value of the SAR averaged over any 1 gram of tissue (defined as a tissue volume in the

shape of a cube) and over appropriate averaging time.
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2.4. Test Result Summary

Worst SAR List

Highest Reported SAR

Body 1g SAR (W/kg)

BLE-1Mbps

1.35

Highest Simultaneous SAR

N/A
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3. Specific Absorption Rate (SAR)
3.1. Introduction

SAR is related to the rate at which energy is absorbed per unit mass in an object exposed to a radio field. The
SAR distribution in a biological body is complicated and is usually carried out by experimental techniques or
numerical modeling. The standard recommends limits for two tiers of groups, occupational /controlled and
general population/uncontrolled, based on a person’s awareness and ability to exercise control over his or her
exposure. In general, occupational/controlled exposure limits are higher than the limits for general

population/uncontrolled.
3.2. Definition

The SAR in the tissue-equivalent liquid can be determined by the rate of temperature increase or by E-field

measurements, according to Formulas (1) or (2):

sar =% ’ 1)
el
d7r
SAR = Ch? o (2)
where
SAR is the specific absorption rate in W/kg;
E is the rms value of the electric field strength in the tissue medium in V/m;
o is the electrical conductivity of the tissue medium in S/m;
p is the mass density of the tissue medium in kg/m?3;
Ch is the specific heat capacity of the tissue medium in J/(kg K);
dr
?H] is the initial time derivative of temperature in the tissue medium in K/s.
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4. DASY6 Measurement System

4.1. Introduction

DASYE6 is the latest generation of the Dosimetric Assessment System optimized for specific absorption rate
(SAR) measurements, SAR compliance. DASY®6 builds on the power of our industry - leading dosimetric and
near-field evaluation system, DASY52. Running on a significantly more robust platform and a more powerful
measurement server, DASY6 offers much faster scanning with no sacrifice of measurement precision. All
hardware and software are fully compatible with DASY52. The new system seamlessly integrates two
software solutions, the novel cDASY V6.6 - optimized for SAR compliance testing to significantly reduce SAR
assessment costs - and the widely used DASY V5.2 for generalized near-field evaluations with maximized

flexibility.

4.2. DASY6 Measurement System Diagram
The DASY6 system in cDASY6/DASY5 V5.2 SAR Configuration is shown below:

a a SEE?
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D |:| LIGHT BEAM S—.
OPTICAL
MEASURMENTSERVER DASY6 o
@) OO
GIN E5TOF
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A
T » DUT
4 F
o DEVICE
1110 [ o]
© : R / H—THOLDER
CS8C ™
11200
109 oz |0OO
ooo
ETH/GPIB BASE STATION
SIMULATOR

The System consist of the following components:

DASY6 Measurement Server, Data Acquisition Electronics (DAE), Probes, Light-Beam Unit, Phantoms,
Media, Device Holder for SAM-Twin Phantom, Laptop Extension Kit to Mounting Device, Robot System
Platform & Pedestal, Verification of the Parameters with the Dielectric Assessment Kit (DAK), Modulation and
Interference Analyzer (MAIA), Omni-Directional Ultra-Wideband Antenna (ANT), cDASY®6 software, DASY5
NEO software and SEMCAD data evaluation software.
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4.3. System Components Details

DASY6 Platforms MP6E-TX60L
MPG6E-TX60L platform is a compact cost-effective platform

based on TX60L. It consists of:

B a stable non-metalic platform for the TX60L robot
B a frame for two standard-size phantoms (1.0 x 0.5 m)

B a frame for one half-size phantom (0.5 x 0.5 m)

It includes two easily moveable trolleys for the phone and
tablet/computer positioner and two platforms for positioning

dipoles and other antennas.

The beams consist of a composite of wood and epoxy (permittivity of 3.3 and loss tangent of

Material
<0.07)

Size The footprint of the platform is 1590 mm x 1060 mm.

Robots -TX60L

The MRT DASY®6 system uses the high-precision industrial robots TX60L from Staubli SA (France). The TX

robot family - the successor of the well-known RX robot family - continues to offer the features important for

DASY6 applications:

B High precision (repeatability 0.02mm)

B High reliability (industrial design)

B Low maintenance costs (virtually maintenance-free as all
gears are direct drive, no belt drives)

B Jerk-free straight movements (brushless synchron
motors, no stepper motors)

B Low extremely low frequency (ELF) interference (motor
control fields are shielded by the closed metallic

construction)

The robots are controlled by the Staubli CS8c robot
controllers. All information regarding the use and
maintenance of the robot arm and the robot controller is
provided on CDs delivered with the robot. Paper manuals are

available directly from Staubli upon request.
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DASY6 Measurement Server

The DASY6 measurement server is based on a

PC/104 CPU board with a 400MHz intel ULV Celeron, 128MB
chip-disk and 128MB RAM. The

necessary circuits for communication with the DAE4
electronics box, as well as the 16-bit AD

converter system for optical detection and digital I/O interface
are contained on the DASY®6 1/O board, which is directly
connected to the PC/104 bus of the CPU board.

The measurement server performs all real-time data

evaluations of field measurements and surface detection,
controls robot movements, and handles safety operations.
Data Acquisition Electronics (DAE)

The data acquisition electronics (DAE4) consist of a highly y
sensitive electrometer-grade preamplifier with auto-zeroing, a
channel and gain-switching multiplexer, a fast 16-bit
AD-converter, and a command decoder with a control logic
unit. Transmission to the measurement server is
accomplished through an optical downlink for data and status

information, as well as an optical uplink for commands and

the clock.
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Probes

E-Field Probe(EX3DV4)

The SAR measurement is conducted with the dosimetric probe manufactured by SPEAG. The probe is
specially designed and calibrated for use in liquid with high permittivity. The dosimetric probe has special
calibration in liquid at different frequency. SPEAG conducts the probe calibration in compliance with
international and national standards (e.g. IEEE 1528, EN 62209-1, IEC 62209, etc.) under ISO 17025.
Construction:

Symmetric design with triangular core Built-in shielding against static charges PEEK enclosure material
(resistant to organic solvents, e.g., DGBE)

Frequency: 4 MHz ~ 10 GHz Linearity: £0.2 dB (30 MHz ~ 10 GHz)

Directivity:

0.1 dB in TSL (rotation around probe axis)

+0.3 dB in TSL (rotation normal to probe axis)

Dynamic Range: 10 yW/g to 100 mW/g; Linearity: + 0.2 dB (noise: typically < 1 yW/g)

Dimensions:

Overall length: 337 mm (Tip: 20 mm)

Tip diameter: 2.5 mm (Body: 12 mm)

Typical distance from probe tip to dipole centers: 1 mm

Applications:

High precision dosimetric measurements in any exposure scenario (e.g., very strong gradient fields); the only

probe that enables compliance testing for frequencies up to 6 GHz with precision of better than 30%.

MSTV1 (Mother Scan Teaching V1) Electronics & TP6V2 (Teaching Probe 6V2) Probe
MSTV1 (Mother Scan Teaching V1) electronics together with the TP6V2 (Teaching Probe 6V2) probe is used
for mother scan of DASY6 system. This probe uses a 3D Renishaw LP2 sensor which ensures accurate

detection of any shape and a measurement repeatability of 8 um.
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Light-Beam Unit

The light beam switch allows automatic
"tooling" of the probe. During the process, the
actual position of the probe tip with respect to
the robot arm, as well as the probe length and
the horizontal probe offset, are measured. The
software then corrects all movements within

the measurement jobs, such that the robot

coordinates are valid for the probe tip.
The repeatability of this process is better than 0.1 mm. If a position has been taught with an aligned probe, the
same position will be reached with another aligned probe within 0.1 mm, even if the other probe has different

dimensions. During probe rotations, the probe tip will keep its actual position.
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Phantoms
SAM-Twin Phantom
The shell corresponds to the specifications of the Specific Anthropomorphic Mannequin (SAM) phantom
defined in IEEE 1528 and IEC 62209-1. It enables the dosimetric evaluation of left and right hand phone
usage as well as body-mounted usage at the flat phantom region. A cover prevents evaporation of the liquid.
Reference markings on the phantom allow the complete setup of all predefined phantom positions and
measurement grids by teaching three points with the robot.
SAM-Twin V5.0 and higher has the same shell geometry and is manufactured from the same material as
SAM-Twin V4.0, but with the top structure reinforced.
Material Vinyl ester, fiberglass reinforced (VE-GF)
The phantom shell is compatible with SPEAG
tissue simulating liquids (sugar and oil based).
Liquid Compatibility =~ Use of other liquids may render the phantom

warranty void (see note or consult SPEAG

support).
Shell Thickness 2+0.2mm (6 £ 0.2 mm at ear point)
Dimensions Length: 1000 mm
(incl. Wooden Width: 500 mm
Support) Height: adjustable feet
Filling Volume approx. 25 liters

DASY6: standard-size platform slot

Support
DASY52 stand-alone: SPEAG standard phantom table
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ELI phantom

The ELI phantom is used for compliance testing of handheld and body-mounted wireless devices in the
frequency range of 30 MHz to 6 GHz. ELI is fully compatible with the IEC 62209-2 standard and all known
tissue simulating liquids. ELI has been optimized regarding its performance and can be integrated into our
standard phantom tables. A cover prevents evaporation of the liquid. Reference markings on the phantom
allow installation of the complete setup, including all predefined phantom positions and measurement grids,

by teaching three points. The phantom is compatible with all SPEAG dosimetric probes and dipoles.

ELI V5.0 and higher has the same shell geometry and is manufactured from the same material as ELI V4.0,
but has reinforced top structure. ELI V6.0, released in August 2014, has the same shell geometry as ELI V4.0
but offers increased longterm stability.

Material Vinyl ester, fiberglass reinforced (VE-GF)
The phantom shell is compatible with SPEAG
tissue simulating liquids (sugar and oil

Liquid Compatibility ~ based). Use of other liquids may render the
phantom warranty void (see note or consult
SPEAG support).

Shell Thickness 2.0 £ 0.2 mm (bottom plate)
) ] Major axis: 600 mm
Dimensions
Minor axis: 400 mm
Filling Volume approx. 30 liters
DASY6: standard-size platform slot
Support DASY52 stand-alone: SPEAG standard

phantom table
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SAM Face Down Phantom

The SAM Face Down Phantom V10 allows assessment of the
exposure of the face and in particular the eyes for handheld
devices operated in front of the face. e.g., video phones, cameras,
organizers, etc. It is manufactured from high precision injection
molded polypropylene. The Mounting Device for Transmitters

including extensions kit can be used to position the device.

Material Epoxy based
The phantom shell is compatible with
SPEAG tissue simulating liquids (sugar
Liquid Compatibility ~ and oil based). Use of other liquids may
render the phantom warranty void (see
note or consult SPEAG support).
Shell Thickness 2+ 0.2 mm (6 mm at ear point)
Head Shape Standard compatible SAM head.
SAM Head Stand Phantom
The SAM Head Stand Phantom V10 allows assessment of the
exposure of the top-head or around-the-head wireless
accessories, e.g., head-belts, etc. It is manufactured from high
precision injection molded polypropylene. The Mounting Device
for Transmitters including extensions kit can be used to position
the device.

Material Epoxy based

The phantom shell is compatible with
SPEAG tissue simulating liquids (sugar
Liquid Compatibility ~ and oil based). Use of other liquids may

rr)
render the phantom warranty void (see r r r
note or consult SPEAG support). -
Shell Thickness 2+ 0.2 mm (6 mm at ear point) : 5 _,
Head Shape Standard compatible SAM head. o
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Wrist Phantom

The Wrist Phantom V10 is shape-compatible with the CTIA

approved OTA GFPC-V1 and optimized for SAR evaluation

of watches and other wireless hand accessories.

Material Epoxy based
The phantom shell is compatible
with SPEAG tissue simulating

Liquid Compatibiliy liquids (sugar and oil based). Use of
other liquids may render the
phantom warranty void (see note or
consult SPEAG support).

Shell Thickness Shell Thickness

] Design compatible with CTIA
Wrist Shape

forearm.
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Device Holder for SAM-Twin Phantom

The SAR in the phantom is approximately inversely proportional to the square of the distance between

the source and the liquid surface. For a source at 5mm distance, a positioning uncertainty of £0.5mm

would produce uncertainty in the SAR of +20%. Accurate device positi

oning is therefore crucial for

accurate and repeatable measurements. The positions at which the devices must be measured are defined by

the standards.

MD4HHTV5 - Mounting Device for Hand-Held Transmitters

In combination with the Twin SAM V5.0/V5.0c or ELI phantoms, the
Mounting Device for Hand-Held Transmitters enables rotation of the
mounted transmitter device to specified spherical coordinates. At the
heads, the rotation axis is at the ear opening. Transmitter devices can
be easily and accurately positioned according to IEC 62209-1, IEEE
1528, FCC, or other specifications. The device holder can be locked
for positioning at different phantom sections (left head, right head, flat)

Material: Polyoxymethylene (POM)

MDA4WTVS5 - Mounting Device Adaptor for Ultra Wide
Transmitters

An upgrade kit to Mounting Device to enable easy mounting of wider
devices like big smart-phones, e-books, small tablets, etc. It holds
devices with width up to 140 mm.

Material: Polyoxymethylene (POM)

MDA4SPV6 - Mounting Device Adaptor for Smart Phones

The solid low-density MDA4SPV6 adaptor assuring no impact on the
DUT radiation performance and is conform with any DUT design and
shape.

Material: ROHACELL

¥
RS
=
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MD4LAPVS5 - Mounting Device for Laptops and other Body-Worn
Transmitters

In combination with the Twin SAM V5.0/V5.0c or ELI phantoms, the
Mounting Device (Body-Worn) enables testing of transmitter devices
according to IEC 62209-2 specifications. The device holder can be
locked for positioning at a flat phantom section.

Material: Polyoxymethylene (POM), PET-G, Foam

MDAA4LAP - Mounting Device Adaptor for Laptops

A simple but effective and easy-to-use extension for the Mounting
Device; facilitates testing of larger devices (e.g., laptops, cameras,
etc.) according to IEC 62209-2; lightweight and fits easily on the upper
part of the Mounting Device in place of the phone positioner. The
extension is fully compatible with the Twin SAM as well as ELI and
other Flat Phantoms.

Material: Polyoxymethylene (POM), PET-G, Foam

Modulation and Interference Analyzer(MAIA)

MAIA is a hardware interface used to evaluate the modulation and
audio interference characteristics of RF signals in the frequency range
698 - 6000 MHz. DASY6 evaluates the time-domain and frequency
domain properties of the uplink signal transmitted by the DUT during
SAR measurement with MAIA. MAIA uses USB powered active
electronics to identify the modulation of the DUT. It can be operated

over the air interface using the built-in ultra-broadband planar log spiral

antenna (698 - 6000 MHz) or in conducted mode using the coaxial
SMA 50 Ohm connector (300 - 6000 MHz).

To prevent damage in conducted mode due to high peak power, an external RF attenuator may be mounted.

The LED on the MAIA hardware also indicates whether it is connected.
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DAK-3.5 (200MHz — 20GHz)

This precision dielectric measurement system is designed

to cover the 200MHz — 20GHz frequency range with a o

single open-ended coaxial dielectric probe. The system \( ’

uses advanced algorithms and novel hardware to measure ’. s 2

the dielectric properties of liquids, solids, and semi-solids &‘*\

over a broad range of parameters. The measurement : 0
method is fast and non-destructive to the material under

test.

Evaluation of reference liquids over a broad frequency range for specific absorption rate (SAR)

measurements, in accordance with IEC 62209, IEEE 1528, and several federal regulations.

Evaluating Software: DAK software version 2.0

MRT simulating liquid

Product Test Frequency (MHz) Main Ingredients
HSL450 400 - 500 Water, Sucrose, NaCl
MSL450 400 — 500 Water, Sucrose, NacCl

Speag Broad-Band simulating liquid

Product Test Frequency (MHz) Main Ingredients
HBBL600-10000V6 600 — 10000 Water, Oil
MBBL600-6000V6 600 — 6000 Water, Oil
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5. The SAR Measurement Procedure
5.1. Measurement Process Diagram

General Procedure

For IEEE1528-2013 Head SAR

Preparation of system

Operation Mode for each wireless |
technology and frequency band

[ Configuration h
r i (i. e. antenna and accessory) |
<
Left Right
ces S
Step (1 }<

| Cheek 15%ied |

k : Measurement 6.6.4
i at centre frequency

No All tests in
step (1) of 665
done 7

Yes

{  Testother frequency channels of i
{  6.3.5 for highest SAR test condition '
| and other test conditions within

! 3 dB of applicableSAR. limit i
665 ‘....accordingto665
Step (2)

Measurement 6.6.4

All other test frequencies No
for configurations of 6.6.5
step ( 2 ) done?

Yes

{  Determination of maximum peak-
i spatial average SAR for all device

i positions, configurations and

i operating modes for each |
! frequency band according to 6.6.5

[

6.6.5
Step (3)

For Body SAR

Measurement 6.6.4

-

SAR Reference Measurement 6.6.4 .1

(Step 1)
| .
Area Scan 6.6.4.2 5
(Step2)
Zoom Scan 6.6.4.3 :
(Step3) i
SAR Drift Measurement 6.6.4.4 |
(Stepd) |
1g or 10g cube
touches zoom
Shi Yes scan boundary?
che
cenfre No
All pri d
< tamm
o uired by 6.6 4.
ﬁg)lﬂ ct trgged'?
peak Yes

SAR scan procedures described in section 2.7 of KDB 865664 D01 v01r04 should be applied to body SAR

test.
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5.2. Test Position Definition

B Head SAR Test Position

Define two imaginary lines on the handset-the vertical centerline and the horizontal line. The vertical centerline
passes through two points on the front side of the handset-the midpoint of the width wt of the handset at the
level of the acoustic output [point A in Fixed case and Clamshell case], and the midpoint of the width wy at the
bottom of the handset (point B). The horizontal line is perpendicular to the vertical centerline and passes
through the center of the acoustic output [see Fixed case]. The horizontal line is also tangential to the face of
the handset at point A. The two lines intersect at point A. Note that for many handsets, point A coincides with
the center of the acoustic output; however, the acoustic output may be located elsewhere on the horizontal
line. Also note that the vertical centerline is not necessarily parallel to the front face of the handset [see
Clamshell case], especially for clamshell handsets, handsets with flip covers, and other irregularly-shaped

handsets, the vertical centerline passes through point A but not the tip edge of the phone.

Vertical Vertical

center line center line
Wf/ 2 , X Wf/ 2 Wf/ 2
— Horizontal e

i line E E

/i//fh)n'zontal /
line A Acoustic
_ output
Acoustic Bottom of
output

Bottom of handset
/ handset

Fixed case Clamshell case
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M
ar reference point
- entrance to ear canal
Key Key
B Direction of B-M line back endpoint B

Direction of N-F line front endpoint

N Direction of N-F line neck endpoint N
Mouth reference point

LE Left ear reference point (ERP) RE

Cheek Position

Line B-M back endpoint
Line B-M front endpoint
Line N-F neck endpoint
Line N-F front endpoint

Right ear reference point (ERP)

The cheek position has the following characteristics, based on the geometrical lines described above:

- The N-F line (see above) is in the plane defined by the handset vertical centerline and horizontal line

- Handset touches the pinna

- The handset vertical centerline is aligned with the Reference Plane.

Key
M Mouth reference point
LE Left ear reference point

RE Right ear reference point
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Tilt Position

The tilt position is established as follows:

-Repeat the steps to place the device in the cheek position.

-While maintaining the orientation of the handset, move the handset away from the pinna along the

line passing through RE and LE far enough to allow a rotation of the handset away from the cheek by 15°.
-Rotate the handset around the horizontal line by 15°.

-While maintaining the orientation of the handset, move the handset towards the phantom on the line
passing through RE and LE until any part of the handset touches the ear. The tilt position is obtained when
the contact point is on the pinna. If contact occurs at any location other than the pinna, e.g., the antenna at the
back of the phantom head, the angle of the handset shall be reduced. In this case, the tilt position is obtained
if any point on the handset is in contact with the pinna and a second point on the handset is in contact with the

phantom, e.g., the antenna with the back of the head.

RE

Key

M Mouth reference point
LE Left ear reference point
RE Right ear reference point

B Body SAR Test Position
For body-worn accessory, hotspot mode and other exposure conditions to human body should be conducted

pursuant to the test position requirements of SAR KDBs for certain product.
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5.3. Test Procedure

Step 1 Setup a Connection

First, engineer should record the conducted power before the test. Then establish a call in handset at the
maximum power level with a base station simulator via air interface, or make the EUT establish transmission
by itself in testing band. Place the EUT to certain test position.

Step 2 Power Reference Measurements

To measure the local E-field value at a fixed location which value will be taken as a reference value for
calculating a possible power drift.

Step 3 Area Scan

The Area Scan is used as a fast scan in two dimensions to find the area of high field values, before doing a
fine measurement around the hot spot. The sophisticated interpolation routines implemented in DASY
software can find the maximum locations even in relatively coarse grids. When an Area Scan has measured
all reachable points, it computes the field maximal found in the scanned area, within a range of the global
maximum. The range (in dB) is specified in the standards for compliance testing. For example, a 2 dB range is
required in IEEE Standard 1528 and IEC 62209 standards, whereby 3 dB is a requirement when compliance
is assessed in accordance with the ARIB standard (Japan). If only one Zoom Scan follows the Area Scan,
then only the absolute maximum will be taken as reference. For cases where multiple maximums are detected,

the number of Zoom Scans has to be increased accordingly.
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Area Scan Parameters extracted from KDB 865664 D01v01r04

<3 GHz

>3 GHz

Maximum distance from closest measurement
point (geometric center of probe sensors) to

phantom surface

5mmz+1mm

Y%-6:In(2) mm £ 0.5 mm

Maximum probe angle from probe axis to
phantom surface normal at the measurement

location

30°+1°

20°+1°

Maximum area scan spatial resolution:

A Xarea, A Yarea

<2 GHz: <15 mm
2-3GHz:£12 mm

3-4 GHz:£12 mm
4 -6 GHz: <10 mm

When the x or y dimension of the test device, in the
measurement plane orientation, is smaller than the
above, the measurement resolution must be < the
corresponding x or y dimension of the test device with at

least one measurement point on the test device.

Note: 0 is the penetration depth of a plane-wave at normal incidence to the tissue medium; see IEEE Std

1528-2013 for details.
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Step 4 Zoom Scan

Zoom Scans are used to assess the peak spatial SAR values within a cubic averaging volume containing 1 g
and 10 g of simulated tissue. The Zoom Scan measures points (refer to table below) within a cube whose
base faces are centered on the maxima found in a preceding area scan job within the same procedure. When
the measurement is done, the Zoom Scan evaluates the averaged SAR for 1 g and 10 g and displays these

values next to the job’s label.

Zoom Scan Parameters extracted from KDB 865664 D01 v01r04

<3 GHz >3 GHz
<2 GHz: <8 mm 3-4GHz: <5 mm*
Maximum zoom scan spatial resolution: Axzoom, Ayzoom
2-3GHz: <5 mm* 4-6 GHz: <4 mm*
3-4GHz: <4 mm
uniform grid: Azzoom(N) <5mm 4-5GHz: <3 mm
5-6 GHz: <2 mm
Maximum zoom
_ Azzoom(1): between 3-4GHz: <3 mm
scan spatial
15t two points closest <4 mm 4-5GHz:<2.5mm
resolution, normal
graded | to phantom surface 5-6 GHz: <2 mm
to phantom surface )
grid Azzoom(N>1):
between subsequent < 1.5-AZzo0m(n-1) mm
points
o 3-4 GHz: 228 mm
Minimum zoom
XY, Z 230 mm 4-5 GHz: 2 25 mm
scan volume
5-6 GHz: = 22 mm

Note: * When zoom scan is required and the reported SAR from the area scan based 1-g SAR estimation
procedures of KDB Publication 447498 is < 1.4 W/kg, < 8 mm, <7 mm and < 5 mm zoom scan resolution may

be applied, respectively, for 2 GHz to 3 GHz, 3 GHz to 4 GHz and 4 GHz to 6 GHz.

Step 5 Power Drift Measurements

Repetition of the E-field measurement at the fixed location mentioned in Step 1 to make sure the two results

differ by less than + 0.2 dB.

Step 6 Test Data

After the test, SAR test data should be exported by SEMCAD.
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6. System Verificaiton
6.1. Tissue Check

B Refer to KDB 865664 D01 v01r04, the depth of tissue-equivalent liquid in a phantom must be =2 15.0 cm
with < + 0.5 cm variation for SAR measurements < 3 GHz and = 10.0 cm with < + 0.5 cm variation for

measurements > 3 GHz.

15cm Depth Head Tissue
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B Dielectric properties of the head tissue-equivalent liquid

Frequency Relative Permittivity Conductivity (o)
MHz & S/m
300 45.3 0.87
450 435 0.87
750 41.9 0.89
835 41.5 0.90
900 41.5 0.97
1450 40.5 1.20
1 500 40.4 1.23
1640 40.2 1.31
1750 40.1 1.37
1 800 40.0 1.40
1900 40.0 1.40

2000 40.0 1.40
2100 39.8 1.49
2 300 39.5 1.67
2450 39.2 1.80
2 600 39.0 1.96
3000 38.5 2.40
3500 37.9 291
4 000 374 3.43
4 500 36.8 3.94
5000 36.2 4.45
5200 36.0 4.66
5400 35.8 4.86
5600 35.5 5.07
5 800 35.3 5.27
6 000 35.1 5.48

Note: For convenience, permittivity and conductivity values at those frequencies which are not part of the

original data provided by Drossos et al. [33] or the extension to 5800MHz are provided (i.e. the values shown

in italics). These values were linearly interpolated between the values in this table that are immediately above

and below these values, except the values at 6000MHz that were linearly extrapolated from the values at

3000MHz and 5800MHz.
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B Tissue Calibration Result

The dielectric parameters of the liquids were verified prior to the SAR evaluation using DASY®6 Dielectric

Assessment Kit and keysight PNA-L Network Analyzer N5234B.

Freq. Perm. | Cond. | Target | Target Deviation Deviation Tissue Test Date
(MHz) Perm. Cond. Perm. % Cond. % Temperature

2450 41.06 1.75 39.20 1.80 4.74 -2.78 22.5°C 2023.04.11
2450 40.30 1.77 39.20 1.80 2.81 -1.67 22.5°C 2023.05.06
2450 40.40 1.77 39.20 1.80 3.06 -1.67 22.5°C 2023.07.25

Note: The £5% deviation of tissue parameter is recommended.
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6.2. System Check

B Purpose

The purpose of the system check is to verify that the system operates within its specifications at the device test
frequencies. System check verifies the measurement repeatability of a SAR system before compliance testing
and is not a validation of all system specifications. The latter is not required for testing a device but is

mandatory before the system is deployed.

B System Performance Check Setup Diagram

Tuning z
element
Spacer
X
3D Probe positioner
\ ield probe D
M s > | Flat Phantom

Dipole

Dir.Coupler

Signal ~__ A~ / ]
G t Amp - = Low 3dB = X _ F
enerator |- | |Pass Cable Att1

Att3

Att2

PM2

B System Check Procedure

The system check procedure is a complete 1g and 10g peak spatial-average SAR measurement using a
source having a previously determined system check target value. The measured 1g and 10g SAR are
normalized to the target input power of the specific source and compared to their respective target values.

A description of the different measurement tasks to be performed is given below, together with the information
that can be deduced from their results:

a. The Power Reference Measurement and Power Drift Measurement are located at the beginning and end of
the batch process. They measure the field drift at one single point in the liquid over the complete procedure.

The indicated drift is mainly the variation of the amplifier output power. If it is too high (above +0.1 dB), the
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system check should be repeated; some amplifiers have very high drift during warm-up. A stable amplifier
gives drift results in the DASY6 system below +0.02 dB.

b. The second step is optional. For probes with integrated optical surface detection sensor this step must be
conducted, otherwise the step can be skipped. The Surface Check tests the optical surface detection system of
the DASY6 system by repeatedly detecting the surface with the optical and mechanical surface detector and
comparing the results. The output gives the detecting heights of both systems, the difference between the two
systems and the standard deviation of the detection repeatability. Air bubbles or refraction in the liquid due to
separation of the sugar-water mixture gives poor repeatability (above £0.1 mm). In that case it is better to abort
the system check and stir the liquid.

c. The Area Scan measures the SAR above the dipole on a plane parallel to the surface. It is used to locate
the approximate location of the peak SAR. The proposed scan uses large grid spacing for faster measurement;
due to the symmetric field, the peak detection is reliable. If a finer graphic is desired, the grid spacing can be
reduced. Grid spacing and orientation have no influence on the SAR result.

d. The Zoom Scan measures the field in a volume around the peak SAR value assessed in the previous Area
Scan.

If the system check gives reasonable results, the SAR peak, 1 g and 10 g spatial average SAR values
normalized to 1 W dipole input power give reference data for comparisons. The next sections analyze the

expected uncertainties of these values, as well as additional checks for further information or troubleshooting.

B Result of System Performance Check

Freq. 19 SAR | 10g SAR | Target Target Deviation Deviation Tissue Test Date
(MHz) (W/kg) (W/kg) 19 SAR | 10g SAR 1g SAR 10g SAR Temp.

(Wikg) | (Wikg) (%) (%)
2450 | 51.20 24.36 53.40 24.20 -4.12 0.66 22.5°C | 2023.04.11
2450 | 51.60 24.40 53.40 24.20 -3.37 0.83 22.5°C | 2023.05.06
2450 | 50.80 24.40 53.40 24.20 -4.87 0.83 225°C | 2023.07.25

Note:
1. The £10% deviation of system check result is required.

2. System check value listed above has been harmonized to 1W.
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7. Analysis and Results

7.1. Antennna Location

Front View

fﬂntenna
L J

7.2. Conducted Power

Average Power | Max. Tune-up Duty Cycle
Mode CH. Freq. (MHz)
(dBm) Power (dBm) %
0 2402 16.32 16.5
BLE-1Mbps 19 2440 16.30 16.5 91.69
39 2480 15.96 16.5
1 2404 16.31 16.5
BLE-2Mbps 19 2440 16.27 16.5 81.22
38 2478 16.29 16.5
0 2402 16.31 16.5
Proprietary
1 2426 16.29 16.5 91.73
Mode-1Mbps
2 2480 15.95 16.5
1 2404 16.28 16.5
Proprietary
13 2444 16.31 16.5 81.10
Mode-2Mbps
24 2478 16.20 16.5
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7.3. SAR Test Results
Test CH. | Freq. Test Dist. Cond. Max. Scaling | Duty Duty Meas. Reported | SAR
Mode (MHz) Position (mm) | Power | Tune-up Factor | Cycle | Cycle | SAR-1g SAR-1g Plot
(dBm) Power (%) Factor (W/kg) (Wikg) #
(dBm)
Front 0 16.32 16.5 1.04 91.69 1.09 1.14 1.30
Front * 0 16.32 16.5 1.04 91.69 1.09 1.19 1.35 1
Front ** 0 16.32 16.5 1.04 91.69 1.09 1.04 1.18
Back 0 16.32 16.5 1.04 91.69 1.09 0.68 0.77
0 2402
BLE- Left 0 16.32 16.5 1.04 91.69 1.09 0.49 0.56
1Mbps Right 0 16.32 16.5 1.04 91.69 1.09 0.37 0.42
Top 0 16.32 16.5 1.04 91.69 1.09 0.14 0.16
Bottom 0 16.32 16.5 1.04 91.69 1.09 0.15 0.17
19 2440 Front 0 16.30 16.5 1.05 91.69 1.09 0.93 1.06
39 2480 Front 0 15.96 16.5 1.13 91.69 1.09 0.71 0.88
Propriet
ary
0 2402 Front 0 16.31 16.5 1.04 91.73 1.09 1.10 1.25
Mode-1
Mbps
Note:
1. “*” repeated SAR measurement.
2. “*x” SAR worse case retest with battery 2#.
3. Proprietary Mode has same modulation as BLE, so only the worst-case mode of BLE is tested.
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8. Simultaneous Transmission Analysis

N/A
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9. Test Equipment Used

WZ - SR3
Instrument Manufacturer |Type No. Asset No. Cali. Interval |Cali. Due Date
Staubli Robot TX60L |Staubli TX60L MRTSUEQ6412 |only once only once
Robot Controller Staubli Cs8cC MRTSUEO06412 |only once only once
SAM Twin Phantom |Speag QD 000 P41 AA MRTSUEO06419 |N/A N/A
DAK Speag DAK-3.5 MRTSUEO06435 |N/A N/A
Dipole Validation Kits [Speag D2450Vv2 MRTSUEO06430 |3 year 2024/05/18
DAE4 Speag 1552 MRTSUEOQ06414 |1 year 2023/05/16
2024/05/16
E-Field Probe Speag EX3DV4(SN 7524) IMRTSUEQ06438 |1 year 2023/07/21
E-Field Probe Speag EX3DV4(SN 7768) IMRTSUEQ7058 |1 year 2024/07/09
Network Analyzer Keysight N5234B MRTSUEOQ6454 |1 year 2024/05/23
Directional Coupler Agilent 778D MRTSUEO6083 |1 year 2024/03/16
Directional Coupler Agilent 87301D OPT 292 |MRTSUE06082 |1 year 2024/03/06
Signal Generator Keysight N5183B MRTSUEO06197 |1 year 2024/06/29
Power Sensor Keysight U2021XA MRTSUEO6447 |1 year 2024/05/23
Thermohygrometer Testo 622 MRTSUEOQ06361 |1 year 2024/04/20
Software Version Function
DASY NEO 52.10.4.1527 SAR Test Software
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10. Measurement Uncertainty

DASYS5 Uncertainty Budget, according to IEEE 1528 (0.3 - 3 GHz range)

Error Description Uncert. Prob. o (ci) (ci) Std. Unc. | Std. Unc. | (vi)
value Dist. 19 109 (29) (109) veff
Measurement System
Probe Calibration 6.0 % N 1 1 1 6.0 % +6.0 % o0
Axial Isotropy +4.7 % R A3 |07 |07 |x1.9% +1.9 % %
Hemispherical Isotropy +9.6 % R \/§ 0.7 0.7 +3.9% +3.9% 0
Boundary Effects +1.0 % R 3|1 1 +0.6 % +0.6 % %
Linearity 4.7 % R \/;_?, 1 1 +2.7% 2.7% 0
System Detection Limits 1.0 % R \/5, 1 1 0.6 % +0.6 % 0
Modulation Response 2.4 % R \/§ 1 1 +1.4 % +1.4 % L)
Readout Electronics 0.3 % N 1 1 1 0.3 % +0.3 % ©
Response Time +0.8 % R \3 |1 1 +0.5 % +0.5 % B
Integration Time +2.6 % R \3 |1 1 +1.5 % +15% |«
RF Ambient Noise +3.0 % R \3 |1 1 +1.7 % +1.7% |
RF Ambient Reflections +3.0% R \/§ 1 1 1.7 % +1.7% 0
Probe Positioner +0.02 % R \/5 1 1 +0.0 % +0.0 % 0
Probe Positioning +0.4 % R A3 |1 1 +0.2 % +0.2 % B
Max. SAR Eval. +2.0 % R 3 |1 1 +1.2 % +1.2% |«
Test Sample Related
Device Positioning +2.9% N 1 1 1 +2.9% +2.9% 145
Device Holder +3.6% N 1 1 1 +3.6 % +3.6 % 5
Power Drift +5.0% R \/5 1 1 +2.9% 2.9% o0
Power Scaling +0% R A3 |1 1 +0.0 % +0.0 % B
Phantom and Setup
Phantom Uncertainty +6.1% R \/§ 1 1 +3.5% +3.5% o0
SAR correction +1.9% N 1 1 084 | +1.9% +1.6 % 0
Liquid Cond. (mea.)PAK +2.5% N 1 0.78 | 0.71 | +2.0% +1.8 % 0
Liquid Perm. (mea.)PAK +2.5% N 1 0.23 | 0.26 | +0.6 % +0.7 % 0
Temp. unc. — Conductivity +3.4% R \/§ 0.78 | 0.71 | £1.5% +1.4 % L)
Temp. unc. — Permittivity +0.4% R \/5 0.23 | 0.26 | +0.1% 0.1 % 0
Combined Std. Uncertainty +11.3% +11.2% 459
Expanded STD Uncertainty +22.6% +22.4%
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DASY5 Uncertainty Budget, according to IEEE 1528 (3 - 6 GHz range)

Error Description Uncert. Prob. o (ci) (ci) Std. Unc. | Std. Unc. | (vi)
value Dist. 19 10g | (109) (109) veff
Measurement System
Probe Calibration +6.55 % N 1 1 1 +6.55 % +6.55 % o0
Axial Isotropy +4.7 % R \3 |07 0.7 | +1.9% +1.9 % %
Hemispherical Isotropy +9.6 % R \/§ 0.7 0.7 +3.9% +3.9% 0
Boundary Effects +2.0 % R \3 |1 1 +1.2% +1.2 % %
Linearity 4.7 % R \/;_?, 1 1 2.7% +2.7% 0
System Detection Limits 1.0 % R \/§ 1 1 +0.6 % 0.6 % 0
Modulation Response 2.4 % R \/§ 1 1 +1.4 % +1.4 % 0
Readout Electronics 0.3 % N 1 1 1 +0.3 % 0.3 % 0
Response Time +0.8 % R A3 |1 1 +0.5 % +0.5 % &
Integration Time +2.6 % R A3 |1 1 +15% |[#15% |«
RF Ambient Noise +3.0 % R \3 |1 1 +1.7% [ *¥17% |«
RF Ambient Reflections +3.0% R \/§ 1 1 1.7 % +1.7% 0
Probe Positioner +0.04 % R \/§ 1 1 +0.0 % +0.0 % 0
Probe Positioning +0.8 % R A3 |1 1 +0.5 % +0.5 % B
Max. SAR Eval. +4.0 % R \3 |1 1 +23% |[#¥23% |«
Test Sample Related
Device Positioning +2.9% N 1 1 1 +2.9% +2.9% 145
Device Holder +3.6% N 1 1 1 +3.6 % +3.6 % 5
Power Drift +5.0% R NE 1 1 +2.9 % +2.9% |
Power Scaling +0% R \3 1 1 +0.0 % +#0.0% |
Phantom and Setup
Phantom Uncertainty 1+6.6% R \/:_3 1 1 +3.8% +3.8% 0
SAR correction +1.9% N 1 1 0.84 | x1.9% +1.6 % 0
Liguid Cond. (mea.)PAK +2.5% N 1 0.78 | 0.71 | +2.0% +18% |
Liquid Perm. (mea.)PAK +2.5% N 1 0.23 | 0.26 | 0.6 % +0.7 % ©
Temp. unc. — Conductivity +3.4% R \3 078 |0.71 | +1.5% +#1.4% | o
Temp. unc. — Permittivity +0.4% R \3 0.23 |0.26 |+0.1% +#0.1% |
Combined Std. Uncertainty +11.9% +11.8% | 569
Expanded STD Uncertainty +23.8% +23.6%
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Annex A - System Check Result
Test Date: 2023/04/11
SystemPerformanceCheck-SAM2-D2450HSL
DUT: Dipole 2450 MHz D2450V2; Type: D2450V2
Communication System: CW; Frequency: 2450 MHz; Duty Cycle: 1:1
Medium parameters used: f = 2450 MHz; ¢ = 1.75 S/m; & = 41.06; p = 1000 kg/m?3
Phantom section: Flat Section
DASY5 Configuration:

e Probe: EX3DV4 - SN7524; ConvF(7.65, 7.65, 7.65) @ 2450 MHz; Calibrated: 2022/7/22
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e Electronics: DAE4 Sn1552; Calibrated: 2022/5/17

¢ Phantom: SAM2; Type: QD OVA 004 AA; Serial: 2089

e Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

configuration/d=10mm, Pin=250mW, dist=1.4mm (EX-Probe)/Area Scan (7x9x1): Measurement grid:
dx=12mm, dy=12mm; Maximum value of SAR (measured) = 20.6 W/kg

configuration/d=10mm, Pin=250mW, dist=1.4mm (EX-Probe)/Zoom Scan (7x7x7)/Cube 0: Measurement
grid: dx=5mm, dy=5mm, dz=5mm; Reference Value = 106.6 V/m; Power Drift = -0.15 dB

Peak SAR (extrapolated) = 25.9 W/kg

SAR(1 g) = 12.8 W/kg; SAR(10 g) = 6.09 W/kg

Smallest distance from peaks to all points 3 dB below = 9 mm

Ratio of SAR at M2 to SAR at M1 = 50%

Maximum value of SAR (measured) = 21.0 W/kg

-4.00
-8.00
-12.00

-16.00

-20.00

0 dB = 21.0 W/kg = 13.22 dBW/kg
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Test Date: 2023/05/06
SystemPerformanceCheck-SAM2-D2450HSL
DUT: Dipole 2450 MHz D2450V2; Type: D2450V2
Communication System: CW; Frequency: 2450 MHz; Duty Cycle: 1:1
Medium parameters used: f = 2450 MHz; ¢ = 1.77 S/m; & = 40.3; p = 1000 kg/m3
Phantom section: Flat Section
DASY5 Configuration:

e Probe: EX3DV4 - SN7524; ConvF(7.65, 7.65, 7.65) @ 2450 MHz; Calibrated: 2022/7/22
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e Electronics: DAE4 Sn1552; Calibrated: 2022/5/17

¢ Phantom: SAM2; Type: QD OVA 004 AA; Serial: 2089

e Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

configuration/d=10mm, Pin=250mW, dist=1.4mm (EX-Probe)/Area Scan (7x9x1): Measurement grid:
dx=12mm, dy=12mm; Maximum value of SAR (measured) = 20.4 W/kg

configuration/d=10mm, Pin=250mW, dist=1.4mm (EX-Probe)/Zoom Scan (7x7x7)/Cube 0: Measurement
grid: dx=5mm, dy=5mm, dz=5mm; Reference Value = 104.0 V/m; Power Drift = 0.01 dB

Peak SAR (extrapolated) = 26.2 W/kg

SAR(1 g) = 12.9 W/kg; SAR(10 g) = 6.1 W/kg

Smallest distance from peaks to all points 3 dB below =9 mm

Ratio of SAR at M2 to SAR at M1 = 49.6%

Maximum value of SAR (measured) = 21.2 W/kg

-4.00

-8.00

-12.00

-16.00

-20.00

0 dB = 21.2 W/kg = 13.26 dBW/kg
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Test Date: 2023/07/25
SystemPerformanceCheck-SAM2-D2450HSL
DUT: Dipole 2450 MHz D2450V2; Type: D2450V2
Communication System: CW; Frequency: 2450 MHz; Duty Cycle: 1:1
Medium parameters used: f = 2450 MHz; ¢ = 1.77 S/m; & = 40.4; p = 1000 kg/m3
Phantom section: Flat Section
DASY5 Configuration:

e Probe: EX3DV4 - SN7768; ConvF(7.72, 7.72, 7.72) @ 2450 MHz; Calibrated: 2023/7/10
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e Electronics: DAE4 Sn1552; Calibrated: 2023/5/17

¢ Phantom: SAM2; Type: QD OVA 004 AA; Serial: 2089

e Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

configuration/d=10mm, Pin=250mW, dist=1.4mm (EX-Probe)/Area Scan (7x9x1): Measurement grid:
dx=12mm, dy=12mm; Maximum value of SAR (measured) = 19.5 W/kg

configuration/d=10mm, Pin=250mW, dist=1.4mm (EX-Probe)/Zoom Scan (7x7x7)/Cube 0: Measurement
grid: dx=5mm, dy=5mm, dz=5mm; Reference Value = 103.1 V/m; Power Drift = 0.04 dB

Peak SAR (extrapolated) = 24.9 W/kg

SAR(1 g) = 12.7 W/kg; SAR(10 g) = 6.1 W/kg

Smallest distance from peaks to all points 3 dB below =9 mm

Ratio of SAR at M2 to SAR at M1 = 51.5%

Maximum value of SAR (measured) = 20.5 W/kg

-4.00

-8.00

-12.00

-16.00

-20.00

0 dB = 20.5 W/kg = 13.12 dBW/kg
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Annex B - Test Data Plots
Plot 1#

Test Date: 2023/04/11
DUT: Wireless lavalier microphone; Type: SC7LW
Procedure Name: BLE_1M 2402MHz Body Front
Communication System: BLE; Frequency: 2402 MHz; Duty Cycle: 1:1
Medium parameters used: f = 2402 MHz; 0 = 1.71 S/m; & = 41.11; p = 1000 kg/m?; Tissue Temp
(celsius)-22.5°C; Phantom section: Flat Section
DASY5 Configuration:

e Probe: EX3DV4 - SN7524; ConvF(7.65, 7.65, 7.65) @ 2402 MHz; Calibrated: 2022/7/22
e Sensor-Surface: 1.4mm (Mechanical Surface Detection)

e Electronics: DAE4 Sn1552; Calibrated: 2022/5/17

¢ Phantom: SAM2; Type: QD OVA 004 AA; Serial: 2089

e Measurement SW: DASY52, Version 52.10 (4); SEMCAD X Version 14.6.14 (7501)

Configuration/BLE_1M 2402MHz Body Front/Area Scan (6x8x1): Measurement grid: dx=12mm,
dy=12mm; Maximum value of SAR (measured) = 1.88 W/kg

Configuration/BLE_1M 2402MHz Body Front/Zoom Scan (7x7x7)/Cube 0: Measurement grid: dx=5mm,
dy=5mm, dz=5mm; Reference Value = 10.84 V/m; Power Drift = 0.13 dB

Peak SAR (extrapolated) = 2.51 W/kg

SAR(1 g) = 1.19 W/kg; SAR(10 g) = 0.502 W/kg

Smallest distance from peaks to all points 3 dB below = 8.2 mm

Ratio of SAR at M2 to SAR at M1 =51.3%

Maximum value of SAR (measured) = 2.02 W/kg

-4.00

-8.00

-12.00

-16.00

-20.00

0 dB = 2.02 W/kg = 3.05 dBW/kg
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Annex C - SAR Test Setup Photos

Please refer to document “2303RSU016-UT".
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Annex D - EUT Photos

Please refer to document “2303RSU016-UE”.
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Annex E - Equipment Calibration Report

Please refer to document “Annex E - Equipment Calibration Report.pdf”.

The End
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Ciient MRT Technology {Suzhou) Co., Ltd Certificate No: Z21-60190

CALIBRATION CERTIFICATE

Object D2450V2 - SN: 1013

Calibration Procedure(s) FF-Z11-003-C1

Calibration Procedures for dipole validation kits

Calibration date: May 19, 2021

This calibration Certificate documents the traceabiiity to national standards, which realize the physical units of
measurements (SI). The measurements and the uncertainties with confidence probability are given on the following
pages and are part of the certificate.

All calibrations have been conducted in the closed labeoratory facility: environment temperature (22+3yC and
humidity<70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards D# Cal Date(Calibrated by, Certificate No.) Scheduled Calibration
Power Meter NRP2 106277 23-Sep-20 {CTTL, No.J20X08336) Sep-21
Power sensor NRP8S 104291 23-Sep-20 (CTTL, No.J20X(083386) Sep-21
ReferenceProbe EX3DV4 | SN 3846 26-Apr-21{CTTL-SPEAG,No.Z221-60084} Apr-22
DAE4 SN 777 08-Jan-21{CTTL-SPEAGN0.Z221-60003} Jan-22
Secondary Standards D # Cal Date{Calibrated by, Certificate No.} Scheduled Calibration
Signal Generator E4438C | MY4907143C (1-Feb-21 {CTTL, No.J21X00593) Jan-22
NetworkAnalyzer ES071C | MY46110673  14-Jan-21 (CTTL, No.d21X00232) Jan-22

Name Function Signature

Calibrated by. Zhao Jing SAR Test Engineer /g Z

RENguredeDy. Lin Hao SAR Test Engineer ﬁ%{ E%s

Approved by: Qi Dianyuan SAR Project Leader 4:57‘:57/

Issued: May 24, 2021
This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

Certificate No: Z21-60190 Page1ofé
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Glossary:
TSL tissue simulating liquid
ConvF sensitivity in TSL / NORMx,y,z
N/A not applicable or not measured

Calibration is Performed According to the Following Standards:

a) |[EEE Std 1528-2013, “IEEE Recommended Practice for Detemmining the Peak
Spatial-Averaged Specific Absorption Rate (SAR) in the Human Head from Wireless
Communications Devices: Measurement Techniques”, June 2013

b) IEC 62208-1, “Measurement procedure for assessment of specific absorption rate of human
exposure to rad[o frequency fields from hand-held and body-mounted wireless
communication devices- Part 1: Device used next to the ear {Frequency range of 300MHz to
B8GHz)", July 2018

¢) IEC 62209-2, “Procedure to measure the Specific Absorption Rate (SAR) For wireless
communication devices used in close proximity to the human body (frequency range of
30MHz to 6GHz)", March 2010

d) KDB865664, SAR Measurement Requirements for 100 MHz to 6 GHz

Additional Documentation:
e) DASY4/5 System Handbook

Methods Applied and Interpretation of Parameters:

o Measurement Conditions: Further details are available from the Validation Report at the end
of the certificate. All figures stated in the certificate are valid at the frequency indicated.

e Antenna Parameters with TSL: The dipole is mounted with the spacer to position its feed
point exactly below the center marking of the flat phantom section, with the arms oriented
parallel to the body axis. L

o Feed Point Impedance and Refurn Loss: These parameters are measured with the dipole
positioned under the liguid fi illed phantom. The impedance stated is transformed from the
measurement at the SMA connector to the feed point. The Return Loss ensures low
reflected power. No uncertainty required.

s FElectrical Delay: One-way deiay between the SMA connector and the antenna feed point.
No uncertainty required.

s SAR measured: SAR measured at the stated antenna input power.

s SAR normalized: SAR as measured, normalized to an input power of 1 W at the antenna
connector.

e SAR for nominal TSL parameters: The measured TSL parameters are used to calculate the
nominal SAR result.

The reported uncertainty of Imeasurement is stated as the standard uncertainty of
Measurement multiplied by the coverage factor k=2, which for a normal distribution

Corresponds to a coverage probability of approximately 95%.
v

Certificate No: Z21-60190 Page 2 of 6
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Measurement Conditions _
DASY system configuration, as far as not given on page 1.

DASY Version | DASY52 V52.10.4
Extrapolation Advanced Extrapolation
Phantom Triple Flat Phantom 5.1C
Distance Dipole Center - TSL 10 mm with Spacer
Zoom Scan Resolution dx, dy, dz=5 mm
Frequency 2450 MHz = 1 MHz
Head TSL parameters I
The following parameters and calculations were applied.
: Temperature Permittivity Conductivity
Nominal Head TSL parameters 220°C 38.2 1.80 mho/m.
Measured Head TSL parameters {(220+02)°C 304+6% 1.79 mhe/m+£86 %
Head TSL temperature change during test <1.0°C - -

SAR result with Head TSL

SAR averaged over 1 ¢m’ {1 g) ofHead TSL Condition

SAR measured 250 mW input power 13.3 Wikg

SAR for nominal Head TSL parameters normalized to 1W 53.4 Wikg £ 18.8 % (k=2)
SAR avaraged over 10 ¢’ {10 g} of Head TSL Condition

SAR measured 250 mW input power 6.04 Wikg

SAR for nominal Head TSL paramet:eré normalized to 1W 24.2 Wikg £ 18.7 % (k=2}

Certificate No: Z21-60190 Page3 of s




Add: No.52 HuaYuanBei Road, Haidian District, Beijing, 180191, China
Tel: +86-10-62304633-2079 Fax: +86-10-62304633-2504
E-mail: ctti@chinattl.com htip://www. chinattl.cn

Appendix (Additional assessments outside the scope of CNAS L0570)

Antenna Parameters with Head TSL

Impedance, transformed to feed point 53.70- 0.01jQ

Return Loss - 29.0dB

General Antenna Parameters and Design

Electrical Delay (ore direction) 1.061 ns

After long term use with 100W radiated power, only a slight warming of the dipole near the feedpoint can
be measured.

The dipole is made of standard semirigid coaxial cable. The center conductor of the feeding line is directly
connected to the second arm of the dipole. The antenna is therefore short-circuited for DC-signals. On some
of the dipoles, small end caps are added to the dipole arms in order to improve matching when loaded
according to the position as explained in the "Measurement Conditions" paragraph. The SAR data are not
affected by this change. The overall dipcle length is still according to the Standard.

No excessive force must be applied to the dipole arms, because they might bend or the soldered
connections near the feedpoint may be damaged.

Additional EUT Data

Manufactured by SPEAG

Certificate No: Z21-60190 Page 4 of 6
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DASYS Validation Report for Head TSL Date: 05.19.2021
Test Laboratory: CTTL, Beijing, China
DUT: Dipole 2450 MHz; Type: D2450V2; Serial: D2450V2 - SN: 1013
Communication System: UID 0, CW; Frequency: 2450 MHz; Duty Cycle: 1:1
Medium parameters used: f = 2450 MHz; ¢ = 1.788 S/m; & = 39.43; p = 1000 kg/m>
Phantom section: Center Section
DASYS Configuration:

e Probe: EX3DV4 - SN3846; ConvE(7.43, 7.45, 7.45) @ 2450 MHz; Calibrated:
2021-04-26

+ Sensor-Surface: 1.4mm (Mechanical Surface Detection)

¢ Electronics: DAE4 Sn777; Calibrated: 2021-01-08

+ Phantom: MFP_V5.1C (20deg probe tilt); Type: QD 000 P51 Cx; Serial: 1062

» Measurement SW: DASYS52, Version 52.10 (4); SEMCAD X Version 14.6.14
(7483)

Dipole Calibration/Zoom Secan (7x7x7) (7x7x7)/Cube 0: Measurement grid: dx=5mm,
dy=5mm, dz=5mm

Reference Value = 106.1 V/m; Power Drift =-0.06 dB

Peak SAR (extrapolated) = 28.4 W/kg

SAR(1 g) =13.3 W/kg; SAR(10 g) = 6.04 W/kg

Smallest distance from peaks to all points 3 dB below = 9 mm

Ratio of SAR at M2 to SAR at M1 =46.5%

Maximum value of SAR (measured) =22.7 W/kg

dB
a

-4.61

-9.22

-13.82

-18.43

-23.04 |

0 dB =22.7 W/kg = 13.56 dBW/kg

Certificate No: Z21-60190 Page sof 6
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Impedance Measurement Plot for Head TSL

| Tri sIi tog Mag 10.9008/ Ref O,Q00dB [F1]
[>1 2.4500000 GHz -29.C46 dB

0. 000

PEE s11 smith (R+4X) scate 1.000u [F1 pel]
L 2.4500000 GHz 53.650 n -7.0742 M0 9.1829-1F

Certificate No: Z21-60190 Page 6 of 6
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Return Loss and Impedance Indicated By Head Tissue

Meas. Items Original Value Current Value Deviation
Return Loss(dB) -29.0 -32.42 11.79%
_ -4.50Q 2.29Q
Impedance 53.7Q - 0.01jQ 49.20Q + 2.28Q )
Real part Imaginary part
Test Date: 2023/05/18
Bl s111ogM 10.00dB/ 0.00dB
50 > 1: 2.4p0 GHz 3242dB
40
30
20
10
0
-10 ——— I —
20 I— e BN
-30 T
-40
-50
1 >Ch1: Start 225000 GHz — Stop 2.65000 GHz
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>1: 2450 GHz 49200
148.00 pH 2280
2 Ch2: Start 2.25000 GHz — Stop 2.65000 GHz
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Client: MRT Technology (Suzhou) Co., Ltd Certificate No: Z22-60162

CALIBRATION CERTIFICATE

Object DAE4 - SN: 1552

Calibration Procedure(s) FE-Z11-002-04

Calibration Procedure for the Data Acquisition Electronics
(DAEX)

Calibration date; May 17, 2022

This calibration Certificate documents the traceability to national standards, which realize the physical units of
measurements(Si). The measurements and the uncertainties with confidence probability are given on the following
pages and are part of the cerfificate.

All calibrations have been conducted in the closed laboratory facility. environment temperature(22+3)°c and
humidity<70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards 1D # Cal Date(Calibrated by, Certificate No.) Scheduled Calibration
Process Calibrator 753 | 1971018 15-Jun-21 {CTTL, No.J21X04465) Jun-22
Name Function Signature
Calibrated by: Yu Zongying SAR Test Engineer é’ ﬂafb
Reviewed by: Lin Hao SAR Test Engineer L

Approved by: Qi Dianyuan SAR Project Leader M\/

Issued; May 23, 2022
This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

Certificate No; Z222-60162 Page 1t of 3
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data acquisition electronics
information used in DASY system to align probe sensor X

Glossary:

DAE
Connector angle

to the robot coordinate system.
Methods Applied and Interpretation of Parameters:
DC Voltage Measurement. Calibration Factor assessed for use in DASY
system by comparison with a calibrated instrument traceable to national
standards. The figure given corresponds to the full scaie range of the

voltmeter in the respective range.
Connector angle: The angle of the connector is assessed measuring the

angle mechanically by a tool inserted. Uncertainty is not required.

The report provide only calibration results for DAE, it does not contain other

performance test results.

Page 2 of 3
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DC Voltage Measurement
A/D - Converter Resolution nominal

High Range: 1.8B = 8.1uV, fuli range = -100...+300 mV
Low Range: 1LSB = 81nV, full range = -1 #3mV
DASY measurement parameters: Auto Zerc Time: 3 sec; Measuring time: 3 sec
Calibration Factors X Y Z
High Range 404.638 £ 0.15% (k=2) | 404.539 + 0.15% (k=2) | 404.658 *+ 0.156% (k=2)
Low Range 3.93536 £ 0.7% (k=2) | 3.95779+0.7% (k=2) | 4.01059 + 0.7% (k=2)

Connector Angle

Connector Angle to be used in DASY system 265%+1°

Certificate No: Z22-60162 Page 3 of 3
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Client: MRT Technology (Suzhou) Co., Ltd Certificate No: J23Z60254
Object DAE4 - SN: 1552
Calibration Procedure(s) EF.Z11-002-01
Calibration Procedure for the Data Acquisition Electronics
(DAEx)
Calibration date: May 17, 2023

This calibration Certificate documents the traceability to national standards, which realize the physical units of
measurements(S1). The measurements and the uncertainties with confidence probability are given on the following
pages and are part of the certificate.

All calibrations have been conducted in the closed laboratory facility: environment lemperalure(22+3)'¢ and
humidity<70%.

Calibration Equipment used (M&TE critical for calibration)

Primary Standards iD# Cal Date(Calibrated by, Certificate No.) Scheduled Calibration
Process Calibrator 753 | 1971018 14-Jun-22 (CTTL, No.J22X04180) Jun-23
Name Function
Calibrated by: Yu Zongying SAR Test Engineer
Raviewed by: Lin Hao SAR Test Engineer
Approved by. Qi Dianyuan SAR Project Leader .

Issued: May 18, 2023
This calibration certificale shall not be reproduced except in full without writlen approval of the laboratory.

Cerificate No; 123260254 Page 1 ol 3
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Glossary:
DAE data acquisition electronics
Connector angle information used in DASY system to align probe sensor X
to the robot coordinate system.

Methods Applied and Interpretation of Parameters:

« DC Voltage Measurement: Calibration Factor assessed for use in DASY
system by comparison with a calibrated instrument traceable to national
standards. The figure given corresponds to the full scale range of the
voltmeter in the respective range.

« Connector angle: The angle of the connector is assessed measuring the
angle mechanically by a tool inserted. Uncertainty is not required.

« The report provide only calibration results for DAE, it does not contain other
performance test resuits.

Centificate No: J23260254 Page 2 of 3
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DC Voltage Measurement
A/D - Converter Resolution nominal
High Range: iLSB = B.1uv , full range = -100...+300 mV
Low Range: iLSB = 61nV , full range = -1......+3mV
DASY measurement paramelers: Auto Zero Time: 3 sec; Measuring time: 3 sec
Callibration Factors X Y Z
High Range 404.655 +0.15% (k=2) | 404.539 £ 0.15% (k=2) | 404 666 + 0.15% (k=2)
Low Range 393705+ 0.7% (k=2) | 3.95859 £ 0.7% (k=2) | 4.01083 £ 0.7% (k=2)
Connector Angle

Connector Angle to be used in DASY syslem

28.5°1°

Ceruficate No: J23Z£60254

Page 3 of 3
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Client MRT Technology (Suzhou) Co., Ltd Certificate No: 222-60241
CALIBRATION CERTIFICATE

Object EX3DV4 - SN : 7524

Calibration Procedure(s) FF-Z11-004-02
Calibration Procedures for Dosimetric E-field Probes

Calibration date: July 22, 2022

This calibration Certificate documents the traceability to national standards, which realize the physical units of
measurements(Sl). The measurements and the uncertainties with confidence probability are given on the following
pages and are part of the certificate.

All ealibrations have been conducted in the closed laboratory facility: environment temperature(22+3)°C and
humidity<70%.

Calibration Equipment used (MATE critical for calibration)

Primary Standards D # Cal Date(Calibrated by, Certificate No.) Scheduled Calibration
Power Meter NRP2 101919 14-Jun-22(CTTL, No.J22X04181) Jun-23
Power sensor NRP-Z91 101547 14-Jun-22(CTTL, No.J22X04181) Jun-23
Power sensor NRP-Z£91 101548 14-Jun-22{CTTL, No.J22X04181) Jun-23
Reference 10dBAttenuator | 1BNSOW-10dB  20-Jan-21(CTTL, No.J21X00486) Jan-23
Reference 20dBAHenuator | 18BNS0W-20dB  20-Jan-21(CTTL, No.J21X00485) Jan-23
Reference Probe EX3DV4 SN 3846 20-May-22(SPEAG, No.EX3-3846_May22) May-23
DAE4 SN 7T 20-Jan-22(SPEAG, No.DAE4-771_Jan22) Jan-23
Secondary Standards ID# Cal Date{Calibrated by, Certificate No.) Scheduled Calibration
SignalGenerator MG3700A | 6201052605 14-Jun-22{CTTL, No.J22X04182) Jun-23
Network Analyzer ES071C | MY46110673  14-Jan-22(CTTL, No.J22X00406) Jan-23

Name Function Signature

Calibrated by: YU Zongying SAR Test Engineer -'

Reviewed by: Lin Hao SAR Test Engineer

Apgraved by: Qi Dianyuan SAR Project Leader

Issued: July 26, 2022
This calibration certificate shall not be reproduced except in full without written approval of the laboratory.

Centificate No: Z22-60241 Page | of 9
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Glossary:
TSL tissue simulating liquid
NORMx,y.z sensitivity in free space
ConvF sensitivity in TSL / NORMx.y.z
DCP diode compression point
CF crest factor (1/duty_cycle) of the RF signal
ABCD modulation dependent linearization parameters

Polarization ® @ rotation around probe axis
Polarization 6 0 rotation around an axis that is in the plane normal to probe axis (al measurement center), |
B8=0 is normal to probe axis

Connector Angle information used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

a) IEEE Std 1528-2013, “IEEE Recommended Practice for Determining the Peak Spatial-Averaged
Specific Absorption Rate (SAR) in the Human Head from Wireless Communications Devices:
Measurement Techniques”, June 2013

b) IEC 62209-1, “Measurement procedure for the assessment of Specific Absorption Rate (SAR) from
hand-held and body-mounted devices used next to the ear (frequency range of 300 MHz to 6 GHz)",
July 2016

c) IEC 62209-2, “Procedure to determine the Specific Absorption Rate (SAR) for wireless communication
devices used in close proximity to the human body (frequency range of 30 MHz to 6 GHz)", March
2010

d) KDB 865664, “SAR Measurement Requirements for 100 MHz to 6 GHZ"

Methods Applied and Interpretation of Parameters:

o NORMyx,y,z: Assessed for E-field polarization 8=0 (fs900MHz in TEM-cell; f> 1800MHz. waveguide).

NORMx,y.z are only intermediate values, i.e., the uncertainties of NORMx,y,z does not effect the

E* -field uncertainty inside TSL (see below ConvF).

e NORM(fxy,z = NORMx.y,z* frequency_response (see Frequency Response Chart). This
linearization is implemented in DASY4 software versions later than 4.2. The uncertainty of the
frequency response is included in the stated uncertainty of ConvF.

e DCPx,yz: DCP are numerical linearization parameters assessed based on the data of power sweep
(no uncertainty required). DCP does not depend on frequency nor media.

« PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics.

e Axyz Bxyz CxyzVRxyz:AB,C are numerical linearization parameters assessed based on the
data of power sweep for specific modulation signal. The parameters do not depend on frequency nor
media. VR is the maximum calibration range expressed in RMS voltage across the diode.

e ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature
Transfer Standard for f<800MHz) and inside waveguide using analytical field distributions based on
power measurements for f >800MHz. The same setups are used for assessment of the parameters
applied for boundary compensation (alpha, depth) of which typical uncertainty valued are given.
These parameters are used in DASY4 software to improve probe accuracy close to the boundary.
The sensitivity in TSL corresponds to NORMx,y,z* ConvF whereby the uncertainty corresponds to
that given for ConvF. A frequency dependent ConvF is used in DASY version 4.4 and higher which
allows extending the validity from+50MHz to+100MHz.

» Spherical isotropy (3D deviation from isotropy): in a field of low gradients realized using a flat
phantom exposed by a patch antenna.

e Sensor Offsel: The sensor offset corresponds to the offset of virtual measurement center from the
probe tip (on probe axis). No tolerance required.

« Connector Angle: The angle is assessed using the information gained by determining the NORMx
(no uncertainty required).

Certificate No:Z22-60241 Page 2 of 9
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DASY/EASY - Parameters of Probe: EX3DV4 - SN:7524

Basic Calibration Parameters

Sensor X Sensor Y Sensor Z Unc (k=2)
Norm{pV/(Vim)*)* 0.45 0.47 0.49 +10.0%
DCP{mV)* 99.3 98.3 99.2

Modulation Calibration Parameters

uiD Communication A B C D VR Unc®
System Name dB dBuV dB mV (k=2)
0 cw k4 0.0 0.0 1.0 0.00 153.9 +2.3%
¥ 0.0 0.0 1.0 160.6
z 0.0 0.0 1.0 159.3

The reported uncertainty of measurement is stated as the standard uncertainty of
Measurement multiplied by the coverage factor k=2, which for a normal distribution
Corresponds to a coverage probability of approximately 95%.

A The uncertainties of Norm X, Y, Z do not affect the E*-field uncertainty inside TSL (see Page 4).
B Numerical linearization parameter: uncertainty not required.

E Uncerlainly is determined using the max. deviation from linear response applying rectangular distribution
and is expressed for the square of the field value.

Certificate No:Z22-60241 Page 3 of 9
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DASY/EASY - Parameters of Probe: EX3DV4 — SN:7524
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Calibration Parameter Determined in Head Tissue Simulating Media

G
¢ MHZI° Pnﬁ‘;::;r c““‘:;‘::;i" ConvF X | ConvE Y | ConvF Z | Alpha® D;:f:; :i:;:
750 419 0.89 1041 | 1041 | 1041 | 0.16 | 123 | +12.1%
835 415 090 1005 | 1005 | 1005 | 047 | 120 | £121%
1750 40.1 1.37 843 | 843 | 843 | 021 | 104 | +121%
1900 40.0 140 805 | 805 | 805 | 023 | 102 |+121%
2000 40.0 1.40 814 | 814 | 814 | 047 | 121 | *1214%
2300 39.5 1.67 792 | 792 | 792 | 050 | 069 | £12.1%
2450 3.2 1.80 765 | 765 | 765 | 048 | 072 | £121%
2600 39.0 196 745 | 745 | 745 | 058 | 067 | +12.1%
3300 382 271 743 | 743 | 743 | 033 | 097 | +13.3%
3500 379 291 704 | 704 | 704 | 046 | 088 | £13.3%
3700 317 312 686 | 686 | 686 | 038 | 1.02 | +13.3%
3900 375 332 671 | 671 | 671 | 030 | 150 | +13.3%
4100 312 3.53 661 | 661 | 661 | 030 | 138 | £13.3%
5250 359 a7 538 | 538 | 538 | 045 | 145 | £13.3%
5600 35.5 5.07 474 | 474 | 474 | 045 | 152 | £13.3%
5750 35.4 5.22 487 | 487 | 487 | 045 | 158 | +133%

© Frequency validity above 300 MHz of £100MHz only applies for DASY v4.4 and higher (Page 2), else it is resiricled lo
+50MHz. The uncertainty is the RSS of ConvF uncertainty at calibration frequency and the uncertainty for the indicated
frequency band. Frequency validity below 300 MHz is £ 10, 25, 40, 50 and 70 MHz for ConvF assessments at 30, 64, 128,
150 and 220 MHz respectively. Above 5 GHz frequency validity can be extended to £ 110 MHz,

¥ Al frequency below 3 GHz, the validity of tissue parameters (€ and ) can be relaxed lo £10% if liquid compensation
tormula i1s applied to measured SAR values. At frequencies above 3 GHz, the validity of lissue parameters (¢ and o) is
restricted to +5%. The uncertainty is the RSS of the ConvF uncertainty for indicated target tissue parameters.

@ Alpha/Depth are determined during calibration. SPEAG warrants that the remaining deviation due lo the boundary
effect after compensation is always less than £ 1% for frequencies below 3 GHz and below £ 2% for the frequencies
between 3-6 GHz at any distance larger than halfl the probe tip diameter from the boundary.

Certilicate No:Z22-60241 Page 4 of 9
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Frequency Response of E-Field
(TEM-Cell: ifi110 EXX, Waveguide: R22)
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Uncertainty of Frequency Response of E-field: £7.4% (k=2)
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f=600 MHz, TEM

Error(dB)

Certificate No:Z22-6024 1|

hiep:/fwww.caict.ac.on

Receiving Pattern (®), 8=0°
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CAICT

f=1800 MHz, R22

307

Uncertainty of Axial Isotropy Assessment: £1.2% (k=2)
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Conversion Factor Assessment
f=750 MHz,WGLS R9(H_convF) f=1750 MHz,WGLS R22(H_convF)
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Uncertainty of Spherical Isotropy Assessment: £3.2% (k=2)
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DASY/EASY — Parameters of Probe: EX3DV4 — SN:7524

Other Probe Parameters

Sensor Arrangement Triangular
Connector Angle (°) 93.8
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disable
Probe Overall Length 337Tmm
Probe Body Diameter 10mm
Tip Length 9mm
Tip Diameter 2.5mm
Probe Tip to Sensor X Calibration Point 1mm
Probe Tip to Sensor Y Calibration Point 1imm
Probe Tip to Sensor Z Calibration Point 1mm
Recommended Measurement Distance from Surface 1.4mm

Certificate No:Z22-60241 Page 9 of 9
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Client IIRT Tnchndouy {Suzhou) Co., Ltl:l Cortlﬂc.nh No: J23Z60307

Object EX3DV4 - SN : 7768

Calibration Procadure(s) FF-Z11-004-02

Calibration Procedures for Dosimetric E-field Probes

Calibration date: July 10, 2023

This calibration Ceriificate documents the traceability 1o national standards, which realize the physical units of measurements(Sl). The
measurements and the uncestainties with confidence probability are given on the following pages and are part of the certificate.

Al calibrations have been conducted in the closed laboratory facility: environment temperature(22:3)°C and humidity<70%

Calibration Equipment used (MATE critical for calibration)

Primary Standards D # Cal Date(Calibrated by, Certificate No)  Scheduled Calibration
Power Meter NRP2 101918 12-Jun-23(CTTL, No.J23X05435) Jun-24
Power sensor NRP-Z91 101547 12-Jun-23(CTTL, No J23X05435) Jun-24
Power sensor NRP-Z81 101548 12-Jun-23(CTTL, No.J23X05435) Jun-24
Reference 10dBAttenuator 18NSOW-100B  18-Jan-23(CTTL, No.J23X00212) Jan-25
Reference 20dBAttenuator 18NSOW-200B  18-Jan-23(CTTL, No.J23X00211) Jan-25
Reference Probe  EX3DVA4 SN 7517 27-Jan-23(SPEAG, No.EX-7517_Jan23) Jan-24
DAE4 SN 1555 25-Aug-22(SPEAG, No.DAE4-1565_Aug22) Aug-23
Secondary Standards ID# Cal Date{Calibrated by, Certificate No.) Scheduled Calibration
SignalGenerator MG3700A 5201052605 12-Jun-23(CTTL, No.J23X05434) Jun-24
Network Analyzer E5071C MY46110873  10-Jan-23(CTTL, No.J23X00104) Jan-24
Reference  10dBAltenuator BT0520 11-May-23(CTTL, No.J23X04081) May-25
Reference 20dBARenuator BTO267 11-May-23(CTTL, No.J23X04062) May-25
ocP DAK-3.5 SN 1040 18-Jan-23(SPEAG, No.OCP-DAK3 5-1040_Jan23)  Jan-24

Name Function

Calibrated by. Yu Zongying SAR Test Engineer

Reviewed by: Lin Hao SAR Test Engineer

Approved by Qi Dianyuan SAR Project Leader

Tyl i
lssued: July 13, 2023
This calibration certificate shall not be reproduced except in full without written approval of the laboratory.
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Glossary:
TSL tissue simulating liquid
NORMx.y.z sensitivity in free space
ConvF sensitivity in TSL / NORMx.y.z
DCP diode compression point
CF crest factor (1/duty_cycle) of the RF signal
ABCD modulation dependent linearization parameters

Polarization @ @ rotation around probe axis

Polarization 6 8 rotation around an axis that is in the plane normal to probe axis (at measurement center), |

8=0 is normal to probe axis

Connector Angle information used in DASY system to align probe sensor X to the robot coordinate system

Calibration is Performed According to the Following Standards:

a) |IEEE Std 1528-2013, "IEEE Recommended Practice for Determining the Peak Spatial-Averaged
Specific Absorption Rate (SAR) in the Human Head from Wireless Communications Devices:
Measurement Techniques®, June 2013

b) IEC 62208-1, "Measurement procedure for the assessment of Specific Absorption Rate (SAR) from
hand-held and body-mounted devices used next to the ear (frequency range of 300 MHz to 6 GHz)",
July 2016

c) IEg 62209-2, "Procedure to determine the Specific Absorption Rate (SAR) for wireless communication
devices used in close proximity to the human body (frequency range of 30 MHz to 6 GHz)", March
2010

d) KDB 865664, "SAR Measurement Requirements for 100 MHz to 6 GHz"

Methods Applied and interpretation of Parameters:

o NORMx,y.z: Assessed for E-field polarization 8=0 (f=800MHz in TEM-cell, = 1800MHz: waveguide),

NORMx,y.z are only intermediate values, i.e., the uncertainties of NORMx,y.z does not effect the

E* -field uncertainty inside TSL (see below ConvF).

e«  NORM(f)x,y.z = NORMx,y,z* frequency_response (see Frequency Response Chart), This
linearization is implemented in DASY4 software versions later than 4.2, The uncertainty of the
frequency response is included in the stated uncertainty of ConvF.

s DCPx,y z; DCP are numerical linearization parameters assessed based on the data of power sweep
(no uncertainty required). DCP does not depend on frequency nor media.

s« PAR: PAR is the Peak to Average Ratio that is not calibrated but determined based on the signal
characteristics.

o Axyz Bxyz Cxyz,VRxyzA B, C are numerical linearization parameters assessed based on the
data of power sweep for specific modulation signal. The parameters do not depend on frequency nor
media. VR is the maximum calibration range expressed in RMS voltage across the diode.

» ConvF and Boundary Effect Parameters: Assessed in flat phantom using E-field (or Temperature
Transfer Standard for fs800MHz) and inside waveguide using analytical field distributions based on
power measurements for f >800MHz. The same setups are used for assessment of the parameters
applied for boundary compensation (alpha, depth) of which typical uncertainty valued are given.
These parameters are used in DASY4 software to improve probe accuracy close to the boundary.
The sensitivity in TSL corresponds to NORMx,y,z* ConvF whereby the uncertainty corresponds to
that given for ConvF. A frequency dependent ConvF is used in DASY version 4.4 and higher which
allows extending the validity from+50MHz to+100MHz.

e Sphencal isotropy (3D deviation from isotropy): in a field of low gradients realized using a flat
phantom exposed by a patch antenna.

+ Sensor Offsel: The sensor offset corresponds to the offset of virtual measurement center from the
probe tip (on probe axis). No tolerance required.

« Connector Angle: The angle is assessed using the information gained by determining the NORMx
(no uncertainty required).

Certificate No:J23260307 Page 2 of 22
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DASY/EASY — Parameters of Probe: EX3DV4 — SN: 7768

Basic Calibration Parameters

Sensor X Sensor Y Sensor Z Unc (k=2)
Norm(pVi{Vim)*)* 0.47 0.51 0.49 +10.0%
DCP{mV)® 107.2 1029 105.7

Calibration Results for Modulation Ruponsa

uip Communication System Name [+ D VR Max Max
dB dﬂﬁ.l’u' de mV Dev. | Unct
(k=2)
0 CW 0.0 0.0 10 | 000 | 187.1 | £2.1% | 24.7%
00 0.0 10 1601
0.0 0.0 1.0 187.3 o]
10352-AAA | Pulse Waveform (200Hz, 10%) 133 | 6000 | 647 60 | +35% | +96%
137 | 6000 | 564 | 1000 | 60
134 | 8000 | 632 80
10353-AAA | Pulse Waveform (200Hz, 20%) 080 | 6000 | 529 B0 | +21% | t86%
14.00 | 7000 | 700 | 699 | 80

078 | BO.O0 | 507 a0

2200 | 7600 | ©.00 95 | +26% | £9.6%
85
a5

10354-AAA | Pulse Waveform (200Hz, 40%)

0.02 | 15798 | 325 | 398
045 | 16111 | 0.05

b e il e e It bl e e L et E L I e et ] L e s

10355-AAA | Pulse Waveform (200Hz, 60%) 17.18 | 13271 | 107 120 | 122% | 9.6%
0.00 | 14629 | 86.10 | 222 | 120
12.58 | 154.44 | 1414 120

10387-AAA | QPSK Waveform, 1 MHz 043 | 60.00 | 9.15 150 | #3.0% | £9.8%
20,00 | 13386 | 37.73 | 1.00 | 150
) ] 042 | 61.15 | 1081 150

10388-AAA | QPSK Waveform, 10 MHz 096 | 61.58 | 10.04 150 | +1.8% | 0.6%
429 | 8729 | 2338 | 0.00 | 150
108 | 8412 | 1196 150

10396-AAA | 64-QAM Waveform, 100 kHz 1.77 | 63.82 | 1639 150 | +1.2% | #9.6%
1.78 | 67.99 | 19.84 | 301 | 150
180 | 65.13 | 1665 150

10414-AAA | WILAN CCDF, 64-QAM, 40MHz 350 | 8584 | 14.48 150 | £3.3% | $8.6%
413 | 8862 | 17.03 | 0.00 | 150
370 | 6684 | 1529 150

Note: For details on UID parameters see Appendix

The reported uncertainty of measurement is stated as the standard uncertainty of
Measurement muitiplied by the coverage factor k=2, which for a normal distribution
Corresponds to a coverage probability of approximately 85%.

* The uncertainties of Norm X, Y, Z do not affect the E%-field uncertainty inside TSL (see Page 5).
% Numerical linearization parameter: uncertainly nol required

¥ Uncertainly is dstermined using the max. deviation from linear response applying rectangular distribution and is expressed for
the square of the field value.

Centificate No:J23760307 Page 3 of 22
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DASY/EASY — Parameters of Probe: EX3DV4 - SN: 7768
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Sensor Model Parameters

c1 c2 a T T2 T3 T4 5 T6
fF fF v ms.V? | ms.V! ms v v
X 6.82 49.68 | 33.28 2.94 0.00 4.90 0.42 0.00 1.01
Y 8.58 63.48 | 35.29 0.92 0.00 4.90 0.00 0.00 1.01
Fd b6.67 48.41 33.44 2.10 0.00 4.90 0.36 0.00 1.01
Other Probe Parameters
Sensor Arrangement Triangular
Connector Angle (°) 141.2
Mechanical Surface Detection Mode enabled
Optical Surface Detection Mode disable
Probe Overall Length 337Tmm
Probe Body Diameter 10mm
Tip Length Imm
Tip Diameter 2.5mm
Probe Tip to Sensor X Calibration Point imm
Prabe Tip to Sensor Y Calibration Point 1mm
Probe Tip to Sensor Z Calibration Point 1mm
Recommended Measurement Distance from Surface 1.4mm

Certificate No:J23Z260307 Page 4 of 22
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DASY/EASY - Parameters of Probe: EX3DV4 - SN:7768

Calibration Parameter Determined in Head Tissue Simulating Media

Depth® | Unct.
f [MHz]C F;:':;;YF cm“:::::t’ ConvF X | ConvF Y | ConvF Z | Alpha® | * nfmj =
760 419 0.89 995 | 995 | 995 | 016 | 1.33 | +12.7% |
835 415 0.90 9.5 955 | 956 | 047 | 1.36 | £12.7%
900 415 0.97 9.60 960 | 980 | 015 | 1.44 | +12.7%
1450 405 1.20 8.56 8.56 866 | 010 | 161 | +127%
1750 40.1 1.37 8.36 836 | 836 | 023 | 1.08 | +12.7%
1900 40.0 1.40 8.06 806 | 806 | 026 | 1.02 | £12.7%
2100 39.8 1.49 8.15 8.16 816 | 023 | 140 | £12.7%
2300 39.5 1.67 7.97 797 | 797 | 060 | 070 | +12.7%
2450 39.2 1.80 7.72 712 | 772 | 081 | 071 | £12.7% |
2600 39.0 1.96 7.62 7.62 762 | 065 | 068 | +12.7%
3300 38.2 2.71 7.45 746 | 745 | 047 | 093 | +13.9%
3500 37.9 2.91 694 | 694 694 | 039 | 1.06 | £13.9%
3700 7.7 312 6.75 675 | 676 | 040 | 112 | £13.9%
3900 37.6 3.32 664 | 664 | 664 | 035 | 135 | +13.9%
4100 37.2 3.63 6.52 652 | 652 | 035 | 125 | +13.9%
4400 36.9 3.84 632 | 632 632 | 040 | 126 | +13.9%
4600 36.7 4.04 6.28 628 | 628 | 045 | 1.20 | +13.9%
4800 36.4 4.25 6.18 618 | 618 | 040 | 1.40 | +13.9%
4950 36.3 4.40 5.85 585 | 585 | 035 | 152 | +13.9%
5250 35.9 a7 5.37 5.37 6.37 | 045 | 1.45 | +13.9%
5600 35.5 5.07 477 877 | 477 | 045 | 140 | £13.9%
5750 35.4 5.22 4.80 480 | 480 | 040 | 166 | £13.9%

¢ Frequency validity above 300 MHz of +100MHz only applies for DASY v4.4 and higher (Page 2), else it is restricted to
+50MHz. The uncertainty is the RSS of ConvF uncertainty at calibration frequency and the uncertainty for the indicated
frequency band. Frequency validity below 300 MHz is + 10, 25, 40, 50 and 70 MHz for ConvF assessments at 30, 64, 128,
150 and 220 MHz respectively. Above 5 GHz frequency validity can be extended to £ 110 MHz.
¥ At frequency up to 6 GHz, the validity of tissue parameters (€ and o) can be relaxed to +10% if iquid compensation
formuia is applied lo measured SAR values. The uncertainty is the RSS of the ConvF uncertainty for indicated target
lissue parameters,
S Alpha/Depth are determined during calibration. SPEAG warrants that the remaining deviation due to the boundary
effect after compensation is always less than + 1% for frequencies below 3 GHz and below £ 2% for the frequencies
between 3-8 GHz at any distance larger than half the probe tip diameter from the boundary.
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Frequency Response of E-Field
(TEM-Cell: ifi110 EXX, Waveguide: R22)
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Uncertainty of Frequency Response of E-field: £7.4% (k=2)
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Receiving Pattern (®), 6=0°

f=600 MHz, TEM f=1800 MHz, R22
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Uncertainty of Axial Isotropy Assessment: +1.2% (k=2)
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Conversion Factor Assessment
f=750 MHz, WGLS R9(H_convF) f=1750 MHz,WGLS R22(H_convF)
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Uncertainty of Spherical lsotropy Assessment: £3.2% (k=2)
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Appendix: Modulation Calibration Parameters

uiD Rev | Communication System Name Group PAR | UncE
(dB) | (k=2)

0 CW cw 000 | 247%
10010 | CAA | SAR Validation (Square, 100ms, 10ms) Test 1000 | £96%
10011 | CAB_| UMTS-FDD (WCDMA) WCDMA 291 | £96%
10012_| CAB | |EEE 802.11b WiFi 2.4 GHz (DSSS, 1 Mbps) WLAN 187 | +96%
10013 | CAB | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 6 Mbps) WLAN 946 | £96%
10021 | DAC | GSM-FDD (TDMA, GMSK) GSM 930 | :96%
10023 | DAC | GPRS-FDD (TDMA, GMSK, TN 0) GSM 957 | +98%
10024 | DAC | GPRS-FDD (TDMA, GMSK, TN 0-1) GSM 656 | :186%
10025 | DAC | EDGE-FDD (TOMA, BPSK, TN 0) GSM 1262 | :96%
10026 | DAC | EDGE-FDD (TDMA, BPSK, TN 0-1) GSM 9556 | +96%
10027 | DAC_| GPRS-FDD (TOMA, GMSK, TN 0-1-2) GSM 480 | +96%
10028 | DAC | GPRS-FDD (TOMA, GMSK, TN 0-1-2-3) GSM 355 | +06%
10029 | DAC | EDGE-FDD (TOMA, 8PSK, TN 0-1-2) GSM 778 | +968%
10030 | CAA | IEEE 802 .15 1 Blusiooth (GFSK, DH1) Bluetooth 530 | +86%
10031 | CAA | IEEE 802.15.1 Bluetooth (GFSK, DH3) Bluetooth 187 | +986%
10032 | CAA | |EEE 802.15.1 Bluetooth (GFSK, DH5) Bluetooth 116 | 286%
10033 | CAA | IEEE 802 15.1 Biluelooth (PU4-DQPSK, DH1) Bluetooth 774 | :96%
10034 | CAA | IEEE 802.15.1 Bluetooth (PU4-DQPSK, DH3) Bluetooth 453 | £96%
10035 | CAA | IEEE 802.15.1 Bluetooth (PU4-DQPSK, DH5) Bluetooth 383 | +88%
10036 | CAA | IEEE 802.15.1 Blustooth (8-DPSK, DH1) Bluetooth 801 | +96%
10037 | CAA | IEEE 802.15.1 Biluetooth (8-DPSK, DH3) Bluetooth 477 | +96%
10038 | CAA | IEEE 802 15.1 Blusiooth (B-DPSK, DH5) Bluelooth 410 | +96%
10038 | CAB | COMA2000 (1xRTT, RC1) CDMA2000 457 | +96%
10042 | CAB | 1S-54 /1S-136 FDD (TDMA/FDM, PI/4-DQPSK, Halfrate) AMPS 778 | +98%
10044 | CAA | IS-@1/EIATIA-563 FDD (FDMA, FM) AMPS 000 | +96%
10048 | CAA | DECT (TDD, TOMA/FDM, GFSK, Full Siot, 24) DECT 1380 | +96%
10049 | CAA | DECT (TDD, TOMA/FDM, GFSK, Double Siot, 12) DECT 1079 | 298%
10058 | CAA | UMTS-TDD (TD-SCDMA, 1.28 Mcps) TD-SCDMA 1101 | 868%
10058 | DAC | EDGE-FDD (TDMA, 8PSK, TN 0-1-2-3) GSM 652 | +96%
10058 | CAB | IEEE 802.11b WiFi 2.4 GHz (DSSS, 2 Mbps) WLAN 212 | £66%
10060 | CAB | IEEE 802.11b WiFi 2.4 GHz (DSSS., 5.5 Mbps) WLAN 283 | x96%
10061 | CAB | IEEE 802.11b WiF) 2 4 GHz (DSSS, 11 Mbps) WLAN 360 | +96%
10062 | CAD | IEEE 802 11a/h WIFi 5 GHz (OFDM, 6 Mbps) WLAN 888 | t968%
10063 | CAD | IEEE 802 11a/h WIFi 5 GHz (OFDM, 8 Mbps) WLAN 863 | +96%
10064 | CAD | IEEE 802.11a/ WiFi 56 GHz (OFDM, 12 Mbps) WLAN 9.00 | 206%
10085 | CAD | IEEE B02.11a/M WiFi 5§ GHz (OFDM, 18 Mbps) WLAN 800 | +96%
10066 | CAD | IEEE B02.11a/h WIFI 5 GHz (OFDM, zduhpnj WLAN 938 | 296%
10067 | CAD | IEEE 802.11a/m WiFi 5 GHz (OFDM, 38 ) WLAN 1012 | +96%
100688 | CAD | IEEE B02.11a/h WiFI 5 GHz (OF DM, 48 ) WLAN 1024 | :96%
100689 | CAD | IEEE 802 11a/h WiFi 5 GHz (OFDM, 54 Mbps) WLAN 1056 | +96%
10071 | CAB | IEEE 802.11g WIFi 2.4 GHz (DSSS/OFDM, 9 Mbps) WLAN 983 | +968%
10072_| CAB_| IEEE 802.11g WiFi 2.4 GHz (DSSS/OFDM., 12 Mbps) WLAN B62 | +88%
10073 | CAB | IEEE 802.11g WIFi 2.4 GHz (DSSS/OFDM, 18 Mbps) WLAN 994 | +96%
10074 | CAB | IEEE 802.11g WiFi 2.4 GHz (DSSS/OFDM, 24 Mbps) WLAN 1030 | +968%
10075 | CAB | IEEE 802.11g WiFi 2.4 GHz (DSSS/OFDM, 36 Mbps) WLAN 10.77 | +96%
10076 | CAB | IEEE 802.11g WiFi 2.4 GHz (DSSS/OFDM, 48 Mbps) WLAN 1094 | +96%
10077 | CAB | IEEE 802.11g WiFi 2.4 GHz (DSSS/OFDM, 54 Mbps) WLAN 1100 | £96%
10081 | CAB | CDMA2000 (1xRTT, RC3) _ CDMAZ000 397 | +96%
10082 | CAB | 1S-54/1S-136 FDD (TDMA/FDM, PI4-DOPSK, Fulirate) AMPS 477 | :96%
10090 | DAC | GPRS-FDD (TOMA, GMSK, TN 0-4) GSM 656 | +86%
10087 | CAC_| UMTS-FDD (HSDPA) WCDMA 308 | +98%
10088 | DAC | UMTS-FDD (HSUPA, Subtest 2) WCDMA 308 | +98%
10099 | CAC | EDGE-FDD (TDMA, 8PSK, TN 0-4) GSM 955 | +96%
10100 | CAC | LTE-FDD (SC-FDMA, 100% RB, 20 MHz, QPSK) LTE-FDD 6587 | +98%
10101 | CAB | LTE-FDD (SC-FOMA, 100% RB, 20 MHz, 16-0AM) LTE-FDD 642 | +96%
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10102 | CAB | LTE-FDD (SC-FDMA, 100% RB, 20 MHz, 64-QAM) LTE-FDD 660 | +96%
10103 | DAC | LTE-TDD (SC-FDMA, 100% RB, 20 MHz, QPSK) LTE-TDD 920 | +96%
10104 | CAE | LTE.TDD (SC-FDMA, 100% RB, 20 MHz, 16-QAM) LTE-TDD 067 | £96%
10105 | CAE | LTE-TDD (SC-FDMA, 100% RB, 20 MHz, 64-0AM) LTE-TOD 1001 | :96%
10108_| CAE | LTE-FDD (SC-FDMA, 100% RB, 10 MHz, QPSK) LTE-FDD 580 | +96%
10100 | CAG | LTE-FDD (SC-FOMA, 100% RB, 10 MHz, 16-QAM) LTE-FDD 643 | $+06%
10110 | CAG | LTE-FDD (SC-FDMA, 100% RB, 5 MHz, QPSK) LTE-FDD 575 | 106%
10111 | CAG | LTE-FDD (SC-FDMA, 100% RB, 5 MHz, _16-QAM) LTE-FDD 644 | 06 %
10112_| GAG | LTE-FDD (SC-FDMA, 100% RB, 10 MHz, 64-QAM) LTE-FDD 659 | +96%
10113 | CAG | LTE-FDD (SC-FDMA, 100% RB, § MHz, 64-QAM) LTE-FDD 862 | t06%
10114 | CAG | IEEE B02.11n (HT Greenfield, 13.5 Mbps, BPSK) WLAN B10 | +9.6%
10115 | CAG | IEEE 802.11n (HT Greenfield, 81 Mbps, 16-QAM) WLAN 846 | +86%
10118_| CAG |£Esm1'n;rrrm 135 Mbps, B4-0AM) WLAN B15 | +96%
10117_| CAG | IEEE 802 11n (HT Mixed, 13.5 Mbps, BPSK) WLAN 807 | +96%
10118 | CAD | IEEE 802 11n (HT Mixed, 81 Mbps, 16-QAM) WLAN 859 | +96%
10118 | CAD | IEEE 802 11n (HT Mixed, 135 Mbps, 64-QAM) WLAN 813 | £86%
10140 | CAD | LTE-FDD (SC-FOMA, 100% RB, 15 MHz, 16-QAM) LTE-FDD B49 | $08%
10141_| CAD | LTE-FDD (SC-FDMA, 100% RB, 15 MHz, 64-QAM) LTE-FDD 6.53 | +98%
10142_| CAD | LTE-FOD (SC-FOMA, 100% RB, 3 MHz, QPSK) LTE-FOD 573 | +06%
10143 | CAD | LTE-FDD (SC-FOMA, 100% RB, 3 MHz, 16-QAM) LTE-FOD 835 | +08%
10144_| CAC | LTE-FDD (SC-FOMA, 100% RB. 3 MHz, 64-QAM) LTE-FOD 665 | +96%
10145 | CAC | LTE-FDD (SC-FDMA, 100% RB, 1.4 MHz, OPSK) LTE-FDD 576 | +98%
10146 | CAC | LTE-FDD (SC-FOMA, 100% RB, 1.4 MHz, 18-0AM) LTE-FDD 641 | £96%
10147 | CAC | LTE-FDD (SC-FOMA, 100% RB, 1.4 MHz, 64-QAM) LTE-FOD 872 | +96%
10149 | CAE | LTE-FDD (SC-FDMA, 50% RB, 20 MHz, 16-OAM) LTE-FDD 642 | 86 %
10150 | CAE | LTE-FDD (SC-FDMA, 50% RB, 20 MHz, 84-QAM) LTE-FOD 660 | :06%
10161 | CAE | LTE-TDD (SC-FDMA, 50% RB, 20 MHz, QPSK) LTE-TOD 926 | 196%
10162 | CAE | LTE-TDD (SC-FDOMA, 50% RB, 20 MHz, 16-QAM) LTE-TDD 892 | £98%
10153 | CAE | LTE-TDD (SC-FDMA, 50% RB, 20 MHz, 64-QAM) LTE-TDD 10.05 | +06%
10184 | CAF | LTE-FDD (SC-FDMA, 50% RB, 10 MHz, QPSK) LTE-FDD 575 | +96%
10155 | CAF | LTE-FDD (SC-FOMA, 50% RB, 10 MHz, 16-QAM) LTE-FDD 643 | +96%
10156 | CAF | LTE-FDD (SC-FDMA, 50% RB, 5 MHz, QPSK) LTE-FDD 579 | +06%
10157 | CAE | LTE-FDD (SC-FDMA, 50% RB, 5 MHz, 16-QAM) LTE-FDD 640 | t06%
10158 | CAE | LTE-FDD (SC-FOMA, 50% RB, 10 MHz, 64-QAM) LTE-FDD 662 | t06%
10168 | CAG | LTE-FDD (SC-FDMA, 50% RB, 5 MHz, 84-QAM) LTE-FOD 656 | 06 %
10160 | CAG | LTE-FDD (SC-FDMA, 50% RB, 15 MHz, GPSK) LTE-FDD 582 | +08%
10161 | CAG | LTE-FDD (SC-FDMA, 50% RB, 15 Mz, _16-QAM) LTE-FDD 643 | 206%
10162_| CAG | LTE-FDD (SC-FDMA, 50% RB, 15 MHz, 64-0AM) LTE-FDD 658 | 106 %
10166 | CAG | LTE-FDD (SC-FDMA, 50% RB, 1.4 MHz, QPSK) LTE-FDD 546 | +968%
10167 | CAG | LTE-FDD (SC-FDMA. 50% RB, 1.4 MHz__16-QAM) LTE-FDD 621 | 496%
10168_| CAG | LTE-FDD (SC-FOMA, 50% RB, 1.4 MHz,_84-QAM) LTE-FDD B.79 | +06%
10169 | CAG | LTE-FDD (SC-FDMA, 1 RB, 20 MHz, QPSK) LTE-FOD 573 | +96%
10170 | CAG | LTE-FDD (SC-FDMA, 1 RB, 20 MHz, 16-0AM) LTE-FDD 652 | +06%
10171_| CAE | LTE-FDD (SC-FDMA, 1 RB, 20 MHz, B64-0AM) LTE-FDD 649 | 296 %
10172 | CAE | LTE-TDD (SC-FDMA, 1 RB, 20 MHz, QPSK) LTE-TOD 921 | +96%
10173 | CAE | LTE-TDD (SC-FOMA, 1 RB, 20 MHz, mqi.q LTE-TDD 948 | :96%
10174 | CAF | LTE-TDD (SC-FDMA, 1 RB, 20 MHz, LTE-TDD 1025 | +968%
10175 | CAF | LTE-FDD (SC-FOMA, 1 RB, 10 MHz, nPsm LTE-FDD 572 | 96 %
10176 | CAF | LTE-FDD (SC-FDMA, 1 RB, 10 MHz, _16-QAM) LTE-FDD 652 | +96%
10177 | CAE | LTE-FDD (SC-FOMA, 1 RB, 5 MHz, QPSK) LTE-FDD 573 | 206 %
10178 | CAE | LTE-FDD (SC-FDMA, 1 RB, 5 MHz, 16-QAM) LTE-FDD 652 | t96%
10170 | AAE | LTE-FDD (SC-FDMA, 1 RB, 10 MHz, 64-QAM) LTE FDD 650 | +06%
10180 | CAG | LTE-FDD (SC-F 1 RB, 5 MHz, 64-0AM) LTE-FOD 6.50 | +06% |
10181 _| CAG | LTE-FDD (SC-FQ0 %'_1 Rﬁsﬁm QPSK) LTE-FOD 572 | $06%
10182 | CAG | LTE-FDD (SC-FDMA, 1 RB, 15 MHz, 16-0AM) LTE-FDD 652 | +96%
10183 | CAG | LTE-FDD (SC-FDMA. 1 RB, 15 MHz, 64-QAM) LTE-FDD B850 | +96%
10184 | CAG | LTE-FDD (SC-FDMA, 1 RB, 3 MHz, OPSK) LTE-FDD 573 | +86%
10185 | CAl | LTE-FDD (SC-FDMA_ 1 RB. 3 MHz, 16-QAM) LTE-FDD B51 | +96%
10188 | CAG | LTE-FDD (SC-FOMA, 1 RB, 3 MHz, 64-0AM) LTE-FDD 650 | :86%
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10187_| CAG | LTE-FDD (SC-FOMA, 1 RB, 1.4 MHz, QPSK) LTE-FDD 573 | 296%
10188 | CAG | LTE-FDD (SC-FDMA, 1 RB, 14 MHz, 16-QAM) LTE-FDD 652 | +96%
10189 | CAE | LTE-FDD (SC-FOMA, 1 RB, 1.4 MHz, 64-OAM) LTE-FDD 650 | +96%
10193 | CAE | IEEE 802.11n (HT Greenfield, 6.5 Mbps, BPSK) WLAN 8.08 | +96%
10194 | AAD | IEEE 802.11n (HT Greenfield, 30 Mbps, 16-QAM) WLAN 812 | 196%
10195 | CAE | IEEE 802.11n (HT Greenfieid, 65 Mbps, 64-QAM) WLAN 821 | +96%
10196 | CAE | IEEE 802.11n (HT Mixed, 8.5 Mbps, BPSK) WLAN 810 | +96%
10187 | AAE | IEEE 802 11n (HT Mixed, 30 Mbps, 16-QAM) WLAN 813 | +88%
10198_| CAF | IEEE 802.11n (HT Mixed, 65 Mbps, 84-QAM) WLAN B27 | +06%
10218 | CAF | IEEE 802.11n (HT Mixed, 7.2 Mbps, BPSK) WLAN 803 | 296%
10220 | AAF | IEEE 802.11n (HT Mixed, 43.3 Mbps, 16-QAM) WLAN 813 | +06%
10221 | CAC | IEEE 802.11n (HT Mixed, 72 2 Mbps, B4-0AM) WLAN 827 | £96%
10222 | CAC | IEEE 802 11n (HT Mixed, 15 Mbps, BPSK) WLAN BO6 | +968%
10223 | CAD | IEEE 802.11n (HT Mixed, 80 Mbps, 16-QAM) WLAN 848 | +96%
10224 | CAD | IEEE 802.11n (HT Mixed, 150 Mbps, 64-QAM) WLAN 808 | +968%
10225 | CAD | UMTS-FDD (HSPA%) WCDMA 597 | £96%
10226 | CAD | LTE-TDD (SC-FDMA, 1 RB, 1.4 MHz, 16-QAM) LTE-TDD 949 | :+98%
(10227 | CAD | LTE-TDD (SC-FDMA, 1 RB, 1.4 MHz, B64-0AM) LTE-TDD 1026 | +96%
10228 _| CAD | LTE-TDD (SC-FOMA, 1 RB, 1.4 MHz, QPSK) LTE-TDD 822 | +98%
10229 | DAC | LTE-1DD (SC-FOMA, 1 RB, 3 MHz, 16-QAM) LTE-TDD 948 | +96%
10230 | CAC | LTE-TDD (SC-FOMA, 1 RB, 3 MHz, B4-OAM) LTE-TDD 1025 | +96%
10231 _| CAC | LTE-TDD (SC-FDMA, 1 RB, 3 MHz, QPSK) LTE-TDD 910 | +96%
10232_| CAD | LTE-TDD (SC-FOMA, 1 RB, S MHz, 16-QAM) LTE-TDD 848 | +96%
10233 | CAD | LTE-TDD (SC-FDMA, 1 RB, 5 MHz, 64-QAM) LTE-TDD 1025 | +968%
10234 | CAD | LTE-TDD (SC-FDMA, 1 RB, 5 MHz, QPSK) LTE-TDD 821 | 206%
10235 | CAD | LTE-TDD (SC-FDMA, 1 RB, 10 MHz, 16-QAM) LTE-TDD 048 | +96%
10236_| CAD | LTE-TDD (SC-FDMA, 1 RB, 10 MHz, 84-QAM) ::TTE?SE 1u._‘?5 2 9,2 :
10237 | CAD | LTE-TDD (SC-FOMA, 1 RB, 10 MHz, QPSK) E- 921 | +9.
10238 | CAB | LTE-TDD (SC-FDMA, 1 RB, 15 MHz, 16-0AM) LTE-TDD 948 | +96%
10238 | CAB | LTE-TDD (SC-FDMA, 1 RB, 15 MHz, 84-QAM) LTE-TDD 1025 | +96%
10240 | CAB | LTE-TDD (SC-F 1 RB, 15 MHz, OPSK) LTE-TDD 921 | +96%
10241 | CAB | LTE-TDD (SC-FOMA, 50% RB, 1.4 MHz, 16-0AM) LTE-TDD 982 | +66%
10242 | CAD | LTE-TDD (SC-FDMA, 50% RB, 1.4 MHz, 64-QAM) LTE-TDD 986 | +06%
10243_| CAD | LTE-TDD (SC-FDMA, 50% RB, 1.4 MHz, OPSK) LTE-TDD 946 | t06%
10244 | CAD | LTE-TDD (SC-FOMA, 50% RB, 3 MHz, 16-QAM) LTE-TDD 1006 | £96%
10245 | CAG | LTE-TDD (SC-FDMA, 50% RB, 3 MHz, B4-OAM) LTE-TDD 1006 | 196%
10246_| CAG | LTE-TDD (SC-FOMA, 50% RB, 3 MHz, QPSK) LTE-TDD 030 | £06%
10247 | CAG | LTE-TDD (SC-FDMA, 50% RB, 5 MHz, 16-QAM) LTE-TOD 991 | +96%
10248_| CAG | LTE-TDD {SC-FDMA, 50% RB, § MHz, 84-0AM) LTE-TOD 1000 | +96%
10249 | CAG | LTE-TDD (SC-FDMA, 50% RB, 5 MHz, QPSK) LTE-TDD 920 | +96%
10250 | CAG | LTE-TDD (SC-FDMA, 50% RB, 10 MHz, _16-QAM) LTE-TOD 981 | +968%
10251 | CAF | LTE-TDD (SC-FDMA, 50% RB, 10 MHz, 64-QAM) LTE-TDD 1017 | 286 %
10262 | CAF_| LTE-TDD (SC-FDMA, 50% RB. 10 MHz, QPSK) LTE-TDD 624 | 196%
| 10253 | CAF_| LTE-TDD (SC-FDMA, 50% RB, 156 MHz, 16-0AM) LTE-TDD 990 | +96%
10254 | CAB_| LTE-TDD (SC-FDMA, 50% RB, 15 MHz, B84-QAM) LTE-TDD 1014 | +86%
10255 | CAB | LTE-TDD (SC-FOMA, 50% RB, 15 MHz, QPSK) LTE-TDD 920 | +96%
10256 | CAB | LTE-TDD (SC-FOMA, 100% RB, 1.4 MHz, 16-0AM) LTE-TOD 986 | 206%
10257 | CAD | LTE-TDD (SC-FOMA, 100% RB, 1.4 MHz, 64-QAM) LTE-TDD 1008 | 296%
10258_| CAD | LTE-TDD (SC-FDMA, 100% RB, 1.4 MHz, QPSK) LTE-TOD 934 | +06%
10269 | CAD | LTE-TDD (SC-FDMA, 100% RB, 3 MHz, 16-0AM) LTE-TDD 998 | +06%
10260_| CAG | LTE-TDD (SC-FDMA, 100% RE, 3 MHz, 64-QAM) LTE-TDD 087 | +96%
| 10261 _| CAG_| LTE-TDD (SC-FDMA, 100% RB, 3 MHz, OPSK) LTE-TDD 024 | +08%
| 10262 | CAG | LTE-TDD (SC-FDMA, 100% RB, 5§ MHz, 16-QAM) LTE-TDD 983 | $98%
10263 | CAG | LTE-TDD (SC-FDMA, 100% RB, 5 MHz, 64-0AM) LTE-TDD 1016 | 296 %
10264 | CAG | LTE-TDD (SCFDMA, 100% RB, 5 MHz, OPSK) LTE-TDD 923 | £96%
10265 | CAG | LTE-TDD (SC-FDMA, 100% RB, 10 MHz, _16-0AM) LTE-TDD 992 | £96%
10286_| CAF | LTE-TDD (SC-FDMA, 100% RB, 10 MHz. 64-QAM) LTE-TOD 1007 | +96%
10267 | CAF | LTE-TDD (SC-FDMA, 100% RB, 10 MHz, _QPSK) LTE-TOD 830 | 296%
10268 | CAF | LTE-TDD (SC-FDMA, 100% RB, 15 MHz, 16-QAM) LTE-TDD 10.06 | +96%
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10269 | CAB | LTE-TDD (SC-FDMA, 100% RB, 15 MHz, 64-0AM) LTE-TDD 1013 | +06 %
10270 | CAB | LTE-TDD (SC-FDMA, 100% RB, 15 MHz, QPSK) LTE-TDD 958 | +08%
10274 | CAB | UMTS-FDD (HSUPA, Sublest 5, 3GPP Rei8 10) WCDMA 487 | t0B8%
10275 | CAD | UMTS-FDD (HSUPA, Sublest 5. 3GPP Rel8 4) WCDMA 306 | +96%
10277_| CAD | PHS (QPSK) PHS 1181 | +96 %
10278 | CAD | PHS (QPSK, BW 884MHz, Rolioff 0.5) PHS 1181 | :96%
10279 | CAG | PHS (QPSK. BW 884MHz, Rolloff 0.38) PHS 1218 | £96%
10290 | CAG | COMA2000, RC1, SO55, Full Rate CDMA2000 301 | +66%
10281 | CAG | CDOMA2000, RC3, SO55, Full Rate CDMA2000 346 | +96%
10292 | CAG | COMA2000, RC3, S032, Full Rate CDMAZ000 330 | +96%
10283 | CAG | CDMAZ000, RC3, 803, Full Full Rate COMA2000 350 | +98%
10295 | CAG | CDMAZ2000, RC1, SO3, 1/8th Rate 25 fr. CDMA2000 1240 | £96 %
10287 | CAF | LTE-FDD (SC-FDMA, 50% RB, 20 MHz, QPSK) LTE-FDD 581 | +96%
10208 | CAF | LTE-FDD (SC-FDMA, 50% RB, 3 MHz, QPSK) LTE-FDD 572 | +96%
10288 | CAF | LTE-FDD (SC-FDMA, 50% RB, 3 MHz. _16-QAM) LTE-FDD 639 | +06%
10300 | CAC_| LTE-FDD (SC-FDMA, 50% RB, 3 MHz, 84-QAM) LTE-FDD 660 | +968%
10301 _| CAC_| |EEE 802.166 WiMAX (20:18, 5ms, 1m QPSK, PUSC) WIMAX 1203 | +96 %
10302 | CAB | IEEE 802.16e WIMAX (20:18, 5ms, mmz QPSK, PUSC, 3CTRL) WiMAX 1257 | +968%
10303_| CAB | IEEE B02.168 WIMAX (31:15, 5ms, 10MHz, m_gAM WIMAX 1252 | +96%
10304 | CAA | IEEE 802 16e WIMAX (28:18, 5ms, 10MHz, 840AM, PUSC) WIMAX 1186 | +96%
10305 | CAA | IEEE 802.168e WIMAX (3115, 10ms, 10MHz, 840AM, PUSC) WIMAX 1524 | 96 %
10306 | CAA | IEEE 802.16e WIMAX (26:18, 10ms, 10MHz, 64QAM, PUSC) WIMAX, 1487 | +98%
10307 | AAB | IEEE 802.16e WIMAX (29:18. 10ms. 10MHz, QPSK, PUSC) WIMAX 1449 | +06%
10308_| AAB_| IEEE 802.16e WIMAX (29:18, 10ms, 10MHz, 16QAM, PUSC) WiMAX 1446 | +98 %
10300 | AAB | IEEE 802.16e WIMAX (20:18, 10ms, 10MHz, 160AM,AMC 2x3) WIMAX 1458 | +96 %
10310_| AAB | IEEE 802.16e WIMAX {28:18, 10ms, 10MHz, QPSK, AMC 2x3 WIMAX 1457 | t96%
10311 | AAB | LTE-FDD (SC-FDMA, 100% RB, 15 MHz, QPSK) LTE-FDD 606 | +96%
10313 | AAD | IDEN 1:3 iDEN 1051 | +96 %
10314 | AAD | IDEN 16 IDEN 1348 | +96 %
10315 | AAD | IEEE 802.11b WIFI 2.4 GHz (DSSS, 1 Mbps, 96pc dc) “WLAN 171 | +96 %
10316 | AAD | IEEE 802 11g WIFI 2.4 GHz (ERP-OFDM, 6 Mbps. 96pc dc) WLAN B36 | +96%
10317 | AAA | IEEE 802.11a WiFi 5 GHz (OFDM. 6 Mbps. 86pc dc) WLAN 836 | +96%
10352 | AAA | Pulse Waveform (200Hz, 10%) Generic 1000 | +96%
10353 | AAA | Pulse Wavelomn (200Hz, 20%) Genefric B89 | +96%
10354 | AAA | Pulse Wavelonm (200Hz, 40%) Generic 308 | +96%
10355 | AAA | Pulse Waveform (200Hz, 60%) Generic 222 | £96%
10358 | AAA | Pulse Wavalom (200Hz, 80%) Generc 097 | +96%
10387 | AAA | OPSK Waveform, 1 MHz Genaric 510 | +96%
10388 | AAA | QPSK Wavelorm, 10 MHz Generic 522 | +98%
10388 | AAA | 64-QAM Waveform. 100 kHz Generic 827 | :06%
10369 | AAA | B4-QAM Waveform, 40 MHz Generic 827 | +968%
10400 | AAD | IEEE 802.11ac WiFi (20MHz, B4-QAM, 99pc dc) WLAN 837 | +98%
10401 | AAA | IEEE B02.11ac WiFi (40MHz, B4-QAM, 89pc do) WLAN 860 | +98%
10402 | AAA | |EEE 802.11ac WiFi (80MHz, 64-0AM, 99pc de) WLAN B53 | +96%
10403 | AAB | CDMAZ2000 (1xEV-DO, Rev. 0) CDMA2000 376 | +968%
10404 | AAB | CDMA2000 (1XEV-DO, Rev A) COMA2000 377 | 98%
10406 | AAD | CDMAZ2000, RC3, 032, SCHO, Full Rate COMA2000 522 | 196 %
10410 | AAA | LTE-TDD (SC-FDMA, 1 RB, 10 MHz, QPSK, UL Sub=2,34.7.8.9) LTE-TDD 782 | :96%
10414 | ARA CCDF, B4-0AM, 40MHz Generic B854 | 106%
10415 | AAA_| IEEE 802.11b WiFi 2.4 GHz (DSSS, 1 Mbps, 89pc dc) WLAN 154 | +96 %
10416 | AAA | IEEE 802.119 WiFi 2.4 GHz (ERP-OFDM, 6 dec WLAN 823 | t96%
10417 | AAA | IEEE mﬁ"am' h WiF1 5 GHz (OF DM, 6 Mbps, 99pc dc) WLAN 823 | +96%
10418 | AAA | |EEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 6 Mbps, 98pc, Long) WLAN B14 | +068%
10419 | AAA | IEEE B02.11g WIFi 2 4 GHz (DSSS-OFDM, 6 Mbps, 88pc, Short) WLAN B10 | +96%
10422 | AAA_| IEEE 802.11n (HT Greenfieid, 7.2 Mbps, BPSK) WLAN B32 | t96%
10423 | AAA_| IEEE 802.11n (HT Greenfieid, 43.3 Mbps. 16-QAM) WLAN 847 | 206%
10424_| AAE | IEEE 802.11n (HT Greenfield, 72.2 Mbps, 84-QAM) WLAN B840 | +06 %
10425 | AAE | IEEE BOZ 11n (H1 Greenfield, 15 Mbps, BPSK) WLAN 841 | +96%
10428 | AAE | IEEE 802.11n (H1 Greenfieid, 80 Mbps, 16-QAM) WLAN 845 | +98%
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10427 | AAB | IEEE 802.11n (HT Greenfield, 150 Mbps, 64-0AM) WLAN B4l | +96%
10430 | AAB | LTE-FDD (OFDMA, 5 MHz E-TM 3.1) LTE-FDD B.28 | +96%
10431 | AAC | LTE-FDD (OFDMA, 10 MHz E-TM 3.1) LTE-FDD 838 | 296%
10432 | AAB | LTE-FDD (OFDMA, 15 MHz, E-TM 3.1) LTE-FDD 8.34 | +98%
10433 | AAC | LTE-FDD (OFDMA, 20 MHz, E-TM 3.1) LTE-FDD 834 | 206%
10434 | AAG | W-CDMA (BS Test Model 1, 84 DPCH) WCOMA 860 | +t08%
10435 | AAA | LTE-TDD (SC-FDMA, 1 RB, 20 MHz, QPSK, UL Sub) LTE-TDD 782 | +96%
10447 | AAA | LTE-FDD (OFDMA, 5 MHz, E-TM 3.1, Clipping 44%) LTE-FDD 756 | +96%
10448 | AAA | LTE-FDD (OFDMA, 10 MHz, E-TM 3.1, Clippin 44%) LTE-FDD 753 | +86%
10449 | AAC | LTE-FDD (OFDMA, 15 MHz, E-TM 3.1, Cliping 44%) LTE-FDD 751 | 98 %
10450 | AAA | LTE-FDD (OFDMA, 20 MHz, E-TM 3.1, Clipping 44%) LTE-FDD 748 | $+08%
10451 | AAA | W-CDMA (BS Tes! Model 1, 84 DPCH, Clipping 44%) WCDMA 759 | +868%
10453 | AAC | Validation {Square, 10ms, 1ms) Test 10.00 | +96%
10456 | AAC | IEEE BOZ 11ac WIFi (160MHz. 64-QAM. 88pc dc) WLAN 863 | +06%
10457 | AAC_| UMTS-FDD (DC-HSDPA) WCDMA 662 | :98%
10458 | AAC | CDMA2000 (1xEV-DO, Rev. B, 2 carriers) CDMAZ2000 855 | £96%
10458 | AAC | COMAZ000 (1XEV-DO, Rev. B, 3 carriers) CDMA2000 825 | +96%
10480 | AAC | UMTS-FDD (WCDMA, AMR) WCDMA 239 | $+968%
10461 | AAC | LTE-TDD (SC-FDMA, 1 RB, 1.4 MHz, QPSK, UL Sub) LTE-TDD 782 | :96%
10462 | AAC | LTE-TDD (SC-FDMA, 1 RB, 1.4 MHz, 16-0AM, UL Sub) LTE-TDD B30 | £96%
10463 | AAD | LTE-TDD (SC-FDMA, 1 RB, 1.4 MHz, 64-QAM, UL Sub) LTE-TDD 856 | +96%
10464 | AAD | LTE-TDD (SC-FDMA, 1 RB, 3 MHz, QPSK, UL Sub) LTE-TDD 782 | +96%
10485 | AAC | LTE-TDD (SC-FDMA, 1 RB, 3 MHz, 16-QAM, UL Sub) LTE-TDD 832 | x06%
10466 | AAC | LTE-TDD (SC-FDMA, 1 RB, 3 MHz, 64-QAM, UL Sub) LTE-TDD 857 | +96%
10467 | AAA | LTE-TDD (SC-FOMA, 1 RB, 5 MHz, QPSK, UL Sub) LTE-TDD 782 | +96%
10468 | AAF | LTE-TOD (SC-FDMA, 1 RB, 5 MHz, iz, 18-QAM, UL Sub) LTE-TDD B32 | t96%
10468 | AAD | LTE-TDD (SC-FDMA, 1 RB, 5 MHz, 64-QAM, UL Sub) LTE-TDD 856 | +86%
10470 | AAD | LTE-TDD (SC-FDMA, 1 RB, 10 MHz, QPSK, UL Sub) LTE-TDD 782 | +96%
10471 | AAC | LTE-TDD (SC-FDMA_ 1 RB, 10 MHz, 16-GAM, UL Sub) LTE-TDD 832 | £+86%
10472 | AAC | LTE-TDD (SC-FDMA, 1 RB, 10 MHz, 84-QAM, UL Sub) LTE-TDD 857 | +96%
10473 | AAA | LTE-TDD (SC-FDMA, 1 RB, 15 MHz, QPSK, UL Sub) LTE-TDD 782 | +08%
10474 | AAC | LTE-TDD (SC-FDMA, 1 RB, 15 MHz, 16-QAM, UL Sub) LTE-TDD 832 | +068%
10475_| AAD | LTE-TDD (SC-FDMA, 1 RB, 15 MHz, 64-QAM, UL Sub) LTE-TDD 857 | +06%
10477 | AAC | LTE-TDD (SC-FDMA. 1 RB, 20 MHz, 18-QAM, UL Sub) LTE-TDD 832 | :96%
10478 | AAC | LTE TDD (SC-FDMA, 1 RB, 20 MHz, 64-QAM, UL Sub) LTE-T0D 857 | +06%
10470 | AAC | LTE-TDD (SC-FOMA, 50% RB. 1 4 MHz, QPSK, UL Sub) LTE-TDD 774 | +86%
10480 | AAA | LTE-TDD (SC-FDMA, 50% RB, 1.4 MHz, 16-OAM, UL Sub) LTE-TDD 818 | 86 %
10481 | AAA | LTE-TDD (SC-FDMA, 50% RB, 1.4 MHz, 84-QAM, UL Sub) LTE-TDD B45 | 196%
10482 | AAA | LTE-TDD (SC-FOMA, 50% RB, 3 MHz, QPSK, UL Sub) LTE-TDD 7.71 | 86 %
10483 | AAA | LTE-TDD (SC-FDMA, 50% RB, 3 MHz, 18-OAM, Sub) LTE-TDD 830 | 206 %
10484 | AAB | LTE-TDD (SC-FDMA, 50% RB, 3 MHz, 64-QAM, UL Sub) LTE-TDD 847 | +96%
10485 | AAB | LTE-TDD (SC-FOMA, 50% RB, 5 MHz, QPSK, UL Sub) LTE-TDD 750 | +98%
10488 | AAB | LTE-TDD (SC-FDMA, 50% RB, 5 MHz, 16-0AM, UL Sub) LTE-TOD B38 | +06%
10487 | AAC | LTE-TDD (SC-FDMA, 50% RB, 5 MHz, 64-0AM, UL Sub) LTE-TDD BB0 | +86%
10488 | AAC | LTE-TDD (SC-FDMA, 50% RE, 10 MHz, QPSK, UL Sub) LTE-TDD 770 | :96%
10409 | AAC | LTE-TDD (SC-FOMA, 50% RB, 10 MHz, 16-QAM, UL Sub) LTE-TDD 8.31 | +06%
10400 | AAF | LTE-TDD (SC-FDMA, 50% RB, 10 MHz, 64-QAM, UL Sub) LTE-TOD 854 | +08%
10481 | AAF | LTE-TDD (SC-FDMA, 50% RB, 15 MHz, OPSK, UL Sub) LTE-TDD 774 | £98%
10492 | AAF | LTE-TDD (SC-FDMA, 50% RB, 16 MHz, 16-QAM, UL Sub) LTE-TDD 841 | 208%
10493 | AAF | LTE-TDD (SC-FDMA, 50% RB, 156 MHz, 84-QAM, UL Sub) LTE-TDD 855 | t96%
10404 | AAF | LTE-TDD (SC-FOMA, 50% RB, 20 MHz, QPSK, UL Sub) LTE-TOD 774 | £96%
10495 | AAF_| LTE-TDD (SC-FDMA, 50% R, 20 MHz, 16-OAM, UL Sub) LTE-TDD B37 | +98%
10496 | AAE | LTE-TDD (SC-FOMA, 50% RB, 20 MHz, 64-QAM, UL Sub) LTE-TDD B854 | t06%
10497 | AAE | LTE-TDD (SC-FDMA, 100% RB, 1.4 MHz, QPSK, UL Sub) LTE-TOD 767 | 86 %
10468 | AAE | LTE-TDD (SC-FOMA, 100% RB, 1.4 MHz, 16-QAM, UL Sub) LTE-TDD 840 | 296%
10499 | AAC | LTE-TDD (SC-FDMA, 100% RB, 1.4 MHz, 64-QAM, UL Sub LTE-TDD 868 | +96%
10500 | AAF | LTE-TDD (SC-FDMA, 100% RB, 3 MHz, QPSK, UL Sub) LTE-TDD 767 | 296%
10501 | AAF_| LTE-TDD (SC-FDMA, 100% RB, 3 Mz, 16-QAM, um.s..m LTE-TDD BA4 | +98%
10502 | AAB | LTE-TDD (SC-FDMA, 100% RB, 3 MHz, 84-QAM, UL Sub) LTE-TDD 852 | +96%
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10603 | AAB | LTE-TDD (SC-FDMA, 100% RB, 5 MHz, QPSK, UL Sub) LTE-TDD 702 | £96%
10504 | AAB | LTE-TDD (SC-FDMA, 100% RB, § 1 , UL Sub) LTE-TDD 831 | t96%
10505 | AAC | LTE-TDD (SC-FOMA, 100% RB, 5 MHz, B4-QAM, UL Sub) LTE-TDD 854 | 298%
10508 | AAC | LTE-TDD (SC-FDMA, 100% RB, 10 MHz, QPSK, UL Sub) LTE-TDD 7.74 | 298%
10507 | AAC | LTE-TDD (SC-FDMA, 100% RLMMMWI LTE-TDD 836 | +986%
10508 | AAF | LTE-TDD (SC-FDMA, 100% RB, 10 MHz, 64-QAM, UL Sub) LTE-TDD 855 | +96%
10509 | AAF | LTE-TDD (SC-FDMA, 100% RB, 15 MHz, QPSK, UL Sub) LTE-TDD 799 | +96%
10510 | AAF | LTE-TDD (SC-FDMA, 100% RB, 15 MHz, 16-0AM, UL Sub) LTE-TDD 840 | +96%
10511 | AAF | LTE-TDD (SC-FOMA, 100% RB, 15 MHz, 64-0AM, UL Sub) LTE-TDD 851 | £96%
10612 | AAF | LTE-TDD (SC-FDMA, 100% RB, 20 MHz, QPSK, UL Sub) LTE-TDD 774 | $86%
10513 | AAF | LTE-TDD (SC-FDMA, 100% RB, 20 MHz, 16-QAM, UL Sub) LTE-TDD 842 | $96%
10614 | AAE | LTE-TDD (SC-FDMA, 100% RB, 20 MHz, B4-0AM, UL Sub) LTE-TDD 845 | +98%
10515 | AAE | IEEE B02.11b WAFi 2.4 GHz (DSSS, 2 Mbps, 89pc dc) WLAN 158 | +96%
10516 | AAE | IEEE 802 11b WiFi 2.4 GHz (DSSS, 5.5 Mbps, 99pc dc) WLAN 157 | +06%
10517 | AAF | IEEE 802.11b WiFi 2.4 GHz {DSSS, 11 Mbps, 98pc dc) WLAN 158 | £96%
10518 | AAF | IEEE 802.11a/h WiFi § GHz (OFDM, 9 Mbps, 89pc dc) WLAN 823 | £96%
10519 | AAF | IEEE 802.11a/h WiF| 5 GHz (OFDM, 12 Mbps, 99pc dc) WLAN 839 | 206%
10520 | AAB | IEEE B0Z.11a/m WiFi 5 GHz (OFDM, 18 Mbps, 88pc dc) WLAN 812 | +068%
10521 | AAB_| IEEE 802.11a/m WiFi 5 GHz (OFDM, 24 Mbps, 99pc dc) WLAN 797 | 298%
10522 | AAB | IEEE BOZ.11a/h WIFi 6 GHz (OFDM, 36 Mbps, 89pc dc) WLAN 845 | :96%
10523 | AAC | IEEE 802.11a/ WiFi 5 GHz (OFDM, 48 Mbps, 99pc dc) WLAN 808 | +96%
10524 | AAC | IEEE BO2 13a/m WiFi 5 GHz (OFDM, 54 Mbps, 98pc dc) WLAN 827 | x86%
10525 | AAC | IEEE 802.11ac WiFi {20MHz, MCSO0, 98pc dc) WLAN 836 | +96%
10528 | AAF_| IEEE 802.11ac WiFi (20MHz, MCS1, 99pc dc) WLAN 842 | $96%
10527 | AAF | IEEE 802.11ac WiFi {20MHz, MCS2, 99pc dc) WLAN 821 | +96%
10528 | AAF | IEEE B02.11ac WiFi (20MHz, MCS3, 88pc dc) WLAN B3 | +868%
| 10526 | AAF | IEEE 802.11ac WiFl (20MHz, MCS4, 89pc dc) WLAN 836 | $96%
10531 | AAF | IEEE 802 11ac WiFi (20MHz, MCS8, 88pc: dc) WLAN B43 | :96%
10532 | AAF | IEEE 802 11ac WiF1 (20MHz, MCS7, 89pc dc) WLAN 820 | 296%
10533 | AAE | IEEE BD2 11ac WiFi {20MHz, MCS8, 86pe dc) WLAN 838 | $968%
10534 | AAE | IEEE 802.11ac WiFi (40MHz, MCS0, 98pc dc) WLAN 845 | £96%
10535 | AAE | IEEE BO2.11ac WiFi (40MHz, MCS1, 89pc dc) WLAN 845 | 296%
10536 | AAF | IEEE 802.11ac WiFI (. . MCS2, 99pc dc) WLAN 832 | +96%
10537 | AAF | IEEE 802.11ac WiFi (40MHz, MCS3, 88pc dc) WLAN 844 | £96%
10538 | AAF | IEEE 802.11ac WiFi (40MHz, MCS4, 89pc dc) WLAN 854 | +86%
10540 | AAA | IEEE 802 11ac WiFi (40MHz, MCS6, 88pc dc) WLAN 839 | $96%
10541 | AAA | IEEE 802.11ac WiFi (40MHz, MCS7, 99pc dc) WLAN B46 | 206%
10542 | AAA | IEEE B02.11ac WiFi (40MHz, MCSB, 88pc dc) WLAN 865 | :66%
10543 | AAC | IEEE 802.11ac WiFi (40MHz, MC59, 98pc dc) WLAN 865 | +06%
10644 | AAC | IEEE B02.11ac WiFi (80MHz, MCSO0, 88pc dc) WLAN 847 | +88%
10545 | AAC | IEEE B02.11ac WIFi (80MHz, MCS1, 89pc dc) WLAN 855 | +96%
10548 | AAC | IEEE B02.11ac WiFi (BOMHz, MCS2, 88pc dc) WLAN 835 | +06% |
10547 | AAC | |EEE B02 11ac WiFi (B0MHz, MCS3, 99pc dc) WLAN 849 | +96%
10548 | AAC | IEEE 802.11ac WIFi (B0MHz. MCS4, 89pc dc) WLAN 8.37 | +96%
10550 | AAC | IEEE 802.11ac WiFi (80MHz, MCS8, 88pc dc) WLAN 838 | :98%
10561 | AAC | IEEE B02.11ac WiFi (80MHz. MCS7, 88pc dc) WLAN 850 | £96%
10562 | AAC | IEEE B02. 11ac WiF| (80MHz, MCS8, 99pc dc) WLAN 842 | +96%
10553 | AAC | IEEE 802.11ac WIFi (80MHz, MCSB, 88pc dc) WLAN 845 | £98%
10554 | AAC | [EEE 802 11ac WiFi {(160MHz, MCSO, 99pc dc) WLAN 848 | t96%
10555 | AAC | IEEE 802.11ac WiFi (160MHz, MCS1, 88pc dc) WLAN 847 | +98%
10556 | AAC | IEEE B02.11ac WIFi (160MHz, MCS2, 99pc dc) WLAN 850 | +96%
10557 | AAC | IEEE 802 11ac WiFi (160MHz, MCS3, 89pc dc) WLAN 857 | +968%
10558 | AAC | IEEE 802, 11ac WiFi (180MHz, MCS4, 98pc dc) WLAN 861 | +98%
10560 | AAC | IEEE 802.11ac WiFi (160MHz, MCS8, 88pc dc) WLAN 873 | 296%
10561 | AAC | IEEE 802.11ac WiFi (160MHz, MCS7, 88pc dc) WLAN 856 | £96%
10562 | AAC | |EEE B02.11ac WiFi (180MHz, MCS8, 98pc dc) WLAN 860 | :96%
10563 | AAC | IEEE 802.11ac WiFI (160MHz, MCS8, 99pc dc) WLAN 8.77 | 298 %
10564 | AAC | IEEE BO02. 11g WiFi 2.4 GHz (DSSS5-OFDM, 8 Mbps, 88pc dc) WLAN 8.25 | +98%
10565 | AAC | IEEE BOZ2 11g WiF| 2.4 GHz (DSSS-OFDM, 12 Mbps, 89pc dc) WLAN 846 | 208 %

Certificate No:J23260307 Page 15 of 22




TTI s peag CAICT

Add: No.52 HuaYuunBei Rosd, Haidian District, Beijing. 100191, China
Tel: +86-10-62304633-2117

E-mail; emfi@caictac.cn hipe/fvwww caicl.ac.cn
10586 | AAC | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 18 Mbps, 99pc dc) WLAN 813 | +96%
10567 | AAC | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 24 Mbps, 88pc dc) WLAN 800 | +86%
10568 | AAC | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 36 Mbps, 99pc dc) WLAN 837 | +06%
10568 | AAC | IEEE 802.11g WiFi 2 4 GHz (DSSS-OFDM, 48 Mbps, 89pc dc) WLAN 810 | +86%
10570 | AAC |EEE&M11RWZ4MW 89pc dc) WLAN 830 | +96%
10571 | AAC | IEEE BO2 11b WiFi 2.4 GHz (DSSS, 1 Mbps, 90pc dc) WLAN 109 | +96%
10572 | AAC | IEEE B0Z.11b WIFi 2.4 GHz (DSSS, 2 Mbps, 90pc dc) WLAN 188 | 4968%
10673 | AAC | IEEE 802.11b WiFi 2.4 GHz (DSSS, 5.5 Mbps, 90pc dc) WLAN 198 | £96%
10574 | AAC | IEEE 802.11b WiFi 2.4 GHz (DSSS, 11 Mbps, 80pc dc) WLAN 188 | +88%
10575 | AAC | |EEE B02.11g WiFi 2.4 GHz (DSSS-OFDM, 6 Mbps, 80pc dc) WLAN 859 | +96%
10576 | AAC | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, S Mbps, 80pc dc) WLAN 860 | :96%
10577 | AAC | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 12 Mbps, 90pc da) WLAN 870 | +98%
10578 | AAD | IEEE 802.11g WiFl 2.4 GHz éﬁﬁﬁﬂ:ﬂ 18 Mbps, 80pc dc) WLAN 849 | +06%
10572 | AaD | IEEE 802 11g WiFi 2.4 GHz DM, 24 Mbps, 90pc dc) WLAN B36 | +96%
10580 | AAD | IEEE 802.11g WIFi 2 4 GHz (DSSS-OFDM, 36 Mbps, 80pc dc) WLAN 876 | +96%
10581 | AAD | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 48 Mbps, 90pc dc) WLAN 835 | :96%
10562 | AAD | IEEE 802.11g WiFi 2.4 GHz (DSSS-OFDM, 54 Mbps, 80pc dc) WLAN B67 | +96%
10583 | AAD | IEEE B0Z.11a/M WiFi 5 GHz (OFDM, 6 Mbps, B0pc dc) WLAN BSO | +96%
10584 | AAD | IEEE 802 11a/h WiFi 5 G 5§ GHz (OFDM, 8 Mbps, 90pc dc) WLAN BB0 | xB6%
10585 | AAD | IEEE 802 11a/h WiFi 5 GHz (OFDM, 12 Mbps, 90pc dc) WLAN 870 | +96%
10586 | AAD | IEEE 802 11a/h Wifi 5 GHz (OFDM, 18 Mbps, 90pc dc) WLAN 849 | +96%
10687 | AAA | IEEE 802.11a/h WiFi 5 GHz (OFDM, 24 Mbps, 80pc dc) WLAN 838 | +86%
10588 | AAA | IEEE B02.11a/h WiFi 5 GHz (OFDM, 38 Mbps. 80pc dc) WLAN B76 | +068%
10589 | AAA_| IEEE 802.11a/h WiFI 5 GHz (OFDM, 48 Mbps, 80pc dc) WLAN 835 | +86%
10500 | AAA | IEEE 802 11a/h WiFi 5 GHz (OFDM, 54 Mbps, 90pc dc) WLAN 867 | +868%
10581_| AAA | IEEE 802.11n (HT Mixed, 20MHz, MCS0, 80pc dc) WLAN 863 | +06%
10592 | AAA_| IEEE 802.11n (HT Mixed, 20MHz, MCS1, 80pc dc) WLAN 879 | +96%
10583 | AAA | IEEE 802 11n (HT Mixed, 20MHz, MCS2, 80pc dc) WLAN 864 | +96%
10584 | AAA | IEEE 802.11n (HT Mixed, 20MHz, MCS3, 90pc dc) WLAN B74 | $96%
10585 | AAA | IEEE 802 11n (HT Mixed, 20MHz, MCS4, 80pc dc) WLAN 874 | £56%
10596 | AAA | IEEE 802.11n (HT Mixed, 20MHz, MCS5, 90pc dc) WLAN 871 | +88%
10507 | AAA | IEEE 802.11n (HT Mixed, 20MHz, MCS8, 80pc dc) WLAN 872 | £968%
10598 | AAA | IEEE 802.11n (HT Mixed, 20MHz, MCS7, 80pc dc) WLAN B50 | £86%
10599 | AAA | IEEE 802.11n (HT Mixed, 40MHz, MCSO0, 80pc dc) WLAN 8.79 | £+98%
10600 | AAA | IEEE 802.11n (HT Mixed, 40MHz, MCS1, 80pc dc) WLAN 888 | +968%
10601 | AAA | IEEE 802 11n (HT Mixed, 40MHz, MCS2, 90pc dc) WLAN 882 | +968%
10602 | AAA | IEEE 802 11n (HT Mixed, 40MHz, MCS3, 90pc dc) WLAN 894 | +86%
10603 | AAA | |EEE 802.11n (HT Mixed, 40MHz, MCS4, 90pc dc) WLAN 803 | +88%
10604 | AAA | IEEE 802.11n (HT Mixed, 40MHz, MCSS5, 80pc dc) WLAN 876 | +06%
10805 | AAA | IEEE 802 11n (HT Mixed, 40MHz, MCS6, 80pc dc) WLAN B97 | +88%
10806 | AAC | IEEE 802.11n (HT Mixed, 40MHz, MCS7, 80pc dc) WLAN 882 | +96%
10607 _| AAC | IEEE 802.11ac WIFi (20MHz, MCS0, 80pc dc) WLAN BE4 | £D6%
10608_| AAC | IEEE 802.11ac WiFi (20MHz, MCS1, 80pc dc) WLAN 877 | +96%
10609 | AAC | IEEE B02. 11ac WIFi (20MHz, MCS2, 80pc dc) WLAN B57 | +96%
10610 | AAC | IEEE 802 11ac WIFI (20MHz, MCS3, 90pc dc) WLAN 878 | +56%
10811 | AAC | IEEE 802 11ac WiFi| (20MHz, MCS4, 80pc dc) WLAN B70 | +98%
10612 | AAC | |EEE 802.11ac WIF] (20MHz, WLAN B77 | +86%
10813 | AAC | IEEE BO2 11ac WIFi (20MHz, MCS8, 80pc dc) WLAN Bo4 | +98%
10614 | AAC | IEEE 802.11ac WiFi (20MHz, MCS7, 80pc dc) WLAN 859 [ +96%
10615 | AAC | IEEE 802.11ac WiFi (20MHz, MCS8, 80pc dc) WLAN 882 | +96%
10616 | AAC | IEEE 802.11ac WIFi (40MHz, MCS0, 80pc dc) WLAN 882 | :96%
106817 | AAC | IEEE 802 11ac WiFi (40MHz, MCS1, 80pc do) WLAN 881 | +068%
10818 | AAC | IEEE 802.11ac WiF) (40MHz, MCS2 WLAN 858 | +96%
10618 | AAC IEEEBDE 1ac WiFi (40MHz, MCS3, 80pc dc) WLAN BB | +98%
10820 | AAC | IEEE 802 11ac WiFi (40MHz, MCS4, 90pc dc) WLAN BB7 | +96%
10621 _| AAC | IEEE 802.11ac WiFi (40MHz, MCSS5, 80pc dc) WLAN BIT | 296%
10822 | AAC | IEEE 802 11ac WiFi (40MHz, MCS8, 90pc dc) WLAN 868 | +96%
10623 | AAC | IEEE 802.11ac WIFi (40MHz, MCS7, 90pc dc) WLAN 882 | £96%
10624 | AAC | |EEE BO2 11ac WIFi (40MHz, MCS8, 80pc dc) WLAN B96 | +968%
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10625 | AAC | IEEE 802 11ac WiFi (40MHz, MCS8, 80pc dc) WLAN 898 | $96%
10626 | AAC | IEEE BO2.11ac WiFi MCSO0. WLAN BBl | £96%
10627 | AAC | IEEE 802.11ac WiFi (80MHz, MCS1, 80pc dc) WLAN BBA | +98%
106828 | AAC | IEEE 802 11ac WiFi (80MHz, MCS2, 80pc dc) WLAN 871 | £96%
10820 | AAC | IEEE 802.11ac WiFi (BOMHz, MCS3, 80pc dc) WLAN BBS | +86%
10830 | AAC | IEEE BOZ 11ac WiFi (80MHz. MCS4, B0pc dc) WLAN B72 | +86%
10631_| AAC | IEEE 802 11ac WiFi (B0OMHz, MCSG, 80pc dc) WLAN B81 | x8B%
10832_| AAC | IEEE 802 11ac WiFi (B0MHz, MCSB, 80pc dc) WLAN 874 | +98%
10633 | AAC | IEEE 802.11ac WiFi (80MHz, MCS7, 80pc da) WLAN 883 | +96%
10634 | AAC | IEEE B02.11ac WiFi (B0OMHz, MCS8, 80pc dc) WLAN 880 | +98%
106835 | AAC | IEEE 802.11ac WiFi (80MHz, MCS9, 90pc dc) WLAN BB1 | +86%
10636 | AAC | IEEE B02.11ac WiFi (160MHz, MCS0, B0pc dc) WLAN BB3 | +88%
10837 | AAC IEEEBDZH::W’FHMH: MCS1, 90pc dc) WLAN 878 | +898%
10638 | AAC IEEEBIRHEWFIHEUMH:, MC52, 80pc dc) WLAN BB8 | +96%
10838 | AAC | IEEE 802.11ac WiFi (160MHz, MCS3, 80pc dc) WLAN 885 | +98%
10640 | AAC | IEEE B02.11ac WiFI (160MHz, MCS4, 80pc dc) WLAN 898 | £96%
10641 | AAC | IEEE BO2.11ac WIFi (160MHz. MCS5, 80pc dc) WLAN 808 | t96%
10642 | AAC | IEEE B02.11ac WiFi (160MHz, MCS6, 90pc dc) WLAN 906 | +968%
10643 | AAC | IEEE B02. 11ac WiFi (180MHz, MCS7, 90pc de) WLAN 880 | +06%
10644 | AAC | IEEE 802.11ac WiFi (160MHz, MCS8, 90pc dc) WLAN 905 | +96%
10645 | AAC | IEEE B02 11ac WiFi (180MHz, mcsﬂ.ﬂgpcdc} WLAN 911 | +98%
10646 | AAC | LTE-TDD (SC-FDMA, 1 RB, § MHz, GPSK, UL Sub=2 LTE-TDD 1186 | +86%
10647 | AAC | LTE-TDD (SC-FDOMA, 1 RB, 20 MHz, OPSK, ULSI.:I:-{Z 7) LTE-TDD 11.96 | +068%
10648 | AAC | CDMA2000 (1x CDMAZ000 345 | +968%
10652 | AAC | LTE-TDD (OFDMA, 5 MHz, E-TM 3.1, Clipping 44%) LTE-TDD 691 | +96%
10653 | AAC | LTE-TDD (OFDMA, 10 MHz, E-TM 3.1, Clipping 44%) LTE-TDD 742 | £06%
10654 | AAC | LTE-TDD (OFDMA, 15 MHz, E-TM 3.1, Clipping 44%) LTE-TOD 696 | +66%
106855 | AAC | LTE-TDD (OFDMA, 20 MHz, E-TM 3.1, Clipping 44%) LTE-TDD 721 | +96%
10858 | AAC | Pulse Waveform (200Hz, 10%) Tast 1000 | +98%
10659 | AAC | Pulse Waveform (200Hz, 20%) Test 658 | +86%
10660 | AAC | Pulse Waveform (200Hz, 40%) Test 368 | +868%
10661 | AAC | Pulse Waveform (200Hz, 60%) Test 222 | +96%
10682 | AAC | Pulse Waveform (200Hz, B0%) Tesi 087 | +86%
10670 | AAC | Bluetooth Low Energy Bluetooth 219 | +98%
10671 | AAD | IEEE 802 11ax (20MHz, MCSO0, S0pc dc) WLAN 808 | +86%
10672 | AAD | IEEE BO02.11ax (20MHz, MCS1, S0pc dc) WLAN B57 | +96%
10873 | AAD | IEEE 802 11ax (20MHz, MCS2, S0pc dc) WLAN 878 | +86%
10674 | AAD | IEEE 802.11ax (20MHz, MCS3, ﬂupcm} WLAN B.74 | 286%
10675 | AAD | IEEE B02 11ax (20MHz, MCS4 WLAN 890 | £068%
10676 | AAD | IEEE BO2. 11&::{2()“-&, MCS5, Bopndc} WLAN B77 | +86%
10677 | AAD | IEEE 802 11ax (20MHz, MCS8, 90pc dc) WLAN 8.73 | £96%
10678 | AAD | IEEE B0Z 11ax (20MHz, MCST7, 80pc dc) WLAN B78 | +86%
10679 | AAD | IEEE 802.11ax (20MHz, MCS8, 90pc dc) WLAN 889 | +96%
106880 | AAD | IEEE 802.11ax (20MHz, MCS8, 80pc dc) WLAN BBO | +86%
10681 | AAG | IEEE 802 11ax {(20MHz, MCS10, WLAN B62 | +06%
10682 | AAF | |EEE 802.11ax (20MHz, MCS511, B0pc dc) WLAN 883 | +86%
10683 | AAA | IEEE B02.11ax (20MHz, MCSO, B9pc dc) WLAN 842 | +96%
10684 | AAC | IEEE BO2 11ax (20MHz, MCS1, 89pc dc) WLAN B26 | +96%
10685 | AAC | |EEE 802 11ax (20MHz, MCS2, 99pc de) WLAN B33 | +96%
10686 | AAC | IEEE 802.11ax (20MHz, MCS53, 88pc dc) WLAN B28 | +86%
10687 | AAE | |EEE 802 11ax MCS4, WLAN B45 | +86%
10688 | AAE | IEEE B02. 11ax (20MHz, MCSS5, 88pc dc) WLAN 829 | :96%
10688 | AAD | IEEE 802 11ax (20MHz, MCS6, WLAN BS5 | +96%
10690 | AAE | IEEE 802 11ax MCS7, 99pe dc) WLAN 828 | x98%
10691 | AAB | IEEE BO2 11ax MCS8. 88pc dc) WLAN B25 | +96%
10692 | AAA | IEEE B02.11ax (20MHz, MCS3, S8pc dc) WLAN 820 | +96%
10683 | AAA | IEEE B02. 11ax (20MHz. MCS10, 98pc dc) WLAN 825 | +96%
10694 | AAA | IEEE 802 11ax (20MHz, MCS11, 88ipc dc) WLAN 857 | +06%
10885 | AAA | IEEE 802.11ax (40MHz. MCS0, 80pc dc) WLAN B.78 | +896%
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10696 | AAA | IEEE B02.11ax (40MHz, MCS1, 80pc dc) WLAN 891 | 296%
10687 | AAA | IEEE 802.11ax (40MHz, MCS2, 90pc de) WLAN 861 | 296%
10698 | AAA | |EEE B02 11ax (40MHz, MCS3, 80pc dc) WLAN 889 | +96%
10699 | AAA | IEEE BO2 11ax (40MHz, MCS4, 80pc dc) WLAN 882 | $+98%
10700 | AAA | IEEE 802.11ax (40MHz, MCSS5, 80pc dc) WLAN 873 | $+96%
10701_| AAA | IEEE B02 11ax (40MHz, MCS8, 90pc dc) WLAN 886 | +96%
10702 | AAA | IEEE 802 11ax (40MHz, MCS7, 80pc dc) WLAN 870 | +96%
10703_| AAA | IEEE 802.11ax (40MHz, MCS8, 90pc dc) WLAN 882 | +96%
10704 | AAA | IEEE 802 T1ax (40MHz, MCS9, 90pc dc) WLAN 856 | +968%
10705 | AAA_| IEEE 802.11ax (40MHz, MCS10, 80pc dc) WLAN 869 | :96%
107068 | AAC | IEEE 802.11ax (40MHz, MCS11, 90pc dc) WLAN 866 | £96%
10707 | AAC | IEEE 802.11ax (40MHz, MCSO, 98pc dc) WLAN 832 | +98%
10708 | AAC | IEEE 802.11ax (40MHz, MCS1, 99pc dc) WLAN B55 | £86%
10709 | AAC | IEEE B02.11ax (40MHz, MCS2, 89pc dc) WLAN 833 | +968%
10710 | AAC | |EEE 802.11ax (40MHz, MCS3, 99pc dc) WLAN 829 | +86%
10711_| AAC | IEEE BO2 11ax (40MHz, MCS4, B8pc dc) WLAN 839 | +96%
10712_| AAC | IEEE 802.11ax (40MHz, MCS5, 89pc dc) WLAN 867 | £96%
10713 | AAC | IEEE 802.11ax (40MHz, MCSS, 88pc dc) WLAN 833 | 296%
10714_| AAC | IEEE 802, 11ax {40MHz, MCS7, 99pc dc) WLAN 826 | +96%
10715 | AAC | IEEE 802.11ax (40MHz, MCS8, WLAN 845 | £96%
10718 _| AAC | IEEE 802.11ax (4DMHz, MCS9, 99pc dc) WLAN 830 | :96%
10717 | AAC | IEEE 802.11ax (40MHz, MCS10, 88pc dc) WLAN 848 | +98%
10718 | AAC | IEEE B02 11ax (40MHz, MCS11, 89pc dc) WLAN 8.24 | £96%
10719 | AAC | IEEE 802.11ax (B0MHz, MCSO, 80pc dc) WLAN 881 | +96%
10720 | AAC | IEEE 802 11ax (80MHz, MCS1, 90pc de) WLAN 887 | £96%
10721 _| AAC | IEEE 802 11ax (80MHz, MCS2, 80pc dc) WLAN B76 | +96%
10722 | AAC | IEEE 802.11ax (BOMHz, MCS3, 90pc dc) WLAN 855 | :96%
10723 _| AAC | IEEE 802.11ax {80MHz, MCS4, 80pc dc) WLAN 870 | x96%
10724 | AAC | IEEE B02.11ax (80MHz, MCS5, 90pc dc) WLAN 890 | +96%
10725 | AAC | IEEE 802 11ax (B0MHz, MCS6, 80pc dc) WLAN 8.74 | +86%
10726 | AAC | IEEE 802.11ax (BOMHz, MCS7, 90pc dc) WLAN 872 | +98%
10727 | AAC | IEEE 802.11ax (80MHz, MCSB8, 80pc dc) WLAN 866 | +96%
10728_| AAC | IEEE 802 11ax (0MHz, MCS9, 80pc dc) WLAN 865 | $98%
10720 | AAC | IEEE B02.11ax (BOMHz, MCS10, 80pc dc) WLAN 864 | 296%
10730 | AAC | IEEE BOZ.11ax (BOMHz, MCS11, 90pc dc) WLAN 867 | £98%
10731 | AAC | IEEE 802 11ax (80MHz, MCS0, 98pc dc) WLAN 842 | £96%
10732 | AAC | IEEE 802 11ax (BOMHz, MCS1, 99pc dc) WLAN 846 | £96%
10733 | AAC | JEEE B02. 11ax (BOMHz, MCS2, 88pc dc) WLAN 840 | £96%
10734 | AAC | IEEE B02.11ax (BOMHz, MCS3, 98pc dc) WLAN 825 | +96%
10735 | AAC | IEEE 802.11ax (80MHz. MCS4, 98pc dc) WLAN 833 | +968%
10738 | AAC | IEEE BO2 11ax (BOMHz, MCSS5, 99pc dc) WLAN 827 | +96%
10737 | AAC | IEEE 802.11ax (BOMHz, MCSB, 88pc dc) WLAN 838 | +96%
10738 | AAC | |EEE BD2 11ax (BOMHz, MCS7, 99pc dc) WLAN 842 | +98%
10739 | AAC | IEEE 802.11ax (80MHz, MCSB8, B9pc dc) WLAN 820 | $968%
10740 | AAC | IEEE 802 11ax (80MHz, MCS9, 88pe dc) WLAN 848 | +96%
10741 | AAC | IEEE 802.11ax (B0MHz, MCS10, 99pc dc) WLAN 840 | £96%
10742 | AAC | IEEE B02 11ax (80MHz, MCS11, 98pc dc) WLAN 843 | £96%
10743 | AAC | IEEE 802.11ax (160MHz, MCSO0, 80pc dc) WLAN 894 | :08%
10744 | AAC | IEEE B0Z 11ax (160MHz, MCS1. 80pc dc) WLAN 9.16 | +9.6% |
10745 | AAC | IEEE 802 11ax (160MHz, MCS2, 80pc dc) WLAN 893 | 296%
10746 | AAC | IEEE 802 11ax (160MHz, MCS3, 50pc dc) WLAN 9.11 | £96%
10747 | AAC | IEEE B02.11ax (160MHz, MCS4, 80pc dc) WLAN 904 | +96%
10748 | AAC | IEEE B02.11ax (160MHz, MCS5, 60pc dc) WLAN 863 | +96%
10748 | AAC | IEEE 802 11ax (160MHz, MCS8, 90pc dc) WLAN 890 | £96%
10750 | AAC | IEEE B02.11ax (160MHz, MCS7, 80pc dc) WLAN 879 | +968%
10751 | AAC | IEEE 802 11ax (160MHz, MCS8, 80pc dc) WLAN 882 | +96%
10752 | AAC | IEEE 802.11ax (160MHz, MCS8, 80pc dc) WLAN 881 | +96%
10753 | AAC | IEEE 802.11ax (180MHz, MCS10, 80pc dc) WLAN 900 | 2968 %
10754 | AAC | IEEE 802.11ax (160MHz, MCS11, S0pc dc) WLAN 894 | +96%
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10755 | AAC | IEEE 802.11ax (160MHz, MCSO0, 99pc dc) WLAN 8BB4 | +96%
10756_ | AAC | IEEE 802 11ax (160MHz, MCS1, 88pc dc) WLAN 877 | +068%
10757 | AAC | IEEE 802.11ax (160MHz, MCS2, 89pc dc) WLAN 8.77 [ £96%
10768 | AAC | IEEE 802 11ax (180MHz, MCS3, 88pc dc) WLAN 869 | +96%
10760 | AAG | IEEE 802.11ax (160MHz, MCS4, 89p dc) WLAN B58 | +96%
10780 | AAC | IEEE 802 11ax (160MHz, MCS5, 88ipc dc) WLAN 848 | £+968%
10761 | AAC | IEEE 802.11ax (160MHz, MCS8, 99pc dc) WLAN 858 | +96%
10762 | AAC | IEEE 802.11ax (180MHz, MCS7, 88pc dc) WLAN 840 | +968%
10763 | AAC | IEEE 802.11ax (160MHz, MCS8, 88pc r.il::l WLAN 853 | £96%
10764 | AAC | IEEE 802.11ax (160MHz, MCSS, WLAN 854 | +968%
107656 | AAC | IEEE 802.11ax (160MHz, MCS10, sepc dc) WLAN 854 | +968%
10766 | AAC | IEEE 802.11ax (180MHz, MCS11, 99pc dc) WLAN 851 | +96%
10767 | AAC | 5G NR (CP-OFDM, 1 RB, 5 MHz, QPSK, 16 kHz) S5GNRFRITDD | 799 | +06%
10768 | AAC | 5G NR (CP-OFDM, 1 RB, 10 MHz, QPSK, 15 kHz) SGNRFRITDD | 801 | $86%
10766 | AAC | 5G NR (CP-OFDM, 1 RB, 15 MHz, GPSK, 15 kHz) 5GNRFR1TDD | 801 | +96%
10770_| AAC | 5G NR (CP-OFDM, 1 RB, 20 MHz, QPSK, 15 kHz) 5GNRFR1TDD | 802 | :96%
10771_| AAC_| 5G NR (CP-OFDM, 1 RB, 25 MHz, OPSK, 15 kHz) S5GNRFR1TOD | 802 | t96%
10772_| AAC | 56 NR (CP-OFDM, 1 RB, 30 MHz, QPSK, 15 kHz) SGNRFR1TDD | 823 [ 286%
10773_| AAC_| 5G NR (CP-OFDM, 1 RB, 40 MHz, QPSK, 15 kHz) 5GNRFR1TDD | 803 | :968%
10774 | AAC | 5G NR (CP-OFDM, 1 RB, 50 MHz, QPSK, 15 kHz) SGNRFR1TDD | 802 | +86%
10775 | AAC | 5G NR (CP-OFDM, 50% RB, 5 MHz, OPSK, 16 kHz) SGNRFRITDD | 831 | +06%
10776 | AAC | 5G NR (CP-OFDM, 50% RB, 10 QOPSK, 15 kHz) S5GNRFRITDD | B30 | :86%
10777 | AAC | 5G NR (CP-OFDM, 50% RB, 15 MHz. QPSK. 15 kHz) S5GNRFR1TDD | 830 | +96%
10778 | AAC | 5G NR (CP-OFDM, 50% RB. mmgﬂgﬁ 15 kHz) SGNRFR1ITDD | B34 | +96%
10778_| AAC | 5G NR (CP-OFDM, 50% RB, 25 MHz, QPSK, 15 kHz) S5GNRFR1TDD | 842 | +96%
10780 | AAC | 5G NR (CP-OFDM, 50% RB, 30 MHz, QPSK, 15 kHz) SGNRFRITDD | 838 | +86%
10781 | AAC | 5G NR (CP-OFDM, 50% RB, 40 MHz, QPSK, 15 kHz) S5GNRFR1TDD | 838 | +96%
10782_| AAC | 5G NR (CP-OFDM, 50% RB, 50 MHz, QPSK, 15 kHz) SGNRFR1TDD | 843 | 286%
10783 | AAC | 5G NR (CP-OFDM, 100% RB, 5 MHz, QPSK, 15 kHz) SGNRFR1TDD | 831 | +66%
10784 | AAC | 5G NR (CP-OFDM, 100% RB, 10 MHz, QPSK, 15 kHz) SGNRFR11DD | 829 | +86%
10785 | AAC | 5G NR (CP-OFDM, 100% RB, 15 MHz, GPSK, 16 kHz) SGNRFR1TOD | 8B40 | +96%
10786 | AAC | 5G NR (CP-OFDM, 100% RB, 20 MHz, QPSK, 15 kHz) SGNRFR1TDD | 8.36 | +9.6 % |
10787 | AAC | 5G NR (CP-OFDM, 100% RB. 25 MHz, QPSK, 15 kHz) SGNRFR1TDD | 844 | 106%
10788 | AAC_| 5G NR (CP-OFDM, 100% RB, 30 MHz, QPSK, 15 kHz) SGNRFR1TDD | 839 | +06%
10789_| AAC | 5G NR (CP-OFDM, 100% RB, 40 MHz, QPSK, 15 kHz) S5GNRFRITDD | 837 | +06%
10780 | AAC | 5G NR (CP-OFDM, 100% RB, 50 MHz, QPSK, 15 kHz) SGNRFR1TDD | 839 | +06%
10791 | AAC | 5G NR (CP-OFDM, 1 RB, 5 MHz, QPSK_ 30 kHz) 56NRFR1TDD | 783 | t96%
10792_| AAC_| 5G NR (CP-OFDM, 1 RB, 10 MHz, QPSK, 30 kHz) S5GNRFR1TDD | 702 | 298%
10793 _| AAC | 6G NR (CP-OFDM, 1 RB, 15 MHz, OPSK, 30 kHz) SGNRFRI1TDD | 785 | +96%
10784 | AAC | 5G NR (CP-OFDM, 1 RB, 20 MHz, QPSK, 30 kHz) S5GNRFRITDD | 782 | 208%
10795 | AAC | 5G NR (CP-OFDM, 1 RB, 25 30 kHz) S5GNRFRITDD | 784 | +668%
10796 | AAC | 5G NR (CP-OFDM, 1 RB, 30 MHz, QPSK, 30 kHz) S5GNRFR1TDD | 782 | +96%
10797 | AAC | 5G NR (CP-OFDM, 1 RB, 40 MHz, QPSK, 30 kHz) 5GNRFR1TDD | 801 | +86%
10788 | AAC | 5G NR (CP-OFDM, 1 RB, 50 MHz, GPSK, 30 kHz) 5GNRFR1TDD | 789 | +98%
10799 | AAC | 5G NR (CP-OFDM, 1 RB, 60 MHz, QPSK, 30 kHz) SGNRFR1TDD | 783 | +96%
10801_| AAC | 5G NR (CP-OFDM, 1 RB, 80 MHz, QPSK, 30 kHz) BGNRFR11DD | 789 | +96%
10802_| AAC | 5G NR (CP-OFDM, 1 RB, 90 MHz, QPSK, 30 kHz) 5GNRFRITDD | 787 | +968%
10803 | AAE_| 5G NR (CP-OFDM, 1 RB, 100 Mz, ¢ umzmm SGNRFR1TDD | 783 | +06%
10805 | AAD | 5G NR (CP-OFDM, 50% RB, 10 MHz, QPSK, 30 kHz) 5GNRFR1TDD | 834 | :06%
10806_| AAD | 50 NR (CP-OFDM, 50% RB, 15 MHz. QPSK, 30 kHz) 5GNRFR1TDD | 837 | +068%
10809 | AAD | 5G NR (CP-OFDM, 50% RB, 30 MHz, QPSK, 30 kHz) S5GNRFRITDD | 834 | :96%
10810 | AAD | 5G NR (CP-OFDM, 50% RB, 40 MHz, QPSK, 30 kHz) GGNRFR1TDD | 834 | +096%
10812 | AAD | 5G NR (CP-OFDM, 50% RB, 60 QPSK, 30 kHz) 5GNRFR1TDD | 835 | +86%
10817 | AAD | 5G NR (CP-OFDM, 100% R8, § MHz, 30 kHz) S5GNRFR11DD | 835 | +96%
10818 | AAD | 5G NR (CP-OFDM, 100% RB, 10 MHz, GPSK, 30 kHz) SGNRFR1TDD | 834 | +t86%
10818 | AAD | 5G NR (CP-OFDM. 100% RB, 15 MHz, QPSK, 30 kHz) 5GNRFR1TDD | 633 | t96%
10820 | AAD | 5G NR (CP-OFDM, 100% RB, 20 MHz, QPSK, 30 kHz) SGNRFR1TDD | 830 | +96%
10821 | AAC | 5G NR (CP-OFDM, 100% RB, zsmm 30 kHz) SGNRFR1TDD | 841 | +06%
10822 | AAD | 5G NR (CP-OFDM, 100% RB, 30 MHz, QPSK, 30 kHz) SGNRFR1ITDD | 841 | +968%
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10823 | AAC | 5G NR (CP-OFDM, 100% RB, 40 MHz, QPSK, 30 kHz) SGNRFRITDD | B38 | +86%
10824 | AAD | 5G NR (CP-OFDM, 100% RB, 50 MHz, QPSK, 30 kHz) BGNRFRITDD | 836 | +96%
10825 | AAD | 5G NR (CP-OFDM, 100% RB, 60 MHz, OPSK, 30 kHz)} SGNRFRITDD | 841 | +8.6%
10827 | AAD SGNH{'CFDFDM 100% RB, Wmmﬁﬂklﬂj EGNRFRITDD | 842 | £96%
10828 | AAE | 5G NR iCFv—DFﬂH 100% RB, 50 MHz, QPSK, 30 kHz) B6G NR FR1 843 | +96%
10828 | AAD | 5G NR (CP-OFDM, 100% RB, 100 MHz, QPSK, 30 kHz) SGNRFR1TDD | B40 | £98%
10830 | AAD | 56 NR (CP-OFDM, 1 RB, 10 MHz, QPSK, 60 ktiz). 5GNR FR1TDD | 7.63 | £9.8%
10831 | AAD | 5G NR (CP-OFDM, 1 RB, 15 MHz, &WHHZ] SGNRFR1TDD | 7.73 | +96%
10832 | AAD | 5G NR (CP-OFDM, 1 RB, 20 MHz, QPSHK, 60 kHz) SGNRFRITDD | 7.74 | +96%
10833 | AAD | 5G NR (CP-OFDM, 1 RB, 25 MHz, QPSK, 60 kHz) SGNRFR1ITDD | 7.70 | +96%
10834 | AAD | 5G NR (CP-OFDM, 1 RB, SﬂHHI QPSK, 60 kHz) BGNRFRITDD | 7.75 | +96%
10835 | AAD | 50 NR (CP-OFDM, 1 RB, 40 MHz, QPSK, 80 kHz) SGNR FR1TDD | 7.70 | 9.6 %
10838 | AAE | 5G NR (CP-OFDM, 1 RE, 50 MHz, QPSK, 60 kHz) SGNRFR1TDD | 766 | £+968%
10837 | AAD | 5G NR (CP-OFDM, 1 RB, 60 MHz, QPSK, 60 kHz) S5GNRFR1TDD | 768 | +96%
10839 | AAD | 5G NR (CP-OFDM, 1 RE, BO MHz, QPSK, 60 kHz) SGNRFR1ITDD | 7.70 | +9.8%
10840 | AAD | 5G NR (CP-OFDM, 1 RB, 90 MHz, OPSK, 80 kHz) SGNRFR1TDD | 7.67 | £96%
10841 | AAD | 5G NR {CP-OFDM, 1 RB, 100 MHz, QPSK, 60 kHz) SGNRFRITDD | 7.71 | £86%
10843 | AAD | 5G NR (CP-OFDM, 50% RB, 15 SK. B0 kHz) SGNRFR1TDD | 845 | £968%
10844 | AAD | 5G NR (CP-OFDM, 50% RB, 20 MHz, QPSK. 60 kHz) SGGNRFR1TDD | 834 | £96%
10846 | AAD | 5G NR (CP-OFDM, 50% RB, 30 MHz, QPSK, 60 kHz) SGNRFR1ITDD | B41 | +98%
10854 | AAD | 5G NR (CP-OFDM, 100% RB, 10 MHz, QPSK, 80 kHz) SGNRFR1TDD | 834 | £486%
10855 | AAD | 5G NR (CP-OFDM, 100% RB, 15 MHz, OPSK, 80 kHz) SGNRFR1TDD | 838 | +96%
10856 | AAD | 5G NR {(CP-OFDM, 100% RB, 20 MHz, QPSK, 60 kHz) SGNRFR1TDD | B37 | +96%
10857 | AAD | 5G NR (CP-OFDM, 100% RB, 25 MHz, OPSK, 60 kHz) SGNRFRITDD | B35 | +96%
10858 | AAD | 5G NR (CP-OFDM, 100% RB. 30 MHz. QPSK, 80 kHz) SGNRFRITDD | 836 | +86%
10859 | AAD | 5G NR (CP-OFDM, 1MH§WM,QPEH 60 kHz) SGNRFR1ITDD | 834 | +96%
10860 | AAD | 5G NR (CP-OFDM, 100% RB, 50 MHz, QPSK, 60 kHz) SGNRFRITODD | 841 | +86%
108681 | AAD | 5G NR (CP-OFDM, 100% RB, 60 MHz, QPSK, 80 kHz) SGNRFR1TDD | B40 | +86%
10863 | AAD | 5G NR (CP-OFDM, 100% RB, BO MHz, QPSK, 60 kHz) SGNRFRITDD | 841 | £+96%
108684 | AAE | 5G NR (CP-OFDM. 100% RB, 80 MHz, OPSK, 60 kHz) BGNRFR1TDD | B37 | +896%
10865 | AAD | 5G NR (CP-OFDM, 100% RB, 100 Mz, GPSK, 60 kHz) SGNRFR1TDD | 841 | +96%
10866 | AAD | 5G NR (DFT-s-OFDM, 1 RB, 100 I'J!F' 30 kHz BGNRFR1TDD | 568 | +86%
10868 | AAD | 6G NR (DFT-s-OFDM, 100% RB, 100 MHz, QPSK, 30 kHz) SGNRFR1TDD | 580 | 298%
10869 | AAD | 5G NR (DFT-s-OFDM, 1 RB, 100 MHz, QPSK, 120 kHz) SGNRFR2TDD | 675 | +96%
10870 | AAD | 5G NR (DFT-s-OFDM, 100% RB, 100 MHz, QPSK, 120 kHz) SGNRFR2TDD | S86 | £96%
10871 | AAD SGNR(D‘FT-I-UFW 1 RB, 100 MHz, T16QAM, 120 kHz) S5GNRFR2TDD | 575 | +96%
10872 | AAD | 5G NR (DF I-s-OF DM, 100% RB, 100 MHz, 16QAM, 120 kHz) EGNRFR2TDD | 652 | +968%
10873 | AAD | 5G NR (DFT-s-OFDM, 1 RB, 100 B40AM, 120 kHz) SGNRFRZTDD | 6681 | +86%
10874 | AAD | 5G NR (DFT-s-OFDM, 100% RB. 100 MHz 840AM, 120 kHz) SGNRFR2ZTDD | 665 | +96%
10875 | AAD | 5G NR (CP-OFDM, 1 RB, 100 MHz, QPSK . 120 kHz) SGNRFR2TDD | 778 | +96%
10876 | AAD | 5G NR (CP-OFDM, 100% RB, 100 MHz 120 kHz) SCNRFR2TDD | 838 | +98%
10877 | AAD EGHHIEPOFUH 1RB, 100 MHz, 180AM, 120 kHz) BGNRFRZTDD | 795 | $+96%
10878 | AAD | 5G NR (CP-OFDM, 100% RB, 100 MHz, 16QAM, 120 kHz) 5GNRFR2TDD | 841 | £96 %
10878 | AAD | 5G NR (CP-OFDM, 1 RB, 1IIFM|:E,m 120 kHz) EGNRFR2TDD | 812 | £96%
10880 | AAD | 5G NR (CP-OFDM, 100% RB, 100 MHz, 640AM, 120 kHz) SGNRFR2ZTDD | 838 | +96%
10881 | AAD | 56 NR (DF I-s-OFDM, 1 RB, 50 MHz, QPSK, 120 kHz) 5G NR FR2 TDD | 5.75 | £9.6 %
10882 | AAD | 5G NR (DFT-s-OFDM, 100% RB, 50 MHz, QPSK, 120 kHz) SGNRFR2TDD | 56868 | +66%
10883 | AAD | 5G NR (DFT-s-OFDM, 1 RB, 50 MHz, 16QAM, 120 kHz) SGNRFR2TDD | 857 | +B6%
10884 | AAD | 6G NR (DFT-s-OFDM, 1maﬂ- 50 MHz, 1B0AM, 120 kHz) SGNRFR2TDD | 653 | $96%
10885 | AAD | 5G NR (DFT-5-OFDM, 1 RB, 50 MHz, 640AM. 120 kHz) SGNRFR2TDD | 861 | +86%
10886 | AAD | 5G NR (DFT-s-OFDM, 100% RB, 50 MHz, G4QAM, 120 kHz) 5G NR FR2TDD | 6.65 | £9.6%
10887 | AAD | SGNR. [CP-UFD‘III 1 HB 50 MHz, QPSK, 120 kHz) SGNRFR2TDD | 7.78 | +96%
10888 | AAD WHR{GPDFDM 100% RB, 50 MHz, QPSK, 120 kHz) GGNRFR2TDD | 835 | +968%
10885 | AAD | 5G NR {CP-OFDH 1 RB, 50 MHz, 160AM, 120 kHz) SGNRFR2TDD | 802 | +96%
10880 | AAD 5'GNFI{GPDFDH 100% RB, 50“{3,1’5&!\“ 120 kHz) SGNRFR2ZTDD | 640 | +86%
10891 | AAD | 5G NR (CP-OFDM, 1 RB, E\EHHZ, B40AM, 120 SGNRFR2TDD | 813 | +96%
10892 | AAD | 5G NR (CP-CFDM, 100% RB, 50 MHz, 640AM, 120 kHz) SGNRFR2TDD | B41 | +B6%
10897 | AAD | 5G NR (DF T-s-OFDM_ 1 RB, 5 MHz, QPSK, 30 kHz) 5G NR FR11DD | 566 | £9.6 %
10888 | AAD | 5G NR (DFT-s-OFDM, 1 RB, 10 MHz, OPSK, 30 kHz) SGNRFR1ITDD | 567 | £t968%
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10899 | AAD | 5G NR (DF I-s-OFDM, 1 RB, 15 MHz, QPSK, 30 kHz) SGNRFR1TDD | 567 | 296%
10800 | AAD | 5G NR (DFT-s-OFDM, 1 RB, 20 MHz, QPSK, 30 kHz) SGNRFR1TDD | 568 | +96%
10801 | AAD | 5G NR (DFT-s-OFDM, 1 RB, 25 MHz, QPSK, 30 kHz} BGNRFR1TDD | 568 | +868%
10002 | AAD | 5G NR (DFT-s-OFDM, 1 RB, 30 MHz, OPSK, 30 kHz) 5GNRFR1TDD | 668 | +98%
10003 | AAD | 5G NR (DFT-s-OFDM, 1 RB, 40 MHz, QPSK, 30 kHz) SGNRFR1TDD | 668 | +08%
10904 | AAD | 5G NR (DFT-s-OFDM, 1 RB, 50 MHz, OPSK, 30 kHz) 5GNRFR1ITDD | 568 | +868%
10806 | AAD | 6G NR (DFT-s-OFDM, 1 RB, 60 MHz, QPSK, 30 kHz) SGNRFRITDD | 568 | £96%
10906 | AAD | 5G NR (DFT-s-OFDM, 1 RB, B0 MHz, QPSK, 30 kHz) S5GNRFRITDD | 568 | +96%
10807 | AAD | 5G NR (DFT-s-OFDM, 50% RB, 5 MHz, QPSK, 30 kHz) 5GNRFR1TDD | 578 | +96%
10808 | AAD | 5G NR (DFT-s-OFDM, 50% RB, 10 MHz, QPSK, 30 kHz) S5GNRFRITDD | 583 | +96%
10909 | AAD | 5G NR (DFT-s-OFDM, 50% RB, 15 MHz, OPSK, 30 kHz) S5GNRFR1TDOD | 5968 | +96%
10910_| AAD | 5G NR (DF -s-OF DM, 50% RB, 20 MHz, QPSK, 30 kHz) S5GNRFR1TOD | 583 | +98%
10811 | AAD | 56 NR (DFT-s-OFDM, 50% RB, 256 MHz, QPSK, 30 kHz) SGNRFR1ITDD | 593 | +96%
10812 | AAD | 5G NR (DFT-s-OFDM, 50% RB, 30 QPSK, 30 kHz) SGNRFRITDD | 584 | 2868%
10813 | AAD | 5G NR (DFT-s-OFDM, 50% RB, 40 MHz, QPSK, 30 kHz) GGNRFR1TDD | 584 | £96%
10814 | AAD | 5G NR (DFT-s-OFDM, 50% RB, 50 MHz, QPSK, 30 kHz) 5GNRFR1TDD | 585 | £96%
10815 | AAD | 5G NR (DFT-s-OFDM, 50% RB, 60 MHz, QPSK, 30 kHz) SGNRFR1ITDD | 583 | +96%
10818 | AAD | 5G NR (DFT-s-OFDM, 50% RB, 80 MHz, GPSK, 30 kHz) SGNRFR1TDD | 587 | 296%
10817 | AAD | 5G NR (DFT-s-OFDM, 50% RB, 100 MHz, GPSK, 30 kHz) SGNRFR1TDD | 584 | +96%
10018 | AAD | 5G NR (DFT-s-OFDM, 100% RB, 5 MHz, OPSK, 30 kHz) SGNRFR1TDD | 586 | +96%
10818 | AAD | 5G NR (DFT-s-OFDM, 100% RB, 10 MHz, QPSK, 30 kHz) SGNRFR1TDD | 588 | +96%
10820 | AAD [ 5G NR (DFT-s-OFDM, 100% RB, 18 MHz, QPSK, 30 kHz) SGNRFR1TDD | 587 | +96%
10821 | AAD | 5G NR (DFT-s-OFDM, 100% RB, 20 MHz. QPSK, 30 kHz) SGNRFR1TDD | 584 | 296%
10822 | AAD | 5G NR (DFT-s-OFDM, 100% RB, 25 MHz, QPSK. 30 kHz) GGNRFR1TDD | 582 | +86%
10823 _| AAD | 5G NR (DFT-s-OFDM, 100% RE, 30 MHz, OPSK, 30 kHz) SGNRFR1TDD | 584 | +96%
10824 | AAD | 5G NR (DFT-s-OFDM, 100% RB, 40 MHz, QPSK, 30 kHz) SGNRFR1TDD | 584 | +98%
10825 | AAD | 5G NR (DFT-s-OFDM, 100% RB, 50 QPSK, 30 kHz) SGNRFR1TDD | 585 | +96%
10926 | AAD | 5G NR (DFT-s-OFDM, 100% R8, 80 MHz, QPSK, 30 kHz) S5GNRFRITDD | 584 | +968%
10827 | AAD | 5G NR (DFT-s-OFDM, 100% RB, 80 MHz, QPSK, 30 kHz) SGNRFR1TDD | 584 | +86%
10828 | AAD | 5G NR (DFT-s-OFDM, 1 RB, 5 MHz, QPSK, 15 kHz) SGNRFR1FDD | 552 | +96%
10820 | AAD | 5G NR (DFT-s-OFDM, 1 RB, 10 MHz. QPSK, 15 kHz) SGNRFRIFDD | 552 | +86%
10030 | AAD | 5G NR (DFT-s-OFDM, 1 RB, 15 MHz, QPSK, 15 kHz) SGNRFRIFDD | 6552 | +96%
10831 | AAD | 5G NR (DFT-s-OFDM, 1RE:DW-&:.QPSK.1HH::} 5GNRFR1FDD | 551 | +86%
10832 | AAB | 5G NR (DFT-s-OFDM, 1 RB, 25 MHz, QPSK_ 15 kHz) SGNRFR1FDD | 551 | +96%
10933 | AAA | 5G NR (DFT-s-OFDM, 1 RB, aumz,npsu 15 kHz) SGNRFR1FDD | 551 | 296%
10834 | AAA | 5G NR (DF1-5-OFDM, 1 RB, 40 MHz, QPSK, 15 kHz) SGNRFR1FDD | 551 | ¢96%
10835 | AAA | 5G NR (DFT-s-OFDM, 1 RB, 50 MHz, QPSK, 15 kHz) SGNRFR1FDD | 551 | 296%
10838 | AAC | 5G NR (DFT-s-OFDM, mna 5 MHz, {:LPSK, 15 kHz) SGNRFR1IFDD | 590 | +96%
10837 | AAB | 5G NR (DFT-s-OFDM, 50% RB, 10 MHz, GPSK, 15 kHz) SGNRFRIFDD | 577 | +968%
10938 | AAB | 5G NR (DFT-s-OF DM. 50% RB, 15 MHz, QPSK, 15 kHz) S5GNRFR1FDD | 580 | +86%
10839 | AAB | 5G NR (DFT-s-OFDM, 50% RB, 20 MHz, OPSK, 15 kHz) S5GNRFR1FDD | 582 | +96%
10040 | AAB | 5G NR (DFT-s-OFDM, 50% RB, 25 MHz, QPSK, 15 kHz) S5GNRFR1FDD | 580 | +86%
10941 | AAB | 5G NR (DFT-s-OFDM, 50% RB, 30 MHz, QPSK, 15 kHz) SGNRFR1FDD | 583 | +96%
10842 | AAB_| 56 NR (DFT-s-OFDM, 50% RB, 40 MHz, QPSK, 15 kHz) SGNRFR1FDD | 585 | +96%
10843 | AAB_| 5G NR (DFT-s-OFDM, 50% RB, 50 MHz, OPSK, 15 kHz) S5GNRFRIFDD | 5985 | $96%
10044 | AAB | 5G NR (DFT-s-OFDM, 100% RB, 5 MHz, OPSK, 15 kHz) G6GNRFR1FDD | 581 | +88%
10945 | AAB | 5G NR (DFT-s-OFDM, 100% RB, 10 MHz, OPSK, 15 kHz) SGNRFRIFDD | 685 | +96%
10948 | AAC | 5G NR (DFT-s-OF DM, 100% RB, 15 MHz, QPSK, 15 kHz) S5GNRFR1FDD | 583 | +86%
10847 | AAB | 5G NR (DFT-s-OFDM, 100% RB, 20 MHz, OPSK, 15 kHz) SGNRFR1FDD | 587 | +96%
10848 | AAB | 5G NR (DFT-s-OFDM, 100% RB, 25 MHz, GPSK, 15 kHz) SGNRFR1FDD | 584 | +86%
10848 | AAB | 5G NR (DFT-s-OFDM, 100% RB, 30 MHz, QPSK, 15 kHz) S5GNRFR1FDD | 587 | +96%
| 10850 | AAB | 5G NR (DFT-s-OFDM, 100% RB. 40 MHz, QPSK, 16 kHz) S5GNRFRIFDD | 584 | +96%
[ 10851 [ AAB | 5G NR (DFT-s-OF DM, 100% RB, 50 MHz, QPSK, 15 kHz) S5GNRFR1IFDD | 592 | +968%
10852 | AAB | 5G NR DL (CP-OFDM, TM 3.1, 5 MHz, 84-0AM, 15 kHz) SGNRFR1FDD | 825 | +96%
10853 | AAB_| 5G NR DL (CP-OFDM, TM 3.1, 10 MHz, B4-QAM 15 kHz) S5GNRFR1FDD | B15 | +96%
10854 | AAB | 5G NR DL (CP-OFDM, TM 3.1, 15 84-0AM. 15 SGNRFR1FDD | 823 | +868%
10855 | AAB | 5G NR DL (CP-OFDM, TM 3.1, 20 MHz, 64-QAM, 15 kHz) 5GNRFRI1FDD | 842 | +96% |
10956 | AAB | 5G NR DL (CP-OFDM, TM 3.1, 5 MHz, m 30 kHz) S5GNRFR1FDD | B14 | +96%
10957 | AAC | 5G NR DL (CP-OFDM, TM 3.1, 10 Mz, B4-QAM, 30 kHz) S5GNRFR1FDD | B31 | +96% |
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10058 | AAB | SGNR nL{cP-aFDM T™ 3.1, 15 MHz, 64-QAM, 30 kHz} EGNRFR1FDD | B61 | 296%
10850 | AAB | 5G NR DL (CP-OFDM, TM 3.1, 20 MHz, 84-QAM, 30 kHz) 5GNRFR1FDD | 833 | +96% |
10060 | AAB EGMDL;CP-GFDM,TMM 5 MHz, M-Q,IIM 15 kHz) 5GNRFR1TDD | 032 | +98%
10961 | AAB | 5GNR %Ww 15 kHz) 5GNRFR1TDD | 836 | +86%
10062 | AAB | 5G NR DL (CP-OFDM, TM 3.1, 15 64-0AM, 15 kHz) SGNRFR1TDD | 640 | £968%
10963 | AAB | 56 NR DL (CP-OFDM, TM 3.1, 20 MHz, 84-QAM, 15 kHz) SGNRFR1TDD | 9556 | +88%
10064 | AAB | 5G NR DL (CP-OFDM, TM 3.1, 5%,__&%_ 5GNRFR11DD | 828 | +968%
10865 | AAB | 5G NR DL (CP-OFDM, TM 3.1, 10 MHz, B4-0AM, 30 kHz) SCNRFRAITDD | 937 | +868%
10966 | AAB | 5G NR DL (CP-OFDM, TM 3.1, 15 MHz, B64-0AM, 30 kHz) SGNRFRI1TDD | B55 | +88%
10967 | AAB | 5G NR DL (CP-OFDM, TM 3.1, 20 MH 30 kHz) SGNRFRITDD | 842 | £96%
10868 | AAB 5GHR DL (CP-OFDM, TM 3.1, 100 MHz, 64-0AM, 30 kHz) SGNRFR1TDD | 949 | +968%
10872 | AAB | 5G NR {GP—GFDM 1 RB, 20 MHz, QPSK_ 15 kHz) SGNRFR1TDD | 1159 | +86%
10873 | AAB | 5G NR (DFI-s-OFDM, 1 RB, 100 MHz, QPSK, 30 kHz) SGNRFRITOD | 606 | £+968%
10874 | AAB | 5G NR {CP-OFDM, 100%&3 100 MHz, 256-QAM, 30 kHz) SGNRFR1TDD | 1028 | +9.6%
10878 | AAA | ULLA BOR ULLA 116 | £96%
10979 | AAA | ULLAHDR4 ULLA B58 | £96%
10880 | AAA | ULLA HDRE ULLA 10.32 | +88%
10981 | AAA | ULLA HDRp4 ULLA 319 | +96% |
10882 | AAA | ULLAHDRpS ULLA 343 | £86%
10983 | AAC EGNR!JL@-OFDM TM 3.1, 40 MHz, 64-0AM, 15 kHz) SGNRFR1TDD | 831 | +98%
10084 | AAB | 5G NR DL (CP-OFDM, TM 3.1, 50 MHz, 64-0AM, 15 kHz) EGNRFRITDD | 942 | £96%
10885 | AAC | S5GNR DEL;CF-{JFDM TH11,1IGHH£: 64-0AM, 30 kHz) EGNRFR1TDD | 854 | +868%
10886 | AAB | 5G NR DL (CP-OFDM, TM 3.1 64-0AM, 30 kHz) EGNRFRITDD | 850 | +86%
10887 | AAC 5GNRDLLCP-DFM,TM3 1, 80 MHz, 64-QAM, 30 kHz) SGNRFR1TDD | 853 | +96%
10988 | AAB | 5G NR DL (CP-OFDM, TM 3.1, 70 MHz, 64-QAM, 30 kHz) SGNRFRITDD | 838 | +96%
10089 | AAC | 5G NR DL (CP-OFDM, TM 3.1, BO MHz, 64-0AM, 30 kHz) SGNRFRITOD | 033 | +86%
10820 | AAB | 6G NR DL;CP-OFDM,TH:H:BIJ%W.&N‘E} SGNRFR1TOD | 852 | +06% |
11003 | AAA | 5G NR DL (CP-OFDM, TM 3.1, 30 , B4-0AM, 15 kHz) SGNRFR1TDD | 1024 | +06%
11004 | AAA | 5G NR DL (CP-OFDM, TM 3.1, 30 MHz, 84-QAM, 30 kHz) SGNRFR1TDD | 1073 | +868%
11005 | AAA | 5G NR DL (CP-OFDM, TM 3.1, 25 MHz , 15 kHz) SGNRFRIFDD | 870 | +86%
11006 | AAA | 5G NR DL (CP-OFDM, TM 3.1, 30 MHz, MMH 15 kHz) SGNRFRIFDD | 855 | +96%
11007 | AAA | 5GNR DL{CF-GFDH,THM JJDMHI MM 15 kHz) SGNRFR1FDD | 848 | +06%
11008 | AAA | 5G NR DL (CP L TM 3.1, mmm 15 kHz) EGNRFR1IFDD | 851 | +96%
11000 | AAA | 5G NR DL (CP-OFDM, TM 3.1, 25 m-u,m 30 kHz) SGNRFRIFDD | 878 | £+96%
11010 | AAA | 5G NR DL (CP-OFDM, TM 3.1, 30 MHz, 84-QAM, 30 kHz) BGNRFR1FDD | 885 | +896%
11011 | AAA | 5G NR DL (CP-OFDM, TM 3.1, 40 MHz, 64-QAM, 30 kHz) S5GNRFRI1FDD | 898 | +968%
11012_| AAA | 5G NR DL (CP-OFDM, TM 3.1, 50 MHz, 64-QAM, 30 kHz) SGNRFR1FDD | B68 | £t98%
11013 | AAA_| IEEE 802.11be (320MHz_MCS1, 89pc duly cycle) WLAN BA7 | £96%
11014 | AAA | IEEE 802.11be (320MHz, MCS2, 99pc duly cycle) WLAN 845 | +96%
11015 | AAA | IEEE 802.11be (320MHz, MCS3, 98pc duty cycle) WLAN Ba4 | +86%
11018 | AAA | IEEE B02.11be (320MHz, MCS4, 98pc duty cycle) WLAN Bdd | +96%
11017 | AAA | IEEE 802.11be (320MHz, MCSS, 99pc duty cycle) WLAN B41 | 2z968%
11018 | AAA | IEEE 802.11be (320MHz, MCS6, 88pc duly cycle) WLAN 8B40 | £96%
11019 | AAA | IEEE 802.11be (320MHz, MCS7 cycle) WLAN 820 | +96%
11020 | AAA IEEEBIJZ 11be (320MHz, MCS8, 88pc duty cycle) WLAN 827 | +86%
11021_| AAA_| IEEE 802.11be (320MHz, MCSS, 99pc duty cycle) WLAN 846 | +96%
11022 | AAA | IEEE B02.11be (320MHz, MCS10, 98pc duty cycle] WLAN B8.36 | +96%
11023 | AAA | IEEE 802 11be (320MHz, MCS11, 99pc duty cycle) WLAN 800 | +96%
11024 | AAA | IEEE 802 11be (320MHz, MCS512, B9pc duly cycle) WLAN 542 | 206%
11025 | AAA | |IEEE 802.11be (320MHz, MCS13, 88pc duty cycle) WLAN BAT | +86%
11026 | AAA | |EEE 802 11be (320MHz, MCSO, 88pec duty cycle) WLAN 830 | t96%

* Uncartainty is determined using the max, deviation from fincar response applying rectangular distribution and s expressed for the

square of the field vilue.
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